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1. Cover Page 

FCC REPORT 
 

Applicant: Nexpro International Limitada 

Address of Applicant: 
Guadalupe, Barrio Tournon, Frente Al Hotel Villas Oficinas Del 
Bufete Facio Y Canas 

Equipment Under Test (EUT) 

Product Name: 4 Inch 3G Smartphone 

Model No.: FLAME 

Trade mark: Sendtel 

FCC ID: ZYPFLAME 

Applicable standards: 

FCC CFR Title 47 Part 2 

FCC CFR Title 47 Part22 Subpart H 

FCC CFR Title 47 Part24 Subpart E 

Date of sample receipt: 02 Sep., 2014 

Date of Test: 03 Sep., to 22 Sep., 2014 

Date of report issued: 22 Sep., 2014 

Test Result: PASS * 

* In the configuration tested, the EUT complied with the standards specified above. 
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4. Test Summary 

Test Item Section in CFR 47 Result 

RF Exposure (SAR) 
Part 1.1307 

Part 2.1093 

Passed* 

(Please refer to 

SAR Report) 

RF Output Power 

Part 2.1046 

Part 22.913 (a)(2) 

Part 24.232 (c) 

Pass 

Modulation Characteristics Part 2.1047 Pass 

99% & -26 dB Occupied Bandwidth 

Part 2.1049 

Part 22.917 

Part 24.238 

Pass 

Spurious Emissions at Antenna Terminal 

Part 2.1051 

Part 22.917 (a) 

Part 24.238 (a) 

Pass 

Field Strength of Spurious Radiation 

Part 2.1053 

Part 22.917 (a) 

Part 24.238 (a) 

Pass 

Out of band emission, Band Edge 
Part 22.917 (a) 

Part 24.238 (a) 
Pass 

Frequency stability vs. temperature Part 2.1055(a)(1)(b) Pass 

Frequency stability vs. voltage Part 2.1055(d)(1)(2) Pass 

 Pass: The EUT complies with the essential requirements in the standard.  
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5. General Information 

5.1 Client Information 

Applicant: Nexpro International Limitada 

Address of Applicant: Guadalupe, Barrio Tournon, Frente Al Hotel Villas Oficinas Del Bufete 
Facio Y Canas 

Manufacturer : Shenzhen Fortune Ship Technology Co., Ltd. 

Address of Manufacturer: 6/F, Kingson Building, No.1 Chuangsheng Road, Nanshan District, 
Shenzhen, Guangdong, China 

5.2 General Description of E.U.T. 

Product Name: 4 Inch 3G Smartphone 

Model No.: FLAME 

Operation Frequency range: GSM 850: 824.20MHz-848.80MHz 

PCS1900: 1850.20MHz-1909.80MHz 

WCDMA Band V:826.4MHz-846.6MHz 

WCDMA Band II:1852.4 MHz -1907.6 MHz 

Modulation type: GSM/GPRS:GMSK, UMTS:QPSK, EGPRS: 8PSK 

Antenna type: Integral Antenna 

Antenna gain: GSM 850: 0.5 dBi 

PCS 1900: 0.8 dBi 

WCDMA 850 : 1.1 dBi 

WCDMA1900 : 1.1 dBi 

AC adapter: Model: FLAME 

Input: AC 100-240V 50/60Hz 0.15A 

Output: DC 5V, 550mA 

Power supply: Rechargeable Li-ion Battery DC3.7V-1500mAh 
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Operation Frequency List:  

GSM 850 PCS1900 

Channel: Frequency (MHz) Channel: Frequency (MHz) 

128 824.20 512 1850.20 

129 824.40 513 1850.40 

é. é. é. é. 

189 836.40 660 1879.80 

190 836.60 661 1880.00 

191 836.80 662 1880.20 

é é é é 

250 848.60 809 1909.60 

251 848.80 810 1909.80 

WCDMA Band V WCDMA Band II 

Channel: Frequency (MHz) Channel: Frequency (MHz) 

4132 826.40 9262 1852.40 

4133 826.60 9263 1852.60 

é. é. é. é. 

4182 836.40 9399 1879.80 

4183 836.60 9400 1880.00 

4184 836.80 9401 1880.20 

é é é é 

4232 846.40 9537 1907.40 

4233 846.60 9538 1907.60 
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Regards to the operating frequency range over 10 MHz, the Lowest frequency, the middle frequency, and the 

highest frequency of channel were selected to perform the test, and the selected channel see below:    

GSM850 PCS1900 

 Channel Frequency(MHz)  Channel Frequency(MHz) 

Lowest channel 128 824.20 Lowest channel 512 1850.20 

Middle channel 190 836.60 Middle channel 661 1880.00 

Highest channel 251 848.80 Highest channel 810 1909.80 

WCDMA Band V WCDMA Band II 

 Channel Frequency(MHz)  Channel Frequency(MHz) 

Lowest channel 4132 826.40 Lowest channel 9262 1852.40 

Middle channel 4183 836.60 Middle channel 9400 1880.00 

Highest channel 4233 846.60 Highest channel 9538 1907.60 
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5.3 Test modes  
Communicate mode (GSM850) Keep the EUT in communicating mode on GSM 850 band. 

Data mode (GPRS850) Keep the EUT in data communicating mode on GPRS 850 band. 

Data mode (EGPRS850) Keep the EUT in data communicating mode on EGPRS 850 band. 

Communicate mode (PCS1900) Keep the EUT in communicating mode on PCS1900 band. 

Data mode (GPRS1900) Keep the EUT in data communicating mode on GPRS1900 band. 

Data mode (EGPRS1900) Keep the EUT in data communicating mode on EGPRS1900 band. 

Communicate mode (UMTS 850) Keep the EUT in communicating mode on UMTS 850 band. 

Communicate mode (UMTS 

1900) 
Keep the EUT in communicating mode on UMTS 1900 band. 

Data mode (RMC UMTS 850) 
Keep the EUT in data communicating mode on RMC in UMTS 850 

(12.2 kbps, 64 kbps, 144 kbps & 384 kbps). 

Data mode (HSDPA UMTS 850) 
Keep the EUT in data communicating mode on HSDPA in UMTS 

850(Sub-test 1~Sub-test 4). 

Data mode (HSUPA UMTS 850) 
Keep the EUT in data communicating mode on HSUPA in UMTS 

850(Sub-test 1~Sub-test 5). 

Data mode (RMC UMTS 1900) 
Keep the EUT in data communicating mode on RMC in UMTS 850 

(12.2 kbps, 64 kbps, 144 kbps & 384 kbps). 

Data mode (HSDPA UMTS 

1900) 

Keep the EUT in data communicating mode on HSDPA in UMTS 

1900. (Sub-test 1~Sub-test 4). 

Data mode (HSUPA UMTS 

1900) 

Keep the EUT in data communicating mode on HSUPA in UMTS 

1900. (Sub-test 1~Sub-test 5). 

Remark : 

Pre-test output power of all modes, and found GSM 850, PCS 1900, 

UMTS 850 12.2 kbps RMC & UMTS 1900 12.2 kbps RMC were the 

worst case. The details please refer to section 6.5. 

5.4 Related Submittal(s) / Grant (s) 

This submittal(s) (test report) is filing to comply with Section Part 22 subpart H and Part 24 subpart E 

of the FCC CFR 47 Rules. 

5.5 Test Methodology 

Both conducted and radiated testing were performed according to the procedures document on 

TIA/EIA 603 and FCC CFR 47.1046, 2.1047, 2.1049, 2.1051, 2.1053, 2.1055 and 2.1057 

5.6 Laboratory Facility 
The test facility is recognized, certified, or accredited by the following organizations: 

ǻ FCC - Registration No.: 817957 

Shenzhen Zhongjian Nanfang Testing Co., Ltd. EMC Laboratory has been registered and fully 

described in a report filed with the (FCC) Federal Communications Commission. The acceptance 

letter from the FCC is maintained in out files. Registration 817957, February 27, 2012. 

ǻ IC - Registration No.: 10106A-1 

The 3m Semi-anechoic chamber of Shenzhen Zhongjian Nanfang Testing Co., Ltd. has been 

Registered by Certification and Engineering Bureau of Industry Canada for radio equipment testing 

with Registration No.: 10106A-1. 

ǻ CNAS - Registration No.: CNAS L6048 

Shenzhen Zhongjian Nanfang Testing Co., Ltd. is accredited to ISO/IEC 17025:2005 General 

Requirements for the Competence of Testing and Calibration laboratories for the competence of 

testing. The Registration No. is CNAS L6048. 
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5.7 Laboratory Location 
Shenzhen Zhongjian Nanfang Testing Co., Ltd. 

Address: No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,  

Baoôan District, Shenzhen, Guangdong, China  

Tel: +86-755-23118282   

Fax: +86-755-23116366 

  




