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SZCR2306001836AT

Sonova Consumer Hearing GmbH

Am Labor 1, 30900 Wedemark, Germany.
Sonova Consumer Hearing GmbH

Address of Manufacturer: ~ Am Labor 1, 30900 Wedemark, Germany.
Equipment Under Test (EUT):

EUT Name: ACCENTUM Plus / ACCENTUM Plus R/ ACCENTUM Plus SE
Model No.: ACPAEBT

Trade Mark: SENNHEISER

Standard(s) : MIC Item 19 of Article 2 Paragraph 1

Date of Receipt: 2023-06-13

Date of Test: 2023-06-20 to 2023-06-25

Date of Issue: 2023-06-27

Test Result: Pass*

* In the configuration tested, the EUT complied with the standards specified above.

Lo 0

Keny Xu

EMC Laboratory Manager
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Test Summary
Radio Spectrum Technical Requirement
Item Standard Method Requirement Result
Antenna Requirement N/A MIC Itsm 19 of Article 2 Pass
aragraph 1
Interference Ari\i"c'lg IZtePn;r?g h|  MIC Notice No.88 | MIC Item 19 of Article 2 |
prevention capability 1 grap Appendix No.43 Paragraph 1
RF accessibility N/A Miglteq §@ o Article 2 Pass
Paragraph 1
Radio Spectrum Matter Part
Item Standard Method Requirement Result
Erequency Error MIC Notice No.88 MIC Item 19 of Article 2 Pass
q y Appendix No.43 Paragraph 1
Occupied MIC Notice No.88 MIC Item 19 of Article 2 Pass
Bandwidth(99%) Appendix No.43 Paragraph 1
Antenna Power Ar![\i/lcllce: IZtePn;rgQg h MIC Notice No.88 MIC Item 19 of Article 2 Pass
1 grap Appendix No.43 Paragraph 1
Spurious emission MIC Notice No.88 MIC Item 19 of Article 2 Pass
Intensity Appendix No.43 Paragraph 1
Limit of secondary MIC Notice No0.88 MIC Item 19 of Article 2 Pass
radiated emissions Appendix No.43 Paragraph 1
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General Information

Details of E.U.T.

Test Item Description

Wireless Headphones

Product Name

ACCENTUM Plus / ACCENTUM Plus R/ ACCENTUM Plus SE

Model No.

ACPAEBT

Brand Name

SENNHEISER

Serial Number / Status
of EUT

Engineering sample

Power Ratings

5Vdc, 700 mA (from Type-C USB interface)
3.7Vdc, 800mAh (from battery)

Power Supply p .
(Nominal & Testing) 5Vdc, 700 mA (from Type-C USB interface)
Operating A o

Termperature range S 9 C

Modulation Type BLE: GFSK

Transmission BLE: DSSS

Technology

Technology Bluetooth

Operating Frequency

2402 - 2480MHz
(for Frequency Band: 2400-2483.5MHz)

No. of channels BLE: 40
Channel Spacing BLE: 2MHz
Channel Bandwidth BLE: 80MHz

Data Transfer Rate

BLE 4.0: 1Mbps, BLE 5.2: 2Mbps

Antenna Type

PIFA antenna

Antenna Gain

2.3dBi

Maximum Transmit
Power

BLE: 1.2mwW

HW Version

HDT568-R-MAIN-R3

SW Version

3.10.0

Cable supplied /
Device ports

1.2m shielded USB cable without core
1.2m audio cable 3.5mm to 2.5mm

Remark: The information in this section is provided by the applicant or manufacturer, SGS is not

liable to the accuracy, suitability, reliability or/and integrity of the information.

el No.A Worksho, N-10 i Scto,Sienc  TechnologyPark, Nansha Disict Stenchen,Guangdong, Chiva 518057
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4.2 Test Conditions
Powered by Rechargeable Li-ion Battery
Battery information

Power

supply:

Model: 533543

Rated Capacity: 800mAh 2.96Wh
Rated Voltage: 3.7Vdc

The RF unit is supplied DC 3.3V The fluctuation of input voltage to the circuit of RF unit of test
equipment is under £1%, when input voltage from DC 3.7V to the test equipment is fluctuated by

+10%, So, all measurement has been conducted by only rated voltage.

The measurement result of the voltage fluctuation at RF circuit when
DC 3.7V +/- 10%.

DC Input DC Input Voltage Fluctuation (%)
3.33V 1.80V 0
3.70V 1.80V 0
4.07v 1.80V 0

£, Inspection & Testing Services 5
&

ST
31|

o5 Co, Lid
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Temperature: 248 °C
Humidity: 52.7% RH
Atmospheric Pressure: 1000 -1010 mbar
Note:

VN:  Normal Voltage

TN:  Normal Temperature

TL: Low Extreme Test Temperature
TH: High Extreme Test Temperature

Test Frequencies: If the EUT can be set to 3 of more different (carrier) frequencies in 1 allocated
band, testing shall be performed using the Lowest, Middle and the Highest
frequency (L, M and H). If there are 2 or fewer frequencies, testing shall be
performed with the available frequencies.
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4.3 Description of Support Units

Description Manufacturer Model No. Serial No.

The EUT has been tested as an independent unit.

4.4 Measurement Uncertainty

Test Item Measurement Uncertainty
Frequency Error +7.25x 10%
Occupied Bandwidth(99%) 3%
Antenna Power +0.75dB
Spurious emission Intensity +0.75dB
Limit of secondary radiated emissions +0.75dB

Remark:

The Ui (lab Uncertainty) is less than Ucisprersi (CISPR/ETSI Uncertainty), so the test results

— compliance is deemed to occur if no measured disturbance level exceeds the disturbance limit;

— non-compliance is deemed to occur if any measured disturbance level exceeds the disturbance limit.
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4.5 Test Location
All tests were performed at:
SGS-CSTC Standards Technical Services Co., Ltd., Shenzhen Branch

No. 1 Workshop, M-10, Middle Section, Science & Technology Park, Nanshan District, Shenzhen,
Guangdong, China. 518057.

Tel: +86 755 2601 2053 Fax: +86 755 2671 0594
No tests were sub-contracted.

4.6 Test Facility
The test facility is recognized, certified, or accredited by the following organizations:
* A2LA (Certificate No. 3816.01)

SGS-CSTC Standards Technical Services Co., Ltd., Shenzhen EMC Laboratory is accredited by the
American Association for Laboratory Accreditation(A2LA). Certificate No. 3816.01.

* VCCI (Member No. 1937)

The 3m Fully-anechoic chamber for above 1GHz, 10m Semi-anechoic chamber for below 1GHz,
Shielded Room for Mains Port Conducted Interference Measurement and Telecommunication Port
Conducted Interference Measurement of SGS-CSTC Standards Technical Services Co., Ltd.
Shenzhen EMC laboratory have been registered in accordance with the Regulations for Voluntary
Control Measures with Registration No.: G-20026, R-14188, C-12383 and T-11153 respectively.

* FCC —Designation Number: CN1336

SGS-CSTC Standards Technical Services Co., Ltd., Shenzhen EMC Laboratory has been recognized
as an accredited testing laboratory.

Designation Number: CN1336. Test Firm Registration Number: 787754.
¢ Innovation, Science and Economic Development Canada

SGS-CSTC Standards Technical Services Co., Ltd., Shenzhen EMC Laboratory has been recognized
by ISED as an accredited testing laboratory.

CAB identifier: CN0QO6.

IC#: 4620C.

4.7 Deviation from Standards
None

4.8 Abnormalities from Standard Conditions
None
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5 Equipment List
Equipment | Manufacturer [Model No Inven (gt Cal Date Cal Due [Calibration Classification
No Date body
DC Power Rohde & NGSM
Supply Schwarz 32/10 SEMO011-04 |2023-03-21 |2024-03-20 SGS (c)
MXA Signal
Analyzer
(10Hz- KEYSIGHT N9020A | SEM004-17 |2023-05-18 | 2024-05-17 | GRGTEST (c)
26.5GHz)
Power Sensor | TST PASS TSF;gZOZ SEMO009-22 [2022-09-21 |2023-09-20| CEPREI (c)
Signal
Generator KEYSIGHT | N5173B | SEM006-05 |2022-09-25 |2023-09-24 LISAI (c)
(9kHz-40GHz)
Multimeter FLUKE F7I§|k”e SEM022-01 [2023-03-21 |2024-03-20 SGS (c)
Universal
Radio Rohde & |-\ 1y 500| SEM010-03 |2023-03-21|2024-03-20| CEPREI (©)
Communication Schwarz
Tester
Humidity/ Me?:c?rr:)?gailcal
Temperature In dustg ZJ1-2B | SEM002-03 |2022-09-23 [2023-09-22| CEPREI (c)
Indicator ry
Factory
Changchun
Barometer Meﬁﬁgijos'?rg'ca' DYM3 | SEM002-01 | 2023-3-27 | 2024-3-26 | - CEPREI ©
Factory
Remark:

(a) Calibration conducted by the National Institute of Information and Communications Technology (NICT) in
Japan (hereinafter referred to as "NICT") or a designated calibration agency under Article 102-18 paragraph

(1) in JRL.

(b) Correction conducted pursuant to the provisions of Article 135 or Article 144 of the Measurement Act (Act
No. 51 of 1992) .
(c) Calibration conducted in countries except Japan, which shall be equivalent to the calibration conducted by
the NICT or a designated calibration agency under Article 102-18 paragraph (1).
(d) Calibration, etc. conducted by using measuring instruments and other equipment listed in the right column

of appended table No. 3, which shall have been given any type of calibration, etc. listed above from (a) to (c).
From JRL Atrticle 24-2, paragraph 4, Item 2
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6 Radio Spectrum Technical Requirement

6.1 Antenna Requirement
6.1.1 Test Requirement:
MIC Item 19 of Article 2 Paragraph 1

6.1.2 Conclusion
Standard requirement:

Applicable for equipment with an antenna terminal, including testing terminals. If an antenna
connector is available, all relevant tests will be carried out conducted. If not, tests will be carried out
in an anechoic room or with a suitable test-fixture.

EUT Details:
The antenna is integrated on the main PCB and no consideration of replacement.
The best case gain of the antenna is 2.3dBi.

Result:

A\ \\\\\\\\\ i
B3

iy

osimm

— 3 :

il I"///iﬁﬂﬂm(!h e

‘N
=
. |

An antenna connector is available, all relevant tests will be carried out conducted.
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6.2 Interference prevention capability
6.2.1 Test Requirement:
MIC Item 19 of Article 2 Paragraph 1

Limit:
Article 2, Item (19) Notice 88 Appendix 43, 44, 45
The EUT shall be constructed in such a way that sensitive RF parts, (like modulation and oscillator parts)
cannot be reached easily by the user. These parts shall be covered by soldered metal caps or glue or by

other mechanical covers. If the covers are fixed with screws, these shall be not the common type(s) like a
Phillips, but special versions like Torx, so that the user cannot open the device with common tools.

6.2.2 Test Setup Diagram

Test equipment Attenuator Demodulator

6.2.3 Conclusion

Standard Requirement:

1) Measurement system diagram as shown above and test equipment keep transmitting identification code.
2) Condition of measuring instrument

(1) Demodulator must be able to demodulate the transmitting signal emitted by test equipment and to
indicate the identification code.

3) Condition of test equipment The mode of normal use.

4) Measuring operation procedure

(1) When test equipment has the function to transmit identification code automatically:
A) Transmit the predetermined identification code from test equipment.

B) Confirm the transmitted identification code by demodulator.

EUT Details:

80:C3:BA:3E:BE:81

The unit does meet the requirements (Good).
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6.3 RF accessibility
6.3.1 Test Requirement:
MIC Item 19 of Article 2 Paragraph 1
6.3.2 Conclusion
Standard Requirement:
The EUT shall be constructed in such a way that sensitive RF parts, (like modulation and oscillator
parts) cannot be reached easily by the user. These parts shall be covered by soldered metal caps or

glue or by other mechanical covers. If the covers are fixed with screws, these shall be not the

common type(s) like a Phillips, but special versions like Torx, so that the user cannot open the device
with common tools.

EUT Details:

.l

*

,k“- L

RF and Modulation parts are mounted on PCB with surface mount technology, and there is no any
adjustable parts on PCB or adjustable parts are not exposed.
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7 Radio Spectrum Matter Test Results

7.1 Frequency Error

Test Requirement MIC Item 19 of Article 2 Paragraph 1
Test Method: MIC Notice No.88 Appendix No.43
Limit:

Tolerance of frequency: ==50E-6

7.1.1 E.U.T. Operation
Operating Environment:
Temperature: 25.7°C Humidity: 51.3 % RH Atmospheric Pressure: 1005 mbar

7.1.2 Test Mode Description

Pre-scan /| Mode Description
Final test Code P
Final test 02 TX mode_Keep the EUT in continuously transmitting mode with GFSK modulation

7.1.3 Test Setup Diagram

Spectrum Analyzer

= = f e
s | OO
o e
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/

Non-Conducted Table

Ground Reference Plane
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7.1.4 Measurement Procedure and Data
1. Test Conditions:
Spectrum Analyzer is used for measurement.
2. EUT conditions:
Modulation/Spread/Hopping OFF, CW Tx
3. Spectrum Analyzer conditions:
Frequency: Test Frequency
Span 1MHz
RBW 10 kHz (Modulation OFF),
VBW 10 kHz (Modulation OFF),
Sweep Time Auto
Detector mode Positive peak
Indication mode Max hold
Alternative method:
Frequency: Test Frequency
Span 2 times channel bandwidth
RBW 100 kHz (Modulation ON),
VBW 100 kHz (Modulation ON),
Sweep Time Auto
Detector mode Positive peak
Indication mode Max hold

Please Refer to Appendix for Details
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7.2 Occupied Bandwidth(99%)

Test Requirement MIC Item 19 of Article 2 Paragraph 1
Test Method: MIC Notice No.88 Appendix No.43
Limit:

FH: 83.5MHz or less
OFDM: 40MHz or less
Others: 26MHz or less

7.2.1 E.U.T. Operation
Operating Environment;
Temperature: 25.7°C Humidity: 51.3 % RH Atmospheric Pressure: 1005 mbar

7.2.2 Test Mode Description

Pre-scan /| Mode Description
Final test Code P
Final test 02 TX mode_Keep the EUT in continuously transmitting mode with GFSK modulation

7.2.3 Test Setup Diagram

Spectrum Analyzer
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7.2.4 Measurement Procedure and Data
1. Test Conditions:
Spectrum Analyzer is used for measurement.
2. EUT conditions:
Modulation/Spread/Hopping ON, Modulation Tx

For equipment using diffusion code, set to the test diffusion code and modulate with standard coding
test signal.

3. Spectrum Analyzer conditions:

Frequency: Test Frequency

Span 83.5 MHz (FHSS); 40/60 MHz (OFDM; DSSS); 2-5 times OBW (Others)
RBW 1 MHz (FHSS); 300kHz (OFDM; DSSS); 3% OBW (Others)

VBW 1 MHz (FHSS); 300kHz (OFDM; DSSS); 3 times RBW (Others)

Sweep Time Auto

detector mode Positive peak

Indication mode Max hold

OBW 99%

Please Refer to Appendix for Details
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7.3 Antenna Power

Test Requirement MIC Item 19 of Article 2 Paragraph 1
Test Method: MIC Notice No.88 Appendix No.43
Limit:

Designated value

(1) FH, FH+DS, FH+OFDM: 3mW/MHz
(used in the range of 2427 - 2470.75 MHz)
(2) OFDM, DS other than (1) 10mW/MHz
(3) Other than (1) & (2) 10mwW

(4) OFDM OBW 26 - 40MHz: 5mW/MHz
Tolerance:+20%,-80%

7.3.1 E.U.T. Operation
Operating Environment:
Temperature: 25.7°C Humidity: 51.3 % RH Atmospheric Pressure: 1005 mbar

7.3.2 Test Mode Description

Pre-scan /| Mode Description
Final test Code P
Final test 02 TX mode Keep the EUT in continuously transmitting mode with GFSK modulation

7.3.3 Test Setup Diagram

E.U.T|

PC

RF conducted Table

1 M X i

Ground Reference Plane
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7.3.4 Measurement Procedure and Data
1. Test Conditions:
Power sensor is used for measurement.
2. EUT conditions:
Modulation/Spread/Hopping ON, Modulation Tx

For equipment using diffusion code, set to the test diffusion code and modulate with standard coding
test signal.

3. Power sensor conditions:
EUT RF output port connect to the power sensor input port
Detector: peak

Please Refer to Appendix for Details
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7.4 Spurious emission Intensity

Test Requirement MIC Item 19 of Article 2 Paragraph 1
Test Method: MIC Notice No.88 Appendix No.43
Limit:

(1) Below 2387 MHz: 2.5 1 W/MHz
(2) 2387 to 2400 MHz: 25 » W/MHz
(3) 2483.5 through 2496.5 MHz: 25 u W/MHz
(4) Over 2496.5 MHz: 2.5 » W/MHz

7.4.1 E.U.T. Operation
Operating Environment:
Temperature: 25.7°C Humidity: 51.3 % RH Atmospheric Pressure: 1005 mbar

7.4.2 Test Mode Description

Pre-scan /| Mode Description
Final test Code P
Final test 02 TX mode_Keep the EUT in continuously transmitting mode with GFSK modulation

7.4.3 Test Setup Diagram

Spectrum Analyzer
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7.4.4 Measurement Procedure and Data
1. Test Conditions:
Spectrum Analyzer is used for measurement.
2. EUT conditions:
Modulation/Spread/Hopping ON, , Modulation Tx

For equipment using diffusion code, set to the test diffusion code and modulate with standard coding

test signal.

3. Spectrum Analyzer conditions:

Step 1

All spurious are measured from 30 MHz to 13 GHz by peak mode.
Step 2

IF the value measured by Stepl is 2 dB or less, measure in average mode.
Test setup for Step 1:

Frequency: 30 MHz - 2400 MHz , 2483.5 MHz -13 GHz

RBW 1 MHz

VBW 1 MHz

Sweep Time Auto

detector mode Positive peak

Indication mode Max hold

Test setup for Step 2:

Frequency: Spurious Frequency

RBW 1 MHz

VBW 1 MHz

Sweep Time Auto

detector mode Sample

Indication mode Max hold

Please Refer to Appendix for Details
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7.5 Limit of secondary radiated emissions

Test Requirement MIC Item 19 of Article 2 Paragraph 1
Test Method: MIC Notice No.88 Appendix No.43
Limit:

(1) Below 1 GHz : 4 nW or less
(2) 1 GHz and over : 20 nW or less

7.5.1 E.U.T. Operation
Operating Environment:
Temperature: 25.7°C Humidity: 51.3 % RH Atmospheric Pressure: 1005 mbar

7.5.2 Test Mode Description

Pre-scan /| Mode

Final test | Code Description

Final test 03 RX_Keep the EUT in receiving mode

7.5.3 Test Setup Diagram

Spectrum Analyzer
o o f
A~ | ooo
=)=
— o f ETE
OO ; E»_I_E}.U.Tl_
[ = -\

Non-Conducted Table

v ound Reference Plane
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7.5.4 Measurement Procedure and Data
1. Test Conditions:
Spectrum Analyzer is used for measurement.
2. EUT conditions:
Modulation/Spread/Hopping ON

For equipment using diffusion code, set to the test diffusion code and modulate with standard coding

test signal.

3. Spectrum Analyzer conditions:

Step 1

All spurious are measured from 30 MHz to 13 GHz by peak mode.
Step 2

IF the value measured by Stepl is 2 dB or less, measure in average mode.
Test setup for Step 1:

Frequency: 30 MHz - 2400 MHz , 2483.5 MHz -13 GHz
RBW 100 kHz (30 - 1GHz) , 1 MHz (over 1GHz)

VBW 100 kHz (30 - 1GHz) , 1 MHz (over 1GHz)
Sweep Time Auto

detector mode Positive peak

Indication mode Max hold

Test setup for Step 2:

Frequency: Spurious Frequency

Span 0 Hz

RBW 100 kHz (30 - 1GHz), 1 MHz (over 1GHz)

VBW 100 kHz (30 - 1GHz) , 1 MHz (over 1GHz)
Sweep Time Auto

detector mode Sample

Indication mode Max hold

Please Refer to Appendix for Details
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8 Test Setup Photo
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9 EUT Constructional Details (EUT Photos)

Refer to Appendix - Photographs of EUT Constructional Details for SZCR2306001836AT
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10 Appendix

1. Frequency Error
1.1 Antl

1.1.1 Test Result

Antl
TX Frequenc Measured Tolerance (ppm) ,
ENVZ | Mode |y (MHz) | Frequency (MH2) | Resul Limit Verdict
2402 2401.984 -6.66 -50 to 50 Pass
1M SISO 2440 2439.985 -6.15 -50 to 50 Pass
NTNV 2480 2479.988 -4.84 -50 to 50 Pass
2402 2401.975 -10.41 -50 to 50 Pass
2M SISO 2440 2439.976 -9.84 -50 to 50 Pass
2480 2479.976 -9.68 -50 to 50 Pass
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1.1.2 Test Graph
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2. Occupied Bandwidth
2.1 OBW

2.1.1 Test Result

99% O ied Bandwidth (MH
ENV Mode TX Frequency o ccupied bantwl _(, 2) Verdict
Type (MHz) ANT1 Limit
2402 1.254 <=26 Pass
M SISO 2440 1.257 <=26 Pass
2480 1.251 <=26 Pass
NTNV
2402 2.198 <=26 Pass
2M SISO 2440 2.194 <=26 Pass
2480 2.193 <=26 Pass
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2.1.2 Test Graph
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3. Antenna Power
3.1 Power

3.1.1 Test Result

TX |Frequency Antenna Power (mW)| Nominal Tolerance (%) '
ENV | Mode ANT I Power R Verdict
Type | (MHz) Measured |  Limit (mW) Measured| Limit
2402 1 1.187 <=10.00 1.200 -1.08 -80to 20 | Pass
1M | SISO 2440 1 1.238 <=10.00 1.200 3.17 -80to 20 | Pass
NTNV 2480 1 1.277 <=10.00 1.200 6.42 -80to 20 | Pass
2402 1 1.251 <=10.00 1.200 4.25 -80to 20 | Pass
2M | SISO 2440 1 1.231 <=10.00 1.200 2.58 -80to 20 | Pass
2480 1 1.246 <=10.00 1.200 3.83 -80to 20 | Pass
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3.2 EIRP

3.2.1 Test Result

ENV | Mode | /X | Frequency | 1 | Gain (dBi) EIRP (mW) Verdict
Type (MHz) Result Limit
2402 1 2.30 2.016 16.368 Pass
M SISO 2440 1 2.30 2.102 16.368 Pass
NTNV 2480 1 2.30 2.169 16.368 Pass
2402 1 2.30 2.125 16.368 Pass
2M SISO 2440 1 2.30 2.091 16.368 Pass
2480 1 2.30 2.116 16.368 Pass
4. Spurious Emission Intensity
4.1 TXSE
4.1.1 Test Result
ENV Mode T-I)Z:)(e Fr((a'\c;lllj_'ezr;cy ANT Test Result Limit Verdict
2402 1 Refer To Test Graph Pass
1M SISO 2440 1 Refer To Test Graph Pass
Aty 2480 1 Refer To Test Graph Pass
2402 1 Refer To Test Graph Pass
2M SISO 2440 1 Refer To Test Graph Pass
2480 1 Refer To Test Graph Pass
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4.1.2 Test Graph
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2496.5 12500 1 1 12186.500 -55.92 1 -26 Pass
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5. Secondary Radiated Emission
5.1 RXSE

5.1.1 Test Result

ENV | Mode X Frequency | anT Test Result Limit Verdict
Type (MHz)

2402 1 Refer To Test Graph Pass

1M SISO 2440 1 Refer To Test Graph Pass

NTNV 2480 1 Refer To Test Graph Pass
2402 1 Refer To Test Graph Pass

2M SISO 2440 1 Refer To Test Graph Pass

2480 1 Refer To Test Graph Pass

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed overleaf,

available on request or accessible at https://www.sgs.com/en/Terms-and-Conditions. Attention is drawn to the limitation of liability,

indemni ion and jurisdiction issues defined therein. Any holder of this document is advised that information contained hereon reflects
the Company's findings at the time of its intervention only and within the limits of Client's instructions, if any. The Company's sole
responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations
under the transaction documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any
unauthorized alteration, forgery or falsification of the content or appearance of this document is unlawful and offenders may be pr

to the fullest extent of the law. Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such
sample(s) are retained for 30 days only.

Attention: To check the authenticity of testing/inspectionréport& certificate, please contact us at telephone: (86-755)8307 1443,
or email: CN.Doccheck@sgsicom

Mo Workshop, -0, i Section,Siece & Technelogy Pk Nansan Disic, Shenzhen, Guangdong Chita 518057 t (86-755) 26012053  f (86-755) 26710594  www.sgsgroup.com.on
B - & RITELRMRERRN- 10815 i5%:518057  t (86-755)26012053 f (86-755)26710594  sgs.china@sgs.com
|

Member of the SGS Group (SGS SA)



SGS-CSTC Standards Technical Services Co., Ltd. Shenzhen Branch

SZEMC-TRF-01 Rev. A/0 Aug01,2022 Report No.: SZCR230600183602
Page: 41 of 43

5.1.2 Test Graph
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