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(*) Identification of item tested Wellness ring 

 

 

(*) Trademark ŌURA 

 

 

(*) Model and /or type reference 
tested 

Gen3 

 Other identification of the product HW version: BLB_03 

SW version: 1.15.1 

FCC ID: 2AD7V-OURA2101 

IC: 20635- OURA2101 

 

 

 

(*) Features 

 

Sleep Analysis, Activity Monitoring, Readiness Score, Bluetooth LE 

 

 

Manufacturer Oura Health Oy 

Elektroniikkatie 10 

90590 Oulu, Finland 

 

 

Test method requested, standard ARIB STD-T66 V 3.7 (2014-10-02). 

Ordinance Regulating Radio Equipment, Radio Regulatory Commission 
Regulations No 18 - November 30, 1950 (as amended). Article 2 
Paragraph 1 Item 19. 

 

 Summary IN COMPLIANCE 

 

 

 

 

 

Approved by (name / position & 
signature) 

Rafael López Martín 

EMC Consumer & RF Lab. Manager 

 

 

 

Date of issue 2021-10-25 

 

 

Report template No FDT08_23 

(*) “Data provided by the client” 
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Competences and guarantees 

DEKRA Testing and Certification S.A.U. is a testing laboratory accredited by the National Accreditation Body 
(ENAC -Entidad Nacional de Acreditación), to perform the tests indicated in the Certificate No. 51/LE 147. 

DEKRA Testing and Certification S.A.U. is an FCC-recognized accredited testing laboratory with the appropriate 
scope of accreditation that covers the performed tests in this report. 

DEKRA Testing and Certification S.A.U. is an ISED-recognized accredited testing laboratory, CABid: ES1909, 
with the appropriate scope of accreditation that covers the performed tests in this report. 

In order to assure the traceability to other national and international laboratories, DEKRA Testing and Certification 
S.A.U. has a calibration and maintenance program for its measurement equipment. 

DEKRA Testing and Certification S.A.U. guarantees the reliability of the data presented in this report, which is the 
result of the measurements and the tests performed to the item under test on the date and under the conditions 
stated on the report and, it is based on the knowledge and technical facilities available at DEKRA Testing and 
Certification S.A.U. at the time of performance of the test. 

DEKRA Testing and Certification S.A.U. is liable to the client for the maintenance of the confidentiality of all 
information related to the item under test and the results of the test. 

The results presented in this Test Report apply only to the particular item under test established in this document. 

IMPORTANT: No parts of this report may be reproduced or quoted out of context, in any form or by any means, 
except in full, without the previous written permission of DEKRA Testing and Certification S.A.U. 

General conditions 

1. This report is only referred to the item that has undergone the test. 

2. This report does not constitute or imply on its own an approval of the product by the Certification Bodies or 
competent Authorities.  

3. This document is only valid if complete; no partial reproduction can be made without previous written 
permission of DEKRA Testing and Certification S.A.U. 

4. This test report cannot be used partially or in full for publicity and/or promotional purposes without previous 
written permission of DEKRA Testing and Certification S.A.U. and the Accreditation Bodies. 

Uncertainty 

Uncertainty (factor k=2) was calculated according to the DEKRA Testing and Certification S.A.U. internal 
document PODT000. 

Data provided by the client 

The following data has been provided by the client: 

1. Information relating to the description of the sample ("Identification of the item tested", "Trademark", 
"Model and/or type reference tested"). 

2. The sample of the model Gen3 is a revolutionary wellness ring and app, designed to help user gets 
more restful sleep and performs better. It enables user to learn how the lifestyle choices affect user’s 
sleep, and how the quality of the sleep affects user’s ability to perform. The OURA ring can 
automatically tell when user is sleeping. When user goes to sleep, the ŌURA ring analyzes the quality 
of the rest and recovery by measuring the heart rate (optically), respiration rate, body temperature, 
and movement. While user is awake, it monitors the duration and intensity of the activities, and the 
time user spends sitting. The OURA app integrates and visualizes this data to identify patterns 
between the sleep quality and daily activities. By understanding how well user slept and recharged, it 
can determine the readiness to perform and help user adjust the intensity and duration of the day’s 
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activities. It can also uncover actionable insights for changes to the daily activities that can help user 
sleep better. 

 

DEKRA Testing and Certification S.A.U. declines any responsibility with respect to the information provided by 
the client and that may affect the validity of results. 

 

Usage of samples 

Samples undergoing test have been selected by: The client. 

 

- Sample S/01 is composed of the following elements: 

Control Nº Description Model Serial Nº Date of reception 

67469B/004 Smart ring PCB (1.)  Gen3 -- 2021/05/24 

Auxiliary elements used with the sample S/01: 

Control Nº Description Model Serial Nº Date of reception 

67518/008 USB to TTL Serial cable -- -- 2021/04/12 

   Sample S/01 has undergone the test(s): All Conducted tests indicated in Appendixes A, B. 

  



DEKRA Testing and Certification, S.A.U. 
Parque Tecnológico de Andalucía,  
c/ Severo Ochoa nº 2 · 29590 Campanillas · Málaga · España 
C.I.F.  A29507456 

 

 

 

Report No: (NIE) 68043RRF.001 Page 5 of 49 2021-10-25 

 

Test sample description 

Ports………………………………. : 

Port name and 

description 

Cable 

Specified 

max 

length [m] 

Attached 

during test 

Shielded Coupled 

to 

patient(3) 

--     

Supplementary information to the 

ports………………………………. : 
-- 

Rated power supply ....................: 
Voltage and Frequency 

Reference poles 

L1 L2 L3 N PE 

 AC:       

 DC: 3.7V 

Rated Power ...............................: -- 

Clock frequencies ........................: -- 

Other parameters ........................: -- 

Software version .........................: 1.15.1 

Hardware version ........................: BLB_03 

Dimensions in cm (W x H x D) ....: -- 

Mounting position ........................:  Table top equipment 

 Wall/Ceiling mounted equipment 

 Floor standing equipment 

 Hand-held equipment 

 Other:  Wearable 

Modules/parts ..............................: Module/parts of test item Type Manufacturer 

--   

--   

Accessories (not part of the test 

item) ............................................: 
Description Type Manufacturer 

USB to TTL Serial cable  FDTI Chip 

--   

Documents as provided by the 

applicant ......................................: 
Description File name Issue date 

--   

 (3) Only for Medical Equipment 

Identification of the client 

Oura Health Oy 

Elektroniikkatie 10 

90590 Oulu, Finland 
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Testing period and place 

Test Location DEKRA Testing and Certification S.A.U. 

Date (start) 2021-09-28 

Date (finish) 2021-09-28 

 

Document history 

Report number Date Description 

68043RRF.001 2021-10-25 First release 

 

Environmental conditions 

In the chamber for conducted measurements, the following limits were not exceeded during the test: 

 

Temperature Min. =  15 ºC 
Max. =  35 ºC 

Relative humidity Min. =  20 % 
Max. =  75 % 

 

Remarks and comments 

The tests have been performed by the technical personnel: Jaime Barranquero. 

 

Used instrumentation: 
 

Conducted measurements: 
  Last Calibration Due Calibration 
    
1. Shielded Room ETS SIEPEL N.A. N.A. 
2. Signal and Spectrum Analyzer 2 Hz – 50 GHz 

ROHDE AND SCHWARZ FSW50 
2021/07 2023/07 

3. DC POWER SUPPLY 30V/3A 90W GW INSTEK 
GPS-3030D 

N.A. N.A. 

4. Digital Multimeter, FLUKE 175 2020/11 2021/11 
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Testing verdicts 

 

Not applicable: N/A 

Pass: P 

Fail: F 

Not measured: N/M 

 

Summary 

 
Bluetooth Low Energy (2M, 1M). 

ARIB STD-T66 PARAGRAPH 

Requirement – Test case Verdict Remark 

Chapter 3 Subclause 3.2  (1) Transmitting equipment. Modulation 
system 

P  

Chapter 3 Subclause 3.2  (2) and (3)  Transmitting equipment. Antenna 
power and tolerances for antenna 
power 

P  

Chapter 3 Subclause 3.2  (4)  Transmitting equipment. Frequency 
tolerance 

P  

Chapter 3 Subclause 3.2  (6)  Transmitting equipment. Spurious 
emission intensity 

P  

Chapter 3 Subclause 3.2  (7)  Transmitting equipment. Permissible 
value for occupied bandwidth 

P  

Chapter 3 Subclause 3.2  (8)  Transmitting equipment. Spread 
bandwidth 

N/A  

Chapter 3 Subclause 3.2  (9)  Transmitting equipment. Process 
gain 

N/A  

Chapter 3 Subclause 3.2  (10)  Transmitting equipment. Number of 
carriers 

N/A  

Chapter 3 Subclause 3.2  (11)  Transmitting equipment. Dwell time N/A  

Chapter 3 Subclause 3.3  (1)  Receiving equipment. Limit on 
secondary radiated emissions 

P  

Chapter 3 Subclause 3.6  (2) Antenna. Antenna gain 

 
P  

Supplementary information and remarks: 

None. 
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Appendix A: Test results. Bluetooth Low Energy 
2M  
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TEST CONDITIONS 

 

Modulation: GFSK. 

Spread spectrum system: No (Other digital modulation methods). 

Nominal necessary Bandwidth: 2 MHz 

Maximum declared antenna gain: -24.9 dBi 

Rated Antenna Power: 4 dBm (2.5119 mW) 

Type of Antenna: Integrated 

Operating nominal frequency range: 2400 MHz to 2483.5 MHz 

Nominal power supply: 3.7 Vdc 

Type of power supply: DC voltage from Battery 

 
 
 
TEST FREQUENCIES:  

 
Low Channel:  2402 MHz 
 
Middle Channel: 2440 MHz 
 
High Channel:  2480 MHz 

 
 
 
 
CONDUCTED MEASUREMENTS 
 
The equipment under test was set up in a shielded room and its antenna port (SMA type) is connected to the 
spectrum analyser through a low loss RF cable. The reading of the spectrum analyser is corrected with the cable 
loss. 
 
The DC supply voltage is applied using a power supply. 
 
The Equipment Under Test (E.U.T) is set in continuous transmission with modulation using an implemented test 
mode. The test mode also permits to set the E.U.T. in receiving mode with the transmission disabled. 
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Subclause 3.2  (1). Modulation system 

 
SPECIFICATION: 
 
For spread spectrum systems, a Direct Sequence system (DS system), a Frequency Hopping system (FH 
system), a hybrid system combining these systems, or a hybrid system combining FH and orthogonal frequency 
division multiplexing systems (OFDM system) shall be used. 
 
DS: A pseudo-random spreading code is combined with the information sequence to implement spreading 
function. The resulting signal modulates a carrier signal and consequently, the information signal is spread to a 
wide band signal.  
 
FH: The transmitting signal is a sequence of pulses at different frequencies over a large bandwidth. This 
sequence is called as frequency hopping pattern.  
 
 
 
RESULTS: 
 
 
The equipment incorporates a Bluetooth Low Energy radio which uses digital modulation (GFSK) and 40 non-
hopping channels over the frequency range 2400 MHz to 2483.5 MHz. 
 
 
 
Verdict: PASS 
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Subclause 3.2  (2) and (3). Antenna power and tolerances for antenna power 
 
SPECIFICATION: 
 
 

Mode  Limit Tolerance 

a) FH, FH+DS, FH+OFDM 3 mW/MHz  

-80% to +20% b) OFDM (Narrow bandwidth), DS 10 mW/MHz 

c) Other than a & b 10 mW 

d) OFDM (Wide band) 5 mW/MHz 

 
 
 
RESULTS: 
 
 
Mode: Other digital modulation methods than a & b. 
 
Maximum Rated Antenna Power: 4 dBm (2.5119 mW) 
 
 

Channel Measured antenna 
power (dBm) 

Antenna power 
(mW) 

Deviation from maximum 
rated antenna power (%) 

Low (2402 MHz) 2.31 1.7022 -32.2358 

Middle (2440 MHz) 2.65 1.8408 -26.7175 

High (2480 MHz) 2.58 1.8113 -27.8893 

 
 

Measurement uncertainty: < ± 1.908 dB 
 
 
 
Verdict: PASS 
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Subclause 3.2  (4). Frequency tolerance 
 
SPECIFICATION: 
 
Frequency tolerance shall be ± 50 x 10-6 (50 ppm). 
 
 
 
RESULTS: 
 
 

Channel Frequency error (Hz) Frequency error (ppm) 

Low (2402 MHz) 15015 
6.2510 

Middle (2440 MHz) 9875 4.0471 

High (2480 MHz) 8645 3.4859 

Measurement uncertainty <± 4.75 kHz 

 

 

Verdict: PASS 
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Subclause 3.2  (6). Spurious emission intensity 
 
SPECIFICATION: 
 
Permissible mean power of spurious emission of each frequency supplied to a feeder, that is, mean power of 
spurious emission in the 1 MHz bandwidth at frequency f other than frequency band used shall be as follows: 
 

a.  2,387 MHz ≤ f ≤ 2,400 MHz and 2,483.5 MHz < f ≤ 2,496.5 MHz 25 μW (-16 dBm) or less. 
 
b.  2,387 MHz > f and 2,496.5 MHz < f     2.5 μW (-26 dBm) or less. 

 
 
 
RESULTS: 
 
 

 LOW CHANNEL: 
 

No spurious frequencies detected at less than 20 dB below the limit.  
 
 

 MIDDLE CHANNEL: 
 

No spurious frequencies detected at less than 20 dB below the limit.  
 
 

 HIGH CHANNEL: 
 

No spurious frequencies detected at less than 20 dB below the limit.  
 

 
Measurement uncertainty: < ± 2.855 dB 

 
 
Verdict: PASS 
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 LOW CHANNEL: 

Frequency range 9 kHz – 2300 MHz 

 

 

 

 

Frequency range 2300 MHz – 2600 MHz 
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Frequency range 2600 MHz – 25000 MHz 
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 MIDDLE CHANNEL: 

Frequency range 9 kHz – 2300 MHz 

 

 

 

 

Frequency range 2300 MHz – 2600 MHz 
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Frequency range 2600 MHz – 25000 MHz 
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 HIGH CHANNEL: 

Frequency range 9 kHz – 2300 MHz 

 

 

 

 

Frequency range 2300 MHz – 2600 MHz 

 

 

 
  



DEKRA Testing and Certification, S.A.U. 
Parque Tecnológico de Andalucía,  
c/ Severo Ochoa nº 2 · 29590 Campanillas · Málaga · España 
C.I.F.  A29507456 

 

 

 

Report No: (NIE) 68043RRF.001 Page 20 of 49 2021-10-25 

 

Frequency range 2600 MHz – 25000 MHz 
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Subclause 3.2  (7). Permissible value for occupied bandwidth 
 
SPECIFICATION: 
 

Mode  Limit 

FH 83.5 MHz 

FH+DS 83.5 MHz 

FH+OFDM 83.5 MHz 

OFDM (Narrow bandwidth), DS 26 MHz 

OFDM (Wide band) 38 MHz 

Others 26 MHz 

 
 
 
RESULTS: 
 
 
Mode: Other digital modulation methods. 
 

 Low Channel 

2402 MHz 

Middle Channel 

2440 MHz 

High Channel 

2480 MHz 

99% occupied bandwidth (MHz) 2.0653 2.0760 2.0811 

Limit <26 MHz 

Measurement uncertainty (kHz) <± 6.35 

 
Verdict: PASS 
 
 

 LOW CHANNEL: 
 

 

  



DEKRA Testing and Certification, S.A.U. 
Parque Tecnológico de Andalucía,  
c/ Severo Ochoa nº 2 · 29590 Campanillas · Málaga · España 
C.I.F.  A29507456 

 

 

 

Report No: (NIE) 68043RRF.001 Page 22 of 49 2021-10-25 

 

 MIDDLE CHANNEL: 
 

 

 
 
 
 

 HIGH CHANNEL: 
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Subclause 3.3 (1). Receiving equipment. Limit on secondary radiated emissions 
 
SPECIFICATION: 
 
The limit on secondary emissions radiated from the receiving equipment within which the function of other radio 
equipment will not be impaired shall be, in terms of the power of a dummy antenna circuit that has the same 
electrical constant as the receiving antenna, 4 nW (-54 dBm) or less at a frequency below 1 GHz and 20 nW (-
47 dBm) or less at a frequency of 1 GHz or higher as measured using the circuit. 
 
 
 
RESULTS: 
 

 LOW CHANNEL: 
 

Spurious frequencies detected at less than 20 dB below the limit: 
 

Spurious frequency (GHz) Level (dBm/MHz) 

2.4036 -66.00 

2.4804 -61.85 

 
 

 MIDDLE CHANNEL: 
 

Spurious frequencies detected at less than 20 dB below the limit: 
 

Spurious frequency (GHz) Level (dBm/MHz) 

2.4156 -61.00 

2.4804 -59.93 

 
 

 HIGH CHANNEL: 
 

Spurious frequencies detected at less than 20 dB below the limit: 
 

Spurious frequency (GHz) Level (dBm/MHz) 

2.4260 -62.61 

5.1868 -66.14 

 
 
 
 

Measurement uncertainty: < ± 2.949 dB 
 

 

Verdict: PASS 
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 LOW CHANNEL: 

 

Frequency range 9 kHz – 1 GHz 

 

 

Frequency range 1 – 25 GHz 
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 MIDDLE CHANNEL: 

 

Frequency range 9 kHz – 1 GHz 

 

 

Frequency range 1 – 25 GHz 
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 HIGH CHANNEL: 

Frequency range 9 kHz – 1 GHz 

 

 

Frequency range 1 – 25 GHz 
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Subclause 3.6  (2). Antenna gain 
 
SPECIFICATION: 
 
a: The absolute gain of the transmitting antenna shall be 12.14 dB or less. However, when the equivalent 
isotropic radiated power EIRP (equivalent isotropic radiated power in the 1 MHz bandwidth in the case of spread 
spectrum and OFDM systems) is equal to or less than the value obtained by applying an antenna power with 
the mean power of 10 mW with its absolute gain being 12.14 dB, the shortage shall be compensated for by the 
gain of the transmitting antenna (Note that mean power is 10 mW in the 1 MHz bandwidth in the case of spread 
spectrum and OFDM systems; however, mean power of 3 mW in the 1 MHz bandwidth is applied if the FH 
system, a hybrid system combining DS and FH systems, or a hybrid system combining FH and OFDM systems 
is employed and the frequency band of 2,427 - 2,470.75 MHz is used). 
 
b: The Half-Power Beam width Angle HPBA (angle between two points at which radiated power becomes 1/2) 
of the transmitting antenna’s horizontal and vertical planes shall not exceed the value as determined by the 
following formula: 
 

HPBA ≤ 360 / A [degrees] 
 
where constant A is equal to the value obtained by dividing the equivalent isotropic radiated power EIRP 
(equivalent isotropic radiated power in the 1 MHz bandwidth in the case of spread spectrum and OFDM systems) 
by the value obtained by applying an antenna power with the mean power of 10 mW with its absolute gain being 
2.14 dB, and shall be assumed to be 1 if it is less than 1 (Note that mean power is 10 mW in the 1 MHz bandwidth 
in the case of spread spectrum and OFDM systems; however, mean power of 3 mW in the 1 MHz bandwidth is 
applied if the FH system, a hybrid system combining DS and FH systems, or a hybrid system combining the FH 
and OFDM systems is employed and the frequency band of 2,427 - 2,470.75 MHz is used). 
 
Therefore 
 

A = EIRP (mW) / (10 mW x absolute gain) = EIRP (mW) / 16.37 
 
Where absolute gain is the linear value corresponding to 2.14 dB = 1.637. 
 
 
 
RESULTS: 
 
 
Maximum Declared Antenna Gain: -24.1 dBi 
 

Channel Measured antenna 
power (dBm) 

Radiated power 
EIRP (dBm) 

Radiated power 
EIRP (mW) 

A = EIRP (mW) /16.37 

Low (2402 MHz) 2.31 -22.59 0.005 < 1 

Middle (2440 MHz) 2.65 -22.25 0.006 < 1 

High (2480 MHz) 2.58 -22.32 0.005 < 1 

 
Since A is < 1, it is assumed to be 1, and therefore the half-power beam width must be 360º or less. 
 
 
 
Verdict: PASS 
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Appendix B: Test results. Bluetooth Low Energy 
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TEST CONDITIONS 

 

Modulation: GFSK. 

Spread spectrum system: No (Other digital modulation methods). 

Nominal necessary Bandwidth: 1 MHz 

Maximum declared antenna gain: -24.9 dBi 

Rated Antenna Power: 4 dBm (2.5119 mW) 

Type of Antenna: Integrated 

Operating nominal frequency range: 2400 MHz to 2483.5 MHz 

Nominal power supply: 3.7 Vdc 

Type of power supply: DC voltage from Battery 

 
 
 
TEST FREQUENCIES:  

 
Low Channel:  2402 MHz 
 
Middle Channel: 2440 MHz 
 
High Channel:  2480 MHz 

 
 
 
 
CONDUCTED MEASUREMENTS 
 
The equipment under test was set up in a shielded room and its antenna port (SMA type) is connected to the 
spectrum analyser through a low loss RF cable. The reading of the spectrum analyser is corrected with the cable 
loss. 
 
The DC supply voltage is applied using a power supply. 
 
The Equipment Under Test (E.U.T) is set in continuous transmission with modulation using an implemented test 
mode. The test mode also permits to set the E.U.T. in receiving mode with the transmission disabled. 



DEKRA Testing and Certification, S.A.U. 
Parque Tecnológico de Andalucía,  
c/ Severo Ochoa nº 2 · 29590 Campanillas · Málaga · España 
C.I.F.  A29507456 

 

 

 

Report No: (NIE) 68043RRF.001 Page 31 of 49 2021-10-25 

 

Subclause 3.2  (1). Modulation system 

 
SPECIFICATION: 
 
For spread spectrum systems, a Direct Sequence system (DS system), a Frequency Hopping system (FH 
system), a hybrid system combining these systems, or a hybrid system combining FH and orthogonal frequency 
division multiplexing systems (OFDM system) shall be used. 
 
DS: A pseudo-random spreading code is combined with the information sequence to implement spreading 
function. The resulting signal modulates a carrier signal and consequently, the information signal is spread to a 
wide band signal.  
 
FH: The transmitting signal is a sequence of pulses at different frequencies over a large bandwidth. This 
sequence is called as frequency hopping pattern.  
 
 
 
RESULTS: 
 
 
The equipment incorporates a Bluetooth Low Energy radio which uses digital modulation (GFSK) and 40 non-
hopping channels over the frequency range 2400 MHz to 2483.5 MHz. 
 
 
 
Verdict: PASS 
  



DEKRA Testing and Certification, S.A.U. 
Parque Tecnológico de Andalucía,  
c/ Severo Ochoa nº 2 · 29590 Campanillas · Málaga · España 
C.I.F.  A29507456 

 

 

 

Report No: (NIE) 68043RRF.001 Page 32 of 49 2021-10-25 

 

Subclause 3.2  (2) and (3). Antenna power and tolerances for antenna power 
 
SPECIFICATION: 
 
 

Mode  Limit Tolerance 

a) FH, FH+DS, FH+OFDM 3 mW/MHz  

-80% to +20% b) OFDM (Narrow bandwidth), DS 10 mW/MHz 

c) Other than a & b 10 mW 

d) OFDM (Wide band) 5 mW/MHz 

 
 
 
RESULTS: 
 
 
Mode: Other digital modulation methods than a & b. 
 
Maximum Rated Antenna Power: 4 dBm (2.5119 mW) 
 
 

Channel Measured antenna 
power (dBm) 

Antenna power 
(mW) 

Deviation from maximum 
rated antenna power (%) 

Low (2402 MHz) 2.34 1.7140 -31.7661 

Middle (2440 MHz) 2.68 1.8535 -26.2096 

High (2480 MHz) 2.59 1.8156 -27.7230 

 
Measurement uncertainty: < ± 1.908 dB 

 
 
 
Verdict: PASS 
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Subclause 3.2 (4). Frequency tolerance 
 
SPECIFICATION: 
 
Frequency tolerance shall be ± 50 x 10-6 (50 ppm). 
 
 
 
RESULTS: 
 
 

Channel Frequency error (Hz) Frequency error (ppm) 

Low (2402 MHz) -19260 
-8.0183 

Middle (2440 MHz) -22790 -9.3422 

High (2480 MHz) -2295 -0.9254 

Measurement uncertainty <± 4.75 kHz 

 

 

Verdict: PASS 
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Subclause 3.2  (6). Spurious emission intensity 
 
SPECIFICATION: 
 
Permissible mean power of spurious emission of each frequency supplied to a feeder, that is, mean power of 
spurious emission in the 1 MHz bandwidth at frequency f other than frequency band used shall be as follows: 
 

a.  2,387 MHz ≤ f ≤ 2,400 MHz and 2,483.5 MHz < f ≤ 2,496.5 MHz 25 μW (-16 dBm) or less. 
 
b.  2,387 MHz > f and 2,496.5 MHz < f     2.5 μW (-26 dBm) or less. 

 
 
 
RESULTS: 
 
 

 LOW CHANNEL: 
 

No spurious frequencies detected at less than 20 dB below the limit.  
 
 

 MIDDLE CHANNEL: 
 

No spurious frequencies detected at less than 20 dB below the limit.  
 
 

 HIGH CHANNEL: 
 

No spurious frequencies detected at less than 20 dB below the limit.  
 

 
Measurement uncertainty: < ± 2.855 dB 

 
 
 
Verdict: PASS 
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 LOW CHANNEL: 

Frequency range 9 kHz – 2300 MHz 

 

 

 

Frequency range 2300 MHz – 2600 MHz 
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Frequency range 2600 MHz – 25000 MHz 
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 MIDDLE CHANNEL: 

Frequency range 9 kHz – 2300 MHz 

 

 

 

Frequency range 2300 MHz – 2600 MHz 
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Frequency range 2600 MHz – 25000 MHz 
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 HIGH CHANNEL: 

Frequency range 9 kHz – 2300 MHz 

 

 

Frequency range 2300 MHz – 2600 MHz 
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Frequency range 2600 MHz – 25000 MHz 
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Subclause 3.2  (7). Permissible value for occupied bandwidth 
 
SPECIFICATION: 
 

Mode  Limit 

FH 83.5 MHz 

FH+DS 83.5 MHz 

FH+OFDM 83.5 MHz 

OFDM (Narrow bandwidth), DS 26 MHz 

OFDM (Wide band) 38 MHz 

Others 26 MHz 

 
 
 
RESULTS: 
 
 
Mode: Other digital modulation methods. 
 

 Low Channel 

2402 MHz 

Middle Channel 

2440 MHz 

High Channel 

2480 MHz 

99% occupied bandwidth (MHz) 1.0658 1.0902 1.1096 

Limit <26 MHz 

Measurement uncertainty (kHz) <± 5.2 

 
 
Verdict: PASS 
 
 

 LOW CHANNEL: 
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 MIDDLE CHANNEL: 
 

 

 
 
 
 

 HIGH CHANNEL: 
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Subclause 3.3 (1). Receiving equipment. Limit on secondary radiated emissions 
 
SPECIFICATION: 
 
The limit on secondary emissions radiated from the receiving equipment within which the function of other radio 
equipment will not be impaired shall be, in terms of the power of a dummy antenna circuit that has the same 
electrical constant as the receiving antenna, 4 nW (-54 dBm) or less at a frequency below 1 GHz and 20 nW (-
47 dBm) or less at a frequency of 1 GHz or higher as measured using the circuit. 
 
 
 
RESULTS: 
 

 LOW CHANNEL: 
 

Spurious frequencies detected at less than 20 dB below the limit: 
 

Spurious frequency (GHz) Level (dBm/MHz) 

2.4012 -66.10 

2.4804 -60.03 

 
 

 MIDDLE CHANNEL: 
 

Spurious frequencies detected at less than 20 dB below the limit: 
 

Spurious frequency (GHz) Level (dBm/MHz) 

2.4164 -61.73 

2.4804 -59.75 

5.1876 -68.75 

 
 

 HIGH CHANNEL: 
 

Spurious frequencies detected at less than 20 dB below the limit: 
 

Spurious frequency (GHz) Level (dBm/MHz) 

2.4260 -62.12 

.  
 

 
Measurement uncertainty: < ± 2.949 dB 

 

Verdict: PASS 
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 LOW CHANNEL: 

 

Frequency range 9 kHz – 1 GHz 

 

 

Frequency range 1 – 25 GHz 
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 MIDDLE CHANNEL: 

 

Frequency range 9 kHz – 1 GHz 

 

 

Frequency range 1 – 25 GHz 
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 HIGH CHANNEL: 

 

Frequency range 9 kHz – 1 GHz 

 

 

Frequency range 1 – 25 GHz 
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Subclause 3.6  (2). Antenna gain 
 
SPECIFICATION: 
 
a: The absolute gain of the transmitting antenna shall be 12.14 dB or less. However, when the equivalent 
isotropic radiated power EIRP (equivalent isotropic radiated power in the 1 MHz bandwidth in the case of spread 
spectrum and OFDM systems) is equal to or less than the value obtained by applying an antenna power with 
the mean power of 10 mW with its absolute gain being 12.14 dB, the shortage shall be compensated for by the 
gain of the transmitting antenna (Note that mean power is 10 mW in the 1 MHz bandwidth in the case of spread 
spectrum and OFDM systems; however, mean power of 3 mW in the 1 MHz bandwidth is applied if the FH 
system, a hybrid system combining DS and FH systems, or a hybrid system combining FH and OFDM systems 
is employed and the frequency band of 2,427 - 2,470.75 MHz is used). 
 
b: The Half-Power Beam width Angle HPBA (angle between two points at which radiated power becomes 1/2) 
of the transmitting antenna’s horizontal and vertical planes shall not exceed the value as determined by the 
following formula: 
 

HPBA ≤ 360 / A [degrees] 
 
where constant A is equal to the value obtained by dividing the equivalent isotropic radiated power EIRP 
(equivalent isotropic radiated power in the 1 MHz bandwidth in the case of spread spectrum and OFDM systems) 
by the value obtained by applying an antenna power with the mean power of 10 mW with its absolute gain being 
2.14 dB, and shall be assumed to be 1 if it is less than 1 (Note that mean power is 10 mW in the 1 MHz bandwidth 
in the case of spread spectrum and OFDM systems; however, mean power of 3 mW in the 1 MHz bandwidth is 
applied if the FH system, a hybrid system combining DS and FH systems, or a hybrid system combining the FH 
and OFDM systems is employed and the frequency band of 2,427 - 2,470.75 MHz is used). 
 
Therefore 
 

A = EIRP (mW) / (10 mW x absolute gain) = EIRP (mW) / 16.37 
 
Where absolute gain is the linear value corresponding to 2.14 dB = 1.637. 
 
 
 
RESULTS: 
 
 
Maximum Declared Antenna Gain: -3.20 dBi 
 

Channel Measured antenna 
power (dBm) 

Radiated power 
EIRP (dBm) 

Radiated power 
EIRP (mW) 

A = EIRP (mW) /16.37 

Low (2402 MHz) 2.34 -22.56 0.005 < 1 

Middle (2440 MHz) 2.68 -22.22 0.006 < 1 

High (2480 MHz) 2.59 -22.31 0.005 < 1 

 
Since A is < 1, it is assumed to be 1, and therefore the half-power beam width must be 360º or less. 
 
 
 
Verdict: PASS 
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Appendix C: Photographs 
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EQUIPMENT VIEW 
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