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Anmerkungen
Remarks

1 |Alle eingesetzten Prifmittel waren zum angegebenen Prifzeitraum gemal eines festgelegten
Kalibrierungsprogramms unseres Prifhauses kalibriert. Sie entsprechen den in den Priifprogrammen
hinterlegten Anforderungen. Die Riickverfolgbarkeit der eingesetzten Prifmittel ist durch die Einhaltung der
Regelungen unseres Managementsystems gegeben.

Detaillierte Informationen beziglich Prifkonditionen, Prifequipment und Messunsicherheiten sind im Priflabor
vorhanden und kénnen auf Wunsch bereitgestellt werden.

The equipment used during the specified testing period was calibrated according to our test laboratory
calibration program. The equipment fulfils the requirements included in the relevant standards. The traceability
of the test equipment used is ensured by compliance with the regulations of our management system.
Detailed information regarding test conditions, equipment and measurement uncertainty is available in the test
laboratory and could be provided on request.

2 | Wie vertraglich vereinbart, wurde dieses Dokument nur digital unterzeichnet. Der TUV Rheinland hat nicht
Uberpruft, welche rechtlichen oder sonstigen diesbezlglichen Anforderungen fiir dieses Dokument gelten.
Diese Uberpriifung liegt in der Verantwortung des Benutzers dieses Dokuments. Auf Verlangen des Kunden
kann der TUV Rheinland die Giiltigkeit der digitalen Signatur durch ein gesondertes Dokument bestatigen.
Diese Anfrage ist an unseren Vertrieb zu richten. Eine Umweltgebuhr fir einen solchen zuséatzlichen Service
wird erhoben. Informationen zur Verifizierung der Authentizitat unserer Dokumente erhalten Sie auf folgender
Webseite: go.tuv.com/digital-signature

As contractually agreed, this document has been signed digitally only. TUV Rheinland has not verified and
unable to verify which legal or other pertaining requirements are applicable for this document. Such verification
is within the responsibility of the user of this document. Upon request by its client, TUV Rheinland can confirm
the validity of the digital signature by a separate document. Such request shall be addressed to our Sales
department. An environmental fee for such additional service will be charged. For information on verifying the
authenticity of our documents, please visit the following website: go.tuv.com/digital-signature

3 |Prufklausel mit der Note * wurden an qualifizierte Unterauftragnehmer vergeben und sind unter der jeweiligen
Prifklausel des Berichts beschrieben.

Abweichungen von Prifspezifikation(en) oder Kundenanforderungen sind in der jeweiligen Prufklausel im
Bericht aufgeflihrt.

Test clauses with remark of * are subcontracted to qualified subcontractors and descripted under the respective
test clause in the report.
Deviations of testing specification(s) or customer requirements are listed in specific test clause in the report.

4 |Die Entscheidungsregel fur Konformitatserklarungen basierend auf numerischen Messergebnisen in diesem
Prifbericht basiert auf der "Null-Grenzwert-Regel" und der "Einfachen Akzeptanz" gemafd ILAC G8:2019 und
IEC Guide 115:2023, es sei denn, in der auf Seite 1 dieses Berichts genannten angewandten Norm ist etwas
anderes festgelegt oder vom Kunden gewiinscht. Dies bedeutet, dass die Messunsicherheit nicht beriicksichtigt
wird und daher auch nicht im Prifbericht angegeben wird. Zu weiteren Informationen bezueglich des Risikos
durch diese Entscheidungsregel siehe ILAC G8:2019.

The decision rule for statements of conformity, based on numerical measurement results, in this test report is
based on the “Zero Guard Band Rule” and “Simple Acceptance” in accordance with ILAC G8:2019 and IEC
Guide 115:2023, unless otherwise specified in the applied standard mentioned on Page 1 of this report or
requested by the customer. This means that measurement uncertainty is not taken in account and hence also
not declared in the test report. For additional information to the resulting risk based of this decision rule please
refer to ILAC G8:2019.
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1 General Remarks

1.1 Complementary Materials

All attachments are integral parts of this test report. This applies especially to the following appendix:

Appendix A: Test result
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2 Test Sites

2.1 Test Facilities

TUV Rheinland (Shenzhen) Co., Ltd.

2-3F, 101 & 102, No.2, Nuclear Power Industrial Park, Fuming Community, Fucheng Street, Longhua
District, Shenzhen 518000, China
CNAS Registration No.: L3080

2.2 List of Test and Measurement Instruments

Table 1: List of Test and Measurement Equipment

Equipment Manufacturer Model Serial No. Cal. Date Cal. until Calélz;'g;;on c;::;m:&g"
Signal Analyzer R&S FSV 40 101441 2025-09-23 | 2026-09-22 | GRGTEST c
Power Meter R&S NRP2 107105 2025-10-30 | 2026-10-29 | GRGTEST c
Power Sensor R&S NRP-Z81 105677 2025-09-23 | 2026-09-22 | GRGTEST c
DC Power Supply KIKUSUI PAN35-5A | YMO002997 | 2025-02-22 | 2026-02-21 | GRGTEST c
Digital Multi Meter FLUKE F15B 44350844WS | 2025-02-24 | 2026-02-23 | GRGTEST c

Calibration Method:

a) Calibration conducted by the National Institute of Information and Communications Technology (NICT) (hereinafter referred to as
"NICT") or a designated calibration agency under Article 102-18 paragraph (1)

b) Correction conducted pursuant to the provisions of Article 135 or Article 144 of the Measurement Law (Law No. 51 of 1992)

c) Calibration conducted in foreign countries, which shall be equivalent to the calibration conducted by the NICT or a designated
calibration agency under Article 102-18 paragraph (1)

d) Calibration conducted by using measuring instruments and other equipment listed in the right column of Table No. 3 attached hereto,
which shall have been given any of calibration, etc. listed above from a) to c)

* China Certification & Inspection (Group) Co., Ltd. (CCIC)

2.3 Uncertainty of Measurement

Where relevant, the following measurement uncertainty levels have been estimated for tests performed on
the EUT as specified in TR 100 028-1.

This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence level
using a coverage factor of k=2.

Table 2: Measurement Uncertainty

Parameter Uncertainty
Uncertainty for radio frequency 48.24KHz
Uncertainty for conducted RF Power 0.41dB
Uncertainty for Power Spectral Density 0.39 dB
Occupied-Bandwidth 968Hz
Conducted-Spurious Emission 1.26dB
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3 General Product Information

3.1 Product Function and Intended Use

The Product is a LoRa Module, which supporting 921MHz wireless tecnology.

For details refer to the User Manual, Technical Description and Circuit Diagram.

3.2 Ratings and System Details

Table 3: Technical Specification of EUT

General Information of EUT Description

Kind of Equipment: LoRa Module

Type Designation: RFM6601

Operating Voltage: DC 3.3V

MIC ID: 201-260080
Operating Temperature Range: | -20 °C ~+55 °C
Hardware release No.: V2.0.1

Software release No.: V2.0.1

Technical Specification

Characteristic Description
Frequency Range: 920.5~923.5MHz
Operating Frequency: 921MHz

Type of Modulation: CSS

Channel Number: 1 channel

Antenna Type: Integral Antenna
Number of Antenna: 1

Antenna Gain: Antenna: 3.28 dBi Max (Provided by the Client)
rated RF output power: Please refer to Note 1
Conducted RF output power: Please refer to Note 1
EIRP output power: Please refer to Note 1

Note 1: The power table as below table:

LoRa (921MHz)

Mode

Rated power Conducted power
density(mW) density(mW)

EIRP power density
(mW)

LoRa (921MHz)

10.0 5.69 10.83
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Table 4: RF Channel

Frequency
Channel (MHz2)
1 921

3.3 Antenna Specifications

3.3.1 Antenna Gain

Ant. Type Connector Type Highest Peak Gain (dBi)

SMA FPC antenna with SMA connector
3.28 dBi Max(Provided by the client)

External Antenna

3.3.2 Antenna Pattern

Please refer to the attached file (Antenna report).

3.4 Noise Generating and Noise Suppressing Parts

For details refer to the Circuit Diagram.

3.5 Submitted Documents

- Application Form - User Manual

- Rating Label - Operation Description
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4 Test Set-up and Operation Modes

4.1 Principle of Configuration Selection

Emission: The equipment under test (EUT) was configured to measure its highest possible
radiation level. The test modes were adapted accordingly in reference to the instructions for use.

Radio Spectrum: The equipment under test (EUT) was configured at its highest power output in
order to measure its highest possible radiation and conducted level. The test modes were adapted
accordingly in reference to the instructions for use.

4.2 Test Operation and Test Software

Test operation refers to test setup in chapter 5 and chapter 6

Table 5: Test Conditions

Test conditions Unit
Voltage normal 3.3V dc
Voltage max 3.3V dc
Voltage min 3.3V dc
Temperature 241 deg.C
Humidity 51 %

Note: During the input supply voltage to the EUT from the external power source is varied by +/- 10%, if output voltage
had been confirmed that the fluctuation of power supply to the RF circuit of EUT (excluding power source) is equal to or
less than +/-1%. Exempt extremely high and low supply voltage condition test, EUT only operated in normal voltage to
test all regulations.

4.3 Special Accessories and Auxiliary Equipment

Table 6: List of Accessories and Auxiliary Equipment

Description Manufacturer Model S/N Rating
Notebook PC MSI CROSSHAIR I5 K2201N0086025 Notebook PC
Test Board AgiBot N/A N/A /

4.4 Countermeasures to Achieve EMC Compliance

The test sample which has been tested contained the noise suppression parts as described in the
Technical Construction File (TCF).

No additional measures were employed to achieve compliance.
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5 Test Results

5.1 Frequency Tolerance Measurement

5.1.1 Limits of Frequency Tolerance Measurement

Tolerance of frequency shall be +/- 20ppm

5.1.2 Test Setup

EUT I| SPECTRUM

10dB ATTENMUATIO ANALYZER
PAD

5.1.3 Condition of Measuring Instrument

(1) As a frequency meter, use a frequency counter or spectrum analyzer (with a synthesizer type local
oscillator).

(2) The measurement accuracy of the frequency meter shall be 1/10 or less of the allowable value specified
in the Equipment Regulations.

(3) When measuring burst waves, set the gate open time to the time that allows the entire burst section to be
measured.

5.1.4 Condition of Test Equipment

(1) Set the test frequency and transmit.

(2) Stop modulation and continuously transmit non-modulated waves. However, if modulation is stopped and
continuous transmission of unmodulated waves cannot be performed, continuous burst transmission of
unmodulated waves or a modulation state that produces a characteristic frequency spectrum whose
frequency can be measured by a spectrum analyzer is used.

5.1.5 Measurement procedure

(1) In the case of unmodulated waves (continuous or continuous burst), measure directly with a
frequency meter.

(2) Inthe case of burst waves, measure for the time period when sufficient accuracy is obtained,
calculate the average value, and use it as the measured value.

(3) If the test mode produces a characteristic frequency spectrum, measure the frequency of that
spectrum with a spectrum analyzer.

5.1.6 Test Results

Result PASS

For the measurement records, refer to the appendix A.

Remark: This testing was carried out on all operation modes, but only the worst case was presented in this
report.
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5.2 Occupied Bandwidth Measurement (99% Power Bandwidth)

5.2.1 Limits of Occupied Bandwidth Measurement

Item Limit Remark
Occupied bandwidth 200kHz N/A

5.2.2 Test Setup

EUT I| SPECTRUM

10dB ATTENUATIO ANALYZER
PAD

5.2.3 Measuring Instrument Conditions

Set the spectrum analyzer as follows.
Center frequency: Test frequency
Sweep frequency width From about 2 times to about 3.5 times the allowable value specified in the
equipment regulations
Resolution bandwidth: 3% or less of the allowable value specified in the equipment regulations
Video bandwidth: Same as resolution bandwidth
Input level : The level at which the carrier wave level can be measured without being affected by the noise
level of the spectrum analyzer.
Sweep time: Minimum time for guaranteed measurement accuracy
(In the case of burst waves, when more than 1 burst per sample)

Sweep mode: Continuous sweep
Detection mode: Positive peak (Note)
Display mode: Max hold (Note)

Note: For OFDM and other than burst waves, the following shall apply.

Average processing times 10 times or more
Detection mode sample

5.2.4 Test Results
Result PASS

For the measurement records, refer to the appendix A.

Remark: This testing was carried out on all operation modes, but only the worst case was presented in this
report.
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5.3 Spurious Emissions for Transmitter Measurement

5.3.1 Limits of Spurious Emissions

<710MHz : -36dBm/100kHz
710MHz<, £900MHz : -55dBm/1MHz
900MHz<, <915MHz : -55dBm/100kHz
915MHz<, £<930MHz" : -36dBm/100kHz
Unwanted Emission Strength 930MHz<, £1000MHz : -55dBm/100kHz
1000MHz<, £1215MHz : -45dBm/1MHz

1215MHz< : -30dBm/1MHz

*Unt channel 200kHz BW : except "200 + 100 x n kHz" from Cf
“Unt channel 100kHz BW : except "100 + 50 x n kHz" fr’pm Cf

5.3.2 Test Setup

EUT 1 SPECTRUM

10dBATTENUATION- ANALYZER
PAD

5.3.3 Test Results

Result PASS

For the measurement records, refer to the appendix A.
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5.4 Adjacent Channel Leakage Power

5.4.1 Limits of Adjacent Channel Leakage Power

Frequencies (MHz) Limit

Adjacent unit channels -15dBm or less

5.4.2 Test Setup

EUT '| SPECTRUM

10dB ATTEMUATIOMN ANALYZER
PAD

5.4.3 Test Results

Result PASS

For the measurement records, refer to the appendix A.

Remark: This testing was carried out on all operation modes, but only the worst case was presented in this
report.
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5.5 Antenna Power Measurement

5.5.1 Limits of Antenna Power

Mode Limit
Output power 20mwW
E.ILR.P 16dBm or less

5.5.2 Test Setup

Power
Spectrum
, Analyzer Meter
10dB WTTENUATION| DAl

PAD :

EUT

§G  f-mme g

Note: A high-frequency power meter is directly connected to the output of a dummy load (attenuator) when
measuring the total power of a system other than the orthogonal frequency division multiplexing system or
the spread spectrum system using direct spreading.

5.5.3 Condition of Measuring Instrument

(1) Measure the equivalent noise bandwidth at the resolution bandwidth of 1 MHz of the spectrum analyzer,
correct the bandwidth to the 1 MHz equivalent bandwidth, and read the displayed value. However, when
the spread bandwidth is 1 MHz or less, correction shall be performed only when "spread bandwidth
(MHz)/equivalent noise bandwidth (MHz)" exceeds 1.
(2) The attenuation of the dummy load (attenuator) shall be the value that gives the optimum operating
input level to the spectrum analyzer.
(3) Set the spectrum analyzer as follows when searching for the frequency that gives the maximum antenna
power.
Center frequency: Test frequency
Sweep frequency width:  About twice the occupied frequency bandwidth
Resolution bandwidth: 1MHz

Video bandwidth: About three times the resolution bandwidth

Sweep time: Minimum time for guaranteed measurement accuracy

(In the case of burst waves, the time at which one or more bursts are included per sample)
Trigger condition: Free run

Sweep mode: Continuous sweep

Detection mode: positive peak

Display mode: Max hold

(4) Set the spectrum analyzer as follows when measuring the antenna power.
Center frequency The frequency that gives the maximum power (searched frequency)

Sweep frequency width: OHz
Resolution bandwidth: 1MHz
Video bandwidth : Same as resolution bandwidth

Sweep mode: Continuous sweep
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5.5.4 Condition of Test Equipment

(1) Set to the test frequency and enter the continuous transmission state or continuous burst
transmission state.

(2) If a spread code is used, set it to the test spread code and modulate it with the standard coded test
signal.

(3) If the orthogonal frequency division multiplexing system is used, it shall be in a burst transmission

state and in a modulation state in which the proportion of time in which the number of subcarriers is the

smallest is maximized. At this time, it is performed within a range that can occur continuously in the

actual operation. However, when the modulation cannot be set, it can be performed in continuous burst

transmission state or continuous transmission state.

5.5.5 Measurement Procedure

(1) Those using frequency hopping method (including DSSS or composite method with OFDM)
a. Confirming in the submitted document that the frequency hopping intervals in the frequency
distribution of frequency hopping are equal intervals of 1 MHz or less, and that the probability of
occurrence at each hopping frequency is uniform, and that the probability of occurrence at each
hopping frequency is uniform. If it is, it is implemented by the following method.

(a) Connect a high frequency power meter to the output of the dummy load (attenuator) and
measure the total power.
(b) Divide the total power by the spreading bandwidth to calculate the average power per 1

MHz.

(c) Antenna power shall be as follows.

A Value of (b) for continuous wave

B For burst wave Average power in burst is calculated from the value of (b) and the
transmission time rate.

b. If the frequency distribution of frequency hopping or the probability of occurrence at each
hopping frequency is not uniform, set the spectrum analyzer as in 2(3) to search for the frequency that
gives the maximum antenna power, and then perform spectrum analysis. Set the device as in 2(4), and
measure the antenna power at the frequency that gives the maximum power.

(2) In the case of those using OFDM or DSSS

a. Set the spectrum analyzer as in 2(3).

b. After repeating the sweep until no change is observed in the display, measure the frequency at
which the power per 1 MHz gives the maximum value.

c. Set the spectrum analyzer as in 2(4).

d. Connect the high frequency power meter to the IF output terminal of the spectrum analyzer.

e. Antenna power shall be as follows.

(a) For continuous wave: The value corrected by 2(1) from the indication of the
high-frequency power meter
(b) Burst wave: Calculated average power in a burst from values corrected in the same way
as for continuous waves and the transmission time rate
f. In the case of using the orthogonal frequency division multiplexing system, when there are
multiple subcarrier modulation systems, measure the antenna power at each time and take the
largest value as the measured value.

(3 In the case of items using other methods
(a) Connect a high-frequency power meter to the output of the dummy load (attenuator) and
measure the total power.
(b) Antenna power shall be as follows.
a. Value of a for continuous wave
b. Burst wave The average power in the burst is calculated from the value of (a) and the
transmission time rate.
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5.5.6 Test Results

Result PASS

For the measurement records, refer to the appendix A.
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5.6 Secondary Radiated Emission Strength
5.6.1 Limits of Spurious Emissions for Receiver

<710MHz : -54dBm/100kHz
710MHz<, £900MHz : -55dBm/1MHz
900MHz<, £915MHz : -55dBm/100kHz
915MHz<, £930MHz : -54dBm/100kHz
930MHz<, £1000MHz : -55dBm/100kHz
1000MHz< : -47dBm/1MHz

5.6.2 Test Setup

EUT I| SPECTRUM

10dB ATTEMUATIOMN ANALYZER
PAD

5.6.3 Measurement Procedure

(1) Set the spectrum analyzer as follows when searching.
Sweep frequency width: 30MHz to 5 times the carrier frequency
Resolution bandwidth: 100 kHz for frequencies below 1 GHz, 1 MHz for frequencies above 1 GHz

Video bandwidth: Same as resolution bandwidth

Sweep time: Minimum time for guaranteed measurement accuracy
Sweep mode: Single sweep

Detection mode: positive peak

(2) Set the spectrum analyzer for secondary emission measurement as follows.
Center frequency: Secondary emission frequency

Sweep frequency width: OHz
Resolution bandwidth: 100 kHz for frequencies below 1 GHz, 1 MHz for frequencies above 1 GHz

Video bandwidth: Same as resolution bandwidth

Sweep time: Minimum time for guaranteed measurement accuracy
Sweep mode: Single sweep

Detection mode: sample

5.6.4 Test Results

Result PASS

For the measurement records, refer to the appendix A.
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5.7 Transmission Time Restriction

5.7.1 Limits

Frequency Range | Total transmission time

Transmission Time Restriction

Carrier Sensing Function *1

915.9~928. TMHz 3.6 sec. [ hour or less

Transmission ON : within 0.1 sec.
Transmission OFF - over 0.1 sec.

"When retransmitiing within 0.1 sec. after transmitting a radio
wave first, it can transmit without a “pause time”. (It restricts to
the retransmission within applicable ransmission tme.}

928.1~929.TMHz -

Transmission ON : within 0.050 sec.
Transmission OFF - over 0.050 sec.

"When retransmitting within 0.05 sec. after transmitting a radio
wave first, it can transmit without a "pause tme". (it restricts to
the r ission within ion time.)

Radic equipment

360 sec. | hour or less
Radio equipment

720 sec. [ hour or less *2
each radio channel .

360 sec. / hour or less *2

920.5~928.1MHz

(except Acknowledge)

Transmission ON : within 0.4 sec.
Transmission OFF - over 0.002 sec.

Transmission ON : within 0.006 sec.
Transmission OFF - —

feeder input point

Antenna power “20mW or less”
-60dBm

Antenna power "more than 20mW= :
-80dBm - (Antenna power - 20mWW )
Receive bandwidth : 200 x nkHz

Judgment time : 128ps or more

920.5~923.5MHz -

Transmission ON : within 4 sec.
Transmission OFF - over 0.050 sec.

*Do not transmit radio waves of the same frequency until 4 sec.
after transmission.

However, when re-transmitting within 0.4 sec. after radio
emission. & is not necessary at pause time. (Limited to re-
transmission that stops within transmission time})

feeder input point

Antenna power "20mW or less”
-60dBm

Antenna power "more than 20mW= :
-80dBm - {Antenna power - 20mW )
Receive bandwidth - 200 x nkHz

Judgment time - Sms or more

Radio equipment
720 sec. [ hour or less
"When switching to a frequency greater
920.5~925.1MHz  (than 925 1 MHz, it slso includes the
(Frequency Hopping) |transmissicn tme of that channel.

each unit channele -
36 sec. | hour or less.

Transmission ON : within 0.4 sec.

*Switching intervals : 0.4 sec_or less

Do not transmit radic waves of the same frequency until 4 sec
after transmission.

However, when re-transmitting within 0.4 sec. afier radio
emission, # is not necessary at pause time. {Limited to re-
fransmission that stops within transmission time)

920.5~923.5MHz Radio equipment :
36 sec. { hour or less

{Low Duty Cycle)

5.7.2 Test Setup

Transmission ON : within 4 sec.
Transmission OFF - over 0.050 sec.

"When retransmiting within 4 sec. after transmitting a radio
wave first, it can transmit without a "pause time". (It restricts to
the retransmission within applicable transmission tme. )

EUT

5.7.3 Test Results

Result

10dB ATTENUATION
PAD

'| SPECTRUM
ANALYZER

PASS

For the measurement records, refer to the appendix A.
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5.8 Interference Prevention Function

5.8.1 Limits of Interference Prevention Function

Radio equipment used mainly on the same premises and automatically transmits or receives identification

code.

5.8.2 Test Setup

EUT

Attenuation
(10dB)

Receiver
Equipment

5.8.3 Condition of Measuring Instrument

(1) The demodulator shall be able to demodulate the transmission signal sent by EUT and display the
content of the identification code.
(2) The counterpart device shall be capable of transmitting the same identification code as the
transmission signal transmitted by EUT.

3 Condition of test equipment
Normal use condition.

5.8.4 Measurement procedure

(1) When EUT has a function to automatically transmit an identification code
a) Transmit the identification code specified in the Equipment Regulations from the test

equipment.

b) Check the identification code sent by the demodulator.

(2) When the test equipment has a function to automatically receive the identification code
a) Transmit the identification code specified in the Equipment Regulations from the counterpart

device.

b) Confirm that communication is performed with the EUT using the dedicated jig.

c) Transmit a code different from the identification code specified in the Equipment Regulations
from the counterpart device.

d) Confirm that EUT stops transmission or displays that the identification code is different.
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5.8.5 How to describe test results

(1) When EUT has a function to automatically transmit an identification code
If the code stipulated in the equipment rule and the demodulated code are the same, it is
described as "passed", and if they are different, it is described as "failed".
(2) When the test equipment has a function to automatically receive the identification code
If the received code is the code stipulated in the equipment regulations, normal reception is
performed, and if the code is different from the code stipulated in the equipment regulations,

a message indicating that the code is different is displayed. “No” shall be entered in other
case.

5.8.6 Test Results

For the measurement records, refer to the appendix A.
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5.9 Carrier Sensing

5.9.1 Test Setup

Spectrum
3 Analyzer
|
|
Directional Signal
EUT Coupler — | Generator

5.9.2 Measurement procedure

(a) Link EUT and Access Point to Directional Coupler input port.

(b) Link Signal Generator and Spectrum Analyzer to test port and output port in the Directional
Coupler separately.

(c) A positive Peak Detector function in Spectrum Analyzer must be used.

(d) Set the Span to Zero.
Press the Signal Generator on and it will output the Carrier Signal. When the Link breaks off, wait a

minute and press the Signal Generator off. After a while, reset the Link and done the test.

5.9.3 Test Results

Result N/A

Not required for a device operating in 920.5~923.5MHz.
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6 Photographs of the Test Configuration

Photograph 1: Set-up for Radio Spectrum Testing
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Appendix A: Test Results of WI-FI 5GHz Band
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Appendix A.1: Test Results of Frequency Tolerance

Condition Frequency (MHz) | Frequency Tolerance(ppm) | Limit(ppm) Result
NTNV 921 1.085 +20 Pass
NTLV 921 2.986 +20 Pass
NTHV 921 1.086 +20 Pass
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Appendix A.2: Test Results of Occupied Channel Bandwidth (99%)

Model: SF 5
Antenna Freq(MHz) Result [MHz] Limit [MHZz] Verdict
Ant1 921 0.126 <0.2 PASS
InpUZ 500D Atem40d  Trig:FreeRu ‘
Com CCarr Gate: OF
Freq Ref. Inf (S) #F Gain: Low
Ref Lvl Offset 16.24 &8
Ref\ralueﬂ'lm?m
Center 921.000 MHz #Nideo E\‘\.l ﬂllllO(i kHz
ZRes BW 3.0000 kHz
Ocgupied Bandwid
1 z Total Power
Transrrit Freq Emor BN Power
3 dB Bandwidth
Model: SF 12
Antenna Freq(MHz) Result [MHz] Limit [MHZz] Verdict
Ant1 921 0.127 <0.2 PASS

ok
IOccupied BW
KEYSIGHT kit R

uping

InpdZ 500 Aten 4068
ComCCarm
Freq Ref: Inf (S)

Trig: Free Run
Gate: OF
#F Gain Low

Ref Lvl Offset 16.24 &8
Ref Value 30.00 dBm

s Ao

Center 921,000 MHz #\ideo BW 10,000 kHz

#Res BW 3,000 kHz

Occupied Bandwidth
1

Transrit Freq Emor
X8 Bandidih

== g') (q. ?J:nM 26

7.
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Appendix A.3: Test Results of Adjacent Channel Power

Model: SF 5

Freq(MHz) Adjacent Channel Result [dBm] Limit [dBm] Verdict
921 Lower -29.8 <15 PASS
Upper -28.4 <-15 PASS

Model: SF 12
Freq(MHz) Adjacent Channel Result [dBm] Limit [dBm] Verdict
921 Lower -27.1 <-15 PASS
Upper -26.3 <-15 PASS
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Appendix A.4: Test Results of Antenna Power

» Frequency Measured | Antenna Rated qugr Power Tolerance
Condition Mode (MHz) Power Power Power Limit Tolerance Limit(%) Result
(dBm) (mW) (mW) (mW) (%)
NVNT SF5 921 7.55 5.69 10.00 20.00 -43.1 -80~+20 | Pass
NVNT SF12 921 7.44 5.55 10.00 20.00 -44.5 -80~+20 | Pass
" Max EIRP i
Condition Mode Frequency Max EIRP Power Limit Result
(MHz) (dBm) (MW) (mW)
NVNT SF5 921 10.83 12.11 16.00 Pass
NVNT SF12 921 10.72 11.80 16.00 Pass
Antenna Gain: 3.28dBi
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Appendix A.5: Test Results of Spurious Emissions for Transmitter

Both SF12 and SF5 tested, only the worst case reported.

30MHz -710MHz: -36dBm/100kHz: K. 710MHz~900MHz: -55dBm/1MHz:
Spectrum {“V”]

Spectrum

o
v
Ref Lovel 20.00 cém  Offset 1.00 dB @ RBW 100 kHz Reflevel -10.00 dem Offset 1.00cb @ RBW L MHz
o At 30ds  SWT  10.1ms @ VBW 300 kHz  Mode auta Sweep |o At 0d2 SWT 10.1ms @ VBW 3MHz Mode Auto Sweep
SGL Count 50/50 SGL Count 50/50
@ 1Pk Max @ 1Pk Max
I mi[1] -55.34 dBm| mi[1] 55.37 dBm|
| 605.5810 MHz| 872.3860 MHz
10 | -20 df
|
O d T -30 dem Y
|
-10 dBm -40
20 -50 dem— Wi
im -55.000 dBiT x
-30 de P !
1 -36.000 0B |
-40 dm + 70 -
|
20 d
a0 df
-100 dem
Start 710.0 MH: 10001 pt Stop 900.0 MH:
Start 30.0 MH2 10001 pts Stop 710.0 MHZ a Z pts op CEER z
L U L [ Ready T N WL L L J7 Ready T GNNNNARNY WO 1T
Daze: 14.JMN.2026 11:21:32 Saze: 2230

900MHz -915MHz: -55dBm/100kHz: 915MHz~930MHz: -36dBm/100kHz:
Spectrum [@]

Spectrum 2
Ref Level 0.00 dom  Offset 1.00 db @ RBW 100 kHz Ref Level 10,00 dim  Offset 1.00 d2 & RBW 100 kiz
o Att 10de  SWT 37.9 ys @ VBW 300 kHz Mode Auto FFT jo Att 20de  SWT 37.0pys @ VBW 300 kHz Mode Auto FFT
SGL Count 500/500 SGL Count 500/500
@ 1Pk Max @ 1Pk Max
mi[1] -68.73 dBm)| ¥ | Mi[1] 3.43 dBm|
914.64380 MHz| r | 920.95070 MHz|
-10 df 0 df + T 2[1] -59.85 dBm|
f | 918.43070 MHz|
-20 dem -10 dom —_— ] H
-30 -20 ‘
-40 d&m -30 dBm' T
)1 35,000 cBm \
50 d -40 d
D1 -55.000 dBn \
-60 -50 T
71 W
M1 M2 W,
205 E. 50 di Y A V\‘VJ W
ATl NN T PP PN G YZINPRP YOy g RPN ey SRR T VYT A v ey et i VYW Vw\“"vw i
N A
- it VY I AN A A ]
-90 di -30 di
Start 900.0 MHz 10001 pts Sto 15.0 MHz Start 915.0 MHz 10001 pts
e — . ._L..,.’_.. — e
] Ready aERnEEREY WO g

Sto 130.0 MHz
)| R U T

azer L4.0AN.Z026 11:42:13
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930MHz -1000MHz: -55dBm/100kHz:

1000MHz~1215MHz: -45dBm/1MHz:

Spectrum = Spectrum =)
Ref Level 0.00 dom  Offset 1.00 db & RBW 100 kHz Ref Level 0.00 dorm  Offset 1,00 dE & RBW 1 MHz

o Att 10de  SWT 170.8 ys @ VBW 300 kHz Mode Auto FFT o Att 10 de  SWT 10.1ms & VBW 3 MH2 Mode Auto Sweep

SGL Count 50/50 SGL Count 50/50

(@ 1Pk Max (@ 1Fk Max

mM1[1] 65.20 dBm)| I mM1[1] 56.39 dBm|
952.97520 MHz| 10511110 GHz|

-10 df -10

-20 dém -20 dm —f———

-30 30

-40 dem -40 dem

D1 -45.000 BT
-50 d 50 df |
D1 -55.000 dBnr

-60 = 50

o 3 7 oA

N, \ M, WA oA i A g

A
AT A VUL L Y ik W VY

M : W WA A wdngrtal | f

-90 dem -390 dem

Start 990.0 MHz 10001 pts Stop 1.0 GHz Start 1.0 GHz 10001 pts Stop 1.215 GHz
o — e  ——

T 01714/2026 0171421

L J Ready GRERNRRED WO N0 A L By =l d ] Ready UNRRNAREY WO N e

More than 1215MHz: -30dBm/1MHz:

2ctrum

Ref Level 0.00 d2m
o Att 10 d
SGL Count 50/50

(=]

Offset
SWT

1.00d8 @ RBW 1 MHz

10.1ms @ VBW 3MHz  Mode Auto Swaep

@ 1Pk Max

M1i[1]

-54.79 dBm
1.842300 GHz

D1 -30.000

B

-90 dBm

Start 1.215 GHz
S

10001 pts
e

Stop 5.0 GHz

Il

) Ready

01/14)2026

[T ) 11245:43 AM
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Appendix A.6: Test Results of Collateral Emissions for Receiver

Both SF12 and SF5 tested, only the worst case reported.

30MHz -710MHz: -54dBm/100kHz:

710MHz~900MHz: -55dBm/1MHz:

Spectrum Spectrum )
RefLevel 0.00d2m Offset 1.00dB @ RBW 100 kHz Reflevel 0.00d2m Offset 1.00d2 @ RBW L MHz
lo At 10de SWI  10.1ms @ VBW 300%Hz  Mode Auto Swosp o Att 1W0ds SWT  10.1ms @ VBW 3 MHz  Mode Autc Swaep
SGL Count 50/50 SGL Count 50/50
(@ 1Pk Max (@ 1Pk Max
mif1] -76.94 dBm)| Mi[1] 65.25 dBm)|
695.4150 MHz| 826.8860 MHz|
-10 df -10 o
-20 dBm—f——— et e o -20 dBm —
=30 -30
-40 dem -40 dBm
0 d 50 d
)1 54,000 CB D1 3 0 deraiiar (BB ¥ 1R | =
-60 -60 T
-80 df
-90 dém -90 dBm
Start 30.0 MHz 10001 pts Stop 710.0 MHz Start 710.0 MHz 10001 pts Stop 900.0 MHz
| Ready U URNNENNED WO ooy [T Ready  WNMNNNNED W@ o
Jaze: L9.JAN.2026 13:1l:1% Jaze: L3.JAN.2026 13: .
900MHz -915MHz: -565dBm/100kHz: 915MHz~930MHz: -54dBm/100kHz:
Spectrum ¢ Spectrum ) a
Ref Level 0.00 d2m  Offset 1.00 db @ RBW 100 kHz Ref Level 0.00 d2m Offset 1.00 d3  RBW 100 khz
o Att 10de  SWT  37.0ps @ VBW 300 kHz Mode Auto FFT lo Ate 10d8 SWT  37.0ps @ VBW 300 kHz  Mode Auto FFT
SGL Count 300/300 SGL Count 300/300
(@ 1Pk Max [@1PK Max
mM1[1] -76.21 dBm | M1l ~77.37 dBm|
901.35810 MHZ] 915.93070 MHz|
-10 -10
-20 dBm -20 dBm e e
-30 -30
~40d 40 d
S0 d -50
dBn D1 BT
-60 -60
70d 70 d
" M1
ey LA f, AP At et \ oy ol
f e X " i N ¥ Y v g
-90 di -90 d
9
Start 900.0 MHz 10001 pts Stop 915.0 Miiz Start 915.0 MHz 10001 pts
] Ready !7 l!’Eg ]’ Ready
aze 8.JAN.2026 15 = Jaze 8.JAN 126 1

930MHz -1000MHz: -55dBm/100kHz: More than 1000MHz: -47dBm/1MHz:
Spectrum ()] Spectrum c ()
Ref Level 0.00 d8m Offset 1.00 dB & RBW 100 kHz Ref Level 0.00 d@m Offset 1.00 d& & RBW 1 MHz
o Att 10 de SwWT 170.8 ys @ VBW 300 kHz Mode Auto FFT o Att 10de SwWT 10.1 ms & VBW 3 MHz Mode Auto Sweep
SGL Count 50/50 SGL Count 50/50
@ 1Pk Max @ 1Pk Max
Mif11 -76.76 dBm mi[1] -61.88 dBm
962.97720 MHz| 4.947010 GHz|
-10 df -10
20 dem—| —_— -20 dem _
-30 di -30 df
-40 deém -40 dém
|—1D1 -47.000 dBm
-50 d -50 d
dBr
-60 di
70 dey
WMW,-
-90 dBm
Start 930.0 MHz 10001 pts Stop 1.0 GHz Start 1.0 GHz 10001 pts Stop 5.0 GHz
St - Lo SOl
JU ] Ready [T n i ] Ready WEANRRNES WO o
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Appendix A.7: Transmission Time Restriction, Carrier Sensing Function)

Frequency Total transmission Transmission Time
Frequency Range (MHz) time Restriction Result
920.5~923.5MHz Transmission on within 4 sec. Pass
(Low Duty Cycle) 921 Less than 36s/hour TransmlssmrS]e%ff: over 0.050 Pass

Carrier Sensing Function is not required for this band

Appendix A.8: Interference prevention function

Temperature: 24°C Humidity: | 56%RH

Test result: Conform
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