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TEST REPORT

Test Report No. : CTL1903127021-W02 |- APR09. 2019 .
Date of issue

Equipment under Test : Bluetooth Speaker

Model /Type ; GRAMO-TVSPKO02

Listed Models : N/A

Applicant : GRAMOLUX INC.

Address OMC Bldg, 8-8, Fujimi-cho, Naka-ku, Nagoya, Aichi

460-0014 Japan

Manufacturer : ShenZhen Hanhong Digital Technology Co.,LTD.
Address : 4st Floor, Building E, Yuxing Industry Park, Gushu
1Road, Xixiang Street, Bao'an District, Shenzhen,
China
Test result Pass *

* In the configuration tested, the EUT complied with the standards specified page 5.

The test results presented in this report relate only to the object tested.
This report shall not be reproduced, except in full, without the written approval of the issuing
testing laboratory.
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1. SUMMARY
1.1. Test Standards

The tests were performed according to following standards:

MIC Notice No.88 Appendix No.43

1.2. Test Description

Report No.: CTL1903055021-W02

Test Item Result
Frequency Error Pass
Antenna Output Power and Output Power P
ass
Tolerance
Occupied Bandwidth and Spread spectrum p
, ass
bandwidth
Dwell time N/A Note 1
Unwanted Emission Strength Pass
Secondary Radiated Emission Strength Pass
Construction protection method Pass
Interference Prevention Function Pass

Note1: Only applicable to HFSS system.
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1.3. Test Facility

1.3.1 Address of the test laboratory
Shenzhen CTL Testing Technology Co., Ltd.
Floor 1-A, Baisha Technology Park, No. 3011, Shahexi Road, Nanshan, Shenzhen 518055 China

There is one 3m semi-anechoic chamber and two line conducted labs for final test. The Test Sites
meet the requirements in documents ANSI C63.4 and CISPR 32/EN 55032 requirements.

1.3.2 Laboratory accreditation
The test facility is recognized, certified, or accredited by the following organizations:

CNAS-Lab Code: L7497

Shenzhen CTL Testing Technology Co., Ltd. has been assessed and proved to be in compliance with
CNAS-CLO01 Accreditation Criteria for Testing and Calibration Laboratories (identical to ISO/IEC 17025:
2005 General Requirements) for the Competence of Testing and Calibration Laboratories.

A2LA-Lab Cert. No. 4343.01

Shenzhen CTL Testing Technology Co., Ltd, EMC Laboratory has been accredited by A2LA for
technical competence in the field of electrical testing, and proved to be in compliance with ISO/IEC
17025: 2005 General Requirements for the Competence of Testing and Calibration Laboratories and
any additional program requirements in the identified field of testing.

IC Registration No.: 9518B
CAB identifier: CN0O041

The 3m alternate test site of Shenzhen CTL Testing Technology Co., Ltd. EMC Laboratory has been
registered by Innovation, Science and Economic Development Canada to test to Canadian radio
equipment requirements with Registration No.: 9518B on Jan. 22, 2019.

FCC-Registration No.: 399832
Designation No.: CN1216
Shenzhen CTL Testing Technology Co., Ltd. EMC Laboratory has been registered and fully described

in a report filed with the (FCC) Federal Communications Commission. The acceptance letter from the
FCC is maintained in our files. Registration 399832, December 08, 2017.

1.4. Measurement Uncertainty

For the test methods, according to the present document, the measurement uncertainty figures shall
be calculated in accordance with TR100028-1 [2] and shall correspond to an expansion factor
(coverage factor) K=1.96 or K=2 (which provide confidence levels of respectively 95% and 95.5% in
the case where the distributions characterizing the actual measurement uncertainties are normal.

Parameter Uncertainty
Frequency error / 99%&90% bandwidth +1.62*10°
Total RF power, conducted +0.8dB
Spurious emissions, conducted +0.8dB

DC and low frequency voltages +0.05%
Humidity +5%
Temperature +1C
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2. GENERAL INFORMATION

2.1. Environmental conditions

During the measurement the environmental conditions were within the listed ranges:

Normal Voltage AC 110V
Voltage High Voltage AC 120V
Low Voltage AC 100V

Normal Temperature 25°C

Other Relative Humidity 55 %
Air Pressure 989 hPa

Note : As the EUT was powered by DC 19V from Adapter, and with the voltage stabilizing circuit used for the EUT,
the output voltage floating not exceed +1% of nominal condition when working on extreme voltage, so all test
performed at nominal voltage only.

2.2. General Description of EUT

Product Name: Bluetooth Speaker

Model/Type reference: GRAMO-TVSPKO02

Power supply: DC 19V From Adapter
Model: TP30-190150C

Adaption information: Input: AC 100~240V, 50/60Hz, 1.5A Max
Output: 19V===1.5A

Hardware version: V1.0

Software version: V1.0

Bluetooth BLE

Supported type: Bluetooth 4.2

Modulation: GFSK, m/4DQPSK, 8DPSK
Operation frequency: 2402MHz~2480MHz
Channel number: 79

Channel separation: 1MHz

Antenna type: PCB Antenna

Antenna gain: -0.58 dBi

Note: For more detailed features description, please refer to the manufacturer’s specifications or the User's
Manual.
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2.3. Description of Test Modes

Report No.: CTL1903055021-W02

The EUT has been tested under typical operating condition. The Applicant provides communication
tools software to control the EUT for staying in continuous transmitting and receiving mode for testing.

Operation Frequency List :

Channel Frequency (MHz)
00 2402
01 2404
02 2406
19 2440
37 2476
38 2478
29 2480

Note: Test performed at the lowest/middle/highest frequencies selected in the list above for EUT supported while
working on specified mode.

2.4. Measurement Instruments List

ltem Test Manufacturer Model Serial No Cal. Calibration | Calibration
Equipment No. i Institution Date Due Date

Shenzhen

Spectrum Academy of
1 Ap Agilent N9020 | US46220290 | metrology & | 2018/05/22 | 2019/05/21

nalyzer .
Quality
Inspection

Note: Calibration by the calibration agencies listed in the table correspond to paragraph 4 (ii) (c) of
Article 24-2 in the Radio Law".




V1.0 Page 9 of 31 Report No.: CTL1903055021-W02

3. Test conditions and Results

3.1. Frequency Error
LIMIT

50ppm

TEST CONFIGURATION

SPECTRUM

FUk ANALYZER

TEST PROCEDURE

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the
block diagram as TEST CONFIGURATION shows.

EUT Condition: non-modulation
Spectrum Condition:

* Frequency: test frequency

* Span: 300 KHz

» RBW: 30 KHz

« VBW: 30 KHz

* Sweep time: Auto

» Detector mode: Positive peak

* Indication mode: max hold

TEST RESULTS

Test Condition Fr((al\chLlj_'ezr;cy Read (MHz) D(el\\;liatzi?n To(lsrr)?:)c % (FL)iFr)nr:) Result
2402.00 2401.9283 -0.0717 -29.85
Non-modulation 2440.00 2439.9274 -0.0726 -29.75 +50.00 Pass
2480.00 2479.9262 -0.0738 -29.76




Page 10 of 31

Agilent Spectrum Analizer - Swept SA

2.402000000 GHz

PHO: Far Lyt

IFGain:Low

Ref Offset 1 dB
Ref 10.00 dBm

Center 2.4020000 GHz
#Res BW 30 kHz

#VEW 30 kHz

Report No.: CTL1903055021-W02

Avg Type: Leg-Pur
Hwg|Hold=> 100100

Trig: Fras Run

ig
#hmen: 20 dB

Mkri

Span 300.0 kHz
Sweep 1.00 ms (1001 pts)

Center Freq
2 402000000 GHz,

PHO: Far Ly

IFGain:Low

Ref Offset 1 dB
Ref 10.00 dBm

Center 2.4400000 GHz
#Res BW 30 kHz

" Trig: Frae Run

#VEW 30 kHz

2402 MHz.

Avg Typa: Leg-Pur
Awg|Hold=> 100100
#hmen: 20 dB

Mkri

Span 300.0 kHz
Sweep 1.00 ms (1001 pts)

BTATUS

Fraquancy

2.480000000 GHz
P

ar Lo
IFGaincLow

J et 1dB
Ref 10.00 dBm

1
i

Center 2.4800000 GHz
#Res BW 30 kHz

#VEW 30 kHz

2440MHz

Avg Type: Leg-Pur
Trig: Fres Run Avg|Hold=> 1001100

#hmen: 20 dB

Mkri

Span 300.0 kHz
Sweep 1.00 ms (1001 pts)

BTATUS

Center Freq
2 4B0000000 GHz,

2480MHz
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3.2. Antenna Output Power and Output Power Tolerance

® < 3 mW/MHz(FHSS from 2402-2480 MHz)
® < 10 mW/MHz (OFDM, DSSS from 2400-2483.5 MHz)
® < 10 mW (other from 2400-2483.5 MHz)

The Output Power Tolerance must be within +20%, -80%.
E.i.r.p:
® <12.14dBm/MHz(OFDM,DS form 2400-2483.5MHz)
Note: E.I.R.P will not be applied to the transmission antenna which has a gain of 2.14dBi or less.

TEST CONFIGURATION

SPECTRUM
EUT ANALYZER

TEST PROCEDURE

Step 1:
Connect the UUT to the spectrum analyzer as TEST CONFIGURATION and use the following settings:
* Centre Frequency: The centre frequency of the channel under test.
* RBW: 1 MHz
* VBW: 1 MHz
» Span: Wide enough to cover the complete power envelope of the signal of the UUT.
* Detector: Peak
* Trace Mode: Max Hold

Step 2:
When the trace is complete, find the peak value of the power envelope and record the frequency.

Step 3:
Make the following changes to the settings of the spectrum analyzer:
* Centre Frequency: Equal to the frequency recorded in step 2.
* Span: 0 MHz
* RBW: 1 MHz
* VBW: 1 MHz
* Detector: RMS
» Trace Mode: Clear Write

TEST RESULTS

Average Output ] e
Channel Limit output Tolerance .
Mode (MHz) burst power (mW) ower (%) Limit Result
power(dBm) (mW) F()mW) °
2402 -0.086 0.9804 10.00 1 -1.96%
GFSK 2440 0.503 1.1228 10.00 1 12.28% -80%~20% | Pass
2480 0.333 1.0797 10.00 1 7.97%
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3.3. OCCUPIED BANDWIDTH AND SPREADING BANDWIDTH

LIMIT

* Occupied bandwidth: FH<83.5 MHz; OFDM<38 MHz, DS<26 MHz; Others<26 MHz
*» Spread Bandwidth:= 500 kHz(FH,DS)
* Spread factor>5.

TEST CONFIGURATION

SPECTRUM
EUL ANALYZER

TEST PROCEDURE

1. Setting of SAis following as fellow:

* RBW: under 3% of OBW

* VBW: = RBW

* Sweep time: Auto

» Sweep Mode: Continuous sweep
* Detect mode: Positive peak

» Trace mode: Max hold

2. EUT have transmitted the maximum modulation signal and fixed channelize. SA set to 99% of
occupied bandwidth to measure occupied bandwidth.

3. EUT have transmitted the maximum modulation signal and fixed channelize. SA set to 90% of
occupied bandwidth to measure spread bandwidth.

4. Spread Factor=Spread Bandwidth/modulation rate. The modulation rate: MR=1Mbps (declare by
client)

TEST RESULTS

Occupy Bandwidth

Type Channel (MHz) (MH2) Limit (MHz) Result
2402 1.0640
GFSK 2440 1.0616 <26 Pass

2480 1.0622
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=)
HIFGain:Low

Ref Offset 1 dB
Ref 10.00 dBm

|
Gen’n; 2.402 GHz
H#Res BW 100 kHz
Occupled Bandwidth
1.0640 MHz
-63.306 kHz
1.324 MHz

Transmit Freq Error
x dB Bandwidth

#Amen: 20 4B

#VEW 300 kHz

Total Power

OBW Power
x dB

11203: 25 4M Apr 02, 2019

Radio Std: Mene Frequency

Radle Device: BTS

5.37 dBm

99.00 %
-26.00 dB

STATUS

=)
HIFGain:Low

Ref Offset 1 dB
Ref 10.00 dBm

Occupled Bandwidth
1.0616 MHz
-64.484 kHz
1.321 MHz

Transmit Freq Error
x dB Bandwidth

rig: Frae Run

#Amen: 20 4B

2402MHz

tar Frag: 2440000000

#VEW 300 kHz

Total Power

OBW Power
x dB

GHz
#wg|Hold=> 1010

1100 &M Apr 02, 2019

Radio Std: Mene Frequency

Radle Device: BTS

5.98 dBm

-26.00 dB

STATUS

Agilent Spectrum Analyzer - Decupied DW.
g EL BF ] &
Center Freq 2.480000000 GHz

s
HIFGainLow

Ref Offset 1 dB
_Ref 10.00 dBm

[Center 2.48 GHz
Hfes BW 100 kHz
Occupled Bandwidth
1.0622 MHz
-65.529 kHz
1.323 MHz

Transmit Freq Error
x dB Bandwidth

s

2440MHz

GHz )
Bug|Hold> 10110
#Amen: 20 dB

#VEW 300 kHz

Total Power

OBW Power
x dB

1104:43 M apr 02, 2019

Radio Std: Mene Frequency

Radle Device: BTS

Center Freq
2 4B0000000 GHz,

Span 3 MHz
Sweep 1ms

5.87 dBm

99.00 %
-26.00 dB

STATUS

2480MHz
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Spread Spread
Type C(m";f' Bandwidth SFF;::etzf Bandwidth Limit Faifgfiidmit Result
(MHz) (MHz)
2402 0.68050
GFSK 2440 0.67617 N/A 20.5 N/A Pass
2480 0.67311
Note: N/A means not applicable to this modulation type.

GFSK

Agilent Spectrom Analyzer - Dccupied BW
Lo kL :

: 0% &
q 2.402000000 GHz

EIN L1044 AM Apr 02, 2005
Canter Freq: 2.402000000 GHz Radic Std: Nena
" Trig: Free Run Avg|Hold=> 1010

Fraquency
#atten: 20 4B

G
SIFGain:Low

Ref Offset 1 dB
Ref 10.00 dBm

Occupied Bandwidth

#VEW 300 kHz

Total Power

680.50 kHz

Transmit Freq Error
x dB Bandwidth

-77.675 kHz
1.324 MHz

QOBW Power
x dB

Radie Device: BTS

Center Freq
2402000000 GHz|

2.40 dBm

90.00 %
-26.00 dB

STATUS

Agilent Spectrum Analyzer - Decupied DW.
g RL o W

Center Freq 2.440000000 GHz

L
] HIFGain:Low

Ref Offset 1 dB
Ref 10.00 dBm

iCenter 2.44 GHz
HRes BW 100 kHz

Occupled Bandwidth
676.17 kHz

-80.535 kHz
1.321 MHz

Transmit Freq Error
x dB Bandwidth

s

- 2402MHz

Canter Frag: 2440000000 GHz
M 1o Frae Run
#Amen: 20 4B

=

#VEW 300 kHz

Total Power

OBW Power
x dB

STATUS

GH;
Avg|Hold=> 1010

11204; 1658 apr 02, 2019

Radio Std: Mene Frequency

Radle Device: BTS

Center Freq
2.440000000 GHz,

Span 3 MHz
Sweep 1ms

6.04 dBm

90.00 %
-26.00 dB

2440MHz
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nalyzer - Dccupied BW

112044: 34 M apr 02, 2019

q 2.480000000 GHz CanterFrag: 2480000000 GHz Radio Std: Nona Frequency
T Trig: Frae Run Avg|Hold= 1010
HIFGain:Low #Amen: 20 4B Radio Device: BTS

Ref Offset 1 dB
Ref 10.00 dBm

Center 248 GHz
HRes BIW 100 kHz #VBW 300 kHz
Occupied Bandwidth Total Power 5.79 dBm
673.11 kHz
Transmit Freq Error -82.104 kHz OBW Power
x dB Bandwidth 1.317 MHz x dB -26.00 dB

uzg STATUS

2480MHz
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3.4. Unwanted Emission Strength
LIMIT

Below 2387 MHz: 2.5uyW/MHz or less
2387 to 2400 MHz: 25uW/MHz or less
2483.5 Through 2496.5 MHz: 25uW/MHz or less
Over 2496.5 MHz: 2.5uW/MHz or less

TEST CONFIGURATION

Report No.: CTL1903055021-W02

EUT

SPECTRUM
ANALYZER

TEST PROCEDURE

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the

block diagram as TEST CONFIGURATION shows.
EUT Condition: modulation
Spectrum Condition:

* Frequency: 30MHz-13GHz

« RBW: 100 KHz (30MHz-1GHz), 1MHz (1GHz-12.5GHz)
- VBW: 100 KHz (30MHz-1GHz), 1MHz (1GHz-12.5GHz)

* Sweep time: Auto
» Detector mode: Positive peak

* Indication mode: max hold

TEST RESULTS
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Test mode: Test channel - 2402MHz

Agflent Spectrum Anatyrer - Swepl 5L B et Spsctrum Anstyrer - Swept 5k

Center Freq 515000000 MHz Bhvg Type: Pur(RMS] - 9350 BAvg Type: Pwr{RMS)
FHO: st ~e= THGE Free Run Avgiold: 10110 L : 0 Tt me= Trige Fres Rum Avgitold: 10110
(FGsetow  Atton: 20 dB : igten 20 4B

Rof Offset 1 dB ’ : Rof Offset 1 dB
Ref 10.00 dBm - Ref 10.00 dBm

Center Freq| Center Freq|

515.000000 MHz| 1693500000 GHz| :
| |
StartFreg| - StartFreq| -

20000000 Mefz| - { Il 1000000000 Gz
— [
| Stop Freq - | | Stop Freq
1000000000 GHz|

‘Stop 2.3870 GHz

Start 30.0 MHz Stop 1.0000 GHz Bl start 1,0000 GHz
#Res BW 100 kHz #VBW 100 kHz Sweep 117 ms (3001 pts) : #Res BW 1.0 MHz #VBW 1.0 MHz Sweep 2.13 ms (3001 pts)

TATIS

30MHz~1GHz : 1GHz~2.387GHz

Agilent iﬁ:ruim;:nu Swopt "
#AVg Type: PuriRMS) " Center Freq 2.48000 = #g Typs: Pwr{RMS]
Trig: Fres Run AvgiHold: 1010 3 : Conier Frog. 2490000000 21 we= TrigFres Run AvgHold: 1010
Shtten: 20 dB : o Shtten: 20 4B
Ref Offset 1 dB Mkr 2.2 . Ref Offset 1 dB
Ref 10.00 dBm d H Ref 10.00 dBm
Center Freq| Center Freq|
2383500000 GHz| - | || 2450000000 GHz
e | | |
StartFreq| : | It StartFreq|
2387000000 GHz|| : | 2430000 GHZ|
: ===

Stop Freq

Start 2,387000 GHz ) ~Stop 2400000 GHz Bl stort 2483500 GHz " Stop 2496500 GHz
#Res BW 1.0 MHz #VEW 1.0 MHz Sweep 1.07 ms (3001 pts) B #Res BW 1.0 MHz #VEW 1.0 MHz Sweep 1.07 ms (3001 pts)

TATUS H T,

2.387GHz~2.4 GHz 2.4835GHz~2.4965GHz

#Avg Type: Pur{RMS]
wwi ~e= Trig Fres Run Avgield: 10110
ow  BAtten: 20 dB

Ref Offset 1 dB

Ref 10.00 dBm C _

Center Freq
7.458260000 GHz|

[ |
StartFreq|
| 2496500000 GHz
|
| Stop Freq)
|| 12500000000 GHz,

start m Stop 12.500 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 17.1 ms (8001 pts)

= TATUS

2.4965GHz~12.5GHz
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Test mode:

Agllant Spectrum Anabprer - Swopl 54

Center Freq 515000000 MHz #Avg Type: Pwr{RMS)
AuglHeld: 10110

PN |t == THG: Fres Rum
1F ek ow

#Atten: 20 dB

Ref Offset 1 dB
Ref 10.00 dBm

Center Freq|
616.000000 MHz |

Start 30.0 MHz

#Res BW 100 kHz #VEW 100 kHz

Test channel -

Agflant Spsctrum Anabyrer - Swopt 54

=" Trig Free Rum
htten: 20 4B

Ref Offset 1 dB
Ref 10.00 dBm

Start 1,0000 GHz -
#Res BW 1.0 MHz

=

#VBW 1.0 MHz

2440MHz

#Avg Type: Pwr{RMS]
Avgitold: 10110

Center Freq|
1653500000 GHz|

|
StartFreqg
1000000000 GHz|

Stop Freq
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Test mode:

Agllant Spectrum Anabprer - Swopl 54

Center Freq 515000000 MHz #Avg Type: Pwr{RMS)
PND: Fast == THG Free Rum Avgold: 10110
1FGinct o fAtten: 20 dB

Ref Offset 1 dB
Ref 10.00 dBm

Center Freq|
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Test channel - 2480MHz
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=

Stop 2.
Sweep 2.13ms

TATIS

0
(8001 pts)

#VBW 1.0 MHz
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3.5. Secondary Radiated Emission Strength
LIMIT

Below 1GHz: 4.0nW or less
Above 1GHz: 20nW or less

TEST CONFIGURATION

SPECTRUM
ANALYZER

EUT

TEST PROCEDURE

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the
block diagram as TEST CONFIGURATION shows.

EUT Condition: modulation

Spectrum Condition:
* Frequency: 30MHz-13GHz
* RBW: 100 KHz (30MHz-1GHz), 1MHz (1GHz-12.5GHz)
« VBW: 100 KHz (30MHz-1GHz), 1MHz (1GHz-12.5GHz)
» Sweep time: Auto
» Detector mode: Positive peak

* Indication mode: max hold

TEST RESULTS
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Agilent Specirum Anatyrer - Swept 5L
iy =
Center Freq 515.000000 MHz
I0: Fast =
G sl aw

Ref Offset 1 dB
Ref 0.00 dBm

Start 30.0 MHz
#Res BW 100 kHz

e TrigFree Run

#VBW 100 kHz

Test mode:

#Avg Type: Pur{RMS]
Avgitold: 10110
#Asten: 90 dB

‘Stop 1.0000 GH |
Sweep 117 ms (3001 pts)

Start 1,000 GHz
#Res BW 1.0 MHz
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6.750000000 GHz
Avgitold: 10110
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#VBW 1.0 MHz Sweep 10.2 ms (2001 pts)
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[ ———
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Ref 0.00 dBm

Start 30.0 MHz
#Res BW 100 kHz
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Avgitold: 10110
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“Stop 1.0000 GHz
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Start 1,000 GHz
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Ref Offset 1 dB
Ref 0.00 dBm

‘Stop 12,500 GH |
#VBW 1.0 MHz Sweep 10.2 ms (2001 pts)

2480MHz
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3.6. Construction protection method

Requirement

The high-frequency section and modulation section of the radio equipment except for the antenna
system shall not be capable of being opened easily

Confirmation method

And all high-frequency section and modulation section was packaged in one IC.
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3.7. Interference Prevention Function

Requirement

Clarify, the one automatically to transmit and to receive identification code with the wireless equipment
of the wireless station used in the same premises.

Interference Prevention Function Confirm

A communication link was made where the ID code is correct (Identical).

TEST PROCEDURE

1. Connect the EUT in network
2. Open the software
3. We can get the information as follows:

TEST RESULTS

BT MAC: F5:B7:03:AD:2C:26
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4. Test Setup Photos of the EUT

Impedance 50 Q
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5. External and Internal Photos of the EUT
Y- “\‘; = External Photos of EUT
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Report No.: CTL1903055021-W02
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Internal Photos of EUT
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