
REPORT NO: 15U20917-E23 DATE: AUGUST 3, 2015 

FCC ID: A4RNC2-6A5   
  

Page 131 of 204 

UL VERIFICATION SERVICES INC.  FORM NO: CCSUP4701J 
47173 BENICIA STREET, FREMONT, CA 94538, USA TEL: (510) 771-1000 FAX: (510) 661-0888 

This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc. 

Trace Markers 

 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

3 * 2.36 35.74 PK 31.9 -20.9 46.74 - - 74 -27.26 0-360 100 H 

1 * 2.364 39.75 PK 31.9 -20.9 50.75 - - 74 -23.25 0-360 101 V 

2 2.513 37.45 PK 32.3 -21 48.75 - -  -   -  0-360 101 V 

4 * 4.874 47.85 PK 34.1 -27.8 54.15 - - 74 -19.85 0-360 100 H 

7 * 7.311 45.72 PK 35.7 -26.3 55.12 - - 74 -18.88 0-360 100 H 

5 * 4.874 45.18 PK 34.1 -27.8 51.48 - - 74 -22.52 0-360 101 V 

6 * 7.31 45.18 PK 35.7 -26.3 54.58 - - 74 -19.42 0-360 201 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

 

 

Radiated Emissions 

 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 2.359 43.51 PK2 31.9 -20.9 54.51 - - 74 -19.49 200 136 H 

* 2.364 32.51 MAv1 31.9 -20.9 43.51 54 -10.49 - - 200 136 H 

* 2.364 45.73 PK2 31.9 -20.9 56.73 - - 74 -17.27 175 105 V 

* 2.364 37.48 MAv1 31.9 -20.9 48.48 54 -5.52 - - 175 105 V 

* 7.311 42.62 PK2 35.7 -26.3 52.02 - - 74 -21.98 214 137 H 

* 7.312 35.06 MAv1 35.7 -26.3 44.46 54 -9.54 - - 214 137 H 

* 4.875 62.14 PK2 34.1 -27.8 68.44 - - 74 -5.56 36 150 H 

* 4.875 45.23 MAv1 34.1 -27.8 51.53 54 -2.47 - - 36 150 H 

* 4.874 47.18 PK2 34.1 -27.8 53.48 - - 74 -20.52 159 114 V 

* 4.874 44.29 MAv1 34.1 -27.8 50.59 54 -3.41 - - 159 114 V 

* 7.314 51.41 PK2 35.7 -26.3 60.81 - - 74 -13.19 204 201 V 

* 7.311 37.13 MAv1 35.7 -26.3 46.53 54 -7.47 - - 204 201 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 
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HIGH CHANNEL 

 
 
  

HORIZONTAL 

 
VERTICAL 
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Trace Markers 

 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.387 36.35 PK 31.9 -20.9 47.35 - - 74 -26.65 0-360 201 H 

2 * 2.387 41.01 PK 31.9 -20.9 52.01 - - 74 -21.99 0-360 101 V 

3 2.539 35.61 PK 32.4 -20.9 47.11 - -  -   -  0-360 101 V 

4 * 4.924 49.62 PK 34.1 -28.6 55.12 - - 74 -18.88 0-360 201 H 

5 * 7.386 36.91 PK 35.7 -25.7 46.91 - - 74 -27.09 0-360 100 H 

6 * 4.924 48.45 PK 34.1 -28.6 53.95 - - 74 -20.05 0-360 201 V 

7 * 7.385 37.91 PK 35.7 -25.7 47.91 - - 74 -26.09 0-360 201 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

 

 

Radiated Emissions 

 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 2.385 43.19 PK2 31.9 -20.9 54.19 - - 74 -19.81 202 200 H 

* 2.388 33.03 MAv1 31.9 -20.9 44.03 54 -9.97 - - 202 200 H 

* 2.386 45.88 PK2 31.9 -20.9 56.88 - - 74 -17.12 179 103 V 

* 2.386 37.49 MAv1 31.9 -20.9 48.49 54 -5.51 - - 179 103 V 

* 4.924 50.11 PK2 34.1 -28.6 55.61 - - 74 -18.39 40 167 H 

* 4.924 47.46 MAv1 34.1 -28.6 52.96 54 -1.04 - - 40 167 H 

* 7.386 39.13 PK2 35.7 -25.7 49.13 - - 74 -24.87 147 144 H 

* 7.387 30.9 MAv1 35.7 -25.7 40.9 54 -13.1 - - 147 144 H 

* 4.924 48.57 PK2 34.1 -28.6 54.07 - - 74 -19.93 11 249 V 

* 4.924 45.03 MAv1 34.1 -28.6 50.53 54 -3.47 - - 11 249 V 

* 7.388 40.23 PK2 35.7 -25.7 50.23 - - 74 -23.77 110 176 V 

* 7.387 33 MAv1 35.7 -25.7 43 54 -11 - - 110 176 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 
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9.2.3. TX ABOVE 1 GHz 802.11g IN THE 2.4 GHz BAND ANTENNA 1 

RESTRICTED BANDEDGE (LOW CHANNEL)  

 

 
Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.39 46.49 PK 31.9 -20.9 57.49 - - 74 -16.51 159 164 H 

2 * 2.39 47.6 PK 31.9 -20.9 58.6 - - 74 -15.4 159 164 H 

3 * 2.39 32.86 RMS 31.9 -20.9 43.86 54 -10.14 - - 159 164 H 

4 * 2.39 33.11 RMS 31.9 -20.9 44.11 54 -9.89 - - 159 164 H 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
  

LOW CHANNEL RESTRICTED, HORIZ 
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Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.39 51.25 PK 31.9 -20.9 62.25 - - 74 -11.75 117 110 V 

2 * 2.39 53.51 PK 31.9 -20.9 64.51 - - 74 -9.49 117 110 V 

3 * 2.39 37.85 RMS 31.9 -20.9 48.85 54 -5.15 - - 117 110 V 

4 * 2.39 38.61 RMS 31.9 -20.9 49.61 54 -4.39 - - 117 110 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
 
  

LOW CHANNEL RESTRICTED, VERT 
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AUTHORIZED BANDEDGE (HIGH CHANNEL) 

 
Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.484 50.64 PK 32.2 -20.9 61.94 - - 74 -12.06 158 106 H 

2 * 2.484 51.65 PK 32.2 -20.9 62.95 - - 74 -11.05 158 106 H 

3 * 2.484 36.06 RMS 32.2 -20.9 47.36 54 -6.64 - - 158 106 H 

4 * 2.484 36.34 RMS 32.2 -20.9 47.64 54 -6.36 - - 158 106 H 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 

 
  

HIGH CHANNEL RESTRICTED, HORIZ 
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Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.484 51.76 PK 32.2 -20.9 63.06 - - 74 -10.94 117 105 V 

2 * 2.484 54.95 PK 32.2 -20.9 66.25 - - 74 -7.75 117 105 V 

3 * 2.484 39.57 RMS 32.2 -20.9 50.87 54 -3.13 - - 117 105 V 

4 * 2.484 40.12 RMS 32.2 -20.9 51.42 54 -2.58 - - 117 105 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

  

HIGH CHANNEL RESTRICTED, VERT 
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HARMONICS AND SPURIOUS EMISSIONS 

LOW CHANNEL 

 
 
  

HORIZONTAL 

 
VERTICAL 
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Trace Markers 

 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

3 * 2.338 34.61 PK 31.8 -21 45.41 - - 74 -28.59 0-360 201 H 

1 * 2.342 35.44 PK 31.8 -21 46.24 - - 74 -27.76 0-360 101 V 

2 * 2.484 36.37 PK 32.2 -20.9 47.67 - - 74 -26.33 0-360 101 V 

4 3.179 32.07 PK 33.1 -29.1 36.07 - -  -   -  0-360 201 V 

5 12.783 29.19 PK 39.3 -22.7 45.79 - -  -   -  0-360 101 V 

6 16.642 27.81 PK 41.2 -20.1 48.91 - -  -   -  0-360 101 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

 

 

Radiated Emissions 

 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 2.338 42.27 PK2 31.8 -21 53.07 - - 74 -20.93 267 130 H 

* 2.339 30.7 MAv1 31.8 -21 41.5 54 -12.5 - - 267 130 H 

* 2.335 45.78 PK2 31.8 -21 56.58 - - 74 -17.42 182 146 V 

* 2.339 33.88 MAv1 31.8 -21 44.68 54 -9.32 - - 182 146 V 

* 2.485 44.89 PK2 32.2 -20.9 56.19 - - 74 -17.81 304 135 V 

* 2.484 33.91 MAv1 32.2 -20.9 45.21 54 -8.79 - - 304 135 V 

* 4.926 44.72 PK2 34.1 -28.7 50.12 - - 74 -23.88 224 185 V 

* 4.924 32.66 MAv1 34.1 -28.6 38.16 54 -15.84 - - 224 185 V 

* 7.402 39.41 PK2 35.7 -25.6 49.51 - - 74 -24.49 204 202 V 

* 7.389 27.71 MAv1 35.7 -25.6 37.81 54 -16.19 - - 204 202 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 
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MID CHANNEL 

 
 
  

HORIZONTAL 

 
VERTICAL 
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Trace Markers 

 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.37 36.1 PK 31.9 -21 47 - - 74 -27 0-360 201 H 

2 * 2.364 39.31 PK 31.9 -20.9 50.31 - - 74 -23.69 0-360 101 V 

4 * 4.875 42.07 PK 34.1 -27.8 48.37 - - 74 -25.63 0-360 101 H 

5 * 7.311 34.67 PK 35.7 -26.3 44.07 - - 74 -29.93 0-360 201 H 

3 * 4.873 40.69 PK 34.1 -27.8 46.99 - - 74 -27.01 0-360 201 V 

6 * 7.316 35.39 PK 35.7 -26.3 44.79 - - 74 -29.21 0-360 101 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

 

 

Radiated Emissions 

 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 2.383 45.66 PK2 31.9 -20.9 56.66 - - 74 -17.34 159 200 H 

* 2.364 34.17 MAv1 31.9 -20.9 45.17 54 -8.83 - - 159 200 H 

* 2.377 48.38 PK2 31.9 -20.9 59.38 - - 74 -14.62 149 102 V 

* 2.365 37.7 MAv1 31.9 -20.9 48.7 54 -5.3 - - 149 102 V 

* 4.873 52.62 PK2 34.1 -27.8 58.92 - - 74 -15.08 0 189 H 

* 4.874 39.96 MAv1 34.1 -27.8 46.26 54 -7.74 - - 0 189 H 

* 7.306 47.1 PK2 35.7 -26.3 56.5 - - 74 -17.5 94 236 H 

* 7.314 34.63 MAv1 35.7 -26.3 44.03 54 -9.97 - - 94 236 H 

* 4.874 49.55 PK2 34.1 -27.8 55.85 - - 74 -18.15 227 226 V 

* 4.874 37.75 MAv1 34.1 -27.8 44.05 54 -9.95 - - 227 226 V 

* 7.308 45.89 PK2 35.7 -26.3 55.29 - - 74 -18.71 242 135 V 

* 7.311 34.01 MAv1 35.7 -26.3 43.41 54 -10.59 - - 242 135 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 
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HIGH CHANNEL 

 
 

HORIZONTAL 

 
VERTICAL 

 



REPORT NO: 15U20917-E23 DATE: AUGUST 3, 2015 

FCC ID: A4RNC2-6A5   
  

Page 143 of 204 

UL VERIFICATION SERVICES INC.  FORM NO: CCSUP4701J 
47173 BENICIA STREET, FREMONT, CA 94538, USA TEL: (510) 771-1000 FAX: (510) 661-0888 

This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc. 

Trace Markers 
 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.383 35.66 PK 31.9 -20.9 46.66 - - 74 -27.34 0-360 101 V 

2 2.535 36.6 PK 32.4 -20.9 48.1 - -  -   -  0-360 201 V 

4 * 4.923 35.44 PK 34.1 -28.6 40.94 - - 74 -33.06 0-360 201 H 

5 * 7.384 29.91 PK 35.7 -25.7 39.91 - - 74 -34.09 0-360 201 H 

3 * 4.924 34.94 PK 34.1 -28.6 40.44 - - 74 -33.56 0-360 201 V 

6 * 7.382 31.29 PK 35.7 -25.8 41.19 - - 74 -32.81 0-360 201 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

 

 

Radiated Emissions 

 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 2.39 45.39 PK2 31.9 -20.9 56.39 - - 74 -17.61 316 103 V 

* 2.39 34.46 MAv1 31.9 -20.9 45.46 54 -8.54 - - 316 103 V 

* 4.924 45.47 PK2 34.1 -28.6 50.97 - - 74 -23.03 338 269 H 

* 4.924 32.76 MAv1 34.1 -28.6 38.26 54 -15.74 - - 338 269 H 

* 7.383 37.9 PK2 35.7 -25.7 47.9 - - 74 -26.1 118 275 H 

* 7.389 26.91 MAv1 35.7 -25.6 37.01 54 -16.99 - - 118 275 H 

* 4.926 44.72 PK2 34.1 -28.7 50.12 - - 74 -23.88 224 185 V 

* 4.924 32.66 MAv1 34.1 -28.6 38.16 54 -15.84 - - 224 185 V 

* 7.402 39.41 PK2 35.7 -25.6 49.51 - - 74 -24.49 204 202 V 

* 7.389 27.71 MAv1 35.7 -25.6 37.81 54 -16.19 - - 204 202 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 
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9.2.4. TX ABOVE 1 GHz 802.11g IN THE 2.4 GHz BAND ANTENNA 2 

RESTRICTED BANDEDGE (LOW CHANNEL)  

 

 
 
 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.39 41.69 PK 31.9 -20.9 52.69 - - 74 -21.31 46 103 H 

2 * 2.39 45.73 PK 31.9 -20.9 56.73 - - 74 -17.27 46 103 H 

3 * 2.39 32.08 RMS 31.9 -20.9 43.08 54 -10.92 - - 46 103 H 

4 * 2.39 32.97 RMS 31.9 -20.9 43.97 54 -10.03 - - 46 103 H 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

  

LOW CHANNEL RESTRICTED, HORIZ 
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Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.39 48.11 PK 31.9 -20.9 59.11 - - 74 -14.89 42 153 V 

2 * 2.39 51.98 PK 31.9 -20.9 62.98 - - 74 -11.02 42 153 V 

3 * 2.39 36.12 RMS 31.9 -20.9 47.12 54 -6.88 - - 42 153 V 

4 * 2.39 37.18 RMS 31.9 -20.9 48.18 54 -5.82 - - 42 153 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
  

LOW CHANNEL RESTRICTED, VERT 
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AUTHORIZED BANDEDGE (HIGH CHANNEL) 

 
Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.484 44.39 PK 32.2 -20.9 55.69 - - 74 -18.31 1 316 H 

2 * 2.484 46.96 PK 32.2 -20.9 58.26 - - 74 -15.74 1 316 H 

3 * 2.484 31.48 RMS 32.2 -20.9 42.78 54 -11.22 - - 1 316 H 

4 * 2.484 32.14 RMS 32.2 -20.9 43.44 54 -10.56 - - 1 316 H 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
  

HIGH CHANNEL RESTRICTED, HORIZ 
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Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.484 51.79 PK 32.2 -20.9 63.09 - - 74 -10.91 352 180 V 

2 * 2.484 52.58 PK 32.2 -20.9 63.88 - - 74 -10.12 352 180 V 

3 * 2.484 36.58 RMS 32.2 -20.9 47.88 54 -6.12 - - 352 180 V 

4 * 2.484 37.25 RMS 32.2 -20.9 48.55 54 -5.45 - - 352 180 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
  

HIGH CHANNEL RESTRICTED, VERT 
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HARMONICS AND SPURIOUS EMISSIONS 

LOW CHANNEL 

 
 
  

HORIZONTAL 

 
VERTICAL 
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Trace Markers 

 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.34 36.09 PK 31.8 -21 46.89 - - 74 -27.11 0-360 101 V 

2 * 2.49 36.04 PK 32.2 -20.9 47.34 - - 74 -26.66 0-360 101 V 

3 * 4.826 38.37 PK 34.1 -27.6 44.87 - - 74 -29.13 0-360 201 H 

6 7.236 32.25 PK 35.6 -26.4 41.45 - -  -   -  0-360 101 H 

4 * 4.829 35.81 PK 34.1 -27.7 42.21 - - 74 -31.79 0-360 201 V 

5 7.229 31.81 PK 35.6 -26.3 41.11 - -  -   -  0-360 201 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

 

 

Radiated Emissions 

 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 2.338 43.86 PK2 31.8 -21 54.66 - - 74 -19.34 263 129 V 

* 2.339 32.63 MAv1 31.8 -21 43.43 54 -10.57 - - 263 129 V 

* 2.486 44.56 PK2 32.2 -20.9 55.86 - - 74 -18.14 189 210 V 

* 2.484 33.25 MAv1 32.2 -20.9 44.55 54 -9.45 - - 189 210 V 

* 4.831 52.48 PK2 34.1 -27.7 58.88 - - 74 -15.12 7 155 H 

* 4.824 34.45 MAv1 34.1 -27.6 40.95 54 -13.05 - - 7 155 H 

* 4.824 50.87 PK2 34.1 -27.6 57.37 - - 74 -16.63 59 157 V 

* 4.824 33.89 MAv1 34.1 -27.6 40.39 54 -13.61 - - 59 157 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 
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MID CHANNEL 

 
 
  

HORIZONTAL 

 
VERTICAL 
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Trace Markers 

 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T345 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.356 36.02 Pk 31.8 -21.8 46.02 - - 74 -27.98 0-360 101 H 

2 * 2.363 38.81 Pk 31.9 -21.8 48.91 - - 74 -25.09 0-360 199 V 

4 * 4.876 49.39 Pk 34.2 -29.6 53.99 - - 74 -20.01 0-360 101 H 

7 * 7.31 42.09 Pk 35.3 -27.4 49.99 - - 74 -24.01 0-360 200 H 

5 * 4.872 45.91 Pk 34.2 -29.6 50.51 - - 74 -23.49 0-360 200 V 

6 * 7.306 38.9 Pk 35.3 -27.4 46.8 - - 74 -27.2 0-360 200 V 

3 2.471 43.1 Pk 32.4 -21.5 54 - - 74 -20 0-360 101 V 

 

* - indicates frequency in CFR15.205/IC7.2.2 Restricted Band 

Pk - Peak detector 

Radiated Emissions 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T345 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 2.356 39.65 PK2 31.8 -21.8 49.65 - - 74 -24.35 331 284 H 

* 2.358 33.17 MAv1 31.8 -21.8 43.17 54 -10.83 - - 331 284 H 

* 2.365 41.79 PK2 31.9 -21.8 51.89 - - 74 -22.11 338 105 V 

* 2.365 35.32 MAv1 31.9 -21.8 45.42 54 -8.58 - - 338 105 V 

* 4.874 52.66 PK2 34.2 -29.6 57.26 - - 74 -16.74 85 177 H 

* 4.874 44.57 MAv1 34.2 -29.6 49.17 54 -4.83 - - 85 177 H 

* 7.309 45.37 PK2 35.3 -27.4 53.27 - - 74 -20.73 43 232 H 

* 7.309 36.38 MAv1 35.3 -27.4 44.28 54 -9.72 - - 43 232 H 

* 4.873 49.6 PK2 34.2 -29.6 54.2 - - 74 -19.8 184 211 V 

* 4.873 40.99 MAv1 34.2 -29.6 45.59 54 -8.41 - - 184 211 V 

* 7.308 45.05 PK2 35.3 -27.4 52.95 - - 74 -21.05 266 250 V 

* 7.308 36.1 MAv1 35.3 -27.4 44 54 -10 - - 266 250 V 

2.469 45.08 PK2 32.4 -21.5 55.98 - - 74 -18.02 326 152 V 

2.469 38.23 MAv1 32.4 -21.5 49.13 54 -4.87 - - 326 152 V 
 

* - indicates frequency in CFR15.205/IC7.2.2 Restricted Band 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 
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HIGH CHANNEL 

 
 

HORIZONTAL 

 
VERTICAL 
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Trace Markers 
 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 2.39 35.05 PK 31.9 -20.9 46.05 - -  -   -  0-360 201 H 

2 * 2.384 36.5 PK 31.9 -20.9 47.5 - - 74 -26.5 0-360 101 V 

4 * 4.93 46.72 PK 34.1 -28.7 52.12 - - 74 -21.88 0-360 101 H 

5 * 7.388 38.19 PK 35.7 -25.7 48.19 - - 74 -25.81 0-360 101 H 

3 * 4.92 45.57 PK 34.1 -28.6 51.07 - - 74 -22.93 0-360 201 V 

6 * 7.381 34.17 PK 35.7 -25.8 44.07 - - 74 -29.93 0-360 101 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

 

 

Radiated Emissions 

 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 2.384 44.64 PK2 31.9 -20.9 55.64 - - 74 -18.36 203 307 H 

* 2.389 33.32 MAv1 31.9 -20.9 44.32 54 -9.68 - - 203 307 H 

* 2.386 46 PK2 31.9 -20.9 57 - - 74 -17 188 102 V 

* 2.39 35.29 MAv1 31.9 -20.9 46.29 54 -7.71 - - 188 102 V 

* 4.921 59.13 PK2 34.1 -28.6 64.63 - - 74 -9.37 63 102 H 

* 4.924 41.75 MAv1 34.1 -28.6 47.25 54 -6.75 - - 63 102 H 

* 7.386 52.53 PK2 35.7 -25.7 62.53 - - 74 -11.47 47 119 H 

* 7.385 33.55 MAv1 35.7 -25.7 43.55 54 -10.45 - - 47 119 H 

* 4.925 57.61 PK2 34.1 -28.6 63.11 - - 74 -10.89 256 175 V 

* 4.924 40.19 MAv1 34.1 -28.6 45.69 54 -8.31 - - 256 175 V 

* 7.386 47.17 PK2 35.7 -25.7 57.17 - - 74 -16.83 18 118 V 

* 7.389 31.1 MAv1 35.7 -25.6 41.2 54 -12.8 - - 18 118 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 
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9.2.5. TX ABOVE 1 GHz 802.11n HT20 IN THE 2.4 GHz BAND ANTENNA 1 

RESTRICTED BANDEDGE (LOW CHANNEL)  

 

 
 
Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.39 47.03 PK 31.9 -20.9 58.03 - - 74 -15.97 150 121 H 

2 * 2.389 49.43 PK 31.9 -20.9 60.43 - - 74 -13.57 150 121 H 

3 * 2.39 33.75 RMS 31.9 -20.9 44.75 54 -9.25 - - 150 121 H 

4 * 2.39 34.92 RMS 31.9 -20.9 45.92 54 -8.08 - - 150 121 H 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

  

LOW CHANNEL RESTRICTED, HORIZ 
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Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.39 57.02 PK 31.9 -20.9 68.02 - - 74 -5.98 190 108 V 

2 * 2.389 57.02 PK 31.9 -20.9 68.02 - - 74 -5.98 190 108 V 

3 * 2.39 37.94 RMS 31.9 -20.9 48.94 54 -5.06 - - 190 108 V 

4 * 2.39 38.68 RMS 31.9 -20.9 49.68 54 -4.32 - - 190 108 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
  

LOW CHANNEL RESTRICTED, VERT 
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AUTHORIZED BANDEDGE (HIGH CHANNEL) 

 
Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.484 48.86 PK 32.2 -20.9 60.16 - - 74 -13.84 35 172 H 

2 * 2.484 51.04 PK 32.2 -20.9 62.34 - - 74 -11.66 35 172 H 

3 * 2.484 35.32 RMS 32.2 -20.9 46.62 54 -7.38 - - 35 172 H 

4 * 2.484 35.93 RMS 32.2 -20.9 47.23 54 -6.77 - - 35 172 H 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
  

HIGH CHANNEL RESTRICTED, HORIZ 
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Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.484 53.96 PK 32.2 -20.9 65.26 - - 74 -8.74 188 173 V 

2 * 2.485 56.94 PK 32.2 -20.9 68.24 - - 74 -5.76 188 173 V 

3 * 2.484 38.54 RMS 32.2 -20.9 49.84 54 -4.16 - - 188 173 V 

4 * 2.484 39.6 RMS 32.2 -20.9 50.9 54 -3.1 - - 188 173 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
  

HIGH CHANNEL RESTRICTED, VERT 
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HARMONICS AND SPURIOUS EMISSIONS 

LOW CHANNEL 

 
 
  

HORIZONTAL 

 
VERTICAL 
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Trace Markers 

 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.34 35.68 PK 31.8 -21 46.48 - - 74 -27.52 0-360 101 V 

2 * 2.489 35.56 PK 32.2 -20.9 46.86 - - 74 -27.14 0-360 201 V 

5 5.857 31.75 PK 35.1 -27.8 39.05 - -  -   -  0-360 201 H 

6 9.69 28.12 PK 37 -22.3 42.82 - -  -   -  0-360 100 H 

3 6.35 32.05 PK 35.8 -26.9 40.95 - -  -   -  0-360 101 V 

4 9.606 27.49 PK 36.9 -21.2 43.19 - -  -   -  0-360 101 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

 

 

Radiated Emissions 

 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 2.339 44.93 PK2 31.8 -21 55.73 - - 74 -18.27 178 108 V 

* 2.34 33.55 MAv1 31.8 -21 44.35 54 -9.65 - - 178 108 V 

* 2.485 44.39 PK2 32.2 -20.9 55.69 - - 74 -18.31 295 211 V 

* 2.484 32.99 MAv1 32.2 -20.9 44.29 54 -9.71 - - 295 211 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 
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MID CHANNEL 

 
 
  

HORIZONTAL 

 
VERTICAL 
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Trace Markers 

 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.366 35.68 PK 31.9 -20.9 46.68 - - 74 -27.32 0-360 100 H 

2 * 2.366 38.54 PK 31.9 -20.9 49.54 - - 74 -24.46 0-360 101 V 

3 * 4.88 41.25 PK 34.1 -27.9 47.45 - - 74 -26.55 0-360 100 H 

4 * 7.307 35.79 PK 35.7 -26.3 45.19 - - 74 -28.81 0-360 201 H 

5 * 4.874 40.87 PK 34.1 -27.8 47.17 - - 74 -26.83 0-360 201 V 

6 * 7.311 36.38 PK 35.7 -26.3 45.78 - - 74 -28.22 0-360 201 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

 

 

Radiated Emissions 

 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 2.37 46.07 PK2 31.9 -21 56.97 - - 74 -17.03 146 124 H 

* 2.365 32.93 MAv1 31.9 -20.9 43.93 54 -10.07 - - 146 124 H 

* 2.376 50.52 PK2 31.9 -20.9 61.52 - - 74 -12.48 174 108 V 

* 2.365 38.19 MAv1 31.9 -20.9 49.19 54 -4.81 - - 174 108 V 

* 4.87 55.69 PK2 34.1 -27.7 62.09 - - 74 -11.91 297 101 H 

* 4.875 41.42 MAv1 34.1 -27.8 47.72 54 -6.28 - - 297 101 H 

* 7.314 49.1 PK2 35.7 -26.3 58.5 - - 74 -15.5 136 193 H 

* 7.309 35.7 MAv1 35.7 -26.3 45.1 54 -8.9 - - 136 193 H 

* 4.871 53.06 PK2 34.1 -27.7 59.46 - - 74 -14.54 221 224 V 

* 4.874 39.5 MAv1 34.1 -27.8 45.8 54 -8.2 - - 221 224 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 
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HIGH CHANNEL 

 
 
  

HORIZONTAL 

 
VERTICAL 
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Trace Markers 

 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 1.695 35.06 PK 28.8 -21.7 42.16 - - 74 -31.84 0-360 100 H 

2 * 2.389 37.03 PK 31.9 -20.9 48.03 - - 74 -25.97 0-360 101 V 

3 * 4.923 34.14 PK 34.1 -28.6 39.64 - - 74 -34.36 0-360 100 H 

4 * 10.913 27.87 PK 38.1 -21.5 44.47 - - 74 -29.53 0-360 100 H 

5 * 4.923 34.68 PK 34.1 -28.6 40.18 - - 74 -33.82 0-360 201 V 

6 * 7.381 30.27 PK 35.7 -25.8 40.17 - - 74 -33.83 0-360 101 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

 

 

Radiated Emissions 

 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 1.695 41.57 PK2 28.8 -21.7 48.67 - - 74 -25.33 27 118 H 

* 1.694 30.23 MAv1 28.8 -21.7 37.33 54 -16.67 - - 27 118 H 

* 2.389 45.82 PK2 31.9 -20.9 56.82 - - 74 -17.18 172 106 V 

* 2.39 34.63 MAv1 31.9 -20.9 45.63 54 -8.37 - - 172 106 V 

* 4.921 44.26 PK2 34.1 -28.6 49.76 - - 74 -24.24 182 121 H 

* 4.924 31.68 MAv1 34.1 -28.6 37.18 54 -16.82 - - 182 121 H 

* 10.914 33.59 PK2 38.1 -21.5 50.19 - - 74 -23.81 157 142 H 

* 10.914 23.07 MAv1 38.1 -21.5 39.67 54 -14.33 - - 157 142 H 

* 4.921 44.53 PK2 34.1 -28.6 50.03 - - 74 -23.97 240 213 V 

* 4.924 32.38 MAv1 34.1 -28.6 37.88 54 -16.12 - - 240 213 V 

* 7.381 37.95 PK2 35.7 -25.8 47.85 - - 74 -26.15 118 243 V 

* 7.38 26.59 MAv1 35.7 -25.8 36.49 54 -17.51 - - 118 243 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 

  



REPORT NO: 15U20917-E23 DATE: AUGUST 3, 2015 

FCC ID: A4RNC2-6A5   
  

Page 164 of 204 

UL VERIFICATION SERVICES INC.  FORM NO: CCSUP4701J 
47173 BENICIA STREET, FREMONT, CA 94538, USA TEL: (510) 771-1000 FAX: (510) 661-0888 

This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc. 

9.2.6. TX ABOVE 1 GHz 802.11n HT20 IN THE 2.4 GHz BAND ANTENNA 2 

RESTRICTED BANDEDGE (LOW CHANNEL)  

 

 
Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.39 47.53 PK 31.9 -20.9 58.53 - - 74 -15.47 262 211 H 

2 * 2.39 50.19 PK 31.9 -20.9 61.19 - - 74 -12.81 262 211 H 

3 * 2.39 35.6 RMS 31.9 -20.9 46.6 54 -7.4 - - 262 211 H 

4 * 2.39 35.93 RMS 31.9 -20.9 46.93 54 -7.07 - - 262 211 H 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
  

LOW CHANNEL RESTRICTED, HORIZ 
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Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.39 49.66 PK 31.9 -20.9 60.66 - - 74 -13.34 304 110 V 

2 * 2.389 53.17 PK 31.9 -20.9 64.17 - - 74 -9.83 304 110 V 

3 * 2.39 38.86 RMS 31.9 -20.9 49.86 54 -4.14 - - 304 110 V 

4 * 2.39 38.66 RMS 31.9 -20.9 49.66 54 -4.34 - - 304 110 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
 
  

LOW CHANNEL RESTRICTED, VERT 
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AUTHORIZED BANDEDGE (HIGH CHANNEL) 

 
Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.484 44.17 PK 32.2 -20.9 55.47 - - 74 -18.53 101 164 H 

2 * 2.485 45.33 PK 32.2 -20.9 56.63 - - 74 -17.37 101 164 H 

3 * 2.484 31.11 RMS 32.2 -20.9 42.41 54 -11.59 - - 101 164 H 

4 * 2.484 31.57 RMS 32.2 -20.9 42.87 54 -11.13 - - 101 164 H 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
  

HIGH CHANNEL RESTRICTED, HORIZ 
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Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.484 52.17 PK 32.2 -20.9 63.47 - - 74 -10.53 264 175 V 

2 * 2.484 55.81 PK 32.2 -20.9 67.11 - - 74 -6.89 264 175 V 

3 * 2.484 38.72 RMS 32.2 -20.9 50.02 54 -3.98 - - 264 175 V 

4 * 2.484 38.82 RMS 32.2 -20.9 50.12 54 -3.88 - - 264 175 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
  

HIGH CHANNEL RESTRICTED, VERT 
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HARMONICS AND SPURIOUS EMISSIONS 

LOW CHANNEL 

 
 
  

HORIZONTAL 

 
VERTICAL 
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Trace Markers 

 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(db)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 3.745 34.59 PK 34.4 -29.1 39.89 - - 74 -34.11 0-360 100 H 

2 * 4.829 35.89 PK 34.1 -27.7 42.29 - - 74 -31.71 0-360 100 H 

3 7.238 32.89 PK 35.6 -26.4 42.09 - -  -   -  0-360 201 H 

4 * 3.717 32.89 PK 34.6 -29.3 38.19 - - 74 -35.81 0-360 201 V 

5 * 4.825 34.04 PK 34.1 -27.6 40.54 - - 74 -33.46 0-360 201 V 

6 6.296 32.13 PK 35.7 -27.1 40.73 - -  -   -  0-360 201 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

 

 

Radiated Emissions 

 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(db)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 3.743 38.62 PK2 34.5 -29.1 44.02 - - 74 -29.98 286 232 H 

* 3.745 27.26 MAv1 34.4 -29.1 32.56 54 -21.44 - - 286 232 H 

* 4.826 53.21 PK2 34.1 -27.6 59.71 - - 74 -14.29 9 187 H 

* 4.824 32.34 MAv1 34.1 -27.6 38.84 54 -15.16 - - 9 187 H 

7.238 44.05 PK2 35.6 -26.4 53.25 - -  -   -  9 187 H 

* 3.718 39.62 PK2 34.6 -29.3 44.92 - - 74 -29.08 293 180 V 

* 3.718 27.43 MAv1 34.6 -29.3 32.73 54 -21.27 - - 293 180 V 

* 4.822 45.35 PK2 34.1 -27.6 51.85 - - 74 -22.15 189 205 V 

* 4.824 30.13 MAv1 34.1 -27.6 36.63 54 -17.37 - - 189 205 V 

6.295 37.38 PK2 35.7 -27.1 45.98 - -  -   -  189 205 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 
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MID CHANNEL 

 
 
  

HORIZONTAL 

 
VERTICAL 
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Trace Markers 

 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.83 35.24 PK 32.7 -20.4 47.54 - - 74 -26.46 0-360 100 H 

2 * 2.364 35.67 PK 31.9 -20.9 46.67 - - 74 -27.33 0-360 101 V 

3 * 4.873 45.3 PK 34.1 -27.8 51.6 - - 74 -22.4 0-360 201 H 

4 * 7.321 37.2 PK 35.7 -26.3 46.6 - - 74 -27.4 0-360 100 H 

5 * 4.873 43.79 PK 34.1 -27.8 50.09 - - 74 -23.91 0-360 201 V 

6 * 7.32 37.23 PK 35.7 -26.3 46.63 - - 74 -27.37 0-360 201 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

 

 

Radiated Emissions 

 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 2.831 41.38 PK2 32.7 -20.4 53.68 - - 74 -20.32 159 110 H 

* 2.829 29.77 MAv1 32.7 -20.5 41.97 54 -12.03 - - 159 110 H 

* 2.365 43.64 PK2 31.9 -20.9 54.64 - - 74 -19.36 121 118 V 

* 2.365 33.2 MAv1 31.9 -20.9 44.2 54 -9.8 - - 121 118 V 

* 4.873 60.3 PK2 34.1 -27.8 66.6 - - 74 -7.4 103 187 H 

* 4.874 41.45 MAv1 34.1 -27.8 47.75 54 -6.25 - - 103 187 H 

* 7.311 51 PK2 35.7 -26.3 60.4 - - 74 -13.6 218 132 H 

* 7.312 32.91 MAv1 35.7 -26.3 42.31 54 -11.69 - - 218 132 H 

* 4.881 56.47 PK2 34.1 -27.9 62.67 - - 74 -11.33 220 222 V 

* 4.874 38.23 MAv1 34.1 -27.8 44.53 54 -9.47 - - 220 222 V 

* 7.313 50.55 PK2 35.7 -26.3 59.95 - - 74 -14.05 31 201 V 

* 7.31 33.67 MAv1 35.7 -26.3 43.07 54 -10.93 - - 31 201 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 
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HIGH CHANNEL 

 
 

HORIZONTAL 

 
VERTICAL 
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Trace Markers 
 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 1.351 34.67 PK 29.6 -22.1 42.17 - - 74 -31.83 0-360 201 H 

2 * 2.389 36.69 PK 31.9 -20.9 47.69 - - 74 -26.31 0-360 101 V 

3 * 4.921 41.42 PK 34.1 -28.6 46.92 - - 74 -27.08 0-360 100 H 

4 * 7.398 31.86 PK 35.7 -25.6 41.96 - - 74 -32.04 0-360 100 H 

5 * 4.921 39.74 PK 34.1 -28.6 45.24 - - 74 -28.76 0-360 101 V 

6 * 7.383 32.62 PK 35.7 -25.7 42.62 - - 74 -31.38 0-360 201 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

 

 

Radiated Emissions 

 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 1.351 41.68 PK2 29.6 -22.1 49.18 - - 74 -24.82 54 142 H 

* 1.35 30.28 MAv1 29.6 -22.1 37.78 54 -16.22 - - 54 142 H 

2.39 46.96 PK2 31.9 -20.9 57.96 - -  -   -  175 104 V 

2.39 35.22 MAv1 31.9 -20.9 46.22  -   -  - - 175 104 V 

* 4.926 57.21 PK2 34.1 -28.7 62.61 - - 74 -11.39 41 208 H 

* 4.924 38 MAv1 34.1 -28.6 43.5 54 -10.5 - - 41 208 H 

* 7.39 46.83 PK2 35.7 -25.6 56.93 - - 74 -17.07 24 364 H 

* 7.389 27.74 MAv1 35.7 -25.7 37.74 54 -16.26 - - 24 364 H 

* 4.928 55.9 PK2 34.1 -28.7 61.3 - - 74 -12.7 265 160 V 

* 4.924 35.72 MAv1 34.1 -28.6 41.22 54 -12.78 - - 265 160 V 

* 7.387 40.39 PK2 35.7 -25.7 50.39 - - 74 -23.61 217 170 V 

* 7.383 27.99 MAv1 35.7 -25.7 37.99 54 -16.01 - - 217 170 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 
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9.2.7. TX ABOVE 1 GHz 802.11n HT40 MODE IN THE 2.4 GHz BAND 
ANTENNA 1 

RESTRICTED BANDEDGE (LOW CHANNEL)  

 

 
Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.39 45.22 PK 31.9 -20.9 56.22 - - 74 -17.78 102 262 H 

2 * 2.389 48.97 PK 31.9 -20.9 59.97 - - 74 -14.03 102 262 H 

3 * 2.39 33.97 RMS 31.9 -20.9 44.97 54 -9.03 - - 102 262 H 

4 * 2.389 34.61 RMS 31.9 -20.9 45.61 54 -8.39 - - 102 262 H 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
  

LOW CHANNEL RESTRICTED, HORIZ 
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Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.39 49.36 PK 31.9 -20.9 60.36 - - 74 -13.64 120 102 V 

2 * 2.389 52.18 PK 31.9 -20.9 63.18 - - 74 -10.82 120 102 V 

3 * 2.39 38.86 RMS 31.9 -20.9 49.86 54 -4.14 - - 120 102 V 

4 * 2.39 39.25 RMS 31.9 -20.9 50.25 54 -3.75 - - 120 102 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
 
  

LOW CHANNEL RESTRICTED, VERT 
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AUTHORIZED BANDEDGE (HIGH CHANNEL) 

 
Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.484 44.28 PK 32.2 -20.9 55.58 - - 74 -18.42 113 241 H 

2 * 2.484 50.81 PK 32.2 -20.9 62.11 - - 74 -11.89 113 241 H 

3 * 2.484 35.08 RMS 32.2 -20.9 46.38 54 -7.62 - - 113 241 H 

4 * 2.484 35.19 RMS 32.2 -20.9 46.49 54 -7.51 - - 113 241 H 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
  

HIGH CHANNEL RESTRICTED, HORIZ 
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Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.484 50.88 PK 32.2 -20.9 62.18 - - 74 -11.82 145 218 V 

2 * 2.485 53.27 PK 32.2 -20.9 64.57 - - 74 -9.43 145 218 V 

3 * 2.484 37.9 RMS 32.2 -20.9 49.2 54 -4.8 - - 145 218 V 

4 * 2.484 38.51 RMS 32.2 -20.9 49.81 54 -4.19 - - 145 218 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
  

HIGH CHANNEL RESTRICTED, VERT 
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HARMONICS AND SPURIOUS EMISSIONS 

LOW CHANNEL 

 
 
  

HORIZONTAL 

 
VERTICAL 
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Trace Markers 

 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 1.298 33.33 PK 30 -22.2 41.13 - - 74 -32.87 0-360 201 H 

2 * 1.346 33.5 PK 29.6 -22.1 41 - - 74 -33 0-360 101 V 

3 * 3.762 32.26 PK 34.3 -28.7 37.86 - - 74 -36.14 0-360 100 H 

4 * 7.518 29.45 PK 35.7 -25.8 39.35 - - 74 -34.65 0-360 201 H 

5 * 3.861 32.64 PK 33.9 -28.8 37.74 - - 74 -36.26 0-360 101 V 

6 * 5.131 31.82 PK 34.2 -26.7 39.32 - - 74 -34.68 0-360 101 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

 

 

Radiated Emissions 

 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 1.298 41.6 PK2 30 -22.2 49.4 - - 74 -24.6 14 148 H 

* 1.297 30.39 MAv1 30 -22.2 38.19 54 -15.81 - - 14 148 H 

* 1.344 41.52 PK2 29.6 -22.2 48.92 - - 74 -25.08 21 175 V 

* 1.347 30.44 MAv1 29.6 -22.1 37.94 54 -16.06 - - 21 175 V 

* 3.764 38.71 PK2 34.3 -28.7 44.31 - - 74 -29.69 87 127 H 

* 3.761 27.67 MAv1 34.4 -28.8 33.27 54 -20.73 - - 87 127 H 

* 7.518 36.25 PK2 35.7 -25.8 46.15 - - 74 -27.85 122 222 H 

* 7.519 25.8 MAv1 35.7 -25.8 35.7 54 -18.3 - - 122 222 H 

* 3.859 39.09 PK2 34 -28.8 44.29 - - 74 -29.71 230 195 V 

* 3.86 28.15 MAv1 34 -28.8 33.35 54 -20.65 - - 230 195 V 

* 5.132 38.42 PK2 34.2 -26.7 45.92 - - 74 -28.08 48 168 V 

* 5.132 26.39 MAv1 34.2 -26.7 33.89 54 -20.11 - - 48 168 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 
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MID CHANNEL 

 
 
  

HORIZONTAL 

 
VERTICAL 
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Trace Markers 

 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(db)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 4.88 39.82 PK 34.1 -27.9 46.02 - - 74 -27.98 0-360 100 H 

2 * 7.326 33.04 PK 35.7 -26.3 42.44 - - 74 -31.56 0-360 201 H 

3 8.997 28.99 PK 36.1 -22.2 42.89 - -  -   -  0-360 100 H 

4 * 4.88 38.22 PK 34.1 -27.9 44.42 - - 74 -29.58 0-360 201 V 

5 6.397 31.6 PK 35.8 -26.7 40.7 - -  -   -  0-360 101 V 

6 * 7.317 33.3 PK 35.7 -26.3 42.7 - - 74 -31.3 0-360 101 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

 

 

Radiated Emissions 

 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(db)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 4.876 49.35 PK2 34.1 -27.8 55.65 - - 74 -18.35 343 134 H 

* 4.874 37.37 MAv1 34.1 -27.8 43.67 54 -10.33 - - 343 134 H 

* 7.318 42.49 PK2 35.7 -26.3 51.89 - - 74 -22.11 125 120 H 

* 7.314 30.62 MAv1 35.7 -26.3 40.02 54 -13.98 - - 125 120 H 

8.997 34.76 PK2 36.1 -22.2 48.66 - -  -   -  113 135 H 

* 4.878 41.98 PK2 34.1 -27.8 48.28 - - 74 -25.72 113 135 V 

* 4.884 30.68 MAv1 34.1 -27.9 36.88 54 -17.12 - - 113 135 V 

6.397 37.29 PK2 35.8 -26.7 46.39 - -  -   -  113 135 V 

* 7.315 43.99 PK2 35.7 -26.3 53.39 - - 74 -20.61 238 142 V 

* 7.313 31.89 MAv1 35.7 -26.3 41.29 54 -12.71 - - 238 142 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 
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HIGH CHANNEL 

 
 

HORIZONTAL 

 
VERTICAL 
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Trace Markers 
 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 1.35 34.9 PK 29.6 -22.1 42.4 - - 74 -31.6 0-360 100 H 

2 * 2.225 34.58 PK 31.5 -21 45.08 - - 74 -28.92 0-360 101 V 

3 * 3.873 32.85 PK 33.9 -28.8 37.95 - - 74 -36.05 0-360 100 H 

4 * 5.039 32.1 PK 34.2 -28.2 38.1 - - 74 -35.9 0-360 100 H 

5 * 3.705 33.32 PK 34.7 -29.3 38.72 - - 74 -35.28 0-360 101 V 

6 * 4.782 31.67 PK 34.1 -27.4 38.37 - - 74 -35.63 0-360 101 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

 

 

Radiated Emissions 

 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 1.349 42.03 PK2 29.6 -22.1 49.53 - - 74 -24.47 72 115 H 

* 1.352 30.33 MAv1 29.5 -22.1 37.73 54 -16.27 - - 72 115 H 

* 2.225 42.01 PK2 31.5 -21 52.51 - - 74 -21.49 83 124 V 

* 2.225 30.25 MAv1 31.5 -21 40.75 54 -13.25 - - 83 124 V 

* 3.874 38.98 PK2 33.9 -28.8 44.08 - - 74 -29.92 92 185 H 

* 3.872 27.87 MAv1 33.9 -28.8 32.97 54 -21.03 - - 92 185 H 

* 5.037 38.45 PK2 34.1 -28.2 44.35 - - 74 -29.65 92 242 H 

* 5.04 27.56 MAv1 34.2 -28.2 33.56 54 -20.44 - - 92 242 H 

* 3.705 40.33 PK2 34.7 -29.3 45.73 - - 74 -28.27 137 211 V 

* 3.705 28.2 MAv1 34.7 -29.3 33.6 54 -20.4 - - 137 211 V 

* 4.781 38.42 PK2 34.1 -27.4 45.12 - - 74 -28.88 152 175 V 

* 4.782 27.41 MAv1 34.1 -27.4 34.11 54 -19.89 - - 152 175 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 
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9.2.8. TX ABOVE 1 GHz 802.11n HT40 MODE IN THE 2.4 GHz BAND 
ANTENNA 2 

RESTRICTED BANDEDGE (LOW CHANNEL)  

 

 
Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.39 42.56 PK 31.9 -20.9 53.56 - - 74 -20.44 139 117 H 

2 * 2.389 44.35 PK 31.9 -20.9 55.35 - - 74 -18.65 139 117 H 

3 * 2.39 31.93 RMS 31.9 -20.9 42.93 54 -11.07 - - 139 117 H 

4 * 2.39 32.86 RMS 31.9 -20.9 43.86 54 -10.14 - - 139 117 H 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
  

LOW CHANNEL RESTRICTED, HORIZ 
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Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.39 45.54 PK 31.9 -20.9 56.54 - - 74 -17.46 142 102 V 

2 * 2.387 48.5 PK 31.9 -20.9 59.5 - - 74 -14.5 142 102 V 

3 * 2.39 35.69 RMS 31.9 -20.9 46.69 54 -7.31 - - 142 102 V 

4 * 2.39 36.25 RMS 31.9 -20.9 47.25 54 -6.75 - - 142 102 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
 
  

LOW CHANNEL RESTRICTED, VERT 
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AUTHORIZED BANDEDGE (HIGH CHANNEL) 

 
Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.484 44.95 PK 32.2 -20.9 56.25 - - 74 -17.75 200 177 H 

2 * 2.485 47.66 PK 32.2 -20.9 58.96 - - 74 -15.04 200 177 H 

3 * 2.484 29.93 RMS 32.2 -20.9 41.23 54 -12.77 - - 200 177 H 

4 * 2.485 30.83 RMS 32.2 -20.9 42.13 54 -11.87 - - 200 177 H 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
  

HIGH CHANNEL RESTRICTED, HORIZ 
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Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Average 

Limit 

(dBuV/m)          

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.484 50.98 PK 32.2 -20.9 62.28 - - 74 -11.72 32 179 V 

2 * 2.484 53.51 PK 32.2 -20.9 64.81 - - 74 -9.19 32 179 V 

3 * 2.484 35.65 RMS 32.2 -20.9 46.95 54 -7.05 - - 32 179 V 

4 * 2.484 36.08 RMS 32.2 -20.9 47.38 54 -6.62 - - 32 179 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

RMS - RMS detection 

 
  

HIGH CHANNEL RESTRICTED, VERT 

 



REPORT NO: 15U20917-E23 DATE: AUGUST 3, 2015 

FCC ID: A4RNC2-6A5   
  

Page 188 of 204 

UL VERIFICATION SERVICES INC.  FORM NO: CCSUP4701J 
47173 BENICIA STREET, FREMONT, CA 94538, USA TEL: (510) 771-1000 FAX: (510) 661-0888 

This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc. 

HARMONICS AND SPURIOUS EMISSIONS 

LOW CHANNEL 

 
 
  

HORIZONTAL 

 
VERTICAL 
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Trace Markers 

 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 1.292 34.43 PK 30 -22.2 42.23 - - 74 -31.77 0-360 201 H 

2 2.151 35.52 PK 31.5 -21.1 45.92 - -  -   -  0-360 101 V 

3 * 3.727 33.33 PK 34.5 -29.3 38.53 - - 74 -35.47 0-360 201 H 

4 * 4.856 35.44 PK 34.1 -27.7 41.84 - - 74 -32.16 0-360 100 H 

5 * 3.782 32.89 PK 34.2 -28.7 38.39 - - 74 -35.61 0-360 201 V 

6 6.644 30.93 PK 35.8 -26.4 40.33 - -  -   -  0-360 101 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

 

 

Radiated Emissions 

 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 1.293 41.61 PK2 30 -22.2 49.41 - - 74 -24.59 263 115 H 

* 1.293 30.36 MAv1 30 -22.2 38.16 54 -15.84 - - 263 115 H 

2.151 41.63 PK2 31.5 -21.1 52.03 - -  -   -  263 115 V 

* 3.726 39.25 PK2 34.5 -29.3 44.45 - - 74 -29.55 36 202 H 

* 3.728 27.39 MAv1 34.5 -29.2 32.69 54 -21.31 - - 36 202 H 

* 4.849 47.3 PK2 34.1 -27.7 53.7 - - 74 -20.3 43 138 H 

* 4.846 30.7 MAv1 34.1 -27.7 37.1 54 -16.9 - - 43 138 H 

* 3.784 39.14 PK2 34.2 -28.7 44.64 - - 74 -29.36 61 145 V 

* 3.782 27.48 MAv1 34.2 -28.7 32.98 54 -21.02 - - 61 145 V 

6.645 36.87 PK2 35.8 -26.4 46.27 - -  -   -  102 133 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 
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MID CHANNEL 

 
 
  

HORIZONTAL 

 
VERTICAL 
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Trace Markers 

 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 2.681 33.38 PK 32.7 -20.7 45.38 - - 74 -28.62 0-360 201 H 

2 * 2.703 33.44 PK 32.7 -20.6 45.54 - - 74 -28.46 0-360 101 V 

3 * 3.79 32.44 PK 34.2 -28.7 37.94 - - 74 -36.06 0-360 101 H 

4 * 4.877 34.61 PK 34.1 -27.8 40.91 - - 74 -33.09 0-360 101 H 

5 * 3.603 33.04 PK 35 -29 39.04 - - 74 -34.96 0-360 101 V 

6 * 4.157 32.62 PK 33.6 -28.2 38.02 - - 74 -35.98 0-360 101 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

 

 

Radiated Emissions 

 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 2.683 41.85 PK2 32.7 -20.7 53.85 - - 74 -20.15 11 142 H 

* 2.68 30.26 MAv1 32.7 -20.7 42.26 54 -11.74 - - 11 142 H 

* 2.704 41.9 PK2 32.7 -20.6 54 - - 74 -20 29 134 H 

* 2.703 30.31 MAv1 32.7 -20.6 42.41 54 -11.59 - - 29 134 H 

* 3.791 38.81 PK2 34.2 -28.7 44.31 - - 74 -29.69 46 175 H 

* 3.79 27.39 MAv1 34.2 -28.7 32.89 54 -21.11 - - 46 175 H 

* 4.872 45.76 PK2 34.1 -27.8 52.06 - - 74 -21.94 31 122 H 

* 4.877 30.78 MAv1 34.1 -27.8 37.08 54 -16.92 - - 31 122 H 

* 3.603 38.13 PK2 35 -29 44.13 - - 74 -29.87 18 156 V 

* 3.605 27.47 MAv1 35 -29 33.47 54 -20.53 - - 18 156 V 

* 4.156 38.7 PK2 33.6 -28.2 44.1 - - 74 -29.9 72 182 V 

* 4.155 27.1 MAv1 33.6 -28.2 32.5 54 -21.5 - - 72 182 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 
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HIGH CHANNEL 

 
 

HORIZONTAL 

 
VERTICAL 
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Trace Markers 
 

Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/F

ltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 * 1.315 33.64 PK 29.9 -22.2 41.34 - - 74 -32.66 0-360 201 H 

2 * 2.273 34 PK 31.7 -21 44.7 - - 74 -29.3 0-360 201 H 

3 * 1.349 34.1 PK 29.6 -22.1 41.6 - - 74 -32.4 0-360 201 V 

4 * 2.731 33.82 PK 32.7 -20.7 45.82 - - 74 -28.18 0-360 201 V 

5 * 5.04 32.44 PK 34.2 -28.2 38.44 - - 74 -35.56 0-360 201 H 

6 * 7.525 29.33 PK 35.7 -25.8 39.23 - - 74 -34.77 0-360 101 V 

 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

 

 

Radiated Emissions 

 

Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det AF T120 

(dB/m)      

Amp/Cbl/

Fltr/Pad 

(dB)      

Corrected 

Reading 

(dBuV/m) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak Limit 

(dBuV/m)             

PK Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

* 1.316 41.8 PK2 29.9 -22.2 49.5 - - 74 -24.5 8 115 H 

* 1.314 30.41 MAv1 29.9 -22.2 38.11 54 -15.89 - - 8 115 H 

* 2.275 42.02 PK2 31.7 -21 52.72 - - 74 -21.28 27 122 H 

* 2.272 30.27 MAv1 31.7 -21 40.97 54 -13.03 - - 27 122 H 

* 1.349 42.24 PK2 29.6 -22.1 49.74 - - 74 -24.26 36 155 V 

* 1.349 30.57 MAv1 29.6 -22.1 38.07 54 -15.93 - - 36 155 V 

* 2.732 41.5 PK2 32.7 -20.6 53.6 - - 74 -20.4 39 212 V 

* 2.732 30.25 MAv1 32.7 -20.6 42.35 54 -11.65 - - 39 212 V 

* 5.041 37.98 PK2 34.2 -28.2 43.98 - - 74 -30.02 58 184 H 

* 5.041 27.43 MAv1 34.2 -28.2 33.43 54 -20.57 - - 58 184 H 

* 7.524 37 PK2 35.7 -25.8 46.9 - - 74 -27.1 128 139 V 

* 7.523 25.81 MAv1 35.7 -25.8 35.71 54 -18.29 - - 128 139 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK2 - KDB558074 Method: Maximum Peak 

MAv1 - KDB558074 Option 1 Maximum RMS Average 
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9.3. WORST-CASE BELOW 1 GHz 

SPURIOUS EMISSIONS 30 TO 1000 MHz (WORST-CASE CONFIGURATION) 

 

 
  

HORIZONTAL 

 
VERTICAL 
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Marker Frequency 

(MHz) 

Meter 

Reading 

(dBuV) 

Det AF T122 

(dB/m)      

Amp/Cbl (dB)      Corrected 

Reading 

(dBuV/m) 

QPk Limit 

(dBuV/m)              

Margin 

(dB) 

Azimuth 

(Degs) 

Height 

(cm) 

Polarity 

1 50.655 53.99 PK 8.1 -31.7 30.39 40 -9.61 0-360 401 H 

2 138.2475 43.48 PK 13.2 -31 25.68 43.52 -17.84 0-360 201 H 

3 32.4416 46.11 QP 19.3 -31.9 33.51 40 -6.49 196 109 V 

4 72.9675 54.83 PK 8.4 -31.5 31.73 40 -8.27 0-360 100 V 

5 * 960 41.08 PK 22.1 -26.7 36.48 46.02 -9.54 0-360 100 H 

6 * 960 40.07 PK 22.1 -26.7 35.47 46.02 -10.55 0-360 100 V 
 

* - indicates frequency in CFR 47, Part 15 and Industry Canada RSS-Restricted Band. 

PK - Peak detector 

QP - Quasi-Peak detector 
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9.4. WORST-CASE ABOVE 18GHz 

SPURIOUS EMISSIONS 18 TO 26 GHz (WORST-CASE CONFIGURATION) 

 
Marker Frequency 

(GHz) 

Meter 

Reading 

(dBuV) 

Det T89 AF 

(dB/m)      

Amp/Cbl 

(dB)      

Dist Corr    

(dB)      

Corrected 

Reading 

(dBuVolts) 

Avg Limit 

(dBuV/m)              

Margin 

(dB) 

Peak 

Limit 

(dBuV/m)             

PK 

Margin 

(dB) 

1 18.886 42.67 PK 32.8 -25.3 -9.5 40.67 54 -13.33 74 -33.33 

2 22.436 42 PK 33.7 -24.2 -9.5 42 54 -12 74 -32 

3 25.094 45.27 PK 34.5 -24.1 -9.5 46.17 54 -7.83 74 -27.83 

4 18.666 41.4 PK 32.7 -24.6 -9.5 40 54 -14 74 -34 

5 22.003 42.5 PK 33.7 -24.7 -9.5 42 54 -12 74 -32 

6 24.188 44.23 PK 34.2 -23.6 -9.5 45.33 54 -8.67 74 -28.67 
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10. AC POWER LINE CONDUCTED EMISSIONS 

LIMITS 

 
NCC LP0002 §2.3 
 

 

TEST PROCEDURE 

 
The EUT is placed on a non-conducting table 40 cm from the vertical ground plane and 80 cm 
above the horizontal ground plane. The EUT is configured in accordance with ANSI C63.4. 
 
The receiver is set to a resolution bandwidth of 9 kHz. Peak detection is used unless otherwise 
noted as quasi-peak or average. 
 
Line conducted data is recorded for both NEUTRAL and HOT lines. 
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RESULTS 

6 WORST EMISSIONS 

 
  Range 1: Line-L1 .15 - 30MHz 

Marker Frequency 

(MHz) 

Meter 

Reading 

(dBuV) 

Det T24 IL L1      LC Cables 

1&3      

Corrected 

Reading 

dBuV 

CFR 47 

Part 15 

Class B QP       

Margin 

(dB) 

CFR 47 

Part 15 

Class B 

Avg      

Margin 

(dB) 

1 .42788 42.97 Qp .4 0 43.37 57.29 -13.92 - - 

2 .42788 36.4 Ca .4 0 36.8 - - 47.29 -10.49 

3 4.75238 35.59 Qp .2 .1 35.89 56 -20.11 - - 

4 4.75238 23.67 Ca .2 .1 23.97 - - 46 -22.03 
 

  Range 2: Line-L2 .15 - 30MHz 

Marker Frequency 

(MHz) 

Meter 

Reading 

(dBuV) 

Det T24 IL L2      LC Cables 

2&3      

Corrected 

Reading 

dBuV 

CFR 47 

Part 15 

Class B QP       

Margin 

(dB) 

CFR 47 

Part 15 

Class B 

Avg      

Margin 

(dB) 

5 .42788 38.92 Qp .4 0 39.32 57.29 -17.97 - - 

6 .42788 32.01 Ca .4 0 32.41 - - 47.29 -14.88 

7 .90218 37.06 Qp .3 0 37.36 56 -18.64 - - 

8 .90218 24 Ca .3 0 24.3 - - 46 -21.7 

9 1.14113 37.09 Qp .3 0 37.39 56 -18.61 - - 

10 1.14113 22.14 Ca .3 0 22.44 - - 46 -23.56 

11 2.38178 35.24 Qp .2 .1 35.54 56 -20.46 - - 

12 2.38178 22.44 Ca .2 .1 22.74 - - 46 -23.26 
 

Ca - CISPR average detection 

Qp - Quasi-Peak detector 
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LINE 1 RESULTS 
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LINE 2 RESULTS 
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11. SETUP PHOTOS 

ANTENNA PORT CONDUCTED RF MEASUREMENT SETUP 

 
  

ANTENNA PORT CONDUCTED PHOTO 
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RADIATED RF MEASUREMENT SETUP (BELOW 1 GHz) 

 

 
  

RADIATED FRONT PHOTO (BELOW 1 GHz) 

 

RADIATED BACK PHOTO (BELOW 1 GHz) 
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RADIATED RF MEASUREMENT SETUP (ABOVE 1 GHz) 

 

 
 

 

RADIATED FRONT PHOTO (ABOVE 1 GHz) 

 

RADIATED BACK PHOTO (ABOVE 1 GHz) 
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POWERLINE CONDUCTED EMISSIONS MEASUREMENT SETUP 

 

 

 

END OF REPORT 
 

LINE CONDUCTED FRONT PHOTO 

 

LINE CONDUCTED BACK PHOTO 

 


