—_

L)
OT (
I Shenzhen iTC Product Testing Co., Ltd.

Report No.:261TC0106057W03

JAPAN RADIO TEST REPORT

Client Information:

Applicant:
Applicant add.:
Manufacturer:
Manufacturer add.:

Brand Name:

Product Information:

Product Name:
Model No.:
Derivative model No.:
Test Date:

Test Standard:

Test Result:

Issued by:

MiraArc Co., Ltd.
539-11 Sone, ltoshima, Fukuoka 819-1561, Japan
MiraArc Co., Ltd.
539-11 Sone, Itoshima, Fukuoka 819-1561, Japan

N/A

CINEMAGE nano

nano

N/A

Jan. 12, 2026

Dec. 25 2025 to Jan. 12, 2026 Issue Date:

Item 19 of Article 2 Paragraph 1
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Shenzhen iTC Product Testing Co., Ltd.

Add. : 103, Building 1 South, Dayang Industrial Zone, Lougang
Community, Songgang Street, Bao'an District, Shenzhen, Guangdong,
China

This device described above has been tested by iTC, and the test results show that the
equipment under test (EUT) is in compliance with the ARIB STD T-66 requirements. And it is
applicable only to the tested sample identified in the report.

Note: This report shall not be reproduced except in full, without the written approval of ETR, this
document may be altered or revised by ETR, personal only, and shall be noted in the revision of
the document.

Tested by Max Zhuang
Reviewed by Apple Huang
Approved by John Liu

This test report may be reproduced in full only
Test result presented in this test report is applicable to the tested sample only
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Summary of Test Result

Item Description of Test Result
1 Frequency Tolerance Measurement Pass
2 Occupied Bandwidth and Spread-spectrum Bandwidth Pass
3 Tx Unwanted Emission Measurement Pass
4 Antenna Power Tolerance Pass
5 Rx Unwanted Emission Measurement Pass
6 Transmission Antenna Gain (EIRP Antenna Power) N/A*
7 Transmission Radiation Angle Width (3dB Beamwidth) N/A*
8 Radio Interference Prevention Capability Pass
9 Carrier Sense N/A*

*Not applicable.

Tel: (86)-0755-33138690 Fax: (86)-0755-23071003
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1 General description

1.1

Report No.:261TC0106057W03

Feature of Equipment Under Test (EUT)
Product name: CINEMAGE nano
Model name: nano
Model Difference: N/A

Tx/Rx frequency range: Tx/Rx: 2402MHz~2480MHz
Modulation Type: GFSK

Channel numbers: 40

Channel separation: 2MHz

Antenna Type:

FPCB antenna

Antenna gain:

2.63dBi(declare by applicant)

Power supply:

DC12V from adapter AC100V/60Hz or DC3.7V from battery

Test Voltage : DC12V
1.2 Operation Channel List
Channel Frequency Channel Frequency Channel Frequency
0 2402MHz 10 2422MHz 20 2442MHz
1 2404MHz 11 2424MHz 21 2444MHz
8 2418MHz 18 2438MHz 38 2478MHz
9 2420MHz 19 2440MHz 39 2480MHz
1.3 Test Frequency Channel
Low 2402MHz
Middle 2440MHz
High 2480MHz
1.4 EUT Operation Test Setup

During testing, EUT provided by the manufacture to the Tx operation followed the test requirement.

The EUT is configured to transmit continuously at the maximum power.

EUT has been set for a fixed transmit frequency at the maximum power,when power on it will
Continuous launch.

The BLE module was tested while in a continuous transmitter/receiver mode.

The EUT was tuned to a low, middle, and high channel for all tests. For all test case

pre/scans were completed in all Modes to determine worst case levels.

Tel: (86)-0755-33138690 Fax: (86)-0755-23071003
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Power Supply Voltage Fluctuation Test

Ltd. Report No.:261TC0106057W03

Voltage Normal Voltage High Voltage +10% of Low Voltage -10% of
Fluctuation Test 9 Normal Voltage Normal Voltage
Input DC power 12V 13.2V 10.8V

Voltage Variation 3.3V 3.3V 3.3V

(%)

RF

Test below
1: The fluctuation of C point is under +1%, when Input voltage from B point to the test equipment is
fluctuated by +10%,
2The fluctuation of C pointis under +1%, when InpLt voltage from A point to the test equipment is
fluctuated by +10%,

The EUT has the input voltage to the circuit of

RF unit complies with output voltage limitation

(£1%) against input voltage fluctuation (x10%).

So, all measurements were conducted at only
rated voltage DC 3.3V

Note:
Voltage Variation (%)

= (Output high or Low Voltage - Output Normal Voltage)/ Output Normal Voltage* 100

1.5 Environmental Conditions

During the measurement the environmental conditions were within the listed ranges:

- Temperature: 20°C~30°C
- Humidity: 30%~70%

- Atmospheric pressure: 98kPa~101kPa

1.6 Measurement Uncertainty

Measurement Uncertainty for a Level of Confidence of 95 %, U=2xUc(y)

Parameter Uncertainty Criterion Measurement Uncertainty
Occupied Channel Bandwidth 5% 0.4%
RF output power, conducted +1.5dB +1.13dB
Power Spectral Density, conducted +3dB +2.35dB
Unwanted Emissions, conducted +3dB +2.39dB
All emissions, radiated +6dB +5.04dB
Temperature +3°C +0.8°C
Supply voltages +3% 1%
Time 5% 1%

Tel: (86)-0755-33138690 Fax: (86)-0755-23071003
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2 Testing Site

Test site information

Lab performing tests

Shenzhen iTC Product Testing Co., Ltd.

Lab Address 103, Building 1 South, Dayang Industrial Zone, Lougang Community,
Songgang Street, Bao'an District, Shenzhen, Guangdong, China

Telephone: (86)-0755-33138690

Fax: (86)-0755-23071003

Tel: (86)-0755-33138690 Fax: (86)-0755-23071003
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3 List of test equipment

Equipment Manufacturer Model Serial No. [Calibration Date|Calibration Due
Spectrum analyzer Keysight N9020A [MY54101721 2025/10/23 2026/10/22

Power Meter R&S NRVS 100696 2025/10/23 2026/10/22
DC Power Supply [ LongWei(HK) | LW6010KD | 011089883 2025/10/23 2026/10/22

Calibration by the calibration agencies listed in the table correspond to paragraph 4 (i) (c) of
Article 24-2 in theRadio Law".

Guangzhou Lisai Metrology & Test co.,Ltd.

The calibration interval of the above test instruments is 12 months and the calibrations are
traceable to international system unit (SI).

Tel: (86)-0755-33138690 Fax: (86)-0755-23071003
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4 Test Result

41 Frequency Tolerance Measurement
411 Limits
Item Limits
Frequency Tolerance +50ppm

4.1.2 Test Procedures

1. Frequency accuracy of SA shall be less than 10% of limits tolerance (5ppm)

2. Setting of SAis following as: RB: 10kHz / VB: 10kHz / SPAN: 3MHz / Sweep time: Auto / Detect

mode: Positive peak / Trace mode: Max hold.

3. The frequency tolerance test case is directly measured using spectrum analyzer. Then the
frequency error formula is (f-fc)/fcx10° ppm and the limit is less than +50ppm.

41.3 Test Setup

Spectrum Analayzer EUT

41.4 Test Deviation

There is no deviation with the original standard.

41.5 EUT Operation During Test

The EUT was programmed to be in continuously transmitting (un-modulated) mode.
41.6 Test Result

Test conditions Lo Middle High Limit Result
Viot.(DC) | Temp. (fc: 2402MHz) (fc: 2440 MHz) (fc: 2480MHz)
2402.001MHz 2440.001MHz 2480.001MHz
12V 25C =50ppm | PASS
0.42ppm 0.41ppm 0.40ppm

Test plots of normal input voltage mode as bellow:

Tel: (86)-0755-33138690 Fax: (86)-0755-23071003
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fo: 2402MHz

Report No.:261TC0106057W03

[ Keysight Spectrum Analyzer - Swept SA
3 [ 5t [

[ SENSE:PULSE] SOURCE OFF | ALIGN AUTO

[ =
1

500 _Ac |
Center Freq 2.402000000 GHz : Avg Type: Log-Pwr
PNO: Wide ~—»— Trig: FreeRun Avg|Hold: 10/10

IFGain:Low #Atten: 30 dB

Ref Offset5.93 dB
Ref 20.00 dBm

Center 2.4020000 GHz
#Res BW 10 kHz #VBW 10 kHz

Mkr1 2.402 001 GHz
-29.36

Span 1.000 MHz
Sweep 12.07 ms (1001 pts)

fo: 2440MHz

[ Keysight Spectrum Analyzer - Swept SA

[ SENSE:PULSE[ SOURCE OFF | ALIGN AUTO

Avg Type: Log-Pwr
PNO: Wide ~w— Trig: FreeRun Avg|Hold: 10/10

IFGain:Low #Atten: 30 dB

Ref Offset5.93 dB
Ref 20.00 dBm

f.: 2480MHz

500 AC | [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO

0000000 GHz Avg Type: Log-Pwr
PNO: Wide —+— Trig: FreeRun Avg|Hold: 10/10

IFGain:Low #Atten: 30 dB

Ref Offset5.84 dB
Ref 20.00 dBm

Center 2.4800000 GHz
#Res BW 10 kHz #VBW 10 kHz

Mkr1 2.480 001 GHz
24.975 dBm

Span 1.000 MHz
Sweep 12.07 ms (1001 pts)

Tel: (86)-0755-33138690 Fax: (86)-0755-23071003
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4.2 Occupied Bandwidth & Spread-spectrum Bandwidth
421 Limits

Item Limits

FH: 83.5MHz; FH + DS: 83.5MHz;

Occupied Bandwidth: FH + OFDM: 83.5MHz; OFDM, DS: 26MHz

Spreading Bandwidth: 500 kHz or more

Spread Factor >=5

4.2.2 Test Procedures

1. Setting of SA is following as: RB: 300kHz / VB: 300kHz / Sweep time: Auto / Sweep Mode:
Continuous sweep / Detect mode: Positive peak / Trace mode: Max hold.
2. EUT have transmitted the maximum modulation signal and fixed channelize (For DSSS
or OFDM Device).SA set to 99% of occupied bandwidth to measure occupied bandwidth.
3. SA set to 90% of occupied bandwidth to measure Spread Spectrum Bandwidth.
4. Spread Spectrum Factor = Spread Spectrum Bandwidth / modulation rate of EUT.
5. Spread Spectrum Factor limit is greater than 5.

4.2.3 Test Setup

00 ]

Spectrum Analayzer EUT

4.2.4 Test Deviation

There is no deviation with the original standard.

4.2.5 EUT Operation During Test

The EUT was programmed to be in continuously transmitting mode.
4.2.6 Test Result

Tel: (86)-0755-33138690 Fax: (86)-0755-23071003
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Test Conditions Occupied
Channel . ..
(MHz) Bandwidth Limits Result
Viot.(DC) | Temp. (MHz)
2402 1.237
12V 25C 2440 1.234 OBW <=26MHz PASS
2480 1.237
Test Conditions )
Channel = /oSpr_ead .
MHz) bandwidth Limits Result
Viot.(DC) | Temp. | MHz
2402 0.822
12V 25°C 2440 0.821 =500 kHz PASS
2480 0.821

Tel: (86)-0755-33138690 Fax: (86)-0755-23071003
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CH: 2402MHz, Occupied Bandwidth

[ Keysight Spectrum Analyzer - Occupied BW

[E=NE=NE=T

RL | RF 500 AC ]
Center Freq 2.402000000 GHz

#FGain:Low

Ref Offset5.93 dB
Ref 2593 dBm

. Trig: FreeRun

02:15:00 PMJan 08,2026
Radio Std: None

ULSE] SOURCE OFF | ALIGN AUTO
nter Freg: 2.

2
AvglHold: 1001100
#Atten: 30 dB Radio Device: BTS

Center 2.402 GHz
#Res BW 300 kHz
Occupied Bandwidth
1.2379 MHz
Transmit Freq Error 2.265 kHz
x dB Bandwidth 1.784 MHz

#VBW 300 kHz

Total Power 3.17 dBm

% of OBW Power 99.00 %
xdB -26.00 dB

sTATUS

CH: 2402MHz, Spread Bandwidth

[ Keysight Spectrum Analyzer - Occupied BW

[E=NEE=T

RL RF |5 AC_|
Center Freq 2.402000000 GHz

#FGain:Low

#Res BW 300 kHz

Occupied Bandwidth

822.91 kHz
Transmit Freq Error 1.959 kHz
x dB Bandwidth 1.790 MHz

GNAUTO | 02:15:05 PMJan 08, 2026
Radio Std: None

. Hz
. Trig: FreeRun "AvglHold: 100/100
#Atten: 30 dB Radio Device: BTS

#VBW 300 kHz

Total Power 3.17 dBm

% of OBW Power 90.00 %
xdB -26.00 dB

sTaTUS

CH: 2440MHz, Occupied Bandwidth

jed BW

[E=NEN=T

[ Keysight Spectrum Analyzer - Occupi
X RL

[ RE 500 AC |
Center Freq 2.440000000 GHz

#FGain:Low

Ref Offset 5,93 dB
3 dBm

#Res BW 300 kHz

Occupied Bandwidth
1.2350 MHz

Transmit Freq Error 1.667 kHz
x dB Bandwidth 1.784 MHz

02:16:11 PMJan 08,2026
Radio Std: None

7 Hz
. Trig: FreeRun AvglHold: 1001100
#Atten: 30 dB Radio Device: BTS

#VBW 300 kHz

Total Power 3.92 dBm

% of OBW Power 99.00 %
xdB -26.00 dB

sTaTUS

Tel: (86)-0755-33138690 Fax: (86)-0755-23071003
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CH: 2440MHz, Spread Bandwidth

[ Keysight Spectrum Analyze upied BW.

L RE AC |
Center Freq 2.440000000 GHz

#IFGain:Low
Ref Offset 5.93 dB
Rerzsosdm

I

HRes BW 300 kHz
Occupied Bandwidth
821.32 kHz

1.798 kHz
1.777 MHz

Transmit Freq Error
x dB Bandwidth

| SENSE:PULSE] SOURCE OFF | _

—»~ Trig: FreeRun

02:16:46 PMJan 08, 2026

Centter Freq: 2.4400( z
Avg[Hold: 1001100
#Atten: 30 dB

#VBW 300 kHz

Total Power 3.96 dBm

% of OBW Power 90.00 %
xdB -26.00 dB

STATUS

Radio Std: None

Radio Device: BTS

CH: 2480MHz, Occupied Bandwidth

[ Keysight Spectrum Analyzer - Occupied BW

] SENSE:PULSE] SOURCE OFF | ALIGN AUTO

#IFGain:Low

Ref Offset 5.84 dB
Ref 25.84 dBm

 ———

Occupied Bandwidth

1.2377 MHz
Transmit Freq Error 883 Hz
x dB Bandwidth 1.786 MHz

02:17:13 PMJan 08,2026

Center Freq: 2.480000000 GH:

z
Trig: Free Run AvglHold: 100/100

#Atten: 30 dB

#VBW 300 kHz

Total Power 3.08 dBm

% of OBW Power 99.00 %
xdB -26.00 dB

STATUS

Radio Std: None

Radio Device: BTS

CH: 2480MHz, Spread Bandwidth

[ Keysight Spectrum Analyzer - Occupied BW

08 AC | [ SENSE:PULSE] SOURCE OFF | _

A
0000000 GHz

#IFGain:Low

Occupied Bandwidth

821.80 kHz
Transmit Freq Error 696 Hz
x dB Bandwidth 1.784 MHz

02:17:19 PMJan 08, 2026

—»~ Trig: FreeRun

Center Freq: 2.4800 o
Avg[Hold: 1001100
#Atten: 30 dB

#VBW 300 kHz

Total Power 3.08 dBm

% of OBW Power 90.00 %
xdB -26.00 dB

Radio Std: None

Radio Device: BTS

Tel: (86)-0755-33138690 Fax: (86)-0755-23071003
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4.3 Tx Unwanted Emission Measurement
4.3.1 Limits

Item Limits

(1) Below 2387 MHz: 2.5uW
(2) 2387 to 2400 MHz: 25uW
(3) 2483.5 through 2496.5 MHz: 25uW
(4) Over 2496.5 MHz: 2.5uW

TX Spurious Emission

4.3.2 Test Procedures

1. EUT have transmitted the maximum modulation signal and fixed channelize.

2. Setting of SA is following as: Below 1GHz RB: 100KHz / VB: 100KHz; Above 1GHz RB: 1MHz /
VB: 1MHz / Sweep time: Auto / Sweep Mode: Continuous sweep / Detect mode: Positive peak /
Trace mode: Max hold.

3. Setting of SA is following as 30MHz and stop frequency 1000MHz Then to mark peak reading
value + cable loss shall be less than 0.25uW for RBW is 100KHz.

4. Setting of SA is following as 1000MHz and stop frequency 2387MHz Then to mark peak reading
value + cable loss shall be less than 2.5uW.

5. SA adjusted to start frequency 2387MHz and stop frequency 2400MHz. Then to mark peak
reading value + cable loss shall be less than 25uW.

6. SA adjusted to start frequency 2483.5MHz and stop frequency 2496.5MHz Then to mark peak
reading value + cable loss shall be less than 25uW

7. SA adjusted to start frequency 2496.5MHz and stop frequency 12500MHz Then to mark peak
reading value + cable loss shall be less than 2.5uW

8. If the result value is over the requirement, take total sum of 1MHz band centered
at the spur frequency like ACLP measurement as result value.

4.3.3 Test Setup

[]

el 4]

Spectrum Analayzer EUT

4.3.4 Test Deviation

There is no deviation with the original standard.

4.3.5 EUT Operation During Test

The EUT was programmed to be in continuously transmitting mode.

4.3.6 Test Result

Tel: (86)-0755-33138690 Fax: (86)-0755-23071003
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CH: 2402MHz
Test conditions Measurement Frequency Result Limit Result
Viot.(DC) Temp. Range (dBm) (dBm)
30MHz~1GHz -53.927 -36
1GHz~2.387GHz -42.941 -26
12V 25°C 2.387GHz~2.4GHz -43.361 -16 Pass
2483.5GHz~2.4965GHz -42.251 -16
2.4965GHz~12.5GHz -42.234 -26
CH: 2440MHz
30MHz~1GHz -54.640 -36
1GHz~2.387GHz -42.430 -26
12V 25°C 2.387GHz~2.4GHz -42.757 -16 Pass
2483.5GHz~2.4965GHz -43.133 -16
2.4965GHz~12.5GHz -41.666 -26
CH: 2480MHz
30MHz~1GHz -54.456 -36
1GHz~2.387GHz -43.491 -26
12V 25C 2.387GHz~2.4GHz -43.494 -16 Pass
2483.5GHz~2.4965GHz -42.657 -16
2.4965GHz~12.5GHz -41.557 -26

Tel: (86)-0755-33138690 Fax: (86)-0755-23071003
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Test plots of normal input voltage mode as bellow:

CH: 2402MHz, 30MHz~1GHz CH: 2402MHz, 1GHz~2.387GHz

e — T
ALIGN AUTO
Avg Type: Log-Pwr
Cenler Freq £ 000000 o NO: Fast ~»— T AvglHold: 100/100
IFGain:Low #Atten: 30 dB

S S
1 ALIGN AUTO 022 25
vg Type: Log-Pwr
PNO: Fast —»—  Trig: Free AvglHold: 1001100
FGain:Low #Atten: 30 dB
Ref Offset 5.93 dB. Mkr1 769.14 MHz

Ref 20.00 dB; 53 927 dBm Ref Offset5.93 dB Mkr1 2.374 5 GHz
el . m of

Ref 20.00 dBn_| ;42.94?] dBm

|
|
|
|
[
|

|
[
‘,g, P sl st ALl b il W*"’**""“‘*’“”"W'J"""”“"‘“"”’} |

1

| [ |
| | !
\ | |
| | |
| ——
| | |
\ ‘ |

B P T AN ,Jm‘n»WIMWWMMl/wN@M

N N B
Start 0.0300 GHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 100 kHz Sweep 117.0 ms (1001 pts)

Start 1.0000 GHz Stop 2.3870 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.733 ms (1001 pts)

usc STATUS usc STATUS

CH: 2402MHz, 2.387GHz~2.4GHz CH: 2402MHz, 2.4835GHz~2.4965GHz

O — [E= =)
— [ SENSEPULSE| SOURCE OF |~ ALIGN . 0_
Cenler Fre: Z 393500000 GHz g Type: Log-Pwr
q PNO:Fast ~»- Trig: FreeRun Avn]HoId 1001100
IFGain:Low 4ten: 3048

] x.mms,,m.umm.,w sw,,tu [
I SENSE:PULSE] SOURCE OFF ALIGN m
Cenler Fre: Z 490000000 GHz Avg Type: Log-Pwr.
q PNO: Fost —»—  Trig: FreeRun Avg|Hold: 1001100
IFGain:Low #Atten: 30 dB

Ref Offset5.93 dB Mkr1 2.391 914 GHz

Ref 20.00 dBi 43.361 dBm Ref Offset5.93 dB Mkr1 2.485 814 GHz
el . m =89.:

Ref 20.00 dBm 7-42.725?17 dBm

[ N ‘ Trace 1 Pdss

\ [ | |
| | | |
| I |
i | i \
| | | |
‘wﬂm.«w Aqworaliptert A gy »ALmLerwu IOt LY I wwwm‘ w,mdn",wu«'«-u.wwj

|

\ |
| |
| I |
! fdryaniaisbbpetiy o oSy el ety sbtiooasisies ol
.| | | |
| | |

Start 2.483500 GHz Stop 2.496500 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

usc STATUS usc STATUS

IS [ I A N U E— E—
Start 2.387000 GHz Stop 2.400000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

CH: 2402MHz, 2.4835GHz~12.5GHz

] szs\gh\symvumﬂnimer SweptSA S e )
SENSEPULSE| SOURCE OFE | ALIGN AUTG
L ‘Avg Type: Log-Pwr
Cenler F'eq 7.748250000 Ghiz W8 - Trig: FreeRun AvglHold: 1001100
IFGam Low #Atten: 30 dB

Ref Offset 5.93 dB
Ref 20.

]
|
|
|
[
|
|
{

.=

|
|
|
|
"""m"\' N st A g ot oot vw.\whvwwh\ WWPRREONTT AN

Start 2.497 GHz Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 17.53 ms (1001 pts)

usc STATUS

| |
\ |
|

Tel: (86)-0755-33138690 Fax: (86)-0755-23071003
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CH: 2440MHz, 30MHz~1GHz CH: 2440MHz, 1GHz~2.387GHz

[ Koy Spectum Anayeer-Swept A i 3 i T e e
0 Rl % CEOFF | ALIGN AUTC
Center Freq 515.000000 MHz Avg Type: Log-Pwr
PNO: Fast ——  Tri Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

P [=e

Cenler Freq 1. ssasuuuoo [ g ~ Avg Type: Log-Pwr
PNO: Fast —»- Trig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB
Mkr1 2.221 9 GHz
Ref Offset 5.93 dB
Ref 20.00 dBm -42.430 dBm

[Trace1Pdss | | —"—‘—I

Ref Offset5.93 dB
Ref 20.00 dBm

" | Trace 1Pa

| |
I |
R

i

|

| el
Aol o g o ittt g g

Start 0.0300 GHz Stop 1.0000 GHz Start 1.0000 GHz Stop 2.3870 GHz
#Res BW 100 kHz #VBW 100 kHz Sweep 117.0 ms (1001 pts) #Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.733 ms (1001 pts)

usc 'sTATUS usc 'sTATUS

CH: 2440MHz, 2.387GHz~2.4GHz CH: 2440MHz, 2.4835GHz~2.4965GHz

et Ao Swersh =le

L KoightSpectum Anayzer - Swept SA i =
i R 3 A

Cenler Freq 2. 393500000 GHz Avg Type: Log-Pwr
PNO:Fast —»~ Tl R Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Mkr1 2.397 556 GHz
Ref Offset 5.93 dB
Ref 20.00 dBm -42.757 dBm

‘ Trace 1Pdss T ‘

|
| |

|
N o !
"l |
b

NPTV IPITT T NPT ORU AP TR A R T YRNT RS T T NTVPD I i

Type: Log-Pwr
PNO: Fast ~»— re Avg|Hold: 1001100
IFGain:Low #Atten: 30 dB

Ref Offset5.93 dB
Ref 20.00 dBm

| |
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Start 2.387000 GHz Stop 2.400000 GHz Start 2.483500 GHz Stop 2.496500 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 ms (1001 pts) #Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 ms (1001 pts)
= sTaTus usc| sTaTus

CH: 2440MHz, 2.4835GHz~12.5GHz

P i - - oo )

Cenler Freq 7. 748250000 GHz Avg Type: Log-Pwr
PNO: Fast_—»—  Trig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

. Mkr1 2.675 GHz
#1080

i A S A (N O N
{ |
|
|
|
| I
\

M P pMuh««;.J;Ma).wunva..,MWlM ,,.A«.,,,wwmrw'rmw,,mwm?’m

.
|
|
[
|
|
|
.

\
|
i
10‘
‘wl
|
\

ALY L SN CirA

Start 2.497 GHz s Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 17.53 ms (1001 pts)

usc 'sTATUS
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CH: 2480MHz, 30MHz~1GHz

CH: 2480MHz, 1GHz~2.387GHz

[ Keysight Spectrum Analyz -
i RL R ALIGN AUTC
Avg Type: Log-Pwr
o AvglHold: 100/100

PNO: Fast
IFGain:Low #Atten: 30 dB

Ref Offset5.84 dB
Bidiv  Ref 20.00 dBm

‘ Trace 1Pass

|
\
|
; AN PN

[ Keysight Spectrum Analyzer - Swe T
LR RE E 1 ALTGN AUTC
vg Type: Log-Pwr
PNO: Fast ~»- Trig: FreeRun Avg[Hold: 100/100
IFGain:Low #Atten: 30 dB

Mkr1 1.884 9 GHz
-43.491 dBm

Start 0.0300 GHz
#Res BW 100 kHz

1
" .‘-WMMMMJMMWWMJw%hM«me»wnuLMMw n.w“wwmmwn-.rnrhum-uu‘kmxmwwww,w

Stop 1.0000 GHz

#VBW 100 kHz Sweep 117.0 ms (1001 pts)

'sTATUS

Start 1.0000 GHz
#Res BW 1.0 MHz

#VBW 1.0 MHz

Stop 2.3870 GHz
Sweep 1.733 ms (1001 pts)

'sTATUS

CH: 2480MHz, 2.387GHz~2.4GHz

CH:

2480MHz, 2.4835GHz~2.4965GHz

= o Sectum Anamev Sue

Ref Offset5.84 dB
Bidiv  Ref 20.00 dBm

Start 2.387000 GHz
#Res BW 1.0 MHz

Cenler Freq 2. 3935000 0 GHz

PNO: Fa
IFGain:Low

|
M A g A LA LA et A W

st —»— T
#Atten: 30 dB

Mkr1 2.392 655 GHz
-43.494 dBm

‘ Trace 1Pdss T ‘

bbb ,\m;uw'mwwv,mwu\ww.wvwal,\wﬂ,w s o
|

Stop 2.400000 GHz
Sweep 1.000 ms (1001 pts)

1

#VBW 1.0 MHz

'sTATUS

Lﬂ.q'wllwl;.«ww{lf.uwm»\,‘hﬂlwqr/\lW\lMWWMANWWWpWMMLMWhMJ\M|vat{"iww'.pw\ww\~wwwwmﬂ

Start 2.483500 GHz
#Res BW 1.0 MHz

#VBW 1.0 MHz

[ Keysight Spectrum Analyzer -
0 RL N

= ==
2 A 5 E EC ALIGN AUTC 3 20:
wvg Type: Log-Pwr
PNO: Fast ~—»— ree Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

1

|
|
1'

Stop 2.496500 GHz
Sweep 1.000 ms (1001 pts)

'sTATUS

CH: 2480MHz, 2.4835GHz~12.5GHz

= o Spectum A 9w=m

Cenler Freq 7. 748250 00 GHz
FSaiow L

1

|
|
 E I

Start 2.497 GHz

re
#Amen 30 dB

Avg Type: L

#Res BW 1.0 MHz X

#VBW 1.0 MHz

'sTATUS

oo )
0

og-Pwr

AvglHold: 100/100

Mkr1 6.267 GHz
-41.557 dBm

S D N O I

|
WMMWM.‘, Al MWW"W»«WW».W NP .wu(w —. Il

Stop 13.000 GHz
Sweep 17.53 ms (1001 pts)
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4.4 Antenna Power Tolerance

441 Limit

Item

Limits

Antenna Power Density

(1) FH, FH+DS, FH+OFDM 3mW/MHz

(used in the range of 2427 - 2470.75 MHz)
Occupied Bandwidth 38MHz: 5mW/MHz
(2) OFDM, DS other than (1) 10mW/MHz
(3) Other than (1) & (2) 10mW

Antenna Power Tolerance

+20%, -80%

4.4.2 Test Procedures

1. Setting of SA is following as: RBW: 1MHz / VB: 1MHz / Sweep time: Auto / Detect mode: Positive
peak / Trace mode: Max hold. Find the peak value point of the power envelope

2. Setting of SA is following as: Center frequency: Searched frequency by the procedure 1 / RBW:
1MHz / VB: 1MHz / Sweep time: Auto / Detect mode: Positive peak / Trace mode: Max hold /
Span: zero. Find the peak value of the power envelope

4.4.3 Test Setup

444 Test Deviation

[]

00 4] |

apectrum Analayzer EUT

There is no deviation with the original standard.

44,5 EUT Operation During Test

The EUT was programmed to be in continuously transmitting mode.

446 Test Result

Tel: (86)-0755-33138690 Fax: (86)-0755-23071003
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#* Limit of
Test dit
(o nkatingl Antenna Antenna Limit of S S antenna
G ower ower antenna power ower
Volt. (MHz) b P tolerance B
Temp. (dBm) (mW) power a tolerance
(DC) (%) o
(%)
12V 25C 2402 -0.356 0.921 -7.9
12V 25C 2440 0.401 1.097 10mwW 9.7 +20% ~ -80%
12V 25C 2480 -0.455 0.901 -9.9
Note:

1. The rated output power is TmW.

Test plots of normal input voltage mode as bellow:

Power NVNT BLE 1M 2402MHz Ant1

. Keysight Spectrum Analyzer - Swept SA

RL [ RFE__[500 AC | | SENSE:PULSE[ SOURCE OFF |

ALIGN AUTO |

Center Freq 2.402000000 GHz

—s— Trig: Free Run

PNO: Fast
#Atten: 30 dB

IFGain:Low

Ref Offset 5.93 dB
Ref 10.00 dBm

.

Center 2.402000 GHz
#Res BW 1.0 MHz

MSG

#VBW 1.0 MHz

Avg Type: Log-Pwr
Avg|Hold: 10/10

Span 5.000 MHz
Sweep 1.000 ms (1001 pts)

STATUS.

Tel: (86)-0755-33138690 Fax: (86)-0755-23071003
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Power NVNT BLE 1M 2440MHz Ant1

| SENSE:PULSE] SOURCE OFF | ALIGN AUTO
Avg Type: Log-Pwr

Avg|Hold: 10/10

e Keysight Spectrum Analyzer - Swept SA
2 RL | RE 509 AC |

Center Freq 2.440000000 GHz

PNO: Fast ~»— 1rig: FreeRun
IFGain:Low #Atten: 30 dB
Mkr1 2.439 875 GHz

Ref Offset 5.93 dB 0.401 dBm

Ref 10.00 dBm

Span 5.000 MHz
Sweep 1.000 ms (1001 pts)

Center 2.440000 GHz
#Res BW 1.0 MHz

#/BW 1.0 MHz

MSG STATUS

Power NVNT BLE 1M 2480MHz Ant1

| SENSE:PULSE] SOURCE OFF | ALIGN AUTO |
Avg Type: Log-Pwr
Avg|Hold: 10/10

. Keysight Spectrum Analyzer - Swept SA
500 AC | ]

PNO: Fast —»— 1rig: Free Run
IFGain:Low #Atten: 30 dB

Ref Offset 5.84 dB
Ref 10.00 dBm

Center 2.480000 GHz Span 5.000 MHz
Sweep 1.000 ms (1001 pts)

#Res BW 1.0 MHz

MsSG

#VBW 1.0 MHz

STATUS.
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4.5 Rx Unwanted Emission Measurement

4.51 Limit
Item Limits
RX Spurious (1) Below 1 GHz: 4 nW
Emission: (2) 1 GHz or higher: 20 nW

4.5.2 Test Procedures

1. EUT have the continuous reception mode and fixed only one channelize.

2. SA set RBW: 100KHz and VBW: 100KHz. Then adjust to start frequency 30MHz and stop
frequency 1000MHz. Search to mark peak reading value + cable loss shall be less than 4nW.

3. SA set RBW: 1MHz and VBW: 1MHz. Then adjust to start frequency 1000MHz and stop
frequency 12500MHz. Search to mark peak reading value + cable loss shall be less than
20nW.

4. If power level of lower emissions is more than 1/10 of limit (.0.4nW for f < 1GHz, 2nW for f >=
1GHz), all those are to be indicated in the 2nd and 3rd lines, if others are 1/10 or less more of the
limit, no necessary to be indicated.

4.5.3 Test Setup

Spectrum Analayzer EUT

4.54 Test Deviation

There is no deviation with the original standard.

4.5.5 EUT Operation During Test

The EUT was programmed to be in continuously reception mode.
4.5.6 Test Result

Tel: (86)-0755-33138690 Fax: (86)-0755-23071003
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Test condition Measurement Measurement Limit
Channel E R dB dB Result
Volt.(DC)| Temp. requency Range (dBm) (dBm)
30MHz~1GHz -85.290 -54
12V 25C | 2402MHz
1GHz~12.5GHz -70.385 -47
30MHz~1GHz -85.349 -54
12V 25C | 2440MHz Pass
1GHz~12.5GHz -72.106 -47
30MHz~1GHz -85.687 -54
12V 25°C | 2480MHz
1GHz~12.5GHz -72.970 -47

Test plots of normal input voltage mode as bellow:

Tel: (86)-0755-33138690 Fax: (86)-0755-23071003
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CH: 2402MHz, 30MHz~1GHz

CH: 2402MHz, 1GHz~12.5GHz

To e e

02:24:19 PMJan 05, 2026

S —

d URCE OFF | ALIGN AUTC

Cenler Freq 515. 000000 MHz 5 Avg Type: Log-Pwr
PNO: Fast —»—  Trig: FreeRun Avg|Hold: 100/100
IFGain:High #Atten: 0 dB

Ref Offset 5.93 dB.

Mki
[0g8idiv__Ref 14.07 dBm -85.290 dBm

‘TlnmM;hw.»,,.\wmbuqumw»hwmw»Mww‘mwwumwwwwiwwmw&wwavumi

Stop 1.0000 GHz
Sweep 117.0 ms (1001 pts)

Start 0.0300 GHz
#Res BW 100 kHz #VBW 100 kHz

usc 'sTATUS

= o Sectum Anamev mmm

ALTGN AUTC
vg Type: Log-Pwr
AvglHold: 100/100

Ref Offset5.93 dB
Ref -14.07 dBm

|
| |
| | .
| |
|

I e T R e T I e T k|

[ \

Stop 13.000 GHz
#VBW 1.0 MHz Sweep 20.00 ms (1001 pts)

usc 'sTATUS

CH: 2440MHz, 30MHz~1GHz

CH: 2440MHz, 1GHz~12.5GHz

e T

Avg Type: Log-Pwr

Cenler Freq 515. 000000 MHz
Avg|Hold: 100/100

Trig: Free Run
4Atten: 0 dB

Ry St o

Start 0.0300 GHz
#Res BW 100 kHz #VBW 100 kHz

usc 'sTATUS

Stop 1.0000 GHz
Sweep 117.0 ms (1001 pts)

e T
ALTGN AUTC
vg Type: Log-Pwr
Avg|Hold: 100/100

Trig:
#Atten: 0 dB
Ref Offset5.93 dB
f -14.07 dBm

| Y
[T W‘AWW”J'“‘W"“\\WNWA&.W,MM:.mewMMJﬂW

N
|
Jd

Start 1.000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz

usc 'sTATUS

Stop 13.000 GHz
Sweep 20.00 ms (1001 pts)

CH: 2480MHz, 30MHz~1GHz

CH: 2480MHz, 1GHz~12.5GHz

e mepzsn =T
d OURCE OFF | ALIGN AUTC
Cenler Freq 515. 000000 MHz 5 Avg Type: Log-Pwr
PNO: Fast —»—  Trig: FreeRun Avg|Hold: 100/100
IFGain:High #Atten: 0 dB
Ref Offset 5.84 dB.
l\) dBidi Ref -14.16 dBm

Start 0.0300 GHz
#Res BW 100 kHz #VBW 100 kHz

usc 'sTATUS

Stop 1.0000 GHz
Sweep 117.0 ms (1001 pts)

Keys\gNSputmmAnaMev mepzsn ==
" ALIGN AUTC
vg Type: Log-Pwr
O: Fost - Trig: FreeRun Avg|Hold: 100/100
h #Atten: 0 dB

Ref Offset 5.84 dB
Ref -14.16 dBm -72.9

Log ‘—v—ﬁ
| |
‘ |
\rh . W,wu—anxmlvwlw“_ T T Ve T o et et i

Start 1.000 GHz Stop 13.000 GHz

#VBW 1.0 MHz Sweep 20.00 ms (1001 pts)

usc 'sTATUS
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4.6 Radio Interference Prevention Capability Measurement

4.6.1 Limit

Product shall have the function of automatic transmission and reception of identification sign.
4.6.2 Test Procedures

1. In the case that the EUT has the function of automatically transmitting the identification code: a.
Transmit the predetermined identification codes form EUT. b. Check the transmitted identification
codes with the demodulator.

2. In the case of receiving the identification code: a. Transmit the predetermined identification codes
form the counterpart. b. Check if communication is normal. c. Transmit the signals other than
predetermined ID codes form the counterpart. d. check if the EUT stops the transmission, or if it
displays that identification codes are different from the predetermined ones.

4.6.3 Test Setup
P
.-"'_L{;:.f
a l::l f};;ﬂ:;. G

PC with Met Tool
Software (et EUT's
MAC)

Peripheral EUT

4.6.4 Test Deviation

There is no deviation with the original standard.

4.6.5 EUT Operation During Test

The EUT was programmed to be in normal transmitting mode.
4.6.6 Test Result

Pass. The interference prevention function of EUT is good.

| MAC address: | A4:CA:A0:7D:35:81 |

Tel: (86)-0755-33138690 Fax: (86)-0755-23071003
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Photographs of the Test Setup
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Photographs of the EUT

Reference to the appendix II_External photos and appendix II_Internal photos for details.

----END OF REPORT----
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