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1. ATTESTATION OF TEST RESULTS

COMPANY NAME:

EUT DESCRIPTION: BLE HYBRID WATCH
MODEL.: NDW2M4, NDW2V, NDW2Y, NDW2R2, NDW2T, NDW2S,
NDW2A1, NDW2E2
SERIAL NUMBER: SAM13EB145 (Radiated); SAM19EBO060 (Conducted)
DATE TESTED: June 30, 2016 to June 01, 2017
APPLICABLE STANDARDS
STANDARD TEST RESULTS
CFR 47 Part 15 Subpart C Pass
INDUSTRY CANADA RSS-210 Issue 9 Pass
INDUSTRY CANADA RSS-GEN Issue 4 Pass

UL Verification Services Inc. tested the above equipment in accordance with the requirements
set forth in the above standards. All indications of Pass/Fail in this report are opinions
expressed by UL Verification Services Inc. based on interpretations and/or observations of test
results. Measurement Uncertainties were not taken into account and are published for
informational purposes only. The test results show that the equipment tested is capable of
demonstrating compliance with the requirements as documented in this report.

Note: The results documented in this report apply only to the tested sample, under the
conditions and modes of operation as described herein. This document may not be altered
or revised in any way unless done so by UL Verification Services Inc. and all revisions are
duly noted in the revisions section. Any alteration of this document not carried out byUL
Verification Services Inc. will constitute fraud and shall nullify the document. This report
must not be used by the client to claim product certification, approval, or endorsement by
NVLAP, NIST, any agency of the Federal Government, or any agency of any government.

Approved & Released For

UL Verification Services Inc. By: Prepared By:
qer=
FRANK IBRAHIM JASON QIAN
WISE ENGINEER WISE LAB ENGINEER
UL Verification Services Inc. UL Verification Services Inc.
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2. TEST METHODOLOGY

The tests documented in this report were performed in accordance with NCC LP0002: 2016
Section 3.10.2, ANSI C63.10-2013, FCC CFR 47 Part 2, FCC CFR 47 Part 15, RSS-GEN Issue
4, and RSS-210.

3. FACILITIES AND ACCREDITATION

The test sites and measurement facilities used to collect data are located at 47173 Benicia
Street, Fremont, California, USA.

The test sites and measurement facilities used to collect data are located at 47173 and 47266
Benicia Street, Fremont, California, USA. Line conducted emissions are measured only at the
47173 address. The following table identifies which facilities were utilized for radiated emission
measurements documented in this report. Specific facilities are also identified in the test results
sections.

47173 Benicia Street 47266 Benicia Street
[ ] Chamber A [ ] Chamber D
X] Chamber B [ ] Chamber E
X] Chamber C [ ] Chamber F

[ ] Chamber G
[ ] Chamber H

The above test sites and facilities are covered under FCC Test Firm Registration # 208313.
Chambers A through H are covered under Industry Canada company address code 2324B with
site numbers 2324B -1 through 2324B-8, respectively.

UL Verification Services Inc. is accredited by NVLAP, Laboratory Code 200065-0. The full
scope of accreditation can be viewed at http://ts.nist.gov/standards/scopes/2000650.htm.

4. CALIBRATION AND UNCERTAINTY
4.1. MEASURING INSTRUMENT CALIBRATION

The measuring equipment utilized to perform the tests documented in this report has been
calibrated in accordance with the manufacturer's recommendations, and is traceable to
recognized national standards.

4.2. SAMPLE CALCULATION

Where relevant, the following sample calculation is provided:
Field Strength (dBuV/m) = Measured Voltage (dBuV) + Antenna Factor (dB/m) +
Cable Loss (dB) — Preamp Gain (dB)
36.5 dBuV + 18.7 dB/m + 0.6 dB — 26.9 dB = 28.9 dBuV/m
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4.3. MEASUREMENT UNCERTAINTY

Where relevant, the following measurement uncertainty levels have been estimated for tests

performed on the apparatus:

PARAMETER UNCERTAINTY
Conducted Disturbance, 9KHz to 0.15 MHz 3.84 dB
Conducted Disturbance, 0.15 to 30 MHz 3.65dB
Radiated Disturbance, 9KHz to 30 MHz 3.15dB
Radiated Disturbance, 30 to 1000 MHz 5.36 dB
Radiated Disturbance,1000 to 18000 MHz 4.32dB
Radiated Disturbance, 18000 to 26000 MHz 4.45dB
Radiated Disturbance, 26000 to 40000 MHz 5.24 dB

Uncertainty figures are valid to a confidence level of 95%.
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5. SUMMARY TABLE

Standard Test Description Test Limit Test Test
Condition |Result
LP0O002 |Fundamental Emission <50mV/m Pass
Radiated
LP0O002 |Radiated Spurious Emission |< 54dBuV/m Pass
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6. EQUIPMENT UNDER TEST

6.1. DESCRIPTION OF EUT

The EUT is a BLE Hybrid Watch.

Brand Models

Michael Kors NDW2M4, NDW2E2
Skagen NDW2V, NDW2Y

Armani Exchange NDW2R2

Marc Jacobs NDW2T

Relic NDW?2S

Fossil NDW2A1

6.2. MODEL DIFFERENCES

According to Manufacturer Attestation Letter, unlicensed radio is electrically identical and the
PCBA are identical in all models. They share the same chipset, same power and same antenna
performance including antenna gain.
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6.3. MAXIMUM OUTPUT E-FIELD STRENGTH

The transmitter has a maximum output peak E-field as follows:

Frequency Range Mode Output PK E-field Strength
(MHz) (dBuV/m)
2402 - 2480 BLE 84.69
6.4. DESCRIPTION OF AVAILABLE ANTENNAS

The radio utilizes a Loop Trace antenna, with a maximum gain of -11.58 dBi.

6.5. SOFTWARE AND FIRMWARE

The test utility software used during testing was Connection Manager by Dialog Semiconductor,
rev. 3.0.10.

6.6. WORST-CASE CONFIGURATION AND MODE

Radiated emission was performed with the EUT set to transmit at the channel with highest
output power as worst-case scenario.

Worst-Case was investigated on Radiated Fundamental and Bandedge testing for all models
and styles. Model NDW2J (DZT1000) was determined to be worst-case and performed
emission testing.

The fundamental of the EUT was investigated in three orthogonal orientations X, Y, Z, it was

determined that Y orientation was worst-case orientation; therefore, all final radiated testing was
performed with the EUT in Y orientation.
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6.7.

SUPPORT EQUIPMENT

DESCRIPTION OF TEST SETUP

Support Equipment List

Description Manufacturer Model Serial Number
Laptop Lenovo 2349CW5 PBB4AMA4Y

AC Adapter Lenovo ADLX90NLT2A N/A

DC Power Supply Sorensen XT 20-3 1318A00530

/O CABLES

1/0 Cable List

Cable |Port # of identical |Connector |Cable Type |[Cable Length|Remarks

No ports Type (m)

1 UsB 1 USB-Serial Shielded 1.8 EUT to Laptop

2 DC 1 Banana Plug [Shielded 0.5m EUT to DC Power Supply
3 AC 1 3-prong Shielded 1.5m Laptop to AC Mains

4 AC 1 3-prong Shielded 1.5m Power Supply to AC Mains
TEST SETUP

The EUT is connected with a host laptop computer by USB to Serial cable during the tests, test
software exercised the radio.
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SETUP DIAGRAM FOR TESTS
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7. TEST AND MEASUREMENT EQUIPMENT

The following test and measurement equipment was utilized for the tests documented in this

report:

THE TEST EQUIPMENT FOR USED TEST DATA

Test Equipment List

Description Manufacturer Model T Number |Cal Due
Spectrum Analyzer, 44 GHz Agilent / HP E4446A 123 10/22/16
Spectrum Analyzer, PXABHz to 44GHz Keysight N9030A 907 01/06/17
Spectrum Analyzer, PXA, BHz to 44GHz Keysight N9030A 1450 12/12/16
Antenna, Biconolog, 30MHz-1 GHz Sunol Sciences JB1 122 01/29/17
Antenna, Horn, 18GHz ETS Lindgren 3117 119 02/04/17
Antenna, Horn, 18GHz ETS Lindgren 3117 345 03/07/17
Antenna, Horn, 26.5 GHz ARA MWH-1826/B 449 05/26/17
Antenna, Loop, 9KHz to 30MHz EMCO 80465 35 03/24/17
High Pass Filter 3GHz Microtronics HPM17543 485 03/09/17
RF Preamplifier, 1GHz - 18GHz Miteq NSP4000-SP2 493 04/07/17
RF Preamplifier, 18GHz - 26.5GHz HP 84498 404 11/29/16
RF Preamplifier, 1GHz - 8GHz Miteq AMF-4D-01000800-30-29p 1156 03/09/17
RF Preamplifier, 30MHz - 1GHz HP 8447D 15 08/14/16
Test Software List
Description Manufacturer Model Version
Radiated Software UL UL EMC Ver 9.5, Apr 26, 2016
Conducted Software UL UL EMC Ver 9.5, May 26, 2015
Conducted Port Software UL UL RF Ver 5.0, UNE 22, 2016
THE TEST EQUIPMENT FOR NEW TEST DATA
Test Equipment List
Description Manufacturer Model T Number |Cal Due
Spectrum Analyzer, PXABHz to 44GHz Keysight N9030A 907 01/21/18
Antenna, Biconolog, 30MHz-1 GHz Sunol Sciences JB1 122 02/12/18
Antenna, Horn, 18GHz ETS Lindgren 3117 119 02/04/18
RF Preamplifier, 1GHz - 18GHz Miteq NSP4000-SP2 493 05/01/18
RF Preamplifier, 30MHz - 1GHz HP 8447D 15 09/14/17
Test Software List
Description Manufacturer Model Version
Radiated Software UL UL EMC Ver 9.5, Apr 26, 2016
Conducted Software UL UL EMC Ver 9.5, May 26, 2015
Conducted Port Software UL UL RF Ver 5.0, UNE 22, 2016
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8. TEST RESULTS

8.1. ANTENNA PORT TEST RESULTS

8.1.1. ON TIME AND DUTY CYCLE

LIMITS

None; for reporting purposes only.

RESULTS
Mode ON Time | Period | Duty Cycle Duty Duty Cycle
B X Cycle Correction Factor
(msec) | (msec) | (linear) (%) (dB)
BLE 0.3851 | 0.6252 0.616 61.60% 2.10

DUTY CYCLE PLOT

DUTY CYCLE BLE MODE

Page 13 of 43

UL VERIFICATION SERVICES INC. FORM NO: CCSUP4701i
47173 BENICIA STREET, FREMONT, CA 94538, USA TEL: (510) 771-1000 FAX: (510) 661-0888
This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc.



REPORT NO: 16U23613-E16V2 DATE: JULY 20, 2017
FCC ID: UK7-NDW2A IC: 6708A-NDW2A

8.1.2. 99% BANDWIDTH

LIMITS

None; for reporting purposes only.

RESULTS
Frequency 99% Bandwidth
(MHz) (MHz)
2402 1.0596
2442 1.0569
2480 1.0566
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R T |FrequhanneI |

Ch Freq
Occupied Bandwidih

2.402 GHz

Averages: 20

- I Certer Freq
T|”g F'lee ‘2_40200000 GHz

AFv5.0(062216),37290, Conducted A
Rel 20 dBm #Atten 20 dB

Stait Freq
240100000 GHz

#Peak

Stop Freq

2.40300000 GHz

Log
10

dB/

Otist

10.6

dB

CF Step
200.000000 kHz
1 ‘ Auto Man

Freq Cliset

Center 2.402 000 GHz

#Res BW 18 kHz #VBW 56 kHz

#5weep 100 ms (1001 pis)

Span 2 MHz 0.00000000 Hz

Occupied Bandwidth
1.0596 MHz

-17.474 kHz
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Transmit Freq Emor
% dB Bandwidth

Occ BW % Pwr
x dB

99.00 %
-6.00 dB

Signal Track
On Cf

99% BANDWIDTH MID CH
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Auto Man
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Transmit Freq Ermor
% dB Bandwidth

Occupied Bandwidth
1.0569 MHz
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QOcc BW % Pwr

x dB

99.00 %
-6.00 dB

On

Cif
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8.2.RADIATED EMISSIONS

LIMIT

NCC LP0002 §3.10.2

NCC LP0002 §2.7 and §2.8

FCC 15.249

IC RSS-210

IC RSS-GEN Clause 8.9 (Transmitter)
IC RSS-GEN Clause 7 (Receiver)

Operation within the bands 2400-2483.5 MHz, 5725-5875 MHZ, and 24.0-24.25 GHz.
(a) Except as provided in paragraph (b) of this section, the field strength of emissions from
intentional radiators operated within these frequency bands shall comply with the following:

Fundamental frequency (MHz)

Field Strength of
Fundamental Emissions
(millivolts/meter)

Field Strength of Harmonics
Emissions (microvolts/meter)

2400-2483.5 50 500
5725-5875 50 500
24000-24250 250 2500

(d) Emissions radiated outside of the specified frequency bands, except for harmonics, shall be
attenuated by at least 50 dB below the level of the fundamental or to the general radiated emission
limits in § 15.209, whichever is the lesser attenuation.

) Measure-

Fraquency (MHz) (m'i:é?ér:jlélllﬁrr:ﬂgetgr] W?;ntcl:nla:&
[metars)

0.002-04890 ... ]| 2400F(kHzZ) Al
04801705 ... | 24000/ F(kHz) 30
1 FOE-2300 e | 30 20
88 e 10D 3
88218 .. | 160 3
21e-880 e 200 3
Abowe 980 ... | 500 3

“ Except as provided in paragraph (@), fundamental smis-
sions from intentional radistors opsrating under this ssction
shall not be kcated in the frequancy bands 54-T2 MHz, 7&-
88 MHz, 174-216 MHz or 470208 MHz. However, oparation
within thess frequency bands is permitted under other sec-
tions of thiz part, &.9., $§15.231 and 15241,
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RESULTS

8.2.1. FUNDAMENTAL FREQUENCY RADIATED EMISSION

Frequency Meter Corrected Margin PK Margin | Azimuth Height
(GHz) Reading Det I(\ZBT/?:)S 27;;/:[(’:’/:; D:: d‘;" Reading :J‘:Egu:ll;‘r:t) (dB) 7::';\';',?:; (dB) (Degs) (cm) Polarity
(dBuv) (dBuV/m)
2.402 68.5 PK2 322 -22.4 0 78.3 - - 114 -35.7 57 124 H
2.402 65.89 MAv1 322 -22.4 21 77.79 94 -16.21 - - 57 124 H
2.402 73 PK2 32.2 -22.4 0 82.8 - - 114 -31.2 218 126 \
2.402 70.03 MAv1 322 -22.4 21 81.93 94 -12.07 - - 218 126 \
2.442 65.2 PK2 322 -22.3 0 75.1 - - 114 -38.9 261 217 H
2.442 62.16 MAv1 322 -22.3 21 74.16 94 -19.84 - - 261 217 H
2.442 72.26 PK2 322 -22.3 0 82.16 - - 114 -31.84 232 150 \
2.442 69.39 MAv1 322 -22.3 21 81.39 94 -12.61 - - 232 150 \
2.48 63.72 PK2 323 -22.2 0 73.82 - - 114 -40.18 81 123 H
2.48 60.43 MAv1 323 -22.3 21 72.53 94 -21.47 - - 81 123 H
2.48 74.69 PK2 323 -22.3 0 84.69 - - 114 -29.31 224 212 \
2.48 71.85 MAv1 323 -22.3 21 83.95 94 -10.05 - - 224 212 \

PK2 - KDB558074 Method: Maximum Peak
MAVv1 - KDB558074 Option 1: Maximum RMS Average
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REPORT NO: 16U23613-E16V2

FCC ID: UK7-NDW2A

DATE: JULY 20, 2017
IC: 6708A-NDW2A

8.2.2. TRANSMITTER RESTRICTED BAND EDGES

RESTRICTED BANDEDGE (LOW CHANNEL, HORIZONTAL)

LOW CH RESTRICTED, Horizontal

Trace Markers

Marker Frequency Meter Det “AF 1345 (dB/m) AmpICDIFitr/Pad (dB) DC Corr (dB) Correcte d “Average Limit Margin Peak Limit (dBUV/m) PK Margin ‘Azimuth Height Polarity
(GH2) Reading ading (dBuV/m) (dB) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2.39 35.91 Pk 321 -22.3 0 45.71 - - 74 -28.29 117 225 H
2 *2.377 38.57 Pk 32 -22.4 0 48.17 - - 74 -25.83 117 225 H
3 *2.39 26.34 RMS 32.1 -22.3 21 38.24 54 -15.76 - - 117 225 H
4 *2.329 27.63 RMS 317 -22.4 2.1 39.03 54 -14.97 117 225 H

* - indicates frequency in CFR15.205/1C8.10 RSS-Restricted Band
Pk - Peak detector

RMS - RMS detection
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REPORT NO: 16U23613-E16V2 DATE: JULY 20, 2017
FCC ID: UK7-NDW2A IC: 6708A-NDW2A

RESTRICTED BANDEDGE (LOW CHANNEL, VERTICAL)

LOW CH RESTRICTED, Vertical

Trace Markers

Marker Frequency Meter Det AF T345 (dB/m) Amp/CbI/Ftr/Pad (d8) DC Corr (d8) Corrected ‘Average Limit (dBuV/m) Margin Peak Limit (dBUV/m) PK Margin Azimuth Height Polarity
(GH2) Reading Reading (dB) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2.39 36.87 Pk 32.1 -22.3 0 46.67 - - 74 -27.33 218 126 Vv
2 *2.39 39.72 Pk 321 -22.3 0 49.52 - - 74 -24.48 218 126 \
3 239 25.95 RMS 32.1 -22.3 21 37.85 54 -16.15 - - 218 126 Vv
4 *2.39 271.12 RMS 32.1 -223 21 39.02 54 -14.98 - - 218 126 \

* - indicates frequency in CFR15.205/IC8.10 RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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REPORT NO: 16U23613-E16V2 DATE: JULY 20, 2017
IC: 6708A-NDW2A

FCC ID: UK7-NDW2A

RESTRICTED BANDEDGE (HIGH CHANNEL, HORIZONTAL)

HIGH CH RESTRICTED, Horizontal

Trace Markers

Marker Frequency Meter Det AF T345 (dB/m) Amp/ChI/Fitr/Pad (d8) DC Corr (d8) Corrected ‘Average Limit (dBuV/m) Margin Peak Limit (dBUV/m) PK Margin Azimuth Height Polarity
(GH2) Reading Reading (dB) (d8) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2484 43.23 Pk 32.3 -22.3 0 53.23 - - 74 -20.77 119 397 H
2 *2.484 43.54 Pk 323 -22.3 0 53.54 - - 74 -20.46 119 397 H
3 *2.484 26.54 RMS 323 -22.3 2.1 38.64 54 -15.36 - - 119 397 H
4 2.501 27.87 RMS 32.3 222 21 40.07 54 -13.93 119 397 H

* - indicates frequency in CFR15.205/IC8.10 RSS-Restricted Band

Pk - Peak detector
RMS - RMS detection
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REPORT NO: 16U23613-E16V2 DATE: JULY 20, 2017
IC: 6708A-NDW2A

FCC ID: UK7-NDW2A

RESTRICTED BANDEDGE (HIGH CHANNEL, VERTICAL)

HIGH CH RESTRICTED, Vertical

Trace Markers

Marker Frequency Meter Det AF T345 (dB/m) Amp/ChI/Ftr/Pad (dB) DC Corr (d8) Corrected ‘Average Limit (dBuV/m) Margin Peak Limit (dBUV/m) PK Margin Azimuth Height Polarity
(GH2) Reading Reading (dB) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2484 46.68 Pk 32.3 -223 0 56.68 - - 74 -17.32 224 212 \
2 *2.484 47.65 Pk 323 -22.3 0 57.65 - - 74 -16.35 224 212 \
3 2484 26.42 RMS 32.3 -22.3 21 38.52 54 -15.48 - - 224 212 Vv
4 *2.485 29.91 RMS 323 -22.3 2.1 42.01 54 -11.99 224 212 \

* - indicates frequency in CFR15.205/IC8.10 RSS-Restricted Band

Pk - Peak detector
RMS - RMS detection
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REPORT NO: 16U23613-E16V2 DATE: JULY 20, 2017
FCC ID: UK7-NDW2A IC: 6708A-NDW2A

8.2.3. HARMONICS AND SPURIOUS EMISSIONS ABOVE 1GHz

Low Channel Result

HORIZONTAL

~UL FREMONT, 3m Chomber 6 Jul 2816 18:38:06

B
Radioted Emissions 3-Meters

195 ET‘DJE:t Numk?er‘ 16U23613
ient:Fossil
Config:EUT + Laptop + DC Power Supply
Mode : BLE_HARM_2482MHz
95, Tested by:45271_LL

85

Peak imit (dBuU/m
75

65

Avg Limit (dBuU/m3
55 —

(dBuU/m) Horizontal

45

! A 4
15 e et A o

25

Frequency (GHz)

Ronge (aHiz) REWUB  Ref/Aiin  Det/fvg Tupe
1:4-3 7/18  PEAK/Pur f

Foups/fode  Position Renge (62> REWUBH  Ref/Mtn  Det/vg Tupe s foups/liods  FPosition
1H(-64B) /30 3318 NGB0k BI/B  PERK/P 0-36ddeg

ur Avg(RMS) 57 Bk HAMH

Pis
EAK/Pur Avg(RS) futo) EBAI  HAXH B-363degs H

FCC Porti5C 2.4GHz RSE.TST 38915 26 Jun 2815 Rev 9.5 26 fApr 2816

VERTICAL
~UL FREMONT, 3m Chomber 6 Jul 2816 18:38:06
Radioted Emissions 3-Meters

195 ET?J‘Ect Numl?er‘ 16U23613
ient:Fossil
Config:EUT + Laptop + DC Pouer Supply
Mode : BLE_HARM_2482MHz
95 Tested by:45271_LL

I

85

Peak Limit (dBuU/m

75

Avg Limit CdBuU/m)

(dBul/m) Uertical

Frequency (GHz)

Ronge (aHz) RV Ref/Ain  Det/Avg Tupe Sacep Pis  Fowps/fode Position Renge (GHi) REWUBH  Ref/Mtn  Det/vg Tupe = Pis  ¥oups/fode Fosition

FCC Porti5C 2.4GHz RSE.TST 38915 26 Jun 2815 Rev 9.5 26 Apr 2816
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REPORT NO: 16U23613-E16V2
FCC ID: UK7-NDW2A

DATE: JULY 20, 2017
IC: 6708A-NDW2A

Trace Markers

Marker Frequency Meter Det AF T119 (dB/m) "AmpI/CbI/Fitr/Pad (dB) DC Corr (dB) Corrected "Avg Limit (dBuV/m) Margin ‘Peak Limit (dBuV/m) PK Margin “Azimuth Height Polarity
(GHz) Reading Reading (dB) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *138 3157 Pk 29.1 -20.3 0 40.37 74 -33.63 0-360 200 H
2 *138 331 Pk 29.1 -20.3 0 41.9 74 -32.1 0-360 200 v
3 *1.594 32.49 Pk 279 -20.2 0 40.19 74 -33.81 0-360 200 \
4 *4.804 32.79 Pk 34.2 -27.4 0 39.59 74 -34.41 0-360 200 H
6 *4.804 33.23 Pk 34.2 -27.4 0 40.03 74 -33.97 0-360 100 v
5 7.206 3117 Pk 35.7 -26 0 40.87 - - 0-360 100 H
% . . .
- indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
Radiated Emissions
Frequency Meter Det AF T119 (dB/m) Amp/Cbl/Fltr/Pad DC Corr (dB) Corrected Avg Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GH2) Reading (dB) Reading (dBuv/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
*1.38 35.58 PK2 29.1 -20.3 0 44.38 - - 74 -29.62 132 197 H
*1.38 24.15 MAv1 29.1 -20.3 2.1 35.05 54 -18.95 - - 132 197 H
*1.38 35.55 PK2 29.1 -20.3 0 44.35 - - 74 -29.65 203 135 v
*1.38 25.58 MAv1 29.1 -20.3 2.1 36.48 54 -17.52 - - 203 135 \
*1.594 4117 PK2 27.9 -20.1 0 48.97 - - 74 -25.03 223 116 v
*1.595 24.58 MAv1 27.9 -20.2 2.1 34.38 54 -19.62 - - 223 116 \
*4.804 40.13 PK2 34.2 -21.5 0 46.83 - - 74 -27.17 12 330 H
*4.804 31.85 MAvV1 34.2 -27.4 2.1 40.75 54 -13.25 - - 12 330 H
*4.804 39.63 PK2 34.2 -21.5 0 46.33 - - 74 -27.67 280 136 V
*4.804 30.67 MAv1 34.2 -27.4 2.1 39.57 54 -14.43 - - 280 136 V
7.206 3117 Pk 35.7 -26 0 40.87 - - 74 -33.13 0-360 100 H

* - indicates frequency in CFR15.205/IC8.10 RSS-Restricted Band
Pk - Peak detector

PK2 - KDB558074 Method: Maximum Peak
MAv1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO: 16U23613-E16V2 DATE: JULY 20, 2017
FCC ID: UK7-NDW2A IC: 6708A-NDW2A

Middle Channel Result

HORIZONTAL
<UL Fremont,5m Chamber B 38 Jun 2816 2B:51:44
Radiated Emissions 3-Meters

Pro ject Number:16U23613

185 Cliomt: Fomor |

Config:EUT + Laptop + DC Power Supply
Mode :BLE_HARM_2442

95 Tested by:45271_LL

I

35

75

65

(dBul/m)

Avg Limit (oBul/m)

3
i
G Ll

Frequency (GHz)

Range (GHz) RBUUBW  Ref/Atin Det/Avg Tope Sucep Pis  #5ups/Mode Position Renge (6Hz) RBU/VBW  Ref/Atin Det/fvg Type Sueep Fis  #5ups/fode  Position
1:0-3 1NC-6dB) /30 67/18  PEAK/Pur Pug(RUS)  Tlasec(fute) BT MAXH 6-368degs | 3:3-18 1H(-6d6)/Bk  81/0 PEAK/Par ng(RNS)  S7dnsec(Auta) 18k MAYH ©-36ddegs

FCC Port15C 2.4GHz RSE.TST 38915 26 Jun 2815 Rev 9.5 26 fpr 2816

VERTICAL
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REPORT NO: 16U23613-E16V2
FCC ID: UK7-NDW2A

DATE: JULY 20, 2017
IC: 6708A-NDW2A

Trace Markers

Marker Frequency Meter Det AF T345 (dB/m) 'Amp/Cbl/Fltr/Pad (dB) DC Corr (dB) Corrected Avg Limit (dBuV/m) Margin Peak Limit (dBuV/m) PK Margin Azimuth Height Polarity
(GHz) Reading Reading (dB) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *1.593 30.75 Pk 28.1 -22.3 0 36.55 74 -37.45 0-360 199 H
2 *1593 32.89 Pk 281 -22.3 0 38.69 74 -35.31 0-360 199 v
3 *4.884 39.65 Pk 33.8 -32.8 0 40.65 74 -33.35 0-360 101 H
4 *7.325 36.26 Pk 35.6 -30.3 0 41.56 74 -32.44 0-360 101 H
5 *4.884 40.07 Pk 33.8 -32.8 0 41.07 74 -32.93 0-360 101 v
6 *7.325 36.63 Pk 35.6 -30.3 0 41.93 74 -32.07 0-360 101 \
% . . .
- indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
Radiated Emissions
Frequency Meter Det AF T345 (dB/m) Amp/Cbl/Fltr/Pad DC Corr (dB) Corrected Avg Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GH2) Reading (dB) Reading (dBuv/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
*1.594 38.99 PK2 28.1 -22.3 0 44.79 - - 74 -29.21 63 247 H
*1.593 24.53 MAv1 28.1 -22.3 2.1 32.43 54 -21.57 - - 63 247 H
*1.593 36.98 PK2 28.1 -22.3 0 42.78 - - 74 -31.22 160 183 v
*1.594 24.37 MAv1 28.1 -22.3 2.1 32.27 54 -21.73 - - 160 183 \
*4.884 43.98 PK2 33.8 -32.8 0 44.98 - - 74 -29.02 116 133 H
*4.884 35.63 MAv1 33.8 -32.8 2.1 38.73 54 -15.27 - - 116 133 H
*7.326 41.58 PK2 35.6 -30.3 0 46.88 - - 74 -27.12 121 252 H
*17.325 31.64 MAvV1 35.6 -30.3 2.1 39.04 54 -14.96 - - 121 252 H
*4.884 42.77 PK2 33.8 -32.8 0 43.77 - - 74 -30.23 161 110 V
*4.884 33.86 MAv1 33.8 -32.8 2.1 36.96 54 -17.04 - - 161 110 V
*7.327 4212 PK2 35.6 -30.3 0 47.42 - - 74 -26.58 168 101 \
*7.325 325 MAv1 35.6 -30.3 2.1 39.9 54 -14.1 - - 168 101 V

* - indicates frequency in CFR15.205/IC8.10 RSS-Restricted Band
PK2 - KDB558074 Method: Maximum Peak
MAv1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO: 16U23613-E16V2
FCC ID: UK7-NDW2A

DATE: JULY 20, 2017

IC: 6708A-NDW2A

High Channel Result

HORIZONTAL

H;UL FREMONT, 3m Chamber

6 Jul 2816

19:11:082

185

g5

a5

Rodioted Emissions 3-Meters

Project Number:16U23613
Client:Fossil

Config:EUT + Laptop + DC Pouer Supply

Mode : BLE_HARM_2488MHz
Tested by:45211 _LL

75

65

ssl Avo Limit (dBul/m)

(dBuU/m) Horizontal

P ——"

Frequency (GHz)

18

Ronge (ariz)
1:1-3 il

ROV Ref/Altn  Det/fvg Tupe ) Pis  Fows/fode Fosition Ronge (Ghiz) REWUBH  Ref/Attn  Dol/fvg Type
NC-6dB)/Bk  11/18  PEAK/Pur Avg(RN)  7Tnsec(futo) 6081 MAKH 3ddegs H | 3:3-18 NC-6oB)/30  B1/B  PERK/Pur ug(R

)

Swcep Pis  ¥oups/flode Fosition
STdnsec(Auto) I8k MAXH -36dege

FCC Port15C 2.4GHz RSE.TST 38915 26 Jun 2815

VERTICAL
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REPORT NO: 16U23613-E16V2
FCC ID: UK7-NDW2A

DATE: JULY 20, 2017
IC: 6708A-NDW2A

Trace Markers

Marker Frequency Meter Det AF T119 (dB/m) 'Amp/Cbl/Fltr/Pad (dB) DC Corr (dB) Corrected Avg Limit (dBuV/m) Margin Peak Limit (dBuV/m) PK Margin Azimuth Height Polarity
(GHz) Reading Reading (dB) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *1.595 32.39 Pk 279 -20.2 0 40.09 74 -33.91 0-360 100 \Y
3 *4.959 33.21 Pk 34.2 -27.4 0 40.01 74 -33.99 0-360 200 H
4 * 744 32.57 Pk 35.7 -25.3 0 42.97 74 -31.03 0-360 100 H
5 *4.959 32.83 Pk 34.2 -27.4 0 39.63 74 -34.37 0-360 100 \Y
6 *7.44 30.75 Pk 35.7 -25.3 0 41.15 74 -32.85 0-360 100 v
2 1.753 3151 Pk 29.7 -19.8 0 4141 - - 0-360 200 \
% . . .
- indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
Radiated Emissions
Frequency Meter Det AF T119 (dB/m) Amp/Cbl/Fltr/Pad DC Corr (dB) Corrected Avg Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GH2) Reading (dB) Reading (dBuv/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
*1.596 41.48 PK2 28 -20 0 49.48 - - 74 -24.52 207 177 \
*1.595 24.58 MAv1 27.9 -20.2 2.1 34.38 54 -19.62 - - 207 177 \
*4.96 4172 PK2 34.2 -27.4 0 48.52 - - 74 -25.48 23 281 H
*4.96 32.86 MAv1 34.2 -27.4 2.1 41.76 54 -12.24 - - 23 281 H
*7.439 38.61 PK2 35.7 -25.4 0 48.91 - - 74 -25.09 347 100 H
*7.439 29.32 MAv1 35.7 -25.3 2.1 41.82 54 -12.18 - - 347 100 H
*4.96 39.01 PK2 34.2 -21.4 0 45.81 - - 74 -28.19 299 101 V
*4.96 29.83 MAvV1 34.2 -27.4 2.1 38.73 54 -15.27 - - 299 101 \
*7.439 37.03 PK2 35.7 -25.3 0 47.43 - - 74 -26.57 314 332 V
*7.439 27.14 MAv1 35.7 -25.4 2.1 39.54 54 -14.46 - - 314 332 V
1.753 3151 Pk 29.7 -19.8 0 41.41 - - 74 -32.59 0-360 200 \

* - indicates frequency in CFR15.205/IC8.10 RSS-Restricted Band

Pk - Peak detector
PK2 - KDB558074 Method: Maximum Peak
MAv1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO: 16U23613-E16V2 DATE: JULY 20, 2017
FCC ID: UK7-NDW2A IC: 6708A-NDW2A

8.2.4. RECEIVER SPURIOUS EMISSIONS ABOVE 1GHz

Result

HORIZONTAL

<UL Fremont,5m Chomber B 23 May 2817 16:47:47

1
Rodioted Emissions 3-Meters

. Projsct Number: 16U23613
fent Fossil

Config:EUT + DC Power Supply

Mode : BLE_RX

g5 Tested by:50818_J0

85

mit
75

(dBulU/m)

Avg Limit (dBulU/m)

il M
otaga

18
Frequency (GHz)

Ranga (6H2) REU/UBU Ref/fittn  Dt/Avg Type Sucop Pls  foups/fode Position Range (6Hz) REW/UB Rei/Attn  Dot/fvg Type Sueep Pts ¥5upo/Mlode Fosition
153 HC-6B) /3 1B7/1B PEAK/Par AvgRNS)  uto £80  MAKH -360degs H | 3:3-18 1HC-6c8)/30  87/8 PEAK/Pur MgRHS)  futo 18k M 8-36degs H

CC Above 1G.DAT 38915 26 Jun 2@15 Rev 9.5 @1 Dec 268

VERTICAL

UL Fremont,5m Chamber B 23 May 20817 16:47:47

"
Rodioted Emissions 3-Meters

. ET?JEQ Nomber: 16023613
ient:Fossi|

Config:EUT + DC Power Supply

Mode : BLE_RX

a5 Tested by:56818_J0

85

. Peak Limit (dBulU/m)
5

(dBuU/m3

Avg Limit (dBuU/m)

]
Frequency (GHz)

Range (62) REU/UBH Ref/fittn  Det/fvg Type Pl foups/fode Position Range (6H2) REW/UB Ref/fttn  Det/fvg Type Sueep Pis ¥5ups/Mode  Fosition

ICC Above 1G.DAT 38915 26 Jun 2815 Rev 9.5 B1 Dec 208
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REPORT NO: 16U23613-E16V2 DATE: JULY 20, 2017
FCC ID: UK7-NDW2A IC: 6708A-NDW2A

Trace Markers

Marker Frequency Meter Det AF T346 (dB/m) Amp/Cbl/Fltr/Pad Corrected Avg Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GH2) Reading (dB) Reading (dBuVv/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuv) dBuVv/m)
1 *1.109 34.77 Pk 26.5 -23.1 38.17 - - 74 -35.83 0-360 200 \Y
2 *4.679 34.22 Pk 34.4 -29.9 38.72 - - 74 -35.28 0-360 102 H
3 *17.325 32.01 Pk 36 -21.7 40.31 - - 74 -33.69 0-360 102 H
4 *12.003 28.19 Pk 39.8 -23.4 44.59 - - 74 -29.41 0-360 102 H
5 *4.788 36.33 Pk 34.4 -28.9 41.83 - - 74 -32.17 0-360 102 \
6 *11.011 28.11 Pk 38.5 -22.9 43.71 - - 74 -30.29 0-360 102 \Y

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector

Radiated Emissions

Frequency Meter Det AF T346 (dB/m) Amp/Cbl/Fltr/Pa Corrected Avg Limit Margin Peak Limit PK Margin Azimuth Height Polarity

(GHz) Reading d (dB) Reading (dBuv/m) (dB) (dBuVv/m) (dB) (Degs) (cm)

(dBuv) (dBuv/m)

*1.108 35.63 PK2 26.5 -23.1 39.03 - - 74 -34.97 132 358 \
*1.111 23.37 MAv1 26.5 -23.1 26.77 54 -27.23 - - 132 358 \
*4.681 39.62 PK2 34.4 -29.9 44.12 - - 74 -29.88 357 211 H

*4.68 28.35 MAv1 34.4 -29.9 32.85 54 -21.15 - - 357 211 H
*7.325 37.36 PK2 36 -27.7 45.66 - - 74 -28.34 164 393 H
*7.326 25.77 MAv1 36 -27.7 34.07 54 -19.93 - - 164 393 H
*12.003 337 PK2 39.8 -23.4 50.1 - - 74 -23.9 178 314 H
*12.003 21.68 MAv1 39.8 -23.4 38.08 54 -15.92 - - 178 314 H
*12.002 33.05 PK2 39.8 -23.4 49.45 - - 74 -24.55 178 314 H
*12.003 21.64 MAv1 39.8 -23.4 38.04 54 -15.96 - - 178 314 H
*4.789 38.71 PK2 34.4 -28.9 44.21 - - 74 -29.79 349 238 \
*4.787 27.01 MAv1 344 -28.9 32.51 54 -21.49 - - 349 238 \
*11.012 3341 PK2 38.5 -22.9 49.01 - - 74 -24.99 349 238 \
*11.012 2251 MAv1 38.5 -22.9 38.11 54 -15.89 - - 349 238 \

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
PK2 - KDB558074 Method: Maximum Peak
MAv1 - KDB558074 Option 1 Maximum RMS Average
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FCC ID: UK7-NDW2A IC: 6708A-NDW2A

8.2.5. WORST-CASE BELOW 30 MHz

SPURIOUS EMISSIONS BELOW 30 MHz

Note: The anechoic chamber has been properly calibrated so that the measurement results
correspond to what would be obtained from an open field sites.

Trace Markers

Marker Frequency Meter Det Loop Antenna Chl (dB) Dist Corr 300m Corrected Peak Limit Margin Avg Limit Margin Azimuth
(MHz) Reading (dB/m) Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs)
(dBuV) (dBuVolts)
5 .03798 40.04 Pk 12.3 1.4 -80 -26.26 56.01 -82.27 36.01 -62.27 0-360
1 .05909 41.06 Pk 11.2 1.4 -80 -26.34 52.17 -78.51 32.17 -58.51 0-360
Pk - Peak detector
Marker Frequency Meter Det Loop Antenna Cbl (dB) Dist Corr 30m Corrected Peak Limit Margin Avg Limit Margin Azimuth
(MHz) Reading (dB/m) Reading (dBuVv/m) (dB) (dBuVv/m) (dB) (Degs)
(dBuv) (dBuVolts)
6 10.10682 24.08 Pk 10.8 1.6 -40 -3.52 29.54 -33.06 - - 0-360
2 13.79106 14.69 Pk 10.6 1.6 -40 -13.11 29.54 -42.65 - - 0-360
7 18.16279 23.18 Pk 10.3 1.6 -40 -4.92 29.54 -34.46 - - 0-360
3 20.37617 18.81 Pk 10 1.7 -40 -9.49 29.54 -39.03 - - 0-360
8 20.37722 22.62 Pk 10 1.7 -40 -5.68 29.54 -35.22 - - 0-360
4 28.77274 18.79 Pk 8.3 17 -40 -11.21 29.54 -40.75 - - 0-360

Pk - Peak detector
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8.2.6. WORST-CASE BELOW 1 GHz

SPURIOUS EMISSIONS 30 TO 1000 MHz

HORIZONTAL

VERTICAL
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Trace Markers

Marker Frequency Meter Det AF T122 (dB/m) Amp/Cbl (dB) Corrected QPk Limit (dBuV/m) Margin Azimuth Height Polarity
(MHz) Reading Reading (dB) (Degs) (cm)
(dBuv) (dBuVv/m)
1 30.085 38.84 Pk 25.2 -27.3 36.74 40 -3.26 0-360 100 \
30.085 25.88 Qp 25.1 -27.2 23.78 40 -16.22 22 108 \
2 41.1988 37.76 Pk 16.9 -27 27.66 40 -12.34 0-360 100 \
3 66.55 36.68 Pk 11.9 -26.7 21.88 40 -18.12 0-360 100 \
4 242 43.47 Pk 15.5 -24.7 34.27 46.02 -11.75 0-360 100 H
5 266.1 39.17 Pk 16.8 -24.5 31.47 46.02 -14.55 0-360 100 H
6 290.2 40.27 Pk 17.3 -24.4 33.17 46.02 -12.85 0-360 100 H
7 314.4 33.53 Pk 17.7 -24.4 26.83 46.02 -19.19 0-360 100 H
8 242 39.33 Pk 15.5 -24.7 30.13 46.02 -15.89 0-360 200 \
9 266.1 32.38 Pk 16.8 -24.5 24.68 46.02 -21.34 0-360 200 \
10 290.3 33.36 Pk 17.3 -24.4 26.26 46.02 -19.76 0-360 200 \

Pk - Peak detector
Qp - Quasi-Peak detector
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8.2.7. RECEIVER BELOW 1 GHz

SPURIOUS EMISSIONS 30 TO 1000 MHz

HORIZONTAL

UL Fremont,5m Chamber B 23 May 2817 17:44:09

95

Rodioted Emissions — 3 Meters

55 Project Number: 16023613
ClientiFossi|

Config:EUT + DC Power Supply

Mode :BLE_RX

75 Tested by:50818_J0

65

55

Pk Cemirtld

(dBuU/m3

2

-

189 1880
Frequency (MHz)

Range (HHz) RE/UB Ref/Attn  Det/fvg Type Sweep Pis foups/fode Fosition Range (HHz) REW/VB Ref/Attn  Det/fvg Tupe Sucep Pis f5ups/fade Position
1:36-208 120k (-68)/1H  97/1B PEAK/LogPur-Video futo 60 HAXH 8-360degs H | 3:200-1680 128k (-6dB)/1N  97/18  PEAK/LogPur-Videa  futo 08 HAYH 8-360degs H

ICC_Below!GHz_RX.DAT 38915 15 Jul 2014 Rev 9.5 81 Dec 20|@

VERTICAL

<UL Fremont,5m Chamber B 23 May 2817 17:44:09

9

Radiated Emissions — 3 Meters

55 Project Number: 16023613
Client:Fossil

Config:EUT + DC Power Supply

Mode :BLE_RX

75 Tested by:58818_J0

65

55

45 PR Limi e Td

(dBulU/m3

35

108 1808
Frequency (MHz)

Range (HHz) REU/UB Ref/Attn  Det/fvg Tupe Sueep Pis foups/fode Fosition Range (Hz) REW/VB Ref/Mttn  Det/fvg Tupe Sucep Pis f5ups/fade Position

ICC_Below!GHz_RX.DAT 38915 15 Jul 2014 Rev 9.5 81 Dec 20|@
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Trace Markers

Marker Frequency Meter Det AF T477 (dB/m) Amp/Cbl (dB) Corrected QPk Limit (dBuV/m) Margin Azimuth Height Polarity
(MHz) Reading Reading (dB) (Degs) (cm)
(dBuv) (dBuVv/m)
5 *110.9197 31.38 Pk 16.7 -27.8 20.28 43.52 -23.24 0-360 100 \
6 * 240.7053 40.2 Pk 155 -26.4 29.3 46.02 -16.72 0-360 100 H
1 30.2551 30.3 Pk 25.3 -28.8 26.8 40 -13.2 0-360 200 H
4 32.2531 31.33 Pk 23.7 -28.8 26.23 40 -13.77 0-360 100 \
2 40.4577 34.82 Pk 17.7 -28.7 23.82 40 -16.18 0-360 300 H
3 159.9986 32.59 Pk 16.2 -27.2 21.59 43.52 -21.93 0-360 200 H
7 289.0116 40.36 Pk 17.2 -25.9 31.66 46.02 -14.36 0-360 100 H
8 361.0209 36.25 Pk 18.7 -25.8 29.15 46.02 -16.87 0-360 100 H

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
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8.2.8. WORST-CASE ABOVE 18 GHz

SPURIOUS EMISSIONS 18 TO 26 GHz

HORIZONTAL

UL EMC 6 Jul ZB16 22:58:14

185

RF Emissions

- Order Number: 16023613
E ClisntiFosel |

Canfigurat ian:EUT + DC Power Supply
Moce :BLE Uorst Charnel

a5 Tested by / SN:45211_LL

Peak Limit (dBuU/m)

75

Avg Limit CdBuU/m)

CdBullolts) Haorizontal

Frequency (GHz)

Sucep Fie fowps/foce  Lohel Range (GHD) REU/EH  Fef/fttn  Det/Avg Ty Sueep Pts foupsifode  Lobel
6nsecthuta) 1202 HAIH Horizantal

Fonge (6riz) REWEL  Reffiitn  Det/fug Top
1526 MCIBAM T PR -

16-266Hz Test.TST 3A915 6 Jon 2815 Rev 3.5 16 Mor 2815

VERTICAL

UL EMC 6 Jul 2816 22:58:14

1as

RF Emissians

- Order Number: 16023613
9 ClisntiFoss |

Conf iguration:EUT + DC Powsr Supply
Mode :BLE Uorst Channel

85 Tested by / SN:45211_LL

Peak Limit (dBulU/m)

Avg Limit CdBUU/m)

(dBulol+=1 Uertical

Frequency (GHz)

Ronge (61z) REWARN  Ref/Atin  Det/Avg Tup Susep Fie fowps/ade  Label Ronge (61D REUVEH  Ref/Ain  Det/fug Tum Sueep Pte Aowpe/Mode  Lobel

18-266H= Test.TST 38315 6 Jon 2815 Rev 9.5 16 Mar 2815
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Trace Markers

Marker Frequency Meter Det AF T449 Amp/Cbl Dist Corr Corrected Avg Limit Margin Peak PK
(GHz) Reading (dB/m) (dB) (dB) Reading (dBuVv/m) (dB) Limit Margin
(dBuv) (dBuVolts (dBuv/m) (dB)
)
1 18.933 41.3 Pk 32.5 -25.3 -9.5 39 54 -15 74 -35
2 21.037 41.77 Pk 33.1 -25.2 -9.5 40.17 54 -13.83 74 -33.83
3 23.948 43.8 Pk 34 -24.3 -9.5 44 54 -10 74 -30
4 19.086 41.13 Pk 32.6 -24.9 -9.5 39.33 54 -14.67 74 -34.67
5 21.537 41.17 Pk 33.2 -25.2 -9.5 39.67 54 -14.33 74 -34.33
6 25.087 44.2 Pk 34.3 -24.5 -9.5 44,5 54 -9.5 74 -29.5

Pk - Peak detector
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