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SPECIFICATION

GDT LINK
777 Shenzhen Guandetong Electronic Limited

2.4G/5. 8G 3DB white rod antenna 1.13 gray wire length 300 with
terminals
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Z+ Product parameters

Product test parameters

(Name) 2.4 g/5.8G antenna| (Model Type)

(Electrical Specifications)

(Frenquency Range) 2400-2500MHZ (Polarization) perpendicular
5150-5800MHZ

(Impedance) 50 Rk Radiation QXCOMM
(VSWR) =2.0 (Power) 50W
(Gain) 0.16-3.58dBi (Bandwidth 100M

(Mechanical Specifications)

(Copper tube dimensions ) | 149+ 2mm (Chassis Color) White
(Connector) IPEX (Cable Length) 300+ 2mm
(Wire) 1. 13 gray

(Working Temperature) ~-40°C-+85°C (Limit Temperature) | -40°C-+85°C
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IU. Antenna gain and efficiency

12 5000.0 5000.00 0.68 5.84 30.5%

13 50200 502000 059 5.62 31.4%

14 50400 504000 0.43 5.44 31.6%

15 5060.0 506000 0.6 577 32.3%

16 5080.0 508000 087 6.50 27.3%

17 5100.0 510000 228 7.41 30.6%

Point 10 [ A | (dBm) | @80 ] yidsi) | %) | 18 51200 512000 2.30 7.40 31.0%
1 24000 240000 016 437 3E.4% — el - e s i
3 24100 241000  0.41 462 /D% 25N 51600 516000 2.27 1 328%
3 24200 242000 083 490, 39.2% 21 51800 518000 245 717 337%
§ | 24300 243000 121 o B@2CM5% B G200 SRR 264 B8R WT%
B 2ubo, 2e000 101 W 431 sorw | NN 52200 62000 184 6&2  34E%
& S4En0 245000 0.96 T 405 24 5240.0 524000 2.02 6.39 36.6%
i 246007 246000  1.02 4,82 41.7% 25 52600 526000 1.8 664  329%
E 24700 247000 085 468 41.5% 286 52800 528000 1.28 6.28 31.7%
i) 24800 248000 032 4.36 305 36 55400 554000 2 284 671 41.0%
10 24500 2450.00 0.26 4,35 380% 3 5550.0 555000 342 620 46.0%
1 25000 250000 026 433 381% a8 55600 5RE0.00 323 6.52 43.7%,
1z 53000 530000 145 6.08 3447 a3 55700 557000 233 6.55 44 4%,
£ 5310.0 R310.00 1.40 5.91 3I5.4% A0 REED.O EESD 00 115 5.94 41.7%
14 53200 532000  1.01 517 33.4% 1 BRSO 650000 266 617 Bo%
15 5300 53000 096 5.2 376% 47 5600.0 560000 259 6.55 38.3%
5 53400 534000 1.4 5.55 335% 4 56100 5610.00 230 655 36.6%
i 53500 515000 1.0 586 2 T a4 5620.0 562000 221 6.53 36.1%
15 5360.0 536000 1.32 5.81 35.6% 45 5630.0 563000 222 £.55 E.0%
18- HIT00  H3IFD.0D 1.03 hED I3 4% 46 BE40.0 BE40.00 2 40 E.ED 18 1%
20 5380.0- 5380000 172 533 7% a7 BES00  BESD.OD 254 6.70 38.4%
3, G100 0" 530000 249 5.04 FrEs 45 56600 566000 237 £.41 35.5%
230 54000 540000 2223 6.1 40.7% 43 S6TO.0  BGTDOD 272 £.25 475,
23 5410.0 5410.00 3.00 6.38 45.T% 5 REED.D  HERD.OD . 614 41.0%
24 54200 542000 295 6.61 43.1% 51 SES00 569000 274 623 441%
2= 54300 543000 314 6.78 433% &2 5TH0.0  STODMDD. 256 6.23 42 4%
6 54400 544000 358 7.01 45 3% E2 STI000 w 5TI0.00 253 6.28 42.2%
o7 54500 545000 325 7.07 41.5% e 5T20.0°" 5T20.00=" 3.13 £.35 47 6%
28 5460.0 546000 3.08 T13 5% BE - 57T30.0 STI0.00 302 5.34 45,55
29 BATOD 547000 310 7.01 4055 B 57400 574000 287 6.20 26 55
a0 5480.0 548000 2T 6.50 2E3% 5 57500  STE00D 312 6.20 43.2%
31 54500 549000 _ 285 6.82 40.0% ER ETE0.0  5TED.OD 257 £.05 44 4%
a2 55000 - 5R0000 210 6.81 42 6% 5D 5TTO.0  STTO0D 252 6.05 44.4%
2 55100 © 55T0.B0 254 6.72 mrL B0 57200 5780.000 241 6.01 437%
98 | 55200 CBANOOD 235 6.58 43.3% | &1 57900 G000 175 512 40.0%
25 | 5500 5500 25 6.57 425% &2 5800.0 580000 168 5.E2 41.4%

Address: 3/F, Tower D, Huanguan Nanmaoyuan Industrial Park, Guanhu Street,
Longhua District, Shenzhen. Tel: 0755-88298396 fax: 0755-89733896
http://lwww.szgdtrf.com


Administrator
图章


Confidentiality requirements of Shenzhen Guanditong Electronic Co. , Ltd. . The
company has proprietary technology to provide the information, which should be
strictly confidential, it shall not be disclosed to any person or company without

the prior written consent of Shenzhen Guanditong Electronic Co. , Ltd.

Fi. Apple chart
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i 3377 Coordination System Des cription:

v 3043 Line Colr XvZ  Theta-Phi
] -45.09 Redl. AxisX ThetaB0-Ph
| -60.74 GreenL. Axis ¥ Thetad0-Phiog
f 564 Buuel. AxisZ Thetad
_

. & ¥ Asis .
Te5-P45 TaE P225
| 028
-,
1106
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397 Line Colr XYZ _ Theta-Fhi
4503 RedL. AxisX ThetadO-Phid
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T180-FO

3294 Coordination System Description:
3867 Line Colr X¥YZ  Theta-Phi
-44.41 RedL. AxisX Theta®-Fhi0
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75~ Structural drawings
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Specification:
1 sleeve, plastic material, White
‘ 2 IF Wire: 1.13 Gray
# J Rotating shaft: plastic material,
white
| terminal: IPEX 1 generation,
— gold-plated
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-£. Environmental performance test
: . - Specificati
project Project test conditions
OIS
The test temperature, humidity and air
pressure are as follows when there is no specific
condition:
Storage Normal electrical
. g 1. The temperature is — 30 C +80 C and mechanical
environment

2. Relative humidity: 45% — 85%

3. The air pressure is 86kpa—106kpa

performance

High and low
temperature test

5 cycles between 70 ° C and 40 ° C, then under normal
conditions1-2H, check the appearance quality.

The size shall meet
the requirements and

Mechanical and
electrical
performance

Constant damp
heat resistance
test

Relative humidity: 95 £ 3%, test temperature: 40 °C.
After lasting for 2h,

The electrical performance shall be measured within 5
minutes after the test object is taken out, and the test

object shall be within the normal range

Part 1-2H, check the appearance quality

The size shall meet
the requirements and

Mechanical and
electrical
performance

vibration test

Vibration frequency range: 10-55HZ, displacement
amplitude: 0.35MM, acceleration amplitude:

50. 0M/s, frequency sweep cycles: 30 times

Normal electrical
and mechanical
performance

Drop test

Free fall for 3 times in the direction of mutually
perpendicular axes at a height of 1M

Normal electrical
and mechanical
performance
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