
Product: 510系列存取點 
Brand Name: aruba 
Model Number: APIN0514 
Report No.: 1807TW0111-T1~T6 
 

 

APIN0514 RF Test Setup Photograph 
Test Mode: Mode 1 

Description: Front View Conducted Emission Test Setup for Power Port 

 

Test Mode: Mode 1 

Description: Back View Conducted Emission Test Setup for Power Port 

 

 



 

 

 

Description: Radiated Spurious Emissions Test Setup for 9kHz ~ 30MHz 

(AP-ANT-20W) 

 

Description: Radiated Spurious Emissions Test Setup for 30 ~ 1GHz 

(AP-ANT-20W) 

 



 

 

Description: Radiated Spurious Emissions Test Setup for 1 ~ 18GHz 

(AP-ANT-20W) 

 

Description: Radiated Spurious Emissions Test Setup for above 18GHz 
(AP-ANT-20W) 

 

 



 

 

Description: Radiated Spurious Emissions Test Setup for 9kHz ~ 30MHz 

(AP-ANT-40) 

 

Description: Radiated Spurious Emissions Test Setup for 30 ~ 1GHz 

(AP-ANT-40) 

 



 

 

Description: Radiated Spurious Emissions Test Setup for 1 ~ 18GHz 

(AP-ANT-40) 

 

Description: Radiated Spurious Emissions Test Setup for above 18GHz 

(AP-ANT-40) 

 

 



 

 

Description: Radiated Spurious Emissions Test Setup for 9kHz ~ 30MHz 

(AP-ANT-19) 

 

Description: Radiated Spurious Emissions Test Setup for 30 ~ 1GHz 

(AP-ANT-19) 

 



 

 

Description: Radiated Spurious Emissions Test Setup for 1 ~ 18GHz 

(AP-ANT-19) 

 

Description: Radiated Spurious Emissions Test Setup for above 18GHz 

(AP-ANT-19) 

 

 



 

 

Description: Radiated Spurious Emissions Test Setup for 9kHz ~ 30MHz 

(AP-ANT-48) 

 

Description: Radiated Spurious Emissions Test Setup for 30 ~ 1GHz 

(AP-ANT-48) 

 



 

 

Description: Radiated Spurious Emissions Test Setup for 1 ~ 18GHz 

(AP-ANT-48) 

 

Description: Radiated Spurious Emissions Test Setup for above 18GHz 

(AP-ANT-48) 

 

 

  


