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Ref. No.: LR5001726061

1. Applicant Information

1.1. Details of applicant

Applicant
Address

Contact Person
TEL / FAX

ATEC CO., LTD.

289, Pangyo-ro, Bundang-gu, Seongnam-si, Gyeonggi-do, Republic of
Korea

SHIN SEUNG YEONG and 1 other

+82-31-696-9841 / +82-31-696-9899

1.2. Manufacturer Information

Manufacturer

Address

TEL / FAX

1.3. EUT Description

ATEC CO., LTD.

289, Pangyo-ro, Bundang-gu, Seongnam-si, Gyeonggi-do, Republic of
Korea

+82-31-696-9841 / +82-31-696-9899

Electronic Shelf Label

AIR-Y29B, AIR-R29B

N/A

DC3V

2 405 Miz ~2 480 MHz (Zigbee)

0.002 W

0-QPSK

16 ch.

PCB Pattern Ant Max Gain : -0.11 dB1

W’I‘esrt Conditions Voltage(V) . “ -—
Normal Voltage VNOR 3.0
Low Voltage VNOR 2.7
High Voltage VNOR 3.3
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Ref. No.: LR5001726061
2. Summary of Test results
The EUT has been tested according to the following specifications
Section in o
Radio equipment regulations Description of Test Results
RE 5 Table No. 1 Frequency Tolerance C
RE 6 Table No. 2 Occupied Bandwidth (99%) & Spread Bandwidth (90%) C
RE 14, RE 49.20 Antenna power C
RE7 Unwanted emission strength C
RE 24 RX spurious emission C
RLE 6-2, RE 9-4 Interference Prevention Function C
Note I: C=Complies = NC=Not Complies =~ NT=Not Tested = NA=Not Applicable
Standard: Article 2, Paragraph 1, item 19.
MIC Notice Number 88, Annex 43
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Ref. No.: LR5001726061

3 Frequency tolerance

3.1 Test setup

Spectrum

EUT Attenuator

3.2 Limit
+50 x 10'6(50 ppm or below)

3.3 Test procedure

anlyzer

The transmitter output is connected to the Spectrum analyzer

Setting the spectrum analyzer is as follows.

Center frequency Operating frequency
Resolution BW 10 kHz

Video BW 10 kHz

Span 1 MHz

Sweep time Auto

Detector mode Positive peak

Trace mode Max. hold
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Ref. No.: LR5001726061

3.4 Test results
Ambient temperature: 24 C  Relative humidity: 52% R.H

Test mode : Zigbee

Measured value
Test voltage Test Frequency o) Tolerance (ppm) Result Limit
Low frequency 2405.015 6.38 Pass
Normal Voltage | Middle frequency 2440.020 8.21 Pass
High frequency 2480.012 5.04 Pass
Low frequency 2405.002 0.83 Pass
Low Voltage | Middle frequency 2440.007 2.87 Pass * 50 ppm
High frequency 2480.002 0.81 Pass
Low frequency 2405.009 3.55 Pass
High Voltage | Middle frequency 2440.012 4.77 Pass
High frequency 2480.014 5.68 Pass
* Remark

FT (ppm) = [(Measured value Miz) —Operating frequency(Mk))/ Operating frequency(Miz)] x 1076
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Ref. No.: LR5001726061

4. Occupied bandwidth (99%) & Spread Bandwidth (90%)

4.1 Test setup

Spectrum
EUT Attenuator
anlyzer
4.2 Limit
Occupied Bandwidth (99%): 26 Miz or less
Spread Bandwidth (90%) 500 kHz more
4.3 Test procedure
The transmitter output is connected to the Spectrum analyzer
Setting the spectrum analyzer is as follows.
Center frequency Operating frequency
Resolution BW 300 KHz
Video BW 300 KHz
Span 5 MHz
Sweep time Auto
Detector mode Positive peak
Trace mode Max. hold
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Ref. No.: LR5001726061

4.4 Test results

Ambient temperature: 24°C  Relative humidity: 52% R.H.

Test mode : Zigbee

Test voltage ZANE 2 LY sl Result Limit
99% (k) 99% (Mk) 99% (Mk)

Normal Voltage 2.35 2.34 2.35 Pass
Low Voltage 2.34 2.34 2.35 Pass 26 Mz or less
High Voltage 2.35 2.35 2.35 Pass
Test voltage 90% (Mk) 90% (M) 90% (Mk)

Normal Voltage 1.45 1.45 1.45 Pass
Low Voltage 1.44 1.44 1.44 Pass 500 kHz or more
High Voltage 1.45 1.44 1.45 Pass
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Ref. No.: LR5001726061

Test Mode : Zigbee / Low, Middle, High (Nomal Voltage)

99 % OBW 90 % OBW

Spectrum "5" Spectrum "5"

Ref Level 20.00 dém  Offset 1.00 d& @ RBW 300 kHz Ref Level 20.00 dém  Offset 1.00 d8 @ RBW 300 kHz
Att 3508 SWT 6.4 ps @ VBW 300 kHz  Mode Auto FFT Att 3508 SWT 6.3 s @ VBW 300 kHz  Mode Auto FFT
@ 1Pk Max @ 1Pk Max

M1l 0.72 dBm)| M1l 1.00 dBm

2.40491510 GHz| 2.40492040 GHz|
10 dem Occ Bw 2.347652348 MHz| 10 dem Occ Bw 1.454413893 MHz
M M1
od x 0 dB — _
yd . |7
-10 dBm - T -10 dBm
2 7
-20 de Z K
m ~ 20 dem -
~ R
o —
- -
-3(dumm 308
~
40 dem 40 dem
-50 dém -50 dém
-60 dem -60 dem
70 dbm 70 dB
CF 2.405 GHz 1001 pts Span 5.0 MHz CF 2.405 GHz 691 pts Span 5.0 MHz
T T e wes o ! T Neasumng.. [

Spectrum %’ Spectrum %’
Ref Level 20.00 dém  Offset 1.00 d&8 & RBW 300 kHz Ref Level 20.00 dém  Offset 1.00 d&8 w RBW 300 kHz
Att 35de  SWT 6.4 ps @ VBW 300 kHz  Mode Auto FFT Att 35d8  SWT  6.3us @ VBW 300 kHz  Mode Auto FFT
@ 1Pk Max @ 1Pk Max

Mi[1] 0.78 dBm) Mi[1] 0.96 dBm

2.43992010 GHz| 2.43992040 GHz|
10 dBm Occ Bw 2.342657343 MHz| 10 dBm Occ Bw 1.454413893 MHz
h Ml
0 db / — 0 db - —
- .y |~ ~
-10 dém - > -10 dém =
- % // .
-20 dBm - - -20 dBm
I b — | "
I *

308 7)}413_/
= E
-40 dEém -40 dEém
-50 danm -50 danm
-60 dBm -60 dBm
-70 dam -70 dam

CF 2.44 GHz 1001 pts Span 5.0 MHz CF 2.44 GHz 591pts Span 5.0 MHz
i ﬁ i W
J Measuring... A i [ Measuring. A ey

Spectrum '.‘? Spectrum %’
Ref Level 20.00 dBm  Offset 1.00 d& @ RBW 300 kHz Ref Level 20.00 dBm  Offset 1.00 d& @ RBW 300 kHz
Att 35de  SWT 6.4 ps @ VBW 300 kHz  Mode Auto FFT Att 35de  SWT  6.3ps @ VBW 300 kHz  Mode Auto FFT
(@ 1Pk Max (@ 1Pk Max
Mi[1] 0.46 dBm) Mi[1] 0.62 dBm)
2.47991510 GHz| 2.47991320 GHz|
10 dem Occ B 2.352647353 MHz 10 dem Occ Bw 1.454413893 MHz
M1 M1
0 db — 0 db :
s .
-10 dBm = -10 dBm >
. \«\
-20 dbm —
T
-] ]
40 dim 40 dBm
-50 dem -50 dem
-60 d@m -60 d@m
-70 dam -70 dam

CF 2.48 GHz 1001 pts Span 5.0 MHz CF 2.48 GHz 691 pts Span 5.0 MHz
———er ﬁ —_ ”
) L4 L4

) Measuring... = Measuring... 150057 7
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Ref. No.: LR5001726061

S. Antenna power

5.1 Test setup

EUT

5.2 Limit
Output power: 0.01 W or Below

Attenuator

Output power tolerance: Maximum +20 %

5.3 Test procedure

1. The transmitter output is connected to the Spectrum Analyzer

2. Setting the EUT is operating frequency.

5.4 Test results

Ambient temperature: 24 C  Relative humidity: 52% R.H.

Test mode : Zigbee

Result : Pass

pectrum anlyzer

Measure value
Test voltage (DC) Frequency (Mz) (il Power tolerance(%o)
2405 1.41 -6.02
Normal Voltage 2440 1.34 -10.89
2480 1.25 -16.75
2 405 1.40 -6.91
Low Voltage 2 440 1.32 -12.12
2480 1.23 -17.79
2 405 1.40 -6.42
High Voltage 2440 1.32 -11.76
2480 1.24 -17.06
Declared power(W) 0.001 5(~0.001 65)
Antenna gain(dBi) -0.11 dBi
Limit ~20%

Remark: Power tolerance (%) = {[Output power- Declared power] + Declared power} x100
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Ref. No.: LR5001726061

6. Unwanted emission strength

6.1 Test setup

Spectrum
EUT Attenuator
anlyzer
6.2 Limit
Limits
Item
(See Article 7, Table 3 of the Ordinance Regulating Radio Equipment)
TX =2.5 uyW/MHz(-26 dBm/MHz) (30MHz=f=1000MHz)
Spurious =2.5 yW/MHz (1000MHz=f<2387MHz ;2496 .5MHz<f)
Emission =25 uW/MHz(-16 dBm/MHz) (2387MHz=f<2400MHz) and (2483.5MHz<{=2496.5MHz)

Measurement range: 30MHz - 5" harmonics

6.3 Test procedure

> »n

Connect transmitter output to the spectrum analyzer input port.

The EUT should be transmitting at hopping mode

Unwanted emission strength is measured by following setting:

Set the spectrum analyzer RBW: 1 Mb(above 1 @Hz), I Miz(below 1 (Hz), VBW: same as RBW

Sweep time : auto, Start : 30 Miz, Stop : 1 000 M. Sweep mode: single and mark highest level.

Set the spectrum analyzer RBW: 1 Mz, VBW: 1 Mk, Sweep time: auto, Start: 1 000 M, Stop: 2 387 Mz Sweep mode:
single and mark highest level.

Set the spectrum analyzer RBW: 1 Mz, VBW: 1 Mz, Sweep time: auto, Start: 2 387 Mz, Stop: 2 400 Ml Sweep mode:
single and mark highest level.

Set the spectrum analyzer RBW: 1 Mz, VBW: 1 Mz Sweep time: auto, Start: 2 483.5 Miz, Stop: 2 496.5 Mz Sweep
mode: single and mark highest level.

Set the spectrum analyzer RBW: 1 Mz, VBW: 1 Mz, Sweep time: auto, Start: 2 496.5 Mz, Stop: 26 (llz. Sweep mode:
single and mark highest level.

Detector mode: Peak mode.
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Ref. No.: LR5001726061

6.4 Test results
Ambient temperature: 24°C  Relative humidity: 52% R.H.

Result : Pass mode : Zigbee
Voltage Frequency Frequency Range Result Limit
\% MHz MHz MHz dBm pW/MHz | pW/MHz

30 ~ 2387 994.65 -56.78 0.0021 2.5

2387 ~2400 2394.66 -57.24 0.0019 25

2403 2483.5 ~2496.5 2484.83 -56.31 0.0023 25

2496.5 ~ 12500 6983.46 -54.97 0.0032 2.5

30 ~ 2387 821.14 -55.48 0.0028 2.5

-10 % 2387 ~ 2400 2399.43 -56.66 0.0022 25
(DC2.7V) 240 2483.5 ~2496.5 2493.90 -55.98 0.0025 25
2496.5 ~ 12500 6907.19 -54.92 0.0032 2.5

30 ~ 2387 1041.81 -54.68 0.0034 2.5

2387 ~2400 2399.82 -56.02 0.0025 25

2480 2483.5 ~2496.5 2483.59 -41.19 0.0761 25

2496.5 ~ 12500 6975.93 -54.09 0.0039 2.5

30 ~ 2387 994.63 -56.88 0.0021 2.5

2387 ~ 2400 2394.61 -57.54 0.0018 25

- 2483.5 ~2496.5 2484.79 -56.43 0.0023 25

2496.5 ~ 12500 6983.41 -55.26 0.0030 2.5

30 ~ 2387 821.12 -55.65 0.0027 2.5

0 % 2387 ~2400 2399.38 -56.87 0.0021 25
(DC3.0V) 2440 2483.5 ~2496.5 2493.89 -56.17 0.0024 25
2496.5 ~ 12500 6907.15 -55.02 0.0031 2.5

30 ~2387 1041.76 -54.96 0.0032 2.5

2387 ~ 2400 2399.76 -56.13 0.0024 25

2480 2483.5 ~2496.5 2483.54 -41.39 0.0726 25

2496.5 ~ 12500 697591 -54.24 0.0038 2.5

30 ~ 2387 994.66 -56.69 0.0021 2.5

2387 ~ 2400 2394.62 -57.37 0.0018 25

2405 2483.5~2496.5 2484.82 -56.18 0.0024 25

+10 % 2496.5 ~ 12500 6983.47 -55.11 0.0031 2.5
(DC3.3V) 30 ~ 2387 821.18 -55.48 0.0028 2.5
2387 ~ 2400 2399.41 -56.60 0.0022 25

2440 2483.5 ~2496.5 2493.94 -55.90 0.0026 25

2496.5 ~ 12500 6907.17 -54.94 0.0032 2.5
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30 ~ 2387 1041.79 -54.87 0.0033 2.5

2387 ~ 2400 2399.79 -55.99 0.0025 25

st 2483.5 ~2496.5 2483.57 -41.18 0.0762 25
2496.5 ~ 12500 6975.96 -53.88 0.0041 2.5

Test Mode : Zigbee / CH1 (Nomal Voltage)

Spectrum

] &

Ref Level 0.00 dBm  Offset 1.00 dB Mode Auto Sweep

@1 Max

Limit Gheck PABS
ine _SPURIOUS_LINE_ABS_| PABS

-10 dBm

SPURIOUS_LIME_ABS_

-20 dBm

-30 dBm

-40 dBm

-50 dBm

-70 dBm

-80 dBm

-90 dBm

Start 30.0 MHz 32004 pts Stop 12.5 GHz
Spurious Emissions
Range Low | Range Up | RBW | Frequency | Power Abs | ALimit |
30,000 MHz 2,387 GHz 1,000 MHz 994.62898 MHz |  -56.88dBm |  -43.88dB
2.387 GHz 2.400 GHz 1.000 MHz 2.394f1 GHz ~ -57.54dPm |  -44.54dB
2,484 GHz 2,497 GHz 1.000 MHz 2.48479 GHz ~ -E6.43 dBm -43.43 dB
2,497 GHz 12,500 GHz 1.000 MHz % 5.98341 GHz '___ -EE.26 dBm -42.26 dB
[ ] [ I Measuring... 'IIIIIII. (¥ (1 nsil;?azllzgl; .
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Test Mode : Zigbee / CH8 (Nomal Voltage)

Spectrum ]

&

Ref Level 0.00 dBm Offset 1.00 dB Mode Auto Sweep
@1 Max
Limit ¢heck |
ine _$PURIOUS_LINE_ABS_|
-10 aBm

SPURIOUS_LIME_ABS
-20 dBm

-30 dBm

-40 dBm

-50 dBm

-70 dBm

TSI ———

-80 dBm

-90 dBm

Start 30.0 MHz

32004 pts

Stop 12.5 GHz

Spurious Emissions

Range Low | Range Up | RBW Frequency Power Abs | ALimit |
30.000 MHz 2,387 GHz 1.000 MHz 221.11655 MHz -EE.565 dBm -42.65 dB
2.387 GHz 2.400 GHz 1.000 MHz 2.39938 GHz -56.87 dBm -43.87 dB
2,484 GHz 2,497 GHz 1.000 MHz 2.49389 GHz -E£6.17 dBm -43.17 dB
2,497 GHz 12,500 GHz 1.000 MHz 5.90715 GHz -55.02 dBm -42.02 dB
[ ] [ Measuring... 'IIIIIIII A "sig?azz':ig .
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Test Mode : Zigbee / CH16 (Nomal Voltage)

Spectrum ] l':%-n I

Ref Level 0.00 dBm Offset 1.00 dB Mode Auto Sweep
@1 Max
Limit Gheck

ine _SPURIOUS_LINE_ABS_|
-10 dBm

SPURIOUS_LIME_ABS
-20 dBm

-30 dBm

-40 dBm

-50 dBm

-70 dBm
-80 dBm
-90 dBm
Start 30.0 MHz 32004 pts Stop 12.5 GHz
Spurious Emissions
Range Low | Range Up | RBW | Frequency | Power Abs | ALimit |
30.000 MHz 2,387 GHz 1.000 MHz 1.04176 GHz -E£4.95 dBm -41.95 dB
2.387 GHz 2.400 GHz 1.000 MHz 2.39976 GHz -56.13 dBm -43.13 dB
2,484 GHz 2,497 GHz 1.000 MHz 2.48354 GHz -41.39 dBm -28.39 dB
2,497 GHz 12,500 GHz 1.000 MHz 5.97591 GHz -54.24 dBm -41.24 dB
[ ] [ Measuring... 'IIIIIII. A nsigf:.zz;:g: .
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7. RX spurious emission

7.1 Test setup

Spectrum
EUT Attenuator

anlyzer

7.2 Limit
Below 1 Gz: 4 nW(-54 dBm) or less
Above 1 GHz; 20 nW(-47 dBm) or less

7.3 Test procedure

1.

2
3.
4

Connecy transmitter output to the spcectrum analyzer input port

The EUT should be transmitting at low, middle and high channel.

RX spurious emission is measured by following setting:

Set the spectrum analyzer RBW: 100 kllz, VBW: 100 kliz, Sweep: Auto, Start: 30 Mz, Stop: 1 000 Mz
Max hold view, mark highest level.

Set the spectrum analyzer RBW: 1 Mz, VBW: 1 Mz, Sweep: Auto, Start: 1 000 Mz, Stop: 12.5 (lz.
Max hold view, mark highest level.

Detector mode: Peak mode
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7.4 Test results

Ambient temperature: 24 C  Relative humidity: 51% R.H

Test mode : Zigbee

Measurement Frequency
Voltage Result Limit
Frequency Range
\% MHz MHz MHz dBm nW nW
30 ~ 1000 240.01 -79.24 0.012 4
2405
1000 ~ 12750 6971.50 -66.34 0.232 20
Normal 30 ~ 1000 240.01 -79.69 0.011 4
2440
Voltage 1000 ~ 12750 6962.88 -66.36 0.231 20
30 ~ 1000 240.01 -78.77 0.013 4
2480
1000 ~ 12750 6954.25 -66.39 0.230 20

Copyright © 2026, LTA Co., Ltd.
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8 Interference prevention function

8.1 Test Setup

EUT Attenuator Demodulator
Moduleator Attenuator EUT
8.2 Limit

Radio equipment used mainly on the same premised and automatically transmits or receives identification code

8.3 Test results
Ambient temperature: 24°C  Relative humidity: 52% R.H.

Test Power: Normal Voltage
Test Mode: Zigbee
Test Result: Good (identification code: [385CFBFFFEDDC54E]
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9. CONSTRUCTION PROTECTION CONFIRMATION METHOD

9.1 Limit

(See Article 49-20, Item1-a of the Ordinance Regulating Radio Equipment)
The high-frequency section and modulation section of the radio equipment except for the antenna system

shall not be capable of being opened easily.

9.2 CONFIRMATION METHOD

The RF and modulation portions are protected against illegal modification as following method:

Tick the appropriate box

1. Sealed with special screws.

2. Plastic chassis is being welded using ultrasonic waves.

3. Chassis is glued using a special adhesive.

4. Metal covers are spot-fused.

O |5. Cover is specially interlocked.

6. RF and Moduleation components are covered with shielding case and this shielding case is

soldered.

7. Shield case is welded at RF and modulation parts, and ID-ROM is welded using the BGA Method.

8. Shield case is welded at RF and modulation parts, and ID-ROM is glued at its lead with a special

adhesive

9. Shield case is welded at RF and modulation parts, and ID-ROM is guled with a non-transparent

laminating agent.

10.RF and Moduleation parts are mounted on PCB with surface mount technology, and there is no any

adjustable part on PCB or adjustable parts are not exposed.
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Measurement Uncertainty

For the test methods, according to the present document, the measurement uncertainty figures shall be calculated in
accordance with ETSI TR 100 028-1 [1], ETSI TS 103 051 [2] and ETSI TS 103 052 [3] and shall correspond to an
expansion factor (coverage factor) k = 1,96 or k = 2 (which provide confidence levels of respectively 95 % and 95,45 %

in the case where the distributions characterizing the actual measurement uncertainties are normal (Gaussian)).

Parameter Uncertainty
Occupied Bandwidth +0.348 MHz
RF output power, conducted +0.120 dB
Power Spectral Density, conducted +0.120 dB
Unwanted Emissions, conducted +0.350 dB
All emissions, radiated + 6 dB
Temperature +0.5°C
Supply voltages +8.7mV
Time +0.0003 s
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Test Photo
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APPENDIX
TEST EQUIPMENT USED FOR TESTS

Calibration was conducted by HCT, a nationally accredited calibration laboratory in Korea.

This certificate was calibrated using standard equipment whose traceability to the International

System of Units (SI) is ensured by a national metrology institute that realizes the SI, in accordance
with the calibration methods below in compliance with KS Q ISO/IEC 17025:2017

Use Description Model No. Serial No. | Manufacturer Cal. Date Next Cal. Date

SIGNAL ANALYZER

1 10 5= @ FSV40 101259 R&S 2026-03-05 | 2027-03-05
SIGNAL ANALYZER

2 (10 1A P GE) FSV30 100757 R&S 2025-09-08 | 2026-09-08
VECTOR SIGNAL

3 DN SMBV100A 255081 HP 2026-03-04 | 2027-03-04
SYNTHESIZED CW

4 CENERAOR 83711B US34490456 | HP 20260305 | 2027-03-05

5 Attenuator (3 dB) 8491A 37822 HP 2025-08-19 | 2026-08-19

6 Attenuator (10 dB) 8491A 63196 HP 2025-08-19 | 2026-08-19

7 EMI Test Receiver (~7 GHz) | ESCI7 100722 R&S 2025-08-18 | 2026-08-18

8 RF Amplifier (~1.3 GHz) | 8447D OPT 010 | 2944A07684 | HP — N/A

9 RF Amplifier (1~26.5 GHz) | 8449B 3008A02126 | HP 2026-03-04 | 2027-03-04

10 Horn Antenna (1~18 GHz) | 3115 00114105 | ETS 20260324 | 2027-03-24

1 Splitter (SMA) ZFSC-2-2500 §F61780032 Mini-Circuits ; N/A

12 DC POWER SUPPLY E3632A KR75305998 | H.P 2025-08-19 | 2026-08-19

13 DC Power Supply 6674A 3637A01657 | Agilent 2025-08-18 | 2026-08-18

14 Power Meter EPM-441A GB32481702 | HP 2026-03-05 | 2027-03-05

15 Power Sensor 8481A 3318A94972 | HP 2025-08-18 | 2026-08-18

16 Audio Analyzer 8903B 3729A18901 | HP 2025-08-18 -~ | 2026-08-18

17 Moduleation Analyzer 8901B 3749A05878 | HP 2025-08-19 | 2026-08-19

18 TEMP & HUMIDITY Chamber | YJ-500 LTAS06041 | JinYoung Tech 2026-03-04 | 2027-03-04

19 Constant Temp & Humidity | ¢; 543y SJ10051301 | sejong 2025-08-18 | 2026-08-18
Test Chamber

20 LISN KNW-407 8-1430-1 Kyoritsu 2025-08-19 | 2026-08-19
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