Antenna Specification

Specifications
Summaly
ITEM SPEC.
Model Name BWO02
2402 MHZ -1.1 dBi
Center Frequency 2441 MHzZ 0.3 dBi
2480 MHZ 0.8 dBi
MAX. GAIN 0.8 dBi
Polarization Horizontal
Azimuth Beam Omni-directional
Pattern
Impedance 50 Q
Antenna Length 1.7cm

Antenna Photo & Length (mm)

1.210.2
ge2.410,
10.7£0.
Test Address Room 703, No. 55 Ailong Road, Longgang District, Shenzhen City,
Guangdong Province, China
Test Date 2025-12-10
Test Instrument Agilent Network Analyzer-E5071C GTS Dark room
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Frequency(MHZ): 2402 Antenna Polarity: Horizontal
Maximum Value(dBi): -3.0
Average Gain(dBi) : -8.2

Minimum Gain(dBi): -29.1
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Frequency(MHZ): 2402 Antenna Polarity: Vertical
Maximum Value(dBi): 0.2
Average Gain(dBi) : -12.2

Minimum Gain(dBi): -23.4
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Frequency(MHZ): 2402 Antenna Polarity: Total
Maximum Value(dBi): -2.2
Average Gain(dBi) : -6.2

Minimum Gain(dBi): -14



