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1. Test Standards and description

1.1. Test Standards

The tests were performed according to following standards:
Regulation: Item | of Article 49-20 and the relevant Articles of the ordinance of Regulatory Radio Equipment.

Test Method: (1)the test method suppassed on is equal to Appendix No.43 of MIC Nofication No 88

1.2. Test description

Test Item Test Method Result
Appendix No.43 of MIC
Antenna Power Nofication No 88 section 6 Pass
Appendix No.43 of MIC
Frequency i Nofication No 88 section 3 Pass
: . Appendix No.43 of MIC
Interference prevention function Nofication No 88 section 12 Pass
. . Appendix No.43 of MIC
0,
99% Occupied bandwidth Nofication No 88 section 4 Pass
: o . Appendix No.43 of MIC
Spurious Emissions Intensity Nofication No 88 section 5 Pass
- . o Appendix No.43 of MIC
Limit of secondary radiated emissions Nofication No 88 section 7 Pass
. [ Appendix No.43 of MIC
Hopping Frequency Dwell Time Measurement Nofication No 88 section 13 N/A
Transmission Antenna Gain (EIRP antenna Appendix No.43 of MIC N/A
power) Nofication No 88 section 10
Transmission Radiation Angle Width (3db Appendix No.43 of MIC N/A
Beamwidth) Nofication No 88 section 11

N/A: means not applicable
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2. Summar
2.1. General Remarks
Date of receipt of test sample 2026-07-13
Testing commenced on 2026-07-13
Testing concluded on 2026-08-07
2.2. Product Description
Name of EUT Beatlight Band Ver.5
Trade Mark /
Model/Type reference BLB-05K, BLB-05, BLB-05K-TOP-SPOT
List Model BLB-05K
Hardware Version V1.0
Software Version V1.0
Power supply DC 3V by 1.5V*2 AAA batteries
2.3. Wireless Function Tested in this report
Bluetooth[BLE]
Modulation GFSK
Operation frequency 2402MHz~2480MHz
Channel number 40
Channel separation 2MHz
Antenna type PCB antenna
Antenna gain 0 dBi
Operation Frequency List:
Channel Frequency(MHz) Channel Frequency(MHz)
00 2402 20 2442
01 2404 21 2444
02 2406 22 2446
03 2408 23 2448
04 2410 24 2450
05 2412 25 2452
06 2414 26 2454
07 2416 27 2456
08 2418 28 2458
09 2420 29 2460
10 2422 30 2462
11 2424 31 2464
12 2426 32 2466
13 2428 33 2468
14 2430 34 2470
15 2432 35 2472
16 2434 36 2474
17 2436 37 2476
18 2438 38 2478
19 2440 39 2480
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Mode v2.4. at default power level) to control the EUT for staying in continuous transmitting and receiving

mode for testing.

2.5. Test Voltage

Voltage Fluctuation

Normal Voltage

High Voltage +10% of

Low Voltage -10% of

Test Normal Voltage Normal Voltage
Input To EUT DC 3.0V DC 3.3V DC 2.7V
Output To RF Module DC 3.3V DC 3.3V DC 3.3V
Voltage Variation (%) -- 0% 0%

Note:
Voltage Variation (%)

= (Output high or Low Voltage - Output Normal Voltage)/ Output Normal Voltage* 100

During the input supply voltage to the EUT from the external power source is varied by +/- 10%, if output
voltage had been confirmed that the fluctuation of power supply to the RF circuit of EUT (excluding power
source) is equal to or less than +/-1%. Exempt extremely high and low supply voltage condition test, EUT

only operated in normal voltage to test all regulations.
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2.6. EUT configuration

(1) The following peripheral devices and interface cables were connected during the measurement:
@ - supplied by the manufacturer
O - supplied by the lab

(2) Protective Structure

The exterior cover was sealed by Special screws, it can not be easily open.

The enclosure was sealed with strong adhesive glue, it can not be easily open.

All high-frequency section and modulation section was packaged in one IC, and shield by
metal shield, it can not be easily open.

The top and the boftom is connected with strong Buckles, it can not be easily open.

Others: The RF/modulation IC has 48 terminals with a 0.5 mm terminal pitch, which meets the
requirements of 10 or more terminals and 1.5 mm or less terminal pitch specified for the
structure of difficulty to open the casing.

X OOl

Terminal pitch: 0.5mm; Number of the terminals: 48

DA RRERRARRAR

2.7. Modifications

No modifications were implemented to meet testing criteria.

. | - g ¥ ¥ 1 - e
xoad:387, Dalan reet konghua S
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3. Test Environment

3.1. Address of the test laboratory

Shenzhen Tongzhou Testing Co.,Ltd
1st Floor, Building 1, Haomai High-tech Park, Huating Road 387, Dalang Street, Longhua, Shenzhen,
China

The sites are constructed in conformance with the requirements of ANSI C63.7, ANSI C63.4 (2014)
and CISPR Publication 22.

3.2. Statement of the measurement uncertainty

The data and results referenced in this document are true and accurate. The reader is cautioned that there
may be errors within the calibration limits of the equipment and facilities. The measurement uncertainty was
calculated for all measurements listed in this test report acc. to CISPR 16 - 4 ,Specification for radio
disturbance and immunity measuring apparatus and methods — Part 4: Uncertainty in EMC
Measurements® and is documented in the Shenzhen Tongzhou Testing Co.,Ltd quality system acc. to DIN
EN ISO/IEC 17025. Furthermore, component and process variability of devices similar to that tested may
result in additional deviation. The manufacturer has the sole responsibility of continued compliance of the
device.

Hereafter the best measurement capability for Shenzhen Tongzhou Testing Co.,Ltd is reported:

Test Items Measurement Uncertainty Notes
Frequency stability 25 Hz (1)
Transmitter power conducted 0.57 dB (1)
Transmitter power Radiated 2.20 dB (1)
Conducted spurious emission 9KHz-12.75 GHz 1.60 dB (1)
Radiated spurious emission 9KHz-12.75 GHz 2.20dB (1)
Conducted Emission 9KHz-30MHz 3.39dB (1)
Radiated Emission 30~1000MHz 4.24 dB (1)
Radiated Emissiom 1~18GHz 5.16 dB (1)
Radiated Emissiom 18-40GHz 5.54 dB (1)
Occupied Bandwidth | mmmemee- (1)
EmissionMask | s (1)
Modulation Characteristc | ememeee (1)
Transmitter Frequency Behavior | —ememeee (1)

(1) This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence
level using a coverage factor of k=1.96.
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3.3. Equipments Used during the Test
ltem Test Equipment Manufacturer Model No. Serial No. Latest Cal. Next Cal.
1 MXA Signal Keysight N9020A MY52091623 | 2025-12-31 | 2026-12-30
Analyzer
2 EMI Test R&S ESCI 100849/003 | 2025-12-31 | 2026-12-30
Receiver
3 DC power supply Chroma RXN-305D 62012PD02811 | 2025-12-31 | 2026-12-30
4 Power Meter Agilent NRVD 835843/014 2025-12-31 | 2026-12-30
Wideband Radio
5 Communication R&S CMW500 101855 2025-12-31 | 2026-12-30
Tester
6 Oscilloscope Tektronix TDS2024C C044925 2025-12-31 | 2026-12-30
7 Horn Antenna schwarzbeck 5182%3 01989 2025-10-18 | 2028-10-17
8 Controller MF MF7802 N/A N/A N/A
9 Horn Antenna ETS 3117 00218874 2025-10-18 | 2028-10-17
10 Signal Generator Keysight N5182A MY4620709 2025-12-31 | 2026-12-30
Full Name of calibration company: Guangzhou Lisai Metrology & Test co. ,Ltd.
Calibration by the calibration agencies listed in the table correspond to paragraph 4 (ii) (c) of Article 24-2 in
the Radio Law.
[la) Calibration conducted by the National Institute of Information and Communications Technology (NICT) or a
designated calibration agency under Article 102-18-1 of the Radio Act
] (b) Calibration conducted based on the regulations of Article 135 or 144 of the Measurement Act
X (c) Calibration conducted in foreign countries, which is equivalent to calibration conducted by the NICT or a
designated calibration agency under Article 102-18-1 of the Radio Act
[] (d) Calibration, etc. conducted by using measuring instruments and other facilities listed at the bottom of appended
table 3 of the Radio Act, which is to have been calibrated as described in (a) through (c) above




/

4. Test conditions and Results

Report No.: TZ0191260701TRF02
Page 10 of 43

4.1. Antenna Power
TEST CONFIGURATION

EUT

Power
Meter

TEST PROCEDURE

1. EUT have transmitted continuous maximum power..
2. Frequency hopping system or combined systems of direct spread and frequency hopping
i. Connect the high frequency Power Meter or Spectrum Analyzer to the output of the attenuator and
measure the total power (without bandwidth limitation)
ii. Divide the total power by the spread bandwidth to find the “average” power per MHz.
The average power per MHz is equal to the power meter value dBm + cable loss dB.
iii. Set the antenna power as follows:
- Continuous waves: value in ii.

LIMIT

Item

Limits

Antenna Power Density

= 3mW/MHz (FH form 2400~2483.5MHz)
= 10mW/MHz (OFDM,DS from 2400~2483.5MHz)
= 10mW (Other from 2400~2483.5MHz)

Antenna Power Error

=<20% (Base on manufacturer declare antenna power density)
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TEST RESULTS
Antenna Power
Test Condition | Test Mode | Antenna (Il\:/lrl?lcz]) I(:;e;:ql)t l?niw;t (&:]r\r;\'/t) Verdict
2402 -6.22 0.2388 <10 PASS
BLE_1M Ant1 2440 -5.50 0.2818 <10 PASS
NTNV 2480 -5.37 0.2904 <10 PASS
2402 -8.21 0.1510 <10 PASS
BLE_2M Ant1 2440 -6.83 0.2075 <10 PASS
2480 -6.99 0.2000 <10 PASS
Tolerance
Test Test Antenna Freq Power RatedPower Result Limit Verdict
Condition Mode (MHz) (mW) (mW) (%) (%)
2402 0.2388 10 -97.61 <20 PASS
BLE_1M Ant1 2440 0.2818 10 -97.18 <20 PASS
NTNV 2480 0.2904 10 -97.10 <20 PASS
2402 0.1510 10 -98.49 <20 PASS
BLE_2M Ant1 2440 0.2075 10 -97.93 <20 PASS
2480 0.2000 10 -98.00 <20 PASS
EIRP
Test Condition | Test Mode | Antenna (:\:Arf'g) I(?de;:ql)t (IcEjII;nI:) (Iagnr:) Verdict
2402 -6.22 -6.22 <12.14 PASS
BLE_1M Ant1 2440 -5.50 -5.50 <12.14 PASS
NTNV 2480 -5.37 -5.37 <12.14 PASS
2402 -8.21 -8.21 <12.14 PASS
BLE_2M Ant1 2440 -6.83 -6.83 <12.14 PASS
2480 -6.99 -6.99 <12.14 PASS
Remark:

1, The item was tested at 25°C and 55% humidity condition;
2, Result = the power meter value + cable loss
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4.2. Frequency Error

TEST CONFIGURATION

SPECTRUM
EUT ANALYZER

TEST PROCEDURE

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the block
diagram as TEST CONFIGURATION shows.
EUT Condition: non-modulation

Spectrum Condition:

Frequency: test frequency

Span:1MHz

Rbw:10KHz

Vbw:10KHz

Sweep time:Auto

Dectector mode: Positive peak

Indication mode: max hold

LIMIT

Tolerance of frequency shall be 50 ppm.

TEST RESULTS
Test Test Freq CenterFreq Result Limit :
Condion | Mode | Antenna Lo i [MHz] [opm] ppm] | Verdict
2402 2401.996 -1.66528 150 PASS
NTNV Cw Ant1 2440 2439.996 -1.63934 150 PASS
2480 2479.995 -2.01613 +50 PASS

Note: 1. The test results including the cable lose.
2. The item was tested at 25 C and 55% humidity condition;
3.All condition has been testd, list the worst case in this item

Test plot as follows:
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NTNV CW Ant1 2402

B o
Center Freq 2.402000000 GHz .
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Ref Offset 9.02 dB
Ref 30.00 dBm

e

“‘r‘-“"‘“{‘ ;;v\_m

#VBW 10 kHz

#Avg
Avg|Hold: 100100

Frequency
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STATUS

Agilent Spectrum Analyzer - Swept SA
3 - o

NTNV_CW_Ant1_2440

Center Freq 2440000000 GHz _
'PHO: Wide —>— 11ig: Free Run
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Frequency
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-4.406 dBm
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Sweep 12.07 ms (1001 pts)

Jusc

STATUS

Agilent Spectrum Analyzer - Swept SA
RL (5 D C

NTNV_CW_Ant1_2480

03:47:51 A4

Center Freq 2.480000000 GHz :
PHO: Wide —»— 17ig:Free Run
#Atten: 40 dB

Ref Offset9.23 dB
Ref 30.00 dBm

axn Y
b g

#VBW 10 kHz

#Avg Typ
AvglHold: 1001100

Frequency

Mkr1 2.479 995 GHz
-4.274 dBm

h"’lﬁ.. W

UV

Span 1.000 MHZ
Sweep 12.07 ms (1001 pts)

STATUS
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4.3. Interference Prevention Function

The device consists of the Antenna and transimtter module.Component transmitter module also can use the
protocol function to protect interference come from outside.

TEST EQUIPMENT

CMW500

TEST SOFTWARE

N/A

TEST PROCEDURE

1. Open the Bluetooth Signaling application on the CMW500.
2. Scan for EUT, and read the MAC address.

TEST RESULTS

The unit does meet the requirements.

MAC Address:65:F5:EA:4F:2F:9E




/ Report No.: TZ0191260701TRF02
Page 15 of 43

4.4. Occupied Bandwidth (99%)

TEST CONFIGURATION

SPECTRUM
ANALYZER

EUT

TEST PROCEDURE

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the block
diagram as TEST CONFIGURATION shows.

EUT Condition: modulation

Spectrum Condition:

Frequency: Center frequency in the band to be used
Span:4MHz

RBW:30KHz

VBW:30KHz

Sweep time:Auto

Dectector mode: Positive peak

Indication mode: max hold

LIMIT

Permissible value for occupied bandwidth using the FH system, a hybrid system combining DS and FH
systems, or a hybrid system combining FH and OFDM systems shall be 83.5 MHz or less, while necessary
bandwidth (minimum occupied bandwidth sufficient to ensure information transmission of required quality at
a required transmission rate for the system used under specified conditions for a given emission type) using
a system other than any of the above shall be 26 MHz or less.

TEST RESULTS

Freq Result Limit

Test Condition Test Mode Antenna (MHz) [MHZ] [MHz] Verdict
2402 1.065 <26 PASS
BLE_1M Ant1 2440 1.067 <26 PASS
2480 1.066 <26 PASS
NTNV 2402 2.061 <26 PASS
BLE _2M Ant1 2440 2.092 <26 PASS
2480 2.077 <26 PASS

Note: 1. The test results including the cable lose.
2. The item was tested at 25 C and 55% humidity condition;
3.All condition has been testd, list the worst case in this item

Test plot as follows:
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NTNV BLE 1M _Ant1 2402

Agilent Spectrum Analyzer - Occupied BW.

RL 50 0 AC
Center Freq 2.402000000 GHz

#IFGain:Low

Ref Offset9.02 dB
Ref 30.00 dBm

Occupied Bandwidth

03:41,00FM i 31, 2026

WO Trig: Fres Run

#Atten: 40 dE

#VBW 30 kHz

Total Power

1.0653 MHz

Transmit Freq Error
x dB Bandwidth

MG

2.919 kHz
641.7 kHz x dB

OBW Power

Radio Std: None

Avg|HnId 100100

Radio Device: BTS

Mkr1 1996 GHz
-8.1794 dBm

Span 4 MHz

0.86 dBm

99.00 %
-6.00dB

STATUS

Frequency

NTNV_BLE_1M_Ant1 2440

Center Ffeq2 44[}000000 GHz

#IFGain:Low

Ref Offset 9.22 dB
Ref 30.00 dBm

| ST

Center 2.44 GHz |

Occupied Bandwidth
1.0669 MHz

Transmit Freq Error 265 Hz

x dB Bandwidth

usc

03:42:44FM 131, 2026

Centel 4: 2.440000000 GHz
w». Trig:Free Run

#Atten: 40 dB

#/BW 30kHz

Total Power

OBW Power

649.2 kHz xdB

Radio Std: None

Avg|Held: 1001100

Radio Device: BTS

Mkr1 2.44 GHz
-7.1849 dBm

Span 4 MHz
Sweep 5.4 ms

1.83 dBm

STATUS

Frequency

Agilent Spectrum Analyzer - Occupied BW
RL S50 & o AC

Ref Offset9.23 dB
_Ref 30.00 dBm

Center 248 GHz

Occupied Bandwidth
1.0659 MHz
2.708 kHz
649.1kHz  xdB

Transmit Freq Error
x dB Bandwidth

MG

NTNV_BLE_1M_Ant1_2480

03:43:45FM 1 31, 2026

0 GH:z
‘Avg|Hold: 100100

#VBW 30 kHz

Total Power

OBW Power

Radio Std: None

Radio Device: BTS

Mkr1 2.48 GHz
-7.0848 dBm

2.02dBm

STATUS

Frequency

NTNV_BLE_2M_Ant1_2402
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Occupied Bandwidth
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03:48:42FM 1 31, 2026

42000000 GHz
‘Avg|Hold: 100100
#Atten: 40 dB

#VBW 30 kHz

Total Power 0

2.0614 MHz

Transmit Freq Error
x dB Bandwidth

MsG

20.419 kHz
415.7 kHz

OBW Power
x dB

STATUS

Radio Std: None Frequency

Radio Device: BTS

4 GHz
-8.6610 dBm

Span 4 MHz
Sweep 5.4 ms|

.38 dBm

99.00 %
-6.00 dB

NTNV_BLE 2M_Ant1_2440

Ref Offset 9.22 dB
Ref 30.00 dBm

o,

Center 2.44 GHz
#Res BW 30 kHz

Occupied Bandwidth

03:40:40PM i 31, 2026

440000000 GHz

Avg|Hold: 1001100

Mkr1 2.

#VBW 30 kHz

Total Power

2.0915 MHz

Transmit Freq Error
x dB Bandwidth
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OBW Power
xdB

STATUS

1.05 dBm

Radie Std: Nene Frequency

Radio Device: BTS

004 GHz
-7.6155 dBm

Center Freq

Span 4 MHz

99.00 %
-6.00 dB

NTNV_BLE_2M_Ant1_2480

Agilent Spectrum Analyzer - Occupied BW.
RL FF ¢ AC

Center Freq 2.480000000 GHz

==
#IFGain:Low

Ref Offset9.23 dB
Ref 30.00 dBm

Center 248 GHz
Res BW 30 kHz

Occupied Bandwidth

03:51;33PM 131, 2026

480000000 GHz

n Avg|Hold: 100100

#Atten: 40 dB

#VBW 30 kHz

Total Power

2.0769 MHz

Transmit Freq Error
x dB Bandwidth

MsG

22.137 kHz
416.6 kHz

OBW Power
x dB

Radio Std: None Frequency

Radio Device: BTS

Span 4 MHz

1.44 dBm

99.00 %
-6.00 dB

STATUS
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4.5. Spurious emission intensity

TEST CONFIGURATION

SPECTRUM
ANALYZER

EUT

TEST PROCEDURE

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the block
diagram as TEST CONFIGURATION shows.

EUT Condition: modulation

Spectrum Condition:

Frequency: 30MHz-13GHz

RBW: 1MHz (30MHz-1GHz), 1MHz(1GHz-13GHz)

VBW: 1MHz (30MHz-1GHz), 1MHz(1GHz-13GHz)

Sweep time:Auto

Dectector mode: Positive peak

Indication mode: max hold

LIMIT

Permissible mean power of spurious emission of each frequency supplied to a feeder, that is, mean power of
spurious emission in the 1 MHz bandwidth at frequency f other than frequency band used shall be as follows:
a. 2,387 MHz < f < 2,400 MHz and 2,483.5 MHz < f < 2,496.5 MHz 25 yW/MHz(-16dBm/MHZz) or less

b. 2,387 MHz > f and 2,496.5 MHz < f 2.5 yW/MHz (-26dBm/MHz) or less
TEST RESULTS
Te§t. Test Antenn Freq Freq.Range Freq. [cqulgfnl;:\t/l L[Ic;gt E Wfl\l/tl [b\'/r\;}:/l Verdi
Condition Mode a (MHz) [MHZz] [MHZz] Hz] n|j|/z|\]/l Hz] Hz] ct
30~2387 | 227445 | 47.39 | =26 | ®01% | <05 | Pass
2387-2400 | 239960 | 3580 | =16 | 9220 | <25 | pass
2402 2483'.55“2496 2488.66 | -39.94 | =16 0'1813 <25 | PASS
2496":’;1300 4804.76 | -39.32 | <26 0'1; 691 w5 | Pass
30~2387 | 198101 | 4785 | <26 | °01% | <25 | Pass
BE1 | o | e 2387-2400 | 2304.81 | 4058 | <16 | %970 | <25 | pass
NTNV M 2483'_5;2496 249457 | -39.92 | <16 0'1g18 <25 | PASS
2496.5-1300 | 488030 | 3078 | <26 | 010°% | <25 | pass
30~2387 | 195079 | 47.40 | <26 | °00%% | <25 | Pass
2387-2400 | 239572 | 4015 | <16 | 009 | <5 | pass
2490 2483.5724% | 248395 | 3838 | <16 | 011 | <25 | pass
2496.551300 | 406022 | 4029 | <26 | O09% | <25 | pass
BLEZ | antt | 2402 | 30-2387 | 197276 | -48.12 | <26 | PO | <25
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2387~2400 | 2399.98 | -26.92 | <16 2'05’23 <25 | PASS
2483.5724% | 249069 | 3970 | =16 | *07 | <25 | PAsS
249651300 | 4g0571 | 404 | <26 | 0009 | 25 | pass
30~2387 | 1936.52 | -4855 | <-26 0'0g39 <25 | PASS
2387-2400 | 239934 | 4034 | =16 | ¥0%* | <5 | pass
2440 2483.24%6 | 248625 | 40.18 | <16 | 009 | <25 | pass
2496.5-1500 | 455030 | 3876 | <26 | %'3%0 | <25 | Pass
30~2387 | 197305 | 4594 | <26 | %% | <25 | pAsS
2387~2400 | 2396.10 | -40.10 | =16 0'02977 <25 | PASS
2480 2483.5-24%6 | 249582 | 39.87 | =16 | 00| <25 | pass
2490551300 | 496179 | 4067 | <26 | %07 | <25 | Pass

Note: 1.The product was tested at 25 C and 55% humidity condition;
2.All condition has been testd,list the worst case in this item

3. SA set to from 2.4965GHz to 13GHz, plot shows from 2.497GHz to 13GHz as of SA’s default
format
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NTNV BLE 1M _Ant1 2402 30~2387
)giLmSpe(\'nmlyzwr s

i RL RF AC 5
Center Freq 1.208500000 GHz #Avg Type: RMS
AvglHold: 3030

PHO: Fast —»— 1rig:Free Run
IFGain:low  #Atten: 20 dB

Ref 10.00 dBm

Start 30 MHz “Stop 2.387 GHz
H#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 3.200 ms (8001 pts);

Juss STATUS'

Frequency

Mkr1 2.274 45 GHz
-47.386 dBm|

Center Freq
1.208500000 GH:

StartFreq
30.000000 MH;

Stop Freq
2.387000000 GH:

CF Step

_ NTNV_BLE_1M_Ant1_2402_2387~2400

Agilent Spectrum Analyzer - Swept SA
b RL G T A
Center Freq 2.393500000 GHz X
PNO: Fast —»~ Trig:Free Run
IFGain:Low #Atten: 30 dB

RMS
Avg|Held: 30/30

Mkr1 2.399 5954 G

Ref 20.00 dBm -35.798 dBm

Frequency

Start 2.387000 GHz Stop 2.400000 GHZi
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.067 ms (8001 pts)

Jusc STATUS.

NTNV_BLE_1M_Ant1_2402_2483.5~2496.5

Agilent Spectrum Analyzer - Swept SA

i RL RF 50 AC

Center Freq 2.490000000 GHz
PH
Il

#hug Type: RMS
e Fost » Trig:Free Run AvglHold: 30530
inlow  BAtten: 30 dB

Mkr1 2.488 657 8 G

3 Ref 20.00 dBm -39.937 dBm

mwwwwwwmw»mmwm

Start 2.483500 GHz Stop 2.496500 GHz,
H#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.067 ms (8001 pts)

Frequency

Center Freq
2.480000000 GH:

StartFreq
2483500000 GH:

o

Stop Freq
2496500000 GH

Juss STATUS

NTNV_BLE_1M_Ant1_2402_2496.5~13000
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B e

RL R 50 ¢ AC 0
Center Freq 7.748250000 GHz Frequency

Aot > Trig:Free Run AvglHold: 3030
IFGain:Low #Atten: 20 dB
Mkr1 4.804 8 GH
-39.318 dBm

Center Freq
7748250000 GH:

Ref 10.00 dBm

StartFreq
2.486500000 GH:

Stop Freq
13.000000000 GH;

CFStep
1.060350000 GH:
Auto M

Start 2.497 GHz Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 1.0 MH Sweep 18.67 ms (20000 pts

MSG STATUS

NTNV BLE 1M Ant1 2440 30~2387

Agilent Spectrum Analyzer - Swept SA
RL Q C

50

Center Freq 1‘20000 7 Frequency

#Avg Type: is ; =
PNO: Fast —— 1rig:Free Run Avg|Hold: 3030
IFGain:Low #Atten: 20 dB
i Wkr1 1.981 01 G
-47.845 dBm|

|
Ref 10.00 dBm

Center Freq

Start 30 MHz Stop 2.387 GHz
es BW 1.0 MHz #VBW 1.0 MHz Sweep 3.200 ms (8001 pts)

Jusc starus

NTNV_BLE_1M_Ant1_2440_2387~2400

Frequency

#Avg Typ -7 isii : -
=~ Trig:Free Run Avg|Hold: 3030
#atten: 30 dB
Mkr1 2.394 806 § GH
-40.578 dBm

RL RF 508 AC O
Center Freq 2.393500000 GHz
PHO: F:

Ref 20.00 dBm

(ARTPYIRIVS S VAN SPARVEHPRRAN HRATIR TY RSN |V PPN

Start 2.387000 GHz Stop 2.400000 GHz,
#VBW 1.0 MHz Sweep 1.067 ms (8001 pts)

MSG STATUS

NTNV_BLE_1M_Ant1_2440 2483.5~2496.5
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B e
L T

Center Freq 2‘49000 z Frequency

'PNO: Fast —»~ Trig:Free Run Avg|Hold: 3030
IFGain:Low #Atten: 30 dB
Mkr1 2.484 5711 G IO
Ref 20.00 dBm -39.921 dBm

Start 2.483500 GHz Stop 2.496500 GHzl
#Res BW 1.0 MHz g i Sweep 1.067 ms (8001 pts)

MSG STATUS

NTNV_ BLE 1M _Ant1 2440 2496.5~13000

Agilent Spectrum Analyzer - Swept SA
RL Q C

50

Center Freq 7‘74500 7 Frequency

#Avg Type: is )
PNO: Fast —— 1rig:Free Run Avg|Hold: 3030
IFGain:Low #Atten: 20 dB
Mkr14.8804 G il
Ref 10.00 dBm -39.779 dBm

Center Freq
d 1.050350000 GH:;

{

|

{

Auto M

| Freq Offsel
0H;

Start 2.497 GHz Stop 13.000 GHz
es BW 1.0 MHz #VBW 1.0 MHz Sweep 18.67 ms (20000 pts

Jusc starus

NTNV_BLE_1M_Ant1 2480 30~2387

[ RF 50¢ AL | (O
Center Freq 1.208500000 GHz Frequency
PH

Fhvg Type: RMS ]
SR T rig:Free Run AvglHold: 3080
#htten: 20 dB
Mkr1 1.959 79 GH
Ref 10.00 dBm ) -47.403 dBm|

Stop 2.387 GHz
#VBW 1.0 MHz Sweep 3.200 ms (8001 pts)

MSG STATUS

NTNV_BLE_1M_Ant1_2480_2387~2400
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ﬁgl—'[uﬂSpedhmAlnlym-Swe;tSA
RL RF 50 ¢ AC O
Center Freq 2.393500000 GHz

Frequency

Aot > Trig:Free Run AvglHold: 3030
IFGain:Low #Atten: 30 dB
Mkr1 2.395 719 8 GH
-40.146 dBm

Ref 20.00 dBm

Start 2.387000 GHz Stop 2.400000 GHzl
#Res BW 1.0 MHz g i Sweep 1.067 ms (8001 pts)

MSG STATUS

Page 23 of 43

NTNV_BLE 1M _Ant1 2480 2483.5~2496.5

Agilent Spectrum Analyzer - Swept SA
RL Q C

50

Center Freq 2.490000000 GHz #Avg Type: RMS Frequency
PNO: Fast —— 1rig:Free Run Avg|Hold: 3030
IFGain:Low _ #Atten: 30 dB

Mkr1 2.483 945 3 G
Ref 20.00 dBm -38.379 dBm

Center Freq

.1

Start 2.483500 GHz Stop 2.496500 GHZ]
#VBW 1.0 MHz Sweep 1.067 ms (8001 pts)

Jusc starus

NTNV_BLE_1M_Ant1_2480_2496.5~13000

Agilent Spectrum Analyzer - Swept SA

[ RF o AC | (O

Center Freq 7.748250000 GHz Frequency
PH

#hug Typ e . 2
SR T rig:Free Run AvglHold: 3080
IFGain:Low #Atten: 20 dB
Mkr1 4.960 2 GH
-40.294 dBm

Ref 10.00 dBm

Center Freq
7748250000 GH:

StartFreq
2.486500000 GH:

Stop Freq
13.000000000 GH;

CFStep
1.060350000 GH:
Auto M

Start 2.497 GHz Stop 13.000 GHz
es BW 1.0 MHz #VBW 1.0 MHz Sweep 18.67 ms (20000 pts

MSG STATUS

NTNV_BLE_2M_Ant1_2402_30~2387
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B e

RL RF 50 ¢ AC O
Center Freq 1.208500000 GHz i
Pt fast —»~ Trig:Free Run Avg|Hold: 30730
IFGain:Low #Atten: 20 dB

Ref 10.00 dBm

Center Freq
1:208500000 GH:

StartFreq
30.000000 MH;

Stop Freq
2.387000000 GH:

CFStep
235700000 MH:
Auto M

Start 30 MHz Stop 2.387 GHz
#Res BW 1.0 MHz #VBW 1.0 MH Sweep 3.200 ms (8001 pts)

MSG STATUS

NTNV BLE 2M Ant1 2402 2387~2400

Agilent Spectrum Analyzer - Swept SA
RL Q C

50

Center Freq 239000 7 Frequency

#Avg Type: is )
PNO: Fast —— 1rig:Free Run Avg|Hold: 3030
IFGain:Low #Atten: 30 dB
Mkr1 2.389 975 6 G ST
Ref 20.00 dBm -26.915 dBm

Center Freq

Start 2.387000 GHz Stop 2.400000 GHZ]
#VBW 1.0 MHz Sweep 1.067 ms (8001 pts)

Jusc starus

NTNV BLE 2M Ant1 2402 2483.5~2496.5
[ :
Center Freq 2.430000000 z Frequency

Fhvg Type: RMS ]
SR T rig:Free Run AvglHold: 3080
IFGain:Low #Atten: 30 dB
Mkr1 2.490 690 6 GH
Ref 20.00 dBm ) -39.698 dBm|

Center Freq
2.490000000 GH:

StartFreq
2483500000 GH:

Stop Freq
2496500000 GH

CF Step

‘1
P A o s b o

Freq Offsel
0Hg

Start 2.483500 GHz Stop 2.496500 GHz,
es BW 1.0 MHz #VBW 1.0 MHz Sweep 1.067 ms (8001 pts)

MSG STATUS

NTNV_BLE_2M_Ant1_2402_2496.5~13000
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B e

RL R 50 ¢ AC 0
Center Freq 7.748250000 GHz Frequency

'PNO: Fast —»~ Trig:Free Run Avg|Hold: 3030
IFGain:Low #Atten: 20 dB
Mkr1 4.803 7 G SIS
Ref 10.00 dBm -40.456 dBm|

Center Freq
7748250000 GH:

StartFreq
2.486500000 GH:

Stop Freq
13.000000000 GH;

CFStep
1.060350000 GH:
Auto M

Start 2.497 GHz Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 1.0 MH Sweep 18.67 ms (20000 pts

MSG STATUS

NTNV BLE 2M Ant1 2440 30~2387

Agilent Spectrum Analyzer - Swept SA
RL Q C

50

Center Freq 1‘20000 7 Frequency

#Avg Type: is ; =
PNO: Fast —— 1rig:Free Run Avg|Hold: 3030
IFGain:Low #Atten: 20 dB
i Wkr1 1.936 52 G
-48.548 dBm|

|
Ref 10.00 dBm

Center Freq

Start 30 MHz Stop 2.387 GHz
es BW 1.0 MHz #VBW 1.0 MHz Sweep 3.200 ms (8001 pts)

B =

NTNV BLE 2M Ant1 2440 2387~2400
[ :
Center Freq 2.393500000 z Frequency

#hug Typ RS = .
Fast —+= Trig:Free Run AvglHold: 3030
IFGain:Low #Atten: 30 dB
Mkr1 2.399 3370 G
-40.342 dBm

Ref 20.00 dBm

Center Freq
2.393500000 GH:

StartFreq
2.387000000 GH:

Stop Freq
2.400000000 GH

CF Step

I A o M~

Freq Offsel
0Hg

Start 2.387000 GHz Stop 2.400000 GHz,
es BW 1.0 MHz #VBW 1.0 MHz Sweep 1.067 ms (8001 pts)

MSG STATUS

NTNV_BLE_2M_Ant1_2440 2483.5~2496.5




Report No.: TZ0191260701TRF02

Page 26 of 43

B e
L T

Center Freq 2‘49000 z Frequency

Aot > Trig:Free Run AvglHold: 3030
IFGain:Low #Atten: 30 dB
Mkr12.486 2511 G
-40.178 dBm

Ref 20.00 dBm

Start 2.483500 GHz Stop 2.496500 GHzl
#Res BW 1.0 MHz g i Sweep 1.067 ms (8001 pts)

MSG STATUS

NTNV_ BLE 2M Ant1 2440 2496.5~13000

Agilent Spectrum Analyzer - Swept SA
RL Q C

50

Center Freq 7.748250000 GHz Fhug Type: RMS Frequency
PNO: Fast —— 1rig:Free Run Avg|Hold: 3030
IFGain:Low #Atten: 20 dB
| Mkr1 4.880 4 G G
Ref 10.00 dBm -38.756 dBm

Center Freq

.1

1.050350000 GH:;
Auto M

| Freq Offsel
0H;

Start 2.497 GHz Stop 13.000 GHz
es BW 1.0 MHz #VBW 1.0 MHz Sweep 18.67 ms (20000 pts

Jusc starus

NTNV_BLE_2M_Ant1_2480_30~2387 _

Agilent Spectrum Analyzer - Swept SA
RL FF ¢ AC

Center Freq 1.208500000 GHz Frequency
PHI

#Avg Typ -7 isii = 2
Fast —+— 1rig:Free Run Avg|Hold: 3030
IFGainiLow _ #Atten: 20 dB
Mkr1 1.973 05 GH
-45.935 dBm

Ref 10.00 dBm

Center Freq
1208500000 GH:

StartFreq
30.000000 MH;

Stop Freq
2.387000000 GH

CFStep
235700000 MH:
Auto M

Start 30 MHz Stop 2.387 GHz
es BW 1.0 MHz #VBW 1.0 MHz Sweep 3.200 ms (8001 pts)

MSG STATUS

NTNV_BLE_2M_Ant1_2480_2387~2400




B e
L T

Center Freq 2‘39000 z i
Pt fast —»- Trig:Free Run Avg|Hold: 30730
IFGain:Low #Atten: 30 dB

Mkr1 2.396 101 6 GHz
Ref 20.00 dBm -40.103 dBm

Start 2.387000 GHz Stop 2.400000 GHzl
#Res BW 1.0 MHz g i Sweep 1.067 ms (8001 pts)

MSG STATUS

Report No.: TZ0191260701TRF02

Frequency

Auto Tung
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NTNV_BLE 2M _Ant1 2480 2483.5~2496.5

50

Agilent Spectrum Analyzer - Swept SA
RL Q C

Center Freq 249000 4 #Avg Type: RMS
PNO: Fast —— 1rig:Free Run Avg|Hold: 3030
IFGain:Low _ #Atten: 30 dB
Mkr1 2.495 815 9 GHZ]
Ref 20.00 dBm -39.869 dBm

Start 2.483500 GHz Stop 2.496500 GHZ]
#VBW 1.0 MHz Sweep 1.067 ms (8001 pts)

Frequency

Auto Tung

Center Freq

Jusc starus

NTNV_BLE_2M_Ant1_2480_2496.5~13000

Agilent Spectrum Analyzer - Swept SA
fil RF o AC | (O
Center Freq 7.748250000 GHz X #Avg Type: RMS
'PHO: Fast —— 17ig: Free Run Avg|Hold: 30/30

IFGain:Low _ #Atten: 20 dB

Mkr1 4.961 8 GHz
) Ref 10.00 dE_m N -40.672 dBm

Start 2.497 GHz Stop 13.000 GHz
es BW 1.0 MHz #VBW 1.0 MHz Sweep 18.67 ms (20000 pts

MSG STATUS

Frequency

Auto Tung

Center Freq
7748250000 GH:

StartFreq
2.486500000 GH:

Stop Freq
13.000000000 GH;

CFStep
1.060350000 GH:
Auto M
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4.6. Limit of secondary radiated emissions

TEST CONFIGURATION

SPECTRUM
ANALYZER

EUT

TEST PROCEDURE

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the block
diagram as TEST CONFIGURATION shows.

EUT Condition: modulation

Spectrum Condition:

Frequency: 30MHz-13GHz

RBW:100KHz(30MHz-1GHz), 1MHz(1GHz-13GHz)

VBW:100KHz(30MHz-1GHz), 1MHz(1GHz-13GHz)

Sweep time:Auto

Dectector mode: Positive peak

Indication mode: max hold

LIMIT

The limit on secondary emissions radiated from the receiving equipment within which the function of other
radio equipment will not be impaired shall be, in terms of the power of a dummy antenna circuit that has the
same electrical constant as the receiving antenna, 4 nW or less at a frequency below 1 GHz and 20 nW or
less at a frequency of 1 GHz or higher as measured using the circuit

TEST RESULTS
Test Test T Freq Freq.Range Freq. Result Limit Result Limit | Verdic
Condition Mode _(MHz) [MHz] [MHZz] [dBm] [dBm] [nW] [nW] t

30~1000 | 784.78 | -72.54 | <54 0'05’57 <4 | PAss

2402
1000~13000 1714'6 6203 | <47 0'61266 <20 | PASS
30~1000 | 805.88 | -72.62 | <54 0'0547 <4 | pass

BLE 1M | Ant1 2440
1000~13000 12;’?4' 6323 | <47 0'4153 <20 | PASS
30~1000 | 89197 | -72.86 | <54 0'0651 "1 <4 | pass

2480
1000~13000 | 12337 | 339 | <a7 | 04981 | <0 | pass

57 4
NTNV 0.0515

30~1000 | 813.88 | -72.88 | <54 o <4 | pass

2402
1000~13000 123??1 | 6228 | <47 0'52 151 <0 | pass
30~1000 | 963.38 | -72.34 | <54 0'02’83 <4 | pass

BLE 2M | Ant1 2440
1000~13000 12;';37' 6334 | <47 0'4234 <20 | PASS
30~1000 | 79024 | -72.83 | <54 0'05’21 <4 | pAss

2480
1000~13000 12‘% 51 6314 | <47 0'4352 <20 | PASS

Note: 1.The product was tested at 25 C and 55% humidity condition;
2.All condition has been testd,list the worst case in this item

Test plot as follows:
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NTNV _BLE_1M_Ant1_2402_30~1000
—

i RL
Center Freq 515.0000

Hz
PHO:
IFGai

Ref 0.00 dBm

Start 30.0 MHz
es BW 100 kHz

fust - Trig:Free Run

nlow  #Atten: 10 dB

#VBW 100 kHz

#hug Type: RMS
AvglHold: 30530

Frequency

Mkr1 784.78 MHZ] Auto Tune

-72.544 dBm|

Center Freq
515.000000 MH:

StartFreq
30.000000 MH;

Stop Freq
1.000000000 GH:

CF Step
97.000000 MH3
Auto L

Stop 1.0000 GHz
Sweep 117.3 ms (8001 pts);

Juss

STATUS

Agilent Spectrum Analyzer
TN

Center Freq

7.000000000 GHz

Ref -20.00 dBm

Start 1.000 GHz
es BW 1.0 MHz

NTNV_BLE_1M_Ant1_2402_1000~13000

PNO: Fast —»~ Trig:Free Run
IFGain:High

#Atten: 0 dB

#VBW 1.0 MHz

#Avg Type: RMS
Avg|Held: 30/30

Frequency

Center Freq
7.000000000 GH3

Mkr11.7746 G
-62.030 dBm|

Stop 13.000 GHz,
Sweep 21.33 ms (20000 pts)

Jusc

STATUS

Agilent Spectrum Analyzer - Swept SA
Rl (5 Q o A

Center Freq 515.000000 MHz
PNO: Fast

IFGain:Low

Ref 0.00 dBm

Start 30.0 MHz
#Res BW 100 kHz

NTNV_BLE_1M_Ant1_2440_30~1000

Trig:Free Run
#Atten: 10 dE

#VBW 100 kHz

Frequency

Center Freq
515.000000 MH:

AvglHold: 30530

Mkr1
.621 dBm

StartFreq
30.000000 MH;

o

Stop Freq
1.000000000 GH:

CF Step
97.000000 MH3
Auto L

Freq Offsel
OH

Stop 1.0000 GHz
Sweep 117.3 ms (8001 pts)

Juss

STATUS

NTNV

BLE_1M_Ant1

2440 _1000~13000
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RL R 50 ¢ AC 0
Center Freq 7.000000000 GHz Frequency
PNO:

: Fast —»— 11ig: Free Run Avg|Hold: 3030
IFGai h #Atten: 0 dB
Mkr1 12,384 4 G
-63.228 dBm|

Center Freq
7.000000000 GH:

Ref -20.00 dBm

StartFreq
1.000000000 GH:

Stop Freq
13.000000000 GH;

CFStep
1.200000000 GH:
Auto M

Start 1.000 GHz Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 1.0 MH Sweep 21.33 ms (20000 pts

MSG STATUS

NTNV BLE 1M Ant1 2480 30~1000

Agilent Spectrum Analyzer - Swept SA
RL Q C

50

Frequency

Center Freq 515.000000 MHz #Avg Type: RMS
PHO: Fast —>— 1rig:Free Run Avg|Hold: 30/30
IFGain:Low _ #Atten: 10 dB

[ N Mkr1 891,97 MHZJECRE
Ref 0.00 dBm -72.862 dBm

Center Freq

Start 30.0 MHz Stop 1.0000 GHz
es BW 100 kHz #VBW 100 kHz Sweep 117.3 ms (8001 pts)

B —r

NTNV BLE 1M Ant1 2480 1000~13000
[ :
Center Freq 7.000000000 z Frequency

#Avg Typ -7 isii . 2
= Trig:Free Run AvglHold: 30730
IFG: #atten: 0 dB
Mkr1 12.337 6 GH
-63.390 dBm

Ref -20.00 dBm

Center Freq
7.000000000 GH:

StartFreq
1.000000000 GH:;

Stop Freq
13.000000000 GH;

CFStep
1.200000000 GH:
Auto M

Start 1.000 GHz Stop 13.000 GHz
es BW 1.0 MHz #VBW 1.0 MHz Sweep 21.33 ms (20000 pts

MSG STATUS

NTNV_BLE_2M_Ant1_2402_30~1000
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RL R 50 ¢ AC 0
Center Freq 515.000000 MHz Frequency

ENO: Fost > Trig:Free Run
IFGain:Low #Atten: 10 dB
Mkr1 813.88 MH
-72.882 dBm

Center Freq
515000000 MH:

Ref 0.00 dBm

StartFreq
30.000000 MH;

Stop Freq
1.000000000 GH:

CFStep
97.000000 MH:
Auto M

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #/BW 100 Sweep 117.3 ms (8001 pts)

MSG STATUS

NTNV_BLE_2M_Ant1 2402 _1000~13000

Agilent Spectrum Analyzer - Swept SA
g RL Q C

50

Frequency

Center Freq TD(]I]U(] 4 #Avg Type: RMS
PNO: Fast —— 1rig:Free Run Avg|Hold: 3030
IFGain:High #Atten: 0 4B
Mkr1 12.381 4 GHzJJEaCEL
20.00 dBm -62.278 dBm

|
Ref -
Center Freq

Start 1.000 GHz Stop 13.000 GHz
es BW 1.0 MHz #VBW 1.0 MHz Sweep 21.33 ms (20000 pts

B —r
NTNV BLE 2M Ant1 2440 30~1000

[ :

Center Freq 515.000000 P Frequency

#hug Typ RS } .
Fast —+= Trig:Free Run AvglHold: 3030
IFGain:Low #Atten: 10 dB
Mkr1 963.38 MH
-72.339 dBm

Ref 0.00 dBm

Center Freq
515.000000 MH:

StartFreq
30.000000 MH;

Stop Freq
1.000000000 GH:

CF Step

Start 30.0 MHz Stop 1.0000 GHz
es BW 100 kHz #VBW 100 kHz Sweep 117.3 ms (8001 pts)

MSG STATUS

NTNV_BLE_2M_Ant1_2440_ 1000~13000
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RL R 50 ¢ AC 0
Center Freq 7.000000000 GHz X Frequency
o Fast 7 Trig:Free Run AvglHold: 3030
IFGal h #Atten: 0 dB

Mkr1 12.467 8 GHZ SIS
Ref -20.00 dBm -63.341 dBm|

Center Freq
7.000000000 GH:

StartFreq
1.000000000 GH:

Stop Freq
13.000000000 GH;

CFStep
1.200000000 GH:
Auto M

Start 1.000 GHz Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 1.0 MH Sweep 21.33 ms (20000 pts

MSG STATUS

NTNV BLE 2M Ant1 2480 30~1000

Agilent Spectrum Analyzer - Swept SA
RL Q C

50

Frequency

Center Freq 515.00 Mz #Avg Type: RMS
PNO: Fast —— 1rig:Free Run Avg|Hold: 3030

IFGain:Low #Atten: 10 dB
Mkr1 790.24 MHZ{EEE LR

I )
Ref 0.00 dBm -72.829 dBm

Center Freq

Start 30.0 MHz Stop 1.0000 GHz
es BW 100 kHz #VBW 100 kHz Sweep 117.3 ms (8001 pts)

Jusc starus

NTNV_BLE_2M_Ant1 2480 1000~13000
ﬁgitu!lSpednmlyzu ) ™~
Center Freq TD(]IJ()(] GHz s PN iA“HTI::-:iom':

i T aaten 08 S

A )\ Mkr1 12.975 4 GHZ] AR
ARl 2000dBm. . .., -63.143 dBm

Frequency

Center Freq
7.000000000 GH:

StartFreq
1.000000000 GH:;

Stop Freq
13.000000000 GH;

CFStep
1.200000000 GH:
Auto M

Start 1.000 GHz Stop 13.000 GHz
es BW 1.0 MHz #VBW 1.0 MHz Sweep 21.33 ms (20000 pts

MSG STATUS
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4.7. Transmission Antenna Gain (EIRP antenna power) Measurement

TEST CONFIGURATION

For EUT radiation measurement

Measuring Antenna

__f__| EUT -?' r _;;_:I.ﬁm

1.5m 1= 3m

o0
Spectrum Anahlyzer
For standard antenna measurement
Standard Antenna Meosuring Antenna
i
+ £ ppb
i

1
1.5m 1 3m

G Spectrum Analyzer

TEST PROCEDURE

1. Set EUT ad measuring antenna at the same height and roughly facing each other.

2. Move the measuring antenna height up and down within £ 50cm of EUT height and
swing it to find the maximum output of the measuring antenna. The output level at
the spectrum analyzer is read sa “E".

3. Remove the EUT from the turn table and put the replacing antenna facing to
measuring antenna at same height. Set the standard signal generator (SSG) at
same frequency and transmit on then receive the signal

4. Swing the replacing antenna give a maximum receiving level.

5. Move the measuring antenna height up and down within £ 50cm of replacing
antenna height and swing it to find the maximum receiving level.

6. Set SSG output power at Pt to give the equivalent output level of “E” or caluate
Pt with SSG output which gives the nearest of “E” and difference (+ 1dB). Record
the Pt.

7. Calculate EIRP by the formula below EIRP = Gt — L + Pt.

Gt: gain of replacing antenna (dBi)




/

L: feeder loss between SSG and replacing antenna
Pt: Output power of the SSG
8. If the antenna for the EUT has circular polarization, sum of V-field and H-field
will be result if measuring antenna is linear polarization.

LIMIT
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Modulation system

Frequency band used

Antenna power

EIRP (max.)

DS, OFDM

FH, DS-FH FH-OFDM

Other than the above

(max.) Omnidirectional case| Directional case
2,400 - 2,483.5 MHz 10 mW/MHz 12.14 dBm/MHz 22.14 dBm/MHz
2,400 - 2,483.5 MHz 3 mW/MHz 6.91 dBm/MHz 16.91 dBm/MHz
Excluding 2,427 -
2.470.75 MHz 10 mW/MHz 12.14 dBm/MHz 22.14 dBm/MHz
2,400 - 2,483.5 MHz 10 mW 12.14 dBm 22.14 dBm

Note: it is not applicable when Antenna gain do not exceed 2.14 dBi.

TEST RESULTS

N/A

AS:

XAntenna gain do not exceed than 2.14 dBi
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4.8. Transmission Radiation Angle Width (3db Beamwidth) Measurement

TEST CONFIGURATION

Measuring Antenna

Spectrum Analyzer

TEST PROCEDURE

1. Set EUT and measuring antenna at the same height and roughly facing each other.

2. Set spectrum analyzer with condition in section 4.8 and tune reference level to
observe receving signal position.

3. Rotate directions of the EUT horizontally and ertically to find the maximum
receiving power.

4. Move the measuring antenna height up and down within + 50cm of EUT height and
swing it to find the maximum output of measuring antenna. The output level at the
spectrum analyzer is read as “E”

5. Caluate permitted radiation angle in horizontal and vertical using EIRP
measured in another test method.

6. Calculate 3dB antenna beam width by the formula below 360/A (If A<1; then A=1).
A = { EIRP Power [mW]/ 16.36 for DS, OFDM} = { EIRP Power [dBm] / 12.14 for DS, OFDM} or
A ={ EIRP Power [mW]/ 4.9 for FH}={ EIRP Power [dBm]/ 6.91 for FH}

LIMIT
Item Upper Limits
360/A (If A<1; then A=1)
3dB antenna beam width A = {EIRP [mW]/ 16.36 for DS, OFDM} or
A = {EIRP [mW] /4.9 for FH}

Note: it is not applicable when Antenna gain do not exceed 2.14 dBi or EIRP do not exceed the
omnidirectional EIRP upper limit..

TEST RESULTS

N/A

AS:
X Antenna gain do not exceed than 2.14 dBi
[] EIRP do not exceed the omnidirectional EIRP upper limit
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5. Test Setup Photos of the EUT
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6. External and Internal Photos of the EUT
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External Photo 3

External Photo 4
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External Photo 5

External Photo 6
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Internal Photos

Internal Photo 2
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Internal Photo 4
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Internal Photo 6
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