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Summary of Test Result

Report Ref Std. Result
Test Items Remark
Clause Clause (PASS/FAIL)
LP0002
3.1 6dB Bandwidth Pass -
3.10.1.6(2)(A)
3.1 - 99% Bandwidth Pass -
LP0002
3.2 Peak Output Power Pass -
3.10.1.2(1)(C)
LP0002
3.3 Power Spectral Density Pass -
3.10.1.6(2)(B)
LP0002 Conducted Band Edges and
3.4 Pass -
3.10.15 Spurious Emission
a5 LP0002 Radiated Band Edges and Pass Under limit
3.10.15 Spurious Emission 3.28 dB at 61.050 MHz
LP0002 Under limit
3.6 Receiver Radiated Emission Pass
211 3.42 dB at 37.560 MHz
LP0002 Under limit
3.7 AC Conducted Emissi P
23 onducied Emission ass 15.60 dB at 0.287 MHz
LP0002
2.2
3.8 Antenna Requirement Pass -
3.10.1.3
3.10.1.4
Reviewed by: Joseph Lin
Report Producer: Polly Tsai
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1 General Description

1.1 Product Feature of Equipment Under Test

Product Feature

EUT supports Radios application

Equipment Touch Computer
Brand Name Zebra
Model Name TC520K

NFC

WLAN 11a/b/g/n HT20/HT40
WLAN 11lac VHT20/VHT40/VHTS80
Bluetooth BR/EDR/LE

HW Version DV

SW Version 91-09-14.00-ON-U00-STD
FW Version 91-09-14.00-ON-U00-STD
MFD 20-JUL-18

EUT Stage Engineering Sample

Remark: The above EUT's information was declared by manufacturer.

Specification of Accessories

Adapter Brand Name Zebra Part Number PWR-WUA5V12WO0US
Battery 1 Brand Name Zebra Part Number BT-000314-50

Battery 2 Brand Name Zebra Part Number BT-000314-01

USB cable Brand Name Zebra Part Number CBL-TC51-USB1-01
Headset Jumper 1 Brand Name Zebra Part Number CBL-TC51-HDST25-01
Headset Jumper 2 Brand Name Zebra Part Number CBL-TC51-HDST35-01
2.5mm Earphone Brand Name Zebra Part Number HDST-25MM-PTVP-01
3.5mm Earphone Brand Name Zebra Part Number HDST-35MM-PTVP-01
Exoskeleton Brand Name Zebra Part Number SG-TC51-EX01-01
Trigger Handle Brand Name Zebra Part Number TRG-TC51-SNP1-01
Soft Holster Brand Name Zebra Part Number SG-TC51-HLSTR1-01
Hand strap Brand Name Zebra Part Number SG-TC51-BHDSTP1-03
USB-C Adapter Brand Name Zebra Part Number ADPTR-TC56-USBC-01
USB Type C cable Brand Name Zebra Part Number N/A

1.2 Product Specification of EQuipment Under Test

Standards-related Product Specification

Tx/Rx Frequency Range

2402 MHz ~ 2480 MHz

Number of Channels

40

Carrier Frequency of Each Channel

40 Channel(37 hopping + 3 advertising channel)

Maximum Output Power to Antenna

3.17 dBm (0.0021 W) for 1Mbps
3.32 dBm (0.0021 W) for 2Mbps

99% Occupied Bandwidth

1.030MHz for 1Mbps
2.044MHz for 2Mbps

Antenna Type / Gain

PIFA Antenna type with gain 2.8 dBi

Type of Modulation

Bluetooth LE : GFSK

TEL : 886-3-327-3456
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SPORTON LAB.

1.3 Modification of EUT

No modifications are made to the EUT during all test items.

1.4 Testing Location

Sporton Lab is accredited to ISO 17025 by Taiwan Accreditation Foundation (TAF code : 1190) and the
FCC designation No. TW1190 and TWO0007 under the FCC 2.948(e) by Mutual Recognition Agreement

(MRA) in FCC Test.
Test Site SPORTON INTERNATIONAL INC.

No.52, Huaya 1st Rd., Guishan Dist.,
Taoyuan City, Taiwan (R.O.C.)

TEL: +886-3-327-3456

FAX: +886-3-328-4978

Test Site Location

Sporton Site No.
THO5-HY COO05-HY

Test Site No.

Note: The test site complies with ANSI C63.4 2014 requirement.

Test Site SPORTON INTERNATIONAL INC.

No0.58, Aly. 75, Ln. 564, Wenhua 3rd, Rd., Guishan Dist.,
Taoyuan City, Taiwan (R.O.C.)

TEL: +886-3-327-0868

FAX: +886-3-327-0855

Test Site Location

Sporton Site No.
03CH12-HY

Test Site No.

Note: The test site complies with ANSI C63.4 2014 requirement.

1.5 Applicable Standards

According to the specifications of the manufacturer, the EUT must comply with the requirements of the
following standards:

’ NCC LP0002 (2018-01-10)

U FCC KDB Publication No. 558074 D01 DTS Meas. Guidance v04

¢ ANSI C63.10-2013

Remark: All test items were verified and recorded according to the standards and without any deviation

during the test.
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2 Test Configuration of Equipment Under Test

2.1 Carrier Frequency Channel

Frequency Band Channel ('I:\;quZ) Channel ('I:\;quz)
0 2402 21 2444
1 2404 22 2446
2 2406 23 2448
3 2408 24 2450
4 2410 25 2452
5 2412 26 2454
6 2414 27 2456
7 2416 28 2458
8 2418 29 2460
9 2420 30 2462
2400-2483.5 MHz 10 2422 31 2464
11 2424 32 2466
12 2426 33 2468
13 2428 34 2470
14 2430 35 2472
15 2432 36 2474
16 2434 37 2476
17 2436 38 2478
18 2438 39 2480
19 2440 - -
20 2442 - -
TEL : 886-3-327-3456 Page Number 1 7 0f 52
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2.2 Test Mode

Bluetooth — LE 1Mbps RF Average Output Power
Data Rate / Modulation
Channel | Frequency
GFSK
1Mbps
Ch00 2402MHz 2.38 dBm
Ch19 2440MHz 2.12 dBm
Ch39 2480MHz 1.15 dBm
Bluetooth — LE 1Mbps RF Peak Output Power
Data Rate / Modulation
Channel | Frequency
GFSK
1Mbps
Ch00 2402MHz 3.17 dBm
Ch19 2440MHz 2.90 dBm
Ch39 2480MHz 2.14 dBm
Bluetooth — LE 2Mbps RF Average Output Power
Data Rate / Modulation
Channel | Frequency
GFSK
1Mbps
Ch00 2402MHz 2.33 dBm
Ch19 2440MHz 2.11 dBm
Ch39 2480MHz 1.12 dBm
Bluetooth — LE 2Mbps RF Peak Output Power
Data Rate / Modulation
Channel | Frequency
GFSK
1Mbps
Ch00 2402MHz 3.32 dBm
Ch19 2440MHz 3.09 dBm
Ch39 2480MHz 2.30 dBm

Report No. : TR853105B
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a. The EUT has been associated with peripherals and configuration operated in a manner tended to
maximize its emission characteristics in a typical application. Frequency range investigated:
conduction emission (150 kHz to 30 MHz), radiation emission (9 kHz to the 10th harmonic of the
highest fundamental frequency or to 40 GHz, whichever is lower). For radiated measurement,
pre-scanned in three orthogonal panels, X, Y, Z. The worst cases (X plane) were recorded in this

report.

b. AC power line Conducted Emission was tested under maximum output power.

The following summary table is showing all test modes to demonstrate in compliance with the standard.

Summary table of Test Cases
Data Rate / Modulation
Test Item
Bluetooth — LE / GFSK
Mode 1: Bluetooth Tx CHOO_2402 MHz_1Mbps
Mode 2: Bluetooth Tx CH19 2440 MHz_1Mbps
Conducted | Mode 3: Bluetooth Tx CH39_ 2480 MHz_1Mbps
TCs Mode 4: Bluetooth Tx CHO0_2402 MHz_2Mbps
Mode 5: Bluetooth Tx CH19 2440 MHz_2Mbps
Mode 6: Bluetooth Tx CH39 2480 MHz_2Mbps
Mode 1: Bluetooth Tx CHOO_2402 MHz_1Mbps
Mode 2: Bluetooth Tx CH19 2440 MHz_1Mbps
Radiated Mode 3: Bluetooth Tx CH39 2480 MHz_1Mbps
TCs Mode 4: Bluetooth Tx CHOO_2402 MHz_2Mbps
Mode 5: Bluetooth Tx CH19 2440 MHz_2Mbps
Mode 6: Bluetooth Tx CH39 2480 MHz_2Mbps
AC Mode 1:WLAN (2.4GHz) Link + Bluetooth Link + Rugged Charge/USB Cable +
Scanner + without Exoskeleton + Battery 1 + Adapter (SAWA-65-20005A
Conducted (5V/2.5A)) + Headset Jumper (CBL-TC51-HDST25-01)+ Earphone
Emission (HDST-ZSMM-PTVP-O].)
Receiver Mode 1 :Bluetooth Idle + WLAN Idle + Rugged Charge/USB Cable +
Radiated Battery 1 + Earphone (HDST-25MM-PTVP-01) + Adapter (SAWA-65-20005A
(5V/2.5A)) + Headset Jumper (CBL-TC51-HDST25-01) + without
Emission Exoskeleton
Remark: For Radiated Test Cases, the tests were performed with Rugged Charge/USB Cable, Battery
1, Earphone (HDST-25MM-PTVP-01), Adapter (SAWA-65-20005A (5V/2.5A)), Headset
Jumper (CBL-TC51-HDST25-01), and without Exoskeleton.
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2.3 Connection Diagram of Test System

<Radiated Emission Mode>

120V aciB0Hz
EUT
(Adapter)
EUT
(Rugged Charge/lUSB Cable)
EUT
_ (Headset Jumper)
EUT
EUT
(Earphone)
<Receiver Radiated Emission Mode>
120WacB0Hz
EUT
EUT {Adapter)

{Rugged Charge/USB Cable)

el

EUT
|:| EUT (Headset Jumper)

Bluetooth

Eamphone

EUT
(Earphone)
WWLAN AP
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<AC Conducted Emission Mode>

120vac/E0Hz
EUT
EUT i
Adapt
(Rugged Charge/USB Cable) ( Eplﬂfr
| EUT
EUT
———-[(Headset Jumper}
Bluetooth [ ]
Eamhone  Barcode
WLAN &P
EUT
(Earphone) MNotebook

2.4 Support Unit used in test configuration and system

Item |Equipment Trade Name [Model Name|FCC ID Data Cable Power Cord
1. |WLANAP ASUS RT-AC66U |MSQ-RTAC66U [N/A Unshielded, 1.8 m
o, |Bluetooth Sony Ericsson |MW600 PY7DDA-2029  [N/A N/A
Earphone
3, |Bluetooth SONY SBH20 N/A N/A N/A
Earphone
_ FCC DoC/ AC I/P:
Latitude Unshielded, 1.2 m
4. [Notebook DELL £6320 Contains FCC ID: |N/A DC O/P:
QDS-BRCM1054 Shielded, 1.8 m
5. |SD Card SanDisk MicroSD HC |FCC DoC N/A N/A
TEL : 886-3-327-3456 Page Number 1 11 of 52
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SPORTON LAB.

2.5

2.6

EUT Operation Test Setup

The RF test items, utility “QRCT” was installed in Notebook which was programmed in order to make
the EUT get into the engineering modes to provide channel selection, power level, data rate and the
application type and for continuous transmitting signals.

Measurement Results Explanation Example

For all conducted test items:

The offset level is set in the spectrum analyzer to compensate the RF cable loss and attenuator factor
between EUT conducted output port and spectrum analyzer. With the offset compensation, the

spectrum analyzer reading level is exactly the EUT RF output level.

Example :
The spectrum analyzer offset is derived from RF cable loss and attenuator factor.
Offset = RF cable loss + attenuator factor.

Following shows an offset computation example with cable loss 4.2 dB and 10dB attenuator.

Offset(dB) = RF cable loss(dB) + attenuator factor(dB).
=4.2+10=14.2 (dB)

TEL : 886-3-327-3456 Page Number 1 12 of 52
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3 Test Result
3.1 6dB and 99% Bandwidth Measurement
3.1.1 Limit of 6dB and 99% Bandwidth

The minimum 6 dB bandwidth shall be at least 500 kHz.

3.1.2 Measuring Instruments

The measuring equipment is listed in the section 4 of this test report.

3.1.3 Test Procedures

1. The testing follows FCC KDB Publication No. 558074 D01 DTS Meas. Guidance v04.

2. The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator. The
path loss was compensated to the results for each measurement.

3.  Setto the maximum power setting and enable the EUT transmit continuously.

4. Make the measurement with the spectrum analyzer's resolution bandwidth (RBW) = 100 kHz.
Set the Video bandwidth (VBW) = 300 kHz. In order to make an accurate measurement. The 6
dB bandwidth must be greater than 500 kHz.

5. For 99% Bandwidth Measurement, the spectrum analyzer's resolution bandwidth (RBW) is set
30kHz and set the Video bandwidth (VBW) = 100kHz.

6. Measure and record the results in the test report.

3.1.4 Test Setup

Spectrum Analyzer EUT
TEL : 886-3-327-3456 Page Number 1 13 of 52
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3.1.5 Test Result of 6dB Bandwidth

6dB BW
Data 6dB BW o .
Mod. NTX | CH. Freq. (MHz) Limit Pass/Fail
Rate (MHz)
(MHz)
BLE 1Mbps 1 0 2402 0.668 0.50 Pass
BLE 1Mbps 1 19 2440 0.672 0.50 Pass
BLE 1Mbps 1 39 2480 0.668 0.50 Pass
BLE 2Mbps 1 0 2402 1.144 0.50 Pass
BLE 2Mbps 1 19 2440 1.144 0.50 Pass
BLE 2Mbps 1 39 2480 1.144 0.50 Pass
<1Mbps>
6 dB Bandwidth Plot on Channel 00
B e
m
o acf ] \"\
- // \\
5 A
] / \
Date: 12.AUG.2018 17:47:36
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6 dB Bandwidth Plot on Channel 19

«RBW 100 kHz belta 2
«VBW 300 kHz

Ref 20 dBm ~Att 20 dB SWT 5 ms 672.00000
20 offpet 254 ae Mark
—ala1 apm
B Py - |
m Pl 1 3| dBm, ——
S 4 \‘\ -
-1 / \\
-4
-5
=
-80
Center 2.44 GHz 200 kHz/ Span 2 MHz
Date: 12.AUG.2018 17:52:20
6 dB Bandwidth Plot on Channel 39
® «RBW 100 kHz belta 2 y
LvBW 300 ki
Ref 20 apm cace 20 as SWr 5 ms 668.000000000 ki
20 Offpet 254 ae Mark
o 47 o |
m p1 O 4] dBm,
e . v
po 5. aE//‘ N
. i
-2 / \\
-4
-5
=
-80
Center 2.48 GHz 200 kHz/ Span 2 MHz
Date: 12.AUG.2018 17:55:32
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<2Mbps>
6 dB Bandwidth Plot on Channel 00

«RBW 100 kHz belta 2
«VBW 300 kHz

Ref 20 dBm «Att 20 dB SWT 5 ms 1.14400

20 Offfet 25|44 aB Marker|[ 1 [T1 |

R - B N N s

-80

Center 2.402 GHz 400 kHz/ Span 4 MHz

Date: 12.AUG.2018 18:05:01

6 dB Bandwidth Plot on Channel 19

«RBW 100 kHz belta 2 [T1 1
«VBW 300 kHz ).11 dB

Ref 20 dBm «Att 20 dB SWT 5 ms 1.144000000 MHz

20 Offfet 254 dB Mok

B az |
m D1 1.54| dBm,
e wr
N A RN v NN

-80

Center 2.44 GHz 400 kHz/ Span 4 MHz

Date: 12.AUG.2018 18:02:18
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6 dB Bandwidth Plot on Channel 39

«RBW 100 kHz belta 2 [T1 1
«VBW 300 kHz .23 dB

Ref 20 dBm ~Att 20 dB SWT 5 ms 1.144000000 1H z
20 Offfet 2514 dB Marker 1 [ri I
- 1Bm
5 47 az |
== p1 0.52] dBm
‘\ VL
pz -l5.48 aepn ¥ o
. N
-
. b\'\\
|- f \
/ YL |-
o S
-5
=
-
-80
Center 2.48 GHz 400 kHz/ Span 4 MHz

Date: 12.AUG.2018 17:59:53
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3.1.6 Test Result of 99% Occupied Bandwidth

Data 99% Occupied BW i
Mod. NTX | CH. Freq. (MHz) Pass/Fail
Rate (MHz)
BLE 1Mbps 1 0 2402 1.030 Pass
BLE 1Mbps 1 19 2440 1.024 Pass
BLE 1Mbps 1 39 2480 1.030 Pass
BLE 2Mbps 1 0 2402 2.040 Pass
BLE 2Mbps 1 19 2440 2.036 Pass
BLE 2Mbps 1 39 2480 2.044 Pass
<1Mbps>
99% Bandwidth Plot on Channel 00
) p 1| [T \ s
m i LVL
P T
. /] .
C«N\,\ / \ f\(\/\ sp=

-80

Center 2.402 GHz 200 kHz/ Span 2 MHz

Date: 12.AUG.2018 17:50:26
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99% Occupied Bandwidth Plot on Channel 19

«RBW 30 kHz Marker 1 [Tl 1]
«VBW 100 kHz -1.16 dBm

Ref 20 dBm «Att 20 dB SWT 5 ms >.439

20 Offfet 25|44 aB oBw 1|0

T VL
-1 W!\

had

-80

Center 2.44 GHz 200 kHz/ Span 2 MHz

Date: 12.AUG.2018 17:54:35

99% Occupied Bandwidth Plot on Channel 39

«RBW 30 kHz Marker 1 [Tl 1]
«VBW 100 kHz -2.21 dBm

Ref 20 dBm «Att 20 dB SWT 5 ms

20 Offket 25f4a aB

-80

Center 2.48 GHz 200 kHz/ Span 2 MHz

Date: 12.AUG.2018 17:58:29
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<2Mbps>
99% Bandwidth Plot on Channel 00

«RBW 30 kHz Marker
«VBW 100 kHz

Ref 20 dBm «Att 20 dB SWT 5 ms

20 Offket 25f4a aB

remp 1

A A .
) ‘qu TE ¥ NEE .
YAJ “‘[ m"mvx

-80

Center 2.402 GHz 400 kHz/ Span 4 MHz

Date: 12.AUG.2018 18:07:07

99% Occupied Bandwidth Plot on Channel 19

«RBW 30 kHz Marker 1 [Tl 1]
«VBW 100 kHz 2.34 dBm

Ref 20 dBm «Att 20 dB SWT 5 ms

20 Offket 25f4a aB

remp 1

wﬁhf ‘ W

-80

Center 2.44 GHz 400 kHz/ Span 4 MHz

Date: 12.AUG.2018 18:04:02
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99% Occupied Bandwidth Plot on Channel 39

«RBW 30 kHz Marker 1 [Tl ]
«VBW 100 kHz 5.33

Ref 20 dBm «Att 20 dB SWT 5 ms

20 Offket 25f4a aB

remp 1

VL

O P T s

-80

Center 2.48 GHz 400 kHz/ Span 4 MHz

Date: 12.AUG.2018 18:01:37

Note : The occupied channel bandwidth is maintained within the band of operation for all of the modulations.
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3.2 Output Power Measurement

3.2.1 Limit of Output Power

For systems using digital modulation in the 2400-2483.5MHz, the limit for peak output power is
30dBm. If transmitting antenna of directional gain greater than 6dBi is used, the peak output power
from the intentional radiator shall be reduced below the above stated value by the amount in dB that
the directional gain of the antenna exceeds 6 dBi. In case of point-to-point operation, the limit has to

be reduced by 1dB for every 3dB that the directional gain of the antenna exceeds 6dBi.

3.2.2 Measuring Instruments

The measuring equipment is listed in the section 4 of this test report.

3.2.3 Test Procedures

1. The testing follows the Measurement Procedure of FCC KDB No. 558074 DTS D01 Meas.
Guidance v04 section 9.1.3 PKPM1 Peak power meter method.

2. The RF output of EUT was connected to the power meter by RF cable and attenuator. The path
loss was compensated to the results for each measurement.

3.  Setto the maximum power setting and enable the EUT transmit continuously.

4. Measure the conducted output power and record the results in the test report.

3.2.4 Test Setup

Power Meter EUT
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3.2.5 Test Result of Peak Output Power

Peak Conducted EIRP EIRP
Data Freqg. | Conducted Power DG Power Pass
Mod. NTX| CH. Power
Rate (MHz) Power Limit (dBi) Limit [Fail
(dBm)
(dBm) (dBm) (dBm)
BLE |1Mbps| 1 0 2402 3.17 30.00 2.80 5.97 36.00 Pass
BLE |1Mbps| 1 19 2440 2.90 30.00 2.80 5.70 36.00 Pass
BLE |1Mbps| 1 39 2480 2.14 30.00 2.80 4.94 36.00 Pass
BLE |2Mbps| 1 0 2402 3.32 30.00 2.80 6.12 36.00 Pass
BLE |2Mbps| 1 19 2440 3.09 30.00 2.80 5.89 36.00 Pass
BLE |2Mbps| 1 39 2480 2.30 30.00 2.80 5.10 36.00 Pass
3.2.6 Test Result of Average Output Power (Reporting Only)
Average
Duty
Data Freq. Conducted
Mod. NTX| CH. Factor
Rate (MH2z) Power
(dB)
(dBm)
BLE |1Mbps| 1 0 2402 2.05 2.38
BLE |1Mbps| 1 19 2440 2.05 2.12
BLE |1Mbps| 1 39 2480 2.05 1.15
BLE |2Mbps| 1 0 2402 4.84 2.33
BLE |2Mbps| 1 19 2440 4.84 211
BLE |2Mbps| 1 39 2480 4.84 1.12
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3.3 Power Spectral Density Measurement

3.3.1 Limit of Power Spectral Density

The peak power spectral density shall not be greater than 8dBm in any 3kHz band at any time interval

of continuous transmission.

3.3.2 Measuring Instruments

The measuring equipment is listed in the section 4 of this test report.

3.3.3 Test Procedures

1.

The testing follows Measurement Procedure 10.2 Method PKPSD of FCC KDB Publication No.
558074 D01 DTS Meas. Guidance v04

The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator. The
path loss was compensated to the results for each measurement.

Set to the maximum power setting and enable the EUT transmit continuously.

Make the measurement with the spectrum analyzer's resolution bandwidth (RBW) = 3 kHz.
Video bandwidth VBW = 10 kHz In order to make an accurate measurement, set the span to 1.5
times DTS Channel Bandwidth. (6dB BW)

Detector = peak, Sweep time = auto couple, Trace mode = max hold, Allow trace to fully
stabilize. Use the peak marker function to determine the maximum power level.

Measure and record the results in the test report.

The Measured power density (dBm)/ 100kHz is a reference level and used as 20dBc down limit

line for Conducted Band Edges and Conducted Spurious Emission.

3.3.4 Test Setup

(=l o
Spectrum Analyzer EUT
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3.3.5 Test Result of Power Spectral Density

Peak PSD
Peak PSD | Peak PSD
Data Freq. DG Limit )
Mod. NTX| CH. (dBm (dBm ) Pass/Fail
Rate (MHz) (dBi) (dBm
/100kHz) /3kHz)
/3kHz)
BLE |1Mbps| 1 0 2402 1.82 -12.89 2.80 8.00 Pass
BLE |1Mbps| 1 19 2440 1.57 -13.07 2.80 8.00 Pass
BLE |1Mbps| 1 39 2480 0.56 -14.16 2.80 8.00 Pass
BLE |2Mbps| 1 0 2402 1.82 -16.39 2.80 8.00 Pass
BLE |2Mbps| 1 19 2440 1.55 -16.64 2.80 8.00 Pass
BLE |2Mbps| 1 39 2480 0.52 -17.78 2.80 8.00 Pass
3.3.6 Test Result of Power Spectral Density Plots (100kHz)
<1Mbps>
PSD 100kHz Plot on Channel 00
1 “
== |, L —f _ .
/'/
,’n/./ \
Date: 12.AUG.2018 17:48:22
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PSD 100kHz Plot on Channel 19

«RBW 100 kHz Marker [T1 ]
«VBW 300 kHz .57 dBm

Ref 20 dBm ~Att 20 dB SWT 5 ms 2.440003024 GHz
20 Offfket 2514 4ae
Lo [ A ]
== |, . R, —
’/_/, \\ -
—
-2
-2
3pE
-2
-5
=3
-7
-80
Center 2.44 GHz 100.8 kHz/ Span 1.008 MHz

Date: 12.AUG.2018 17:53:39

PSD 100kHz Plot on Channel 39

«RBW 100 kHz Marker [T1 ]
«VBW 300 kHz ).56 dBm

Ref 20 dBm Late 20 aB swr 5 ms 2.480008016 GHz
20 Offfet 2514 4ae
Lo [ A ]
== |,
e~ o
| \
[~
-2
-2
spe
-
-5
|-
|-
-80
Center 2.48 GHz 100.2 kHz/ Span 1.002 MHz
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<2Mbps>
PSD 100kHz Plot on Channel 00

«RBW 100 kHz Marker [T1 ]
«VBW 300 kHz .82 dBm

Ref 20 dBm «Att 20 dB SWT 5 ms 2.402008580 GHz

20 Offket 25|4 aB

Lo =

-80

Center 2.402 GHz 171.6 kHz/ Span 1.716 MHz

Date: 12.AUG.2018 18:05:44

PSD 100kHz Plot on Channel 19

«RBW 100 kHz Marker [T1 ]
«VBW 300 kHz .55 dBm

Ref 20 dBm «Att 20 dB SWT 5 ms 2.440006864 GHz

20 Offket 25|4 aB

Lo =

-80

Center 2.44 GHz 171.6 kHz/ Span 1.716 MHz

Date: 12.AUG.2018 18:02:56
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PSD 100kHz Plot on Channel 39

«RBW 100 kHz Marker [T1 ]
«VBW 300 kHz 0.52 dBm

Ref 20 dBm ~Att 20 dB SWT 5 ms 2.480006864 GHz
20 Offfket 2514 4ae
Lo [ A ]
=
== |,
v
/—y;J/—\h"—\“—_" . “"‘—_\\\\__
7;11‘_4 “\\~
-2
-2
3pe
-
-5
-6
-7
-80
Center 2.48 GHz 171.6 kHz/ Span 1.716 MHz

Date: 12.AUG.2018 18:00:27

3.3.7 Test Result of Power Spectral Density Plots (3kHz)

<1Mbps>
PSD 3kHz Plot on Channel 00

«RBW 3 kHz Marker T
«VBW 10 kHz

Ref 20 dBm ~Att 20 dB SWT 115 ms
20 Offfket 2514 4aB
B =

-80
Center 2.402 GHz 100.2 kHz/ Span 1.002 MHz
Date: 12.AUG.2018 17:47:54
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PSD 3kHz Plot on Channel 19

«RBW 3 kHz Marker [T1 ]
«VBW 10 kHz -13.07 deBm

Ref 20 dBm «Att 20 dB SWT 115 ms 2.439979840 GHz

20 Offket 25|4 aB

=
-

i

—=

-80

Center 2.44 GHz 100.8 kHz/ Span 1.008 MHz

Date: 12.AUG.2018 17:53:19

PSD 3kHz Plot on Channel 39

«RBW 3 kHz Marker [T1 ]
«VBW 10 kHz -14.16 dBm

Ref 20 dBm «Att 20 dB SWT 115 ms 2.479979960 GHz

20 Offket 25|4 aB

=
-

PR MW}WW{W

-80

Center 2.48 GHz 100.2 kHz/ Span 1.002 MHz
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<2Mbps>
PSD 3kHz Plot on Channel 00

«RBW 3 kHz Marker
«VBW 10 kHz

Ref 20 dBm «Att 20 dB SWT 195 ms 2.40198

20 Offket 25|4 aB

=
-

-80

Center 2.402 GHz 171.6 kHz/ Span 1.716 MHz

Date: 12.AUG.2018 18:05:25

PSD 3kHz Plot on Channel 19

«RBW 3 kHz Marker [T
«VBW 10 kHz

Ref 20 dBm «Att 20 dB SWT 195 ms

1Bm

20 Offfet 2514 4ae

=
-

-2

|

-5

-6

-7

-80

Center 2.44 GHz 171.6 kHz/ Span 1.716 MHz
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PSD 3kHz Plot on Channel 39
Lo =
== |, .
-2 i
i \[ ¥t ot
Center 2.48 GHz 171.6 kHz/ Span 1.716 MHz
Date: 12.AUG.2018 18:00:07
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3.4 Conducted Band Edges and Spurious Emission Measurement

3.4.1 Limit of Conducted Band Edges and Spurious Emission

All harmonics/spurious must be at least 20 dB down from the highest emission level within the

authorized band.

3.4.2 Measuring Instruments

The measuring equipment is listed in the section 4 of this test report.

3.4.3 Test Procedure

1. The testing follows FCC KDB Publication No. 558074 D01 DTS Meas. Guidance v04.

2. The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator. The
path loss was compensated to the results for each measurement.

3. Set to the maximum power setting and enable the EUT transmit continuously.

4. Set RBW = 100 kHz, VBW=300 kHz, Peak Detector. Unwanted Emissions measured in any 100
kHz bandwidth outside of the authorized frequency band shall be attenuated by at least 20 dB
relative to the maximum in-band peak PSD level in 100 kHz when maximum peak conducted
output power procedure is used. If the transmitter complies with the conducted power limits based
on the use of RMS averaging over a time interval, the attenuation required under this paragraph
shall be 30 dB instead of 20 dB.

5. Measure and record the results in the test report.

6. The RF fundamental frequency should be excluded against the limit line in the operating frequency
band.

3.4.4 Test Setup

le )

Spectrum Analyzer EUT
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3.4.5 Test Result of Conducted Band Edges Plots

<1Mbps>
Low Band Edge Plot on Channel 00

«RBW 100 kHz Marke: g
«VBW 300 kHz -44.¢

Ref 20 dBm «Att 20 dB SWT 40 ms

20 Offpet 25[4 aB

L [Ex]

p1 -18.i8 dBm

1

|--s0
|-70
P
-80
start 2.375 GHz 3 MHz/ Stop 2.405 GHz

Date: 12.AUG.2018 17:48:55

High Band Edge Plot on Channel 39

«RBW 100 kHz Marke: g
«VBW 300 kHz —44.22 dBm

Ref 20 dBm «Att 20 dB SWT 40 ms

20 Offpet 25)4 aB

44 dBm)

1

start 2.475 GHz 3 MHz/ Stop 2.505 GHz

Date: 12.AUG.2018 17:57:42
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<2Mbps>
Low Band Edge Plot on Channel 00

«RBW 100 kHz Marker [T1 ]
«VBW 300 kHz 3.53 dBm

Ref 20 dBm «Att 20 dB SWT 40 ms

20 Offfet 25]4 dm
Lo =
=3 |,
VL
| -10 t
p1 -18.i8 aBm &
= "
-2 ‘
3pE
-4
|-
-7
1
-80
Start 2.375 GHz 3 MHz/ Stop 2.405 GHz

Date: 12.AUG.2018 18:06:02

High Band Edge Plot on Channel 39

«RBW 100 kHz Marker [T
«VBW 300 kHz -43.88 dBm

Ref 20 dBm «Att 20 dB SWT 40 ms 2.484750000 GHz

20 Offket 25|4 aB

=

Start 2.475 GHz 3 MHz/ Stop 2.505 GHz

Date: 12.AUG.2018 18:00:46
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3.4.6 Test Result of Conducted Spurious Emission Plots

Conducted Spurious Emission Plot on Bluetooth LE 1Mbps
GFSK Channel 00

«RBW 100 kHz Marker 2 [T1 ]
«VBW 300 kHz 47.14 dem

Ref 20 dBm ~Att 10 dB SWT 300 ms

20 Offfet 254 dB Marker

fon (T VI Y S e P T ¢ ot ..Ir.l: TN T U T3
. N A e . el

Start 30 MHz 297 MHz/ stop 3 GHz

Date: 12.AUG.2018 17:49:32

Conducted Spurious Emission Plot on Bluetooth LE 1Mbps
GFSK Channel 00

«RBW 100 kHz Marker 2 [T1 ]
«VBW 300 kHz 38.67 dBm

Ref 20 dBm ~Att 10 dB SWT 2.3 s 20.308000000 GHz

20 Offfet 254 dB Marker [Tl

el mwww b

Start 2 GHz 2.3 GHz/ Stop 25 GHz

Date: 12.AUG.2018 17:49:49
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Conducted Spurious Emission Plot on Bluetooth LE 1Mbps
GFSK Channel 19

«RBW 100 kHz Marker 2 [T1 |
*VBW 300 kHz 47.69 dBm

Ref 20 dBm «Att 10 dB SWT 300 ms 612.120000000 MHz

20 Offfet 2514 dB Marker (NN |
> dBm
. poveaoloo oo |Ew
Ve
|10
b1 ~18.[a3 amr
>0
|30
3B
}--40
Lotk o ok e b b bl ietod FPH D T Jie Sk
Aol L s e Y S T S et S
|50
|-
-80
Start 30 MHz 297 MHz/ Stop 3 GHz

Date: 12.AUG.2018 17:54:02

Conducted Spurious Emission Plot on Bluetooth LE 1Mbps
GFSK Channel 19

«RBW 100 kHz Marker 2 [T1 |
«VBW 300 kHz 38.24 dBm

Ref 20 dBm «Att 10 dB SWT 2.3 s

20 Offfet 2514 dB Marker (NN |
B S
.
|40 A ol -
e e
o brad bl riisiég
Start 2 GHz 2.3 GHz/ Stop 25 GHz
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Conducted Spurious Emission Plot on Bluetooth LE 1Mbps
GFSK Channel 39

«RBW 100 kHz Marker 2 [T1 ]
«VBW 300 kHz -47.39 dBm

Ref 20 dBm «Att 10 dB SWT 300 ms 30.980000000 MHz

20 Offfet 25|44 aB Markex

-ol 8o aBm

|10 2l 483220000 cnz [N
o

vz
|10
i p1 —19.f44 dBm
|- 3

302
-
M. 1 I NS K g bttt i dedap i n;x.xn:M

s A ad A e} A L amad ) AT

-80

Start 30 MHz 297 MHz/ Stop 3 GHz

Date: 12.AUG.2018 17:57:57

Conducted Spurious Emission Plot on Bluetooth LE 1Mbps
GFSK Channel 39

«RBW 100 kHz Marker 2 [T1 ]
«VBW 300 kHz _37.53 dBm

20 Offfet 2514 4ae Marker
-

L3

X "
-6

-7

-80

Start 2 GHz 2.3 GHz/ Stop 25 GHz

Date: 12.AUG.2018 17:58:11
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Conducted Spurious Emission Plot on Bluetooth LE 2Mbps

GFSK Channel

&%

00

«RBW 100 kHz

Marker 2

«VBW 300 kHz 48.12 dBm
Ref 20 dBm «Att 10 dB SWT 300 ms 1.467480000 GHz
20 Offfet 25]4 dp Marker
-of 4 Brm
o 2l a06000boo cuz |IEN
= |,
Ve
|-10
p1 -18.i8 aBm
20
|30
3pE
|-
T ot AL i L5 & ol [LWY : P PP ra Y el e g
v TR AT S i . as
=
-7
-80
start 30 MHz 297 MHz/ Stop 3 GHz

Date: 12.AUG.2018

18:06:23

Conducted Spurious Emission Plot on Bluetooth LE 2Mbps

GFSK Channel

&%

Ref 20 dBm

00

«Att 10 dB

«RBW 100 kHz
«VBW 300 kHz

SWT 2.3 s

Marker 2

6 dBm

.826000000 GHz

R Y S
LvL
|, " 3DE
M N |
[l e gagg il d o g
=
-80
Start 2 GHz 2.3 GHz/ Stop 25 GHz
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Conducted Spurious Emission Plot on Bluetooth LE 2Mbps
GFSK Channel 19

«RBW 100 kHz Marker 2 [T
«VBW 300 kHz -48.08 dBm

Ref 20 dBm «Att 10 dB SWT 300 ms .562520000 GHz

20 Offket 25|4 aB

Marker

-3lz2 1Bm

. soboo o [N
.
wa
Lo
Pl —-18.45 dBm.
-2
-2
soe
SEIYURI NP ST IS YA ST A e e
e +

-80

Start 30 MHz

Date: 12.AUG.2018 18:03:16

Conducted Spurious Emission Plot on Bluetooth LE 2Mbps

GFSK Channel 19

&%

297 MHz/

Stop 3 GHz

«RBW 100 kHz Marker 2

«VBW 300 kHz

-36.85 dBm

20 Offfet 2514 4ae Marker
.
-
Pl -18.45 dBm,

12

=El

il er Ak

-6

-7

-80

Start 2 GHz

Date: 12.AUG.2018 18:03:44

2.3 GHz/

Stop 25 GHz
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Conducted Spurious Emission Plot on Bluetooth LE 2Mbps
GFSK Channel 39

«RBW 100 kHz Marker 2 [T1 ]
«VBW 300 kHz -47.95 dBm

Ref 20 dBm «Att 10 dB SWT 300 ms .812000000 GHz

20 Offfet 25|44 aB Markex

—sla 1Bm

Lo | agazz0boo cu|IEN
.

v
|-10
B p1 -19.Ja8 dem
-3

E
-4
M 1T 7 S S et St Wx PN TS .M

s & 2 S A

-80

Start 30 MHz 297 MHz/ Stop 3 GHz

Date: 12.AUG.2018 18:01:05

Conducted Spurious Emission Plot on Bluetooth LE 2Mbps
GFSK Channel 39

«RBW 100 kHz Marker 2 [T1 ]
«VBW 300 kHz -38.98 dBm

10 2. «c’))j)’;)j)”) \L\” [ & |
0 .
12
|, i 3DE
M
At s o sdropban )
Start 2 GHz 2.3 GHz/ Stop 25 GHz
Date: 12.AUG.2018 18:01:20
TEL : 886-3-327-3456 Page Number 1 40 of 52
FAX : 886-3-328-4978 Issued Date : Aug. 30, 2018

Report Template No.: BU5-TRLPO002BT Version 2.4 Report Version 101



samoncas. NCC RADIO TEST REPORT

Report No. : TR853105B

3.5 Radiated Band Edges and Spurious Emission Measurement

3.5.1 Limit of Radiated Band Edges and Spurious Emission

In any 100 kHz bandwidth outside the intentional radiator frequency band, all harmonics/spurious

must be at least 20 dB below the highest emission level within the authorized band. If the output

power of this device was measured by spectrum analyzer, the attenuation under this paragraph shall

be 30 dB instead of 20 dB. In addition, radiated emissions which fall in the restricted bands must also

comply with the NCC LP0002 section 2.8 limits as below.

Frequency Field Strength Measurement Distance
(MHz) (microvolts/meter) (meters)
0.009 — 0.490 2400/F(kHz) 300
0.490 — 1.705 24000/F(kHz) 30
1.705 - 30.0 30 30
30-88 100 3
88 — 216 150 3
216 - 960 200 3
Above 960 500 3
3.5.2 Measuring Instruments
The measuring equipment is listed in the section 4 of this test report.
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3.5.3 Test Procedures

1. The testing follows FCC KDB Publication No. 558074 D01 DTS Meas. Guidance v04.

2. The EUT was arranged to its worst case and then tune the antenna tower (from 1 m to 4 m) and
turntable (from O degree to 360 degrees) to find the maximum reading. A pre-amp and a high
pass filter are used for the test in order to get better signal level.

3. The EUT was placed on a turntable with 0.8 meter for frequency below 1GHz and 1.5 meter for
frequency above 1GHz respectively above ground.

4. The EUT was set 3 meters from the interference receiving antenna, which was mounted on the
top of a variable height antenna tower.

5. Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level

6. For testing below 1GHz, if the emission level of the EUT in peak mode was 3 dB lower than the
limit specified, then peak values of EUT will be reported, otherwise, the emissions will be
repeated one by one using the CISPR quasi-peak method and reported.

7. For testing above 1GHz, the emission level of the EUT in peak mode was 20dB lower than
average limit (that means the emission level in average mode also complies with the limit in
average mode), then peak values of EUT will be reported, otherwise, the emissions will be
measured in average mode again and reported.

8. Use the following spectrum analyzer settings:

(1) Span shall wide enough to fully capture the emission being measured,;
(2) Set RBW=100 kHz for f < 1 GHz; VBW > RBW; Sweep = auto; Detector function = peak;
Trace = max hold,;
(3) Set RBW =1 MHz, VBW= 3MHz for f > 1 GHz for peak measurement.
For average measurement:
VBW = 10 Hz, when duty cycle is no less than 98 percent.
VBW = 1/T, when duty cycle is less than 98 percent where T is the minimum
transmission duration over which the transmitter is on and is transmitting at its maximum
power control level for the tested mode of operation.
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3.5.4 Test Setup

For radiated emissions below 30MHz

im

E RX Antenna

EUT

Metal Full Soldered Ground Plane

For radiated emissions from 30MHz to 1GHz

Metal Full Soldered Ground Plane

P |

..

Spectrum Analyzer / Receiver

RX Antenna

[

Spectrum Analyzer [ Receiver
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For radiated emissions above 1GHz
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3.5.5 Test Results of Radiated Spurious Emissions (9 kHz ~ 30 MHz)

The low frequency, which started from 9 kHz to 30MHz, was pre-scanned and the result which was
20dB lower than the limit line per NCC LP0002 section 5.13 was not reported.
There is a comparison data of both open-field test site and semi-Anechoic chamber, and the result

came out very similar.

3.5.6 Test Result of Radiated Spurious at Band Edges

Please refer to Appendix B and C.

3.5.7 Duty Cycle

Please refer to Appendix D.

3.5.8 Test Result of Radiated Spurious Emission (30MHz ~ 10th Harmonic)

Please refer to Appendix B and C.
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3.6 Test of Receiver Radiated Emission Measurement

3.6.1 Limit of Receiver Radiated Emission

Frequency Field Strength Measurement Distance
(MHz) (microvolts/meter) (meters)
0.009 — 0.490 2400/F(kHz) 300
0.490 - 1.705 24000/F(kHz) 30
1.705 - 30.0 30 30
30-88 100 3
88 — 216 150 3
216 - 960 200 3
Above 960 500 3

3.6.2 Measuring Instruments

The measuring equipment is listed in the section 4 of this test report.

3.6.3 Test Procedures

The EUT was placed on a turntable with 0.8 meter above ground.
The EUT was set 3 meters from the interference receiving antenna, which was mounted on the
top of a variable height antenna tower.

3. The table was rotated 360 degrees to determine the position of the highest radiation.

4. The antenna is a Bi-Log antenna and its height is adjusted between one to four meters above
ground to find the maximum value of the field strength for both horizontal polarization and
vertical polarization of the antenna.

5. For each suspected emission, the EUT was arranged to its worst case and then tune the
antenna tower (from 1 m to 4 m) and turntable (from O degree to 360 degrees) to find the
maximum reading.

6. Set the test-receiver system to Peak Detect Function and specified bandwidth with Maximum
Hold Mode (RBW=120kHz/VBW=300kHz for frequency below 1GHz; RBW=1MHz VBW=3MHz
(Peak), RBW=1MHz/VBW=10Hz (Average) for frequency above 1GHz).

7. If the emission level of the EUT in peak mode was 3 dB lower than the limit specified, peak
values of EUT will be reported. Otherwise, the emission will be repeated by using the
quasi-peak method and reported.

8.  Emission level (dBuV/m) = 20 log Emission level (uV/m)

9. Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level
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3.6.4 Test Setup

For radiated emissions below 30MHz
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For radiated emissions above 1GHz
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3.6.5 Test Result of Receiver Radiated Spurious Emissions (9kHz ~ 30MHz)

The low frequency, which started from 9 kHz to 30MHz, was pre-scanned and the result which was
20dB lower than the limit line per NCC LP0002 section 5.13 was not reported.
There is a comparison data of both open-field test site and semi-Anechoic chamber, and the result

came out very similar.

3.6.6 Test Result of Receiver Radiated Spurious Emission (30MHz ~ 5" Harmonic)

Please refer to Appendix C.
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3.7 AC Conducted Emission Measurement
3.7.1 Limit of AC Conducted Emission

For equipment that is designed to be connected to the public utility (AC) power line, the radio
frequency voltage that is conducted back onto the AC power line on any frequency or frequencies

within the band 150 kHz to 30 MHz shall not exceed the limits in the following table.

Conducted limit (dBuV)
Frequency of emission (MHz)
Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50

*Decreases with the logarithm of the frequency.

3.7.2 Measuring Instruments

The measuring equipment is listed in the section 4 of this test report.

3.7.3 Test Procedures

1. The EUT was placed 0.4 meter from the conducting wall of the shielding room was kept at least
80 centimeters from any other grounded conducting surface.

Connect EUT to the power mains through a line impedance stabilization network (LISN).

All the support units are connecting to the other LISN.

The LISN provides 50 ohm coupling impedance for the measuring instrument.

The FCC states that a 50 ohm, 50 microhenry LISN should be used.

Both sides of AC line were checked for maximum conducted interference.

The frequency range from 150 kHz to 30 MHz was searched.

© N o g bk WD

Set the test-receiver system to Peak Detect Function and specified bandwidth (IF Bandwidth =
9kHz) with Maximum Hold Mode.
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3.7.4 Test Setup
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AMH = Artificial mains network (LISH)
AE = Az=zociated equipment
EUT = Equipment under test
ISH = Impedance stabilization network
3.7.5 Test Result of AC Conducted Emission
Please refer to Appendix A.
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3.8 Antenna Requirements

3.8.1 Standard Applicable

If directional gain of transmitting antennas is greater than 6dBi, the power shall be reduced by the
same level in dB comparing to gain minus 6dBi. The use of a permanently attached antenna or of an
antenna that uses a unique coupling to the intentional radiator shall be considered sufficient to
comply with the LP0002 Section 2.2, Section 3.10.1.3, and Section 3.10.1.4.

3.8.2 Antenna Anti-Replacement Construction

An embedded-in antenna design is used.

3.8.3 Antenna Gain

The antenna peak gain of EUT is less than 6 dBi. Therefore, it is not necessary to reduce maximum

peak output power limit.
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4 List of Measuring Equipment

Instrument Manufacturer | Model No. [ Serial No. |Characteristics Cal:)b;fetion Test Date Due Date Remark
Power Sensor Agilent E9327A V540445 50MHz-18GHz | Dec. 20, 2017 A:ugé.01.32,122001i38~ Dec. 19, 2018 (CTO,ESS_C,:?S
SAF:;‘?;Z“QT ggmzé‘ FSP30 101067 | 9kHz ~ 30GHz | Nov. 13, 2017 AA“ugg'lofz’,zzoolfg Nov. 12, 2018 E:TOSS;_C}:%‘;
SwicnBox& | Bugeon | ETRoss [FC1300% N/A Mar. 01, 2018 AAuqu,sz’yzzoolfg Feb. 28, 2019 E:T":gg_ﬁf(‘;
AC Power Source| ChainTek | APC-1000W |  N/A N/A N/A Jul. 17, 2018 N/A (ngg?ﬂ??
EMI Test Receiver ggm‘;é‘ ESR3 102388 3.6GHz | Dec. 08,2017 | Jul. 17,2018 | Dec. 07, 2018 (Ccogggcmr)‘
LISN 232@2@ ENV216 | 100080 | 9kHz~30MHz | Nov. 30,2017 | Jul. 17,2018 | Nov. 29, 2018 (Ccoggg‘_::?g
Software zgm‘;é‘ \E/'\l/'é:gg N/A N/A N/A Jul. 17, 2018 N/A (ngggcﬂ?(?
LF Cable gﬂaiig RG-214/U LFO1 N/A Jan. 03,2018 | Jul. 17,2018 | Jan. 02, 2019 (Ccoggg‘_:lt_:?(';
Pulse Limiter zgm‘;é‘ ESH3-z2 | 100851 N/A Jan. 03,2018 | Jul. 17,2018 | Jan. 02, 2019 (céagggcmr;
Loop Antenna ggr?\?v:\ri HFH2-Z2 | 100488 | 9 kHz~30 MHz | Nov. 23, 2017 A,:%?;‘fg&fg Nov. 22, 2018 (Ogggifg?:Y)
Bilog Antenna TESEQ 6111330_0800 37059801 | 30MHz~1GHz | Oct. 14, 2017 AAUSQ_O;%’Z%SSN Oct. 13, 2018 (o?ggiig?:\()
N1DO1N-06
Hom Antenna SCHV(V:QRZBE BBHA 9120D 91208D'132 1GHz ~ 18GHz | Oct. 20, 2017 AXS@_"Q‘;?S&E{ Oct. 19, 2018 (o?ggifgﬂv)
SHF-ENF fom | SCHVIARZBE | Bara 0170 |PPRA%170118GHz ~ 40GHZ| Nov. 27, 2017 A:SQIO;%,Z%ESN Nov. 26, 2018 (oggﬂifgf’.ﬂy)
Preamplifier |COM-POWER| PA-103 | 161075 | 10MHz~1GHz | Mar. 26, 2018 AXS@_OS%,Zgéf; Mar. 25, 2019 <o§§ﬂif§f’.ﬂn
Preamplifier Keysight 83017A MY54382701 1GHz~26.5GHz | Jan. 15, 2018 A:Sé,og%,zgéfg Jan. 14, 2019 (Ogggifg-ol—TY)
Preamplifier MITEQ qggg%g%to 1590074 | 1GHz~18GHz | May 21, 2018 AXS@_OQ%,Zgéf; May 20, 2019 (O?nggifgm{)
Preamplifier EMEC | EM18GA40G | 060715 |18GHz ~40GHz| Dec. 05, 2017 A:i;,?;f%fg Dec. 04, 2018 (ogéf.ifgf’ﬁy)
EMI Test Receiver zg:\?vzé‘ ESU26 | 100390 |20Hz~26.5GHz | Dec. 25, 2017 AXS@_OQ%,Zgéf; Dec. 24, 2018 (o?ggifgﬂv)
Filter Wainwright XY:()_E)(:))Z‘%?)Z)% SN2 |3 GHz Highpass| Mar. 21, 2018 A:S;;fggf; Mar. 20, 2019 (O?ngﬂfgf’:“w
Filter Wainwright 33'8?353)8935% SN3 f_f;pi?g Mar. 21, 2018 A,;‘%?;‘f%fg Mar. 20, 2019 (Oiggifgf’:\()
RF Cable oo ne | SV MY1:>539/ 30M-18G | Mar. 14, 2018 AXSE;,,O;%,ZS&S; Mar. 13, 2019 (ogéﬂifgf’ﬁy)
RF Cable :LLJJE'EIFEF: SUCSJ';LEX 505134/2 | 30M~40GHz | Oct. 17, 2017 A:S;;?géfg Oct. 16, 2018 (O;Qggii‘gf’;‘w
RF Cable gﬂﬁig SUCI%';LEX 800740/2 | 30M~40GHz | Oct. 17, 2017 A:SQ,OQE,ZS&% Oct. 16, 2018 (ogé‘ﬂifgf’,ﬂy)
Antenna Mast EMEC AM'B?;‘SOO' N/A 1m~4m N/A AAUSQ.O;%,Z%TQ N/A (o?ggiig?ﬁv)
Turn Table EMEC TT2000 N/A | 0~360 Degree N/A A:SQ,OQE,ZS&% N/A (ogé‘ﬂifgf’,ﬂy)
Software Audix 6.200Eg3-8-24 RK_%OO% NIA N/A AAUSQ.O;%,ZSSTSN N/A (o?ggiig?gv)
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5 Uncertainty of Evaluation

Uncertainty of Conducted Emission Measurement (150 kHz ~ 30 MHz)

Measuring Uncertainty for a Level of Confidence 27
of 95% (U = 2Uc(y)) '
Uncertainty of Radiated Emission Measurement (30 MHz ~ 1000 MHz)
Measuring Uncertainty for a Level of Confidence 51
of 95% (U = 2Uc(y)) '

Uncertainty of Radiated Emission Measurement (1000 MHz ~ 18000 MHz)

Measuring Uncertainty for a Level of Confidence
of 95% (U = 2Uc(y))

5.2

Uncertainty of Radiated Emission Measurement (18000 MHz ~ 40000 MHz)

Measuring Uncertainty for a Level of Confidence 47
of 95% (U = 2Uc(y)) '
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Appendix A. AC Conducted Emission Test Results

Temperature : 25~27°C
Relative Humidity : |50~52%

Test Engineer : [Kai-Chun Chu

1007

Level in dBpV
th
P

0 } t t —t+—+— t t t t —+—+— t
150k 300400600 BO00AM 2M  3M 4M5ME 8 10M 20M 30M
Frequency in Hz

Final Result

Frequency QuasiPeak | CAverage Limit Margin | Line Filter | Corr.
(MHz) (dBpV) (dBuv) [ (dBuV) | (dB) (dB)
0.168000 — 16.58 55.06 18.48 | L1 OFF 19.5
0.168000 47.63 - 65.06 17.43 | L1 OFF 19.5
0.204000 - 26.76 53.45 26.69 | L1 OFF 19.5
0.204000 35.98 - 63.45 2747 | LA OFF 19.5
0.287250 — 15.00 50.60 15.60 | L1 OFF 19.5
0.287250 41.39 - 60.60 19.21 | L1 OFF 19.5
0.390750 - 2915 48.05 18.90 | L1 OFF 19.5
0.390750 36.24 o 58.05 21.81 [ L1 OFF 19.5
0.559500 - 24.60 46.00 21.40 | L1 OFF 19.5
0.5539500 30.90 o 56.00 25.10 [ L1 OFF 19.5
3.432750 - 24.87 46.00 2113 [ L1 OFF 19.7
3.432750 28.92 o 56.00 27.08 | L1 OFF 19.7
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100

Level in dBpV
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Frequency in Hz
Final Result
Frequency QuasiPeak | CAverage Limit Margin | Line Filter | Corr.
(MHz) (dBuV) (dBuV) | (dBpV) | (dB) (dE)
0.172500 — 3617 54.84 18.67 | N OFF 19.5
0.172500 46.24 - 64.84 18.60 | N OFF 19.5
0.233250 - 3411 52.33 1822 | N OFF 19.5
0.233250 37.93 - 62.33 2440 | N OFF 19.5
0.294000 - 30.49 50.41 1992 [ N OFF 19.5
0.294000 EXF3 - 60.41 2320 | N OFF 19.5
0.363750 e 30.14 48.64 1850 [ N OFF 19.5
0.363750 34.54 - 58.64 2410 | N OFF 19.5
0.47T1750 - 27.41 4648 19.07 | N OFF 19.5
0.47T1750 32.22 - 56.48 2426 | N OFF 19.5
0.577500 e 24.51 46.00 2149 | N OFF 19.5
0.577500 29.24 - 56.00 2676 | N OFF 19.5
3.392250 e 25.01 46.00 2099 | N OFF 19.7
3.392250 31.32 - 56.00 2468 | N OFF 19.7
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Appendix B. Radiated Spurious Emission

: ) ) Temperature : 22~25°C
Test Engineer : Jack Cheng, Lance Chiang, and Peter Liao
Relative Humidity : [53~62%
2.4GHz 2400~2483.5MHz
BLE 1Mbps (Band Edge @ 3m)
BLE Note | Frequency Level Over Limit Read | Antenna| Path |Preamp| Ant | Table Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos Pos |Avg.
(MHz) (dBpV/m)| (dB) [(dBpV/m)|(dBpV)| (dB/m) | (dB) | (dB) |[(cm) | (deg) |(P/A)|(H/V)

2338.77 56.51 -17.49 74 44.45 27.03 16.61 31.58 129 141 P H
2358.72 45.51 -8.49 54 33.38 27.07 16.64 31.58 129 141 A H
* 2402 97.34 - - 85.06 27.15 16.7 31.57 129 141 P H
* 2402 96.67 - - 84.39 27.15 16.7 31.57 129 141 A H
H

BLE
H

CH 00
2377.41 56.06 -17.94 74 43.86 27.11 16.67 31.58 100 86 P \%

2402MHz

2376.57 45.37 -8.63 54 33.18 27.11 16.66 31.58 100 86 A \%
* 2402 93 - - 80.72 27.15 16.7 31.57 100 86 P \%
* 2402 92.07 - - 79.79 27.15 16.7 31.57 100 86 A \%
\%
\%
2369.64 56.46 -17.54 74 44.28 27.11 16.65 31.58 118 144 P H
2362.36 45.56 -8.44 54 33.43 27.07 16.64 31.58 118 144 A H
* 2440 97.66 - - 85.19 27.28 16.76 31.57 118 144 P H
* 2440 96.64 - - 84.17 27.28 16.76 31.57 118 144 A H
2485.09 56.32 -17.68 74 43.7 27.36 16.82 31.56 118 144 P H

BLE
2484.81 45.67 -8.33 54 33.05 27.36 16.82 31.56 118 144 A H

CH 19
2386.86 55.76 -18.24 74 43.51 27.15 16.68 31.58 100 75 P \%

2440MHz
2377.2 45.61 -8.39 54 33.41 27.11 16.67 31.58 100 75 A \%
* 2440 93.29 - - 80.82 27.28 16.76 31.57 100 75 P \%
* 2440 92.25 - - 79.78 27.28 16.76 31.57 100 75 A \%
2499.02 56.1 -17.9 74 43.41 27.4 16.84 31.55 100 75 P \%
2495.31 45.82 -8.18 54 33.13 27.4 16.84 31.55 100 75 A \%
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* 2482 97.78 - - 85.16 27.36 16.82 | 31.56 116 145 P H
* 2480 96.61 - - 83.99 27.36 16.82 | 31.56 116 145 A H
2490.88 56.62 -17.38 74 43.95 27.4 16.83 | 31.56 116 145 P H
2495.16 45.55 -8.45 54 32.86 27.4 16.84 | 31.55 116 145 A H
H
BLE
H
CH 39
* 2480 93.27 - - 80.65 27.36 16.82 | 31.56 | 100 229 P \%
2480MHz
* 2480 92.25 - - 79.63 27.36 16.82 | 31.56 | 100 229 A \%
2493.04 57.06 -16.94 74 44.38 27.4 16.83 | 31.55 | 100 229 P \Y,
2499.04 46.15 -7.85 54 33.46 27.4 16.84 | 31.55 | 100 229 A \%
\Y,
\%
1. No other spurious found.
Remark
2. Allresults are PASS against Peak and Average limit line.
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FAX : 886-3-328-4978




SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR853105B

2.4GHz 2400~2483.5MHz
BLE 1Mbps (Harmonic @ 3m)

BLE Note | Frequency Level Over Limit Read | Antenna| Path |Preamp| Ant | Table Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos | Pos |Avg.
(MHz) (dBpV/m)| (dB) [(dBpV/m)|(dBpV)| (dB/m) | (dB) | (dB) |(cm) | (deg)|(P/A)|(H/V)
4804 41.08 -32.92 74 56.93 31.32 10.42 | 57.59 100 0 P H
H
H
BLE
H
CH 00
4804 42.91 -31.09 74 58.76 31.32 10.42 | 57.59 100 0 P \%
2402MHz
\Y,
\%
\Y,
4880 39.99 -34.01 74 55.5 31.46 10.47 | 57.44 | 100 0 P H
7320 45.91 -28.09 74 54.26 36.15 12.78 | 57.28 100 0 P H
H
BLE
H
CH 19
4880 40.34 -33.66 74 55.85 31.46 10.47 | 57.44 | 100 0 P V
2440MHz
7320 44.97 -29.03 74 53.32 36.15 12.78 | 57.28 100 0 P \%
V
V
4960 40.69 -33.31 74 55.83 31.63 10.51 | 57.28 100 0 P H
7440 45.4 -28.6 74 53.56 36.47 12.8 57.43 100 0 P H
H
BLE
H
CH 39
4960 39.79 -34.21 74 54.93 31.63 10.51 | 57.28 100 0 P \%
2480MHz
7440 45.82 -28.18 74 53.98 36.47 12.8 57.43 100 0 P \%
\%
\%
1. No other spurious found.
Remark
2. Allresults are PASS against Peak and Average limit line.
TEL : 886-3-327-3456 Page Number : B3 of B9
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2.4GHz 2400~2483.5MHz

BLE 2Mbps (Band Edge @ 3m)

BLE Note | Frequency Level Over Limit Read | Antenna| Path |Preamp| Ant | Table |Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos | Pos |Avg.
(MHz) (dBpV/m)| (dB) [(dBuV/m)|(dBuV)| (dB/m) | (dB) | (dB) |(cm) | (deg)|(P/A)|(H/V)

2375.625 56.56 -17.44 74 44.37 27.11 16.66 | 31.58 | 143 144 P H
2366.07 46.9 -7.1 54 34.76 27.07 16.65 | 31.58 | 143 144 A H
* 2402 98.55 - - 86.27 27.15 16.7 3157 | 143 144 P H
* 2402 96.66 - - 84.38 27.15 16.7 3157 | 143 144 A H
H

BLE
H

CH 00
2360.505 55.95 -18.05 74 43.82 27.07 16.64 | 31.58 | 100 84 P \Y,

2402MHz

2368.695 47.06 -6.94 54 34.88 27.11 16.65 | 31.58 | 100 84 A \Y
* 2402 92.69 - - 80.41 27.15 16.7 3157 | 100 84 P \Y,
* 2402 90.65 - - 78.37 27.15 16.7 3157 | 100 84 A \Y,
\Y
\Y,
2358.72 56.05 -17.95 74 43.92 27.07 16.64 | 31.58 | 140 143 P H
2351.02 46.51 -7.49 54 34.43 27.03 16.63 | 31.58 | 140 143 A H
* 2440 97.62 - - 85.15 27.28 16.76 | 31.57 | 140 143 P H
* 2440 96.54 - - 84.07 27.28 16.76 | 31.57 | 140 143 A H
2490.41 55.68 -18.32 74 43.01 27.4 16.83 | 31.56 | 140 143 P H

BLE
2492.65 47.67 -6.33 54 34.99 27.4 16.83 | 31.55 | 140 143 A H

CH 19
2322.32 56.07 -17.93 74 44.09 26.99 16.58 | 31.59 | 100 84 P \Y,

2440MHz
2350.88 46.55 -7.45 54 34.47 27.03 16.63 | 31.58 | 100 84 A \Y
* 2440 93.19 - - 80.72 27.28 16.76 | 31.57 | 100 84 P \Y,
* 2440 91.41 - - 78.94 27.28 16.76 31.57 100 84 A \%
2491.39 56.39 -17.61 74 43.72 27.4 16.83 | 31.56 | 100 84 P \Y
2493.63 46.8 -7.2 54 34.11 27.4 16.84 31.55 100 84 A \%
TEL : 886-3-327-3456 Page Number : B4 of B9
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* 2480 98.49 - - 85.87 27.36 16.82 | 31.56 | 140 149 P H
* 2480 96.73 - - 84.11 27.36 16.82 | 31.56 | 140 149 A H
2488.52 56.68 -17.32 74 44.01 27.4 16.83 | 31.56 | 140 149 P H
2490.68 46.97 -7.03 54 34.3 27.4 16.83 | 31.56 | 140 149 A H
H
BLE
H
CH 39
* 2480 92.24 - - 79.62 27.36 16.82 | 31.56 | 100 187 P \%
2480MHz
* 2480 90.4 - - 77.78 27.36 16.82 | 31.56 | 100 187 A \%
2495.6 56.45 -17.55 74 43.76 27.4 16.84 | 31.55 | 100 187 P \Y,
2489.76 46.7 -7.3 54 34.03 27.4 16.83 | 31.56 | 100 187 A \%
\Y,
\%
1. No other spurious found.
Remark
2. Allresults are PASS against Peak and Average limit line.
TEL : 886-3-327-3456 Page Number : B5 of B9
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SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR853105B

2.4GHz 2400~2483.5MHz
BLE 2Mbps (Harmonic @ 3m)

BLE Note | Frequency Level Over Limit Read | Antenna| Path |Preamp| Ant | Table Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos | Pos |Avg.
(MHz) (dBpV/m)| (dB) [(dBpV/m)|(dBpV)| (dB/m) | (dB) | (dB) |(cm) | (deg)|(P/A)|(H/V)
4804 40.12 -33.88 74 55.97 31.32 10.42 | 57.59 100 0 P H
H
H
BLE
H
CH 00
4804 44.13 -29.87 74 59.98 31.32 10.42 | 57.59 100 0 P \%
2402MHz
\Y,
\%
\Y,
4880 40.24 -33.76 74 55.75 31.46 10.47 | 57.44 | 100 0 P H
7320 45.71 -28.29 74 54.06 36.15 12.78 | 57.28 100 0 P H
H
BLE
H
CH 19
4880 40.37 -33.63 74 55.88 31.46 10.47 | 57.44 | 100 0 P V
2440MHz
7320 45.17 -28.83 74 53.52 36.15 12.78 | 57.28 100 0 P \%
V
V
4960 40.38 -33.62 74 55.52 31.63 10.51 | 57.28 100 0 P H
7440 45.95 -28.05 74 54.11 36.47 12.8 57.43 100 0 P H
H
BLE
H
CH 39
4960 40.93 -33.07 74 56.07 31.63 10.51 | 57.28 100 0 P \%
2480MHz
7440 45.69 -28.31 74 53.85 36.47 12.8 57.43 100 0 P \%
\%
\%
1. No other spurious found.
Remark
2. Allresults are PASS against Peak and Average limit line.
TEL : 886-3-327-3456 Page Number : B6 of B9
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SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR853105B

Emission below 1GHz

2.4GHz BLE 2Mbps (LF)

BLE Note | Frequency Level Over Limit Read | Antenna| Path |Preamp| Ant | Table |Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos | Pos |Avg.
(MHz) [(dBuV/m)| (dB) [(dBpV/m)| (dBpV) | (dB/m) | (dB) | (dB) |[(cm)|(deg)|(P/A)|(H/V)
146.64 39.1 -4.4 43.5 50.72 17.01 1.75 30.38 100 0 P H
170.94 38.51 -4.99 43.5 51.47 15.43 1.96 30.35 - - P H
244.38 40.31 -5.69 46 50.51 17.74 2.3 30.24 - - P H
366.5 31.35 |-14.65 46 37.95 20.73 2.7 30.03 - - P H
440 31.06 -14.94 46 35.22 22.83 291 29.9 - - P H
960.1 36.12 -17.88 54 29.68 30.95 4.45 28.96 - - P H
H
H
H
H
H
2.4GHz
H
BLE
L 48.63 35.94 -4.06 40 50.43 15 0.97 30.46 - - P \%
61.05 36.72 -3.28 40 54.3 11.77 1.11 30.46 100 0 P \%
244.38 34.05 -11.95 46 44.25 17.74 2.3 30.24 - - P \%
481.3 30.24 -15.76 46 33.55 23.46 3.05 29.82 - - P \%
747.3 36.66 -9.34 46 34.38 27.87 3.82 29.41 - - P \%
962.2 36.13 -17.87 54 29.72 30.93 4.44 28.96 - - P \%
\%
\%
\%
\%
\%
\%
1. No other spurious found.
Remark
2. All results are PASS against limit line.
TEL : 886-3-327-3456 Page Number : B7 of B9
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samanias. NCC RADIO TEST REPORT Report No. : TR853105B

Note symbol

Fundamental Frequency which can be ignored. However, the level of any unwanted emissions

shall not exceed the level of the fundamental frequency.

! Test result is over limit line.

P/A Peak or Average

H/V Horizontal or Vertical

TEL : 886-3-327-3456 Page Number : B8 of B9
FAX : 886-3-328-4978




SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR853105B

A calculation example for radiated spurious emission is shown as below:

FAX : 886-3-328-4978

BLE Note | Frequency Level Over Limit Read | Antenna| Path |Preamp| Ant | Table |[Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos | Pos |Avg.
(MHz) |(dBpV/m)| (dB) |(dBuV/m)|(dBuV)| (dB/m) | (dB) | (dB) |(cm)|(deg) |(P/A)(HV)
BLE 2390 55.45 | -1855 74 5451 | 3222 | 458 | 3586 | 103 | 308 P | H
CH 00
2402MHz 2390 43.54 -10.46 54 42.6 32.22 4.58 35.86 103 308 A H
1. Path Loss(dB) = Cable loss(dB) + Filter loss(dB) + Attenuator loss(dB)
2. Level(dBuV/m) =
Antenna Factor(dB/m) + Path Loss(dB) + Read Level(dBuV) - Preamp Factor(dB)
3. Over Limit(dB) = Level(dBuV/m) — Limit Line(dBuV/m)
For Peak Limit @ 2390MHz:
1. Level(dBuV/m)
= Antenna Factor(dB/m) + Path Loss(dB) + Read Level(dBuV) - Preamp Factor(dB)
= 32.22(dB/m) + 4.58(dB) + 54.51(dBuV) — 35.86 (dB)
= 55.45 (dBuV/m)
2. Over Limit(dB)
= Level(dBuV/m) — Limit Line(dBuV/m)
= 55.45(dBuV/m) — 74(dBuV/m)
= -18.55(dB)
For Average Limit @ 2390MHz:
1. Level(dBuV/m)
= Antenna Factor(dB/m) + Path Loss(dB) + Read Level(dBuV) - Preamp Factor(dB)
= 32.22(dB/m) + 4.58(dB) + 42.6(dBuV) — 35.86 (dB)
= 43.54 (dBuV/m)
2. Over Limit(dB)
= Level(dBuV/m) — Limit Line(dBuV/m)
= 43.54(dBuV/m) — 54(dBuV/m)
= -10.46(dB)
Both peak and average measured complies with the limit line, so test result is “PASS”.
TEL : 886-3-327-3456 Page Number : B9 of B9




samanias. NCC RADIO TEST REPORT Report No. : TR853105B

Appendix C. Radiated Spurious Emission Plots

) . Temperature : 22~25°C
Test Engineer : Jack Cheng, Lance Chiang, and Peter Liao
Relative Humidity : [53~62%
Note symbol
-L Low channel location
-R High channel location
TEL : 886-3-327-3456 Page Number : Clof C25

FAX : 886-3-328-4978



SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR853105B

2.4GHz 2400~2483.5MHz

BLE 1Mbps (Band Edge @ 3m)

BLE

2.4GHz 2400~2483.5MHz Band Edge @ 3m

ANT

BLE CHOO0 2402MHz

Horizontal

Fundamental

Date: 2018.08-05

A @Buvim) Date: 2018.08.05
130)
o
%
pEAK 74
7
IO U
E o Sels
E
10
S0 2320, 2340 7360, 7350 2400 0 000 00 00 4700 1900 zio0. 2300 2600 2700, 3000
Frequency (MHz) Froquency (HHr)
site 03CHIZ-HY 03cHIZHY
Condition PEAK_BE_74 3m HORN_9120D_1328 HORIZONTAL Condition PEAK_74 3m HORN_9120D_1328 HORIZONTAL
Peak REW-1000.000KHz VBW-3000.000KHz SWT:Auto RBW-1000.000KHz VBW:3000.000KHz SWT:Auto
Detector Peak Detector Peak
Project 853105 Project 853105
Mode 5 5
) @0y Date:2018.08.05 1 @Buvim) Date: 2018.08.05
130)
o
1
%
7o)
A sl
E "
30
0]
S0 2320, 740 . 60 2400, 215 00 500 1700 1900 7100 2300 2600 2700, 000
Freaquency (WHn) Froauency (HHz)
site 03CHIZ-HY 03CHIZ-HY
Condition AV6_BE_54 3m HORN_9120D_1328 HORIZONTAL Condition : AV6_54 3m HORN_9120D_1328 HORIZONTAL
AV RBW:1000.000KHz VBW:3.000KHz SWT:Auto + RBW:1000.000KHz VBW:3.000KHzZ SWT:Auto
g . Detector Peak Detector Peak
Project 853105 853105
Mode 5 5

TEL : 886-3-327-3456
FAX : 886-3-328-4978

Page Number

: C2of C25



SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR853105B

BLE

2.4GHz 2400~2483.5MHz Band Edge @ 3m

ANT

BLE CHOO 2402MHz

Vertical

Fundamental

1 (dBuVim)

Date: 2018.08.05

) @uvim) oate: 20180805
120 10
o 10
a0 %0
pen 74
7 o
s s S O P PR ey
20 2
1o 1
S0 T, [0 7560 ) 706 Zats 00 O T T[T R < M = N 1) )
Frequency (WH) Freauency (WHz)
site +03CHI2-HY site 03CHIZ-HY
Condifion :PEAK_BE_74 3m HORN_9120D_1328 VERTICAL Condition PEAK_74 3m HORN_9120D_1328 VERTICAL
Pe ak + RBW:1000.000KHz VBW:3000.000KHz SWT:Auto RBW:1000000KHz VBW:3000.000KHz SWT:Auto
Detector Peak Defector Peak
Project 1853105 Project 853105
Mode 5 Mode. 5
) dBuvim) Date: 20180805 A @Buvim) Dates 2018.08.05
120 120
o 10
.
a0 ( %0
7 n
} o
s T 5 — =
20 Y
10 1
ST T 760 ) 70 Tats 00 FE R T TR )
Froquency (z) Frecuency (WH:)
site +03CHI2-HY site 03CHIZ-HY
Condition AVG_BE_54 3m HORN_9120>_1328 VERTICAL Condition AV6_54 3m HORN_S120D_1328 VERTICAL
AV RBW:1000.000KHz VBW:3.000KHZ SWT:Auto RBW:1000.000KHz VBW:3.000KHz SWT:Auto
g Detector Peak Defector Peak
Project 853105 Project +853105
Mode 5 Mode. 5

TEL : 886-3-327-3456
FAX : 886-3-328-4978
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SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR853105B

BLE

2.4GHz 2400~2483.5MHz Band Edge @ 3m

ANT

BLE CH19 2440MHz - L

Horizontal

Fundamental

1 (g8

) Date: 2018.08.05

1 (0B

Dates2012.08.05
130 130
o o
o 0
N
o o
E SOt
2 P
o 0
07520 g 60 7380 a0t . T 28 000 R T R TR N M 1) 300
Frequency (Miz) Froquency (Wiz)
site o3cHIZ-HY site oacHIZHY
Condition PEAK_BE_74 3m HORN_9120D_1328 HORIZONTAL Condition +PEAK_74 3m HORN_9120D_1328 HORIZONTAL
Pe ak RBW:1000.000KHz VBW:3000000KHz SWT:Auto + RBWA1000.000KHz VBW:3000.000KHz SWT:Auto
Detector Peak Detector Peak
Project 853105 Project 1853105
Mode Mode. 6
) Date: 2010805 ) o Date: 2018.08.05
130 130
o o
'
o P
| o
6 54
o | "
0 30
o 0
St07570. 740 730 7380 P 0. 28 00 [ 70z 700 3000
Froquency (Miz) Frequency (iz)
site 03CHIZ-HY o3CHIZHY
Condition AV6_BE_54 3m HORN_9120D_1328 HORTZONTAL Condition + AV6_54 3m HORN_9120D_1328 HORTZONTAL
AV RBW:1000.000KHz VBW:3.000KHz SWT:Auto + RBW:1000.000KHz VBW:3.000KHz SWT:Auto
. Detector Peak Detector Peak
Project 853105 Project 1853105
Mode 6 Mode. 16

TEL : 886-3-327-3456
FAX : 886-3-328-4978
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samanias. NCC RADIO TEST REPORT Report No. : TR853105B

BLE 2.4GHz 2400~2483.5MHz Band Edge @ 3m

ANT BLE CH19 2440MHz - R

1 Horizontal Fundamental

1 (dBuVim) Date: 2018.08.05

o)
PEAK BE 74
70
1
[

Site :03CHI2-HY
Condition : PEAK_BE_74 3m HORN_9120D_1328 HORIZONTAL
: RBW:1000.000KHz VBW:3000.000KHz SWT:Auto
Peak Left blank
Project 853105
Mode 6

Date: 2018.08.05

430 2840, 2050, B

Site 03CH12-HY
Condition AV6_BE_54 3m HORN_9120D_1328 HORIZONTAL
RBW:1000.000KHz VBW:3.000KHz SWT:Auto
Avg. Left blank
Mode 6

TEL : 886-3-327-3456
FAX : 886-3-328-4978

Page Number : C5of C25



SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR853105B

BLE

2.4GHz 2400~2483.5MHz Band Edge @ 3m

ANT

BLE CH19 2440MHz - L

Vertical

Fundamental

1 (dBuvim)

Date: 20180805 ) @uvim) Dater 2018.08.05
1 130
o o
a0 o0
PR 74
o o
J gty
50 P R NP A
0 Y
1o 10
S0z E=ry Ey 780, 7, a0 750 000 TG S0 00 600 700 700 2500 2700 00
Frequency (WH) Freauency (WHz)
site +03CHIZ-HY site 03CHI2-HY
Condition + PEAK_BE_74 3m HORN_91200_1328 VERTICAL Condition PEAK_74 3m HORN_9120D_1328 VERTICAL
Pe ak + RBW:1000.000KHz VBW:3000.000KHz SWT:Auto RBW:1000000KHz VBW:3000.000KHz SWT:Auto
Defector +Peak Defector Peak
Project 1853105 Project 853105
Mode 6 Mode 6
) dBuvim) Date: 20180805 A @Buvim) Dates 2018.08.05
1 130
o o
1
a0 a0
o e
G 54
50 | s - =
1 IS SO AU
0 Y
o 0
S0z Ty 750, 560 a0t 7z, P 000 o0 S0 W0 1600 7o 700 00 2000, 0
Froquency (W) Frecuency (WH:)
site +03CHIZ-HY site 03CHI2-HY
Condition AV6_BE_54 3m HORN_9120>_1328 VERTICAL Condition AV6_54 3m HORN_91200_1328 VERTICAL
AV RBW:1000.000KHz VBW:3.000KHZ SWT:Auto RBW:1000.000KHz VBW:3.000KHz SWT:Auto
g. Defector Peak Defector Peak
Project 853105 Project :853105
Mode 6 Mode. ‘6

TEL : 886-3-327-3456
FAX : 886-3-328-4978

Page Number : C6 of C25



samanias. NCC RADIO TEST REPORT Report No. : TR853105B

BLE 2.4GHz 2400~2483.5MHz Band Edge @ 3m

ANT BLE CH19 2440MHz - R

1 Vertical Fundamental

) aBm) Date: 2018.08.05
120
1
a0 N
7 |
o] |
50
20
19
T T 350 0. 3175 7450 7150 2500
Frequency (o)
site +03CHI2-HY
Condition :PEAK_BE_74 3m HORN_91200_1328 VERTICAL
+ RBW:1000.000KHz VBW:3000.000KHz SWT:Auto L ft b | k
Peak vetecrreak e an
Project 852105
Mode 6
) aBum)

Date: 2018.08.05

J
o
J
Site 03CH12-HY
Condition AV6_BE_54 3m HORN_9120D_1328 VERTICAL
RBW:1000.000KHz VBW:3.000KHz SWT:Auto
Avg. Left blank
Mode 6

TEL : 886-3-327-3456

Page Number : C7 of C25
FAX : 886-3-328-4978



SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR853105B

BLE

2.4GHz 2400~2483.5MHz Band Edge @ 3m

ANT

BLE CH39 2480MHz

Horizontal

Fundamental

) dBovim) Date: 2018.08.05 ) @uvim) oate: 20180805
120 10
o 10
|
gr, n "
pea oe 4 pen 74
7 o
IR FPUROAAY |
s 50l bbbt e it
20 2
1o 1
760 7457 2465 2467 2968 2471 4TS 2475 20 165,245 2167, 2405 2457 34932405 2157, 2500 %0 T T 7, 00
Frequency (W) Freauency (WHz)
site +03CHI2-HY site 03CHIZ-HY
Condifion :PEAK_BE_74 3m HORN_9120D_1328 HORIZONTAL Condition PEAK_74 3m HORN_9120D_1328 HORIZONTAL
Pe ak + RBW:1000.000KHz VBW:3000.000KHz SWT:Auto RBW:1000000KHz VBW:3000.000KHz SWT:Auto
Detector Peak Defector Peak
Project 1853105 Project 853105
Mode 7 Mode.
) dBuvim) Date: 20180805 A @Buvim) Dates 2018.08.05
120 120
o 10
1
a0 %0
7 / n
\ AVG_BE b4, AG_54
5 / e =
N O O A o v
20 Y
10 1
460 2463.2465 24572460 2471 2475 475 2477, 2470, 2407 2483, 2405. 2487, 2460 2407 2403 4052097, 2 %0 To W0 Wb W0 7oL Bob 2500 700, )
roquency (iz) Frecuency (WH:)
site +03CHI2-HY site 03CHIZ-HY
Condition AVG_BE_54 3m HORN_9120D_1328 HORIZONTAL Condition AV6_54 3m HORN_9120D_1328 HORIZONTAL
AV RBW:1000.000KHz VBW:3.000KHZ SWT:Auto RBW:1000.000KHz VBW:3.000KHz SWT:Auto
g. Detector Peak Defector Peak
Project 853105 Project +853105
Mode 7 Mode. 7

TEL : 886-3-327-3456
FAX : 886-3-328-4978
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SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR853105B

BLE

2.4GHz 2400~2483.5MHz Band Edge @ 3m

ANT

BLE CH39 2480MHz

Vertical

Fundamental

) dBovim) Date: 2018.08.05 ) @uvim) oate: 20180805
120 10
o 10
a0 /“ %0
pea oe 4 pen 74
7 ¥ o
s s .
20 2
1o 1
760 7457 2465 2467 2968 2471 4TS 2475 20 165,245 2167 2405 2457 3403, 2405 2157, 2500 %0 FE R T T Y 7, 00
Frequency (W) Freauency (WHz)
site +03CHI2-HY site 03CHIZ-HY
Condifion :PEAK_BE_74 3m HORN_9120D_1328 VERTICAL Condition PEAK_74 3m HORN_9120D_1328 VERTICAL
Pe ak + RBW:1000.000KHz VBW:3000.000KHz SWT:Auto RBW:1000000KHz VBW:3000.000KHz SWT:Auto
Detector Peak Defector Peak
Project 1853105 Project 853105
Mode 7 Mode. 7
) dBuvim) Date: 20180805 A @Buvim) Dates 2018.08.05
120 120
o 10
1
a0 /\ %0
7 / \ n
A e b4 A 54
50 ! 5
N AN A o e
20 Y
10 1
150 24532465 2467 2460, 2471 24752478 24772475 2481 24052455 2487, 2400 2407 2403 2405 24 %0 To W0 Wb W0 7oL Bob 2500 700, 0
roquency (iz) Frecuency (WH:)
site +03CHI2-HY site 03CHIZ-HY
Condition AVG_BE_54 3m HORN_9120>_1328 VERTICAL Condition AV6_54 3m HORN_S120D_1328 VERTICAL
AV RBW:1000.000KHz VBW:3.000KHZ SWT:Auto RBW:1000.000KHz VBW:3.000KHz SWT:Auto
g. Detector Peak Defector Peak
Project 853105 Project +853105
Mode 7 Mode. 7

TEL : 886-3-327-3456
FAX : 886-3-328-4978

Page Number
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NCC RADIO TEST REPORT

Report No. : TR853105B

2.4GHz 2400~2483.5MHz

BLE 1Mbps (Harmonic @ 3m)

BLE

2.4GHz 2400~2483.5MHz Harmonic @ 3m

ANT

BLE CHOO0 2402MHz

Horizontal

Vertical

Peak
Avg.

Date: 2016.08-05

PEAK 74

AV 54,

Date: 2018-08.06

PEAK 74

avg 54

000, 6000, 8000 10000 12000 14000, 16000, 13000. 20000, 22000,
Frequency (MHz)

PEAK_74 3m HORN_9120D_1328 HORIZONTAL

4000 6000, 8000 10000, 12000, 14000 16000 13000. 20000, 22000. 25000
Frequency (MHz)

03CH1Z-HY
PEAK_74 3m HORN_9120D_1328 VERTICAL
peak

853105

5

TEL : 886-3-327-3456
FAX : 886-3-328-4978

Page Number : C10 of C25




samanias. NCC RADIO TEST REPORT

Report No. : TR853105B

BLE

2.4GHz 2400~2483.5MHz Harmonic @ 3m

ANT

BLE CH19 2440MHz

Horizontal

Vertical

Peak

Avg.

1 (dBuVim)

Date: 2018.08.06 A @BuVim)

Date: 2018.08.06

130

ol

PEAK 74

pEAK 74|

V6 54,

Vg 54

000

site
Condition
Detector
Project
Mode

4000 6000, G000 10000 12000, 14000, 16000, 18000, 20000, 22000 25000

$03CHIZ-HY

000

Site

+PEAK_74 3m HORN_9120D_1328 HORIZONTAL Condition

+Peak Detector
853105 Project
6 Mode.

4000 6000 8000 10000, 12000, 14000 16000 18000, 20000, 22000 25000

03CHI2-HY

PEAK_74 3m HORN_9120D_1328 VERTICAL

Peak
853105
6

TEL : 886-3-327-3456
FAX : 886-3-328-4978
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samanias. NCC RADIO TEST REPORT

Report No. : TR853105B

BLE

2.4GHz 2400~2483.5MHz Harmonic @ 3m

ANT

BLE CH39 2480MHz

Horizontal Vertical

Peak

Date: 2018.08.06

1 (dBuVim) Date: 2018.08.06 A @BuVim)
130 130
ol o)
o) %)
PEAK 74 pEAK 74|
7 7
V6 54, Vg 54
50 2 50 2
1 1
10 10 | I
000 4000, 6000, 8000. 10000, 12000. 14000, 16000. 18000 20000 22000 25000 000 4000 GO0O. 8000, 10000, 12000, 14000, 16000. 18000 20000. 22000 25000
Site $03CHIZ-HY Site 03CHI2-HY
Condition +PEAK_74 3m HORN_9120D_1328 HORIZONTAL Condition PEAK_74 3m HORN_9120D_1328 VERTICAL
Detector +Peak Detector Peak
Project 853105 Project 853105
Mode 7 Mode. 7

TEL : 886-3-327-3456
FAX : 886-3-328-4978

Page Number
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SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR853105B

2.4GHz 2400~2483.5MHz

BLE 2Mbps (Band Edge @ 3m)

BLE

2.4GHz 2400~2483.5MHz Band Edge @ 3m

ANT

BLE CHOO0 2402MHz

Horizontal

Fundamental

Date: 2018.08-05

310 2320,

Date: 2018-08.05

PEAK 74

P e ————e— e TR RS e

£ 7360 760 700 75 00 Too w0 Wi a0 zon  meh 06 7i0n )
Frequency (MH) Froauency (k)
site 03cHIZHY site o031z HY
Condition PEAK_BE_74 3m HORN_9120D_1328 HORIZONTAL Condition PEAK_74 3m HORN_9120D_1328 HORIZONTAL
Peak RBW:1000000KHz VBW:3000.000KHz SWT:Auto RBW:1000.000KHz VBW:3000000KHz SWT:Auto
Detector Peak Detector Peak
Project 853105 Project 853105
Mode 8 Mode :8
) dBovim) Dote: 20180805 2 @Bvim) Date: 20180805
150 130
o o
a0 %0
o £
50
20 m
o 10
0 7. D 7360 760 706 7ats 00 To w0 woh w00 7o mon 700 700, 00
Frequency (MH) Freavency (Ha)
site 03CHIZ-HY site o03cH1Z-HY
Condition AV6_BE_54 3m HORN_9120D_1328 HORIZONTAL Condition : AV6_54 3m HORN_9120D_1328 HORIZONTAL
Av RBW:1000000KHz VBW-10.000KHz SWT:Auto : RBWEI000.000KHz VBW:10.000KHz SWT:Auto
g. Defector Peak Detector Peak
Project 853105 Project 853105
Mode 8 Mode 8

TEL : 886-3-327-3456
FAX : 886-3-328-4978
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SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR853105B

BLE

2.4GHz 2400~2483.5MHz Band Edge @ 3m

ANT

BLE CHOO 2402MHz

Vertical

Fundamental

) dBovim) Date: 20180805 ) @uvim) oate: 20180805
120 10
o 10
a0 %0
pen 74
7 o
s beL S PR PR PPN PP FIOVWIE SNl s b i |
20 2
1o 1
S0 T, [0 760 ) 706 Zats 00 O T T[T R < M = N 1) )
Frequency (WH) Freauency (WHz)
site +03CHI2-HY site 03CHIZ-HY
Condifion :PEAK_BE_74 3m HORN_9120D_1328 VERTICAL Condition PEAK_74 3m HORN_9120D_1328 VERTICAL
Pe ak + RBW:1000.000KHz VBW:3000.000KHz SWT:Auto RBW:1000000KHz VBW:3000.000KHz SWT:Auto
Detector Peak Defector Peak
Project 1853105 Project 853105
Mode 8 Mode. 8
) dBuvim) Date: 20180805 A @Buvim) Dates 2018.08.05
120 120
o 10
a0 i %0 1
7 n
A 54
50 i S s ]
= SO SN AUU BUUUUwon B S
20 Y
10 1
ST T 760 ) 70 Tats 00 FE R T TR )
Froquency (z) Frecuency (WH:)
site +03CHI2-HY site 03CHIZ-HY
Condition AVG_BE_54 3m HORN_9120>_1328 VERTICAL Condition AV6_54 3m HORN_S120D_1328 VERTICAL
AV RBW:1000.000KHz VBW:10.000KHz SWT:Auto RBW:1000.000KHz VBW:10000KHzZ SWT:Auto
g Detector Peak Defector Peak
Project 853105 Project +853105
Mode 8 Mode. 8
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SPORTON LAB.

NCC RADIO TEST REPORT

Report No.

: TR853105B

BLE

2.4GHz 2400~2483.5MHz Band Edge @ 3m

ANT

BLE CH19 2440MHz - L

Horizontal

Fundamental

1 (g8

) Date: 2018.08.05

1 (0B

Date: 2018.08.05
130) 130
o 1o
% 90
PEAK 74
7 i
50 i -
E 30
10 10
S0z 750 z 70 2a00. zaz0 Zaa0. 24 1600 O 00 w00 00 7o 700 2660 260 5000
Frequency (Miz) Frequency (Mifz)
site 03CHIZ-HY site 03CHIZ-HY
Condition PEAK_BE 74 3m HORN_91200_1328 HORIZONTAL Condition +PEAK_74 3m HORN_9120D_1328 HORIZONTAL
Pe ak RBW:1000.000KHz VBW:3000000KHz SWT:Auto + RBWA1000.000KHz VBW:3000.000KHz SWT:Auto
Detector Peak Detector Peak
Project 853105 Project :853105
Mode Mode 9
1 0B Date: 2018.08.05 ) a8y Date: 2018.08.05
130) 130
o 1o
1
%0 90
7 i
o 54
5 ; e sof ]
30 30
10 10
507520, 7540 0. 7380 P P 00 00 00 o0 a0 0z 2. 5000
Froquency (Miz) Freauency (MHz)
site 03CHIZ-HY 03CHIZ-HY
Condition AV6_BE 54 3m HORN_91200_1328 HORIZONTAL Condition + AV6_54 3m HORN_9120D_1328 HORIZONTAL
AV RBW:1000.000KHz VBW:10.000KHzZ SWT:Auto + RBW:1000.000KHz VBW:10.000KHzZ SWT:Auto
. Detector Peak Detector Peak
Project 853105 Project +853105
Mode Mode 9

TEL : 886-3-327-3456
FAX : 886-3-328-4978
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BLE 2.4GHz 2400~2483.5MHz Band Edge @ 3m

ANT BLE CH19 2440MHz - R

1 Horizontal Fundamental

) aBm) Date: 2018.08.05
120
1
h
a0
pe g 74
7
s ||
so
20
19
T T 350 0. 3175 7450 7150 750
Frequency (o)
site +03CHI2-HY
Condition :PEAK_BE_74 3m HORN_9120D_1328 HORIZONTAL
+ RBW:1000.000KHz VBW:3000.000KHz SWT:Auto L ft b | k
Peak vetecrreak e an
Project 852105
Mode 9
) aBum) oate: 2018.08.05
120
d
a T
7
ave,ge 54
50 .
2
1o
T T 350 i, 3i7s 7450 3150 E
Froauency (iz)
site 03CHIZ-HY
Condition AVG_BE_54 3m HORN_9120>_1328 HORIZONTAL
REW:1000.000KHz VBW-10.000KHz SWT:Auto L ft b | k
Avg. vetecrr sk e an
Project 852105
Mode 9
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SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR853105B

BLE

2.4GHz 2400~2483.5MHz Band Edge @ 3m

ANT

BLE CH19 2440MHz - L

Vertical

Fundamental

) dBovim) Date: 20180805 ) @uvim) oate: 20180805
120 10
o 10
a0 %0
pen 74
7 o
i J
s
20 2
1o 1
ST, T . D 7 To0. 70 00 T T[T R < M S N 1) )
Frequency (WH) Freauency (WHz)
site +03CHI2-HY site 03CHIZ-HY
Condifion :PEAK_BE_74 3m HORN_9120D_1328 VERTICAL Condition PEAK_74 3m HORN_9120D_1328 VERTICAL
Pe ak + RBW:1000.000KHz VBW:3000.000KHz SWT:Auto RBW:1000000KHz VBW:3000.000KHz SWT:Auto
Detector Peak Defector Peak
Project 1853105 Project 853105
Mode B Mode.
) dBuvim) Date: 20180805 A @Buvim) Dates 2018.08.05
120 120
o 10
1
a0 (\ %0
7 n
A 54
s 3 5 —
20 2
10 1
STFeTy 0 60, D EZ 7 T, 00 FE R L T R )
Froquency (W) Frecuency (WH:)
site +03CHI2-HY site 03CHIZ-HY
Condition AVG_BE_54 3m HORN_9120>_1328 VERTICAL Condition AV6_54 3m HORN_S120D_1328 VERTICAL
AV RBW:1000.000KHz VBW:10.000KHz SWT:Auto RBW:1000.000KHz VBW:10000KHzZ SWT:Auto
. Detector Peak Defector Peak
Project 853105 Project +853105
Mode B Mode. ‘9
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samanias. NCC RADIO TEST REPORT

Report No

.. TR853105B

BLE

2.4GHz 2400~2483.5MHz Band Edge @ 3m

ANT

BLE CH19 2440MHz - R

Vertical Fundamental

Peak

1 (dBuVim)

Date: 2018.08.05

/\ PEAK_BE 74
B

2840, 2450, 2460, 2470, 250, 2450, 2500
Freauency (WHz)

£ 03CHIZ-HY

+PEAK_BE_74 3m HORN_9120D_1328 VERTICAL

+ RBW:1000.000KHzZ VBW:3000.000KHz SWT:Auto

Left blank

Avg.

Date: 2018.08.05

/! |
\ Ave B 54

2840, 2050, B

460, 2470, 250, 2490, 2
Frequency (MiHz)

03CHI2-HY

AV6_BE_54 3m HORN_9120D_1328 VERTICAL

RBW:1000.000KHz VBW:10.000KHz SWT:Auto
Left blank

9
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SPORTON LAB.

NCC RADIO TEST REPORT

Report

No. : TR853105B

) dBovim) Date: 2018.08.05 ) @uvim) oate: 20180805
120 10
o 10
a0 1 %0
f
pea oe 4 pen 74
m /N o
s - &
20 2
1o 1
760 7457 2465 2467 2968 2471 4TS 2475 20 1852405 21672408 2457 34032405 2157, 2500 %0 FE R T T Y 7, 00
Frequency (W) Freauency (WHz)
site +03CHI2-HY site 03CHIZ-HY
Condifion :PEAK_BE_74 3m HORN_9120D_1328 HORIZONTAL Condition PEAK_74 3m HORN_9120D_1328 HORIZONTAL
Pe ak + RBW:1000.000KHz VBW:3000.000KHz SWT:Auto RBW:1000000KHz VBW:3000.000KHz SWT:Auto
Detector Peak Defector Peak
Project 1853105 Project 853105
Mode 10 Mode. 10
) dBuvim) Date: 20180805 A @Buvim) Dates 2018.08.05
120 120
o 10
1
0 /f\ %
. \ »
\ o b s
w \ ; « —
[ O S U ENm
20 Y
10 1
460 2463, 2465 24572460 2471 2475 75 2477, 2470, 2407 2483, 2405. 2487, 2460 2407 2403 24052097, 2 %0 To W0 Wb W0 7oL Bob 2500 700, )
roquency (iz) Frecuency (WH:)
site +03CHI2-HY site 03CHIZ-HY
Condition AVG_BE_54 3m HORN_9120D_1328 HORIZONTAL Condition AV6_54 3m HORN_9120D_1328 HORIZONTAL
AV RBW:1000.000KHz VBW:10.000KHz SWT:Auto RBW:1000.000KHz VBW:10.000KHzZ SWT:Auto
g. Detector Peak Defector Peak
Project 853105 Project +853105
Mode 10 Mode. ‘10
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SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR853105B

BLE

2.4GHz 2400~2483.5MHz Band Edge @ 3m

ANT

BLE CH39 2480MHz

Vertical

Fundamental

) dBovim) Date: 2018.08.05 ) @uvim) oate: 20180805
120 10
o 10
a0 ~ %0
\ pea oe 4 pen 74
7 o
\ 4 N
5 N SR IR A N S
20 2
1o 1
760 7457 2465 2467 2968 2471 4TS 2475 20 165,245 2167 2405 2457 34032405 2157, 2500 %0 FE R T T Y 7, 00
Frequency (W) Freauency (WHz)
site +03CHI2-HY site 03CHIZ-HY
Condifion :PEAK_BE_74 3m HORN_9120D_1328 VERTICAL Condition PEAK_74 3m HORN_9120D_1328 VERTICAL
Pe ak + RBW:1000.000KHz VBW:3000.000KHz SWT:Auto RBW:1000000KHz VBW:3000.000KHz SWT:Auto
Detector Peak Defector Peak
Project 1853105 Project 853105
Mode 10 Mode. 10
) dBuvim) Date: 20180805 A @Buvim) Dates 2018.08.05
120 120
o 10
a0 - a0 1
/
/
7 l n
\ VG BE 54| VG 54
P \ T s
SN U U AUV
20 Y
10 1
460 2463, 2465 24572460 2471 2475 475 2477, 2470, 2407 2483, 2485. 2487, 2460 2407 2403 24052097, 7 %0 To W0 Wb W0 7oL Bob 2500 700, )
roquency (iz) Frecuency (WH:)
site +03CHI2-HY site 03CHIZ-HY
Condition AVG_BE_54 3m HORN_9120>_1328 VERTICAL Condition AV6_54 3m HORN_S120D_1328 VERTICAL
AV RBW:1000.000KHz VBW:10.000KHz SWT:Auto RBW:1000.000KHz VBW:10000KHzZ SWT:Auto
g. Detector Peak Defector Peak
Project 853105 Project +853105
Mode 10 Mode. ‘10

TEL : 886-3-327-3456
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NCC RADIO TEST REPORT

Report No. : TR853105B

2.4GHz 2400~2483.5MHz

BLE 2Mbps (Harmonic @ 3m)

BLE

2.4GHz 2400~2483.5MHz Harmonic @ 3m

ANT

BLE CHOO0 2402MHz

Horizontal

Vertical

Peak
Avg.

Date: 2016.08-05

PEAK 74

AV 54,

Date: 2018-08.06

PEAK 74

avg 54

000, 6000, 8000 10000 12000 14000, 16000, 13000. 20000, 22000,
Frequency (MHz)

PEAK_74 3m HORN_9120D_1328 HORIZONTAL

4000 6000, 8000 10000, 12000, 14000 16000 13000. 20000, 22000. 25000
Frequency (MHz)

03CH1Z-HY
PEAK_74 3m HORN_9120D_1328 VERTICAL
peak

853105

8
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samanias. NCC RADIO TEST REPORT

Report No. : TR853105B

BLE

2.4GHz 2400~2483.5MHz Harmonic @ 3m

ANT

BLE CH19 2440MHz

Horizontal

Vertical

Peak

Avg.

1 (dBuVim)

Date: 2018.08.06 A @BuVim)

Date: 2018.08.06

130

ol

PEAK 74

pEAK 74|

V6 54,

Vg 54

000

site
Condition
Detector
Project
Mode

4000 6000, G000 10000 12000, 14000, 16000, 18000, 20000, 22000 25000

$03CHIZ-HY

000

Site

+PEAK_74 3m HORN_9120D_1328 HORIZONTAL Condition

+Peak Detector
853105 Project
9 Mode.

4000 6000 8000 10000, 12000, 14000 16000 18000, 20000, 22000 25000

03CHI2-HY

PEAK_74 3m HORN_9120D_1328 VERTICAL

Peak
853105
9
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Report No. : TR853105B

BLE

2.4GHz 2400~2483.5MHz Harmonic @ 3m

ANT

BLE CH39 2480MHz

Horizontal Vertical

Peak

Date: 2018.08.06

1 (dBuVim) Date: 2018.08.06 A @BuVim)
130 130
ol o)
o) %)
PEAK 74 pEAK 74|
7 7
V6 54, Vg 54
50| = 50 2
1 1
10 10 | I
000 4000, 6000, 8000. 10000, 12000. 14000, 16000. 18000 20000 22000 25000 000 4000 GO0O. 8000, 10000, 12000, 14000, 16000. 18000 20000. 22000 25000
Site $03CHIZ-HY Site 03CHI2-HY
Condition +PEAK_74 3m HORN_9120D_1328 HORIZONTAL Condition PEAK_74 3m HORN_9120D_1328 VERTICAL
Detector +Peak Detector Peak
Project 853105 Project 853105
Mode 10 Mode. 10

TEL : 886-3-327-3456
FAX : 886-3-328-4978
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SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR853105B

Emission below 1GHz

2.4GHz BLE 2Mbps (LF)

BLE

2.4GHz 2400~2483.5MHz

ANT

BLE LF

Horizontal

Vertical

QP/
Peak

1 gV Date: 2018.08-15

A

e

. %Wm AWWWWW“WW“”“W“””W”MWMMWM '

o0 100 20, 30. 500 600 700, %00 0.
Froquency (MHz)

site 03CHIZ-HY

Condition QP 3m BILOG_61110_37059 HORTZONTAL

Detect peak

Project 853105

Mode 1

A gBuvim) Date: 2018-08-15

g

|
\

oz 5

-
. PR e

Wbt

20, 5 0. o
Frequency (M)

sit 03CH1Z-HY

Condition QP 3m BILOG_6111>_37059 VERTICAL

Detector peak

Project 853105

Mod 1

TEL : 886-3-327-3456
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SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR853105B

Bluetooth Idle + WLAN Idle

Bluetooth Idle + WLAN Idle

Horizontal

Vertical

Peak

Avg.

Level (dBuVim)

Date: 2018-08-26

139
o
.
oot 7a
70
Ao 54
W :
P W
s
%
10|
3006, 5000, 7006, 9000, 17000 T5000. 75000, 77 oon 76500
Frequency (MHz)
Site : 03CH12-HY
Condition : PEAK_74 3m HORN_9120D_1328 HORTZONTAL
Detector : Peak
Project : 853105
Mode B
Over Limit ReadAntenna Cable T/Po:
Freq Level Limit Line Level Factor Loss Remark
MHz dBuV/m dB dBuV/m  dBuV  dB/m dB deg.
1 36.21 35.56 -4.44 40.00 43.62 21.43 0.81
2 233.31 33.74 -12.26 46.00 45.24 16.52 2.89
3 242.49 37.11 -8.89 46.00 47.54 17.52 2.13
4 586.30 40.46 -5.54 46.00 41.16 25.56 3.30
5 609.40 38.55 -7.45 46.00 39.39 25.33 3.36
6 975.50 35.60 -18.40 54.00 29.32 30.73 4.24
7 1480.00 43.73 -30.27 74.00 45.36 25.46 5.21
8 2042.00 46.57 -27.43 74.00 45.78 26.28 6.16
9 2706.00 47.98 -26.02 74.00 44.55 27.88 7.09
10 7290.00 46.02 -27.98 74.00 54.40 36.06 12.45
11 9825.00 47.87 -26.13 74.00 50.88 39.06 14.54
12 16890.00 48.61 -25.39 74.00 43.80 40.47 19.83

Level (dBuV/m)

Date: 2018-08-26

130
o)
9%
PEAK 74
70
AVG 54
sl |~ 10 1 %
I
30
10|
0 3000 5000 7000. 9000, 11000, 13000. 15000. 17000. 19000, 21000. 23000 26500
Frequency (MHz)
Site :03CHI2-HY
Condition EAK_74 3m HORN_9120D_1328 VERTICAL
Detector eak
Project 53105
Mode 36
Over Limit ReadAntenna Cable Preamp A/Pos T/Pos
Freq Level Limit Line Level Factor Loss Factor Remark
MHz dBuV/m dB dBuV/m  dBuV  dB/m dB dB deg.
1 37.56 36.58 -3.42 40.00 45.71 20.36 ©.83 30.30
2 60.51 34.83 -5.97 40.00 51.61 11.78 1.86 30.46
3 114.78 32.23 -11.27 43.50 44.11 17.83 1.46 30.41
4 541.5@ 35.66 -10.34 46.00 38.14 23.96 3.17 29.72
5 570.90 39.76 -6.24 46.00 40.23 25.85 3.25 29.67
6 970.60 36.44 -17.56 54.00 30.10 30.82 4.23 28.94
7 1902.00 45.62 -28.38 74.00 45.38 26.86 5.95 31.77
8 2170.00 46.52 -27.48 74.00 45.20 26.61 6.33 31.62
9 2970.00 48.35 -25.65 74.00 43.92 28.52 7.44 31.53
10 7590.00 45.83 -28.17 74.00 53.42 36.72 12.71 57.48
11 12990.00 48.90 -25.10 74.00 48.95 39.37 17.26 57.09
12 17055.00 48.28 -25.72 74.00 43.10 40.88 19.98 56.21

TEL : 886-3-327-3456
FAX : 886-3-328-4978
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Appendix D. Duty Cycle Plots

Duty VBW Duty

Band Cycle(%) QS | 2nrllink) Setting |Factor(dB)
Bluetooth — LE for 1Mbps 62.4 390.00 2.56 3kHz 2.05
Bluetooth — LE for 2Mbps 32.8 205.00 4.88 10kHz 4.84

Bluetooth — LE for 1Mbps
Spectrum

o
V.
Ref Level 20.00 dBm Offset 25.10 dB @ RBW 10 MHz

o Att 20 dB @ SWT Sms & VBW 10 MHz
SGL

@ 1Pk Max

D3[1] -0.08 dB
10 dBm

625.00 ps|
1.92 dBm
139000 s

” [y
d, D2 D3 1)
o dBm

-10 dem

-20 dém
a0 g il M ‘it it i b Wirpdy

-40 dBm

-50 dBm

-60 dem

-70 dem

CF 2.44 GHz
Marker

Type | Ref | Trc | X-value | Y-value | Function |
M1 1 1.79 ms 1.92 dBm

D2 M1 1 390.0 ps 0.06 dB

D3 M1 1 625.0 ps -0.08 dB

1 J

1001 pts

500.0 ps/

Function Result |

Ready EEEEREEET) “- 4

TEL : 886-3-327-3456
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Bluetooth — LE for 2Mbps

Spectrum ‘%’

Ref Level 20.00 dBm Offset 25.10 dB @ RBW 10 MHz

o Att 20 dB @ SWT Sms @ VBW 10 MHz
SGL

@ 1Pk Max

D3[1] -0.17 dB|
625.00 ps|

ML 4 m1[1] 2.09 dBm
0 derfe=) S — — = oo . 2.14588ms

10 dBm

-10 dgm

-20 dgm
oy e’ | gt e go! s, FTTTEUPAA R [ TRPRY Y R SFTIR D S W

-40 dBm

-50 dem

-60 dem

-70 dem

CF 2.44 GHz

Marker

Type | Ref | Trc | X-value | Y-value | Function | Function Result |
M1 1] 2,145 ms 2.09 dBm

p2| M1 1 205.0 ps -0.13 dB |

D3 M1 1] 625.0 ps -0.17 dB

1001 pts 500.0 ps/

T T ey GHNRNRRND &8
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