7 . P
AIT

Page 1 of 27 Report No.: AiTSZ-251231020TW1

Product Name : wireless microphone
Brand Name : XTUGA
Model : A400
Series Model : Al140, S400
Applicant : Shenzhen Ciyuansu Electronic Technology Co., Ltd

715, Hualianfa Comprehensive Building, No. 2008 Huagiang North
Address : Road, Licun Community, Huagiangbei Street, Futian District,

Shenzhen
Manufacturer : Enping Dekashi Acoustic Equipment Co., Ltd

Room 4, Building 1, Changchun Industrial Park, No. C10, Enping
Address . ) . .

City Industrial Zone (Private and Foreign Investment)
Standard(s) : Article 2, paragraph 1, item 8

Date of Receipt : Dec. 31, 2025

Date of Test : Dec. 31, 2025~ Jan. 15, 2026
Issued Date ;- Jan. 15, 2026
Issued By: Guangdong Asia Hongke Test Technology Limited

B1/F, Building 11, Junfeng Industrial Park, Chongqing Road, Heping Community, Fuhai Street,
Bao'an District, Shenzhen, Guangdong, China
Tel.: +86 0755-230967639 Fax.: +86 0755-230967639

§$’
Reviewed by: Aﬁ . K@ Approved by: /ﬁ’ /W’ \»/bf‘j %

Aalen.Ye Allen Wan

Note: This device has been tested and found to comply with the standard(s) listed, this test report merely corresponds to the
test sample. It is not permitted to copy extracts of these test result without the written permission of the test laboratory. This
report shall not be reproduced except in full, without the written approval of Guangdong Asia Hongke Test Technology Limited.
If there is a need to alter or revise this document, the right belongs to Guangdong Asia Hongke Test Technology Limited, and
it should give a prior written notice of the revision document. This test report must not be used by the client to claim product
endorsement.

Guangdong Asia Hongke Test Technology Limited
B1/F, Building 11, Junfeng Industrial Park, Chongging Road, Heping Community, Fuhai Street, Bao'an District, Shenzhen,
Guangdong, China.


file:///F:/光明华检案件/2022/2022年11月/User/Documents/WXWork/1688852457274757/Cache/bill/AppData/user/Application%20Data/新文件專區/共通資料/報告持有人與製造商.doc
file://///Neutron/文件專區/貳零零柒報告格式/英式報告/法規/法規標準.doc

{ts . AN
A‘T Page 2 of 27 Report No.: AiTSZ-251231020TW1

Report Revise Record

Report Version Issued Date Notes

MO Jan. 15, 2026 Initial Release




///_\\\

A‘ I Page 3 of 27 Report No.: AiTSZ-251231020TW1
Contents
1 TEST SUIMIMARY ... .ccutituitenierenireenereeeseaseressersssessssssnsssssssssssssssessssessssssssssssssssssssssesssssssssssnsssasssssssssssessnsesssssensssansesanne 4
1.1 TEST STANDARDS «..uuuuuuuuunnnnnnnnnnnnnnnnnnnsnnnsnsnsnnssssnsnsssssssnsssssssnsnsnsssssssssssssssssnsssssssesssssesesesssssesssssssesesssesssesesssnsasnsesesssssnsens 4
1.2 TEST SUMMARY .1vuuueeeeeeetttnuseseeerersnnnseseessessnnnseeessssssnnnnseeessssssnsssseeessssssnnsssessssssssssseseeessssnnsnsesessssssnnnesesesssnsnnssesssenesnnnnn 4
1.3 12 I 7Y 2 5
1.4 IMEASUREMENT UNCERTAINTY 1eteieteeeiereseseseresesesesesasesasasasasesasasesassssassesssssssssesssasesesasssssssesasasesesesesssssesesesssssesssesesesssnsases 5
2 GENERAL INFORMATION......ccuitteettnnereniernnctancsrassssssessssssassssnsesassssassssssesssssssssssnsssnsssssssssssssassssnssssnsssnssssnsesassssnssssns 6
2.1 ENVIRONMENTAL CONDITIONS 1..eetvtttunnseeessssssnnaaseeessssssneesessssssssnasesessssssssnasessssssssnsnasesssssssssnsesessssssssnnsesessssssnsnneeseesssssnnnn 6
2.2 GENERAL DESCRIPTION OF EUT Loiiiuiiiieeiiiiiiieie e e e eeettiieeeeeeeeetttaeseeeeesassataseeesesssannnaseesssssssnnsaseesssssnnnnsesessssssnnnnsesessssssnnnnsens 6
2.3 DESCRIPTION OF TEST MODES AND TEST FREQUENCY ...eveieeeieieieieierererereresesesesesesesesesesesesesesesesesesesesesesssssesesesesesesssssesesesesesess 7
2.4 EQUIPIMIENT LIST FOR THE TEST itttttuuiieeeeeteetteuiaeeeerttennueeeeeereeenenseseesressnnnnseeessssssnnnnseeesessssnnnnseeessssssnnseseesssssnnnnsesssersnsnnns 7
2.5 TABLE FOR PARAMETERS OF TEST SOFTWARE SETTING..cevuuuuueseeetttuuuuaeeeeerrrusnnseeeesrsmsnnsasesessssmsnnsesesesssssnnnesesesssnnmnsaesessssssnnns 8
2.6 IR 0 7Y = 8
3 TEST CONDITIONS AND RESULTS .. cuuiteiiitniireniernctancerasetsasersnsesassssnssssssssnssssssessssesnssssnsssnsssansssssssssssssnsssnssssnsesansssanss 9
3.1 FREQUENCY ERROR...ceuuiiiiiiieiiiieeettee ettt e e e ette e ettt eeeat e eestaaeaeasnnesantseesbatnaesstanseasiaeessnnesessnnsesssneesssnnessssnnsessnneesssnneesssnneens 9
3.2 ANTENNA OUTPUT POWER AND OUTPUT POWER TOLERANCE ....uueeeteruueisseeeeererssnneeseesssssnnnasesessssssnnnnsesessssssnnnesesessssssnnnnees 11
3.3 O CCUPIED BANDWIDTH ..uuueeiteesirssnnseaseersssnneseesssssssnnneseesssssssnnesesesssssssaesessssssssnseseesssssssnmsesessssssssnesesessssssssnneessesssssnnnn 12
3.4 ADJACENT CHANNEL LEAKAGE POWER. 1111 vvvvssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssens 14
3.5 UNWANTED EMISSION STRENGTH 1.veieieieseeesesesesesesesesesesesesesesasesasasesesasasasasesesasssssasasssesesssssesasssssasssssssssssesssssssesssssesesssess 16
3.6 SECONDARY RADIATED EMISSION STRENGTH .1vvvvuvuvurusususssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssnsnne 18
3.7 CONSTRUCTION PROTECTION IMETHOD ...eevvvuuuueeeeererersneneeeeesessssnneseesssssssnnaesessssssssnsesessssssssnnsesessssssssnneesessssssssnneeesssssssnnns 20
3.8 INTERFERENCE PREVENTION FUNCTION . cituuiiiiiieitieeeetieeeetteeettteeeeatieeestaneeessnneesasnneesssnesessnnsestnnnnessnnnsssstssersnnneessnneeennnnns 21
4 TEST SETUP PHOTOS ....cuceiituiieiienteeerenceecrensescesstassesssassesssssssssesssassassssssasssnsssssassssssessssssasssnsassonsssnssassenssnsensesnssnnsans 22

5 PHOTOS OF THE EUT ...cciiiiiiiiiieiiimnmemmneemmemnsessmemssesmsesmsessessssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssses 23



///_\\\
A‘T Page 4 of 27

Report No.: AiTSZ-251231020TW1

1 TEST SUMMARY
1.1 Test Standards

The tests were performed according to following standards:

MIC Notice N0.88 Appendix No.22-8

1.2 Test Summary

Test Item Result

Tolerance of frequency Pass
Antenna power Pass

Adjacent channel leakage power Pass
Occupied bandwidth Pass
Unwanted Emission Strength Pass
Secondary Radiated Emission Strength Pass
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1.3 Test Facility

Test Laboratory:

Guangdong Asia Hongke Test Technology Limited

B1/F, Building 11, Junfeng Industrial Park, Chongqing Road, Heping Community, Fuhai Street, Bao'an
District, Shenzhen, Guangdong, China

The test facility is recognized, certified or accredited by the following organizations:
FCC-Registration No.: 251906 Designation Number: CN1376

Guangdong Asia Hongke Test Technology Limited has been registered and fully described in a report
filed with the (FCC) Federal Communications Commission. The acceptance letter from the FCC is
maintained in our files.

IC —Registration No.: 31737 CAB identifier: CN0165

The 3m Semi-anechoic chamber of Guangdong Asia Hongke Test Technology Limited has been
registered by Certification and Engineering Bureau of Industry Canada for radio equipment testing with
Registration No.: 31737

A2LA-Lab Cert. No.: 7133.01

Guangdong Asia Hongke Test Technology Limited has been accredited by A2LA for technical
competence in the field of electrical testing, and proved to be in compliance with ISO/IEC 17025: 2017
General Requirements for the Competence of Testing and Calibration Laboratories and any additional
program requirements in the identified field of testing.

1.4 Measurement uncertainty

The data and results referenced in this document are true and accurate. The reader is cautioned that
there may be errors within the calibration limits of the equipment and facilities. The measurement
uncertainty was calculated for all measurements listed in this test report according to CISPR 16 - 4
“Specification for radio disturbance and immunity measuring apparatus and methods — Part 4:
Uncertainty in EMC Measurements” and is documented in the Guangdong Asia Hongke Test
Technology Limited’s quality system according to DIN EN ISO/IEC 17025. Furthermore, component
and process variability of devices similar to that tested may result in additional deviation. The
manufacturer has the sole responsibility of continued compliance of the device.

Hereafter the best measurement capability for Asia Hongke laboratory is reported:

Measurement

Test Uncertainty Notes
Power Line Conducted Emission 9KHz~30MHz +1.20 dB (1)
Radiated Emission 9KHz~30MHz +3.10dB (1)
Radiated Emission 30MHz~1GHz +£3.75dB (1)
Radiated Emission 1GHz~18GHz +3.88 dB (1)
Radiated Emission 18GHz-40GHz +3.88dB (1)
RF power, conducted 30MHz~6GHz +0.16dB (1)
RF power density, conducted +0.24dB (1)
Spurious emissions, conducted +0.21dB (1)
Temperature +1°C (1)
Humidity +3% (1)
DC and low frequency voltages +1.5% (1)
Time +2% (1)
Duty cycle +2% (1)
Bandwidth +1.5x10° (1)

The report uncertainty of measurement y £ U, where expended uncertainty U is based on a standard
uncertainty Multiplied by a coverage factor of k=2, providing a level of confidence of approximately
95%
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2 GENERAL INFORMATION

2.1 Environmental conditions

During the measurement the environmental conditions were within the listed ranges:

Normal Voltage DC 3.0V
Voltage High Voltage DC 3.3V
Low Voltage DC 2.7V

Normal Temperature 25°C

Other Relative Humidity 55 %
Air Pressure 989 hPa

2.2 General Description of EUT

Product Name:

wireless microphone

Model/Type reference:

A400

Serial Model:

A140, S400

Model difference:

All models are same as the samples except model name, all the models are
electrical identical same mechanical structure and design.

Power Rating:

DC 3.0V from AA battery

Hardware Version:

N/A

Software Version:

N/A

Sample(s) Status:

AiTSZ-251231020-1(Normal sample)
AiTSZ-251231020-2(Engineer sample)

Wireless microphone:

Operation frequency:

806.25MHz-809.5MHz

Modulation: FM

Channel number: 27

Antenna type: Spring Antenna
Antenna gain: 1.55dBi

Remark:

The above DUT's information was declared by manufacturer. For more detailed features description,
please refer to the manufacturer’s specifications or the User's Manual.
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2.3 Description of Test Modes and Test Frequency

The EUT has been tested under typical operating condition. The Applicant provides communication
tools software to control the EUT for staying in continuous transmitting and receiving mode for testing.

Operation Frequency List:

Channel Frequency (MHz)
01 806.250
02 806.375
10 807.375
11 807.500
12 807.625
26 809.375
27 809.500

Note: Test performed at the lowest/middle/highest frequencies selected in the list above for EUT
supported while working on specified mode.

2.4 Equipment List for the Test

No Test Equipment Manufacturer Model No Serial No Cal. Date Cal. Due Date
1 Spectrum Analyzer Keysight N9020A MY51280643 2025.09.23 2026.09.22
2 DC Power supply Manson HCS-3604 G521100129 2025.09.23 2026.09.22
3| Digital Phosphor Tektronix TDS3012 B021220 2025.09.23 | 2026.09.22

Oscilloscope
4 Signal Generator Agilent N5182A MY50143009 2025.09.23 2026.09.22
5 Power meter Agilent E4419B MY45102079 2025.09.23 2026.09.22
RF
6 Communications HP 8920B US35010135 2025.09.23 2026.09.22
test setr
7 Test software TST TST Pass V2.0 N/A N/A

Calibration by the calibration agencies listed in the table correspond to paragraph 4 (ii) (c) of Article

24-2 in the Radio Law".

O(a) Calibration conducted by the National Institute of Information and Communications Technology
(NICT) or a designated calibration agency under Article 102-18-1 of the Radio Act.
(b) Calibration conducted based on the regulations of Article 135 or 144 of the Measurement Act.
X(c) Calibration conducted in foreign countries, which is equivalent to calibration conducted by the
NICT or a designated calibration agency under Article 102-18-1 of the Radio Act.
[(d) Calibration, etc. conducted by using measuring instruments and other facilities listed at the

bottom of appended table 3 of the Radio Act, which is to have been calibrated as described in (a)

through (c) above.

Cal. Lab: GUANGZHOULISAICALIBRATION AND TESTING CO.,LTD
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2.5 Table for Parameters of Test Software Setting

During testing, Channel & Power Controlling Software provided by the customer was used to control
the operating channel as well as the output power level. The RF output power selection is for the
setting of RF output power expected by the customer and is going to be fixed on the firmware of the
final end product.

Power Parameters:

Test Software Version Fixed frequency firmware
Frequency 806.250MHz 807.500MHz 809.500MHz
Wireless microphone Default Default Default

2.6 Test Voltage
POWER SUPPLY VOLTAGE FLUCTUATION TEST

. Normal High Voltage +10% of Low Voltage -10% of
LU (A E U B 10 Voltage gNormaI‘({Ioltage NormaIgVoItage
Power supply DC 3.0V DC 3.3V DC 2.7V
Output To RF Module DC 2.5V DC 2.5V DC 2.5V
Voltage Variation (%) - -- -
Note:

Voltage Variation (%)

= (Output high or Low Voltage - Output Normal Voltage)/ Output Normal Voltage* 100

During the input supply voltage to the EUT from the external power source is varied by +/- 10%, if
output voltage had been confirmed that the fluctuation of power supply to the RF circuit of EUT
(excluding power source) is equal to or less than +/-1%. Exempt extremely high and low supply voltage
condition test, EUT only operated in normal voltage to test all regulations.

The sample power supply was confirmed that input voltage variation at the radio unit in the radio
equipment to be tested is less than +1% against a variation of +10% at the input voltage from the
external power supply to the radio equipment, and the radio equipment was designed so as to be
operated in a specified voltage variation limit within +10%, Radio can only test at normal Voltage.
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3 Test conditions and Results

3.1 Frequency Error
LIMIT

+20ppm

TEST CONFIGURATION

SPECTRUM
s ANALYZER

TEST PROCEDURE

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the
block diagram as TEST CONFIGURATION shows.

EUT Condition: non-modulation
Spectrum Condition:

* Frequency: test frequency

* Span: 300 KHz

* RBW: 10 KHz

* VBW: 10 KHz

* Sweep time: Auto

* Detector mode: Positive peak

* Indication mode: max hold

TEST RESULTS
Test Condition FRREENEY Read (MHz) DEMET Tlejgace Limit (ppm) Result
(MHz) (MHz) (Ppm)
806.250 806.2524 0.0024 2.98
Non-modulation 807.500 807.5027 0.0027 3.34 20.00 Pass
809.500 809.5024 0.0024 2.96
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wm Keysight Spectrum Analyzer - Swept SA =R
L [07:39:47 PMJan 15, 2026

[
Avg Type: Log-Pwr
—»— Trig: FreeRun
Atten: 22 dB

Auto Tune|
Ref Offset 1 dB
Ref 13.00 dBm

Center Freq
806.250000 MHz,

StartFreq
806.100000 MHz

StopFreq
806.400000 MHz

CF Step
30.000 kHz
Man

FreqOffset.
0 Hz

Scale Type

Center 806.2500 MHz P Lin|
#Res BW 10 kHz

#Avg Type: Log-Pwr
AvglHold: 111

== Trig: Free Run
#Atten: 40 dB

Mkr1 807.502 7 MHz Qutaliune
4.19

Ref Offset 1 dB
3 dBm

Ref 13.00 dBm

Center Freq
807.500000 MHz

StartFreq
807.350000 MHz

StopFreq
807.650000 MHz

CF Step
30.000 kHz

FreqOffset,
0Hz

Scale Type

Lin

' Keysight Spectrum Analyzer - Swept SA | = )
R

Center Freq 809.500000 MHz .
PNO: Wide ~—»— 11
IF Gain:Low Atten: 28 dB

[
#Avg Type: RMS
AvglHold: 111

Auto Tune|
Ref Offset 1 dB
EggBldiv Ref 19.00 dBm

Center Freq
809.500000 MHz

StartFreq
809.350000 MHz

StopFreq
809.650000 MHz

CF Step
30.000 kHz

FreqOffset.
0Hz

Scale Type

Center 809.5000 MHz Span 300.0 kHz |5 Lin
#Res BW 10 kHz #VBW 10 kHz Sweep 3.667 ms (1001 pts)

809.500MHz
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3.2 Antenna Output Power and Output Power Tolerance

LIMIT
< 10 mW

Tolerance :-50%~+50%

TEST CONFIGURATION

LI

Spectrum Analayzer

TEST PROCEDURE

Step 1:

EUT

Connect the UUT to the spectrum analyzer as TEST CONFIGURATION and use the following

settings:

- Centre Frequency: The centre frequency of the channel under test.

+ RBW:
* VBW:

1 MHz
1 MHz

- Span: Wide enough to cover the complete power envelope of the signal of the UUT.

« Detector: Peak

» Trace Mode: Max Hold

Step 2:

When the trace is complete, find the peak value of the power envelope and record the frequency.

Step 3:

Make the following changes to the settings of the spectrum analyzer:

- Centre Frequency: Equal to the frequency recorded in step 2.

 Span:
* RBW:
* VBW:
« Detector: RMS

0 MHz
1 MHz
1 MHz

» Trace Mode: Clear Write

TEST RESULTS
Modulation|Channel AR Qutput Rated output|Tolerance
type (MHz) L power (mW) S, power (mW) (%) Limit |Result
power(dBm)
806.250| 3.960 2.489 10 2.5 -0.44
FM 807.500| 4.348 2.721 10 2.5 8.84 |-50%~50%| Pass
809.500| 4.224 2.645 10 25 5.80
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3.3 Occupied Bandwidth

LIMIT

Analog modulation: <110KHz(Reference frequency shift + 5 kHz)

Digital modulation: <192KHz
TEST CONFIGURATION

Radio
EUT Commmunication
Test Set
Spectmm
Analyzer
TEST PROCEDURE

The EUT was directly connected to the spectrum analyzer and antenna output port as show in
the blockdiagram as TEST CONFIGURATION shows.

EUT Condition: modulation

Spectrum Condition:

1. Setting of SA is following as fellow:

- Center Frequency: Test Frequency
- Span: 2 to 3.5 times of OBW

« RBW: under 3% of OBW

+ VBW: = RBW

» Sweep time: Auto

- Sweep Mode: Single sweep

+ Detect mode: Sample
« Trace mode: Max hold

2. - EUT have transmitted the maximum modulation signal and fixed channelize. SA set to 99%

of occupiedbandwidth to measure occupied bandwidth.

TEST RESULTS
Channel (MHz) OCCUP{Kiir;dW'dth Limit (KHz) Result
806.250 78.489
807.500 78.695 <110 Pass
809.500 76.853

Test plots as follow:
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FM

s Keysight Spectrum Analyzer - Occupied BW

[ o[ ]

[07:49:15 PMJan 15,2026

[
Center Freq: 806.250000 MHz
G Trig: Free Run
#Atten: 22 dB

1] L RF 50Q AC
Center Freq 806.250000 MHz

Rer 20.00 dBm

Center 806.3 MHz

Res BW 3 kHz #VBW 3 kHz

Total Power

Occupied Bandwidth

78.489 kHz
2.159 kHz
85.41 kHz

% of OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

Radio Std: None Frequency

AvglHold:>10/10

Radio Device: BTS

Center Freq
806.250000 MHz

Span 500 kHz|
Sweep 211.9ms|

6.41 dBm

99.00 %
-20.00 dB

mse ﬁgsmms

806.250MHz

[ o | & s

= Keysight Spectrum Analyzer - Occupicd BW
L SENSE:PULSE]

[08:35:23 PMJan 15,2026

[
Center Freq: 807.500000 MHz
f) Trig: FreeRun
#Atten: 20 dB

RF 500 AC
Center Freq 807.500000 MHz

Ref 10.00 dBm

#VBW 3 kHz

Occupied Bandwidth Total Power

78.695 kHz
1.310 kHz
85.81 kHz

% of OBW Power
xdB

Transmit Freq Error
x dB Bandwidth

Radio Std: None Frequency

Avg|Hold:>10/10

Radio Device: BTS

Center Freq
807.500000 MHz

Span 500 kHz|
Sweep 86.53 ms

7.07 dBm

FreqOffset
99.00 % Oz

-20.00 dB

MSG ﬁgsmms

807.500MHz

e Keysight Spectrum Analyzer - Occupied BW

[ oo [s]

500Q

[09:00:41 PMJan 15,2026

[
Center Freq: 809.500000 MHz
o) Trig: Free Run
#Atten: 28 dB

X/ L RF 50Q AC
Center Freq 809.500000 MHz

_Ref 10.00 dBm__

#VBW 3 kHz

Total Power

Occupied Bandwidth

76.853 kHz
1.148 kHz
84.15 kHz

% of OBW Power
xdB

Transmit Freq Error
x dB Bandwidth

Radio Std: None Frequency

AvglHold:>10/10

Radio Device: BTS

Center Freq
809.500000 MHz

Span 500 kHz]
Sweep 86.53 ms

3.94 dBm

99.00 %
-20.00 dB

(= ﬁgsmms

809.500MHz
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3.4 Adjacent channel leakage power
LIMIT

Analog modulation:Fc +250KHz: Power in 110HKz BW shall meet -60dBc(Reference frequency shift
+ 5kHz)
Digital modulation:Fc +375KHz: Power in 192HKz BW shall meet -40dBc

TEST CONFIGURATION

Radio
EUT Commmunication
Test Set

Spectrum
Analyzer

TEST PROCEDURE

The EUT was directly connected to the spectrum analyzer and antenna output port as show in
the blockdiagram as TEST CONFIGURATION shows.
Use Spectrum’s ACP measurement function and set spectrum analyzer
as fellow:Spectrum Condition:

- Frequency: test frequency

- Span: >4 times integrate bandwidth

« RBW: 0.5~2.5%0f OCB

+ VBW: = RBW

« Sweep time: Auto

» Sweep mode: Single

« Detector mode: Sample

« Indication mode: max hold

TEST RESULTS
Adjacent Channel Power (dBc) [
Channel (MHz) Limit Result
FC-250KHz FC+250KHz
806.250 -63.64 -63.63
807.500 -63.73 -63.43 -60dBc Pass
809.500 -63.56 -63.65

Test plots as follow:
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s Keysight Spectrum Analyzer - ACP

=R =

RE AC

[10:48:47 AMJan 15, 2026

Center Freq 806.250000 MHz

( AvglHold: 10110
!
IFGain:Low

#Atten: 10 dB

Ref Offset 1 dB
Ref 15.00 dBm

Center 806.3 MHz

Res BW 3 kHz #VBW 3 kHz

dBm/ 11 kHz ACP-IBW

Lower
Integ BW dBc dBm
110.0 kHz 64 -5079

Total Carrier Power

Carrier Power Filter  Offset Freq

250.0 kHz

mse

Radio Std: None Frequency

Radio Device: BTS

Center Freq
806.250000 MHz

Span 1 MHz
Sweep 423.7 ms|

Upper

dBc  dBm _ Filter

STATUS

806.250MHz

[E=SE=E |

= Keysight Spectrum Analyzer - ACP
L SENSE:PULSE]

[10:50:22 AMJan 15,2026

[
Center Freq: 807.500000 MHz
a0 Trig: Free Run Avg|Hold:>10/10
#Atten: 20 dB

RF 5i AC
Center Freq 807.500000 MHz
IFGain:Low

Ref Offset 1 dB
Ref 13.00 dBm

#VBW 3 kHz

3.845dBm/ 11 kHz ACP-IBW

Lower
Integ BW dBc dBm
110.0kHz 63

Total Carrier Power

Carrier Power Filter  oOffset Freq

110.0 kHz

MSG

Radio Std: None Frequency

Radio Device: BTS

CenterFreq
807.500000 MHz

Upp

dBc  dBm _ Filter

STATUS

807.500MHz

e Keysight Spectrum Analyzer - ACP

[ oo [s]

SENSE:PULSE|

[09:04:03 PMJan 15,2026

J RF AC u [
Center Freq 809.500000 MHz Center Freq: 809.500000 MHz
) Trig: Free Run Avg|Held:>10/10

IFGainiLow _ #Atten: 28 dB

Ref Offset 1 dB
_Ref 15.00 dBm

#VBW 3 kHz

Total Carrier Power ACP-IBW

Lower
dBc dBm

Carrier Power
3.963 6356 -

1 [ .0 ki 110.0 kHz

9 -63.65

Radio Std: None Frequency

Radio Device: BTS

Center Freq
809.500000 MHz

Span 1 MHz

Sweep 423.7 ms| LD

Upper
dBc  dBm
-59.69

Filter
OFF

(= ﬁgsmms

809.500MHz
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3.5 Unwanted Emission Strength
LIMIT

2.5uW(-26dBm)/MHz or less

TEST CONFIGURATION

Radio
EUT Communication
Test Set

Spectrum
Analyzer

TEST PROCEDURE

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the
block diagram as TEST CONFIGURATION shows.

EUT Condition: modulation
Spectrum Condition:
* Frequency: 30MHz-13.0GHz
* RBW: 100KHz (30MHz-1GHz), 1MHz (1GHz-13.0GHz)
* VBW: 100KHz (30MHz-1GHz), 1MHz (1GHz-13.0GHz)
* Sweep time: Auto
* Detector mode: Positive peak
* Indication mode: max hold
TEST RESULTS
Note: The limit for the frequency range of 30MHz - 1GHz is 2.5uW/1MHz, but test result is

dBm/100kHz, so the limit is -36dBm.
Limit(dBm/100kHz) = Limit(dBm/1MHz) - 10*log(1MHz/100KHZz)

Freq ANy Power Limit | Margin
Mode i Freq. Range Freq. Verdict
(MHz) 9. ~ang (GH‘;) (dBm) | (dBm) | (dB)

806.25 30MHz~13GHz 1.768 -40.048 -26 14.048 Pass
FM 807.50 30MHz~13GHz 2.428 -46.892 -26 20.892 Pass
809.50 30MHz~13GHz 2.428 -47.318 -26 21.318 Pass
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3.6 Secondary Radiated Emission Strength
LIMIT

4.0nW(-54dBm) or less

TEST CONFIGURATION

O 2

Spectrum Analayzer EUT

TEST PROCEDURE

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the
block diagram as TEST CONFIGURATION shows.

EUT Condition: modulation

Spectrum Condition:
* Frequency: 30MHz-13.0GHz
* RBW: 100 KHz (30MHz-1GHz), 1MHz (1GHz-13.0GHz)
« VBW: 100 KHz (30MHz-1GHz), 1MHz (1GHz-13.0GHz)
» Sweep time: Auto
* Detector mode: Positive peak

* Indication mode: max hold

TEST RESULTS
Marker _— :
Freq. Power Limit | Margin :
Mode Freqg. Range Freq. Verdict
(MHz) 9. Rang (GH‘;) (dBm) | (dBm) | (dB)

806.25 30MHz~13GHz 6.916 -78.205 -54 24205 | Pass

FM 807.50 | 30MHz~13GHz 12.640 |-69.905| -54 | 15.905 | Pass
809.50 | 30MHz~13GHz 7012 |-71.045| -54 | 17.045 | Pass
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3.7 Construction protection method

Reguirement

The high-frequency section and modulation section of the radio equipment except for the antenna
system shall not be capable of being opened easily

Confirmation method

The high-frequency section and modulation section use SMT technology, not easy to change. (The
chip have more than 16 chip pins, less than 1.5mm pin distance.)
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3.8 Interference Prevention Function

Requirement

Clarify, the one automatically to transmit and to receive identification code with the wireless equipment
of the wireless station used in the same premises.

Interference Prevention Function Confirm

A communication link was made where the ID code is correct (Identical).

TEST PROCEDURE

A. Transmit the assigned identification code from the radio equipment.
B. Confirm the identification code received by the demodulator.

We can get the information as follows:

TEST RESULTS

WA~ RRIVID, PID
VendoriD(hexx [osee

Product D (hex): IOOFD

BERF | Znne] 42 |

W8z VR E 86:5b:2a:4d:6¢:b3
#E
BhEzh
vV 4I8h
#MAEzh
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4 TEST SETUP PHOTOS

FU-M523TX(v10)
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5 PHOTOS OF THE EUT

External Photos
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