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1. ATTESTATION OF TEST RESULTS

COMPANY NAME: Valve Corporation
10400 NE 4th Street, Suite 1400
Bellevue, WA 98004 U.S.A.

EUT DESCRIPTION: Valve Left Controller
MODEL: 1005
SERIAL NUMBER: Conducted: 1880275

Radiated: 1880276

DATE TESTED: OCTOBER 31, 2018 — MAY 29, 2019

APPLICABLE STANDARDS
STANDARD TEST RESULTS
LP0002: 2018 Complies

UL Verification Services Inc. tested the above equipment in accordance with the requirements
set forth in the above standards. The test results show that the equipment tested is capable of
demonstrating compliance with the requirements as documented in this report.

The results documented in this report apply only to the tested sample, under the conditions and
modes of operation as described herein. It is the manufacturer's responsibility to assure that
additional production units of this model are manufactured with identical electrical and
mechanical components. All samples tested were in good operating condition throughout the
entire test program. Measurement Uncertainties are published for informational purposes only
and were not taken into account unless noted otherwise.

This document may not be altered or revised in any way unless done so by UL Verification
Services Inc. and all revisions are duly noted in the revisions section. Any alteration of this
document not carried out by UL Verification Services Inc. will constitute fraud and shall nullify
the document. This report must not be used by the client to claim product certification,
approval, or endorsement by NVLAP, NIST, any agency of the Federal Government, or any
agency of the U.S. government.
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2. TEST METHODOLOGY

The tests documented in this report were performed in accordance with FCC CFR 47 Part 2,
FCC CFR 47 Part 15, ANSI C63.10-2013, KDB 558074 D01 v05, RSS-GEN Issue 5, and RSS-
247 Issue 2.

3. FACILITIES AND ACCREDITATION

The test sites and measurement facilities used to collect data are located at 47173 and 47266
Benicia Street, and 47658 Kato Road, Fremont, California, USA. Line conducted emissions are
measured only at the 47173 address. The following table identifies which facilities were utilized
for radiated emission measurements documented in this report. Specific facilities are also
identified in the test results sections.

47173 Benicia Street 47266 Benicia Street 47658 Kato Rd
|X| Chamber A (ISED:2324B-1) Chamber D (ISED:22541-1) |Z| Chamber | (ISED:2324A-5)
[ ] chamber B (ISED:2324B-2) Chamber E (ISED:22541-2) || Chamber J (ISED:2324A-6)
|:| Chamber C (ISED:2324B-3) Chamber F (ISED:22541-3) |:| Chamber K (ISED:2324A-1)
Chamber G (ISED:22541-4) |:| Chamber L (ISED:2324A-3)
Chamber H (ISED:22541-5)

/N

The above test sites and facilities are covered under FCC Test Firm Registration # 208313.
Chambers above are covered under Industry Canada company address and respective code

UL Verification Services Inc. is accredited by NVLAP, Laboratory Code 200065-0
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4. CALIBRATION AND UNCERTAINTY

4.1. MEASURING INSTRUMENT CALIBRATION

The measuring equipment utilized to perform the tests documented in this report has been
calibrated in accordance with the manufacturer's recommendations, and is traceable to
recognized national standards.

4.2. SAMPLE CALCULATION

RADIATED EMISSIONS

Where relevant, the following sample calculation is provided:

Field Strength (dBuV/m) = Measured Voltage (dBuV) + Antenna Factor (dB/m) + Cable
Loss (dB) — Preamp Gain (dB)

36.5 dBuV + 18.7 dB/m + 0.6 dB — 26.9 dB = 28.9 dBuV/m

MAINS CONDUCTED EMISSIONS

Where relevant, the following sample calculation is provided:

Final Voltage (dBuV) = Measured Voltage (dBuV) + Cable Loss (dB) + Limiter Factor (dB) +
LISN Insertion Loss.

36.5dBuVv + 0dB +10.1 dB+ 0 dB = 46.6 dBuV

4.3. MEASUREMENT UNCERTAINTY

Where relevant, the following measurement uncertainty levels have been estimated for tests
performed on the apparatus:

PARAMETER UNCERTAINTY
Worst Case Conducted Disturbance, 9KHz to 0.15 MHz 3.84 dB
Worst Case Conducted Disturbance, 0.15 to 30 MHz 3.65dB
Worst Case Radiated Disturbance, 9KHz to 30 MHz 3.15dB
Worst Case Radiated Disturbance, 30 to 1000 MHz 5.36 dB
Worst Case Radiated Disturbance, 1000 to 18000 MHz 4.32 dB
Worst Case Radiated Disturbance, 18000 to 26000 MHz 4.45 dB
Worst Case Radiated Disturbance, 26000 to 40000 MHz 5.24 dB

Uncertainty figures are valid to a confidence level of 95%.
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5. EQUIPMENT UNDER TEST

5.1. EUT DESCRIPTION
The EUT is a Valve Left Controller.

5.2. MAXIMUM OUTPUT POWER

The transmitter has a maximum peak conducted output power as follows:

Frequency Mode Output Power | Output Power
Range (dBm) (mWw)
(MHz)

2402 - 2480 Valve Protocol 4.76 2.99

5.3. DESCRIPTION OF AVAILABLE ANTENNAS

Frequency Band (GHz) | Antenna Peak Gain (dBi)
2.4 0.90
5.4. SOFTWARE AND FIRMWARE

The EUT firmware installed during testing was VRC version: 1538763457.

The test radio version software used during testing was 1538760414.
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5.5. WORST-CASE CONFIGURATION AND MODE

Radiated emissions below 1GHz, above 18GHz, and power line conducted emission were
performed with the EUT set to transmit at the channel with highest output power as worst-case
scenario.

Band edge and radiated emissions between 1GHz and 18GHz were performed with the EUT set
to transmit at the highest power on low, middle and high channels.

The fundamental of the EUT was investigated in three orthogonal orientations X,Y,Z, it was

determined that X orientation was worst-case orientation; therefore, all final radiated testing was
performed with the EUT in X orientation.
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5.6.

SUPPORT EQUIPMENT

DESCRIPTION OF TEST SETUP

Support Equipment List
Description Manufacturer [Model Serial Number FCCID
Laptop Lenovo TPOO050C PCOC3DUA DoC
Laptop AC/DC Adapter |Lenovo ADLX45DLC2A  |8SSA10E75792U1CZ641CLB1 [DoC
Laptop DELL Inspiron15 B871412 DoC
Laptop AC/DC Adapter DELL HAG65NS5-00 AO65R039L DoC
AC Adapter Apple A1385 E135458 DoC
USB Cabel Foxlink V003690-00 N/A N/A
I/O CABLES
1/0O Cable List

Cable |Port # of identical |Connector |Cable Type |Cable Remarks
No ports Type Length (m)

1 AC 1 AC Unshielded 1 AC Mains to AC/DC Adapter

2 DC 1 DC Unshielded 1.5 AC/DC Adapter to Laptop

3 usB 1 usB Shielded 1 Laptop to EUT

4 Antenna 1 SMA Unshielded 0.08 To spectrum analyzer

Test software exercised the EUT.
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SETUP DIAGRAM

Antenna/Amp
Radiated Test

Spectrum Analyzer

Conducted Test
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6. MEASUREMENT METHOD

On Time and Duty Cycle: ANSI C63.10-2013 Section 11.6.

6 dB BW: ANSI C63.10 Section 11.8.1. Option 1

Output Power: ANSI C63.10 Section 11.9.2.3.2 Method AVGPM-G (Measurement using a
gated RF average-reading power meter)

Peak Output Power: ANSI C63.10-2013 Section 7.8.5

Power Spectral Density: ANSI C63.10 Section 11.10.3 Method AVGPSD-1.

Radiated emissions non-restricted frequency bands: ANSI C63.10 Section 11.12.1

Radiated emissions restricted frequency bands: ANSI C63.10 Section 11.12.1.

Conducted emissions in restricted frequency bands: ANSI C63.10 Section 11.12.2.

Band-edge: ANSI C63.10 Subclause -11.13.3.4 Integration method -Trace averaging across ON
and OFF times DC correction

AC Power Line Conducted Emissions: ANSI C63.10-2013, Section 6.2.
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7. SUMMARY TABLE

Standard Test Description Test Limit |Test Condition (Test Result
LP0002 Occupied Band width (6dB) >500KHz Complies
LP0002 | Band Edge/Conducted Spurious Emission -20dBc Complies
LP0002 Tx Conducted output power <30dBM Conducted | Complies
LP0002 PSD <8dBm Complies
LP0002 AC Power Line Conducted Emissions Section 10 Complies
LP0002 Radiated Spurious Emission <54dBuV/m | Radiated Complies
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8. TEST AND MEASUREMENT EQUIPMENT

The following test and measurement equipment was utilized for the tests documented in this

report:
TEST EQUIPMENT LIST
Description Manufacturer Model ID Num Cal Due Last Cal
6 port rf switch, 1-18GHz Pasternack PE7159 171455 08/01/2019 08/01/2018
Antenna, Broadband Hybrid, .
30MHz to 2000MHz Sunol Sciences Corp. JB3 T130 06/18/2019 06/18/2018
Antenna, Horn 1-18GHz ETS-Lindgren 3117 T862 05/25/2019 05/25/2018
AFS42-
RF Amplifier, 1-18GHz MITEQ 00101800-25-S- 171460 08/01/2019 08/01/2018
42
18-26.5 GHz Horn Antenna Seavey Division MWH-1826/B T447 6/16/2019  6/16/2018
Pre-Amp 1-26.5 GHz Agilent 8449B T404 3/9/2019 3/9/2018
L.I.S.N. FCC INC. FCC LISN 50/250 T1310 06/15/2019 06/15/2018
L.I.S.N. FCC INC. FCC LISN 50/250 T24 03/06/2019 03/06/2018
EMI Receiver Rohde & Schwarz ESR T1436 02/21/2019 02/21/2018
Antenna, AS%',\‘/’;;'Z'OOF’ 9kHz- Com-Power Corp. AL-130R PRE0165308 12/13/2018 12/13/2017
Power Meter, P-series single Agilent (Keys_,lght) N1911A T1269 04/05/2019 04/05/2018
channel Technologies
Power Sensor, P-series, 50MHz Agilent (Keysight)
to 18GHz, Wideband Technologies N1921A T1225 04/10/2019 04/10/2018
PXA Specrr“ﬂéﬂi'yze“ 3Hzto Keysight N9030A T1113 12/21/2018 12/21/2017
PXA Spec”“ﬂéa‘;"yzer' 3Hzto Keysight N9030A T339 9/11/2019  9/11/2018
Spectrum Analyzer, PXA, 3Hz Agilent (keysight) N9030A T1466  11/25/2018 11/25/2017
to 44GHz Technologies
EMI TEST RECEIVER Rohde & Schwarz ESW44 PRE0179367 04/25/2019 04/25/2018
Test Software List
Description Manufacturer |Model Version
Radiated Software UL UL EMC Rev 9.5, Jun 22,2018
Antenna Port Software UL UL RF Rev8.9.1, Oct 18, 2018
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9. ANTENNA PORT TEST RESULTS

9.1. ON TIME AND DUTY CYCLE

LIMITS

None; for reporting purposes only.

PROCEDURE

ON TIME AND DUTY CYCLE RESULTS

Mode ON Time| Period [DutyCycle| Duty Duty Cycle 1/B
B X Cycle Correction Factor |Minimum VBW
(msec) | (msec) | (linear) (%) (dB) (kHz)
2.4GHz Band
Valve Protocol 0.348 1.500 0.232 23.20% 6.35 2.874
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DUTY CYCLE PLOTS

Agilent Spectrum Analyzer - Swept SA
RL RF S0q  DC SEMSE:INT] ALIGH AUTO 05:29:57 PM Oct 31, 2018 F
[Center Freq 2.440000000 GHz | Trig: Free Run :ﬂ;mxfs_e%ﬁMs TRTACE| 3456 requency
odmimy " hiten: 28 4B ' S|P N 1
AMKr3 1.500 ms Auto Tune
19 geidiv__Ref 17.00 dBm 0.026 dB
7.0 Center Freq
30 ’ 2.440000000 GHz|
-13.0
=0 StartFreq
o 2.440000000 GHz
-3.0
-530
. StopFreq
2.440000000 GHz|
730
Center 2.440000000 GHz Span 0 Hz CF Step
Res BW 8 MHz #VBW 50 MHz Sweep 4.000 ms (1001 pts) 8.000000 MHz
reoo ool - | - | Frcion ] rowoworm] rocronvee ol e Man
1 N t 176.0 us 5535 dBm
2 Al t oA 3480 us (2 0.600 dB
X t oA 1500 ms (A} 0.026 dB Freq Offset
4
5 0 Hz
6
7
8
9
10
1 v
< >
MSG STATUS
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9.2. 99% BANDWIDTH
LIMITS

None; for reporting purposes only.

RESULTS
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Frequency 99% Bandwidth
(MH2z) (kHZz)
Low 2402 885.52
Middle 2440 893.21
High 2480 894.36

Channel

CET TSGR PN 3, 208 CET m T80 P03, 2500
Canter Freq: 2 43030050 Ghz Rado Std: None Fregquaney Canter Freq: 2 410030050 Ghz Rado Std: None Fregquaney
= Trig Fras Run AregHold: 2020 = Trig Fras Run AvgHald: 2020
HlFGaied ew Beten 30 4B RadoDevice BTS HlFGaied ew Beten 30 4B RadoDevice BTS
Ref Offset 10.2 4B Ref Offset 10.2 4B
10 dBidiv Ref 20.00 d&m 10 dBidiv Ref 20.00 d2m
-oq -oq
Center Freq) Center Freq
2402000000 GH:z| 2440000000 GH:z]
A
Center 2.402 GHz Span 2 MHz e Center 2.44 GHz Span 2 MHz e
#Res BW 12 kHz FVEW 36 kHz #Sweep 100 ms| neoep #Res BW 12 kKHz FVEW 36 kHz #Sweep 100 ms| e Step
lute Man lute Man
Occupled Bandwidth Total Power 6.65 dBm Occupled Bandwidth Total Power 6.47 dBm
885.52 kHz p—— 893.21 kHz p——
Transmit Freq Ermor 3.926 kKHz OBW Power 99,00 % O Haf Transmit Freq Error 1.256 kHz OBW Power 99.00 % O Haf
% dB Bandwidih 1.133 MHz zdB -26.00 dB % dB Bandwidih 1.166 MHz zdB -26.00 dB
s — s —
CET P CEA PN 03, 2008
Canter Freq: 2 450030050 Ghz Rado Std: None Fregquaney
= Trig Fras Run AvgHald: 2020
Ak Galcd ew Beten 30 4B RadoDevice:BTS
Ref Offset 10.2 4B
10 dBidiv Ref 20.00 d2m
o0
Center Freq)
2 4E0000000 GH:z|
Center 2.48 GHz Span 2 MHz e
#Res BW 12 kHz FVEW 36 kHz #Sweep 100 ms| e Step
e Man
Occupled Bandwidth Total Power 6.53 dBm
894.36 kHz p——
Transmit Fraq Error 875 Hz OBW Power 99.00 % O Haf
% dB Bandwidih 1.080 MHz zdB -26.00 dB
s —
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9.3. 6 dB BANDWIDTH

LIMITS

NCC LP0002 3.10.1.6(2)(A)

The minimum 6 dB bandwidth shall be at least 500 kHz.

RESULTS
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Minimum Limit

Channel Frequency | 6 dB Bandwidth
(MHz) (MHz) (MHZz)
Low 2402 0.503 0.5

Middle 2440

0.502

0.5

High 2480

0.505

0.5

18),12951 KW, lomg &
YATD | TS|
2 #hvg Type: RMS Frequancy Hz #hvg Type: RMS Freguency
THE Wide oo |7 Fres Run AvvgiHold = 1001100 PO Wide o Trig Fres Run AvgHold = 100100
WGanlew | SATeR 80 68 WGanlew | BASTRRC 80 68
AMEKr 503 KHI Auto Tune) AMEKM 5 Auto Tune|
Ref Oftset 102 48 - 163 AR Ref Oftset 102 d8 = ;
¢ doviie_Ref 30.00 dBm 0.163 dB ¢ ol _Ref 30.00 dBm 0
Center Freq) CenterFreq)
2402000000 GHz 2440000000 GHz
StartFreq. StartFreq.
') 2AD1500000 GH) g $ 2479500000 GHa
StopFreq StopFreq
2 4CT500000 GHaz 2440500000 GHz
CF Step CF Step
100,000 kHz 100,000 kHz
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REPORT NO: 12561386-E8V4 DATE: 7/11/2019
FCC ID: 2AES41005 IC: 20207-1005

9.4. OUTPUT POWER

LIMITS

NCC LP0002 3.10.1.2(1)(C)
The maximum antenna gain is less than or equal to 6 dBi, therefore the limit is 30 dBm.

TEST PROCEDURE

The transmitter output is connected to a power meter. The cable assembly insertion was
entered as an offset in the power meter to allow for a gated peak reading of power.

RESULTS
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FCC ID: 2AES41005

DATE: 7/11/2019
IC: 20207-1005

Tested By: 12981 KW
Date: 11/2/2018
Channel Frequency Peak Power Limit Margin
Reading
(MHz) (dBm) (dBm) (dB)
Low 2402 4.75 30 -25.250
Middle 2440 4.76 30 -25.240
High 2480 4.74 30 -25.260
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9.5. AVERAGE POWER

LIMITS

None; for reporting purposes only.

TEST PROCEDURE

The transmitter output is connected to a power meter. The cable assembly insertion loss was
entered as an offset in the power meter to allow for a gated average reading of power.

RESULTS
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Tested By: 12981 KW
Date: 11/2/2018
Channel Frequency AV power
(MHz) (dBm)
Low 2402 4.65
Middle 2440 4.66
High 2480 4.64
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9.6. POWER SPECTRAL DENSITY

LIMITS

NCC LP0002 3.10.1.6(2)(B)

The power spectral density conducted from the transmitter to the antenna shall not be greater
than 8 dBm in any 3 kHz band during any time interval of continuous transmission.

RESULTS
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Channel | Frequency PSD Limit Margin
(MHz) (dBm/3kHz)| (dBm/3kHz) (dB)
Low 2402 -8.409 8 -16.409

2440

-8.466

-16.466

2480

-8.449

-16.449
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9.7. CONDUCTED SPURIOUS EMISSIONS

LIMITS

NCC LP0002 3.10.1 85.1

Output power was measured based on the use of a peak measurement, therefore the required
attenuation is 20 dB.

RESULTS
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DATE: 7/11/2019
IC: 20207-1005

10. RADIATED TEST RESULTS

10.1. LIMITS AND PROCEDURE

LIMITS

NCC LP0002 8§2.7 and §2.8

Frequency Range Field Strength Limit Field Strength Limit
(MH2z) (uV/m)at3m (dBuV/m) at 3 m
0.009-0.490 2400/F(kHz) @ 300 m -
0.490-1.705 24000/F(kHz) @ 30 m -
1.705 - 30 30 @ 30m -
30 - 88 100 40
88 - 216 150 43.5
216 - 960 200 46
Above 960 500 54

TEST PROCEDURE

The EUT is placed on a non-conducting table 80 cm above the ground plane for measurement
below 1GHz; 1.5 m above the ground plane for measurement above 1GHz. The antenna to EUT
distance is 3 meters. The EUT is configured in accordance with ANSI C63.10. The EUT is set to
transmit in a continuous mode.

For measurements below 1 GHz the resolution bandwidth is set to 100 kHz for peak detection
measurements or 120 kHz for quasi-peak detection measurements. Peak detection is used
unless otherwise noted as quasi-peak.

For pre-scans above 1 GHz the resolution bandwidth is set to 1 MHz; the video bandwidth is set
to 30 KHz for peak measurements.

For final measurements above 1 GHz the resolution bandwidth is set to 1 MHz; the video
bandwidth is set to 3 MHz for peak measurements and as applicable for average
measurements.

The spectrum from 1 GHz to 18 GHz is investigated with the transmitter set to the lowest,
middle, and highest channels in each applicable band. Below 1GHz and above 18GHz
emissions, the channel with the highest output power was tested.

The frequency range of interest is monitored at a fixed antenna height and EUT azimuth. The

EUT is rotated through 360 degrees to maximize emissions received. The antenna is scanned

from 1 to 4 meters above the ground plane to further maximize the emission. Measurements are
made with the antenna polarized in both the vertical and the horizontal positions.
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10.2.

TRANSMITTER ABOVE 1 GHz

BANDEDGE (LOW CHANNEL)

HORIZONTAL RESULT

| o UL Fremont - Chomber I

-F.'.

2818 Oct 31
st icted Barndedge

ject Number: 2561386

21:81:57

115}
185}
a5 .
A
11
85| 1.4
~ I
g | |
5 ' 1
= I
2.31 Td. SHHz/ 2.415
Frequency (GHz)
Paree (5 BB Ref/Btin  Det Feder Swnep Pre  Wupsifode Fesition | Raege (GH2) FE Ref/fitin  Dab/ivg Fad — Fia  BowpaMode  Fos bion
(LU WM PERN - vy Gnzociiutol 331 WOH H dega 116 of 1 :} I ' 1 4o
Low CH BE - H.TST Fev 9.5 2 818
Trace Markers
Marker Frequency Meter Det AF T862 Amp/Cbl/Fltr/Pad DC Corrected Average Margin Peak Limit PK Azimuth Height Polarity
(GHz) Reading (dB/m) (dB) Corr Reading Limit (dB) (dBuv/m) Margin (Degs) (cm)
(dBuv) (dB) (dBuV/m) (dBuv/m) (dB)
1 *2.39 37.98 Pk 31.8 -21.6 0 48.18 - 74 -25.82 14 116 H
2 *2.354 42.82 Pk 31.6 -21.5 0 52.92 - - 74 -21.08 14 116 H
3 *2.39 27.25 RMS 31.8 -21.6 6.35 43.8 54 -10.2 - 14 116 H
4 *2.317 28.85 RMS 31.6 -21.4 6.35 45.4 54 -8.6 14 116 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band

Pk - Peak detector
RMS - RMS detection
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VERTICAL RESULT

josUl Fremont - Chamber I 2218 Oct 31 28:58:44
o Restricted Barndedge
. Froject Number: 12561386
15 |Client:Ualve
ConfigiEUT + Support Equipment
Mode:Ualve Protccal 2482
185 | Tested by: 12961 Ku
=13
B5|
&
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a
B ]
................................................... 2.
A A | \
\ Mo h } J ;
(TSP VUL FRRLTRE AR TRPYT T L TN TRy e T ] -‘amaf'»‘u-v-'4-#*%.)\.—\»»(\:««.‘%.;}*»—A._..\-..»ﬁ"\?m--.mﬂ" L TINT PR,
151 * o
2.31 7@, SHHz/ 2.415
Frequency (GHz)
| Range (51 PR Reffilin  Debffvy Rede Gz o Wupsifode Fesition | Parge Goz) FELLLE Ref/iittn  Deb/ivy Fods Swesp Fla  W5wpaiMods  Fosition
Low CH BE - U.TST Fev 9.5 22 Jun 2818
Trace Markers
Marker Frequency Meter Det AF T862 Amp/Cbl/Fltr/Pad DC Corrected Average Margin Peak Limit PK Azimuth Height Polarity
(GHz) Reading (dB/m) (dB) Corr Reading Limit (dB) (dBuv/m) Margin (Degs) (cm)
(dBuv) (dB) (dBuV/m) (dBuv/m) (dB)
1 *2.39 37.67 Pk 31.8 -21.6 0 47.87 - 74 -26.13 194 184 )
2 *2.354 43.41 Pk 31.6 -21.5 0 53.51 - - 74 -20.49 194 184 \
3 *2.39 27.06 RMS 31.8 -21.6 6.35 43.61 54 -10.39 - 194 184 v
4 *2.354 29.04 RMS 31.6 -21.5 6.35 45.49 54 -8.51 194 184 \

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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BANDEDGE (HIGH CHANNEL)

HORIZONTAL RESULT

1_);__L|L Fremont - Chamber I . . . . 2318 Oct 31

208:48: 45

115

185

Freq

[ ange (5=l RN Ref/filin  Del/fy Rede e Fis  Fupsifode Fesibio [ Faf/fitin  Debivg Fods Sueap Fla fowpaiMeode Fas bion
1:2.46-2.563 IHE-BdBN M mmae PE/Pur MregiRMG]  Gmcecliutc] 5331 MUH A deg :} I '
High CH BE- H.TST Fev 9.5 2 818
Trace Markers
Marker Frequency Meter Det AF T862 Amp/Cbl/Fltr/Pad DC Corrected Average Margin Peak Limit PK Azimuth Height Polarity
(GHz) Reading (dB/m) (dB) Corr Reading Limit (dB) (dBuVv/m) Margin (Degs) (em)
(dBuv) (dB) (dBuv/m) (dBuVv/m) (dB)
1 *2.484 42.61 Pk 324 -21.7 0 53.31 - - 74 -20.69 354 272 H
2 *2.484 44.17 Pk 324 -21.7 0 54.87 - - 74 -19.13 354 272 H
3 *2.484 27.65 RMS 324 -21.7 6.35 44.7 54 -9.3 - - 354 272 H
4 2.522 29.13 RMS 324 -21.7 6.35 46.18 54 -7.82 - - 354 272 H

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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VERTICAL RESULT

1_);__L|L Fremont - Chamber L_ ) . . . 2418 Oct 31 2828 -1'J_

Restricted Bondedge
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115 |Client:Vzlve
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185 i i i F | Tested by: | 2361 KU
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i
/ R overoge Limit G/ b
i x
. M‘,u" ﬂ'“‘- M 4 " A A ) 4
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Frequency (GHz)
| Range (51 PR Reffilin  Debffvy Rede Gz e Wupsifode Fesition | Parge Gz} FELLLE Ref/iittn  Deb/ivy Fods Suesp Fla  W5wpaiMods  Fosition
High CH BE - U.TST Fgv 95 22 4 2018
Trace Markers
Marker Frequency Meter Det AF T862 Amp/Cbl/Fltr/Pad DC Corrected Average Margin Peak Limit PK Azimuth Height Polarity
(GHz) Reading (dB/m) (dB) Corr Reading Limit (dB) (dBuv/m) Margin (Degs) (cm)
(dBuv) (dB) (dBuV/m) (dBuv/m) (dB)
1 *2.484 45.32 Pk 324 -21.7 0 56.02 - - 74 -17.98 245 269 )
2 *2.484 46.28 Pk 324 -21.7 0 56.98 - - 74 -17.02 245 269 \
3 *2.484 27.07 RMS 324 -21.7 6.35 44.12 54 -9.88 - 245 269 \
4 2.56 28.71 RMS 324 -21.6 6.35 45.86 54 -8.14 - - 245 269 \

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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HARMONICS AND SPURIOUS EMISSIONS

LOW CHANNEL RESULTS
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RADIATED EMISSIONS

Marker Frequency Meter Det AF T862 Amp/Cbl/Fltr/Pad DC Corrected Avg Limit Margin Peak Limit PK Azimuth Height Polarity
(GHz) Reading (dB/m) (dB) Corr Reading (dBuv/m) (dB) (dBuv/m) Margin (Degs) (cm)
(dBuv) (dB) (dBuv/m) (dB)
1 *2.274 42.56 PK2 313 -21.5 0 52.36 - - 74 -21.64 30 170 H
*2.274 28.73 MAv1 313 -21.5 6.35 44.88 54 -9.12 30 170 H
2 2.53 39.26 Pk 324 -21.7 0 49.96 - - - 0-360 198 H
5 *2.274 41.69 PK2 313 -21.5 0 51.49 - 74 -22.51 264 106 \
*2.274 27.91 MAv1 313 -21.5 6.35 44.06 54 -9.94 - 264 106 )
6 2.53 41.05 Pk 324 -21.7 0 51.75 - 0-360 198 \
3 *4.804 38.15 PK2 34.2 -28 0 44.35 - - 74 -29.65 326 110 H
*4.804 26.43 MAv1 34.3 -28 6.35 39.08 54 -14.92 - 326 110 H
4 7.206 29.82 Pk 35.6 -26 0 39.42 - 0-360 100 H
7 *4.804 39.92 PK2 343 -28 0 46.22 - - 74 -27.78 65 100 \
*4.804 25.9 MAv1 34.2 -28 6.35 38.45 54 -15.55 65 100 \
8 7.205 32.46 Pk 35.6 -26 0 42.06 0-360 198 )

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band

Pk - Peak detector
PK2 - KDB558074 Method: Maximum Peak

MAv1 - KDB558074 Option 1 Maximum RMS Average
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MID CHANNEL RESULTS
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REPORT NO: 12561386-E8V4
FCC ID: 2AES41005

DATE: 7/11/2019
IC: 20207-1005

RADIATED EMISSIONS

Marker Frequency Meter Det AF T862 Amp/Cbl/Fltr/Pad DC Corrected Avg Limit Margin Peak Limit PK Azimuth Height Polarity
(GHz) Reading (dB/m) (dB) Corr Reading (dBuv/m) (dB) (dBuv/m) Margin (Degs) (cm)
(dBuv) (dB) (dBuv/m) (dB)
1 *2312 44.66 PK2 315 -21.5 0 54.66 - - 74 -19.34 36 146 H
*2312 30.67 MAv1 315 -21.5 6.35 47.02 54 -6.98 36 146 H
2 2.568 40.84 Pk 324 -21.7 0 51.54 - - - 0-360 100 H
5 *2.312 47.06 PK2 315 -21.5 0 57.06 - 74 -16.94 263 100 \
*2312 31.24 MAv1 315 -21.5 6.35 47.59 54 -6.41 - 263 100 )
6 2.568 41.93 Pk 324 -21.7 0 52.63 - 0-360 100 \
3 *4.88 39.88 PK2 34.1 -28.8 0 45.18 - - 74 -28.82 48 130 H
*4.88 27.82 MAv1 34.1 -28.8 6.35 39.47 54 -14.53 - - 48 130 H
4 *7319 31.69 PK2 35.6 -26 0 41.29 - 74 -32.71 130 178 H
*7318 23.83 MAv1 35.6 -26 6.35 39.78 54 -14.22 - - 130 178 H
7 *4.88 41.67 PK2 34.2 -28.8 0 47.07 - 74 -26.93 75 107 \2
*4.878 26.51 MAv1 34.2 -28.7 6.35 38.36 54 -15.64 - - 75 107 )
8 *7.32 34.42 PK2 35.6 -26 0 44.02 - 74 -29.98 11 176 "
*7.32 25.73 MAv1 35.6 -26 6.35 41.68 54 -12.32 11 176 \2

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band

Pk - Peak detector
PK2 - KDB558074 Method: Maximum Peak

MAvV1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO: 12561386-E8V4 DATE: 7/11/2019
FCC ID: 2AES41005 IC: 20207-1005

HIGH CHANNEL RESULTS
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VERTICAL
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REPORT NO: 12561386-E8V4
FCC ID: 2AES41005

DATE: 7/11/2019
IC: 20207-1005

RADIATED EMISSIONS

Marker Frequency Meter Det AF T862 Amp/Cbl/Fltr/Pad DC Corrected Avg Limit Margin Peak Limit PK Azimuth Height Polarity
(GHz) Reading (dB/m) (dB) Corr Reading (dBuv/m) (dB) (dBuv/m) Margin (Degs) (cm)
(dBuv) (dB) (dBuv/m) (dB)
1 *2.352 42.36 PK2 316 -21.5 0 52.46 - - 74 -21.54 165 357 H
*2.352 28.34 MAv1 31.6 -21.5 6.35 44.79 54 -9.21 165 357 H
2 2.608 41.33 Pk 325 -21.6 0 52.23 - 0-360 100 H
4 *2.352 42.14 PK2 31.6 -21.5 0 52.24 - - 74 -21.76 261 111 "
*2.352 28.11 MAv1 31.6 -21.5 6.35 44.56 54 -9.44 261 111 \2
5 2.608 42.4 Pk 325 -21.6 0 53.3 - - 0-360 100 \
3 *4.96 40.11 PK2 34.2 -29 0 45.31 - - 74 -28.69 50 112 H
*4.96 27.8 MAv1 34.2 -29 6.35 39.35 54 -14.65 - - 50 112 H
6 *4.958 39.71 PK2 34.2 -29 0 44.91 - - 74 -29.09 85 100 \
*4.96 28.36 MAv1 34.2 -29 6.35 39.91 54 -14.09 - 85 100 \
7 *7.44 34.82 PK2 35.6 -26 0 44.42 - - 74 -29.58 15 181 )
*7.44 25.89 MAv1 35.6 -26 6.35 41.84 54 -12.16 15 181 "

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band

Pk - Peak detector
PK2 - KDB558074 Method: Maximum Peak

MAv1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO: 12561386-E8V4 DATE: 7/11/2019
FCC ID: 2AES41005 IC: 20207-1005

10.3. Worst Case Below 30 MHz

SPURIOUS EMISSIONS 9 kHz TO 30 MHz (WORST-CASE CONFIGURATION)

HORIZONTAL AND VERTICAL PLOT

FOC 15,289 Below 38MH=. TST 38915 24 Oct 2817

NOTE: KDB 414788 OATS and Chamber Correlation Justification

- Based on FCC 15.31 (f) (2): measurements may be performed at a distance closer than
that specified in the regulations; however, an attempt should be made to avoid making
measurements in the near field.

- OATs and chamber correlation testing had been performed and chamber measured test
result is the worst case test result.

R 9.5 81 Dec 2816
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REPORT NO: 12561386-E8V4 DATE: 7/11/2019
FCC ID: 2AES41005 IC: 20207-1005

Below 30 MHz Data

Trace Markers

Marker Frequency Meter Det Loop Antenna (dB/m) Cbl (dB) Dist Corr 300m Corrected Peak Limit (dBuV/m) Margin Avg Limit (dBuV/m) Margin Azimuth
(MHz) Reading Reading (dB) (dB) (Degs)
(dBuv) (dBuVolts)
5 .03136 40.55 Pk 15.4 1 -80 -23.95 57.66 -81.61 37.66 -61.61 0-360
1 .05711 38.94 Pk 14.4 1 -80 -26.56 52.45 -79.01 32.45 -59.01 0-360
2 27132 43 Pk 13.8 1 -80 -23.1 38.94 -62.04 18.94 -42.04 0-360
6 .31509 43.61 Pk 13.8 1 -80 -22.49 37.64 -60.13 17.64 -40.13 0-360

Pk - Peak detector

Marker Frequency Meter Det Loop Antenna (dB/m) Cbl (dB) Dist Corr 30m Corrected QP Limit (dBuV/m) Margin Azimuth
(MHz) Reading Reading (dB) (Degs)
(dBuv) (dBuVolts)
3 61901 40.64 Pk 14 1 -40 14.74 31.78 -17.04 0-360
7 1.16496 31.18 Pk 14.3 2 -40 5.68 26.3 -20.62 0-360
8 21.91149 16.89 Pk 14.2 7 -40 -8.21 29.5 -37.71 0-360
4 22.44282 9.82 Pk 14 7 -40 -15.48 29.5 -44.98 0-360

Pk - Peak detector
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REPORT NO: 12561386-E8V4
FCC ID: 2AES41005

DATE: 7/11/2019
IC: 20207-1005

10.4. Worst Case Below 1 GHz

SPURIOUS EMISSIONS 30 TO 1000 MHz (WORST-CASE CONFIGURATION)
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REPORT NO: 12561386-E8V4 DATE: 7/11/2019
FCC ID: 2AES41005 IC: 20207-1005

Below 1GHz Data

Marker | Frequency Meter Det | AFT130(dB/m) | Amp/Cbl(dB/m) | Corrected | QPkLimit (dBuV/m) | Margin | Azimuth | Height | Polarity
(MHz) Reading Reading (dB) (Degs) (cm)
(dBuv) (dBuv/m)
4 51.0594 50.12 Pk 11.2 -31.1 30.22 40 -9.78 93 124 H
51.0594 46.45 Qp 11.2 -31.1 26.55 40 -13.45 93 124 H
1 208.2416 56.11 Pk 143 -30.2 40.21 43.52 -3.31 129 185 H
208.2416 47.51 Qp 14.3 -30.2 31.61 43.52 -11.91 129 185 H
2 299.8425 55.31 Pk 17.4 -29.8 42.91 46.02 -3.11 115 166 \%
299.8425 45.75 Qp 17.4 -29.8 33.35 46.02 -12.67 115 166 \%
3 328.5184 52.87 Pk 17.9 -29.6 41.17 46.02 -4.85 268 241 \
328.5184 43.84 Qp 17.9 -29.6 32.14 46.02 -13.88 268 241 \
5 298.8424 48.32 Pk 17.4 -29.8 35.92 43.52 -7.6 193 153 \
298.8424 39.62 Qp 17.4 -29.8 27.22 43.52 -16.3 193 153 \
6 330.8489 53.64 Pk 17.8 -29.7 41.74 43.52 -1.78 240 158 H
330.8489 42.15 Qp 17.8 -29.7 30.25 43.52 -13.27 240 158 H

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
Qp - Quasi-Peak detector
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REPORT NO: 12561386-E8V4
FCC ID: 2AES41005

DATE: 7/11/2019
07-1005

IC: 202

10.5.

Worst Case 18-26 GHz

SPURIOUS EMISSIONS 18-26 GHz (WORST-CASE CONFIGURATION)
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REPORT NO: 12561386-E8V4 DATE: 7/11/2019
FCC ID: 2AES41005 IC: 20207-1005

18 — 26GHz DATA

Marker Frequency Meter Det T447 AF Amp/Cbl Dist Corr Corrected Avg Limit Margin Peak Limit PK
(GHz) Reading (dB/m) (dB) (dB) Reading (dBuV/m) (dB) (dBuv/m) Margin
(dBuv) (dBuVolts) (dB)
1 19.642 37.19 Pk 32.8 -25 -9.5 35.49 54 -18.51 74 -38.51
2 22.075 36.99 Pk 333 -25.3 -9.5 35.49 54 -18.51 74 -38.51
3 23.781 38.09 Pk 34.1 -24.2 -9.5 38.49 54 -15.51 74 -35.51
4 19.357 35.21 Pk 32.7 -24.9 -9.5 33.51 54 -20.49 74 -40.49
5 21.568 36.65 Pk 33.1 -25.2 -9.5 35.05 54 -18.95 74 -38.95
6 24.02 38.37 Pk 343 -24.2 9.5 38.97 54 -15.03 74 -35.03

Pk - Peak detector
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REPORT NO: 12561386-E8V4 DATE: 7/11/2019
FCC ID: 2AES41005 IC: 20207-1005

10.6. RECEIVER WORST-CASE BELOW 1GHz

3 m RADIATED EMISSIONS 30 TO 1000 MHz
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VERTICAL
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REPORT NO: 12561386-E8V4 DATE: 7/11/2019
FCC ID: 2AES41005 IC: 20207-1005

Trace Markers

Marker Frequency Meter Det AF Amp Cbl (dB) Corrected QPk Limit Margin Azimuth Height Polarity
(MHz) Reading PRE0181575 Reading (dBuV/m) (dB) (Degs) (cm)
(dBuVv) (dB/m) (dBuV/m)

1 180.0638 52.46 Pk 17.1 -30.4 39.16 43.52 -4.36 0-360 198 H
179.9497 47.12 Qp 17.1 -30.4 33.82 43.52 -9.7 287 156 H
47.8121 48.29 Pk 14.6 -31.4 31.49 40 -8.51 0-360 101 \%

2 220.0026 53.49 Pk 16.6 -30.3 39.79 46.02 -6.23 0-360 101 H

3 480.0364 48.09 Pk 23.6 -29.4 42.29 46.02 -3.73 0-360 198 H
479.8762 42.66 Qp 23.6 -29.4 36.86 46.02 -9.16 90 190 H

5 480.2364 37.09 Pk 23.6 -29.4 31.29 46.02 -14.73 0-360 98 \%

6 778.9753 37.32 Pk 27.1 -28.3 36.12 46.02 -9.9 0-360 98 \%

Pk - Peak detector

Radiated Emissions

Frequency Meter Det AF Amp Cbl Corrected QPkK Limit Margin Azimuth Height Polarity
(MHz) Reading PRE0181575 (dB) Reading (dBuV/m) (dB) (Degs) (cm)
(dBuV) (dB/m) (dBuV/m)
179.9497 47.12 Qp 17.1 -30.4 33.82 43.52 -9.7 287 156 H
479.8762 42.66 Qp 23.6 -29.4 36.86 46.02 -9.16 90 190 H

Qp - Quasi-Peak detector
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REPORT NO: 12561386-E8V4
FCC ID: 2AES41005

DATE: 7/11/2019
IC: 20207-1005

10.7. RECEIVER WORST-CASE ABOVE 1GHz

3 m RADIATED EMISSIONS 1000 TO 18,000 MHz
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VERTICAL
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REPORT NO: 12561386-E8V4 DATE: 7/11/2019
FCC ID: 2AES41005 IC: 20207-1005

Trace Markers

Marker Frequency Meter Det AF Amp/Cbl/Fltr Corrected Avg Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading PRE0189055 IPad (dB) Reading (dBuV/m) (dB) (dBuVv/m) (dB) (Degs) (cm)
(dBuVv) (dB/m) (dBuV/m)
1 1.399 37.92 Pk 25.2 -26.1 37.02 - - 74 -36.98 0-360 101 H
2 1.599 39.35 Pk 25.5 -26.1 38.75 - - 74 -35.25 0-360 198 H
3 1.909 39.15 Pk 26.7 -26 39.85 - - 74 -34.15 0-360 101 H
4 1.6 41.27 Pk 25.5 -26.1 40.67 - - 74 -33.33 0-360 102 \
5 1.794 39.61 Pk 26.3 -26.1 39.81 - - 74 -34.19 0-360 102 \
6 5.984 34.88 Pk 35.4 -28.3 41.98 - - 74 -32.02 0-360 102 \

Pk - Peak detector

Page 50 of 58

UL VERIFICATION SERVICES INC.
47173 Benicia Street, Fremont, CA 94538; USA TEL:(510) 771-1000 FAX:(510) 661-0888
This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc.



REPORT NO: 12561386-E8V4 DATE: 7/11/2019
FCC ID: 2AES41005 IC: 20207-1005

11. AC POWER LINE CONDUCTED EMISSIONS

LIMITS

NCC LP0002 §2.3

Frequency of Emission (MHz) Conducted Limit {dBuV)
Quasi-peak Average
0.15-0.5 B tor 56 50 to 46
0.5-5 56 46
5-30 i) 50

" Decreases with the logarithm of the frequency.

RESULTS
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11.1.1. AC Power Line Norm (With laptop Configuration)

LINE 1 RESULTS

Ul Fremont, CA CE Room 9 Mow ZB1B BE:31:11
126
Conducted RFI Voltage
- Project No: 12551386
186} |Client Nome:Uolve
EUT Config:EUT + Support Eguipment
Test Ualt/Frog: 128U / 6BH=
=Y S S Test By:12981 KU

Frequency (MHz)

Fange (FHzl REUAEU Rafititn  Datifvg Mode Senep Fis  Foapu'tods Lokl [ Rege tHHz) FEMARU Ref/fttn  Det/Fg Made Surep Pty $5upyifode  Lokal
15-3 T~ - 1218 [ 12,250 13,3 1LART Lirs-Ll .

FCC1S CE Class B 15BkHz-30MHz Stepping. TST 38915 24 Feb 20876 Rev 9.5 26 May 2015

Trace Markers

Range 1: Line-L1.15 - 30MHz
Marker Frequency Meter Det LISN L1 LC Cables Limiter Corrected CFR 47 QP Margin CFR 47 Av(CISPR)
(MHz) Reading C1&C3 (dB) Reading Part 15 (dB) Part 15 Margin
(dBuV) dBuv Class B QP Class B Avg (dB)

1 17475 40.62 Qp 0 0 10.1 50.72 64.73 -14.01 - -

2 17475 27.85 Ca 0 0 10.1 37.95 - - 54.73 -16.78

3 231 33.52 Qp 0 0 10.1 43.62 62.41 -18.79 - -

4 .23325 20.52 Ca 0 0 10.1 30.62 - - 52.33 -21.71

5 .53137 19.78 Qp 0 0 10.1 29.88 56 -26.12 - -

6 .5325 11.34 Ca 0 0 10.1 21.44 - - 46 -24.56

7 3.47325 27.64 Qp 0 1 10.1 37.84 56 -18.16 - -

8 3.49575 19.28 Ca 0 1 10.1 29.48 - - 46 -16.52

9 8.55375 16.49 Qp 0 2 10.2 26.89 60 -33.11 - -

10 8.547 11.51 Ca 0 2 10.2 21.91 - - 50 -28.09

11 15.31275 14.04 Qp 1 3 10.2 24.64 60 -35.36 - -

12 15.31163 5.64 Ca 1 3 10.2 16.24 - - 50 -33.76

Qp - Quasi-Peak detector
Ca - CISPR average detection
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LINE 2 RESULTS

Ul Fremont, CA CE Room 9 Mowv 2818 BE:31:11
128

) i S Proje 1255
TDU' H H ) : i 'I:Iiln

e:Uolve

EUT (EUT + Suppert Equipment

Test Ualt/Frog: 128U / 6BH=
t By 12981 KU

1E B k=]
Freguency (MHz)
Farge (FHz) UL Ref/fiin  Datiig fode Senp Fis  Foputods Lokl [ Farge i FEEL  Rnfifttn  Dwtig Made Tarap Fr  Soupeiode  Lokal
FCC1S CE Class B 15BkHz-3@MHz Stepping. TST 38915 24 Feb 2816 Rev 9.5 26 May 2015
Trace Markers
Range 2: Line-L2 .15 - 30MHz
Marker Frequency Meter Det LISN L2 LC Cables Limiter Corrected CFR 47 QP Margin CFR 47 Av(CISPR)
(MHz) Reading C2&C3 (dB) Reading Part 15 (dB) Part 15 Margin
(dBuv) dBuv Class BQP Class B Avg (dB)

13 .16125 42.7 Qp 1 0 10.1 52.9 65.4 -12.5 - -
14 .16125 30.27 Ca 1 0 10.1 40.47 - - 55.4 -14.93
15 213 35.01 Qp 0 0 10.1 45.11 63.09 -17.98 - -
16 .21525 22.15 Ca 0 0 10.1 32.25 - - 53 -20.75
17 .267 27.77 Qp 0 0 10.1 37.87 61.21 -23.34 - -
18 .26925 15.25 Ca 0 0 10.1 25.35 - - 51.14 -25.79
19 3.54863 27.23 Qp 0 1 10.1 37.43 56 -18.57 - -
20 3.5295 18.83 Ca 0 1 10.1 29.03 - - 46 -16.97
21 7.9575 14.73 Qp 0 2 10.2 25.13 60 -34.87 - -
22 7.95525 9.81 Ca 0 2 10.2 20.21 - - 50 -29.79
23 16.12275 12.66 Qp 1 3 10.3 23.36 60 -36.64 - -
24 16.11713 4.12 Ca 1 3 10.3 14.82 - - 50 -35.18

Qp - Quasi-Peak detector
Ca - CISPR average detection
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11.1.2. AC Power Line Norm (With AC Adapter Configuration)

LINE 1 RESULTS

__UL Fremont, CA CE Room 29 Moy 2819 15:34:52
128
ted RFI Voltage
o: 12561386
1886 Uolve
g:EUT + Support Equipment
£ H £ £ I S i Test Uolt/Freq: 128U / 6BHz
[ =] PR— H H : 1 3 | S Y-~ ] Test By: 12586 JM
78}
; G4l
- 4
T
o —
sal.l
1 |
- P 3
@ ) il
o 6lf-5A-
4
@
B ]
15 1 T8 £[=]
Frequency (MHz)
[ Fange i1 ABAE Ref/fitin  Dat/ieg Fade e Pia s¥ode  Lobel [ Renge i3 REWE Fel/btin  Debfiivg Made Sueep Pha  Wpaifede  Lobal
1:.05-% Ohi -l - 82418 O 122 133 LARIT Line-L
FCC15 CE Cless B 158+Hz-33HHz Stepping. TST 38915 24 Feb 2816 Rev 9.5 26 May 2815

Trace Markers

Range 1: Line-L1.15 - 30MHz

Marker Frequency Meter Det LISN L1 LC Cables Limiter Corrected CFR 47 QP Margin CFR 47 Av(CISPR)
(MHz) Reading C1&C3 (dB) Reading Part 15 (dB) Part 15 Margin
(dBuv) dBuv Class B QP Class B Avg (dB)

1 16125 38.32 Qp 1 0 10.1 48.52 65.4 -16.88 - -

2 .1635 25.47 Ca 1 0 10.1 35.67 - - 55.28 -19.61

3 24225 32.11 Qp 0 0 10.1 42.21 62.02 -19.81 - -

4 .2445 17.95 Ca 0 0 10.1 28.05 - - 51.94 -23.89

5 .64725 25.91 Qp 0 0 10.1 36.01 56 -19.99 - -

6 .7305 15.53 Ca 0 0 10.1 25.63 - - 46 -20.37

7 2.202 17.69 Qp 0 1 10.1 27.89 56 -28.11 - -

8 2.20088 10.1 Ca 0 1 10.1 20.3 - - 46 -25.7

9 2.73975 18.14 Qp 0 1 10.1 28.34 56 -27.66 - -

10 2.73975 11.83 Ca 0 1 10.1 22.03 - - 46 -23.97

11 11.013 17.96 Qp 1 2 10.2 28.46 60 -31.54 - -

12 11.09625 10.79 Ca 1 2 10.2 21.29 - - 50 -28.71

Qp - Quasi-Peak detector
Ca - CISPR average detection
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LINE 2 RESULTS

UL Fremont, CA CE Room 29 Moy 20819 15:34:52
126
Condu d [ Valtag
Fra 12561386
1 86| |Cli Vol ve
i UT + Suppert Eguipment
et 1200/ BEH=
a2 M
78
o
b
g
Bi i
1B 1 8 k[:
Frequency (MHz)
Range (MHz) ABAE Ref/fitin Doty Fode - Fla WopsMode Label T Renge (M=) RELBU Red/Ebin  Dabiivg Made Sueep Pha  Wupaifede  Lobal
FCC1S CE Cless B 15B<Hz-13MHz Stepping.TST 38915 24 Feb 2816 Rev 9.5 26 May 2015
Trace Markers
Range 1: Line-L1.15 - 30MHz
Marker Frequency Meter Det LISN L1 LC Cables Limiter Corrected CFR 47 QP Margin CFR 47 Av(CISPR)
(MHz) Reading Cl&C3 (dB) Reading Part 15 (dB) Part 15 Margin
(dBuv) dBuv Class BQP Class B Avg (dB)
13 .16125 35.91 Qp 1 0 10.1 46.11 65.4 -19.29 - -
14 .1635 23.18 Ca 1 0 10.1 33.38 - - 55.28 -21.9
15 .24225 31.17 Qp 0 0 10.1 41.27 62.02 -20.75 - -
16 .2445 15.81 Ca 0 0 10.1 25.91 - - 51.94 -26.03
17 .645 23.41 Qp 0 0 10.1 33.51 56 -22.49 - -
18 .64725 10.19 Ca 0 0 10.1 20.29 - - 46 -25.71
19 2.19975 16.38 Qp 0 1 10.1 26.58 56 -29.42 - -
20 2.211 9.29 Ca 0 1 10.1 19.49 - - 46 -26.51
21 2.733 17.85 Qp 0 1 10.1 28.05 56 -27.95 - -
22 2.733 10.97 Ca 0 1 10.1 21.17 - - 46 -24.83
23 10.9815 18.27 Qp 0 2 10.2 28.67 60 -31.33 - -
24 10.9815 11.01 Ca 0 2 10.2 21.41 - - 50 -28.59

Qp - Quasi-Peak detector
Ca - CISPR average detection
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12. SETUP PHOTOS

ANTENNA PORT AND AC LINE CONDUCTED SETUP

RF ANTENNA PORT CONDUCTED

D (FRONT

12561386 |

AC LINE CONDUCTED AC ADAPTER AC LINE CONDUCTED AC ADAPTER
CONFIGURATION (FRONT) CONFIGURATION (BACK)
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RADIATED RF MEASUREMENT SETUP

BELOW 30MHz (FRONT) BELOW 30MHz (BACK)

BELOW 1GHz (BACK)

ABOVE 1GHz (FRONT) ABOVE 1GHz (BACK)
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ORIENTATIONS

12561386 12561386 =

X-ORIENTATION Y-ORIENTATION

12561386 .

Z-ORIENTATION

END OF TEST REPORT
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