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1. TEST SUMMARY

1.1VERSION
Report No. Issue Date Description Approved
CTB25092904301RFO01 Jan. 16, 2026 Original Valid
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1.2 Test description

Test Requirement Test Parameter Verdict Remark
Article 2 Paragraph 1 of Item 6-2 Antenna power Compliant
Article 2 Paragraph 1 of Item 6-2 Frequency tolerance Compliant
Article 2 Paragraph 1 of Item 6-2 Radio channel Compliant
Article 2 Paragraph 1 of Item 6-2 Occupied Bandwidth Compliant
Article 2 Paragraph 1 of ltem 6-2 Adjacent channel leakage power Compliant
Article 2 Paragraph 1 of Item 6-2 Spurious Emission Compliant
Article 2 Paragraph 1 of Item 6-2 Receiver Spurious Emission Compliant
Article 2 Paragraph 1 of Item 6-2 Radio Interference Prevention Capability Compliant
Article 2 Paragraph 1 of Item 6-2 Transmission time control equipment Compliant
Article 2 Paragraph 1 of ltem 6-2 Carrier sense Compliant
Article 2 Paragraph 1 of Item 6-2 Cog§Tictieg Frotegon, Agvina gei, Compliant
Reception from a responder

Article 2 Paragraph 1 of Item 6-2 Compliance of radiation protection Compliant
NOTEZ1: N/A (Not Applicable)
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1.3 Measurement uncertainty

The reported uncertainty of measurement y £U, where expended uncertainty U is based on a standard

uncertainty multiplied by a coverage factor of k=2, providing a level of confidence of approximately 95 %.

Item Uncertainty
Occupancy bandwidth 54.3kHz
Conducted output power Above 1G 0.9dB
Conducted output power Below 1G 0.9dB
Power Spectral Density , Conduction 0.9dB
Conduction spurious emissions 2.0dB
Out of band emission 2.0dB
3m camber Radiated spurious
4.6dB

emission(30MHz-1GHz)
3m chamber Radiated spurious

o 5.1dB
emission(1GHz-18GHz)
3m chamber Radiated spurious

o 3.4dB
emission(18GHz-40GHz)
Frequency Error 54.3Hz
Adjacent channel power Below 1G 2.6dB
Adjacent channel power Above 1G 2.8dB
humidity uncertainty 5.5%
Temperature uncertainty 0.63C
frequency 1x107

Report  Tel: 4008-707-283 Web: http://www.ctb-lab.com Page 7 of 47


http://www.ctb-lab.com/

Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25092904301RF01

2. GENERAL INFORMATION

2.1 General description of EUT

Model(s): RF-M6008-HP

Model Description: N/A

Hardware Version: V1.0

Software Version: V1.0

Operation Frequency: 916.8-920.8MHz

Rated output power: 1000mw

Type of Modulation: ASK

Antenna installation: External antenna

Antenna Gain: QUBEG6015 : 1.3 dBi (3.6dBIC, Axial ratio: 1.3dB, RHCP)

QUBEG6010 : 0.4 dBi (2.7dBIC, Axial ratio: 1.3dB, RHCP)
QUBE4010 : -1.4 dBi (1dBiC, Axial ratio: 2dB, RHCP)
RR-UANT-1616C : 4 dBi

RR-UANT1613UT : 3 dBi

RR-UANT-CO03A : 3.44 dBi

SlimLine A6031 : 2 dBi (4dBiC, Axial ratio: 2dB, RHCP)
SlimLine A5020 : 3.5 dBi (5.5dBiC, Axial ratio: 2dB, RHCP)
A1115:-10 dBi

A1130: -11 dBi

A1163 : -12 dBi

BRA-02N : -20 dBi

BRA-09 : -15 dBi

BRA-02 : 4.4 dBi (6dBIiC, Axial ratio: 3dB, RHCP)

BRA-15 : 6 dBi (8dBiC, Axial ratio: 2dB, RHCP)

BRA-42 : 3.65 dBi

MT-262041/TRH/A/K : 2.8 dBi (5dBiC, Axial ratio: 1.5dB, RHCP)
MT-262013/TRH/A/K : 5.2 dBi (7.5dBiC, Axial ratio: 1.3dB, RHCP)
HX-A150150PJ : 0dBi

Ratings: For adapter: AC INPUT: 100-240V~,1.5A 50-60Hz

DC OUTPUT: 24.0V=2.5A 60.0W
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Note: For more detailed features description, please refer to the manufacturer’s specifications or the User's

Manual.

2.2 Description of test modes

The EUT has been tested under typical operating condition. The Applicant provides communication tools
software to control the EUT for staying in continuous transmitting and receiving mode for testing.

Unit radio channel number Fr?%{%‘cy Unit radio channel number Fr?&t:_'ezr)]cy
5 916.8 23 920.4
11 918.0 24 920.6
17 919.2 25 920.8

Note: Test performed at the lowest/middle/highest frequencies selected in the list above for EUT supported while
working on specified mode.

Pretest Mode Description
Low channel: 916.8MHz
Transmitting mode Middle channel: 919.2MHz

High channel: 920.8MHz
Low channel: 916.8MHz

Receiver mode Middle channel: 919.2MHz

High channel: 920.8MHz

2.3 Environmental conditions

During the measurement the environmental conditions were within the listed ranges:

Supply Voltage
supply power V Rated module power V
Tolerance (%)
Normal 100 3.3
+10% 110 3.3 0
-10% 90 3.3 0
Others
Temperature (°C) 20-25
Relative humidity 54 %.
ATM Pressure: 1010 mbar

Note 1: When the input voltage is reduced or increased by 10%, the regulator voltage changes of less than 1%.
So the following test items are conducted in the normal voltage.
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2.4 Block diagram showing the configuration of system tested

Mode 1:

EUT

2.5 Description of support units (conducted mode)

The EUT has been tested as an independent unit together with other necessary accessories or support
units. The following support units or accessories were used to form a representative test configuration

during the tests.

ltem Equipment Mfr/Brand Model'Type No. Note
E-1| 8 ports RFID module N/A RF-M6008-HP EUT
ltem Shielded Type Ferrite Core Length Note

Note:

(1)  The support equipment was authorized by Declaration of Confirmation.
(2)  For detachable type 1/0O cable should be specified the length in cmin(Length) column.

(3) “YES”is means “shielded” “with core”; “NO” is means “unshielded” “withoutcore”.
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2.6 Measurement equipment list

) ) Firmware ) )
No. Equipment Manufacturer| Type No. Serial No. ) Calibrated until
Version
1 Spectrum Analyzer Agilent N9020A MY52090073 A.14.16 2026/6/27
2 Power Sensor Agilent U2021XA | MY56120032 / 2026/6/27
3 Power Sensor Agilent U2021XA | MY56120034 / 2026/6/27
4 | Communication test set R&S CMW500 108058 Vv3.5.80 2026/6/27
5 Spectrum Analyzer KEYSIGHT N9020A MY51289897 A.14.16 2026/6/27
6 Signal Generator Agilent N5181A MY50140365 A.01.60 2026/6/27
7 | Vector signal generator Agilent N5182A MY47420195 A.01.87 2026/6/27
B.19.07
8 | Communication test set Agilent E5515C MY50102567 2026/6/27
(E1962B)
MSF2400-24
9 2.4 GHz Filter Shenxiang 20181015001 / 2026/6/29
83.5MS-1154
) ) MSF5150-58
10 5 GHz Filter Shenxiang 20181015001 / 2026/6/29
50MS-1155
) ) XBLBQ-DZA
11 Filter Xingbo 190821-1-1 / 2026/6/29
120
BT&WI-FI Automatic test ]
12 Micowave MTS8310 Ver. 2.0.0.0 / /
software
Rohde & Schwarz SFU
13 R&S SFU 101017 / 2026/6/27
Broadcast Test System
Temperature humidity i
14 Hongjing TH-80CH DG-15174 / 2026/6/27
chamber
234G Automatic test )
15 Micowave MTS8200 Ver. 2.0.0.0 / /
software
16 966 chamber C.R.T. 966 / / 2027/6/21
RF_ATTEN_7
17 Receiver R&S ESPI 100362 2026/6/27
(104489/003)
18 Amplifier HP 8447E 2945A02747 / 2026/6/27
19 Amplifier Agilent 8449B 3008A01838 / 2026/6/27
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TRILOG Broadband 00869

20 Schwarzbeck| VULB 9168 / 2026/6/27

Antenna

Double Ridged

21 Broadband Horn Schwarzbeck| BBHA9120D 01911 / 2026/6/27

Antenna
22 EMI test software Fala EZ-EMC FA-03A2 RE / /
23 Loop Antenna Schwarzbeck| FvmzB 1519B| 1519B-224 / 2026/6/27
24 loop antenna ZHINAN | 7N30900A GTS534 / /
yis 40G Horn antenna | A/H/System | SAS-574 588 / 2026/6/27
26 Amplifier AEROFLEX | aAeroflex 097 / 2026/6/27
27 Power Meter KEYSIGHT | N1912AP N/A A.05.00 2026/6/27
28 DC power supply Agilent E3640A | MY53050046 / 2026/6/27

Remark: Calibration institution "GRG METROLOGY & TEST GROUP Co., LTD."

Remark: Calibration based on Article 24-2, paragraph 4 of the Radio Act method c.
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3. TEST CONDITIONS AND RESULTS

3.1 Frequency error

3.1.1 Limit
Item Limits
Frequency Error +/-20ppm
3.1.2 Test configuration
EUT Dummy load Spectrum
(Attenuator) analvzer

3.1.3 Test procedure

The EUT was connected to the spectrum analyzer and antenna output port as show in the block diagram as
TEST CONFIGURATION shows.

EUT Condition: non-modulation
Spectrum analyzer Condition:
Frequency: test frequency
Span: 1MHz
RBW: 10 kHz
VBW: 10 kHz
Sweep time: Auto
Detector mode: Positive peak

Indication mode: max hold
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3.1.4 Test results

Test voltage Frequency Read Deviation Tolerance Limit Resul
esult
V) (MHz) (MHz) (MHz) (ppm) (ppm)
916.8 916.8 0 0.000
Normal
919.2 919.2 0 0.000 +/-20.00 Pass
Voltage
920.8 920.801 0.001 1.086

Normal Voltage

Awg Type: Log-Pwr
Avg|Held>100/100

Awg Type: Log-Pwr
Avg|Held>100/100

Span 1.000 MHz
Sweep 12.07 ms (1001 pts)

Span 1.000 MHz
Sweep 12.07 ms (1001 pts)

916.8MHz 919.2MHz

Avg Type: Log-Par
AvgiHold:> 100100

Marker 1 A 920.801000000 MHz

Ref Offget 10 dB
¢« Ref 40,00 dBm

Span 1.000 MHz
Sweep 12.07 ms (1001 pts)

Center 920.8000 MHz
WRes BW 10 kHz #VEBW 10 kHz

920.8MHz
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3.2 Antenna output power and output power tolerance

3.2.1 Limit

Iltem Limits

Antenna Power Density =1W

+20%, -80% (Base on manufacturer declare antenna power

Antenna Power Error
density)

3.2.2 Test configuration

=uT POWER METER

3.2.3 Test procedure

1. The EUT was directly connected to the Power meter
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3.2.4 Test results

Average Output
Test Test Rated output | Tolerance P
y burst power Limit Result
modulation | Channel power (mwW) (%)
power(dBm) (mW)
1w
L 29.635 919.390 1000 -8.061 Pass
-80%~20%
iw
ASK M 29.467 884.504 1000 -11.550 Pass
-80%~20%
w
H 29.612 914.534 1000 -8.547 Pass
-80%~20%
Test EIRP Limit
Mode Channel Polar
voltage (V) (dBm) (dBm)
L H 35.635
Normal
ASK M H 35. 467 36
Voltage
H H 35. 612
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3.3 Occupied bandwidth and spreading bandwidth

3.3.1 Limit

Item Limits

Occupied BandWidth: <200kHz;

3.3.2 Test configuration

EUT Dummy load Spectrum

(Attenuator) analvzer

3.3.3 Test procedure

1. Setting of SA is following as fellow:
RBW: Less than 3% of the allowable value specified in Equipment Regulations
VBW: Comparable to the resolution bandwidth
Sweep time: Auto
Sweep Mode: Continuous sweep
Detect mode: Positive peak

Trace mode: Max hold

2. EUT have transmitted the maximum modulation signal and fixed channelize. SA set to 99% of occupied
bandwidth to measure occupied bandwidth.
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3.3.4 Test results

Test
Test Channel

Occupy 99% Bandwidth

. Limit Result
modulation (kHz)
L 84.899
ASK M 92.110 <200kHz Pass

95.467

99% Bandwidth

Test condition:

Agont Spctrum Aessbyrer - Oceupied BW
T

Center Freq 916.800000 MHz

& TrigFree Ru

SIFGatnclaw #hren: 10 dB

Ref 30.00 dBm

enter 916.8 MHz
#Res BW 10 kHz #VEW 10 kHz

Occupied Bandwidth
84.899 kHz

1.426 kHz
B88.48 kHz

Total Power

Transmit Freq Error OBW Power

x dB Bandwidth x dB

Center Freq: 996600000 MHz
n

AvglHobd:> 10410
Radio Device: BTS

Span 500 kHz
Sweep 7.8 ms|

99.00 %
-20.00 dB

Transmit Freq Error
¥ dB Bandwidth

r Freg 919.200000 MHz

Ref 30.00 dBm

enter 919.2 MHz
FRes BW 10 kHz

Occupied Bandwidth

92.110 kHz
5.824 kHz
95.66 kHz

Canter Freg: 919 200000 MHz

o) Trig: Fras Run
#Atten: 30 4B

#FVBW 10 kHz

Total Power

OBW Power
x dB

-20.00 dB

Awg|Haid 10410
Radio Device: BTS

Span 500 kHz
Sweep 7.8 ms

26.0 dEm

99,00 %

Center Fraq 920.800000 MHz Center Freq: £20,600000 MHz
j  Trig:Free Run

SFGaiactow | #Amen: 30 dB

Ref 30.00 dBm

enter 920.8 MHz
#Res BW 10 kHz

#VEW 10 kHz
Total Power
95.467 kKHz

7.298 kHz
100.4 kHz

OBW Power
= dB

Avg|Hobd:> 10410

99.00 %
-20.00 dB

Radio Std: None

Radio Device: BTS

Span 500 kHz
Sweep 7.8 ms|
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3.4 Unwanted emission strength

3.4.1 Limit
Permissible Value for Spurious Ref
Frequency band Emission / Unwanted Emission elerence
) bandwidth
Intensity (average power)

=710 MH=z — 36 dBm 100 kH=z
710 MHz <= f =< 900 MHz — 58 dBm 1 MH=z
000 MHz = f =915 MHz —H8 dBm 100 kH=z
915 MHz < £ = 9157 MHz _
923 5 MHz < £ <930 MHz 39 dBm 100 kHz
915.7T MHz = f<923.5 MHz .
(except for | £-fe] = 100x(nt1)kHz) 29 dBm 100 kHe
930 MHz = f= 1000 MHz —5H8 dBm 100 kH=z
1000 MHz = f= 1215 MH= —48 dBm 1 MH=z
1215 GHz <f{ —30 dBm 1 MH=z

3.4.2 Test configuration

EUT Dummy load Spectrum
(Attenuator) analvzer

3.4.3 Test procedure

Spectrum analyzer set at the time of measurement of firing sub is as follows.

Center frequency Firing frequency side

Span From 30MHz to 5GHz

RBW 100kHz: 30MHz-710MHz and 900MHz-1GHz

1MHz: 710MHz-900MHz and 1GHz-5GHz

VBW Equal to RBW

Y-axis scale 10dB/Div

Sweep time the minimum time is guaranteed measurement accuracy
Sweep mode Signal sweep

Detection mode Sample

(1) Set as spectrum analyzer, to explore the maximum value of the amplitude of the firing side to sweep up to
10GHz from 30MHz.

(2) If the allowable value is the value that you search the Regulations equipment, the measured values and the
values that you search.

(3) If you exceed the allowable value is the value that you search the Regulations facilities, asking the frequency
of side-firing, set as spectrum analyzer to measure the average power averaging processing is performed.

(4) If you cannot set the state of the receive-only facilities receiving radio to use the antenna that are common in
the measurement of up to(3),external trigger signal spectrum analyzer using a broadband detector the
transmission power of the test equipment from (1) transmission and , except time to measure the transmission

time.
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3.4.4 Test results
Emission
Test Test freq. Y
. Test freq. Frequency Test result Limit Result
modulation range
(MHz)
30MHz=f=
710MHz 473.36 -71.108 dBm -36 dBm/100KHz PASS
710MHz<f=
900MHz 878.72 -60.664 dBm | -58 dBm/IMHz | PASS
900MHz<f=
915MHz 910.275 -71.153dBm | -58 dBm/100KHz | PASS
915MHz =
£<915.7MHz 915.2443 -72.069 dBm | -39 dBm/100KHz | PASS
915.7MHz =
£<916.6MHz 916.2058 -71.858 dBm | -29 dBm/100KHz | PASS
916.8MHz | 917 OMHz=
£<923.5MHz 923.253 -72.309 dBm | -29 dBm/100KHz | PASS
923.5MHz =
£<930MHz 927.582 -71.822 dBm | -39 dBm/100KHz | PASS
930MHz<f=
1000MHz 936.02 -71.175dBm | -58 dBm/100KHz | PASS
1000MHz<f=
1215MHz 1203.605 -60.473 dBm -48 dBm/IMHz | PASS
12156MHz =
f<5000MHz 3047 -57.999dBm | -30 dBm/IMHz | PASS
30MHz=f=
710MHz 662.4 -70.052 dBm -36 dBm/100KHz PASS
710MHz<f=
900MHz 872.83 -60.923dBm | -58 dBm/IMHz | PASS
900MHz<f=
915MHz 904.62 -71.255dBm | -58 dBm/100KHz | PASS
ASK 915MHz =
£<915.7MHz 915.084 -71.614 dBm | -39 dBm/100KHz | PASS
915.7MHz =
£<919.OMHz 916.5184 -72.457 dBm | -29 dBm/100KHz | PASS
919.2MHz 919 4MHz=
£<923.5MHz 920.6587 -71.524 dBm | -29 dBm/100KHz | PASS
923.5MHz =
£<930MHz 927.6015 -71.898 dBm | -39 dBm/100KHz | PASS
930MHz<f=
1000MHz 950.86 -70.949 dBm | -58 dBmM/100KHz | PASS
1000MHz<f=
1215MHz 1023.220 -61.046 dBm -48 dBm/IMHz | PASS
12156MHz =
f<5000MHz 2608 -58.422dBm | -30 dBm/IMHz | PASS
30MHz=f=
710MHz 433.92 -69.907 dBm -36 dBm/100KHz | pass
710MHz<f=
900MHz 831.03 -60.691 dBm | -58 dBm/IMHz | PASS
900MHz<f=
915MHz 901.785 -71.467 dBm | -58 dBM/100KHz | PASS
920.8MHz 915MHz =
£<915.7MHz 915.191 -71.949 dBm | -39 dBM/100KHz | PASS
915.7MHz =
f<920.6MHz | 919:0908 -71.503dBm | -29 dBm/100KHz | PASS
921.0MHz =
£<923.5MHz 922.9975 -72.017 dBm | -29 dBm/100KHz | PASS
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923 5MHz=
£<930MHz 927.5105 -71.867 dBm | -39 dBm/100KHz | PASS
930MHz<f=
1000MHz 942.46 -71.297 dBm | -58 dBm/100KHz | PASS
1000MHz<f=
1215MHz 1062.35 -60.828 dBm | -48 dBm/LMHz | PASS
1215MHz =
f<5000MHz 4557 -57.795 dBm -30 dBm/IMHz | PASS
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Test channel:

916.8MHz

Agihit Spctrum Anabyrer - Swept SA
o

Marker 1.473.360000000 MHz

Ref 10.00 dBm

oo TrigeFres Run
Astenc 20 48

b At e A e b el

Awg Type: Log-Pwr
Avg|Held>100/100

Stop 710.0 MHz
Sweep 82.00 ms (1001 pts)

Agihit Spctrum Anabyrer - Smvpt SA
o

Marker 1 878.720000000 MHz

Ref 10.00 dBm

Avg Type: Log-Pur
PN fast o Trig:FreeRun AvgiHold:> 1001100

\FGain:Lowe Amten: 20 8

Stop 900,00 MHz

#VEW 1.0 MHz Sweep 1.000 ms (1001 pis)

710MHz<f=900MHz

Agihit Sprctium abyrer - Swvpd SA
L

i+
Marker 1 910.275000000 MHz

Ref 10.00 dBm

00.000 MHz
s BW 100 kHz

Trig: Free Run

Wik Fast
IFGain:Lew Aan: 20 B

#VEW 100 kHz

Avg Type: Log-Pur
A giHetd> 1004100

Stop 915.000 MHz
Sweep 1.867 ms (1001 pts)

Agihit Sprctrum Anabyrer - Sweppt SA.
L

i+
Marker 1 915.244300000 MHz

Ref 10,00 dBm

5.0000 MHz
es BW 100 kHz

Awg Type: Log-Par
PHO: Wede o TrigeFree Aun Hoeg|Held=100/100

Wil o Atanc 20 48

Mkri 91

#VBW 100 kHz

915MHz =f<915.7MHz

Agihit Sprctium abyrer - Swvpd SA
o
Marker 1 916.205800000 MHz

Ref 10.00 dBm

915.7000 MHz
BW 100 kHz

PR Wide T
1FGain:L e

#VEW 100 kHz

Avg Type: Log-Pur
A giHetd> 1004100

Stop 916.6000 MHz
Sweep 1.000 ms (1001 pts)

Agihit Sprctrum Anabyrer - Sweppt SA.
o

Marker 1 923.253000000 MHz

Ref 10,00 dBm

17.000 MHz

Awg Type: Log-Par
PHO: Wede o TrigeFree Aun Hoeg|Held=100/100
B ok o Asten: 20 48

Mkri

#VBW 100 kHz

915.7MHz<f=916.6MHz

917.0MHz<f=923.5MHz
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Agihit Spctrum Anabyrer - Swept SA

Agihit Sprctrum Anabyrer - Sweppt SA.
Avg Type: Log-Pwr

PHO: Past o Trige Fres Run Hoeg|Held=100/100
B ke o Asten: 20 48

Awg Type: Log-Pur
PHD: Wede 5o Trige Fres Run Hoeg|Held= 100100
B G bk o Asten: 20 48

Ref 10.00 dBm Ref 10,00 dBm

923.500 MHz Stop 930.000 MHz
s BW 100 kHz #VEBW 100 kHz Sweep 1.000 ms (1001 pts)

o [gsans

Stop 1.00000 GHz
#VBW 100 kHz Sweep 3467 ms (1001 pts)

923.5MHz =f<930MHz 930MHz<f=1000MHz

Agihit Sprctium abyrer - Swvpd SA Agilien Spetrum Anabyrer - Swept SA
T T

Marker 1 1.203605000000 GHz Avg Type: Log-Pur

Marker 1 3.046940000000 GHz Awg Type: Log-Par
AvgiHeld: 1004100 n

> Trig:Fres Run Heg|Held>100/00
MEkr1

Ref 10.00 dBm Ref 10,00 dBm

Stop 1.2150 GHz
#VEW 1.0 MHz Sweep 1.000 ms (1001 pis)

Stop 5.000 GHz
#VBW 1.0 MHz Sweep 6.333 ms (1001 pts)

isa (patans

1000MHz<f=1215MHz 1215MHz = f<5000MHz
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Test channel:

919.2MHz

Agihest Sgcarum Anabyrer - Swept SA.
o

Marker 1 562.400000000 MHz

Ref 10.00 dBm

O B e e e

Agihit Spctrum Anabyrer - Swept SA
o

Awg Type: Log-Pwr

, Trig: Frew Run Avg|Held>100/100

Arten: 20 48
Mkr1
Ref 10.00 dBm

Stop 710.0 MHz

#VBW 100 kHz Sweep 32.00 ms (1001 pis)

Marker 1 872.830000000 MHz

Awg Type: Log-Pwr
Avg|Held>100/100

PHO: Fast 500
W Caiecd o

Trig: Fras Run
Asterc 20 48

Mkr1

B e

Stop 900,00 MHz

#VBW 1.0 MKz Sweep 1.000 ms (1001 pis)

710MHz<f=900MHz

Agihest Sgcarum Anabyrer - Swept SA.
L

o
Marker 1 904.620000000 MHz

Ref 10.00 dBm

Agihit Spctrum Anabyrer - Swept SA
L

Awg Type: Log-Pwr

PHO: Past o Trige Fres Run Hoeg|Held= 100100

Wil o Atanc 20 48

Ref 10.00 dBm

Stop 915.000 MHz
Sweep 1.867 ms (1001 pts)

5.0000 MHz

#VBW 100 kHz es BW 100 kHz

(patans

i+
Marker 1 915.084000000 MHz

Awg Type: Log-Pur
PHD: Wede T Trige Fres Run Hoeg|Held= 100100

Wil o Atarc 20

Mkri 91

Stop 915.7000 MHz

#VBW 100 kHz Sweep 1.000 ms (1001 pis)

(patans

900MHz<f=915MHz

915MHz =f<915.7MHz

Agilven Spetrum Anabyrer - Swept SA
s -
Start Freq 915.700000 MHz

Ref 10.00 dBm

Start 915.700 MHz
#Res BW 100 kHz

Agihit Spctrum Anabyrer - Swept SA
o

Avg Type: Log-Pwr
o TrigFres Run Aug|Hold>1004100

Artan: 20 48

Ref 10.00 dBm

Stop 919.000 MHz

#VBW 100 kHz Sweep 1.000 ms (1001 pts)

Marker 1 920.658700000 MHz

Awg Type: Log-Pwr
Trig: Fras Run Avg|Held>100/100

Atanc 20 4B

PHO: Wide 50
G ke ot

Mkr1

Stop 923.500 MHz

#VBW 100 kHz Sweep 1.000 ms (1001 pts)

915.7MHz<f=919.0MHz

919.4MHz<f=923.5MHz
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Agihest Sgcarum Anabyrer - Swept SA.

Ref 10.00 dBm

Agihit Spctrum Anabyrer - Swept SA
3

Awg Type: Log-Pwr
Trig: Fres Run Avg|Held>100/100

Artan: 20 48

Ref 10.00 dBm

0.00 MHz

#VBW 100 kHz es BW 100 kHz

i+
Marker 1 950.860000000 MHz

Awg Type: Log-Pur
PHO: Past o Trige Free Aun Hoeg|Held= 100100

Wil o Atan: 20 48

Stop 1.00000 GHz

#VBW 100 kHz Sweep 3467 ms (1001 pts)

930MHz<f=1000MHz

Ref 10.00 dBm

[Start 1.0000 GHz
z BW 1.0 MHz

Agihit Spctrum Anabyrer - Swept SA
T

Awg Type: Log-Pwr

o TrigFres Run Avg|Held>100/100

Arten: 20 48
Mkr1
Ref 10.00 dBm

At i st

Stop 1.2150 GHz
Sweep 1.000 ms (1001 pts)

1.215 GHz

#VBW 1.0 MHz B

Marker 1 2.607850000000 GHz

Awg Type: Log-Pwr

oo TrigFresRun Avg|Held>100/100

e A

Stop 5.000 GHz
#VBW 1.0 MKz Sweep 6.333 ms (1001 pts)

(patans

1000MHz<f=1215MHz

1215MHz = f<5000MHz
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Test channel:

920.8MHz

Agihit Sprctrum Anabyrer - Swept SA.
o

Marker 1 433.920000000 MHz

Ref 10.00 dBm

Pyt My P e A Pt e

Agihit Sprctrum Anabyrer - Sweppt SA.
o

Awg Type: Log-Pur
PHO: Past o Trige Fres Run Hoeg|Held= 100100
B ke o Asten: 20 48

Mkr1
Ref 10,00 dBm

r«. i adetr St

a1 I TRRTREIRPAL o W PR P

Stop 710.0 MHz

#VBW 100 kHz Sweep 32.00 ms (1001 pts)

Marker 1 §31.030000000 MHz

Awg Type: Log-Par
PHO: Past o Trige Fres Run Hoeg|Held=100/100

Wil o Atanc 20 48

L

Stop 900,00 MHz

#VBW 1.0 MHz Sweep 1.000 ms (1001 pis)

Agihit Spctrum Anabyrer - Smvpt SA
L

3

Marker 1 901.785000000 MHz

Ref 10.00 dBm

Agihit Sprctrum Anabyrer - Sweppt SA.
L

Avg Type: Log-Pur
T Fast Trig: Fras Run BvgHeld> 100100
IFGain:Lew Atan: 20 dB

Ref 10,00 dBm

Stop 915.000 MHz
Sweep 1.867 ms (1001 pts)

5.0000 MHz

#VEW 100 kHz es BW 100 kHz

i+
Marker 1 915.191100000 MHz

Avg Type: Log-Pwr
o TrigFres Run Avg|Held>1004100

Artan: 20 48

Mkri 91

#VBW 100 kHz

900MHz<f=915MHz

915MHz =f<915.7MHz

Agihit Sprctrum Anabyrer - Swept SA.
o

Marker 1 919.090800000 MHz

Ref 10.00 dBm

|
|
|
|
|
|
|
|
t
|

Start 915.700 MHz
#Res BW 100 kHz

Agihit Sprctrum Anabyrer - Sweppt SA.
o

Awg Type: Log-Pwr
, Trig: Frew Run Avg|Held>100/100

Artan: 20 48

Ref 10,00 dBm

Stop 920,600 MHz

#VBW 100 kHz Sweep 1.000 ms (1001 pts)

Marker 1 922.997500000 MHz

Awg Type: Log-Par
PHO: Wede o TrigeFree Aun Hoeg|Held=100/100
B el o Asten: 20 46

Mkr1

#VBW 100 kHz

915.7MHz<f=920.6MHz

921.0MHz<f=923.5MHz
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Agihit Sprctrum Anabyrer - Swept SA.

Ref 10.00 dBm

3,500 MHz
s BW 100 kHz

Agihit Sprctrum Anabyrer - Sweppt SA.
3

Awg Type: Log-Pwr

PHO: Wede o TrigeFree Aun Hoeg|Held= 100100

Wil o Atanc 20 48

Ref 10,00 dBm

Stop 930.000 MHz
#VBW 100 kHz Sweep 1.000 ms (1001 pts)

(patans

i+
Marker 1 942.460000000 MHz

Awg Type: Log-Par
PHO: Past o Trige Fres Run Hoeg|Held=100/100

Wil o Atanc 20 48

Stop 1.00000 GHz

#VBW 100 kHz Sweep 3467 ms (1001 pts)

923.5MHz =f<930MHz

930MHz<f=1000MHz

Agihit Sprctrum Anabyrer - Swept SA.
T

Marker 1 1.062350000000 GHz

Ref 10.00 dBm

Start 1.0000 GHz
z BW 1.0 MHz

Agihit Sprctrum Anabyrer - Sweppt SA.
T

Awg Type: Log-Pwr

oo TrigeFres Run Avg|Held>100/100

Ref 10,00 dBm

R

Stop 1.2150 GHz

#VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

Marker 1 4.557155000000 GHz

Avg Type: Log-Pwr

oo TrigeFres Run Avg|Held>1004100

ot e e ey
i . e s,

Stop 5.000 GHz

#VBW 1.0 MHz Sweep 6.333 ms (1001 pts)

1000MHz<f=1215MHz

1215MHz = f<5000MHz
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3.5 ADJACENT CHANNEL LEAKAGE POWER
3.5.1 Limit

Frequency band of signal in use is from 916.8MHz to 920.8MHz. (Antenna power is 1W or less (with carrier
sense).)

A.  Spectral power at the both edges of a radio channel

It shall be 10 dBm or less, respectively.

B. Leakage power in a unit radio channel adjacent to a radio channel (200 kHz)

It shall be 0.5 dBm or less, respectively.

Unit » dBmi100kH=

A 200kH= (200 % njkHz 200kH=

L | L

30
20

10
0t
& puriona emiagon
atrength -
(915 TMH=z to 923 BMHz)
—29 dBm {100 LH= -

i
[
Li—
- I, o
— [
[

Adjarent channel leakare T
power ol - .
0.5 dBm or lem Lawer ad,ja:e‘:{; ! (Cent Ffl: )
] nter Frequens ;
unit channel Aneney i umit channel
fo—200—100 % (n —1) fo+ 200+ 100 x(n—1)

3.5.2 Test configuration

EUT Dummy load Spectrum
(Attenuator) analvzer
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3.5.3 Test procedure

Spectrum analyzer is set as follows.

Center frequency Carrier frequency
Carrier frequency +100kHzx ( n + 1)
Carrier frequency - 100kHzx (n + 1)
Span When measuring the total power (carrier power) : n x200kHz

Adjacent channel leakage power measurement when the upper and lower: 200kHz

Resolution bandwidth 1 kHz

Video bandwidth more than three times the resolution bandwidth

Sweep time the minimum time is guaranteed measurement accuracy (in the case of
wave burst, burst duration of one or more per sample)

Sweep mode Single sweep

Detection mode Positive peak

n is the number of channel units used at the same time as a radio channel.
If it takes a long time to sweep a long burst period, continuous sweep sweep mode, as Max Hold the display
mode can be measured until there is no variation of the displayed waveform. In this case, it is possible to shorten

the time spectrum analyzer sweep.
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3.5.4 Test results

916.8MHz channel

Agilent Spectrum Analyzer - ACP
8 KL T 1]
Center Freq 916.800000 MHz Center Freq: 516.500000 MHz

T ree Run Avg|Held> 1010

oo T
#Arten: 40 4B

=
IF Gainclow

el
R

of Offset 10 4B
el 40.00 dBm

#VBW 3 kHz
ACP-IBW

Lower
rrier Power

Radis Davice: BTS

Span 1 MHz
Sweep 3.022 s

= g smanus

919.2MHz channel

Agllent Spectrum Analyzer - AP
Center Freq: §19.200000 MHz

Trig: Free Run Avg|Hold= 1010
FAan: 40 48

Center Freq 919.200000 MHz
IF Gain:Low

Ref Offzet 10 dB
Rel 40,00 dBm

#VEW 3 kHz

ACP-IBW
Lower

[
Radio Std: None

Radis Davice: BTS

= (3

920.8MHz channel

Center Freq: 920.600000 MHz
o T « Run Avg|Held: 910
IF Gain:Low 48

of Offset 10 4B
Refl 40.00 dBm

Lower

Radio Std: None

Radis Davice: BTS
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3.6Secondary radiated emission strength

3.6.1 Limit

Permissible Values for Spurious Emission / Unwanted Emission Intensity at the antenna input shall be less than
the value in the table below

Limit on Secondary Reference
Frequency band Radiated Emissions, ete. b ' d . cltE
(Antenna input:' angwi
f< 710 MHz —54 dBm 100 kH=z
710 MHz < £ = 900 MHz —58 dBm 1 MHz
900 MHz < £=915 MH= —58 dBm 100 kHz
915 MHz < f= 930 MH= —54 dBm 100 kH=z
930 MHz < £< 1000 MHz —58 dBm 100 kHz
1000 MHz < f<= 1215 MHz —48 dBm 1 MHz
1215 MHz < f —47 dBm 1 MHz

3.6.2 Test configuration

EUT Dummy load Spectrum
(Attenuator) analvzer

3.6.3 Test procedure

Spectrum analyzer set at the time of measurement of firing sub is as follows.

Center frequency Firing frequency side

Span From 30MHz to 12.75GHz

RBW RBW 100kHz: 30MHz-710MHz and 900MHz-1GHz

1MHz: 710MHz-900MHz and 1GHz-12.75GHz

VBW Equal to RBW

Y-axis scale 10dB/Div

Sweep time the minimum time is guaranteed measurement accuracy
Sweep mode Signal sweep

Detection mode Sample

(1) Setas spectrum analyzer, to explore the maximum value of the amplitude of the firing side to sweep up to
10GHz from 30MHz.

(2) If the allowable value is the value that you search the Regulations equipment, the measured values and the
values that you search.

(3) If you exceed the allowable value is the value that you search the Regulations facilities, asking the frequency

Report  Tel: 4008-707-283 Web: http://www.ctb-lab.com Page 31 of 47


http://www.ctb-lab.com/

Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25092904301RF01

of side-firing, set as spectrum analyzer to measure the average power averaging processing is performed.
(4) If you cannot set the state of the receive-only facilities receiving radio to use the antenna that are common in
the measurement of up to(3),external trigger signal spectrum analyzer using a broadband detector the

transmission power of the test equipment from(1) transmission and , except time to measure the transmission

time.
3.6.4 Test results
Test Emission Test result
\ Test freq. Test freq. range Frequency (dBm ) Limit Result
modulation (MH2z)
30MHz=f=
710MHz 491.04 -69.769 | 24 dBM/100KHz | pass
710MHz<f=
900MHz 880.62 -60.834 | -58dBmM/IMHz | PASS
900MHz<f=
915MHz 907.02 -71.691 -58 dBm/100KHz PASS
915MHz =
916.8MHz £<930MHz 916.05 -71.595 | -54 dBm/100KHz | PASS
930MHz<f=
1000MHz 967.17 -71.107 | -58 dBm/100KHz | PASS
1000MHz=
t<1215MHz 1164.26 -61.686 -48 dBm/IMHz | PASS
1215MHz =
£<12750MHz 12681 -58.79 -47 dBm/IMHz | PASS
30MHz=f=
710MHz 241.48 -71.070 | 54 dBm/100KHz | pass
710MHz<f=
900MHz 864.66 -61.102 -58 dBM/IMHz | PASS
900MHz<f=
915MHz 912.285 -71.381 | -58 dBm/100KHz | PASS
915MHz =
ASK 919.2MHz £<930MHz 915.180 -71.899 | -54 dBmM/100KHz | PASS
930MHz<f=
1000MHz 972.77 -71.211 -58 dBm/100KHz PASS
1000MHz =
f<1215MHz 1186.19 -61.567 -48 dBm/1MHz PASS
1215MHz =
f<12750MHz 8955 -57.425 -47 dBm/1MHz PASS
30MHz=f=
710MHz 635.20 -70.976 | >4 dBm/100KHz | pasg
710MHz<f=
900MHz 863.71 -61.437 -58 dBM/IMHz | PASS
900MHz<f=
915MHz 903.21 -71.873 | -58 dBm/100KHz | PASS
915MHz=
920.8MHz f<930MHz 915.84 -71.268 -54 dBm/100KHz PASS
930MHz<f=
1000MHz 933.15 -71.256 | -58 dBM/100KHz | PASS
1000MHz =
t<1215MHz 1149.64 -61.593 -48 dBM/IMHz | PASS
1215MHz =
£<12750MHz 12116 -58.261 -47 dBm/IMHz | PASS

Report  Tel: 4008-707-283 Web: http://www.ctb-lab.com Page 32 of 47



http://www.ctb-lab.com/

Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB25092904301RF01

Test channel:

916.8MHz

Agihit Spctrum Anabyrer - Swept SA
o

Marker 1.491.040000000 MHz
Ll =
sincl v

Trig: Fres Run
Astenc 20 48

Ref 10.00 dBm

Awg Type: Log-Pwr
Avg|Held>100/100

Agihit Spctrum Anabyrer - Swept SA
o

Marker 1 880.620000000 MHz

Ref 10.00 dBm

es BW 1.0 MHz

Awg Type: Log-Pwr
Avg|Held>100/100

PHO: Fast D0
Wil o

Trig: Fres Run
Astenc 20 48

Stop 900,00 MHz

#VBW 1.0 MHz Sweep 1.000 ms (1001 pis)

710MHz<f=900MHz

il Spoctrum Ansdyzer - St SA

Awg Type: Log-Pwr
Avg|Held>100/100

Trig: Fres Run
Asten: 20

Ref 10.00 dBm

#VBW 100 kHz

(patans

Agihit Spctrum Anabyrer - Swept SA
o
Marker 1 916.050000000 MHz

MEkr1 9C
Ref 10.00 dBm

Stop 915.000 MHz
Sweep 1.867 ms (1001 pts)

Start 915.000 MHz

Awg Type: Log-Pur
PHO: Past o Trige Fres Run Hoeg|Held= 100100

Wil o Aten: 20

Mkr1 @

Stop 930.000 MHz

#VBW 100 kHz Sweep 1.867 ms (1001 pis)

900MHz<f=915MHz

915MHz =f<930MHz

Agilven Spwetrum Mabyror - Sevpn Sh
s+
Display Line -58.00 dBm

3 Trig: Fras Run
IFGain:Lew

Attan: 20 dB

Ref 10.00 dBm

930.00 MHz
s BW 100 kHz

Avg Type: Log-Par
AvgiHold:> 100100

Agihit Sprctrum Anabyrer - Sweprl SA
T
Marker 1 1.164260000000 GHz

Ref 10,00 dBm

l,,. [P P R 1N

Stop 1.00000 GHz
Sweep 8.467 ms (1001 pts)

[Start 1.0000 GHz

Avg Type: Log-Pwr
Avg|Held>100/100

Trig: Fres Run
Astenc 20 48

PHO: Fast

1

e L

Stop 1.2150 GHz

#VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

930MHz<f=1000MHz

1000MHz<f=1215MHz
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T
Marker 1 12.680790000000 GHz Awg Type: Log-Par
PO Avg|Held: 8400

¢« Ref 10,00 dBm

i aihdgg

T gl LY ANy e U, PPl A Bl R

Start 1.215 GHz Stop 12.750 GHz
#VBW 1.0 MHz Sweep 19.27 ms (1001 pis)

1215MHz <f=12750MHz
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Test channel:

919.2MHz

Agihit Spctrum Anabyrer - Swept SA
o

Awg Type: Log-Pwr
Avg|Held>100/100

Marker 1 241.480000000 MHz
, Trig: Frew Run
Astenc 20 48

Ref 10.00 dBm

Agihit Spctrum Anabyrer - Swept SA
o

Marker 1 864.660000000 MHz

Ref 10.00 dBm

Awg Type: Log-Pwr

PHO: Past o Trige Fres Run

Wil o Atanc 20 48

Pkt

#VBW 1.0 MHz

Avg|Held>100/100

Stop 900.00 MHz
Sweep 1.000 ms (1001 pts)

30MHz=f=710MHz

Agihit Spctrum Anabyrer - Smvpt SA
L

Avg Type: Log-Par
AvgiHold:> 100100

o
Marker 1 912.285000000 MHz
Trig: Free Run

O Fast
IFGain:L e Attan: 20 dB

Ref 10.00 dBm

Start 900.000 MHz Stop 915.000 MHz

#VEW 100 kHz Sweep 1.867 ms (1001 pts)

Agihit Spctrum Anabyrer - Swept SA
L

i+
Marker 1 915.180000000 MHz

Ref 10.00 dBm

Awg Type: Log-Pwr

PHO: Past o Trige Fres Run
B ke o Asten: 20

#VBW 100 kHz

Avg|Held>100/100

MEkr1

Stop 930.000 MHz
Sweep 1.867 ms (1001 pts)

Agihit Spctrum Anabyrer - Swept SA
o

Awg Type: Log-Pwr
Avg|Held>100/100

Marker 1 972.770000000 MHz
, Trig: Frew Run
Astenc 20 48
Mkr1
Ref 10.00 dBm

RTRREREIRATES

#VBW 100 kHz

Ref 10,00 dBm

[Start 1.0000 GHz

Avg Type: Log-Pwr

oo TrigFres Run
Astenc 20 48

PHO: Fast

T il et

#VBW 1.0 MHz

s [

Avg|Held>100/100

Stop 1.2150 GHz
Sweep 1.000 ms (1001 pts)

930MHz<f=1000MHz

1000MHz<f=1215MHz
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Agibit Sprctrum Anabyrer - Swept SA
3

Marker 1 8.954985000000 GHz Avg Type: Log-Pur
PO Avg|Held: 571100

¢« Ref 10,00 dBm

.1

i e X TR *;_L, P RS P TR L

P L
Lt T i ety el

Start 1.215 GHz Stop 12.750 GHz
#VBW 1.0 MHz Sweep 19.27 ms (1001 pts)

1215MHz <f=12750MHz
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Test channel:

920.8MHz

Agihit Spctrum Anabyrer - Smvpt SA
o
Marker 1 635.200000000 MHz

Ref 10.00 dBm

Avg Type: Log-Par
Trig: Free Run AvgiHetd:> 1004100

- Fast
IFGain:L e Attan: 20 dB

Mkr1

Stop 710.0 MHz

Sweep 82.00 ms (1001 pts)

Agihit Spctrum Anabyrer - Swept SA
o

Marker 1 863.710000000 MHz

Ref 10.00 dBm

Awg Type: Log-Pur
PHO: Past o Trige Fres Run Hoeg|Held= 100100

Wil o Atanc 20 48

#VBW 1.0 MHz

Stop 900,00 MHz

Sweep 1.000 ms (1001 pts)

710MHz<f=900MHz

Agihit Spctrum Anabyrer - Smvpt SA
o

Marker 1 903.210000000 MHz

Ref 10.00 dBm

900.000 MHz
s BW 100 kHz

Avg Type: Log-Par
Trig: Free Run AvgiHetd:> 1004100

O Fast
IFGain:L e Attan: 20 dB

#VEW 100 kHz

Stop 915.000 MHz

Sweep 1.867 ms (1001 pts)

Agihit Spctrum Anabyrer - Swept SA
o
Marker 1 915.840000000 MHz

Ref 10.00 dBm

Start 915.000 MHz

Awg Type: Log-Pur
PHO: Past o Trige Fres Run Hoeg|Held= 100100

Wil o Aten: 20

#VBW 100 kHz

Mkr1 915,

Stop 930.000 MHz

Sweep 1.867 ms (1001 pts)

Agihit Spctrum Anabyrer - Smvpt SA
o

Marker 1 933.150000000 MHz

Ref 10.00 dBm

Start 930.00 MHz
WRes BW 100 kHz

Avg Type: Log-Par
2 Past Trig: Fras Run AvgiHold:> 100100
IFGain:Lew Atan: 20 dB

PP Tearpray

Stop 1.00000 GHz

Sweep 8.467 ms (1001 pts)

Ref 10.00 dBm

R

[Start 1.0000 GHz
#Res BW 1.0 MHz

Avg Type: Log-Pwr

Trig: Fres Run Avg|Held>100/100

Artan: 20 48

R Y YL AT

#VBW 1.0 MHz

wa b AR e

Stop 1.2150 GHz

Sweep 1.000 ms (1001 pts)

930MHz<f=1000MHz

1000MHz<f=1215MHz

Report

Tel: 4008-707-283

Web: http://www.ctb-lab.com

Page 37 of 47



http://www.ctb-lab.com/

Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25092904301RF01

Agibit Sprctrum Anabyrer - Swept SA

T
Marker 1 12.115575000000 GHz Avg Type: Log-Pur
PO Avg|Held: 441100

¢« Ref 10,00 dBm

1

T ——— B e T W T R e RS TE

Start 1.215 GHz Stop 12.750 GHz
#VBW 1.0 MHz Sweep 19.27 ms (1001 pts)

1215MHz <f=12750MHz
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3.7TRANSMISSION TIME CONTROL EQUIPMENT
3.7.1 LIMIT

The controller shall cease emission of radio waves within 4 seconds after starting of

emission. It shall pause emission for 50 ms or more until the next emission.

3.7.2Test Setup Block Diagram

EUT Dummy load Spectrum
(Attenuator) analvzer

3.7.3 TEST PROCEDURES

Setting the spectrum analyzer is as follows.

Center frequency Test frequency

Span OHz

RBW 1MHz

VBW Equal to RBW

Sweep time Approximately twice the value of equipment acceptable to the Regulations
Detection mode Positive peak

Triggering condition Level rise

1) As two sets of spectrum analyzer, set to trigger at rising edge trigger conditions, to launch state radio test
equipment.

2) To verify that, and stopped firing of radio equipment within the time prescribed in the regulations, downtime
is greater than or equal to time transmitting equipment to the Regulations.

3) If there is not enough time resolution of the spectrum analyzer in the measurement of the transmission
pause time, set the trigger down to shorten the time to sweep up the trigger conditions, the time after
stopping the firing of test equipment radio equipment prescribed in the regulations ensure that the time is

greater than or equal to.
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3.7.4 TEST RESULT

Test ltem Sending duration Pause duration
Limit 4s or less 50ms or more
Test Result 0.0168s 0.0796s

Remark: Pause duration=T-Ton
Test Result: Pass

Agllent Spectrum Analyzer - Swept SA
T
Center Freq 916.800000 MHz

Ref Offzet 10 dB
Ref 40.00 dBm

‘Center 916.800000 MHz
|Res BW 1.0 MHz

PHO: Fast —»—  Trig:Free Run
IF Gavin:L ow Atten: 40 4B

VBW 1.0 MHz

Span 0 Hz
Sweep 200.0 ms (1001 pts)

Agllent Spectrum Analyzer - Swept SA
T
Center Freq 916.800000 MHz

Ref Offzet 10 dB
Ref 40.00 dBm

‘Center 916.800000 MHz
|Res BW 1.0 MHz

PHO: Fast —»—  Trig:Free Run
IF Gavin:L ow Atten: 40 4B

VBW 1.0 MHz

Sweep 200.0 ms (1001 pts)

Span 0 Hz
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3.8CARRIER SENSE
3.8.1 Limit

According to STD-T106, 3.2.3 (2) Carrier sense (ORE: article 49, Ministerial ordinance of MIC: No.162, 2011)
Controller shall have functions that comply with the conditions A, B and C

A. Carrier sense level

When the amount of the received power at the antenna input is -74 dBm or more, the

controller shall prohibit transmission of radio wave in the same channel of the received

power.

B. Bandwidth of carrier sense

The receiving bandwidth for carrier sense shall be the same bandwidth of its

transmitting radio channel. In this regulation, emission shall be prohibited when the

carrier sense level on the intended radio channel is more than -74dBm(200 kHz x n) at

the antenna input. (Note: n is the number of the unit radio channels used - simultaneously in a radio channel. n=1,
2,3)

C.Carrier sense time

Time duration shall be more than 5 ms to detect whether the intended radio channel

is open or not.

In this regulation, time duration is calculated as follows:

Time=5 + (R x 0.5) ms, where R is a random integer from O to 10.

3.8.2 Test Setup Block Diagram

Signal Generator+ Splitter« EUT+

Spectrum Analyzer+

3.8.3Test Procedure

1. SG adjust the frequency as same as the EUT transmitted signal, unmodulation, power level 0dBm, Then turn
off the RF signal.

2. EUT have transmitted the maximum modulation signal and fixed channel

3. Setting of the SA following as RBW/VBW: 100kHz/300kHz SPAN: 50MHz Sweep time: Auto continue PK

4. SG Signal -74dBm (Bandwide=200kHz) to EUT, EUT prohibit transmission
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3.8.4Test results
For Require (Level -74dBm)

Test Condition Frequency(MHz) Transmitting Power(dBm)
Normal Operating 916.8 27.65
Inject CW(-74dBm, 200kHz b16.8 -67.22(Base noise, Stop
Bandwidth) | transmission)
Stop Inject CW 916.8 27.52
Test Condition Frequency(MHz) Transmitting Power(dBm)
Normal Operating 920.8 26.37
Inject CW(-74dBm, 200kHz o s -68.63(Base noise, Stop
Bandwidth) ' transmission)
Stop Inject CW 920.8 26.29
Test Condition Frequency(MHz) Time duration (ms)
916.8 8
Carrier sense time
920.8 8

Test Result: Pass
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3.9Radio Channel

3.9.1limit
Unit channel: 916.8MHz, 918.0MHz, 919.2MHz, 920.4MHz, 920.6MHz, 920.8MHz,
200kHz BW

Simultaneous use channels: MAX 3 unit channels

3.9.2 Test results
Pass

N=1, Frequency allocation 916.8MHz, 918.0MHz, 919.2MHz, 920.4MHz, 920.6MHz, 920.8MHz
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3.10 Antenna gain, Reception from a responder

Antenna
Antenna gain 6 dBi or less (absolute gain)

Provided that measured EIRP (Equivalent Isotropically Radiated Power) is less than the value of 6dBi plus 1W of
antenna power, it is allowed to fill in the gap by the antenna gain.

Antenna gain=6dBi Max < 6dBi

Reception from a responder

Receiver can receive a radio wave from a responder.
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3.11RF SHIELDINGMETHOD

The high-frequency section and modulation section of the radio equipment except for the antenna system shall

not be capable of being opened easily.

Confirmation method

[] Sealed with special screws.

[ ] Plastic chassis is being welded using ultrasonic wavs.

[] Chassis is glued using a special adhesive.

[ ] Metal covers are spot-fused.

[ 1 Coveris specially interlocked.

[ ] RF and Modulation components are covered with shielding case and this shielding case is soldered.

[ ] Shield case is welded ant RF and modulations parts, and ID-ROM is welded using BGA Method.

[] Shield case is welded ant RF and modulations parts, and ID-ROM is glued at its lead with a special
adhesive.

[] Shield case is welded ant RF and modulations parts, and ID-ROM is glued with a non-transparent
laminating agent.

X] Other: All RF and modulation section packet in one IC, and IC is welded using SMT Method, and RF module

is welded on the main board, end-User can't open it easily.
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3.12 Compliance of radiation protection

3.12.1 LIMIT
According to Chapter 4 Compliance of radiation protection
Signal intensity means electric field strength, power flux density and magnetic field strength
(hereinafter the same)..It is set forth as that the place at which the signal intensity coming from
radio equipment exceeds the value shown in table 4-1, protection facilities are required to guardperson who are

there except for operator.

Electric field Magnetic Power flux Average
Frequency strength field strength density Time
(V/m) (A/m) (mW/em?) (minute)
More than 300 MHz and less =ax 1o B soan -
than 1.5 GHz 1.585 f1 fiz /237.8 £/1500 6

Notel: Unit of f1s in MHz.

Note2: Electric field strength and Magnetic field strength should be filled in effective values.

3.12.2 TEST RESULT

Manufacturer declare the distance is at least 50cm to other person, test period 6min

Electric field strength

Test Position Measure Value (V/m) Limit(V/m) Test Result
Antenna Front Side 3.558 48.09 Compliance
Magnetic field strength

Test Position Measure Value (A/m) Limit(A/m) Test Result
Antenna Front Side 0.085 0.13 Compliance
Power Flux density

Test Position Power flux density (mW/cm2) Limit(mW/cm2) Test Result
Antenna Front Side 0.087 0.6136 Compliance

Limit (V/m)=1.585*f1/2=1.585*920.4/1/2=48.09;
Limit (A/m)=f1/2/237.8=920.4 1/2/237.8=0.13
Limit (mW/cm2)=f/1500=920.4/1500=0.6136
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4. TEST SETUP PHOTOS OF EUT

XXX END OF REPORT X3 3% XX
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