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REPORT NO: 12509538-E7V2 DATE: 12/4/2018
FCC ID:C90-SLMB1 IC: 10161A-SLMB1

1. ATTESTATION OF TEST RESULTS

COMPANY NAME: SRAM LLC
1000 W Fulton Market 4% Floor
Chicago, IL 60607 U.S.A

EUT DESCRIPTION: Electronic Controller with AIREA and BLE radios
MODEL: 00220

SERIAL NUMBER: 3540100080 (Conducted); 1524030104 (Radiated)
DATE TESTED: January 16™ 2018 — February 61 2018, October 29™ 2018

APPLICABLE STANDARDS
STANDARD TEST RESULTS
LP0002: 2018 Complies

UL Verification Services Inc. tested the above equipment in accordance with the requirements
set forth in the above standards. All indications of Pass/Fail in this report are opinions
expressed by UL Verification Services Inc. based on interpretations and/or observations of test
results. Measurement Uncertainties were not taken into account and are published for
informational purposes only. The test results show that the equipment tested is capable of
demonstrating compliance with the requirements as documented in this report.

Note: The results documented in this report apply only to the tested sample, under the
conditions and modes of operation as described herein. This document may not be altered or
revised in any way unless done so by UL Verification Services Inc. and all revisions are duly
noted in the revisions section. Any alteration of this document not carried out by UL Verification
Services Inc. will constitute fraud and shall nullify the document. This report must not be used
by the client to claim product certification, approval, or endorsement by NVLAP, NIST, any
agency of the Federal Government, or any agency of the U.S. government.

Approved & Released For

UL Verification Services Inc. By: Reviewed By:
—
4 ]ftZﬂmu_J :
'\.\_I
DAN CORONIA STEVEN TRAN
CONSUMER TECHNOLOGY DIVISION CONSUMER TECHNOLOGY DIVISION
OPERATIONS LEADER PROJECT ENGINEER
UL Verification Services Inc. UL Verification Services Inc.
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REPORT NO: 12509538-E7V2 DATE: 12/4/2018
FCC ID:C90-SLMB1 IC: 10161A-SLMB1

2. TEST METHODOLOGY

The tests documented in this report were performed in accordance with NCC LP0002:2018,
FCC CFR 47 Part 2, FCC CFR 47 Part 15, KDB 558074 D01 v05, ANSI C63.10-2013, RSS-
GEN Issue 5, and RSS-247 Issue 2.

3. FACILITIES AND ACCREDITATION

The test sites and measurement facilities used to collect data are located at 47173 and 47266
Benicia Street, and 47658 Kato Road, Fremont, California, USA. Line conducted emissions are
measured only at the 47173 address. The following table identifies which facilities were utilized
for radiated emission measurements documented in this report. Specific facilities are also
identified in the test results sections.

47173 Benicia Street 47266 Benicia Street 47658 Kato Rd.
Chamber A (IC:2324B-1) [0 Chamber D (IC:22541-1) Chamber | (IC: 2324A-5)
Chamber B (IC:2324B-2) Chamber E (IC:22541-2) [J Chamber J (IC: 2324A-6)
[0 Chamber C (IC:2324B-3) [0 Chamber F (IC:22541-3) [0 Chamber K (IC: 2324A-1)

[0 Chamber G (IC:22541-4) 0 Chamber L (IC: 2324A-3)
[0 Chamber H (IC:22541-5)

The above test sites and facilities are covered under FCC Test Firm Registration # 208313.
Chambers above are covered under Industry Canada company address and respective code.

UL Verification Services Inc. is accredited by NVLAP, Laboratory Code 200065-0
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REPORT NO: 12509538-E7V2 DATE: 12/4/2018
FCC ID:C90-SLMB1 IC: 10161A-SLMB1

4. CALIBRATION AND UNCERTAINTY

4.1. MEASURING INSTRUMENT CALIBRATION

The measuring equipment utilized to perform the tests documented in this report has been
calibrated in accordance with the manufacturer's recommendations, and is traceable to
recognized national standards.

4.2. SAMPLE CALCULATION

Where relevant, the following sample calculation is provided:
Field Strength (dBuV/m) = Measured Voltage (dBuV) + Antenna Factor (dB/m) +
Cable Loss (dB) — Preamp Gain (dB)
36.5 dBuV + 18.7 dB/m + 0.6 dB — 26.9 dB = 28.9 dBuV/m

4.3. MEASUREMENT UNCERTAINTY

Where relevant, the following measurement uncertainty levels have been estimated for tests
performed on the apparatus:

PARAMETER UNCERTAINTY
K210 0.5 MHz | 384ds
\é\_/](_)gS:oC3aOS§/I E'gnfjucted -Dlsturbance, 365 dB
\é\}/(ol_rlszttg%soel\liﬁglated Disturbance, 315 dB
:/(\)/olrosé (()ZﬁlﬂsHezRadfated D?sturbance, 30 5.36 dB
X\é%rgttg;?zgo%aﬂafd Disturbance, 432 dB
16000 1 26000 Mz | 4458
Worst Case Radiated Disturbance, 524 dB
26000 to 40000 MHz

Uncertainty figures are valid to a confidence level of 95%.
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REPORT NO: 12509538-E7V2 DATE: 12/4/2018
FCC ID:C90-SLMB1 IC: 10161A-SLMB1

5. EQUIPMENT UNDER TEST

5.1. DESCRIPTION OF EUT

The EUT is an electronic controller with AIREA and BLE radios.

5.2. MAXIMUM OUTPUT POWER

The transmitter has a maximum conducted output power as follows:

Peak Average
Frequency Range Mode Output|Output| Output |Output
Power | Power | Power |Power
(MHz) (dBm) | (mW) [ (dBm) | (mW)
2405-2480 AIREA 2.22 1.67 1.84 1.53

5.3. DESCRIPTION OF AVAILABLE ANTENNAS

The radio utilizes a chip antenna, with a maximum gain of 1.3 dBi.

5.1. SOFTWARE AND FIRMWARE
The EUT firmware installed during testing was A-1.0.

The test utility software used during testing was Lightblue v2.6.4

5.2. WORST-CASE CONFIGURATION AND MODE

Radiated emissions below 1GHz and above 18GHz were performed with the EUT set to
transmit at the channel with highest output power as worst-case scenario.

Band edge and radiated emissions between 1GHz and 18GHz were performed with the EUT set
to transmit at the highest power on low, middle and high channels.

The fundamental of the EUT was investigated in three orthogonal orientations X,Y,Z, it was

determined that X orientation was worst-case orientation; therefore, all final radiated testing was
performed with the EUT in X orientation.
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REPORT NO: 12509538-E7V2 DATE: 12/4/2018
FCC ID:C90-SLMB1 IC: 10161A-SLMB1

5.3. DESCRIPTION OF TEST SETUP

SUPPORT EQUIPMENT

Support Equipment List

Description Manufacturer Model Serial Number
Ipod Touch Apple MKJO2LL/A CCQVRHY2GGNL
TEST SETUP

The EUT is powered by a CR2032 battery. The iPod Touch wirelessly sends commands to the
EUT.

SETUP DIAGRAM FOR CONDUCTED TESTS

—

Spectrum Analyzer
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SETUP DIAGRAM FOR RADIATED TESTS

Remaote

Radiated

L1

Spectrum Analyzer
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REPORT NO: 12509538-E7V2 DATE: 12/4/2018
FCC ID:C90-SLMB1 IC: 10161A-SLMB1

6. MEASUREMENT METHOD
6 dB BW: ANSI C63.10 Subclause -11.8.1 RBW 2 DTS BW

Occupied BW (99%): ANSI C63.10-2013 Section 6.9.3

Output Power: ANSI C63.10 Subclause -11.9.1.3 Method PKPM1 Peak-reading power meter

Output Power: ANSI C63.10 Subclause -11.9.2.3.2 Method AVGPM-G (Measurement using a
gated RF average-reading power meter)

PSD: ANSI C63.10 Subclause -11.10.2 Method PKPSD (peak PSD)

Radiated emissions non-restricted frequency bands: ANSI C63.10 Subclause -11.11

Radiated emissions restricted frequency bands: ANSI C63.10 Subclause -11.12.1

Conducted emissions in restricted frequency bands: ANSI C63.10 Subclause -11.12.2

Band-edge: ANSI C63.10 Subclause -11.13.3.4 Integration method -Trace averaging across
ON and OFF times DC correction
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REPORT NO: 12509538-E7V2
FCC ID:C90-SLMB1

DATE: 12/4/2018
IC: 10161A-SLMB1

7. TEST AND MEASUREMENT EQUIPMENT

The following test and measurement equipment was utilized for the tests documented in this

report:

January 16" 2018 — February 6" 2018:

Test Equipment List

Description Manufacturer | Model ID No. | Cal Date Cal Due
Spectrum Analyzer Agilent N9030A T1210 07/17/17 | 07/17/18
Spectrum Analyzer Agilent N9030A T1466 04/11/17 | 04/11/18
Antenna, Horn, 1-18GHz ETS Lindgren 3117 T862 06/09/17 | 06/09/18
RF Preamplifier, 1-8GHz Miteq AMF-4D-01000800- | T1573 11/25/17 | 11/25/18
30-29P
Spectrum Analyzer Agilent N9030A T907 02/07/18 | 02/07/19
Antenna, Horn, 1-18GHz ETS Lindgren 3117 T863 06/09/17 | 06/09/18
RF Preamplifier, 1-8GHz Miteq AMF-4D-01000800- | T1156 12/16/17 12/16/18
30-29P
Antenna, Biconolog, 30MHz-1 Sunol Sciences | JB3 T899 06/15/17 | 06/15/18
GHz
Antenna, Broadband Hybrid, Sunol Sciences | JB3 AFT900 | 06/18/18 | 06/18/19
30MHz to 2000MHz
RF Preamplifier, 10kHz - 1GHz HP 8447D T10 02/15/17 | 02/15/18
Spectrum Analyzer Agilent N9030A T906 02/16/18 | 02/16/19
Antenna, Horn, 1-18GHz ETS Lindgren 3117 T346 03/28/17 | 03/28/18
RF Preamplifier, 1 - 18GHz Miteq AFS42-00101800- T1131 06/29/17 | 06/29/18
25-5-42
RF Preamplifier, 1-8GHz Miteq AMF-4D-01000800- | T1169 06/29/17 | 06/29/18
30-29P
High Pass Filter 3GHz Micro-Tronics HPM17543 T426 06/29/17 | 06/29/18
Antenna, Active Loop 9kHz — Com-Power AL-130R T1866 | 10/10/17 | 10/10/18
30MHz
Antenna, Horn, 18-26GHz ARA MWH-1826G T89 01/18/18 01/18/19
Spectrum Analyzer Keysight N9030A T1113 | 12/21/17 | 12/21/18
RF Preamplifier, 1-26GHz Agilent 8449B T404 07/23/17 07/23/18
RF Power Meter Agilent N1911A T229 08/14/17 08/14/18
RF Power Sensor Agilent N1921A T1225 | 03/29/17 | 03/29/18
Antenna, Horn 1-18GHz ETS-Lindgren 3117 T862 5/24/2018 | 5/24/2019
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REPORT NO: 12509538-E7V2

FCC ID:C90-SLMB1

DATE: 12/4/2018
IC: 10161A-SLMB1

October 29t 2018:

Test Equipment List

Description Manufacturer Model Number Label ID =izl Due Date
Number
Antenna, Horn 1-18GHz ETS-Lindgren 3117 T862 165318 5/24/2019
AMF-4D-01000800-
Amplifier 1-8GHz 30dB gain L3 Narda 30-29P 167494 2061359 8/1/2019
EMI TEST RECEIVER Rohde & Schwarz ESW44 PRE0179367 | 101724 4/25/2019
Amplifier, 9KHz to 1GHz, SONOMA
32dB INSTRUMENT 310 170648 382025 7/9/2019
TDK RF SOLUTIONS
Semianechoic Chamber | INC. 171321
RF Filter Box, 1-18GHz UL (IN HOUSE) 171389 8/1/2019
3 Port RF Switch Pasternack PE7141 171390 1642 8/1/2019
3 Port RF Switch Pasternack PE7141 171391 8/1/2019
6 port rf switch, 1-18GHz Pasternack PE7159 171455 8/1/2019
6 port rf switch, 1-18GHz Pasternack PE7159 171456 8/1/2019
AFS42-00101800-
RF Amplifier, 1-18GHz MITEQ 25-5-42 171460 1782151 8/1/2019
Agilent (Keysight)
Switch Driver Technologies 11713A 171644 MY44322062
System Controller SunAR rf motion SC1iov 171645 060518-1
Comb Generator COM-POWER CGO-520 PRE0181530 | 281287
Filter, HPF 3.0GHz MICRO-TRONICS HPM17543 171903 24 8/1/2019
Filter, LPF 5.0GHz MICRO-TRONICS LPS17541 171905 22 8/1/2019
Filter, HPF 6.0GHz MICRO-TRONICS HPS17542 171908 23 8/1/2019
Comb Generator COM-POWER CGO0-51000 PRE0182708 | 26050005
TDK RF SOLUTIONS TRS-102-
Video Controller INC. SI-300CC-HD 173964 00155
Hybrid Antenna, 30MHz to
3GHz SunAR rf motion IB3 PRE0184971 | A110218-1 11/13/2019
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Radiated Software UL UL EMC Ver 9.5, June 24, 2015
Conducted Software UL UL EMC Ver 9.5, May 26, 2015
Antenna Port Software UL UL RF Ver 3.9.1, Dec 28, 2015
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8. ANTENNA PORT TEST RESULTS

8.1. ON TIME AND DUTY CYCLE

LIMITS

None; for reporting purposes only.
PROCEDURE
KDB 789033 Zero-Span Spectrum Analyzer Method.

ON TIME AND DUTY CYCLE RESULTS

Mode ON Time| Period |Duty Cycle| Duty Duty Cycle 1/B
B X Cycle Correction Factor|Minimum VBW
(msec) [ (msec) | (linear) (%) (dB) (kHz)
802.15.4 AIREA 80.2 80.2 1.000 100.00% 0.00 0.010

Agilent Spectrum Analyzer - APv7.8(011018),39317, Conducted A

() L RF S0 DC SEMSE!INT] ALIGNAUTO 10:53:04 AMJan 18, 2018 Frequenc:
[Center Freq 2.440000000 GHz | #Avg Type: RMS WAl ooo56 q Y
PNO: Fast —+— Trig:Free Run Avg|Hold: 111 TYPE|4
IFGain:Low #Atten: 40 dB DET|P
Auto Tune
10 dBidiv__ Ref 30.00 dBm
Log
2on CenterFreq
10.0 2.440000000 GHz|
0.00 —
04
StartFreq

-200

2.440000000 GHz
-300

400
o Stop Freq
2.440000000 GHz

-E0.0

Center 2.440000000 GHz Span 0 Hz CF Step
Res BW 8 MHz #VBW 50 MHz Sweep 100.3 ms (8001 pts) 8.000000 MHz
[ukR[MODE[TRCISCl % [ v [ _FUNCTION ] FUNCTIONWIDTH TorCron v Tl Man

A2 t (A) 80.23 ms (A} 0.038 dB

N t 1001 ms 9.024 dBm

i3 t (A 80.23 ms (A) 0.038 dB Freq Offset

0 Hz

aa
SOV O~OHGRWN

~
v

=
@
5]

STATUS

802.15.4 SRAMLINK MODE
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REPORT NO: 12509538-E7V2
FCC ID:C90-SLMB1

DATE: 12/4/2018
IC: 10161A-SLMB1

8.2. 99% BANDWIDTH

LIMITS

None; for reporting purposes only.

RESULTS
Channel|Frequency| 99% Bandwidth
(MHz) (MHz)
Low 11 2405 2.3333
Mid 18 2440 2.2675
High 25 2475 2.3679
High 26 2480 2.3165
Center Freq, Center Freq)
|
Ene'e':'v:-.:: nf:x #VBW 81 KHz sn\:epp’: :.:l'vuls socronny 5«":5:‘:‘:% #VBW 100 kHz sme:p:':ll:r“nuns socrone
Occupied Bandwidth Total Power 1.06 dBm = Occupied Bandwidth Total Power 1.76 dBm o
2.3333 MHz Freqorise) 2.2675 MHz Freqartseq
Transmit Freq Error 41,480 kHz OBW Power 99,00 % Hz Transmit Freq Error 5,107 kHz OBW Power 99,00 % OHz
¥ dB Bandwidth 3911MHz  xdB -26.00 dB ¥ dB Bandwidth 3978MHz % dB -26.00 dB

LOW CHANNEL 11

MID CHANNEL 18

7, LTS GO T 300
Canter Freq: 2416080080 Ghz Rado Sd: Nane Fregquaney
== Trig Fres Run AvgHold: 200 2 Trig
HlFGaied ew Beten 30 4B RadoDevice BTS A GalrcLow Bhatten: 40 dB Radio Pevice BTS
Ref Offset 11.08 4B Ref Offset 1108 43
odnd Ref 20,00 d8m © dBidi 30.00 dBm
o0 o0
Center Freq Center Freq
2476000000 GH:z| 2480000000 GHz
! |
‘ 4
Center 2.475 GHz Span 5 MHz oFonp Center 248 GHz Span 5 MHz oy
FRes BW 36 kHz WVEW 110 kHz #Sweep 100 ms, BO0.000 KHal FRes BW 39 kHz FVEW 110 kHz Sweep 10 ms| 300,000 KHal
Occupled Bandwidth Total Pawer 370 dBm jute tan Occupled Bandwidtt Total Power 0.79 dBm 1an
2.3679 MHz p— 2.3165 MHz p—
Transmit Freq Ermor -302 Hz OBW Power 99.00 % O Haf Transmit Freq Error -28.075 kHz OBW Power 99.00 % OHz
% dB Bandwidih 4,214 MHz zdB -26.00 dB x dB Bandwidth 4.222 MHz xdB -26.00 dB
s s ez

HIGH CHANNEL 26
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REPORT NO: 12509538-E7V2 DATE: 12/4/2018
FCC ID:C90-SLMB1 IC: 10161A-SLMB1

8.3. 6dB BANDWIDTH

LIMITS

NCC LP002 3.10.1.6(2)(A)

The minimum 6 dB bandwidth shall be at least 500 kHz.

RESULTS
Channel|Frequency|6 dB Bandwidth| Minimum Limit
(MHz) (MHz) (MHz)
Low 11 2405 1.504 0.5
Mid 18 2440 1.376 0.5
High 25 2475 1.545 0.5
High 26 2480 1.600 0.5

: Frequency : Frequency
PHO. Wale -+ Trg Free Run FHO. Wale —w - Trig Fras Run
Foanlow  hmen: 40 40 Fhswlow  BAmen: 40 40
AMEA 1.504 MAd Auto Tune) Auto Tune|
Ref Offset 11.06 dB Py Ref Offset 11.06 dB
[0deidlv_Ref 30.00 dBm 0.440 dB [0deidlv_Ref 30.00 dBm
Center Freq, Center Freq)
2406000000 Ghz 2440000000 GHz |
StanFreq) Star Freq)
2404000000 GHz 2438000000 GHz
i b4 % | L
StopFreq o StopFreq
2406000000 GHz 2441000000 GHz,
CF Step CF Step
200,007 kHz 200.000 kHz
Man| Man|
Freq Offset) FreqOffset)
0 Hz O Hz
Center 2405000 GHz Span 2. Center 2440000 GHz Span 2.000 MHz
[#Res BW 100 kHz #VEBW 300 kHz Sweep 1.000 ms (1001 pts) [#Res BW 100 kHz #VEBW 300 kHz Sweep 1.000 ms (1001 pts)
. s

LOW CHANNEL 11 MID CHANNEL 18

P Wil
Hsiniow  SAen 40 68 Ao
TEERT . uto Tunc, T
et et 1106 48 EMKr1 1,545 MHz et OTeet 11 06 0 LIk
[0 duidi_Ref 30.00 dBm 0.21 dB [0guidi_Ref 30.00 dBm
Center Freq, Center Freq,
2478000000 GHz 2 480000000 GHz
StartFreq StartFreq
ZATISO0000 GH. 2ATION000 GH.
¥ A

¢ StopFreq i StopFreq
7476500000 GHz) 2481020000 G
CF Step CF Step
200,000 kHz 200,000 kHz
Pute Man At Man
Freq Offset) Freq Offset)
0 He 0 He

Center 2475000 GHz an 3.000 MHz Center 2480000 GHz Span 2.000 MHz|
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8.4. OUTPUT POWER

LIMITS

NCC LP0002 3.10.1.2(1)(C)

The maximum antenna gain is less than or equal to 6 dBi, therefore the limit is 30 dBm.

Test Procedure

The transmitter output is connected to a power meter. The cable assembly insertion loss was
entered as an offset in the power meter to allow for a gated peak reading of power.

RESULTS
Tested By: 39317
Date: 02/06/18
Channel | Frequency |Peak Power| Limit Margin
Reading
(MHz) (dBm) (dBm) (dB)
Low 11 2405 2.22 30.00 -27.78
Mid 18 2440 1.69 30.00 -28.31
High 25 2475 1.48 30.00 -28.52
High 26 2480 -3.92 30.00 -33.92
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8.5. AVERAGE POWER

LIMITS

None; for reporting purposes only

TEST PROCEDURE

The transmitter output is connected to a power meter. The cable assembly insertion loss was
entered as an offset in the power meter to allow for a gated average reading of power

RESULTS

Tested By: (39317
Date: 02/06/18
Channel |Frequency AV
Power
(MHz) (dBm)
Low 11 2405 1.84
Mid 18 2440 1.27
High 25 2475 1.06
High 26 2480 -5.01
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8.6. POWER SPECTRAL DENSITY

LIMITS

NCC LP0002 3.10.1.6(2)(B)

The power spectral density conducted from the transmitter to the antenna shall not be greater
than 8 dBm in any 3 kHz band during any time interval of continuous transmission.

RESULTS
PSD Results
Channel | Frequency PSD Limit Margin
(MHz)
(dBm/3kHz) | (dBm/3kHz) | (dB)
Low 11 2405 -13.857 8.0 -21.9
Mid 18 2440 -15.443 8.0 -23.4
High 25 2475 -13.332 8.0 -21.3
High 26 2480 -15.584 9.0 -24.6
Fhamclow | Wen:30 40 . Foomlow | #Amen:30 40 auto Tune
e BRSED e BRSED
Center Freq, Center Freq)
StartFreq StartFreq)
’ 2403500000 GHE ' 2. 43E500000 GH2)
f StopFreq) Stop Freq)
2 406800000 GHz 2441600000 GHz,
CF Step CF Step
00000 kHz 300000 kHz
Man Man
FreqOfiset Freq Ofsel
O Hz 0 Hz
Center 2405000 GHz Span 3. Center 2.440000 GHz an 3.000 MHz
[#Res BW 3.0 kHz #VEBW 9.1 kHz Sweep 101.7 ms (1001 pts) [#Res BW 3.0 kHz #VEBW 9.1 kHz Sweep 101.7 ms (1001 pts)
LOW CHANNEL 11 MID CHANNEL 18
# Agilent 14:37:41 Oct 29, 2018 L Measure
APvE.9.1(1081818),160880875, Conducted B Mikrl 2.475 678 GHz
Ref 38 dBm #Atten 40 dB -13.332 dBm Meas Off|
+Peak
Log | 0dEwiy _Ref 20.00 dBm
ég/ Channel Power| CenterFreq.
5fat 2480050000 Gtz
11.1
db Occupied BH StartFreq
g\@ 1 4 ZATESO0000 GHz
dsg' Wr,f‘ [ritdagett NLMM M ACP) StapFreq
#| |\ 2
100 d %FI L{ “lM 2 481600000 GH:
M1 52 i i
S LA ! WI( by, || mticarrier =
AA l
b "11 Power Stat
gﬁ@k ‘I tat Freqors
Center 2.475 068 CHz Span 3 Mz 1”‘0’{3
4Res BH 3 kHz #4BH 8.1 kHz  Sweep 318.3 ms (1001 pts) Cemer 2AS0000 GHZ SVBW 9.4 iz P 1.1!:‘1":"":‘:':,':

Copyright 2000-2011 Agilent Technologies
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LIMITS

8.7. CONDUCTED SPURIOUS EMISSIONS

NCC LP0002 3.10.1 85.1

Output power was measured based on the use of peak measurement, therefore the required
attenuation is 20 dB.

RESULTS
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FCC ID:C90-SLMB1 IC: 10161A-SLMB1
% Agilent 14:44:55 Oct 29, 2018 L # Agilent 14:45:24 Oct 29, 2018 L Measure
AP3.9.1(101818),1688025, Conducted B Mkrl 2.474 725 GHz APVE.9.1(101818),16080675, Conducted B Mkrd  24.966 GHz
Ref 38 dBm #Atten 40 dB -1.96 dBm Ref 38 dBm #Atten 40 dB ~31.17 dBm Meas Off
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14 16 T |
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Copyright 2000-2011 Agilent Technologies |
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REPORT NO: 12509538-E7V2 DATE: 12/4/2018
FCC ID:C90-SLMB1 IC: 10161A-SLMB1

9. RADIATED TEST RESULTS

LIMITS

NCC LP0002 82.7 and §2.8

Frequency Range Field Strength Limit Field Strength Limit
(MHz) (uvim)at3m (dBuV/m) at 3 m
0.009-0.490 2400/F(kHz) @ 300 m -
0.490-1.705 24000/F(kHz) @ 30 m -
1.705 - 30 30 @ 30m -
30 - 88 100 40
88 - 216 150 43.5
216 - 960 200 46
Above 960 500 54

TEST PROCEDURE

The EUT is placed on a non-conducting table 80 cm above the ground plane for measurement
below 1GHz; 1.5 m above the ground plane for measurement above 1GHz. The antenna to EUT
distance is 3 meters. The EUT is configured in accordance with ANSI C63.10. The EUT is set to
transmit in a continuous mode.

For measurements below 1 GHz the resolution bandwidth is set to 100 kHz for peak detection
measurements or 120 kHz for quasi-peak detection measurements. Peak detection is used
unless otherwise noted as quasi-peak.

For pre-scans above 1 GHz the resolution bandwidth is set to 1 MHz; the video bandwidth is set
to 30 KHz for peak measurements.

For final measurements above 1 GHz the resolution bandwidth is set to 1 MHz; the video
bandwidth is set to 3 MHz for peak measurements and as applicable for average
measurements.

The spectrum from 1 GHz to 18 GHz is investigated with the transmitter set to the lowest,
middle, and highest channels in each applicable band. Below 1GHz and above 18GHz
emissions, the channel with the highest output power was tested.

The frequency range of interest is monitored at a fixed antenna height and EUT azimuth. The

EUT is rotated through 360 degrees to maximize emissions received. The antenna is scanned

from 1 to 4 meters above the ground plane to further maximize the emission. Measurements are
made with the antenna polarized in both the vertical and the horizontal positions.
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9.1. TRANSMITTER ABOVE 1 GHz
BANDEDGE (LOW CHANNEL, CH 11)

HORIZONTAL RESULT

128 UL Fremont,Sm Chamber B 16 Jaon ZB1B 18:32:28
- Restricted Bandedge
Pr t Number: 12122383
115 Con
Me k. 11
Tes
185¢
g5/
B5|
2
G5 ¥
'.“
# Ty
4:mwmwmmmwm.MMMme _ \ l"«w.
f . ¥ 7 X 1 o .
4 ' T
35/ - " o P " SRV e e N
2.31 14 . 5MH=z/ ) ) Z.415
Freguency (GHz)
= FELAEY FRnf e [ S Fis  $oapuitods P | Rangs taHz3 FBLLEL Ruf/fttn  Datieg Type Samep Pty  #oups'fiode Poaition
1:201-2.415 a1/ 3 e K " I (RIS | i 1 ey
Lew CH Bondedse - H.TST 38915 2B Dec 2615 Fev 9.5 Bi Dec 2816
Trace Markers
Marker Frequency Meter Det AF T863 Amp/Cbl/Fltr/Pad Corrected Average Limit Margin Peak Limit PK Azimuth Height Polarity
(GHz) Reading (dB/m) (dB) Reading (dBuv/m) (dB) (dBuv/m) Margin (Degs) (cm)
(dBuv) (dBuv/m) (dB)
1 *2.39 36.48 Pk 32 -213 47.18 - - 74 -26.82 214 268 H
2 *2.378 38.53 Pk 319 -213 49.13 - - 74 -24.87 214 268 H
3 *2.39 26.06 RMS 32 -213 36.76 54 -17.24 - - 214 268 H
4 *2.345 27.45 RMS 319 -213 38.05 54 -15.95 - - 214 268 H

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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VERTICAL RESULT

125 UL Fremont,5m Chomber B 16 Jon 2B1B  185:57:49
- Restricted Bandedge
Project Number: 12122383
115} i i i Con
Maodh ]
Te
185¢
g5¢
B5|
2
G5
2
] | "y "
a5 ' N 2 b g
4
a .
35
2.31 TH.5MH=z/ ) ) Z.415
Freguency (GHz)
[ Rargn taaY FRUARY Rafiitn  Datsivg Type Susp Fis  #5upufiode Position | Range iHzd B Ruf/ittn  Datfeg Type Sumep Pts  35upsifode  FPosition
Lew CH Bondedse - U.TST 38915 2B Dec 2615 Fev 9.5 Bi Dec 2816
Trace Markers
Marker Frequency Meter Det AF T863 Amp/Cbl/Fltr/Pad Corrected Average Limit Margin Peak Limit PK Azimuth Height Polarity
(GHz) Reading (dB/m) (dB) Reading (dBuV/m) (dB) (dBuV/m) Margin (Degs) (cm)
(dBuv) (dBuv/m) (dB)
1 *2.39 36.13 Pk 32 -213 46.83 - - 74 -27.17 95 131 )
2 *2.351 38.94 Pk 31.8 -21.4 49.34 - - 74 -24.66 95 131 "
3 *2.39 26.89 RMS 32 -21.3 37.59 54 -16.41 - - 95 131 \
4 *2.358 27.48 RMS 319 -213 38.08 54 -15.92 - - 95 131 \

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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BANDEDGE (HIGH CHANNEL, CH 25)

HORIZONTAL RESULT

_UL Fremont,Sm

Bondedge

Chomber B 24 Jaon

Restricted

26818 18:36: 85

- er: 12122383
115
Mode : SRAMLink Ch 25 Mox Power
135! g E— . Tested by:45256 J
as W
ae
a8z
3 .
@ }
65 'd iy

. " Wy
‘ 2,
LT
Lale L T T RN it o, o) P - - a o,
2.46 18, IMH=z/ 2.563
Frequency C(GHz)
Forap © BV g Tups Sucep Fia  Wapuiode  Position | Ronge (621 T Feffittn  Detiivg Type et ViapasHoce =
15 w Fg(FIG) Tnsec Wl M M degn f 4 M [ . ¥ I
High [H Bardedge - H.T5T 38915 28 Dec 215 Rew 9.5 Bl Dec 2816
Trace Markers
Marker Frequency Meter Det AF T863 Amp/Cbl/Fltr/Pad Corrected Average Limit Margin Peak Limit PK Azimuth Height Polarity
(GHz) Reading (dB/m) (dB) Reading (dBuv/m) (dB) (dBuv/m) Margin (Degs) (cm)
(dBuv) (dBuv/m) (dB)
1 *2.484 40.78 Pk 325 -213 51.98 - - 74 -22.02 342 328 H
2 *2.484 41.71 Pk 325 -213 52.91 - - 74 -21.09 342 328 H
3 *2.484 32.86 RMS 325 -213 44.06 54 -9.94 - 342 328 H
4 *2.484 3291 RMS 325 -213 44.11 54 -9.89 342 328 H

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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VERTICAL RESULT

|2t UL Fremont,Sm Chomber B 24 Jon 26818 18:44: 82
25 . - — .

115}
185
=13
ae
[s1e
=
S
(211
55| o b
ol ? | =
Lafonaphinent® " A by AT APTY by A
455
H
&=
2.46 ) ) 8. 3MH=/ ) ) ' ' Z.563
Frequency C(GHz)
[ Farae totz) (=T Raf/Attn  Detiieg Topa Sweap Fis  Fapaiode  FPosition | Ronge (621 [T Fefittn  Dotiieg Type Sesep Ftz  Pupafiom  Fosition
High [H Bardedge - U.T5T 38915 28 Dec ZBIS Rew 9.5 Bl Dec 2816
Trace Markers
Marker Frequency Meter Det AF T863 Amp/Cbl/Fltr/Pad Corrected Average Limit Margin Peak Limit PK Azimuth Height Polarity
(GHz) Reading (dB/m) (dB) Reading (dBuv/m) (dB) (dBuv/m) Margin (Degs) (cm)
(dBuv) (dBuV/m) (dB)
1 *2.484 38.22 Pk 325 -213 49.42 - - 74 -24.58 70 368 "
3 *2.484 29.14 RMS 325 -213 40.34 54 -13.66 - - 70 368 \
4 *2.484 29.5 RMS 325 -213 40.7 54 -13.3 - - 70 368 \
2 2.523 38.83 Pk 326 -21.1 50.33 - - 74 -23.67 70 368 )

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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BANDEDGE (HIGH CHANNEL, CH 26)

HORIZONTAL RESULT

1otk Fremant,Sm Chamber A
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Frequency (GHz)
Ranga (B REUARY Rafffiktn  Dabdibg Tuge Suesp Pls oms/fod  Fesitior [ R 120 FELAR F ey Top o2 P - L
2861 WN-EE M ma2 FEM/Par foglFHS) Ao =M WeH 3l degn 191 of 4
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Trace Markers
Marker Frequency Meter Det AF T862 Amp/Cbl/Fltr/Pad Corrected Average Limit Margin Peak Limit PK Azimuth Height Polarity
(GHz) Reading (dB/m) (dB) Reading (dBuv/m) (dB) (dBuv/m) Margin (Degs) (cm)
(dBuv) (dBuV/m) (dB)

1 *2.484 47.56 Pk 323 -23.2 56.66 74 -17.34 31 101 H
2 *2.484 47.82 Pk 323 -23.2 56.92 - - 74 -17.08 31 101 H
3 *2.484 37.63 RMS 323 -23.2 46.73 54 -7.27 - 31 101 H
4 *2.484 38.66 RMS 323 -23.2 47.76 54 -6.24 31 101 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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VERTICAL RESULT

el Fremont,Sm Chomber A 24 Jon 2818 £3:88: 686

1685}
95|
B5|
E
3 751
@
55 |
EJ
g
55 1
2
2.96 ) e 6. 3MH=/ ] ) ’ ’ 7.563
Frequency (GHz)
Farge () REA Baf/fktn  Dui/fug Tupe Surep Pis  upsifods Fosition | Fange (i PR RufiBitn  Oet/fg Typs Scsap Pia  Fopafods  Fosition
Rov 5.5 81 Doc 2816
Trace Markers
Marker Frequency Meter Det AF T862 Amp/Cbl/Fltr/Pad Corrected Average Limit Margin Peak Limit PK Azimuth Height Polarity
(GHz) Reading (dB/m) (dB) Reading (dBuv/m) (dB) (dBuVv/m) Margin (Degs) (cm)
(dBuv) (dBuV/m) (dB)
1 *2.484 48.51 Pk 323 -23.2 57.61 - - 74 -16.39 212 312 )
2 *2.484 48.64 Pk 323 -23.2 57.74 - - 74 -16.26 212 312 "
3 *2.484 40.21 RMS 323 -23.2 49.31 54 -4.69 - - 212 312 \2
4 *2.484 40.11 RMS 323 -23.2 49.21 54 -4.79 - - 212 312 \

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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HARMONICS AND SPURIOUS EMISSIONS

LOW CHANNEL, CH 11 RESULTS
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REPORT NO: 12509538-E7V2
FCC ID:C90-SLMB1

DATE: 12/4/2018

IC: 10161A-SLMB1

RADIATED EMISSIONS

Marker Frequency Meter Det AF T346 Amp/Cbl/Fltr/Pad Corrected Avg Limit Margin Peak Limit PK Azimuth Height Polarity
(GHz) Reading (dB/m) (dB) Reading (dBuv/m) (dB) (dBuv/m) Margin (Degs) (em)
(dBuv) (dBuv/m) (dB)

1 *1.285 36.58 PK2 28.8 -21.6 43.78 - - 74 -30.22 0 100 H
*1.287 24.29 MAv1 28.8 -21.6 31.49 54 -22.51 - 0 100 H
2 *1.352 35.69 PK2 28.8 -21.4 43.09 - - 74 -30.91 0 199 H
*1.353 24.28 MAv1 28.8 -21.4 31.68 54 -22.32 - 0 199 H
3 *2.88 36.85 PK2 32.8 -19.1 50.55 - - 74 -23.45 0 199 H
*2.88 25.32 MAv1 32.8 -19.1 39.02 54 -14.98 - 0 199 H
4 *4.234 38.41 PK2 338 -28.6 43.61 - - 74 -30.39 0 199 \
*4.234 27.69 MAv1 33.8 -28.6 32.89 54 -21.11 - - 0 199 \
5 *8.141 35.85 PK2 36.5 -25.2 47.15 - 74 -26.85 0 199 )
*8.143 25.22 MAv1 36.5 -25.2 36.52 54 -17.48 - - 0 199 \
6 *11.321 35.23 PK2 387 -22.9 51.03 - 74 -22.97 0 100 \
*11.321 25.76 MAv1 38.7 -22.9 41.56 54 -12.44 - 0 100 \

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band

PK2 - KDB558074 Method: Maximum Peak

MAVv1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO: 12509538-E7V2
FCC ID:C90-SLMB1

DATE: 12/4/2018
IC: 10161A-SLMB1

MID CHANNEL, CH 18 RESULTS
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REPORT NO: 12509538-E7V2
FCC ID:C90-SLMB1

DATE: 12/4/2018

IC: 10161A-SLMB1

RADIATED EMISSIONS

Marker Frequency Meter Det AF T346 Amp/Cbl/Fltr/Pad Corrected Avg Limit Margin Peak Limit PK Azimuth Height Polarity
(GHz) Reading (dB/m) (dB) Reading (dBuv/m) (dB) (dBuv/m) Margin (Degs) (em)
(dBuv) (dBuv/m) (dB)
1 *1.578 35.74 PK2 273 -20.7 42.34 - - 74 -31.66 0 100 \
*1.576 24.04 MAv1 27.3 -20.8 30.54 54 -23.46 - 0 100 )
5 *8.247 36.87 PK2 36.5 -26.2 47.17 - - 74 -26.83 0 100 H
*8.249 25.73 MAv1 36.5 -26.2 36.03 54 -17.97 0 100 H
6 *12.495 34.6 PK2 39 -22.6 51 - - 74 -23 0 100 H
*12.495 23.94 MAv1 39 -22.6 40.34 54 -13.66 - 0 100 H
2 *4.879 38.67 PK2 345 -29.6 43.57 - - 74 -30.43 339 399 H
*4.881 27.32 MAv1 34.5 -29.7 32.12 54 -21.88 - - 339 399 H
4 *4.219 39.18 PK2 337 -28.6 44.28 - 74 -29.72 0 100 )
*4.216 27.54 MAv1 337 -28.6 32.64 54 -21.36 - - 0 100 \
3 *11.651 34.63 PK2 389 -22.4 51.13 - 74 -22.87 0 100 \2
*11.653 23.57 MAv1 38.9 -22.4 40.07 54 -13.93 0 100 \

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band

PK2 - KDB558074 Method: Maximum Peak

MAVv1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO: 12509538-E7V2 DATE: 12/4/2018
FCC ID:C90-SLMB1 IC: 10161A-SLMB1

HIGH CHANNEL, CH 25 RESULTS
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REPORT NO: 12509538-E7V2
FCC ID:C90-SLMB1

DATE: 12/4/2018

IC: 10161A-SLMB1

RADIATED EMISSIONS

Marker Frequency Meter Det AF T346 Amp/Cbl/Fltr/Pad Corrected Avg Limit Margin Peak Limit PK Azimuth Height Polarity
(GHz) Reading (dB/m) (dB) Reading (dBuv/m) (dB) (dBuv/m) Margin (Degs) (cm)
(dBuv) (dBuv/m) (dB)
1 1.857 37.85 PK2 30.8 -223 46.35 - 269 169 H
2 1.833 38.03 PK2 30.7 -22.2 46.53 - - 272 171 "
3 *4.949 42 PK2 34.2 -29.1 47.1 - 74 -26.9 331 100 H
*4.951 34.89 MAv1 34.2 -29.1 39.99 54 -14.01 - 331 100 H
4 9.898 31.78 PK2 37 -21.9 46.88 - 238 115 H
5 *4.949 37.27 PK2 34.2 -29.1 42.37 - - 74 -31.63 266 182 \
6 *4.951 28.51 MAv1 34.2 -29.1 33.61 54 -20.39 - 266 182 \
9.898 29.93 PK2 37 -21.9 45.03 342 265 )

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band

PK2 - KDB558074 Method: Maximum Peak

MAv1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO: 12509538-E7V2
FCC ID:C90-SLMB1

DATE: 12/4/2018
IC: 10161A-SLMB1

HIGH CHANNEL, CH 26 RESULTS

Config:EUT ONLY
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REPORT NO: 12509538-E7V2
FCC ID:C90-SLMB1

DATE: 12/4/2018

IC: 10161A-SLMB1

RADIATED EMISSIONS

Marker Frequency Meter Det AF T346 Amp/Cbl/Fltr/Pad Corrected Avg Limit Margin Peak Limit PK Azimuth Height Polarity
(GHz) Reading (dB/m) (dB) Reading (dBuv/m) (dB) (dBuv/m) Margin (Degs) (cm)
(dBuv) (dBuV/m) (dB)

4 *2.265 36.15 PK2 31.8 -19.4 48.55 - - 74 -25.45 78 147 "
*2.264 24.72 MAv1 31.8 -19.4 37.12 54 -16.88 - 78 147 \2

5 *2.382 36.85 PK2 319 -19.3 49.45 - - 74 -24.55 78 147 \
*2.38 25.22 MAv1 319 -19.3 37.82 54 -16.18 - - 78 147 )

3 *4.961 47.45 PK2 345 -29.7 52.25 - - 74 -21.75 356 103 H
*4.959 40.57 MAv1 34.5 -29.7 45.37 54 -8.63 - - 356 103 H

1 *3.674 38.97 PK2 335 -29.6 42.87 - 74 -31.13 78 147 H
*3.672 27.87 MAv1 335 -29.6 31.77 54 -22.23 - - 78 147 H

2 *3.942 38.93 PK2 337 -28.9 43.73 - 74 -30.27 78 147 H
*3.943 28.16 MAv1 33.7 -28.9 32.96 54 -21.04 - - 78 147 H

6 *4.959 45.06 PK2 34.5 -29.7 49.86 - - 74 -24.14 78 147 \
*4.959 37.74 MAv1 345 -29.7 42.54 54 -11.46 78 147 )

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band

PK2 - KDB558074 Method: Maximum Peak

MAv1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO: 12509538-E7V2 DATE: 12/4/2018
FCC ID:C90-SLMB1 IC: 10161A-SLMB1

9.2. Worst Case Below 30MHz

BTl : H : H e : H S T : 3B

¥

FCC 15.2089 Below 38MHz TST 38915 24 0:t 2817 Rev 9.5 81 Dec 2816

NOTE: KDB 414788 OATS and Chamber Correlation Justification

- Based on FCC 15.31 (f) (2): measurements may be performed at a distance closer than that
specified in the regulations; however, an attempt should be made to avoid making
measurements in the near field.

- OATs and chamber correlation testing had been performed and chamber measured test result
is the worst case test result.
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REPORT NO: 12509538-E7V2
FCC ID:C90-SLMB1

DATE: 12/4/2018
IC: 10161A-SLMB1

Below 30MHz DATA

Marker Frequency Meter Det Loop

Cbl Dist Corrected Peak Margin Avg Margin Peak Margin Avg Margin Azimuth
(MHz) Reading Antenna (dB) Corr Reading Limit (dB) Limit (dB) Limit (dB) Limit (dB) (Degs)
(dBuV) (dB/m) 300m (dBuVolts) (dBuV/m) (dBuV/m) (dBuV/m) (dBuV/m)
1 .0602 36.87 Pl 145 14 -80 -27.23 51.99 -79.22 31.99 -59.22 - - - 0-360
5 .06144 38.57 Pl 145 14 -80 -25.53 51.82 -77.35 31.82 -57.35 - - - - 0-360
2 .3197 41.1 Pl 13.8 15 -80 -23.6 - - - - 37.52 -61.12 17.52 -41.12 0-360
6 .3228 42.52 Pl 13.8 15 -80 -22.18 37.43 -59.61 17.43 -39.61 0-360
Pk - Peak detector
Marker Frequency Meter Det Loop Cbl Dist Corrected QP Margin Azimuth
(MHz) Reading Antenna (dB) Corr Reading Limit (dB) (Degs)
(dBuv) (dB/m) (dB) 40Log (dBuVolts) (dBuV/m)
3 1.02755 29.39 Pl 143 15 -40 5.19 27.39 -22.2 0-360
7 1.07832 29.83 Pl 143 15 -40 5.63 26.97 -21.34 0-360
4 4.54927 16.93 Pl 14.4 15 -40 -7.17 29.5 -36.67 0-360
8 4.58805 16.16 Pl 14.4 15 -40 -7.94 29.5 -37.44 0-360

Pk - Peak detector

Page 39 of 49

UL VERIFICATION SERVICES INC.

47173 BENICIA STREET, FREMONT, CA 94538, USA

TEL: (510) 771-1000

FAX: (510) 661-0888

This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc.




REPORT NO: 12509538-E7V2
FCC ID:C90-SLMB1

DATE: 12/4/2018
IC: 10161A-SLMB1

9.3. Worst Case Below 1 GHz
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VERTICAL
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REPORT NO: 12509538-E7V2 DATE: 12/4/2018
FCC ID:C90-SLMB1 IC: 10161A-SLMB1

Below 1GHz DATA

Marker Frequency Meter Det AF T899 (dB/m) Amp/Cbl (dB) Corrected QPk Limit (dBuV/m) Margin Azimuth Height Polarity
(MHz) Reading Reading (dB) (Degs) (cm)
(dBuVv) (dBuV/m)
2 *123.3967 31.65 Pk 17.7 -27.7 21.65 43.52 -21.87 0-360 200 H
4 *118.848 28.18 Pk 17.6 -27.7 18.08 43.52 -25.44 0-360 100 \4
1 40.1601 29.5 Pk 18.1 -28.7 18.9 40 -21.1 0-360 300 H
3 40.1601 29.4 Pk 18.1 -28.7 18.8 40 -21.2 0-360 100 Vv
5 363.8213 29.12 Pk 18.7 -25.9 21.92 46.02 -24.1 0-360 400 H
6 369.322 28.47 Pk 18.9 -25.9 21.47 46.02 -24.55 0-360 100 \4
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REPORT NO: 12509538-E7V2 DATE: 12/4/2018
FCC ID:C90-SLMB1 IC: 10161A-SLMB1

9.4. Worst Case 18-26 GHz
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REPORT NO: 12509538-E7V2

FCC ID:C90-SLMB1

DATE: 12/4/2018
IC: 10161A-SLMB1

18 — 26GHz DATA

Marker Frequency

Meter

Det

T89 AF

Amp/Cbl (dB) Dist Corr Corrected Avg Limit Margin Peak Limit PK
(GHz) Reading (dB/m) (dB) Reading (dBuV/m) (dB) (dBuV/m) Margin

(dBuV) (dBuVolts (dB)

)

1 19.1 34.92 Pk 32.2 -25 -9.5 32.62 54 -21.38 74 -41.38
2 20.357 34.06 Pk 32.6 -25.3 -9.5 31.86 54 -22.14 74 -42.14
3 22.347 35.52 Pk 33 -24.7 -9.5 34.32 54 -19.68 74 -39.68
4 19.398 34.96 Pk 324 -25.1 -9.5 32.76 54 -21.24 74 -41.24
5 20.661 34.42 Pk 32.7 -25.2 -9.5 32.42 54 -21.58 74 -41.58
6 22.653 34.58 Pk 33.3 -25 -9.5 33.38 54 -20.62 74 -40.62
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REPORT NO: 12509538-E7V2
FCC ID:C90-SLMB1

DATE: 12/4/2018
IC: 10161A-SLMB1

9.5. RECEIVER WORST-CASE BELOW 1GHz

SPURIOUS EMISSIONS 30 TO 1000 MHz (WORST-CASE CONFIGURATION)
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REPORT NO: 12509538-E7V2 DATE: 12/4/2018

FCC ID:C90-SLMB1 IC: 10161A-SLMB1
DATA
Marker Frequency Meter Det AF T900 Amp Cbl Corrected QPk Limit Margin | Azimuth | Height | Polarity
(MHz) Reading (dB/m) (dB) Reading (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)

1 *37.652 27.55 Pk 20 -31.3 16.25 40 -23.75 0-360 199 H

2 *120.1658 27.88 Pk 17.6 -30.6 14.88 43.52 -28.64 0-360 399 H

4 *125.6498 27.4 Pk 17.8 -30.6 14.6 43.52 -28.92 0-360 101 \4

3 *278.0101 28.16 Pk 17.4 -29.8 15.76 46.02 -30.26 0-360 199 H

5 *263.1082 27.23 Pk 16.6 -29.9 13.93 46.02 -32.09 0-360 199 \

6 *977.201 26.94 Pk 26.9 -26.6 27.24 53.97 -26.73 0-360 199 \4

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector

Page 45 of 49

UL VERIFICATION SERVICES INC.

47173 BENICIA STREET, FREMONT, CA 94538, USA TEL: (510) 771-1000 FAX: (510) 661-0888
This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc.



REPORT NO: 12509538-E7V2 DATE: 12/4/2018
FCC ID:C90-SLMB1 IC: 10161A-SLMB1

9.6. RECEIVER Worst Case 1-18 GHz

SPURIOUS EMISSIONS 18-26 GHz (WORST-CASE CONFIGURATION)
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REPORT NO: 12509538-E7V2
FCC ID:C90-SLMB1

DATE: 12/4/2018
IC: 10161A-SLMB1

DATA

Trace Markers

Marker Frequency Meter Det AF T862 Amp/Cbl/Fitr/Pad Corrected Avg Limit Margin Peak Limit PK Azimuth Height Polarity
(GHz) Reading (dB/m) (dB) Reading (dBuv/m) (dB) (dBuv/m) Margin (Degs) (cm)
(dBuv) (dBuv/m) (dB)
1 *1.308 31.02 Pk 29.4 -23 37.42 74 36.58 0-360 199 H
2 *2.841 29.73 Pk 32.2 -20.9 41.03 74 32.97 0-360 101 H
4 *1.228 31.29 Pk 28.9 -23 37.19 74 36.81 0-360 199 V
3 *12.087 22.52 Pk 38.9 -20.8 40.62 74 33.38 0-360 102 H
5 *4.803 27.05 Pk 34.3 -27.9 33.45 74 -40.55 0-360 199 \4
6 *11.116 24.17 Pk 37.8 -21.3 40.67 74 33.33 0-360 102 \4

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
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REPORT NO: 12509538-E7V2
FCC ID:C90-SLMB1

DATE: 12/4/2018
IC: 10161A-SLMB1

10. SETUP PHOTOS

ANTENNA PORT SETUP

RF ANTENNA PORT CONDUCTED

RADIATED RF MEASUREMENT SETUP

ABOVE 1GHz (FRONT)

BELOW 1GHz (BACK
i |

Ry
f il

|
A\
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ABOVE 1GHz (BACK)
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REPORT NO: 12509538-E7V2
FCC ID:C90-SLMB1

DATE: 12/4/2018
IC: 10161A-SLMB1
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