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SUMMARY OF TEST RESULT

Description of Test Item Standard Results
Channel Availability Check Time NCC LP0002-Section 4.7.7.2 (2)(A) N/A
Channel Move Time NCC LP0002-Section 4.7.7.2 (4) PASS
Channel Closing Transmission Time NCC LP0002-Section 4.7.7.2 (4) PASS
Non-Occupancy Period NCC LP0002-Section 4.7.7.2 (5) PASS

P \ o
B EHF o %"1 «3;’: }(f BEE gﬁ é”:ﬁ %}'&:q
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1.

GENERAL INFORMATION

1.1. EUT Information

Product WIFI Module
Model Number WD-MSO
Brand Name EVERINT

Modulation

802.11a/n-HT20:
OFDM (BPSK/ QPSK/ 16QAM/ 64QAM)

Operating Frequency Range

802.11a/n-HT20:
UNII Band II (5260-5320MHz)
UNII Band 111 (5500-5720MHz)

Channel Bandwidth

20MHz

DFS Function

Slave (without radar detection function)

Max Con. Power
(DFS Band Max.)

802.11a:
UNII Band I1: 11.53dBm
UNII Band I11: 12.78dBm

802.11n-HT20:
UNII Band I1: 11.53dBm
UNII Band I11: 12.66dBm

1.2. Support Equipment

Item Manufacturer Model Remark
AP Server embedded with Wireless AC Module
AP Server D-LINK DIR-868L | FCC ID: KA2IR868LA1
Wireless AC Module Aplpha WMC-ACO1 | FCC ID: RRK2012060056-1

Fe# IR

,}’,\;,f ,r,? 2\ ;7
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1.3. Standard Requirement
NCC LP0002 (2016-08) 4.7.7.2: U-NII devices operating in the 5.25 ~ 5.35 GHz and
5.47 ~ 5.725 GHz band shall employ a TPC mechanism. The U-NII device is required to
have the capability to operate at least 6 dB below the mean EIRP value of 30dBm. A
TPC mechanism is not required for systems with an e.i.r.p. of less than 500mW.

U-NII devices operating in the 5.25-5.35 GHz and 5.47-5.725 GHz bands shall employ
a DFS radar detection mechanism to detect the presence of radar systems and to avoid

co-channel operation with radar systems. EUT is Client device without radar detection
function.

1.4. Table for DFS band Carrier Frequencies

iy S 802.11a/n-HT20
Channel No. Frequency (MHz)
52 5260
5260-5320MHz 56 5280
UNII Band 11 60 5300
64 5320
100 5500
104 5520
108 5540
112 5560
116 5580
5500-5720MHz 120 5600
UNII Band III 124 5620
128 5640
132 5660
136 5680
140 5700
144 5720

1.5. Antenna Information of DFS Band
A5 R X A 5E A # % (GHz) | = s 5 (dBi)
NKC-5 NKC Chip Antenna 5.00 ~5.80 0.5

1.6. Measurement Uncertainty

Test Item Uncertainty
DFS Measurement +0.5ms
Threshold +0.33dB

FERPIFRLF 27 F 2 5t CIM1801245 # £ 5£4:EM-NC180022
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2. TEST EQUIPMENT

Item Type Manufacturer| Model No. Serial No. Cal. Date | Cal. Interval
1 |Vector Signal Generation R&S SMU200A 104893 2017. 06. 28 1 Year
2 |Spectrum Analyzer Agilent N9030A-544 | US51350140 | 2017. 06. 20 1 Year
3 |Spectrum Analyzer R&S FSV30 101181 2017.07. 10 1 Year
4 |Atteuator (10dB) X2 Worken WKO0602-10 [0120A02208001S N.CR N.CR
5 |Atteuator (30 dB) X2 Worken WKO0602-30 {0120A02208002S N.CR N.CR

FE# Wl

o\ £ =
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3. WORKING MODES AND REQUIREMENT TEST ITEM

3.1. Applicability of DFS Requirements Prior To Use A Channel

Operational Mode
Requirement Client without | Client with radar
Master . .
radar detection detection
Non-Occupancy Period v Not required v
DFS Detection Threshold v Not required v
Channel Availability Check Time v Not required Not required
Uniform Spreading v Not required Not required

3.2. Applicability of DFS Requirements During Normal Operation

Operational Mode
Requirement Client without | Client with radar
Master . .
radar detection detection
DFS Detection Threshold v Not required v
Qhannel Closing Transmission v v v
Time
Channel Move Time v 4 v
FERPIFRLF 27 F 2 5t CIM1801245 2 5 #:EM-NC180022



4. DFS DETECTION THRESHOLD AND RADAR TEST
WAVEFORMS

4.1. Interference Threshold Value, Master or Client Incorporating In-Service

Monitoring
Maximum Transmit Power Value (See Notes 1 and 2)
> 200 milliwatt -64dBm
< 200 milliwatt -62dBm

Note 1: This is the level at the input of the receiver assuming a 0 dBi receive antenna.

Note 2: Throughout these test procedures an additional 1 dB has been added to the amplitude
of the test transmission waveforms to account for variations in measurement
equipment. This will ensure that the test signal is at or above the detection threshold
level to trigger a DFS response.

The radar Detection Threshold, lowest antenna gain is the parameter of interference
radar DFS detection threshold.

The interference Detection Threshold is -62dBm

4.2. Radar Test Waveform Minimum Step

Step intervals of 0.1 microsecond for Pulse Width, 1 microsecond for PRI, 1IMHz for
chirp width and 1 for the number of pulses will be utilized for the random determination
of specific test waveforms.

FERPIFRLF 27 F 2 5t CIM1801245 # £ 5£4:EM-NC180022



4.3. Short Pulse Radar Test Waveforms

Pulse Width PRI Number of Minimum Percentage| Minimum
Radar Type 155e) (0s50) Pulse of Successful number of
H H Detection Trials
1 1 1428 18 60% 30
2 1-5 150-230 23-29 60% 30
3 6-10 200-500 16-18 60% 30
4 11-20 200-500 12-16 60% 30
Aggregate (Radar Types 1-4) 80% 120

A minimum of 30 unique waveforms are required for each of the short pulse radar type
2 through 4. For short pulse radar type 1, the same waveform is used a minimum of 30
times. If more than 30 waveforms are used for short pulse radar types 2 through 4,
then each additional waveform must also be unique and not repeated from the previous
waveforms. The aggregate is the average of the percentage of successful detections of
short pulse radar types 1-4.

FCC Radar Types (1 ~4) System Diagram

Frea| 5.300 000 000 00 | Gtz | PEP| 4.77 9Bm Lev l,qﬂ,uﬂ iBm

] BLC-Autn Infa

AVIGN THP A

(= I
[~ ©n
WP

Used R&S SMU200A (Vector SG with two ARB)

B11: Base-band Generator with ARB (16M samples) and Digital Modulation
B13: Base-band Main Module

B106: frequency range (100 kHz to 6 GHz)

For selecting the waveform parameters from within the bounds of the signal type,
system was random selection using uniform distribution.

FERPIFRLF 27 F 2 5t CIM1801245 # £ 5£4:EM-NC180022



4.4. Long Pulse Radar Test Waveforms

Chi Number Minimum
Radar | Pulse Width P PRI ! Number of | Percentage of | Minimum
Type (usec) Width (usec) of Pulse Bursts Successful of Trials
P H (MHz) H Per Burst .
Detection
50-100 5-20 1000-2000 1-3 8-20 80% 30

The parameters for this waveform are randomly chosen. Thirty unique waveforms are
required for the Long Pulse radar test signal. If more 30 waveforms are used for the
Long Pulse radar test signal, then each additional waveform must also be unique and not
repeated from the previous waveforms. Each waveform is defined as following:

(1) The transmission period for the Long Pulse Radar test signal is 12 seconds.

(2) There are a total of 8 to 20 Bursts in the 12 second period, with the number of
Bursts being randomly chosen. This number is Burst Count.

(3) Each Burst consists of 1 to 3 pulses, with the number of pulses being randomly
chosen. Each Burst within the 12 second sequence may have a different number
of pulses.

(4) The pulse width is between 50 and 100 microseconds, with the pulse width being
randomly chosen. Each pulse within a Burst will have the some pulse width.
Pulses in different Bursts may have different pulse widths.

(5) If more than one pulse is present in a Burst, the time between the pulses will be
between 1000 and 2000 microseconds, with the time being randomly chosen. If
three pulses are present in a Burst, the time between the first and second pulses is
chosen independently of the time between the second and third pulses.

(6) The 12 second transmission period is divided into even intervals. The number of
intervals is equal to Burst Count. Each interval is of length
(12000000/Burst_Count) microseconds. Each interval contains one Burst. The
start time for the Burst, relative to the beginning of the interval, is between 1 and
[(12000000/Burst_Count)-(Total Burst length)+(One Random PRI interval)]
microseconds, with the start time being randomly chosen. The step interval for
the start time is 1 microsecond. The start time for each Burst is chosen
independently.

A representative example of a Long Pulse radar test waveform:

(1) The total test signal length is 12 seconds.

(2) 8 Bursts are randomly generated for the Burst Count.

(3) Burst 1 has 2 randomly generated pulses.

(4) The pulse width (for both pulses) is randomly selected to be 75 microseconds.

(5) The PRI is randomly selected to be at 1213 microseconds.

(6) Bursts 2 through 8 are generated using steps 3-5.

(7) Each Burst is contained in even intervals of 1500000 microseconds. The starting
location for Pulse 1. Burst 1 is randomly generated (1 to 1500000 minus the total
Burst 1 length + 1 random PRI interval) at the 325001 microsecond step. Bursts 2

through 8 randomly fall in successive 1500000 microsecond intervals (i.e. Burst 2
falls in the 1500001-3000000 microsecond range).

FERPIFRLF 27 F 2 5t CIM1801245 # £ 5£4:EM-NC180022
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Pulses = 1~
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FCC Radar Types (5) System Diagram
M) 1 Oncangsd.
{2 2 Uncrenged
3. Unchenged
Fading A
config.. |
[~ On
Stel Dl

Used R&S SMU200A (Vector SG with two ARB)

Path A/Path B Two B11: Base-band Generator with ARB (16M samples) and Digital
Modulation

B13: Base-band Main Module

B106: frequency range (100 kHz to 6 GHz)

For selecting the waveform parameters from within the bounds of the signal type,

system was random selection using uniform distribution.

FERPIFRLF 27 F 2 5t CIM1801245 # £ 5£4:EM-NC180022
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4.5. Frequency Hopping Pulse Radar Test Waveforms
Hopping | Minimum
Radar | Pulse Width | PRI | Pulses Per [Hopping Rate|Sequence| Percentage of | Minimum
Type (psec) (psec) Hop (kHz) Length | Successful of Trials
(ms) Detection
6 1 333 9 0.333 300 70% 30

For the Frequency Hopping Radar Type, the same Burst parameters are used for each
waveform. The hopping sequence is different for each waveform and a 100-length
segment is selected from the hopping sequence defined by the following algorithm:

The first frequency in a hopping sequence is selected randomly from the group of 475
integer frequencies form 5250-5274MHz. Next, the frequency that was just chosen is

removed from the group and a frequency is randomly selected from the remaining 474
frequencies in the group. This process continues until all 475 frequencies are chosen

for the set.

group are always treated as equally likely.

For selection of random frequency, the frequencies remaining within the

FE# R R

o\ £ =
/}7\/ !,?2}?7
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Used R&S SMU200A (Vector SG with two ARB)

B11: Base-band Generator with ARB (16M samples) and Digital Modulation
B13: Base-band Main Module

B106: frequency range (100 kHz to 6 GHz)

For selecting the waveform parameters from within the bounds of the signal type,
system was random selection using uniform distribution.
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4.6. Conducted Calibration Setup
Master
@)
Radar Test g
Signal Generator il
Q <
s i
Splitter/ Splitter/
Combiner Combiner O Spectrum
Analyzer (with
uutr © 10 dB internal
(Client) Attenuation)

4.7. Radar Waveform Calibration Procedure
The measured channel is 5500MHz, 5510MHz and 5530MHz. The radar signal was the
same as transmitted channels, and injected into the antenna port of AP (master) or Client
Device with Radar Detection, measured the channel closing transmission time and

channel move time.

The calibrated conducted detection threshold level is set to

-62dBm. The tested level is lower than required level hence it provides margin to the

limit.

4.8. Calibration Deviation

There is no deviation with the original standard.

o\ £ =
/}7\/ ”?2.\?7

FE# R R

% .45 C1IM1801245
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4.9. Radar Waveform Calibration Result
DFS detection threshold level and the burst of pulses on the Channel frequency

20MHz
)

Spectrum
Ref Level 0.00 dem ® RBW 1 MHz
|= ALt 10 dB @ SWT 100 ms & VBW 1 MHz
TRG: VID
@ 1Pk Clrw

-10 dB

-20 dém

-30 dBm

-40 dBm

| -60 Bt =5 0ag dem

-90 d
CF 5.26 GHz 32001 pts 10.0 ms/
Jil | Wait for Trigger... QURRERALD il e zeo g

L JL

Date: 13.FEB.2018 01:22:21

#* 7 5E45:EM-NC180022
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5. TEST SETUP AND TEST RESULT

5.1. Test Setup
5.1.1. Test Setup Diagram

Following is the test setup for generated the radar waveforms and used to
monitor UNII device.

Master
O
Radar Test
Signal Generator il
= 2
e i
Splitter/ Splitter/
Combiner Combiner O Spectrum
Analyzer (with
uur 10 dB internal
(Client) Attenuation)

5.1.2. Test Setup Operation

System testing was performed with the designated MPEG test file that streams
full motion video from the Access Point to Client in full motion video mode
using the media player with the V2.61 Codec package. This file is used by IP
and Frame based systems for loading the test channel during the in-service
compliance testing of the U-NII device.

The waveform parameters from within the bounds of the signal type are selected
randomly using uniform distribution.

A spectrum analyzer is used as a monitor to verify that the EUT has vacated the
Channel within the (Channel Closing Transmission Time and Channel Move
Time, and does not transmit on a Channel during the Non-Occupancy Period
after the detection and Channel move. It is also used to monitor EUT
transmissions during the Channel Availability Check Time.

FERPIFRLF 27 F 2 5t CIM1801245 # £ 5£4:EM-NC180022
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5.1.3. Test Setup for Data Traffic Plot
20MHz
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5.2. Channel Move Time, Channel Closing Transmission Time,
Non-Occupancy Period, Non-Associated Client Beacon Measurement

5.2.1. Limit
Parameter Value
10 seconds
h 1 Move Ti
Channel Move Time See Note 1.
200 milliseconds + an aggregate of 60
Channel Closing Transmission Time milliseconds over remaining 10 second period.

See Notes 1 and 2.

Non-Occupancy Period time is 30 minute during
Non-Occupancy Period which a Channel will not be utilized after a
Radar Waveform is detected on that Channel

The non-associated Client Beacon Test is during
the 30 minutes observation time. The EUT
should not make any transmissions in the DFS
band after EUT power up.

Non-Associated Client Beacon

Note 1: The instant that the Channel Move Time and the Channel Closing Transmission Time
begins is as follows:

a. For the Short Pulse Radar Test Signals this instant is the end of the Burst.

b. For the Frequency Hopping radar Test Signal, this instant is the end of the last radar
Burst generated.

c. For the Long Pulse Radar Test Signal this instant is the end of the 12 second period
defining the Radar Waveform.

Note 2: The Channel Closing Transmission Time is comprised of 200 milliseconds starting at
the beginning of the Channel Move Time plus any additional intermittent control
signals required to facilitate a Channel move (an aggregate of 60 milliseconds) during
the remainder of the 10 second period. The aggregate duration of control signals will
not count quiet periods in between transmissions.

FERPIFRLF 27 F 2 5t CIM1801245 # £ 5£4:EM-NC180022



5.2.2. Test Procedures

5.2.3.

5.24.

5.2.2.1.

5.2.2.2.

5.2.2.3.

5224.

E AR
Bl

When a radar Burst with a level equal to the DFS Detection Threshold
+ 1dB is generated on the operating channel of the U-NII device. A
U-NII device operating as a Client Device will associate with the
Master of channel. Stream the MPEG test file from the Master Device
to the Client Device on the selected channel for entire period of the test.
At time to the radar waveform generator sends a Burst of pulses for
each of the radar types at Detection Threshold + 1dB.

Observe the transmissions of the EUT at the end of the radar Burst on
the Operating channel. Measure and record the transmissions from the
EUT during the observation time [Channel Move Time]. One 10
Second plot bee reported for the short Pulse Radar type 1-4 and one for
the Long Pulse Radar Type test in a 22 second plot. The plot for the
Short Pulse Radar types start at the end of the radar burst. The
Channel Move Time will be calculated based on the plot of the short
Pulse Radar Type. The Long Pulse Radar Type plot show the device
ceased transmissions within the 10 second window after detection has
occurred. The plot for the Long Pulse Radar type should start at the
beginning of the 12 second waveform.

Measurement of the aggregate duration of the Channel Closing
Transmission Time method. With the spectrum analyzer set to zero
span tuned to the center frequency of the EUT operating channel at the
radar simulated frequency, Peak detection and max hole.

Measure the EUT for more than 30 minutes following the channel
close/move time to verify that the EUT does not resume only
transmissions on this channel.

Test Result for Channel Closing Transmission Time & Channel Move Time
0 L o

Test Result for Non-Occupancy Period, Non-associated Test

R E S o AT S

FE# R R
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6. USER ACCESS RESTRICTION
DFS controls (hardware or software) related to radar detection are not accessible to the user.
FERPIFRLF 27 F 2 5t CIM1801245 2 5 #:EM-NC180022
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1. Test Result for Channel Closing Transmission Time & Channel Move Time

Test Date 2018/02/13

Temp./Hum. 22°C/56%

Test Mode 20MHz

Frequency TX 5260MHz

Channel Closing Transmission Time

Channel move time < 10 S

Spectrum mv’

Ref Level 0.00 dem @ RBW 1 MHz

Spectrum ':%-’

Ref Level 0.00 dem @ RBW 1 [MHz

e att 1008 @ SWT 125 @ YBW 1 MHz o At 10dB @ SWT 125 @ VBW 1 MH:
S6L SGL
® 17k Clrw [@ 1Pk Cirv
D1[1] -41.63 dB| D1[1] 41.63 dB|
10.000000 s 10.000000 s
-20 ¢ M1[1] 29.50 dBm| -10 dem M1[1] -29.50 dBm|
3 624.750 ms 624.750 ms|
=20
5 X
T i
A
a0 AT
:e
CF 5.26 GHz 32001 pts 1.2s/
arker Peok List AT AT AR
No | X-value | Y-valug | No | X-value | Y-value = |
33 3.085875 5 33,791 dBm 73 ©.884625 5 -54.333 dBm
34 3.095625 s -33,823 dim 74 6.987000 5 -55.145 dBm l
3s 3.198000 s -33,836 dBm 75 £.993000 5 -51,950 dBm
6 3.200250 5 -34.738 dBm 76 7.089375 s -54.383 dbm | |= S5
37 3.207375 5 -36,183 dbm 77 7.134375 5 -52,047 dBm k
E 3.300375 5 33,834 dbm 78 7.135125 5 -51.721 dém
EX) 3.402750 5 33,800 dbm 79 7136625 5 -61,898 dém 90 di
40 3.505125 5 -33,859 dém 80 -—- -
= CF 5.26 GHz 32001 pts 1.25/
il 13.02.201%
Ready T ) ouens 7 L AHRRNRR e 4

R ] Ready

Channel Closing Transmission Time Calculated

Sweep Time(S) sec

12

Sweep points (P)

32001

Number of Sweep points in 10 sec (N)

79

Channel Closing Time (C) ms

29.62

Channel closing time is calculated from C=N* dwell; where dwell is the occupancy time per sweep
point calculated by the formula: dwell=S/P. N is the number of sweep points indicating transmission

after S1; where S1 is the radar signal detected
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Test Date 2018/02/13 Temp./Hum. 22°C/56%
Test Mode 20MHz Frequency TX 5500MHz

Spectrum mvn Spectrum mé-]
Ref Level 0.00 dBm ® RBW 1MHz Ref Level 0.00 dBm © RBW 1 MMz
10dB @ SWT 125 @ VBW 1 MHz I Att 108 @ SWT 125 @ VBW 1 MHz
S6L
[@ 17k Cirw
D1[1] -39.87 dB| D1[1] 39.87 dB|
10.000000 s 10.000000 s
M1[1] 29.47 dBm)| -10d 11[1] -29.47 dBm
675.375 ms) 675.375 ms)
-20 dB
M1
30 difr
o
32001 pts 125/
Marker Peak List
No | X-value | Y-valug | No | X-value | Y-value [
17 1.644375 5 33,646 dBm 41 4.102125 5 -33.661dbm | [y
18 1.746750 s -33.641 dBm 42 4.204500 = -33.655 dBém -
19 1.849125 5 -33,713 dBm 43 4.306875 5 -33.610 dBm | =
20 1.951500 5 -33.670 dBm 44 4.400250 5 -33.611 dém i
21 2.054250 5 33,675 dBm 45 4.511625 £ -33.628 dém
22 2.156625 s -33.669 dBm 46 4.614000 5 -33.666 dém
23 2.258000 3 -33.621 dbm 47 4.716375 5 -33.646 dém -50 di
24 2.361375 5 -33.596 dém 48 - -
= CF 5.5 GHz 32001 pts 125/
— — -
Ready T ) ot L K ] Ready T ] Cotiieos 7

Channel Closing Transmission Time Calculated

Sweep Time(S) sec 12
Sweep points (P) 32001
Number of Sweep points in 10 sec (N) 47
Channel Closing Time (C) ms 17.62

Channel closing time is calculated from C=N* dwell; where dwell is the occupancy time per sweep
point calculated by the formula: dwell=S/P. N is the number of sweep points indicating transmission
after S1; where S1 is the radar signal detected
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2. Test Result for Non-Occupancy Period, Non-associated Test

Test Date 2018/02/12 ~ 13 Temp./Hum. 22°C/56%

Test Mode: 20MHz
TX 5260MHz

Non-Occupancy Period Non-associated Test

Spectrum ¥ = Spectrum L3

Ref Level 0.00 dém ® RBW 1 MHz Ref Level 0.00 dém ® RBW 1 hHz
o att 10 d8 & SWT 20005 @ YBW 1 MHz o At 10¢B @ SWT 20005 @ VBW 1 MHz
SGL SGL
@ 1Pk Clrw @ 1Pk Max
Dil1] —37.83 dB| m1[1] 67.66 dBm|
1800.0000 s 12.0000 s
-10.de m1[1] 30.07 dem| -10 dem;
16.4375 5
-20 i -20
-30
-30
50
-60
1
U I
f e S
0 -70
-80 dBr 30
90 -90
CF 5.26 GHz 32001 pts 2000/ CF 5.26 GHz 32001 pts 200.0s/
Dl Ready [TTTTTIIE ] v — — ™y T
s 7 L R ] eady (TTTTTTI Gosians 7

TX 5500MHz

Non-Occupancy Period Non-associated Test
o =) | (Sreemm ) =)

Ref Level 0.00 dBm & RBW 1 MHz Ref Level 0.00 dBm © RBW 1 MHz
o At 10 dB & SWT 2000 5 @ YBW 1 MHz o Att 10dB @ SWT 2000 s @ VBW 1 MHz
SGL SGL
@ 1Pk Cirw [@ 1Pk Max
D11l -37.41 dB)| M1[1] 67.55 dBm|
1800.0000 5| 12.0000 3|
-10 di M1[1] 29.90 dBm| -10
386.9375 s
20 dBr 20
-30
-40
-50
-60
L iz L
70
80 -0
20 -o0
GF 5.5 GHz wﬂl pts 200.0 s/ CF 5.5 GHz 32001 pts 200.0 s/
m 13.02.2018 — 12.02.2018
Ready TN ) w7 L K ] Ready TITTTIITE ) Hoiae i
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Note : 1.EUT: Slave ; 2.Master: AP
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