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TEST RESULT CERTIFICATION
Applicant’s Name ..................... ShenZhen Aoni Electronic Industry Co., Ltd.
Address ] HongHui Industrial Park,2nd LiuXian Road, Xin'An streets, District
................................... 68, Bao'an District, ShenZhen, China
Manufacture's Name................ ShenzZhen Aoni Electronic Industry Co., Ltd.
) HongHui Industrial Park,2nd LiuXian Road, Xin'An streets,
AdAress.....cooovvvieiiiiiiieeed

District 68, Bao'an District, ShenZhen, China

Product Description

Product Name....................... True wireless earbuds

Brand Name .............coeeeeneeee.s. Aoni, ANC

Model Name..........cccccceernl - B217

Series Model ... B223: B207. B0B, B216, B210, B221, B222, B225, B227. 6229
Test Standards. ........................ FCC Part15.247

Test Procedure......................... ANSI C63.10-2013

This device described above has been tested by STS, the test results show that the equipment
under test (EUT) is in compliance with the FCC requirements. And it is applicable only to the tested
sample identified in the report.

This report shall not be reproduced except in full, without the written approval of STS, this document
may be altered or revised by STS, personal only, and shall be noted in the revision of the document.

Date of TeSt....cccccveeeviviciiiieneen. i
Date of receipt of test item......... : 18 Mar. 2020

Date (s) of performance of tests : 18 Mar. 2020 ~ 30 Mar. 2020
Date of ISSu€ .......ccccevcvveeeinnnnnn. 30 Mar. 2020

TestResult.....c..ocovvvveeiieiieiii . Pass
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Technical Manager 5%/ g/é

(Sean she)

Authorized Signatory : \/‘[M

(Vita Li)

A 1/F, Building B, Zhuoke Science Park, No.190 Chongging Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China

Shenzhen STS Test Services Co. , Ltd. l Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com




Page 3 of 73 Report No.: STS2003054W03

Table of Contents Page

1. SUMMARY OF TEST RESULTS
1.1 TEST FACTORY
1.2 MEASUREMENT UNCERTAINTY

2. GENERAL INFORMATION
2.1 GENERAL DESCRIPTION OF THE EUT
2.2 DESCRIPTION OF THE TEST MODES 10
2.3 TABLE OF PARAMETERS OF TEST SOFTWARE SETTING 10
2.4 BLOCK DIGRAM SHOWING THE CONFIGURATION OF SYSTEM TESTED 11
2.5 DESCRIPTION OF NECESSARY ACCESSORIES AND SUPPORT UNITS 12

0 00 N N O

2.6 EQUIPMENTS LIST 13
3. EMC EMISSION TEST 14
3.1 CONDUCTED EMISSION MEASUREMENT 14
3.2 RADIATED EMISSION MEASUREMENT 18
4. CONDUCTED SPURIOUS & BAND EDGE EMISSION 30
4.1LIMIT 30
4.2 TEST PROCEDURE 30
4.3 TEST SETUP 30
4.4 EUT OPERATION CONDITIONS 30
4.5 TEST RESULTS 31
5. NUMBER OF HOPPING CHANNEL 46
5.1 LIMIT 46
5.2 TEST PROCEDURE 46
5.3 TEST SETUP 46
5.4 EUT OPERATION CONDITIONS 46
5.5 TEST RESULTS 47
6. AVERAGE TIME OF OCCUPANCY 48
6.1 LIMIT 48
6.2 TEST PROCEDURE 48
6.3 TEST SETUP 48
6.4 EUT OPERATION CONDITIONS 48
6.5 TEST RESULTS 49
7. HOPPING CHANNEL SEPARATION MEASUREMEN 55
7.1LIMIT 55

A 1/F, Building B, Zhuoke Science Park, No.190 Chongging Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China

Shenzhen STS Test Services Co. , Ltd. l Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com




)

—
\\—-// Page 4 of 73 Report No.: STS2003054W03

Table of Contents Page

7.2 TEST PROCEDURE 55
7.3 TEST SETUP 55
7.4 EUT OPERATION CONDITIONS 55
7.5 TEST RESULTS 56

8. BANDWIDTH TEST 62
8.1 LIMIT 62
8.2 TEST PROCEDURE 62
8.3 TEST SETUP 62
8.4 EUT OPERATION CONDITIONS 62
8.5 TEST RESULTS 63

9. OUTPUT POWER TEST 69
9.1 LIMIT 69
9.2 TEST PROCEDURE 69
9.3 TEST SETUP 70
9.4 EUT OPERATION CONDITIONS 70
9.5 TEST RESULTS 71
10. ANTENNA REQUIREMENT 72
10.1 STANDARD REQUIREMENT 72
10.2 EUT ANTENNA 72

A 1/F, Building B, Zhuoke Science Park, No.190 Chonggqing Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China

Shenzhen STS Test Services Co. , Ltd. l Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com




A——-% A——X
Page 5 of 73 Report No.: STS2003054W03

Revision History

Contents

Rev. Issue Date Report NO. Effect Page

Initial Issue

00 30 Mar. 2020 STS2003054W03 ALL

A 1/F, Building B, Zhuoke Science Park, No.190 Chonggqing Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China

Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com

Shenzhen STS Test Services Co., Ltd.




Page 6 of 73 Report No.: STS2003054W03

1. SUMMARY OF TEST RESULTS

Test procedures according to the technical standards:
KDB 558074 D01 15.247 Meas Guidance v05r02.

FCC Part 15.247,Subpart C
Stanc!ard Test Item Judgment Remark
Section
15.207 Conducted Emission PASS -
15.247(a)(1) Hopping Channel Separation PASS --
15.247(a)(1)&(b)(1) Output Power PASS --
15.209 Radiated Spurious Emission PASS --
Conducted Spurious & Band Edge
15.247(d) Emission PASS -
15.247(a)(iii) Number of Hopping Frequency PASS --
15.247(a)(iii) Dwell Time PASS --
15.247(a)(1) Bandwidth PASS --
15.205 Restricted bands of operation PASS --
Part 15.247(d)/part o B
15.209(a) Band Edge Emission PASS
15.203 Antenna Requirement PASS --

NOTE:
(1) ‘N/A’ denotes test is not applicable in this Test Report.
(2) All tests are according to ANSI C63.10-2013.
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1.1 TEST FACTORY
SHENZHEN STS TEST SERVICES CO., LTD
Add. : A 1/F, Building B, Zhuoke Science Park, No.190 Chongging Road, HepingShequ,
Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China
FCC test Firm Registration Number: 625569
IC test Firm Registration Number: 12108A

A2LA Certificate No.: 4338.01

1.2 MEASUREMENT UNCERTAINTY
The reported uncertainty of measurement y +U, where expended uncertainty U is based on a
standard uncertainty multiplied by a coverage factor of k=2, providing a level of confidence of

approximately 95 %.

No. ltem Uncertainty
1 RF output power, conducted +0.68dB
2 Unwanted Emissions, conducted +2.988dB
3 All emissions, radiated 30-1GHz +6.7dB
4 All emissions, radiated 1G-6GHz +5.5dB
5 All emissions, radiated>6G +5.8dB
6 Conducted Emission (9KHz-150KHz) +4.43dB
7 Conducted Emission (150KHz-30MHz) +5dB
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2. GENERAL INFORMATION
2.1 GENERAL DESCRIPTION OF THE EUT

Product Name True wireless earbuds

Trade Name Aoni, ANC

Model Name B217

Series Model B228, B207, B208, B216, B219, B221, B222, B225,
B227, B229, B230, B231, B233

Model Difference Only the appearance and color are difference.

Channel List Please refer to the Note 2.
Frequency:2402 — 2480 MHz

Bluetooth Modulation: GFSK(1Mbps), 11/4-DQPSK(2Mbps),
8DPSK(3Mbps)

Bluetooth Version 5.0

BR+EDR BR+EDR

Please see Note 3. Please refer to the Note 3.

Power Rating Input: USB DC 5V
Rated Voltage: 3.8V

Battery Charge Limit: 4.35V
Capacity: 40mAh
Model: B217 Model: B228
Input: USB DC 5V Input: USB DC 5V

. . Output: DC 5V 60mA*2
Charaing Box Output: DC 5V 60mA*2
ang Battery Battery

Rated Voltage: 3.7V Rated Voltage: 3.7V
Charge Limit; 4.2V Charge Limit: 4.2V
Capacity: 400mAh Capacity: 400mAh

Hardware version number | N/A

Software version number N/A

Connecting I/O Port(s) Please refer to the Note 1.

Note:

1. For a more detailed features description, please refer to the manufacturer’s specifications
or the User Manual.
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Channel List
Frequenc Frequenc Frequenc
Channel (I\C}IHZ) y Channel (|3|HZ) y Channel (I\C}IHZ) y
00 2402 27 2429 54 2456
01 2403 28 2430 55 2457
02 2404 29 2431 56 2458
03 2405 30 2432 57 2459
04 2406 31 2433 58 2460
05 2407 32 2434 59 2461
06 2408 33 2435 60 2462
07 2409 34 2436 61 2463
08 2410 35 2437 62 2464
09 2411 36 2438 63 2465
10 2412 37 2439 64 2466
11 2413 38 2440 65 2467
12 2414 39 2441 66 2468
13 2415 40 2442 67 2469
14 2416 41 2443 68 2470
15 2417 42 2444 69 2471
16 2418 43 2445 70 2472
17 2419 44 2446 71 2473
18 2420 45 2447 72 2474
19 2421 46 2448 73 2475
20 2422 47 2449 74 2476
21 2423 48 2450 75 2477
22 2424 49 2451 76 2478
23 2425 50 2452 77 2479
24 2426 51 2453 78 2480
25 2427 52 2454
26 2428 53 2455
3. Table for Filed Antenna
Ant. Brand mgg]i: Antenna Type |Connector| Gain (dBi) NOTE
. . BT
1 Aoni, ANC B217 PIFA N/A 1 dBi Antenna
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2.2 DESCRIPTION OF THE TEST MODES
To investigate the maximum EMI emission characteristics generates from EUT, the test system
was pre-scanning tested base on the consideration of following EUT operation mode or test
configuration mode which possible have effect on EMI emission level. Each of these EUT
operation mode(s) or test configuration mode(s) mentioned above was evaluated respectively.

Worst Mode Description Data Rate/Modulation

Mode 1 TX CHOO 1Mbps/GFSK
Mode 2 TX CH39 1Mbps/GFSK
Mode 3 TX CH78 1Mbps/GFSK
Mode 4 TX CHOO 2 Mbps/t/4-DQPSK
Mode 5 TX CH39 2 Mbps/t/4-DQPSK
Mode 6 TX CH78 2 Mbps/t/4-DQPSK
Mode7 TX CHOO 3 Mbps/8DPSK
Mode 8 TX CH39 3 Mbps/8DPSK
Mode 9 TX CH78 3 Mbps/8DPSK

Note:

E(laijo'l;:]e% measurements are performed at all Bit Rate of Transmitter, the worst data was

(2) We have be tested for all avaiable U.S. voltage and frequencies(For 120V,50/60Hz and
240V, 50/60Hz) for which the device is capable of operation, and the worst case of 120V/
60Hz is shown in the report.

For AC Conducted Emission

Test Case
Mode 10 : Keeping BT TX

AC Conducted
Emission

2.3 TABLE OF PARAMETERS OF TEST SOFTWARE SETTING

During testing channel & power controlling software provided by the customer was used to control
the operating channel as well as the output power level. The RF output power selection is for the
setting of RF output power expected by the customer and is going to be fixed on the firmware of
the final end product power parameters of FHSS.

Test software Version

Test program: Bluetooth

(Power control software)
Parameters(1/2/3Mbps)

Power class:
DH1 rate:4:27
2DH1 rate:20:54
3DH1 rate:24:83

Power class:
DH3 rate:11:183
2DH3 rate:26:367

3DH3 rate:27:552

Power class:

DH5 rate:15:339
2DH5 rate:30:679
3DH5 rate:31:1021

Shenzhen STS Test Services Co., Ltd.Jj
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2.4 BLOCK DIGRAM SHOWING THE CONFIGURATION OF SYSTEM TESTED

Radiated Spurious Emission Test

C-1
E-2 E-1
Notebook EU

Conducted Emission Test

AC E3 F) E
P | ook | | Noebaok A e

Adapter
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2.5 DESCRIPTION OF NECESSARY ACCESSORIES AND SUPPORT UNITS
The EUT has been tested as an independent unit together with other necessary accessories or
support units. The following support units or accessories were used to form a representative test

configuration during the tests.
Necessary accessories

Item Equipment Mfr/Brand Model/Type No. Sﬁgél Note
N/A N/A N/A N/A N/A N/A
Support units
Item Equipment Mfr/Brand Model/Type No. Sﬁgél Note
E-2 Notebook ThinkPad N/A N/A N/A
E-3 | Notebook Adapter ThinkPad N/A N/A N/A
C-1 USB Cable N/A 100cm N/A N/A
C-2 DC Cable N/A 110cm N/A N/A

Note:

(1) The support equipment was authorized by Declaration of Confirmation.
(2) For detachable type 1/O cable should be specified the length in cm in T Length ; column.
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Radiation Test equipment
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Kind of Equipment Manufacturer Type No. Serial No. |Last calibration|Calibrated until
Test Receiver R&S ESCI 101427 2019.07.29 2020.07.28
Signal Analyzer Agilent N9020A MY51110105 | 2020.03.05 2021.03.04
Active loop Antenna ZHINAN ZN30900C 16035 2018.03.11 2021.03.10
Bilog Antenna TESEQ CBL6111D 34678 2017.11.02 2020.11.01
BBHA
Horn Antenna SCHWARZBECK 9120D(1201) 9120D-1343 2018.10.19 2021.10.18
SHF-EHF Horn
Antenna (18G-40GH?z) A-INFO LB-180400-KF J211020657 2018.03.11 2021.03.10
Pre'Amp"ﬂg(o'lM"gG EM EM330 060665 2019.10.09 | 2020.10.08
Pre-Amplifier SK201808090
(1G-18GHz2) SKET LNPA-01018G-45 1 2019.10.12 2020.10.11
Temperature & HH660 Mieo N/A 2019.10.12 | 2020.10.11
Humidity
Turn table EM SC100_1 60531 N/A N/A
Antenna mast EM SC100 N/A N/A N/A
Test SW FARAD EZ-EMC(Ver.STSLAB-03A1 RE)
Conduction Test equipment
Kind of Equipment Manufacturer Type No. Serial No. Last calibration | Calibrated until
Test Receiver R&S ESCI 101427 2019.07.29 2020.07.28
LISN R&S ENV216 101242 2019.10.09 2020.10.08
LISN EMCO 3810/2NM 23625 2019.10.09 2020.10.08
Temperature & HH660 Mieo N/A 2019.10.12 | 2020.10.11
Humidity
Test SW FARAD EZ-EMC(Ver.STSLAB-03A1 CE)
RF Connected Test
Kind of Equipment | Manufacturer Type No. Serial No. Last calibration | Calibrated until
USB RF power sensor DARE RPR3006W [15100041SNOO03| 2019.10.09 2020.10.08
Signal Analyzer Agilent N9020A MY49100060 2019.10.09 2020.10.08
Temperature & HH660 Mieo N/A 2019.10.12 | 2020.10.11
Humidity
Test SW FARAD LZ-RF /LzRf-3A3
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3. EMC EMISSION TEST

3.1 CONDUCTED EMISSION MEASUREMENT
3.1.1 POWER LINE CONDUCTED EMISSION LIMITS

Operating frequency band. In case the emission fall within the restricted band specified on Part
207(a) limit in the table below has to be followed.

Conducted Emissionlimit (dBuV)
FREQUENCY (MHz) :
Quasi-peak Average
0.15-0.5 66 - 56 * 56 - 46 *
0.50-5.0 56.00 46.00
5.0 -30.0 60.00 50.00

Note:
(1) The tighter limit applies at the band edges.

(2) The limit of “*” marked band means the limitation decreases linearly with the logarithm
of the frequency in the range.

The following table is the setting of the receiver

Receiver Parameters Setting
Attenuation 10 dB
Start Frequency 0.15 MHz
Stop Frequency 30 MHz
IF Bandwidth 9 kHz
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3.1.2 TEST PROCEDURE

a. The EUT was 0.8 meters from the horizontal ground plane and 0.4 meters from the vertical
ground plane with EUT being connected to the power mains through a line impedance
stabilization network (LISN). All other support equipments powered from additional LISN(s).
The LISN provide 50 Ohm/ 50uH of coupling impedance for the measuring instrument.

b. Interconnecting cables that hang closer than 40 cm to the ground plane shall be folded back
and forth in the center forming a bundle 30 to 40 cm long.

c. I/O cables that are not connected to a peripheral shall be bundled in the center. The end of the
cable may be terminated, if required, using the correct terminating impedance. The overall
length shall not exceed 1 m.

d. LISN at least 80 cm from nearest part of EUT chassis.

e. For the actual test configuration, please refer to the related Item —EUT Test Photos.

3.1.3 TEST SETUP

/ Vertical Reference
Ground Plane / Test Receiver

~~— 1]
O 0O0O0
40cm EUT o 6 0
80cm
|LISNh
[ || o ||

IN L

\ Horizontal Reference

Ground Plane

Note: 1.Support units were connected to second LISN.
2.Both of LISNs (AMN) are 80 cm from EUT and at least 80

from other units and other metal planes

3.1.4 EUT OPERATING CONDITIONS

The EUT was configured for testing in a typical fashion (as a customer would normally use it). The
EUT has been programmed to continuously transmit during test. This operating condition was
tested and used to collect the included data.
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Temperature: 24.2(C) Relative Humidity:  |60%RH
Test Voltage: AC 120V/60Hz Phase: L
Test Mode: Mode 10
No. Frequency | Reading Correct Result Limit Margin Remark
(MHz) (dBuV) | Factor(dB) | (dBuV) (dBuV) (dB)
1 0.4740 26.06 19.99 46.05 56.44 -10.39 QP
2 0.4740 16.25 19.99 36.24 46.44 -10.20 AVG
3 0.9220 17.47 19.76 37.23 56.00 -18.77 QP
4 0.9220 7.16 19.76 26.92 46.00 -19.08 AVG
5 1.3980 15.78 19.74 35.52 56.00 -20.48 QP
6 1.3980 4.62 19.74 24.36 46.00 -21.64 AVG
7 3.8100 12.46 19.77 32.23 56.00 -23.77 QP
8 3.8100 1.47 19.77 21.24 46.00 -24.76 AVG
9 7.4420 15.54 19.85 35.39 60.00 -24.61 QP
10 7.4420 4.10 19.85 23.95 50.00 -26.05 AVG
11 19.9820 8.71 20.29 29.00 60.00 -31.00 QP
12 19.9820 -0.75 20.29 19.54 50.00 -30.46 AVG
Remark:

1. All readings are Quasi-Peak and Average values.
2. Margin = Result (Result =Reading + Factor )—Limit

100.0 dBu¥

0.0

\
5"\

Limit1: _—

Limit2: —_

peak

AVG

0.150

Shenzhen STS Test Services Co., Ltd.Jj
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Temperature: 24.2(C) Relative Humidity:  |60%RH
Test Voltage: AC 120V/60Hz Phase: N
Test Mode: Mode 10
No. Frequency | Reading Correct Result Limit Margin Remark
(MHz) (dBuV) | Factor(dB) | (dBuV) (dBuV) (dB)
1 0.4700 23.57 19.99 43.56 56.51 -12.95 QP
2 0.4700 15.36 19.99 35.35 46.51 -11.16 AVG
3 0.7620 14.67 19.79 34.46 56.00 -21.54 QP
4 0.7620 5.27 19.79 25.06 46.00 -20.94 AVG
5 1.4220 13.13 19.74 32.87 56.00 -23.13 QP
6 1.4220 2.74 19.74 22.48 46.00 -23.52 AVG
7 3.0700 13.08 19.75 32.83 56.00 -23.17 QP
8 3.0700 2.41 19.75 22.16 46.00 -23.84 AVG
9 7.3460 12.46 19.84 32.30 60.00 -27.70 QP
10 7.3460 2.96 19.84 22.80 50.00 -27.20 AVG
11 18.4780 8.26 20.23 28.49 60.00 -31.51 QP
12 18.4780 -2.08 20.23 18.15 50.00 -31.85 AVG
Remark:
1. All readings are Quasi-Peak and Average values.
2. Margin = Result (Result =Reading + Factor )—Limit
100.0 dBu¥Y
Limit1: —
Limit2: —_

0.0

—
i

peak

AYE

0.150
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3.2 RADIATED EMISSION MEASUREMENT

3.2.1 RADIATED EMISSION LIMITS
In any 100 kHz bandwidth outside the operating frequency band. In case the emission fall within
the Restricted band specified on Part15.205 (a)&209(a) limit in the table and according to ANSI
C63.10-2013 below has to be followed.

LIMITS OF RADIATED EMISSION MEASUREMENT (0.009MHz - 1000MHz)

Frequencies Field Strength Measurement Distance
(MHz) (micorvolts/meter) (meters)
0.009~0.490 2400/F(KHz) 300
0.490~1.705 24000/F(KHz) 30
1.705~30.0 30 30
30-~88 100 3
88~216 150 3
216~960 200 3
Above 960 500 3
LIMITS OF RADIATED EMISSION MEASUREMENT (1GHz-25 GHz)
(dBuV/m) (at 3M)
FREQUENCY (MHz)
PEAK AVERAGE
Above 1000 74 54
Notes:

(1) The limit for radiated test was performed according to FCC PART 15C.
(2) The tighter limit applies at the band edges.
(3) Emission level (dBuV/m)=20log Emission level (uv/m).

LIMITS OF RESTRICTED FREQUENCY BANDS

FREQUENCY (MHz) FREQUENCY (MHz) | FREQUENCY (MHz) | FREQUENCY (GHz)
0.090-0.110 16.42-16.423 399.9-410 4.5-5.15
0.495-0.505 16.69475-16.69525 608-614 5.35-5.46

2.1735-2.1905 16.80425-16.80475 960-1240 7.25-7.75
4.125-4.128 25.5-25.67 1300-1427 8.025-8.5
4.17725-4.17775 37.5-38.25 1435-1626.5 9.0-9.2
4.20725-4.20775 73-74.6 1645.5-1646.5 9.3-9.5
6.215-6.218 74.8-75.2 1660-1710 10.6-12.7
6.26775-6.26825 108-121.94 1718.8-1722.2 13.25-13.4
6.31175-6.31225 123-138 2200-2300 14.47-14.5
8.291-8.294 149.9-150.05 2310-2390 15.35-16.2
8.362-8.366 156.52475-156.52525 2483.5-2500 17.7-21.4
8.37625-8.38675 156.7-156.9 2690-2900 22.01-23.12
8.41425-8.41475 162.0125-167.17 3260-3267 23.6-24.0
12.29-12.293 167.72-173.2 3332-3339 31.2-31.8
12.51975-12.52025 240-285 3345.8-3358 36.43-36.5
12.57675-12.57725 322-335.4 3600-4400 Above 38.6
13.36-13.41
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For Radiated Emission

Spectrum Parameter Setting
Attenuation Auto
Detector Peak/QP/AV

Start Frequency 9 KHz/150KHz(Peak/QP/AV)

Stop Frequency 150KHz/30MHz(Peak/QP/AV)
200Hz (From 9kHz to 0.15MHz)/
RB / VB (emission in restricted 9KHz (From 0.15MHz to 30MHz);
band) 200Hz (From 9kHz to 0.15MHz)/

9KHz (From 0.15MHz to 30MHz)

Spectrum Parameter Setting
Attenuation Auto
Detector Peak/QP
Start Frequency 30 MHz(Peak/QP)
Stop Frequency 1000 MHz (Peak/QP)
RB / VB (emission in restricted
band) 120 KHz / 300 KHz
Spectrum Parameter Setting
Attenuation Auto
Detector Peak/AV
Start Frequency 1000 MHz(Peak/AV)
Stop Frequency 10th carrier hamonic(Peak/AV)
RB / VB (emission in restricted 1 MHz / 3 MHz(Peak)
band) 1 MHz/1/T MHz(AVG)
For Restricted band
Spectrum Parameter Setting
Detector Peak/AV

Lower Band Edge: 2310 to 2410 MHz
Upper Band Edge: 2476 to 2500 MHz
1 MHz / 3 MHz(Peak)

1 MHz/1/T MHz(AVG)

Start/Stop Frequency

RB/VB
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Receiver Parameter Setting
Attenuation Auto

Start ~ Stop Frequency 9kHz~90kHz / RB 200Hz for PK & AV

Start ~ Stop Frequency 90kHz~110kHz / RB 200Hz for QP

Start ~ Stop Frequency 110kHz~490kHz / RB 200Hz for PK & AV

Start ~ Stop Frequency 490kHz~30MHz / RB 9kHz for QP

Start ~ Stop Frequency 30MHz~1000MHz / RB 120kHz for QP

3.2.2 TEST PROCEDURE

a. The measuring distance of at 3 m shall be used for measurements at frequency 0.009MHz up
to 1GHz,and above 1GHz.

b. The EUT was placed on the top of a rotating table 0.8 meters (above 1GHz is 1.5 m) above the
ground at a 3 meter anechoic chamber test site. The table was rotated 360 degrees to
determine the position of the highest radiation.

c. The height of the equipment shall be 0.8 m(above 1GHz is 1.5 m); the height of the test
antenna shall vary between 1 m to 4 m. horizontal and vertical polarizations of the antenna are
set to make the measurement.

d. The initial step in collecting conducted emission data is a spectrum analyzer peak detector
mode pre-scanning the measurement frequency range. Significant peaks are then marked and
then QuasiPeak detector mode re-measured.

e. If the Peak Mode measured value compliance with and lower than Quasi Peak Mode Limit, the
EUT shall be deemed to meet QP Limits and then no additional QP Mode measurement
performed.

f. For the actual test configuration, please refer to the related Item —EUT Test Photos.

Note:

Both horizontal and vertical antenna polarities were tested and performed pretest to three
orthogonal axis. The worst case emissions were reported.

3.2.3 DEVIATION FROM TEST STANDARD

No deviation.
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3.2.4 TESTSETUP
(A) Radiated Emission Test-Up Frequency Below 30MHz

Loop Antenna

am e

EUT
-—
—

.
=

J Spectrum
Ground Plane Coazxial Cable Anakyzer
(B) Radiated Emission Test-Up Frequency 30MHz~1GHz
E-l— 3m —a
Turntable : 1 4
\\ EUT m te 4m - |
TTT TR T T Spectrum
IU.Em : Analyzer
Ground Plane — Coaxial Cable
(C) Radiated Emission Test-Up Frequency Above 1GHz
&
EUTfe— 3m —
,,,,,,,,,, ] Amplifier
15m
//
Turntable 1t to 4m Spectrum
Analyzer
———
Ground Plane J _
Coaxial Cable

3.2.5 EUT OPERATING CONDITIONS
The EUT tested system was configured as the statements of 2.4 Unless otherwise a special

operating condition is specified in the follows during the testing.
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3.2.6 FIELD STRENGTH CALCULATION

The field strength is calculated by adding the Antenna Factor and Cable Factor and subtracting
the Amplifier Gain and Duty Cycle Correction Factor (if any) from the measured reading. The basic
equation with a sample calculation is as follows:

FS=RA+AF + CL-AG

Where

FS = Field Strength

CL = Cable Attenuation Factor (Cable Loss)

RA = Reading Amplitude

AG = Amplifier Gain

AF = Antenna Factor

For example
Frequency FS RA AF CL AG Factor
(MHz) (dBuV/m) | (dBpV/m) | (dB) (dB) (dB) (dB)
300 40 58.1 12.2 1.6 31.9 -18.1

Factor=AF+CL-AG
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3.2.7 TEST RESULTS

(9KHz-30MH2)
Temperature: 22.9(C) Relative Humidity:  |53%RH
Test Voltage: DC 3.8V Test Mode: TX Mode
Freq. Reading Limit Margin State
Test Result
(MHz) (dBuV/m) (dBuV/m) (dB) P/F
-- - - - - PASS
-- - - - - PASS
Note:

The amplitude of spurious emissions which are attenuated by more than 20dB below the permissible

value has no need to be reported.
Distance extrapolation factor =40 log (specific distance/test distance)(dB);

Limit line = specific limits (dBuv) + distance extrapolation factor.
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(30MHz-1000MH2z)
Temperature: 22.9(C) Relative Humidity:  |53%RH
Test Voltage: DC 3.8V Phase: Horizontal
Test Mode: Mode 1/2/3/4/5/6/7/8/9(Mode 9 worst mode)
No. | Frequency | Reading Correct Result Limit Margin | Remark
(MH2z) (dBuV) | Factor(dB/m) | (dBuV/m) | (dBuV/m) (dB)
1 30.0000 29.30 -12.85 16.45 40.00 -23.55 QP
2 265.7100 29.29 -14.83 14.46 46.00 -31.54 QP
3 600.3600 34.86 -5.84 29.02 46.00 -16.98 QP
4 647.8900 37.57 -4.88 32.69 46.00 -13.31 QP
5 792.4200 33.11 -1.99 31.12 46.00 -14.88 QP
6 977.6900 30.55 2.52 33.07 54.00 -20.93 QP
Remark:

1. Margin = Result (Result =Reading + Factor )—Limit

80.0 dBuV/m

Limit1: _—
Margin: —
| 4 b
Ll
* x W M Py
WM
-20
30.000 127.00 22400 321.00 418.00 515.00 612.00 709.00 806.00 1000.00 MHz
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Temperature: 22.9(C) Relative Humidity:  |53%RH
Test Voltage: DC 3.8V Phase: Vertical
Test Mode: Mode 1/2/3/4/5/6/7/8/9(Mode 9 worst mode)
No. | Frequency | Reading Correct Result Limit Margin | Remark
(MHz) (dBuV) | Factor(dB/m) | (dBuV/m) | (dBuV/m) (dB)
1 31.9400 28.55 -13.86 14.69 40.00 -25.31 QP
2 262.8000 29.00 -14.76 14.24 46.00 -31.76 QP
3 600.3600 33.29 -5.84 27.45 46.00 -18.55 QP
4 647.8900 33.83 -4.88 28.95 46.00 -17.05 QP
5 833.1600 30.57 -0.62 29.95 46.00 -16.05 QP
6 983.5100 30.01 2.46 32.47 54.00 -21.53 QP
Remark:

1. Margin = Result (Result =Reading + Factor )—Limit

80.0 dBu¥Y/m

Limit1: —

Margin: —

W

30.000 127.00 22400 321.00 418.00 515.00 612.00 709.00 806.00 1000.00 MHz
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(1GHz~25GHz) Spurious emission Requirements

Frequency R'\élaeél?r: g Amplifier Loss Agi?:ra O;’I’:;t;d ET;SVS;?n Limits Margin Detector Comment
(MHz) (dBuV) (dB) (dB) (dB/m) (dB) (dBpV/m) (dBpV/m) (dB) Type
Low Channel (8-DPSK/2402 MHz)
3264.71 61.17 44.70 6.70 28.20 -9.80 51.37 74.00 -22.63 PK Vertical
3264.71 51.07 44.70 6.70 28.20 -9.80 41.27 54.00 -12.73 AV Vertical
3264.70 61.71 44.70 6.70 28.20 -9.80 51.91 74.00 -22.09 PK Horizontal
3264.70 50.86 44.70 6.70 28.20 -9.80 41.06 54.00 -12.94 AV Horizontal
4804.54 59.32 44.20 9.04 31.60 -3.56 55.76 74.00 -18.24 PK Vertical
4804.54 50.57 44.20 9.04 31.60 -3.56 47.01 54.00 -6.99 AV Vertical
4804.35 58.84 44.20 9.04 31.60 -3.56 55.28 74.00 -18.72 PK Horizontal
4804.35 49.12 44.20 9.04 31.60 -3.56 45.56 54.00 -8.44 AV Horizontal
5359.78 49.36 44.20 9.86 32.00 -2.34 47.02 74.00 -26.98 PK Vertical
5359.78 39.22 44.20 9.86 32.00 -2.34 36.88 54.00 -17.12 AV Vertical
5359.60 47.99 44.20 9.86 32.00 -2.34 45.65 74.00 -28.35 PK Horizontal
5359.60 38.11 44.20 9.86 32.00 -2.34 35.77 54.00 -18.23 AV Horizontal
7205.70 53.91 43.50 11.40 35.50 3.40 57.31 74.00 -16.69 PK Vertical
7205.70 44.46 43.50 11.40 35.50 3.40 47.86 54.00 -6.14 AV Vertical
7205.81 54.62 43.50 11.40 35.50 3.40 58.02 74.00 -15.98 PK Horizontal
7205.81 44.67 43.50 11.40 35.50 3.40 48.07 54.00 -5.93 AV Horizontal
Middle Channel (8-DPSK/2441 MHz)

3264.76 62.05 44.70 6.70 28.20 -9.80 52.25 74.00 -21.75 PK Vertical
3264.76 49.97 44.70 6.70 28.20 -9.80 40.17 54.00 -13.83 AV Vertical
3264.78 62.21 44.70 6.70 28.20 -9.80 52.41 74.00 -21.59 PK Horizontal
3264.78 50.76 44.70 6.70 28.20 -9.80 40.96 54.00 -13.04 AV Horizontal
4882.31 58.69 44.20 9.04 31.60 -3.56 55.13 74.00 -18.87 PK Vertical
4882.31 50.12 44.20 9.04 31.60 -3.56 46.56 54.00 -7.44 AV Vertical
4882.60 58.23 44.20 9.04 31.60 -3.56 54.67 74.00 -19.33 PK Horizontal
4882.60 49.74 44.20 9.04 31.60 -3.56 46.18 54.00 -7.82 AV Horizontal
5359.78 48.64 44.20 9.86 32.00 -2.34 46.30 74.00 -27.70 PK Vertical
5359.78 39.10 44.20 9.86 32.00 -2.34 36.76 54.00 -17.24 AV Vertical
5359.63 48.22 44.20 9.86 32.00 -2.34 45.88 74.00 -28.12 PK Horizontal
5359.63 38.57 44.20 9.86 32.00 -2.34 36.23 54.00 -17.77 AV Horizontal
7323.77 54.25 43.50 11.40 35.50 3.40 57.65 74.00 -16.35 PK Vertical
7323.77 44.70 43.50 11.40 35.50 3.40 48.10 54.00 -5.90 AV Vertical
7323.74 53.81 43.50 11.40 35.50 3.40 57.21 74.00 -16.79 PK Horizontal
7323.74 44.38 43.50 11.40 35.50 3.40 47.78 54.00 -6.22 AV Horizontal
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High Channel (8-DPSK/2480 MHz)

3264.69 61.65 44.70 6.70 28.20 -9.80 51.85 74.00 -22.15 PK Vertical
3264.69 49.87 44.70 6.70 28.20 -9.80 40.07 54.00 -13.93 AV Vertical
3264.85 61.20 44.70 6.70 28.20 -9.80 51.40 74.00 -22.60 PK Horizontal
3264.85 50.82 44.70 6.70 28.20 -9.80 41.02 54.00 -12.98 AV Horizontal
4960.34 58.94 44.20 9.04 31.60 -3.56 55.38 74.00 -18.62 PK Vertical
4960.34 49.55 44.20 9.04 31.60 -3.56 45.99 54.00 -8.01 AV Vertical
4960.45 59.18 44.20 9.04 31.60 -3.56 55.62 74.00 -18.38 PK Horizontal
4960.45 50.52 44.20 9.04 31.60 -3.56 46.96 54.00 -7.04 AV Horizontal
5359.63 48.05 44.20 9.86 32.00 -2.34 45.71 74.00 -28.29 PK Vertical
5359.63 38.95 44.20 9.86 32.00 -2.34 36.61 54.00 -17.39 AV Vertical
5359.65 47.54 44.20 9.86 32.00 -2.34 45.20 74.00 -28.80 PK Horizontal
5359.65 39.34 44.20 9.86 32.00 -2.34 37.00 54.00 -17.00 AV Horizontal
7439.86 54.35 43.50 11.40 35.50 3.40 57.75 74.00 -16.25 PK Vertical
7439.86 44.74 43.50 11.40 35.50 3.40 48.14 54.00 -5.86 AV Vertical
7439.78 54.97 43.50 11.40 35.50 3.40 58.37 74.00 -15.63 PK Horizontal
7439.78 44.42 43.50 11.40 35.50 3.40 47.82 54.00 -6.18 AV Horizontal
Note:

1) Scan with GFSK, m/4-DQPSK, 8DPSK, the worst case is 8DPSK Mode.
2) Factor = Antenna Factor + Cable Loss — Pre-amplifier.
Emission Level = Reading + Factor
3) The frequency emission of peak points that did not show above the forms are at least 20dB below the limit, the frequency

emission is mainly from the environment noise.
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Restricted band Requirements

8DPSK-Low
Horizontal
1200 dBu¥/m
Limitl: _
Limit2: —_—
70
; : w
20.0
2310.000 2320.00 2330.00 2340.00 2350.00 2360.00 2370.00 2380.00 239000 2410.00 MH=z
No. | Frequency | Reading Correct Result Limit Margin | Remark
(MH2z) (dBuV) | Factor(dB/m) | (dBuV/m) | (dBuV/m) (dB)
1 2365.300 43.02 3.97 46.99 74.00 -27.01 peak
2 2390.000 40.68 4.34 45.02 74.00 -28.98 peak
Vertical
1200 dBu¥/m
Limitl: _
Limit2: —_—
70
; M
20.0
2310.000 2320.00 2330.00 2340.00 2350.00 2360.00 2370.00 2380.00 239000 2410.00 MH=z
No. | Frequency | Reading Correct Result Limit Margin | Remark
(MHz) (dBuV) | Factor(dB/m) | (dBuV/m) | (dBuV/m) | (dB)
1 2369.300 44.47 4.03 48.50 74.00 -25.50 peak
2 2390.000 41.74 4.34 46.08 74.00 -27.92 peak
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8DPSK-High
Horizontal
1200 dBu¥/m
Limit1: —_—
Limit2: _—
70
1 2
20.0
2476000 2478 40 248080 2483 20 2485 60 2488 00 2490.40 2492 80 2495 20 2500.00 MH=z
No. | Frequency | Reading Correct Result Limit Margin | Remark
(MHz) (dBuV) | Factor(dB/m) | (dBuV/m) | (dBuV/m) (dB)
2483.500 40.38 4.60 44.98 74.00 -29.02 peak
2 2488.288 42.01 4.62 46.63 74.00 -27.37 peak
Vertical
1200 dBu¥/m
Limit1: —_—
Limit2: —_—
70
M 3 5
20.0
Z2476.000 2478 40 2480.80 2483.20 248560 2488.00 249040 2492 80 249520 2500.00 MH=z
No. | Frequency | Reading Correct Result Limit Margin | Remark
(MHz) (dBuV) | Factor(dB/m) | (dBuV/m) | (dBuV/m) | (dB)
1 2483.500 42.99 4.60 47.59 74.00 -26.41 peak
2 2496.568 42.85 4.64 47.49 74.00 -26.51 peak

Note: GFSK, 1/4-DQPSK, 8DPSK of the nohopping and hopping mode all have been test, the worst
case is 8DPSK of the nohopping mode, this report only show the worst case.
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4. CONDUCTED SPURIOUS & BAND EDGE EMISSION

4.1 LIMIT

According to FCC section 15.247(d), in any 100kHz bandwidth outside the frequency band in
which the spread spectrum or digitally modulated intentional radiator is operating, the radio
frequency power that is produced by the intentional radiator shall be at least 20dB below that in
the 100kHz bandwidth within the band that contains the highest level of the desired power, based
on either an RF conducted or a radiated measurement.

4.2 TEST PROCEDURE

Spectrum Parameter Setting
Detector Peak
Start/Stop Frequency 30 MHz to 10th carrier harmonic
RB / VB (emission in restricted band) 100 KHz/300 KHz
Trace-Mode: Max hold

' For Band edge

Spectrum Parameter Setting

Detector Peak
Lower Band Edge: 2300- 2407 MHz
Upper Band Edge: 2475 — 2500 MHz

Start/Stop Frequency

RB / VB (emission in restricted band) 100 KHz/300 KHz
Trace-Mode: Max hold
Remark: Hopping on and Hopping off mode all have been tested, only worst case hopping off is
reported.

4.3 TEST SETUP

Spectrum Analyzer EUT

The EUT is connected to the Spectrum Analyzer; the RF load attached to the EUT antenna terminal
is 500hm; the path loss as the factor is calibrated to correct the reading. Make the measurement
with the spectrum analyzer's resolution bandwidth (RBW) = 100 kHz. In order to make an accurate
measurement, set the span greater than RBW.

4.4 EUT OPERATION CONDITIONS
The EUT tested system was configured as the statements of 2.3 Unless otherwise a special
operating condition is specified in the follows during the testing.
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4.5 TEST RESULTS
Temperature: 25C Relative Humidity: |50%
Test Mode: GFSK(1Mbps)-00/39/78 CH  |Test Voltage: DC 3.8V
00 CH

Agilent Spectrum Analyzer - Swept SA

RL RF S0G  AC ALIGN AUTO PM Mar 23, 2020
[Center Freq 12.515000000 GHz i Avg Type: Log-Pwr RACE[1 23456
PNO: Fast o 1rig:Free Run TYPE| IV Wikttt
IFGain:Low #Atten: 30 dB oerflF PPPPP
MEkr1 2.402 GHz|
Ref Offset 0.5 dB
10 dBidiv__Ref 14.24 dBm 4.235 dBm
Log 1
424
578
-158 45@.
258 B
35.8 vi
458 2
558 K ] R e i
I U I O F el TV IS Y YD Rt
-B5.8
758
Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.386 s (1001 pts)

T
2.402 GHz 4.235 dBm
2702 GHz £3.684 dBm
4.799 GHz -38.359 dBm
24,228 GHz -47.280 dBm

—SOWONONAWN
ZZZZ
s
-

K3

N

‘STATUS ‘

39 CH
RL RF S06  AC INT REF ALIGN AUTO 0f:38:30 PM Mar 23, 2020
[Center Freq 12.515000000 GHz | . Avg Type: Log-Pwr TRACE[T= 505 6
PNO: Fast O 1rig:Free Run TYPE| I Yok hé-
IFGain:Low #Atten: 30 dB pETP PPPPP
Mkr1 2.452 GHz|
Ref Offset 05 dB
10 dBidiv__ Ref 14.83 dBm 4.826 dBm
Log ’1
483
A7
452 14,85 dEmfl
252
3
352 I
452 >
552 L e s et
[T, (SR S S S
852
752
Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.386 s (1001 pts),

FUNCTION FUNCTIO

2452 GHz 4.826 dBm
2652 GHz £56.286 dBm
4874 GHz 39.131 dBm
24276 GHz 47.780 dBm

ZZZ
3

SoLENANEWN

-

~

MSG ‘STATUS‘

A 1/F, Building B, Zhuoke Science Park, No.190 Chongging Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China
Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com

Shenzhen STS Test Services Co., Ltd.
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78 CH

Agilent Spectrum Analyzer - Swept SA

RL RF S0 AC INT REF ALIGN AUTO 06:44,27 P Mar 23, 2020
[Center Freq 12.515000000 GHz ) Avg Type: Log-Pwr TRACE1/2345 6
PNO: Fast G Trig: Free Run TPE| ] it
IFGain:Low #Atten: 30 dB veT|P PR PP P
Mkr1 2.477 GHZ
Ref Offset 0.5 dB
10didiv_Ref 13.11 dBm 3.109 dBm
Log ’1
LG
589
16.9 -14.63 vBm|
263 3
369 4
4639 = i
o { . A N s
et L] (T R R P U TN L e
£69
769
Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.386 s (1001 pts)

N 1 f 2477 GHz 3.108 dBm
2 N 1 f 2677 GHz 54586 dBm
3N 1 f 4,949 GHz -38.288 dBm
4 N 1 f 24.326 GHz -47.034 dBm
5 =
6
T
8
]
10 b
1 ~
< il | =
IMSG ‘STﬁTUS‘

A 1/F, Building B, Zhuoke Science Park, No.190 Chonggqing Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China

Shenzhen STS Test Services Co. , Ltd. Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com
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For Band edge(it's also the reference level for conducted spurious emission)

00 CH

Agilent Spectrum Analyzer - Swept SA

RL RF Sog A INT REF ALIGH AUTO 0f:33:03 P Mar 23, 2020
Center Freq 2.353500000 GHz i Avg Type: Log-Pwr TRACE[12 2458
PNO: Fast ) Trig: Free Run TYPE| V] it
IFGain:Low KAtten: 30 dB ETP PPPPP
Mkr1 2.402 19 GHz|

Ref Offset 05 dB -
4.475 dBm

10 dBidiv__ Ref 14.48 dBm
Log

445 ﬂ

552

-155 "‘I
255 3/4\

355
455 7 In ﬂuﬂw K‘M"I

55 e Senarid e A AT P " Aoyl A, i ]

-B5.5

758

Start 2.30000 GHz Stop 2.40700 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 10.27 ms (1001 pts)

L — v Y

2.402 18 GHz 4.475 dBm
2 232803 GHz £8.027 dBm
3 239876 GHz 41308 dBm
1 240005GHz 45562 dBm
5
6
7
8
9
10
1 @
< |
IMSG |STATUS|

39 CH

Agilent Spectrum Analyzer - Swept SA

RL RF S0Q AC INT REF ALIGN AUTO 06:37:59 P Mar 23, 2020
Center Freq 2.441000000 GHz | . Avg Type: Log-Pwr TRACE[1 22 45 6
PNO: Fast GO Trig:Free Run TYPE EAMM%WP i

IFGain:Low #Atten: 30 dB DET

Mkr1 2.440 84 GHz|
Ref Offset0.5 B
10 dBrdiv R:f 1.’:.?15 dBm 5.148 dBm

o ¢
/

7 AN PN

Center 2.44100 GHz Span 20.00 MHz
|#Res BW 100 kHz #VBW 300 kHz Sweep 1.933 ms (1001 pts)

2.440 84 GHz 5.148 dBm

SoWONONRWN

e
|
[£3

MSG |5TATUS |

A 1/F, Building B, Zhuoke Science Park, No.190 Chonggqing Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China

Shenzhen STS Test Services Co. , Ltd. Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com
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78 CH

Agilent Spectrum Analyzer - Swept SA

RL RF G065  AC INT REF ALIGN AUTO 06:43:57 P Mar 23, 2020

[Center Freq 2.487500000 GHz | Avg Type: Log-Pwr TRACE[1 22 45 6

PNO:Fast 0 1rig:FreeRun TYPE| M ikt

IFGain:Low #Atten: 30 dB DETP PRRFP

Ref Offset 0.5 dB Mkr1 2.479 850 GHz

jodeidiv__Ref 15.37 dBm 5.367 dBm
og 1
837 /.

463
- / \ 14 BﬁdEl_m.

348
[
P i N 3
546 " i !
R RPN P I DU Y S R
B4E
-TAB
Start 2.47500 GHz Stop 2.50000 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.400 ms (1001 pts)
L v ]
N1 f 2.479 850 GHz 5.367 dBm
2 N 1 f 2483500 GHz £2.162 dBm
3 N 1 f 2.484 000 GHz -13.959 dBm
4 N 1 f 2.494 275 GHz 56.546 dBm
& =
]
7
8
9
10 I
11 ~
< il | &
IMSG ‘STQTUS‘

A 1/F, Building B, Zhuoke Science Park, No.190 Chonggqing Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China

Shenzhen STS Test Services Co. , Ltd. Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com
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For Hopping Band edge
00 CH

Agilent Spectrum Analyzer - Swept SA

RL RF S06  AC INT REF ALIGH AUTO 05:44:46 PM Mar 23, 2020
[Center Freq 2.351500000 GHz i Avg Type: Log-Pwr TRACE[1[2 2456
PNO: Fast ) Trig: Free Run TPE [V il

IFGain:Low #Atten: 30 dB ETP PPPPP

Mkr1 2.403 000 GHz|
Ref Offset 0.5 dB 4.201 dBm

10 dBidiv__ Ref 14.20 dBm
Log

K

am

550 I

158 1580 d%.

268

8 3
114

458 d
2
: . I E— i
vk At P heroan r
-65.8
758
Start 2.30000 GHz Stop 2.40300 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 9.867 ms (1001 pts)
2.403 000 GHz 4.201 dBm
2 N 2.390 022 GHz 58.924 dBm
3 N 2.399 807 GHz 41.581 dBm
5
6
7
8
9
10
1 5
< | =
IMSG ‘STATUS‘

78 CH

Agilent Spectrum Analyzer - Swept SA

RL RF G065  AC INT REF ALIGN AUTO O05:47:08 P Mar 23, 2020

[Center Freq 2.489500000 GHz | . Avg Type: Log-Pwr TRACE[1 22 45 6

PNO:Fast 0 1rig:FreeRun TYPE| M ikt

IFGain:Low #Atten: 30 dB DETP PRRFP

Ref Offset 0.5 dB Mkr1 2.479 840 GHz

jodeidiv  Ref 15.32 dBm 5.323 dBm
og j.]
532 m

468
47 \/ \\ 14,68 dEmll

247 \
347 \m'

447 h‘ 2
: 3
o W, gl X

= [N NSRRI RPN PRSP PYSTUPPPISPY B SN S e

BT
FAT
Start 2.47900 GHz Stop 2.50000 GHz

Res BW 100 kHz #VBW 300 kHz Sweep 2.067 ms (1001 pts)

N1 2.479 840 GHz 5.323 dBm
2 N 1 f 2.483 998 GHz 49.074 dBm
3N 1 f 2.4989 160 GHz 56.292 dBm
4
5
6
7
8
9
10 2
1 @
< | &
IMSG ‘STQTUS‘

A 1/F, Building B, Zhuoke Science Park, No.190 Chonggqing Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China

Shenzhen STS Test Services Co. , Ltd. Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com
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Temperature: 25C Relative Humidity: |50%

_ T/4-DQPSK(2Mbps)— :
Test Mode: 00/39/78 CH Test Voltage: DC 3.8V

00 CH

Agilent Spectrum Analyzer - Swept SA

L RF EFIS SENSEIPULSE ALIGN AUTO 019:45:56 AM Mar 24, 2020
[Center Freq 12.515000000 GHz ) Avy Type: Log-Pwr TRACE[I[2 3458
PNO: Fast G Trig: Free Run TYPE gﬂgﬁpﬁfm
IFGain:Low #Atten: 30 dB DET,
Mkr1 2.402 GHz|
Ref Offset 0.5 dB
10 dBidiv__Ref 13.84 dBm 3.839 dBm
Log 1
384
B8
-16.2 -19. 54dB:mI
262
3.2 =3 vy
-15.2 2 M
B2 WW g gy WMM‘“W
v bt R PP (T
862
762
Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.386 s (1001 pts)

N 1 f 2402 GHz 3.839 dBm
2 N 1 f 2702 GHz 55318 dBm
3N 1 f 4.799 GHz -456.230 dBm
4 N 1 f 24.451 GHz -18.285 dBm
5
3
7
8
2]
10 b
1" ~
& | &
MSG ‘STATUS‘

39 CH

Agilent Spectrum Analyzer - Swept SA

RL RF 50 2 AC SEMSE:PULSE ALIGN AUTO 10:18:42 AM Mar 24, 2020
[Center Freq 12.515000000 GHz ) Avg Type: Log-Pwr TRACEJ1 345 &
PNO:Fast (0 1rig:FreeRun TYPE| M kit
IFGain:Low #Atten: 30 dB veT|P PR FPP
Ref Offset 0.5 dB Mkr1 2.452 GHz
10dBidiv Ref 7.33 dBm -2.668 dBm
Log ’1
-2.67
17 .
227
327 3
27 i
527 2 Y N — PRI, YO O b
P etV i LT T U s Becaiii dall
727
827
Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.386 s (1001 pts)
N 1 f 2.452 GHz -2.668 dBm
2 N 1 f 2677 GHz 56.617 dBm
3 N 1 f 4874 GHz 39.144 dBm
4 N 1 f 24501 GHz -47.795 dBm
5
8
7
8
9
10
1 |
< | &
IMSG ‘STﬁTUS‘

A 1/F, Building B, Zhuoke Science Park, No.190 Chongging Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China

Shenzhen STS Test Services Co. , Ltd. Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com
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78 CH

Agilent Spectrum Analyzer - Swept SA

RL RF 508 AC SENSEPULEE ALIGN AUTO 09:56:46 AM Mar 24, 2020
[Center Freq 12.515000000 GHz ) Avg Type: Log-Pwr TRACE[T 2345 6
PNO:Fast 0 1rig:FreeRun TYPE gf\m

IFGain:Low #Atten: 30 dB DET

Mkr1 2.477 GHzZ
Ref Offset 0.5 dB
1ngBldiv R:f 145.%1 dBm 4.513 dBm

1
451
549
155 -14, 54dB:mI
255
3
355 7}

-45.5 Vi
565 e, e e
TR o N B VD BT b LS

B85

755

Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.386 s (1001 pts)

N 1 f 2477 GHz 4513 dBm
2 N 1 f 2577 GHz 56.561 dBm
3N 1 f 4,949 GHz 40.923 dBm
4 N 1 f 24226 GHz -48.329 dBm
5 =
6
T
8
]
10 b
1 ~
< il | =
IMSG ‘STﬁTUS‘

A 1/F, Building B, Zhuoke Science Park, No.190 Chonggqing Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China

Shenzhen STS Test Services Co. , Ltd. Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com
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For Band edge(it's also the reference level for conducted spurious emission)

00 CH

Agilent Spectrum Analyzer - Swept SA

RL RF 00 AC SENSE:PULSE ALIGN ALTO 09:45:24 AM Mar 24, 2020
Center Freq 2.353500000 GHz i Avg Type: Log-Pwr TRACE[12 2458
PNO: Fast ) Trig: Free Run TYPE|Iv]
IFGain:Low KAtten: 30 dB ETP PPPPP
Mkr1 2.401 97 GHz
Ref Offset0.5 dB "
4.458 dBm

10 dBidiv__ Ref 14.46 dBm
Log

446 ﬂ

5.54

-155

- 3\

k'3 71
455 m@éu}w‘l
2

555

—— il P S e Aol At ARt T A A Ay ]
-B5.5
755
Start 2.30000 GHz Stop 2.40700 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 10.27 ms (1001 pts)

L —— v Y

2.401 97 GHz 4.458 dBm
2 231058 GHz £8.193 dBm
3 239887 GHz 41459 dBm
1 240005GHz 44980 dBm
5
6
7
8
9
10
1 @
< |
IMSG |STATUS|

39 CH

Agilent Spectrum Analyzer - Swept SA

RL RF S0%  AC SEMSEPULEE] ALIGNAUTO 10:18:11 AM Mar 24, 2020
Center Freq 2.441000000 GHz | ) Avg Type: Log-Pwr TRACE[1 0345 6
PNO: Fast GO Trig:Free Run TYPE| 141 bbbty
IFGain:Low #Atten: 30 dB ceT|P PRRFP P
MKkr1 2.440 84 GHz
Ref Offset0.5 dB
10 dBidiv__ Ref 15.17 dBm 5.171 dBm
Log .1
517 r"{
483
148 [’ \l 1463 demll
248 f \
et AN
448 "H‘Jﬂ — er\ e ] “'\’ \4\ \IM
e [ el oo T S p -
548
748
Center 2.44100 GHz Span 20.00 MHz
|#Res BW 100 kHz #VBW 300 kHz Sweep 1.933 ms (1001 pts)

2.440 84 GHz 5171 dBm

SoWONONRWN
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MSG |5TATUS |

A 1/F, Building B, Zhuoke Science Park, No.190 Chonggqing Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China

Shenzhen STS Test Services Co. , Ltd. Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com
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78 CH

Agilent Spectrum Analyzer - Swept SA

RL RF S06Q AC SENSE:PULSE ALIGN SUTO 09:56:15 AM Mar 24, 2020
[Center Freq 2.487500000 GHz | i Avg Type: Log-Pwr TRACE[] 3456
PNO:Fast 0 1rig:FreeRun TYPE ywm

IFGain:Low #Atten: 30 dB DET

MKkr1 2.479 850 GHz
10 dBidiv E:fforfﬁg'gg?n 5.464 dBm
Log 01
546
-

o {x \\ o]
245

345 NJJ K'

] \ 73

645
745
Start 2.47500 GHz Stop 2.50000 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.400 ms (1001 pts)
L ]
N 1 f 2.479 850 GHz 5.464 dBm
2 N 1 f 2.483 500 GHz £1.406 dBm
3 N 1 f 2.484 000 GHz -48.116 dBm
4 N 1 f 2.494 300 GHz 57.245 dBm
5 =
6
7
8
9
10 q
11 >
< il | &
IMSG ‘STQTUS‘

A 1/F, Building B, Zhuoke Science Park, No.190 Chonggqing Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China

Shenzhen STS Test Services Co. , Ltd. Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com
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For Hopping Band edge
00 CH

Agilent Spectrum Analyzer - Swept SA

RL RF S0G  AC INT REF ALIGN AUTO 05:52:00 PM Mar 23, 2020

[Center Freq 2.351500000 GHz i Avg Type: Log-Pwr TRACE[1[2 2456
PNO: Fast 0 1rig:Free Run TYRE[]

IFGain:Low #Atten: 30 dB pETP PPPPP

Ref Offset0.5 dB MKkr1 2.403 000 GHz

1L%ngdiv Ref 14.40 dBm 4.390 dBm

i

4.40

560
158 1561 1&.
256

356 r\w
|

- nk
456 5 HJ
58 P N A ) - i v
b5 6
756
Start 2.30000 GHz Stop 2.40300 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 9.867 ms (1001 pts)
2.403 000 GHz 4.390 dBm
2 N 2.390 022 GHz 58589 dBm
3 N 2.399 807 GHz 42.230 dBm
5
6
7
8
9
10
1 5
< | =
IMSG ‘STATUS‘

78 CH

Agilent Spectrum Analyzer - Swept SA

RL RF G065  AC INT REF ALIGN AUTO 05:54:21 P Mar 23, 2020
[Center Freq 2.489500000 GHz | . Avg Type: Log-Pwr TRACE[] S 2156
PNO: Fast 0 Trig: Free Run TYPE Il oot
IFGain:Low #Atten: 30 dB ceT|P PRRFPP
MKr1 2.479 840 GHZ]
Ref Offset 0.5 dB
19 dBidiv Ref 15.34 dBm 5.339 dBm
‘1
534
466
147 \ -14, BEdEI_m.
247 \
347
447 \MU 2 3
AT o m}( A
R > RPN SR T SS PSSP YU VY MR
647
FAT
Start 2.47900 GHz Stop 2.50000 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.067 ms (1001 pts)

N1 2.479 840 GHz 5.339 dBm
2 N 1 f 2,483 998 GHz 49.744 dBm
3N 1 f 2.497 816 GHz 56.262 dBm
4
5
6
7
8
9
10 2
1 @
< | &
IMSG ‘STQTUS‘

A 1/F, Building B, Zhuoke Science Park, No.190 Chonggqing Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China

Shenzhen STS Test Services Co. , Ltd. Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com
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Temperature: 25C Relative Humidity: |50%

Test Mode: 8DPSK(3Mbps) -00/39/78 CH |Test Voltage: DC 3.8V

00 CH

Agilent Spectrum Analyzer - Swept SA

RL RF S0 AC SEMSEPULEE] ALIGN AUTO 10:01:21 AM Mar 24, 2020
[Center Freq 12.515000000 GHz ) Avg Type: Log-Pwr TRACE[T - 3456
PNO: Fast G0 Trig: Free Run TYPE| VI it
IFGain:Low #Atten: 30 dB cer|P PPPPP
Mkr1 2.402 GHz|
Ref Offset 0.5 dB
10 dBidiv__ Ref 13.04 dBm 3.042 dBm
Log 1
304
595
-15.42 cibm|
7.0
270 g
370 S
47.0
- N | gpoariveat s gt
570 —— I S e
£7.0
770
Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.386 s (1001 pts)

[ v ] rucrow [ fuen FInC -
N 1 f 2.402 GHz 3.042 dBm

2 N 1 f 2702 GHz 56631 dBm

3N 1 f 4.798 GHz -39.402 dBm

4 N 1 f 24.151 GHz -47.946 dBm

5

6

7

8

9

10

11 -

< | B

IMSG ‘STATUS‘

39 CH

Agilent Spectrum Analyzer - Swept SA
RF 500  AC SEMSE:PLLEE] ALIGNAUTD 10:08:51 &M Mar 24, 2020
’E Avg Type: Log-Pwr TRACE

RL
enter Freq 12.515000000 GHz | 3956

PNO: F Trig: Free Run TYPE| M bbb
IFGain:If\tu & #Atten: 30 dB CeTP PPPPP
Ref Offset 0.5 dB Mkr1 2.452 GHz
10 dBidiv__Ref 14.72 dBm 4.719 dBm
Log ’1
472
5.28
-163 -14.92 bl
253
3
363

453 > ww“"h'{‘z‘
553 by gt ]
- SEECERNIN | NE e S e

553

753

Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.386 s (1001 pts)

2452 GHz 4719 dBm

z 2627GHz 55938 dBm
3 4874GHz 38570 dBm
4 24.625 GHz 48260 dBm
8
7
g
9
10 1
1 =
< | &
IMSG ‘ST!TUS‘

A 1/F, Building B, Zhuoke Science Park, No.190 Chongging Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China

Shenzhen STS Test Services Co. , Ltd. Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com
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78 CH

Agilent Spectrum Analyzer - Swept SA

RL RF S0Q  AC SEMSEPLLEE] ALIGN AUTO 10:12:56 AM Mar 24, 2020
[Center Freq 12.515000000 GHz | ) Avg Type: Log-Pwr TRACE[ 0345 6
PNO: Fast 50 Trig: Free Run T;g gﬂ\;ﬁ:‘m

IFGain:Low #Atten: 30 dB

Mkr1 2.477 GHz
Ref 15.13 dBm 5.130 dBm

3

10 dBidiv
Log

413

-487
-14 57 dbin|

-14.8

-34.9
Wa Wy

o Mw W TR |y TR S

548

748

Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.386 s (1001 pts)

N 1 f 2477 GHz 5130 dBm
2 N 1 f 2652 GHz 56.606 dBm
3N 1 f 7.4486 GHz 53.884 dBm
4 N 1 f 24825 GHz 47672 dBm
5 =
6
T
8
]
10 b
1 ~
< il | =
IMSG ‘STﬁTUS‘

A 1/F, Building B, Zhuoke Science Park, No.190 Chonggqing Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China

Shenzhen STS Test Services Co. , Ltd. Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com
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For Band edge(it's also the reference level for conducted spurious emission)

00 CH

Agilent Spectrum Analyzer - Swept SA

RL [ SoR  AC SENSE:PULSE ALIGN AUTO 10:00:50 AM Mar 24, 2020
Center Freq 2.353500000 GHz i Avg Type: Log-Pwr TRACE[12 2458
PNO:Fast (0 1rig:Free Run e[
IFGain:Low KAtten: 30 dB ETP PPPPP
Mkr1 2.401 97 GHz|
Ref Offset 0.5 dB i
4.578 dBm

10 dBidiv__ Ref 14.58 dBm
Log

¢
45 f\
542
5.4 5 i&‘?ﬂl
54
EF) 3/!‘, \
45,4 3
554 v/
bt it i Wit pond A EFEN BPSTIY PSR EAET N A | Y A Aol

-B5.4
754
Start 2.30000 GHz Stop 2.40700 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 10.27 ms (1001 pts)

L —— v Y

2.401 97 GHz 4578 dBm
2 232258 GHz £8.139 dBm
3 239876 GHz 41000 dBm
1 240005GHz 44581 dBm
5
6
7
8
9
10
1 @
< |
IMSG |STATUS|

39 CH

Agilent Spectrum Analyzer - Swept SA

RL RF S0Q AC SENSEPULSE ALIGN AUTO 10:08:20 AM Mar 24, 2020
Center Freq 2.441000000 GHz | . Avg Type: Log-Pwr TRACE[1 2245 6
PNO: Fast GO Trig:Free Run TYPE EAMM%WP i

IFGain:Low #Atten: 30 dB DET

Mkr1 2.440 84 GHz|
Ref Offset0.5 B
1L%gBJ'div R:f 1.’:.%8 dBm 5.080 dBm

508 [JJ

490 f \ ol

ey
449 ,.,NJ‘AW WIE S
59 - N
NSIPPSTY Br W RS T AT P
£49
-749
Center 2.44100 GHz Span 20.00 MHz
|#Res BW 100 kHz #VBW 300 kHz Sweep 1.933 ms (1001 pts)

2.440 84 GHz 5080 dBm

SoWONONRWN

e
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MSG |5TATUS |

A 1/F, Building B, Zhuoke Science Park, No.190 Chonggqing Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China

Shenzhen STS Test Services Co. , Ltd. Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com
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78 CH

Agilent Spectrum Analyzer - Swept SA

RL RF S06Q AC SENSE:PULSE ALIGN SUTO 10:12:25 AM Mar 24, 2020
[Center Freq 2.487500000 GHz | i Avg Type: Log-Pwr TRACE[] 3456
PNO:Fast 0 1rig:FreeRun TYPE ywm

IFGain:Low #Atten: 30 dB DET

MKkr1 2.479 850 GHz
10 dBidiv E:fforg.?:ggg?n 5.429 dBm
Log 01
543
7

jf; /K \‘l -14.57 demf
246

348 (._,/"'JJ \"

s ALY \ s

546 »
R S e L) O MR PTR I PPEV P
646
-TAB
Start 2.47500 GHz Stop 2.50000 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.400 ms (1001 pts)
L v ]
N 1 f 2.479 850 GHz 5.429 dBm
2 N 1 f 2483500 GHz £1.890 dBm
3 N 1 f 2.484 000 GHz -48.653 dBm
4 N 1 f 2.494 550 GHz 58.036 dBm
5 =
]
7
8
9
10 q
11 >
< il | &
IMSG ‘STQTUS‘
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For Hopping Band edge
00 CH

Agilent Spectrum Analyzer - Swept SA

RL RF S0G  AC INT REF ALIGN AUTO 06:03:35 PM Mar 23, 2020
[Center Freq 2.351500000 GHz i Avg Type: Log-Pwr TRACE[1[2 2456
PNO: Fast ) Trig: Free Run TYPE (W] il
IFGain:Low #Atten: 30 dB ETP PPPPP
Ref Offset 0.5 dB Mkr1 2.403 000 GHz
10 dBidiv__ Ref 14.38 dBm 4.378 dBm
Log 1‘
438
562
156 .15@%.
56
356 3 ]
455 \nnf
A
558 - - P B, PO f
b5 6
5B
Start 2.30000 GHz Stop 2.40300 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 9.867 ms (1001 pts)
[ = [ v _ [ fUNCTon ]
2.403 000 GHz 4.378 dBm
2 N 2.390 022 GHz £8.807 dBm
3 N 2.398 056 GHz 42.311 dBm
4
5
6
7
8
9
10
1 v
< | =
IMSG ‘STATUS‘

78 CH

Agilent Spectrum Analyzer - Swept SA

RL RF G065  AC INT REF ALIGN AUTO 06:05:56 P Mar 23, 2020
[Center Freq 2.489500000 GHz | ) Avg Type: Log-Pwr TRACE[1 03456
PNO: Fast 0 Trig: Free Run TYPE Il oot
IFGain:Low #Atten: 30 dB ceT|P PRRFPP
MKr1 2.479 000 GHZ]
Ref Offset 0.5 dB
10 dBidiv__ Ref 15.16 dBm 5.159 dBm
Log ’1
516 o
-4.64 \"“
148 \ 14,84 dEmll
-248 \
348 .
448 'L 2
i W\rw\ X B
8 PLY L
LA Y SV PP FSPUR P S ST SO PR SNAPS NP
548
748
Start 2.47900 GHz Stop 2.50000 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.067 ms (1001 pts)

N1 2.479 000 GHz 5.159 dBm
2 N 1 f 2,483 998 GHz 49.378 dBm
3N 1 f 2.491 411 GHz 56.987 dBm
4
5
6
7
8
9
10 2
1 @
< | &
IMSG ‘STQTUS‘
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5. NUMBER OF HOPPING CHANNEL

5.1 LIMIT
FCC Part 15.247,Subpart C
. o FrequencyRange
Section Test Item Limit Result
(MH2)
15.247 Number of Hopping S )
(@)(1) i) Channel 215 2400-2483.5 PASS
Spectrum Parameters Setting
Attenuation Auto
Span Frequency > Operating FrequencyRange
RB 300KHz
VB 300KHz
Detector Peak
Trace Max Hold
Sweep Time Auto

5.2 TEST PROCEDURE

a. The EUT was directly connected to the spectrum analyzer and antenna output port as show in
the block diagram below.
b. Spectrum Setting: RBW= 300KHz, VBW=300KHz, Sweep time = Auto.

5.3 TEST SETUP

EUT SPECTRUM
ANALYZER

5.4 EUT OPERATION CONDITIONS
The EUT tested system was configured as the statements of 2.4 Unless otherwise a special
operating condition is specified in the follows during the testing.
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5.5 TEST RESULTS

Temperature: 25C Relative Humidity: |60%

Test Mode: Hopping Mode -GFSK Mode |Test Voltage: DC 3.8V

Number of Hopping Channel 79

Hopping channel

Agilent Spectrum Analyzer - Swept SA
INT REF) ALIGN AUTO 105:42:24 P Mar 23, 2020
‘ Avg Type: Log-Pwr TRACE

RL RF 50 Q AC
Center Freq 2.441750000 GHz Trig: Free Run b AEEERT
IEL’;.aUmFLa::M > ﬂAttén: 30dB DETFFPFFFP
Mkr2 2.479 993 0 GHz
Ref Offset 0.5 dB
10 dBidiv__ Ref 15.67 dBm 5.49 dBm|
Log T ’2_
557
| LA YT AR AN
-143 J \

-243 Jf 1
| |

-143 u

543

-643

2743

Start 2.40000 GHz Stop 2.48350 GHz
‘Res BW 300 kHz #VBW 300 kHz

FUNCTION FUNCTION %IDTH

4 dBm
9 dBm

2.402 254 6 GHz
N 1 f 2.479 993 0 GHz

o
o

|5

msa [status|
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6. AVERAGE TIME OF OCCUPANCY

6.1 LIMIT
FCC Part 15.247,Subpart C
] o FrequencyRange
Section Test Item Limit Result
(MH2z)
15.247 Average Time
(a)(1)ii) of Occupancy 0.4sec 2400-2483.5 PASS

6.2 TEST PROCEDURE
. The transmitter output (antenna port) was connected to the spectrum analyzer.

. Set RBW =1MHz/VBW =3MHz.

. Use a video trigger with the trigger level set to enable triggering only on full pulses.

. Sweep Time is more than once pulse time.

Set the center frequency on any frequency would be measure and set the frequency span to

* Zzero span.

. Measure the maximum time duration of one single pulse.

. Set the EUT for DH5, DH3 and DH1 packet transmitting.

. Measure the maximum time duration of one single pulse.

DH5 Packet permit maximum 1600/ 79 / 6 = 3.37 hops per second in each channel (5 time

slots RX, 1 time slot TX). Sothe dwell time is the time duration of the pulse times 3.37 x 31.6

= 106.6 within 31.6 seconds.

j. DH3 Packet permit maximum 1600/ 79 / 4 = 5.06 hops per second in each channel (3 time
slots RX, 1 time slot TX). Sothe dwell time is the time duration of the pulse times 5.06 x 31.6 =
160 within 31.6 seconds.

k. DH1 Packet permit maximum 1600/ 79 /2 = 10.12 hops per second in each channel (1 time

slot RX, 1 time slot TX). So the dwell time is the time duration of the pulse times 10.12 x 31.6 =

320 within 31.6 seconds.

. JTQ . ® 20 T ®

6.3 TEST SETUP

EUT SPECTRUM
ANALYZER

6.4 EUT OPERATION CONDITIONS

The EUT tested system was configured as the statements of 2.4 Unless otherwise a special
operating condition is specified in the follows during the testing.

A 1/F, Building B, Zhuoke Science Park, No.190 Chongging Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China

Shenzhen STS Test Services Co. , Ltd. l Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com




)

Report No.: STS2003054W03

s
Page 49 of 73

6.5 TEST RESULTS

Temperature: 25C Relative Humidity: |50%
Test Mode: GFSK(1Mbps)-DH1/DH3/DH5 (Test Voltage: DC 3.8V
Data Packet Channel pulse time(ms) Dwell Time(s) Limits(s)
DH1 middle 0.402 0.129 0.4
DH3 middle 1.662 0.266 04
DH5 middle 2.915 0.311 0.4

A 1/F, Building B, Zhuoke Science Park, No.190 Chonggqing Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China
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CH39-DH1

Dwell Time

Line1 :0.429ms
Line2 :0.832ms
Pulse Width :0.402ms
Dwell Time: 0.129s

“ ity il

] EREE)

(ms)

CH39-DH3

Dwell Time

Line1:0.840ms

Line2 :2.502ms

Pulse Width :1.662ms
Dwell Time: 0.266s

i il

3133

20 30

(ms)

CH39-DH5

Dwell Time

Line1:0.595ms
Line2 :3.5610ms
Pulse Width :2.915m)|
Dwell Time: 0.311s

(dBm)

30 2000

(ms)
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Temperature: 25C Relative Humidity: |50%
) T/4-DQPSK(2Mbps)— .
Test Mode: 2DH1/2DH3/2DH5 Test Voltage: DC 3.8V
Data Packet Channel pulse time(ms) Dwell Time(s) Limits(s)
2DH1 middle 0.411 0.132 0.4
2DH3 middle 1.666 0.267 0.4
2DH5 middle 2.918 0.311 04
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CH39-2DH1
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Temperature: 25C Relative Humidity: |50%
. 8DPSK(3Mbps)— .
Test Mode: 3DH1/3DH3/3DH5 Test Voltage: DC 3.8V
Data Packet Channel pulse time(ms) Dwell Time(s) Limits(s)
3DH1 middle 0.411 0.132 0.4
3DH3 middle 1.665 0.266 0.4
3DH5 middle 2.926 0.312 04
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CH39-3DH1

Dwell Time

Line1:0.429ms
Line2:0.841ms
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7. HOPPING CHANNEL SEPARATION MEASUREMEN

7.1 LIMIT
Frequency hopping systems shall have hopping channel carrier frequencies separated by a
minimum of 25 kHz or the 20 dB bandwidth of the hopping channel, whichever is greater.
Alternatively, frequency hopping systems operating in the 2400-2483.5 MHz band may have
hopping channel carrier frequencies that are separated by 25 kHz or two-thirds of the 20 dB
bandwidth of the hopping channel, whichever is greater, provided the systems operate with an
output power no greater than 125 mWw.

Spectrum Parameter Setting
Attenuation Auto
Span Frequency > 20 dB Bandwidth or Channel Separation
RB 30 kHz (20dB Bandwidth) / 30 kHz (Channel Separation)
VB 100 kHz (20dB Bandwidth) / 100 kHz (Channel Separation)
Detector Peak
Trace Max Hold
Sweep Time Auto

7.2 TEST PROCEDURE
a. The transmitter output (antenna port) was connected to the spectrum analyser in peak hold

mode.
b. The resolution bandwidth of 30 kHz and the video bandwidth of 100 kHz were utilised for 20

dB bandwidth measurement.
c. The resolution bandwidth of 30 kHz and the video bandwidth of 100 kHz were utilised for

channel separation measurement.

7.3 TEST SETUP

LI |

Spectrum Analayzer EUT

7.4 EUT OPERATION CONDITIONS
The EUT was programmed to be in continuously transmitting mode.
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7.5 TEST RESULTS

Temperature: 25C Relative Humidity: |50%
. CHOO / CH39 / CH78 .
Test Mode: (GESK(1Mbps) Mode) Test Voltage: DC 3.8V
Mark1 Mark?2 Ch.
Frequency Frequency Frequency Separation Limit (MHZz) Result
(MHz) (MHz) (MH2)
2402 MHz 2401.990 2402.992 1.002 0.848 Complies
2441 MHz 2440.987 2441.989 1.002 0.832 Complies
2480 MHz 2478.990 2479.986 0.996 0.833 Complies

For GFSK: Ch. Separation Limits: > 20dB bandwidth

CHO0 -1Mbps
Agilent Spectrum Analyzer - Swept SA
RL RF Sog A INT REF ALIGH AUTO 0f:35:41 PI Mar 23, 2020
Center Freq 2.402500000 GHz i Avy Type: Log-Pwr TRACE[1 22456
PNO: Wide GO Trig: Free Run TYPE| 4] bttt
IFGain:Low KAtten: 30 dB erP PPPPP
Mkr2 2.402 992 GHz
Ref Offset 0.5 dB
10 dB/div__Ref 14.40 dBm 4.512 dBm
fLog 7 '2
440
va ARV AN
-5.BD ’_v/\"‘“
156
256 /«/
356 ™ ~
-456
458
56
756
Center 2.402500 GHz Span 3.000 MHz
|#Res BW 30 kHz #VBW 100 kHz

1 N 1 f 2.401 990 GHz 4.47 dBm
N 1 f 2.402 992 GHz 451 dBm
3
a
5
6
7
8
9
10 b
1 v
< | B
IMSG ISTATUS
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CH39 -1Mbps

Agilent Spectrum Analyzer - Swept SA

RL RF S0G  AC INT REF ALIGN AUTO 06:41:00 PM Mar 23, 2020
Center Freq 2.441500000 GHz i Avg Type: Log-Pur TRACE[T= S0 5 6
PNO: Wide o Trig:Free Run TYPE W] ittt
IFGain:Low #Atten: 30 dB ETP PPPPP
Mkr2 2.441 989 GHz
Ref Offset 05 dB
10 cdB/div__Ref 14.90 dBm 4.939 dBm
Log 7 (3
490
o —\//\J[\r \/\“ R
51 j_.\/Jf\’J
251
31 \W
451
51
851
751
Center 2.441500 GHz Span 3.000 MHz|
|#Res BW 30 kHz #VBW 100 kHz Sweep 3.200 ms (1001 pts)

FUNCTION FUNC

2440987 GHz 490 dBm
2.441989 GHz 4.94 dBm

3
4
5
6
7
8
9
0
1

3

=
|
[}

|STATUS |

CH78 -1Mbps

Agilent Spectrum Analyzer - Swept SA

RL RF S0GQ  AC INT REF ALIGN AUTO 06:50:45 PM Mar 23, 2020
Center Freq 2.479500000 GHz i Avg Type: Log-Pwr TRACE[1 24586
PNO: Wide G0 1rig:Free Run TYPE [ I¥] bt
IFGain:Low #Atten: 30 B berP PPPP P
Mkr2 2.479 986 GHz
Ref Offset 0.5 dB

10 dBidiv__ Ref 15.25 dBm 5.245 dBm

Log T %

526
f\/‘ A

478

148 ,.J""/\JJ ,\/‘ﬂ'J \/\w
248 /VI

48 p—

-44.8

4.8

Center 2.479500 GHz Span 3.000 MHz
|#Res BW 30 kHz #VBW 100 kHz Sweep 3.200 ms (1001 pts)

[ [ [ oA
2.478990 GHz 5.18 dBm
2479986 GHz 525 dBm

3
4
5
6
T
8
9
0
1

=
R NN
o

|STATUS |
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Temperature: 25C Relative Humidity: |50%
) CHOO / CH39 / CH78 )
Test Mode: (1/4-DQPSK(2Mbps) Mode) Test Voltage: DC 3.8V
Mark1 Mark?2 Ch.
Frequency Frequency Frequency Separation Limit (MHz) Result
(MHz) (MHz) (MHz)
2402 MHz 2401.987 2402.989 1.002 0.809 Complies
2441 MHz 2440.990 2441.992 1.002 0.811 Complies
2480 MHz 2478.993 2479.989 0.996 0.810 Complies

For 11/4-DQPSK(2Mbps): Ch. Separation Limits: > two-thirds 20dB bandwidth

Agilent Spectrum Analyzer - Swept SA

CHO0 -2Mbps

SENSEPULSE]

ALIGN AUTO

09:49:01 AM Mar 24, 2020

RL
[Center Freq 2.402500000 GHz

Avg Type: Log-Pwr

PNO: Wide GO Trig: Free Run
IFGain:Low #Atten: 30 dB

TRACE[] - 2456

DeTP PFPFP

Ref Offset 0.5 dB

10 dBidiv Ref 14.41 dBm
Log

Mkr2 2.402 989 GHz
4.521 dBm

441

[ 2

JASVER A

A

553
-15.6

-256

\

356

-45.6

T

556
5.6

-f56

Center 2.402500 GHz
Res BW 30 kHz

#VBW 100 kHz

Span 3.000 MHz

1 N 1 f
N 1 f

3
4
5
6
T
8
9

10
11

MSG
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442 dBm
452 dBm
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CH39 -2Mbps

Agilent Spectrum Analyzer - Swept SA

RL RF 506G AC SENSEPULEE] ALIGN AUTO 09:54:28 AM Mar 24, 2020
[Center Freq 2.441500000 GHz i Avg Type: Log-Pwr TRACE[- 5956
PNO: Wide O Trig: Free Run THPE (W] ilhihiif
IFGain:Low #Atten: 30 dB oerP PPPPP
Ref Offset 0.6 dB Mkr2 2.441 992 GHz|
104Bidv__Ref 15.06 dBm 5.070 dBm
od 1 i
.06
» N/ AN il
148
43
KT
449
549
7%
748
Center 2441500 GHz Span 3.000 MHz,
Res BW 30 kHz #VBW 100 kHz s)
s = ] FUNCTION WIDTH
N 1 f 2.440 990 GHz 5.06 dBm
N1 f 2.441 992 GHz 5.07 dBm
3
4
5
[
7
8
9
0 L
1 ]
< | >
IMSG‘ ‘STATUS‘

CH78 -2Mbps

Agilent Spectrum Analyzer - Swept SA

RL RF S0G  AC SENSEPULEE] ALIGN AUTO 09:58:234 AM Mar 24, 2020
[Center Freq 2.479500000 GHz i Avg Type: Log-Pwr TRACE[[[ 22456
PNO: Wide D Trig: Free Run TYPE |[¥] tininbiiA
IFGain:Low #Atten: 30 dB perfP PPPPP
Mkr2 2.479 989 GHz
Ref Offset 0.5 dB
10 dBidiv__Ref 15.33 dBm 5.368 dBm
Log T (8
533
e _ N/ I ANVAN _
47 :f/
247
347 o
447
547
-B47
T4T
Center 2479500 GHz Span 3.000 MHz
Res BW 30 kHz #VBW 100 kHz Sweep 3.200 ms (1001 pts)

[ % 1 v ] _Fucon ] Ao

1f 2.476.993 GHz 526 dBm
1f 2.479989 GHz 637 dBm
3
4
5
6
7
8
9
10
1 v
adl | ¥
IMSG‘ ‘STATUS‘
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Temperature: 25C Relative Humidity: |50%
) CHOO / CH39/ CH78 i
Test Mode: (8DPSK(3Mbps)Mode) Test Voltage: DC 3.8V
Mark1 Mark2 Ch.
Frequency Frequency Frequency Separation Limit (MHz) Result
(MHz) (MHz) (MHz)
2402 MHz 2401.990 2402.992 1.002 0.793 Complies
2441 MHz 2440.990 2441.992 1.002 0.805 Complies
2480 MHz 2478.993 2479.992 0.999 0.805 Complies

For 8DPSK(3Mbps):Ch. Separation Limits: > two-thirds 20dB bandwidth

CHOO0 -3Mbps
Agilent Spectrum Analyzer - Swept SA
RL RF S0G  AC SENSEPULEE] ALIGN AUTO 10:02:43 &M Mar 24, 2020
Center Freq 2.402500000 GHz i Avg Type: Log-Pur TRACE|| 23456
PNO: Wide Trig: Free Run THPE| I i
IFGain:Low #Atten: 30 dB oerlP PPPPP
Mkr2 2.402 992 GHz
Ref Offset 05 dB
10 ¢Bidiv__Ref 13.01 dBm 4.645 dBm
fLog 1 2
- AV BN WA
699
-17.0
270
aro // \\ n‘—-—_—fl{
-47.0
570
-67.0
770
Center 2.402500 GHz Span 3.000 MHz
|#Res BW 30 kHz #VBW 100 kHz Sweep 3.200 ms (1001 pts)
[MRR[WODE[TRCf SOl < [ v ] _FUNCTION [ FUNCTIONWD CTION VA
1 N 1 f 2.401990 GHz 459 dBm
N 1 f 2402992 GHz 4.65 dBm
3
4
5
6
7
8
9
10 A
1 ]
< | =
IMSG ISTATUS
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CH39 -3Mbps

Agilent Spectrum Analyzer - Swept SA

RL RF 506G AC SENSEPULEE] ALIGN AUTO 10:10:42 &M Mar 24, 2020
[Center Freq 2.441500000 GHz i Avg Type: Log-Pwr TRACE[- 5956
PNO: Wide G Trig: Free Run THPE [ Yoy
IFGain:Low #Atten: 30 dB ETP PPPPP
Mkr2 2.441 992 GHz
Ref Offset 05 dB
{0 deidiv__Ref 15.06 dBm 5.114 dBm
°d 1 [
5.06
494 [\ f/ f\’,_p/\'\'
149 //\J
249
349 T A
449
549
B9
749
Center 2.441500 GHz Span 3.000 MHz|
Res BW 30 kHz #VBW 100 kHz

S)

FUNCTION FUMNCTION W10

s
N 1 f 2.440 990 GHz 5.068 dBm

N 1 f 2441992 GHz 5.11 dBm

_SowE~NANRW

|~
|+
%

IMSG‘

‘STATUS ‘

CH78 -3Mbps

Agilent Spectrum Analyzer - Swept SA

RL RF S06 AC SENSEPULSE ALIGH AUTO 10:14:37 AM Mar 24, 2020
Eenler Freq 2.479500000 GHz . Avg Type: Log-Pwr TRACE 3456
PNO: Wide D Trig: Free Run THPE (V] i
IFGain:Low #Atten: 30 dB LT FPPPP
Mkr2 2.479 992 GHZ]
Ref Offset 0.5 dB
10 dBrdiv__Ref 15.26 dBm 5.334 dBm
Log 7 '2
5.26
474 A Rﬁ\ - A _r\/\\»v-\

a7 \Fh\'“‘\\
7

347

147

547

Center 2479500 GHz Span 3.000 MHz
Res BW 30 kHz #VBW 100 kHz Sweep 3.200 ms (1001 pts)
M [ x [ v [ FUNCTION ] FUNCTIONWID

1 f 2478993 GHz 5.30dBm
1 f 2479992 GHz 533 dBm

aa
SowO~NONLW

|~
|s
|

IMSG‘

‘STATUS ‘
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8. BANDWIDTH TEST

8.1 LIMIT
FCC Part15 15.247,Subpart C
) o FrequencyRange
Section Test Item Limit Result
(MH2z)
15.247 _ _
Bandwidth (20dB bandwidth) 2400-2483.5 PASS
(@)(1)
Spectrum Parameter Setting
Attenuation Auto
Span Frequency > Measurement Bandwidth or Channel Separation
RB 30 kHz (20dB Bandwidth) / 30 kHz (Channel Separation)
VB 100 kHz (20dB Bandwidth) / 100 kHz (Channel Separation)
Detector Peak
Trace Max Hold
Sweep Time Auto
8.2 TEST PROCEDURE

a. The EUT was directly connected to the spectrum analyzer and antenna output port as show in
the block diagram below.
b. Spectrum Setting: RBW= 30KHz, VBW=100KHz, Sweep time = Auto.

8.3 TEST SETUP

EUT SPECTRUM
ANALYZER

8.4 EUT OPERATION CONDITIONS

The EUT tested system was configured as the statements of 2.4 Unless otherwise a special
operating condition is specified in the follows during the testing.
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8.5 TEST RESULTS

Temperature: 25C Relative Humidity: |50%
GFSK(1Mbps)
Test Mode: Test Voltage: DC 3.8V
CHOO0 / CH39/ C78 g
Frequenc 20dB Bandwidth Result
quency (MHz)
2402 MHz 0.848 PASS
2441 MHz 0.832 PASS
2480 MHz 0.833 PASS
CHOO -1Mbps
Agilent Spectrum Analyzer - Occupied BW
Contor Freq 2402000000 GHz I ConterFreq: 2462600000 GHz _ Radio Std None
o Trig: Free Run Avg|Hold:>10/10
#IFGain:Low #Atten: 30 dB Radio Device: BTS
10 dB/div Ref 20.00 dBm
fiLog
10.0
0o
-10.0 =
-20.0
-30.0
A0 [
500
5.0
70
Center 2.402 GHz Span 2 MHz
Res BW 30 kHz #VBW 100 kHz Sweep 2.733 ms
Occupied Bandwidth Total Power 11.3 dBm
841.00 kHz
Transmit Freq Error -2.566 kHz OBW Power 99.00 %
x dB Bandwidth 847.7 kHz x dB -20.00 dB
IMSG ‘STATUS‘
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CH39 -1Mbps

Agilent Spectrum Analyzer - Occupied BW
RL RF S0 AC INT REF ALIGN AUTO 06:37:20 PM Mar 23, 2020

Center Freq 2.441000000 GHz ‘ Center Freq: 2.441000000 GHz Radio Std: None
Trig: Free Run Avg|Held:> 10110
#IFGain:Low #Atten: 30 dB Radio Device:BTS

10 dBidiv Ref 20.00 dBm
fiLoy

0.0
o RN
o0 ]

-20.0

-30.0

-40.0 \ﬂ“\»_\

-50.0

-60.0

-70.0

Center 2.441 GHz Span 2 VIHz
Res BW 30 kHz #VBW 100 kHz Sweep 2.733 ms

QOccupied Bandwidth Total Power 11.9 dBm
840.44 kHz

Transmit Freq Error -19.389 kHz OBW Power 99.00 %
x dB Bandwidth 832.3 kHz x dB -20.00 dB

MSG ‘STATUS‘

CH78 -1Mbps

Agilent Spectrum Analyzer - Occupied BW

RL RF SO0 AC INT REF ALIGN SUTO 06:43:12 PK Mar 23, 2020
Center Freq 2.480000000 GHz ‘ Center Freq: 2.480000000 GHz Radio Std: None
Trig: Free Run Avg|Hold:>10/10
#IFGain:Low #Atten: 30 dB Radio Device:BTS
10 dBidiv Ref 20.00 dBm
fiLogy
10.0
0.0o
0.0 ]
L]
-20.0
-30.0
P T
-60.0
-60.0
-70.0
Center 2.48 GHz Span 2 MHz
Res BW 30 kHz #/BW 100 kHz Sweep 2.733 ms
Occupied Bandwidth Total Power 12.1 dBm
839.68 kHz
Transmit Freq Error -20.338 kHz OBW Power 99.00 %
x dB Bandwidth 833.0kHz x dB -20.00 dB
MsG ‘smms‘
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Temperature: 25C Relative Humidity: |50%
_ /4-DQPSK(2Mbps) _
Test Mode: CHOO/ CH39 / C78 Test Voltage: DC 3.8V
Frequenc 20dB Bandwidth Result
quency (MHz)
2402 MHz 1.213 PASS
2441 MHz 1.217 PASS
2480 MHz 1.215 PASS
CHO00 -2Mbps
Agilent Spectrum Analyzer - Occupied BW. o
Center Freq 2.402000000 GHz ‘ $:n?eF::;e£;§.402000000 G;:lz Hold:> 10110 Radio Sltd:lNone =
#IFGain:Low #A:;n: 30 dB s ’ Radic Device: BTS
10 dB/div Ref 20.00 dBm
fiLog
100
-10.0
-20.0
:4U 1) —
-50.0
-60.0
-70.0
Center 2.402 GHz Span 2 MHz
Res BW 30 kHz #VBW 100 kHz Sweep 2.733 ms
Occupied Bandwidth Total Power 11.5 dBm
1.1530 MHz
Transmit Freq Error -10.439 kHz OBW Power 99.00 %
x dB Bandwidth 1.213 MHz x dB -20.00 dB
IMSG ‘ST&TUS‘
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CH39 -2Mbps

Agilent Spectrum Analyzer - Occupied BW

ALIGN AUTO 02:52:03 AM Mar 24, 2020

Center Freq 2.441000000 GHz : 2.441000000 GHz Radio Std: None
Avg|Hold:>10/10

o T
#IFGain:Low #Atten: 30 dB Radio Device:BTS

10 dBidiv Ref 20.00 dBm
fiLog
100

0.00

-10.0
-20.0

-30.0

-40.0 S

-50.0

-60.0

-70.0

Center 2.441 GHz Span 2 VHz
Res BW 30 kHz #VBW 100 kHz Sweep 2.733 ms

Occupied Bandwidth Total Power 12.1 dBm
1.1549 MHz

Transmit Freq Error -17.016 kHz OBW Power 99.00 %

x dB Bandwidth 1.217 MHz x dB -20.00 dB

MSG ‘STATUS‘

CH78 -2Mbps

Agilent Spectrum Analyzer - Occupied BW
RF

Center Freq 2.480000000 GHz

ALIGH SUTO 09:55:21 A Mar 24, 2020
‘ Center Freq: 2.480000000 GHz Radio Std: None
Trig: Free Run Avg|Hold:>10/10
H#IFGain:Low #Atten: 30 dB Radio Device: BTS

10 dBidiv Ref 20.00 dBm
fiLog
100

0.oo

-10.0

-20.0

-30.0

-40.0 e

-50.0

-G0.0

-70.0

Center 2.48 GHz Span 2 MHz
Res BW 30 kHz #VBW 100 kHz Sweep 2.733 ms

Occupied Bandwidth Total Power 12.4 dBm
1.1548 MHz

Transmit Freq Error -16.703 kHz OBW Power 99.00 %

x dB Bandwidth 1.215 MHz x dB -20.00 dB

MSG ‘s‘m‘rus‘

A 1/F, Building B, Zhuoke Science Park, No.190 Chonggqing Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China

Shenzhen STS Test Services Co. , Ltd. Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com




)

—a -
j=——xg ' [——
\/
Page 67 of 73 Report No.: STS2003054W03
Temperature: 25C Relative Humidity: |50%
. 8DPSK(3Mbps) .
Test Mode: CHOO / CH39 / CH78 Test Voltage: DC 3.8V
Frequenc 20dB Bandwidth Result
quency (MHz)
2402 MHz 1.19 PASS
2441 MHz 1.208 PASS
2480 MHz 1.207 PASS
CHO00 -3Mbps
Agilent Spectrum Analyzer - Occupied BW
Center Fraq 2.402000000 GFiz ‘ SEN"‘Egi_:iFrm&.: z_mzoooo%féﬁfi o Radio StdNone
HIFGai:Low #hcten: 30 48 el Radic Device: BTS
10 dB/div Ref 20.00 dBm
fiLog
100
0.00
-10.0
-20.0
-30.0
-40.0 - ee—
:7U 1)
Center 2.402 GHz Span 2 VHz
Res BW 30 kHz #VBW 100 kHz Sweep 2.733 ms
Occupied Bandwidth Total Power 11.3 dBm
1.1429 MHz
Transmit Freq Error 7.808 kHz OBW Power 99.00 %
x dB Bandwidth 1.190 MHz x dB -20.00 dB
IMSG ‘STATUS‘

A 1/F, Building B, Zhuoke Science Park, No.190 Chonggqing Road, HepingShequ, Fuyong Sub-District, Bao’an District, Shenzhen, Guang Dong, China

Shenzhen STS Test Services Co. , Ltd. Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Hitp://www stsapp.com E-mail: sts@stsapp.com




s
Page 68 of 73 Report No.: STS2003054W03

CH39 -3Mbps

Agilent Spectrum Analyzer - Occupied BW.

RL RF SO0 AC SENSE:PULSE ALIGN AUTO 10:07:42 AM Mar 24, 2020
Center Freq 2.441000000 GHz ‘ CenterFreq: 2.441000000 GHz Radio Std: None
Trig: Free Run Avg[Held:>10/10
#IFGain:Low #Atten: 30 dB Radio Device: BTS
10 dBidiv Ref 20.00 dBm
fiLog
100
0.00
m R N
» [~
-20.0
-30.0
P S
-50.0
-60.0
-70.0
Center 2.441 GHz Span 2 MHz
Res BW 30 kHz #VBW 100 kHz Sweep 2.733 ms
Occupied Bandwidth Total Power 11.8 dBm
1.1434 MHz
Transmit Freq Error 662 Hz OBW Power 99.00 %
x dB Bandwidth 1.208 MHz x dB -20.00 dB
IMSG ‘ST&TUS‘

CH78 -3Mbps

Agilent Spectrum Analyzer - Occupied BW

RL RE S06  AC SENSE:PULSE ALIGH AUTO 10:11:41 AM Mar 24, 2020
Center Freq 2.480000000 GHz ‘ Center Freq: 2.480000000 GHz Radio Std: None
Trig: Free Run Avg|Hold:>10i10
#IFGain:Low #Atten: 30 dB Radic Device: BTS
10 dBidiv Ref 20.00 dBm
fiLogy
10.0
0.0o
oo — ey
I =l
-20.0 /
-30.0
-50.0
-60.0
-70.0
Center 2.48 GHz Span 2 MHz
Res BW 30 kHz #VBW 100 kHz Sweep 2.733 ms
Occupied Bandwidth Total Power 12.1 dBm
1.1426 MHz
Transmit Freq Error -34 Hz OBW Power 99.00 %
x dB Bandwidth 1.207 MHz x dB -20.00 dB
MsG ‘smms‘
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9. OUTPUT POWER TEST

9.1 LIMIT
FCC Part 15.247,Subpart C
) o FrequencyRange
Section Test Item Limit Result
(MHz)
1 W or 0.125W
15.247 Output
(@)(1)&(0)(1) Poveer if channel separation > 2400-2483.5 PASS
2/3 bandwidthprovided
thesystems operatewith an
output power no greater
than125 mW(20.97dBm)

9.2 TEST PROCEDURE

One of the following procedures may be used to determine the maximum peak conducted output
power of a DTS EUT.

RBW 2 DTS bandwidth

The following procedure shall be used when an instrument with a resolution bandwidth that is
greater than the DTS bandwidth is available to perform the measurement:

a) Set the RBW 2 DTS bandwidth.

b) Set VBW 2 [3 x RBW].

c) Setspan 2 [3 X RBW].

d) Sweep time = auto couple.

e) Detector = peak.

f) Trace mode = max hold.

g) Allow trace to fully stabilize.

h) Use peak marker function to determine the peak amplitude level.

Integrated band power method:

The following procedure can be used when the maximum available RBW of the instrument is less
than the

DTS bandwidth:

a) Set the RBW =1 MHz.

b) Setthe VBW 2 [3 X RBWI.

c) Setthe span 2 [1.5 X DTS bandwidth].

d) Detector = peak.

e) Sweep time = auto couple.

f) Trace mode = max hold.

g) Allow trace to fully stabilize.

h) Use the instrument’s band/channel power measurement function with the band limits set equal
to the DTS bandwidth edges (for some instruments, this may require a manual override to select
the peak detector). If the instrument does not have a band power function, then sum the
spectrum levels (in linear power units) at intervals equal to the RBW extending across the DTS
channel bandwidth.

PKPM1 Peak power meter method:

The maximum peak conducted output power may be measured using a broadband peak RF
power meter. The power meter shall have a video bandwidth that is greater than or equal to the
DTS bandwidth and shall use a fast-responding diode detector.
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9.3 TEST SETUP

EUT

PC

Power sensor

9.4 EUT OPERATION CONDITIONS
The EUT tested system was configured as the statements of 2.4 Unless otherwise a special

operating condition is specified in the follows during the testing.
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Temperature: 25C Relative Humidity: |60%
Test Voltage: DC 3.8V
Peak Power AEELE Limit
Channel Frequency Power
HIDEE Number (MH2)
(dBm) (dBm) (dBm)
0 2402 5.11 3.65 30.00
GFSK(1M) 39 2441 5.30 3.85 30.00
78 2480 5.42 3.93 30.00
Note: the channel separation >20dB bandwidth
Peak Power SRS Limit
Channel Frequency Power
e Number (MHz)
(dBm) (dBm) (dBm)
0 2402 6.29 2.38 20.97
T/4-DQPSK( 39 2441 6.49 2.59 20.97
2M)
78 2480 6.59 2.65 20.97
Note: the channel separation >2/3 20dB bandwidth
Peak Power AEEYE Limit
Channel Frequency Power
HEE Number (MHz)
(dBm) (dBm) (dBm)
0 2402 6.62 2.39 20.97
8-DPSK(3M) 39 2441 6.78 2.59 20.97
78 2480 6.85 2.56 20.97

Note: the channel separation >2/3 20dB bandwidth
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10. ANTENNA REQUIREMENT

10.1 STANDARD REQUIREMENT
15.203 requirement: For intentional device, according to 15.203: an intentional radiator shall be

designed to ensure that no antenna other than that furnished by the responsible party shall be
used with the device.

10.2 EUT ANTENNA
The EUT antenna is PIFA Antenna. It comply with the standard requirement.
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APPENDIX-PHOTOS OF TEST SETUP
Note: See test photos in setup photo document for the actual connections between Product and

support equipment.

3% 3K % K X END OF THE REPORT 3% 3¢ 3% 3% ¢
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