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MPE REPORT
3-Axis Stabilized Handheld Gimbal for
Product name
Camera

Applicant Vitec Imaging Solutions Spa

Manufacture Vitec Imaging Solutions Spa
: DC5V from adapter or

Rating(s) DC7.4V from battery

Trademark Manfrotto

Model and/or type reference MVG220FF, MVG220

Standard LP0002:2018
Test Result Pass
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Date of receipt - 07-08-2020  Signature - 2 \ \ WA
Date of Issue : 07-24-2020
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Report Reference No.................... M200708N3-02
C iled by (+ signature).............. Kevin Both oS
ompiled by (+ signature) evin Bothmann /7 m#m
Approved by (+ signature)............. Jay Gandhi P_,_f\f_\ o -m: Ve (j\ .
Date of iSSu€......coveereeeiiiiieieeen, 2020-07-24
Applicant’s name .............ceeveennenne Vitec Imaging Solutions Spa
AdAress ......cceveveecieeiieeeieeen Via Valsugana 100 36022 Cassola (VI) -ltaly
Manufacture's Name...................... Vitec Imaging Solutions Spa
Address ----------------------------------------- Via Valsugana 100 36022 Cassola (VI) —ltaly
Test specification:
Standard .........ccocceevieriiiriiieieee LP0002: 2018 Section 5.20.2
Test PrOCEAULE «...oonveeereeeereeeereereeeeen EIA 603 ~ ANSI - FCC/47 CFR/2.1046~2.1047~2.1049~2.1051~2.1053
and 2.1055
Non-standard test method......... N/A

Test item description

Product name ...........cceceeeeenee. : 3-Axis Stabilized Handheld Gimbal for Camera
Brand name .........ccocooiiiiniiinns : Manfrotto

Model and/or type reference ..... : MVG220FF, MVG220

Rating(s) .cocovvvveeveeeieeeieeeieen : DC5V from adapter or DC7.4V from battery
Testing Laboratory information

Testing Laboratory Name ......... : Electro Magnetic Test, Inc.

Address ....ocoeeievienieee : 1547 Plymouth Street, Mountain View, CA 94043
CAB Identifier Number ............ : US0036

Tel oo, : (650) 965-4000

FaX oo : (650) 965-3000

E-mail ..o : jgandhi@emtlabs.com

TeSHING ..ot

Date of receipt of test item...............cc.oo........ Jul. 08, 2020

Date (s) of performance of tests................... Jul. 08~ Jul. 24,2020

Date 0f ISSUE ....eoveveeeeececeeeee e, Jul. 24,2020

Test RESULL oot Pass
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RF Exposure Compliance Requirement

1. Standard requirement

Systems operating under the provisions of this section shall be operated in a manner that ensures that the public is

not exposed to radio frequency energy level in excess limit for maximum permissible exposure.

(a) Limits for Occupational / Controlled Exposure

. Magnetic Field . Averaging Times
Frequency Range Electric Field Power Density ) )
Strength (H) ) IEI“l, HI “or S
Strength (E) (V/m) (S)(mMW/icm?) )

(MH2) (A/m) (minutes)
0.3-3.0 614 1.63 (100)* 6
3.0-30 1842/f 4.89/f (900/H)* 6
30-300 61.4 0.163 1 6
300-1500 F/300 6
1500-100000 5 6

(b) Limits for General Population / Uncontrolled Exposure

Electric Field Magnetic Field ] Averaging Times
Frequency Range Power Density 5 5
Strength (E) Strength (H) ) IEI“, HI“or S
(S)(mWicm®) ]
(MH2z) (VIm) (A/m) (minutes)
0.3-1.34 614 1.63 (100)* 30
1.34-30 824/f 2.19/f (180/H)* 30
30-300 27.5 0.073 0.2 30
300-1500 F/500 30
1500-100000 1 30

Note: f=frequency in MHz; *Plane-wave equivalent power density

2. MPE Calculation Method
E (V/m)=(30*P*G)"*/d
E=Electric Field (V/m)

Power Density: Pd(W/m*)=E*/377

P=Peak RF output Power (W)

G=EUT Antenna numeric gain (numeric)

d= Separation distance between radiator and human body (m)

The formula can be changed to Pd= (30*P*G)/(377*d?)

From the peak EUT RF output power, the minimum mobile separation distance, d=0.2m, as well as the gain of the used

antenna, the RF power density can be obtained.
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3. Calculated Result and Limit
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For24G
AVG Output ) .
_ _ AVG Output Power Density | Limitof Power| .
Antenna Gain (dBi) Power ) Density (S) Resul
Power (dBm) (S) (MW/cm?) (mWiem?) esult
(mW)
1.0 13.31 21.43 0.0054 1 Complies

** End of Report **




