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History of this test report
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Summary of Test Result

Report Ref Std. Result

Test Items Remark
Clause Clause (PASS/FAIL)
LP0002
3.1 6dB Bandwidth Pass -
3.10.1.6 (2)(A)
3.1 - 99% Occupied Bandwidth Reporting only -
LP0002
3.2 Peak Output Power Pass -
3.10.1.2 (1)(C)
LP0002
3.3 Power Spectral Density Pass -
3.10.1.6 (2)(B)
LP0002 Conducted Band Edges and Spurious
34 . Pass -
3.10.1.5 Emission
LP0002 _ . o Under limit
3.5 101 Radiated Band Edges and Spurious Emission Pass 6.27 dB at
3.10.15 40.670 MHz
LP0002 Under limit
3.6 5 AC Conducted Emission Pass 16.29 dB at
3 0.175 MHz
LP0002
2.2 )
3.7 Antenna Requirement Pass -
3.10.1.3
3.10.14
Annex A LP0002 Receiver Radiated Emission Pass Please refer to
2.11 Annex A

Remark: Except Receiver Radiated Emission is carrying out, TR981238-01B report reuses test
data from the FR981238B report.

Declaration of Conformity:

The test results with all measurement uncertainty excluded are presented in accordance with the
regulation limits or requirements declared by manufacturers.

Comments and Explanations:

The declared of product specification for EUT presented in the report are provided by the
manufacturer, and the manufacturer takes all the responsibilities for the accuracy of product
specification.

Reviewed by: Wii Chang
Report Producer: Ching Chen
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1 General Description
1.1 Product Feature of Equipment Under Test

Product Feature

Equipment B aE)E
Brand Name Zebra
Model Name MC3300U

NFC/UHF RFID

WLAN 11a/b/g/n HT20/HT40
WLAN 1lac VHT20/VHT40/VHT80
Bluetooth BR/EDR/LE

EUT supports Radios application

HW Version DV
RFID Manager Application Version: 2.0.10.1
SW Version 123 RFID Mobile Application Version: 1.0.0.11

Terminal Version: 02-11-14.00-PG-U07-PRD

Module Version: PAAEES00-001-N20

FW Version Radio Version: 2.0.32.0

Terminal Version: FUSION_QA_2_1.2.0.006_P
MFD 27JUL19
EUT Stage Identical Prototype

Remark: The above EUT's information was declared by manufacturer.

Specification of Accessories

AC Adapter Brand Name [Zebra Part Number PWR-WUA5V12W0US
USB Cable Brand Name |Zebra Part Number CBL-MC33-USBCHG-01
MC32 2X battery Brand Name [Symbol  [Part Number  [82-000012-02
(Inventus)
MC33 2X battery Brand Name 17ehra  |Part Number  |BT-000337-01
(Inventus)
MC33 7000mA 2X Brand Name 17¢pra Part Number ~ |BT-000375-10
(Inventus)
GUN Holster Brand Name [Zebra Part Number SG-MC3021212-01R
TEL : 886-3-327-3456 Page Number : 5 0f 50
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<Sample Information>

SKU1 SKU2 SKU3
Part Number MC333U-GJ2EG4US MC339U-GE2EG4US MC339U-GF2EG4US
RFID Antenna Middle range Long range Long range
Scanner SE4770 SE4850 SE4750MR
Keypad 29 29 29
Region Us us uUs
SKU7 SKU8 SKU9
Part Number MC333U-GJ3EG4US MC339U-GE3EG4US MC339U-GF3EG4US
RFID Antenna Middle range Long range Long range
Scanner SE4770 SE4850 SE4750MR
Keypad 38 38 38
Region Us uUs uUs
SKU13 SKU14 SKU15
Part Number MC333U-GJAEG4US MC339U-GE4EG4US MC339U-GF4EG4US
RFID Antenna Middle range Long range Long range
Scanner SE4770 SE4850 SE4750MR
Keypad 47 a7 47
Region UsS uUus uUs

1.2 Product Specification of Equipment Under Test

Standards-related Product Specification

Tx/RXx Frequency Range 2402 MHz ~ 2480 MHz

Number of Channels 40

Carrier Frequency of Each Channel | 40 Channel (37 hopping + 3 advertising channel)

1.60 dBm (0.0014 W) for 1Mbps

Maximum Output Power to Antenna 1.60 dBm (0.0014 W) for 2Mbps

1.025 MHz for 1Mbps

0 . .
99% Occupied Bandwidth 2.030 MHz for 2Mbps

Antenna Type Patch Antenna type with gain 3.32 dBi

Type of Modulation Bluetooth LE : GFSK

1.3 Modification of EUT

No modifications are made to the EUT during all test items.

TEL : 886-3-327-3456
FAX : 886-3-328-4978
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1.4

1.5

Testing Location

Test Site SPORTON INTERNATIONAL INC. EMC & Wireless Communications
Laboratory

No.52, Huaya 1st Rd., Guishan Dist.,
Taoyuan City, Taiwan (R.O.C.)

TEL: +886-3-327-3456

FAX: +886-3-328-4978

Test Site Location

Sporton Site No.

Test Site No.

THO5-HY CO05-HY

Note: The test site complies with ANSI C63.4 2014 requirement.

Test Site SPORTON INTERNATIONAL INC. EMC & Wireless Communications
Laboratory

No.58, Aly. 75, Ln. 564, Wenhua 3rd, Rd., Guishan Dist.,
Taoyuan City, Taiwan (R.O.C.)

TEL: +886-3-327-0868

FAX: +886-3-327-0855

Test Site Location

Sporton Site No.
03CH11-HY 03CH12-HY

Test Site No.

Note: The test site complies with ANSI C63.4 2014 requirement.
FCC designation No.: TW1190 and TWO0007

Applicable Standards

According to the specifications of the manufacturer, the EUT must comply with the requirements of the
following standards:

+ NCC LP0002 (2018-01-10)

+ FCC Part 15 Subpart C §15.247

+ FCC KDB Publication No. 558074 D01 DTS Meas. Guidance v05r02
+ FCC KDB 414788 D01 Radiated Test Site v01r01

+ANSI C63.10-2013

Remark: All test items were verified and recorded according to the standards and without any deviation
during the test.
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2 Test Configuration of Equipment Under Test

2.1 Carrier Frequency Channel

Frequency Band Channel ('I:\;quZ) Channel ('I:\;quz)
0 2402 21 2444
1 2404 22 2446
2 2406 23 2448
3 2408 24 2450
4 2410 25 2452
5 2412 26 2454
6 2414 27 2456
7 2416 28 2458
8 2418 29 2460
9 2420 30 2462
2400-2483.5 MHz 10 2422 31 2464
11 2424 32 2466
12 2426 33 2468
13 2428 34 2470
14 2430 35 2472
15 2432 36 2474
16 2434 37 2476
17 2436 38 2478
18 2438 39 2480
19 2440 - -
20 2442 - -
TEL : 886-3-327-3456 Page Number : 8 of 50
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2.2 Test Mode

Bluetooth — LE RF Average Output Power
Data Rate / Modulation
Channel | Frequency
GFSK
1Mbps
Ch00 2402MHz 0.10 dBm
Ch19 2440MHz 1.30 dBm
Ch39 2480MHz 1.60 dBm
Bluetooth — LE RF Average Output Power
Data Rate / Modulation
Channel | Frequency
GFSK
2Mbps
Ch00 2402MHz 0.10 dBm
Ch19 2440MHz 1.30 dBm
Ch39 2480MHz 1.60 dBm

a. The EUT has been associated with peripherals and configuration operated in a manner tended to
maximize its emission characteristics in a typical application. Frequency range investigated:
conduction emission (150 kHz to 30 MHz), radiation emission (9 kHz to the 10th harmonic of the
highest fundamental frequency or to 40 GHz, whichever is lower). For radiated measurement,

pre-scanned in three orthogonal panels, X, Y, Z. The worst cases (Y Plane for SKU 1 ; Z Plane for

SKU 2 & SKU 3) were recorded in this report.

b. AC power line Conducted Emission was tested under maximum output power.

TEL : 886-3-327-3456
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The following summary table is showing all test modes to demonstrate in compliance with the standard.

Summary table of Test Cases

Data Rate / Modulation

Test Item
Bluetooth — LE / GFSK
Mode 1: Bluetooth Tx CHOO_2402 MHz_1Mbps
Mode 2: Bluetooth Tx CH19 2440 MHz_1Mbps
Conducted Mode 3: Bluetooth Tx CH39_ 2480 MHz_1Mbps
Test Cases Mode 4: Bluetooth Tx CHO0_2402 MHz_2Mbps
Mode 5: Bluetooth Tx CH19 2440 MHz_2Mbps
Mode 6: Bluetooth Tx CH39_ 2480 MHz_2Mbps
Mode 1: Bluetooth Tx CHOO_2402 MHz_1Mbps
Mode 2: Bluetooth Tx CH19 2440 MHz_1Mbps
Radiated Mode 3: Bluetooth Tx CH39 2480 MHz_1Mbps
Test Cases Mode 4: Bluetooth Tx CHO0_2402 MHz_2Mbps

Mode 5: Bluetooth Tx CH19 2440 MHz_2Mbps
Mode 6: Bluetooth Tx CH39_ 2480 MHz_2Mbps

AC Conducted

Emission

Mode 1: WLAN (2.4GHz) Link + Bluetooth Link + 29 Keypad + Scanner + MC32
2X battery + USB Cable + AC Adapter (PWR-WUA5V12WO0US) for SKU 1

Remark: For Radiated Test Cases, the tests were performed with MC32 2X battery.

TEL : 886-3-327-3456
FAX : 886-3-328-4978
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2.3 Connection Diagram of Test System

<Bluetooth - LE Tx Mode>

120V ac/S0Hz
EUT
(Adapter)
EUT
(USB Cable)
EUT
<AC Conducted Emission Mode>
120vacE0H Z
EUT
(Adapter)
EUT
(USB Cable)
BLI!HDU“'I EUT
Eamphone

Nokebook

WWILAN &P
TEL : 886-3-327-3456 Page Number : 11 of 50
FAX : 886-3-328-4978 Issued Date : Feb. 20, 2020
Report Template No.: BU5-TRLP0002BT4.0 Version 2.10 Report Version 101



samoncas. NCC RADIO TEST REPORT Report No. : TR981238-01B

2.4 Support Unit used in test configuration and system

Item |Equipment Trade Name [Model Name|FCC ID Data Cable Power Cord
1, |Bluetooth Sony Ericsson |MW600 PY7DDA-2029  [N/A N/A
Earphone

2. |WLANAP ASUS RT-AC66U |MSQ-RTAC66U |N/A Unshielded, 1.8 m

ACI/P:
Latitude Unshielded, 1.2m

3. |Notebook DELL E5480 FCC DoC N/A DC O/P :
Shielded, 1.8m

4. |SD Card SanDisk MicroSD HC [FCC DoC N/A N/A

Remark: Applicant has ensured accessory would not be attached with the product on the market,

accessory is provided by lab for testing.

2.5 EUT Operation Test Setup

The RF test items, utility “QRCT_V3.0-00303” was installed in Notebook which was programmed in
order to make the EUT get into the engineering modes to provide channel selection, power level, data
rate and the application type and for continuous transmitting signals.

2.6 Measurement Results Explanation Example

For all conducted test items:

The offset level is set in the spectrum analyzer to compensate the RF cable loss and attenuator factor
between EUT conducted output port and spectrum analyzer. With the offset compensation, the

spectrum analyzer reading level is exactly the EUT RF output level.

Example :
The spectrum analyzer offset is derived from RF cable loss and attenuator factor.
Offset = RF cable loss + attenuator factor.

Following shows an offset computation example with cable loss 4.2 dB and 10dB attenuator.

Offset(dB) = RF cable loss(dB) + attenuator factor(dB).
=4.2+10=14.2 (dB)

TEL : 886-3-327-3456 Page Number 1 12 of 50
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3 Test Result
3.1 6dB and 99% Bandwidth Measurement
3.1.1Limit of 6dB and 99% Bandwidth

The minimum 6 dB bandwidth shall be at least 500 kHz.

3.1.2Measuring Instruments

See list of measuring equipment of this test report.

3.1.3Test Procedures

1. The testing follows the ANSI C63.10 Section 6.9.3 (OBW) and 11.8.1 (6dB BW).

2. The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator. The
path loss was compensated to the results for each measurement.

Set to the maximum power setting and enable the EUT transmit continuously.

4. Make the measurement with the spectrum analyzer's resolution bandwidth (RBW) = 100 kHz.
Set the Video bandwidth (VBW) = 300 kHz. In order to make an accurate measurement. The 6
dB bandwidth must be greater than 500 kHz.

5. For 99% Bandwidth Measurement, the spectrum analyzer's resolution bandwidth (RBW) is set
1-5% of the emission bandwidth and set the Video bandwidth (VBW) = 3 * RBW.

6. Measure and record the results in the test report.

3.1.4Test Setup

Spectrum Analyzer EUT
TEL : 886-3-327-3456 Page Number : 13 of 50
FAX : 886-3-328-4978 Issued Date . Feb. 20, 2020

Report Template No.: BU5-TRLP0002BT4.0 Version 2.10 Report Version 101



samoncas. NCC RADIO TEST REPORT Report No. : TR981238-01B

3.1.5Test Result of 6dB Bandwidth

_ o ) Temperature : 21~25C
Test Engineer : |Shiming Liu - —
Relative Humidity : |51~54%
6dB BW
Data 6dB BW - _
Mod. NTX | CH. Freq. (MHz) Limit Pass/Fail
Rate (MHz)
(MHz)
BLE 1Mbps 1 0 2402 0.667 0.50 Pass
BLE 1Mbps 1 19 2440 0.663 0.50 Pass
BLE 1Mbps 1 39 2480 0.665 0.50 Pass
BLES.0 2Mbps 1 0 2402 1.139 0.50 Pass
BLES.0 2Mbps 1 19 2440 1.135 0.50 Pass
BLES.0 2Mbps 1 39 2480 1.143 0.50 Pass
<1Mbps>
6 dB Bandwidth Plot on Channel 00
Spectrum @]
Ref Level 20.00 dBm Offset 22.00 d®& & RBW 100 kHz
o Att 20 d8 SWT 1ms & VBW 300 kHz Mode Sweep
@ 1Pk Max
M1[1] 5.71 dBm
2.40167630 GHz
10 dBm D2[1] 0.06 dB|
667.33 kHz
SdBm—=D1 D.180 1% T Ny B .
D2 -5.820 dBny - =
-10 dBm —— =
S ™
-20 dém
d ~
S AN
|30 dem—— S ——
-40 dBm
-50 dBm:
-60 dBm
-70 dBm
CF 2.402 GHz 1001 pts Span 2.0 MHz
l T 7 Measuring... ERALCRLLE R y
Date: 24.SEP.2019 0:12:54
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6 dB Bandwidth Plot on Channel 19

Spectrum mvl

Ref Level 20.00 dBm  Offset 22.00 dB & RBW 100 kHz

fo Att 20 d& SWT 1ms e VBW 300 kHz
@ 1Pk Max

Mode Sweep

M1[1] 1,13 dBm

2.43967630 GHz
10 dem D2[1] 0.00 dB|
663.34 kHz

0 de D1 1.810 dBnr

T TTL
D2 -4.190 dBm 2 92

-10 dem

-20 dBm

-40 dBm

-50 dBm

-60 dém

-70 dBm

CF 2.44 GHz 1001 pts Span 2.0 MHz

T" ' Measuring... [ EEEEREE N ] %

Date: 24.SEP.2019

00:22:18

6 dB Bandwidth Plot on Channel 39

Spectrum mvl
Ref Level 20.00 dBm  Offset 22.00 dE & RBW 100 kHz
lo Att 20 de SWT 1ms @ VBW 300 kHz Mode Sweep
@ 1Pk Max
M1[1] 1.03 dBm
2.47967630 GHz
10 dem D2[1] 0.17 dB
665.34 kHz
@ D1 1 79D|?I?ru —
D2 -4.210 dBm > 52
-10 dém
-20 dem
|-s6-chmae e
40 dem
50 dem
-60 dem
-70 dBm
CF 2.48 GHz 1001 pts Span 2.0 MHz
. - 1
T" Measuring... LULLEELED s %
Date: 24.SEP.2019 00:27:43
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<2Mbps>

6 dB Bandwidth Plot on Channel 00

Spectrum

(=)

Ref Level 20.00 dBm  Offset 22.00 dB & RBW 100 kHz

Date: 24.5EP.2019 00:33:54

6 dB Bandwidth Plot on Channel 19

f Att 20 de  SWT 1ms e VBW 300 kHz Mode Sweep
@ 1Pk Max
M1[1] 5.54 dBm
2.40145650 GHz
10 dem D2[1] 0.29 dB
1.13886 MHz
G-dBm D1 0.140 lj?\ T Tl \ﬁ‘
D2 -5.860 dBr LS At "'_{;C;_\
-10 dBm
-20 dBm <
-30 dBm / \\
|+ S \“u ]
-50 dBm
-60 dBm
-70 dBm
CF 2.402 GHz 1001 pts Span 4.0 MHz
T" Measuring... JUENEENED s %

Spectrum [@
Ref Level 20.00 dBm  Offset 22.00 dB & RBW 100 kHz
f Att 20 de  SWT 1ms e VBW 300 kHz Mode Sweep
@ 1Pk Max
M1[1] 4,08 dBm
2.43945250 GHz
10 dem D2[1] 0.00 dB
1.13487 MHz|
0 dem D1 1 i;nj?lrl..ﬂ - — \.“‘ -
-10 dBm /u S ,\/\
-20 dém -
-30 dBm f’ \
a0 o= \ ey
"‘w‘"ﬁy wt = g
-50 dBm
-60 dBm
-70 dBm
CF 2.44 GHz 1001 pts Span 4.0 MHz
)il Measuring...  JRERRRNLD Wl y
Date: 24.5EP.2019 00:42:44
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6 dB Bandwidth Plot on Channel 39

Spectrum [%]
Ref Level 20.00 dBm Offset 22.00 dB @ RBW 100 kHz
o att 20 8 SWT 1ms @ VBW 300 kHz Mode Sweep
@ 1Pk Max
Mi[1] 3,15 dBm
2.47944460 GHz
10 dem D2[1] 0.06 dB
1.14286 MHZz
0 dem D1 1.820 dBnr
I L o
D2 -4.180 dBm e =N =
-10 dBm A
g
h!
-20 dBm
-30 dBm // \
j%WMle ]
50 dém
60 dém
70 dBm
CF 2.48 GHz 1001 pts Span 4.0 MHz
——————— ]
T" Measuring... [CNEENED gk %
Date: 24.5EP.2019 00:47:15
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3.1.6 Test Result of 99% Occupied Bandwidth

: o Temperature : 21~25C
Test Engineer : Shiming Liu - —
Relative Humidity :  [51~54%
Data 99% Occupied BW :
Mod. NTX | CH. Freq. (MHz) Pass/Fail
Rate (MHz)
BLE 1Mbps 1 0 2402 1.025 Pass
BLE 1Mbps 1 19 2440 1.019 Pass
BLE 1Mbps 1 39 2480 1.021 Pass
BLES.0 2Mbps 1 0 2402 2.030 Pass
BLES.0 2Mbps 1 19 2440 2.026 Pass
BLES.0 2Mbps 1 39 2480 2.026 Pass
<1Mbps>
99% Bandwidth Plot on Channel 00
Spectrum [%]
Ref Level 20.00 dBm  Offset 22.00 d® & RBW 30 kHz
o Att 20 d8 SWT 1ms @ VBW 100 kHz Mode Sweep
o M1[1] 2.41 dBm
10 dem - 24075055 i
o ARV LIL\W
-10 dém Y - M —
-20 dBm . il - Y
L ‘
20 dBm A
e \
=50 dBm:
-60 dBm
-70 dém
CF 2.402 GHz 1001 pts Span 2.0 MHz
Marker
Type | Ref | Trc | X-value | ¥-value |__Function _| Function Result |
M1 1 2.402006 GHz -2.41 dBm
T1 1 2.40150849 GHz -17.39 dBm Occ Bw 1.024975025 MHz
T2 1 2.40253347 GHz -18.24 dBm
[ il QD e
TEL : 886-3-327-3456 Page Number : 18 of 50
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Report No. : TR981238-01B

99% Occupied Bandwidth Plot on Channel 19

Spectrum n%,l
Ref Level 20.00 dBm  Offset 22.00 d® & RBW 30 kHz
o Att 20 d8 SWT 1ms & VBW 100 kHz Mode Sweep
® 153 Max
M1[1] -0.76 dBm
" 2.44000600 GHz
10 dém Occ Bw 1.018981019 MHz
M1
0 dBm
e _ A AT A _
-20 dBm
-30 dem - \ ,\
-40 dBm
-50 dBm
60 dém
-70 dBm
CF 2.44 GHz 1001 pts Span 2.0 MHz
Marker
Type | Ref | Trc | X-value | ¥-value | Function | Function Result |
M1 1 2.440006 GHz -0.76 dBm
T1 1 2.43950849 GHz -15.91 dBm Occ Bw 1.018961019 MHz
T2 1 2.44052747 GHz -16.75 dBm
- —
Tr [ | CEEEEEEN
Date: 24.5EP.2018 00:26:22
99% Occupied Bandwidth Plot on Channel 39
Spectrum n%,l
Ref Level 20.00 dBm  Offset 22.00 d® & RBW 30 kHz
o Att 20 d8 SWT 1ms & VBW 100 kHz Mode Sweep
® 153 Max
M1[1] -0.76 dBm
" 2.48000600 GHz
10 dém Occ Bw 1.020979021 MHz
M1
0 dBm
f\/f”\—f\/\// o
-10 dBm - -
- &JL\
-20 dBm /
-30 dBm \
-40 dBm
-50 dBm
60 dém
-70 dBm
CF 2.48 GHz 1001 pts Span 2.0 MHz
Marker
Type | Ref | Trc | X-value | ¥-value | Function | Function Result |
M1 1 2.480006 GHz -0.76 dBm
T1 1 2.47950849 GHz -15.74 dBm Occ Bw 1.020979021 MHz
T2 1 2.48052947 GHz -16.73 dBm
- —
Tr [ CEEEEEE
Dats: 24.5EP.2018 00:31:48
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<2Mbps>
99% Bandwidth Plot on Channel 00

Spectrum n%,l

Ref Level 20.00 dBm  Offset 22.00 dB & RBW 30 kHz

o ate 20de SWT  1.1ms @ VBW 100 kHz Mode Sweep
® 153 Max
MI[1] -3.30 dBm
) 2.40200800 GHz
10 d&m Occ Bw 2.029970030 MHZ
0 deém bl
_ oA
10 dém \-\/W RV W%
1 L=

20 dém <

5
S,
-30 dem f/ )

-40 dBm f}/ \f\
i V\W/J '\m\ A

60 dém

-70 dBm

CF 2.402 GHz 1001 pts Span 4.0 MHz

Marker

Type | Ref | Trc | X-value | ¥-value | Function | Function Result |
M1 1 2.402008 GHz -3.30 dBm
T1 1 2.40102098 GHz -20.08 dBm Occ Bw 2.02997003 MHz
T2 1 2.40305095 GHz -19.81 dBm

)i ] SRR e

Date: 24.5EP.2019 00:41:11

99% Occupied Bandwidth Plot on Channel 19

Spectrum n%,l

Ref Level 20.00 dBm  Offset 22.00 dB & RBW 30 kHz

o ate 20de SWT  1.1ms @ VBW 100 kHz Mode Sweep
® 153 Max
MI[1] “1.62 dBm
) 2.44D00800 GHz
10 d&m Occ Bw 2.025974026 MHZ
M1
0 dBm
10 dBm Adf e
W i 7
P AN AN
20 dém s 2
-30 dam

-40 dB ’J \,\
P/ W A

60 dém
-70 dBm
CF 2.44 GHz 1001 pts Span 4.0 MHz
Marker
Type | Ref | Trc | X-value | ¥-value | Function | Function Result |
M1 1 2.440008 GHz -1.62 dBm
T1 1 2.43901698 GHz -16.55 dBm Occ Bw 2.025974026 MHz
T2 1 2.44104296 GHz -168.62 dBm
- —
X Co e
Date: 24.5EP.2018 00:45:27
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99% Occupied Bandwidth Plot on Channel 39
Spectrum

oo
v
Ref Level 20.00 dBm  Offset 22.00 dB & RBW 30 kHz
J Att 20 d& SWT 1.1ms & VBW 100 kHz Mode Sweep
® 153 Max
M1[1] -1.56 dBm;
2.48000800 GHz
10 dem:

Occ Bw 2.025974026 MHz
M1
0 dem
e, \
-10 dém ~ ITATANT ¥ TR, N
YA ) T2
¥ X
-20 dém — -
I W,
-30 dem S

40 dBm—- J"‘F‘J \’\

NSl O AV

60 dém
-70 dBm
CF 2.48 GHz 1001 pts Span 4.0 MHz
Marker
Type | Ref | Trc | X-value | ¥-value |__Function _| Function Result |
M1 1 2.480008 GHz -1.56 dBm
T1 1 2.47901698 GHz -18.49 dBm Occ Bw 2.025974026 MHz
T2 1 2.45104296 GHz -18.68 dBm
—
)i M
Date: 24.5EP.2018 00:53:07

Note: The occupied channel bandwidth is maintained within the band of operation for all of the modulations
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3.2 Output Power Measurement

3.2.1Limit of Output Power

For systems using digital modulation in the 2400-2483.5MHz, the limit for peak output power is 30dBm.
If transmitting antenna of directional gain greater than 6dBi is used, the peak output power from the
intentional radiator shall be reduced below the above stated value by the amount in dB that the

directional gain of the antenna exceeds 6 dBi. In case of point-to-point operation, the limit has to be

reduced by 1dB for every 3dB that the directional gain of the antenna exceeds 6dBi.

3.2.2Measuring Instruments

See list of measuring equipment of this test report.

3.2.3Test Procedures

For Average Power, the testing follows ANSI C63.10 Section 11.9.2.3.2 Method AVGPM-G
The RF output of EUT was connected to the power meter by RF cable and attenuator.
The path loss was compensated to the results for each measurement.

Set to the maximum power setting and enable the EUT transmit continuously.

o M w0 NP

Measure the conducted output power and record the results in the test report.

3.2.4Test Setup

Power Meter EUT

TEL : 886-3-327-3456 Page Number 1 22 of 50
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3.2.5Test Result of Average Output Power

_ o Temperature : 21~25C
Test Engineer : Shiming Liu - —
Relative Humidity :  [51~54%
Peak Conducted EIRP
EIRP
Data Freg. [Conducted Power DG Power Pass
Mod. NTx| CH. Power
Rate (MHz) Power Limit (dBi) Limit [Fail
(dBm)
(dBm) (dBm) (dBm)
BLE |1Mbps| 1 0 2402 0.10 30.00 3.32 3.42 36.00 Pass
BLE |1Mbps| 1 19 2440 1.30 30.00 3.32 4.62 36.00 Pass
BLE |1Mbps| 1 39 2480 1.60 30.00 3.32 4.92 36.00 Pass
BLE5.0| 2Mbps | 1 0 2402 0.10 30.00 3.32 3.42 36.00 Pass
BLE5.0| 2Mbps | 1 19 2440 1.30 30.00 3.32 4.62 36.00 Pass
BLE5.0| 2Mbps | 1 39 2480 1.60 30.00 3.32 4.92 36.00 Pass
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3.3 Power Spectral Density Measurement

3.3.1Limit of Power Spectral Density

The peak power spectral density shall not be greater than 8dBm in any 3kHz band at any time interval

of continuous transmission.

3.3.2Measuring Instruments

See list of measuring equipment of this test report.

3.3.3Test Procedures

1. The testing follows the ANSI C63.10 Section 11.10.2 Method PKPSD.

2. The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator. The
path loss was compensated to the results for each measurement.

3.  Setto the maximum power setting and enable the EUT transmit continuously.

4. Make the measurement with the spectrum analyzer's resolution bandwidth (RBW) = 3 kHz.
Video bandwidth VBW = 10 kHz In order to make an accurate measurement, set the span to 1.5
times DTS Channel Bandwidth. (6dB BW)

5. Detector = peak, Sweep time = auto couple, Trace mode = max hold, Allow trace to fully
stabilize. Use the peak marker function to determine the maximum power level.

6. Measure and record the results in the test report.

7. The Measured power density (dBm)/ 100kHz is a reference level and used as 30dBc down limit

line for Conducted Band Edges and Conducted Spurious Emission.

3.3.4Test Setup

e )

Spectrum Analyzer EUT
TEL : 886-3-327-3456 Page Number 1 24 of 50
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3.3.5Test Result of Power Spectral Density

_ o Temperature : 21~25C
Test Engineer : Shiming Liu - —
Relative Humidity :  [51~54%
Peak PSD
Peak PSD|Peak PSD -
Data Freq. DG Limit _
Mod. NTX CH. (dBm (dBm : Pass/Fail
Rate (MHz) (dBi) (dBm
/100kHz) | /3kHz)
/3kHz)
BLE 1Mbps 1 0 2402 0.18 -14.32 3.32 8.00 Pass
BLE 1Mbps 1 19 2440 1.79 -12.77 3.32 8.00 Pass
BLE 1Mbps 1 39 2480 1.79 -12.72 3.32 8.00 Pass
BLES.0 2Mbps 1 0 2402 0.11 -17.86 3.32 8.00 Pass
BLES.0 2Mbps 1 19 2440 1.75 -16.13 3.32 8.00 Pass
BLES.0 2Mbps 1 39 2480 1.81 -16.09 3.32 8.00 Pass
3.3.6 Test Result of Power Spectral Density Plots (100kHz)
_ Temperature : 21~25C
Test Engineer : Shiming Liu - —
Relative Humidity :  [51~54%
<1Mbps>
PSD 100kHz Plot on Channel 00
Spectrum [%]
Ref Level 20.00 dém Offset 22.00 dB8 & RBW 100 kHz
& Att 20 dé SWT 1ms @ VYBW 300 kHz Mode Sweep
@ 1Pk Max
M1[1] 0.18 dBm
2.402011950 GHz
10 dBm
0 dem P S —— ;- —
QY B
-20 dém
-30 dBm:
-40 dBm
-50 dBm
-60 dBm
-70 dBm
CF 2.402 GHz 1001 pts Span 1.0005 MHz
Tr CHEERECED e
Date: 24.SEP.2019 0:14:28
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PSD 100kHz Plot on Channel 19

Spectrum n%,l

Ref Level 20.00 dBm  Offset 22.00 dB & RBW 100 kHz
Jo Att 20 d& SWT 1ms e VBW 300 kHz Mode Sweep
@ 1Pk Max

M1[1] 1.79 dBm
2.440012920 GHz
10 dem

0 dem e

-20 dBm

-30 dBm

-40 dBm

-50 dBm

-60 dém

-70 dBm

CF 2.44 GHz 1001 pts Span 994.5 kHz
)i ] i e

Date: 24.5EP.2019 00:23:18

PSD 100kHz Plot on Channel 39

Spectrum n%,l

Ref Level 20.00 dBm  Offset 22.00 dB & RBW 100 kHz
Jo Att 20 d& SWT 1ms e VBW 300 kHz Mode Sweep
@ 1Pk Max

M1[1] 1.79 dBm
2.480013950 GHz
10 dem

0 dem .

-20 dBm

-30 dBm

-40 dBm

-50 dBm

-60 dém

-70 dBm

CF 2.48 GHz 1001 pts Span 997.5 kHz
)i ] CHRRAED e

Date: 24.5EP.2019 00:28:3

s
=
¢
@
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<2Mbps>
PSD 100kHz Plot on Channel 00

Spectrum n%,l

Ref Level 20.00 dBm  Offset 22.00 dB & RBW 100 kHz

Jo Att 20 d& SWT 1ms e VBW 300 kHz Mode Sweep
@ 1Pk Max

M1[1] 0.11 dBm|
2.40201705 GHz

-20 dBm

-30 dBm

-40 dBm

-50 dBm

-60 dém

-70 dBm

CF 2.402 GHz 1001 pts Span 1.7085 MHz

)j J SHRRRRED

Date: 24.5EP.2019 00:24:48

PSD 100kHz Plot on Channel 19

Spectrum n%,l

Ref Level 20.00 dBm  Offset 22.00 dB & RBW 100 kHz
fo Att 20 d& SWT 1ms e VBW 300 kHz
@ 1Pk Max

Mode Sweep

M1[1] 1.75 dBm

2.44001705 GHz
10 dBm

-40 dBm

-50 dBm

-60 dém

-70 dBm

CF 2.44 GHz 1001 pts

Span 1.7025 MHz
)i ] G e

Date: 24.5EP.2019 00:44:05
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PSD 100kHz Plot on Channel 39
Spectrum

&

Ref Level 20.00 dBm Offset 22.00 dB & RBW 100 kHz
[ Att 20 dé SWT
@ 1Pk Max

1ms & VBW 300 kHz Mode Sweep

10 dem

M1[1]

1.81 dBm
2.48001885 GHz

0 dém =a

07 dBm

S, e

-20 dém

-30 dBm

-40 dBm

-50 dém

-60 dém

-70 dém

CF 2.48 GHz 1001 pts

Span 1.7145 MHz

( JU

Date: 24.5EP.2019 00:49:10

3.3.7Test Result of Power Spectral Density Plots (3kHz)

Test Engineer :

Shiming Liu

Temperature :

21~25C

Relative Humidity :

51~54%

<1Mbps>

PSD 3kHz Plot on Channel 00
Spectrum

&

Ref Level 20.00 d&m Offset 22.00 d&@ & RBW 3 kHz
fo Att 20 dé SWT 11.2 ms @ VBW 10 kHz Mode Sweep

@ 1Pk Max

M1[1]
10 dBm

14.32 dBm
2.401989050 GHz

0 dem

-10 dBm

20 dem A NUA

T

4 paa St b g,
Wﬂvﬂ%ﬂf\nﬂ WMQM ‘IMNWU |r U\’U LT W

-40 dBm

PR
Vi ey g

Ay

-50 dBm

-60 dBm

-70 dém

CF 2.402 GHz 1001 pts

Span 1.0005 MHz

)l
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PSD 3kHz Plot on Channel 19

Spectrum

Ref Level 20.00 dBm

(=)

fo Att 20 dB
@ 1Pk Max

Offset 22.00 dB & RBW 3 kHz

SWT 11.1 ms & VBW 10 kHz

Mode Sweep

10 dBm

M1[1]

-12.77 dBm
2.439988080 GHz

0 dBm

-10 dem

-20 dBm

fhg s L

anhnyﬂhﬂmmm Mmrﬁ iy

AT AN

NP i

G A

uwuuu

=
——
=]
-

VW T

-40 dBm

-50 dBm

-60 dém

-70 dBm

CF 2.44 GHz

1001 pts

i

Date: 24.SEP.2019 00:22:5

PSD 3kHz Plot on Channel 39

Spectrum

Ref Level 20.00 dBm

Span 994.5 kHz
BHRRRRED e

(=)

@ 1Pk Max

Offset 22.00 dB & RBW 3 kHz
fo Att 20 d& SWT 11.1

ms & VBW 10 kHz

Mode Sweep

M1[1]

-12.72 dBm
2.479989040 GHz

20 dBm YA LT

mf aflal A MJ‘R [l o o]

g OO WA 0 R

I

U‘N V“'I L u V"w

UWUV

V\I

—
—]
=i
-

-50 dBm

-60 dém

-70 dBm

CF 2.48 GHz

1001 pts

i
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<2Mbps>

PSD 3kHz Plot on Channel 00
Spectrum

=]
v
Ref Level 20.00 dBm  Offset 22.00 dB & RBW 3 kHz
Jo Att 20 d& SWT 19 ms & YBW 10 kHz Mode Sweep
@ 1Pk Max
M1[1] -17.86 dBm|
2.40200855 GHz
10 dBm
0 dBm
-10 dem

O ) T e e o

IR L v'w"w HNWWW

-50 dem

-60 dém

-70 dBm

CF 2.402 GHz 1001 pts Span 1.7085 MHz
Tr - e —

Date: 24.5EP.2019 00:24:32

PSD 3kHz Plot on Channel 19
Spectrum

oxe
v
Ref Level 20.00 dBm  Offset 22.00 dB & RBW 3 kHz

Jo Att 20 d& SWT 19 ms & YBW 10 kHz Mode Sweep
@ 1Pk Max

M1[1] -16.13 dBm

2.44000855 GHz
10 dBm

0 dBm

-10 dem

(i {b8
-20 dBm 4

R

-50 dBm

-60 dBm

-70 dBm

CF 2.44 GHz 1001 pts Span 1.7025 MHz

)i J | | CERECEE
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PSD 3kHz Plot on Channel 39
Spectrum

Ref Level 20.00 dBm

=]

v
Offset 22.00 dB & RBW 3 kHz

Jo Att 20 d& SWT 19.1 ms & VBW 10 kHz Mode Sweep

@ 1Pk Max

M1[1] 16.09 dBm
2.48000855 GHz
10 dem

0 dBm

-10 dem

-20 dBm

L i I|||

,
UG T T

il
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1K
-50 dBm
-60 dém
-70 dBm
CF 2.48 GHz 1001 pts Span 1.7145 MHz
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3.4 Conducted Band Edges and Spurious Emission Measurement

3.4.1Limit of Conducted Band Edges and Spurious Emission

All harmonics/spurious must be at least 30 dB down from the highest emission level within the

authorized band.

3.4.2Measuring Instruments

See list of measuring equipment of this test report.

3.4.3Test Procedure

1.
2.

The testing follows the ANSI C63.10 Section 11.11.3 Emission level measurement.

The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator. The
path loss was compensated to the results for each measurement.

Set to the maximum power setting and enable the EUT transmit continuously.

Set RBW = 100 kHz, VBW=300 kHz, Peak Detector. Unwanted Emissions measured in any 100
kHz bandwidth outside of the authorized frequency band shall be attenuated by at least 20 dB
relative to the maximum in-band peak PSD level in 100 kHz when maximum peak conducted
output power procedure is used. If the transmitter complies with the conducted power limits based
on the use of RMS averaging over a time interval, the attenuation required under this paragraph
shall be 30 dB instead of 20 dB.

Measure and record the results in the test report.

The RF fundamental frequency should be excluded against the limit line in the operating frequency
band.

3.4.4Test Setup

e 2

Spectrum Analyzer EUT
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3.4.5Test Result of Conducted Band Edges Plots

: o Temperature : 21~25C
Test Engineer : Shiming Liu

Relative Humidity :  [51~54%

<1Mbps>

Low Band Edge Plot on Channel 00
Spectrum

&
v
Ref Level 20.00 dém Offset 22.00 dB8 & RBW 100 kHz
f Att 20 dé SWT 8 ms @ VBW 300 kHz Mode Sweep
@ 1Pk Max
M1[1] 46.54 dBm
2.39560930 GHz
10 dBm
0 dBm

, M

-20 dBm

D
—

=30-dBrmr D1 -29.220 dBrm

i

1 kw”

-60 dBm
-70 dBm
F1
|
Start 2.375 GHz 8001 pts Stop 2.405 GHz
- ]
)il QR

Date: 24.5EP.2019 00:14:47

High Band Edge Plot on Channel 39
Spectrum [%]

Ref Level 20.00 dém Offset 22.00 dB8 & RBW 100 kHz
fo Att 20 dé SWT
@ 1Pk Max

8 ms @ VBW 300 kHz Mode Sweep

M1[1] 46.11 dBm
2.49374950 GHz
10 dBm

-10 dBm

-20 dBm

T 8.210 dBm

-40 dBm

1

-60 dBm

-70 dém

Start 2.475 GHz 8001 pts Stop 2.505 GHz

Date: 24.5EP.2019 00:28:56

TEL : 886-3-327-3456 Page Number : 33 of 50
FAX : 886-3-328-4978

Issued Date : Feb. 20, 2020
Report Template No.: BU5-TRLP0002BT4.0 Version 2.10 Report Version 101




SPORTON LAB. NCC RADIO TEST REPORT Report No. : TR981238-01B

<2Mbps>

Low Band Edge Plot on Channel 00
Spectrum

=]
v
Ref Level 20.00 dBm  Offset 22.00 dB & RBW 100 kHz
Jo Att 20 d& SWT 2 ms @ VBW 300 kHz Mode Sweep
@ 1Pk Max
M1[1] 44,41 dBm
2.39997750 GHz
10 dBm
0 dBm

-10 dBm /N
-20 dBm ’J \W
=38dfn D1 -29.890 dBnr / \
~40 dBm f \*

-60 dBm
-70 dBm
F1
|
Start 2.375 GHz 8001 pts Stop 2.405 GHz
- —_—
n BRI
Date: 24.5EP.2019 00:25:00
High Band Edge Plot on Channel 39
Spectrum n%,l
Ref Level 20.00 dBm  Offset 22.00 dB & RBW 100 kHz
f Att 20 de  SWT 2 ms @ VBW 300 kHz Mode Sweep
@ 1Pk Max
M1[1] 45.88 dBm
2.49643040 GHz
10 dem
0 dBm i
-10 dBm f)}WL'\
-20 dBm

30dem D1 -28.190 dBm

40 dem—t A

-60 dBm
-70 dBm
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)i J BHRRRRED e
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3.4.6 Test Result of Conducted Spurious Emission Plots

: o Temperature : 21~25C
Test Engineer : Shiming Liu

Relative Humidity :  [51~54%

Conducted Spurious Emission Plot on Bluetooth LE 1Mbps
GFSK Channel 00

Spectrum

&
v
Ref Level 20.00 dém Offset 22.00 dB8 & RBW 100 kHz
f Att 10 de SWT 29.7 ms & YBW 300 kHz Mode Sweep
@ 1Pk View
M1[1] 0.18 dBm
2.40420 GHz|
10 dBm M2[1] 54.44 dBm
2.59990 GHz|
0 dBm

-10 dBm

-20 dBm
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Conducted Spurious Emission Plot on Bluetooth LE 1Mbps
GFSK Channel 00

Spectrum

o
v
Ref Level 20.00 dém  Offset 22.00 dB8 & RBW 100 kHz
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3.5 Radiated Band Edges and Spurious Emission Measurement

3.5.1Limit of Radiated Band Edges and Spurious Emission

In any 100 kHz bandwidth outside the intentional radiator frequency band, all harmonics/spurious must
be at least 20 dB below the highest emission level within the authorized band. If the output power of this
device was measured by spectrum analyzer, the attenuation under this paragraph shall be 30 dB
instead of 20 dB. In addition, radiated emissions which fall in the restricted bands must also comply

with the NCC LP0002 section 2.8 limits as below.

Frequency Field Strength Measurement Distance
(MHz) (microvolts/meter) (meters)
0.009 — 0.490 2400/F(kHz) 300
0.490-1.705 24000/F(kHz) 30
1.705 -30.0 30 30
30-88 100 3
88 — 216 150 3
216 - 960 200 3
Above 960 500 3

3.5.2Measuring Instruments

See list of measuring equipment of this test report.
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3.5.3Test Procedures

1. The testing follows the ANSI C63.10 Section 11.12.1 Radiated emission measurements.

2. The EUT was arranged to its worst case and then tune the antenna tower (from 1 m to 4 m) and
turntable (from O degree to 360 degrees) to find the maximum reading. A pre-amp and a high
pass filter are used for the test in order to get better signal level.

3. The EUT was placed on a turntable with 0.8 meter for frequency below 1GHz and 1.5 meter for
frequency above 1GHz respectively above ground.

4. The EUT was set 3 meters from the interference receiving antenna, which was mounted on the
top of a variable height antenna tower.

5. Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level

6. For testing below 1GHz, if the emission level of the EUT in peak mode was 3 dB lower than the
limit specified, then peak values of EUT will be reported, otherwise, the emissions will be
repeated one by one using the CISPR quasi-peak method and reported.

7. For testing above 1GHz, the emission level of the EUT in peak mode was 20dB lower than
average limit (that means the emission level in average mode also complies with the limit in
average mode), then peak values of EUT will be reported, otherwise, the emissions will be
measured in average mode again and reported.

8. Use the following spectrum analyzer settings:

(1) Span shall wide enough to fully capture the emission being measured;
(2) Set RBW=100 kHz for f < 1 GHz; VBW > RBW; Sweep = auto; Detector function = peak;
Trace = max hold,;
(3) Set RBW =1 MHz, VBW= 3MHz for f > 1 GHz for peak measurement.
For average measurement:
VBW = 10 Hz, when duty cycle is no less than 98 percent.
VBW = 1/T, when duty cycle is less than 98 percent where T is the minimum
transmission duration over which the transmitter is on and is transmitting at its maximum
power control level for the tested mode of operation.
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3.5.4Test Setup

For radiated emissions below 30MHz

- im |

EUT

Metal Full Soldered Ground Plane

I

Spectrum Analyzer / Receiver

For radiated emissions from 30MHz to 1GHz

RX Antenna

Ant. feed
point

Metal Full Soldered Ground Plane

Spectrum Analyzer [ Receiver
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For radiated emissions above 1GHz

RX Antenna
& 77— e O
"/
Ant. feed
point D{ =
1-4m
""" [ ) !
f |
1.5m :
'
= IR, 8
Metal Full Soldered Ground Plane
o

Spectrum Analyzer / Receiver

3.5.5Test Results of Radiated Spurious Emissions (9 kHz ~ 30 MHz)

The low frequency, which started from 9 kHz to 30MHz, was pre-scanned and the result which was
20dB lower than the limit line per NCC LP0002 section 5.13 was not reported.
There is a comparison data of both open-field test site and alternative test site - semi-Anechoic

chamber according to 414788 D01 Radiated Test Site vO1r01, and the result came out very similar.

3.5.6 Test Result of Radiated Spurious at Band Edges

Please refer to Appendix B and C.

3.5.7Duty Cycle

Please refer to Appendix D.

3.5.8 Test Result of Radiated Spurious Emission (30MHz ~ 10th Harmonic)

Please refer to Appendix B and C.
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3.6 AC Conducted Emission Measurement
3.6.1Limit of AC Conducted Emission

For equipment that is designed to be connected to the public utility (AC) power line, the radio frequency
voltage that is conducted back onto the AC power line on any frequency or frequencies within the band

150 kHz to 30 MHz shall not exceed the limits in the following table.

Conducted limit (dBuV)
Frequency of emission (MHz)
Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50

*Decreases with the logarithm of the frequency.

3.6.2Measuring Instruments

See list of measuring equipment of this test report.

3.6.3Test Procedures

1. The EUT was placed 0.4 meter from the conducting wall of the shielding room was kept at least

80 centimeters from any other grounded conducting surface.

2. Connect EUT to the power mains through a line impedance stabilization network (LISN).

3. All the support units are connecting to the other LISN.

4. The LISN provides 50 ohm coupling impedance for the measuring instrument.

5. The FCC states that a 50 ohm, 50 microhenry LISN should be used.

6. Both sides of AC line were checked for maximum conducted interference.

7. The frequency range from 150 kHz to 30 MHz was searched.

8. Set the test-receiver system to Peak Detect Function and specified bandwidth (IF Bandwidth =
9kHz) with Maximum Hold Mode. Then measurement is also conducted by Average Detector
and Quasi-Peak Detector Function respectively.
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3.6.4Test Setup
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AMH = Artificial mains network (LISH)
AE = Associated equipment
EUT = Equipment under test
ISH = Impedance stabilization network
3.6.5Test Result of AC Conducted Emission
Please refer to Appendix A.
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SPORTON LAB.

3.7 Antenna Requirements

3.7.1Standard Applicable
If directional gain of transmitting antennas is greater than 6dBi, the power shall be reduced by the same
level in dB comparing to gain minus 6dBi. The use of a permanently attached antenna or of an antenna

that uses a unique coupling to the intentional radiator shall be considered sufficient to comply with the

LP0002 Section 2.2, Section 3.10.1.3, and Section 3.10.1.4.

3.7.2 Antenna Anti-Replacement Construction

An embedded-in antenna design is used.

3.7.3Antenna Gain
The antenna peak gain of EUT is less than 6 dBi. Therefore, it is not necessary to reduce maximum

peak output power limit.
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4 List of Measuring Equipment

Instrument Manufacturer | Model No. | Serial No. [Characteristics Cal:)b;fetion Test Date Due Date Remark
Power Sensor DARE | RPR3006W |'°00994S | 10MHz-6GHz | Dec. 19, 2018 Sgeepr;.liiyzzoolfg Dec. 18, 2019 (CTOSSS.?:?((;
SAF:;‘;;Z“QT ggmzé‘ FSV40 101397 | 10Hz~40GHz | Nov. 13,2018 Sseepp.llzsizzoollgg Nov. 12, 2019 E:TOSS;_C}:%‘;
Switch Box & R EM emswig [V nia Dec. 19, 2018 Sgeepr;.liiyzzoolfg Dec. 18, 2019 (CTOSSS.?:?((;
AC Power Source| ChainTek | APC-1000W |  N/A N/A N/A Sep. 23, 2019 N/A E:Cogggcﬂ:’g
EMI Test Receiver ggﬂfvié‘ ESR3 102388 | 9kHz~3.6GHz | Nov. 12, 2018 | Sep. 23, 2019 | Nov. 11, 2019 (ngggcﬂ?(')‘
LISN zgm‘;é‘ ENV216 | 100080 | 9kHz~30MHz | Nov. 14, 2018 | Sep. 23, 2019 | Nov. 13, 2019 (ngggcg?(r)‘
LISN ggﬁ\fﬁé‘ ENV216 | 100081 | 9kHz~30MHz | Nov. 09, 2018 | Sep. 23, 2019 | Nov. 08, 2019 (ngggc,t_:?g
Software zgm‘;é‘ s N/A N/A N/A Sep. 23, 2019 N/A (céagggcmr;
LF Cable e | RG2140 | LFO1 N/A Dec. 31, 2018 | Sep. 23, 2019 | Dec. 30, 2019 (ngggc,t_:?g
Pulse Limiter zgm‘;é‘ ESH3-z2 | 100851 N/A Dec. 31, 2018 | Sep. 23, 2019 | Dec. 30, 2019 (céagggcmr;
Preamplifier EMEC | EM18GA40G | 060715 |18GHz ~40GHz| Dec. 06, 2018 Sgcpt"zo“l"zz%lg Dec. 05, 2019 (oggﬂﬁm{)
Amplifier SONOMA 310N 187312 | 9kHz~1GHz |Dec. 04, 2018 Sggt'_%“l"zz%ll%" Dec. 03, 2019 (o?gﬂﬂmv)
Bilog Antenna | TESEQ 6lllg§dL\l—6—O 35;3@‘;‘5‘ 30MHz~1GHz | Oct. 13, 2018 Sgi’t'.zo“l"zz%ll%" Oct. 12, 2019 (o?g(:ﬂi?:v)
Hom Antenna | SCHARZEE | BBHA 9120 | *12°0%2| 16HZ ~ 18GHz | Oct. 30, 2018 Sg’cjt'.zo‘ll”zz%lg Oct. 29, 2019 (o?gﬂﬁiﬂv)
Loop Antenna zg:\?vzé‘ HFH2-z2 | 100488 | 9 kHz~30 MHz | Nov. 22, 2018 SSE;_%‘}',ZZ%?; Nov. 21, 2019 (o?éc:ﬂmv)
Preamplifier Keysight 83017A MY583§700 1GHz~26.5GHz | Nov. 14, 2018 Soe‘cjt'.zolll”zz%lg Nov. 13, 2020 (Ogg‘:ﬂiﬁj\()
i‘;g;rz”;‘ Keysight N9010A MYS;:OO"' 10Hz ~ 44GHz | Oct. 19, 2018 SSE;_%‘}',ZZ%?; Oct. 18, 2019 (o?éc:ﬂmv)
Antenna Mast EMEC AM'BSI‘B"“F’OO' N/A 1~4m N/A ng;, 2041"22%11% N/A (Ogg‘:ﬂiﬁj\()
Turn Table EMEC TT2000 | NA | 0-360 Degree NA S e St VA | oo
Preamplifier MITEQ Al"é'ggsDo'_ol%tO 1590074 | 1GHz~18GHz | May 20, 2019 Sgﬁ’g,%“l',zz%lg May 19, 2020 (o?gﬂﬁiﬂv)
SH'ZriSrTn:om SCHV(V:QRZBE BBHA 9170 BB';’;ZUO 18GHz- 40GHz | Dec. 05, 2018 Sgﬁg_%“l',zz%ﬁ Dec. 04, 2019 (oggﬂﬁmv)
EMI Test Receiver|  Keysight '\('fﬂo)f:f MY5;5130° N/A Nov. 01, 2018 Sgcpt..20122%11%~ Oct. 31, 2019 (OPTSC:ETY)
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Instrument Manufacturer [ Model No. | Serial No. |Characteristics Cal:;);?;ion Test Date Due Date Remark
Software Audix 6.20(I)ES;3-8-24 RK-020104 NIA N/A SSE{.%t,zzglg N/A (o?gﬂﬁi-o;v)
RF Cable QBEEF;; SUCl%ELEX MY?38E37/4 9kHz-30MHz | Mar. 13, 2019 S(gst'.zt)‘lly,zzcz)]i%~ Mar. 12, 2020 (oggﬂﬂi?;v)
RF Cable tornen | SPCR5EN | Mv2859/2 | 30MHZ-40GHz | Mar. 13, 2019 SSE;,%‘&’,%%?; Mar. 12, 2020 (o?gﬂﬁi-o;v)
RF Cable QBEEF;; SUCl%ELEX MY?38E37/4 30M-18G | Mar. 13, 2019 S(gst'.zt)‘lly,zzcz)]i%~ Mar. 12, 2020 (oggﬂﬂi?;v)
RF Cable tornen | SPCR5EN | Mva27472 | 30MHZ-40GHz | Mar. 13, 2019 SSE;,%‘&’,%%?; Mar. 12, 2020 (o?gﬂﬁi-o;v)
Filter Wainwright ggg?géég?féé SN3 1‘SzszlfiltLe"rW Mar. 23, 2019 Sgst-.%éll‘,zz%lli Mar. 22, 2019 (o?gﬂﬁi?;v)
Filter Wainwright g\-/rz_é)éilzéég?) SN1 13;?7:"":2" Mar. 19, 2019 Sgst'_%“l'é%ll%” Mar. 18, 2019 (O?ng(::ﬂmn
Loop Antenna ggm‘;é‘ HFH2-z2 | 100488 | 9 kHz~30 MHz | Jan. 07, 2019 O,\l‘f)t\'/'llzéyzzoolf; Jan. 06, 2020 (ogggifgf’:Y)
Bilog Antenna TESEQ 6111I§<SOLOBOO 37059801 | 30MHz~1GHz | Oct. 12, 2019 O,\l‘;t\'/'llzéyzzoolfg Oct. 11, 2020 (Ogggifg?:Y)
N1DO1N-06
Horn Antenna SCHV&RZBE BBHA 9120D 91208D'132 1GHz ~ 18GHz | Nov. 09, 2018 Oy\jt(:;,t\',_llzé?zo&lg; Nov. 08, 2019 <o§§ﬂif§?£w
Hom Antenna | SCHYARZEE | BaHA 91200 | 1200920 16Hz ~ 18GHz | Oct. 28, 2019 (')\lc(:)t\./'lfg,’ZZOOlfg Oct. 27, 2020 (o?ggifg?:\()
SHPERF Hom | SCHVIRRZBE | gerag170 BPA9170|18GH2 ~ 40GHz| Dec. 05, 2018 O’\l‘zt\'l_llzéyzzoolf; Dec. 04, 2019 <o§§ﬂif§?ﬁv)
Preamplifier | COM-POWER| PA-103 | 161075 | 10MHz~1GHz |Mar. 25, 2019 o’\g\./.llzéyzgolfg Mar. 24, 2020 (ogéf.ifgf’ﬁy)
Preamplifier Agilent 84498 3003’;023 1GHz~26.5GHz | May 27, 2019 O,\lcot\'l_llzé?zoolf; May 26, 2020 (o?ggifgﬂv)
Preamplifier Jet-Power JPAOé;i_%_S 13(1)(5)28(1)20 1GHz~18GHz | Aug. 06, 2019 C,)\l(:)t\/llZSZé)Olfg Aug. 05, 2020 (Ogggifg-ol—TY)
Preampifier | Jet-power | " 01000 100U00) 1Ghz-18GHz | Aug. 01, 2019| Q- 15 2N . 31, 2020 <o§§ﬂif§f’.ﬂn
Preamplifier EMEC | EM18G40G | 060715 |18GHz ~40GHz| Dec. 06, 2018 o’\g\./.llzéyzgolfg Dec. 05, 2019 (ogéf.ifgf’ﬁy)
i‘;lzcl;;”;‘ Keysight N9010A MY52563705 10Hz~44GHz | Mar. 19, 2019 O,\lcot\'l_llzé?zoolf; Mar. 18, 2020 (o?ggifgﬂv)
Filter wainwright | VHOI200H s Llo?/v;?aizs Mar. 22, 2019 o’\g\./.llzéyzgolfg Mar. 21, 2020 (ogéf.ifgf’ﬁy)
Filter Wainwright XY;E%Z%@Z% SN2 |3GHz High Pass| Jul. 15, 2019 O’\l‘g\'l_llzéyzgolfg Jul. 14, 2020 (o?ggifgﬂv)
RF Cable gt SUCSJ';LEX 505134/2 | 30M~40GHz | Feb. 26, 2019 O’\lcot\'l_llzéyzgolfg Feb. 25, 2020 (O§§ﬂii‘§?ﬁy)
RF Cable oinen | SYR5HE" | s00740r2 | 30M-40GHZ | Feb. 26, 2019 O,\l‘;t\'/.llzé,zgolf; Feb. 25, 2020 (oiéﬂifgiﬂy)
Controller EMEC EM1000 N/A taﬁg”gi'ﬂ?,‘\;gst N/A O’\lcot\'l_llzéyzgolfg NIA (O§§ﬂii‘§?ﬁy)
Antenna Mast evec  |AVES A0 a 1m~4m N/A O,\l‘;t\'/.llzé,zgolf; N/A (ogéﬂifgf’ﬁy)
Turn Table EMEC TT2000 N/A | 0~360 Degree N/A O’\lcot\'l_llzéyzgolfg N/A (O§§ﬂii‘§?ﬁy)
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5 Uncertainty of Evaluation

Uncertainty of Conducted Emission Measurement (150 kHz ~ 30 MHz)

Measuring Uncertainty for a Level of Confidence 29
of 95% (U = 2Uc(y)) '
<03CH11-HY>
Uncertainty of Radiated Emission Measurement (30 MHz ~ 1000 MHz)
Measuring Uncertainty for a Level of Confidence 520
of 95% (U = 2Uc(y)) '

Uncertainty of Radiated Emission Measurement (1000 MHz ~ 18000 MHz)

Measuring Uncertainty for a Level of Confidence

of 95% (U = 2Uc(y)) 5.50

Uncertainty of Radiated Emission Measurement (18000 MHz ~ 40000 MHz)

Measuring Uncertainty for a Level of Confidence 520
of 95% (U = 2Uc(y)) '
<03CH12-HY>
Uncertainty of Radiated Emission Measurement (30 MHz ~ 1000 MHz)
Measuring Uncertainty for a Level of Confidence 510
of 95% (U = 2Uc(y)) '

Uncertainty of Radiated Emission Measurement (1000 MHz ~ 18000 MHz)

Measuring Uncertainty for a Level of Confidence

of 95% (U = 2Uc(y)) 5.60

Uncertainty of Radiated Emission Measurement (18000 MHz ~ 40000 MHz)

Measuring Uncertainty for a Level of Confidence 500
of 95% (U = 2Uc(y)) '
TEL : 886-3-327-3456 Page Number : 50 of 50
FAX : 886-3-328-4978 Issued Date : Feb. 20, 2020

Report Template No.: BU5-TRLP0002BT4.0 Version 2.10 Report Version 101



SPORTON LAB.

NCC RADIO TEST REPORT

Report No. :

TR981238-01B

Appendix A. AC Conducted Emission Test Results

. Temperature : 25.9~26.2°C
Test Engineer : |Howard Huang : =
Relative Humidity : |41.8~42.7%
Test Voltage : [120Vac / 60Hz Phase : Line
Full Spectrum
100
90+
80+
70+
> BU:\ | CISPR-OP Limit at:Main Pong
3
[a0] +
o
£ B0y
s
3
LIIE . A
T L 4
30+ ¢
201
10+
1] } —t ——— } } ———— } i
150k 300 400500 G007TM 2 iM 4AMEMEBE 8§ 10M 20M  30M
Frequency in Hz
Final Result
Frequency QuasiPeak | CAverage Limit Margin Line Filter | Corr.
(MHz) (dBuV) (dBuV) (dBuV) (dB) (dB)
0.159000 46.36 65.52 19.16 | L1 OFF 19.4
0.159000 31.78 55.52 23.74 | L1 OFF 19.4
0.174750 48.44 64.73 16.29 | L1 OFF 19.4
0.174750 35.45 54.73 19.28 | L1 OFF 19.4
0.208500 40.19 63.27 23.08 | L1 OFF 19.4
0.208500 26.53 53.27 26.74 | L1 OFF 19.4
0.260250 39.07 61.42 2235 | L1 OFF 19.4
0.260250 26.31 51.42 2511 | L1 OFF 19.4
0.305250 33.66 60.10 26.44 | L1 OFF 19.4
0.305250 25.54 50.10 2456 | L1 OFF 19.4
0.368250 28.97 58.54 29.57 | L1 OFF 19.4
0.368250 23.99 48.54 2455 | L1 OFF 19.4
TEL : 886-3-327-3456 Page Number : Al of A2
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. Temperature : 25.9~26.2°C
Test Engineer : |Howard Huang : =
Relative Humidity : |41.8~42.7%
Test Voltage : [120Vac / 60Hz Phase : Neutral
Full Spectrum
1001
90+
50+
701
> ED:\ | CISPR-0P Limit atibain Portg
>
a0} £
el
£ 50t
[
: Tve
= 404 OO0
30t
204
10t
0 } } —t—t } } — } i
150k 300 400500 g001M 2mM 3M 4AMEM B g 10M 20M 30M
Frequency in Hz
Final Result
Frequency QuasiPeak | CAverage Limit Margin Line Filter | Corr.
(MHz) (dBuV) (dBuV) (dBuV) (dB) (dB)
0.161250 31.85 55.40 2355 | N OFF 19.5
0.161250 45.29 65.40 20.11 | N OFF 19.5
0.190500 30.02 54.02 24.00 | N OFF 19.5
0.190500 44.18 64.02 19.84 | N OFF 19.5
0.208500 27.95 53.27 2532 | N OFF 19.5
0.208500 40.81 63.27 22.46 | N OFF 19.5
0.242250 29.33 52.02 22.69 | N OFF 19.5
0.242250 39.95 62.02 22.07 | N OFF 19.5
0.269250 30.57 51.14 20.57 | N OFF 19.5
0.269250 40.23 61.14 2091 | N OFF 19.5
0.303000 29.11 50.16 21.05 | N OFF 19.5
0.303000 39.08 60.16 21.08 | N OFF 19.5
TEL : 886-3-327-3456 Page Number : A2 of A2
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Appendix B. Radiated Spurious Emission

) Temperature : 21.8~25.7°C
Test Engineer : Fu Chen, Troye Hsieh
Relative Humidity : [53.7~64.2%
<For SKU1 1Mbps>
2.4GHz 2400~2483.5MHz
BLE (Band Edge @ 3m)
BLE Note | Frequency Level Over Limit Read | Antenna| Path |Preamp| Ant | Table |Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos Pos |Avg.
(MHz) (dBpV/m)| (dB) [(dBpV/m)|(dBpV)| (dB/m) | (dB) | (dB) |(cm) | (deg)|(P/A)|(H/V)
2361.24 52.77 -21.23 74 42.24 27.56 16.61 | 33.64 | 174 | 139 P H
2363.235 43.35 -10.65 54 32.83 27.55 16.61 | 33.64 | 174 | 139 A H
* 2402 - - 74 80.04 27.4 16.65 | 33.63 | 174 | 139 P H
* 2402 - - 54 78.52 27.4 16.65 | 33.63 | 174 | 139 A H
BLE
H
CH 00
2347.905 53.03 -20.97 74 42.47 27.61 16.59 | 33.64 | 105 | 290 P \Y
2402MHz
2348.325 43.45 -10.55 54 32.89 27.61 16.59 | 33.64 | 105 | 290 A |V
* 2402 - - 74 89.3 27.4 16.65 | 33.63 | 105 | 290 P \Y
* 2402 - - 54 84.8 27.4 16.65 | 33.63 | 105 | 290 A |V
\Y
2336.88 53.38 -20.62 74 42.8 27.65 16.58 | 33.65 | 188 137 P H
2321.52 43.58 -10.42 54 32.96 27.71 16.56 | 33.65 | 188 137 A H
* 2440 - - 74 81.06 27.32 16.69 | 33.61 | 188 137 P H
* 2440 - - 54 79.44 27.32 16.69 | 33.61 | 188 137 A H
2491.68 53.34 -20.66 74 42.88 27.3 16.75 | 33.59 | 188 137 P H
BLE
2492.32 43.48 -10.52 54 33.02 27.3 16.75 | 33.59 | 188 137 A H
CH 19
2329.36 53.74 -20.26 74 43.14 27.68 16.57 | 33.65 | 125 | 293 P \Y
2440MHz
2373.36 43.6 -10.4 54 33.11 27.51 16.62 | 33.64 | 125 | 293 A |V
* 2440 - - 74 90.86 27.32 16.69 | 33.61 | 125 | 293 P \Y
* 2440 - - 54 88.33 27.32 16.69 | 33.61 | 125 | 293 A |V
2497.68 53.2 -20.8 74 42.74 27.3 16.75 | 3359 | 125 | 293 P \Y
2497.12 43.17 -10.83 54 32.71 27.3 16.75 | 33.59 | 125 | 293 A |V
TEL : 886-3-327-3456 Page Number : Bl of B15
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2480 - - 74 81 27.3 16.73 33.6 184 137 P H
2480 - - 54 78.03 27.3 16.73 33.6 184 137 A H
2486.92 52.63 -21.37 74 42.18 27.3 16.74 | 33.59 | 184 137 P H
2494.16 43.27 -10.73 54 32.81 27.3 16.75 | 33.59 | 184 137 A H
H
BLE
H
CH 39
2480 - - 74 91.88 27.3 16.73 33.6 115 294 P \%
2480MHz
2480 - - 54 87.8 27.3 16.73 33.6 115 294 A \%
2483.76 53.46 -20.54 74 43.02 27.3 16.74 33.6 115 294 P \Y,
2485.16 43.33 -10.67 54 32.89 27.3 16.74 33.6 115 294 A \%
\Y,
\%
1. No other spurious found.
Remark
2. Allresults are PASS against Peak and Average limit line.
TEL : 886-3-327-3456 Page Number : B2 of B15
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2.4GHz 2400~2483.5MHz
BLE (Harmonic @ 3m)

BLE Note | Frequency Level Over Limit Read | Antenna| Path |Preamp| Ant | Table Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos | Pos |Avg.
(MHz) (dBpV/m)| (dB) [(dBpV/m)|(dBpV)| (dB/m) | (dB) | (dB) |(cm) | (deg)|(P/A)|(H/V)
4804 39.86 -34.14 74 58.68 311 10.56 | 60.92 100 0 P H
H
H
BLE
H
CH 00
4804 39.59 -34.41 74 58.41 311 10.56 | 60.92 100 0 P \%
2402MHz
\Y,
\%
\Y,
4880 40.57 -33.43 74 59.32 31.04 10.63 | 60.85 | 100 0 P H
7320 43.48 -30.52 74 54.21 36.54 13.24 | 60.92 100 0 P H
H
BLE
H
CH 19
4880 39.6 -34.4 74 58.35 31.04 10.63 | 60.85 100 0 P V
2440MHz
7320 43 -31 74 53.73 36.54 13.24 | 60.92 100 0 P \%
V
V
4960 41.19 -32.81 74 59.53 31.32 10.7 60.77 100 0 P H
7440 43.74 -30.26 74 54.55 36.48 13.24 | 60.91 100 0 P H
H
BLE
H
CH 39
4960 40.57 -33.43 74 58.91 31.32 10.7 60.77 100 0 P \%
2480MHz
7440 44.34 -29.66 74 55.15 36.48 13.24 | 60.91 100 0 P \%
\%
\%
1. No other spurious found.
Remark
2. Allresults are PASS against Peak and Average limit line.
TEL : 886-3-327-3456 Page Number : B3 of B15
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<For SKU1 2Mbps>

2.4GHz 2400~2483.5MHz
BLE (Band Edge @ 3m)

BLE Note | Frequency Level Over Limit Read | Antenna | Path |Preamp| Ant | Table |Peak|Pol.
Limit Line Level Factor Loss | Factor | Pos | Pos |Avg.
(MHz) |(dBpV/m)| (dB) [(dBpV/m)|(dBpV)| (dB/m) | (dB) | (dB) |(cm) |(deg) |(P/A)|(H/V)

2331.735 53 -21 74 42.41 27.67 16.57 | 33.65 | 174 | 139 P H
2340.555 4491 -9.09 54 34.34 27.64 16.58 | 33.65 | 174 | 139 A | H
* 2402 - - 74 80.22 27.4 16.65 | 33.63 | 174 | 139 P H
* 2402 - - 54 78.83 27.4 16.65 | 33.63 | 174 | 139 A | H
H

BLE
H

CH 00
2358.09 53.48 | -20.52 74 42.95 27.57 16.6 33.64 | 105 | 290 P |V

2402MHz

2349.375 45.3 -8.7 54 34.75 27.6 16.59 | 33.64 | 105 | 290 AV
* 2402 - - 74 88.39 27.4 16.65 | 33.63 | 105 | 290 P |V
* 2402 - - 54 85.06 27.4 16.65 | 33.63 | 105 | 290 AV
\
\
2362.78 52,71 | -21.29 74 42.19 27.55 16.61 | 33.64 | 188 | 137 P H
2328.76 44.96 -9.04 54 34.36 27.68 16.57 | 33.65 | 188 | 137 A | H
* 2440 - - 74 80.02 27.32 16.69 | 33.61 | 188 | 137 P H
* 2440 - - 54 78.21 27.32 16.69 | 33.61 | 188 | 137 A | H
2488.45 52.8 -21.2 74 42.35 27.3 16.74 | 3359 | 188 | 137 P H

BLE
2491.95 44,51 -9.49 54 34.05 27.3 16.75 | 3359 | 188 | 137 A | H

CH 19
2384.48 53.82 | -20.18 74 43.36 27.46 16.63 | 33.63 | 100 | 293 P |V

2440MHz
2325.82 44.84 -9.16 54 34.23 21.7 16.56 | 33.65 | 100 | 293 AV
* 2440 - - 74 90.77 27.32 16.69 | 33.61 | 100 | 293 P |V
* 2440 - - 54 88.37 27.32 16.69 | 33.61 | 100 | 293 AV
2499.09 52.38 | -21.62 74 41.92 27.3 16.75 | 3359 | 100 | 293 P |V
2488.59 45.31 -8.69 54 34.86 27.3 16.74 | 3359 | 100 | 293 AV
TEL : 886-3-327-3456 Page Number : B4 of B15
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2480 915 17.5 74 81.07 27.3 16.73 33.6 184 137 P H
2480 88.5 34.5 54 78.07 27.3 16.73 33.6 184 137 A H
2491.6 52.81 -21.19 74 42.35 27.3 16.75 | 33.59 | 184 137 P H
2493.4 45.01 -8.99 54 34.55 27.3 16.75 | 33.59 | 184 137 A H
H
BLE
H
CH 39
2480 102.4 28.4 74 91.97 27.3 16.73 33.6 115 294 P \%
2480MHz
2480 98.79 44.79 54 88.36 27.3 16.73 33.6 115 294 A \%
2483.64 53.48 -20.52 74 43.04 27.3 16.74 33.6 115 294 P \Y,
2483.92 45.3 -8.7 54 34.86 27.3 16.74 33.6 115 294 A \%
\Y,
\%
1. No other spurious found.
Remark
2. Allresults are PASS against Peak and Average limit line.
TEL : 886-3-327-3456 Page Number : B5 of B15
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2.4GHz 2400~2483.5MHz
BLE (Harmonic @ 3m)

BLE Note | Frequency Level Over Limit Read | Antenna| Path |Preamp| Ant | Table Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos | Pos |Avg.
(MHz) (dBpV/m)| (dB) [(dBpV/m)|(dBpV)| (dB/m) | (dB) | (dB) |(cm) | (deg)|(P/A)|(H/V)
4804 41.11 -32.89 74 59.93 311 11 60.92 100 0 P H
H
H
BLE
H
CH 00
4804 40.18 -33.82 74 59 311 11 60.92 100 0 P \%
2402MHz
\Y,
\%
\Y,
4880 40.13 -33.87 74 58.88 31.04 1149 | 60.85 | 100 0 P H
7320 44.82 -29.18 74 55.55 36.54 14.06 | 60.92 100 0 P H
H
BLE
H
CH 19
4880 40.77 -33.23 74 59.52 31.04 11.06 | 60.85 100 0 P V
2440MHz
7320 44.04 -29.96 74 54.77 36.54 13.65 | 60.92 100 0 P \%
V
V
4960 40.37 -33.63 74 58.71 31.32 11.11 60.77 100 0 P H
7440 44.64 -29.36 74 55.45 36.48 13.62 | 60.91 100 0 P H
H
BLE
H
CH 39
4960 41.01 -32.99 74 59.35 31.32 11.11 60.77 100 0 P \%
2480MHz
7440 43.6 -30.4 74 54.41 36.48 13.62 | 60.91 100 0 P \%
\%
\%
1. No other spurious found.
Remark
2. Allresults are PASS against Peak and Average limit line.
TEL : 886-3-327-3456 Page Number : B6 of B15
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Emission below 1GHz

2.4GHz BLE (LF)

BLE Note | Frequency Level Over Limit Read | Antenna| Path |Preamp| Ant | Table |Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos | Pos |Avg.
(MHz) [(dBuV/m)| (dB) [(dBpV/m)| (dBpV) | (dB/m) | (dB) | (dB) |[(cm)|(deg)|(P/A)|(H/V)
40.67 2478 |-15.22 40 37.59 18.7 0.86 32.37 - - P H
46.49 18.72 -21.28 40 34.34 15.84 0.91 32.37 - - P H
63.95 21.09 |-18.91 40 40.74 11.61 11 32.36 - - P H
931.13 32.35 |-13.65 46 29.6 29.52 4.29 31.06 - - P H
943.74 33.49 -12.51 46 29.92 30.19 4.33 30.95 - - P H
956.35 33.65 |-12.35 46 29.28 30.85 4.35 30.83 | 100 0 P H
H
H
H
H
H
2.4GHz
H
BLE
L 35.82 27.44 -12.56 40 37.64 21.35 0.82 32.37 - - P \%
40.67 33.47 -6.53 40 46.28 18.7 0.86 32.37 | 100 0 P |V
45.52 31.64 -8.36 40 46.78 16.32 0.91 32.37 - - P \%
936.95 33.77 -12.23 46 30.68 29.8 4.3 31.01 - - P \%
950.53 34.12 -11.88 46 30.07 30.6 4.34 30.89 - - P |V
958.29 34.57 -11.43 46 30.09 30.93 4.36 30.81 - - P \%
\%
\%
\%
\%
\%
\%
1. No other spurious found.
Remark
2. All results are PASS against limit line.
TEL : 886-3-327-3456 Page Number : B7 of B15
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<For SKU2 2Mbps>

2.4GHz 2400~2483.5MHz
BLE (Band Edge @ 3m)

BLE Note | Frequency Level Over Limit Read | Antenna| Path |Preamp| Ant | Table |Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos | Pos |Avg.

(MHz) (dBpV/m)| (dB) [(dBpV/m)|(dBuV)| (dB/m) | (dB) | (dB) |(cm) | (deg)|(P/A)|(H/V)
2358.72 52.71 -21.29 74 42.18 27.57 16.6 33.64 | 100 4 P H
2334.99 45.13 -8.87 54 34.54 27.66 16.58 | 33.65 | 100 4 A H
* 2402 - - 74 87.02 27.4 16.65 | 33.63 | 100 4 P H
* 2402 - - 54 84.8 27.4 16.65 | 33.63 | 100 4 A H
H

BLE
H

CH 00
2381.295 53.29 -20.71 74 42.82 27.47 16.63 | 33.63 | 110 106 P \Y,

2402MHz
2358.51 44.8 -9.2 54 34.27 27.57 16.6 33.64 | 110 106 A |V
* 2402 - - 74 83.88 27.4 16.65 | 33.63 | 110 106 P \Y,
* 2402 - - 54 82.54 27.4 16.65 | 33.63 | 110 106 A |V
\Y
\Y,

1. No other spurious found.
Remark
2. Allresults are PASS against Peak and Average limit line.
TEL : 886-3-327-3456 Page Number : B8 of B15

FAX : 886-3-328-4978




samoncas. NCC RADIO TEST REPORT Report No. : TR981238-01B

2.4GHz 2400~2483.5MHz
BLE (Harmonic @ 3m)

BLE Note | Frequency Level Over Limit Read | Antenna| Path |Preamp| Ant | Table Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos Pos |Avg.
(MHz) (dBpV/m)| (dB) [(dBpV/m)|(dBpV)| (dB/m) | (dB) | (dB) |(cm) | (deg)|(P/A)|(H/V)
4804 41.11 -32.89 74 60.37 31.1 10.56 | 60.92 100 0 P H
H
H
BLE
H
CH 00
4804 40.18 -33.82 74 59.44 31.1 10.56 | 60.92 100 0 P \Y
2402MHz
\Y,
\Y
\Y,
1. No other spurious found.
Remark
2. Allresults are PASS against Peak and Average limit line.
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Emission below 1GHz

2.4GHz BLE (LF)

BLE Note | Frequency Level Over Limit Read | Antenna| Path |Preamp| Ant | Table |Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos | Pos |Avg.
(MHz) [(dBuV/m)| (dB) [(dBpV/m)| (dBpV) | (dB/m) | (dB) | (dB) |[(cm)|(deg)|(P/A)|(H/V)
40.67 2428 |-15.72 40 37.09 18.7 0.84 32.37 - - P H
45.52 22.11 -17.89 40 37.25 16.32 0.89 32.37 - - P H
63.95 20.28 |-19.72 40 39.93 11.61 1.05 32.36 - - P H
943.74 3341 |-12.59 46 29.84 30.19 411 30.95 - - P H
948.59 33.79 -12.21 46 29.86 30.49 4.12 30.9 - - P H
953.44 34.11 -11.89 46 29.9 30.72 4.13 30.86 | 100 0 P H
H
H
H
H
H
2.4GHz
H
BLE
L 30.97 26.94 -13.06 40 34.95 23.58 0.77 32.37 - - P \%
40.67 33.73 -6.27 40 46.54 18.7 0.84 32.37 100 0 P \%
45.52 29.93 -10.07 40 45.07 16.32 0.89 32.37 - - P \%
947.62 33.85 -12.15 46 29.99 30.43 4.12 30.91 - - P \%
950.53 33.85 | -12.15 46 29.8 30.6 4.12 30.89 - - P |V
958.29 34.15 -11.85 46 29.67 30.93 4.14 30.81 - - P \%
\%
\%
\%
\%
\%
\%
1. No other spurious found.
Remark
2. All results are PASS against limit line.
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<For SKU3 2Mbps>

2.4GHz 2400~2483.5MHz
BLE (Band Edge @ 3m)

BLE Note | Frequency Level Over Limit Read | Antenna| Path |Preamp| Ant | Table |Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos | Pos |Avg.

(MHz) (dBpV/m)| (dB) [(dBpV/m)|(dBuV)| (dB/m) | (dB) | (dB) |(cm) | (deg)|(P/A)|(H/V)
2344.965 52.79 -21.21 74 42.23 27.62 16.59 | 33.65 | 100 3 P H
2361.765 45.03 -8.97 54 34.51 27.55 16.61 | 33.64 | 100 3 A H
* 2402 - - 74 84.53 27.4 16.65 | 33.63 | 100 3 P H
* 2402 - - 54 83.45 27.4 16.65 | 33.63 | 100 3 A H
H

BLE
H

CH 00
2347.275 52.77 -21.23 74 42.21 27.61 16.59 | 33.64 111 106 P \Y,

2402MHz
2327.01 45.17 -8.83 54 34.56 27.69 16.57 | 33.65 111 106 A \Y
* 2402 - - 74 81.97 27.4 16.65 | 33.63 111 106 P \Y,
* 2402 - - 54 80.4 27.4 16.65 | 33.63 111 106 A \Y,
\Y
\Y,

1. No other spurious found.
Remark
2. Allresults are PASS against Peak and Average limit line.
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2.4GHz 2400~2483.5MHz
BLE (Harmonic @ 3m)

BLE Note | Frequency Level Over Limit Read | Antenna| Path |Preamp| Ant | Table Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos Pos |Avg.
(MHz) (dBpV/m)| (dB) [(dBpV/m)|(dBpV)| (dB/m) | (dB) | (dB) |(cm) | (deg)|(P/A)|(H/V)
4804 41.43 -32.57 74 60.69 31.1 10.56 | 60.92 100 0 P H
H
H
BLE
H
CH 00
4804 40.3 -33.7 74 59.56 31.1 10.56 | 60.92 100 0 P \Y
2402MHz
\Y,
\Y
\Y,
1. No other spurious found.
Remark
2. Allresults are PASS against Peak and Average limit line.
TEL : 886-3-327-3456 Page Number : B12 of B15

FAX : 886-3-328-4978




SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR981238-01B

Emission below 1GHz

2.4GHz BLE (LF)

BLE Note | Frequency Level Over Limit Read | Antenna| Path |Preamp| Ant | Table |Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos | Pos |Avg.
(MHz) [(dBuV/m)| (dB) [(dBpV/m)| (dBpV) | (dB/m) | (dB) | (dB) |[(cm)|(deg)|(P/A)|(H/V)
30.97 20.94 |-19.06 40 28.95 23.58 0.77 32.37 - - P H
42.61 26.15 -13.85 40 39.89 17.75 0.86 32.37 - - P H
48.43 19.02 -20.98 40 35.58 14.87 0.91 32.37 - - P H
930.16 33.07 -12.93 46 30.37 29.48 4.08 31.07 - - P H
947.62 33.95 -12.05 46 30.09 30.43 4.12 30.91 - - P H
954.41 34.57 -11.43 46 30.3 30.77 4.13 30.85 100 0 P H
H
H
H
H
H
2.4GHz
H
BLE
L 30 25.3 -14.7 40 32.9 24.01 0.76 32.38 - - P \%
40.67 33.3 -6.7 40 46.11 18.7 0.84 32.37 100 0 P \%
45.52 29.01 -10.99 40 44.15 16.32 0.89 32.37 - - P \%
913.67 32.7 -13.3 46 30.61 29.06 4.05 31.22 - - P \%
940.83 33.38 | -12.62 46 30.04 30 4.1 30.97 - - P |V
954.41 33.93 -12.07 46 29.66 30.77 4.13 30.85 - - P \%
\%
\%
\%
\%
\%
\%
1. No other spurious found.
Remark
2. All results are PASS against limit line.
TEL : 886-3-327-3456 Page Number : B13 of B15

FAX : 886-3-328-4978




samoncas. NCC RADIO TEST REPORT Report No. : TR981238-01B

Note symbol

Fundamental Frequency which can be ignored. However, the level of any unwanted emissions

shall not exceed the level of the fundamental frequency.

! Test result is over limit line.

P/A Peak or Average

H/V Horizontal or Vertical

TEL : 886-3-327-3456 Page Number : B14 of B15
FAX : 886-3-328-4978




SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR981238-01B

A calculation example for radiated spurious emission is shown as below:

FAX : 886-3-328-4978

BLE Note | Frequency Level Over Limit Read | Antenna| Path |Preamp| Ant | Table |[Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos | Pos |Avg.
(MHz) |(dBpV/m)| (dB) |(dBuV/m)|(dBuV)| (dB/m) | (dB) | (dB) |(cm)|(deg) |(P/A)(HV)
BLE 2390 55.45 | -1855 74 5451 | 3222 | 458 | 3586 | 103 | 308 P | H
CH 00
2402MHz 2390 43.54 -10.46 54 42.6 32.22 4.58 35.86 103 308 A H
1. Path Loss(dB) = Cable loss(dB) + Filter loss(dB) + Attenuator loss(dB)
2. Level(dBuV/m) =
Antenna Factor(dB/m) + Path Loss(dB) + Read Level(dBuV) - Preamp Factor(dB)
3. Over Limit(dB) = Level(dBuV/m) — Limit Line(dBuV/m)
For Peak Limit @ 2390MHz:
1. Level(dBuV/m)
= Antenna Factor(dB/m) + Path Loss(dB) + Read Level(dBuV) - Preamp Factor(dB)
= 32.22(dB/m) + 4.58(dB) + 54.51(dBuV) — 35.86 (dB)
= 55.45 (dBuV/m)
2. Over Limit(dB)
= Level(dBuV/m) — Limit Line(dBuV/m)
= 55.45(dBuV/m) — 74(dBuV/m)
= -18.55(dB)
For Average Limit @ 2390MHz:
1. Level(dBuV/m)
= Antenna Factor(dB/m) + Path Loss(dB) + Read Level(dBuV) - Preamp Factor(dB)
= 32.22(dB/m) + 4.58(dB) + 42.6(dBuV) — 35.86 (dB)
= 43.54 (dBuV/m)
2. Over Limit(dB)
= Level(dBuV/m) — Limit Line(dBuV/m)
= 43.54(dBuV/m) — 54(dBuV/m)
= -10.46(dB)
Both peak and average measured complies with the limit line, so test result is “PASS”.
TEL : 886-3-327-3456 Page Number : B15 of B15




samoncas. NCC RADIO TEST REPORT Report No. : TR981238-01B

Appendix C. Radiated Spurious Emission Plots

) Temperature : 21.8~25.7°C
Test Engineer : Fu Chen, Troye Hsieh
Relative Humidity : [53.7~64.2%
Note symbol
-L Low channel location
-R High channel location
TEL : 886-3-327-3456 Page Number : Clof C32

FAX : 886-3-328-4978



samoncas. NCC RADIO TEST REPORT Report No. : TR981238-01B

<For SKU1 1Mbps>

2.4GHz 2400~2483.5MHz
BLE (Band Edge @ 3m)

BLE 2.4GHz 2400~2483.5MHz Band Edge @ 3m

BLE CHOO0 2402MHz

Horizontal Fundamental

A (@Buvim) Date: 20190924 v 0B Date: 2019.08.24
1300 1300)
1200| 1200)
1o ol
1000| 1000)
50| 900
300 800 T
700 700
50 600
it sneetrs i mirrir ]
50 V- 500) T i
400 00
300| 300)
200| 200)
100] 100)
510 0. 730, 25 0. 7400, 2415 0 00 500 o6 1900 700 2300 2500 2700, E
Frequency (Ha) Freauency (iz)
site $03CHILHY site 03CHILHY
Condition + PEAK_BE_74 3m HORN 9120D-HF HORIZONTAL Condition PEAK_74 3m HORN 91200-HF HORTZONTAL
+ RBW:1000.000KHZ VBW:3000.000KHZ SWT:Auto RBW:1000.000KHz VBW:3000000KHz SWT:Auto
Detector +Peak Detector Peak
Peak Project onizas project setzas
A (6Buvim) Date:2019.09.24 vel (@Buvim) Date: 2019.08.24
1300| 1300)
1200 1200)
1100 1109
1000| 1000)
50| 00|
a0 A w00
it
[l o
500 y 500 e
400 = 400
300| s00)
20| 200)
100| 100)
510 520 7340, 7360, D 7400, 715 0 00 500 106 1800 7o 2300 2800 2700, 000
Frequency (WHn) Frequency (WHn)
site $03CHILHY site 03CHILHY
Condition + AV6_BE_54 3m HORN 9120D-HF HORTZONTAL Condition AV6_54 3m HORN 91200-HF HORTZONTAL
+ RBW:1000.000KHz VBW:3.000KHz SWT:Auto RBW1000.000KHz VBW:3.000KHzZ SWT:Auto
Derector +Peak Detector Peak
Av g . Project :981238 Project 981238

TEL : 886-3-327-3456 Page Number : C2 of C32
FAX : 886-3-328-4978



SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR981238-01B

BLE

2.4GHz 2400~2483.5MHz Band Edge @ 3m

BLE CHOO 2402MHz

Vertical

Fundamental

1 g

)

Date: 2019.0924

vel (@BuVim) Date: 20190924
1300 1300
1200 1200
10| 1ol
1000 1000
904 90
ao0| 800 PEAK 7
700 700
0.0 ; ] 1 600
S B B
50 500 L
400 40
300 300
20| 200
100 100
510 2520, 7540 560 Z80. 7a00. s 000 00 4500 4700 4900 Z0D 7300 7500 2700 EC
Frequency (HHz) Frequency (MHz)
site +03CHIL-HY Site 03CHIL-HY
Condition +PEAK_BE_74 3m HORN 9120D-HF VERTICAL Condition PEAK_74 3m HORN 9120D-HF VERTICAL
+ RBW:1000.000KHz VBW:3000.000KHz SWT:Auto RBW:1000.000KHz VBW:3000.000KHz SWT:Auto
Detector Peak Detector Peak
Peak Project 981238 Project 981238
A (@Buvim) Date: 2019.09.24 vel (@Buvim) Date: 2019.00.24
1300 1300
1200 1200
10| ol
1000 1000
s0.f 90
500 S0
700 700
509 60 5
50 50
BN i
400 e
300 300
20| 200
100 100
0 220 7540 500 EED 7400, s 000 500 A500. 1700 700 700 2500 2700 3000
Frequency (WHz) Frequency (MHz)
site +03CHIL-HY site 03CHIL-HY
Condition + AV6_BE_54 3m HORN 9120D-HF VERTICAL Condition AV6_54 3m HORN 9120D-HF VERTICAL
+ RBW:1000.000KHz VBW:3.000KHz SWT:Auto RBW:1000.000KHz VBW:3.000KHz SWT:Auto
Detector +Peak Detector Peak
Avg Project :981238 Project 981238

TEL : 886-3-327-3456
FAX : 886-3-328-4978
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samoncas. NCC RADIO TEST REPORT Report No. : TR981238-01B

BLE 2.4GHz 2400~2483.5MHz Band Edge @ 3m

BLE CH19 2440MHz - L

Horizontal Fundamental

ol (@Buvim) Date: 2019.00.24 ) (@Buvim) Date: 2019.09-24
1300 1300)

1200 1200

1109 104

1000 1000

509

00|

I
800 | s00) ekl
709 700)

00 L 500
5 L N PR P
ad w0
300 300
209 204
100 w09
I STy T T MR T
Heasonc k) Freaioncy (ks
site oscHILHY site oscHiLIY
Condition PEAK_BE_74 3m HORN 9120D-HF HORIZONTAL Condition : PEAK_74 3m HORN 9120D-HF HORTZONTAL
 RBWAI000.000KHz VBW:3000 000KHz SWT:Auto {RBWA1000.000K+Hz VBW:3000.000KHz SWT:Auto
Detector Peak Detector : Peak
Peak Project os1238 project ‘981238
o0 oate: 016092 - vae 20100824
1200 1209
oy 1o
w009 w09
w0 I s0d
w09 | 50
700 { 04
009 509 -
e | 509 —
40.0] AO0[ o e T
300 300
209 20
109 10d
o E N T T T oo e 7w B B w5
Heavenc i) Feeaioncy ks
Site 03CHI11-HY Site :03CHI1-HY
Condition : AV6_BE_54 3m HORN 9120D-HF HORIZONTAL Condition : AV6_54 3m HORN 9120D-HF HORIZONTAL
RBW:1000.000KHz VBW:3.000KHz SWT:Auto : RBW:1000.000KHz VBW:3.000KHz SWT:Auto

Detector Peak Detector +Peak

Avg . Project 981238 Project 1981238

TEL : 886-3-327-3456 Page Number : C4 of C32
FAX : 886-3-328-4978



samoncas. NCC RADIO TEST REPORT Report No

. TR981238-01B

BLE

2.4GHz 2400~2483.5MHz Band Edge @ 3m

BLE CH19 2440MHz - R

Horizontal Fundamental

Peak

A (@Buvim)

Date: 2019.0924

R
ERl

PEAK_BE_74]

10.0]

420 2430 2840,

Site $03CHILHY

Condition +PEAK_BE_74 3m HORN 9120D-HF HORTZONTAL
+ RBW:1000.000KHz VBW:3000.000KHzZ SWT:Auto

Detector :Peak
Project 981238

2450,

2460, 2. 280, 2490, 2500
Frequency (MHz)

Left blank

Avg.

A (@BuVim)

Date: 2019.0024

-
sire oaciLy
Condition : AV6_BE_54 3m HORN 9120D-HF HORIZONTAL
: RBW:1000.000KHz VBW:3.000KHz SWT:Auto
Detector : Peak
Praject 91238 Left blan

TEL : 886-3-327-3456
FAX : 886-3-328-4978

Page Number
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samoncas. NCC RADIO TEST REPORT Report No. : TR981238-01B

A (¢Buvim) Date:2015.09.24 vel (@BuVim) Date: 2010.08.24
1300| 1300)
1200| 1200)
100 10g
1000| 1000
50| 00|
w0 s PEAK 7
700 700
50 n ) 60|
50 00, A
400 400
300| 300
20| 200
100| 100)
510 750 o0 2 Zi00 240 Zaa0. 24602470 00 300 500 1706 1900 7100 2300 2600 2700, o
Frequency (Hn) Frequency (MHz)
site $03CHILHY site 03CHILHY
Condition +PEAK_BE_74 3m HORN 9120D-HF VERTICAL Condition PEAK_74 3m HORN 9120D-HF VERTICAL
+ RBW:1000.000KHz VBW:3000.000KHz SWT:Auto RBW:1000.000KHz VBW:3000.000KHz SWT:Auto
Detector +Peak Detector peak
Peak Project 1981238 Project 981238
A (6Buvim) Date: 2019.09.24 el @BuVim) Date: 2019.00.24
1300| 1300)
1200) 1200)
100 1109
1000| 1000
50| 00|
s00f s00)
700 700)
50 600 5
s00| - 500 S —
400 S e e e
300| 300
20| 200)
100] 100)
510 750 7360 7360 7400 74 240 24602470 000 00 1500 1706 1900 7100 2300 2600 2700, 000
Frequency (Hz) Frequency (MHz)
site $03CHILHY site 03CHILHY
Condition + AV6_BE_54 3m HORN 9120D-HF VERTICAL Condition AV6_54 3m HORN 9120D-HF VERTICAL
+ RBW:1000.000KHz VBW:3.000KHz SWT:Auto RBW:1000.000KHz VBW:3.000KHzZ SWT:Auto
Detector +Peak Detector Peak
AV g . Project :981238 Project 981238

TEL : 886-3-327-3456 Page Number : C6 of C32
FAX : 886-3-328-4978



samoncas. NCC RADIO TEST REPORT Report No. : TR981238-01B

BLE 2.4GHz 2400~2483.5MHz Band Edge @ 3m

BLE CH19 2440MHz - R

Vertical Fundamental

A (@Buvim) Date: 2019.0924

o N
200 PEAK_BE 74|

10.0]

420 2430 2840, 2450, 2460, 2. 280, 2490, 2500
Frequency (MHz)

Site $03CHILHY

Condition +PEAK_BE_74 3m HORN 9120D-HF VERTICAL

+ RBW:1000.000KHz VBW:3000.000KHz SWT:Auto

Peak e Left blank

A (@BuVim) Date: 2019.0024

s0q) AVG_BE 54|
50.0) -

400
300]
200
100]
420 2430 2840, 2450, 2460, 2. 280, 2490, 2500
Frequency (MHz)
Site $03CHILHY
Condition + AV6_BE_54 3m HORN 9120D-HF VERTICAL

+ RBW:1000.000KHz VBW:3.000KHz SWT:Auto

Avg. e, Left blank

TEL : 886-3-327-3456 Page Number : C7 of C32
FAX : 886-3-328-4978



SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR981238-01B

BLE

2.4GHz 2400~2483.5MHz Band Edge @ 3m

BLE CH39 2480MHz

Horizontal

Fundamental

1 g

) Date: 2019.09.24

vel @BuVim) Date: 2010.08.24
1300| 1300)
1200| 1200)
100 10g
1000| 1000
50| —~ 00|
w0 PEAK BE 7a s PEAK 7
700 700
50 ] \ 1 60|
e
50 500) A A s R L e
400 400
300| 300
20| 200
100| 100)
460 2463.2465.2467 24692471 46124632485 2467 2480 2401, 750 000 300 500 106 1900 7io0 2300 2500 7700, e
Frequency (Hn) Frequency (MHz)
site $03CHILHY site 03CHILHY
Condition AK_BE_74 3m HORN 9120D-HF HORTZONTAL Condition PEAK_74 3m HORN 9120D-HF HORTZONTAL
BW:1000.000KHz VBW:3000.000KHz SWT:Auto RBW:1000.000KHz VBW:3000.000KHz SWT:Auto
Detector ak Detector peak
Peak Project 1981238 Project 981238
A (@Buvim) Date: 2019.09.24 el @BuVim) Date: 2019.00.24
1300| 1300)
1200) 1200)
100 1109
1000| 1000
50| 00|
ra
s00f s00)
| adE s
500| - 500 i ——
400 A0 e
300| 300
20| 200)
100] 100)
460 2463 2465.2467 2460, 24712475 2475 2471 2470 2461 2483, 2485247 2480, 24012493, 2495 2497, 2500 000 300 500 1700 7i00 200 2500 2700, EC
Frequency (WHa) Frequency (WHa)
site $03CHILHY site 03CHILHY
Condition + AV6_BE_54 3m HORN 9120D-HF HORTZONTAL Condition AV6_54 3m HORN 9120D-HF HORIZONTAL
+ RBW:1000.000KHz VBW:3.000KHz SWT:Auto RBW:1000.000KHz VBW:3.000KHzZ SWT:Auto
Detector +Peak Detector Peak
AV g . Project :981238 Project 981238

TEL : 886-3-327-3456
FAX : 886-3-328-4978

Page Number

. C8 of C32



SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR981238-01B

BLE

2.4GHz 2400~2483.5MHz Band Edge @ 3m

BLE CH39 2480MHz

Vertical

Fundamental

1 g

)

Date: 2019.09-24

vel @BuVim) Date: 2010.08.24
1300| 1300)
1200| 1200)
100 10g
1000| \ 1000
50| / \ 00|
w0 PEAK BE 7a s PEAK 7
700 \ 700
50 \G 60|
& s00) e
400 400
300| 300
20| 200
100| 100)
460 2463.2465.2467 24692471 72463, 2405.2467 2460 2491 750 000 300 500 106 1900 7io0 2300 2500 7700, e
Frequency (Hn) Frequency (MHz)
site $03CHILHY site 03CHILHY
Condition AK_BE_74 3m HORN 9120D-HF VERTICAL Condition PEAK_74 3m HORN 9120D-HF VERTICAL
BW:1000.000KHz VBW:3000.000KHz SWT:Auto RBW:1000.000KHz VBW:3000.000KHz SWT:Auto
Detector ak Detector peak
Peak Project 1981238 Project 981238
A (@Buvim) Date: 2019.09.24 el @BuVim) Date: 2019.00.24
1300| 1300)
1200) 1200)
100 1109
1000| 1000
d fal
w00 \ s00
700 | 700)
o) AvG B 54 509 WG 5
500 / 50 —
400 S e e
300| 300
20| 200)
100] 100)
460 2463 2465.2467 2460, 24712475 2475 2471 2470 2461 2483, 2485.2487. 2480, 24012493 2495 2497, 7500 000 300 500 1700 1900 7100 2300 2500 2700, EC
Frequency (WHa) Frequency (WHa)
site $03CHILHY site 03CHILHY
Condition + AV6_BE_54 3m HORN 9120D-HF VERTICAL Condition AV6_54 3m HORN 9120D-HF VERTICAL
+ RBW:1000.000KHz VBW:3.000KHz SWT:Auto RBW:1000.000KHz VBW:3.000KHzZ SWT:Auto
Detector +Peak Detector Peak
AV g . Project :981238 Project 981238

TEL : 886-3-327-3456
FAX : 886-3-328-4978

Page Number

: C9 of C32



samoncas. NCC RADIO TEST REPORT

Report No. : TR981238-01B

2.4GHz 2400~2483.5MHz

BLE (Harmonic @ 3m)

BLE

2.4GHz 2400~2483.5MHz Harmonic @ 3m

BLE CHOO0 2402MHz

Horizontal

Vertical

Peak

Avg.

) (@Buvim)

Date: 20190924

1300
1200
1o
1000
90|
500
700
500

| peAK 74|

VG 54

504
400
300
200f
100

000 4000, GO0O. 8000, 10000. 12000 14000 16000. 1000. 20000. 22000 25000
Frequency (MiHz)

site $03CHILHY

Condition +PEAK_74 3m HORN 9120D-HF HORIZONTAL

Detector :Peak
Project 981238

Date: 20190924

1300
1200
ol
1000
904
S0
700
60

PERK 74

AV 5

504
40
300
200
100

000

site
Condition
Detector
Project

W00, 5000, 5000, 10000, 12000. 14000 16000. 16000, 20000. 22000 250
Frequency (MHz)
03CHILHY
PEAK_74 3m HORN 9120D-HF VERTICAL
peal
981238

TEL : 886-3-327-3456
FAX : 886-3-328-4978
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samoncas. NCC RADIO TEST REPORT

Report No. : TR981238-01B

BLE

2.4GHz 2400~2483.5MHz Harmonic @ 3m

BLE CH19 2440MHz

Horizontal

Vertical

Peak

Avg.

A (@Buvim)

Date: 2019.0924

PERK 73]

AVG 54

000

Site
Condition
Detector
Project

4000 6000, 8000, 10000, 12000 14000 16000 18000.
Frequency (MHz)

$03CHIL-HY
+PEAK_74 3m HORN 9120D-HF HORTZONTAL
+Peak

:981238

20000, 22000 26000

vel (dBuvim)

Date: 2019-09.24

1300
1200
1ol
1000
90
S0

PERK 74|

700
600)

AVG 54

504
409
300
200
100

000

Site
Condition
Detector
Project

4000 6000, 8000, 10000. 12000 14000. 15000, 18000,
Froquen:

03CHIL-HY

cy (MHz)

PEAK_74 3m HORN 9120D-HF VERTICAL

Peak
981238

20000, 72000 2501

TEL : 886-3-327-3456
FAX : 886-3-328-4978
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samoncas. NCC RADIO TEST REPORT Report No. : TR981238-01B

BLE 2.4GHz 2400~2483.5MHz Harmonic @ 3m

BLE CH39 2480MHz

Horizontal Vertical

A (¢BuVim) Date: 20190924 vel (dBuVim) Date: 2019.09.24
130] 1300]
1200] 1200)
1100 100
1000] 1000]
90| 904
£00) PEAK 74| 200 PEAK 74|
700] 700
0| AVG 54| o) AVG 54
s00f : 2 s00) \ -
400 00
300 300
200) 200)
100) 100
000 4000 G000, 6000, 10000 12000. 14000 16000, 18000. 20000. 22000 25000 000 4000 G000, 8000 10000, 12000 14000. 16000. 18000. 20000, 22000. 250
Frequency (MHz) Frequency (MHz)
Site +03CHIL-HY Site O3CHIL-HY
Condition : PEAK_74 3m HORN 9120D-HF HORTZONTAL Condifion PEAK_74 3m HORN 9120D-HF VERTICAL
Detector +Peak Detector Peal
Project :981238 Project 981238

Peak

TEL : 886-3-327-3456 Page Number : C12 of C32
FAX : 886-3-328-4978



samoncas. NCC RADIO TEST REPORT Report No. : TR981238-01B

<For SKU1 2Mbps>

2.4GHz 2400~2483.5MHz
BLE (Band Edge @ 3m)

BLE

2.4GHz 2400~2483.5MHz Band Edge @ 3m

BLE CHOO0 2402MHz

Horizontal Fundamental

J By oate: 20100024 ot bate:2018.08.24
1304 1304
1204 1204
ol 1o
100 100
s0d s0d
a0 1 s0d | | -
104 70d
9 1 \ 9 Oy e e |
50, kit 500] SV VRN PR IIORIR SES sl s
100 100
300 304
204 204
10d 10d
TN a0 o0 T80 ETR T oo s 0000700, 2io0 20 200, 2700 50
Freueney (i) Freaiency Wiz
site {03CHILHY site o3cHILHY
Condition : PEAK_BE_74 3m HORN 91200-HF HORIZONTAL Condition PEAK_74 3m HORN 9120D-HF HORIZONTAL
 RBWI000.000KHz VBW:3000.000KHz SWT:Auto RBW:1000.000KHz VBW:3000.000KHz SWT:Auto
Detector : Peak Detector Peak
Peak project (981238 Project 981238
ooy Date: 20100024 e bate: 20180824
1304 1504
1204 1204
10 10
100 1004
%0d s0d
304 \ 504
700 |
60|
s0d :
P —
304
204 204
10d 10d
i 7. 7 D T E T oo s, 00,00 700,100 206800, 2700 5
Freoney (i) Freaiency Wiz
Site :03CH11-HY Site. 03CHI1-HY
Condition : AV6_BE_54 3m HORN 9120D-HF HORIZONTAL Condition 'AVG_54 3m HORN 9120D-HF HORIZONTAL
 RBWEIO00 000KHz VBW:10.000KHz SWTiAuto RBWEI000.000KH2 VBWI0.000KHz SWT:Auto
Detector :Peak Detector Peak
Avg . Project :981238 Project 981238

TEL : 886-3-327-3456
FAX : 886-3-328-4978
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SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR981238-01B

BLE

2.4GHz 2400~2483.5MHz Band Edge @ 3m

BLE CHOO 2402MHz

Vertical

Fundamental

A (¢Buvim) Date:2015.09.24 vel (@BuVim) Date: 20190924
1300 1300
1200 1200
10| 1ol
1000 1000
904 \ 90
809 1 809 PEAK 7
nd | 7
w : | .
i sson) 5000 bbbt A e
400 409
300 300
20| 200
100 100
510 2520, 7540 7360, 360 7a00. s 000 00 500 700 900 700 700 200 2700, EC
Frequency (HHz) Frequency (MHz)
site +03CHIL-HY Site 03CHIL-HY
Condition +PEAK_BE_74 3m HORN 9120D-HF VERTICAL Condition PEAK_74 3m HORN 9120D-HF VERTICAL
+ RBW:1000.000KHz VBW:3000.000KHz SWT:Auto RBW:1000.000KHz VBW:3000.000KHz SWT:Auto
Detector Peak Detector Peak
Peak Project 981238 Project 981238
A (@Buvim) Date: 2019.09.24 vel (@Buvim) Date: 2019.00.24
1300 1300
1200 1200
10| ol
1000 1000
s0.f 90
500 S0
700 700
509 60 5
500 50 —
| — - N I I ———
409 0.0
300 300
20| 200
100 100
0 220 7540 500 EED 7400, s 000 00 500 4700 1900 Zio0 7300 7500 2700 o
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Annex. A Receiver Radiated Emission Measurement

A.1 Limit of Receiver Radiated Emission

Frequency Field Strength Measurement Distance
(MHz) (microvolts/meter) (meters)
0.009 - 0.490 2400/F(kHz) 300
0.490-1.705 24000/F(kHz) 30
1.705-30.0 30 30
30-88 100 3
88 — 216 150 3
216 - 960 200 3
Above 960 500 3

A.2 Measuring Instruments

See list of measuring equipment of this test report.

A.3 Test Procedures

1. The EUT was placed on a turntable with 0.8 meter above ground.

The EUT was set 3 meters from the interference receiving antenna, which was mounted on the
top of a variable height antenna tower.

3. The table was rotated 360 degrees to determine the position of the highest radiation.

The antenna is a Bi-Log antenna and its height is adjusted between one to four meters above
ground to find the maximum value of the field strength for both horizontal polarization and vertical
polarization of the antenna.

5. For each suspected emission, the EUT was arranged to its worst case and then tune the
antenna tower (from 1 m to 4 m) and turntable (from O degree to 360 degrees) to find the
maximum reading.

6. Set the test-receiver system to Peak Detect Function and specified bandwidth with Maximum
Hold Mode (RBW=120kHz/VBW=300kHz for frequency below 1GHz; RBW=1MHz VBW=3MHz
(Peak), RBW=1MHz/VBW=10Hz (Average) for frequency above 1GHz).

7. If the emission level of the EUT in peak mode was 3 dB lower than the limit specified, peak
values of EUT will be reported. Otherwise, the emission will be repeated by using the quasi-peak
method and reported.

Emission level (dBuV/m) = 20 log Emission level (uV/m)
Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level
TEL : 886-3-327-3456 Page Number : Annex 1 of 5

FAX . 886-3-328-4978



samoncas. NCC RADIO TEST REPORT Report No. : TR981238-01B

A.4 Test Setup

For radiated emissions below 30MHz

1 ! RX Antenna

I
~ im |
I

""" I

1m

1
Metal Full Soldered Ground Plane

===

Spectrum Analyzer ! Receiver

For radiated emissions from 30MHz to 1GHz

R Antenna

ant. feed
point

i

3m -

EUT

S0cm

1
Metal Full Soldered Ground Plane

o

Spectrum Analyzer / Receiver

For radiated emissions above 1GHz

Metal Full Soldered Ground Plane

=

Spectrum Analyzer / Receiver
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FAX : 886-3-328-4978



SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR981238-01B

A.5 Test Result of Receiver Radiated Spurious Emissions (9kHz ~ 30MHz)

The low frequency, which started from 9 kHz to 30MHz, was pre-scanned and the result which was

20dB lower than the limit line per NCC LP0002 section 5.13 was not reported.

There is a comparison data of both open-field test site and alternative test site - semi-Anechoic

chamber according to 414788 D01 Radiated Test Site vO1r01, and the result came out very similar.

A.6 Connection Diagram of Test System

1200 achE0Hz

EUT
(Adapter)

EUT
(USB Cable)

Bluetooth
Earphone

EUT

A.7

WLAN AP
Support Unit used in test configuration and system
Item |Equipment Trade Name [Model Name |FCC ID Data Cable |Power Cord
1. |Bluetooth Earphone |Sony Ericsson |MW600 PY7DDA-2029 N/A N/A
2. |WLANAP ASUS RT-AC66U MSQ-RTAC66U [N/A Unshielded, 1.8 m

Remark: Applicant has ensured accessory would not be attached with the product on the market,

accessory is provided by lab for testing.

TEL : 886-3-327-3456
FAX . 886-3-328-4978

Page Number

: Annex 3 of 5




samoncas. NCC RADIO TEST REPORT Report No. : TR981238-01B

A.8 Test Result of Receiver Radiated Spurious Emission (30MHz ~ 5" Harmonic)

Temperature : 23.1~26.4°C

Test Engineer : Jack Cheng, Lance Chiang ,Chuan Chu
Relative Humidity : [51.8~60.9%

44.550 MHz Margin Under 6.12 dB

Frequency )
(for Quasi-Peak)

Test Mode Bluetooth + WLAN (2.4GHz) Idle mode

Idle Mode

Level (dBuVim) Date: 20191119 Level (dBuVim) Date: 2019-11-19
130) 130
119 0]
90 %
PEAK 74 PEAK 74
70| 70|
AVG_54 AVG_54
WHJ 1 AR -WJJ EVRETY T
30 30
19 10 ‘
3000. 5000. 7000. 9000. 11000. 13000. 15000. 17000. 19000. 21000. 23000. 26500 0 000, 5000. 7000, 9000. 11000. 13000. 15000. 17000. 19000. 21000. 23000 26500
Frequency (MHz) Frequency (MHz)
Peak Site :03CHI2-HY Site :03CHI2-HY
Condition : PEAK_74 3m HORN_9120D_1328 HORIZONTAL Condition : PEAK_74 3m HORN_9120D_1328 VERTICAL
Detector :Peak Detector :Peak
Project 1981238 Project 1981238
Avg Over Limit ReadAntenna Cable Preamp A/Pos T/Pos Over Limit ReadAntenna Cable Preamp A/Pos T/Pos
. Freq Llevel Limit Line Level Factor Loss Factor Remark Freq Llevel Limit Line Level Factor Loss Factor Remark
MHz dBuV/m dB dBuV/m  dBuV  dB/m a8 a8 cm  deg Mz dBuV/m dB dBuV/m  dBuV  dB/m a8 a8  deg
1 44.55 29.17 -10.83 40.00 41.60 16.98 0.95 30.39 Peak 1 44.55 33.88 -6.12 40.00 46.31 16.98 0.95 30.39 100 324 QP
2 132.82 23.97 -19.53 43.50 35.26 17.48 1.52 30.39 Peak 2% 4455 40.98 ©.98 40.00 53.41 16.98 0.95 30.39 100 324 Peak
3 771.68 33.83 -12.17 46.00 30.95 28.13 3.79 29.36 Peak 3 120.21 29.66 -13.84 43.50 41.22 17.32 1.44 30.41  --—-  --- Peak
4 854.50 34.55 -11.45 46.00 30.36 29.03 3.9 29.21 Peak a 562.53 30.24 -15.76 46.00 30.26 26.18 3.26 29.69
H 912.70 34.90 -11.10 46.00 30.25 29.21 4.12 29.10 Peak H 740.04 32.21 -13.79 46.00 29.66 27.97 3.71 29.43
6 948.59 36.99 -9.10 46.00 30.71 30.53 4.20 29.00 0 Peak 6 886.51 34.65 -11.35 46.00 30.34 29.01 4.06 29.16
7 2488.00 48.86 -25.14 74.80 48.14 27.32 6.68 33.28 Peak 7 956.35 36.92 -9.08 46.00 30.40 30.81 4.22 28.98
8  2766.00 48.94 -25.06 74.00 47.60 27.93 6.85 33.44 Peak 8  2212.00 49.07 -24.93 74.00 47.48 28.15 6.38 32.94
9 9825.00 47.51 -26.49 74.80 50.70 39.25 14.08 57.06 Peak 9  2600.00 48.47 -25.53 74.00 47.64 27.40 6.78 33.35
10 11610.00 48.57 -25.43 74.00 49.66 39.55 15.20 56.30 Peak 10 9690.00 47.81 -26.19 74.00 51.47 38.88 14.02 57.04
11 13740.00 49.30 -24.70 74.00 49.37 40.54 16.13 57.35  ---  --- Peak 11 10620.00 48.08 -25.92 74.00 50.07 39.88 14.48 56.80
12 14445.00 49.82 -24.18 74.00 47.41 41.80 16.85 56.87 100 0 Peak 12 13260.00 48.58 -25.42 74.00 49.81 39.66 15.74 57.20

13 13995.00 49.92 -24.08 74.00 49.44 40.90 16.35 57.40 100

TEL : 886-3-327-3456 Page Number : Annex 4 of 5
FAX : 886-3-328-4978
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Appendix D. Duty Cycle Plots

Duty VBW Duty
Band Cycle(%) Qe | Annfiak) Setting |Factor(dB)
Bluetooth —LE for 1Mbps 62.30 390 2.56 3kHz 2.06
Bluetooth —LE for 2Mbps 32.91 206 4.85 10kHz 4.83
TEL : 886-3-327-3456 Page Number :D-10of2
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Bluetooth

fo Att
SGL

Ref Level 20,00 dBm

— LE for 1Mbps

Spectrum

(=)

Offset 22.00 dB & RBW
20 dB & SWT 2ms & VBW

10 MHz
10 MHz

@ 1Pk Max

M1[1] 1.34 dBm

134.00 ps

10 dém:
M1

v
0 dBm-—T

D2[1] 0.31 dB

390.00 ps

-10 dBmp

-20 dBmp

i

-40 dBm:

Tty

-50 dBm

-60 dem

-70 dBm

CF 2.44 GHz

1001 pts 200.0 ps/

Marker

Type | Ref | Trc |
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¥-value |

Function | Function Result |

M1
D2
D3

M1
M1

1 134.0 ps 1.
1 390.0 ps
1 626.0 ps

34 dBm
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0.08 dB

)

Date:

Bluetooth

fo Att
SGL

1B.5EP.2019

— LE for 2Mbps

Spectrum

Ref Level 20,00 dBm
20 dB & SWT

Offset 22.00 dB & RBW
2ms & VBW

10 MHz
10 MHz

@ 1Pk Max

10 dém:

M1[1] 0.79 dBm

304.00 ps

0 dbm

D2[1] 0.93 dB

D3| 206.00 ps

-10 dBm

-20 dBm

R

-40 dBm:

-50 dBm

-60 dem

-70 dBm

CF 2.44 GHz

1001 pts 200.0 ps/

Marker

Type | Ref | Trc |

X-value | Y-val

lue | Function | Function Result |

M1
D2
D3

M1
M1

1
1

304.0 ps 0.
206.0 ps
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79 dBm

0.93 dB
0.50 dB

—
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