3F 2 %% 19C0041R-RFTWP35V00

99% Occupied Bandwidth:
Channel 42 (Chain B)

Channel 58: Chain B
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3F 2 %% 19C0041R-RFTWP35V00

Channel 106: Chain B

Channel 122: Chain B
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3F 2 %% 19C0041R-RFTWP35V00

Channel 138: Chain B

Channel 155 (Chain B)
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3F 2 %% 19C0041R-RFTWP35V00

Maximum conducted output power:
Channel 42 (Chain A)

Maximum conducted output power:
Channel 58 (Chain A)
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3F 2 %% 19C0041R-RFTWP35V00

Maximum conducted output power:
Channel 106 (Chain A)

Maximum conducted output power:
Channel 122 (Chain A)
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3F 2 %% 19C0041R-RFTWP35V00

Maximum conducted output power:
Channel 138 (Band3) (Chain A)

Maximum conducted output power:
Channel 138 (Band4) (Chain A)

% 147 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Maximum conducted output power:
Channel 155 (Chain A)
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3F 2 %% 19C0041R-RFTWP35V00

Maximum conducted output power:
Channel 42 (Chain B)

Channel 58 (Chain B)
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3F 2 %% 19C0041R-RFTWP35V00

Channel 106 (Chain B)

Channel 122 (Chain B)
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3F 2 %% 19C0041R-RFTWP35V00

Channel 138 (Band3) (Chain B)

Channel 138 (Band4) (Chain B)
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3F 2 %% 19C0041R-RFTWP35V00

Maximum conducted output power:
Channel 155 (Chain B)
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3F 2 %% 19C0041R-RFTWP35V00

Fiply &4 Intel® Wireless-AC 9260
&Rl A5 1 9260NGW B3R OB P DM B SR
BRI - B F B Mode 1: % 5+ % 802.11ac-160BW_Beamforming
6 dB 4 % : IMHz i HE MR 3MHz
A B A - EBEERE T21C
Bl p #1106 & 07 % 17 p B R AE 539
Chain A
Cable loss=1dB Maximum conducted output power
Frequency Data Rate (Mbps) Required
Channel No o
(MHz) |VTHO|VTH1|VTH2|VTH3|VTH4|VTH5|VTH6|VTH7 |VTH8|VTHY| Limit
50ac160
5250 10.59 [ 10.55 [ 10.51 [ 10.47 [ 10.43 | 10.38 | 10.34 | 10.29 | 10.24 | 10.19 | <24dBm
(Bandl)
50ac160
5250 10.75 | 10.69 | 10.63 [ 10.59 [ 10.55 | 10.51 | 10.47 | 10.42 | 10.38 | 10.32 | <24dBm
(Band2)
114ac160 5570 15.26 | 15.22 [ 15.18 [ 15.13 [ 15.09 | 15.03 | 14.97 | 14.93 | 14.89 | 14.82 | <24dBm
Note: Maximum conducted output power Value =Reading value on Spectrum Analyzer + cable loss
Chain B
Cable loss=1dB Maximum conducted output power
Frequency Data Rate (Mbps) Required
Channel No o
(MHz) |VTHO|VTH1|VTH2|VTH3|VTH4|VTH5|VTH6|VTH7 |VTH8|VTHY| Limit
50ac160
5250 10.44 1 10.40 [ 10.36 [ 10.32 [ 10.27 | 10.22 | 10.18 | 10.13 | 10.09 | 10.03 | <24dBm
(Bandl)
50ac160
5250 10.57 [ 10.53 [ 10.49 [ 10.42 [ 10.37 | 10.32 | 10.27 | 10.22 | 10.17 | 10.11 | <24dBm
(Band2)
114ac160 5570 15.03 [ 14.98 | 14.93 [ 14.89 [ 10.84 | 10.79 | 10.75 | 10.71 | 10.67 | 10.61 | <24dBm

Note: Maximum conducted output power Value =Reading value on Spectrum Analyzer + cable loss
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3F 2 %% 19C0041R-RFTWP35V00

Maximum conducted output power Measurement

Chain A+ B
Frequency| 99% Chain A | Chain B Output o
. Output Power Limit
Channel No | Range |Bandwidth| Power Power Power Result
(MHz) (MHz) (dBm) (dBm) (dBm) | (dBm) |{dBm+10log(BW)
144(Band1) 5250 -- 10.590 10.440 13.53 24 -- Pass
144(Band2) 5250 76.420 10.750 10.570 13.67 24 29.83 Pass
114ac160 5570 153.050 | 15.260 15.030 18.16 24 32.85 Pass
Note:

1. Output Power (dBm) = 10LOG (Chain A Power (mW)+ Chain B Power (mW))
2. 99% Bandwidth is the bandwidth of chain A or chain B whichever is less bandwidth, output power
limitation is more stringent.
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3F 2 %% 19C0041R-RFTWP35V00

99% Occupied Bandwidth:
Channel 50 — Chain A

Channel 114: Chain A
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3F 2 %% 19C0041R-RFTWP35V00

99% Occupied Bandwidth:
Channel 50 (Chain B)

Channel 114: Chain B
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3F 2 %% 19C0041R-RFTWP35V00

Maximum conducted output power:
Channel 50 (Chain A)

Maximum conducted output power:
Channel 50 (Chain A)
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3F 2 %% 19C0041R-RFTWP35V00

Maximum conducted output power:
Channel 114 (Chain A)
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3F 2 %% 19C0041R-RFTWP35V00

Maximum conducted output power:
Channel 50 (Chain B)

Maximum conducted output power:
Channel 50 (Chain B)
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3F 2 %% 19C0041R-RFTWP35V00

Channel 114 (Chain B)

EXX TR ey PASS
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% 19C0041R-RFTWP35V00

EHIEHRA
AR

EHFFANBIHFL A € Ko G kfﬁ’p’?%}ﬁ;}duﬁ%%g%ﬁ 473 &
4.7.3.1 i * 515 GHz~5.25 GHz #f &
(1) &= hfEivi + .
(R) B 0 5 )50 1
(B) =i 1MHz ﬁ;‘%“ﬁx"ﬁéﬁ?&?fi@ AN E 2 17 dBm o
(C) ré*%ﬁBdBl RECE: SR 3 U §2 },%lzéigﬁﬁdBl TS e dBi B
B ¥R @RS R SRR

(D) % J\lmwuuﬁso B> Hd+ EIRP & & %2t 21dBm -
(2) BEpEivR*:
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(B) iz 1 MHz ﬁp%v‘ﬁxﬂﬂ’wﬁg LB o] At e & 17 dBm o
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R &1@%ﬁ*ﬁ E B AHFAHBR o
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3F 2 %% 19C0041R-RFTWP35V00

6.2.

6.3.

6.4.

4.7.3.3 & * 4f % 3+ 5725 GHz~5.850 GHz #f £
(1) B @ Eg P F R BT LW
(2) tizi® 500 kHz #FF @ fo < FAEH R R | >t & £ 30dBm -
(B) HFH T BT » @ * S o M FAREO6ABI 2 F 42 R > 72 FHERF - F
WEL GRS U E
(4) % 3)° & * AgiB 6dBI > 7 M F 2 SR AP ikALE 6dBI X M 9 eh
dBi 32 > FEFECE S BRBIF I 2 B HFHEERA

2R

(A) BHRPIERBEHAFZFRF > W BES NHE -

(B) 5.15 GHz~5.25 GHz ~ 5.25 GHz~5.35 GHz % 5.47 GHz~5.725 GHz #g £ - Bl:#
RELMABR LS IMHZ S H & FRlF 2 26dBHF SR » A FPd) F o

(C) 5.725 GHz~5.850 GHz #f f~ » Rl &k B2 48 & B3k ©5 500 kHz & Fipl4» 2. 26

dB % SHHE F 0 3 iﬁﬁxﬁmy T;f °

(D) f#AFHE R 30 (B) & (C)FF » JriAd i = N3 B s FMH R A -

For the band 5.725-5.85 GHz, Scale the observed power level to an equivalent value in 500 kHz by
adjusting (increase) the measured power by a bandwidth correction factor (BWCF) where BWCF =
10log (500 kHz/100 kHz) = 6.98 dB.

IEE R

LRI EITAR

PUIE PR &P FE TR 5 £1.30dB -

¥ 162 |+ 838 |



3F 2 %% 19C0041R-RFTWP35V00

65  REAFHEFTRPEREEE

#iRl Y &4 ¢ Intel® Wireless-AC 9260
&R 4 3] 5L 0 9260NGW Bl EIE P T MEMASIEHTA
B RO E L - Bl % Mode 1: # &% 802.11a
6 dB #f % : 1MHz AR B R ¢ IMHz
w R OE O ME B EAE 21C
B FEp # 106# 07" 11 p B BAE 53 9%
Total Required
Channel | Frequency ) PPSD o
Chain PPSD Limit Result
Number (MHz) (dBm)
(dBm) (dBm)
A 7.960 10.970 11 Pass
36 5180
B 7.540 10.550 11 Pass
A 7.850 10.860 11 Pass
44 5220
B 7.740 10.750 11 Pass
A 7.860 10.870 11 Pass
48 5240
B 7.720 10.730 11 Pass
A 6.920 9.930 11 Pass
52 5260
B 6.220 9.230 11 Pass
A 7.530 10.540 11 Pass
60 5300
B 7.110 10.120 11 Pass
A 6.900 9.910 11 Pass
64 5320
B 6.970 9.980 11 Pass
A 6.190 9.200 11 Pass
100 5500
B 5.160 8.170 11 Pass
A 7.050 10.060 11 Pass
116 5580
B 6.160 9.170 11 Pass
A 6.970 9.980 11 Pass
140 5700
B 6.120 9.130 11 Pass
Note :
The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document
662911 DO1.
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3F 2 %% 19C0041R-RFTWP35V00

Total Required
Channel | Frequency . PPSD BWCF o
Chain PPSD Limit Result
Number (MHz) (dBm) (dB)
(dBm) (dBm)
A -2.910 6.980 7.080 <30 Pass
149 5745
B -3.010 6.980 6.980 <30 Pass
A 1.290 6.980 11.280 <30 Pass
157 5785
B 1.020 6.980 11.010 <30 Pass
A 1.310 6.980 11.300 <30 Pass
165 5825
B 0.930 6.980 10.920 <30 Pass
Note :

The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document

662911 DO1.
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3F 2 %% 19C0041R-RFTWP35V00

Channel 36: (Chain A)

Channel 36: (Chain B)
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3F 2 %% 19C0041R-RFTWP35V00

Channel 44: (Chain A)

Channel 44: (Chain B)
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3F 2 %% 19C0041R-RFTWP35V00

Channel 48: (Chain A)

Channel 48: (Chain B)
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3F 2 %% 19C0041R-RFTWP35V00

Channel 52: Chain A

Channel 52: Chain B
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3F 2 %% 19C0041R-RFTWP35V00

Channel 60: Chain A

Channel 60: Chain B
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3F 2 %% 19C0041R-RFTWP35V00

Channel 64: Chain A

Channel 64: Chain B
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3F 2 %% 19C0041R-RFTWP35V00

Channel 100: Chain A

Channel 100: Chain B
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3F 2 %% 19C0041R-RFTWP35V00

Channel 120: Chain A

Channel 120: Chain B
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3F 2 %% 19C0041R-RFTWP35V00

Channel 140: Chain A

Channel 140: Chain B
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3F 2 %% 19C0041R-RFTWP35V00

Channel 149: (Chain A)

Channel 149: (Chain B)
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3F 2 %% 19C0041R-RFTWP35V00

Channel 157: (Chain A)

Channel 157: (Chain B)
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3F 2 %% 19C0041R-RFTWP35V00

Channel 165: (Chain A)

Channel 165: (Chain B)
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3F 2 %% 19C0041R-RFTWP35V00

FiRly L Intel® Wireless-AC 9260

&Pl 4 A 5 1 9260NGW Bl R P CMESFREERA
B RIE g - B3 B 3% C Mode 1 % &+ % 802.11n-20BW
6 dB #g % : 1MHz AL AR H4E R ¢ 1IMHz
w R OF 4 E REERE 21C
Bl p ¥ 2 106# 077 11 p B RRE 53 %
Total Required
Channel | Frequency . PPSD o
Chain PPSD Limit Result
Number (MH2z) (dBm)
(dBm) (dBm)
A 7.440 10.450 11 Pass
36 5180
B 6.790 9.800 1 Pass
A 7.460 10.470 11 Pass
44 5220
B 6.890 9.900 1 Pass
A 7.490 10.500 11 Pass
48 5240
B 7.570 10.580 11 Pass
A 7.300 10.310 11 Pass
52 5260
B 7.550 10.560 11 Pass
A 7.290 10.300 11 Pass
60 5300
B 7.430 10.440 11 Pass
A 7.460 10.470 11 Pass
64 5320
B 7.300 10.310 11 Pass
A 6.860 9.870 11 Pass
100 5500
B 6.550 9.560 11 Pass
A 7.890 10.900 11 Pass
116 5580
B 7.020 10.030 11 Pass
A 5.720 8.730 11 Pass
140 5700
B 4.760 7.770 11 Pass
Note :
The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document
662911 DO1.
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3F 2 %% 19C0041R-RFTWP35V00

Total Required
Channel | Frequency . PPSD BWCF o
Chain PPSD Limit Result
Number (MHz) (dBm) (dB)
(dBm) (dBm)
A -3.370 6.980 6.620 <30 Pass
149 5745
B -5.740 6.980 4.250 <30 Pass
A -4.670 6.980 5.320 <30 Pass
157 5785
B -4.460 6.980 5.530 <30 Pass
A 0.250 6.980 10.240 <30 Pass
165 5825
B -0.120 6.980 9.870 <30 Pass
Note :
The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document
662911 DO1.
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3F 2 %% 19C0041R-RFTWP35V00

Channel 36: (Chain A)

Channel 36: (Chain B)
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3F 2 %% 19C0041R-RFTWP35V00

Channel 44: (Chain A)

Channel 44: (Chain B)
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3F 2 %% 19C0041R-RFTWP35V00

Channel 48: (Chain A)

Channel 48: (Chain B)
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3F 2 %% 19C0041R-RFTWP35V00

Channel 52: Chain A

Channel 52: Chain B
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3F 2 %% 19C0041R-RFTWP35V00

Channel 60: Chain A

Channel 60: Chain B
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3F 2 %% 19C0041R-RFTWP35V00

Channel 64: Chain A

Channel 64: Chain B
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3F 2 %% 19C0041R-RFTWP35V00

Channel 100: Chain A

Channel 100: Chain B
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3F 2 %% 19C0041R-RFTWP35V00

Channel 120: Chain A

Channel 120: Chain B
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3F 2 %% 19C0041R-RFTWP35V00

Channel 140: Chain A

Channel 140: Chain B
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3F 2 %% 19C0041R-RFTWP35V00

Channel 149: (Chain A)

Channel 149: (Chain B)
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3F 2 %% 19C0041R-RFTWP35V00

Channel 157: (Chain A)

Channel 157: (Chain B)
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Channel 165: (Chain A)

Channel 165: (Chain B)
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3F 2 %% 19C0041R-RFTWP35V00

FiRly L Intel® Wireless-AC 9260
% ipl 4 ) 5L 1 9260NGW RIGEIE P M EHFHEFTAR
B RIE g - B 3F H-5Y ¢ Mode 1 % 5% 802.11n-40BW
6 dB #f % : 1MHz ALAE AR B 1 IMHz
OB OB MR BBER 121C
Bl FE p ¥ 1 106# 07 7 11 p FBBRAE 53 9%
Total Required
Channel | Frequency . PPSD o
Chain PPSD Limit Result
Number (MHz) (dBm)
(dBm) (dBm)
A 4.160 7.170 11 Pass
38 5190
B 3.830 6.840 11 Pass
A 5.480 8.490 11 Pass
46 5230
B 5.500 8.510 11 Pass
A 5.430 8.440 11 Pass
54 5270
B 5.310 8.320 11 Pass
A 2.100 5.110 11 Pass
62 5310
B 2.240 5.250 11 Pass
A 2.620 5.630 11 Pass
102 5510
B 1.660 4.670 11 Pass
A 5.380 8.390 11 Pass
110 5550
B 4.740 7.750 11 Pass
A 2.840 5.850 11 Pass
134 5670
B 2.250 5.260 11 Pass
Note :
The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document
662911 DO1.
Total Required
Channel | Frequency ) PPSD BWCF o
Chain PPSD Limit Result
Number (MHz) (dBm) (dB)
(dBm) (dBm)
A -7.340 6.980 2.650 <30 Pass
151 5755
B -7.410 6.980 2.580 <30 Pass
A -4.960 6.980 5.030 <30 Pass
159 5795
B -5.850 6.980 4.140 <30 Pass
Note :
The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document
662911 DO1.
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Channel 38: (Chain A)

Channel 38: (Chain B)
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3F 2 %% 19C0041R-RFTWP35V00

Channel 46: (Chain A)

Channel 46: (Chain B)
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3F 2 %% 19C0041R-RFTWP35V00

Channel 54: Chain A

Channel 54: Chain B
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3F 2 %% 19C0041R-RFTWP35V00

Channel 62: Chain A

Channel 62: Chain B
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3F 2 %% 19C0041R-RFTWP35V00

Channel 102: Chain A

Channel 102: Chain B
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3F 2 %% 19C0041R-RFTWP35V00

Channel 110: Chain A

Channel 110: Chain B
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Channel 134: Chain A

Channel 134: Chain B
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3F 2 %% 19C0041R-RFTWP35V00

Channel 151: (Chain A)

Channel 151: (Chain B)
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Channel 159: (Chain A)

Channel 159: (Chain B)

% 200 F + 838 |



3F 2 %% 19C0041R-RFTWP35V00

SRR

Intel® Wireless-AC 9260

&Rl 4 A 5 0 9260NGW Bl R p CMEHFEHERAE
B R IE - B B Y 0 Mode 1: % 5+ % 802.11ac-20BW
6 dB #f % ' 1MHz A AR AE B 3MHz
w OB OB MR B ERE 121 C
B @ p #1106 & 07 12 p B BRRE 53 %
Total Required
Channel Frequency ) PPSD BWCF o
Chain PPSD Limit Result
Number (MHz) (dBm) (dB)
(dBm) (dBm)
A 7.230 -- 10.240 <11 Pass
144 5720(Band3)
B 7.340 -- 10.350 <11 Pass
A -0.820 6.98 9.170 <30 Pass
144 5720(Band4)
B -1.090 6.98 8.900 <30 Pass
Note :

The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document
662911 DO1.
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3F 2 %% 19C0041R-RFTWP35V00

Channel 144: Chain A

Channel 144: Chain A
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Channel 144: Chain B

Channel 144: Chain B
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FiRly ¢ Intel® Wireless-AC 9260

#pl 4 Al 5L 0 9260NGW Bl B P CMESFEHERR
B R E - B3 B 58 C Mode 1 # 5+ %2 802.11ac-40BW
6 dB #F % @ 1MHz AL AR B R ¢ 3MHz
w OB OB MR B EAE 21C
Bl Fp #1106 & 077 12 p B BRAE 539%
Total Required
Channel Frequency . PPSD BWCF o
Chain PPSD Limit Result
Number (MH2) (dBm) (dB)
(dBm) (dBm)
A 7.200 -- 10.210 <11 Pass
142 5710(Band3)
B 6.660 -- 9.670 <11 Pass
A -0.990 6.98 9.000 <30 Pass
142 5710(Band4)
B -1.540 6.98 8.450 <30 Pass
Note :
The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document
662911 DO1.
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Channel 142: Chain A

Channel 142: Chain A
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Channel 142: Chain B

Channel 142: Chain B
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#iply &AL Intel® Wireless-AC 9260
#pl 4 Al 5L 0 9260NGW Bl B P CMESFEHERR
B R E - B3 B 5% C Mode 1 # 5+ % 802.11ac-80BW
6 dB #f % : 1MHz ALAE B R ¢ IMHz
w OB OB MR REEARE 21 C
Bl Fp ¥ 1 106# 07" 14 p B BRAE 539%
Total Required
Channel | Frequency . PPSD o
Chain PPSD Limit Result
Number (MH2) (dBm)
(dBm) (dBm)
A 1.230 4.240 11 Pass
42 5210
B 0.580 3.590 11 Pass
A 1.190 4.200 11 Pass
58 5290
B 0.260 3.270 11 Pass
A -0.430 2.580 11 Pass
106 5530
B -0.880 2.130 11 Pass
A 3.650 6.660 11 Pass
122 5610
B 3.160 6.170 11 Pass
138 5690 A 3.800 6.810 11 Pass
(Band3) B 3.240 6.250 11 Pass
Note :
The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document
662911 DO1.
Total Required
Channel | Frequency . PPSD BWCF o
Chain PPSD Limit Result
Number (MHz) (dBm) (dB)
(dBm)1 (dBm)
138 5690 A -8.190 6.98 1.800 <30 Pass
(Band4) B -8.400 6.98 1.590 <30 Pass
A -5.630 6.98 4.360 <30 Pass
155 5775
B -6.070 6.98 3.920 <30 Pass
Note :
The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document
662911 DO1.
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Channel 42: (Chain A)

Channel 42: (Chain B)
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Channel 58: Chain A

Channel 58: Chain B
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Channel 106: Chain A

Channel 106: Chain B
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Channel 122: Chain A

Channel 122: Chain B

% 211 F £ 838 F



3F 2 %% 19C0041R-RFTWP35V00

Channel 138: Chain A

Channel 138: Chain A
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Channel 138: Chain B

Channel 138: Chain B
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Channel 155: (Chain A)

Channel 155: (Chain B)
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CRIERS 2

Intel® Wireless-AC 9260

&Rl A 5L 1 9260NGW Bl E R P CMEFFEFBR
Bl R - B B4 0 Mode 1: % &+ % 802.11ac-160BW
6 dB #f % : 1MHz AL AR H4E R ¢ 1IMHz
OB OB MR R EERE 21 C
B @ p ¥ 106 & 07 % 17 p B RAE 539
Total Required
Channel | Frequency . PPSD o
Chain PPSD Limit Result
Number (MHz) (dBm)
(dBm) (dBm)
A -6.090 -3.080 11 Pass
50 5250(Band1)
B -5.350 -2.340 11 Pass
A -5.580 -2.570 11 Pass
50 5250(Band?2)
B -5.260 -2.250 11 Pass
A -4.500 -1.490 11 Pass
114 5570
B -3.760 -0.750 11 Pass
Note :

The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document
662911 DO1.
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Channel 50: (Chain A)

Channel 14: (Chain B)
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Channel 50: (Chain A)

Channel 14: (Chain B)

% 217 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 114: Chain A

Channel 114: Chain B
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Fiply &4 Intel® Wireless-AC 9260

&Pl 4 A 5 1 9260NGW Bl R P CMESFREERA
Bl RN E - B3 B 3% Mode 1 % & % 802.11a_Beamforming
6 dB #g % : 1MHz ARLHE R R ¢ IMHz
w R OF 4 E REERE 21C
Bl P #1106 # 07 7 12 p B RRE 53 %
Total Required
Channel | Frequency . PPSD o
Chain PPSD Limit Result
Number (MH2z) (dBm)
(dBm) (dBm)
A 7.210 10.220 11 Pass
36 5180
B 6.330 9.340 1 Pass
A 7.790 10.800 11 Pass
44 5220
B 7.300 10.310 11 Pass
A 7.950 10.960 11 Pass
48 5240
B 7.240 10.250 11 Pass
A 7.820 10.830 11 Pass
52 5260
B 7.310 10.320 11 Pass
A 7.920 10.930 11 Pass
60 5300
B 7.390 10.400 11 Pass
A 7.460 10.470 11 Pass
64 5320
B 7.400 10.410 11 Pass
A 6.900 9.910 11 Pass
100 5500
B 6.480 9.490 11 Pass
A 7.740 10.750 11 Pass
116 5580
B 7.890 10.900 11 Pass
A 7.110 10.120 11 Pass
140 5700
B 6.400 9.410 11 Pass
Note :
The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document
662911 DO1.

% 219 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Total Required
Channel | Frequency . PPSD BWCF o
Chain PPSD Limit Result
Number (MHz) (dBm) (dB)
(dBm) (dBm)
A 1.570 6.980 11.560 <30 Pass
149 5745
B 0.730 6.980 10.720 <30 Pass
A 1.710 6.980 11.700 <30 Pass
157 5785
B 0.320 6.980 10.310 <30 Pass
A 1.260 6.980 11.250 <30 Pass
165 5825
B -0.330 6.980 9.660 <30 Pass
Note :
The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document
662911 DO1.

% 220 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 36: (Chain A)

Channel 36: (Chain B)

% 221 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 44: (Chain A)

Channel 44: (Chain B)

% 222 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 48: (Chain A)

Channel 48: (Chain B)

% 223 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 52: Chain A

Channel 52: Chain B

% 224 T % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 60: Chain A

Channel 60: Chain B

% 225 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 64: Chain A

Channel 64: Chain B

¥ 226 | = 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 100: Chain A

Channel 100: Chain B

% 227 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 120: Chain A

Channel 120: Chain B

% 228 F + 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 140: Chain A

Channel 140: Chain B

% 229 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 149: (Chain A)

Channel 149: (Chain B)

% 230 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 157: (Chain A)

Channel 157: (Chain B)

% 231 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 165: (Chain A)

Channel 165: (Chain B)

% 232 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Fiply &4 Intel® Wireless-AC 9260
&Rl A 5L 1 9260NGW Bl E R P CMEFFEFBR
e e e Bl B Mode 1t # 5 %
R EORRE - .
802.11n-20BW_Beamforming
6 dB #f % : 1MHz ALAE B R ¢ IMHz
w OB OE MR B EAE 21C
Bl @Eop # 1106&07 % 12 p B R AR 53 %
Total Required
Channel | Frequency ) PPSD o
Chain PPSD Limit Result
Number (MHz) (dBm)
(dBm) (dBm)
A 6.790 9.800 11 Pass
36 5180
B 5.900 8.910 11 Pass
A 7.820 10.830 11 Pass
44 5220
B 7.810 10.820 11 Pass
A 7.940 10.950 11 Pass
48 5240
B 7.440 10.450 11 Pass
A 7.910 10.920 11 Pass
52 5260
B 7.610 10.620 11 Pass
A 7.920 10.930 11 Pass
60 5300
B 7.500 10.510 11 Pass
A 7.290 10.300 11 Pass
64 5320
B 6.810 9.820 11 Pass
A 6.540 9.550 11 Pass
100 5500
B 6.180 9.190 11 Pass
A 7.880 10.890 11 Pass
116 5580
B 7.490 10.500 11 Pass
A 6.850 9.860 11 Pass
140 5700
B 7.060 10.070 11 Pass
Note :
The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document
662911 DO1.

% 233 F £ 838 |



3F 2 %% 19C0041R-RFTWP35V00

Total Required
Channel | Frequency . PPSD BWCF o
Chain PPSD Limit Result
Number (MHz) (dBm) (dB)
(dBm) (dBm)
A 1.390 6.980 11.380 <30 Pass
149 5745
B 0.010 6.980 10.000 <30 Pass
A 1.610 6.980 11.600 <30 Pass
157 5785
B 0.030 6.980 10.020 <30 Pass
A 1.220 6.980 11.210 <30 Pass
165 5825
B -0.920 6.980 9.070 <30 Pass
Note :
The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document
662911 DO1.

% 234 F £ 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 36: (Chain A)

Channel 36: (Chain B)

% 235 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 44: (Chain A)

Channel 44: (Chain B)

% 236 F = 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 48: (Chain A)

Channel 48: (Chain B)

% 237 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 52: Chain A

Channel 52: Chain B

% 238 F £ 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 60: Chain A

Channel 60: Chain B

% 239 F £ 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 64: Chain A

Channel 64: Chain B

% 240 F x 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 100: Chain A

Channel 100: Chain B

% 241 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 120: Chain A

Channel 120: Chain B

% 242 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 140: Chain A

Channel 140: Chain B

% 243 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 149: (Chain A)

Channel 149: (Chain B)

% 244 T £ 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 157: (Chain A)

Channel 157: (Chain B)

% 245 F £ 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 165: (Chain A)

Channel 165: (Chain B)

% 246 T x 838 |



3F 2 %% 19C0041R-RFTWP35V00

FiRly L Intel® Wireless-AC 9260
% ipl 4 ) 5L 1 9260NGW RIGEIE P M EHFHEFTAR
B O OE - Bl B3¢ ¢ Mode 1: % 5+ % 802.11n-40BW_Beamforming
6 dB #f % : 1MHz ALAE AR B 0 IMHz
OB OB MR BBER 121C
B p ¥ :106# 07 12 p BHERR 53 Y%
Total Required
Channel | Frequency . PPSD o
Chain PPSD Limit Result
Number (MHz2) (dBm)
(dBm) (dBm)
A 3.660 6.670 11 Pass
38 5190
B 3.000 6.010 11 Pass
A 5.070 8.080 11 Pass
46 5230
B 4.520 7.530 11 Pass
A 5.130 8.140 11 Pass
54 5270
B 4.570 7.580 11 Pass
A 0.340 3.350 11 Pass
62 5310
B -0.420 2.590 11 Pass
A 2.080 5.090 11 Pass
102 5510
B 1.650 4.660 11 Pass
A 4.900 7.910 11 Pass
110 5550
B 4.800 7.810 11 Pass
A 4.960 7.970 11 Pass
134 5670
B 4.300 7.310 11 Pass
Note :
The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document
662911 DO1.
Total Required
Channel | Frequency ] PPSD BWCF o
Chain PPSD Limit Result
Number (MHz) (dBm) (dB)
(dBm) (dBm)
A -3.590 6.980 6.400 <30 Pass
151 5755
B -4.750 6.980 5.240 <30 Pass
A -4.650 6.980 5.340 <30 Pass
159 5795
B -6.140 6.980 3.850 <30 Pass
Note :
The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document
662911 DO1.

% 247 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 38: (Chain A)

Channel 38: (Chain B)

% 248 F % 838 |



3F 2 %% 19C0041R-RFTWP35V00

Channel 46: (Chain A)

Channel 46: (Chain B)

% 249 F £ 838 |



