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1 Result Overview 
 

 
Bluetooth Low Energy 
 
Antenna 

Japanese Radio Law ARIB_STD-T66 
 

Test 
Documentation 

Test Case Test Status Final Result 
No Description ARIB STD/ 

Clause No 
Article Reference 
Clause No 

Status 

1  Antenna Gain T66/3.6 (2) RE: 49-20 tested Passed 
 
 

 
Controller 

Japanese Radio Law ARIB_STD-T66 
 

Test 
Documentation 

Test Case Test Status Final Result 
No Description ARIB STD/ 

Clause No 
Article Reference 
Clause No 

Status 

2  Interference 
Prevention Function 

T66/3.4.1 (1) RE: 9-4 tested Passed 
 
 

3  Carrier Sense T66/3.4.1 (3) RE: 49-20 tested N/A 
 

 
Others 

Japanese Radio Law ARIB_STD-T66 
 

Test 
Documentation 

Test Case Test Status Final Result 
No Description ARIB STD/ 

Clause No 
Article Reference 
Clause No 

Status 

4  Cabinet T66/3.7 (1) RE: 49-20 TR: 
Article 9 

tested Passed 
 

 
RX 

Japanese Radio Law ARIB_STD-T66 
 

Test 
Documentation 

Test Case Test Status Final Result 
No Description ARIB STD/ 

Clause No 
Article Reference 
Clause No 

Status 

5  Secondary Radiated 
Emissions 

T66/3.3 (1) RE: 24 tested Passed 
 
 

 
TX 

Japanese Radio Law ARIB_STD-T66 
 

Test 
Documentation 

Test Case Test Status Final Result 
No Description ARIB STD/ 

Clause No 
Article Reference 
Clause No 

Status 

6  Modulation System   declared - 
 

7  Antenna Power T66/3.2 (2) RE: 49-20 tested Passed 
 
 

8  Tolerance Antenna 
Power 

T66/3.2 (3) RE: 14 tested Passed 
 
 

9  Frequency Tolerance T66/3.2 (4) RE: 5 tested Passed 
 
 

10  Transmission Rate   not regulated - 
 

11  Transmitter Spurious 
Emissions 

T66/3.2 (6) RE: 7 tested Passed 
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12  Occupied Bandwidth T66/3.2 (7) RE: 6 tested Passed 
 
 

13  Spread Bandwidth T66/3.2 (8) RE: 49-20 tested N/A 
 

14  Process Gain T66/3.2 (9) RE: 49-20 tested N/A 
 

15  Number Of Carriers T66/3.2 (10) RE: 49-20 tested N/A 
 

16  Dwell Time T66/3.2 (11) RE: 49-20 tested N/A 
 

 
 

 
 
 
 
Key to columns: 
 
Requirement: 
 
No A unique identifier for one row of the table which may be used to identify a 

requirement. 
 

Description A textual reference to the requirement. 
 

ARIB STD/ 
Clause No 

Identification of clause(s) defining the requirement in the present document 
unless another document is referenced explicitly. 
 

Article Reference 
Clause No 

Identification of clause(s) defining the requirement in the present document 
unless another document is referenced explicitly.  
 

  
N/A Test Case not applicable 
  
N/P Test Case not performed 
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2 List of measurements 
 
Japanese Radio Law ARIB_STD-T66 Clause RE: 49-20 
Antenna Power  
  
OP-Mode 
Technology Group, Radio Technology, Operating Frequency, 
Voltage 

Setup Result 

Bluetooth Low Energy, BT LE 1 Mbps, high channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, high channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, high channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, low channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, low channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, low channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, mid channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, mid channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, mid channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, high channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, high channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, high channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, low channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, low channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, low channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, mid channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, mid channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, mid channel, normal S01_AC01 Passed  

 
Japanese Radio Law ARIB_STD-T66 Clause RE: 14 
Tolerance Antenna Power  
  
OP-Mode 
Technology Group, Radio Technology, Operating Frequency, 
Voltage 

Setup Result 

Bluetooth Low Energy, BT LE 1 Mbps, high channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, high channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, high channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, low channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, low channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, low channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, mid channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, mid channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, mid channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, high channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, high channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, high channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, low channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, low channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, low channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, mid channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, mid channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, mid channel, normal S01_AC01 Passed  
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Japanese Radio Law ARIB_STD-T66 Clause RE: 5 
Frequency Tolerance  
  
OP-Mode 
Technology Group, Radio Technology, Operating Frequency, 
Voltage 

Setup Result 

Bluetooth Low Energy, BT LE, high channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE, high channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE, high channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE, low channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE, low channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE, low channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE, mid channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE, mid channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE, mid channel, normal S01_AC01 Passed  

 
Japanese Radio Law ARIB_STD-T66 Clause RE: 7 
Transmitter Spurious Emissions  
  
OP-Mode 
Technology Group, Radio Technology, Operating Frequency, 
Voltage 

Setup Result 

Bluetooth Low Energy, BT LE 1 Mbps, high channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, low channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, mid channel, normal S01_AC01 Passed  

 
Japanese Radio Law ARIB_STD-T66 Clause RE: 6 
Occupied Bandwidth  
  
OP-Mode 
Technology Group, Radio Technology, Operating Frequency, 
Voltage 

Setup Result 

Bluetooth Low Energy, BT LE 1 Mbps, high channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, high channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, high channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, low channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, low channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, low channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, mid channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, mid channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE 1 Mbps, mid channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, high channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, high channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, high channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, low channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, low channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, low channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, mid channel, high S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, mid channel, low S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps, mid channel, normal S01_AC01 Passed  
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Japanese Radio Law ARIB_STD-T66 Clause RE: 24 
Secondary Radiated Emissions  
  
OP-Mode 
Technology Group, Radio Technology, Operating Frequency, 
Voltage 

Setup Result 

Bluetooth Low Energy, BT LE, high channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE, low channel, normal S01_AC01 Passed  
Bluetooth Low Energy, BT LE, mid channel, normal S01_AC01 Passed  

 
Japanese Radio Law ARIB_STD-T66 Clause RE: 9-4 
Interference Prevention Function  
  
OP-Mode 
Technology Group, Radio Technology, Operating Frequency, 
Voltage 

Setup Result 

Bluetooth Low Energy, BT LE, mid channel, normal S01_AD01 Passed  
 
Japanese Radio Law ARIB_STD-T66 Clause RE: 49-20 
Antenna Gain  
  
OP-Mode 
Technology Group, Radio Technology 

Setup Result 

Bluetooth Low Energy, BT LE 1 Mbps S01_AC01 Passed  
Bluetooth Low Energy, BT LE 2 Mbps S01_AC01 Passed  

 
Japanese Radio Law ARIB_STD-T66 Clause RE: 49-20 TR: Article 9 
Cabinet  
  
OP-Mode 
Technology Group 

Setup Result 

none S01_AC01 Passed  
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4 Administrative Data: 
 

 

4.1 Testing Laboratory 
 

 

Company Name: 7layers GmbH 
 

Address: Borsigstr. 11 
40880 Ratingen 
Germany 
 

Laboratory accreditation no: DAkkS  
D-PL-12140-01-01 
D-PL-12140-01-02 
D-PL-12140-01-03 
 

  
Responsible for accreditation scope: Dipl.-Ing. Marco Kullik 

 
Report Template Version: 
 

2019-09-13 

4.2 Project Data 
 

 

Responsible for testing and report: B.Sc. Jens Dörwald 
 

Date of Report: 2019-12-11 
 

Testing Period: 2019-10-04 to 2019-10-10 
 

 
4.3 Applicant Data 
 

 

Company Name: Würth Elektronik eiSos GmbH & Co. KG 
 

Address: Max-Eyth-Straße 1  
74638 Waldenburg  
 
Germany 
 

Contact Person: Mr. Matthias Hauser 
 

 
 
4.4 Manufacturer Data 
 

 

Company Name: please see Applicant Data 
 

Address:  
 
 

Contact Person:   
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5 Test object Data 
5.1 General Description of Radio Device 
 
Kind of Device 
product description 

The EUT is a 2.4GHz radio module supporting Bluetooth Low 
Energy. 

Product name Proteus-III 

Type - 

Declared EUT data by the supplier 

Voltage / Battery Type DC 

Voltage Level 3.0 V 

Temperature high 85 °C 

Temperature low -40 °C 

Temperature normal 25 °C 

Voltage high 3.6 V 

Voltage low 1.8 V 

Voltage normal 3.0 V 

Antenna type / gain integral: 
2402 MHz: -2.6 dBi 
2441 MHz: -1.6 dBi 
2480 MHz: -2.8 dBi 

Rated Output Power 6.3 mW 

Number of TX / RX 
chains 

1 / 1 

RF power is adjustable No 

Modulation system GFSK 

Operating Modes BTLE 4.x: GFSK, 1 Mbps 
BTLE 5.0: GFSK, 2 Mbps 

Test Frequencies 2402 MHz / 2440 MHz / 2480 MHz 
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5.2 Tested Radio Devices 
   

Sample Name Sample Code Description 
EUT A DE1387000ac01 Conducted Sample 

Sample Parameter Value 
HW Version HW-V1.2 
SW Version 1.0 
Serial No. CB 
Comment Test mode sample 
   

Sample Name Sample Code Description 
EUT B DE1387000ad01 Conducted Sample 

Sample Parameter Value 
HW Version HW-V1.2 
SW Version 1.0 
Serial No. RA1 
Comment Applikation mode sample 
 
 
5.3 Tested Ancillary Equipment 
 

Device Details (Manufacturer, 
Type Model, OUT Code) 

Reason for using 

- - - 

 
5.4 General description of auxiliary equipment 
 

Device Details 
(Manufacturer, Type Model, HW, 

SW, S/N) 

Description 

- - - 

 
5.5 Used setups 
 

Setup Combination of EUTs, auxiliary and 
ancillary equipment 

Description 

S01_AD01 EUT B Conducted Sample 
S01_AC01 EUT A Conducted Sample 
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6 Test Results 
6.1 Antenna Power CLAUSE RE: 49-20 

 
 
Test Setup: 
The test was performed with the following setup: 
 

 
 
Measurement settings: 
 

• Trigger: Bluetooth Classic: Gated (external signal from signaling unit) 
             WLAN/BT LE: ~100% DC: Free Run, otherwise: Gated Trigger 

• Center: acc. TX – frequency 
• Span:3 or 10 MHz (can also be higher if necessary, see plots) 
• RBW: BT Classic/WLAN: 1 MHz, BT LE: 2 MHz 
• VBW BT Classic/WLAN: 3 MHz, BT LE: 10 MHz 
• Detector: RMS 
• Sweeptime: 1 s 

 
6.1.1 Limits: T66/3.2 (2) 
 
OT Article 49-20 

State Antenna Power 

FH systems, hybrid, FH-OFDM 
Frequency range 2400 – 2483.5 MHz 

≤ 3 mW / MHz (+4.7 dBm / MHz) (RMS) 

DS system, OFDM 
Frequency range 2400 – 2483.5 MHz 

OBW ≤ 26 MHz : ≤ 10 mW / MHz 
(+10 dBm / MHz) (RMS) 

OBW ≤ 38 MHz: ≤ 5 mW / MHz  
(+7 dBm / MHz) (RMS)  

Other digital methods ≤ 10 mW (+10 dBm) (RMS) 
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6.1.2 Test Case Details: 
 

 
Ambient temperature: 26 °C 
Relative humidity: 38 % 

 
Radio 
Technology 

Channel Voltage Measured RMS 
Conducted Output 
Power [dBm] 

Resulting RMS 
Conducted Output 
Power [mW] 

Margin to 
Limit [mW] 

E.I.R.P output 
power [dBm] 

BT LE 1 Mbps Lowest Low 6.1 4.046 5.954 4.5 
BT LE 1 Mbps Mid Low 5.5 3.540 6.460 3.9 
BT LE 1 Mbps Highest Low 5.1 3.214 6.786 3.5 
BT LE 1 Mbps Lowest Normal 6.2 4.198 5.802 4.6 
BT LE 1 Mbps Mid Normal 5.7 3.690 6.310 4.1 
BT LE 1 Mbps Highest Normal 5.3 3.350 6.650 3.7 
BT LE 1 Mbps Lowest High 6.2 4.198 5.802 4.6 
BT LE 1 Mbps Mid High 5.7 3.715 6.285 4.1 
BT LE 1 Mbps Highest High 5.3 3.373 6.627 3.7 
BT LE 2 Mbps Lowest Low 5.9 3.846 6.154 4.3 
BT LE 2 Mbps Mid Low 5.3 3.365 6.635 3.7 
BT LE 2 Mbps Highest Low 4.8 3.027 6.973 3.2 
BT LE 2 Mbps Lowest Normal 6.0 3.999 6.001 4.4 
BT LE 2 Mbps Mid Normal 5.4 3.499 6.501 3.8 
BT LE 2 Mbps Highest Normal 5.0 3.162 6.838 3.4 
BT LE 2 Mbps Lowest High 6.1 4.036 5.964 4.5 
BT LE 2 Mbps Mid High 5.5 3.532 6.468 3.9 
BT LE 2 Mbps Highest High 5.0 3.184 6.816 3.4 

 
 
Comments: 
 
All tests are performed under normal temperature conditions. 
• Detailed analyser settings can be found in the measurement plots. 
• The measurement was performed conducted. 
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6.1.3 Measurement plots: 
BT LE 1 Mbps CH=lowest, Voltage = normal 

 
 
 
 
TEST EQUIPMENT USED: 

- Radio Lab 
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6.2 Tolerance Antenna Power CLAUSE RE: 14 

 
 
The test results of test case Antenna Power were used for this test case. 
 
Test Setup: 
The test was performed with the following setup: 
 

 
 
Measurement settings: 
 

• Trigger: Bluetooth Classic: Gated (external signal from signaling unit) 
             WLAN/BT LE: ~100% DC: Free Run, otherwise: Gated Trigger 

• Center: acc. TX – frequency 
• Span:3 or 10 MHz (can also be higher if necessary, see plots) 
• RBW: BT Classic/WLAN: 1 MHz, BT LE: 2 MHz 
• VBW BT Classic/WLAN: 3 MHz, BT LE: 10 MHz 
• Detector: RMS 
• Sweeptime: 1 s 

 
6.2.1 Limits: T66/3.2 (3) 
 
OT Article 14 7 

 
  State Tolerance for Antenna Power 

All systems -80 % ≤ PANT ≤ +20 % 
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6.2.3 Test Case Details: 
 

Ambient temperature: 26 °C 
Relative humidity: 38 % 

 
 
Radio 
Technology 

Channel Voltage Rated Output 
Power [mW] 

Resulting RMS Conducted 
Output Power [mW] 

Tolerance 
[%] 

Margin to 
Limit [%] 

BT LE 1 Mbps Lowest Low 6.300 4.046 -35.8 44.2 
BT LE 1 Mbps Mid Low 6.300 3.540 -43.8 36.2 
BT LE 1 Mbps Highest Low 6.300 3.214 -49.0 31.0 
BT LE 1 Mbps Lowest Normal 6.300 4.198 -33.4 46.6 
BT LE 1 Mbps Mid Normal 6.300 3.690 -41.4 38.6 
BT LE 1 Mbps Highest Normal 6.300 3.350 -46.8 33.2 
BT LE 1 Mbps Lowest High 6.300 4.198 -33.4 46.6 
BT LE 1 Mbps Mid High 6.300 3.715 -41.0 39.0 
BT LE 1 Mbps Highest High 6.300 3.373 -46.5 33.5 
BT LE 2 Mbps Lowest Low 6.300 3.846 -39.0 41.0 
BT LE 2 Mbps Mid Low 6.300 3.365 -46.6 33.4 
BT LE 2 Mbps Highest Low 6.300 3.027 -52.0 28.0 
BT LE 2 Mbps Lowest Normal 6.300 3.999 -36.5 43.5 
BT LE 2 Mbps Mid Normal 6.300 3.499 -44.5 35.5 
BT LE 2 Mbps Highest Normal 6.300 3.162 -49.8 30.2 
BT LE 2 Mbps Lowest High 6.300 4.036 -35.9 44.1 
BT LE 2 Mbps Mid High 6.300 3.532 -43.9 36.1 
BT LE 2 Mbps Highest High 6.300 3.184 -49.5 30.5 

 
 
Comments: 
 
All tests are performed under normal temperature conditions. 
• Measurement results from the tests case “ANTENNA POWER” were used. 
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6.2.4 Measurement plots: 
BT LE 2 Mbps, Channel = highest, Voltage = low 

 
 
 
TEST EQUIPMENT USED: 

- Radio Lab 
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6.3 Frequency Tolerance CLAUSE RE: 5 

 
 
Test Setup: 
The test was performed with the following setup: 
 

 
 
Measurement settings: 
 
Bluetooth devices: 
 
Signaling Unit: CBT 
Measurement Device: CBT (with external 10 MHz reference) 

• Inquiry 
• Connect test mode 
• TX-settings 

TX Frequency; single channel, Max Power, 1-DH1 packets 
Measurement: 
Bluetooth Power: Menu  Modulation  Frequency Accuracy  Average 
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WLAN and BT LE devices: 
 
If CW mode is possible: 
 
Local TX-Mode  CW carrier 
 
Measurement: 

• Center: acc. TX – frequency 
• Span:30 MHz 
• RBW: 1 MHz 
• VBW 3 MHz 
• Detector: Peak 
• Sweeptime: coupled 
• Marker manually to rising edge of the signal 
• Marker  Frequency Counter on 
 

 
If CW mode is not possible: 
 
Local TX-Mode  Normal Modulation 
 
Measurement: 

• Center: acc. TX – frequency 
• Span: slightly wider than the signal bandwidth (WLAN 20 MHz, BT LE 2 MHz) 
• RBW: 100 kHz 
• VBW 300 kHz 
• Detector: Peak 
• Sweeptime: coupled 
• Trace: Max Hold 
• Marker to Max value of trace 
• 20 dBc function of analyzer 

 
The measured center frequency is the center of the two 20 dBc markers. 
If 20 dBc is not practical other values may be used. 
See Analyzer plots for details. 
 
6.3.1 Limits: T66/3.2 (4) 
 
OT Article 5, Annex 1 table 7-8 

State Frequency tolerance 

For all test conditions 
and system 

± 50 ppm of stated 
frequency 
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6.3.2 Test Case Details: 
 

 
Ambient temperature: 26 °C 
Relative humidity: 38 % 
Radio 
Technology 

Mode Voltage Channel Center 
Frequency [MHz] 

Measured Center 
Frequency [MHz] 

Deviation 
[kHz] 

Deviation 
[ppm] 

Margin to 
Limit [ppm] 

BT LE 1 Mbps Low 2402 2402.0070 7.0 2.91 47.09 
BT LE 1 Mbps Low 2440 2440.0052 5.2 2.13 47.87 
BT LE 1 Mbps Low 2480 2480.0061 6.1 2.46 47.54 
BT LE 1 Mbps Mid 2402 2402.0062 6.2 2.58 47.42 
BT LE 1 Mbps Mid 2440 2440.0055 5.5 2.25 47.75 
BT LE 1 Mbps Mid 2480 2480.0065 6.5 2.62 47.38 
BT LE 1 Mbps High 2402 2402.0147 14.7 6.12 43.88 
BT LE 1 Mbps High 2440 2440.0049 4.9 2.01 47.99 
BT LE 1 Mbps High 2480 2480.0070 7.0 2.82 47.18 

 
 
Comments: 
 
All tests are performed under normal temperature conditions. 
 
6.3.3 Measurement plots: 
BT LE 1 Mbps, Channel = lowest, Voltage = high 

 
 
TEST EQUIPMENT USED: 

- Radio Lab 
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6.4 Transmitter Spurious Emissions CLAUSE RE: 7 

 
 
Test Setup: 
The test was performed with the following setup: 
 

 
 
Measurement settings: 
 

• Measurement is split into four sweeps: 
Sweep 1: 30 – 2387 MHz  Limit -26 dBm 
Sweep 2: 2387 – 2400 MHz  Limit -16 dBm 
Sweep 3: 2483.5 – 2496.5 MHz  Limit -16 dBm 
Sweep 4: 2496.5 – 12750 MHz  Limit -26 dBm 

• RBW: 1 MHz 
• VBW: 3 MHz 
• Detector: Max Peak 
• Sweeptime: coupled 
• Trace: Maxhold 
• Allow the trace to stabilize 

 
6.4.1 Limits: T66/3.2 (6) 
 
OT Article 7, Annex 3 26 

State Frequency range Limit 
[dBm/MHz] 

All- Systems 
Transmitter 
Operating 

30 MHz ≤ f ≤ 2387 MHz 
2387 MHZ < f ≤ 2400 MHz 
2483.5 MHZ < f ≤ 2496.5 MHz 
2496.5 MHZ < f ≤ 12.75 GHz 

-26 dBm or 2,5 µW 
-16 dBm or 25 µW 
-16 dBm or 25 µW 
-26 dBm or 2,5µW 
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6.4.2 Test Case Details: 
 

 
Ambient temperature: 26 °C 
Relative humidity: 38 % 
Low Channel 
Radio Technology: BT LE 
1 Mbps 
Frequency [MHz] Spurious Level Peak 

Detector [dBm] 
Spurious Level Peak 
Detector [µW] 

RBW 
[kHz] 

Limit 
[µW] 

Margin to Limit 
[µW] 

2400.0 -17.6 17.54 1000 25.0 7.5 
 
Ambient temperature: 26 °C 
Relative humidity: 38 % 
Mid Channel 
Radio Technology: BT LE 
1 Mbps 
Frequency [MHz] Spurious Level Peak 

Detector [dBm] 
Spurious Level Peak 
Detector [µW] 

RBW 
[kHz] 

Limit 
[µW] 

Margin to Limit 
[µW] 

- - - 1000 - >3/4 Limit 
 
Ambient temperature: 26 °C 
Relative humidity: 38 % 
High Channel 
Radio Technology: BT LE 
1 Mbps 
Frequency [MHz] Spurious Level Peak 

Detector [dBm] 
Spurious Level Peak 
Detector [µW] 

RBW 
[kHz] 

Limit 
[µW] 

Margin to Limit 
[µW] 

- - - 1000 - >3/4 Limit 
 
 
Comments: 
 
All tests are performed under normal temperature conditions. 
• At least spurious emission that exceed the limit values given in the table below 

or that come within 6 dB below these values are listed in the table above. 
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6.4.3 Measurement plots: 
BT LE 1 Mbps, Channel = lowest, Voltage = normal 
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TEST EQUIPMENT USED: 

- Radio Lab 
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6.5 Occupied Bandwidth CLAUSE RE: 6 

 
 
Test Setup: 
The test was performed with the following setup: 
 

 
 
Measurement settings: 
 
Bluetooth Classic max. number of channels / WLAN devices: 
 

• Start Frequency: 2399 MHz 
• Stop Frequency: 2484.5 MHz 
• RBW: 100 kHz 
• VBW: 100 kHz 
• Detector: Max Peak 
• Sweeptime: coupled 
• Trace: Maxhold 
• Allow the trace to stabilize 
• 99% BW: Marker  Menu “”  OCCUPIED PWR BANDW 
• POWER MEAS SETTING:  % POWER BANDWIDTH  99 % 
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Bluetooth Classic Single Channel / Bluetooth Low Energy: 
 

• Center: acc. TX – frequency 
• Span: 3 MHz 
• RBW: 10 kHz 
• VBW: 10 kHz 
• Detector: Max Peak 
• Sweeptime: coupled 
• Trace: Maxhold 
• Allow the trace to stabilize 
• 99% BW: Marker  Menu “”  OCCUPIED PWR BANDW 
• POWER MEAS SETTING:  % POWER BANDWIDTH  99 % 

 
 
6.5.1 Limits: T66/3.2 (7) 
 
OT Article Annex 2 30 

State Occupied Bandwidth 

FH systems ≤ 83.5 MHz 

DS system, OFDM ≤ 26 MHz 
≤ 38 MHz 

Other systems ≤ 26 MHz 

 
6.5.2 Test Case Details: 
 

 
Ambient temperature: 26 °C 
Relative humidity: 38 % 
Radio Technology Channel Voltage Occupied Channel Bandwidth [MHz] Margin to Limit [MHz] 
BT LE 1 Mbps Lowest Low 1.0 25.0 
BT LE 1 Mbps Mid Low 1.1 24.9 
BT LE 1 Mbps Highest Low 1.1 24.9 
BT LE 1 Mbps Lowest Normal 1.0 25.0 
BT LE 1 Mbps Mid Normal 1.1 24.9 
BT LE 1 Mbps Highest Normal 1.1 24.9 
BT LE 1 Mbps Lowest High 1.0 25.0 
BT LE 1 Mbps Mid High 1.0 25.0 
BT LE 1 Mbps Highest High 1.1 24.9 
BT LE 2 Mbps Lowest Low 2.0 24.0 
BT LE 2 Mbps Mid Low 2.1 23.9 
BT LE 2 Mbps Highest Low 2.0 24.0 
BT LE 2 Mbps Lowest Normal 2.1 23.9 
BT LE 2 Mbps Mid Normal 2.1 23.9 
BT LE 2 Mbps Highest Normal 2.1 23.9 
BT LE 2 Mbps Lowest High 2.0 24.0 
BT LE 2 Mbps Mid High 2.0 24.0 
BT LE 2 Mbps Highest High 2.1 23.9 

 
 
Comments: 
 
All tests are performed under normal temperature conditions. 
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6.5.3 Measurement plots: 
BT LE 2 Mbps, Channel = lowest, Voltage = normal 

 
 
 
TEST EQUIPMENT USED: 

- Radio Lab 
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6.6 Secondary Radiated Emissions CLAUSE RE: 24 

 
 
Test Setup: 
The test was performed with the following setup: 
 

 
 
Measurement settings: 
 

• Measurement is performed in one sweep 
Sweep: 30 – 12750 MHz  Limit -26 dBm 

• RBW: 1 MHz 
• VBW: 3 MHz 
• Detector: Max Peak 
• Sweeptime: coupled 
• Trace: Maxhold 
• Allow the trace to stabilize 
• Set markers to peak values 

 
6.6.1 Limits: T66/3.3 (1) 
 
OT Article 24 2 

State Frequency range Limit 
[dBm/MHz] 

All systems - 
Receiver 
Operating 

30 MHz ≤ f ≤ 1000 MHz 
1000 MHZ < f ≤ 12.75 GHz 

-54 dBm or 4 nW 
-47 dBm or 20 nW 
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6.6.2 Test Case Details: 
 

 
Ambient 
temperature: 

26 °C 

Relative humidity: 38 % 
Low Channel 
Radio Technology: 
BT LE 
Frequency [MHz] Spurious Level Peak 

Detector [dBm] 
Spurious Level Peak 
Detector [nW] 

RBW 
[kHz] 

Limit 
[nW] 

Margin to Limit 
[nW] 

- - - 1000 - >3/4 Limit 
 
Ambient 
temperature: 

26 °C 

Relative humidity: 38 % 
Mid Channel 
Radio Technology: 
BT LE 
Frequency [MHz] Spurious Level Peak 

Detector [dBm] 
Spurious Level Peak 
Detector [nW] 

RBW 
[kHz] 

Limit 
[nW] 

Margin to Limit 
[nW] 

- - - 1000 - >3/4 Limit 
 
Ambient 
temperature: 

26 °C 

Relative humidity: 38 % 
High Channel 
Radio Technology: 
BT LE 
Frequency [MHz] Spurious Level Peak 

Detector [dBm] 
Spurious Level Peak 
Detector [nW] 

RBW 
[kHz] 

Limit 
[nW] 

Margin to Limit 
[nW] 

- - - 1000 - >3/4 Limit 
 
 
Comments: 
 
All tests are performed under normal temperature conditions. 
• At least spurious emission that exceed the limit values given in the table below 

or that come within 6 dB below these values are listed in the table above. 
• Such values have not been found. 
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6.6.3 Measurement plots: 
BT LE 1 Mbps, Channel = lowest, Voltage = normal 

 
 
6.6.4 Specific Attachments: 
 
 
 
TEST EQUIPMENT USED: 

- Radio Lab 
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6.7 Interference Prevention Function CLAUSE RE: 9-4 

 
 
Test Setup: 
The test was performed with the following setup: 
 

 
 
Measurement settings: 
 

• EUT is set to operate in a normal way and connected to a companion device to monitor 
sending of identification code. 

 
6.7.1 Limits: T66/3.4.1 (1) 
 
OT Article 9-4 

State  

For all systems Equipment shall transmit and receive identification 

 
6.7.2 Test Case Details: 
 

 
Ambient temperature: 26 °C 
Relative humidity: 38 % 
Radio Technology Tested Channel Center Frequency [MHz] Sending Identification Code? 
BT LE Hopping YES 

 
 
Comments: 
 
All tests are performed under normal temperature and voltage conditions. 
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6.7.3 Measurement plots: 
BT LE application mode 

 
 
 
 
TEST EQUIPMENT USED: 

- Radio Lab 
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6.8 Antenna Gain CLAUSE RE: 49-20 

 
 
Test Setup: 
The results of test case Antenna Power are used together with the provided antenna pattern to 
calculate the combined power value. See test case Antenna Power for details. 
 
6.8.1 Limits: T66/3.6 (2) 
 
OT Article 49-20 

State Antenna Gain 
at max. 

permitted 
antenna power 

(dBi) 

Max. E.I.R.P output power  

For 
omnidirectional 
antennas 

< 2.14 FH systems, hybrid, 
FH-OFDM 
Frequency range 
2400 – 2483.5 MHz 

≤ +6.91 dBm / MHz (RMS) 

DS system, OFDM 
Frequency range 
2400 – 2483.5 MHz 

OBW ≤ 26 MHz : 
≤ +12.14 dBm / MHz (RMS) 

OBW ≤ 38 MHz:  
≤ +9.13 dBm / MHz) (RMS)  

Other digital 
methods 

≤ +12.14 dBm (RMS) 

For directional 
antennas 

>2.14 - 12.14 
depending on 
beam angle 

Values of omnidirectional antenna plus 0 – 10 
dBm depending on beam angle 

 
6.8.2 Test Case Details: 
 

 
Radio 
Technology 

Highest E.I.R.P. Antenna Power over all 
Modes [dBm / MHz] or for BT LE [dBm] 

Maximum allowed Power incl. antenna 
gain [dBm / MHz] or for BT LE [dBm] 

Margin to 
Limit [dB] 

BT LE 1 Mbps 4.6 12.1 7.5 
BT LE 2 Mbps 4.5 12.1 7.6 

 
 
Comments: 
 
See additional 7layers report MDE_WUERTH_1901_OTA01 for the antenna gain and 
pattern. 
 
 
TEST EQUIPMENT USED: 

- Radio Lab 
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6.9 Cabinet CLAUSE RE: 49-20 TR: 
Article 9 

 
 
Test Setup: 
Visual inspection of cabinet by the operator and / or declaration by applicant. 
 
6.9.1 Limits: T66/3.7 (1) 
 
OT Article 49-20 

State  

For all systems The radio equipment used shall be housed in a single 
cabinet that cannot be readily opened. 
Note, however, that radio equipment meeting the 
followings need not be housed in a single cabinet: 

a. Radio equipment meeting the following requirements 

i) Radio frequency and modulation sections other than 
antenna system are difficult to open. 

ii) Identification unit resists removal. 

 

b. Radio equipment devices listed below 

i) Power supply unit, microphone, and earphone 

ii) Receive-only antenna 

iii) Control unit, indicators, volume controller, and their 
equivalents 

 
6.9.2 Test Case Details: 
 
 
Description of Protection against being opened easily 
Declaration by applicant: The EUT is build into a shielded soldered housing and cannot be 
opened by the user. 

 
 
Comments: 
 
None. 
 
 
TEST EQUIPMENT USED: 
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7 Test Equipment used for tests 
 
1  Radio Lab 
 Conducted Radio Test Lab 
  

Ref. 
No. 

Device Name Description Manufacturer Serial Number Last 
Calibration 

Calibration 
Due 

1.1  SMB100A Signal 
Generator 9 
kHz - 6 GHz 

Rohde & Schwarz 107695 2017-07 2020-07 

1.2  1575 Broadband 
Resistive 
Power Divider 
DC to 40 GHz 

API Weinschel, Inc. 4070   

1.3  FSV30 Signal 
Analyzer 10 Hz 
- 30 GHz 

Rohde & Schwarz 103005 2018-04 2020-04 

1.4  Fluke 177 Digital 
Multimeter 03 
(Multimeter) 

Fluke Europe B.V. 86670383 2018-04 2020-04 

1.5  WRD1920/1980-
5/22-5EESD 

Tunable Band 
Reject Filter 

Wainwright 
Instruments GmbH 

11   

1.6  WRCD1879.8-
0.2/40-10EE 

Notch Filter 
Ultra Stable 

Wainwright 
Instruments GmbH 

16   

1.7  FSIQ26 Signal 
Analyser 20 Hz 
to 26.5 GHz 

Rohde & Schwarz 
GmbH & Co. KG 

840061/005 2019-06 2021-06 

1.8  Chroma 6404 AC Source Chroma ATE INC. 64040001304   
1.9  Temperature 

Chamber VT 
4002 

Temperature 
Chamber 
Vötsch 03 

Vötsch 58566002150010 2018-04 2020-04 

1.10  A8455-4 4 Way Power 
Divider (SMA) 

 -   

1.11  Opus10 THI 
(8152.00) 

ThermoHygro 
Datalogger 03 

Lufft Mess- und 
Regeltechnik GmbH 

ID 7482 2019-06 2021-06 

1.12  SMBV100A Vector Signal 
Generator 9 
kHz - 6 GHz 

Rohde & Schwarz 259291 2016-10 2019-10 

1.13  WRCA800/960-
0.2/40-6EEK 

Tunable Notch 
Filter 

Wainwright 
Instruments GmbH 

20   

 
The calibration interval is the time interval between “Last Calibration” and “Calibration Due”  
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8 Photo Report 

 
EUT Photo 
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9 Measurement Uncertainties 
 
 
Measurement Uncertainties 
 

Parameter Uncertainty 
Antenna Power, Antenna Power Tolerance ± 1.2 dB 
Frequency Tolerance ± 5.0 Hz 
Transmitter Spurious Emissions, Limit on 
secondary radiated emissions 

± 2.5 dB 

Occupied bandwidth, Spread Bandwidth ± 825 kHz 
Dwell time ± 30.0 µs 
Temperature ± 0.3 °C 
Humidity ± 3% 
DC and low frequency voltages ± 1.5% + 2 digits 
Time ± 5% 
Antenna Gain and Pattern ± 1.8 dB 

 
The measurement uncertainties for all parameters are calculated with an expansion factor 
(coverage factor) k = 1.96. This means, that the true value is in the corresponding interval 
with a probability of 95 %. 
 

 
 
The verdicts in this test report are given according the above diagram: 
 

Case Measured Value Uncertainty Range Verdict 
1 below pass mark below pass mark Passed 
2 below pass mark within pass mark Passed 
3 above pass mark within pass mark Failed 
4 above pass mark above pass mark Failed 

 
That means, the laboratory applies, as decision rule (see ISO/IEC 17025:2017), the so called 
shared risk principle. 
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