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1. TEST SUMMARY

1.1Version

Report No. Issue Date Description Approved

CTB26060201804RF01 Jun. 8, 2026 Original Valid
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1.2TEST PROCEDURES AND RESULTS

Part Rule Section Description of Test Result
4.1 3 Frequency Error Complies
Occupied Bandwidth (99%),
4.3 4 Spread-spectrum Complies
Bandwidth (90%)
4.4 5 Unwanted Emission Intensity Complies
4.2 6 Antenna Power Error Complies
4.5 7 Limitation of Collateral Emission of Receiver Complies
Transmission Antenna Gain (EIRP Antenna
4.6 8 N/A
Power)
Transmission Radiation Angle Width (3dB
4.7 9 _ N/A
Beamwidth)

4.8 10 Radio Interference Prevention Capability Complies
4.9 Note 2 Carrier Sense Capability Complies
4.10 Note 3 Number of carriers Complies

NOTE:

(1) "N/A” denotes test is not applicable in this Test Report

(2) Note2:MIC Public Notice 88:2004, annex 1 and annex 43

(3) Note3:MIC Ordinance Regulating Radio Equipment Section 4.17 of Article 49.20
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1.3 MEASUREMENT UNCERTAINTY

Where relevant, the following measurement uncertainty levels have been estimated for tests performed on
the Product as specified in CISPR 16-4-2. This uncertainty represents an expanded uncertainty expressed at
approximately the 95% confidence level using a coverage factor of k=2.

Iltem Uncertainty
Occupancy bandwidth 54.3kHz
Conducted output power above 1G 0.9dB
Conducted output power below 1G 0.9dB
Power Spectral Density, Conduction 0.9dB
Conduction spurious emissions 2.0dB
Out of band emission 2.0dB
3m camber Radiated spurious
4.6dB

emission(30MHz-1GHz)
3m chamber Radiated spurious

g 5.1dB
emission(1GHz-18GHz)
3m chamber Radiated spurious

& 3.4dB
emission(18GHz-40GHz)
Frequency Error 54.3Hz
Adjacent channel power below 1G 2.6dB
Adjacent channel power above 1G 2.8dB
Humidity uncertainty 5.5%
Temperature uncertainty 0.63C
Frequency 1x10”7
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2. GENERAL INFORMATION

2.1GENERAL DESCRIPTION OF EUT

Model/Type reference: MITSUBA-CS623

Model Description: N/A
Wi-Fi Specification: IEEE 802.11b/g/n
Hardware Version: V1.0
Software Version: V1.0

IEEE 802.11b/g/n20: 2412-2472MHz

Operation Frequency:
P d y |IEEE 802.11n40: 2422-2462MHz

802.11b: 3mW/MHz
802.11g: 3AmW/MHz
802.11n20: 4mW/MHz
802.11n40: 2mW/MHz

802.11b: DSSS(CCK/DQPSK/DBPSK)
802.11g: OFDM(BPSK/QPSK/16QAM/64QAM)

802.11n (HT20/40)): OFDM (64QAM, 16QAM, QPSK, BPSK)

Max. RF output power:

Type of Modulation:

802.11b: 1M/2M/5.5M/11M bps

802.11g: 6M/9M/12M/18M/24M/36M/48M/54M bps
802.11n20: up to 75M bps

802.11n40: up to 150M bps

Transmit Data Rate:

Antenna installation: External antenna

Antenna Gain: 3.3dBi

Ratings: DC 12V 1A
Note:

1. For a more detailed features description, please refer to the manufacturer’s specifications or the User's

Manual.
2. This report is for Wi-Fi test report.
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2.2 Carrier Frequency of Channels

Channel List for 802.11b/g/n(20MHz)
Frequenc Frequenc Frequenc Frequenc
Channel g : Channel a Y Channel a 4 Channel ¢ :
(MHz) (MH2z) (MHz) (MHz)

01 2412 05 2432 09 2452 13 2472
02 2417 06 2437 10 2457 / /

03 2422 07 2442 11 2462 / /

04 2427 08 2447 12 2467 / /

Channel List for 802.11n(40MHz)
Frequenc Frequenc Frequenc Frequenc
Channel a Y Channel : b Channel % % Channel a Y
(MH2z) (MHZ2) (MH2z) (MHz)

/ / 05 2432 09 2452 /

/ / 06 2437 10 2457 / /

03 2422 07 2442 11 2462 / /

04 2427 08 2447 / / / /

Mode Low channel (MHz) Middle channel(MHz) High channel(MHz)

b 2412 2442 2472

g 2412 2442 2472
n20 2412 2442 2472
N40 2422 2442 2462

2.3 Table for Filed Antenna
Ant. Brand Model Name Antenna Type Gain(dBi) NOTE
1 N/A 2.4G antenna External antenna 3.3dBi N/A

2.4DESCRIPTION OF TEST MODES

To investigate the maximum EMI emission characteristics generates from EUT, the test system was
pre-scanning tested base on the consideration of following EUT operation mode or test configuration mode

which possible have effect on EMI emission level. Each of these EUT operation mode(s) or test

configuration mode(s) mentioned above was evaluated respectively.

Pretest Mode Description
Mode 1 TX
Mode 2 RX
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2.5TESTCONDITIONS

During the measurement the environmental conditions were within the listed ranges:

Supply Voltage
PC supply power Module input power Rated module power
\Y; \Y \ Tolerance (%)
Normal 12 3.3 3.3
+10% 13.2 3.3 3.3 0
-10% 10.8 3.3 3.3 0
Others
Temperature (°C) 20-25
Relative humidity 54 %.
ATM Pressure: 1010 mbar

Note 1: When the input voltage is reduced or increased by 10%, the regulator voltage changes of less than 1%.

So the following test items are conducted in the normal voltage.

BLOCK DIGRAM SHOWING THE CONFIGURATION OF SYSTEM TESTED
Mode 1:

EUT

2.6DESCRIPTION OF SUPPORT UNITS (CONDUCTEDMODE)

The EUT has been tested as an independent unit together with other necessary accessories or support
units. The following support units or accessories were used to form a representative test configuration

during the tests.

ltem Test item description Trademark(s) Model/Type reference Note

1 IP Camera MITSUBA MITSUBA-CS623 EUT

ltem Shielded Type Ferrite Core Length Note
Note:

1. The support equipment was authorized by Declaration of Confirmation.

2. For detachable type 1/O cable should be specified the length in cm in TLength] column.

3. “YES” is means “shielded” “with core”; “NO” is means “unshielded” “without core”.
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2. 7TMEASUREMENT INSTRUMENTS LIST

; . Firmware ) )
No. Equipment Manufacturer| Type No. Serial No. ) Calibrated until
Version
1 Spectrum Analyzer Agilent N9020A MY52090073 A.14.16 2027/5/13
2 Power Sensor Agilent U2021XA | MY56120032 / 2027/5/13
3 Power Sensor Agilent U2021XA | MY56120034 / 2027/5/13
4 | Communication test set R&S CMW500 108058 Vv3.5.80 2027/5/13
5 Spectrum Analyzer KEYSIGHT N9020A MY51289897 A.14.16 2027/5/13
6 Signal Generator Agilent N5181A MY50140365 A.01.60 2027/5/13
7 | Vector signal generator Agilent N5182A MY47420195 A.01.87 2027/5/13
B.19.07
8 | Communication test set Agilent E5515C MY50102567 2027/5/13
(E1962B)
MSF2400-24
9 2.4 GHz Filter Shenxiang 20181015001 / 2027/5/15
83.5MS-1154
MSF5150-58
10 5 GHz Filter Shenxiang 20181015001 / 2027/5/15
50MS-1155
XBLBQ-DZA
11 Filter Xingbo 190821-1-1 / 2027/5/16
120
BT&WI-FI Automatic test ]
12 Micowave MTS8310 Ver. 2.0.0.0 / /
software
Temperature humidity i HT-HW-1000
13 Huihao / / 2026/7/12
chamber L
234G Automatic test 4
14 Micowave MTS8200 Ver. 2.0.0.0 / /
software
15 966 chamber C.R.T. 966 / / 2027/6/21
RF_ATTEN_7
16 Receiver R&S ESPI 100362 2027/5/14
(104489/003)
17 Amplifier HP 8447E 2945A02747 / 2027/5/14
18 Amplifier Agilent 84498 3008A01838 / 2027/5/13
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TRILOG Broadband 00869
19 Schwarzbeck| VULB 9168 / 2027/5/16
Antenna
Double Ridged
20 Broadband Horn  |Schwarzbeck | BBHA9120D 01911 / 2027/5/14
Antenna
21 EMI test software Fala EZ-EMC FA-03A2 RE / /
22 Power Meter KEYSIGHT | N1912AP N/A A.05.00 2027/5/14
23 DC power supply Agilent E3640A | MY53050046 / 2027/5/14

Remark: Calibration institution "GRG METROLOGY & TEST GROUP Co., LTD."
Remark: Calibration based on Article 24-2, paragraph 4 of the Radio Act method c.
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3. RF SHIELDINGMETHOD

We apply the product for Japan RF certification. The high-frequency section and modulation section of the radio

equipment except for the antenna system shall not be capable of being opened easily.

Confirmation method

Sealed with special screws.

Plastic chassis is being welded using ultrasonic wavs.

Chassis is glued using a special adhesive.

Metal covers are spot-fused.

Cover is specially interlocked.

RF and Modulation components are covered with shielding case and this shielding case is soldered.

Shield case is welded ant RF and modulations parts, and ID-ROM is welded using BGA Method.

OQoUooo.oOod

Shield case is welded ant RF and modulations parts, and ID-ROM is glued at its lead with a special

adhesive.

[

Shield case is welded ant RF and modulations parts, and ID-ROM is glued with a non-transparent

laminating agent.

X

Other: All RF and modulation section packet in one IC, and IC is welded using QFN Method, and RF module

is welded on the main board, end-User can’t open it easily.

The RF chip has a terminal distance to less than 1mm and has 56 terminal.
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4 FREQUENCYERROR

4.1 LIMIT

Iltem Limits

Frequency Error +/-50ppm

4.2 MEASURING INSTRUMENTS AND SETTING

The following table is the setting of Spectrum Analyzer.

Spectrum Parameter Setting
Attenuation Auto
RB/VB 10KHz
Detector Peak
Trace Max Hold
Sweep Time Auto

4.3 TEST PROCEDURE

1. In the case of unmodulated signal (continuous or continuous burst), measure the frequency directly by a
frequency meter.

2. In the case of burst waves, the measurement shall be done for enough time in order to obtain the
enough measuring accuracy, and the average of the measured values becomes the final value.

3. In the case of a test mode with a specific frequency spectrum, measure the frequency of the specific
spectrum by a spectrum analyzer connected a frequency meter.

4. In the cases above, if the frequency equivalent to the test frequency is not directly measured in principle,
it shall be obtained by necessary calculation.

In the case of modulated signal, if there is no specific spectrum measurable by a spectrum analyzer but a
specific dip is observed, it is allowed to measure the frequency with the signal generator (synthesized).
That is, observe a signal of the signal generator concurrently (or alternately) with the tested signal using the
spectrum analyzer while setting the frequency of the signal generator to the position of the dip on the
screen of the spectrum analyzer, and determine the frequency of the signal generator at the time as a
measured value.

4.4 TEST SETUP LAYOUT

EUT Attenuator Spectrum

4.5 EUT OPERATION DURING TEST

The EUT was placed on the test table and programmed in un-modulation function.
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4.6 TEST RESULT

Temperature: 23C Relative Humidity: 54%

Test Mode: TX Mode Pressure: 101kPa

2412 2411.986 -5.804 +50 PASS
Normal

2442 2441.986 -5.733 +50 PASS
Voltage

2472 2471.986 -5.663 +50 PASS
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Agikent Spectriam Analyzer - Swept SA
RL R
Center Freq 2.412000000 GHz B
Trig: Free Run
#Atten: 30 dB

PHO: Wide -+
IFGain:Low

Ref Offset 6,99 dB
Ref 26.99 dBm

Center 2.4120000 GHz

Trig: Free Run
#Atten: 30 dB

Ref Offset 7.02 dB
Ref 27.02 dBm

Mode Channel
Low

Normal )

Voltage Middle
High

Agilent Spectrum Analyzer - Swept SA
Center Freq 2.472000000 GHz =
Trig: Free Run
IFGain:Low #Atten: 30 dB
Ref Offset 7.04 dB
Ref 27.04 dBm

Center 2.4720000 GHz

#Res BW 10 kHz #VBW 10 kHz

Test graph

MSG EE TATUS

Avg Type: Log-Pur
Avg|Hold: 10110

Mkr1 2.411 986 GHz
9.105 dBm|

Span 1.000 MHz
Sweep 12.07 ms (1001 pts)

Avg Type: Log-Pwr
AvglHeld: 1010

Mkr1 2.441 986
9.310 dBm

Span 1.000 MHz
Sweep 12.07 ms (1001 pts)

Avg Type: Log-Pwr
AvglHeld: 1010

Mkr1 2.471 986
9.135 dBm

Span 1.000 MHz
Sweep 12.07 ms (1001 pts)
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SANTENNAPOWER

5.1 LIMIT

Item Limits

802.11b,g,n(HT20):20mW/MHz
802.11n(HT40): 5SmW/MHz

Antenna Power Density

+20% (Base on manufacturer declare

Antenna Power Error ¢
antenna power density)

5.2 MEASURING INSTRUMENTS AND SETTING

The following table is the setting of Spectrum Analyzer.

Spectrum Parameter Setting
Attenuation Auto
RB/VB 1MHz
Detector Peak
Trace Max Hold
Sweep Time Auto

5.3 TEST PROCEDURE

Attenuation of the attenuator shall be set to provide an optimum input level to the spectrum analyzer.
1. Set the spectrum analyzer as follows for searching the frequency that outputs the maximum antenna
power:
Center frequency: Test frequency
Frequency sweep width: Approximately twice of the occupied bandwidth
Resolution bandwidth: 1MHz
Video bandwidth: Approximately three times of the resolution bandwidth
Y-axis scale: 10dB/Div
Sweep time:Minimum time to ensure the measuring accuracy
(In the case of burst wave, one burst shall be included per data
point.)
Trigger condition: Free run
Data points: 400 points or more
Sweep mode:  Continuous sweep
Detection mode: Positive peak
Display mode:  Maximum hold
2. When the trace is complete, find the peak value of the power envelope and record.
In the case of bandwith above RBW, connect to power meter directly.
3. Calculate antenna power density by the formula below
PT(mW/MHz) = Total Output Power (mW) / Burst Ratio / Spread Bandwidth (MHZz) Burst Ratio =ON
Time / OFF Time
4. Antenna Power Error is definition that actual measure antenna power tolerance between + 20% to -
80% power range that base on manufacturer declare the conducted power density.
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5.4 TEST SETUP LAYOUT

EUT Attenuator Spectrum

EST DEVIATION
There is no deviation with the original standard.

5.5 TEST RESULT

Temperature: 23C Relative Humidity: 54%
Test Mode: TX Mode 101kPa
Rated
Test Antenna output
Channel output Tolerance o
voltage Mode Power power Limit
(MHz) power (%)
(V) (dBm/MHz) | (mW/MHz)
(mW/MH2z)
2412 4.729 2.971 3 -0.97
802.11b 2442 3.931 2.472 3 -17.59
2472 3.703 2.346 3 -21.81
2412 4.460 2.793 3 -6.92
10mW/MHz
802.11g 2442 4.152 2.601 3 -13.29
+20%
2472 3.382 2.179 3 -27.38
Normal
2412 5.344 3.423 4 -14.43
802.11n(HT20) 2442 4.358 2.728 4 -31.81
2472 3.533 2.256 4 -43.61
2422 1.495 1411 2 -29.45
5mW/MHz
802.11n(HT40) 2442 2.135 1.635 2 -18.25
+20%
2462 1.639 1.458 2 -27.08
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Normal Voltage
Mode Channel Test graph
Agilent Spectrum Analyzer - Swept SA
RL R E:PLLSE| SCURCE CF K
Center Freq 2.412040000 GHz ] Avg Type: Log-Pwr
PNO: Fast —s—  Trig: Free Run Avg|Hold: 5/5
IFGain:Low #Atten: 30 dB
Ref Offset 6.99 dB
Ref 26.99 dBm
Low
Center 2.412040000 GHz Span 0 Hz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 s (1001 pts)
Agilent Spectrum Analyzer - Swept SA
RL R E:PULSE RCE OF i
Center Freq 2.442080000 GHz F Avg Type: Log-Pwr
PNO: Fast —s—  Trig: Free Run Avg|Hold: 5/5
IFGain:Low #Atten: 30 dB
Mkr1 576.0 ms|
Ref Offset 702 dB
Ref 27.02 dBm 3.931 dBm
802.11b Middle
Center 2.442080000 GHz Span 0 Hz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 s (1001 pts)
Avg Type: Log-Pwr
PNO: Fast ~—»—  Trig: Free Run AvglHold: 55
IFGain:lLow #Atten: 30 dB
Mkr1 715.0 ms|
Ref Offset 7.04 4B L
Ref 27.04 dBm 3.703 dBm|
High
Center 2.472080000 GHz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 s (1001 pts)
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Normal Voltage

Agikent Spectriam Analyzer - Swept SA
RL R -

Center Freq 2.406280000 GHz

Ref Offset 6.99 dB
Ref 26.99 dBm

Center 2.406280000 GHz
Res BW 1.0 MHz

Mode Channel
Low
802.11g Middle

Agilent Spectrum Analyzer - Swept SA
RL R

Center Freq 2.436480000 GHz

PNO: Fast

Ref Offset 7.02 dB
Ref 27.02 dBm

Center 2.436480000 GHz
Res BW 1.0 MHz

High

Center Freq 2.466320000 GHz

Ref Offset 7.04 dB
Ref 27.04 dBm

Center 2.466320000 GHz
Res BW 1.0 MHz

PNO: Fast -
IFGain:Low #Atten: 30 dB

IFGain:Low #Atten: 30 dB

PNO: Fast =~
IFGain:Low #Atten: 30 dB

Test graph

T 10:32:57 AM
Avg Type: Log-Pur
s Trig:Free Run Avg|Hold: 515

Mkr1 628.0 ms|
4.460 dBm

Span 0 Hz
#VBW 1.0 MHz Sweep 1.000 s (1001 pts)

Avg Type: Log-Pwr
—»- Trig:Free Run Avg|Hold: 515

8.000 ms
4,152 dBm

Span 0 Hz
#VBW 1.0 MHz Sweep 1.000 s (1001 pts)

Avg Type: Log-Pwr
Trig: Free Run Avg|Hold: 5/5

Kr1 284.0 ms
3.382 dBm|

Span 0 Hz
#VBW 1.0 MHz Sweep 1.000 s (1001 pts)
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Normal Voltage

Mode Channel
Low
802.11n/HT20 Middle
High

Agilent Spectrum Analyzer - Swept SA
RL F

Center Freq 2.416280000 GHz

PND: Fast -

Test graph

~ ree Run

IFGain:Low #Atten: 30 dB

Ref Offset 6.99 dB
Ref 26.99 dBm

Center 2.416280000 GHz
Res BW 1.0 MHz

#VBW 1.0 MHz

PNO: Fast b
IFGain:Low

Ref Offset 7.02 dB
Ref 27.02 dBm

Center 2.446240000 GHz
Res BW 1.0 MHz

#VBW 1.0 MHz

s~ Trig:Free Run

0: Fast
IFGain:Low #htten: 30 dB

Ref Offset 7.04 dB
Ref 27.04 dBm

Center 2.476280000 GHz
Res BW 1.0 MHz

#VBW 1.0 MHz

10:43:12 AM i

Avg Type: Log-Pwr TRA
Avg|Hold: 6/5
oeT

Mkr1 248.0 ms
5.344 dBm)

Span 0 Hz
Sweep 1.000 s (1001 pts)

Avg Type: Log-Pwr
Avg|Hold: 6/5

Mkr1 83.00 ms
4.358 dBm)

Span 0 Hz
Sweep 1.000 s (1001 pts)

10:47:15 M Ju
TRA

‘Avg Type: Log-Puir
Avg|Held: 515

Mkr1 422.0 ms

3.533 dBm)

Span 0 Hz
Sweep 1.000 s (1001 pts)
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Normal Voltage

Test graph

Agilent Spectrum Analyzer - Swept SA
RL F

Center Freq 2.425180000 GHz

PNO: Fast =+

IFGain:Low

Ref Offset 7 dB
Ref 27.00 dBm

Center 2.425180000 GHz

Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 s (1001 pts)

Agilent Spectrum Analyzer - Swept SA

RL

Center Freq 2.445240000 GHz

PNO: Fast =+

IFGain:Low

Ref Offset 7.02 dB
Ref 27.02 dBm

Center 2.445240000 GHz

Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 s (1001 pts)

[E STATUS

Mode Channel
Low
802.11 .
n/HT40 Midclg
High

AgSlent Spectrum Analyzer - Swept SA
RL F

Center Freq 2.445620000 GHz

IFGain:Low

PNO: Fast  —+—

Ref Offset 7.04 dB
Ref 27.04 dBm

Center 2.445620000 GHz
Res BW 1.0 MHz

“Avg Type: Log-Pwr
Trig: Free Run Avg|Hold: 65
#atten: 30 4B
Mkr1 339.0 ms
1.495 dBm

Span 0 Hz

Avg Type: Log-Pwr
Avg|Hold: 6/5

Mkr1 158.0 ms
2,135 dBm)

Span 0 Hz

‘Avg Type: Log-Puir
Trig: Free Run Avg|Held: 515
#Atten: 30 dB
Mkr1 127.0 ms
1.639 dBm|

Sweep 1.000 s (1001 pts)
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60CCUPIEDBANDWITH and Spread Factor

6.1 LIMIT

Iltem

Limits

Occupied Band Width

OFDM (802.11n40): 40MHz
Others : 26MHz or less

6.2 MEASURING INSTRUMENTS AND SETTING

The following table is the setting of Spectrum Analyzer.

Spectrum Parameter Setting
Attenuation Auto
RB/VB 300kHz
Detector Peak
Trace Max Hold
Sweep Time Auto

6.3 TEST PROCEDURE

1. Setting of SA is following as: RB: 300kHz / VB:300kHz / SPAN: 40MHz / AT: 30dB Ref: 20dBm / Sweep
time: Auto / Sweep Mode: Continuous sweep / Detect mode: Positive peak / Trace mode: Max hold

2. EUT have transmitted the maximum modulation signal and fixed channelize ( For DSSS or OFDM
Device) or continuous maximum power of hopping mode(For FHSS Device). SA set to 99% of occupied
bandwidth to measure occupied bandwidth. The limit is less than 26MH z(For DSSS or OFDM Device)
or 83.5MHz(For FHSS Device).

3. SA set to 90% of occupied bandwidth to measure Spread Spectrum Bandwidth and must greater than
500kHz.

4. Spread Spectrum Factor = Spread Spectrum Bandwidth / modulation rate of EUT.
The modulation rate: MR=1.375 for 802.11b,MR=1.5 for 802.11g/n20,MR=3 for 802.11n40.

6.4 TEST SETUP LAYOUT

|

O

o
RF In
Spectrum Analayzer EUT

EST DEVIATION
There is no deviation with the original standard.

6.5 EUT OPERATION DURING TEST

The EUT was programmed to be in continuously transmitting mode.
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6.6 TEST RESULT

Temperature: 23°C Relative Humidity: 54%
Test Mode: TX Mode Pressure: 101kPa
Mode Test Voltage Frz\c;ll;l_'ezr;cy Occugigef)z(lfﬂﬁzd)width Spr%a(\g;&?_'dzv;/idth
2412 15.0012 9.9443
802.11b Normal 2442 15.0062 9.9496
2472 15.0306 9.9630
2412 16.6487 14.8510
802.119g Normal 2442 16.6284 14.8166
2472 16.6536 14.7947
2412 17.7209 15.7486
soz'étn/HT Normal 2442 17.7338 15.7943
2472 17.7247 15.7930
2422 36.1985 32.3403
Soz'itn/HT Normal 2442 36.1414 32.2255
2462 36.1820 32.4012
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802.11b Normal Voltage

99% Bandwidth 90% Bandwidth

Agilont Spoctrum Analyzer - Occupiod BW

Center Freq 2.412000000 GHz

#IFGain:Low

ef Offse dB
Ref 26.99 dBm

Center 2.412 GHz
#Res BW 300 kHz
Occupied Bandwidth
15.001 MHz
-2.197 kHz
18.44 MHz

Transmit Freq Error
x dB Bandwidth

M u0d, 2025

Center Freq: 2.412000000 GHz Radio Std: None

Trig: Free Run AvglHold: 1001100

#Aen: 30 dB Radio Device: BTS

Mkr1

#VBW 300 kHz

Total Power 14.9 dBm

OBW Power 99.00 %
xdB -26.00 dB

Agilont Spoctrum Analyzer - Occupiod BW

Center Freq 2.412000000 GHz

HIFGain:Low

ef O 9 dB
Ref 26.99 dBm

Center 2.412 GHz
#Res BW 300 kHz
Occupied Bandwidth
9.9443 MHz
14.519 kHz
18.44 MHz

Transmit Freq Error
x dB Bandwidth

* CenterFreq: 2412000000 GHz

10:26:514M 103, 2026
Radio Std: None

Trig: Free Run
#en: 30 4B

AvglHold: 1001100
Radio Device: BTS

#VBW 300 kHz

Total Power 14.9 dBm

OBW Power 90.00 %
x dB -26.00 dB

Center Freq 2.442000000 GHz

#IFGain:Low

: ¥ 0 M A0S, 2025
Center Freq: 2.442000000 GHz Radio Std: Nene
Trig: Free Run AvglHold: 100/100

#Atten: 30 dB Radio Device: BTS

Center Freq 2.442000000 GHz

AIFGain:Low

* CenterFreq: 2442000000 GHz

10:29:534M L 03, 2026
Radio Std: None

Trig: Free Run
#Atten: 30 dB

AvglHold: 100/100
Radio Device: BTS

Ref Offset 7.02 dB
Ref 27.02 dBm

Center 2442 GHz
#Res BW 300 kHz
Occupied Bandwidth
15.006 MHz
-9.420 kHz
18.43 MHz

Transmit Freq Error
x dB Bandwidth

#VBW 300 kHz

Total Power 14.3 dBm

OBW Power 99.00 %
xdB -26.00 dB

Ref Offset 7.02 dB
Ref 27.02 dBm

Center 2442 GHz
#Res BW 300 kHz
Occupied Bandwidth
9.9496 MHz
4.044 kHz
18.44 MHz

Transmit Freq Error
x dB Bandwidth

#VBW 300 kHz

Total Power 14.3 dBm

OBW Power 90.00 %
x dB -26.00 dB

Agilont Spoctrum Analyzer - Occupiod BW
Ri

Center Freq 2.472000000 GHz

#IFGain:Low

2442 MHz

+ b £ 10:31024M 08, 2026
Center Freq: 2.472000000 GHz Radio Std: Nene
Trig: Free Run AvglHold: 100/100

#Atten: 30 dB Radio Device: BTS

Agilont Spoctrum Analyzer - Occupiod BW
Ri

Center Freq 2.472000000 GHz

AIFGain:Low

* CenterFreq: 2472000000 GHz

2442 MHz

10:31.08.5M A 03, 2026
Radio Std: None

Trig: Free Run
#Atten: 30 dB

AvglHold: 100/100
Radio Device: BTS

Ref Offset 7.04 dB
Ref 27.04 dBm

Center 2472 GHz
#Res BW 300 kHz
Occupied Bandwidth
15.031 MHz
-10.450 kHz
18.44 MHz

Transmit Freq Error
x dB Bandwidth

Mkr1 2.47152 GHz
1.1244 dBm

#VBW 300 kHz

Total Power 14.0 dBm

OBW Power 99.00 %
x dB -26.00 dB

Ref Offset 7.04 dB
Ref 27.04 dBm

Center 2472 GHz
#Res BW 300 kHz
Occupied Bandwidth
9.9630 MHz
6.014 kHz
18.45 MHz

Transmit Freq Error
x dB Bandwidth

#VBW 300 kHz

Total Power 13.9 dBm

OBW Power 90.00 %
x dB -26.00 dB

2472 MHz 2472 MHz
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802.11g Normal Voltage

99% Bandwidth 90% Bandwidth

Agilont Spoctrum Analyzer - Occupiod BW
AL C

Center Freq 2.412000000 GHz

#IFGain:Low

: ¥ 0 10:33:21.5M 08, 2026
Center Freq: 2.412000000 GHz Radio Std: Nene
Trig: Free Run AvglHold: 100/100

#Atten: 30 dB Radio Device: BTS

Ref Offsef 9 dB
Ref 26.99 dBm

Mkr1 2.41636 GHz
-1.0470 dBm

e e

Center 2412 GHz
#Res BW 300 kHz
Occupied Bandwidth
16.649 MHz
-8.646 kHz
20.55 MHz

Transmit Freq Error
x dB Bandwidth

#VBW 300 kHz

Total Power 13.8 dBm

OBW Power 99.00 %
xdB -26.00 dB

Agilont Spoctrum Analyzer - Occupiod BW
Ri

Center Freq 2.412000000 GHz

AIFGain:Low

" CenterFreq: 2412000000 GHz

Trig: Free Run
#Atten: 30 dB

AvglHold: 100/100

10:33:37 AM Jun 03, 2026
Radio Std: None

Radio Device: BTS

Center 2412 GHz
#Res BW 300 kHz
Occupied Bandwid
14.851 MHz
26.434 kHz
20.66 MHz

Transmit Freq Error
x dB Bandwidth

#VBW 300 kHz

Total Power 13.8 dBm

OBW Power 90.00 %
x dB -26.00 dB

2412MHz

2412 MHz

Agilont Spoctrum Analyzer - Occupiod BW

Center Freq 2.442000000 GHz

#IFGain:Low

Ref Offset 7.02 dB
Ref 27.02 dBm

Center 2.442 GHz
#Res BW 300 kHz
Occupied Bandwidth
16.628 MHz
23.063 kHz
20.42 MHz

Transmit Freq Error
x dB Bandwidth

Center Freq: 2442000000 GHz
Trig: Free Run AvglHold: 1001100
#Atten: 30 4B

AR

#VBW 300 kHz

Total Power 13.2dBm

OBW Power 99.00 %
xdB -26.00 dB

Agilont Spoctrum Analyzer - Occupiod BW

Center Freq 2.442000000 GHz

HIFGain:Low

Ref Offset 7.02 dB
Ref 27.¢ Bm

Center 2.442 GHz
#Res BW 300 kHz
Occupied Bandwidth
14.817 MHz
621 Hz
20.47 MHz

Transmit Freq Error
x dB Bandwidth

Center Freq: 2.442000000 GHz
Trig: Free Run AvglHold: 1001100
#en: 30 4B

#VBW 300 kHz

Total Power 13.3dBm

OBW Power 90.00 %
x dB -26.00 dB

10:
Radio §

Radio Device: BTS

o o g

2442 MHz

2442 MHz

Agilent Spoctrum Analyzer - Occupied BW
T i c "
Center Freq 2.472000000 GHz
#IFGain:Low

Ref Offset 7.04 dB
Ref 27.04 dBm

Center 2.472 GHz
#Res BW 300 kHz
Occupied Bandwidth
16.654 MHz
791 Hz
20.67 MHz

Transmit Freq Error
x dB Bandwidth

10:37:07 4M 0, 2025

Center Freq: 2.472000000 GHz Radio Std: None

Trig: Free Run AvglHold: 1001100

#Aen: 30 dB Radio Device: BTS

Mkr1

#VBW 300 kHz

Total Power 12.4 dBm

OBW Power 99.00 %
xdB -26.00 dB

Agilent Spoctrum Analyzer - Occupiod BW
RL :

Center Freq 2.472000000 GHz

HIFGain:Low

Ref Offset 7.04 dB
Ref 27.04 dBm

Center 2.472 GHz
#Res BW 300 kHz
Occupied Bandwidth
14.795 MHz
-13.040 kHz
20.64 MHz

Transmit Freq Error
x dB Bandwidth

Center Freq: 2472000000 GHz
Trig: Free Run AvglHold: 1001100
#en: 30 4B

#VBW 300 kHz

Total Power 12.5 dBm

OBW Power 90.00 %
x dB -26.00 dB

10:37:134 Jun03, 2025
Radio Std: Nene

Radio Device: BTS

2472 MHz 2472 MHz
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802.11n/HT20 Normal Voltage

99% Bandwidth 90% Bandwidth

Agilont Spoctrum Analyzer - Occupiod BW
AL C

Center Freq 2.412000000 GHz

#IFGain:Low

Center Freq: 2.412000000 GHz
Trig: Free Run AvglHold: 100/100
#Atter: 30 dB

10:43:1/4M 08, 2025
Radio Std: None

Radio Device: BTS

Ref Offsef 9 dB
Ref 26.99 dBm

Center 2412 GHz
#Res BW 300 kHz
Occupied Bandwidth
17.721 MHz
7.362 kHz
20.87 MHz

Transmit Freq Error
x dB Bandwidth

#VBW 300 kHz

Total Power 14.3 dBm

OBW Power
x dB

99.00 %
-26.00 dB

Mkr1 2.41688 GHz
-0.69942 dBm

#IFGain:Low

: ¥ 0 10;43:24 AM W08, 2026
Center Freq: 2.412000000 GHz
Trig: Free Run AvglHold: 1001100

#Atten: 30 dB Radio Device: BTS

Ref Offsi dB
Ref 26.99 dBm

Center 2.412 GHz
#Res BW 300 kHz
Occupied Bandwidth
16.749 MHz
19.741 kHz
20.69 MHz

Transmit Freq Error
x dB Bandwidth

VST

Span 40 MHz

#VBW 300 kHz Sweep 1ms

Total Power 14.2 dBm

OBW Power
x dB

90.00 %
-26.00 dB

2412MHz

Agilont Spoctrum Analyzer - Occupiod BW

Center Freq 2.442000000 GHz

#IFGain:Low

Ref Offset 7.02 dB
Ref 27.02 dBm

Center 2.442 GHz
#Res BW 300 kHz
Occupied Bandwidth
17.734 MHz
1.426 kHz
21.12 MHz

Transmit Freq Error
x dB Bandwidth

Center Freq: 2442000000 GHz
Trig: Free Run AvglHold: 1001100
#Atten: 30 4B

#VBW 300 kHz

Total Power 13.3dBm

OBW Power
x dB

99.00 %
-26.00 dB

Mkr1 2
-1

#IFGain:Low

Ref Offset 7.02 dB
Ref 27.02 dBm

Center 2.442 GHz
#Res BW 300 kHz
Occupied Bandwidth
15.794 MHz
23.489 kHz
20.95 MHz

Transmit Freq Error
x dB Bandwidth

B F it 104604 #M 08, 2025
Center Freq: 2.442000000 GHz Radio Std: None
Trig: Free Run Avg|Hold: 100100

#Aen: 30 dB Radio Device: BTS

#VBW 300 kHz

Total Power 13.3 dBm

OBW Power
x dB

90.00 %
-26.00 dB

2442 MHz

2442 MHz

Agilent Spoctrum Analyzer - Occupied BW
T i c "
Center Freq 2.472000000 GHz
AFGainLow

Ref Offset 7.04 dB
Ref 27.04 dBm

Center 2.472 GHz
#Res BW 300 kHz
Occupied Bandwidth
17.725 MHz
12.936 kHz
20.93 MHz

Transmit Freq Error
x dB Bandwidth

Center Freq: 2.472000000 GHz
Trig: Free Run AvglHold: 1001100
#Atten: 30 4B

#VBW 300 kHz

Total Power 12.4 dBm

OBW Power
x dB

99.00 %
-26.00 dB

10:47:224M 0, 2025
Radio Std: None

Radio Device: BTS
Mkr1 2.4682 GHz|

2.6

Agilent Spoctrum Analyzer - Occupied BW
RL

Center Freq 2.472000000 GHz

#IFGain:Low

Ref Offset 7.04 dB
Ref 27.04 dBm

Center 2.472 GHz
#Res BW 300 kHz
Occupied Bandwidth
15.793 MHz
13.264 kHz
20.88 MHz

Transmit Freq Error
x dB Bandwidth

10:47:28 4M 0, 2025

Center Freq: 2.472000000 GHz Radio Std: None

Trig: Free Run AvglHold: 100100

#Aen: 30 dB Radio Device: BTS

= e

#VBW 300 kHz

Total Power 12.4 dBm

OBW Power
x dB

90.00 %
-26.00 dB

2472 MHz 2472 MHz
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802.11n/HT40 Normal Voltage

99% Bandwidth

90% Bandwidth

Agilont Spoctrum Analyzer - Occupiod BW
Ri

Center Freq: 2.422000000 GHz
—+- Trig:FreeRun AvglHold: 100/100
#Atter: 30 dB

Center Freq 2.422000000 GHz

#IFGain:Low

10;48:53/4M 08, 2025
Radio Std: None

Radio Device: BTS

Agilont Spoctrum Analyzer - Occupiod BW
Ri

Center Freq: 2422000000 GHz
—»- Trig:FreeRun AvglHold: 100/100
#Atten: 30 dB

Center Freq 2.422000000 GHz

AIFGain:Low

10:49:004M Jun (3, 2025
Radio Std: None

Radio Device: BTS

Ref Offset 7 dB
Ref 27.00 dBm

Center 2422 GHz

#Res BW 300 kHz #VBW 300 kHz

Total Power 14.1 dBm

Occupled Bandwidth
36.198 MHz

49.190 kHz OBW Power
40.55 MHz xdB

99.00 %
-26.00 dB

Transmit Freq Error
x dB Bandwidth

Sweep 1.133 ms|

Ref Offset 7 dB
Ref 27.00 dBm

Center 2422 GHz

#Res BW 300 kHz #VBW 300 kHz

Total Power 14.1 dBm

Occupied Bandwid
32.340 MHz
-155.73 kHz OBW Power
40.71 MHz x dB

90.00 %
-26.00 dB

Transmit Freq Error
x dB Bandwidth

Span 80 MHz
Sweep 1.133 ms|

2422MHz

2412 MHz

T — o v—— ]
Center Fraq; 2442000000 GHz

Trig: Free Run AvglHold: 100/100
#Atter: 30 dB

Center Freq 2.442000000 GHz

#IFGain:Low

10:50:19.4M Juni3, 2026
Radio Std: None

Radio Device: BTS

Agilont Spoctrum Analyzer - Occupiod BW

Center Freq: 2442000000 GHz
Trig: Free Run AvglHold: 100/100
#Atten: 30 dB

Center Freq 2.442000000 GHz

AIFGain:Low

10:50:26,4M Jun (3, 2025
Radio Std: None

Radio Device: BTS

Ref Offset 7.02 dB
Ref 27.02 dBm

Center 2442 GHz

#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power 14.7 dBm
36.141 MHz
22.654 kHz OBW Power

40.09 MHz x dB

99.00 %
-26.00 dB

Transmit Freq Error
x dB Bandwidth

2.44464 GHz]
-3,3286 dBm|

Span 80 MHz
Sweep 1.133 ms|

Ref Offset 7.02 dB
Ref 27.02 dBm

B

Center 2442 GHz

#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power 14.7 dBm
32.225 MHz

-147.94 kHz OBW Power
40.74 MHz x dB

90.00 %
-26.00 dB

Transmit Freq Error
x dB Bandwidth

Span 80 MHz
Sweep 1.133 ms|

2442 MHz

2442 MHz

Agilent Spoctrum Analyzer - Occupiod BW
RL :

Center Freq: 2.462000000 GHz
Trig: Free Run AvglHold: 1001100
#Atten: 30 4B

Center Freq 2.462000000 GHz

#IFGain:Low

Ref Offset 7.04 dB
Ref 27.04 dBm

Center 2.462 GHz

#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power 14.2 dBm
36.182 MHz
17.234 kHz OBW Power

40.26 MHz x dB

99.00 %
-26.00 dB

Transmit Freq Error
x dB Bandwidth

10:51:40,8M Jun0, 2025
Radio Std: None

Radio Device: BTS
Mkr1 2.466 GHz
-3.8541 dBm

Span 80 MHz
Sweep 1.133 ms|

Agilent Spoctrum Analyzer - Occupiod BW
RL :

Center Freq: 2462000000 GHz
Trig: Free Run AvglHold: 1001100
#en: 30 4B

Center Freq 2.462000000 GHz

HIFGain:Low

Ref Offset 7.04 dB
Ref 27.04 dBm

Center 2.462 GHz

#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power 14.1 dBm
32.401 MHz

-274.36 kHz OBW Power
40.55 MHz x dB

90.00 %
-26.00 dB

Transmit Freq Error
x dB Bandwidth

10:51:47 40 Jun 03, 2025
Radio Std: Nene

Radio Device: BTS

Span 80 MHz
Sweep 1.133 ms|

2462 MHz

2462 MHz
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TUNWANTED EMISSION INTENSITY MEASUREMENT

7.1 LIMIT

ltem Limits

<2.5 UW/MHz(30MHz<f<1000MHz)
<2.5 UW/MHz (1000MHz<f<2387MHz)
<25 uW/MHz (2387MHz<f<2400MHz)
TX Spurious Emission <25 UW/MHz (2483.5MHz<f<2496.5MHz)

<2.5 pW/MHz (2496.5MHz<f<12500MHz)

7.2 MEASURING INSTRUMENTS AND SETTING

The following table is the setting of Spectrum Analyzer.

Spectrum Parameter Setting
Attenuation Auto
RB/VB 1MHz
Detector Peak
Trace Max Hold
Sweep Time Auto

7.3 TEST PROCEDURE

1. EUT have transmitted the maximum modulation signal and fixed channelize.

2. Setting of SA is following as: Below 1GHz RB: 100KHz / VB:100KHz
Above 1GHz RB: 1MHz / VB:1MHz / AT: 10dB Ref: 0dBm / Sweep time: Auto
Sweep Mode: Continuous sweep / Detect mode: Positive peak
Trace mode: Max hold

3. Setting of SA is following as 30MHz and stop frequency 1000MHz Then to mark peak reading value +
cable loss shall be less than 2.5uW.

4. Setting of SA is following as 1000MHz and stop frequency 2387MHz Then to mark peak reading value +
cable loss shall be less than 2.5uW.

5. SA adjusted to start frequency 2387MHz and stop frequency 2400MHz. Then to mark peak reading
value + cable loss shall be less than 25uW.

6. SA adjusted to start frequency 2483.5MHz and stop frequency 2496.5MHz Then to mark peak reading
value + cable loss shall be less than 25uW

7. SA adjusted to start frequency 2496.5MHz and stop frequency 12500MHz Then to mark peak reading
value + cable loss shall be less than 2.5uW

8. Measure side band spurious as follows: For 2.4GHz band: 2374MHz~2400MHz and
2483.5MHz~2509.5MHz RBW = VBW = 30kHz, Result_Value = Meaured_ Value + 15.2 [dBm]

9.If the Result_Value is over the requirement, take total sum of 1MHz band centered at the spur
frequency like ACLP measurement as Result_Value.
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7.4 TEST SETUP LAYOUT

|

O

RF In

Spectrum Analayzer

EST DEVIATION
There is no deviation with the original standard.

7.5 TEST RESULT

—J

EUT

g

Temperature: 23°C Relative Humidity: 54%
Test Voltage: Normal Voltage Pressure: 101kPa
Emission
Test Test Test freq. range Frequency Test result Test result limits Resill
mode Channel (dBm/MHz ) | ( uW/MHz ) ( UW/MHz )
(MHz)
30MHz<f<1000MHz 928.22 -53.01 0.050 25 PASS
1000MHz < f<2387MHz 2378.68 -42.96 0.051 25 PASS
Low 2387MHz < f<2400MHz 2399.38 -40.13 0.097 25 PASS
2483.5MHz<f < 2496.5MHz 2491.57 -43.09 0.049 25 PASS
2496.5MHz<f < 12750MHz 4598.47 -27.76 1.675 25 PASS
30MHz<f<1000MHz 819.58 -53.45 0.005 25 PASS
1000MHz < f<2387MHz 2239.98 -42.68 0.054 o5 PASS
802.11b | Middle 2387MHz < {<2400MHz 2391.71 -42.7 0.054 o5 PASS
2483.5MHz<f < 2496.5MHz 2496.34 -41.8 0.066 o5 PASS
2496.5MHzsf < 12750MHz 4598.47 -26.17 2.415 25 PASS
30MHz<f<1000MHz 912.7 -52.62 0.005 25 PASS
1000MHz < f£2387MHz 2367.58 -42.63 0.055 25 PASS
High 2387MHz < f<2400MHz 239541 -42.41 0.057 25 PASS
2483.5MHz<f < 2496.5MHz 2483.64 -37.68 0.171 25 PASS
2496.5MHz<f < 12750MHz 12688.48 -40.85 0.082 25 PASS
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Test mode:

802.11b

Test channel:

Ref Offset 698 dB
Ref 20.00 dBm

e

Avg Type: Log-Pur
—+- Trig:FreeRun Avg[Hold: 100/100

I GaLow #Atten: 30 dB

¢1

TR TP P IR SN PR TRV IR T e B SRS AR R

Stop 1.0000 GHz

#VBW 100 kHz Sweep 117.0 ms (1001 pts)

Ref Offset 698 dB
Ref 20.00 dBm

N Ly e

Start 1.0000 GHz
#Res BW 1.0 MHz

Avg Type: Log-Pur
—»- Trig:FreeRun Avg[Hold: 100/100

Eoakeilaw] @Atten: 30 dB

Mkr1 2.378 7 G
4

T R R e WMol

Stop 2,3870 GHz

#VBW 1.0 MHz Sweep 1.733 ms (1001 pts)

30MHz~1GHz

Ref Offset 698 dB
Ref 20.00 dBm

b Al sl e

Start 2.387000 GHz
#Res BW 1.0 MHz

Avg Type: Log-Pur
—+- Trig:FreeRun Avg[Hold: 100/100

I GaLow #Atten: 30 dB

T s At L e

Stop 2.400000 GHz

#VBW 1.0 MHz 1.000 ms (1001 pts)

Ref Offset 698 dB
Ref 20.00 dBm

Start 2.483500 GHz
#Res BW 1.0 MHz

Avg Type: Log-Pur
—»- Trig:FreeRun Avg[Hold: 100/100

Eoakeilaw] @Atten: 30 dB

1

T v Il i A

Stop 2.496500 GHz

#VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

ATUS

2.387GHz~2.4 GHz

2.4835GHz~2.4965GHz

Agilent Spectrum Analyzer - Swept SA
RL E 2

Center Freq 7.623250000 GHz

Ref Offset6.99 dB
Ref 20.00 dBm

Avg Type: LogPur
—+- Trig:FreeRun Avg[Hold: 100/100

0; Fast
IFGain:Low #Anen: 30 dB

g B Rl e

Aty gy, b S

Stop 12.750 GHz

#VBW 1.0 MHz Sweep 17.13 ms (1001 pts)

2.4965GHz~12.5GHz
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB26060201804RF01

Test mode: 802.11b

Test channel:

Middle

Avg Type: Log-Pur
—+- Trig:FreeRun Avg[Hold: 100/100

I GaLow #Atten: 30 dB

Ref Offset 7.02 dB
Ref 20.00 dBm

1

o ot e Y P o A M s L7 b oy

Start 30.0 MHz
#Res BW 100 kHz

Stop 1.0000 GHz

#VBW 100 kHz Sweep 117.0 ms (1001 pts)

Ref Offset 7.02 dB
Ref 20.00 dBm

il

Start 1.0000 GHz
#Res BW 1.0 MHz

LELWRN S S SR T

Avg Type: Log-Pur
Trig: Free Run Avg[Hold: 100/100

Eoakeilaw] @Atten: 30 dB

ittt e Al

Stop 2,3870 GHz

#VBW 1.0 MHz Sweep 1.733 ms (1001 pts)

ATUS

30MHz~1GHz

1GHz~2.387GHz

Avg Type: Log-Pur
0'Fast ~»- Trig:FreeRun AvglHold: 1001100
IFGainLow #Atten: 30 4B
Ref Offset 7.02 dB
Ref 20.00 dBm

1

e e e i oAb b Ja Al

Start 2.387000 GHz Stop 2.400000 GHz

Sweep 00 ms (1001 pts)

Ref Offset 7.02 dB
Ref 20.00 dBm

Start 2.483500 GHz
#Res BW 1.0 MHz

3 10:30:17.5M
Avg Type: Log-Pur z
+. Trig:FresRun AvglHold: 1001100

0:
#Amen: 30 dB

PHO: Fast -
IFGainLow

¢

VT o A AL gl oyt o

R

Stop 2.496500 GHz

#VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

2.4835GHz~2.4965GHz

Agilent Spectrum Anolyzer - Swept SA
RL [ 5
Avg Type: LogPur

Center Freq 7.623250000 GHz
- AvglHold: 1001100

0'Fast ~»- Trig:FreeRun
IFGain:Low #Anen: 30 dB
Ref Offset 7.02 dB
Ref 20.00 dBm

*1

4""“"!.1\".)“.‘”'“-"L"w,,ﬂ“",-, = bt b bbbyt i e Mg s b S i

Stop 12.750 GHz

#VBW 1.0 MHz ‘Sweep 17.13 ms (1001 pts)

2.4965GHz~12.5GHz
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB26060201804RF01

Test mode:

802.11b

Test channel:

Trig: Free Run

I GaLow #Atten: 30 dB

Ref Offset7.04 dB
Ref 20.00 dBm

Avg Type: Log-Pur
Avg|Hold: 100/100

-52.617 dBm

’1

S e 1At O NS Dbt AP i s

Start 30.0 MHz

#Res BW 100 kHz #VBW 100 kHz

Stop 1.0000 GHz
Sweep 117.0 ms (1001 pts)

STATUS.

Avg Type: Log-Pur
Trig: Free Run Avg[Hold: 100/100

Eoakeilaw] @Atten: 30 dB

Ref Offset7.04 dB
Ref 20.00 dBm

e ki

Start 1.0000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz

usc gsmatus

Stop 2,3870 GHz
Sweep 1.733 ms (1001 pts)

30MHz~1GHz

1GHz~2.387GHz

Agilent Spectrum Analyzer - Swept SA
s L. E [

Center Freq 2,393500000 GHz i
PHO: Fast -+- 1rig:Free Run
IFGain:Low #Atten: 30 dB
Ref Offset 7.04 dB

Ref 20.00 dBm

T T S

Start 2.387000 GHz

#Res BW 1.0 MHz #VBW 1.0 MHz

Avg Type: LogPur
Avg[Hold: 100/100

1

WAt A ALy AT

Stop 2.400000 GHz
1.000 ms (1001 pts)

Agilent Spectrum Analyzer - Swept SA
RL E 2

Avg Type: LogPur

Center Freq 2.490000000 GHz
AvgHold: 100/100

FNO: Fost -+~ Trig:FreeRun

Eoakeilaw] @Atten: 30 dB

<r1 2.483 643 GHZ

Ref Offset 7.04 dB Py
676 dBm|

Ref 20.00 dBm

R e A TN oy ‘ .
R Al o g .-q..l.uw«.l.:-,.‘h%n‘,m‘_ i) AT P

Start 2.483500 GHz
#Res BW 1.0 MHz

Stop 2.496500 GHz

#VEW 1.0 MHz ‘Sweep 1.000 ms (1001 pts)

2.387GHz~2.4 GHz

2.4835GHz~2.4965GHz

—+- Trig:FreeRun
IFGain:Low #Atter: 30 dB
Ref Offset 7.04 dB
Ref 20.00 dBm

o A*L..l\.,l‘.‘l\u..‘,w~ Mttt dn gl e,
-

#VBW 1.0 MHz

Avg Type: Log-Pur
Avg|Hold: 100/100

Mkr1 12.688 GHZ]
40.849 dBm

T i

Stop 12.750 GHz
Sweep 17.13 ms (1001 pts)

2.4965GHz~12.5GHz
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB26060201804RF01

Emission
Test Test TesGireg. rge Frequency Test result Test result limits ol it
mode | Channel (dBm/MHz ) | (uW/MHz ) | (uW/MHz)
(MHz)
30MHz<f<1000MHz 852.56 -53.53 0.044 25 PASS
1000MHz < f<2387MHz 2259.4 -42.55 0.056 25 PASS
Low 2387MHz < f<2400MHz 2399.95 -30.76 0.839 25 PASS
2483.5MHz<f < 2496.5MHz 2485.2 -42.01 0.063 25 PASS
2496.5MHz<f < 12750MHz 5234.18 -26.89 2.046 25 PASS
30MHz<f<1000MHz 765.26 -52.8 0.005 25 PASS
1000MHz < f<2387MHz 2378.68 -42.46 0.057 25 PASS
802.11g Middle 2387MHz < f<2400MHz 2394.97 -43.2 0.048 25 PASS
2483.5MHz=f < 2496.5MHz 2488.44 -42.28 0.059 25 PASS
2496.5MHz<f < 12750MHz 4588.21 -27.04 1.977 25 PASS
30MHz<f<1000MHz 853.53 -53.14 0.005 25 PASS
1000MHz < f£2387MHz 2226.11 -41.19 0.076 25 PASS
High 2387MHz < f<2400MHz 2390.95 -42.4 0.058 25 PASS
2483.5MHz<f < 2496.5MHz 2483.53 -25.5 2.818 25 PASS
2496.5MHz<f < 12750MHz 12719.24 -41.34 0.073 25 PASS
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Shenzhen CTB Testing Technology Co., Ltd.  Report No.: CTB26060201804RF01

Test mode: 802.11g Test channel: Low

Avg Type: Log-Pur
—»- Trig:FreeRun Avg[Hold: 100/100
IFGain:Low #Atten: 30 dB

Avg Type: Log-Pur
—+- Trig:FreeRun Avg[Hold: 100/100
IFGain:Low #Atter: 30 dB

Ref Offset 698 dB
Ref 20.00 dBm

Ref Offset 698 dB
Ref 20.00 dBm

; i A A NS ik ey s e

PRSPPI I TR TS g ML B Loty A e A8 B LS E T

Start 1.0000 GHz Stop 2,3870 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.733 ms (1001 pts)

usc gsmatus

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 100 kHz Sweep 117.0 ms (1001 pts)

30MHz~1GHz 1GHz~2.387GHz

Avg Type: Log-Pur il Avg Type: Log-Pur
0'Fast ~»- Trig:FreeRun Avg|Hold: 100/100 . PNO:fast ~»- Trig:FreeRun Avg|Hold: 100/100
IFGain:Low #Anen: 30 dB IFGain:Low AAtten: 30 dB

Ref Offset6.99 dB MK b Ref Offset6.99 dB
Ref 20.00 dBm 3 Ref 20.00 dBm

Wi
el
) H'VLMIM

UM A A e Moo A A W e A et et b sl AP b A b B e Ll

Start 2.387000 GHz Stop 2.400000 GHz Start 2.483500 GHz Stop 2.496500 GHz
Sweep 00 ms (1001 pts) #Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

2.387GHz~2.4 GHz 2.4835GHz~2.4965GHz

Agilent Spoctrum Anolyzer - Swept SA

L E EE T .

Center Freq 7.623250000 GHz H Avg Type: Log-Pur
< 0 Fast ~»- Trig:FreeRun AvglHold: 100/100

IFGainiLow #Atten: 30 4B

Ref Offset6.99 dB
Ref 20.00 dBm

paih g, el ke “ _“'“_“b.m\n Pebpugfbeadet Sl el b inhe ith " P EYRSTEL, EA TRRRTECE P g

Stop 12.750 GHz
#VBW 1.0 MHz ‘Sweep 17.13 ms (1001 pts)

2.4965GHz~12.5GHz
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB26060201804RF01

Test mode: 802.11g

Test channel: Middle

Avg Type: Log-Pur
—+- Trig:FreeRun Avg[Hold: 100/100

I GaLow #Atten: 30 dB

Ref Offset 7.02 dB
Ref 20.00 dBm

1

PR A LA b e AN A At .S A AN vl A o

Start 30.0 MHz
#Res BW 100 kHz

Stop 1.0000 GHz

#VBW 100 kHz Sweep 117.0 ms (1001 pts)

Avg Type: Log-Pur

Trig: Free Run Avg|Hold: 100/100
IFGain:l ow #Atten: 30 dB

Akr1 2.378 7

Ref Offset7.02.dB Mkr1 2.3 ‘%4

¥i
Ref 20.00 dBm -42.46

Start 1.0000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz

usc gsmatus

Stop 2,3870 GHz
Sweep 1.733 ms (1001 pts)

30MHz~1GHz

1GHz~2.387GHz

Avg Type: Log-Pur
0'Fast ~»- Trig:FreeRun AvglHold: 1001100
IFGainLow #Atten: 30 4B
Ref Offset 7.02 dB
Ref 20.00 dBm

i MGl NI EVV S TR e ettty A gt

Start 2.387000 GHz Stop 2.400000 GHz

Sweep 00 ms (1001 pts)

Avg Type: Log-Pur
v Trig:FresRun AvglHold: 1001100

#Amen: 30 dB

PNO: Fast
IFGain:Low

Ref Offset 7.02 dB
Ref 20.00 dBm

‘1

S g A ,xF‘n‘}'«‘1-'.'p,l.j‘»-f-h’lf-u“«"",‘-“w',l‘ll Wikt pan averag g hebr Loy

Start 2.483500 GHz
#Res BW 1.0 MHz

Stop 2.496500 GHz

#VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

2.387GHz~2.4 GHz

2.4835GHz~2.4965GHz

Agilent Spectrum Anolyzer - Swept SA
RL [ 5
Avg Type: LogPur

Center Freq 7.623250000 GHz
- AvglHold: 1001100

MO: Fast -+~ Trig:FreeRun
IFGain:Low #Atten: 30 dB
Ref Offset 7.02 dB
Ref 20.00 dBm

e A % e iy oo Wi T A D

|

iR R
P e

Stop 12.750 GHz

#VBW 1.0 MHz ‘Sweep 17.13 ms (1001 pts)

2.4965GHz~12.5GHz
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.:

CTB26060201804RFO01

Test mode:

802.11g

Test channel:

High

Ref Offset 7.04 dB
Ref 20.00 dBm

Avg Type: Log-Pur
Trig: Free Run Avg|Hold: 1001100

#Atten: 30 4B

PHO; Fast ==
IFGainiLow

Ref Offset7.04 dB
Ref 20.00 dBm

Stop 1.0000 GHz
Sweep 117.0 ms (1001 pts)

Start 1.0000 GHz

#VBW 100 kHz #Res BW 1.0 MHz

PHO; Fast ==
IFGainiLow

T A b S

Trig: Free Run
#Atter: 30 dB

#VBW 1.0 MHz

i 10:37:32 M Jun03, 2025
Avg Type: Log-Pur
Avg|Hold: 100/100

Mkr1 2.226 1 GH.
-4 9 dBm

’1

oo il ‘.'N,}-Mn,._q‘r;-;d_ﬂ-uwu.aur'-jh'-fvﬁ-luL\f-"'\f.m“a‘)f-'-Nd—

Stop 2.3870 GHz
Sweep 1.733 ms (1001 pts)

30MHz~1GHz

1GHz~2.387GHz

Ref Offset 7.04 dB
Ref 20.00 dBm

[atylappaes iyl gy

'Start 2.387000 GHz
#Res BW 1.0 MHz

Avg Type: Log-Pur
s Trig:Free Run Avg|Hold: 1001100
]

0; Fast
IFGain:Low L di

Ref Offset 7.04 dB
Ref 20.00 dBm

et et Moty

Stop 2.400000 GHz

Start 2.483500 GHz
Sweep 1.000 ms (1001 pts) 7

#VBW 1.0 MHz

PHO; Fast
IFGain:Low

—»- Trig:FresRun

T

#VBW 1.0 MHz

bbb el il s o

Avg Type: Log-Pur
AvglHold: 1001100

by Aty

Stop 2.496500 GHz
Sweep 1.000 ms (1001 pts)

2.387GHz~2.4 GHz

2.4835GHz~2.4965GHz

Ref Offset 7.04 dB
Ref 20.00 dBm

Pl g WY

AP AN gl g iy e

Avg Type: Log-Prrr
—+~ Trig:Free Run Avg|Hold: 100100

0; Fast
IFGain:Low #Anen: 30 4B

1

et PR AR

Stop 12.750 GHz

#VBW 1.0 MHz Sweep 17.13 ms (1001 pts),

2.4965GHz~12.5GHz
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB26060201804RF01

Emission
Test Test TesGirag. e Frequency Test result Test result limits ol it
mode | Channel (dBm/MHz ) | (uW/MHz ) | (uW/MHz)
(MHz)
30MHz<f<1000MHz 752.65 -53.51 0.045 25 PASS
1000MHz < f<2387MHz 2338.46 -42.2 0.060 25 PASS
Low 2387MHz < f<2400MHz 2398.39 -43.35 0.046 25 PASS
2483.5MHz<f < 2496.5MHz 2487.35 -42.44 0.057 25 PASS
2496.5MHz<f < 12750MHz 2629.8 -41.13 0.077 25 PASS
30MHz<f<1000MHz 876.81 -53.55 0.004 25 PASS
1000MHz < f<2387MHz 2296.84 -42.93 0.051 25 PASS
802.1In | ddle |  2387MHz <f<2400MHz 2393.01 -43.18 0.048 25 pfec
20 2483.5MHzsf<2496.5MHz |  2490.95 -42.24 0.060 o5 PASS
2496.5MHzsf < 12750MHz 2681.06 -40.46 0.090 25 PASS
30MHz<f<1000MHz 743.92 -53.23 0.005 25 PASS
1000MHz < f<2387MHz 2387 -42.93 0.051 25 PASS
High 2387MHz < f<2400MHz 2396.17 -42.92 0.051 25 PASS
2483.5MHz<f < 2496.5MHz 2483.51 -23.91 4.064 25 PASS
2496.5MHz<f < 12750MHz 5234.18 -27.17 1.919 25 PASS
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.

: CTB26060201804RFO01

Test mode:

802.11n/HT20

Test channel:

Low

—+- Trig:FreeRun

I GaLow #Atten: 30 dB

Ref Offset 698 dB
Ref 20.00 dBm

Avg Type: Log-Pur
Avg|Hold: 100/100

1

oL A At A AR M i o A A APt oty 1A o A it

#VBW 100 kHz

Stop 1.0000 GHz
Sweep 117.0 ms (1001 pts)

—»- Trig:FreeRun
IFGain:Low #Atten: 30 dB
Ref Offset 6.99 dB
Ref 20.00 dBm

(At b iy S b

Start 1.0000 GHz

#Res BW 1.0 MHz #VBW 1.0 MHz

Avg Type: Log-Pur
Avg|Hold: 100/100

Stop 2,3870 GHz
Sweep 1.733 ms (1001 pts)

30MHz~1GHz

Trig: Free Run
#Atter: 30 dB

PHO; Fast ==
IFGainiLow

Ref Offset 698 dB
Ref 20.00 dBm

P T A e e PRIy

Start 2.387000 GHz

#Res BW 1.0 MHz #VBW 1.0 MHz

Avg Type: Log-Pur
Avg|Hold: 100/100

1
Adar-toteita

Stop 2.400000 GHz
Sweep 1.000 ms (1001 pts)

Trig: Free Run
#Atten: 30 dB

PHO: Fast -
IFGain:Low

Ref Offset 698 dB
Ref 20.00 dBm

i

Start 2.483500 GHz

#Res BW 1.0 MHz #VBW 1.0 MHz

Avg Type: Log-Pur
Avg|Hold: 100/100

<r1 2.487 3
-42.435 dBm

Stop 2.496500 GHz
Sweep 1.000 ms (1001 pts)

usc gsmatus

2.4835GHz~2.

4965GHz

Agilent Spectrum Analyzer - Swept SA
RL E 2

Center Freq 7.623250000 GHz i
€ 0'Fast ~»- Trig:FreeRun

IFGain:Low #Aen: 30 dB

Ref Offset 699 dB

Ref 20.00 dBm

M el oAbt

'
g b ¥

bbby g R, "

#VBW 1.0 MHz

Avg Type: Log-Pur
Avg|Hold: 100/100

CNIN IJ'A_‘‘».,..,‘.u\--.-.u«.0-.|--'uynn..uA‘,.d,.Jb gk

Stop 12.750 GHz
Sweep 17.13 ms (1001 pts)

2.4965GHz~12.5GHz
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB26060201804RF01

Test mode:

802.11n/HT20

Test channel:

Middle

Ref Offset 7.02 dB
Ref 20.00 dBm

Avg Type: Log-Pur
—+- Trig:FreeRun Avg[Hold: 100/100

I GaLow #Atten: 30 dB

1

e A AL A P N L T

Stop 1.0000 GHz

#VBW 100 kHz Sweep 117.0 ms (1001 pts)

Trig: Free Run
#Atten: 30 dB

PHO: Fast -
IFGain:Low

Ref Offset 7.02 dB
Ref 20.00 dBm

Ry

el A o

Start 1.0000 GHz

#Res BW 1.0 MHz #VBW 1.0 MHz

bbbl .

Avg Type: Log-Pur
Avg|Hold: 100/100

1
vt Rt

Stop 2,3870 GHz
Sweep 1.733 ms (1001 pts)

30MHz~1GHz

Ref Offset 7.02 dB
Ref 20.00 dBm

Start 2.387000 GHz
#Res BW 1.0 MHz

Avg Type: Log-Pur
—+- Trig:FreeRun Avg[Hold: 100/100

IFGain:Low #Atten: 30 dB
kr1 2.393 006 GHz
-43.182 dBm

KRV IREE T VT NPT PRRT R T

Stop 2.400000 GHz

#VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

—»- Trig:FreeRun
IFGain:Low #Atten: 30 dB
Ref Offset 7.02 dB
Ref 20.00 dBm

AL NN T R TR TR Y

Start 2.483500 GHz

#Res BW 1.0 MHz #VBW 1.0 MHz

Avg Type: Log-Pur
Avg|Hold: 100/100

I T S Y LY

Stop 2.496500 GHz
Sweep 1.000 ms (1001 pts)

ATUS

2.387GHz~2.4 GHz

2.4835GHz~2.4965GHz

Agilent Spectrum Analyzer - Swept SA
RL E 2

Center Freq 7.623250000 GHz

Ref Offset 7.02 dB
Ref 20.00 dBm

1
[ )
L '
el oy g it

P

Avg Type: LogPur
—+- Trig:FreeRun Avg[Hold: 100/100

0; Fast
IFGain:Low #Anen: 30 dB

i b T T L

Stop 12.750 GHz

#VBW 1.0 MHz Sweep 17.13 ms (1001 pts)

2.4965GHz~12.5GHz
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB26060201804RF01

Test mode: 802.11n/HT20

Test channel:

High

Avg Type: Log-Pur
—+- Trig:FreeRun Avg[Hold: 100/100

I GaLow #Atten: 30 dB

Ref Offset7.04 dB
Ref 20.00 dBm

S e e e L b ANt L

Start 30.0 MHz
#Res BW 100 kHz

Stop 1.0000 GHz

#VBW 100 kHz Sweep 117.0 ms (1001 pts)

Avg Type: Log-Pur
—»- Trig:FreeRun Avg[Hold: 100/100

Eoakeilaw] @Atten: 30 dB

Ref Offset7.04 dB
Ref 20.00 dBm

b o Ay o s Al o b N s R ey W

Start 1.0000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz

usc gsmatus

Stop 2,3870 GHz
Sweep 1.733 ms (1001 pts)

30MHz~1GHz

1GHz~2.387GHz

Avg Type: Log-Pur
0'Fast ~»- Trig:FreeRun AvglHold: 1001100
IFGainLow #Atten: 30 4B
Ref Offset 7.04 dB
Ref 20.00 dBm

AR e A A A s 51

Start 2.387000 GHz Stop 2.400000 GHz

00 ms (1001 pts)

Avg Type: Log-Pur
v Trig:FresRun AvglHold: 1001100

#Amen: 30 dB

PNO: Fast
IFGain:Low

Ref Offset 7.04 dB
Ref 20.00 dBm

Wy
i"‘rﬁﬂ.t.

T, ot AL A " A
e T R I RN, NS REPY RIS N Ty

Start 2.483500 GHz
#Res BW 1.0 MHz

Stop 2.496500 GHz

#VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

2.387GHz~2.4 GHz

2.4835GHz~2.4965GHz

Agilent Spectrum Analyzer - Swept SA
RL E 2

Avg Type: LogPur

Center Freq 7.623250000 GHz
- AvglHold: 1001100

0'Fast ~»- Trig:FreeRun
IFGain:Low #Anen: 30 dB
Ref Offset 7.04 dB
Ref 20.00 dBm

‘1

LI‘JW“"-'"' bbb ol il ot A A S A sl

AL i

Stop 12.750 GHz
#VBW 1.0 MHz

‘Sweep 17.13 ms (1001 pts)

2.4965GHz~12.5GHz
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB26060201804RF01

Emission
Test Test TesGireg. rge Frequency Test result Test result limits ol it
mode | Channel (dBm/MHz ) | (uW/MHz ) | (uW/MHz)
(MHz)
30MHz<f<1000MHz 754.59 -52.93 0.051 o5 PASS
1000MHz < f<2387MHz 2374.52 -42.19 0.060 25 PASS
Low 2387MHz < f<2400MHz 2399.95 -26.34 2.323 25 PASS
2483.5MHz<f < 2496.5MHz 2494.3 -42.75 0.053 25 PASS
2496.5MHz<f < 12750MHz 5234.18 -26.96 2.014 25 PASS
30MHz<f<1000MHz 892.33 -53.13 0.005 25 PASS
1000MHz < f<2387MHz 2323.2 -41.78 0.066 25 PASS
802110 | idle | 2387MHz <f<2400MHz 2303.06 -42.69 0.054 o5 afec
40 2483.5MHz<f < 2496.5MHz 2483.57 -41.76 0.067 o5 PASS
2496.5MHz<f < 12750MHz 12616.7 -41.07 0.078 25 PASS
30MHz<f<1000MHz 949.56 -52.5 0.006 o5 PASS
1000MHz < f<2387MHz 2350.94 -43.08 0.049 o5 PASS
High 2387MHz < f<2400MHz 2390.93 -42.87 0.052 25 PASS
2483.5MHz<f < 2496.5MHz 2495.49 -43.01 0.050 25 PASS
2496.5MHz<f < 12750MHz 12729.49 -41.2 0.076 25 PASS
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB26060201804RF01

Test mode:

802.11n/HT40

Test channel:

IFGainiLow

Ref Offset 7 dB
Ref 20.00 dBm

B e Mg L R AR

Start 30.0 MHz
#Res BW 100 kHz

Avg Type: Log-Pur
—+- Trig:FreeRun Avg[Hold: 100/100

#Atten: 30 dB

Ref Offset 7 dB
Ref 20.00 dBm

AR A Ao g g i s P A e

Stop 1.0000 GHz
Sweep 117.0 ms (1001 pts)

Start 1.0000 GHz
#VBW 100 kHz #Res BW 1.0 MHz

STATUS.

'-.'q.,-mwu.*-w‘n-.»,Lm.n'«‘.\',n-l‘*ﬂ'*l' P

Avg Type: Log-Pur
Trig: Free Run Avg[Hold: 100/100

Eoakeilaw] @Atten: 30 dB

it e i, A% b

Stop 2,3870 GHz

#VBW 1.0 MHz Sweep 1.733 ms (1001 pts)

ATUS

30MHz~1GHz

1GHz~2.387GHz

10; Fast
IFGain:Low

Ref Offset 7 dB
Ref 20.00 dBm

AR A L

Start 2.387000 GHz
#Res BW 1.0 MHz

Avg Type: Log-Pur
s Trig:FreeRun AvglHold: 1001100

#Aen: 30 dB

Ref Offset 7 dB
Ref 20.00 dBm

g b

Stop 2.400000 GHz
Sweep 1.000 ms (1001 pts)

Start 2.483500 GHz

#VBW 1.0 MHz #Res BW 1.0 MHz

Avg Type: Log-Pur
v Trig:FresRun AvglHold: 1001100

#Amen: 30 dB

PNO: Fast
IFGain:Low

Stop 2.496500 GHz

#VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

2.387GHz~2.4 GHz

2.4835GHz~2.4965GHz

Agilent Spectrum Analyzer - Swept SA
RL E 2

Center Freq 7.623250000 GHz

10; Fast
IFGain:Low

Ref Offset 7 dB
Ref 20.00 dBm

ikt e,

‘»‘wm,\lr- L Y W ey L e B e

Avg Type: LogPur
—+- Trig:FreeRun Avg[Hold: 100/100

#Aen: 30 dB

Stop 12.750 GHz

#VBW 1.0 MHz ‘Sweep 17.13 ms (1001 pts)

2.4965GHz~12.5GHz
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Test mode: 802.11n/HT40 Test channel: Middle

Avg Type: Log-Pur
—»- Trig:FreeRun Avg[Hold: 100/100
IFGain:Low #Atten: 30 dB

Avg Type: Log-Pur
—+- Trig:FreeRun Avg[Hold: 100/100
IFGain:Low #Atter: 30 dB

Ref Offset 7.02 dB

Ref Offset 7.02 dB
Ref 20.00 dBm

Ref 20.00 dBm

1
)

; bbb At ol e
4

A8 b ool bt b e AT g e M b Stiulalatraspiamps

Start 1.0000 GHz Stop 2,3870 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.733 ms (1001 pts)

usc gsmatus

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 100 kHz Sweep 117.0 ms (1001 pts)

30MHz~1GHz 1GHz~2.387GHz

Avg Type: Log-Pur il Avg Type: Log-Pur
PHO: Fast ~+- Trig:FreeRun AwglHold: 100100 k PNO: Fast ~+- Trig:FreeRun Avg|Hold: 100/100
IFGain:Low #Anen: 30 dB IFGain:Low AAtten: 30 dB

Ref Offset7.02 dB MK b Ref Offset7.02 dB
Ref 20.00 dBm ] Ref 20.00 dBm

1
b Jiivar T o1 T U PR R R T E o el A

Start 2.387000 GHz Stop 2.400000 GHz Start 2.483500 GHz Stop 2.496500 GHz
Sweep 00 ms (1001 pts) #Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

2.387GHz~2.4 GHz 2.4835GHz~2.4965GHz

Agilent Spectrum Analyzer - Swept SA
RL E 2

Center Freq 7.623250000 GHz H Avg Type: Log-Pur
- v Trig:FreeRun AvglHold: 100/100

0; Fast
IFGain:Low #Anen: 30 dB

Ref Offset 7.02 dB
Ref 20.00 dBm

5

e

. AP gt e, . el il
Mkl st A oA My o bt el 0 b b it

Stop 12.750 GHz
#VBW 1.0 MHz ‘Sweep 17.13 ms (1001 pts)

2.4965GHz~12.5GHz
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Test mode:

802.11n/HT40

Test channel: High

Ref Offset7.04 dB
Ref 20.00 dBm

s s

Start 30.0 MHz
#Res BW 100 kHz

Avg Type: Log-Pur
—+- Trig:FreeRun Avg[Hold: 100/100

I GaLow #Atten: 30 dB

ot ke gt P g i A I SR e

Stop 1.0000 GHz

#VBW 100 kHz Sweep 117.0 ms (1001 pts)

Avg Type: Log-Pur
—»- Trig:FreeRun Avg[Hold: 100/100

Eoakeilaw] @Atten: 30 dB

Ref Offset7.04 dB
Ref 20.00 dBm

i st et g WMl et A Lol elson by s Mgt ebferinbab diba

Start 1.0000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz

usc gsmatus

Stop 2,3870 GHz
Sweep 1.733 ms (1001 pts)

30MHz~1GHz

1GHz~2.387GHz

Ref Offset 7.04 dB
Ref 20.00 dBm

Start 2.387000 GHz

Avg Type: Log-Pur
s Trig:FreeRun AvglHold: 1001100

0; Fast
IFGain:Low #Anen: 30 dB

.'\

Vit g i g

Stop 2.400000 GHz
00 ms (1001 pts)

Avg Type: Log-Pur
v Trig:FresRun AvglHold: 1001100

#Amen: 30 dB

PNO: Fast
IFGain:Low

Ref Offset 7.04 dB
Ref 20.00 dBm

1
M ArH s

Mty

Start 2.483500 GHz
#Res BW 1.0 MHz

Stop 2.496500 GHz

#VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

2.387GHz~2.4 GHz

2.4835GHz~2.4965GHz

Agilent Spectrum Analyzer - Swept SA
RL E 2

Center Freq 7.623250000 GHz

Ref Offset 7.04 dB
Ref 20.00 dBm

Start 2.497 GHz
#Res BW 1.0 MHz

et g Mg i M, 1

—

02:50:10) M ) 20, 2025
Avg Type: LogPur
—+- Trig:FreeRun Avg[Hold: 100/100

0; Fast
IFGain:Low #Aten: 30 dB

S TR R

Stop 12.750 GHz

#VBW 1.0 MHz Sweep 17.13 ms (1001 pts)

2.4965GHz~12.5GHz
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SUNWANTED EMISSION INTENSITYMEASUREMENT

8.1 LIMIT

ltem Limits
<4nW (f<1GHz)
<20nW (1GHz=f)

RX Spurious Emission

8.2 MEASURING INSTRUMENTS AND SETTING

The following table is the setting of Spectrum Analyzer.

Spectrum Parameter Setting
Attenuation Auto
RB 100 kHz (below 1GHz emissions) 1

MHz (above 1GHz emissions)
100 kHz (below 1GHz emissions) 1

. MHz (above 1GHz emissions)
Detector Peak
Trace Max Hold
Sweep Time Auto

8.3 TEST PROCEDURE

1.
2.

EUT have the continuous reception mode and fixed only one channelize.
Setting of SA is following as

RB / VB: 100 kHz (below 1GHz emissions) / 1 MHz (above 1GHz emissions) /
AT: 10dB / Ref: 0dBm / Sweep time: Auto / Sweep Mode: Continuous sweep /
Detect mode: Positive peak / Trace mode: Max hold

. SA set RB: 100kHz and VB: 100kHz. Then adjust to start frequency 30MHz and stop frequency

1000MHz. Search to mark peak reading value + cable loss shall be less than 4nW

.SA set RB: 1MHz and VB: 1MHz. Then adjust to start frequency 1000MHz and stop frequency

12500MHz. Search to mark peak reading value + cable loss shall be less than 20nW

. If power level of lower emissions are more than 1/10 of limit (.0.4nW for f < 1GHz, 2nW for f >= 1GHz),

all those are to be indicated in the 2nd and 3rd lines. If others are 1/10 or less more of the limit, no
necessary to be indicated.
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8.4 TEST RESULT

Temperature: 23°C Relative Humidity: 54%
Test Voltage: Normal Voltage Pressure: 101kPa
o Test .
Emission Test Limit
Test mode Test freq. range result Result
Frequency (MHz) result nW nwW
dBm
30MHz<f<1000MHz 832.19 -73.05 0.050 4 PASS
b mode
1000MHz < f£12750MHz 6064.25 -60.86 0.820 20 PASS
Test freq. Test graph
Agikent Spectrim Analyzor - Swopt Sh
Cener Freq 515.000000 MHz £ A : Log-Pwr
I:ﬂgg:r:s Zl;n Avg|Held: 100/100
Ref Offset 6.99 dB
Ref 0.00 dBm
30 MHz = f<
1000 MHz
’1
ottty s A i A A T HA A A e i i B0 s bl
Stop 1.0000 GHz
#VBW 100 kHz Sweep 117.0 ms {1001 pts)
Center Fre 6.875000000 GHz S :"s:vlr::‘b':"
W Cainone | WAHar: 1048 et
Ref Offset 6.99 dB
Ref 0.00 dBm
1000 MHz =
f < 12750 MHz
‘1
| potar s ,-\,-w'-‘w“‘ﬂ“\""‘\-\d‘ M‘.l.ww“*,.,l.‘u.'-» "h-n'-nJ.w""w«l«-.-\‘-Jl,lr..;..\«kw.w)w«'u_m.il mﬁ..,,_um‘}w\..-,—-«_-.._.l_,.,‘_‘*_M'-"""“‘N""‘"J'“""
Stop 12.750 GHz
#VBW 1.0 MHz Sweep 19.60 ms (1001 pts)

Report  Tel: 4008-707-283 Web: http://www.ctb-lab.net Page47 of 59


file:///D:/CTB-RF/项目/报告模板/RF/2006ReportFormats/ReFoDatabase/InputPowers.doc

Shenzhen CTB Testing Technology Co., Ltd.  Report No.: CTB26060201804RF01

Emission Test Test Limit
Test mode Test freq. range Frequency (MH2) rg;lrﬂt result nW RYY Result
30MHz<f<1000MHz 975.75 -72.47 0.057 4 PASS
g mode
1000MHz < f£12750MHz 3068 -61.09 0.778 20 PASS
Test freq. Test graph

Agikent Spectriam Analyzer - Swept SA
RL F NSEPLILGE R =T
Center Freq 515.000000 MHz B Avg Type: Log-Pwr
PNO: Fast ~—»—  Trig:Free Run Avg|Hold: 1001100
IFGain:Low HArten: 10 dB
- a0 MKr1 975.75 MHz
Ref Offset 6.99 dB
Ref 0.00 dBrm -72.469 dBm

=
30MHz = f<
1000 MHz
1
¢
LA Al At sy J’_‘,Jm‘l.rn\-.‘-ﬂlyﬂml‘-um"\dn'l»'fwLr,-j‘-k‘*.*l,‘,“M’.Ln.‘q,»,u.""llf'hf‘lf"1"“""‘\""“l4‘\LJ*M““"!‘V""“L‘M\‘W.FWJ‘\“"‘
Stop 1.0000 GHz
#VBW 100 kHz Sweep 117.0 ms {1001 pts)
Center Freq 6.875000000 GHz i i g Type: Log P
PNO: Fast —»-  Trig:Free Run Avg|Hold: 1001100
IFGainiLow #Atten: 10 dB
680 Mkr1 3.068 GHz
Ref Offset 6.99 dB
R;I’ U.Eetlf‘lﬂym =61.085 dBm
=
1000 MHz =

f< 12750 MHz

‘1

i bigos P, A o i e b
[P ity Yoot s e e A bt s g AR b b

Stop 12.750 GHz
#VBW 1.0 MHz Sweep 19.60 ms (1001 pts)
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- Test , -
Emission Test Limit
Test mode Test freq. range result Result
Frequency (MHz) result nW nwW
dBm
30MHz<f<1000MHz 845.77 -73.18 0.048 4 PASS
N20 mode
1000MHz < f<12750MHz 2645 -61.18 0.762 20 PASS
Test freq. Test graph
Agikent Spectrim Analyzor - Swopt Sh — = )
Center Freq 515000000 Mz B Aug Typs: Log-Pur
PNO: Fast ~»- Trig:Free Run Avg|Held: 100/100
IFGain:lLow #Arten: 10 dB
Ref Offset 6.99 dB
Ref 0.00 dBm
30MHz = f<
1000 MHz
.1
Frtes il o ooty A L At o ot el b bt e et st e Prass it s i
Stop 1.0000 GHz
#VBW 100 kHz __ Sweep 117.0 ms {1001 pts)
Center Freq 6.875000000 GHz T" jmehﬂlun. 7 ::a::lﬁ: 15':"
W Cotnone " dhtian: 10 dB b
Ref Offset 6.99 dB
Ref 0.00 dBm
1000 MHz =
f <12750 MHz
1
nt-wa-,-,;lu-‘-”““l‘"f"'"’“"’“‘w.»_- et sl o M NIRRT P
K Stop 12.750 GHz
| #VBW 1.0 MHz Sweep 19.60 ms (1001 pts)
I
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Temperature: 23°C Relative Humidity: 54%
Test Voltage: Normal Voltage Pressure: 101kPa
. 1 Test W«
Emission Test Limit
Test mode Test freq. range result Result
Frequency (MHz) result nW nwW
dBm
30MHz<f<1000MHz 800.18 -73.05 0.050 4 PASS
N40 mode
1000MHz < f£12750MHz 3197.25 -60.33 0.927 20 PASS
Test freq. Test graph
Agikent Spectrim Analyzor - Swopt Sh — = )
Center Freq 515000000 Mz i Aug Typs: Log-Pur
PNO: Fast ~»—  Trig: Free Run Avg|Held: 1001100
IFGain:Low #Arten: 10 dB
Ref 0,00 dBm -73.054 dBm
30MHz = f<
1000 MHz
1
ittt e st P Ui sl i oo gt A et o ts st dl s |
Stop 1.0000 GHz
#VBW 100 kHz __ Sweep 117.0 ms {1001 pts)
Agilent Spectrum Analyzer - Swept SA
RL ¥ E:PLLSE RCE CF D
Center Freq 6.875000000 GHz A ::s::lr: 15':"
W Cotnone " dhtian: 10 dB b
Ref Offset 7 dB
Ref 0.00 dBm
1000 MHz =
f <12750 MHz
'1
| smmapmariee oot it A s AL g g1t
Stop 12.750 GHz
#VBW 1.0 MHz _ Sweep 19.60 ms (1001 pts)
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9 TRANSMISSION ANTENNA GAIN (EIRP ANTENNA POWER) MEASUREMENT

9.1 LIMIT
ltem Limits
=6.91dBm/MHz (FH form 2427 - 2470.75 MHz)
EIRP Power Density =12.14dBm/MHz (OFDM,DS from 2400~2483.5MHz)
=12.14dBm (Other from 2400~2483.5MHz)

Note: This test item is not applied for radio equipment with equivalent isotropic radiation power
lower than 12.14dBm/MHz, but Antenna Power(Conducted) limit is 10 mW/MHz (10 dBm/MHz),
So the test item will be not applied to the transmission antenna which has a gain of 2.14dBi or
less

9.2 MEASURING INSTRUMENTS AND SETTING

The following table is the setting of Spectrum Analyzer.

Spectrum Parameter Setting
Attenuation Auto
RB/VB 1MHz
Detector Peak
Trace Max Hold
Sweep Time Auto

9.3 TEST SETUP LAYOUT

For EUT radiation measurement

Measuring Antenna

3m
o6
Spectrum Analyzer
For standard antenna measurement
Standard Antenna Meaoszuring Antenna
3im

Spectrum Anabyzer
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TEST DEVIATION
There is no deviation with the original standard.

9.4TEST PROCEDURE

1

3

. Set EUT ad measuring antenna at the same height and roughly facing each other.
2.

Move the measuring antenna height up and down within = 50cm of EUT height and swing it to find the
maximum output of the measuring antenna. The output level at the spectrum analyzer is read sa “E".

.Remove the EUT from the turn table and put the replacing antenna facing to measuring antenna at

same height. Set the standard signal generator (SSG) at same frequency and transmit on then receive
the signal

. Swing the replacing antenna give a maximum receiving level.
. Move the measuring antenna height up and down within + 50cm of replacing antenna height and swing

it to find the maximum receiving level.

. Set SSG output power at Pt to give the equivalent output level of “E” or caluate Pt with SSG output

which gives the nearest of “E” and difference (+ 1dB). Record the Pt.

. Calculate EIRP by the formula below EIRP = Gt — L + Pt. Gt: gain of replacing antenna (dBi)

L: feeder loss between SSG and replacing antenna Pt: Output power of the SSG

. If the antenna for the EUT has circular polarization, sum of V-field and H-field will be result if measuring

antenna is linear polarization.

9.5 EUT OPERATION DURING TEST

The EUT was programmed to be in continuously transmitting mode.

9.6 TEST RESULT

Max Antenna Power Antenna Gain EIRP(dBm
Test mode

(dBm /MHz) (dBi) /MHZ)

802.11b 4.729 3.3 8.029
802.11g 4.46 3.3 7.76
802.11n(HT20) 5.344 3.3 8.644
802.11n(HT40) 2.135 3.3 5.435
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10TRANSMISSION RADIATION ANGLE WIDTH (3DB BEAMWIDTH) MEASUREMENT

10.1 LIMIT
Item Limits
360/A (If A<1; then A=1)
3dB antenna beam width A = {EIRP Power [mW]/ 16.36 for DS, OFDM} or
A = {EIRP Power [mW]/ 4.9 for FH}

Note: This test item is not applied for radio equipment with equivalent isotropic radiation power
lower than 12.14dBm/MHz, but Antenna Power(Conducted) limit is 10 mW/MHz (10 dBm/MHz),
So the test item will not be applied to the transmission antenna which has a gain of 2.14dBi or
less

10.2 MEASURING INSTRUMENTS AND SETTING

The following table is the setting of Spectrum Analyzer.

Spectrum Parameter Setting
Attenuation Auto
Span Frequency OMHz
RB 1MHz

VB 1KHz
Detector Peak

Trace Max Hold

Sweep Time Auto

10.3 TEST PROCEDURE

[

. Set EUT and measuring antenna at the same height and roughly facing each other.

2. Set spectrum analyzer with condition in section 4.7.2 and tune reference level to observe receving
signal position.

3. Rotate directions of the EUT horizontally and ertically to find the maximum receiving power.

4. Move the measuring antenna height up and down within + 50cm of EUT height and swing it to find the
maximum output of measuing antenna. The output level at the spectrum analyzer is read as “E”

5. Caluate permitted radiation angle in horizontal and vertical using EIRP measured in another test
method.

6. Calculate 3dB antenna beam width by the formula below 360/A (If A<1; then A=1). A = {EIRP Power

[mW]/ 16.36 for DS, OFDM} orA = {EIRP Power [mW] / 4.9 for FH}
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10.4 TEST SETUP LAYOUT

Measuring Antenna

Im

Spectrum Analyzer

TEST DEVIATION
There is no deviation with the original standard.

10.5 EUT OPERATION DURING TEST
The EUT was programmed to be in continuously transmitting mode.

10.6 TEST RESULT
N/A
Note: This test item is not applied for radio equipment with equivalent isotropic radiation power lower than
12.14dBm/MHz
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11RADIO INTERFERENCE PREVENTION CAPABILITY MEASUREMENT

11.1 LIMIT
ltem Limits
Identification code =48 bits
11.2 MEASURING ID CODE SOFTWARE
Iltem Limits
MAC IP List MAC Scan

11.3 TEST PROCEDURE

1.In the case that the EUT has the function of automatically transmitting the identification code:
a. Transmit the predetermined identification codes form EUT.
b. Check the transmitted identification codes with the demodulator.

2.In the case of receiving the identification ocde:
a. Transmit the predetermined identification codes form the counterpart.

b . Check if communication is normal.
c. Transmit the signals other than predetermined ID codes for mthe counterpart.
d. check if the EUT stops the transmission, or if it displays that idnetification codes are different from the

predetermined ones.

11.4 TEST SETUP LAYOUT

o A
: -..f l::l
L __ L. L L

PC with Net Tool Peripheral EUT
Software [Get EUT's
MAC]

EST DEVIATION
There is no deviation with the original standard.

11.5 EUT OPERATION DURING TEST

The EUT was programmed to be in continuously transmitting mode.

11.6 TEST RESULT

Temperature: 23C Relative Humidity: 54%
Pressure: 101kPa
Test Result: CONFORM

MAC: 9CA525BA8TF7

Report  Tel: 4008-707-283 Web: http://www.ctb-lab.net Page55 of 59



C B Shenzhen CTB Testing Technology Co., Ltd.  Report No.: CTB26060201804RF01

12CARRIER SENSING FUNCTION

12.1 TEST REQUIREMENT

MIC Notice No0.88 Appendix No.43
Article 2, Paragraph 1, Item 19 Rules Section 10

12.2 BLOCK DIAGRAM OF TEST SETUP

% Measurement System Diagram

Attenuator _ V. I:]

Signal Generator 1048

— s

Spectrum Analayzer

Peripheral

% Conditions of Application Equipment (EUT)

o The EUT state shall be “normal mode link with wireless router”.
12.3 TEST PROCEDURE

1. SG adjusted the frequency as same as the EUT transmitted signal and emitted the absence of
modulation from SG and power level is (on 22.79+G-20*log(f)JdBm)(G is the antenna gain, f is the test
frequency).

2. Turn off the RF signal of the SG.

3. EUT have transmitted the maximum modulation signal and fixed channelize.

4. Setting of SA:RBW/VBW=1MHz/1MHz,span=50MHz,Sweep time=auto, Sweep mode=continuous,
Detect mode=positive peak

5. SG RF signal on.

6. EUT shall be stop the transmitted any signal and SG RF signal off, the EUT will be continuous

12.4 TEST RESULT

Temperature: 23°C Relative Humidity:  |54%
Pressure: 101kPa
Test Result: CONFORM for 802.11n(HT40)

Note: The EUT cannot transmit radio when the field strength at maximal gain direction of receiving antenna
power is over 100mV/m; and The Camera can start to transmit after carrier sensing.

Report  Tel: 4008-707-283 Web: http://www.ctb-lab.net Page56 of 59



Shenzhen CTB Testing Technology Co., Ltd.  Report No.: CTB26060201804RF01
13 NUMBER OF CARRIERS

This device has more than 1 subcarrier in 1MHz, compliance with the requirement.
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14 EUT TEST PHOTO
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XXX XX END OF REPORT X ¥ XXX
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