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1. TEST SUMMARY

1.1VERSION
Report No. Issue Date Description Approved
CTB25082602906RF01 Sep. 2, 2025 Original Valid
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1.2 Test description

ARIB STD T-66 Ver.3.7

Standard Test Item Judgment Remark
Section
General provisions

5 Frequency Error PASS

6 Occupied Bandwidth PASS

7 Spurious Emissions Intensity PASS

8 Radio Interference Prevention Capability Measurement PASS

Transmitting equipment
4 Antenna Power PASS
14.2 SAR N/A
Transmitting antenna
20 Type, configuration, etc., of Transmitting Antenna PASS
22 Direction Pattem of Transmitting Antenna (Provided at individual PASS
Antenna Report
Operating frequency 2400-2483.5MHz
49.20(1):a | RF Shielding method PASS
49.20(1):a | Communication Method PASS
49.20(1):b | Spread-spectrum Method PASS
49.20(1):c | Antenna Power PASS
49.20(1):d | Absolute Antenna Gain (Provided at Individual Antenna Report) PASS
49.20(1):e | Spread-Spectrum Bandwidth PASS
49.20(1):f | Spreading Factor PASS
49.20(1):g | Hopping Frequency Dwell Time (FH employed) PASS
NOTE:
(1)N/A denotes test not applicable in this Test Report.
Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Page5 of 49
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1.3 Measurement uncertainty

The reported uncertainty of measurement y +U, where expended uncertainty U is based on a standard

uncertainty multiplied by a coverage factor of k=2,providing a level of confidence of approximately 95 %.

ltem Uncertainty
Occupancy bandwidth 54.3kHz
Conducted output power above 1G 0.9dB
Conducted output power below 1G 0.9dB
Power Spectral Density, Conduction 0.9dB
Conduction spurious emissions 2.0dB
Out of band emission 2.0dB
3m camber Radiated spurious

o 4.6dB
emission(30MHz-1GHz)
3m chamber Radiated spurious

o 5.1dB
emission(1GHz-18GHz)
3m chamber Radiated spurious

o 3.40B
emission(18GHz-40GHz)
Frequency Error 54.3Hz
Adjacent channel power below 1G 2.6dB
Adjacent channel power Above 1G 2.8dB
Humidity uncertainty 5.5%
Temperature uncertainty 0.63C
Frequency 1x107

Report
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2. GENERAL INFORMATION

2.1 General description of EUT

W610, W100, W101, W102, W103, W104, W105, W110, W100B, W100C,
W100D, w130, W150, W160, W170, W180, W300, W310, W320, W600, W611,
W620, W630, W640, W650, W660, W670, W680, W690, W711, W712, W713,
W715, W716, W800, W400, W900, W500

Model(s):

All the model are the same circuit and RF module, only the model names and

Model Description: appearances are different. Test sample model: W610

Bluetooth Version: Bluetooth 5.0

Hardware Version: V1.0

Software Version: V1.0

Operation Frequency: Bluetooth: 2402-2480MHz

GFSK: 0.03mW/MHz
Rate Output power: (mr/4)DQPSK: 0.03mW/MHz
8DPSK: 0.03mW/MHz

Type of Modulation: Bluetooth: GFSK, (11/4)DQPSK, 8DPSK
Antenna installation: Internal antenna
Antenna Gain: 2.74dBi
. DC 5V charging f dapt
Ratings: charging from adapter

DC 3.8V by battery

Note: For more detailed features description, please refer to the manufacturer’s specifications or the User's

Manual.

Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Page7 of 49
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2.2 Description of test modes

The EUT has been tested under typical operating condition. The Applicant provides communication tools
software to control the EUT for staying in continuous transmitting and receiving mode for testing.

Channel Fr?sﬁﬁgcy Channel Frisﬁﬁgcy Channel Frisﬁﬁgcy Channel Frisﬁﬁgcy
0 2402 20 2422 40 2442 60 2462
1 2403 21 2423 41 2443 61 2463
2 2404 22 2424 42 2444 62 2464
3 2405 23 2425 43 2445 63 2465
4 2406 24 2426 44 2446 64 2466
5 2407 25 2427 45 2447 65 2467
6 2408 26 2428 46 2448 66 2468
7 2409 27 2429 a7 2449 67 2469
8 2410 28 2430 48 2450 68 2470
9 2411 29 2431 49 2451 69 2471
10 2412 30 2432 50 2452 70 2472
11 2413 31 2433 51 2453 71 2473
12 2414 32 2434 52 2454 72 2474
13 2415 33 2435 53 2455 73 2475
14 2416 34 2436 54 2456 74 2476
15 2417 35 2437 55 2457 75 2477
16 2418 36 2438 56 2458 76 2478
17 2419 37 2439 57 2459 77 2479
18 2420 38 2440 58 2460 78 2480
19 2421 39 2441 59 2461 N/A N/A

Note: Test performed at the lowest/middle/highest frequencies selected in the list above for EUT supported while
working on specified mode.

Pretest Mode Description
Low channel: 2402MHz
Transmitting mode Middle channel: 2441MHz

High channel: 2480MHz
Low channel: 2402MHz

Receiver mode Middle channel: 2441MHz

High channel: 2480MHz

Test software Version FCC_assistl1.0.4
Frequency 2402MHz 2441MHz 2480MHz
Parameters (GFSK, (11/4)DQPSK, 8DPSK) ATETXPOW-= default

Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Page8 of 49
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2.3 Environmental conditions

During the measurement the environmental conditions were within the listed ranges:

Supply Voltage

supply power V Rated module power V
Normal 3.8 3.3 Tolerance (3)
+10% 4.18 3.3 0
-10% 3.42 3.3 0
Others
Temperature (°C) 20-25
Relative humidity 54 %.
ATM Pressure: 1010 mbar

Note 1: When the input voltage is reduced or increased by 10%, the regulator voltage changes of less than
1%.So the following test items are conducted in the normal voltage.

Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Page9 of 49
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2.4 Block diagram showing the configuration of system tested

Transmitting mode

EUT

Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Pagel0 of 49
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2.5 Description of support units (conducted mode)
The EUT has been tested as an independent unit together with other necessary accessories or support

units. The following support units or accessories were used to form a representative test configuration

during the tests.

ltem Equipment Mfr/Brand Model/Type No. Note

W610, W100, W101, W102, W103,
W104, W105, W110, W100B, W100C,
W100D, W130, W150, W160, W170,
W180, W300, W310, W320, W600,
1 Smart Glasses N/A W611, W620, W630, W640, W650, EUT
W660, W670, W680, W690, W711,
W712, W713, W715, W716, W800,
W400, W900, W500

Note:
1. The support equipment was authorized by Declaration of Confirmation.
2. For detachable type 1/0 cable should be specified the length in cm in [Length] column.

” o,

3. “YES” is means “shielded” “with core”; “NO” is means “unshielded” “without core”.

Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Pagel1l of 49
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2.6 Measurement equipment list

) ) Firmware ) .
No. Equipment Manufacturer| Type No. Serial No. ) Calibrated until
Version
1 Spectrum Analyzer Agilent N9020A MY52090073 A.14.16 2026/6/27
2 Power Sensor Agilent U2021XA | MY56120032 / 2026/6/27
3 Power Sensor Agilent U2021XA | MY56120034 / 2026/6/27
4 | Communication test set R&S CMW500 108058 Vv3.5.80 2026/6/27
5 Spectrum Analyzer KEYSIGHT N9020A MY51289897 A.14.16 2026/6/27
6 Signal Generator Agilent N5181A MY50140365 A.01.60 2026/6/27
7 | Vector signal generator Agilent N5182A MY47420195 A.01.87 2026/6/27
B.19.07
8 | Communication test set Agilent E5515C MY50102567 2026/6/27
(E1962B)
) . MSF2400-24
9 2.4 GHz Filter Shenxiang 20181015001 / 2026/6/29
83.5MS-1154
. . MSF5150-58
10 5 GHz Filter Shenxiang 20181015001 / 2026/6/29
50MS-1155
) ) XBLBQ-DZA
11 Filter Xingbo 190821-1-1 / 2026/6/29
120
BT&WI-FI Automatic test
12 Micowave MTS8310 Ver. 2.0.0.0 / /
software
Rohde & Schwarz SFU
13 R&S SFU 101017 / 2026/6/27
Broadcast Test System
Temperature humidity B
14 Hongjing TH-80CH DG-15174 / 2026/6/27
chamber
234G Automatic test
15 Micowave MTS8200 Ver. 2.0.0.0 / /
software
16 966 chamber C.R.T. 966 / / 2027/6/21
. RF_ATTEN_7
17 Receiver R&S ESPI 100362 2026/6/27
(104489/003)
18 Amplifier HP 8447E 2945A02747 / 2026/6/27
Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Pagel?2 of 49
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19 Amplifier Agilent 8449B 3008A01838 / 2026/6/27
TRILOG Broadband 00869
20 Schwarzbeck| VULB 9168 / 2026/6/27
Antenna
Double Ridged
21 Broadband Horn Schwarzbeck| BBHA9120D 01911 / 2026/6/27
Antenna
22 EMI test software Fala EZ-EMC FA-03A2 RE / /
23 Loop Antenna Schwarzbeck| FvzB 1519B| 1519B-224 / 2026/6/27
24 loop antenna ZHINAN | 7N30900A GTS534 / /
25 40G Horn antenna A/H/System | SAS-574 588 / 2026/6/27
26 Amplifier AEROFLEX | aeroflex 097 / 2026/6/27
27 Power Meter KEYSIGHT | N1912AP N/A A.05.00 2026/6/27
28 DC power supply Agilent E3640A | MY53050046 / 2026/6/27

Remark: Calibration institution "Guangzhou Lisai Measurement and Testing Co., LTD."

Report
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3. TEST CONDITIONS AND RESULTS

3.1 Frequency error

3.1.1 Limit
Item Limits
Frequency Error +/-50ppm
3.1.2 Test configuration
EUT Dummy load Spectrum
(Attenuator)

3.1.3 Test procedure

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the block diagram
as TEST CONFIGURATION shows.

EUT Condition: non-modulation
Spectrum Condition:

Frequency: test frequency

Span: 2000 kHz

RBW: 10kHz

VBW: 10kHz

Sweep time: Auto

Detector mode: Positive peak

Indication mode: max hold

Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Pagel4 of 49
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3.1.4 Test results

Test voltage Frequency Read Deviation Tolerance Limit Resul
esult
% (MHz) (MHz) (MHz) (ppm) (ppm)
2402 2401.974 -0.026 -10.824
Normal
2441 2440.972 -0.028 -11.471 +/-50.00 Pass
Voltage
2480 2479.97 -0.03 -12.097
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Normal Voltage
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3.2 Antenna output power and output power tolerance

3.2.1 Limit

ltem Limits

Antenna Power Density <BmW/MHz (FH form 2427 - 247075MHZ)
<10mW/MHz (OFDM, DSfrOM-02P400~2483.5MHz)
<10mW (Other from2400~2483.5MHz)

+20% (Base on manufacturer declare antenna power density)
Antenna Power error

3.2.2 Test configuration

EUT Dummy load Spectrum
(Attenuator)

3.2.3 Test procedure
Step 1:
Connect the UUT to the spectrum analyzer as TEST CONFIGURATION and use the following settings:
« Centre Frequency: The centre frequency of the channel under test.
* RBW: 1 MHz
* VBW: 1 MHz
» Span: Wide enough to cover the complete power envelope of the signal of the UUT.
* Detector: Peak

*Trace Mode: Max Hold

Step 2:

When the trace is complete, find the peak value of the power envelope and record the frequency.

Step 3:
Make the following changes to the settings of the spectrum analyzer:
* Centre Frequency: Equal to the frequency recorded in step 2.
» Span: 0 MHz
* RBW: 1 MHz
* VBW: 1 MHz
* Detector: Peak

* Trace Mode: Max Hold

Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Pagel7 of 49
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3.2.4 Test results

. Rated
Average Output Limit
Test Test output Tolerance o
) burst power (mW/M Limit Result
modulation | voltage power (%)
power(dBm) | (mW/MHZz) Hz)
(mW/MHz)
Normal
GFSK 1.887 0.022 3 0.03 -27 20% Pass
Voltage
_ Rated
Average Output Limit
Test Test output Tolerance o
) burst power (mw/M Limit Result
modulation | voltage power (%)
power(dBm) | (mW/MHZz) Hz)
(mW/MHz)
Normal
m/4DQPSK 2.264 0.024 3 0.03 -20 20% Pass
Voltage
. Rated
Average Output Limit
Test Test output Tolerance o
) burst power (mwW/M Limit Result
modulation | voltage power (%)
power(dBm) | (mW/MHZz) Hz)
(mW/MHz)
Normal
8DPSK 2.431 0.025 3 0.03 -17 20% Pass
Voltage
Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Pagel8 of 49
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Test condition: Normal Voltage Test graph

Al Sty Anatyrey - Sempt 34 [ T —
o ¢ — fo.us ¢

Center Frag 2.401835000 GHz ) : Arg Type: Log-Par. Center Frag 2.402145000 GHz Avg Type: Log-Pur
o - Trig-Fras Run AuglHold: 200100 P wee  TrigeFree Rum AvglHeld: 2001300
Bietan: 30 48 : Bietan: 30 48
TMKF >

icemel 2401835000 GHz
R M

EW 1.0 MHz H#VEW 1.0 MHz Sweep 1.000 ms

GFSK m/4DQPSK

Test graph

[ p—— v ——Y
T E TRl i
Center Frag 2.401930000 GHz Arg Type: Log-Par
- . Trig-Fres Run Hveg|Hole: 5001400
Bietan: 30 48

Ref Ofset 7.03 dB
Ref 27.03 dBm

icemel 2401930000 GHz
R W 1.0 MHz

#VEW 1.0 MHz Sweep 1.000 ms (1001 pis)

8DPSK
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3.3 Occupied bandwidth and spreading bandwidth

3.3.1 Limit

ltem Limits

Occupied BandWidth: FH<83.5 MHz; OFDM<38 MHz, DS<26 MHz; Others<26 MHz

3.3.2 Test configuration

EUT Dummy load Spectrum
(Attenuator)

3.3.3 Test procedure

1. Setting of SA is following as fellow:
RBW: 300 kHz
VBW: 300 kHz
Sweep time: Auto
Sweep Mode: Continuous sweep
Detect mode: Positive peak
Trace mode: Max hold

2. EUT have transmitted the maximum modulation signal and fixed channelize. SA set to 99% of occupied
bandwidth to measure occupied bandwidth.

3. EUT have transmitted the maximum modulation signal and fixed channelize. SA set to 90% of occupied
bandwidth to measure spread bandwidth.

4. Spread Factor=Spread Bandwidth/modulation rate. The modulation rate: MR=1.375Mbps for 2.4g

Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Page20 of 49
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3.3.4 Test results

Test voltage Test Occupy 99% Bandwidth o
_ Channel (MHz) Limit (MHz) Result
(V) modulation (MH2z)
79 channels
GFSK 78.687
(2402~2480)
Normal 79 channels
m/4DQPSK 78.773 <835MHz |  pass
Voltage (2402~2480)
79 channels
8DPSK 78.766
(2402~2480)

99% Bandwidth

Test condition: Normal

Jdb-l\;vln—i\l‘(m [ ”h“;“ln-mﬂ(m Dvevgmed AW
oo 3 LG Soee O | AT 07 AP s oo 3 L G| SO O | AL O SESAPM S 20, TS
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AlFGaint o Bitan- 30 &8 SlFGainlow  Bitenc 30 48 Radsa Davicw: BTS

R
R

:
|
|
|
| |
. |

|center 24a1GHz } ) i} ~ Span 120 MHz |center 2441 GHz
#Res BW 1 MHz #VBW 1 MHz £ 3 #Res BW 1 MHz #VEW 1 MHz

Occupled Bandwidth Total Power 19.8 dBm Occupled Bandwidth Total Power 20.0 dB8m
78.687 MHz 78.773 MHz

Transmit Freq Error 84 Hz OBW Power 90.00 % Transmit Freq Error ~7.090 kHz OBW Power 90.00 %

x dB Bandwidth £1.25 MHz xdB -26.00 dB x dB Bandwidth £1.63 MHz xdB -26.00 dB

GFSK I1/4DQOSK

[V s —
= :

Center Fraq 2.441000000 GHz Genter Fraq: 2441000000 GH:
Trig: Fras Run AuglHold>1040
Bietan- 30 48 Radie Davice BTS

Wkrl 04

|center 24a1GHz

" Span 120 MHZ
#VEW 1 MHz Sweep 1ms

Occupled Bandwidth Total Power 20.1 d8m
78.766 MHz

Transmit Freq Error £ z OBW Power 90.00 %

x dB Bandwidth £1.63 z xdB -26.00 dB

8DPSK
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Spread 90%
Test voltage Test _ o
) Channel (MHz) Bandwidth Limit (MHz) Result
V) modulation
(MH2z)
GFSK 79 channels 70.415
Normal
/4DQPSK 79 channels 70.820 2500 kHz Pass
Voltage
8DPSK 79 channels 70.538
Spread Factor
TEST Diffusion Modulation Data Spread Limit
CONDITION Bandwidth Rate (M) Factor
GFSK 70.415 1 70.415 25
m/4-DQPSK 70.820 2 35.410 25
8DPSK 70.538 3 23.513 25
90% Bandwidth
Test condition: Normal

[V s —
= :

Center Frag 2.441000000 GHz
- Trig-Fras Run

BIF bl o

Icenter 2481 GHz -
#Res BW 300 kHz

Occupled Bandwidth Total Power
70.415 MHz

~825.13 kHz
79.70 MHz

OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

Canter Freg: 2441000000 GHz

#VBW 300 kHz

[ TR
Radio Std: Nene
AuglHold: 200052000
Radis Davice: BTS

Span 120 MHZ
SWEEF 1.667 ms|

23.6 dBm

80.00 %
-26.00 dB

[V s —

o 3 714 G| SLEE P
Center Freq: 2441000000 GHz

. Trig-Free Run A g|Hold: 200052000
Shttanc 30 48

Center Frag 2.441000000 GHz

-
BIF bl o Radis Davics: BTS

Icenter 2481 GHz ) B
#Res BW 300 kHz

Span 120 MHZ
#VBW 300 kHx Sweep 1.667 ms|

Occupled Bandwidth Total Power 23.4 d8m

70.820 MHz
552,97 KHz
£0.00 MHz

80.00 %
-26.00 dB

OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

GFSK

TU4ADQPSK

[V s —
= :

Center Frag 2.441000000 GHz

e TrigFree Run
A Gabnelow

Sietarc 20 48

| IS IS S S
[Center 2.441 GHz
#Res BW 300 kHz

Occupled Bandwidth
70.538 MHz
541,54 kHz
80.00 MHz

Transmit Freq Error

x dB Bandwidth xdB

#VBW 300 kHz

Total Power

OBW Power

Canter Freg: 2441000000 GHz

Awg|Held: 20002000
Fadie Davica: BTS

23.3 dBm

80.00 %
-26.00 dB

Span 120 MHZ
SWEEF 1.667 ms|

8DPSK
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3.4 Unwanted emission strength

3.4.1 Limit

ltem

Limits

TX Spurious Emission

<2.5 pW/MHz(30MHz<f<1000MHz)

<2.5 yW/MHz (1000MHz<f<2387MHz)

<25 pW/MHz (2387MHz<{<2400MHz)

<25 yW/MHz (2483.5MHz<f<2496.5MHz)

<2.5 pW/MHz (2496.5MHz<f<12500MHz)

3.4.2 Test configuration

EUT

3.4.3 Test procedure

Dummy load
(Attenuator)

Spectrum

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the block diagram
as TEST CONFIGURATION shows.

EUT Condition: modulation

Spectrum Condition:

Frequency: 30MHz-12.75GHz

RBW: 100 kHz (30MHz-1GHz), 1MHz (1GHz-12.75GHz)

VBW: 100 kHz (30MHz-1GHz), 1MHz (1GHz-12.75GHz)

Sweep time: Auto

Detector mode: Positive peak

Indication mode: max hold
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3.4.4 Test results

Emission

Test Test Test freq. range Frequency Test result Test result limits Result

mode | Channel (dBm/MHz ) | (uW/MHz) | (uwW/MHz)

(MHz)
30MHz<f<1000MHz 829.28 53.04 0.050 55 PASS
1000MHz < f<2387MHz 2210.85 -42.33 0.058 25 PASS
Low 2387MHz < {<2400MHz 2399.92 -33.01 0.500 25 PASS
2483.5MHzsf <2496.5MHz | 248446 -42.81 0.052 25 PASS
2496.5MHzsf <12750MHz | 9612.43 -40.07 0.098 25 PASS
30MHz<f<1000MHz 850.62 -42.66 0.054 25 PASS
1000MHz < f<2387MHz 2249.69 -41.17 0.076 25 PASS
GFSK | Middle 2387MHz < {<2400MHz 2398.67 -42.47 0.057 25 PASS
2483.5MHz=f<2496.5MHz |  2490.51 -42.56 0.055 25 PASS
2496.5SMHz=f<12750MHz |  12657.72 -40.25 0.094 2.5 PASS
30MHz<f<1000MHz 959.26 -43.14 0.049 2.5 PASS
1000MHz < f<2387MHz 2288.52 -39.54 0.111 2.5 PASS
High 2387MHz < {<2400MHz 2393.01 -42.88 0.052 25 PASS
2483.5MHzsf < 2496.5MHz 2483.8 -41.37 0.073 25 PASS
2496.5MHzsf <12750MHz | 5203.42 -35.9 0.257 25 PASS
Emission
Test Test Test result Test result limits
ode Channel Test freq. range Frequency (dBM/MHZ) | ( UW/MHz ) ( UW/MHz ) Result
(MH2)

30MHzsf<1000MHz 902.03 53.92 0.041 55 PASS
1000MHz < fs2387MHz 2210.85 -40.59 0.087 2.5 PASS
Low 2387MHz < f<2400MHz 2400 -30.69 0.853 25 PASS
2483.5MHzsf < 2496.5MHz 2489.49 -42.57 0.055 25 PASS
2496.5MHz=f < 12750MHz 5203.42 -39.26 0.119 2.5 PASS
30MHz=f<1000MHz 942.77 -43.56 0.044 2.5 PASS
1000MHz < fs2387MHz 2249.69 -40.75 0.084 2.5 PASS
mbQP Middle 2387MHz < f<2400MHz 2391.59 -41.76 0.067 25 PASS
SK 2483.5MHzsf < 2496.5MHz 2483.92 -41.81 0.066 25 PASS
2496.5MHzsf < 12750MHz 4557.45 -40.71 0.085 2.5 PASS
30MHz=f<1000MHz 712.88 -43.48 0.045 2.5 PASS
1000MHz < fs2387MHz 2288.52 -39.35 0.116 2.5 PASS
High 2387MHz < f<2400MHz 2399.51 -42.63 0.055 25 PASS
2483.5MHzsf <2496.5MHz | 2495 29 -41.61 0.069 25 PASS
2496.5MHz=f < 12750MHz 5244.44 -36.12 0.244 2.5 PASS
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Emission
Test Test Test freq. range Frequency Test result Test result limits Result
mode | Channel (dBm/MHz ) | (uW/MHz) | (uwW/MHz)
(MH2)
30MHzsf<1000MHz 928,22 5317 0.048 55 PASS
1000MHz < f<2387MHz 2210.85 -41.28 0.074 2.5 PASS
Low 2387MHz < f<2400MHz 2399.97 -30.11 0.975 25 PASS
2483.5MHzsf <2496.5MHz | 2492 96 -42.45 0.057 25 PASS
2496.5MHz<f <12750MHz | 4598.47 -38.35 0.146 25 PASS
30MHz=f<1000MHz 878.75 -43.98 0.040 2.5 PASS
1000MHz < f<2387MHz 2249.69 -41.22 0.076 2.5 PASS
8DPSK | Middle 2387MHz < f<2400MHz 2392.56 -42.44 0.057 25 PASS
2483.5MHzsf < 2496.5MHz 2488.32 -41.99 0.063 25 PASS
2496.5MHz=f < 12750MHz 5203.42 -34.37 0.366 2.5 PASS
30MHz=f<1000MHz 880.69 -43.4 0.046 2.5 PASS
1000MHz < f<2387MHz 2288.52 -39.56 0.111 2.5 PASS
High 2387MHz < f<2400MHz 2395.32 42.1 0.062 25 PASS
2483.5MHzsf <2496.5MHz | 2492 64 -42.31 0.059 25 PASS
2496.5MHz<f <12750MHz | 9920.03 -39.22 0.120 25 PASS
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Test channel: 2402MHz

Test modulation:

[ p—— v ——Y
= ;

forg Type: Log-Pur

Center Freqg 515.000000 MHz
AuglHold: 200100

- Trige Free Run
FH: Fast ==
B Gadack o Bstan- 30 48

Ref Offset 7.03 dB
Ref 20.00 dBm

r._.,,_,;,__,._,.L,g’,_.,_.,_.,A. mptEibderrt st i b L ot R A

|Start 30.0 MH

iz
5 BW 100 kHz #VBW 100 kHz

[ p—— v ——Y
= ;

g Typa: LogPur

Center Frag 1.693500000 GHz
AvglHeld: 2001300

- Trig:Free Run

Rl dB
Ref 20.00 dBm

e L

|Start 1.0000 GHz

es BW 1.0 MHz

. Avg Type: Log-Pur
. Trig-Free Run AuglHeld: 001300

|Start 2.387000 GHz
Res BW 1.0 MHz

. Avg Type: Log-Pur
. Trig-Free Run AurglHold: 200100
Shttanc 30 48

AT PP

2.4835GHz~2.4965GHz

Arg Type: Log-Par.
FHO: Past e Tl Free Run #oeglHeld: 2001400

Sietarc 20 48

|Start 2.497 GHz

Stop 12.750 GHz
Res BW 1.0 MH 2ep 17.13m

01 pis)

2.4965GHz~12.75GHz
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Test channel: 2441MHz Test modulation: GFSK

[ p—— v ——Y
= ;

[ p—— v ——Y
= ;

Center Frag 1.693500000 GHz ) : forg Type: Log-Pur
- Trig:Frae Run HAurglHold: 100100
Bhstan 30 48

Center Frag 515.000000 MHz ) : frg Type: Log-Pur
FHOT Fast ~e=  Trig Free Run Awg|Held: 1001400
W Gadackow Bhtanc 30 48

Ref Offset 7.05 dB
Ref 20.00 dBm

Rl L5 dB
Ref 20.00 dBm

epanl b o

a0, e g

|Start 34

30.0 MHz Start 10000 GHz
{#Res BW 100 kHz VB 100 kHz

Res BW 1.0 MHz

30MHz~1GHz

) Arg Type: Log Pue ) : Avg Type: Log B
. Trig-Free Rim AuglHold: 500100 T e Trig:Fres Rum #uvg|Hald: 400100
Bhstan 20 48 b i

|Start 2.387000 GHz
Res BW 1.0 MHz

2.387GHz~2.4 GHz 2.4835GHz~2.4965GHz

[ p—— v ——Y
= -

Center Freq 7.623250000 GHz ) : Arg Type: Log-Par
& - Trig-Fras Run AuglHold: 200100
Bietan: 30 48
of Ofael 7.05 dB Mkr1
Ref 20.00 dBm

IStart 2.497 GHz Slop 12.750 GHz
Res BW 1.0 MH: Sweep 17.13 ms (1001 pts)

2.4965GHz~12.75GHz

Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Page27 of 49




Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB25082602906RFO01

Test channel: 2480MHz

Test modulation:

[ p—— v ——Y
= ;

forg Type: Log-Pur

Center Freqg 515.000000 MHz
AuglHold: 200100

Trige Free Run

FHO: Fast =
Sietarc 20 48

Witk o

Ref Offser 7.1 a8
Ref 20.00 dBm

et shadiy

|Start 30.0 MH

z
{#Res BW 100 kHz VB 100 kHz

e oo g A

[ p—— v ——Y
= ;

g Typa: LogPur

Center Frag 1.693500000 GHz
AvglHeld: 2001300

- Trig:Free Run
Bistan- 30 48

Rl o748
Ref 20.00 dBm

Rl Lo et i

|Start 1.0000 GHz
Res BW 1.0 MHz

30MHz~1GHz

1GHz~2.387GHz

Arg Type: Log-Par
- Trig-Fras Run AuglHold: 200100

Sietarc 20 48

T T

|Start 2.387000 GHz
Res BW 1.0 MHz

[ p—— v ——Y
= ;

g Typa: LogPur

Center Frag 2.490000000 GHz
AvglHeld: 2001300

- Trig:Free Run
Bistan- 30 48

RN e S BT

2.4835GHz~2.4965GHz

[ p—— v ——Y
= -

forg Type: Log-Pur

Center Freq 7.623250000 GHz
AuglHold: 200100

- Trig-Fras Run
Bstan- 30 48

|Start 2.497 GHz
Res BW 1.0 M

1713 m

Stop 12.750 GHz
01 pis)

2.4965GHz~12.75GHz
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Test channel:

2402MHz

Test modulation: m/ADQPSK

e e ———
= ;

Center Freqg 515.000000 MHz

FHO: Fast =
ik o

el Offs dB
Ref 20.00 dBm

I,-',\-.@:.-‘.\ it i i B

|Start 30,0 MHz
Res BW 100 kHz

Airg Type: Log-Par
Trige Free Run AvglHeld: 2001300

Sietarc 20 48

PRI B e S e iy A St A Ay

B
#VBW 100 kHz Sweep 117.0

e e ———
= ;

g Typa: LogPur

Center Freg 1.693500000 GHz
AvglHeld: 2001300

- Trig-Fras Run
Bstan- 30 48

Ref Ofaet 7.03 dB
Ref 20.00 dBm

L e T

|Start 1.0000 GHz
es BW 1.0 MHz

30MHz~1GHz

1GHz~2.387GHz

|Start 2.387000 GHz
Res BW 1.0 MHz

g Typa: LogPur

- Trig-Fras Run AvglHeld: 2001300

Airg Type: Log-Par
Trige Free Run AvglHeld: 2001300

FHO: Fast =
Sietarc 20 48

Witk o

|Start 2483500 GHz
Res BW 1.0 MHz

2.387GHz~2.4 GHz

2.4835GHz~2.4965GHz

aq 7.6 0000

FHO: Fast
Witk o

FIALT CEEA M
Airg Type: Log-Par L

e TrigFroe Run AurglHeld: 1001400 Tive]

Sietarc 20 48 il

2.49

65GHz~12.75GHz
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Test channel: 2441MHz Test modulation: m/ADQPSK

[ p—— v ——Y
= ;

[ p—— v ——Y
= ;

Center Frag 1.693500000 GHz i ' Avg Type: LogPwr

Center Frag 515.000000 MHz i ' g Type: Log e
. Trig-Free Run AvglHeld: 2001300

FHO: Past e Tl Free Run #oeglHeld: 2001400
et o Biean 30 68

Ref Offset 7.05 dB
Ref 20.00 dBm

Rl L5 dB
Ref 20.00 dBm

1

4

H b iy e R s LA B LR B

|Start 1.0000 GHz

#VBW 100 kHz es BW 1.0 MHz

30MHz~1GHz

) Arg Type: Log Pue ) : Avg Type: Log B
. Trig-Free Rim AuglHold: 500100 - e Trig:Fres Rum #uvg|Hald: 400100
Bhstan 20 48 b Bhstan 30 48

'5et 7.05 dB
20.00 dBm

ST,

|Start 2.387000 GHz
Res BW 1.0 MHz

2.4835GHz~2.4965GHz

. Avg Type: Log-Pur
. Trig-Free Run AuglHeld: 001300
Bhtanc 30 48

el Offaar 7.05 dB:
Ref

e A

|Start 2.497 GHz Stop 12.750 GHz
Res BW 1.0 MH 2ep 17.13m 01 pts)

2.4965GHz~12.75GHz
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Test channel:

2480MHz

Test modu

lation: m/4ADQPSK

[ p—— v ——Y
= ;

forg Type: Log-Pur

Center Freqg 515.000000 MHz
AuglHold: 200100

- Trig-Fras Run
Bstan- 30 48

Ref Offser 7.1 a8
Ref 20.00 dBm

¢

L.a.-.-..;-.‘. TP P PUm——he

|Start 30.0 MHz
5 BW 100 kHz

[ p—— v ——Y
= ;

Center Frag 1.693500000 GHz

el o748
Ref 20.00 dBm

L et Y, T R

|Start 1.0000 GHz

es BW 1.0 MHz

Airg Type: Log-Par
- Trig:Free Run AvglHeld: 2001300

Sietarc 30 48

Sweep 1.733 ms (1001 pts)

30MHz~1GHz

Arg Type: Log-Par
- Trig-Fras Run AuglHold: 200100

Sietarc 20 48

faet 7.1 48
20.00 dBm

|Start 2.387000 GHz
Res BW 1.0 MHz

Airg Type: Log-Par
- Trig:Free Run AvglHeld: 2001300

Sietarc 30 48

2.4835GHz~2.4965GHz

Arg Type: Log-Par
- Trig-Fras Run AuglHold: 200100

Sietarc 20 48

Rel Offget 71 48
Ref 0 dBm

|Start 2.497 GHz
Res BW 1.0 M

Sweep 17.13m

Stop 12.750 GHz
01 pis)

2.4965GHz~12.75GHz
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Test channel:

2402MHz

Test modulation:

8DPSK

[ p—— v ——Y
= ;

Center Freqg 515.000000 MHz

FHO: Fast =

Witk o

Ref Offset 7.03 dB
Ref 20.00 dBm

RAPRTE LR

Start 30.0 MHz
{#Res BW 100 kHz B

forg Type: Log-Pur

Trige Free Run AuglHold: 200100

Sietarc 20 48

e

100 kHz

[ p—— v ——Y
= ;

Center Frag 1.693500000 GHz
- Trig:Free Run

Sietarc 30 48

Rl dB
Ref 20.00 dBm

U RS WH T R PR SPPREE Y

|Start 1.0000 GHz
Res BW 1.0 MHz

Airg Type: Log-Par
AvglHeld: 2001300

30MHz~1GHz

- Trig-Fras Run

|Start 2.387000 GHz
Res BW 1.0 MHz

Arg Type: Log-Par
AuglHold: 200100
Bstan- 30 48

- Trig:Free Run

Airg Type: Log-Par
AvglHeld: 2001300

2.4835GHz~2.4965GHz

[ p—— v ——Y
= -

Center Freq 7.623250000 GHz

- Trig-Fras Run

|Start 2.497 GHz
Res BW 1.0 M

Arg Type: Log-Par
AuglHold: 200100
Bstan- 30 48

Sweep 17.13m

Stop 12.750 GHz
01 pis)

2.4965GHz~12.75GHz
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Test channel:

2441MHz

Test modulation:

8DPSK

[ p—— v ——Y
= ;

Center Freqg 515.000000 MHz
PN Past e i Froe Run

Witk o Bhstan 30 48

Ref Offset 7.05 dB
Ref 20.00 dBm

SR e o s e L PILTE SR

|Start 30.0 MH

z
{#Res BW 100 kHz VB 100 kHz

Arg Type: Log-Par
AuglHold: 200100

[ p—— v ——Y
= ;

Center Frag 1.693500000 GHz
- Trig:Free Run

Sietarc 30 48

Rl L5 dB
Ref 20.00 dBm

|Start 1.0000 GHz
Res BW 1.0 MHz

Airg Type: Log-Par
AvglHeld: 2001300

30MHz~1GHz

- Trig-Fras Run
Bstan- 30 48

|Start 2.387000 GHz
Res BW 1.0 MHz

Arg Type: Log-Par
AuglHold: 200100

- Trig:Free Run
Bistan- 30 48

Airg Type: Log-Par
AvglHeld: 2001300

ity ek Ly

2.4835GHz~2.4965GHz

[ p—— v ——Y
= -

Center Freq 7.623250000 GHz
- Trig-Fras Run

hstan: 30 48
of Offset 7.05 dB
Ref 20.00 dBm

|Start 2.497 GHz
Res BW 1.0 M

Arg Type: Log-Par
AuglHold: 200100

Stop 12.750 GHz

Sweep 17.13 ms (1001 pts)

2.4965GHz~12.75GHz
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Test channel: 2480MHz

Test modulation:

8DPSK

[ p—— v ——Y
= ;

forg Type: Log-Pur

Center Freqg 515.000000 MHz
AuglHold: 200100

- Trige Free Run
FH: Fast ==
B Gadack o Bstan- 30 48

Ref Offser 7.1 a8
Ref 20.00 dBm

|Start 34

30.0 MHz
{#Res BW 100 kHz VB 100 kHz

[ p—— v ——Y
= ;

Center Frag 1.693500000 GHz
- Trig:Free Run

Sietarc 30 48

Rl o748
Ref 20.00 dBm

b

|Start 1.0000 GHz
Res BW 1.0 MHz

Airg Type: Log-Par
AvglHeld: 2001300

30MHz~1GHz

. Avg Type: Log-Pur
. Trig-Free Run AuglHeld: 001300
Bhtanc 30 48

|Start 2.387000 GHz
Res BW 1.0 MHz

- Trig:Free Run

s it

Airg Type: Log-Par
AvglHeld: 2001300

2.387GHz~2.4 GHz

2.4835GHz~2.4965GHz

[ p—— v ——Y
= -

forg Type: Log-Pur

Center Freq 7.623250000 GHz
asi wem  TrigFree Run AuglHold: 200100

07 F
Witk o Bhstan 30 48

TSI

|Start 2.497 GHz

Stop 12.750 GHz
Res BW 1.0 MH 2ep 17.13m 01 pts)

2.4965GHz~12.75GHz
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3.5 Secondary radiated emission strength

3.5.1 Limit

Iltem Limits

<4nW (f<1GHz)

RX Spurious Emission:
<20nW (1GHzsf)

3.5.2 Test configuration

EUT Dummy load Spectrum
(Attenuator)

3.5.3 Test procedure

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the block diagram
as TEST CONFIGURATION shows.

EUT Condition: modulation

Spectrum Condition:
Frequency: 30MHz-12.75GHz
RBW: 100 kHz (30MHz-1GHz), 1IMHz (1GHz-12.75GHz)
VBW: 100 kHz (30MHz-1GHz), 1IMHz (1GHz-12.75GHz)
Sweep time: Auto
Detector mode: Positive peak

Indication mode: max hold
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3.5.4 Test results

Emission Test Test Limit
Test mode Test freq. range Frequency (MH2) rg;tr;lt result nW RYY Result
30MHz<f<1000MHz 856.44 -74.12 0.039 4 PASS
GFSK
1000MHz < f<12750MHz 1752 -56.87 2.056 20 PASS
30MHz~1GHz

Center Freq 515.000000 MHz - Avg Type: LogPor
PHU: o —»—  Trig:Free Run AvglHeld: 1001100
IF Gk aw BAnter; 10 48

Ref Offset 7.03 4B
Ref 0.00 dBm

bimtrwoh ol A AL APt Lt e A e PP IR I L NTIT R
Istart 30.0 MHz ) ) ) ) Stop 1.0000 GHz
#Res BW 100 kHz FVBW 100 kHz Sweep 117.0ms (1001 pts)

1GHz~12.75GHz

Center Freq 6.875000000 GHz y Avg Type: LogPar
PHG: fow —»—  Trig:Free Bun AvglHeld: 1001100
IF GainiL ow Ao 10 48

Ref Offset 7.03 4B
Ref 0.00 dBm

o 7
T P

N it rmbusteeent Wb foteb il FRPRUN. O POCEIR R fad

Istart 1.000 GHz ) ) ) ) Stop 12.750 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 19.60 ms (1001 pts)
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Emission Test Test Limit
Test mode Test freq. range Frequency (MH2) rg;tr;lt result nW RYY Result
30MHz<f<1000MHz 896.21 -73.61 0.044 4 PASS
m/ADQPSK
1000MHz < f<12750MHz 1752 -54.59 3.475 20 PASS

30MHz~1GHz

Center Freq 515.000000 MHz g Aova Tipe: Loa
PHG: fow —»—  Trig:Free Bun AvglHeld: 1001100
IF GainiLaw BAren: 10 4B

Ref Offset 7.05 4B
Ref 0.00 dBm

1

By Lot by corv bt o A i v S AT A A syttt
Istart 30.0 MHz ) ) ) ) Stop 1.0000 GHz
#Res BW 100 kHz FVBW 100 kHz Sweep 117.0ms (1001 pts)

1GHz~12.75GHz

ATt Spocarumm Anatyror - Samps SA
oy .

Center Freq 6.875000000 GHz - - Hurg Type: LogPar
PHO; Faw —=—  TrigiFree Bun AvglHeld: 1001100
IF Gain:Law #Arten; 10 4B

Ref Offset 7.05 4B
Ref 0.00 dBm

I I gt
| ppn A b R hebon. it oy, PPRRETIRCE L s o

Istart 1.000 GHz ) ) ) ) Stop 12.750 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 19.60 ms (1001 pts)
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Emission Test Test Limit
Test mode Test freq. range Frequency (MH2) rg;tr;lt result nW RYY Result
30MHz<f<1000MHz 498.51 -74.09 0.039 4 PASS
8DPSK
1000MHz < f£12750MHz 1752 -54.8 3.311 20 PASS

30MHz~1GHz

Center Freq 515.000000 MHz = Avg Type: Log-Per
PHO: faw ~=—  Trig:Free Bun AvalHeid: 1001100
IF Gain:Law AAsten: 10 B

Ref Ofset7.1 dB
Ref 0.00 dBm

1

ORIy PPN PPE SR an: TN i Te SHITIRVIEL B SN SEPI RTINS EE LS AR L
Istart 30.0 MHz ) ) ) ) Stop 1.0000 GHz
#Res BW 100 kHz FVBW 100 kHz Sweep 117.0ms (1001 pts)

1GHz~12.75GHz

Center Freq 6.875000000 GHz y Avg Type: LogPar
PHG: fow —»—  Trig:Free Bun AvglHeld: 1001100
IF GainiL ow Ao 10 48

Ref Ofset7.1 dB
Ref 0.00 dBm

|
L e S = o et
x ! ,.4_,.-‘1,‘-“""*'-“""'" sl o L A o g e

Istart 1.000 GHz ) ) ) ) Stop 12.750 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 19.60 ms (1001 pts)
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3.6 DWELL TIME

3.6.1 LIMIT

Item

Limits

Hopping Freq. Dwell Time

<0.4 sec (In 0.4 sec x spreading rate)

3.6.2 MEASURING INSTRUMENTS AND SETTING

Please refer to section 5 in this report. The following table is the setting of the

spectrum analyzer.

Spectrum Parameter Setting
Attenuation Auto

Span Frequency 0 Hz

RBW 1 MHz
VBW 3 MHz
Detector Peak
Trace Max Hold
Sweep Continuous

3.6.3 TEST PROCEDURES

The transmitter output (antenna port) was connected to the spectrum analyzer

o

Set RBW of spectrum analyzer to 1IMHz and VBW to 1MHz.

Use a video trigger with the trigger level set to enable triggering only on full pulses.

- ® a2 o

Sweep Time is more than once pulse time.
Set the center frequency on any frequency would be measure and set the frequency span to zero span.

Measure the maximum time duration of one single pulse.

Set the EUT for DH5, DH3 and DH1 packet transmitting.

LS

Measure the maximum time duration of one single pulse.

i. Dwell time = [spreading rate/79] x duty-cycle x 0.4 seconds. (to be determined for each mode, DH1,

DH3, DH5)
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3.6.4 TEST SETUP LAYOUT

EUT SPECTRUM
ANALYZER

3.6.5 TEST RESULT

Test condition Normal

Test modulation: GFSK
Data 90% Spread

Packet BW Ontime |burstcycle| Dutycycle |Dwell Time| Limits
(MHz) (ms) (ms) (%) (s) (s)

DH1 70.415 0.368 1.244 0.296 0.105 0.400
DH3 70.415 0.373 1.253 0.298 0.106 0.400
DH5 70.415 0.376 1.250 0.301 0.107 0.400
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Al S Ay Semp 58 Al Sprsvim Rbyrey S 5

Marker 1 A 368.000 ps ) ' #oeg Tipe: Lag-Fur Marker 1 A 1.24350 ms ) v Trve: Log P
PHOTFast = TrigFree Run -
W Gadact ovar Bhstan 20 48

Ref Offsen 7.03 B
Ref 20.00 dBm

pa
Sweep 5.000 ms (10001 pts) #VEW 1.0 Mz

Al S om vy Sy .

Marker 1 A 373.000 ps o Ava Troa: Log P - o Ba TR Lo

Ref Offset 705 dB N Ref Offset 705 dB
Ref 20.00 dBm a ooy Ref 2000 dBm

icemel 2441000000 GHz
HVEW 1.0 MHz ieep 5. : ) Res BW 1.0 MHz HVEW 1.0 MHz

Al S om vy Sy .

Avg Trpe: Lag P arker 1 A 1.24950 ms Avg Trpe: Lag P

80000000 GHz
0 MHz
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Test condition Normal

Test modulation: n /4-DPSK
Data 90% Spread

Packet BW Ontime |burstcycle| Dutycycle |Dwell Time| Limits
(MHz) (ms) (ms) (%) (s) (s)

DH1 70.82 1.636 2.500 0.654 0.235 0.400
DH3 70.82 1.634 2.501 0.653 0.234 0.400
DH5 70.82 1.632 2.494 0.654 0.235 0.400
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1DH1

Al [ p———

Marker 1 A 1.63600 ms

st 7.03 dB
.00 dBm

[Center 2402000000 GHz
Res BW 1.0 MHz #VEW 1.0 MHz

Avg Type: Log-Pwr

_‘;‘ﬂll—lﬁ‘(m  Swoep S8
Marker 1 A 2.50000 ms

Ref Offset 7.03 dB
Ref 20.00 dBm

[center 2402 000000 GHz
Res BW 1.0 MHz

HVEW 1.0 MHz

Avg Type: Log-Pwr

Span 0 Hz|
Sweep 5.000 ms (10001 pts)

2DH3

Al [ p———
Marker 1 A 1.63400 ms

Ref Offset 705 dB
Ref 20.00 dBm

|
|
|
|

:

[Center 2441000000 GHz
Res BW 1.0 MHz #VEW 1.0 MHz

Avg Type: Log-Pwr

_‘;‘ﬂll—lﬁ‘(m  Swoep S8
Marker 1 A 2.50100 ms

Ref Offset 705 dB
Ref 20.00 dBm

|
i LR B
|
|
|

:

[Center 2441000000 GHz

lRM BW 1.0 MHz HVEW 1.0 MHz

Avg Type: Log-Pwr

Span 0 Hz|
Sweep 5.000 ms (10001 pts)

3DH5

[T E e — e ——y
Marker 1 A 1.63200 ms

Trig: Free Run
#Azen: 30 4B

Ref Offgen 7.1 dB
Ref 20.00 dBm

>(~n "

icemel 2480000000 GHz
{Re: 1.0 MHz

g Type: Log Por

_‘;‘ﬂll—lﬁ‘(m  Swoep S8
Marker 1 A 2.45400 ms

Ref Offset 7.1 08
Ref 20.00 dBm

[center 24 B0000000 GHz
[Res BW 1.0 MHz

Avg Type: Log-Pwr

Span 0 Hz|
Sweep 5.000 ms (10001 pts)
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Test condition Normal
Test modulation: 8DPSK
Data 90% Spread

Packet BW Ontime |burstcycle| Duty cycle [Dwell Time Limits

(MHz) (ms) (ms) (%) (s) (s)

DH1 70.538 2.888 3.754 0.769 0.275 0.400

DH3 70.538 2.883 3.751 0.769 0.275 0.400

DH5 70.538 2.882 3.751 0.768 0.274 0.400
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Al S om vy Sy .

Marker 1 A 2.88750 ms vg Typa: LogPwr

Rel Offset 703 dB
Ref 20,00 dBm

Center 2402000000 GHz
Res B MHz HVEW 1.0 MHz

Center 2402000000 GHz
Res B MHz

Avg Type: Log-Pwr

HVEW 1.0 MHz

Avg Type: Log-Pwr
- Trg Run
HAran: 10 45

Ref Offset 705 dB
Ref 20.00 dBm

¥

HVEW 1.0 MHz

Al S om vy Sy .
Marker 1 A 3.75100 ms

Ref Offset 705 dB
Ref 20.00 dBm

¥

icemel 2441000000 GHz
Res BW 1.0 MHz

Avg Type: Log-Pwr

HVEW 1.0 MHz

Al S om vy Sy .

Marker 1 A 2.88150 ms vg Typa: LogPwr

Al S om vy Sy .
wor 1 A 3.75100 ms

80000000 GHz
0 MHz

Avg Type: Log-Pwr
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3.7 Transmission Antenna Gain (EIRP Antenna Power) Measurement
3.7.1 Limit

Limits

<12.14dBm/MHz(OFDM.DS from 2400-2483.5MHz
<6.91dBm/MHz(FHSS from 2400-2483.5MHz
<12.14dBm(Other from 2400-2483.5MHz)

Ltem

EIRP Power Density

Remark: This test item will not be applied to Antenna gain is lower than 2.14dBi.

3.7.2 Test Procedure
1. Set EUT ad measuring antenna at the same height and roughly facing aech other.
2. Move the measuring antenna height up and down within + 50cm of EUT height and swing it to find the
maximum output of the measuring antenna. The output level at the spectrum analyzer is read sa “E”".
3. Remove the EUT from the turn table and put the replacing antenna facing to measuring antenna at same
height. Set the standard signal generator (SSG) at same frequency and transmit on then receive the signal.
4. Swing the replacing antenna give a maximum receiving level.
5. Move the measuring antenna height up and down within + 50cm of replacing antenna height and swing it
to find the maximum receiving level.
6. Set SSG output power at Pt to give the equivalent output level of “E” or caluate Pt with SSG output which
gives the nearest of “E” and difference (+ 1dB).Record the Pt.
7. Calculate EIRP by the formula below EIRP = Gt — L + Pt
Gt: gain of replacing antenna (dBi)
L: feeder loss between SSG and replacing antenna
Pt: Output power of the SSG
8. If the antenna for the EUT has circular polarization. Sum of V-field and H-field will be result if measuring

antenna is linear polarization.

3.7.3 Test results

Output Gai
Test ain EIRP
Test voltage . power Result
modulation : (dBm/MHz)
(dBm/MHz) (dBi)
GFSK -16.576 2.74 -13.836
Normal
AT/DQPSK -16.198 2.74 -13.458 Pass
Voltage
8DPSK -16.021 2.74 -13.281
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3.8 Construction protection method
3.8.1 Requirement
The high-frequency section and modulation section of the radio equipment except for the antenna system shall

not be capable of being opened easily

3.8.2 Confirmation method

[] Sealed with special screws.

[] Plastic chassis is being welded using ultrasonic wavs.

[l Chassis is glued using a special adhesive.

[] Metal covers are spot-fused.

[] Coveris specially interlocked.

[] RF and Modulation components are covered with shielding case and this shielding case is soldered.

[] Shield case is welded ant RF and modulations parts, and ID-ROM is welded using BGA Method.

[] Shield case is welded ant RF and modulations parts, and ID-ROM is glued at its lead with a special
adhesive.

[] Shield case is welded ant RF and modulations parts, and ID-ROM is glued with a non-transparent

laminating agent.

XOther: All RF and modulation section packet in one IC, and IC is welded using BGA Method, and RF module is

welded on the main board,end-User can't open it easily.

3.8.3 The photos of construction protection

The red circle is welding point.

e fbLLibiLlbblodiiblbbane l

Tei8s
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3.9 Interference prevention function

3.9.1 Limit

Iltem Limits

Identification code =48 bits

3.9.2 Measuring ID code software

Iltem Limits

MAC IP List MAC Scan

3.9.3 Test setup

l _»‘;
G ,f"}:;ﬂl;. Q

PC with Net Tool Peripheral EUT
Software [Get EUTl's
MAC)

3.9.4 Test procedure

1.In the case that the EUT has the function of automatically transmitting the identification code:
a. Transmit the predetermined identification codes form EUT.
b. Check the transmitted identification codes with the demodulator.

2.In the case of receiving the identification code:
a. Transmit the predetermined identification codes form the counterpart.

b. Check if communication is normal.
c¢. Transmit the signals other than predetermined ID codes formthe counterpart.
d. check if the EUT stops the transmission, or if it displays that identification codes are different from the

predetermined ones.

3.9.5 Test result

PASS
Bluetooth Device Address: 2222C88A0249
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4. TEST SETUP PHOTOS OF EUT

XGKOKKK END OF REPORT K%K
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