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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE20 at channel 

5745MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5624.337 43.82 20.35 64.17 -4.03 68.20 Peak 

2  5650.000 41.73 20.45 62.18 -6.02 68.20 Peak 

3  5700.000 42.15 20.64 62.79 -42.41 105.20 Peak 

4  5720.000 50.03 20.71 70.74 -40.06 110.80 Peak 

5  5725.000 64.48 20.73 85.22 -36.98 122.20 Peak 

6  5744.458 92.42 20.81 113.23 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE20 at channel 

5745MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5634.320 45.05 20.39 65.43 -2.77 68.20 Peak 

2  5650.000 42.58 20.45 63.02 -5.18 68.20 Peak 

3  5700.000 50.83 20.64 71.46 -33.74 105.20 Peak 

4  5720.000 69.53 20.71 90.24 -20.56 110.80 Peak 

5  5725.000 71.69 20.73 92.42 -29.78 122.20 Peak 

6 * 5744.458 106.61 20.81 127.42 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE20 at channel 

5825MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5830.447 90.13 21.14 111.27 N/A N/A Peak 

2  5850.000 54.17 21.21 75.39 -46.81 122.20 Peak 

3  5855.000 44.15 21.23 65.38 -45.42 110.80 Peak 

4  5875.000 40.25 21.31 61.56 -43.64 105.20 Peak 

5  5925.000 39.27 21.50 60.77 -7.43 68.20 Peak 

6 * 5951.348 42.36 21.60 63.96 -4.24 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE20 at channel 

5825MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5817.967 105.90 21.09 126.99 N/A N/A Peak 

2  5850.000 69.12 21.21 90.34 -31.86 122.20 Peak 

3  5855.000 60.80 21.23 82.04 -28.76 110.80 Peak 

4  5875.000 50.35 21.31 71.66 -33.54 105.20 Peak 

5  5925.000 41.34 21.50 62.84 -5.36 68.20 Peak 

6  5948.033 42.30 21.59 63.89 -4.31 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5190MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5128.050 43.26 19.63 62.89 -11.11 74.00 Peak 

2  5150.000 41.43 19.65 61.07 -12.93 74.00 Peak 

3 * 5175.250 78.56 19.66 98.23 N/A N/A Peak 

4  5210.000 56.31 19.68 76.00 2.00 74.00 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5190MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5150.000 31.17 19.65 50.82 -3.18 54.00 Average 

2 * 5186.100 66.68 19.67 86.35 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5190MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5145.050 45.50 19.64 65.14 -8.86 74.00 Peak 

2  5150.000 42.94 19.65 62.58 -11.42 74.00 Peak 

3 * 5180.250 93.62 19.67 113.28 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5190MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5150.000 33.28 19.65 52.93 -1.07 54.00 Average 

2 * 5182.750 81.17 19.67 100.84 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5230MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5146.260 45.58 19.64 65.23 -8.77 74.00 Peak 

2  5150.000 42.63 19.65 62.28 -11.72 74.00 Peak 

3 * 5222.280 99.22 19.69 118.91 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5230MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5149.970 33.49 19.65 53.13 -0.87 54.00 Average 

2 * 5225.220 87.70 19.69 107.40 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5510MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5449.150 42.50 19.84 62.34 -11.66 74.00 Peak 

2  5460.000 38.92 19.84 58.76 -9.44 68.20 Peak 

3  5461.000 42.06 19.84 61.90 -6.30 68.20 Peak 

4  5470.000 39.34 19.85 59.19 -9.01 68.20 Peak 

5 * 5501.800 80.98 19.88 100.86 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5510MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 29.75 19.84 49.60 -4.40 54.00 Average 

2 * 5512.200 70.20 19.92 90.11 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5510MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5445.450 43.44 19.83 63.27 -10.73 74.00 Peak 

2  5460.000 40.22 19.84 60.06 -8.14 68.20 Peak 

3  5468.350 42.91 19.85 62.76 -5.44 68.20 Peak 

4  5470.000 40.51 19.85 60.36 -7.84 68.20 Peak 

5 * 5525.850 94.91 19.97 114.88 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 

 



 Report No.: 2004TW0003-T2 

 

Page Number: 230 of 657 

 

 

EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5510MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 31.02 19.84 50.86 -3.14 54.00 Average 

2 * 5516.950 84.78 19.94 104.71 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5670MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5663.200 79.98 20.50 100.47 N/A N/A Peak 

2  5725.000 39.86 20.73 60.60 -7.60 68.20 Peak 

3  5729.900 41.66 20.75 62.41 -5.79 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5670MHz(CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5665.900 94.26 20.51 114.77 N/A N/A Peak 

2  5725.000 40.64 20.73 61.38 -6.82 68.20 Peak 

3  5734.350 43.11 20.77 63.87 -4.33 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5755MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5615.400 42.86 20.31 63.18 -5.02 68.20 Peak 

2  5650.000 42.42 20.45 62.86 -5.34 68.20 Peak 

3  5700.000 46.91 20.64 67.55 -37.65 105.20 Peak 

4  5720.000 52.59 20.71 73.30 -37.50 110.80 Peak 

5  5725.000 57.05 20.73 77.79 -44.41 122.20 Peak 

6  5770.800 88.65 20.91 109.56 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 

 



 Report No.: 2004TW0003-T2 

 

Page Number: 234 of 657 

 

 

EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5755MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5639.462 46.77 20.41 67.18 -1.02 68.20 Peak 

2  5650.000 42.73 20.45 63.18 -5.02 68.20 Peak 

3  5700.000 61.13 20.64 81.76 -23.44 105.20 Peak 

4  5720.000 71.15 20.71 91.86 -18.94 110.80 Peak 

5  5725.000 70.94 20.73 91.67 -30.53 122.20 Peak 

6 * 5765.725 102.75 20.89 123.64 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5795MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5797.275 89.18 21.01 110.19 N/A N/A Peak 

2  5850.000 43.80 21.21 65.02 -57.18 122.20 Peak 

3  5855.000 42.48 21.23 63.72 -47.08 110.80 Peak 

4  5875.000 40.05 21.31 61.36 -43.84 105.20 Peak 

5  5925.000 39.18 21.50 60.68 -7.52 68.20 Peak 

6 * 5973.788 41.77 21.69 63.46 -4.74 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5795MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5802.675 103.58 21.03 124.61 N/A N/A Peak 

2  5850.000 58.34 21.21 79.55 -42.65 122.20 Peak 

3  5855.000 56.70 21.23 77.93 -32.87 110.80 Peak 

4  5875.000 52.43 21.31 73.74 -31.46 105.20 Peak 

5  5925.000 41.44 21.50 62.94 -5.26 68.20 Peak 

6  5928.112 45.90 21.51 67.41 -0.79 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE80 at channel 

5210MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5147.200 45.79 19.64 65.44 -8.56 74.00 Peak 

2  5150.000 41.37 19.65 61.02 -12.98 74.00 Peak 

3 * 5201.650 88.49 19.68 108.16 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE80 at channel 

5210MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5149.750 34.31 19.65 53.96 -0.04 54.00 Average 

2  5150.000 33.95 19.65 53.60 -0.40 54.00 Average 

3 * 5199.475 78.71 19.68 98.39 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE80 at channel 

5210MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5134.150 41.31 19.64 60.95 -13.05 74.00 Peak 

2  5150.000 39.11 19.65 58.75 -15.25 74.00 Peak 

3 * 5191.975 78.75 19.67 98.42 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE80 at channel 

5210MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5146.825 29.90 19.64 49.55 -4.45 54.00 Average 

2  5150.000 29.28 19.65 48.92 -5.08 54.00 Average 

3 * 5199.175 68.24 19.68 87.91 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE80 at channel 

5530MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5443.725 46.80 19.83 66.63 -7.37 74.00 Peak 

2  5460.000 40.00 19.84 59.84 -8.36 68.20 Peak 

3  5465.115 46.64 19.85 66.49 -1.71 68.20 Peak 

4  5470.000 41.57 19.85 61.42 -6.78 68.20 Peak 

5 * 5522.500 93.01 19.96 112.96 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE80 at channel 

5530MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5457.180 32.11 19.84 51.95 -2.05 54.00 Average 

2  5460.000 30.50 19.84 50.34 -3.66 54.00 Average 

3 * 5467.185 32.91 19.85 52.76 -1.24 54.00 Average 

4  5470.000 31.23 19.85 51.08 -2.92 54.00 Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE80 at channel 

5530MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5449.130 40.66 19.84 60.50 -13.50 74.00 Peak 

2  5460.000 38.95 19.84 58.79 -9.41 68.20 Peak 

3  5467.990 43.17 19.85 63.02 -5.18 68.20 Peak 

4  5470.000 38.66 19.85 58.51 -9.69 68.20 Peak 

5 * 5525.260 86.03 19.97 106.00 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE80 at channel 

5530MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5442.575 28.59 19.83 48.43 -5.57 54.00 Average 

2  5460.000 28.05 19.84 47.90 -6.10 54.00 Average 

3  5470.000 27.91 19.85 47.76 -6.24 54.00 Average 

4 * 5502.950 68.55 19.89 88.43 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE80 at channel 

5775MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5650.000 42.39 20.45 62.84 -5.36 68.20 Peak 

2  5700.000 51.09 20.64 71.73 -33.47 105.20 Peak 

3  5720.000 51.56 20.71 72.27 -38.53 110.80 Peak 

4  5725.000 54.15 20.73 74.88 -47.32 122.20 Peak 

5 * 5773.800 97.09 20.92 118.01 N/A N/A Peak 

6  5850.000 47.88 21.21 69.09 -53.11 122.20 Peak 

7  5855.000 50.36 21.23 71.59 -39.21 110.80 Peak 

8  5875.000 45.65 21.31 66.96 -38.24 105.20 Peak 

9  5925.000 41.14 21.50 62.64 -5.56 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 
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4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE80 at channel 

5775MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5650.000 38.11 20.45 58.56 -9.64 68.20 Peak 

2  5700.000 37.25 20.64 57.89 -47.31 105.20 Peak 

3  5720.000 42.98 20.71 63.69 -47.11 110.80 Peak 

4  5725.000 37.69 20.73 58.42 -63.78 122.20 Peak 

5  5758.800 85.51 20.86 106.37 N/A N/A Peak 

6  5850.000 41.64 21.21 62.85 -59.35 122.20 Peak 

7  5855.000 39.19 21.23 60.42 -50.38 110.80 Peak 

8  5875.000 38.21 21.31 59.52 -45.68 105.20 Peak 

9  5925.000 35.78 21.50 57.28 -10.92 68.20 Peak 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE160 at channel 

5570MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 40.90 19.84 60.74 -7.46 68.20 Peak 

2  5470.000 39.14 19.85 58.99 -9.21 68.20 Peak 

3 * 5574.400 91.32 20.16 111.48 N/A N/A Peak 

4  5725.000 41.52 20.73 62.26 -5.94 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE160 at channel 

5570MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 30.49 19.84 50.33 -3.67 54.00 Average 

2  5470.000 30.15 19.85 50.00 -4.00 54.00 Average 

3 * 5549.000 79.26 20.06 99.31 N/A N/A Average 

4  5725.000 31.25 20.73 51.99 -2.01 54.00 Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE160 at channel 

5570MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5431.800 39.97 19.83 59.80 -14.20 74.00 Peak 

2  5460.000 36.94 19.84 56.78 -11.42 68.20 Peak 

3  5466.200 38.57 19.85 58.42 -9.78 68.20 Peak 

4  5470.000 38.18 19.85 58.03 -10.17 68.20 Peak 

5 * 5548.200 76.83 20.06 96.89 N/A N/A Peak 

6  5725.000 37.60 20.73 58.34 -9.86 68.20 Peak 

7  5725.400 38.67 20.74 59.41 -8.79 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 20.4C /40.5% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE160 at channel 

5570MHz (CDD Mode NSS=1) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5455.400 27.79 19.84 47.63 -6.37 54.00 Average 

2  5460.000 27.34 19.84 47.18 -6.82 54.00 Average 

3  5460.800 28.35 19.84 48.20 -5.80 54.00 Average 

4  5470.000 27.67 19.85 47.52 -6.48 54.00 Average 

5 * 5564.800 65.91 20.12 86.03 N/A N/A Average 

6  5725.000 27.26 20.73 47.99 -6.01 54.00 Average 

7  5726.400 27.97 20.74 48.71 -5.29 54.00 Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at channel 

5500MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5457.900 41.02 19.84 60.86 -13.14 74.00 Peak 

2  5460.000 38.92 19.84 58.77 -9.43 68.20 Peak 

3  5469.105 42.44 19.85 62.29 -5.91 68.20 Peak 

4  5470.000 40.00 19.85 59.85 -8.35 68.20 Peak 

5 * 5494.350 99.23 19.87 119.11 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at channel 

5500MHz (CDD Mode NSS=2)  
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 27.96 19.84 47.80 -6.20 54.00 Average 

2 * 5507.850 84.28 19.90 104.18 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at channel 

5500MHz (CDD Mode NSS=2)  
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5440.935 39.94 19.83 59.77 -14.23 74.00 Peak 

2  5460.000 38.51 19.84 58.36 -9.84 68.20 Peak 

3  5461.770 40.49 19.85 60.34 -7.86 68.20 Peak 

4  5470.000 38.25 19.85 58.10 -10.10 68.20 Peak 

5 * 5502.675 84.19 19.89 104.07 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at channel 

5500MHz (CDD Mode NSS=2)  
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 26.40 19.84 46.24 -7.76 54.00 Average 

2 * 5506.275 72.11 19.89 92.01 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at channel 

5700MHz (CDD Mode NSS=2)  
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5695.335 97.85 20.62 118.47 N/A N/A Peak 

2  5725.000 41.89 20.73 62.62 -5.58 68.20 Peak 

3  5726.438 44.39 20.74 65.13 -3.07 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at channel 

5700MHz (CDD Mode NSS=2)  
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5697.123 83.76 20.63 104.39 N/A N/A Peak 

2  5725.000 38.08 20.73 58.81 -9.39 68.20 Peak 

3  5729.362 40.40 20.75 61.15 -7.05 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT40 at channel 

5510MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  
Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5457.800 46.30 19.84 66.14 -7.86 74.00 Peak 

2  5460.000 42.01 19.84 61.85 -6.35 68.20 Peak 

3  5461.150 46.74 19.84 66.58 -1.62 68.20 Peak 

4  5470.000 43.54 19.85 63.39 -4.81 68.20 Peak 

5 * 5505.700 99.56 19.89 119.45 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT40 at channel 

5510MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 32.06 19.84 51.90 -2.10 54.00 Average 

2 * 5495.450 88.15 19.87 108.02 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT40 at channel 

5510MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5456.850 40.22 19.84 60.06 -13.94 74.00 Peak 

2  5460.000 38.37 19.84 58.21 -9.99 68.20 Peak 

3  5463.550 40.60 19.85 60.44 -7.76 68.20 Peak 

4  5470.000 38.73 19.85 58.58 -9.62 68.20 Peak 

5 * 5514.100 86.78 19.92 106.71 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT40 at channel 

5510MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 27.25 19.84 47.09 -6.91 54.00 Average 

2 * 5499.250 74.31 19.88 94.19 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT40 at channel 

5670MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5665.500 98.15 20.51 118.66 N/A N/A Peak 

2  5725.000 41.96 20.73 62.69 -5.51 68.20 Peak 

3  5730.300 44.10 20.75 64.85 -3.35 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT40 at channel 

5670MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5674.150 84.24 20.54 104.78 N/A N/A Peak 

2  5725.000 37.93 20.73 58.67 -9.53 68.20 Peak 

3  5738.450 40.12 20.79 60.90 -7.30 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT80 at channel 

5530MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5457.295 44.64 19.84 64.48 -9.52 74.00 Peak 

2  5460.000 44.64 19.84 64.48 -3.72 68.20 Peak 

3  5463.620 46.81 19.85 66.66 -1.54 68.20 Peak 

4  5470.000 45.57 19.85 65.42 -2.78 68.20 Peak 

5 * 5522.845 95.28 19.96 115.24 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT80 at channel 

5530MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 31.63 19.84 51.47 -2.53 54.00 Average 

2 * 5515.370 83.04 19.93 102.97 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT80 at channel 

5530MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 37.39 19.84 57.23 -10.97 68.20 Peak 

2  5465.575 39.72 19.85 59.57 -8.63 68.20 Peak 

3  5470.000 38.19 19.85 58.04 -10.16 68.20 Peak 

4 * 5533.425 80.41 20.00 100.40 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT80 at channel 

5530MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 27.26 19.84 47.10 -6.90 54.00 Average 

2 * 5538.370 68.64 20.02 88.65 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT80 at channel 

5610MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5582.800 95.85 20.19 116.04 N/A N/A Peak 

2  5725.000 43.73 20.73 64.46 -3.74 68.20 Peak 

3  5726.060 44.81 20.74 65.54 -2.66 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT80 at channel 

5610MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5593.440 82.53 20.23 102.75 N/A N/A Peak 

2  5725.000 38.03 20.73 58.77 -9.43 68.20 Peak 

3  5728.625 39.76 20.75 60.50 -7.70 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT160 at channel 

5570MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5449.800 42.84 19.84 62.68 -11.32 74.00 Peak 

2  5460.000 39.41 19.84 59.25 -8.95 68.20 Peak 

3  5464.800 47.21 19.85 67.06 -1.14 68.20 Peak 

4  5470.000 41.27 19.85 61.12 -7.08 68.20 Peak 

5 * 5585.800 89.81 20.20 110.01 N/A N/A Peak 

6  5725.000 40.12 20.73 60.85 -7.35 68.20 Peak 

7  5735.600 41.80 20.77 62.57 -5.63 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT160 at channel 

5570MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 30.24 19.84 50.08 -3.92 54.00 Average 

2 * 5557.200 79.15 20.09 99.24 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT160 at channel 

5570MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5448.200 39.74 19.84 59.57 -14.43 74.00 Peak 

2  5460.000 38.76 19.84 58.61 -9.59 68.20 Peak 

3  5466.800 39.52 19.85 59.37 -8.83 68.20 Peak 

4  5470.000 38.89 19.85 58.74 -9.46 68.20 Peak 

5 * 5535.400 75.37 20.01 95.37 N/A N/A Peak 

6  5725.000 38.31 20.73 59.04 -9.16 68.20 Peak 

7  5734.800 39.85 20.77 60.62 -7.58 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT160 at channel 

5570MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 28.39 19.84 48.23 -5.77 54.00 Average 

2 * 5598.400 64.77 20.25 85.02 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE20 at channel 

5500MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5458.755 40.90 19.84 60.74 -13.26 74.00 Peak 

2  5460.000 38.75 19.84 58.59 -9.61 68.20 Peak 

3  5466.135 42.25 19.85 62.10 -6.10 68.20 Peak 

4  5470.000 39.55 19.85 59.40 -8.80 68.20 Peak 

5 * 5493.360 97.81 19.87 117.68 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE20 at channel 

5500MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 27.91 19.84 47.76 -6.24 54.00 Average 

2 * 5508.210 84.77 19.90 104.67 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE20 at channel 

5500MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5451.600 40.59 19.84 60.43 -13.57 74.00 Peak 

2  5460.000 38.44 19.84 58.28 -9.92 68.20 Peak 

3  5468.835 39.97 19.85 59.82 -8.38 68.20 Peak 

4  5470.000 38.29 19.85 58.14 -10.06 68.20 Peak 

5 * 5505.015 84.99 19.89 104.88 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE20 at channel 

5500MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 26.38 19.84 46.23 -7.77 54.00 Average 

2 * 5507.985 72.31 19.90 92.21 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE20 at channel 

5700MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5696.603 98.16 20.62 118.78 N/A N/A Peak 

2  5725.000 41.85 20.73 62.58 -5.62 68.20 Peak 

3  5729.915 43.98 20.75 64.73 -3.47 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE20 at channel 

5700MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5696.862 84.53 20.63 105.15 N/A N/A Peak 

2  5725.000 38.29 20.73 59.02 -9.18 68.20 Peak 

3  5746.458 40.36 20.82 61.17 -7.03 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5510MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5458.500 44.94 19.84 64.78 -9.22 74.00 Peak 

2  5460.000 40.46 19.84 60.30 -7.90 68.20 Peak 

3  5468.700 47.33 19.85 67.18 -1.02 68.20 Peak 

4  5470.000 43.64 19.85 63.49 -4.71 68.20 Peak 

5 * 5504.350 98.48 19.89 118.37 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5510MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 30.85 19.84 50.69 -3.31 54.00 Average 

2 * 5496.850 86.37 19.88 106.25 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5510MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5449.150 40.45 19.84 60.29 -13.71 74.00 Peak 

2  5460.000 38.18 19.84 58.02 -10.18 68.20 Peak 

3  5468.350 40.92 19.85 60.77 -7.43 68.20 Peak 

4  5470.000 38.96 19.85 58.81 -9.39 68.20 Peak 

5 * 5514.000 85.43 19.92 105.36 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5510MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 27.09 19.84 46.94 -7.06 54.00 Average 

2 * 5497.900 72.65 19.88 92.53 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5670MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5664.400 97.38 20.50 117.88 N/A N/A Peak 

2  5725.000 43.43 20.73 64.17 -4.03 68.20 Peak 

3  5725.700 45.80 20.74 66.53 -1.67 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE40 at channel 

5670MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5674.050 84.02 20.54 104.56 N/A N/A Peak 

2  5725.000 37.95 20.73 58.69 -9.51 68.20 Peak 

3  5728.050 41.20 20.75 61.95 -6.25 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE80 at channel 

5530MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5447.980 44.93 19.84 64.77 -9.23 74.00 Peak 

2  5460.000 41.78 19.84 61.62 -6.58 68.20 Peak 

3  5469.025 46.21 19.85 66.06 -2.14 68.20 Peak 

4  5470.000 44.63 19.85 64.48 -3.72 68.20 Peak 

5 * 5514.795 95.52 19.93 115.45 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE80 at channel 

5530MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 31.73 19.84 51.57 -2.43 54.00 Average 

2 * 5514.680 84.38 19.93 104.31 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE80 at channel 

5530MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5455.800 40.35 19.84 60.19 -13.81 74.00 Peak 

2  5460.000 38.85 19.84 58.69 -9.51 68.20 Peak 

3  5465.690 39.97 19.85 59.82 -8.38 68.20 Peak 

4  5470.000 37.96 19.85 57.81 -10.39 68.20 Peak 

5 * 5535.380 81.54 20.01 101.55 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE80 at channel 

5530MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 27.77 19.84 47.61 -6.39 54.00 Average 

2 * 5515.370 70.25 19.93 90.18 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE80 at channel 

5610MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5625.550 94.88 20.35 115.23 N/A N/A Peak 

2  5725.000 42.53 20.73 63.26 -4.94 68.20 Peak 

3  5740.785 43.78 20.79 64.57 -3.63 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE80 at channel 

5610MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5618.235 81.02 20.32 101.35 N/A N/A Peak 

2  5725.000 37.88 20.73 58.61 -9.59 68.20 Peak 

3  5733.660 40.14 20.77 60.90 -7.30 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE160 at channel 

5570MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5444.800 44.86 19.83 64.69 -9.31 74.00 Peak 

2  5460.000 40.23 19.84 60.08 -8.12 68.20 Peak 

3  5465.600 47.13 19.85 66.97 -1.23 68.20 Peak 

4  5470.000 41.83 19.85 61.68 -6.52 68.20 Peak 

5 * 5563.800 89.44 20.11 109.55 N/A N/A Peak 

6  5725.000 42.59 20.73 63.33 -4.87 68.20 Peak 

7  5726.600 43.41 20.74 64.15 -4.05 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE160 at channel 

5570MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 30.87 19.84 50.71 -3.29 54.00 Average 

2 * 5556.200 79.34 20.09 99.42 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE160 at channel 

5570MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5412.000 40.73 19.81 60.54 -13.46 74.00 Peak 

2  5460.000 38.87 19.84 58.71 -9.49 68.20 Peak 

3  5464.600 40.27 19.85 60.12 -8.08 68.20 Peak 

4  5470.000 38.15 19.85 58.00 -10.20 68.20 Peak 

5 * 5553.800 76.45 20.08 96.53 N/A N/A Peak 

6  5725.000 38.70 20.73 59.43 -8.77 68.20 Peak 

7  5737.800 40.68 20.78 61.46 -6.74 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.2C /35.2% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ax-HE160 at channel 

5570MHz (CDD Mode NSS=2) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 28.41 19.84 48.25 -5.75 54.00 Average 

2 * 5598.400 65.29 20.25 85.53 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5180MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5149.690 49.10 19.65 68.75 -5.25 74.00 Peak 

2  5150.000 48.23 19.65 67.88 -6.12 74.00 Peak 

3 * 5182.360 98.88 19.67 118.55 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5180MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5149.735 33.63 19.65 53.28 -0.72 54.00 Average 

2  5150.000 33.53 19.65 53.17 -0.83 54.00 Average 

3 * 5181.235 88.90 19.67 108.56 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5180MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5137.225 44.58 19.64 64.22 -9.78 74.00 Peak 

2  5150.000 42.89 19.65 62.53 -11.47 74.00 Peak 

3 * 5172.190 89.74 19.66 109.40 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5180MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5136.415 30.76 19.64 50.40 -3.60 54.00 Average 

2  5150.000 30.68 19.65 50.33 -3.67 54.00 Average 

3 * 5171.695 79.32 19.66 98.98 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5500MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5454.660 45.23 19.84 65.07 -8.93 74.00 Peak 

2  5460.000 43.33 19.84 63.18 -5.02 68.20 Peak 

3  5469.510 48.27 19.85 68.12 -0.08 68.20 Peak 

4  5470.000 46.18 19.85 66.03 -2.17 68.20 Peak 

5 * 5504.385 101.48 19.89 121.37 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5500MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5458.575 31.46 19.84 51.30 -2.70 54.00 Average 

2  5460.000 31.15 19.84 51.00 -3.00 54.00 Average 

3 * 5497.140 90.65 19.88 110.53 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5500MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5451.780 44.09 19.84 63.92 -10.08 74.00 Peak 

2  5460.000 42.41 19.84 62.26 -5.94 68.20 Peak 

3  5467.305 44.20 19.85 64.05 -4.15 68.20 Peak 

4  5470.000 42.37 19.85 62.22 -5.98 68.20 Peak 

5 * 5492.595 87.53 19.87 107.40 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5500MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 30.32 19.84 50.16 -3.84 54.00 Average 

2 * 5505.195 77.02 19.89 96.92 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5700MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5703.882 99.52 20.65 120.17 N/A N/A Peak 

2  5725.000 44.91 20.73 65.65 -2.55 68.20 Peak 

3  5726.373 46.21 20.74 66.94 -1.26 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5700MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5704.890 86.55 20.66 107.21 N/A N/A Peak 

2  5725.000 42.22 20.73 62.96 -5.24 68.20 Peak 

3  5733.230 44.17 20.77 64.94 -3.26 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5745MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5642.405 45.07 20.42 65.49 -2.71 68.20 Peak 

2  5650.000 42.32 20.45 62.77 -5.43 68.20 Peak 

3  5671.197 45.32 20.53 65.85 -18.08 83.93 Peak 

4  5700.000 43.27 20.64 63.91 -41.29 105.20 Peak 

5  5719.708 59.41 20.71 80.12 -30.60 110.72 Peak 

6  5720.000 58.79 20.71 79.50 -31.30 110.80 Peak 

7  5725.000 66.99 20.73 87.72 -34.48 122.20 Peak 

8 * 5748.583 102.20 20.82 123.02 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5745MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5640.837 44.56 20.41 64.97 -3.23 68.20 Peak 

2  5650.000 41.57 20.45 62.02 -6.18 68.20 Peak 

3  5687.368 43.87 20.59 64.46 -31.43 95.88 Peak 

4  5700.000 41.51 20.64 62.15 -43.05 105.20 Peak 

5  5718.882 52.11 20.71 72.82 -37.67 110.49 Peak 

6  5720.000 49.36 20.71 70.08 -40.72 110.80 Peak 

7  5724.822 57.66 20.73 78.39 -43.40 121.79 Peak 

8  5725.000 57.09 20.73 77.82 -44.38 122.20 Peak 

9  5752.625 92.31 20.84 113.15 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5825MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5828.790 102.93 21.13 124.06 N/A N/A Peak 

2  5850.000 61.08 21.21 82.29 -39.91 122.20 Peak 

3  5855.000 56.13 21.23 77.36 -33.44 110.80 Peak 

4  5856.090 58.36 21.24 79.60 -30.90 110.49 Peak 

5  5875.000 43.41 21.31 64.72 -40.48 105.20 Peak 

6  5879.197 45.14 21.33 66.46 -35.62 102.08 Peak 

7  5925.000 42.93 21.50 64.43 -3.77 68.20 Peak 

8  5951.250 44.68 21.60 66.29 -1.91 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5825MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5831.422 94.68 21.14 115.83 N/A N/A Peak 

2  5850.000 51.37 21.21 72.58 -49.62 122.20 Peak 

3  5851.703 52.94 21.22 74.16 -44.15 118.32 Peak 

4  5855.000 45.73 21.23 66.96 -43.84 110.80 Peak 

5  5856.675 51.08 21.24 72.32 -38.01 110.33 Peak 

6  5875.000 42.96 21.31 64.27 -40.93 105.20 Peak 

7  5884.950 44.84 21.35 66.19 -31.63 97.81 Peak 

8  5925.000 42.93 21.50 64.43 -3.77 68.20 Peak 

9 * 5929.800 44.31 21.52 65.83 -2.37 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5190MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5149.500 47.05 19.65 66.70 -7.30 74.00 Peak 

2  5150.000 46.75 19.65 66.40 -7.60 74.00 Peak 

3 * 5183.750 95.45 19.67 115.12 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5190MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5150.000 33.91 19.65 53.55 -0.45 54.00 Average 

2 * 5193.750 82.48 19.67 102.16 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5190MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5131.700 41.91 19.63 61.55 -12.45 74.00 Peak 

2  5150.000 39.69 19.65 59.33 -14.67 74.00 Peak 

3 * 5179.000 83.05 19.66 102.71 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5190MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5148.350 28.53 19.65 48.17 -5.83 54.00 Average 

2  5150.000 28.45 19.65 48.10 -5.90 54.00 Average 

3 * 5203.100 72.47 19.68 92.15 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5510MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5452.385 41.32 19.84 61.16 -12.84 74.00 Peak 

2  5460.000 39.16 19.84 59.00 -9.20 68.20 Peak 

3  5465.590 40.31 19.85 60.16 -8.04 68.20 Peak 

4  5470.000 39.12 19.85 58.97 -9.23 68.20 Peak 

5 * 5508.055 85.86 19.90 105.76 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5510MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 27.32 19.84 47.16 -6.84 54.00 Average 

2 * 5516.035 76.84 19.93 96.77 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 

 



 Report No.: 2004TW0003-T2 

 

Page Number: 316 of 657 

 

EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5510MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5438.230 41.04 19.83 60.87 -13.13 74.00 Peak 

2  5460.000 39.00 19.84 58.85 -9.35 68.20 Peak 

3  5463.975 40.12 19.85 59.96 -8.24 68.20 Peak 

4  5470.000 40.46 19.85 60.31 -7.89 68.20 Peak 

5 * 5505.300 74.97 19.89 94.86 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5510MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 27.07 19.84 46.91 -7.09 54.00 Average 

2 * 5503.305 65.03 19.89 84.92 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5670MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5682.250 86.62 20.57 107.19 N/A N/A Peak 

2  5725.000 39.53 20.73 60.26 -7.94 68.20 Peak 

3  5738.650 41.03 20.79 61.82 -6.38 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5670MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5672.350 75.24 20.53 95.77 N/A N/A Peak 

2  5725.000 38.93 20.73 59.66 -8.54 68.20 Peak 

3  5725.700 40.91 20.74 61.65 -6.55 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.6C /45% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11 ac-VHT40 at channel 

5755 (Beamforming Mode) 
Test Voltage 230V/50Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5636.225 44.57 20.39 64.96 -3.24 68.20 Peak 

2  5649.962 44.44 20.45 64.89 -3.31 68.20 Peak 

3  5700.000 52.26 20.64 72.90 -32.30 105.20 Peak 

4  5720.000 66.45 20.71 87.17 -23.63 110.80 Peak 

5  5725.000 70.16 20.73 90.90 -31.30 122.20 Peak 

6 * 5753.125 102.20 20.84 123.04 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.6C /45% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11 ac-VHT40 at channel 

5755 (Beamforming Mode) 
Test Voltage 230V/50Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5638.850 41.67 20.40 62.07 -6.13 68.20 Peak 

2  5649.962 39.20 20.45 59.65 -8.55 68.20 Peak 

3  5700.000 43.93 20.64 64.57 -40.63 105.20 Peak 

4  5720.000 54.11 20.71 74.82 -35.98 110.80 Peak 

5  5725.000 57.98 20.73 78.72 -43.48 122.20 Peak 

6  5749.100 88.74 20.83 109.56 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 

 



 Report No.: 2004TW0003-T2 

 

Page Number: 322 of 657 

 

 

EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.6C /45% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11 ac-VHT40 at channel 

5795 (Beamforming Mode) 
Test Voltage 230V/50Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5804.138 103.80 21.04 124.84 N/A N/A Peak 

2  5850.038 57.07 21.21 78.28 -43.83 122.11 Peak 

3  5855.000 56.45 21.23 77.68 -33.12 110.80 Peak 

4  5875.000 49.08 21.31 70.39 -34.81 105.20 Peak 

5  5925.000 40.44 21.50 61.94 -6.26 68.20 Peak 

6  5938.125 43.83 21.55 65.39 -2.81 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.6C /45% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11 ac-VHT40 at channel 

5795 (Beamforming Mode) 
Test Voltage 230V/50Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5793.000 91.02 21.00 112.02 N/A N/A Peak 

2  5850.038 49.46 21.21 70.67 -51.44 122.11 Peak 

3  5855.000 45.72 21.23 66.95 -43.85 110.80 Peak 

4  5875.000 41.98 21.31 63.29 -41.91 105.20 Peak 

5  5925.000 38.79 21.50 60.29 -7.91 68.20 Peak 

6 * 5952.638 40.07 21.61 61.68 -6.52 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5210MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5149.525 46.77 19.65 66.41 -7.59 74.00 Peak 

2  5150.000 44.69 19.65 64.34 -9.66 74.00 Peak 

3 * 5183.500 94.73 19.67 114.40 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5210MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5148.475 33.96 19.65 53.61 -0.39 54.00 Average 

2  5150.000 33.83 19.65 53.47 -0.53 54.00 Average 

3 * 5221.375 79.72 19.69 99.42 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5210MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5143.000 42.73 19.64 62.37 -11.63 74.00 Peak 

2  5150.000 40.10 19.65 59.75 -14.25 74.00 Peak 

3 * 5184.625 83.63 19.67 103.30 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 

 



 Report No.: 2004TW0003-T2 

 

Page Number: 327 of 657 

 

 

EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5210MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5143.900 28.72 19.64 48.36 -5.64 54.00 Average 

2  5150.000 28.49 19.65 48.14 -5.86 54.00 Average 

3 * 5246.800 68.59 19.71 88.30 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5530MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5458.330 42.09 19.84 61.94 -12.06 74.00 Peak 

2  5460.000 39.45 19.84 59.29 -8.91 68.20 Peak 

3  5467.990 42.36 19.85 62.21 -5.99 68.20 Peak 

4  5470.000 39.92 19.85 59.77 -8.43 68.20 Peak 

5 * 5560.795 83.78 20.10 103.89 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5530MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 28.21 19.84 48.06 -5.94 54.00 Average 

2 * 5520.430 74.54 19.95 94.49 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5530MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5446.600 40.25 19.84 60.08 -13.92 74.00 Peak 

2  5460.000 37.90 19.84 57.74 -10.46 68.20 Peak 

3  5466.035 40.37 19.85 60.21 -7.99 68.20 Peak 

4  5470.000 38.43 19.85 58.28 -9.92 68.20 Peak 

5 * 5544.580 72.03 20.04 92.07 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5530MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 27.62 19.84 47.46 -6.54 54.00 Average 

2 * 5524.570 62.72 19.96 82.68 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5610MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5616.810 86.43 20.32 106.75 N/A N/A Peak 

2  5725.000 39.58 20.73 60.31 -7.89 68.20 Peak 

3  5744.110 42.07 20.81 62.88 -5.32 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5610MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5593.915 75.95 20.23 96.18 N/A N/A Peak 

2  5725.000 39.67 20.73 60.41 -7.79 68.20 Peak 

3  5733.565 41.26 20.77 62.03 -6.17 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.6C /45% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11 ac-VHT80 at channel 

5775 (Beamforming Mode) 
Test Voltage 230V/50Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5642.200 45.27 20.42 65.68 -2.52 68.20 Peak 

2  5650.000 43.33 20.45 63.77 -4.43 68.20 Peak 

3  5700.000 53.17 20.64 73.81 -31.39 105.20 Peak 

4  5720.000 48.79 20.71 69.51 -41.29 110.80 Peak 

5  5725.000 55.33 20.73 76.06 -46.14 122.20 Peak 

6  5758.200 96.89 20.86 117.75 N/A N/A Peak 

7  5850.000 51.23 21.21 72.44 -49.76 122.20 Peak 

8  5855.000 50.86 21.23 72.09 -38.71 110.80 Peak 

9  5875.000 46.12 21.31 67.43 -37.77 105.20 Peak 

10  5925.000 39.98 21.50 61.48 -6.72 68.20 Peak 

11  5940.400 40.27 21.56 61.83 -6.37 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 
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3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.6C /45% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11 ac-VHT80 at channel 

5775 (Beamforming Mode) 
Test Voltage 230V/50Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5631.400 41.19 20.37 61.56 -6.64 68.20 Peak 

2  5650.000 39.46 20.45 59.91 -8.29 68.20 Peak 

3  5700.000 39.11 20.64 59.75 -45.45 105.20 Peak 

4  5720.000 41.54 20.71 62.26 -48.54 110.80 Peak 

5  5725.000 48.04 20.73 68.77 -53.43 122.20 Peak 

6  5788.800 84.99 20.98 105.97 N/A N/A Peak 

7  5850.000 38.93 21.21 60.14 -62.06 122.20 Peak 

8  5855.000 38.38 21.23 59.61 -51.19 110.80 Peak 

9  5875.000 38.07 21.31 59.38 -45.82 105.20 Peak 

10  5925.000 38.41 21.50 59.91 -8.29 68.20 Peak 

11 * 5979.600 40.80 21.71 62.51 -5.69 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 
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2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT160 at Channel 

5570MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5458.200 40.54 19.84 60.38 -13.62 74.00 Peak 

2  5460.000 39.01 19.84 58.85 -9.35 68.20 Peak 

3  5462.400 41.93 19.85 61.77 -6.43 68.20 Peak 

4  5470.000 39.13 19.85 58.98 -9.22 68.20 Peak 

5 * 5562.000 81.03 20.11 101.14 N/A N/A Peak 

6  5725.000 39.00 20.73 59.74 -8.46 68.20 Peak 

7  5737.800 40.89 20.78 61.67 -6.53 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT160 at Channel 

5570MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 28.18 19.84 48.02 -5.98 54.00 Average 

2 * 5564.400 71.29 20.12 91.41 N/A N/A Average 

3  5725.000 28.89 20.73 49.62 -4.38 54.00 Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT160 at Channel 

5570MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5441.600 40.16 19.83 59.99 -14.01 74.00 Peak 

2  5460.000 39.50 19.84 59.34 -8.86 68.20 Peak 

3  5467.400 40.09 19.85 59.94 -8.26 68.20 Peak 

4  5470.000 38.72 19.85 58.57 -9.63 68.20 Peak 

5 * 5584.800 71.14 20.20 91.34 N/A N/A Peak 

6  5725.000 39.24 20.73 59.97 -8.23 68.20 Peak 

7  5746.600 41.52 20.82 62.34 -5.86 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 22.8C /51.3% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11ac-VHT160 at Channel 

5570MHz (Beamforming Mode) 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 27.76 19.84 47.60 -6.40 54.00 Average 

2 * 5586.600 60.84 20.20 81.04 N/A N/A Average 

3  5725.000 28.41 20.73 49.14 -4.86 54.00 Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.6C /45% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11 ax-HE20 at channel 5180 

(Beamforming Mode) 
Test Voltage 230V/50Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5148.340 53.12 19.65 72.76 -1.24 74.00 Peak 

2  5150.000 49.81 19.65 69.46 -4.54 74.00 Peak 

3 * 5172.460 102.66 19.66 122.32 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.6C /45% 

Polarity Horizontal Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11 ax-HE20 at channel 5180 

(Beamforming Mode) 
Test Voltage 230V/50Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5150.000 32.55 19.65 52.20 -1.80 54.00 Average 

2 * 5172.550 87.91 19.66 107.57 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.6C /45% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11 ax-HE20 at channel 5180 

(Beamforming Mode) 
Test Voltage 230V/50Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5145.280 41.03 19.64 60.67 -13.33 74.00 Peak 

2  5150.000 39.88 19.65 59.52 -14.48 74.00 Peak 

3 * 5189.245 88.86 19.67 108.53 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AX6600 三頻Wi-Fi 6 路由器 Date of Test  2020-04-27 

Factor BBHA 9120D Temp. / Humidity 23.6C /45% 

Polarity Vertical Site / Test Engineer AC1 / Fran 

Test Mode 
Transmit by 802.11 ax-HE20 at channel 5180 

(Beamforming Mode) 
Test Voltage 230V/50Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5150.000 27.92 19.65 47.57 -6.43 54.00 Average 

2 * 5188.570 76.90 19.67 96.58 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB) – Preamplifier(dB). 

3. Measurement (dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4. The emission levels of other frequencies are very lower than the limit and not show in test report. 

 


