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TEST REPORT

Test Report No. : GTS20260713026-1-10 A19-12 2080
Equipment under Test : Al Smart Water Fountain with Camera

Model /Type : F200 PRO

Listed model : F200

Applicant : Shenzhen Petaboo Technology Co., LTD

: B302C, Building 3, Tianan Digital Innovation Park, No. 449 Huangge
Address North Road, Huanggekeng Community, Longcheng Street, Longgang
District, Shenzhen, Guangdong Province,China

Manufacturer : Shenzhen Petaboo Technology Co., LTD

: B302C, Building 3, Tianan Digital Innovation Park, No. 449 Huangge
Address North Road, Huanggekeng Community, Longcheng Street, Longgang
District, Shenzhen, Guangdong Province,China

Test Result: PASS

The test report merely corresponds to the test sample.
It is not permitted to copy extracts of these test result without the written permission of the test
laboratory.
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1. TEST STANDARDS

The tests were performed according to following standards:

MIC Notice N0.88 Appendix No.45 Article 2 Paragraph 1 ltem
19-3

ARIB STD-T71 V7.0
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2. SUMMARY

2.1.General Remarks

Date of receipt of test sample © [Jul.21, 2026
Testing commenced on . | Jul.21, 2026
Testing concluded on . | Aug.11, 2026

2.2.General Description of EUT

Product Name: Al Smart Water Fountain with Camera
Trade Mark: Petaboo

Model/Type reference: F200 PRO

List Model: F200

PCB board, structure and internal of these model(s) are the same, Only the

Model Declaration model name different , So no additional models were tested.

DC 3.7V by battery

Power supply: Recharged by DC 5.0V

BT
Operation frequency 2402MHz ~ 2480MHz
Channel Number 40 channels for Bluetooth (BT LE)
Channel Spacing 2MHz for Bluetooth (BT LE)
Modulation Type GFSK for Bluetooth (BT LE)
2.4GWLAN

IEEE 802.11h:2412-2472MHz
WLAN Operation IEEE 802.119:2412-2472MHz
frequency IEEE 802.11n HT20:2412-2472MHz

IEEE 802.11n HT40:2422-2462MHz

IEEE 802.11b: DSSS (CCK, DQPSK, DBPSK)

IEEE 802.11g: OFDM (64QAM, 16QAM, QPSK, BPSK)

IEEE 802.11n HT20: OFDM (64QAM, 16QAM, QPSK, BPSK)
IEEE 802.11n HT40: OFDM (64QAM, 16QAM, QPSK, BPSK)

WLAN Modulation Type

11 Channel for IEEE 802.11b/g/n (HT20)

Channel number:
. 7 Channel for IEEE 802.11n (HT40)

Channel separation: 5MHz
WIFI (5G Band)
Operation frequency 5180-5240MHz

|EEE 802.11a: OFDM (64QAM, 16QAM, QPSK, BPSK)

IEEE 802.11n HT20: OFDM (64QAM, 16QAM, QPSK, BPSK)

Modulation Type IEEE 802.11n HT40: OFDM (64QAM, 16QAM, QPSK, BPSK)

IEEE 802.11ac VHT20: OFDM (256QAM,64QAM, 16QAM, QPSK, BPSK)
IEEE 802.11ac VHT40: OFDM (256QAM,64QAM, 16QAM, QPSK, BPSK)

4 Channels for 20MHz bandwidth(5180-5240MHz)

Ch I b i
annet number 2 channels for 40MHz bandwidth(5190~5230MHz)
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Antenna Description

FPC Antenna, 2.27 dBi(Max.) for 2.4G Band and 2.88 dBi(Max.) for 5G Band.

Note: For more detailed features description, please refer to the manufacturer’s specifications or the

User's Manual.

2.3.Equipment Under Test

Power supply system utilised

Power supply voltage

o | 120V /60 Hz

o |230V/50Hz

o |12V DC

o |24V DC

e | Other (specified in blank below)

2.4.Description of Test Modes

DC 3.7V

The EUT has been tested under typical operating condition. The Applicant provides communication tools
software to control the EUT for staying in continuous transmitting and receiving mode for testing.

Operation Frequency List :

20MHz 40MHz 80MHz
Operating band Frequency Frequency Frequency
h I h I h I

Channe (MH2) Channe (MH2) Channe (MH2)
36 >180 38 5190

W52 40 5200 42 5210
(5150MHz-5250MHz) 44 5220 46 5230

48 5240

Note: Test performed at the lowest/middle/highest frequencies selected in the list above for EUT supported

while working on specified mode.

Sumarry of measurement results:

EUT and Module Power tables

Normal High(+10%) Low(-10%)
EUT Setup Value(Vdc)
3.7 4.2 3.3
Module Vdd Power Normal High(+10%) Low(-10%)
Measurement Value(Vdc) 3.303 3.306 3.297
Voltage error(%) Rgsglt Ref.level 0.09 -0.18
Limit +1
Judgment pass ‘ pass

Note: The module integrates a voltage regulator circuit to ensure that the input voltage (VCC) of the RF
module is stable declared by IC manufacturer.
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2.5.Table for Parameters of Test Software Setting
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During testing, Channel & Power Controlling commands provided by the customer was used to control the
operating channel as well as the output power level. The RF output power selection is for the setting of RF
output power expected by the customer and is going to be fixed on the firmware of the final end product.

Power Parameters:

Test Software
. setup.exe
Version
20M 40MHz 80MHz
Operating band Frequency Frequency Frequency
Channel (MH2) Channel (MH2) Channel (MH2)
36 5180
5.2GWIFI 40 5200 38 5190 42 5210
(5180-5240MHz) 48 52_f10 16 5230

2.6.EUT configuration

The following peripheral devices and interface cables were connected during the measurement:

®- supplied by the manufacturer

O- supplied by the lab

/ Length (m) : /
Shield : /
Detachable : /

2.7.Modifications
No modifications were implemented to meet testing criteria.
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3. TEST ENVIRONMENT
3.1.Address of the test laboratory
Shenzhen Global Test Service Co.,Ltd.

Room No. 101, Building 1, and Room No. 101, Building 3, No. 88 Jinkang Road, Jinsha Community,Kengzi
Sub-district, Pingshan District, Shenzhen City, Guangdong ,China.

3.2.Test Facility
The test facility is recognized, certified, or accredited by the following organizations:

CNAS (No. CNAS L8169)

Shenzhen Global Test Service Co., Ltd. has been assessed and proved to be in compliance with CNAS-CLO1
Accreditation Criteria for Testing and Calibration Laboratories (identical to ISO/IEC 17025: 2019 General
Requirements) for the Competence of Testing and Calibration Laboratories.

A2LA (Certificate No. 4758.01)

Shenzhen Global Test Service Co., Ltd. has been assessed by the American Association for Laboratory
Accreditation (A2LA). Certificate No. 4758.01.

Industry Canada Registration Number. is 24189.

FCC Designation Number is CN1401.
FCC Registered Test Site Number is 684561.

3.3.Environmental conditions
During the measurement the environmental conditions were within the listed ranges:

Normal Temperature: 25 °C

High Temperature: 55 °C
Low Temperature: -20 °C
Normal Voltage : DC 3.7V
High Voltage:DC 4.2V
Low Voltage:DC 3.3V
Relative Humidity: 55 %
Air Pressure: 989 hPa

3.4.Test Description

ARIB STD-T71
CLAUSE STD-T71 Description of Test Result
3'1'2&(23).5‘23&;2 (3) Tolerances Of Antenna Power & E.I.R.P PASS
3.1.2 (4) Tolerance Of Frequency PASS
3.1.2 (7) Transmission Burst Length PASS
120831210 | e G Uouened Emsen iersty
3.1.2(9) Tolerance Of Adjacent Channel Leakage Power PASS
3.1.2 (11) Tolerance Of Occupied Bandwidth PASS
3.1.3(2) Secondary Radiated Emissions PASS
3.14.1 Interference prevention function PASS
3.15 Carrier Sensing function PASS
/ Dynamic Frequency Selection PASS

Remark:

1. N/A is an abbreviation for Not Applicable.

2. This EUT support TPC mechanism.
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3.5.Measurement Uncertainty
For the test methods, according to the present document, the measurement uncertainty figures shall be
calculated in accordance with TR100028-1 [2] and shall correspond to an expansion factor (coverage
factor) K=1.96 or K=2 (which provide confidence levels of respectively 95% and 95.5% in the case where
the distributions characterizing the actual measurement uncertainties are normal.

Parameter Uncertainty
Frequency error / 99%&90% bandwidth +1.62%10°
Total RF power, conducted +0.8dB
Spurious emissions, conducted +0.8dB

DC and low frequency voltages +0.05%
Humidity +5%
Temperature 1T

3.6.Measurement Instruments List

Item Test Equipment Manufacturer Model No. Serial No Last Cal.
1 Spectrum Analyzer Agilent N9020A MY48010425 2026/06/12
2 RF Cable H&S GTS-C008 2026/06/12
3 DC Power Supply ITECH IT6302 600071010727010049 | 2026/06/12
4 Oscilloscope Tektronix TDS3012 B035361 2026/06/12
5 Signal generator Agilent N5182A MY50141550 2026/06/12
6 Power meter Keysight E4419B GB39290521 2026/06/12
7 Power Sensor Keysight E9301A MY41495308 2026/06/12

Note 1: The validity of measurement equipment is one year from the first day of the following month of the
calibration date. (e.g. If the calibration date is June 12th, 2026, measurement equipment can be used from
June 13th, 2025 to June 12th, 2026.)

Note 2: Calibration Method
Calibration conducted by the SMICOM or designated calibration agency under Article 102-18 paragraph (1)
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4. TEST CONDITIONS AND RESULTS

4.1. Frequency Error
LIMIT

20ppm

TEST CONFIGURATION

SPECTRUM
A ANALYZER

TEST PROCEDURE

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the
block diagram as TEST CONFIGURATION shows.

EUT Condition: non-modulation
Spectrum Condition:

* Frequency: test frequency

* Span: 1MHz

* RBW: 10 KHz

*VBW: 10 KHz

* Sweep time: Auto

* Detector mode: Positive peak

¢ Indication mode: max hold

TEST RESULTS

For reporting purpose only.

Please refer to Appendix C.1.
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4.2.Antenna Output Power and Output Power Tolerance

Page 11 of 22

LIMIT
Operation ltem 20MHz 40MHz 80MHz 160MHz system
Band system system system
Antenna DSSS, etc OFDM OFDM OFDM OFDM
Power 10mW/MHz | 10mW/MHz|  5mW/MHz 2.5mW/MHz 1.25mW/MHz
Antenna power +20%, -80%
Tolerance
W52 &
W53 W52 10mW/MHz 5mW/MHz 2.5mW/MHz 1.25mW/MHz
. 2.5mW/MHz 1.25mW/MHz:
EIRP 10mW/MHZ: with 5\;}:’:%'*5' “with TPC with TPC
W53 TPC 5mW/MHz: . 1.25mW/MH 0.625mW/MH
; 2.5mW/MHz: . ;
without TPC without TPC Z Z:
ou without TPC without TPC
DSSS, etc OFDM OFDM OFDM OFDM
Antenna Power
10mW/MHz | 10mW/MHz 5mW/MHz 2.5mW/MHz 1.25mW/MHz
Antenna power +50%, -50%
Tolerance
W56
. 12.5mW/MHz: 6.25mW/MHz:
50mW/MHz: with 25”.1\;"%22' with TPC with TPC
EIRP TPC 25mW/MHz: wi | 6.25mW/MH 3.125mW/MH
. 12.5mW/MHz: . .
without TPC without TPC Z: z:
without TPC without TPC
TEST CONFIGURATION
SPECTRUM
EUT ANALYZER

TEST PROCEDURE

Step 1:

Connect the UUT to the spectrum analyzer as TEST CONFIGURATION and use the following settings:
* Centre Frequency: The centre frequency of the channel under test.

*RBW: 1 MHz
*VBW: 1 MHz

* Span: Wide enough to cover the complete power envelope of the signal of the UUT.

* Detector: Peak

* Trace Mode: Max Hold

Step 2:

When the trace is complete, find the peak value of the power envelope and record the frequency.

Step 3:

Make the following changes to the settings of the spectrum analyzer:
* Centre Frequency: Equal to the frequency recorded in step 2.

* Span: 0 Hz

* RBW: 1 MHz
*VBW: 1 MHz

* Detector: RMS

* Trace Mode: Clear Write




\ L
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4.3.0ccupied Bandwidth
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LIMIT
Operation Band 20MHz 40MHz 80MHz 160MHz
system system system system
DSSS, etc OFDM OFDM OFDM OFDM
W52 & W53

18MHz 20MHz 40MHz 80MHz 160MHz
W56 20MHz 40MHz 80MHz 160MHz

TEST CONFIGURATION

SPECTRUM
EUT ANALYZER

TEST PROCEDURE

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the block
diagram as TEST CONFIGURATION shows.

EUT Condition: modulation

Spectrum Condition:

1. Setting of SA is following as fellow:

* RBW: under 3% of OBW

* VBW: = RBW

* Sweep time: Auto

* Sweep Mode: Continuous sweep
* Detect mode: Positive peak
* Trace mode: Max hold

2. EUT have transmitted the maximum modulation signal and fixed channelize. SA set to 99% of
occupied bandwidth to measure occupied bandwidth.

TEST RESULTS

For reporting purpose only.

Please refer to Appendix C.3.
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4.4.Adjacent Channel Power
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LIMIT

20MHz 40MHz 80MHz 160MHz

system system system system
DSSS, etc OFDM OFDM OFDM OFDM
Fc £20MHz Fc £20MHz Fc £t40MHz

Fc £80MHz
+9MHz BW: -25dBc +10MHz BW: -25dBc +20MHz BW: -25dBc
+40MHz BW : 3
-25dBc

Fc +40MHz
+9MHz BW: -45dBc

Fc +40MHz

+10MHz BW: -40dBc

Fc +80MHz
+20MHz BW: -40dBc

TEST CONFIGURATION

EUT

SPECTRUM

TEST PROCEDURE

ANALYZER

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the block
diagram as TEST CONFIGURATION shows.

Use Spectrum’s ACP measurement function and set spectrum analyzer as fellow: Spectrum

Condition:

* Frequency: test frequency

* Span: .>4 times integrate bandwidth

* RBW: 300 KHz

* VBW: 300 KHz

* Sweep time: Auto

* Sweep mode: Continuous
* Detector mode: Sample

* Indication mode: max hold
TEST RESULT

For reporting purpose only.

Please refer to Appendix C.7.
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4.5.0ut of Band Leakage Power and Unwanted Emission Strength

LIMIT

For W52:

20MHz system

OBW : 18MHz or less

OBW : 18 - 20 MHz

5,142 MHz or less - 2.5 pWiMHz

5.142 MHz or less : 2.5 pWIMHZ

3,142 - 5,150 MHz : 15 pW/MHz

2,142 - 5,150 MHz : 15 pyW/MHz

5,250 - 5,250.2 MHz : 104820 975 i/ MHz

5,250 - 5,251 MHz - 10~ mw/MHz

5,250.2 - 5,251 MHz : 1040~ mW/MHz

5,251 - 5,260 MHz : 'L[]‘l‘iﬂ.-"‘?ﬂ:-:f—“?rr-W,-’MHz

2,251 - 5,260 MHz :'L[]—l—ZE_."QD;.(f—llimijHz

53,260 - 5,266.7 MHz : 1[]"1 B—'f'-"iﬂ'i'f—:ﬂ'mw}-‘MHz

5,260 - 5,266.7 MHz - 10~ 18=(8/5000f ~20) oy iMIHz

5,266.7 MHz or more : 2.5 pW/MHz

5,266.7 MHz or more - 2.5 pW/IMHz

f = MHz, Difference from 5240 (MHz)

f=MHz, Difference from 5240 (MHz)

40MHz system 80MHz system
5,141.6 MHz or less - 2.5 pWiNMHz 5,123.2 MHz or less : 2.5 pWiMHz
5,141.6 - 5,150 MHz - 15 pW/MHz 5,123.2-5150 MHz : 15 pW/MH=z

5,250 - 5,251 MHz

10~ -20+10g (L2} iNHZ

3,250 - 5,251 MHz

= Q-4 +log 1/ ) mW/MHz

53,251 - 5,270 MHz

Qe 1s0f-210-1 +]nglL.-":;me;M Hz

3,251 - 5,290 MHz

1 1p—{8/390(f-41)—1+log(1/ 4) MW/ MHz

5,270 - 5,275.4 MHz

D QTR0 (f—401—1.8+log(1/2 LA MIHZ

2,290 - 5,296.7 MHz

D10~ (3/100)(f-80) L2+ 108 0L/ %) o iz

5,2758.4 MHz or more - 2.5 pWiNHz

5,296.7 MHz or more : 2.5 pWiMHz

f = MHz, Difference from 5230 (MHz)

f = MHz, Difference from 5210 (MHz)

For W53:

20MHz system

OBW : 18MHz or less

OBW : 18 - 20 MHz

52333 MHz or less : 2.5 pWiMH=z

5,233.3 MHz or less - 2.5 pWiIMHz

5,233.3 - 5,240 MHz : 10~ L8~ (&/500F =200 yas iz

5,233.3 - 5,240 MHz : 10~ 18-18/5300 =200 s M Hz

5,240 - 5,248 MHz - 10~ 1-(3/300 - 10 ryy inHz

5,240 - 5,249 MHz : 10~1-(8/30)f— 11}/ MHz

5,245 - 5 250 MHz : 104 -0 -9 mW/MHz

5,249 - 5249 8 MHz : 104U~ mw/MHz

5,350 MHz or more 2.5 pW/MHz

52498 - 5250 MHz : L0/ 30 =875 mw/MHz

5,350 MHz or more - 2.5 pWiMHz

f = MHz, Difference from 5260 (MHz)

f = MHz, Difference from 5260 (MHz)
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40MHz system

80MHz system

5,221.6 MHz or less

2.5 pyWiMHz

5,203.3 MHz orless : 2.5 yW/iMHz

3,221.6 - 5,230 MHz :

1p—(3/50 if—40)—Le+log(1/2) mW/MHz

5,203.3 - 5,210 MHz : 10~ (3/1000(f -80)-L.8+108{1/4) pyny /MK

5,230 - 5,249 MHz -

108/ 190)(F -2 1) -1+10B(L/2) aar iz

5,210 - 5,249 MHz : 1{]—LB,-"EQE-'I[_.‘—-HJ—i—ngl L"I.":ITT'W_,I'IMHZ

5,249 - 5,250 MHz

- 'J.U_;f_:':':'*"-':'g'L"':'mw,."MHz

5,249 5,250 MHz : 10~ —480+10g01/4) pas iaHz

5,350 - 5,358.4 MHz

15 yWIMHz

2,390 - 5,376.8 MHz : 15 pWiMHz

5,358.4 MH=z or more

t 2.5 pWiMHz

5,376.8 MHz or more : 2.5 pW/I/MHz

f = MHz, Difference from 5270 (MHz)

f = MHz, Difference from 5290 (MHz)

For W56

20MHz system

D555, etc.

CoFOM

5470 MHz or less : 12.5 uW/MH=z

5,460 MHz or less - 2.5 uW/MHz

2,460 - 5,470 MHz : 12.5 uW/MHz

5,730 MHz or more: - 12.5 uW/MHz

3,745 - 5,765 MHz : 12.5 uW/MHz

Over 5,765 MHz - 2.5 uW/MHz

40MHz system 80MHz system
5,460 MHz or less - 12.5 uWIMHz 5,460 MHz or less © 12.5 uW/MHz
5,460 - 5,470 MHz - 50 uW/MHz 5,460 - 5 469.5 MHz : 50 uW/MHz
5,469.5-5470 MHz : 512 uW/MHz
5,770 MHz or more - 12.5 uW/MHz
5,770 MHz or more 125 uW/MHz

TEST CONFIGURATION

EUT

TEST PROCEDURE

a. Set EUT work in test mode as described in clause 2.3.

SPECTRUM
ANALYZER

b. Connected the EUT’s antenna port to the Spectrum Analyzer by suitable attenuator, set the

Spectrum Analyzer as below:

Below 1GHz: RBW/VBW= 100KHz / 100KHz
Above 1GHz: RBW/VBW= 1MHz / 1IMHz.

Detector: Peak.

Trace Mode: Max Hold.

NOTE:30~1000MHz,limit is 2.5uW/MHz=-26dBm/MHz=-36dBm/100KHz
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TEST RESULTS

For reporting purpose only.

Please refer to Appendix C.4.

Please refer to Appendix C.8.
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4.6.Secondary Radiated Emission Strength

LIMIT

Below 1GHz: 4.0nW or less

Above 1GHz: 20nW or less

TEST CONFIGURATION

EUT

TEST PROCEDURE

SPECTRUM
ANALYZER
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The EUT was directly connected to the spectrum analyzer and antenna output port as show in the

block diagram as TEST CONFIGURATION shows.
EUT Condition: modulation

Spectrum Condition:
* Frequency: 30MHz-26GHz
* RBW: 100 KHz (30MHz-1GHz), 1MHz (1GHz-26GH?z)
* VBW: 100 KHz (30MHz-1GHz), 1MHz (1GHz-26GHz)
* Sweep time: Auto
* Detector mode: Positive peak

* Indication mode: max hold

TEST RESULTS

For reporting purpose only.

Please refer to Appendix C.5.
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4.7.Transmission Burst Length
LIMIT

8 ms or less

TEST CONFIGURATION

SPECTRUM

EUT ANALYZER

TEST PROCEDURE

Enable EUT under transmission mode and connected it to the spectrum analyzer through antenna output
port as the block diagram show in TEST CONFIGURATION
Use Spectrum’s ACP measurement function and set spectrum analyzer as fellow: Spectrum

Condition:
* Frequency: test frequency
¢ Span: OHz
* RBW: 10MHz
* VBW: =RBW
* Sweep time: Auto
* Sweep mode: single
* Detector mode: Peak

* Indication mode: max hold

TEST RESULTS

For reporting purpose only.

Please refer to Appendix C.6.
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4.8.Carrier Sense Capability
Limit
EUT stop RF transmission signal after carrier inject to EUT for the OFDM system

TEST CONFIGURATION

{1 — 2 O
Attenuator Attenuator = - PV - -
10 dB 10 aB EUT ’

Peripheral

Power
Splitter

Spectrum Analayzer

TEST PROCEDURE

ok w

~N

10.

Set The EUT state in “normal mode link with wireless router”.

SG adjusted the frequency as same as the EUT transmitted signal and emitted the absence of
modulation from SG and power level is 100mV/m.

Turn off the RF signal of the SG.

EUT have transmitted the maximum modulation signal and fixed channelize.

Setting the spectrum as

fellow :

RBW/VBW=1MHz/1MHz

Span=0MHz

Sweep time=auto

Sweep mode=continuous

Detect mode=positive

peak

SSG adjusted the frequency as same as the EUT transmitted signal and emitted the absence of
modulation from SSG and power level is (On 22.79+Gr-20*log(f)[dBm] (Gr: dBi; f: MHZz). Then turn off
the RF signal of SSG.

EUT have transmitted the maximum modulation signal and fixed channelize.

Setting of SA is following as: RB:1MHz / VB:1MHz / SPAN: 50MHz / AT: 10dB /Ref: 0dBm / Sweep
time: Auto / Sweep Mode: Continuous sweep / Detect mode: Positive peak.

SSG RF Signal On.

EUT shall be stop the transmitted any signal and SSG RF Signal Off. Then EUT will be continuous
transmitted signal.

TEST RESULTS

Test Mode Test Result
802.11a Pass
802.11n(HT20) Pass
802.11n(HT40) Pass
802.11ac(VHT20) Pass
802.11ac(VHTA40) Pass

Note:

1. after a carrier signal 22.79+Gr-20*log(f)[dBm] was injected into EUT, it stopped transmission.

2. The EUT has three carriers in the test
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4.9.Construction protection method
Requirement

The high-frequency section and modulation section of the radio equipment except for the antenna system
shall not be capable of being opened easily

Confirmation method

Protected Method special construction

The RF chip uses BGA encapsulation. RF and Modulation parts are
Description mounted on PCB with surface mount technology, and there are no any
adjustable parts on PCB or adjustable parts are not exposed.

4.10. Interference Prevention Function

Requirement

Clarify, the one automatically to transmit and to receive identification code with the wireless equipment of the
wireless station used in the same premises.

Interference Prevention Function Confirm

A communication link was made where the ID code is correct (Identical).

TEST PROCEDURE

1. Connect the EUT in network
2. Open the software
3. We can get the information as follows:

TEST RESULTS

Good
MAC Address: BBCAECB1230C
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S.TEST SETUP PHOTOS OF THE EUT

Reference to the test report No. GTS20260713026-1-08.

6. EXTERNAL AND INTERNAL PHOTOS OF THE EUT

Reference to the test report No. GTS20260713026-1-08.

**********************T H E E N D**********************



