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1. ATTESTATION OF TEST RESULTS

COMPANY NAME:

EUT DESCRIPTION: BLE HYBRID WATCH

MODEL: NDW2M4, NDW2V, NDW2Y, NDW2R2, NDW2T, NDW2S,
NDW2A1, NDW2E2, NDW2F8, NDW2F9, NDW2B2, NDW2J2,
NDW2A3, NDW2M5

SERIAL NUMBER: SAM13EB145 (Radiated); SAM19EBO060 (Conducted)
DATE TESTED: June 30, 2016 to June 01, 2017
APPLICABLE STANDARDS
STANDARD TEST RESULTS
CFR 47 Part 15 Subpart C Pass
INDUSTRY CANADA RSS-210 Issue 9 Pass
INDUSTRY CANADA RSS-GEN Issue 4 Pass

UL Verification Services Inc. tested the above equipment in accordance with the requirements
set forth in the above standards. All indications of Pass/Fail in this report are opinions
expressed by UL Verification Services Inc. based on interpretations and/or observations of test
results. Measurement Uncertainties were not taken into account and are published for
informational purposes only. The test results show that the equipment tested is capable of
demonstrating compliance with the requirements as documented in this report.

Note: The results documented in this report apply only to the tested sample, under the
conditions and modes of operation as described herein. This document may not be altered
or revised in any way unless done so by UL Verification Services Inc. and all revisions are
duly noted in the revisions section. Any alteration of this document not carried out byUL
Verification Services Inc. will constitute fraud and shall nullify the document. This report
must not be used by the client to claim product certification, approval, or endorsement by
NVLAP, NIST, any agency of the Federal Government, or any agency of any government.

Approved & Released For
UL Verification Services Inc. By: Prepared By:

s 4 =
:;}:ﬁfgﬂﬂL_,s} M

A}

DAN CORONIA JASON QIAN
OPERATIONS LEADER TEST ENGINEER
UL Verification Services Inc. UL Verification Services Inc.
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2. TEST METHODOLOGY

The tests documented in this report were performed in accordance with NCC LP0002: 2016
Section 3.10.2, ANSI C63.10-2013, FCC CFR 47 Part 2, FCC CFR 47 Part 15, RSS-GEN Issue
4, and RSS-210.

3. FACILITIES AND ACCREDITATION

The test sites and measurement facilities used to collect data are located at 47173 and 47266
Benicia Street, Fremont, California, USA. Line conducted emissions are measured only at the
47173 address. The following table identifies which facilities were utilized for radiated emission
measurements documented in this report. Specific facilities are also identified in the test results
sections.

47173 Benicia Street 47266 Benicia Street
[ ] Chamber A(ISED: 2324B-1) [ ] Chamber D(ISED: 22541-1)

[XI Chamber B(ISED: 2324B-2) | [ ] Chamber E(ISED: 22541-2)

X] Chamber C(ISED: 2324B-3) [ ] Chamber F(ISED: 22541-3)
[ ] Chamber G(ISED: 22541-4)
] Chamber H(ISED: 22541-5)

The above test sites and facilities are covered under FCC Test Firm Registration # 208313.
Chambers A through C are covered under Industry Canada company address code 2324B with
site numbers 2324B -1 through 2324B-3, respectively. Chambers D through H are covered
under Industry Canada company address code 22541 with site numbers 22541 -1 through
22541-5, respectively.

4. CALIBRATION AND UNCERTAINTY
4.1. MEASURING INSTRUMENT CALIBRATION

The measuring equipment utilized to perform the tests documented in this report has been
calibrated in accordance with the manufacturer's recommendations, and is traceable to
recognized national standards.

4.2. SAMPLE CALCULATION

Where relevant, the following sample calculation is provided:
Field Strength (dBuV/m) = Measured Voltage (dBuV) + Antenna Factor (dB/m) +
Cable Loss (dB) — Preamp Gain (dB)
36.5 dBuV + 18.7 dB/m + 0.6 dB — 26.9 dB = 28.9 dBuV/m
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4.3. MEASUREMENT UNCERTAINTY

Where relevant, the following measurement uncertainty levels have been estimated for tests

performed on the apparatus:

PARAMETER UNCERTAINTY
Conducted Disturbance, 9KHz to 0.15 MHz 3.84dB
Conducted Disturbance, 0.15 to 30 MHz 3.65 dB
Radiated Disturbance, 9KHz to 30 MHz 3.15dB
Radiated Disturbance, 30 to 1000 MHz 5.36 dB
Radiated Disturbance,1000 to 18000 MHz 4.32 dB
Radiated Disturbance,18000 to 26000 MHz 4.45 dB
Radiated Disturbance,26000 to 40000 MHz 5.24 dB

Uncertainty figures are valid to a confidence level of 95%.
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5. SUMMARY TABLE

Standard Test Description Test Limit Test Test
Condition | Result
LP0O002 |Fundamental Emission <50mV/m Pass
Radiated
LP0O002 |Radiated Spurious Emission |< 54dBuV/m Pass
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6. EQUIPMENT UNDER TEST

6.1. DESCRIPTION OF EUT

The EUT is a BLE Hybrid Watch.

Brand Models
. NDW2M4, NDW2E?2,
Michael Kors NDW2MS5
Skagen NDW2V, NDW2Y
Armani Exchange NDW2R2, NDW2A3
Marc Jacobs NDW2T
Relic NDW2S
Misfit NDW2B2
Diesel NDW2J2
Fossil NDW2A1, NDW2F8,
NDW2F9
6.2. MODEL DIFFERENCES

According to Manufacturer Attestation Letter, unlicensed radio is electrically identical and the
PCBA are identical in all models. They share the same chipset, same power and same antenna
performance including antenna gain.
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6.3. MAXIMUM OUTPUT E-FIELD STRENGTH

The transmitter has a maximum output peak E-field as follows:

Frequency Range Mode Output PK E-field Strength
(MHz) (dBuV/m)
2402 - 2480 BLE 84.69
6.4. DESCRIPTION OF AVAILABLE ANTENNAS

The radio utilizes a Loop Trace antenna, with a maximum gain of -11.58 dBi.

6.5. SOFTWARE AND FIRMWARE

The test utility software used during testing was Connection Manager by Dialog Semiconductor,
rev. 3.0.10.

6.6. WORST-CASE CONFIGURATION AND MODE

Radiated emission was performed with the EUT set to transmit at the channel with highest
output power as worst-case scenario.

Worst-Case was investigated on Radiated Fundamental and Bandedge testing for all models
and styles. Model NDW2J (DZT1000) was determined to be worst-case and performed
emission testing.

The fundamental of the EUT was investigated in three orthogonal orientations X, Y, Z, it was

determined that Y orientation was worst-case orientation; therefore, all final radiated testing was
performed with the EUT in Y orientation.
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6.7.

DESCRIPTION OF TEST SETUP

SUPPORT EQUIPMENT

Support Equipment List

Description Manufacturer Model Serial Number
Laptop Lenovo 2349CW5 PBB4AMAY
AC Adapter Lenovo ADLX90NLT2A N/A
DC Power Supply Sorensen XT 20-3 1318A00530
I/O CABLES
1/0 Cable List
Cable |Port # of identical |Connector |Cable Type |Cable Length{Remarks
No ports Type (m)
1 USB 1 USB-Serial Shielded 1.8 EUT to Laptop
2 DC 1 Banana Plug [Shielded 0.5m EUT to DC Power Supply
3 AC 1 3-prong Shielded 1.5m Laptop to AC Mains
4 AC 1 3-prong Shielded 1.5m Power Supply to AC Mains
TEST SETUP

The EUT is connected with a host laptop computer by USB to Serial cable during the tests, test
software exercised the radio.
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SETUP DIAGRAM FOR TESTS
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7. TEST AND MEASUREMENT EQUIPMENT

The following test and measurement equipment was utilized for the tests documented in this

report:

THE TEST EQUIPMENT FOR USED TEST DATA

Test Equipment List

Description Manufacturer Model T Number |Cal Due
Spectrum Analyzer, 44 GHz Agilent / HP E4446A 123 10/22/16
Spectrum Analyzer, PXA3Hz to 44GHz Keysight N9030A 907 01/06/17
Spectrum Analyzer, PXA, 3Hz to 44GHz Keysight N9030A 1450 12/12/16
Antenna, Biconolog, 30MHz-1 GHz Sunol Sciences JB1 122 01/29/17
Antenna, Horn, 18GHz ETS Lindgren 3117 119 02/04/17
Antenna, Horn, 18GHz ETS Lindgren 3117 345 03/07/17
Antenna, Horn, 26.5 GHz ARA MWH-1826/8B 449 05/26/17
Antenna, Loop, 9KHz to 30MHz EMCO 80465 35 03/24/17
High Pass Filter 3GHz Microtronics HPM17543 485 03/09/17
RF Preamplifier, 1GHz - 18GHz Miteq NSP4000-SP2 493 04/07/17
RF Preamplifier, 18GHz - 26.5GHz HP 84498 404 11/29/16
RF Preamplifier, 1GHz - 8GHz Miteq AMF-4D-01000800-30-29p |1156 03/09/17
RF Preamplifier, 30MHz - 1GHz HP 8447D 15 08/14/16
Test Software List
Description Manufacturer Model Version
Radiated Software UL UL EMC Ver 9.5, Apr 26, 2016
Conducted Software UL UL EMC Ver 9.5, May 26, 2015
Conducted Port Software UL UL RF Ver 5.0, UNE 22, 2016
THE TEST EQUIPMENT FOR NEW TEST DATA
Test Equipment List
Description Manufacturer Model T Number [Cal Due
Spectrum Analyzer, PXA3Hz to 44GHz Keysight N9030A 907 01/21/18
Antenna, Biconolog, 30MHz-1 GHz Sunol Sciences JB1 122 02/12/18
Antenna, Horn, 18GHz ETS Lindgren 3117 119 02/04/18
RF Preamplifier, 1GHz - 18GHz Miteq NSP4000-SP2 493 05/01/18
RF Preamplifier, 30MHz - 1GHz HP 8447D 15 09/14/18
Test Software List
Description Manufacturer Model Version
Radiated Software UL UL EMC Ver 9.5, Apr 26, 2016
Conducted Software UL UL EMC Ver 9.5, May 26, 2015
Conducted Port Software UL UL RF Ver 5.0, UNE 22, 2016
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8. TEST RESULTS

8.1. ANTENNA PORT TEST RESULTS

8.1.1. ON TIME AND DUTY CYCLE

LIMITS

None; for reporting purposes only.

RESULTS
Mode ON Time | Period | Duty Cycle Duty Duty Cycle
B X Cycle Correction Factor
(msec) | (msec) (linear) (%) (dB)
BLE 0.3851 | 0.6252 0.616 61.60% 2.10

DUTY CYCLE PLOT

DUTY CYCLE BLE MODE
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8.1.2. 99% BANDWIDTH

LIMITS

None; for reporting purposes only.

RESULTS
Frequency 99% Bandwidth
(MHz) (MHz)
2402 1.0596
2442 1.0569
2480 1.0566
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8.2. RADIATED EMISSIONS

LIMIT

NCC LP0002 §3.10.2

NCC LP0002 §2.7 and §2.8

FCC 15.249

ISED RSS-210

ISED RSS-GEN Clause 8.9 (Transmitter)
ISED RSS-GEN Clause 7 (Receiver)

Operation within the bands 2400-2483.5 MHz, 5725-5875 MHZ, and 24.0-24.25 GHz.
(a) Except as provided in paragraph (b) of this section, the field strength of emissions from
intentional radiators operated within these frequency bands shall comply with the following:

Field Strength of

Fundamental frequency (MHz)

Fundamental Emissions
(millivolts/meter)

Field Strength of Harmonics
Emissions (microvolts/meter)

2400-2483.5 50 500
5725-5875 50 500
24000-24250 250 2500

(d) Emissions radiated outside of the specified frequency bands, except for harmonics, shall be
attenuated by at least 50 dB below the level of the fundamental or to the general radiated emission
limits in § 15.209, whichever is the lesser attenuation.

] r.1aasur_a-

Fraquency (MHz] imli:éfcﬂélllgrr:'ng;'t;r] mlaala-lrtncl:-la:a-
[mistars)

0.005-0.490 ... | 2400F (kHzZ) o0
04801705 e | 240000FkHZ) 20
17052300 ... ] 30 20
88 e 10D 3
322168 ... 160 3
ME-080 e | 200 3
Abowve B30 L | B00 3

“ Except as provided in paragraph (), fundamental smis-
siong from intentional radiators opsrating under this ssction
shall not be koated in the frequeancy bands 54-72 MHz, 76—
88 MHz, 174-216 MHz or 470208 MHz. Howewer, oparation
within thess frequency bands is parmitted undar ather sec-
tions of thiz part, &.g., $§15.221 and 15 241,
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RESULTS

8.2.1. FUNDAMENTAL FREQUENCY RADIATED EMISSION

Frequency Meter Corrected Margin PK Margin | Azimuth Height
. AF T345 | Amp/Cbl/FI] DC Corr . Avg Limit Peak Limit 3

(GHz) Reading (d8/m) | tr/Pad (dB) (dB) Reading (dBuv/m) (dB) (dBuV/m) (dB) (Degs) (cm) Polarity

(dBuv) (dBuv/m)

2.402 68.5 32.2 -22.4 0 78.3 - - 114
2.402 65.89 32.2 -22.4 2.1 77.79
2.402 73 32.2 -22.4 0 82.8
2.402 70.03 32.2 -22.4 2.1 81.93
2.442 65.2 32.2 -22.3 0 75.1
2.442 62.16 32.2 -22.3 2.1 74.16
2.442 72.26 32.2 -22.3 0 82.16
2.442 69.39 32.2 -22.3 2.1 81.39
2.48 63.72 323 -22.2 0 73.82
2.48 60.43 32.3 -22.3 2.1 72.53
2.48 74.69 PK2 323 -22.3 0 84.69
2.48 71.85 MAv1 32.3 -22.3 2.1 83.95

<I<|T|IT|I<|I<|IT|ITI<|<|T|T

PK2 - KDB558074 Method: Maximum Peak
MAVv1 - KDB558074 Option 1: Maximum RMS Average
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REPORT NO: 16U23613-E16V4 DATE: NOVEMBER 10, 2017
FCC ID: UK7-NDW2A ISED: 6708A-NDW2A

8.2.2. TRANSMITTER RESTRICTED BAND EDGES

RESTRICTED BANDEDGE (LOW CHANNEL, HORIZONTAL)

LOW CH RESTRICTED, Horizontal

Trace Markers

Marker Frequency Meter Det "AF 7345 (dB/m) AmpICbI/Fitr/Pad (dB) DC Corr (dB) Corrected ‘Average Limit Margin Peak Limit (dBUV/m) PK Margin Azimuth Height Polarity
(GH2) Reading Reading (dBuV/m) (dB) (dB) (Degs) (em)
(@BuY) (dBuV/m)
1 *2.39 35.91 Pk 321 -22.3 0 4571 - - 74 -28.29 117 225 H
2 *2377 38.57 Pk 32 -22.4 0 48.17 - - 74 -25.83 117 225 H
3 *2.39 26.34 RMS 321 -22.3 2.1 38.24 54 -15.76 - - 117 225 H
4 *2.329 27.63 RMS 317 -22.4 2.1 39.03 54 -14.97 117 225 H

* - indicates frequency in CFR15.205/1C8.10 RSS-Restricted Band
Pk - Peak detector

RMS - RMS detection
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REPORT NO: 16U23613-E16V4

FCC ID: UK7-NDW2A

DATE: NOVEMBER 10, 2017

ISED: 6708A-NDW2A

RESTRICTED BANDEDGE (LOW CHANNEL, VERTICAL)

Trace Markers

LOW CH RESTRICTED, Vertical

Marker Frequency Meter Det “AF T345 (dB/m) “AmPpICDI/FItr/Pad (dB) DC Corr (d8) Corrected “Average Limit (aBuv/m) Margin Peak Limit (dBuV/m) PK Margin “Azimuth Height Polarity
(GH2) Reading Reading (dB) (dB) (Degs) (cm)
(dBuV) (dBuv/m)
1 *2.39 36.87 Pk 321 -22.3 0 46.67 - 74 -27.33 218 126 \
2 *2.39 39.72 Pk 321 -22.3 0 49.52 - - 74 -24.48 218 126 \
3 *239 2595 RMS 321 223 21 3785 54 -16.15 - - 218 126 v
4 *2.39 27.12 RMS 321 -22.3 2.1 39.02 54 -14.98 218 126 \

* - indicates frequency in CFR15.205/1C8.10 RSS-Restricted Band
Pk - Peak detector

RMS - RMS detection
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RESTRICTED BANDEDGE (HIGH CHANNEL, HORIZONTAL)

HIGH CH RESTRICTED, Horizontal

Trace Markers

Marker Frequency Meter Det "AF T345 (dB/m) AmpICHI/FitriPad (dB) DC Corr (dB) Corrected “Average Limit (dBuv/m) Margin Peak Limit (dBuV/m) PK Margin “Azimuth Height Polarity
(GH2) Readi Reading (d8) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2.484 43.23 Pk 323 -223 0 53.23 - - 74 -20.77 119 397 H
2 *2.484 4354 Pk 323 -22.3 0 53.54 - - 74 -20.46 119 397 H
3 *2.484 26.54 RMS 323 -22.3 2.1 38.64 54 -15.36 - - 119 397 H
4 2501 27.87 RMS 323 -222 21 40.07 54 -13.93 119 397 H

* - indicates frequency in CFR15.205/1C8.10 RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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RESTRICTED BANDEDGE (HIGH CHANNEL, VERTICAL)

HIGH CH RESTRICTED, Vertical

Trace Markers

Marker requency Meter Det “AF 1345 (dB/m) AmpIChI/Fitr/Pad (dB) DC Corr (dB) Corrected "Average Limit (dBUV/m) Margin Peak Limit (dBUV/m) PK Margin “Azimuth Height Polarity
(GH2) Reading Reading (dB) (dB) (Degs) (cm)
(dBuY) (dBuV/m)
1 *2.484 46.68 Pk 323 -22.3 0 56.68 - - 74 -17.32 224 212 \
2 *2.484 47.65 Pk 323 -22.3 0 57.65 - - 74 -16.35 224 212 \Y
3 *2.484 26.42 RMS 323 -223 21 38.52 54 -15.48 - - 224 212 i
4 *2.485 29.91 RMS 323 -22.3 2.1 42,01 54 -11.99 224 212 \

* - indicates frequency in CFR15.205/IC8.10 RSS-Restricted Band

Pk - Peak detector
RMS - RMS detection
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8.2.3. HARMONICS AND SPURIOUS EMISSIONS ABOVE 1GHz

Low Channel Result

HORIZONTAL
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DATE: NOVEMBER 10, 2017
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Trace Markers

Marker Frequency Meter Det AF T119 (dB/m) Amp/Cbl/Fitr/Pad (dB) DC Corr (dB) Corrected “Avg Limit (dBuV/m) Margin Peak Limit (dBuV/m). PK Margin Azimuth Height Polarity
(GH2) Reading Reading (d8) (d8) (Degs) (em)
(dBuV) (dBuV/m)
1 *138 3157 Pk 291 203 0 4037 74 3363 0-360 200 H
2 *1.38 331 Pk 29.1 -203 0 419 74 -32.1 0-360 200 v
3 *1.594 32.49 Pk 219 -20.2 0 40.19 74 -33.81 0-360 200 \
4 *4.804 32.79 Pk 342 -27.4 0 39.59 74 -34.41 0-360 200 H
6 *4.804 33.23 Pk 34.2 =274 0 40.03 74 -33.97 0-360 100 Vv
5 7.206 3117 Pk 35.7 -26 0 40.87 - - 0-360 100 H
* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
Radiated Emissions
Frequency Meter Det AF T119 (dB/m) Amp/Cbl/Fltr/Pad DC Corr (dB) Corrected Avg Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) Reading (dBuVv/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuVv/m)
*138 35.58 PK2 29.1 -20.3 0 44.38 - - 74 -29.62 132 197 H
*1.38 24.15 MAvL 29.1 -20.3 21 35.05 54 -18.95 - - 132 197 H
*138 35.55 PK2 29.1 -20.3 0 44.35 - - 74 -29.65 203 135 \
*1.38 25.58 MAvL 29.1 -20.3 21 36.48 54 -17.52 - - 203 135 \
*1.594 41.17 PK2 27.9 -20.1 0 48.97 - - 74 -25.03 223 116 i
*1.595 24.58 MAvL 27.9 -20.2 21 34.38 54 -19.62 - - 223 116 \
*4.804 40.13 PK2 34.2 -21.5 0 46.83 - - 74 -27.17 12 330 H
*4.804 31.85 MAvL 34.2 -27.4 21 40.75 54 -13.25 - - 12 330 H
*4.804 39.63 PK2 34.2 -21.5 0 46.33 - - 74 -27.67 280 136 \
*4.804 30.67 MAvL 34.2 -27.4 21 39.57 54 -14.43 - - 280 136 \
7.206 31.17 Pk 35.7 -26 0 40.87 - - 74 -33.13 0-360 100 H

* - indicates frequency in CFR15.205/1C8.10 RSS-Restricted Band

Pk - Peak detector
PK2 - KDB558074 Method: Maximum Peak
MAVv1 - KDB558074 Option 1 Maximum RMS Average
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Middle Channel Result

HORIZONTAL

VERTICAL
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Trace Markers

Marker Frequency Meter Det AF T345 (dB/m) Amp/Cbl/Fitr/Pad (dB) DC Corr (dB) Corrected “Avg Limit (dBuV/m) Margin Peak Limit (dBuV/m). PK Margin Azimuth Height Polarity
(GH2) Reading Reading (d8) (d8) (Degs) (em)
uv) (dBuV/m)
1 *1.593 .75 Pk 28.1 -22.3 0 6.55 74 -37.45 0-360 199 H
2 *1.593 .89 Pk 281 -223 0 8.69 74 -35.31 0-360 199 Vv
3 *4.884 .65 Pk 33.8 -32.8 0 0.65 74 -33.35 0-360 101 H
4 *7.325 36.26 Pk 356 -30.3 0 4156 74 -32.44 0-360 101 H
5 *4.884 40.07 Pk 33.8 -328 0 41.07 74 -32.93 0-360 101 Vv
6 *7.325 36.63 Pk 35.6 -30.3 0 41.93 74 -32.07 0-360 101 \
* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
Radiated Emissions
Frequency Meter Det AF T345 (dB/m) Amp/Cbl/Fltr/Pad DC Corr (dB) Corrected Avg Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) Reading (dBuVv/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuVv/m)
*1.594 38.99 PK2 28.1 -22.3 0 44.79 - - 74 -29.21 63 247 H
*1.593 24.53 MAvL 28.1 -22.3 21 3243 54 -21.57 - - 63 247 H
*1.593 36.98 PK2 28.1 -22.3 0 42.78 - - 74 -31.22 160 183 \
*1.594 24.37 MAvL 28.1 -22.3 21 32.27 54 -21.73 - - 160 183 \
*4.884 43.98 PK2 33.8 -32.8 0 44.98 - - 74 -29.02 116 133 H
*4.884 35.63 MAvL 33.8 -32.8 21 38.73 54 -15.27 - - 116 133 H
*7.326 4158 PK2 35.6 -30.3 0 46.88 - - 74 -27.12 121 252 H
*17.325 31.64 MAvL 35.6 -30.3 21 39.04 54 -14.96 - - 121 252 H
*4.884 42.77 PK2 33.8 -32.8 0 43.77 - - 74 -30.23 161 110 \
*4.884 33.86 MAvL 33.8 -32.8 21 36.96 54 -17.04 - - 161 110 \
*7.321 42.12 PK2 35.6 -30.3 0 47.42 - - 74 -26.58 168 101 \
*7.325 325 MAv1 35.6 -30.3 21 39.9 54 -14.1 - - 168 101 Vv

* - indicates frequency in CFR15.205/1C8.10 RSS-Restricted Band

PK2 - KDB558074 Method: Maximum Peak
MAvV1 - KDB558074 Option 1 Maximum RMS Average
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High Channel Result

HORIZONTAL
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Trace Markers

Marker Frequency Meter Det AF T119 (dB/m) Amp/Cbl/Fltr/Pad (dB) DC Corr (dB) Corrected Avg Limit (dBuV/m) Margin Peak Limit (dBuV/m) PK Margin Azimuth Height Polarity
(GH2) Reading Reading (d8) (d8) (Degs) (em)
(dB: (dBuV/m)
1 *1.595 32.39 Pk 219 -20.2 0 40.09 74 -33.91 0-360 100 \4
3 *4.959 33.21 Pk 34.2 -274 0 40.01 74 -33.99 0-360 200 H
4 *7.44 3257 Pk 35.7 -25.3 0 4297 74 -31.03 0-360 100 H
5 *4.959 3283 Pk 342 274 0 39.63 74 3437 0-360 100 vV
6 *7.44 30.75 Pk 35.7 -253 0 4115 74 -32.85 0-360 100 \%
2 1.753 3151 Pk 29.7 -19.8 0 4141 - - 0-360 200 \
* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
Radiated Emissions
Frequency Meter Det AF T119 (dB/m) Amp/Cbl/Fltr/Pad DC Corr (dB) Corrected Avg Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) Reading (dBuVv/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuVv/m)
*1.596 4148 PK2 28 -20 0 49.48 - - 74 -24.52 207 177 \
*1.595 24.58 MAvL 27.9 -20.2 21 34.38 54 -19.62 - - 207 177 \
*4.96 4172 PK2 34.2 -27.4 0 48.52 - - 74 -25.48 23 281 H
*4.96 32.86 MAvL 34.2 -27.4 21 41.76 54 -12.24 - - 23 281 H
*7.439 38.61 PK2 35.7 -25.4 0 48.91 - - 74 -25.09 347 100 H
*7.439 29.32 MAvL 35.7 -25.3 21 41.82 54 -12.18 - - 347 100 H
*4.96 39.01 PK2 34.2 -27.4 0 45.81 - - 74 -28.19 299 101 \
*4.96 29.83 MAvL 34.2 -27.4 21 38.73 54 -15.27 - - 299 101 \
*7.439 37.03 PK2 35.7 -25.3 0 47.43 - - 74 -26.57 314 332 \
*7.439 27.14 MAvL 35.7 -25.4 21 39.54 54 -14.46 - - 314 332 \
1.753 3151 Pk 29.7 -19.8 0 41.41 - - 74 -32.59 0-360 200 \

* - indicates frequency in CFR15.205/1C8.10 RSS-Restricted Band

Pk - Peak detector
PK2 - KDB558074 Method: Maximum Peak
MAVv1 - KDB558074 Option 1 Maximum RMS Average
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8.2.4. RECEIVER SPURIOUS EMISSIONS ABOVE 1GHz

Result

HORIZONTAL
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Trace Markers

Marker Frequency Meter Det AF T346 (dB/m) Amp/Cbl/Fltr/Pad Corrected Avg Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) dBuVv/m;
1 *1.109 34.77 Pk 26.5 -23.1 38.17 - - 74 -35.83 0-360 200 \
2 *4.679 34.22 Pk 34.4 -29.9 38.72 - - 74 -35.28 0-360 102 H
3 *7.325 32.01 Pk 36 -21.7 40.31 - - 74 -33.69 0-360 102 H
4 *12.003 28.19 Pk 39.8 -234 44.59 - - 74 -29.41 0-360 102 H
5 *4.788 36.33 Pk 344 -28.9 41.83 - - 74 -32.17 0-360 102 \
6 *11.011 28.11 Pk 385 -22.9 43.71 - - 74 -30.29 0-360 102 \

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector

Radiated Emissions

Frequency Meter Det AF T346 (dB/m) Amp/Cbl/Fltr/Pa Corrected Avg Limit Margin Peak Limit PK Margin Azimuth Height Polarity

(GHz) Reading d (dB) Reading (dBuVv/m) (dB) (dBuv/m) (dB) (Degs) (cm)

(dBuv) (dBuv/m)

*1.108 35.63 PK2 26.5 -23.1 39.03 - - 74 -34.97 132 358 \
*1.111 23.37 MAv1 26.5 -23.1 26.77 54 -27.23 - - 132 358 \
*4.681 39.62 PK2 34.4 -29.9 44.12 - - 74 -29.88 357 211 H

*4.68 28.35 MAv1 34.4 -29.9 32.85 54 -21.15 - - 357 211 H
*7.325 37.36 PK2 36 -21.7 45.66 - - 74 -28.34 164 393 H
*7.326 25.77 MAv1 36 -27.7 34.07 54 -19.93 - - 164 393 H
*12.003 337 PK2 39.8 -234 50.1 - - 74 -23.9 178 314 H
*12.003 21.68 MAv1 39.8 -23.4 38.08 54 -15.92 - - 178 314 H
*12.002 33.05 PK2 39.8 -23.4 49.45 - - 74 -24.55 178 314 H
*12.003 21.64 MAvV1 39.8 -23.4 38.04 54 -15.96 - - 178 314 H
*4.789 38.71 PK2 34.4 -28.9 44.21 - - 74 -29.79 349 238 \
*4.787 27.01 MAv1 344 -28.9 32.51 54 -21.49 - - 349 238 \
*11.012 3341 PK2 38.5 -22.9 49.01 - - 74 -24.99 349 238 \
*11.012 2251 MAv1 38.5 -22.9 38.11 54 -15.89 - - 349 238 \

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
PK2 - KDB558074 Method: Maximum Peak
MAv1 - KDB558074 Option 1 Maximum RMS Average
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8.2.5. WORST-CASE BELOW 30 MHz

SPURIOUS EMISSIONS BELOW 30 MHz

Note: The anechoic chamber has been properly calibrated so that the measurement results
correspond to what would be obtained from an open field sites.

Trace Markers

Marker Frequency Meter Det Loop Antenna Cbl (dB) Dist Corr 300m Corrected Peak Limit Margin Avg Limit Margin Azimuth
(MHz) Reading (dB/m) Reading (dBuVv/m) (dB) (dBuVv/m) (dB) (Degs)
(dBuv) (dBuVolts)
5 .03798 40.04 Pk 12.3 14 -80 -26.26 56.01 -82.27 36.01 -62.27 0-360
1 .05909 41.06 Pk 11.2 14 -80 -26.34 52.17 -78.51 32.17 -58.51 0-360
Pk - Peak detector
Marker Frequency Meter Det Loop Antenna Cbl (dB) Dist Corr 30m Corrected Peak Limit Margin Avg Limit Margin Azimuth
(MHz) Reading (dB/m) Reading (dBuVv/m) (dB) (dBuv/m) (dB) (Degs)
(dBuv) (dBuVolts)
6 10.10682 24.08 Pk 10.8 1.6 -40 -3.52 29.54 -33.06 - - 0-360
2 13.79106 14.69 Pk 10.6 1.6 -40 -13.11 29.54 -42.65 - - 0-360
7 18.16279 23.18 Pk 10.3 1.6 -40 -4.92 29.54 -34.46 - - 0-360
3 20.37617 18.81 Pk 10 17 -40 -9.49 29.54 -39.03 - - 0-360
8 20.37722 22.62 Pk 10 1.7 -40 -5.68 29.54 -35.22 - - 0-360
4 28.77274 18.79 Pk 8.3 1.7 -40 -11.21 29.54 -40.75 - - 0-360

Pk - Peak detector
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8.2.6. WORST-CASE BELOW 1 GHz

SPURIOUS EMISSIONS 30 TO 1000 MHz

HORIZONTAL

VERTICAL
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Trace Markers

Marker Frequency Meter Det AF T122 (dB/m) Amp/Cbl (dB) Corrected QPK Limit (dBuVv/m) Margin Azimuth Height Polarity
(MHz) Reading Reading (dB) (Degs) (cm)
(dBuv) (dBuVv/m)
1 30.085 38.84 Pk 25.2 -27.3 36.74 40 -3.26 0-360 100 \Y
30.085 25.88 Qp 25.1 -27.2 23.78 40 -16.22 22 108 V
2 41.1988 37.76 Pk 16.9 -27 27.66 40 -12.34 0-360 100 \Y
3 66.55 36.68 Pk 11.9 -26.7 21.88 40 -18.12 0-360 100 \
4 242 43.47 Pk 15.5 -24.7 34.27 46.02 -11.75 0-360 100 H
5 266.1 39.17 Pk 16.8 -24.5 31.47 46.02 -14.55 0-360 100 H
6 290.2 40.27 Pk 173 -24.4 33.17 46.02 -12.85 0-360 100 H
7 314.4 33.53 Pk 17.7 -24.4 26.83 46.02 -19.19 0-360 100 H
8 242 39.33 Pk 15.5 -24.7 30.13 46.02 -15.89 0-360 200 V
9 266.1 32.38 Pk 16.8 -24.5 24.68 46.02 -21.34 0-360 200 V
10 290.3 33.36 Pk 173 -24.4 26.26 46.02 -19.76 0-360 200 \Y

Pk - Peak detector
Qp - Quasi-Peak detector
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8.2.7. RECEIVER BELOW 1 GHz

SPURIOUS EMISSIONS 30 TO 1000 MHz

| HORIZONTAL |

R5|

Page 34 of 43

UL VERIFICATION SERVICES INC. FORM NO: CCSUP4701i
47173 BENICIA STREET, FREMONT, CA 94538, USA TEL: (510) 771-1000 FAX: (510) 661-0888
This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc.




REPORT NO: 16U23613-E16V4 DATE: NOVEMBER 10, 2017
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Trace Markers

Marker Frequency Meter Det AF T477 (dB/m) Amp/Cbl (dB) Corrected QPK Limit (dBuVv/m) Margin Azimuth Height Polarity
(MHz) Reading Reading (dB) (Degs) (cm)
(dBuV) (dBuVv/m)
5 *110.9197 31.38 Pk 16.7 -27.8 20.28 43.52 -23.24 0-360 100 \
6 * 240.7053 40.2 Pk 15.5 -26.4 29.3 46.02 -16.72 0-360 100 H
1 30.2551 30.3 Pk 253 -28.8 26.8 40 -13.2 0-360 200 H
4 32.2531 31.33 Pk 23.7 -28.8 26.23 40 -13.77 0-360 100 \
2 40.4577 34.82 Pk 17.7 -28.7 23.82 40 -16.18 0-360 300 H
3 159.9986 3259 Pk 16.2 -27.2 21.59 43.52 -21.93 0-360 200 H
7 289.0116 40.36 Pk 17.2 -25.9 31.66 46.02 -14.36 0-360 100 H
8 361.0209 36.25 Pk 18.7 -25.8 29.15 46.02 -16.87 0-360 100 H

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
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8.2.8. WORST-CASE ABOVE 18 GHz

SPURIOUS EMISSIONS 18 TO 26 GHz

| HORIZONTAL |

UL EMC
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Trace Markers

Marker Frequency Meter Det AF T449 Amp/Cbl Dist Corr Corrected Avg Limit Margin Peak PK
(GHz) Reading (dB/m) (dB) (dB) Reading (dBuv/m) (dB) Limit Margin
(dBuv) (dBuVolts (dBuVv/m) (dB)
)
1 18.933 413 Pk 325 -25.3 -9.5 39 54 -15 74 -35
2 21.037 41.77 Pk 33.1 -25.2 -9.5 40.17 54 -13.83 74 -33.83
3 23.948 43.8 Pk 34 -24.3 -9.5 44 54 -10 74 -30
4 19.086 41.13 Pk 32.6 -24.9 -9.5 39.33 54 -14.67 74 -34.67
5 21.537 41.17 Pk 33.2 -25.2 -9.5 39.67 54 -14.33 74 -34.33
6 25.087 44.2 Pk 34.3 -24.5 -9.5 445 54 -95 74 -29.5

Pk - Peak detector
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