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213000 Changzhou PEOPLE'S REPUBLIC OF CHINA. 

 
 

  

 
     
Test Result : ◼ Positive  Negative  
     
     
     
Total pages including 
Appendices 

 
: 

 
24 

  

 
 
 
TÜV SÜD Certification and Testing (China) Co., Ltd. Shanghai reports apply only to the specific samples tested under 
stated test conditions.  Construction of the actual test samples has been documented.  It is the manufacturer's 
responsibility to assure that additional production units of this model are manufactured with identical electrical and 
mechanical components.  The manufacturer/importer is responsible to the Competent Authorities in Europe for any 
modifications made to the production units which result in non-compliance to the relevant regulations.  TÜV SÜD 
Certification and Testing (China) Co., Ltd. Shanghai shall have no liability for any deductions, inferences or 
generalizations drawn by the client or others from TÜV SÜD Certification and Testing (China) Co., Ltd. Shanghai 
issued reports. 
 
This report is the confidential property of the client.  As a mutual protection to our clients, the public and ourselves, 

extracts from the test report shall not be reproduced except in full without our written approval. 
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1 General Information 
 
1.1 Notes 

TÜV SÜD Certification and Testing (China) Co., Ltd. Shanghai – EMC-Lab is a subcontractor to TÜV 
SÜD Product Service GmbH according to the principles outlined in ISO 17025. 

TÜV SÜD Certification and Testing (China) Co., Ltd. Shanghai – EMC-Lab reports apply only to the 
specific samples tested under stated test conditions.  Construction of the actual test samples has 
been documented.  It is the manufacturer's responsibility to assure that additional production units of 
this model are manufactured with identical electrical and mechanical components. The 
manufacturer/importer is responsible to the Competent Authorities in Europe for any modifications 
made to the production units which result in non-compliance to the relevant regulations.  TÜV SÜD 
Certification and Testing (China) Co., Ltd. Shanghai – EMC-Lab shall have no liability for any 
deductions, inferences or generalizations drawn by the client or others from TÜV SÜD Certification 
and Testing (China) Co., Ltd. Shanghai – EMC-Lab issued reports. 

This report is the confidential property of the client.  As a mutual protection to our clients, the public 
and ourselves, extracts from the test report shall not be reproduced except in full without our written 
approval. 
 
 
 
 
 
 

    

Prepared by 2025.11.05  Jiaxi XU  
 
 

Project Engineer Date Name Signature 
    
    

Approved by 2025.11.05   Zhining ZHANG  

 

 
Project Manager Date Name Signature 
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1.2 Testing Laboratory 

 
Address of Test Laboratory: 
 

  
Company name: TÜV SÜD Certification and Testing (China) Co., Ltd. Shanghai Branch  

 
 
Company Address: No.16 Lane, 1951 Du Hui Road, Shanghai 201108, P.R. China 
  
Telephone: +86 21 6141 0123 

 
Fax: +86 21 6140 8600 

 

1.3 Details of Applicant 
  

 Applicant: Changzhou Yooksmart Innovation Co., Ltd 
 
 Address: 1F, Building 6C, No. 8 Xihu Road Jintong Industrial Park 
                 213000 Changzhou PEOPLE'S REPUBLIC OF CHINA 
 

Product Description: Wireless Remote Control 
 
Manufacturers Model No.: ST-16-02 
 

1.4 Application Details 

 
Date of receipt of order:  09/30/2025 
 
Date of receipt of test item:  10/15/2025 
  
Date of test: 10/15/2025 ~10/30/2025    

 
1.5 Test Item 
 
Refer to table 1 
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1.6 Applied Standard 

 
APPLIED PRODUCT STANDARD  

Article 2 Paragraph 1 item(19): Ministry of Internal 

Affairs and Communications Notification Article 88 

Appendix 43 
 
1.7 Test Summary  
Table 1. Summary of results 

Essential 
parameter 

Corresponding technical requirements: Article 88 
Appendix 43 

Result 

Transmitter 
requirements  

RF Output Power PASS 

RF Output Power Tolerance PASS 

Frequency Tolerance PASS 

Occupied Bandwidth PASS 

Spread Bandwidth PASS 

Interference prevention function PASS 

Unwanted (Spurious) Emission Strength PASS 

Receiver 
requirements 

Secondary Emitted Radio Wave Strength* N/A 

 
NOTE 1: Measurement taken is within the measurement uncertainty of measurement system. 
NOTE 2 “*” N/A is an abbreviation for Not Applicable. 
Remark: It is compliance to the appropriate section of the Ordinance Article 2 paragraph 1 Item (19).  
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2 Equipment Specification 
 

2.1 General Description 
      The EUT is a wireless remote control with 2.4GHz SRD transmitter and NFC 13.56MHz function.   

      This report is only for 2.4GHz SRD transmitter. 
 
 

2.2 Technical Data 
 

Description: Wireless Remote Control 
 

 

Model: ST-16-02 
 

 

Operation frequency: 2480MHz for SRD and 
13.56MHz for NFC 
 

 

Antenna type:  Ceramic Antenna  for 2.4GHz 
                        PCB antenna for NFC 
 

 

Antenna gain:  5.19dBi for 2.4GHz 
 

 

Rated Input:  DC 3V (2*AAA) 
 
 

 

Modulation: GFSK for 2.4GHz 
                    ASK for NFC 
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2.3 Test conditions and test Connections 

 
2.3.1 Test Conditions 

 
The EUT will be connected to test system in order to simulate normal operating conditions (with 
reference to the guidance given in the standard for this type of equipment). 
 

 
2.3.2 Test Connections 

 

 
Test Configuration 

 

  

EUT 

PC 

Spectrum 
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2.4 Auxiliary Equipment Used during Test 

 
Table 3. Auxiliary Equipment Used during Test 

DESCRIPTION MANUFACTURER MODEL NO. SERIAL NO. CAL. DUE DATE 

PC ThinkPad T480S --- --- 

 
2.5 Lists of Test Instruments 

 
Table 4. Lists of Test Instruments 

Description Manufacturer Model no. Serial no. CAL. DATE 
CAL. DUE 
DATE 

Signal spectrum 
analyzer 

Agilent N9020B MY59050168 2025-2-19 2026-2-18 

RF automatic 
control unit 

MWRFtest MW100-RFCB 
S2110418b 
-YQ-EMC 

2025-10-9 2026-10-8 

RF_Cable 
UCWAVE 
ELECTRONIC 

UCA500-NJWSM-1.5M --- 2025-8-1 2026-7-31 

 
Remark: 

(a) Calibration conducted by the National institute of Information and Communications Technology (NICTin Japan 
(hereinafter referred to as "NlCT") or a designated calibration agency under Article 102-18 paragraph (1). 

(b) Correction conducted pursuant to the provisions of Article 135 or Article 144 of the Measurement Act (Act No. 51 of 
1992). 

(c) Calibration conducted in countries except Japan, which shall be equivalent to the calibration conducted by the NlCT 
or a designated calibration agency under Article 102-18 paragraph (1). 

(d) Calibration, etc. conducted by using measuring instruments and other equipment listed in the right column of 
appended table No. 3, which shall have been given any type of calibration, etc. listed above from (a) to (c).the 
calibration corresponds to C described above. 

                                                                                                                         From JRL Article 24-2, paragraph 4, ltem 2 
 
All the test instruments calibration by Jiangsu Electronic Information Product Quality Supervision & Inspection 
Institute (Jiangsu Information Security Evaluation Center). 
Address: No.100, Jinshui Road, Wuxi, Jiangsu, China 

 
2.6 Measurement Uncertainty (95% confidence levels, k=2) 

 
System Measurement Uncertainty 

Test Items Extended Uncertainty 

RF Conducted Measurement Power related： 1.16dB 

Frequency related： 6.00×10-8   

 

Measurement Uncertainty Decision Rule: 

Determination of conformity with the specification limits is based on the decision rule according to IEC 
Guide 115: 2023, clause 4.3.3. 

 
 

  

http://www.tuvsud.com/


Report Number:709502508912-00                       

 

Title: MIC-2.4GHz SRD Test Report  
Revision: 23.00 
Effective: 2023-09-01 

ID-Number: EMC_SHA_F_R_25.58E  
Author: Hui TONG 
 
Developed: 2023-09-01 

Phone: +86 21 6141 0123 
Fax: +86 21 6140 8600 
www.tuvsud.com 

TÜ V SÜ D Certification and Testing (China) 
Co., Ltd. Shanghai Branch 
 
3-13, No.151, Heng Tong Road,  
Shanghai,  200070, P.R. China 
                                   Page 9 of 24           

 
3 Measurements Result 
 
3.1 RF Output Power 

 
3.1.1 Test condition 

 

Date of testing: 10/16/2025~10/30/2025 

Channel: 2480MHz 

Test position: Transmitting 

Ambient temperature: 15-35 °C 

Relative humidity: 30-60 % 

Atmosphere Pressure: 860 – 1060 hPa 

 
3.1.2 Limit  

 
a. The antenna power of a transmitting equipment (with a frequency band of 2,427 – 

2,470.75 MHz, for spread spectrum systems using FH systems, hybrid systems of DS and 
FH, or hybrid systems of FH and OFDM) shall be such that the mean power within a 
bandwidth of 1 MHz is 3 mW or less in the case of modulation using a standard coding 
test signal with the same transmission rate as that of the modulation signal. 

 
b. The antenna power of a transmitting equipment using a spread spectrum system other 

than any of those in “a” and the OFDM system shall be such that the mean power within a 
bandwidth of 1 MHz is 10 mW or less in the case of modulation using a standard coding 
test signal with the same transmission rate as that of the modulation signal. 

 
 

3.1.3 Test result  

 

Frequency 
(MHz) 

Voltage 
(VDC) 

Reading 
(mW) 

Limit 
(mW) 

2480 3V DC 0.74 10 

2480 2V DC 0.75 10 

2480 3.3V DC 0.66 10 

 
3.1.4 Result 
 
The equipment met the requirement of this clause. 
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3.2 Tolerances for Antenna Power 

 
3.2.1 Test condition 

 

Date of testing: 10/16/2025~10/30/2025 

Channel: 2480MHz 

Test position: Transmitting 

Ambient temperature: 15-35 °C 

Relative humidity: 30-60 % 

Atmosphere Pressure: 860 – 1060 hPa 

 
3.2.2 Limit  

 
Upper and lower limits of the tolerance for antenna power shall be 20%, respectively. Note that 
they represent the tolerance for the maximum rated antenna power and that no upper and lower 
limits of the tolerance are regulated in the case of antenna power reduction for communications 
reasons. 
 
 
3.2.3 Test result  

 

Frequency 
(MHz) 

Voltage 
(VDC) 

Declared Output 
Power (mW) 

Result  
(mW) 

Tolerances Limit 
(mW) 

2480 3V DC 1 0.74 -26% +20% 

2480 2V DC 1 0.75 -25% +20% 

2480 3.3V DC 1 0.66 -34% +20% 

Conclusion: PASS 

 
Note: Deviation = (Output power – Declared Output Power) / Declared Output Power * 100% 

 
3.2.4 Result 
 
The equipment met the requirement of this clause. 
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3.3 Frequency Tolerance 

 
3.3.1 Test condition 

 

Date of testing: 10/16/2025~10/30/2025 

Channel: 2480MHz 

Test position: Transmitting 

Ambient temperature: 15-35 °C 

Relative humidity: 30-60 % 

Atmosphere Pressure: 860 – 1060 hPa 

 
3.3.2 Limit (ARIB STD-T66, Clause 3.2 (4))  

 
Tolerance of frequency: ±50x10-6. 
 

 
3.3.3 Test Result 

 

Test Frequency 
(MHz) 

Voltage 
(VDC) 

Result 
(MHz) 

Tolerance 
(Hz) 

Tolerance 
(ppm) 

Limit 
(ppm) 

2480 3V DC 2479.907 -93000 -37.5 ±50 

2480 2V DC 2479.905 -95000 -38.31 ±50 

2480 3.3V DC 2479.905 -95000 -38.31 ±50 

Conclusion: PASS 

 

 
 
 
 
 

http://www.tuvsud.com/


Report Number:709502508912-00                       

 

Title: MIC-2.4GHz SRD Test Report  
Revision: 23.00 
Effective: 2023-09-01 

ID-Number: EMC_SHA_F_R_25.58E  
Author: Hui TONG 
 
Developed: 2023-09-01 

Phone: +86 21 6141 0123 
Fax: +86 21 6140 8600 
www.tuvsud.com 

TÜ V SÜ D Certification and Testing (China) 
Co., Ltd. Shanghai Branch 
 
3-13, No.151, Heng Tong Road,  
Shanghai,  200070, P.R. China 
                                   Page 12 of 24           

 
 

Test Graphs 

Freq. Error LVNT 2480MHz Ant1 

 
 
 

Test Graphs 

Freq. Error HVNT 2480MHz Ant1 

 
 
 
 

3.3.4 Result 
 
The equipment met the requirement of this clause.  
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3.4 Occupied Frequency Bandwidth 

 
3.4.1 Test condition 

 

Date of testing: 10/16/2025~10/30/2025 

Channel: 2480MHz 

Test position: Transmitting 

Ambient temperature: 15-35 °C 

Relative humidity: 30-60 % 

Atmosphere Pressure: 860 – 1060 hPa 

 
3.4.2 Limit  

 
Permissible value for occupied bandwidth using the FH system, a hybrid system combining DS 
and FH systems, or a hybrid system combining FH and OFDM systems shall be 83.5 MHz or 
less, while necessary bandwidth (minimum occupied bandwidth sufficient to ensure information 
transmission of required quality at a required transmission rate for the system used under 
specified conditions for a given emission type) using a OFDM system is at most 40MHz; and for 
transmission devices using any other necessary frequency bandwidth is  at most 26 MHz or less. 
 
3.4.3 Test Result 

 
Test Frequency 

(MHz) 
Voltage 
(VDC) 

Result 
(MHz) 

Limit 
(MHz) 

2480MHz 3V DC 1.186 <26MHz 

2480MHz 2V DC 1.196 <26MHz 

2480MHz 3.3V DC 1.218 <26MHz 

  
Test Graphs 

OBW NVNT 2480MHz Ant1 
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Test Graphs 

OBW LVNT 2480MHz Ant1 

 
 
 

Test Graphs 

OBW HVNT 2480MHz Ant1 

 
 

  
3.4.4 Result 
The equipment met the requirement of this clause.  
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3.5 Spread Bandwidth 

 
3.5.1 Test condition 

 

Date of testing: 10/16/2025~10/30/2025 

Channel: 2480MHz 

Test position: Transmitting 

Ambient temperature: 15-35 °C 

Relative humidity: 30-60 % 

Atmosphere Pressure: 860 – 1060 hPa 

 
3.5.2 Limit  
In spread spectrum systems, spread bandwidth (which refers to a frequency bandwidth with an 
upper limit and lower limit such that each of the mean powers radiated above the upper frequency 
limit and below the lower frequency limit is equal to 5 % of the total mean power radiated; this 
also applies hereafter) shall be 500 kHz or more 
 
 
3.5.3 Test Result 

 

Test Frequency 
(MHz) 

Voltage 
(VDC) 

Result 
(MHz) 

Limit 
(kHz) 

2480 3VDC 0.796 >500 

2480 2VDC 0.809 >500 

2480 3.3VDC 0.820 >500 

 
 

Test Graphs 

Spreading Bandwidth NVNT 2480MHz Ant1 

 
 
 
 
 
 

http://www.tuvsud.com/


Report Number:709502508912-00                       

 

Title: MIC-2.4GHz SRD Test Report  
Revision: 23.00 
Effective: 2023-09-01 

ID-Number: EMC_SHA_F_R_25.58E  
Author: Hui TONG 
 
Developed: 2023-09-01 

Phone: +86 21 6141 0123 
Fax: +86 21 6140 8600 
www.tuvsud.com 

TÜ V SÜ D Certification and Testing (China) 
Co., Ltd. Shanghai Branch 
 
3-13, No.151, Heng Tong Road,  
Shanghai,  200070, P.R. China 
                                   Page 16 of 24           

 
 

Test Graphs 

Spreading Bandwidth LVNT 2480MHz Ant1 

 
 
 

Test Graphs 

Spreading Bandwidth HVNT 2480MHz Ant1 

 
  

3.5.4 Result 
 
The equipment met the requirement of this clause   
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3.6 Unwanted (Spurious) Emission Strength 

 
3.6.1 Test condition 

 

Date of testing: 10/16/2025~10/30/2025 

Channel: 2480MHz 

Test position: Transmitting 

Ambient temperature: 15-35 °C 

Relative humidity: 30-60 % 

Atmosphere Pressure: 860 – 1060 hPa 

 
3.6.2 Limit  
Permissible mean power of spurious emission of each frequency supplied to a feeder, that is, 
mean power of spurious emission in the 1 MHz bandwidth at frequency f other than frequency 
band used shall be as follows: a. 2,387MHz ≤ f ≤ 2,400MHz and 2,483.5MHz < f ≤ 2,496.5MHz 
25 μW or less b. 2,387MHz > f and 2,496.5MHz < f 2.5 μW or less 
 
3.6.3 Test Result 

 
Condition Frequency 

(MHz) 
Range (MHz) Emission 

Frequency 
(MHz) 

Max Value 
(dBm/MHz) 

Limit 
(dBm/MHz) 

Result 
[μW/MHz] 

Limit 
[μW/MHz] 

Verdict 

NVNT 2480 30-1000 996.12 -41.82 -26 0.065766 ≤2.5 Pass 

NVNT 2480 1000-2387 2266.33 -41.52 -26 0.070469 ≤2.5 Pass 

NVNT 2480 2387-2400 2391.76 -40.98 -16 0.079799 ≤25 Pass 

NVNT 2480 2483.5-2496.5 2486.15 -35.05 -16 0.312608 ≤25 Pass 

NVNT 2480 2496.5-13000 4964.82 -33.54 -26 0.442588 ≤2.5 Pass 

 
 

Condition Frequency 
(MHz) 

Range (MHz) Emission 
Frequency 

(MHz) 

Max Value 
(dBm/MHz) 

Limit 
(dBm/MHz) 

Result 
[μW/MHz] 

Limit 
[μW/MHz] 

Verdict 

LVNT 2480 30-1000 814.73 -42.13 -26 0.061235 ≤2.5 Pass 

LVNT 2480 1000-2387 2306.55 -41.61 -26 0.069024 ≤2.5 Pass 

LVNT 2480 2387-2400 2395.59 -41.85 -16 0.065313 ≤25 Pass 

LVNT 2480 2483.5-2496.5 2487.37 -35.23 -16 0.299916 ≤25 Pass 

LVNT 2480 2496.5-13000 4964.82 -33.49 -26 0.447713 ≤2.5 Pass 

 
 

Condition Frequency 
(MHz) 

Range (MHz) Emission 
Frequency 

(MHz) 

Max Value 
(dBm/MHz) 

Limit 
(dBm/MHz) 

Result 
[μW/MHz] 

Limit 
[μW/MHz] 

Verdict 

NVNT 2480 30-1000 942.77 -42.22 -26 0.059979 ≤2.5 Pass 

NVNT 2480 1000-2387 1736.5 -35.85 -26 0.260016 ≤2.5 Pass 

NVNT 2480 2387-2400 2399.82 -41.56 -16 0.069823 ≤25 Pass 

NVNT 2480 2483.5-2496.5 2487.61 -35.66 -16 0.271644 ≤25 Pass 

NVNT 2480 2496.5-13000 4954.32 -33.44 -26 0.452898 ≤2.5 Pass 
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NVNT Test Graphs 

Tx. Spurious 2480MHz Ant1 30MHz-1000MHz Tx. Spurious 2480MHz Ant1 1000MHz-2387MHz 

  
Tx. Spurious 2480MHz Ant1 2387MHz-2400MHz Tx. Spurious 2480MHz Ant1 2483.5MHz-2496.5MHz 

  
Tx. Spurious 2480MHz 2496.5MHz-13000MHz  
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LVNT Test Graphs 

Tx. Spurious 2480MHz Ant1 30MHz-1000MHz Tx. Spurious 2480MHz Ant1 1000MHz-2387MHz 

  
Tx. Spurious 2480MHz Ant1 2387MHz-2400MHz Tx. Spurious 2480MHz Ant1 2483.5MHz-2496.5MHz 

  
Tx. Spurious 2480MHz 2496.5MHz-13000MHz  
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HVNT Test Graphs 

Tx. Spurious 2480MHz Ant1 30MHz-1000MHz Tx. Spurious 2480MHz Ant1 1000MHz-2387MHz 

 
 

Tx. Spurious 2480MHz Ant1 2387MHz-2400MHz Tx. Spurious 2480MHz Ant1 2483.5MHz-2496.5MHz 

 
 

Tx. Spurious 2480MHz 2496.5MHz-13000MHz  

 

 

 
3.6.4 Result 
 
The equipment met the requirement of this clause. 
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3.7 Secondary Emitted Radio Wave Strength 

 
3.7.1 Test condition 

 

Date of testing: N/A 

Channel: N/A 

Test position: N/A 

Ambient temperature: N/A 

Relative humidity: N/A 

Atmosphere Pressure: N/A 

 
3.7.2 Limit  
The limit on secondary emissions radiated from the receiving equipment within which the function 
of other radio equipment will not be impaired shall be, in terms of the power of a dummy antenna 
circuit that has the same electrical constant as the receiving antenna, 4 nW or less at a frequency 
below 1 GHz and 20 nW or less at a frequency of 1 GHz or higher as measured using the circuit. 
 
 
 
3.7.3 Test Result 

 
 Not applicable for transmitter 
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3.8 Interference prevention function 

 
3.8.1 Test condition 

 

Date of testing: 10/16/2025 

Channel: 2480MHz 

Test position: Transmitting 

Ambient temperature: 15-35 °C 

Relative humidity: 30-60 % 

Atmosphere Pressure: 860 – 1060 hPa 

 
 
 
3.8.2 Limit 

Item Limits 

Identification Code ≥48 bits 

 

Measured Result: F5-A2-2B-62-32-DC-52-E1 

 

Complies. EUT displayed a valid identification. In real life applications, the EUT is 
programmed to connect with specific host only. 
 

 
3.8.3 Result 

 
The equipment met the requirement of this clause. 
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4 Photographs of Test Set-ups 
 

 

Refer to the < Test Setup photos >. 
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5 Photographs of EUT 
 

 

 
 
Refer to the < External Photos > & < Internal Photos >. 
 
 
 
 

 
 
--------------------------------------------------------------End of Test Report----------------------------------------------------- 
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