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Test Reports

Electrical Properties
Frequency 2.4-2.5 GHz(HALI)
Impedance 50 Ohm Nominal
VSWR <6.0
Radiation Omni-directional
Gain (Peak) 2.4G: 0.5 dB1
Polarization Linear, Vertical

Physical Properties

Antenna Material PCB ANT

Operating Temp -40°C-85°C

Storage Temp. -5°C-30C
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Test Efficiency

Frequency ID 1 2 3 4 5 6 7 8 9 10 11
Frequency (MHz) 2400 | 2410 | 2420 | 2430 | 2440 | 2450 | 2460 | 2470 | 2480 | 2490 | 2500
Efficiency (dBi) 462 | -438| -419| 402 | -388| -387 | -396| 425 | -458| -4.84 | -4.98
Gain (dBi) 0.26 0.25 0.15 0.24 0.41 0.47 0.50 0.21 -0.03 -0.25 -0.32
Efficiency (%) 34.54 | 36.47 | 38.08 | 39.66 | 40.91 | 41.00 | 40.14 | 37.57 | 34.82 | 32.82 | 31.73
Directivity (dB) 3.64 3.39 3.10 3.02 3.06 3.10 3.23 3.22 3.32 3.35 3.42
Peak Gain Position (Theta)| 60.00| 60.00| 60.00| 50.00| 60.00| 70.00| 80.00| 80.00 | 30.00| 30.00| 60.00
Peak Gain Position (Phi) 230.00 | 230.00 | 240.00 [ 240.00 | 240.00 | 250.00 | 260.00 | 250.00 | 210.00 | 220.00 | 220.00
Efficiency ThetaPol (%) 25.10| 26.57| 28.11 2972 | 31.04| 3133| 3069 | 2855 | 26.16 | 24.36| 23.39
Efficiency PhiPol (%) 9.44 9.90 9.97 9.94 9.87 9.67 9.46 9.01 8.66 8.46 8.34
Upper Hem. Efficiency (%) 20.07 | 20.80| 21.23| 21.83| 2252 | 2287 | 2279 | 21.54| 20.00 18.78 18.19
Lower Hem. Efficiency (%) 14.47 15.67 16.85 17.83 18.39 18.13 17.35 16.02 14.82 14.04 13.55
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