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1. Bilateral Confirmation page

1.1 Customer signature

Customer:

Separtment/post Sign

Date

Hardware Engineer/RD

Mechanical/MD

Project Manager/PM

Commercial/Puchasing

Checker

1.2 Signature of ShuoDian Technology company

Separtment/post Sign

Date

Antenna Engineer/RD

Mechanical/MD

Project Manager/PM

QA

Checker

Shenzhen Shuodian Electronic Technology Co.,Ltd




’ Shenzhen Shuodian Electronic Technology Co.,Ltd

ﬁ?

Page number 4-12

2. General

2.1 Scope of application

This specification is only applicable to A31S(130L) WiFi antenna
2.2 Operating temperature range

Temperature range of this product: -20 ~ +65 C
2.3 Storage temperature range:

This product is stored at - 30 ~ + 75 °C

3. General product specifications

NO. ITEMS DETAILS
1 Type A31S(130L)
2 Operating Frequency Band 2400-2500MHZ  5100-5900MHZ
3 VSWR <4.0
4 Impedance 50Q
5 Antenna Type Dipole
6 Antenna composition FPC+Cable
7 Entity Picture ” $1%6 ‘
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4. Specification Detials

4.1 Mechanical Properties

4.11 Product Composition:

No. Material Size (MM)

1 FPC 40. 25%7. 38 Black

) CABLE IPEX-1 ¢ 01.13 L=70 white
low loss

4.12 Apperance

Good appearance without scars . dirts. protuberances, etc.

4.13 Antenna Picture and Structure Dimension

Productdrawings:
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Technical requirements: ...m..,.uu
1. All unit dimensions are in mm. o
2. Materials: ”

Adhesive backing: IM 300LSE(9471}; o

Base material: 0ne and a half, electrolytic copper.

Matte black oil gsurface, silk scteen white.

First generation terminal, white wire.
3. The soldering pad is made of bare copper and is anti—oxidation.
4. All dimensions marked with an # symbel are controlled dimensions.
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4.21 Test condition

Environment: Equipment:
Temperature: 10°C——+30°C | Network Analyzer: KEYSIGHT E5071C
Humidity: <80% (+40°C) Multi-probe microwave anechoic
Atmospher: 750mmkg+30mmkg | chamber

4. 22 Test Data for Electrical Performance:

4.22.1 S11 of the Antenna:

Marker (MHZ)

2400

2500

Returnloss

-15.37

-7.43

VSWR

ES071C Netwark Ana

[1 Start 2 GHz
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IFBW 70 kHz

2. 46

Format
L J

Log Mag

Fhase

Group Delay
Smith
Polar

Lin Mag

SWR
Real

Imaginary

Expand
Phase
Positive
Phase

Return
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E5071C Network Ana
1 Active Ch/Trace 2 Response 3 Stimulus 4 Mkr/Analysis 5 Instr State Resize
pUE] 511 SwR 1.000/ ref 1.000 [RO]

11.00
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2.4000000 GHz 1.4482

2.4500000 GH
3 5000000
1000000
7000000

6 5.8500000 GHz

Allocate
Channels

_ Num of Traces |
| 1

Allocate
Traces

_ Display
| Data

Data -> Mem

__ Data Hold
| Off

Equation Editor...

_ Equation
| OFF
Edit Title Label
Title Label
| OFF

Graticule Label
ON

[1 start 2 GHz

IFBW 70 kHz

4.22.2 Passive gain,

efficiency and Radiation Pattern:

Marker (MHz) 2400 2450 2500 5700 5750 5800 5850
Gain (dBi) 5.31 4.72 3.48 4.87 4.42 4.48 4.16
Efficiency (%) 49.09 49.62 47.95 43.62 40.78 43.32 41.68

Radiation Pattern 2450MHz

2450 MHz:
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5800 MHz:

5800.0MHz H+V, Bff: 43.3% Back View
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5300.0MHz Total(E1-XZ), Max= -3.02dBi 5800.0MHz Total|E2-Y Z}, Max=2.83dBi Total(H-X¥ ), Max= 4.10dBi, CirD=20.78
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4.22.4 Antenna active data sheet:

protocol bandwidth
channel TRP TIS Remark
mode rate
17.27 -80.3
802.11b
11M 6 17.03 -83.82
2.4G
11 16.87 -83.75
15.27 -69.09
802.11g
54M 6 14.62 -71.55
2.4G
11 14.63 -71.72
15.12 -67.28
802.11n
MCS7 6 14.47 -69.72
2.4G
11 14.51 -69.84
149 13.62 -72.44
802.11a
54M 157 13.55 -73.01
5.8G
165 14.02 -73.77
Note: SD-6, low loss coaxial cable

4,22.5 Antenna location
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Antenna pasting

position

edge here

S. Product Packaging

Manner of packing:

Packed in self sealed bags, 200 pcs each.
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6. Document Resume

Document No.

Release Date 2025/12/03
Author XiaofengZeng
Review LiMing

Revised History
Date Version Revised Record
2025/12/03 1.00 New Project
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