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1. SUMMARY OF TEST RESULTS

Test procedures according to the technical standards: ARIB STD-T101

(5

Rule Section Description of Test Result
3.2(1) Frequency tolerance PASS
3.2(4) Tolerance for antenna power PASS
3.2(9) Antenna power PASS
3.2(2) Occupied Bandwidth (99%) PASS
3.2(3) Permissible values for unwanted emission intensity PASS
3.3(1) Receiver Radiated Emissions PASS
3.2(6) Carrier off time leakage power PASS
3.2(10) Absolute gain of the antenna PASS
3.1(9) Carrier Sense Capability PASS
3.2(7) Transmission rate of modulation signal PASS
3.1(11) Interference avoidance PASS
3.1 Construction Protection Confirmation PASS
3.2(5) Modulation method PASS
3.2(8) Tolerance for transmission rate of modulation signal PASS
NOTE:
(1) Test Reference ARIB STD-T101 Ver.2.1.
(2) “N/A” denotes test is not applicable in this Test Report.
Report No.: LGT25I043RF01 Page 7 of 49
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1.1 TEST FACTORY

Company Name: Shenzhen LGT Test Service Co., Ltd.
Room 205, Building 13, Zone B, Chen Hsong Industrial Park, No.177
Address: Renmin West Road, Jinsha Community, Kengzi Street, Pingshan New

District, Shenzhen, China
A2LA Certificate No.: 6727.01

Accreditation Certificate | FCC Registration No.: 746540

CAB ID: CN0136

1.2 MEASUREMENT UNCERTAINTY

The reported uncertainty of measurement y + U, where expended uncertainty U is based on a
standard uncertainty multiplied by a coverage factor of k=2, providing a level of confidence of
approximately 95 %.

Parameter Uncertainty
Occupied Channel Bandwidth 3.2 %
RF Output Power, Conducted 10.71dB
Unwanted Emission, Conducted 10.63dB
Temperature +0.5°C
Humidity 2%
Duty Cycle 12.3%
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2. GENERAL INFORMATION
2.1 GENERAL DESCRIPTION OF THE EUT

Equipment Wireless Handset
Model Name Rove 30
Series Model N/A
Serial Model
. N/A
Describing

The EUT is a Wireless Handset
Operation Frequency: |1895.616- 1904.256MHz

Modulation Type: GFSK

Slot Type PP32Z

Product Description
Number of Channel: 6CH

Antenna Designation: |Please see Note 3.

Based on the application, features, or specification exhibited in User
Manual, the EUT is considered as an ITE/Computing Device. More
details of EUT technical specification, please refer to the User
Manual.

Power Rating DC 3.7V

Hardware version N/A

Software version N/A
Connecting

Please refer to the Note 1.
I/O Port(s)

Note:

1. For a more detailed features description, please refer to the manufacturer’s specifications or
the User Manual.
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2. Channel List
Channel Frequency Channel Frequency
(MHz) (MH2z)
4 1895.616 1 1900.800
3 1897.344 0 1902.528
2 1899.072 9 1904.256
Test Channel
Frequency
Channel (MHz)
4 1895.616
2 1899.072
9 1904.256
3.
Ant Brand Model Name | Antenna Type | Connector | Gain (dBi) NOTE
0 F PCB 0.5
Poly Rove 30 N/A Antenna
1 wire 0.5
Note:

1. ANT 0, ANT 1 can’t transmit at the same time.
2. The antenna power of ANT 0 is greater than ANT 1, all test items except for antenna power

only record the data of ANT 0.

2.2 TABLE FOR PARAMETERS OF TEST SOFTWARE SETTING

During testing, channel &power controlling software provided by the customer was used to control
the operating channel as well as the output power level. The RF output power selection is for the
setting of RF output power expected by the customer and going to be fixed on the firmware of the

final end product.

Function

Mode

Power Class

Software

DECT

PP

Default

CMD commands

Report No.: LGT251043RF01
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2.3 TEST CONDITIONS

The WIFI module was tested while in a continuous transmitter/receiver mode.
The EUT was tuned to a low, middle, and high channel for all tests. For all test case pre/scans were
completed in all Modes to determine worst case levels.

Voltage Fluctuation Test

Normal Voltage

High Voltage +10% of
Normal Voltage

Low Voltage -10% of
Normal Voltage

Input DC Power(V) 3.7 4.07 3.33
RF Chip Input DC
3.3 3.302 3.299
Power(V)
Voltage Variation (%) / 0.06 -0.03

Note: Voltage Variation (%)
= (Output high or Low Voltage - Output Normal Voltage)/ Output Normal Voltage* 100

When the input supply voltage to the EUT from the external power source is varied by +/- 10%, the
output voltage had been confirmed that the fluctuation of power supply to the RF circuit of EUT
(excluding power source) is equal to or less than +/-1%, and the DC power fluctuation at the power
input PIN of the RF chip is equal to or less than +/-1%.Exempt extremely high and low supply
voltage condition tests, EUT only operated in normal voltage to test all regulations.

2.4 DESCRIPTION OF NECESSARY ACCESSORIES AND SUPPORT UNITS

The EUT has been tested as an independent unit together with other necessary accessories or
support units. The following support units or accessories were used to form a representative test

configuration during the tests.
Accessories Equipment

Description Manufacturer Model SIN Rating
Input: AC 100-240V
Adapter 1 5
(Single Plug) Tenpao S005CAU0500100 / 50/60Hz 200mA
Output: DC 5V 1A
Charger
(Single body) Poly / / 1.9m
Input: AC 100-240V
(,ﬁggﬁr ) Tenpao SOOSACP)"%OOZO / 50/60Hz 0.3A
9 Output: DC 5V 2A
Charger
(Multi body) Poly / / 1.9m
Battery Tianmao BP1709/A / 3.7V 1100mAh 4.1Wh
Auxiliary Equipment
Description Manufacturer Model SN Rating
Laptop HUAWEI HKF-16 / /
UART to RS-232 N/A 2 wire 18 V8 / /
cable

Note:

Report No.: LGT251043RF01

For detachable type I/O cable should be specified the length in cm in TLength s column.
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2.5 EQUIPMENTS LIST FORALL TEST ITEMS

RF Conducted Test equipment
Equipment Manufacturer Model No. Serial No. Cal. Date Cal. Until
Signal Analyzer Keysight N9010B MY60242508 2022.04.29 2023.04.28
Signal Analyzer Keysight N9020A MY50530994 2022.12.09 2023.12.08
RF Test Platform RTX RTX 2011 6036 2022.10.08 | 2023.10.07
for DECT
RF Automatic MW MW200-RFCB | MW220322LG | 2022.04.29 | 2023.04.28
Test system
MXG Vector
Signal Keysight N5182B MY59100717 2022.06.02 2023.06.01
Generator
Temperature&
Humidity test AISRY LX-1000L 171200018 2022.05.10 2023.05.09
chamber
Attenuator eastsheep 90db N.A 2022.04.29 2023.04.28
Temperature & KTJ TA218B N.A 2022.05.05 | 2023.05.04
Humidity
Testing Software MTS8310 Vv2.0.0.0 MW

Remark:

(a) Calibration conducted by the National institute of Information and Communications Technology
(NICT) indapan (hereinafter referred to as "NICT") or a designated calibration agency under Article
102-18 paragraph(1) in JRL.
(b) Correction conducted pursuant to the provisions of Article 135 or Article 144 of the Measurement
Act (ActNo. 51 of 1992).
(c) Calibration conducted in countries except Japan, which shall be equivalent to the calibration
conducted bythe NICT or a designated calibration agency under Article 102-18 paragraph (1).(d)
Calibration, etc. conducted by using measuring instruments and other equipment listed in the right
columnof appended table No. 3, which shall have been given any type of calibration, etc. listed
above from (a) to (c)
From JRL Article 24-2, paragraph 4, ltem 2
Notice: Calibration duration for above equipments is 1 year.
Test Equipment Calibration
All of the test equipment is effective use and calibration certification institution, LISAI, the address is
No.8.South Street Shi li institute Guangzhou.Guangdong.China

Report No.: LGT251043RF01
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Our products apply for Japanese radio frequency (rf) certification. The RF IC is shielded by the
shielding cover which is welded on the PCB, it can't be removed easily.

3. CONSTRUCTION PROTECTION CONFIRMATION
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4. FREQUENCY ERROR

4.1 LIMIT

(5

Item

Limits(ppm)

Frequency Error

Transmission Carrier Limits:10 x 10 (10ppm).

4.2 TEST PROCEDURES

The following table is the setting of Spectrum Analyzer.

Spectrum Parameter Setting
Attenuation Auto
RB/VB 10KHz
Detector Peak
Trace Max Hold
Sweep Time Auto

(1) In the case of unmodulated signal (continuous or continuous burst), measure the frequency
directly by a frequency meter.

(2) In the case of burst waves, the measurement shall be done for enough time in order to obtain
the enough measuring accuracy, and the average of the measured values becomes the final
value.

(3) In the case of a test mode with a specific frequency spectrum, measure the frequency of the
specific spectrum by a spectrum analyzer.

(4) In the cases above, if the frequency equivalent to the test frequency is not directly measured in
principle, it shall be obtained by necessary calculation.

In the case of modulated signal, if there is no specific spectrum measurable by a spectrum analyzer
but a specific dip is observed, it is allowed to measure the frequency with the signal generator
(synthesized). That is, observe a signal of the signal generator concurrently (or alternately) with
the tested signal using the spectrum analyzer while setting the frequency of the signal generator to
the position of the dip on the screen of the spectrum analyzer, and determine the frequency of the
signal generator at the time as a measured value.

4.3 TEST SETUP

Specturm < EUT
Analyzer

4.4 TEST RESULT
For the measurement records, refer to the appendix.
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5. ANTENNA POWER AND TOLERANCE FOR ANTENNA POWER

5.1 LIMIT
Item Limits
Antenna Power =240mW
Power Error +20%, -50% (Base on manufacturer declare power)
5.2 TEST PROCEDURES

1. EUT turn to test frequency channel and keep continuous transmiting.

2. Reading the output power from the Power meter as Peur.

3. Turn the Signal generator to frequency channel the same as the EUT.

4. Turn the level of Signal generator, scan with the power meter until the power equal to Peyr, the
level of Signal generator recorded as “P”.

5. The antenna power of EUT is “P”.

6. EIRP power=“P”+antenna gain.

5.3 TEST SETUP

Power Meter | g EUT

5.4 TEST RESULT
For the measurement records, refer to the appendix.
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6. OCCUPIED BANDWIDTH (99%)

6.1 LIMIT

(5

Item

Limits

Occupied Band Width:

<1728 KHz

6.2 TEST PROCEDURES

1. Setting of SA is following as: RB: 10KHz / VB: 10KHz / SPAN: 3MHz/Sweep time: Auto / Sweep
Mode: Continuous sweep / Detect mode: Positive peak / Trace mode: Max hold

2. EUT have transmitted the maximum modulation signal and fixed channelize SA set to 99% of
occupied bandwidth to measure occupied bandwidth. The limit is less than 1.728MHz.

6.3 TEST SETUP

Specturm <

Analyzer

6.4 TEST RESULT

EUT

For the measurement records, refer to the appendix.

Report No.: LGT251043RF01
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7. LEAKAGE POWER AT NO-CARRIER TRANSMISSION

7.1 LIMIT
Item Limits
Leakage Power. at. No.-Carrier 80 nW
Transmission:

7.2 TEST PROCEDURES

1. Setting of SA is following as: RB: 3MHz / VB: 10MHz / SPAN: OHz

Sweep time: 10ms or more (1 frame or more), more than 400 points / Sweep trigger: External
trigger/ Sweep Mode: Single sweep / Detect mode: sample

2. EUT is connected to Spectrum analyzer

7.3 TEST SETUP

Specturm
Analyzer < %

7.4 TEST RESULT
For the measurement records, refer to the appendix.
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8. UNWANTED EMISSION INTENSITY IN THE SPURIOUS AREA

8.1 LIMIT

30MHz - 1000MHz: -36dBm/1MHz or less
1000MHz - 1891.296MHz: -36dBm/1MHz or less
1906.848MHz - 10GHz: -36dBm/1MHz or less

8.2 TEST PROCEDURES

The following table is the setting of Spectrum Analyzer.

Pre-scan:
Spectrum Parameter Setting
Attenuation Auto
RB/VB 1M/1M
Detector Peak
Trace Max Hold
Sweep Time Auto
Measurement of the emissions identified during the pre-scan:
Spectrum Parameter Setting
Center frequency unnecessary emission frequency (Notel)
Attenuation Auto
RB/VB 1M/1M
Detector sample
Trace Max Hold
Sweep Time Auto

1. Connect the EUT and base stations.

2. EUT have transmitted the maximum modulation signal and fixed channelize.

Note1:
unnecessary emission frequency Center frequency
1890.796-1891.296MHz 1.890.796MHz
1906.848-1907.348MHz 1907.348MHz
8.3 TEST SETUP

Specturm <
Analyzer

8.4 TEST RESULT

For the measurement records, refer to the appendix.

Report No.: LGT251043RF01
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9. UNWANTED EMISSION INTENSITY IN THE SPURIOUS AREA NEARBY CARRIER

FREQUENCY
9.1 LIMIT

1893.146MHz - 1906.100MHz: -36dBm/1MHz or less

9.2 TEST PROCEDURES

The following table is the setting of Spectrum Analyzer.

Pre-scan :
Spectrum Parameter Setting
Attenuation Auto
RB/VB 30K/30K
Detector Peak
Trace Max Hold
Sweep Time Auto
RBW correction factor is 15.2dB.
Measurement of the emissions identified during the pre-scan
Spectrum Parameter Setting
Attenuation Auto
Span 1MHz
RB/VB 30K/30K
Detector RMS
Trace Max Hold
Sweep Time Auto

1. Connect the EUT and base stations.

2. EUT have transmitted the maximum modulation signal and fixed channelize.

3. Calculate unnecessary emission power by the following formula:
Unnecessary emission power=(Ps/Pc)*Pb

Ps: Unnecessary emission power
Pc: Power of carrier
Pb:Ant power+13.8dB

9.3 TEST SETUP

Specturm <
Analyzer

9.4 TEST RESULT

For the measurement records, refer to the appendix.

Report No.: LGT251043RF01
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10. UNWANTED EMISSION INTENSITY IN THE OUTBAND LEAKAGE AREA

10.1 LIMIT

(cf-1.228) - (cf - 864) kHz: -5.6dBm/192kHz or less
cf +864) - (cf + 1228) kHz: -5.6dBm/192kHz or less
cf -2592) - (cf - 1228) kHz: -9.5dBm/MHz or less

cf -4320) - (cf - 2592) kHz: -29.5dBm/MHz or less

(5

5
(cf +1228) - (cf + 2592) kHz: -9.5dBm/MHz or less
(
(

cf +2592) - (cf + 4320) kHz: -29.5dBm/MHz or less

* c¢f = Center Frequency

10.2 TEST PROCEDURES

The following table is the setting of Spectrum Analyzer.

Pre-scan:
Spectrum Parameter Setting
Attenuation Auto
RB/VB 10K/10K
Detector Peak
Trace Max Hold
Sweep Time Auto
192KHz RBW correction factor is 12.8dB.
1MHz RBW correction factor is 20dB.
Measurement of the emissions identified during the pre-scan:
Spectrum Parameter Setting
Attenuation Auto
Span (cf+864)- (cf+1228)kHz :192KHz
(cf+1228)- (cf+4320)kHz :1MHz
RB/VB 10K/10K
Detector RMS
Trace Max Hold
Sweep Time Auto

1. Connect the EUT and base stations.

2. EUT have transmitted the maximum modulation signal and fixed channelize.
3. Calculate unnecessary emission power by the following formula:

Unnecessary emission power=(Ps/Pc)*Pb
Ps: Unnecessary emission power

Pc: Power of carrier

Pb:Ant power+13.8dB

10.3 TEST SETUP

Specturm <

Analyzer

10.4 TEST RESULT

For the measurement records, refer to the appendix.
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11. UNWANTED EMISSION STRENGTH

11.1 LIMIT

1891.296 - 1892.846 MHz:
1892.846 - 1893.146 MHz:
1906.100 - 1906.754 MHz:
1906.754 - 1906.848 MHz:

-36dBm/192KHz or less
-31dBm/192KHz or less
-31dBm/192KHz or less
-36dBm/192KHz or less

11.2 TEST PROCEDURES

The following table is the setting of Spectrum Analyzer.

(5

Pre-scan :
Spectrum Parameter Setting
Attenuation Auto
RB /VB 30K/30K
Detector Peak
Trace Max Hold
Sweep Time Auto
RBW correction factor is 8.1dB.
Measurement of the emissions identified during the pre-scan
Spectrum Parameter Setting
Attenuation Auto
Span 192KHz
RB/VB 30K/30K
Detector RMS
Trace Max Hold
Sweep Time Auto

1. Connect the EUT and base stations.

2. EUT have transmitted the maximum modulation signal and fixed channelize.

3. Calculate unnecessary emission power by the following formula:

Unnecessary emission power=(Ps/Pc)*Pb
Ps: Unnecessary emission power

Pc: Power of carrier

Pb:Ant power+13.8dB

11.3 TEST SETUP

Specturm <

Analyzer

11.4 TEST RESULT

For the measurement records, refer to the appendix.
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12. RECEIVER RADIATED EMISSIONS

12.1 LIMIT
Item Limits
=2nW (30MHz to 1GHz)
=20nW (1GHz to 1893.5MHz )
Ré Spurious =2nW (1893.55 MHz to 1906.05MHz)
mission
=0.06nW (1893.515 MHz to 1906.085MHz)
=20nW (1906.1 MHz to 12.75 GHz)
12.2 TEST PROCEDURES
The following table is the setting of Spectrum Analyzer.
Spectrum Parameter Setting
Attenuation Auto
30MHz to 1GHz 100K/100K
1GHz to 1893.5MHz 100K/100K
RB/VB 1893.55 MHz to 1906.05MHz 1M/1M
1893.515 MHz to 1906.085MHz 30K/100K
1906.1 MHz to 12.75 GHz 100K/100K
Detector Peak
Trace Max Hold
Sweep Time Auto

1. Connect the EUT and base stations.

2. EUT have transmitted the maximum modulation signal and fixed channelize.

3. Setting of SA is following as:Sweep time: Auto,Sweep Mode: Continuous sweep / Detect mode:
Positive peak,Trace mode: Max hold

12.3 TEST SETUP

Specturm <
Analyzer

EUT

12.4 TEST RESULT
For the measurement records, refer to the appendix.
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13. TRANSMISSION RATE OF MODULATION SIGNAL

13.1 LIMIT

ARIB STD-T101,3.2(7), ORE, Article 49.8.2.2
Station for DECT Cordless Phone

Circuit Switch: 1152 kbit/s

Packet Switch: 1152 kbit/s

Note:

* For the radio equipment whose spread code speed is 1152 kbit/s, the antenna power shall be 10 dBm
(with 1 mW regarded as 0 dB) or lower, and the absolute gain of the antenna power shall be 4 dB or
lower.

For radio equipment transmitting radio signals at frequencies greater than 1,895.616 MHz

but no more than 1,902.528 MHz with a spread code speed of 1.152 megachips/s or 6.912 megachips/s,
the equivalent isotropically radiated power shall be 24 dB (with 1 mW regarded as 0 dB) or lower

13.2 TEST SETUP

| [
c——E o {1 O

Date - Attenuator Date
Terminal 1 EUT Test Terminal 2

Equipment

13.3 TEST PROCEDURES

1. Set the EUT at the test frequency and transmitting in normal operation condition

2. The external test equipment shall be able to connect test equipment, data terminal shall be able to
send and receive data to external test equipment or test equipment

3. Transmitting data from the data terminal 1 to the data terminal 2, measure the data transmission
speed

14.4 TEST RESULT
Transmission Type Data Rate Test Result
Circuit Switch 1152kbps Pass
Packet Switch 1152kbps Pass
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14. CARRIER SENSE CAPABILITY
14.1 INTERFERENCE PREVENTION FUNCTION

14.2 TEST REQUIREMENT
ARIB STD-T101 3.1(9)

ORE, Article 49.8.2.2
14.3 TEST PROCEDURE
1. SG adjusted the frequency as same as the EUT transmitted signal and emitted the absence of

modulation from SG and power level is (on -82)dBm)(G is the antenna gain,f is the test frequency).
2. Turn off the RF signal of the SG.
3. EUT have transmitted the maximum modulation signal and fixed channelize.
4. Setting of SA:RBW/VBW=1MHz/1MHz,Span=0MHz,Sweep time=auto,Sweep mode=continuous,
Detect mode=positive peak
5. SG RF signal on.
6. EUT shall be stop the transmitted any signal and SG RF signal off, the EUT will be continuous

% Measurement System Diagram

Attenuator 10dB
{ } ] et} e} O

8

Signal Generator EUT

T

Power Splitter

Base Station

Spectrum Analayzer

% Conditions of Application Equipment (EUT)

14.4 TEST RESULT
For the measurement records, refer to the appendix.
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APPENDIX | - TEST RESULTS

DUTY CYCLE
Condition Mode Frequency (MHz) Antenna Duty Cycle (%) Correction Factor (dB) 1/T (kHz)
NVNT DECT 1895.616 Ant0 3.84 14.16 2.6
NVNT DECT 1899.072 Ant0 3.81 14.19 2.62
NVNT DECT 1904.256 Ant0 3.84 14.16 2.6

Report No.: LGT251043RF01
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Test Graphs
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Center 1.899072000 GHz
Res BW 1.0 MHz

WA MODE T E Y FU
7.509 ms 16.20 dBm
17.22 -7.71 dBm

#VBW 3.0 MHz

Soowe~uanawn

STATUS

Duty Cycle NVNT BLE 1M 1904.256MHz Ant0
Keysight Spectrum Analyzes - Swept SA

04256000 GHz Avg TypeLogPar
PNO: Fast ~+- Trig: FreeRun
L w #Artten: 40 dB

Ref Offset 0.5 dB
Ref 30,00 dBm

Span 0 Hz
Sweep 30.00 ms {10001 pts

Center 1.904256000 GHz

Res BW 1.0 MHz #VBW 3.0 MHz

i
8.619 ms| 21.52 dBm|
1824 ms -23.37 dBm
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7,

FREQUENCY ERROR
Condition | Mode Frequency Antenna Measured Frequency Error Deviation Limit Verdict
(MHz) Frequency (MHz) (Hz) (ppm) (ppm)
NVNT DECT 1895.616 Ant0 1895.604 -12000 -6.33 10 Pass
NVNT DECT 1899.072 Ant0 1899.058 -14000 -7.37 10 Pass
NVNT DECT 1904.256 Ant0 1904.244 -12000 -6.3 10 Pass

Report No.: LGT251043RF01
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Test Graphs
Freq. Error NVNT BLE 1M 1895.616MHz Ant0

Keysight Spectrum Analyzes - Swept SA 7]
E RL NS IN ALIGH 1
Center Freq 1.895616000 GHz . :::J;‘m‘;?;;'

PNO: Wide -+
IF w

MKr1 1.895 730 GHZ
Ref Offset05 dB
Ref 30.00 dBm 12.523 dBm

Span 2.000 MHz|
#VBW 10 kHz Sweep 24.13 ms (1001 pts)

1 895 730 GHz
1 355 EDA GHz

sTATUS

Freq. Error NVNT BLE 1M 1899.072MHz Ant0

» Keys\gMSpmrum!nilyze Swept SA

Avg Type: Log-P
Cenler Freg 1399072000 GHz . erun A:;H;‘ffan?-?m:r

| _ IFGain:Low #Atten: 40 dB

1 o
Ref Offset0.5 dB Mkr1 1.8
Ref 30.00 dBm

‘Center 1.899072 GHz Span 2.000 MHz
#Res BW 10 kHz #VBW 10 kHz Sweep 24.13 ms (1001 pts);

1559 186 GHz 12 553 dBm|
1.899 058 GHz 10.341 dBm
[ 1898400GHz|  -7.061dBm|
1899716 GHz 7144 dBm

Lo om~uanawn s

STATUS

Freq. Error NVNT BLE 1M 1904.256MHz Ant0

Keysight Spectrum Analyzer - Swept SA
E RL NSE N a1l
Avg Type: Log-Pwr
Center Freq 1.904256000 GHz . Ao S00500
n:

PNO: Wide -
IFGain:Low
Mkr1 1.904 372 GHZ
Ref Offset 0.5 dB
Ref 30.00 dBm 12.493 dBm

Center 1.904256 GHz Span 2.000 MHz,
#Res BW 10 kHz #VBW 10 kHz Sweep 24.13 ms (1001 pts)
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ANTENNA POWER & TOLERANCE

Average | Average Declared
. Frequency Burst Burst Limit | Antenna | Tolerance | Limit .
Condition | Mode (MHz) Antenna Power Power (mW) Power % (mW) Verdict
(dBm) (mW) (mW)
NVNT DECT 1895.616 Ant0 10.09 10.209 10 2.09 Pass
NVNT DECT 1895.616 Ant1 9.95 9.886 10 -1.14 Pass
NVNT DECT 1899.072 Ant0 10 10 240 10 0 +20%, Pass
NVNT DECT 1899.072 Ant1 9.9 9.772 10 -2.28 -50% Pass
NVNT DECT 1904.256 Ant0 9.97 9.931 10 -0.69 Pass
NVNT DECT 1904.256 Ant1 9.88 9.727 10 -2.73 Pass

Report No.: LGT251043RF01 Page 29 of 49



OCCUPIED CHANNEL BANDWIDTH

7,

Condition

Mode

Frequency (MHz) Antenna 99% OBW (MHz) Limit (MHz) Verdict
NVNT DECT 1895.616 Ant0 1.18 1.728 Pass
NVNT DECT 1899.072 Ant0 1.173 1.728 Pass
NVNT DECT 1904.256 Ant0 1.184 1.728 Pass

Report No.: LGT251043RF01
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Test Graphs

OBW NVNT BLE 1M 1895.616 MHz Ant0

B Keysight Spectrum Analyzes - Occupied W
Rl

Center Freq 1.895616000 GHz

HFGain:Low

Trig: Free Run
#Atten: 40 dB

Ref Offset 0.5 dB
Ref 30.50 dBm

#Res BW 10 kHz #VBW 10 kHz

Occupied Bandwidth Total Power

1.1800 MHz

-16.813 kHz % of OBW Power
1.476 MHz x dB

Transmit Freq Error
x dB Bandwidth

Center Freq: 1.895616000 GHz

Avg|Hold: 300/300

27.9 dBm

99.00 %
-26.00 dB

sTATUS

= |- ]
05:27:21 PMFeb 21, 2023
Radio Std: None

Radio Device: BTS

Mkr1 1.89573 GHZ
12.868 dBm

Span 3 MHz
Sweep 36.2 ms|

OBW NVNT BLE 1M 1899.072 MHz Ant0

B Keysight Spectrum Analyzer - Occupied BW
R

Center Freq 1.895072000 GHz

H#FGain:Low

Trig: Free Run
#Atten: 40 dB

Cs.mgr Freq: 1.898072000 GHz

Avg|Hold: 300/300

o -7 ]
05:29:24 PMFeb 21, 2023
Radio Std: None

Radio Device: BTS

Ref Offset0.5 dB8
Ref 30.50 dBm

#Res BW 10 kHz #VBW 10 kHz

Occupied Bandwidth Total Power
1.1734 MHz

-15.226 kHz % of OBW Power
1.444 MHz x dB

Transmit Freq Error
x dB Bandwidth

27.8 dBm

99.00 %
-26.00 dB

Mkr1 1.899186 GHz|
12.788 dBm

"~ Span3 MHz
Sweep 36.2 ms|

OBW NVNT BLE 1M 1904.256 MHz Ant0

B Keysight Spectrum Analyzes - Occupied BW.

g .
Center Freq 1.904256000 GHz

—+- Trig: FreeRun

#FGain:Low #Artten: 40 dB

Ref Offset 0.5 dB
Ref 30.50 dBm

#Res BW 10 kHz #VBW 10 kHz

Occupied Bandwidth Total Power

1.1843 MHz
-16.048 kHz % of OBW Power
1.487 MHz x dB

Transmit Freq Error
x dB Bandwidth

Center Freq: 1.904256000 GHz

Avg|Hold: 300/300

27.8 dBm

99.00 %
-26.00 dB

|| e[|
05:32:37 PMFeb 21, 2023
Radio Std: None

Span 3 MHz
Sweep 36.2ms|
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LEAKAGE POWER AT NO-CARRIER TRANSMISSION

Condition Mode Frequency (MHz) Antenna ( dPBOr:I) (:BO:;) zeBs:‘I)t R(ﬁ;";)lt I(':w)t Verdict
NVNT DECT 1895.616 Ant0 24.27 -64.29 -54.58 3.48 <80 Pass
NVNT DECT 1899.072 Ant0 24.21 -63.8 -54.04 3.94 <80 Pass
NVNT DECT 1904.256 Ant0 24.15 6339 | 5352 4.45 <80 Pass

Report No.: LGT251043RF01
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UNWANTED EMISSION INTENSITY IN THE SPURIOUS AREA

Emission
Frequency Max Value Limit
Condition Mode Antenna Range Frequency Verdict
(MHz) (dBm/MHz) (dBm/MHz)
(MHz)
30MHz to
NVNT DECT 1895.616 Ant1 1885.99 -43.12 -36 Pass
1891.296MHz
1906.848 to
NVNT DECT 1895.616 Ant1 3791.8 -42.28 -36 Pass
10000MHz
30MHz to
NVNT DECT 1899.072 Ant1 1889.62 -43.54 -36 Pass
1891.296MHz
1906.848 to
NVNT DECT 1899.072 Ant1 3798.7 -42.09 -36 Pass
10000MHz
30MHz to
NVNT DECT 1904.256 Ant1 1582.49 -47.24 -36 Pass
1891.296MHz
1906.848 to
NVNT DECT 1904.256 Ant1 1906.8 -17.92 -36 -
10000MHz
NVNT DECT 1904.256 Ant1 1906.8MHz 1906.8 -47.24 -36 Pass
Test Graphs

Ant0 CH4 30MHz to 1891.296MHz

im Analyzer 3
SA ¢ +

KEYSIGHT Input RF IAwg Type: Log-Power F
Coupling: DG Corr CC Gater O IAvglHokd >100/100

"—_:J Align Auto Freq Ref Int (S) Trig: Free Run
PASS | Sig Track: Of

Ref Level 15.00 dBm

Start 0,0300 GHz Video BW 1,0 MHz Stop 18913 GHz,
Sweep ~2.78 ms (20000 pts)|

Ant0 CH4 1906.848 to 10000MHz
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Spectrum Analyzer 1
Swept SA

KEVSIGHT ot =
iy

1 Spectrum
Scale/Div 10 dB

T 1

Start 1.907 GHz
#Res BW 1.0 MHz

Spectrum Analyzer 2

Froq Ref: Int (S)

1 Spectrum
Scale/Div 10 dB

T 1

Start 0.0300 GHz
#Res BW 1.0 MHz

Report No.: LGT251043RF01

#Atten: 30 dB
Preamp: OFf

Spectrum Analyzer 2

Swept SA
Input Z 50 Q
Cor CCarr
Freq Ref: Int (3)

Atten: 30 dB
Preamp: OFF

pectrum Analyzer 3
wept SA
PNO: Fast
Gale: OFf
IF Gain: Low
Sig Track: Off

Aug|Hokd:>100/100

Trig' Free Run M

Ref Level 15.00 dBm

Video BW 1.0 MHz

pectrum Analyzer 3
wept SA
PNO: Fast
Gale: OFf
IF Gain: Low
Sig Track: Off

|Avg Type: Log Power H
AvglHokd =1 !
Trig: Freo Run

Ref Level 15.00 dBm

Video BW 1.0 MHz

|Avg Type Log-Power H ;

Stop 10,000 GHz,
Sweep ~16.1 ms (20000 pts)|

+

Mkr1

Stop 18913 GHz,
Sweep ~2.78 ms (20000 pts)|
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ctrum Analyzer 1
ept SA

Input Z 50 Q
Cor CCorr
Froq Ref Int (S)

1 Spectum
Scale/Div 10 dB

Swept SA
KEYSIGHT Input RF Input Z 50 Q

g DC Cor CCorr
Freq Ref Int (S)

'Start 0.0300 GHz
#Res BW 1.0 MHz

Input Z 50 Q
Cor CCorr
Freq Ref. Int (S)

1 Spectrum
Scale/Div 10 dB

Report No.: LGT251043RF01

Ant0 CH2 1906.848 to 10000MHz

Spectrum Analyzer 3
Swept SA
#Atten:30dB  PNO: Fast iAvg Type: Log-Power
Preamp: OFf Gale: Aug|Hokd: 89100
IF Gain: Low Trig: Free Run
Sig Track: Off

Ref Level 15.00 dBm

Video BW 1.0 MHz

Spectrum Analyzer 2 Spectrum Analyzer 3

ept SA

Atten: 30 dB
Preamp: Off

Ref Level 15.00 dBm

Video BW 1.0 MHz

IAwg Type: Log-Power
Avg[Hokt: 501100

IF Gain: Low Trig: Free Run

Sig Track: Off

Ref Level 15.00 dBm

#Video BW 1.0 MHz

1
M

Stop 10.000 GHz|
Sweep ~16.1 ms (20000 pts)|

Stop 1.8913 GHz,
Sweep ~2.78 ms (20000 pts)|

Mkr1 1.906 8 GHz
-17.92 dBm

Stop 10.000 GHz,
Sweep ~16.1 ms (20000 pts)
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Ant0 CH9 1906.848 to 10000MHz (Detail
Spectrum Analyzer 2 Spectrum Analyzer 3 Spectrum Analyzer 4
Swept SA Swept SA Burst Power
Input Z 50 Q Atten: 30 dB Trig: RF Burst Center Freq: 1907348000 GHz
Cor CCorr Preamp: OFF IF Gain: Low Avg|Hokd >50/50
Freq Ref. Int (S) Radio Std: None

Scale/Div 10.00 dB Ref Value -10.00 dBm

0.00s
Res BW 1.0000 MHz

2 Melrics.

450.00 us|
Sweep 640.00 ps (4801 pts)|
Abs Amplitude Threshold
Rel Amplitude Threshold
(Above Th ) -44.229 dBm
Current Data

Above Threshold Pts 1963 Output Power -44.185 dBm
Max Point Power 2.021 dBm

Min Point Power Bm

Feb 21, 20
H !) F - ? 11'01’}"\»’,!F“M

Report No.: LGT251043RF01 Page 36 of 49



UNWANTED EMISSION INTENSITY IN THE SPURIOUS AREA NEARBY CARRIER

FREQUENCY

Swept SA
Input Z 50 Q
Cor CCorr
Freq Ref. Int (S)

Scale/Div 10 dB
1

|Start 1.899936 GHz
#Res BW 30 kHz

Feb 21, 2023

Spectrum Analyzer 1
Swept SA

Scale/Div 10 dB

Start 1.8931460 GHz
#Res BW 30 kHz

Spectrum Analyzer 1

KEYSIGHT nput RF Input Z 50 Q
oupling. DG

‘Corr CCorr

Spectrum
Scale/Div 10 dB

1

|Start 1.903392 GHz
#Res BW 30 kHz

Report No.: LGT251043RF01

Spectrum Analyzer 2

Freq Ref Int (S)

At A, o

Swept SA

#Atten: 3008 [PNO: BestWide  Avg Type: Log
o AvglHokd >
IF Gain: Low Trig: Free Run

Preamp: OFF Gale:

Sig Track: Off

Ref Level 15.00 dBm

BN o i

#Video BW 30 kHz

11:14:34 PM | 52

Spectrum Analyzer 3

Swept SA

Wide Avg Type: Log-Power
Avg[Hokd: >100/100
IF Gain: Low Trig: Free Run

Sig Track: Off

Ref Level 15.00 dBm

#Video BW 30 kHz

Spectrum Analyzer 2
Swept SA Swept SA

#Atten: 30 dB
Preamp: OFF

Gain: Low
Sig Track: Off

Ref Level 15.00 dBm

#Video BW 30 kHz

Spectrum Analyzer 3

Ant0 CH4 1899.936MHz to 1906.100MHz

Spectrum Analyzer 5
Swept SA

Stop 1.906100 GHz;
__ Sweep 9.33 ms (20000 pts)

Spectrum Analyzer 5
Swept SA

Mkr1 1.894 734 25 GHz

Stop 1.8947520 GHz
Sweep 2.67 ms (20000 pts)

Spectrum Analyzer 5
Swept SA

T e LT R T T A A

Stop 1.916100 GHz;
Sweep 17.3 ms (20000 pts
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Ant0 CH9 1893.146MHz to 1899.936MHz

Spectrum Analyzer 2 Spectrum Analyzer 3
Swept SA Swept S

KEYSIGHT input RF Input Z 50 Q #Atton: 3008 PNO BostWide  Ava Type: Log-Power [ ;
Coupling: DC Corr CCorr Preamp: OFF Gale: OFf AvglHod >100100
Freq Ref. Int (S) IF Gain: Low Trig. Free Run
Sig Track: Off

Mkr1 1.894 032 5 GHz|
Ref Level 15.00 dBm -57.35 dBm

‘Start 1.893146 GHz #Video BW 30 kHz Stop 1.899936 GHz,
#Res BW 30 kHz Sweep 9.33 ms (20000 pts)|

- Feb 21,2023 |/
=. E) F - ? 11"\’:?'37F“M L

Reading Reading RBW. Emission _
Test Correction Limits
Channel Range Frequency Level factor Level (dBm/MHz) Result
(MHz) (dBm) (dBm)
(dB)
cHa 1893.146~(cf-4.32)MHz -- -- -- -- 36 --
(cf+4.32)~1906.1MHz 1906.0858 -55.39 15.2 -40.19 PASS
CH2 1893.146~(cf-4.32)MHz | 1894.73425 | -58.77 15.2 -43.57 36 PASS
(cf+4.32)~1906.1MHz 1909.4235 -54.49 15.2 -39.29 PASS
CHY 1893.146~(cf-4.32)MHz | 1894.0325 -57.35 15.2 -42.15 36 PASS
(cf+4.32)~1906.1MHz -- -- -- -- --
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7,

UNWANTED EMISSION INTENSITY IN THE OUTBAND LEAKAGE AREA

Readin Readin R FOREr || AveEgE Emission
Tt Range Fre uen?: Level 9 | correction i Bl Level Limits Result
Channel 9 (l\(jIHz) Y (dBm) factor Carrier Power (dBm)
(dB) (dBm) (dBm)
Cf - 2592 to 4320kHz 1892.7763 -57.06 20 - - -37.06 -29.5dBm/MHz PASS
Cf - 1228 to 2592kHz 1894.3733 -26.41 20 8.7 10.09 -11.22 -9.5dBm/MHz PASS
Ant0 Cf - 864 to 1228kHz 1894.541 -19.73 12.8 - - -6.93 -5.6dBm/192kHz | PASS
CH4 Cf + 864 to 1228kHz 1896.5787 -18.71 12.8 - - -5.91 -5.6dBm/192kHz | PASS
Cf + 1228 to 2592kHz 1896.8449 -24.83 20 8.7 10.09 -9.64 -9.5dBm/MHz PASS
Cf + 2592 to 4320kHz 1898.2811 -54.75 20 - - -34.75 -29.5dBm/MHz PASS
Cf - 2592 to 4320kHz 1896.4544 -57.72 20 - - -37.72 -29.5dBm/MHz PASS
Cf - 1228 to 2592kHz 1897.831 -26.23 20 8.69 10 -11.12 -9.5dBm/MHz PASS
Ant0 Cf - 864 to 1228kHz 1897.9935 -19.3 12.8 - - -6.5 -5.6dBm/192kHz | PASS
CH2 Cf + 864 to 1228kHz 1900.0278 -19.09 12.8 - - -6.29 -5.6dBm/192kHz | PASS
Cf + 1228 to 2592kHz 1900.3009 -25.55 20 8.69 10 -10.44 -9.5dBm/MHz PASS
Cf + 2592 to 4320kHz 1901.8028 -55.43 20 - - -35.43 -29.5dBm/MHz PASS
Cf - 2592 to 4320kHz 1901.6592 -56.67 20 - - -36.67 -29.5dBm/MHz PASS
Cf - 1228 to 2592kHz 1903.0133 -26 20 8.65 9.97 -10.88 -9.5dBm/MHz PASS
Ant0 Cf - 864 to 1228kHz 1903.2155 -19.89 12.8 - - -7.09 -5.6dBm/192kHz | PASS
CH9 Cf + 864 to 1228kHz 1905.2204 -18.59 12.8 - - -5.79 -5.6dBm/192kHz | PASS
Cf + 1228 to 2592kHz 1905.4849 -25.02 20 8.65 9.97 -9.9 -9.5dBm/MHz PASS
Cf + 2592 to 4320kHz 1906.9816 -55 20 - - -35 -29.5dBm/MHz PASS
Ant0 CH4
Ps (Power of spurious) Pc (Power of carrier)
?;e‘:(e;r:eg;:‘.slsi|iu§15%;13u‘.;{n.d " qu";‘u‘ None
MKré 1.898 281 1 GHz|
| e '.\-r‘
e aua el N
st 1351260 otz Video B 100 ke Susep o L2 ok s 2 30 oty VB 0wz I rowaan 103
) _— Channel Power Power Spectral Density
8.70 dBm /1.728 MHz -53.67 dBm /Hz
CH2
Ps (Power of spurious) Pc (Power of carrier)
| Swept SA Ce:{e;r:!g;: sgmmcﬁ,wuu . Radio 5ta: None.
GHz|
-55.43 dBmj
N
\Aun..'«-a»w"-f,«-u-‘mw"*’”
Video BW 100 kiz e o o el ol Res BW 30 kHz HVBIN 30 kHz sowenn 104
Channel Power Power Spec!ral Density
Function Width Function Val
8.69 dBm /1.728 MHz -53.68 dBm /Hz
Ant0 CH9
Pc (Power of carrier)
Feysahtipestnur iajzer - Channel P 4 W._;ﬁm
AvgiHold Numbor 1 e OO Radio $1a:None.
KESIGHT it 2 oz 00 . AT
Mkré 1.906 981 6 GHz
Ref Level 20.00 dBm -55.00 dBm|
T 5
m““‘"“"‘*’“‘*«vw.wm.,
Vhdeo BW 100 Kz T Stop 1.908576 GHz) Center 1.904 GHz ‘$pan 3 MHz|
Sweep 80.0 ms (5000 pts| #VBIW 30 kHz #Sweep 10
Channel Power Power Spectral Density
Functian Function Width Function Value
8.65 dBm /1.728 MHz -53.72dBm /Hz
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UNWANTED EMISSION STRENGTH

Spectrum Analyzer 1
Swept SA

1 Spectrum
Scale/Div 10 dB

i

b4

Start 1.891206 GHz
#Res BW 30 kHz

5 Marker Table v
Mode Trace Scale

N 1 f
N i f

1
2
3
4
5
6

1

Start 1.891296 GHz
#Res BW 30 kHz

5 Marker Table v
Mode Trace Scale

N 1 f
N 1 T

Dol

J
2
B
-

[ e

Emission
Frequency Max Value Limit
Condition Mode Antenna Frequency Verdict
(MHz) (dBm/MHz) (dBm/MHz)
(MHz)

NVNT DECT 1895.616 Ant1 1893.146 -51.86 -31 Pass
NVNT DECT 1895.616 Ant1 1906.1 -565.94 -31 Pass
NVNT DECT 1899.072 Ant1 1893.146 -59.42 -31 Pass
NVNT DECT 1899.072 Ant1 1906.1 -59.65 -31 Pass
NVNT DECT 1904.256 Ant1 1893.146 -57.36 -31 Pass
NVNT DECT 1904.256 Ant1 1906.1 -44.26 -31 Pass

Ant0 CH4

Spectrum Analyzer 2
Swept SA
00

Vs +

PNO: Best Wide  Avg Type:
Gale: Off Avg|Hokd >

IF Gain: Low Trig: Free Run
Sig Track: Off

Atten: 40 dB
Preamp: OFF

inp

0 T
Freq Ref. Int (S)

Ref Level 23.00 dBm

A
m’hw
'Mww.mw.,m.wmwﬂ,‘_...\.W.qum._mw»w-«».-.

#Video BW 30 kHz Stop 1.906848 GHz|

Sweep 21.3 ms (20000 pts)

Y Function Function Width Function Value
-51.86 dBm

-55.94dBm

Ant0 CH2

Swept SA
PNO: Bast Wide
Gale: OFf
IF Gain: Low
Sig Track: Off

Spectrum Analyzer 2

Swept SA
Input Z 50 Q
Corr CCorr
Freq Ref Int (S)

Atten: 40 dB
Preamp: OFF Avg|Hokd >

Trig: Free Run

Ref Level 23.00 dBm

oy,
. _rq'\ e o

iy,

\
'AW\‘M i 32

.
"
iR Ll W

AN A AL S rdoreie lborsa

#Video BW 30 kHz Stop 1.906848 GH:

Sweep 21.3 ms (20000 pts)

Function Function Width Function Value

Ant0 CH9

Report No.: LGT251043RF01
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Spectrum Analyzer 1
Swept SA

KEYSIGHT Input RF .
ipling.

Scale/Div 10 dB
T 1

Start 1.891296 GHz
#Res BW 30 kHz

5 Marker Table v

1
N 1

Report No.: LGT251043RF01

L

Vot bt PP

Mode Trace Scale

Spectrum Analyzer 2

Swept SA
Input Z 50 0
‘Corr CCorr
Freq Ref: Int (S)

Atten: 40 dB
Preamp: OFF

Spectrum Analyzer 3 +
Swept SA

PNO: Best Wide  Avg Type: Log-Power | |

Gale: OFf AuvglHold 2100100

IF Gain: Low Trig: Free Run

Sig Track: Off

kr2 1.906 100 0 GHz|

Ref Level 23.00 dBm -44.26 dBm

4:4‘“"““

e S e e )

#Video BW 30 kHz Stop 1.906848 GHz,

Sweep 21.3 ms (20000 pts)

Function Function Width Function Value
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RECEIVER RADIATED EMISSIONS

Emission
Frequency
Mode Range (MHz) Frequency Max Value Max Value Limit Verdict
(MHz)
(MHz)
30MHz to 2
DECT 1895.616 328.76 -77.31 0.0186 Pass
1000MHz nW/100KHz
1000MHz to 20
DECT 1895.616 1006.3 -91.97 0.0006 Pass
1893.5MHz nW/100KHz
1893.55MHz
DECT 1895.616 1902.787 -81.97 0.0064 2 nW/MHz Pass
to 1906.5MHz
1893.515MHz
0.06
DECT 1895.616 to 1894.479 -97.63 0.0002 Pass
nW/30KHz
1906.085MHz
1906.1MHz to 20
DECT 1895.616 3834.2 -79.78 0.0105 Pass
12750MHz nW/100KHz
30MHz to 2
DECT 1899.072 327.79 -77.11 0.0195 Pass
1000MHz nW/100KHz
1000MHz to 20
DECT 1899.072 1002.37 -91.92 0.0006 Pass
1893.5MHz nW/100KHz
1893.55MHz
DECT 1899.072 1898.014 -82.16 0.0061 2 nW/MHz Pass
to 1906.5MHz
1893.515MHz
0.06
DECT 1899.072 to 1894.675 -97.57 0.0002 Pass
nW/30KHz
1906.085MHz
1906.1MHz to 20
DECT 1899.072 3813.6 -79.82 0.0104 Pass
12750MHz nW/100KHz
30MHz to 2
DECT 1904.256 333.61 -77.09 0.0195 Pass
1000MHz nW/100KHz
1000MHz to 20
DECT 1904.256 1675.7 -92.46 0.0006 Pass
1893.5MHz nW/100KHz
1893.55MHz
DECT 1904.256 1902.719 -82.1 0.0062 2 nW/MHz Pass
to 1906.5MHz
1893.515MHz
0.06
DECT 1904.256 to 1897.328 -98.11 0.0002 Pass
nW/30KHz
1906.085MHz
1906.1MHz to 20
DECT 1904.256 3831 -79.73 0.0106 Pass
12750MHz nW/100KHz

Report No.: LGT251043RF01
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Spectrum Analyzer 10
ept SA

Input Z 50 Q
Corr CCorr
Freq Ref Int (S)

#Atten: 0 dB
Preamp: OFF

Scale/Div 10 dB
T 1

iStart 0.0300 GHz
#Res BW 100 kHz

Ant0 CH4 30MHz to 1000MHz

Spectrum Analyzer 11
PNO: Fast
Gale: OFf

IF Gain: High
Sig Track. Off

Avg Type: Log-Power
Avg[Hokd: >100/100
Trig: Free Run

Ref Level -27.00 dBm

#Video BW 100 kHz

Spectrum Analyzer 11
A

it S,

CCorr
Freq Ref. Int (S)

‘Start 1.0000 GHz
#Res BW 100 kHz .

Spectrum Analyzer 10
Swept SA

Input Z 50 Q
Corr CCorr
Freq Ref Int (S)

#Atten: 0 dB
Preamp: OFF

Scale/Div 10 dB
T 1

Start 1.893550 GHz
#Res BW 1.0 MHz

Report No.: LGT251043RF01

Avg Typs
Avg[Hokt:>100/100
Trig: Free Run

Gale: Off
IF Gain: High
Sig Track: Off

Ref Level -27.00 dBm

#Video BW 100 kHz

PNO: Fast Avg Type: Log-Power
Gale: OFf Avg[Hokd: >100/100
IF Gain: High Trig: Free Run

Sig Track. Off

Ref Level -27.00 dBm

Video BW 50 MHz

pectrum Analyzer 12
Swept SA

Mkr1 328.76 MHz
-77.31dBm

Stop 1.0000 GHz|
#Sweep ~118 ms (1001 pts)

M

006 30 GHz|
-91.97 dBm

Stop 1.8935 GHz,
Sweep 108 ms (20000 pts)

Spectrum Analyzer 13

Swept SA

1

Stop 1.906050 GHz,
Sweep 1.33 ms (20000 pts)

W
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Ant0 CH4 1893.515MHz to 1906.085MHz
{ Spectrum Analyzer 10 Spectrum Analyzer 11
Swept SA Swept SA

KEYSIGHT input RF input Z 50 Q #Atten: 0 dB PNO: Best Wide  Avg Type: Log-Power
i Corr Preamp: OFF Gale: OFf Avg[Hokt: >100/100
Freq Ref. Int (S) IF Gain: High Trig. Free Run
Sig Track: Off

Scale/Div 10 dB Ref Level -22.00 dBm
T 1

i
Mt e Aot R PSP rsis b sy ARtrAA  J pn Aho Pp B

‘Start 1.893515 GHz #Video BW 100 kHz Stop 1.906085 GHz,
#Res BW 30 kHz Sweep 13.3 ms (20000 pts)|
Feb 23
1:18:11 AM
Ant0 CH4 1906.1MHz to 12750MHz

‘ Spectrum Analyzer 10 ctrum Analyzer 11 Spectrum Analyzer 12
Swept SA Swept SA S S,
Input Z. 50 0 #htten: 0 dB PNO: Fast /Awg Type: Lc
Corr CCorr Preamp: Off Gale: OFf Avg|Hald: 31
Freq Ref. Int (S) IF Gain: High Trig. Free
Sig Track: Off

Ref Level -27.00 dBm

#Video BW 100 kHz Stop 12.750 GHz|
Sweep ~1.31 s (20000 pts)

Spectrum Analyzer 11
Swept SA
Input Z 50 Q #Atten: 0 dB PNO: Fast
CCorr Preamp: OFF Gale: OFf Avg[Hokd: >100/100
Freq Ref Int (S) IF Gain: High Trig: Free Run
Sig Track. Off

Scale/Div 10 dB Ref Level -27.00 dBm
T 1

Mttt i i

Start 0.0300 GHz #Video BW 100 kHz Stop 1.0000 GHz,
#Res BW 100 kHz #Sweep ~118 ms (1001 pts)

l)

B
1:42:11 AM

Report No.: LGT251043RF01
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Input Z 50 Q
CCorr
Freq Ref. Int (S)

Scale/Div 10 dB
T 1

‘Start 1.0000 GHz
#Res BW 100 kHz

‘ Spectrum Analyzer 10
Swept SA

KEYSIGHT nput RF input Z 50 Q
Sling

‘Corr CCorr
Freq Ref. Int (S)

Start 1.893550 GHz
#Res BW 1.0 MHz

trum Analyzer 10
wept S

KEYSIGHT [nput RF input Z 50 Q
ling.

CCorr
Freq Ref Int (S)

15
Scale/Div 10 dB
T 1

"I

Start 1.893515 GHz
#Res BW 30 kHz

Report No.: LGT251043RF01

Ant0 CH2 1000MHz to 1893.5MHz

Spectrum Analyzer 11
Swept SA
#Atten: 0 dB
Preamp: OFF

Spectrum Analyzer 12

Spectrum Analyzer 13
Swe Swept SA

+ b
PNO: Fast Avg Type: Log-Power

Gale: OFf Avg[Hokt: >100/100

IF Gain: High Trig: Free Run

Sig Track: Off

Mkr1 1.002 37 GHz|

Ref Level -27.00 dBm -91.92 dBm

#Video BW 100 kHz Stop 1.8935 GHz,

Sweep 108 ms (20000 pts)

M Spectrum Analyzer 12 pectrum Analyzer 13
Swent SA ept SA

+ )

PNO: Fast
Gate: Off

IF Gain: High
Sig Track: Off

#Atten: 0 dB
Preamp: OFf

1.898 014 0 GHz|

Ref Level -27.00 dBm -82.16 dBm

Video BW 50 MHz Stop 1.906050 GHz,

Sweep 1.33 ms (20000 pts)

Spectrum Analyzer 11
Swept SA
#Atten: 0 dB
Preamp: OFF

PNO: Best Wide
Gale: OFf

IF Gain: High
Sig Track. Off

Avg Type: Log-Power
Avg[Hokd: >100/100
Trig: Free Run

Ref Level -22.00 dBm

o e, A i i e e eyt e oy A i b gl on A o

#Video BW 100 kHz Stop 1.906085 GHz

Sweep 13.3 ms (20000 pts)
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Ant0 CH2 1906.1MHz to 12750MHz

{ Spectrum Analyzer 10

Swept SA Swey

KEYSIGHT lnputIRF
ling

input Z 50 Q
Cor CCorr
Freq Ref. Int (S)

#Atten: 0 dB
Preamp: OFF

Scale/Div 10 dB
T 1

‘Start 1.906 GHz
#Res BW 100 kHz

eb 23
1:15:14 AM

Spectrum Analyzer 11

Spectrum Analyzer
Swept SA

PNO: Fast Avg Type: Log-Power
Gale: OFf AvglHokt: 111100

IF Gain: High Trig: Free Run

Sig Track: Off

Ref Level -27.00 dBm

#Video BW 100 kHz

Ant0 CH9 30MHz to 1000MHz

M Spectrum Analyzer 10
ent SA

Input Z 50 Q
Cor CCorr
Freq Ref. Int (S)

#Atten: 0 dB
Preamp: OFf

iStart 0.0300 GHz
#Res BW 100 kHz

Spectrum Analyzer 11
Swept SA

PNO: Fast /Awg Type: Log-Power
Gate: Off Avg|Hold > 100/100
IF Gain: High Trig. Free

Sig Track: Off

Ref Level -27.00 dBm

#Video BW 100 kHz

Spectrum Analyzer 11
A

Swept S,

Input Z 50 Q #Atten: 0 dB
CCorr Preamp: OFF
Freq Ref Int (S)

15
Scale/Div 10 dB
T 1

‘Start 1.0000 GHz
#Res BW 100 kHz

Report No.: LGT251043RF01

PNO: Fast
Gale: OFf Avg[Hokd: >100/100
IF Gain: High Trig: Free Run

Sig Track. Off

Ref Level -27.00 dBm

#Video BW 100 kHz

Mkr1 3.813 6 GHz|
-79.82 dBm

Stop 12.750 GHz|
Sweep ~1.31 s (20000 pts)

Mkr1 333.61 MHz
-77.09 dBm

Stop 1.0000 GHz,
#Sweep ~118 ms (1001 pts)

Spectrum Analyzer 13
Swept SA

Stop 1.8935 GHz
Sweep 108 ms (20000 pts)
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Spectrum Analyzer 10
Swept SA

input Z 50 Q #Atten: 0 dB
CCorr Preamp: OFF

KEYSIGHT lnputIRF
ing C
Freq Ref. Int (S)

Scale/Div 10 dB
T 1

‘Start 1.893550 GHz
#Res BW 1.0 MHz

Spectrum Analyzer 10

Swept SA Swept SA
input Z 50 Q #Atten: 0 dB
Cor CCorr Preamp: OFf
Freq Ref. Int (S)

KEYSIGHT '"PUlI RF
ling

'yl

Start 1.893515 GHz
#Res BW 30 kHz

input Z 50 Q #Atten: 0 dB
CCorr Preamp: OFF
Freq Ref Int (S)

15
Scale/Div 10 dB
T 1

'Start 1.906 GHz
#Res BW 100 kHz

Report No.: LGT251043RF01

Ant0 CH9 1893.55MHz to 1906.5MHz

PNO: Fast Avg Type: Log-Power
Gale: OFf Avg[Hokt: >100/100
IF Gain: High Trig: Free Run

Sig Track: Off

Ref Level -27.00 dBm

Video BW 50 MHz

Spectrum Analyzer 11

PNO. Best Wide  Avg Type. L T
Gate: Off Avg|Hold > 100/100
IF Gain: High Trig. Free

Sig Track: Off

Ref Level -22.00 dBm

A et st i M Nttt A P LA A

#Video BW 100 kHz

Spectrum Analyzer 12
Swept SA

PNO: Fast Avg Type: Log-Power
Gale: OFf Avg[Hokd: 12100

IF Gain: High Trig: Free Run

Sig Track. Off

Ref Level -27.00 dBm

#Video BW 100 kHz

Spectrum Analyzer 13 >
Swept SA +

1 1.902 719 2 GHz

Stop 1.906050 GHz,
Sweep 1.33 ms (20000 pts)

-98.11 dBm

ikt ol A o i

Stop 1.906085 GHz,
Sweep 13.3 ms (20000 pts)

Stop 12.750 GHz,
Sweep ~1.31 s (20000 pts)
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CARRIER SENSE CAPABILITY

Ant0 CH4

BE Keysight Spectrum Analyzer - Swept SA

==

RE 5 AC

Sweep Time 60.00 s

10 dBidiv.  Ref 30.00 dBm
Log

Center 1.895616000 GHz
Res BW 3.0 MHz

sG

SENSE:INT]

ALIGN AUTO |

08:50:39 PMFeb 22,2023

PNO: Fast ~—#— 1rig: Free Run
IFGain:Low #Atten: 40 dB

#VBW 8.0 MHz

Avg Type: Log-Pwr

Span 0 Hz
Sweep 60.00 s (1001 pts)

Ant0 CH9

Center 1.904256000 GHz
Res BW 3.0 MHz

sG

SENSE:INT]

ALIGN AUTO

PNO: Fast —»— Trig: Free Run
IFGain:Low #Atten: 40 dB

#VBW 8.0 MHz

Avg Type: Log-Pwr

STATUS

Span 0 Hz
Sweep 60.00 s (1001 pts)

Report No.: LGT251043RF01
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APPENDIX Il - TEST SETUP

XK KEND OF THE REPORT ¢ 3¢ 5 2% 3%
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