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General Details

Equipment Under Test [EUT]

Description of Sample(s)
Submitted sample(s) said to be

Product:
Manufacturer:

Brand Name:
Model Number:
Rating:

Date of Order

2026-05-11

Submitted Sample(s):

1 Sample

Test Duration

2026-05-13 to 2026-05-18

Country of Origin

China
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Radio-controlled Micro Stunt

MEKBAO PLASTIC ELECTRONIC INDUSTRIAL CO., LTD.
JIAOXI INDUSTRY AREAS, LIANXIA, CHENGHALI,
SHANTOU CITY, GUANGDONG, CHINA

N/A

208015

3V ( 1.5V AAsize battery X 2)
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1.6 RF Module Details
Frequency Range: 2410-2470MHz
Channel Number: 31
Modulation: GFSK
Duty Cycle: Up to 100%
ID Code: 1078-A
Operating mode: Continuous
Power Source: Input voltage
Voltage (nom): 3V D.C.
Extreme high: 3.3V D.C.
Extreme low: 2.7V D.C.
Remark:
1.7 Antenna Details
Antenna Type: Wire Antenna
Antenna Gain: 0 dBi
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2.0 Technical Details
2.1 Table for Carrier Frequencies
Channel | Frequency Channel | Frequency Channel | Frequency | Channel | Frequency
(MHz2) (MHz2) (MHz2) (MHz2)
1 2410 11 2430 21 2450 31 2470
2 2413 12 2433 22 2453
3 2414 13 2434 23 2454
4 2417 14 2437 24 2457
5 2418 15 2438 25 2458
6 2421 16 2440 26 2461
7 2422 17 2442 27 2462
8 2425 18 2445 28 2465
9 2426 19 2446 29 2466
10 2429 20 2449 30 2469
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2.2 Test Standards and Results Summary Tables

Applied Standard: Item 19 of Article 2 Paragraph 1
Clause Description of Test Test Result

Pass Fail N/A

3.2(2) Antenna Power X 0 0O
3.2(3) Tolerances for Antenna Power X ] ]
3.2(4) Frequency Tolerance X |:| O
3.2(7) Occupied Frequency Bandwidth X N N
3.2(6) Spurious Emissions X ] ]
3.3(1) Secondary Radiated Emission X N N
Test Items Uncertainty Remark
99% & 90% Bandwidth +0.8dB Confidence levels of 95%
Frequency Tolerance +8.5x10° Confidence levels of 95%
Antenna Power +0.6dB Confidence levels of 95%
TX-RX Spurious Emissions +0.5dB Confidence levels of 95%
Temperature $0.7°C Confidence levels of 95%
Humidity +3.2% Confidence levels of 95%
DC/AC Power Source +1.4% Confidence levels of 95%
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2.3 Table for Test Modes
Preliminary tests were performed in different data rate to find the worst radiated emission. The data rate
shown in the table below is the worst case rate with respect to the specific test item.
Investigation has been done on all the possible configurations for searching the worst cases.

The following table is a list of the test modes shown in this test report.

Test Items Mode Data Rate Channel
Frequency Error Un-modulation - 1/16/31
Occupied Bandwidth (99%) GFSK - 1/16/31
Unwanted Emission Intensity GFSK - 1/16/31
Antenna Power Error GFSK - 1/16/31
Limitation of Emission of Receiver GFSK - 1/16/31
Radio Interference Prevention Capability GFSK - 1/16/31

Test frequency:
Lowest Channel Frequency: 2410MHz ( Channel 1)
Middle Channel Frequency: 2440MHz ( Channel 16 )

Highest Channel Frequency: 2470MHz ( Channel 31 )
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Tel: +852 2666 1888 Fax: +852 2664 4353 Email: hkstc@stc.group  Website: www.stc.group
This report shall not be reproduced unless with prior written approval from The Hong Kong Standards and Testing Centre Limited.
For Conditions of Issuance of this test report, please refer to “Conditions of Issuance of Test Reports” section or Website.




Date
No.

3.11

3.1.2

3.13

: 2026-05-22
: HP26040381

Test Results
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Antenna Power and Tolerances for Antenna Power

Ambient temperature 25°C

Limit

Relative humidity 52%

Item

Limits

Antenna Power Density

<3mW/MHz (FH from 2427 — 2470.75MHz)
<10mW/MHz (OFDM, DS from 2400 — 2483.5MHz)
< 10mW (Other from 2400 — 2483.5MHz)

Tolerances for Antenna Power

+20%, -80% (Base on manufacture declare antenna power density)

Test Procedures

(1) Connect each EUT’s antenna output to power sensor by RF cable and attenuator.

(2) For adaptive equipment, the measurement duration shall be long enough to ensure a minimum
number of bursts (at least 10) is captured.

Note: The cable loss and attenuator loss have been put into spectrum analyzer as amplitude offset.

Test Setup

Spectrum Analyzer

Attenuator EUT and Assistant System

The Hong Kong Standards and Testing Centre Limited
10 Dai Wang Street, Taipo Industrial Estate, Tai Po, N.T., Hong Kong
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Remark : Declared power : 0dBm ( 1mW )
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Test Result: Pass
Frequency Measured Tolerances Declared Limit
(MHz) dBm mw (%) power (mW)
(mW)
2410 0.58 1.14 +14 1 10
3V D.C. 2440 0.41 1.10 +10 1 10
2470 0.35 1.08 +8 1 10
2410 0.6 1.15 +15 1 10
2.7V D.C. 2440 0.41 1.10 +10 1 10
2470 0.38 1.09 +9 1 10
2410 0.55 1.14 +14 1 10
3.3vD.C 2440 0.39 1.10 +10 1 10
2470 0.34 1.08 +8 1 10
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3.2 Frequency Tolerance
3.2.1 Limit
Ambient temperature 25°C Relative humidity 52%
Item Limits
Frequency Tolerance +/- 5010 or less 50ppm
3.2.2 Test Procedures
(1) Connected the EUT’s antenna port to the Spectrum Analyzer by suitable attenuator, set the
Spectrum Analyzer as below:
Centre Frequency: The centre frequency of the channel under test
Resolution BW: 10 kHz
Video BW: 10 kHz
Span Frequency: 500KHz
Detector: Peak
Trace Mode: Max Hold
(2) When the trace is complete, find the peak value of the power envelope and record the frequency.
3.2.3 Test Setup
Spectrum Analyzer Attenuator EUT and Assistant System
3.24 Test Result: PASS
Frequenc Result Limit
Mode (I\(jIHz) Y Measured Tolerance Tolerance (bpm)
(MHz) (kHz) (Ppm)
X mod 2410 2410.1018 +101.8 42 <50
(v rgoce) 2440 2440.1028 +102.8 42 <50
e 2470 2470.1038 +103.8 42 <50
TX mod 2410 2410.1018 +101.8 42 <50
2 D Ce ) 2440 2440.1038 +103.8 425 <50
' e 2470 2470.1048 +104.8 42.43 <50
T mod 2410 2410.1018 +101.8 41.2 <50
3 3Vm5’ g) 2440 2440.1028 +102.8 41.6 <50
' e 2470 2470.1038 +103.8 42, <50
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Ref Level 10.00 dBm
» Att
@ 1Rm Max

Offset 20.00 dB & RBW 10 kHz

0dB @ SWT 500 ms & VBW 10 kHz Mode Auto FFT

M1[1]
0 dBm

0.58 dBm
2.410101800 GHZ|

-10 dBm \

-20 dBm /

\
-30 dBm / \
l

-40 dBm )

-50 dBm

50 dBm—]

-70 dBm

-80 dBm

| CF 2.41 GHz 501 pts

Span 500.0 kHz

Marker

Type | Ref | Trc | X-value | Y-value | Function |

Function Result |

M1 1 2.4101018 GHz 0.58 dBm

2440MHz(3V D. C.)

Ref Level 10.00 dBm Offset 20,00 dB @ RBW 10 kHz

® Att 0de @ SWT  S00ms @ VBW 10 kHz Mode Auto FFT
@ 1Rm Max
M1[1] 0.41 dBm
M1 2.440102800 GHZ|
o dem .

-10 dém \

[

[

iR

-50 dém )

-70 dBm

-80 dBém

| CF 2.44 GHz 501 pts

Span 500.0 kHz

Marker

Type | Ref | Trc | X-value | Y-value | Function |

Function Result |

M1 1 2.4401028 GHz 0.41 dBm
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2470MHz(3V D.C.))

Ref Level 10.00 dBm
@ Att

@ 1Rm Max

0dB & SWT
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0 dBm

M1[1]

0.35 dBm
2.470103800 GHz

-10 dBm

-20 dBm

-30 dBm

-40 dBm

-50 dBm

=50 dem—

-70 dBm

-80 dBm

CF 2.47 GHz

501 pts

Span 500.0 kHz |

Marker
Type | Ref | Trc |

X-value | v-value | Function |

Function Result |

M1| 1

2.4701038 GHz 0.35 dBm |

2410MHz(2.7V D.C.)
Ref Level 10.00 dBm
- Att

0dB @ SWT

Offset 20.00 dB @ RBW 10 kHz
500 ms & VBW 10 kHz

Mode Auto FFT

|@1Rm Max

0 dBm

M1[1]

0.60 dBm|
2.410101800 GHz

-10 dBm

-20 dém

-30 dém

-40 dBém

I
ey

-50 dBm

B0 dBm

-70 dBm
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Marker
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X-value | y-value | Function |

Function Result |

M1| | 1|

2.4101018 GHz | 0.60 dBm | |

Tel: +852 2666 1888 Fax: +852 2664 4353

The Hong Kong Standards and Testing Centre Limited
10 Dai Wang Street, Taipo Industrial Estate, Tai Po, N.T., Hong Kong

Email: hkstc@stc.group  Website: www.stc.group
This report shall not be reproduced unless with prior written approval from The Hong Kong Standards and Testing Centre Limited.

For Conditions of Issuance of this test report, please refer to “Conditions of Issuance of Test Reports” section or Website.



HST

Test Report
Date :2026-05-22 Page 13 of 54
No. :HP26040381

2440MHz(2.7v D.C.)
Ref Level 10.00 dém  Offset 20.00 dB @ RBW 10 kHz

» Att 0DdB @ SWT 500 ms @ VBW 10 kHz Mode Auto FFT

@ 1Rm Max |
M1[1] 0.41 dBm

M1 2.440103800 GHz
0 dBm ’\
-10 dBm

il

s iN
T

-50 dBm

=60 dem—|

-70 dém

-80 dBm

CF 2.44 GHz 501 pts Span 500.0 kHz |
Marker

Type | Ref | Trc | X-value | y-value | Function | Function Result |
M1 1 2.4401038 GHz | 0.41 dem

2470MHz(2.7V D.C.)

Ref Level 10.00 dBm Offset 20.00 dB & RBW 10 kHz
e Att 0dB @& SWT 500 ms @ VBW 10 kHz Mode auto FFT
'@ 1Rm Max

M1[1] 0.38 dBm|
"‘""1 2.470104800 GHz

0dBm

-10 dBm 1 \
-20 dBm )

-30 dBm } \
-40 dBm _/J)

-50 dBm

60 dem—|

-70 dBm

-80 dBm

CF 2.47 GHz 501 pts Span 500.0 kHz |
Marker

Type | Ref | Trc | X-value | Y-value | Function | Function Result |
w1 1| 2.4701048 GHz 0.38 dbm |
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2410MHz(3.3V D.C.)

Ref Level 10.00 dBm

Offset 20.00 d& @ RBW 10 kHz

» Att
® 1Rm Max

0dB @ SWT

500 ms @ VBW 10 kHz

Mode Auto FFT

0 dBm

M1[1]
M1

0.55 dBm
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-10 dBm
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CF 2.41 GHz
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Marker

Type | Ref

| Trc | X-value | Y-value | Function

Function Result |

M1

| 1] 2.4101018 GHz 0.55 dBm

2440MHz(3.3V D.C.)

Ref Level
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Function Result |
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1 2.4401028 GHz | 0.39 dBm | |
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3.3 Occupied Frequency Bandwidth
Ambient temperature 25°C Relative humidity 52%
331 Limit

Permissible value for occupied bandwidth using the FH system, a hybrid system combining DS and FH
systems, or a hybrid system combining FH and OFDM systems shall be 83.5 MHz or less, while
necessary bandwidth (minimum occupied bandwidth sufficient to ensure information transmission of
required quality at a required transmission rate for the system used under specified conditions for a
given emission type) using a system other than any of the above shall be 26 MHz or less.

3.3.2 Test Procedures
(1) Connected the EUT’s antenna port to the Spectrum Analyzer by suitable attenuator, set the
Spectrum Analyzer as below:
Centre Frequency: The centre frequency of the channel under test
Hopping off:
Resolution BW: 30 kHz
Video BW: 30 kHz
Hopping on:
Resolution BW: 1MHz
Video BW: 1MHz
Span: Wide enough to cover the complete power envelope of the signal of the EUT
Detector: Peak
Trace Mode: Max Hold
(2) When the trace is complete, measure the occupied bandwidth (99% bandwidth) with spectrum
analyzer’s bandwidth measure function.

3.33 Test Setup

Spectrum Analyzer Attenuator EUT and Assistant System
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3.34 Test Result: PASS
Frequency Result Limit
(MH2z) (MH2z2) (MHz)
2410 1.027944112
GFSK 2440 1.027944112 26
(3vD.C) 2470 1.027944112
2410 1.027944112
GFSK 2440 1.027944112 26
(2.7vD.C) 2470 1.027944112
2410 1.027944112
GFSK 2440 1.027944112 26
(3.3vD.C.) 2470 1.027944112
GFSK(3V D.C)
2410MHz
Ref Level 10.00 dBm Offset 20.00 dB @ RBW 30 kHz
» Att 0de & SWT 500 ms @ VBW 30 kHz Mode Auto Sweep
@ 1Rm Max
M1[1] -4.33 dBm
2.41010000 GHZ
Uidsm '“ﬁ} occ Bw 1.027944112 MHZ
-10 dBm i
N
-30 dBm
[V 1 7V
-40 dBm f f
-50 dBm N/L Wil \J\ )\
-70 dBm
-80 dBm
CF 2.41 GHz 501 pts Span 5.0 MHz
Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result |
M1 1 2.4101 GHz -4.33 dém |
T1 1 2,4095908 GHz -18.72 dBm Occ Bw 1.027944112 MHz
T2 1 2.4106188 GHz -19.95 dBm
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GFSK(3V D.C)
2440MHz
Ref Level 10,00 dBm Offset 20.00 dB & RBW 30 kHz
» Att 0de @& SWT S00 ms @ VBW 30 kHz  Mode Auto Sweep
(@ 1Rm Max
M1[1] -4.57 dBm
2.44010000 GHz
0 dBm "K‘ Occ Bw 1.027944112 MHz
-10 dBm it fr
T (\ H {\ T2
IWIVANIR]
-30 dBm j \/ 7 \ \
-40 dBm X"L \\j\ }*‘\
-50 dBm Wnﬁ ,J‘“"J A,
a——f‘“_'v\_/vw w‘—\u‘-—h
|~68-aem——
-70 dBm
-80 dBm
CF 2.44 GHz 501 pts Span 5.0 MHz
Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result |
M1]| 1 2.4401 GHz | -4.57 dBm |
T1| 1 2.4395908 GHz | -19.09 dBém | Occ Bw | 1.027944112 MHz
T2 1; 2.4406188 GHz -19.52 dBm
GFSK(3V D.C.)
2470MHz
Ref Level 10.00 dBm Offset 20.00 dB & RBW 30 kHz
- Att 0de & SWT 500 ms @ VBW 30 kHz Mode Auto Sweep
|@1Rm Max
M1[1] -4.64 dBm
2.47011000 GHz
0 dém 'X’ Occ Bw 1.027944112 MHz
-10 dBm ft i
1 {\ ] l /\ 1
IWIVANIN
-30 dBm J \/ V4 \ \
I S
50 dBm o JVJ =y
M"Hﬂ»ﬁj\/ N
L -6 8-ABnT——
-70 dBm
-80 dBm
| CF 2.47 GHz 501 pts Span 5.0 MHz
Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result |
M1 1] 2.47011 GHz | -4.64 dBm | _
T1] 1| 2.4695908 GHz | -19.54 dBm | Occ Bw | 1.027944112 MHz |
T2 1] 2,4706188 GHz -19.12 dBm
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GFSK(2.7V D.C))
2410MHz
Ref Level 10.00 dém Offset 20.00 d& & RBW 30 kHz
» Att 0de @ SWT 500 ms @ VBW 30 kHz Mode Auto Sweep
@® 1Rm Max
M1[1] -4.16 dBm
da i 2.41010200 GHz
Qo ﬁ‘ Occ Bw 1.027944112 MHz
-10 dBm A
v A (e
-20 dBm i &
JI\VIL \J] M\
-40 dBm \ A
i [l o M
M”J\f —\N‘
| sodam=p—""1|
-70 dBm
-80 dBm
CF 2.41 GHz 501 pts Span 5.0 MHz
Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result |
M1| 1 2.410102 GHz | -4.16 dBm ] ]
T1| 1 2.4095908 GHz -18.61 dBm Occ Bw 1.027944112 MHz
T2| 1 2,4106188 GHz -20.04 dBm
GFSK(2.7V D.C))
2440MHz
Ref Level 10.00 dBm Offset 20.00 dB & RBW 30 kHz
@ Att 0de @ SWT S00 ms @ VBW 30 kHz Mode Auto Sweep
@ 1Rm Max
mM1[1] -7.02 dBm|
e 2.44012000 GHz
0 dBm M1 Occ Bw 1.027944112 MHz
-10 dem ﬁ
AU A e
WAV
-30 dBm j \/ 7 \
-40 dBm /AL i \\/\ j\
-50 dém VM A
L-68-4Bm=——
-70 dBm
-80 dBm
. CF 2.44 GHz 501 pts Span 5.0 MHz
Marker
Type | Ref | Tre | X-value | Y-value | Function | Function Result |
M1 1] 2.44012 GHz -7.02 dBm | |
T1) 1 2.4395908 GHz -19.11 dBm Occ Bw | 1.027944112 MHz
T2 1 2.4406188 GHz -19.55 dem
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No.

: 2026-05-22
: HP26040381

GFSK(2.7V D.C)
2470MHz

Ref Level 10.00 dBm
~ Att
@ 1Rm Max

0d® @ SWT

Test Report

Offset 20.00 dB @ RBW 30 kHz

500 ms @ VBW 30 kHz _Mode Auto Swesp

BESTC

Page 20 of 54

0 dBm

M1[1]

-10 dBm

Occ Bw

-4.55 dBm)|
2.47011000 GHZz|
1.027944112 MHz|

-20 dBm:

E——
=i

-30 dBm

-40 dBm

2|
s —

-50 dBm:

E=s

L=68-etBmT

-70 dBm:

-80 dBm

CF 2.47 GHz

501 pts

Span 5.0 MHz

Marker
Type | Ref | Trc |

X-value | Y-value | _Function |

Function Result |

2.47011 GHz |
2.4695908 GHz |
2.4706188 GHz |

-4.55 dem
-19.55 dBm |
-19.21 dém

Occ BW [

1.027944112 MHz

GFSK(3.3V D.C)
2410MHz

Ref Level 10.00 dém
- Att 0de
(@ 1Rm Max

@ SWT

Offset 20.00 dB @ RBW 30 kHz

S00ms @ VBW 30 kHz Mode Auto Sweep

0 dem

M1[1]

-10 dBm

Occ Bw

L

-4.19 dBm|
2.41010000 GHZz|
1.027944112 MHz

-20 dBm

4
-

1
I

=

-30 dBm

T
|

| ——
/—-——"F
R —

/\

-40 dBm

=
[t

R A

-50 dBm

L-sa-dBm——

-70 dBm

-80 dBm

CF 2.41 GHz

501 pts

Span 5.0 MHz

Marker
Type | Ref | Trc |
p

X-value | Y-value | _Function |

Function Result |

M1 |
T4 1 af
T2 1

2.4101 GHz
2.4095908 GHz |
2.4106188 GHz

-4.19 dBm |
-18.73 dém |
-20.09 dBm

Occ Bw |

1.027944112 MHz |
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GFSK(3.3V D.C)
2440MHz
Ref Level 10.00 dBm Offset 20.00 d&2 @ RBW 30 kHz
@ Att 0de @ SWT 500 ms @ VBW 30 kHz Mode Auto Sweep
(@ 1Rm Max
M1[1] -4.62 dBm
d 2.44010000 GHz
:dBim ﬂ‘ Occ Bw 1.027944112 MHz
-10 dBm
v AL A
VANl
-30 dBm j \/ 4 \
i NI
-50 dem — S AL
M
| so-cpmesatem—"]
-70 dBm
-80 dBm
| CF 2.44 GHz 501 pts Span 5.0 MHz |
Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result
M1 1] 2,4401 GHz | -4.62 dBm | 1
T1 1 2.4395908 GHz | -19.22 dBm Occ Bw 1.027944112 MHz
72| 1] 2.4406188 GHz | -19.65 dBm |
GFSK(3.3V D.C.)
2470MHz
Ref Level 10.00 dBm Offset 20.00 dB & RBW 30 kHz
» Att 0dB @ SWT 500 ms @ VBW 30 kHz Mode Auto Sweep
@®1Rm Max
M1[1] -4.56 dBm
2.47011000 GHz
0 dBm "h‘ Occ Bw 1.027944112 MHz
-10 dBm
y AL A
IWIVANIRN
-30 dBm J v V4 \
i Yl
S0:48m ”Wh’_)\/‘ ’M \VL
-70 dBm
-80 dBm
CF 2.47 GHz 501 pts Span 5.0 MHz |
Marker
Type | Ref | Trc | X-value | Y-value |  Function | Function Result |
M1| g 2.47011 GHz | -4.56 dBm |
T1 | 1 2.4695908 GHz | -19.49 dBm | Occ Bw 1.027944112 MHz
T2 1 2.4706188 GHz -19.17 dBm
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Transmitter Spurious Emissions (conducted)
Ambient temperature 25°C Relative humidity 52%

Limit

Permissible mean power of spurious emission of each frequency supplied to a feeder, that is, mean
power of spurious emission in the 1 MHz bandwidth at frequency f other than frequency band used
shall be as follows:

a. 2,387MHz < £<2,400MHz and 2,483.5MHz < £ < 2,496.5MHz 25 uW or less

b. 2,387MHz > f and 2,496.5MHz < £ 2.5 uW or less

Test Procedures

(1) Connected the EUT’s antenna port to the Spectrum Analyzer by suitable attenuator, set the
Spectrum Analyzer as below:

Below 1GHz

Resolution BW: 100kHz

Video BW: 100kHz

Detector: Peak

Trace Mode: Max Hold

Over 1GHz

Resolution BW: 1MHz
Video BW: 1MHz
Detector: Peak

Trace Mode: Max Hold

(2) All the emissions from 30MHz to 13GHz were measured and record.

Test Setup

Spectrum Analyzer Attenuator EUT and Assistant System

The Hong Kong Standards and Testing Centre Limited
10 Dai Wang Street, Taipo Industrial Estate, Tai Po, N.T., Hong Kong
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3.4.4 Test Result: PASS

GFSK(3V D.C))

Test Frequency Frequency Range Fre(GHz) Result Limit
(MH2) (MH2) (dBm)
30-1000 N/A N/A <2.5uW(-26dbm)
1000-2387 N/A N/A
2387-2400 N/A N/A <25uW(-16dbm)
2410 2483.5-2496.5 N/A N/A
4.82057 ~42.95
2496.5-13000 7.23062 4427 <2.54W(-26dbm)
N/A N/A
30-1000 N/A N/A
1000-2387 N/A N/A =2.5uW(-26dbm)
2387-2400 N/A N/A
2440 2483.5-2496.5 N/A N/A =251 W(-16dbm)
6.64564 4518
2496.5-13000 10.59389 -45.28 <2.54W(-26dbm)
N/A N/A
30-1000 N/A N/A
1000-2387 N/A N/A =2.5uW(-26dbm)
2387-2400 N/A N/A
2470 2483.5-2496.5 N/A N/A <251 W(-16dbm)
6.96062 ~44.98
2496.5-13000 7.41061 4558 <2.54W(-26dbm)
N/A N/A

The Hong Kong Standards and Testing Centre Limited
10 Dai Wang Street, Taipo Industrial Estate, Tai Po, N.T., Hong Kong
Tel: +852 2666 1888 Fax: +852 2664 4353 Email: hkstc@stc.group  Website: www.stc.group
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GFSK(2.7V D.C.)
Test Frequency Frequency Range Fre(GHz) Result Limit
(MHz) (MHz) (dBm)
30-1000 N/A N/A
< _
1000-2387 N/A N/A =2.5uW(-26dbm)
2387-2400 N/A N/A
< _
2410 2483.5-2496.5 N/A N/A <251 W(-16dbm)
4.82057 42,57
- < -
2496.5-13000 3053 et <2 5uW(-26dbm)
30-1000 N/A N/A
< _
1000-2387 N/A N/A =2.5uW(-26dbm)
2387-2400 N/A N/A
< _
2440 2483.5-2496.5 N/A N/A <251 W(-16dbm)
6.76601 4547
2496.5-13000 N/A N/A <2 5uW(-26dbm)
N/A N/A
30-1000 N/A N/A <2.5uW(-26dbm)
1000-2387 N/A N/A
2470 2387-2400 N/A N/A <25.W(-16dbm)
2483.5-2496 5 N/A N/A
7.41024 -45.39
. < -
2496.5-13000 /A A <2 5uW(-26dbm)
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GFSK(3.3V D.C.)
Test Frequency Frequency Range Fre(GHz) Result Limit
(MHz) (MHz) (dBm)
30-1000 N/A N/A
1000-2387 N/A N/A =2.5uW(-26dbm)
2387-2400 N/A N/A
2410 2483.5-2496.5 N/A N/A =25uW(-16dbm)
4.82019 -42.67
2496.5-13000 7.23062 -43.92 <2.5uW(-26dbm)
N/A N/A
30-1000 N/A N/A <2.51W(-26dbm)
1000-2387 N/A N/A
2387-2400 N/A N/A <25W(-16dbm)
2440 2483.5-2496.5 N/A N/A
6.15928 -45.74
2496.5-13000 6.82901 -45.59 <2.5uW(-26dbm)
N/A N/A
30-1000 N/A N/A <2.51W(-26dbm)
1000-2387 N/A N/A
2470 2387-2400 N/A N/A <25uW(-16dbm)
2483.5-2496.5 N/A N/A
6.90925 -45.95
2496.5-13000 7 41061 1542 <2.5uW(-26dbm)
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Lowest Channel (2410MHz) GFSK (3V D.C.)
30MHz-13GHz

Ref Level 10.00 dBm Offset 20.00 dB Mode Auto Sweep
@1 Max

M1 M3[1] -44.27 dBm|
0 dBm v 7.230620000 GHz
mMi[1] 0.41 dBm
-10 dBm 2.410140000 GHz

-20 dBm

-30 dBm

-40 dBm o M3

-50 dBm

-70 dBm

-80 dBm

Start 30.0 MHz 64002 pts Stop 13.0 GHz
Spurious Emissions

Range Low | Range Up | RBW | Frequency | Power Abs | ALimit |
30.000 MHz 1.000 GHz 100.000 kHz 34.01628 MHz -49.59 dBm -200.00 dB
1.000 GHz 13.000 GHz 1.000 MHz 2.41014 GHz 0.41 dBm -200.00 dB

Marker
Type | Ref | Trc | X-value | Y-value |  Function | Function Result |
M1 1| 2.41014 GHz 0.41 dBm |
M2 1 4.82057 GHz -42.95 dBm
M3 1 7.23062 GHz | -44.27 dBm

Middle Channel (2440MHz) GFSK (3V D.C))
30MHz-13GHz

Ref Level 10.00 dBm Offset 20.00 dB Mode Auto Sweep
@1 Max

M1 M3[1] -45.28 dBm

y 10.593890000 GHz
M1[1] 0.27 dBm
-10 dém 2.440140000 GHz

0 dem

-20 dBm

-30 dBm

-40 dBm A AL,

-50 dBm

-70 dBm

-80 dBm

Start 30.0 MHz 64002 pts Stop 13.0 GHz
Spurious Emissions
RangeLow | Rangeup | RBW | Frequency |  Powerabs | ALimit |
30.000 MHz 1.000 GHz 100.000 kHz | 32.01572 MHz -48,29 dBm -200.00 dB
1.000 GHz 13.000 GHz 1.000 MHz 2.44014 GHz | 0.27 dBm -200.00 dB

Marker

Type | Ref I Trc | X-value | Y-value | Function I Function Result |
M1 1] 2.44014 GHz | 0.27 dBm
M2/ 1] 6.64564 GHz | -45,18 dBm
M3 1 10.59389 GHz -45.28 dBm
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10 Dai Wang Street, Taipo Industrial Estate, Tai Po, N.T., Hong Kong
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High Channel (2470MHz) GFSK (3V D.C.)

30MHz-13GHz

Ref Level 10.00 dBm

Offset 20.00 dB

Mode Auto Sweep

BESTC

Page 27 of 54

®1 Max

M1
0dBm

M3[1]

mMi[1]

-10 dBm

-45.58 dBm
7.410610000 GHz
0.00 dBm
2.470140000 GHz

-20 dBm

-30 dBm

-40 dBm

-50 dBm

=3

-70 dBm

-80 dBm

Start 30.0 MHz

64002 pts

Stop 13.0 GHz

|Spurious Emissions
Range Low |

Range Up I RBW

| Frequency

Power Abs | ALimit |

30.000 MHz |

1.000 GHz |
Marker

Type | Ref | Trc |

1,000 GHz
13.000 GHz

X-value |

100.000 kHz |
1.000 MHz

Y-value |

Function

32.59164 MHz
2.47014 GHz

-200.00 dB
-200.00 dB

-49.41 dBm
-0.00 dBm

Function Result |

M1| 1
M2 | 1
M3 1

2.47014 GHz
6.96062 GHz
7.41061 GHz

-0.00 dBm

-44.98 dBm |
-45.58 dém

Middle Channel (2410MHz) GFSK (2.7 V D.C..)

30MHz-13GHz

Ref Level 10.00 dBm

Offset 20.00 dB

Mode Auto Sweep

@1 Max
=0 M3[1] ~43.65 dBm
0dem v 7.230620000 GHz
M1[1] 0.43 dBm
-10 dBm 2.410140000 GHz
-20 dem
-30 dBm
-40 dem i M3
-50 dBm
-70 dBm
-80 dBm
Start 30.0 MHz 64002 pts Stop 13.0 GHz
Spurious Emissions
Rangelow | Rangeup | | Frequency Power Abs | ALimit |
30.000 MHz 1.000 GHz 100.000 kHz | 32.01572 MHz | -49.50 dBm | -200.00 dB
1.000 GHz 13.000 GHz 1.000 MHz 2.41014 GHz 0.43 dBm -200.00 dB
Marker |
Type | Ref | Trc | X-value | v-value | Function Function Result |
M| 1 2.41014 GHz 0.43 dBm
M2 | 1 4.82057 GHz | -42.57 dBm |
M3 | 1 7.23062 GHz -43.65 dBm |
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Middle Channel (2440MHz) GFSK (2.7 V D.C..)
30MHz-13GHz

Ref Level 10.00 dBm Offset 20.00 dB Mode Auto Sweep
@1 Max
M1 mM2[1] -45.47 dBm
0dem h 4 6.766010000 GHz
M1[1] 0.30 dBm
.10 dBm 2.440140000 GHz
-20 dBm
-30 dBm
-40 dBm i
-50 dBm
-70 dBm
-80 dBm
Start 30.0 MHz 64002 pts Stop 13.0 GHz
Spurious Emissions
Rangelow | RangeUp | RBW | Frequency |  PoweraAbs | ALimit |
30,000 MHz | 1.000 GHz | 100.000 kHz | 32.01572 MHz -49.09 dBm -200.00 dB
1.000 GHz | 13.000 GHz 1.000 MHz 2.44014 GHz 0.30 dBm | -200.00 dB
Marker
Type | Ref | Trcl X-value | Y-value | Function | Function Result |
M1 A 2.44014 GHz 0.30 dBm |
M2 [ 6.76601 GHz | -45.47 dBm |

High Channel (2470MHz) GFSK (2.7V D.C.)
30MHz-13GHz

Ref Level 10.00 dBm Offset 20.00 dB Mode Auto Sweep
@1 Max
M2[1] 45.39 dBm
0 dBm 7.410240000 GHz
M1[1] 0.03 dBm
10 dBm 2.470140000 GHz
-20 dBm
-30 dBm
-40 dBm frie
-50 dBm
-70 dBm
-80 dBm
Start 30.0 MHz 64002 pts Stop 13.0 GHz
'Spurious Emissions
Range Low | Range Up | RBW | Fr Yy | Power Abs | ALimit |
30.000 MHz 1.000 GHz | 100.000 kHz 32.01572 MHz -49,92 dBm -200.00 dB
1.000 GHz 13.000 GHz 1,000 MHz 2.47014 GHz 0.03 dBm -200.00 dB
Marker
Type | Ref | Tre | X-value | v-value | Function | Function Result |
M1 1] 2.47014 GHz | 0,03 dBm |
M2 X 7.41024 GHz -45.39 dBm
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Lowest Channel (2410MHz) GFSK (3.3V D.C.)
30MHz-13GHz

Ref Level 10.00 dBm Offset 20.00 dB Mode Auto Sweep
@1 Max
M1 M3[1] -43.92 dBm
0 dem . 7.230620000 GHzZ|
M1[1] 0.39 dBm
-10 dBm 2.410140000 GHz|
-20 dBm
-30 dBm
-40 dBm e M3
-50 dBm

-70 dem
-80 dem
Start 30.0 MHz 64002 pts Stop 13.0 GHz
|Spurious Emissions
Rangelow | RangeUp | RBW | Frequency |  PowerAbs | ALimit
30.000 MHz 1.000 GHz 100.000 kHz 32.04603 MHz -49.52 dBm -200.00 dB
1.000 GHz | 13.000 GHz 1,000 MHz | 2.41014 GHz 0,39 dBm -200.00 de
Marker
. _Type | Ref | Trc | X-value | Y-value |  Function | Function Result |
M1/ | 1) 2.41014 GHz 0.39 dém
M2/ | 4.82019 GHz -42.67 dém |
M3 1 7.23062 GHz -43.92 dBm

Middle Channel (2440MHz) GFSK (3.3V D.C.)
30MHz-13GHz

Ref Level 10.00 dBm Offset 20.00 dB Mode Auto Sweep
@®1 Max
Wi M3[1] -45.50 dBm
0 dBm v 6.829010000 GHz
M1[1] 0.25 dBm|
-10 dBm 2.440140000 GHz
-20 dBm
-30 dBm
-40 dBm i¥2
-50 dBm
-70 dBm
-80 dBm
Start 30.0 MHz 64002 pts Stop 13.0 GHz
Spurious Emissions
Rangelow | RangeUp | RBW | Frequency |  Powerabs | ALimit |
30.000 MHz | 1.000 GHz | 100.000 kHz | 1628 MHz | -50.04 dBm | -200.00 dB_
1.000 GHz 13.000 GHz 1.000 MHz 44014 GHz 0.25 dBm -200.00 dB
Marker
Type | Ref | Tre | X-value | v-value | Function | Function Result |
M1 | 1 244014 GHz | 0.25 dBm |
M2 1 6.15928 GHz | -45,74 dBm |
M3 1 6.82901 GHz | -45,59 dBm
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High Channel (2470MHz) GFSK(3.3V D.C.)
30MHz-13GHz

Ref Level 10.00 dém Offset 20.00 dB Mode Auto Sweep
@1 Max
M1 M3[1] -45.42 dBm
0 dem 7.410610000 GHz
M1[1] -0.04 dBm
-10 dBm 2.470140000 GHz
-20 dBm
-30 dBm
-40 dBm i3
-50 dBm
-70 dBm
-80 dBm
Start 30.0 MHz 64002 pts Stop 13.0 GHz
Spurious Emissions
Range Low | Range Up | RBW | Frequency | Power Abs | ALimit |
30.000 MHz 1.000 GHz 100.000 kHz 32.01572 MHz | -50.00 dBm -200.00 dB
1,000 GHz 13.000 GHz 1,000 MHz 2.,47014 GHz -0.04 dém -200.00 dB
Marker
Type | Ref | Trc | X-value | Y-value |  Function | Function Result |
M1 | 1 2.47014 GHz | -0.04 dem
M2 | 1) 6.90925 GHz | -45.95 dBm |
M3 1 7.41061 GHz -45.42 dBm
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3.5

3.5.1

3.5.2

3.53
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Secondary Radiated Emissions
Ambient temperature 25°C Relative humidity 51%

Limit

The limit on secondary emissions radiated from the receiving equipment within which the function of
other radio equipment will not be impaired shall be, in terms of the power of a dummy antenna circuit
that has the same electrical constant as the receiving antenna, 4 nW or less at a frequency below 1 GHz
and 20 nW or less at a frequency of 1 GHz or higher as measured using the circuit.

Test Procedures

(1) Connected the EUT’s antenna port to the Spectrum Analyzer by suitable attenuator, set the
Spectrum Analyzer as below:

Resolution BW: 100 kHz for frequency below 1GHz and 1MHz for frequency above 1GHz
Video BW: 100 kHz for frequency below 1GHz and 1MHz for frequency above 1GHz
Detector: Peak

Trace Mode: Max Hold

(2) All the emissions from 30MHz to 13GHz were measured and record.

Test Setup

Spectrum Analyzer Attenuator EUT and Assistant System
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Secondary Radiated Emissions
354 Test Result: PASS
GFSK(@Vv D.C)
Test Frequency Frequency Range Frequency Result Limit
(MHz2) (MHz) (MHz) (dBm)
- < -
2410 30-1000 4nW(-54dBm)
1000-13000 <20nW(-47dBm)
R < -
2440 30- 1000 4nW(-54dBm)
1000- 13000 <20nW(-47dBm)
- < -
2470 30- 1000 4nW(-54dBm)
1000- 13000 <20nW(-47dBm)
GFSK(2.7v D.C))
Test Frequency Frequency Range Frequency Result Limit
(MHz2) (MHz) (MHz) (dBm)
- < -
2410 30-1000 4nW(-54dBm)
1000-13000 <20nW(-47dBm)
- < -
2440 30- 1000 4nW(-54dBm)
1000- 13000 <20nW(-47dBm)
- < -
2470 30- 1000 4nW(-54dBm)
1000- 13000 <20nW(-47dBm)
GFSK(3.3v D.C)
Test Frequency Frequency Range Frequency Result Limit
(MHz) (MHz) (MHz) (dBm)
- < -
2410 30-1000 4nW(-54dBm)
1000-13000 <20nW(-47dBm)
- < -
2440 30- 1000 4nW(-54dBm)
1000- 13000 <20nW(-47dBm)
- < -
2470 30- 1000 4nW(-54dBm)
1000- 13000 <20nW(-47dBm)
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Lowest Channel (2410MHz) GFSK(3V D.C.)
30MHz-13GHz

Ref Level 0.00 dBm  Offset 20.00 dB Mode Auto Sweep
@1 Max

-10 dBm

-20 dBm

-30 dBm

-40 dBm

-50 dBm

-50 dBm

-80 dBm

-90 dBm

Start 30.0 MHz 64002 pts Stop 13.0 GHz
Spurious Emissions
Range Low | Range Up | RBW | Frequency | Power Abs | ALimit |
30,000 MHz 1.000 GHz 100,000 kHz 317.03525 MHz | -66.63 dBm -200.00 dB |
1.000 GHz 13.000 GHz 1.000 MHz 5.83154 GHz | 55,15 dBm -200.00 dB
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Middle Channel (2440MHz) GFSK(3V D.C.)

30MHz-13GHz
Ref Level 0.00 dBm Offset 20.00 dB Mode Auto Sweep

@1 Max

-10 dBm

-20 dBm

-30 dBm

-40 dBm

-50 dBm

-60 dBm

-80 dBm
-90 dBm
Start 30.0 MHz 64002 pts Stop 13.0 GHz
Spurious Emissions

Range Low | Range Up | RBW | Frequency | Power Abs | ALimit [
\ 30.000 MHz | 1.000 GHz | 100,000 kHz | 885.49811 MHz | -66.95 dBm i -200.00 dB |
\ 1.000 GHz | 13.000 GHz | 1.000 MHz | 10.58601 GHz -55.67 dBm |  -200.00 dB |
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Highest Channel (2470MHz) GFSK(3V D.C.)
30MHz-13GHz

Ref Level 0.00 dBm Offset 20.00 dB Mode Auto Sweep
@1 Max

-10 dBm

-20 dBm

-30 dBm

-40 dBm

-50 dBm

-60 dBm

-80 dBm

-90 dBm

Start 30.0 MHz 64002 pts Stop 13.0 GHz
Spurious Emissions
Range Low | Range Up | RBW | Frequency | Power Abs | ALimit |

\ 30.000 MHz 1.000 GHz 100,000 kHz | 563.40755 MHz -67.80 dBm | -200.00 dB |
\ 1.000 GHz | 13.000 GHz 1.000 MHz | 6.95613 GHz -55.51 dBm | -200.00 dB |
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Lowest Channel (2410MHz) GFSK(2.7V D.C.)

30MHz-13GHz
Ref Level 0.00 dBm Offset 20.00 dB Mode Auto Sweep

@1 Max

-10 dBm

-20 dBm

-30 dBm

-40 dBm

-50 dBm

-50 dBm

ot dBm

-90 dBm

Start 30.0 MHz 64002 pts Stop 13.0 GHz

Spurious Emissions
Range Low Range Up l RBW | Frequency | Power Abs ] ALimit

30.000 MHz 1.000 GHz 100.000 kHz 799.68610 MHz -67.10 dBrm | -200.00 db

1.000 GHz 13.000 GHz 1.000 MHz 6.49527 GHz -55.98 dBm -200.00 dB
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Middle Channel (2440MHz) GFSK(2.7V D.C.)

30MHz-13GHz
Ref Level 0.00 dBrm  Offset 20.00 dB Mode Auto Sweep
@1 Max

-10 dBm

-20 dBm

-30 dBm

-40 dBm

-50 dBm

-90 dBm
Start 30.0 MHz 64002 pts Stop 13.0 GHz
Spurious Emissions

Range Low | Range Up | RBW | Frequency | Power Abs | ALimit ]
\ 30,000 MHz | 1.000 GHz | 100.000 kHz | £94.44439 MHz | -67.16 dBm | -200.00 dB |
\ 1.000 GHz 13.000 GHz | 1.000 MHz 6.97600 GHz | -55.59 dBm -200.00 dB
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Highest Channel (2470MHz) GFSK (2.7V D.C.)
30MHz-13GHz

Ref Level 0.00 dBm Offset 20.00 dB Mode Auto Sweep
@1 Max

-10 dBm

-20 dBm

-30 dBm

-40 dBm

-50 dBm

-60 dBm

-80 dBm

-90 dBm

Start 30.0 MHz 64002 pts Stop 13.0 GHz

Spurious Emissions

Range Low | Range Up | RBW | Frequency | Power Abs | ALimit |
i 30,000 MHz | 1.000 GHz 100,000 kHz | 970.67357 MHz -66.99 dBrn | -200.00 dB |
| 1.000 GHz | 13.000 GHz 1.000 MHz 6.82863 GHz -55.01 dBm | -200.00 de |
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Lowest Channel (2410MHz) GFSK(3.3V D.C))

30MHz-13GHz
Ref Level 0.00 dBm Offset 20.00 dB Mode Auto Sweep

@1 Max

-10 dBm

-20 dBm

-30 dBm

-40 dBm

-50 dBm

50 dBm
-90 dBm
Start 30.0 MHz 64002 pts Stop 13.0 GHz
Spurious Emissions
Range Low | Range Up | RBW | Frequency | Power Abs | ALimit |
30.000 MHz 1.000 GHz | 100.000 kHz 885.64967 MHz | -66.10 dBm | -200.00 dB
1.000 GHz 13.000 GHz | 1.000 MHz 6.73376 GHz | -56.01 dBm | -200.00 dB
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Middle Channel (2440MHz) GFSK (3.3V D.C.)

30MHz-13GHz
Ref Level 0.00 dBrm  Offset 20.00 dB Mode Auto Sweep

@1 Max

-10 dBm

-20 dBm

-30 dBm

-40 dBm

-50 dBm

-60 dBm

-90 dBm
Start 30.0 MHz 64002 pts Stop 13.0 GHz
Spurious Emissions
Range Low | Range Up | RBW | Frequency | Power Abs | ALimit |
30,000 MHz 1.000 GHz 100,000 kHz 885.64967 MHz | -66.10 dBm | -200.00 dB \
1.000 GHz 13.000 GHz 1.000 MHz 6.73376 GHz | -56.01 dBm | -200.00 dB |
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Highest Channel (2470MHz) GFSK (3.3 V D.C))

30MHz-13GHz
Ref Level 0.00 dBm Offset 20.00 dB Mode Auto Sweep

Page 41 of 54

@1 Max

-10 dBm

-20 dBm

-30 dBm

-40 dBm

-50 dBm

The Hong Kong Standards and Testing Centre Limited

-90 dBm
Start 30.0 MHz 64002 pts Stop 13.0 GHz
Spurious Emissions
Range Low | Range Up | RBW | Frequency | Power Abs | ALimit |
30.000 MHz 1.000 GHz 100.000 kHz 856.06559 MHz -67.18 dBm | -200.00 dB
1,000 GHz 13.000 GHz | 1.000 MHz | 6.97225 GHz | -55.20 dBm |  -200.00 dB
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3.6 Interference prevention function
Ambient temperature 25°C Relative humidity 52

3.6.1 Measurement system diagram

Test Equipment Attenuator Demodulator

a. When transmitting identification code
b. Condition of measuring instrument
Demodulator must be able to demodulate the transmitting signal emitted by test equipment and
to indicate the identification code.
c. Condition of test equipment mode of normal use.

3.6.2 Measuring operation procedure

When test equipment has the function to transmit identification code automatically:
a. Transmit the predetermined identification code from test equipment.
b. Confirm the transmitted identification code by demodulator.

3.6.3 Test result: Pass
The unit does meet the requirements.
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APPENDIX A
List of Measurement Equipment
CALIBRATION
EQP NO. | DESCRIPTION MANUFACTURER MODEL NO. SERIAL NO. DUE CAL
COMPANY
SIGNAL ANALYZER (10H FSV40 101231 2027-01-17
EM363 > sootl) (0Hz | o &S CEPREI
EM364 OPEN SWITCH PERFORM R&S OSP-B157W8 101002 CEPREI 2028-07-16
EM365 SIGNAL GENERATOR R&S SMB100A 179970 CEPREI 2027-01-17
EM367 WIRELESS CMW270 101998
COMMUNICATION R&S N/A N/A
TESTER
EM368 VECTOR SIGNAL SMBV100A 261243 2027-01-17
GENERATOR R&S CEPREI
EMO045 POWER METER R&S NRVD 843246/028 CEPREI 2027-06-27
EMO050 Multi meter FLUKE 77 43851414 CEPREI 2027-02-02
EM258 DC Power Supply R&S NGSM 32/10 2661 N/A N/A
Remark:

CEPREI : CEPREI ( Hong Kong ) Calibration and Testing Centre Limited
N/A  Not Applicable
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APPENDIX B
Photograph (S) Of Product

Front View of The Product
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Rear View of The Product
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Side View of The Product
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Side View of The Product
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Side View of The Product
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Side View of The Product
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Rear View of The Product with Battery Door Open
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Photograph (S) Of Product

Inside View of The Product
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Photograph (S) Of Product

PCBA Bottom View
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PCBA Top View
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Conditions of Issuance of Test Reports
All samples and goods are accepted by The Hong Kong Standards & Testing Centre Limited (the “Company”)
solely for testing and reporting in accordance with the following terms and conditions. The Company provides its
services on the basis that such terms and conditions constitute express agreement between the Company and any
person, firm or company requesting its services (the “Clients”).

Any report issued by the Company as a result of this application for testing service (the “Report”) shall be issued
in confidence to the Clients and the Report will be strictly treated as such by the Company. It may not be
reproduced either in its entirety or in part and it may not be used for advertising or other unauthorized purposes
without the written consent of the Company. The Clients to whom the Report is issued may, however, show or
send it, or a certified copy thereof prepared by the Company to his customer, supplier or other persons directly
concerned. Subject to clause 3, the Company will not, without the consent of the Clients, enter into any discussion
or correspondence with any third party concerning the contents of the Report, unless required by the relevant
governmental authorities, laws or court orders.

The Company shall be at liberty to disclose the testing-related documents and/or files anytime to any third-party
accreditation and/or recognition bodies for audit or other related purposes. No liabilities whatsoever shall attach to
the Company's act of disclosure.

The Company shall not be called or be liable to be called to give evidence or testimony on the Report in a court of
law without its prior written consent, unless required by the relevant governmental authorities, laws or court
orders.

The results in Report apply only to the sample as received and do not apply to the bulk, unless the sampling has
been carried out by the Company and is stated as such in the Report.

When a statement of conformity to a specification or standard is provided, the ILAC-G8 Guidance document
(and/or IEC Guide 115 in the electrotechnical sector) will be adopted as a decision rule for the determination of
conformity unless it is inherent in the requested specification or standard, or otherwise specified in the Report.

In the event of the improper use the report as determined by the Company, the Company reserves the right to
withdraw it, and to adopt any other additional remedies which may be appropriate.

Sample submitted for testing are accepted on the understanding that the Report issued cannot form the basis of, or
be the instrument for, any legal action against the Company.

The Company will not be liable for or accept responsibility for any loss or damage howsoever arising from the use
of information contained in any of its Reports or in any communication whatsoever about its said tests or
investigations.

Clients wishing to use the Report in court proceedings or arbitration shall inform the Company to that effect prior
to submitting the sample for testing.

Subject to the variable length of retention time for test data and report stored hereinto as to otherwise specifically
required by individual accreditation authorities, the Company will only keep the supporting test data and
information of this test report for a period of three years. The data and information will be disposed of after the
aforementioned retention period has elapsed. Under no circumstances shall we provide any data and information
which has been disposed of after the retention period. Under no circumstances shall we be liable for damages of
any kind, including (but not limited to) compensatory damages, lost profits, lost data, or any form of special,
incidental, indirect, consequential or punitive damages of any kind, whether based on breach of contract of
warranty, tort (including negligence), product liability or otherwise, even if we are informed in advance of the
possibility of such damages.

Issuance records of the Report are available on the internet at www.stc.group. Further enquiry of validity or
verification of the Reports should be addressed to the Company.



