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NTNV-2DH5-Ant1-Hop-2387~2400-PASS

NTNV-2DH5-Ant1-Hop-2483.5~2496.5-PASS
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NTNV-2DH5-Ant1-Hop-2496.5~3000-PASS

NTNV-2DH5-Ant1-Hop-3000~13000-PASS
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NTNV-3DH5-Ant1-2402-30~1000-PASS

NTNV-3DH5-Ant1-2402-1000~2387-PASS
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NTNV-3DH5-Ant1-2402-2387~2400-PASS

NTNV-3DH5-Ant1-2402-2483.5~2496.5-PASS
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NTNV-3DH5-Ant1-2402-2496.5~3000-PASS

NTNV-3DH5-Ant1-2402-3000~13000-PASS
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NTNV-3DH5-Ant1-2441-30~1000-PASS

NTNV-3DH5-Ant1-2441-1000~2387-PASS
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NTNV-3DH5-Ant1-2441-2387~2400-PASS

NTNV-3DH5-Ant1-2441-2483.5~2496.5-PASS
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NTNV-3DH5-Ant1-2441-2496.5~3000-PASS

NTNV-3DH5-Ant1-2441-3000~13000-PASS
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NTNV-3DH5-Ant1-2480-30~1000-PASS

NTNV-3DH5-Ant1-2480-1000~2387-PASS
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NTNV-3DH5-Ant1-2480-2387~2400-PASS

NTNV-3DH5-Ant1-2480-2483.5~2496.5-PASS
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NTNV-3DH5-Ant1-2480-2496.5~3000-PASS

NTNV-3DH5-Ant1-2480-3000~13000-PASS
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NTNV-3DH5-Ant1-Hop-30~1000-PASS

NTNV-3DH5-Ant1-Hop-1000~2387-PASS
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NTNV-3DH5-Ant1-Hop-2387~2400-PASS

NTNV-3DH5-Ant1-Hop-2483.5~2496.5-PASS
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NTNV-3DH5-Ant1-Hop-2496.5~3000-PASS

NTNV-3DH5-Ant1-Hop-3000~13000-PASS



Report No. EDG2605190285E00101R Page 80 of 95 Ver.1.0

7.6 COLLATERAL EMISSIONS OF RECEIVER
7.6.1 Applicable Standard

According to Item 19 of Article 2 Paragraph 1.

7.6.2 Conformance Limit

The limit on secondary emissions radiated from the receiving equipment within which the function of other
radio equipment will not be impaired shall be, in terms of the power of a dummy antenna circuit that has the
same electrical constant as the receiving antenna, 4 nW (-54dBm) or less at a frequency below 1 GHz and
20 nW(-47dBm) or less at a frequency of 1 GHz or higher as measured using the circuit.
a. 30 MHz - 1000 MHz 4 nW (-54dBm) or less
b. 1GHz – 12.5 GHz 20 nW(-47dBm) or less

7.6.3 Test Setup Block Diagram

7.6.4 Test Procedure

Set the EUT so that the test frequency is can be measured receipt consecutively all the time.
(1) Set the attenuation value of the dummy load lowest as possible, due to low level of the measured
object.
(2) Set Spectrum analyzer for seeking the collateral emission is set as below.

Sweeping Bandwidth 30MHz to 5 times of carrier frequency
Resolution Bandwidth In case of frequency lower than 1 GHz, 100 kHz

In case of frequency higher than 1 MHz
Video Bandwidth Same level as the resolution bandwidth
Sweep Time Minimum time to assure the measurement accuracy
Y-Axis Scale 10 dB/Div
Sweep Mode Single sweep
Phase-Detection Mode Positive peak

(3) Spectrum analyzer for measuring the collateral emission is set as below.
Central Frequency Collateral emission frequency
Sweeping Bandwidth 0 Hz
Resolution Bandwidth In case of frequency lower than 1 GHz, 100 kHz

In case of frequency higher than 1 MHz
Video Bandwidth Same level as the resolution bandwidth
Sweep Mode Single sweep
Detection Mode Sample

Set the spectrum analyzer as (2), seek the maximum amplitude of the collateral emission.
In case of sought result lower than 1/10 limit value, employ the sought value as the measured value.
In case the sought value exceeds 1/10 limit value, seek the collateral emission frequency by narrowing the
sweeping band sequentially to 1/10 for the purpose of higher accuracy of the spectrum analyzer. Set the
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