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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11n-HT20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 120 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8794.5 34.5 13.9 48.4 68.2 -19.8 Peak Horizontal 

* 10001.5 41.5 15.4 56.9 68.2 -11.3 Peak Horizontal 

 11361.5 33.0 19.0 52.0 74.0 -22.0 Peak Horizontal 

 11973.5 33.7 18.7 52.4 74.0 -21.6 Peak Horizontal 

* 8692.5 33.1 13.7 46.8 68.2 -21.4 Peak Vertical 

* 10001.5 38.7 15.4 54.1 68.2 -14.1 Peak Vertical 

 11132.0 33.7 18.6 52.3 74.0 -21.7 Peak Vertical 

 11667.5 33.2 19.3 52.5 74.0 -21.5 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11n-HT20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 140 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8913.5 33.9 14.0 47.9 68.2 -20.3 Peak Horizontal 

* 10001.5 39.8 15.4 55.2 68.2 -13.0 Peak Horizontal 

 10928.0 33.6 18.4 52.0 74.0 -22.0 Peak Horizontal 

 11548.5 32.8 19.4 52.2 74.0 -21.8 Peak Horizontal 

* 8811.5 34.0 14.0 48.0 68.2 -20.2 Peak Vertical 

* 10001.5 40.5 15.4 55.9 68.2 -12.3 Peak Vertical 

 11412.5 33.3 19.1 52.4 74.0 -21.6 Peak Vertical 

 12509.0 33.1 18.5 51.6 74.0 -22.4 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11n-HT20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 149 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8624.5 34.5 13.5 48.0 68.2 -20.2 Peak Horizontal 

* 10001.5 41.1 15.4 56.5 68.2 -11.7 Peak Horizontal 

 10936.5 33.6 18.4 52.0 74.0 -22.0 Peak Horizontal 

 11489.0 33.8 19.3 53.1 74.0 -20.9 Peak Horizontal 

* 8692.5 34.2 13.7 47.9 68.2 -20.3 Peak Vertical 

* 10001.5 38.6 15.4 54.0 68.2 -14.2 Peak Vertical 

 10979.0 35.0 18.5 53.5 74.0 -20.5 Peak Vertical 

 12245.5 33.1 18.7 51.8 74.0 -22.2 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 

 



Report No.: 1811TW0112-T3 

 

Page Number: 530 of 663 

 

待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11n-HT20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 157 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8718.0 34.0 13.8 47.8 68.2 -20.4 Peak Horizontal 

* 10001.5 38.4 15.4 53.8 68.2 -14.4 Peak Horizontal 

 10885.5 33.5 18.3 51.8 74.0 -22.2 Peak Horizontal 

 11574.0 32.7 19.5 52.2 74.0 -21.8 Peak Horizontal 

* 8769.0 33.4 13.9 47.3 68.2 -20.9 Peak Vertical 

* 10001.5 38.0 15.4 53.4 68.2 -14.8 Peak Vertical 

 10843.0 35.6 18.1 53.7 74.0 -20.3 Peak Vertical 

 12466.5 33.4 18.5 51.9 74.0 -22.1 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11n-HT20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 165 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8905.0 34.3 14.0 48.3 68.2 -19.9 Peak Horizontal 

* 10001.5 40.5 15.4 55.9 68.2 -12.3 Peak Horizontal 

 11106.5 34.7 18.6 53.3 74.0 -20.7 Peak Horizontal 

 12228.5 33.7 18.7 52.4 74.0 -21.6 Peak Horizontal 

* 8794.5 33.9 13.9 47.8 68.2 -20.4 Peak Vertical 

* 10001.5 38.5 15.4 53.9 68.2 -14.3 Peak Vertical 

 10894.0 34.5 18.3 52.8 74.0 -21.2 Peak Vertical 

 12237.0 33.1 18.7 51.8 74.0 -22.2 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11n-HT40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 38 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8658.5 33.5 13.6 47.1 68.2 -21.1 Peak Horizontal 

* 10001.5 38.5 15.4 53.9 68.2 -14.3 Peak Horizontal 

 10894.0 34.5 18.3 52.8 74.0 -21.2 Peak Horizontal 

 11684.5 32.8 19.2 52.0 74.0 -22.0 Peak Horizontal 

* 8803.0 34.8 14.0 48.8 68.2 -19.4 Peak Vertical 

* 10001.5 37.1 15.4 52.5 68.2 -15.7 Peak Vertical 

 11064.0 33.1 18.5 51.6 74.0 -22.4 Peak Vertical 

 11667.5 32.9 19.3 52.2 74.0 -21.8 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11n-HT40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 46 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 6967.0 37.3 10.3 47.6 68.2 -20.6 Peak Horizontal 

* 7953.0 37.4 12.5 49.9 68.2 -18.3 Peak Horizontal 

 8157.0 36.1 12.1 48.2 74.0 -25.8 Peak Horizontal 

 9015.5 33.3 14.2 47.5 74.0 -26.5 Peak Horizontal 

* 7018.0 36.0 10.7 46.7 68.2 -21.5 Peak Vertical 

* 7893.5 36.3 12.4 48.7 68.2 -19.5 Peak Vertical 

 8250.5 35.1 11.9 47.0 74.0 -27.0 Peak Vertical 

 9092.0 32.7 14.4 47.1 74.0 -26.9 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11n-HT40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 54 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8667.0 34.1 13.6 47.7 68.2 -20.5 Peak Horizontal 

* 10001.5 41.4 15.4 56.8 68.2 -11.4 Peak Horizontal 

 10792.0 34.5 17.9 52.4 74.0 -21.6 Peak Horizontal 

 12237.0 32.7 18.7 51.4 74.0 -22.6 Peak Horizontal 

* 8828.5 34.6 14.0 48.6 68.2 -19.6 Peak Vertical 

* 10001.5 38.5 15.4 53.9 68.2 -14.3 Peak Vertical 

 10860.0 34.8 18.2 53.0 74.0 -21.0 Peak Vertical 

 11293.5 33.8 18.9 52.7 74.0 -21.3 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11n-HT40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 62 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 10001.5 40.1 15.4 55.5 68.2 -12.7 Peak Horizontal 

* 10817.5 34.5 18.0 52.5 74.0 -21.5 Peak Horizontal 

 11625.0 33.4 19.4 52.8 74.0 -21.2 Peak Horizontal 

 8624.5 34.2 13.5 47.7 68.2 -20.5 Peak Horizontal 

* 10001.5 39.5 15.4 54.9 68.2 -13.3 Peak Vertical 

* 10902.5 34.1 18.3 52.4 74.0 -21.6 Peak Vertical 

 11871.5 33.1 18.7 51.8 74.0 -22.2 Peak Vertical 

 10001.5 40.1 15.4 55.5 68.2 -12.7 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11n-HT40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 102 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8811.5 34.1 14.0 48.1 68.2 -20.1 Peak Horizontal 

* 10001.5 40.3 15.4 55.7 68.2 -12.5 Peak Horizontal 

 10970.5 34.0 18.4 52.4 74.0 -21.6 Peak Horizontal 

 12058.5 32.6 18.8 51.4 74.0 -22.6 Peak Horizontal 

* 8692.5 34.5 13.7 48.2 68.2 -20.0 Peak Vertical 

* 10001.5 37.9 15.4 53.3 68.2 -14.9 Peak Vertical 

 11030.0 33.9 18.5 52.4 74.0 -21.6 Peak Vertical 

 11948.0 33.0 18.6 51.6 74.0 -22.4 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 

 



Report No.: 1811TW0112-T3 

 

Page Number: 537 of 663 

 

待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11n-HT40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 118 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8854.0 34.0 14.0 48.0 68.2 -20.2 Peak Horizontal 

* 10001.5 40.9 15.4 56.3 68.2 -11.9 Peak Horizontal 

 10792.0 34.4 17.9 52.3 74.0 -21.7 Peak Horizontal 

 12526.0 33.7 18.6 52.3 74.0 -21.7 Peak Horizontal 

* 8845.5 34.1 14.0 48.1 68.2 -20.1 Peak Vertical 

* 10001.5 39.1 15.4 54.5 68.2 -13.7 Peak Vertical 

 11013.0 34.1 18.5 52.6 74.0 -21.4 Peak Vertical 

 12262.5 32.8 18.6 51.4 74.0 -22.6 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11n-HT40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 134 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8624.5 35.7 13.5 49.2 68.2 -19.0 Peak Horizontal 

* 10001.5 39.9 15.4 55.3 68.2 -12.9 Peak Horizontal 

 10936.5 34.2 18.4 52.6 74.0 -21.4 Peak Horizontal 

 11667.5 32.9 19.3 52.2 74.0 -21.8 Peak Horizontal 

* 8828.5 35.6 14.0 49.6 68.2 -18.6 Peak Vertical 

* 10001.5 39.6 15.4 55.0 68.2 -13.2 Peak Vertical 

 11489.0 33.1 19.3 52.4 74.0 -21.6 Peak Vertical 

 12135.0 32.8 18.9 51.7 74.0 -22.3 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11n-HT40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 151 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8845.5 34.9 14.0 48.9 68.2 -19.3 Peak Horizontal 

* 10001.5 40.0 15.4 55.4 68.2 -12.8 Peak Horizontal 

 10877.0 34.4 18.2 52.6 74.0 -21.4 Peak Horizontal 

 12135.0 32.9 18.9 51.8 74.0 -22.2 Peak Horizontal 

* 8845.5 34.9 14.0 48.9 68.2 -19.3 Peak Vertical 

* 10001.5 40.0 15.4 55.4 68.2 -12.8 Peak Vertical 

 10877.0 34.4 18.2 52.6 74.0 -21.4 Peak Vertical 

 12135.0 32.9 18.9 51.8 74.0 -22.2 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11n-HT40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 159 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8879.5 34.3 14.0 48.3 68.2 -19.9 Peak Horizontal 

* 10001.5 41.1 15.4 56.5 68.2 -11.7 Peak Horizontal 

 11089.5 33.7 18.6 52.3 74.0 -21.7 Peak Horizontal 

 12492.0 33.5 18.5 52.0 74.0 -22.0 Peak Horizontal 

* 8811.5 33.7 14.0 47.7 68.2 -20.5 Peak Vertical 

* 10001.5 37.9 15.4 53.3 68.2 -14.9 Peak Vertical 

 11081.0 33.8 18.6 52.4 74.0 -21.6 Peak Vertical 

 11956.5 33.3 18.6 51.9 74.0 -22.1 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 36 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8854.0 35.1 14.0 49.1 68.2 -19.1 Peak Horizontal 

* 10001.5 39.8 15.4 55.2 68.2 -13.0 Peak Horizontal 

 10919.5 34.4 18.4 52.8 74.0 -21.2 Peak Horizontal 

 12024.5 33.6 18.8 52.4 74.0 -21.6 Peak Horizontal 

* 8837.0 34.2 14.0 48.2 68.2 -20.0 Peak Vertical 

* 10001.5 38.3 15.4 53.7 68.2 -14.5 Peak Vertical 

 11446.5 33.8 19.2 53.0 74.0 -21.0 Peak Vertical 

 12160.5 33.7 18.9 52.6 74.0 -21.4 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 44 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8760.5 35.1 13.9 49.0 68.2 -19.2 Peak Horizontal 

* 10001.5 41.0 15.4 56.4 68.2 -11.8 Peak Horizontal 

 10902.5 35.0 18.3 53.3 74.0 -20.7 Peak Horizontal 

 12135.0 33.6 18.9 52.5 74.0 -21.5 Peak Horizontal 

* 8624.5 34.7 13.5 48.2 68.2 -20.0 Peak Vertical 

* 10001.5 38.4 15.4 53.8 68.2 -14.4 Peak Vertical 

 10834.5 34.9 18.1 53.0 74.0 -21.0 Peak Vertical 

 11480.5 31.9 19.3 51.2 74.0 -22.8 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 48 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8701.0 33.4 13.8 47.2 68.2 -21.0 Peak Horizontal 

* 10001.5 41.1 15.4 56.5 68.2 -11.7 Peak Horizontal 

 10843.0 35.0 18.1 53.1 74.0 -20.9 Peak Horizontal 

 11497.5 33.3 19.3 52.6 74.0 -21.4 Peak Horizontal 

* 8769.0 34.5 13.9 48.4 68.2 -19.8 Peak Vertical 

* 10001.5 37.7 15.4 53.1 68.2 -15.1 Peak Vertical 

 11582.5 31.1 19.5 50.6 74.0 -23.4 Peak Vertical 

 15722.0 36.0 20.5 56.5 74.0 -17.5 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 52 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8777.5 33.7 13.9 47.6 68.2 -20.6 Peak Horizontal 

* 10001.5 41.0 15.4 56.4 68.2 -11.8 Peak Horizontal 

 10979.0 33.7 18.5 52.2 74.0 -21.8 Peak Horizontal 

 11965.0 33.3 18.6 51.9 74.0 -22.1 Peak Horizontal 

* 8735.0 34.2 13.9 48.1 68.2 -20.1 Peak Vertical 

* 10001.5 38.5 15.4 53.9 68.2 -14.3 Peak Vertical 

 11429.5 34.1 19.2 53.3 74.0 -20.7 Peak Vertical 

 12245.5 33.4 18.7 52.1 74.0 -21.9 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 60 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8820.0 33.4 14.0 47.4 68.2 -20.8 Peak Horizontal 

* 10001.5 42.0 15.4 57.4 68.2 -10.8 Peak Horizontal 

 11616.5 33.9 19.4 53.3 74.0 -20.7 Peak Horizontal 

 12203.0 32.9 18.8 51.7 74.0 -22.3 Peak Horizontal 

* 8667.0 35.1 13.6 48.7 68.2 -19.5 Peak Vertical 

* 10001.5 36.6 15.4 52.0 68.2 -16.2 Peak Vertical 

 11370.0 33.1 19.0 52.1 74.0 -21.9 Peak Vertical 

 12203.0 32.9 18.8 51.7 74.0 -22.3 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 64 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8692.5 34.0 13.7 47.7 68.2 -20.5 Peak Horizontal 

* 10001.5 40.2 15.4 55.6 68.2 -12.6 Peak Horizontal 

 10868.5 34.0 18.2 52.2 74.0 -21.8 Peak Horizontal 

 12152.0 33.3 18.9 52.2 74.0 -21.8 Peak Horizontal 

* 8811.5 33.0 14.0 47.0 68.2 -21.2 Peak Vertical 

* 10001.5 38.3 15.4 53.7 68.2 -14.5 Peak Vertical 

 11565.5 33.1 19.5 52.6 74.0 -21.4 Peak Vertical 

 12143.5 33.0 18.9 51.9 74.0 -22.1 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 100 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8803.0 34.1 14.0 48.1 68.2 -20.1 Peak Horizontal 

* 10001.5 40.5 15.4 55.9 68.2 -12.3 Peak Horizontal 

 10843.0 35.2 18.1 53.3 74.0 -20.7 Peak Horizontal 

 11710.0 33.8 19.1 52.9 74.0 -21.1 Peak Horizontal 

* 8905.0 34.7 14.0 48.7 68.2 -19.5 Peak Vertical 

* 10001.5 39.3 15.4 54.7 68.2 -13.5 Peak Vertical 

 11242.5 33.5 18.8 52.3 74.0 -21.7 Peak Vertical 

 11973.5 33.5 18.7 52.2 74.0 -21.8 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 120 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8794.5 34.2 13.9 48.1 68.2 -20.1 Peak Horizontal 

* 10001.5 40.0 15.4 55.4 68.2 -12.8 Peak Horizontal 

 11310.5 33.8 18.9 52.7 74.0 -21.3 Peak Horizontal 

 12007.5 32.0 18.7 50.7 74.0 -23.3 Peak Horizontal 

* 8837.0 33.3 14.0 47.3 68.2 -20.9 Peak Vertical 

* 10001.5 38.6 15.4 54.0 68.2 -14.2 Peak Vertical 

 10860.0 34.3 18.2 52.5 74.0 -21.5 Peak Vertical 

 11633.5 32.6 19.4 52.0 74.0 -22.0 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 140 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8684.0 34.9 13.7 48.6 68.2 -19.6 Peak Horizontal 

* 10001.5 40.9 15.4 56.3 68.2 -11.9 Peak Horizontal 

 11480.5 34.4 19.3 53.7 74.0 -20.3 Peak Horizontal 

 12288.0 33.1 18.6 51.7 74.0 -22.3 Peak Horizontal 

* 8735.0 32.7 13.9 46.6 68.2 -21.6 Peak Vertical 

* 10001.5 39.1 15.4 54.5 68.2 -13.7 Peak Vertical 

 10800.5 34.8 17.9 52.7 74.0 -21.3 Peak Vertical 

 12177.5 33.8 18.8 52.6 74.0 -21.4 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 149 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8667.0 35.5 13.6 49.1 68.2 -19.1 Peak Horizontal 

* 10001.5 41.4 15.4 56.8 68.2 -11.4 Peak Horizontal 

 10868.5 34.5 18.2 52.7 74.0 -21.3 Peak Horizontal 

 11939.5 34.5 18.6 53.1 74.0 -20.9 Peak Horizontal 

* 8871.0 34.9 14.0 48.9 68.2 -19.3 Peak Vertical 

* 10001.5 38.8 15.4 54.2 68.2 -14.0 Peak Vertical 

 11319.0 33.4 18.9 52.3 74.0 -21.7 Peak Vertical 

 12245.5 33.2 18.7 51.9 74.0 -22.1 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 157 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8582.0 35.6 13.4 49.0 68.2 -19.2 Peak Horizontal 

* 10001.5 41.5 15.4 56.9 68.2 -11.3 Peak Horizontal 

 11557.0 33.2 19.5 52.7 74.0 -21.3 Peak Horizontal 

 11982.0 33.9 18.7 52.6 74.0 -21.4 Peak Horizontal 

* 8803.0 34.9 14.0 48.9 68.2 -19.3 Peak Vertical 

* 10001.5 39.0 15.4 54.4 68.2 -13.8 Peak Vertical 

 10902.5 34.4 18.3 52.7 74.0 -21.3 Peak Vertical 

 12220.0 33.5 18.7 52.2 74.0 -21.8 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 

 



Report No.: 1811TW0112-T3 

 

Page Number: 552 of 663 

 

待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 165 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8862.5 35.2 14.0 49.2 68.2 -19.0 Peak Horizontal 

* 10001.5 40.8 15.4 56.2 68.2 -12.0 Peak Horizontal 

 11174.5 32.6 18.7 51.3 74.0 -22.7 Peak Horizontal 

 11948.0 31.5 18.6 50.1 74.0 -23.9 Peak Horizontal 

* 8701.0 33.5 13.8 47.3 68.2 -20.9 Peak Vertical 

* 10001.5 40.1 15.4 55.5 68.2 -12.7 Peak Vertical 

 11472.0 34.1 19.3 53.4 74.0 -20.6 Peak Vertical 

 12577.0 33.4 18.6 52.0 74.0 -22.0 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 

 



Report No.: 1811TW0112-T3 

 

Page Number: 553 of 663 

 

 

待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 38 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8803.0 35.2 14.0 49.2 68.2 -19.0 Peak Horizontal 

* 10001.5 42.3 15.4 57.7 68.2 -10.5 Peak Horizontal 

 11446.5 34.1 19.2 53.3 74.0 -20.7 Peak Horizontal 

 12075.5 33.5 18.9 52.4 74.0 -21.6 Peak Horizontal 

* 8828.5 35.1 14.0 49.1 68.2 -19.1 Peak Vertical 

* 10129.0 37.0 15.9 52.9 68.2 -15.3 Peak Vertical 

 11489.0 34.3 19.3 53.6 74.0 -20.4 Peak Vertical 

 12237.0 34.4 18.7 53.1 74.0 -20.9 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 46 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8701.0 34.9 13.8 48.7 68.2 -19.5 Peak Horizontal 

* 10001.5 42.1 15.4 57.5 68.2 -10.7 Peak Horizontal 

 11004.5 34.9 18.5 53.4 74.0 -20.6 Peak Horizontal 

 12033.0 34.4 18.8 53.2 74.0 -20.8 Peak Horizontal 

* 8820.0 35.2 14.0 49.2 68.2 -19.0 Peak Vertical 

* 10001.5 40.3 15.4 55.7 68.2 -12.5 Peak Vertical 

 11472.0 34.7 19.3 54.0 74.0 -20.0 Peak Vertical 

 12092.5 34.3 18.9 53.2 74.0 -20.8 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 54 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8913.5 34.9 14.0 48.9 68.2 -19.3 Peak Horizontal 

* 10001.5 42.8 15.4 58.2 68.2 -10.0 Peak Horizontal 

 11106.5 34.6 18.6 53.2 74.0 -20.8 Peak Horizontal 

 11642.0 34.5 19.4 53.9 74.0 -20.1 Peak Horizontal 

* 8811.5 35.2 14.0 49.2 68.2 -19.0 Peak Vertical 

* 10001.5 40.2 15.4 55.6 68.2 -12.6 Peak Vertical 

 11574.0 34.0 19.5 53.5 74.0 -20.5 Peak Vertical 

 12254.0 34.7 18.6 53.3 74.0 -20.7 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 62 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8854.0 35.1 14.0 49.1 68.2 -19.1 Peak Horizontal 

* 10001.5 40.5 15.4 55.9 68.2 -12.3 Peak Horizontal 

 10936.5 34.7 18.4 53.1 74.0 -20.9 Peak Horizontal 

 12194.5 33.8 18.8 52.6 74.0 -21.4 Peak Horizontal 

* 8701.0 35.3 13.8 49.1 68.2 -19.1 Peak Vertical 

* 10001.5 41.0 15.4 56.4 68.2 -11.8 Peak Vertical 

 11378.5 34.3 19.1 53.4 74.0 -20.6 Peak Vertical 

 12356.0 33.6 18.4 52.0 74.0 -22.0 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 102 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8837.0 34.1 14.0 48.1 68.2 -20.1 Peak Horizontal 

* 10001.5 40.8 15.4 56.2 68.2 -12.0 Peak Horizontal 

 10894.0 35.2 18.3 53.5 74.0 -20.5 Peak Horizontal 

 11710.0 33.0 19.1 52.1 74.0 -21.9 Peak Horizontal 

* 8684.0 34.5 13.7 48.2 68.2 -20.0 Peak Vertical 

* 10001.5 38.9 15.4 54.3 68.2 -13.9 Peak Vertical 

 10911.0 34.0 18.4 52.4 74.0 -21.6 Peak Vertical 

 12475.0 33.2 18.5 51.7 74.0 -22.3 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 118 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8769.0 34.4 13.9 48.3 68.2 -19.9 Peak Horizontal 

* 10001.5 40.1 15.4 55.5 68.2 -12.7 Peak Horizontal 

 10834.5 34.3 18.1 52.4 74.0 -21.6 Peak Horizontal 

 12007.5 33.3 18.7 52.0 74.0 -22.0 Peak Horizontal 

* 8752.0 33.8 13.9 47.7 68.2 -20.5 Peak Vertical 

* 10001.5 39.6 15.4 55.0 68.2 -13.2 Peak Vertical 

 10817.5 35.2 18.0 53.2 74.0 -20.8 Peak Vertical 

 11786.5 34.0 18.8 52.8 74.0 -21.2 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 134 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8692.5 33.9 13.7 47.6 68.2 -20.6 Peak Horizontal 

* 10001.5 40.7 15.4 56.1 68.2 -12.1 Peak Horizontal 

 10953.5 34.6 18.4 53.0 74.0 -21.0 Peak Horizontal 

 12058.5 33.3 18.8 52.1 74.0 -21.9 Peak Horizontal 

* 8769.0 33.4 13.9 47.3 68.2 -20.9 Peak Vertical 

* 10001.5 40.3 15.4 55.7 68.2 -12.5 Peak Vertical 

 10970.5 33.6 18.4 52.0 74.0 -22.0 Peak Vertical 

 12441.0 33.8 18.4 52.2 74.0 -21.8 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 151 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 10001.5 41.3 15.4 56.7 68.2 -11.5 Peak Horizontal 

* 17252.0 41.5 25.6 67.1 68.2 -1.1 Peak Horizontal 

 17855.5 28.6 30.3 58.9 74.0 -15.1 Peak Horizontal 

 17923.5 29.6 31.0 60.6 74.0 -13.4 Peak Horizontal 

* 10001.5 39.3 15.4 54.7 68.2 -13.5 Peak Vertical 

* 17260.5 33.5 25.6 59.2 68.2 -9.0 Peak Vertical 

 17753.5 31.3 29.3 60.6 74.0 -13.4 Peak Vertical 

 17932.0 29.3 31.1 60.5 74.0 -13.5 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 159 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 10001.5 41.5 15.4 56.9 68.2 -11.3 Peak Horizontal 

* 17388.0 39.2 26.4 65.6 68.2 -2.6 Peak Horizontal 

 17821.5 31.0 30.0 61.0 74.0 -13.0 Peak Horizontal 

 17983.0 30.9 31.8 62.7 74.0 -11.3 Peak Horizontal 

* 10001.5 39.6 15.4 55.0 68.2 -13.2 Peak Vertical 

* 17396.5 34.3 26.5 60.8 68.2 -7.4 Peak Vertical 

 17821.5 30.8 30.0 60.8 74.0 -13.2 Peak Vertical 

 17949.0 30.3 31.4 61.7 74.0 -12.3 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT80 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 42 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8641.5 35.9 13.5 49.4 68.2 -18.8 Peak Horizontal 

* 10001.5 41.4 15.4 56.8 68.2 -11.4 Peak Horizontal 

 10834.5 35.6 18.1 53.7 74.0 -20.3 Peak Horizontal 

 11531.5 33.6 19.4 53.0 74.0 -21.0 Peak Horizontal 

* 8777.5 34.0 13.9 47.9 68.2 -20.3 Peak Vertical 

* 9967.5 36.5 15.3 51.8 68.2 -16.4 Peak Vertical 

 11106.5 34.2 18.6 52.8 74.0 -21.2 Peak Vertical 

 11999.0 33.7 18.7 52.4 74.0 -21.6 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT80 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 58 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8845.5 34.6 14.0 48.6 68.2 -19.6 Peak Horizontal 

* 10001.5 41.1 15.4 56.5 68.2 -11.7 Peak Horizontal 

 11123.5 34.5 18.6 53.1 74.0 -20.9 Peak Horizontal 

 12228.5 33.1 18.7 51.8 74.0 -22.2 Peak Horizontal 

* 8879.5 35.5 14.0 49.5 68.2 -18.7 Peak Vertical 

* 10001.5 39.9 15.4 55.3 68.2 -12.9 Peak Vertical 

 10911.0 34.6 18.4 53.0 74.0 -21.0 Peak Vertical 

 11684.5 33.2 19.2 52.4 74.0 -21.6 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT80 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 106 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8828.5 35.1 14.0 49.1 68.2 -19.1 Peak Horizontal 

* 10001.5 40.5 15.4 55.9 68.2 -12.3 Peak Horizontal 

 11310.5 34.2 18.9 53.1 74.0 -20.9 Peak Horizontal 

 12543.0 33.5 18.6 52.1 74.0 -21.9 Peak Horizontal 

* 8786.0 35.0 13.9 48.9 68.2 -19.3 Peak Vertical 

* 10001.5 40.8 15.4 56.2 68.2 -12.0 Peak Vertical 

 11302.0 33.7 18.9 52.6 74.0 -21.4 Peak Vertical 

 12169.0 33.6 18.8 52.4 74.0 -21.6 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT80 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 122 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8811.5 35.3 14.0 49.3 68.2 -18.9 Peak Horizontal 

* 10001.5 41.3 15.4 56.7 68.2 -11.5 Peak Horizontal 

 11310.5 34.3 18.9 53.2 74.0 -20.8 Peak Horizontal 

 11956.5 33.8 18.6 52.4 74.0 -21.6 Peak Horizontal 

* 8854.0 34.3 14.0 48.3 68.2 -19.9 Peak Vertical 

* 10001.5 39.3 15.4 54.7 68.2 -13.5 Peak Vertical 

 10919.5 34.3 18.4 52.7 74.0 -21.3 Peak Vertical 

 12067.0 33.9 18.8 52.7 74.0 -21.3 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT80 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 155 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8786.0 34.0 13.9 47.9 68.2 -20.3 Peak Horizontal 

* 10001.5 42.0 15.4 57.4 68.2 -10.8 Peak Horizontal 

 11166.0 34.1 18.7 52.8 74.0 -21.2 Peak Horizontal 

 12007.5 33.4 18.7 52.1 74.0 -21.9 Peak Horizontal 

* 8828.5 35.0 14.0 49.0 68.2 -19.2 Peak Vertical 

* 10001.5 39.6 15.4 55.0 68.2 -13.2 Peak Vertical 

 11463.5 33.1 19.3 52.4 74.0 -21.6 Peak Vertical 

 11684.5 33.1 19.2 52.3 74.0 -21.7 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT160 - Ant 0 + 1 + 2 + 
3 (CDD Mode) 

測試通道 50 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8854.0 34.1 14.0 48.1 68.2 -20.1 Peak Horizontal 

* 10001.5 42.4 15.4 57.8 68.2 -10.4 Peak Horizontal 

 10979.0 34.2 18.5 52.7 74.0 -21.3 Peak Horizontal 

 11871.5 33.4 18.7 52.1 74.0 -21.9 Peak Horizontal 

* 8735.0 33.8 13.9 47.7 68.2 -20.5 Peak Vertical 

* 10001.5 41.6 15.4 57.0 68.2 -11.2 Peak Vertical 

 10775.0 35.5 17.8 53.3 74.0 -20.7 Peak Vertical 

 11990.5 34.1 18.7 52.8 74.0 -21.2 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT160 - Ant 0 + 1 + 2 + 
3 (CDD Mode) 

測試通道 114 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8769.0 33.5 13.9 47.4 68.2 -20.8 Peak Horizontal 

* 10001.5 42.6 15.4 58.0 68.2 -10.2 Peak Horizontal 

 11098.0 33.4 18.6 52.0 74.0 -22.0 Peak Horizontal 

 11616.5 34.0 19.4 53.4 74.0 -20.6 Peak Horizontal 

* 8828.5 34.5 14.0 48.5 68.2 -19.7 Peak Vertical 

* 10001.5 39.9 15.4 55.3 68.2 -12.9 Peak Vertical 

 11098.0 34.6 18.6 53.2 74.0 -20.8 Peak Vertical 

 12169.0 33.5 18.8 52.3 74.0 -21.7 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 36 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8667.0 33.9 13.6 47.5 68.2 -20.7 Peak Horizontal 

* 10001.5 41.1 15.4 56.5 68.2 -11.7 Peak Horizontal 

 11395.5 33.5 19.1 52.6 74.0 -21.4 Peak Horizontal 

 12458.0 33.2 18.4 51.6 74.0 -22.4 Peak Horizontal 

* 8769.0 34.0 13.9 47.9 68.2 -20.3 Peak Vertical 

* 10001.5 37.1 15.4 52.5 68.2 -15.7 Peak Vertical 

 10885.5 34.5 18.3 52.8 74.0 -21.2 Peak Vertical 

 12024.5 33.3 18.8 52.1 74.0 -21.9 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 44 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8820.0 34.0 14.0 48.0 68.2 -20.2 Peak Horizontal 

* 10001.5 41.2 15.4 56.6 68.2 -11.6 Peak Horizontal 

 10834.5 35.2 18.1 53.3 74.0 -20.7 Peak Horizontal 

 12058.5 32.9 18.8 51.7 74.0 -22.3 Peak Horizontal 

* 8845.5 34.5 14.0 48.5 68.2 -19.7 Peak Vertical 

* 10001.5 40.2 15.4 55.6 68.2 -12.6 Peak Vertical 

 11455.0 33.8 19.2 53.0 74.0 -21.0 Peak Vertical 

 12169.0 32.3 18.8 51.1 74.0 -22.9 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 48 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8845.5 34.9 14.0 48.9 68.2 -19.3 Peak Horizontal 

* 10001.5 41.4 15.4 56.8 68.2 -11.4 Peak Horizontal 

 11030.0 34.2 18.5 52.7 74.0 -21.3 Peak Horizontal 

 12109.5 33.6 18.9 52.5 74.0 -21.5 Peak Horizontal 

* 8777.5 34.6 13.9 48.5 68.2 -19.7 Peak Vertical 

* 10001.5 40.1 15.4 55.5 68.2 -12.7 Peak Vertical 

 10987.5 34.1 18.5 52.6 74.0 -21.4 Peak Vertical 

 11973.5 33.1 18.7 51.8 74.0 -22.2 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 52 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8692.5 35.0 13.7 48.7 68.2 -19.5 Peak Horizontal 

* 10001.5 41.4 15.4 56.8 68.2 -11.4 Peak Horizontal 

 11421.0 33.9 19.1 53.0 74.0 -21.0 Peak Horizontal 

 12237.0 33.4 18.7 52.1 74.0 -21.9 Peak Horizontal 

* 8862.5 34.9 14.0 48.9 68.2 -19.3 Peak Vertical 

* 10001.5 41.2 15.4 56.6 68.2 -11.6 Peak Vertical 

 10962.0 35.5 18.4 53.9 74.0 -20.1 Peak Vertical 

 12398.5 34.1 18.4 52.5 74.0 -21.5 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 

 



Report No.: 1811TW0112-T3 

 

Page Number: 573 of 663 

 

待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 60 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8650.0 36.2 13.6 49.8 68.2 -18.4 Peak Horizontal 

* 10001.5 41.3 15.4 56.7 68.2 -11.5 Peak Horizontal 

 11438.0 33.5 19.2 52.7 74.0 -21.3 Peak Horizontal 

 12220.0 32.4 18.7 51.1 74.0 -22.9 Peak Horizontal 

* 8769.0 33.4 13.9 47.3 68.2 -20.9 Peak Vertical 

* 9899.5 34.1 15.4 49.5 68.2 -18.7 Peak Vertical 

 11072.5 32.8 18.6 51.4 74.0 -22.6 Peak Vertical 

 11506.0 33.2 19.4 52.6 74.0 -21.4 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 64 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8837.0 34.8 14.0 48.8 68.2 -19.4 Peak Horizontal 

* 10001.5 40.8 15.4 56.2 68.2 -12.0 Peak Horizontal 

 11506.0 33.2 19.4 52.6 74.0 -21.4 Peak Horizontal 

 12296.5 33.2 18.6 51.8 74.0 -22.2 Peak Horizontal 

* 8735.0 34.9 13.9 48.8 68.2 -19.4 Peak Vertical 

* 10001.5 40.5 15.4 55.9 68.2 -12.3 Peak Vertical 

 11055.5 34.5 18.5 53.0 74.0 -21.0 Peak Vertical 

 11897.0 31.1 18.6 49.7 74.0 -24.3 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 

 



Report No.: 1811TW0112-T3 

 

Page Number: 575 of 663 

 

待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 100 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8794.5 35.4 13.9 49.3 68.2 -18.9 Peak Horizontal 

* 10001.5 42.4 15.4 57.8 68.2 -10.4 Peak Horizontal 

 11319.0 34.8 18.9 53.7 74.0 -20.3 Peak Horizontal 

 12169.0 32.5 18.8 51.3 74.0 -22.7 Peak Horizontal 

* 8701.0 35.0 13.8 48.8 68.2 -19.4 Peak Vertical 

* 10001.5 39.7 15.4 55.1 68.2 -13.1 Peak Vertical 

 10860.0 34.6 18.2 52.8 74.0 -21.2 Peak Vertical 

 11786.5 32.7 18.8 51.5 74.0 -22.5 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 120 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8709.5 34.0 13.8 47.8 68.2 -20.4 Peak Horizontal 

* 10001.5 41.5 15.4 56.9 68.2 -11.3 Peak Horizontal 

 10996.0 35.9 18.5 54.4 74.0 -19.6 Peak Horizontal 

 11948.0 33.9 18.6 52.5 74.0 -21.5 Peak Horizontal 

* 8939.0 35.5 14.0 49.5 68.2 -18.7 Peak Vertical 

* 10001.5 39.9 15.4 55.3 68.2 -12.9 Peak Vertical 

 10936.5 33.9 18.4 52.3 74.0 -21.7 Peak Vertical 

 11922.5 33.7 18.6 52.3 74.0 -21.7 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 140 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8803.0 34.3 14.0 48.3 68.2 -19.9 Peak Horizontal 

* 10001.5 41.0 15.4 56.4 68.2 -11.8 Peak Horizontal 

 10928.0 34.6 18.4 53.0 74.0 -21.0 Peak Horizontal 

 11931.0 33.2 18.6 51.8 74.0 -22.2 Peak Horizontal 

* 8837.0 34.6 14.0 48.6 68.2 -19.6 Peak Vertical 

* 10001.5 40.3 15.4 55.7 68.2 -12.5 Peak Vertical 

 11021.5 31.9 18.5 50.4 74.0 -23.6 Peak Vertical 

 12330.5 31.8 18.5 50.3 74.0 -23.7 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 149 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 10001.5 40.9 15.4 56.3 68.2 -11.9 Peak Horizontal 

* 17243.5 40.2 25.5 65.7 68.2 -2.5 Peak Horizontal 

 17830.0 31.2 30.1 61.3 74.0 -12.7 Peak Horizontal 

 17881.0 28.5 30.5 59.0 74.0 -15.0 Peak Horizontal 

* 10001.5 39.8 15.4 55.2 68.2 -13.0 Peak Vertical 

* 17226.5 34.9 25.4 60.3 68.2 -7.9 Peak Vertical 

 17830.0 31.3 30.1 61.4 74.0 -12.6 Peak Vertical 

 17983.0 30.4 31.8 62.2 74.0 -11.8 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 157 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 10001.5 42.2 15.4 57.6 68.2 -10.6 Peak Horizontal 

* 17345.5 39.7 26.1 65.8 68.2 -2.4 Peak Horizontal 

 17830.0 32.5 30.1 62.6 74.0 -11.4 Peak Horizontal 

 17889.5 30.4 30.6 61.0 74.0 -13.0 Peak Horizontal 

* 10001.5 40.0 15.4 55.4 68.2 -12.8 Peak Vertical 

* 17345.5 33.6 26.1 59.7 68.2 -8.5 Peak Vertical 

 17821.5 31.2 30.0 61.2 74.0 -12.8 Peak Vertical 

 17821.5 31.2 30.0 61.2 74.0 -12.8 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE20 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 165 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 10001.5 42.1 15.4 57.5 68.2 -10.7 Peak Horizontal 

* 17481.5 40.0 26.9 66.9 68.2 -1.3 Peak Horizontal 

 17830.0 32.2 30.1 62.3 74.0 -11.7 Peak Horizontal 

 17915.0 29.8 30.9 60.7 74.0 -13.3 Peak Horizontal 

* 10001.5 42.1 15.4 57.5 68.2 -10.7 Peak Vertical 

* 17473.0 36.4 26.9 63.3 68.2 -4.9 Peak Vertical 

 17855.5 29.7 30.3 60.0 74.0 -14.0 Peak Vertical 

 17957.5 30.8 31.5 62.3 74.0 -11.7 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 38 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8769.0 34.2 13.9 48.1 68.2 -20.1 Peak Horizontal 

* 10001.5 41.2 15.4 56.6 68.2 -11.6 Peak Horizontal 

 11395.5 33.7 19.1 52.8 74.0 -21.2 Peak Horizontal 

 12075.5 33.3 18.9 52.2 74.0 -21.8 Peak Horizontal 

* 8862.5 34.7 14.0 48.7 68.2 -19.5 Peak Vertical 

* 10001.5 41.4 15.4 56.8 68.2 -11.4 Peak Vertical 

 10902.5 33.7 18.3 52.0 74.0 -22.0 Peak Vertical 

 12288.0 33.3 18.6 51.9 74.0 -22.1 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 46 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8888.0 34.3 14.0 48.3 68.2 -19.9 Peak Horizontal 

* 10001.5 41.0 15.4 56.4 68.2 -11.8 Peak Horizontal 

 10987.5 34.4 18.5 52.9 74.0 -21.1 Peak Horizontal 

 11540.0 33.5 19.4 52.9 74.0 -21.1 Peak Horizontal 

* 8879.5 34.1 14.0 48.1 68.2 -20.1 Peak Vertical 

* 10001.5 40.2 15.4 55.6 68.2 -12.6 Peak Vertical 

 10860.0 34.5 18.2 52.7 74.0 -21.3 Peak Vertical 

 12271.0 33.2 18.6 51.8 74.0 -22.2 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 54 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8769.0 34.2 13.9 48.1 68.2 -20.1 Peak Horizontal 

* 10001.5 41.3 15.4 56.7 68.2 -11.5 Peak Horizontal 

 10851.5 35.1 18.1 53.2 74.0 -20.8 Peak Horizontal 

 12160.5 33.6 18.9 52.5 74.0 -21.5 Peak Horizontal 

* 8845.5 34.3 14.0 48.3 68.2 -19.9 Peak Vertical 

* 10001.5 39.7 15.4 55.1 68.2 -13.1 Peak Vertical 

 10877.0 33.8 18.2 52.0 74.0 -22.0 Peak Vertical 

 11608.0 32.9 19.4 52.3 74.0 -21.7 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 62 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8701.0 34.2 13.8 48.0 68.2 -20.2 Peak Horizontal 

* 10001.5 40.5 15.4 55.9 68.2 -12.3 Peak Horizontal 

 11038.5 33.8 18.5 52.3 74.0 -21.7 Peak Horizontal 

 11939.5 33.7 18.6 52.3 74.0 -21.7 Peak Horizontal 

* 8845.5 34.1 14.0 48.1 68.2 -20.1 Peak Vertical 

* 10001.5 38.9 15.4 54.3 68.2 -13.9 Peak Vertical 

 11208.5 34.2 18.8 53.0 74.0 -21.0 Peak Vertical 

 12220.0 33.4 18.7 52.1 74.0 -21.9 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 102 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8743.5 34.6 13.9 48.5 68.2 -19.7 Peak Horizontal 

* 10001.5 42.4 15.4 57.8 68.2 -10.4 Peak Horizontal 

 11387.0 34.7 19.1 53.8 74.0 -20.2 Peak Horizontal 

 12143.5 34.3 18.9 53.2 74.0 -20.8 Peak Horizontal 

* 8701.0 36.2 13.8 50.0 68.2 -18.2 Peak Vertical 

* 10001.5 41.0 15.4 56.4 68.2 -11.8 Peak Vertical 

 11089.5 35.4 18.6 54.0 74.0 -20.0 Peak Vertical 

 11854.5 33.9 18.7 52.6 74.0 -21.4 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 118 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8735.0 33.9 13.9 47.8 68.2 -20.4 Peak Horizontal 

* 10001.5 41.3 15.4 56.7 68.2 -11.5 Peak Horizontal 

 11106.5 34.6 18.6 53.2 74.0 -20.8 Peak Horizontal 

 12126.5 34.6 18.9 53.5 74.0 -20.5 Peak Horizontal 

* 8862.5 35.1 14.0 49.1 68.2 -19.1 Peak Vertical 

* 10001.5 40.9 15.4 56.3 68.2 -11.9 Peak Vertical 

 10928.0 32.5 18.4 50.9 74.0 -23.1 Peak Vertical 

 12109.5 32.3 18.9 51.2 74.0 -22.8 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 134 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8879.5 35.7 14.0 49.7 68.2 -18.5 Peak Horizontal 

* 10001.5 41.5 15.4 56.9 68.2 -11.3 Peak Horizontal 

 11650.5 33.8 19.3 53.1 74.0 -20.9 Peak Horizontal 

 12424.0 33.9 18.4 52.3 74.0 -21.7 Peak Horizontal 

* 8701.0 35.6 13.8 49.4 68.2 -18.8 Peak Vertical 

* 10001.5 40.3 15.4 55.7 68.2 -12.5 Peak Vertical 

 11310.5 34.0 18.9 52.9 74.0 -21.1 Peak Vertical 

 11659.0 34.0 19.3 53.3 74.0 -20.7 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 151 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 10001.5 41.8 15.4 57.2 68.2 -11.0 Peak Horizontal 

* 17269.0 38.3 25.7 64.0 68.2 -4.2 Peak Horizontal 

 17830.0 31.3 30.1 61.4 74.0 -12.6 Peak Horizontal 

 17932.0 30.2 31.1 61.3 74.0 -12.7 Peak Horizontal 

* 8888.0 35.5 14.0 49.5 68.2 -18.7 Peak Vertical 

* 10001.5 40.3 15.4 55.7 68.2 -12.5 Peak Vertical 

 11336.0 34.1 19.0 53.1 74.0 -20.9 Peak Vertical 

 12211.5 34.0 18.8 52.8 74.0 -21.2 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE40 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 159 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 10001.5 42.3 15.4 57.7 68.2 -10.5 Peak Horizontal 

* 17388.0 40.3 26.4 66.7 68.2 -1.5 Peak Horizontal 

 17830.0 32.1 30.1 62.2 74.0 -11.8 Peak Horizontal 

 17838.5 30.3 30.1 60.4 74.0 -13.6 Peak Horizontal 

* 8752.0 34.7 13.9 48.6 68.2 -19.6 Peak Vertical 

* 10001.5 41.0 15.4 56.4 68.2 -11.8 Peak Vertical 

 11455.0 33.8 19.2 53.0 74.0 -21.0 Peak Vertical 

 12347.5 34.1 18.4 52.5 74.0 -21.5 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE80 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 42 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8701.0 35.2 13.8 49.0 68.2 -19.2 Peak Horizontal 

* 10001.5 41.3 15.4 56.7 68.2 -11.5 Peak Horizontal 

 11438.0 33.5 19.2 52.7 74.0 -21.3 Peak Horizontal 

 12067.0 33.0 18.8 51.8 74.0 -22.2 Peak Horizontal 

* 8905.0 33.9 14.0 47.9 68.2 -20.3 Peak Vertical 

* 10001.5 39.0 15.4 54.4 68.2 -13.8 Peak Vertical 

 11089.5 33.7 18.6 52.3 74.0 -21.7 Peak Vertical 

 11939.5 33.7 18.6 52.3 74.0 -21.7 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE80 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 58 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8624.5 35.6 13.5 49.1 68.2 -19.1 Peak Horizontal 

* 10001.5 40.6 15.4 56.0 68.2 -12.2 Peak Horizontal 

 11055.5 34.4 18.5 52.9 74.0 -21.1 Peak Horizontal 

 11659.0 32.8 19.3 52.1 74.0 -21.9 Peak Horizontal 

* 8828.5 34.0 14.0 48.0 68.2 -20.2 Peak Vertical 

* 10001.5 38.8 15.4 54.2 68.2 -14.0 Peak Vertical 

 10826.0 34.4 18.0 52.4 74.0 -21.6 Peak Vertical 

 11990.5 33.3 18.7 52.0 74.0 -22.0 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE80 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 106 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8811.5 34.5 14.0 48.5 68.2 -19.7 Peak Horizontal 

* 10001.5 41.3 15.4 56.7 68.2 -11.5 Peak Horizontal 

 10868.5 34.4 18.2 52.6 74.0 -21.4 Peak Horizontal 

 11863.0 33.3 18.7 52.0 74.0 -22.0 Peak Horizontal 

* 8845.5 35.3 14.0 49.3 68.2 -18.9 Peak Vertical 

* 10001.5 39.8 15.4 55.2 68.2 -13.0 Peak Vertical 

 10868.5 34.7 18.2 52.9 74.0 -21.1 Peak Vertical 

 12109.5 33.6 18.9 52.5 74.0 -21.5 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE80 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 122 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8828.5 34.3 14.0 48.3 68.2 -19.9 Peak Horizontal 

* 10001.5 40.4 15.4 55.8 68.2 -12.4 Peak Horizontal 

 11412.5 33.6 19.1 52.7 74.0 -21.3 Peak Horizontal 

 12271.0 32.2 18.6 50.8 74.0 -23.2 Peak Horizontal 

* 8794.5 34.5 13.9 48.4 68.2 -19.8 Peak Vertical 

* 10001.5 39.5 15.4 54.9 68.2 -13.3 Peak Vertical 

 10783.5 35.1 17.8 52.9 74.0 -21.1 Peak Vertical 

 11727.0 34.2 19.0 53.2 74.0 -20.8 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE80 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 155 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8845.5 34.8 14.0 48.8 68.2 -19.4 Peak Horizontal 

* 10001.5 41.6 15.4 57.0 68.2 -11.2 Peak Horizontal 

 11421.0 33.5 19.1 52.6 74.0 -21.4 Peak Horizontal 

 12339.0 31.7 18.5 50.2 74.0 -23.8 Peak Horizontal 

* 8854.0 34.2 14.0 48.2 68.2 -20.0 Peak Vertical 

* 10001.5 40.4 15.4 55.8 68.2 -12.4 Peak Vertical 

 11404.0 34.9 19.1 54.0 74.0 -20.0 Peak Vertical 

 12126.5 33.5 18.9 52.4 74.0 -21.6 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE160 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 50 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8709.5 33.6 13.8 47.4 68.2 -20.8 Peak Horizontal 

* 10001.5 40.5 15.4 55.9 68.2 -12.3 Peak Horizontal 

 11472.0 33.5 19.3 52.8 74.0 -21.2 Peak Horizontal 

 12407.0 33.7 18.4 52.1 74.0 -21.9 Peak Horizontal 

* 8896.5 34.3 14.0 48.3 68.2 -19.9 Peak Vertical 

* 10001.5 40.6 15.4 56.0 68.2 -12.2 Peak Vertical 

 10877.0 34.5 18.2 52.7 74.0 -21.3 Peak Vertical 

 12143.5 34.2 18.9 53.1 74.0 -20.9 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ax-HE160 - Ant 0 + 1 + 2 + 3 
(CDD Mode) 

測試通道 114 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8845.5 35.5 14.0 49.5 68.2 -18.7 Peak Horizontal 

* 10001.5 41.8 15.4 57.2 68.2 -11.0 Peak Horizontal 

 10911.0 35.0 18.4 53.4 74.0 -20.6 Peak Horizontal 

 11888.5 33.6 18.6 52.2 74.0 -21.8 Peak Horizontal 

* 8811.5 33.3 14.0 47.3 68.2 -20.9 Peak Vertical 

* 10001.5 39.3 15.4 54.7 68.2 -13.5 Peak Vertical 

 11072.5 34.8 18.6 53.4 74.0 -20.6 Peak Vertical 

 12007.5 31.8 18.7 50.5 74.0 -23.5 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/26 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(Beam-Forming Mode) 

測試通道 36 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8845.5 34.5 14.0 48.5 68.2 -19.7 Peak Horizontal 

* 10001.5 39.8 15.4 55.2 68.2 -13.0 Peak Horizontal 

 10970.5 35.1 18.4 53.5 74.0 -20.5 Peak Horizontal 

 11803.5 34.4 18.7 53.1 74.0 -20.9 Peak Horizontal 

* 8845.5 34.4 14.0 48.4 68.2 -19.8 Peak Vertical 

* 10001.5 37.1 15.4 52.5 68.2 -15.7 Peak Vertical 

 10885.5 35.1 18.3 53.4 74.0 -20.6 Peak Vertical 

 12449.5 34.6 18.4 53.0 74.0 -21.0 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/26 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(Beam-Forming Mode) 

測試通道 44 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8837.0 34.4 14.0 48.4 68.2 -19.8 Peak Horizontal 

* 10001.5 40.8 15.4 56.2 68.2 -12.0 Peak Horizontal 

 11132.0 33.8 18.6 52.4 74.0 -21.6 Peak Horizontal 

 12279.5 33.5 18.6 52.1 74.0 -21.9 Peak Horizontal 

* 8896.5 34.2 14.0 48.2 68.2 -20.0 Peak Vertical 

* 10001.5 37.9 15.4 53.3 68.2 -14.9 Peak Vertical 

 11412.5 34.0 19.1 53.1 74.0 -20.9 Peak Vertical 

 12220.0 33.2 18.7 51.9 74.0 -22.1 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/26 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(Beam-Forming Mode) 

測試通道 48 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8735.0 33.0 13.9 46.9 68.2 -21.3 Peak Horizontal 

* 10001.5 40.4 15.4 55.8 68.2 -12.4 Peak Horizontal 

 11327.5 34.4 18.9 53.3 74.0 -20.7 Peak Horizontal 

 11846.0 32.2 18.7 50.9 74.0 -23.1 Peak Horizontal 

* 8871.0 35.7 14.0 49.7 68.2 -18.5 Peak Vertical 

* 10001.5 37.6 15.4 53.0 68.2 -15.2 Peak Vertical 

 11098.0 33.4 18.6 52.0 74.0 -22.0 Peak Vertical 

 11446.5 33.2 19.2 52.4 74.0 -21.6 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(Beam-Forming Mode) 

測試通道 52 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8777.5 34.8 13.9 48.7 68.2 -19.5 Peak Horizontal 

* 10001.5 40.1 15.4 55.5 68.2 -12.7 Peak Horizontal 

 11157.5 34.0 18.7 52.7 74.0 -21.3 Peak Horizontal 

 11761.0 33.5 18.9 52.4 74.0 -21.6 Peak Horizontal 

* 8820.0 34.6 14.0 48.6 68.2 -19.6 Peak Vertical 

* 10001.5 37.4 15.4 52.8 68.2 -15.4 Peak Vertical 

 11327.5 33.6 18.9 52.5 74.0 -21.5 Peak Vertical 

 12271.0 33.7 18.6 52.3 74.0 -21.7 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(Beam-Forming Mode) 

測試通道 60 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8726.5 34.4 13.8 48.2 68.2 -20.0 Peak Horizontal 

* 10001.5 40.3 15.4 55.7 68.2 -12.5 Peak Horizontal 

 10800.5 35.3 17.9 53.2 74.0 -20.8 Peak Horizontal 

 11744.0 32.9 18.9 51.8 74.0 -22.2 Peak Horizontal 

* 8675.5 33.4 13.7 47.1 68.2 -21.1 Peak Vertical 

* 9721.0 36.2 14.7 50.9 68.2 -17.3 Peak Vertical 

 10843.0 34.2 18.1 52.3 74.0 -21.7 Peak Vertical 

 11472.0 33.0 19.3 52.3 74.0 -21.7 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(Beam-Forming Mode) 

測試通道 64 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8616.0 33.9 13.5 47.4 68.2 -20.8 Peak Horizontal 

* 10001.5 40.2 15.4 55.6 68.2 -12.6 Peak Horizontal 

 10928.0 34.2 18.4 52.6 74.0 -21.4 Peak Horizontal 

 12126.5 33.5 18.9 52.4 74.0 -21.6 Peak Horizontal 

* 8743.5 33.0 13.9 46.9 68.2 -21.3 Peak Vertical 

* 10001.5 38.2 15.4 53.6 68.2 -14.6 Peak Vertical 

 11421.0 33.1 19.1 52.2 74.0 -21.8 Peak Vertical 

 11897.0 32.2 18.6 50.8 74.0 -23.2 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(Beam-Forming Mode) 

測試通道 100 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8692.5 32.5 13.7 46.2 68.2 -22.0 Peak Horizontal 

* 10001.5 41.1 15.4 56.5 68.2 -11.7 Peak Horizontal 

 10877.0 33.3 18.2 51.5 74.0 -22.5 Peak Horizontal 

 11684.5 33.5 19.2 52.7 74.0 -21.3 Peak Horizontal 

* 8624.5 35.2 13.5 48.7 68.2 -19.5 Peak Vertical 

* 10001.5 37.4 15.4 52.8 68.2 -15.4 Peak Vertical 

 10936.5 34.3 18.4 52.7 74.0 -21.3 Peak Vertical 

 11684.5 33.8 19.2 53.0 74.0 -21.0 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(Beam-Forming Mode) 

測試通道 120 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8556.5 35.3 13.2 48.5 68.2 -19.7 Peak Horizontal 

* 10001.5 39.9 15.4 55.3 68.2 -12.9 Peak Horizontal 

 11166.0 34.1 18.7 52.8 74.0 -21.2 Peak Horizontal 

 11421.0 33.3 19.1 52.4 74.0 -21.6 Peak Horizontal 

* 8692.5 33.6 13.7 47.3 68.2 -20.9 Peak Vertical 

* 10001.5 37.7 15.4 53.1 68.2 -15.1 Peak Vertical 

 11378.5 34.3 19.1 53.4 74.0 -20.6 Peak Vertical 

 12016.0 33.3 18.7 52.0 74.0 -22.0 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/29 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(Beam-Forming Mode) 

測試通道 140 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8888.0 33.9 14.0 47.9 68.2 -20.3 Peak Horizontal 

* 10001.5 40.6 15.4 56.0 68.2 -12.2 Peak Horizontal 

 11157.5 33.9 18.7 52.6 74.0 -21.4 Peak Horizontal 

 11854.5 34.7 18.7 53.4 74.0 -20.6 Peak Horizontal 

* 8667.0 35.5 13.6 49.1 68.2 -19.1 Peak Vertical 

* 10001.5 39.0 15.4 54.4 68.2 -13.8 Peak Vertical 

 11429.5 35.0 19.2 54.2 74.0 -19.8 Peak Vertical 

 12101.0 33.4 18.9 52.3 74.0 -21.7 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/26 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(Beam-Forming Mode) 

測試通道 149 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8658.5 35.5 13.6 49.1 68.2 -19.1 Peak Horizontal 

* 10001.5 41.2 15.4 56.6 68.2 -11.6 Peak Horizontal 

 11387.0 33.2 19.1 52.3 74.0 -21.7 Peak Horizontal 

 11693.0 33.6 19.2 52.8 74.0 -21.2 Peak Horizontal 

* 8854.0 35.3 14.0 49.3 68.2 -18.9 Peak Vertical 

* 10001.5 37.3 15.4 52.7 68.2 -15.5 Peak Vertical 

 11370.0 33.7 19.0 52.7 74.0 -21.3 Peak Vertical 

 12075.5 33.3 18.9 52.2 74.0 -21.8 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/26 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(Beam-Forming Mode) 

測試通道 157 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8845.5 34.5 14.0 48.5 68.2 -19.7 Peak Horizontal 

* 10001.5 41.1 15.4 56.5 68.2 -11.7 Peak Horizontal 

 11344.5 33.6 19.0 52.6 74.0 -21.4 Peak Horizontal 

 12169.0 32.8 18.8 51.6 74.0 -22.4 Peak Horizontal 

* 8692.5 32.8 13.7 46.5 68.2 -21.7 Peak Vertical 

* 10001.5 38.0 15.4 53.4 68.2 -14.8 Peak Vertical 

 10953.5 34.8 18.4 53.2 74.0 -20.8 Peak Vertical 

 11769.5 34.3 18.8 53.1 74.0 -20.9 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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待測物名稱 
AX11000 MU-MIMO 三頻電競路由

器 
溫度 26°C 

測試工程師 Kevin Ker 濕度 57 % 

測試場地 AC1 測試日期 2018/11/26 

測試模式 
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 
(Beam-Forming Mode) 

測試通道 165 

備註 1. Average measurement was not performed if peak level lower than average 
limit.  

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 
in the report. 

 

Mark Frequency 
(MHz) 

Reading 
Level 

(dBμV) 

Factor 
(dB) 

Measure 
Level 

(dBμV/m) 

Limit 
(dBμV/m) 

Margin 
(dB) 

Detector Polarization 

* 8896.5 34.7 14.0 48.7 68.2 -19.5 Peak Horizontal 

* 10001.5 41.2 15.4 56.6 68.2 -11.6 Peak Horizontal 

 11115.0 34.9 18.6 53.5 74.0 -20.5 Peak Horizontal 

 12169.0 33.1 18.8 51.9 74.0 -22.1 Peak Horizontal 

* 8871.0 34.3 14.0 48.3 68.2 -19.9 Peak Vertical 

* 10001.5 40.2 15.4 55.6 68.2 -12.6 Peak Vertical 

 10860.0 34.5 18.2 52.7 74.0 -21.3 Peak Vertical 

 11497.5 33.8 19.3 53.1 74.0 -20.9 Peak Vertical 
Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 
limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 
-27dBm/MHz to obtain the limit for out of band spurious emissions. 
Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 
Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 

 
 


