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Product ACCESS POINT Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 56% 

Test Site AC1 Test Date 2017/09/02 

Test Mode:  
802.11n-HT20 - Ant 0 + 1 

(CDD Mode) 
Test Channel: 01 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

 4723.0 35.2 3.6 38.8 74.0 -35.2 Peak Horizontal 

 7570.5 31.1 12.8 43.9 74.0 -30.1 Peak Horizontal 

* 10350.0 29.7 16.8 46.5 90.0 -43.5 Peak Horizontal 

* 13818.0 27.7 22.1 49.8 90.0 -40.2 Peak Horizontal 

 4850.5 34.6 3.7 38.3 74.0 -35.7 Peak Vertical 

 7536.5 31.4 12.8 44.2 74.0 -29.8 Peak Vertical 

* 10350.0 30.1 16.8 46.9 90.0 -43.1 Peak Vertical 

* 13461.0 27.9 21.6 49.5 90.0 -40.5 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is 30dBc of the fundamental emission level (120.0dBμV/m) 

or 15.209 which is higher. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product ACCESS POINT Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 56% 

Test Site AC1 Test Date 2017/09/02 

Test Mode:  
802.11n-HT20 - Ant 0 + 1 

(CDD Mode) 
Test Channel: 06 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

 4723.0 34.6 3.6 38.2 74.0 -35.8 Peak Horizontal 

 7315.5 31.0 12.3 43.3 74.0 -30.7 Peak Horizontal 

* 10290.5 29.2 16.6 45.8 90.4 -44.6 Peak Horizontal 

* 13588.5 27.8 21.8 49.6 90.4 -40.8 Peak Horizontal 

 4816.5 34.1 3.7 37.8 74.0 -36.2 Peak Vertical 

 7494.0 30.2 12.8 43.0 74.0 -31.0 Peak Vertical 

* 10018.5 30.4 15.4 45.8 90.4 -44.6 Peak Vertical 

* 13461.0 27.7 21.6 49.3 90.4 -41.1 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is 30dBc of the fundamental emission level (120.4dBμV/m) 

or 15.209 which is higher. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product ACCESS POINT Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 56% 

Test Site AC1 Test Date 2017/09/02 

Test Mode:  
802.11n-HT20 - Ant 0 + 1 

(CDD Mode) 
Test Channel: 11 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

 4697.5 34.4 3.6 38.0 74.0 -36.0 Peak Horizontal 

 7307.0 31.2 12.3 43.5 74.0 -30.5 Peak Horizontal 

* 10358.5 29.4 16.8 46.2 90.8 -44.6 Peak Horizontal 

* 13673.5 27.6 21.9 49.5 90.8 -41.3 Peak Horizontal 

 4757.0 34.8 3.7 38.5 74.0 -35.5 Peak Vertical 

 7468.5 30.8 12.8 43.6 74.0 -30.4 Peak Vertical 

* 10511.5 30.3 17.2 47.5 90.8 -43.3 Peak Vertical 

* 13605.5 28.0 21.8 49.8 90.8 -41.0 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is 30dBc of the fundamental emission level (120.8dBμV/m) 

or 15.209 which is higher. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product ACCESS POINT Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 56% 

Test Site AC1 Test Date 2017/09/02 

Test Mode:  
802.11n-HT40 - Ant 0 + 1 

(CDD Mode) 
Test Channel: 03 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

 4774.0 34.4 3.7 38.1 74.0 -35.9 Peak Horizontal 

 7545.0 30.6 12.8 43.4 74.0 -30.6 Peak Horizontal 

* 10392.5 29.9 16.9 46.8 81.6 -34.8 Peak Horizontal 

* 14081.5 27.3 22.8 50.1 81.6 -31.5 Peak Horizontal 

 4740.0 34.3 3.6 37.9 74.0 -36.1 Peak Vertical 

 7562.0 30.9 12.8 43.7 74.0 -30.3 Peak Vertical 

* 10350.0 29.1 16.8 45.9 81.6 -35.7 Peak Vertical 

* 13852.0 27.9 22.3 50.2 81.6 -31.4 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is 30dBc of the fundamental emission level (111.6dBμV/m) 

or 15.209 which is higher. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product ACCESS POINT Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 56% 

Test Site AC1 Test Date 2017/09/02 

Test Mode:  
802.11n-HT40 - Ant 0 + 1 

(CDD Mode) 
Test Channel: 06 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

 4731.5 34.4 3.6 38.0 74.0 -36.0 Peak Horizontal 

 7468.5 31.1 12.8 43.9 74.0 -30.1 Peak Horizontal 

* 10367.0 30.0 16.8 46.8 83.8 -37.0 Peak Horizontal 

* 13971.0 26.9 22.6 49.5 83.8 -34.3 Peak Horizontal 

 4825.0 34.6 3.7 38.3 74.0 -35.7 Peak Vertical 

 7273.0 31.3 12.3 43.6 74.0 -30.4 Peak Vertical 

* 10367.0 29.3 16.8 46.1 83.8 -37.7 Peak Vertical 

* 14056.0 27.7 22.7 50.4 83.8 -33.4 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is 30dBc of the fundamental emission level (113.8dBμV/m) 

or 15.209 which is higher. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product ACCESS POINT Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 56% 

Test Site AC1 Test Date 2017/09/02 

Test Mode:  
802.11n-HT40 - Ant 0 + 1 

(CDD Mode) 
Test Channel: 09 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

 4833.5 34.6 3.7 38.3 74.0 -35.7 Peak Horizontal 

 7477.0 30.3 12.8 43.1 74.0 -30.9 Peak Horizontal 

* 10426.5 30.1 17.0 47.1 86.6 -39.5 Peak Horizontal 

* 13869.0 27.7 22.3 50.0 86.6 -36.6 Peak Horizontal 

 4825.0 35.2 3.7 38.9 74.0 -35.1 Peak Vertical 

 7536.5 30.3 12.8 43.1 74.0 -30.9 Peak Vertical 

* 10545.5 29.9 17.2 47.1 86.6 -39.5 Peak Vertical 

* 13775.5 27.5 22.1 49.6 86.6 -37.0 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is 30dBc of the fundamental emission level (116.6dBμV/m) 

or 15.209 which is higher. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product ACCESS POINT Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 56% 

Test Site AC1 Test Date 2017/09/02 

Test Mode:  
802.11n-HT20 - Ant 0 + 1 

(Beam-Forming Mode) 
Test Channel: 01 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

 7511.0 31.5 12.8 44.3 74.0 -29.7 Peak Horizontal 

 8429.0 28.4 12.4 40.8 74.0 -33.2 Peak Horizontal 

* 9874.0 30.0 15.8 45.8 84.1 -38.3 Peak Horizontal 

* 12840.5 26.2 19.2 45.4 84.1 -38.7 Peak Horizontal 

 7443.0 29.3 12.7 42.0 74.0 -32.0 Peak Vertical 

 8208.0 30.2 11.9 42.1 74.0 -31.9 Peak Vertical 

* 9865.5 29.1 16.0 45.1 84.1 -39.0 Peak Vertical 

* 12721.5 26.3 18.8 45.1 84.1 -39.0 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is 30dBc of the fundamental emission level (114.1dBμV/m) 

or 15.209 which is higher. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product ACCESS POINT Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 56% 

Test Site AC1 Test Date 2017/09/02 

Test Mode:  
802.11n-HT20 - Ant 0 + 1 

(Beam-Forming Mode) 
Test Channel: 06 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

 7477.0 29.2 12.8 42.0 74.0 -32.0 Peak Horizontal 

 8276.0 30.2 11.9 42.1 74.0 -31.9 Peak Horizontal 

* 10001.5 28.7 15.4 44.1 83.1 -39.0 Peak Horizontal 

* 12721.5 26.3 18.8 45.1 83.1 -38.0 Peak Horizontal 

 7477.0 29.2 12.8 42.0 74.0 -32.0 Peak Vertical 

 8429.0 29.1 12.4 41.5 74.0 -32.5 Peak Vertical 

* 10044.0 28.6 15.5 44.1 83.1 -39.0 Peak Vertical 

* 12730.0 27.4 18.8 46.2 83.1 -36.9 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is 30dBc of the fundamental emission level (113.1dBμV/m) 

or 15.209 which is higher. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product ACCESS POINT Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 56% 

Test Site AC1 Test Date 2017/09/02 

Test Mode:  
802.11n-HT20 - Ant 0 + 1 

(Beam-Forming Mode) 
Test Channel: 11 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

 7477.0 29.4 12.8 42.2 74.0 -31.8 Peak Horizontal 

 8276.0 29.9 11.9 41.8 74.0 -32.2 Peak Horizontal 

* 9933.5 28.3 15.3 43.6 81.7 -38.1 Peak Horizontal 

* 12730.0 27.4 18.8 46.2 81.7 -35.5 Peak Horizontal 

 7477.0 29.4 12.8 42.2 74.0 -31.8 Peak Vertical 

 8199.5 29.1 12.0 41.1 74.0 -32.9 Peak Vertical 

* 9729.5 28.9 14.7 43.6 81.7 -38.1 Peak Vertical 

* 12857.5 26.3 19.3 45.6 81.7 -36.1 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is 30dBc of the fundamental emission level (111.7dBμV/m) 

or 15.209 which is higher. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product ACCESS POINT Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 56% 

Test Site AC1 Test Date 2017/09/02 

Test Mode:  
802.11n-HT40 - Ant 0 + 1 

(Beam-Forming Mode) 
Test Channel: 03 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

 7519.5 30.1 12.8 42.9 74.0 -31.1 Peak Horizontal 

 8310.0 29.9 11.9 41.8 74.0 -32.2 Peak Horizontal 

* 9848.5 27.8 16.1 43.9 82.0 -38.1 Peak Horizontal 

* 12857.5 26.3 19.3 45.6 82.0 -36.4 Peak Horizontal 

 7519.5 30.1 12.8 42.9 74.0 -31.1 Peak Vertical 

 8276.0 28.5 11.9 40.4 74.0 -33.6 Peak Vertical 

* 9908.0 27.3 15.3 42.6 82.0 -39.4 Peak Vertical 

* 12925.5 26.1 19.6 45.7 82.0 -36.3 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is 30dBc of the fundamental emission level (112.0dBμV/m) 

or 15.209 which is higher. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product ACCESS POINT Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 56% 

Test Site AC1 Test Date 2017/09/02 

Test Mode:  
802.11n-HT40 - Ant 0 + 1 

(Beam-Forming Mode) 
Test Channel: 06 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

 7375.0 28.2 12.5 40.7 74.0 -33.3 Peak Horizontal 

 8242.0 28.4 11.9 40.3 74.0 -33.7 Peak Horizontal 

* 10103.5 27.9 15.7 43.6 82.5 -38.9 Peak Horizontal 

* 12925.5 26.1 19.6 45.7 82.5 -36.8 Peak Horizontal 

 7375.0 28.2 12.5 40.7 74.0 -33.3 Peak Vertical 

 8250.5 28.8 11.9 40.7 74.0 -33.3 Peak Vertical 

* 10035.5 27.6 15.5 43.1 82.5 -39.4 Peak Vertical 

* 13214.5 25.9 20.4 46.3 82.5 -36.2 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is 30dBc of the fundamental emission level (112.5dBμV/m) 

or 15.209 which is higher. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product ACCESS POINT Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 56% 

Test Site AC1 Test Date 2017/09/02 

Test Mode:  
802.11n-HT40 - Ant 0 + 1 

(Beam-Forming Mode) 
Test Channel: 09 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

 7536.5 30.6 12.8 43.4 74.0 -30.6 Peak Horizontal 

 8293.0 29.8 11.9 41.7 74.0 -32.3 Peak Horizontal 

* 10248.0 28.6 16.4 45.0 83.1 -38.1 Peak Horizontal 

* 13214.5 25.9 20.4 46.3 83.1 -36.8 Peak Horizontal 

 7536.5 30.6 12.8 43.4 74.0 -30.6 Peak Vertical 

 8437.5 30.9 12.4 43.3 74.0 -30.7 Peak Vertical 

* 9976.0 30.8 15.3 46.1 83.1 -37.0 Peak Vertical 

* 12840.5 28.1 19.2 47.3 83.1 -35.8 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is 30dBc of the fundamental emission level (113.1dBμV/m) 

or 15.209 which is higher. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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The Worst Case of Radiated Emission below 1GHz: 

Site: AC1 Time: 2017/09/07 - 22:49 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: VULB 9168_20-2000MHz Polarity: Horizontal 

EUT: ACCESS POINT Power: AC 120V/60Hz 

Note: There is the worst case within frequency range 30MHz~1GHz. 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Factor 

(dB) 

Type 

1   41.640 23.928 9.740 -16.072 40.000 14.188 QP 

2   136.215 25.717 15.950 -17.783 43.500 9.767 QP 

3  * 252.615 31.490 17.580 -14.510 46.000 13.910 QP 

4   338.845 26.478 10.640 -19.522 46.000 15.839 QP 

5   456.800 23.922 6.150 -22.078 46.000 17.772 QP 

6   625.095 25.746 5.120 -20.254 46.000 20.626 QP 

Note 1: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 

Note 2: The test trace is same as the ambient noise and the amplitude of the emissions are attenuated more 

than 20dB below the permissible (the test frequency range: 9kHz ~ 30MHz, 18GHz ~ 25GHz), therefore no data 

appear in the report. 
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Site: AC1 Time: 2017/09/07 - 22:54 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: VULB 9168_20-2000MHz Polarity: Vertical 

EUT: ACCESS POINT Power: AC 120V/60Hz 

Note: There is the worst case within frequency range 30MHz~1GHz. 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Factor 

(dB) 

Type 

1  * 40.670 36.652 22.650 -3.348 40.000 14.002 QP 

2   82.865 27.465 17.620 -12.535 40.000 9.845 QP 

3   169.195 27.609 17.260 -15.891 43.500 10.350 QP 

4   251.160 29.614 15.740 -16.386 46.000 13.875 QP 

5   442.250 22.747 5.220 -23.253 46.000 17.527 QP 

6   886.995 25.923 1.600 -20.077 46.000 24.323 QP 

Note 1: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 

Note 2: The test trace is same as the ambient noise and the amplitude of the emissions are attenuated more 

than 20dB below the permissible (the test frequency range: 9kHz ~ 30MHz, 18GHz ~ 25GHz), therefore no data 

appear in the report. 
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5. 混附發射之 RF 傳導發射測試結果 

Product ACCESS POINT Temperature 27°C 

Test Engineer Kevin Ker Relative Humidity 65% 

Test Site SR2 Test Date 2017/09/05 

 

Test Mode Data Rate 

/ MCS 

Channel No. Frequency 

(MHz) 

Limit 

(dBc) 

Result 

Ant 0 / Ant 0 + 1 

802.11b 1Mbps 01 2412 30 Pass 

802.11b 1Mbps 06 2437 30 Pass 

802.11b 1Mbps 11 2462 30 Pass 

802.11g 6Mbps 01 2412 30 Pass 

802.11g 6Mbps 06 2437 30 Pass 

802.11g 6Mbps 11 2462 30 Pass 

802.11n-HT20 MCS0 01 2412 30 Pass 

802.11n-HT20 MCS0 06 2437 30 Pass 

802.11n-HT20 MCS0 11 2462 30 Pass 

802.11n-HT40 MCS0 03 2422 30 Pass 

802.11n-HT40 MCS0 06 2437 30 Pass 

802.11n-HT40 MCS0 09 2452 30 Pass 
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802.11b Out-of-Band Emissions - Ant 0 / Ant 0 + 1 

Channel 01 (2412MHz) 

100kHz PSD reference Level Low Band Edge 

  

Spurious Emission  

 

Note: The Value of the Display Line is -15.74dBm 

Channel 06 (2437MHz) 

100kHz PSD reference Level Spurious Emission 

  

Note: The Value of the Display Line is -15.36dBm 
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802.11b Out-of-Band Emissions - Ant 0 / Ant 0 + 1 

Channel 11 (2462MHz) 

100kHz PSD reference Level High Band Edge 

  

Spurious Emission  

 

Note: The Value of the Display Line is -16.05dBm 
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802.11g Out-of-Band Emissions - Ant 0 / Ant 0 + 1 

Channel 01 (2412MHz) 

100kHz PSD reference Level Low Band Edge 

  

Spurious Emission  

 

Note: The Value of the Display Line is -18.49dBm 

Channel 06 (2437MHz) 

100kHz PSD reference Level Spurious Emission 

  

Note: The Value of the Display Line is -17.73dBm 
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802.11g Out-of-Band Emissions - Ant 0 / Ant 0 + 1 

Channel 11 (2462MHz) 

100kHz PSD reference Level High Band Edge 

  

Spurious Emission  

 

Note: The Value of the Display Line is -16.81dBm 
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802.11n-HT20 Out-of-Band Emissions - Ant 0 / Ant 0 + 1 

Channel 01 (2412MHz) 

100kHz PSD reference Level Low Band Edge 

  

Spurious Emission  

 

Note: The Value of the Display Line is -19.48dBm 

Channel 06 (2437MHz) 

100kHz PSD reference Level Spurious Emission 

  

Note: The Value of the Display Line is -17.769dBm 
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802.11n-HT20 Out-of-Band Emissions - Ant 0 / Ant 0 + 1 

Channel 11 (2462MHz) 

100kHz PSD reference Level High Band Edge 

  

Spurious Emission  

 

Note: The Value of the Display Line is -16.85dBm 



Report No.: 1710TW0108-T1 

 

Page Number: 34 of 101 

 

 

802.11n-HT40 Out-of-Band Emissions - Ant 0 / Ant 0 + 1 

Channel 03 (2422MHz) 

100kHz PSD reference Level Low Band Edge 

  

Spurious Emission  

 

Note: The Value of the Display Line is -26.27dBm 

Channel 06 (2437MHz) 

100kHz PSD reference Level Spurious Emission 

  

Note: The Value of the Display Line is -20.63dBm 
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802.11n-HT40 Out-of-Band Emissions - Ant 0 / Ant 0 + 1 

Channel 09 (2452MHz) 

100kHz PSD reference Level High Band Edge 

  

Spurious Emission  

 

Note: The Value of the Display Line is -20.92dBm 
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6. 開放頻帶邊緣之不必要幅射要求測試結果 

 

Site: AC1 Time: 2017/09/02 - 14:24 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Horizontal 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11b at Channel 2412MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1   2388.120 65.870 33.313 -8.130 74.000 32.557 PK 

2   2390.000 63.851 31.297 -10.149 74.000 32.554 PK 

3  * 2410.800 116.203 83.676 N/A N/A 32.527 PK 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 14:51 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Horizontal 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11b at Channel 2412MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1   2390.000 48.694 16.140 -5.306 54.000 32.554 AV 

2  * 2411.136 112.461 79.934 N/A N/A 32.527 AV 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 14:51 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Vertical 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11b at Channel 2412MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1   2386.944 66.250 33.691 -7.750 74.000 32.558 PK 

2   2390.000 62.628 30.074 -11.372 74.000 32.554 PK 

3  * 2413.432 117.465 84.941 N/A N/A 32.524 PK 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 14:53 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Vertical 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11b at Channel 2412MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1   2386.608 50.377 17.818 -3.623 54.000 32.559 AV 

2   2390.000 49.421 16.867 -4.579 54.000 32.554 AV 

3  * 2412.704 113.717 81.192 N/A N/A 32.525 AV 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 14:55 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Horizontal 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11b at Channel 2462MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1  * 2461.888 115.871 83.355 N/A N/A 32.516 PK 

2   2483.500 60.956 28.375 -13.044 74.000 32.580 PK 

3   2484.376 64.010 31.427 -9.990 74.000 32.583 PK 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 14:57 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Horizontal 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11b at Channel 2462MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1  * 2461.096 112.466 79.951 N/A N/A 32.514 AV 

2   2483.500 48.531 15.950 -5.469 54.000 32.580 AV 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 14:57 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Vertical 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11b at Channel 2462MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1  * 2463.184 117.132 84.612 N/A N/A 32.520 PK 

2   2483.500 64.653 32.072 -9.347 74.000 32.580 PK 

3   2483.800 68.391 35.810 -5.609 74.000 32.582 PK 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 14:58 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Vertical 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11b at Channel 2462MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1  * 2462.800 113.478 80.959 N/A N/A 32.518 AV 

2   2483.500 49.539 16.958 -4.461 54.000 32.580 AV 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 15:06 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Horizontal 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11g at Channel 2412MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1   2389.352 65.073 32.518 -8.927 74.000 32.555 PK 

2   2390.000 64.382 31.828 -9.618 74.000 32.554 PK 

3  * 2413.936 116.490 83.967 N/A N/A 32.523 PK 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 15:08 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Horizontal 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11g at Channel 2412MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1   2389.520 51.104 18.549 -2.896 54.000 32.556 AV 

2   2390.000 50.958 18.404 -3.042 54.000 32.554 AV 

3  * 2414.272 103.408 70.885 N/A N/A 32.523 AV 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 15:05 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Vertical 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11g at Channel 2412MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1   2388.120 66.811 34.254 -7.189 74.000 32.557 PK 

2   2390.000 66.742 34.188 -7.258 74.000 32.554 PK 

3  * 2408.000 119.597 87.066 N/A N/A 32.530 PK 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 15:04 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Vertical 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11g at Channel 2412MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1   2390.000 53.403 20.849 -0.597 54.000 32.554 AV 

2  * 2408.168 107.228 74.697 N/A N/A 32.531 AV 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 15:14 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Horizontal 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11g at Channel 2462MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1  * 2459.152 116.285 83.774 N/A N/A 32.511 PK 

2   2483.500 61.976 29.395 -12.024 74.000 32.580 PK 

3   2485.072 63.591 31.006 -10.409 74.000 32.585 PK 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 15:15 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Horizontal 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11g at Channel 2462MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1  * 2459.512 104.275 71.763 N/A N/A 32.512 AV 

2   2483.500 49.943 17.362 -4.057 54.000 32.580 AV 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 15:13 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Vertical 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11g at Channel 2462MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1  * 2458.576 119.682 87.172 N/A N/A 32.510 PK 

2   2483.500 66.685 34.104 -7.315 74.000 32.580 PK 

3   2486.056 69.907 37.319 -4.093 74.000 32.588 PK 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 15:12 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Vertical 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11g at Channel 2462MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1  * 2457.712 107.178 74.669 N/A N/A 32.508 AV 

2   2483.500 52.270 19.689 -1.730 54.000 32.580 AV 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 15:18 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Horizontal 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11n-HT20 at Channel 2412MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1   2389.296 64.235 31.680 -9.765 74.000 32.555 PK 

2   2390.000 61.762 29.208 -12.238 74.000 32.554 PK 

3  * 2417.184 113.888 81.369 N/A N/A 32.519 PK 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 15:19 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Horizontal 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11n-HT20 at Channel 2412MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1   2390.000 48.996 16.442 -5.004 54.000 32.554 AV 

2  * 2417.744 101.783 69.264 N/A N/A 32.519 AV 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 15:18 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Vertical 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11n-HT20 at Channel 2412MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1   2389.968 69.538 36.984 -4.462 74.000 32.554 PK 

2   2390.000 69.144 36.590 -4.856 74.000 32.554 PK 

3  * 2413.600 120.009 87.485 N/A N/A 32.524 PK 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 15:17 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Vertical 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11n-HT20 at Channel 2412MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1   2390.000 53.534 20.980 -0.466 54.000 32.554 AV 

2  * 2413.656 107.104 74.580 N/A N/A 32.524 AV 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 15:22 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Horizontal 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11n-HT20 at Channel 2462MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1  * 2464.624 115.897 83.373 N/A N/A 32.524 PK 

2   2483.500 62.481 29.900 -11.519 74.000 32.580 PK 

3   2486.416 63.841 31.252 -10.159 74.000 32.590 PK 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 

 



Report No.: 1710TW0108-T1 

 

Page Number: 57 of 101 

 

 

 

Site: AC1 Time: 2017/09/02 - 15:23 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Horizontal 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11n-HT20 at Channel 2462MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1  * 2455.192 103.924 71.420 N/A N/A 32.504 AV 

2   2483.500 50.094 17.513 -3.906 54.000 32.580 AV 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 15:20 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Vertical 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11n-HT20 at Channel 2462MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1  * 2463.568 120.848 88.327 N/A N/A 32.521 PK 

2   2483.500 66.938 34.357 -7.062 74.000 32.580 PK 

3   2485.576 71.327 38.740 -2.673 74.000 32.587 PK 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 15:21 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Vertical 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11n-HT20 at Channel 2462MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1  * 2464.360 108.223 75.700 N/A N/A 32.523 AV 

2   2483.500 53.594 21.013 -0.406 54.000 32.580 AV 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 15:27 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Horizontal 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11n-HT40 at Channel 2422MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1   2389.926 64.337 31.782 -9.663 74.000 32.555 PK 

2   2390.000 63.596 31.042 -10.404 74.000 32.554 PK 

3  * 2429.526 107.738 75.233 N/A N/A 32.504 PK 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 15:28 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Horizontal 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11n-HT40 at Channel 2422MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1   2390.000 51.142 18.588 -2.858 54.000 32.554 AV 

2  * 2428.602 95.900 63.394 N/A N/A 32.506 AV 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 
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Site: AC1 Time: 2017/09/02 - 15:27 

Limit: NCC LP0002_1GHz-40GHz Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Vertical 

EUT: ACCESS POINT Power: POE (DC 57V) 

Test Mode: Transmit by 802.11n-HT40 at Channel 2422MHz Ant 0 + 1 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor  

(dB) 

Type 

1   2388.738 66.476 33.920 -7.524 74.000 32.557 PK 

2   2390.000 65.256 32.702 -8.744 74.000 32.554 PK 

3  * 2423.454 111.632 79.120 N/A N/A 32.512 PK 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) 

 


