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1. APPLIED STANDARDS

FRIRGIKL T § M F P98 EH b2/ & 0002 (LP0002) (109-07-01)
FCC Part 15, Subpart E (Section 15.407)

FCC KDB 789033 D02 General U-NII Test Procedures New Rules v02r01

FCC KDB 905462 D02 UNII DFS Compliance Procedures New Rules v02

FCC KDB 905462 D03 UNII Clients Without Radar Detection New Rules v01r02

1.1 OTHER RELEVANT STATEMENT
1 LIRS BT L B e A o
2. A 5% 5 Bluetooth (EDR+LE), WLAN2.4G, WLANSG £ DFS Slave # i °

gt %4 S B
Bluetooth EDR BTL-NCC-1-2105C106 -
Bluetooth LE BTL-NCC-2-2105C106 -
WLAN 2.4G BTL-NCC-3-2105C106 -
WLAN 5G BTL-NCC-4-2105C106 -
DFS Slave BTL-NCC-5-2105C106 A 3%4



https://apps.fcc.gov/kdb/GetAttachment.html?id=6Drujoz97x%2FGkE3XOu6ZRw%3D%3D%20
https://apps.fcc.gov/kdb/GetAttachment.html?id=20Ds1LgIamPUMD4%2Fzxwxpw%3D%3D&desc=905462%20D03%20UNII%20Clients%20Without%20Radar%20Detection%20New%20Rules%20v01r02&tracking_number=27155
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2. GENERAL INFORMATION
2.1 GENERAL DESCRIPTION OF EUT

Table 1: Specification of EUT

Equipment Ford? ST R
Brand Name RAZER

Test Model RZ09-0410

Series Model N/A

Model Difference(s) N/A

Hardware Version DA570_MB

Software Version Windows 10

% 4 RERESS,
Brand / Model: RAZER / RC30-024801
2# 4 B4 R
Brand / Model: RAZER / RC30-0328
1# 1/P: 100-240V~ 3.6A 50/60Hz  O/P: 19.5V---11.8A
2# DC 15.4V, 4221mAh, 65Wh
5250 MHz to 5350 MHz
5470 MHz to 5725 MHz
IEEE 802.11a/n/ac: OFDM
IEEE 802.11ax: OFDMA

Slave

Power Source

Power Rating

Operating Frequency Range

Modulation

Operational Mode

Note:

1. This device was functioned as a:
[ IMaster [X]|Client device without radar detection [_]Client device with radar detection

2. Channel List:

5250 MHz 31 5350 MHz#2 &
IEEE 802.11n (HT40)

IEEE 802.11a

IEEE 802.11n (HT20)
IEEE 802.11ac (VHT20)
IEEE 802.11ax (HE20)

IEEE 802.11ac (VHT40)
IEEE 802.11ax (HE40)

IEEE 802.11ac (VHT80)
IEEE 802.11ax (HE80)

5518 (CH) 5% (MHz) 5818 (CH) s5% (MHz) | %8:8 (CH) | #8% (MHz)
52 5260 54 5270 58 5290
56 5280 62 5310
60 5300
64 5320



file://Neutron/%E6%96%87%E4%BB%B6%E5%B0%88%E5%8D%80/NEI%E5%A0%B1%E5%91%8A%E6%A0%BC%E5%BC%8F%E5%8D%80/%E5%85%B1%E9%80%9A%E8%B3%87%E6%96%99/%E5%9E%8B%E8%99%9F%E5%B7%AE%E7%95%B0.doc
file://Neutron/%E6%96%87%E4%BB%B6%E5%B0%88%E5%8D%80/NEI%E5%A0%B1%E5%91%8A%E6%A0%BC%E5%BC%8F%E5%8D%80/%E5%85%B1%E9%80%9A%E8%B3%87%E6%96%99/%E8%A2%AB%E6%B8%AC%E7%89%A9%E9%9B%BB%E6%BA%90%E4%BE%86%E6%BA%90.doc
file://Neutron/%E6%96%87%E4%BB%B6%E5%B0%88%E5%8D%80/NEI%E5%A0%B1%E5%91%8A%E6%A0%BC%E5%BC%8F%E5%8D%80/%E5%85%B1%E9%80%9A%E8%B3%87%E6%96%99/%E8%A2%AB%E6%B8%AC%E7%89%A9%E9%9B%BB%E6%BA%90%E8%A6%8F%E6%A0%BC.doc
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5470 MHz 1 5725 MHz3a %
IEEE 802.11a
IEEE 802.11n (HT20) BEE gon o ((\';'m%) IEEE 802.11ac (VHT80)
IEEE 802.11ac (VHT20) e IEEE 802.11ax (HESO0)
IEEE 802.11ax (HE20) :

%% (CH) | % (MHz) | 3 (CH) 5% (MHz) | %88 (CH) | %% (MHz)
100 5500 102 5510 106 5530
104 5520 110 5550 122 5610
108 5540 118 5590
112 5560 126 5630
116 5580 134 5670
120 5600
124 5620
128 5640
132 5660
136 5680
140 5700

5150 MHz 1 5350 MHz3 &
5470 MHz | 5725 MHz35%
IEEE 802.11ac (VHT160)
IEEE 802.11ax (HE160)
588 (CH) %% (MHz) % (CH) %% (MH2)
50 5250 114 5570
3. Antenna Specification:
W% i o PN s 4 155 % % (dB)
1 ATC | BY5810-16-001-C | Internal IPEX 4L 4.65
2 ATC | BY5810-16-002-C | Internal IPEX 4L 4.69
Note:

(1) This EUT supports MIMO 2X2, any transmit signals are correlated with each other,
Directional gain= 10log[(10G1/20+10G2/20+...10GN/20)2/N]dBi, that is Directional
gain=10log[(104.65/20+104.69/20)2/2]dBi =7.68dBi.
So, the UNII-1, UNII-2A, UNII-2C output power limit is 24-(7.68-6)=22.32,
the UNII-3 output power limit is 30-(7.68-6)=28.32.
the UNII-1, UNII-2A, UNII-2C power spectral density limit is 11-(7.68-6)=9.32,
the UNII-3 power spectral density limit is 30-(7.68-6)=28.32

(2) Ant. 1 refers to main antenna, Ant. 2 refers to aux antenna.

(3) The antenna gain is provided by the manufacturer.

)
[o2]
\Eﬂ

g5 227
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2.2 CONDUCTED OUTPUT POWER AND EIRP

Table 2: The Output Power and e.i.r.p. List

Mode: TX IEEE 802.11ax (HE160)
Frequency Band Max. Output Power . . Max. e.i.r.p. Max. e.i.r.p.
(MHz) (dBm) Directional Gain (dBm) (mW)
5250~5350 18.20 7.68 25.88 387.26
5470~5725 18.15 7.68 25.83 382.82

)
<]
\m{

g5 227




3L

Report No.: BTL-NCC-5-2105C106

3. U-NIl DFS RULE REQUIREMENTS

3.1 WORKING MODES AND REQUIRED TEST ITEMS

The manufacturer shall state whether the UUT is capable of operating as a Master and/or a Client. If the
UUT is capable of operating in more than one operating mode then each operating mode shall be tested
separately. See tables 1 and 2 for the applicability of DFS requirements for each of the operational modes.

Table 5: Applicability of DFS requirements prior to use a channel

Operational Mode

Requirement

Client without

Client with radar

LRt radar detection detection
Non-Occupancy Period v v v
DFS Detection Threshold v Not required v
Channel Availability Check Time v Not required Not required
Uniform Spreading v Not required Not required
U-NII Detection Bandwidth v Not required v

Table 6: Applicability

of DFS requirements during normal operation.

Operational Mode

Requirement

Client without

Client with radar

e radar detection detection
DFS Detection Threshold v Not required v
Channel Closing Transmission Time v v v
Channel Move Time v v v
U-NII Detection Bandwidth v Not required v
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3.2 TEST LIMITS AND RADAR SIGNAL PARAMETERS

DETECTION THRESHOLD VALUES

Table 7: DFS Detection Thresholds for Master Devices and Client Devices With
Radar Detection.

: . Value
Max.imum Transmit Power (See Notes 1 and 2)
e.i.r.p.2 200 milliwatt -64 dBm
e.i.r.p. <200 milliwatt and )
Power pectral density < 10 dBm/MHz 62 dBm
e.i.r.p. < 200 milliwatt that do not meet the power 64 dBm
pectral density requirement

Note 1: This is the level at the input of the receiver assuming a 0 dBi receive antenna.

Note 2: Throughout these test procedures an additional 1 dB has been added to the amplitude of the test
transmission waveforms to account for variations in measurement equipment. This will ensure that the test
signal is at or above the detection threshold level to trigger a DFS response.

Note 3: e.i.r.p. is based on the highest antenna gain. For MIMO devices refer to KDB Publication 662911

DO1.
Table 8: DFS Response Requirement Values
Parameter Value
Non-occupancy period Minimum 30 minutes
Channel Availability Check Time 60 seconds
Channel Move Time 10 seconds See Note 1.
200 milliseconds + an aggregate of 60
Channel Closing Transmission Time milliseconds over remaining 10 second period.
See Notes 1 and 2.
. . Minimum 100% of the UNII
U-NII Detection Bandwidth 99% transmission power bandwidth. See Note 3.

Note 1: Channel Move Time and the Channel Closing Transmission Time should be performed with Radar
Type 0. The measurement timing begins at the end of the Radar Type 0 burst.

Note 2: The Channel Closing Transmission Time is comprised of 200 milliseconds starting at the beginning
of the Channel Move Time plus any additional intermittent control signals required to facilitate a Channel
move (an aggregate of 60 milliseconds) during the remainder of the 10 second period. The aggregate
duration of control signals will not count quiet periods in between transmissions.

Note 3: During the U-NII Detection Bandwidth detection test, radar type 0 should be used. For each
frequency step the minimum percentage of detection is 90 percent. Measurements are performed with no
data traffic.

bull

¥y1ME»,x227
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PARAMETERS OF DFS TEST SIGNALS

Table 9: Short Pulse Radar Test Waveforms.

Step intervals of 0.1 microsecond for Pulse Width, 1 microsecond for PRI, 1 MHz for chirp width and 1 for
the number of pulses will be utilized for the random determination of specific test waveforms.

Radar Pulse PRI Number of Pulses Minimum | Minimum
Type Width (usec) Percentage of | Number
(psec) Successful of
Detection Trials
0 | 1428 18 See Note 1 See Note
1
1 1 Test A: 15 unique 1 60% 30
PRI values 360 ] '
randomly selected Roundup , .
from the list of 23 19-10°
PRI values in i PRI J
Table 5a ~ A
Test B: 15 unique
PRI values
randomly selected
within the range
of 518-3066 psec,
with a minimum
increment of 1
usec, excluding
PRI values
selected in Test A
2 1-5 150-230 23-29 60% 30
3 6-10 200-500 16-18 60% 30
4 11-20 200-500 12-16 60% 30
Aggregate (Radar Types 1-4) 80% 120
Note 1: Short Pulse Radar Type 0 should be used for the detection bandwidth test, channel move
time, and channel closing time tests.

CC-5-2105C106

A minimum of 30 unique waveforms are required for each of the Short Pulse Radar Types 2 through 4. If
more than 30 waveforms are used for Short Pulse Radar Types 2 through 4, then each additional waveform
must also be unique and not repeated from the previous waveforms. If more than 30 waveforms are used
for Short Pulse Radar Type 1, then each additional waveform is generated with Test B and must also be
unique and not repeated from the previous waveforms in Tests A or B.
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Table 8: Long Pulse Radar Test Waveform
. Minimum .
Pulse Chirp Number of Minimum
'?adgr Width | Width | PRI (usec) | Pulses per N‘I‘B”J:f’;g @ Pes’ffégggﬁj |°f Number of
YPE | (usec) | (MHz) Burst D etoation Trials
5 50610 520 | 1000-2000 1-3 8-20 80% 30

The parameters for this waveform are randomly chosen(The center frequency for each of the 30 trials of the
Bin 5 radar shall be randomly selected within 80% of the Occupied Bandwidth.) Thirty unique waveforms
are required for the Long Pulse Radar Type waveforms. If more than 30 waveforms are used for the Long
Pulse Radar Type waveforms, then each additional waveform must also be unique and not repeated from
the previous waveforms.

Table 9: Frequency Hopping Radar Test Waveform

] Minimum -
Radar Pglse Chlrp PRI Niloe o Number of | Percentage of IR
Width Width Pulses per Number of
Type (usec) (MHz) (usec) Burst Bursts Successful Trials
Detection
6 1 333 9 0.333 300 70% 30
4. MEASUREMENT INSTRUMENTS LIST
Table 10: Test Instruments List.
DESCRIPTION MANUFACTURER MODEL NO. Serial No Calibration Until
cogna Agilent E4438C MY49071316 | Feb. 27, 2022
enerator
EXA Spectrum Agilent N9010A MY50520044 | Feb. 28, 2022
Analyzer
POWER C e
SPLITTER Mini-Circuits ZN4PD1-63-S+ SF9335D1045-1 Feb. 27, 2022
POWER C e
SPLITTER Mini-Circuits ZFRSC-123-S+ 331000910-1 Feb. 27, 2022
Attenuator WOKEN 6SM3502 VAS1214NL Feb. 07, 2022
Wi-Fi Router tp-link Archer AX6000 N/A N/A
Note:

(1) Calibration interval of instruments listed above is one year.
(2) Wi-Fi Router’s FCC ID: TE7AX6000
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5. DYNAMIC FREQUENCY SELECTION (DFS) TEST

5.1 DFS MEASUREMENT SYSTEM

Test Precedure

1. Master device and client device are set up by conduction method as the following
configuration.

2. The client device is connected to notebook and to access a IP address on wireless
connection with the master device.

3. Then the master device is connected to another notebook to access a IP address.

4. Finally, let the two IP addresses run traffic with each other through the Run flow software “Lan test” to
reach 17% channel loading as below

Setup

. antenna |— — — —|Client (EUT)
Signal |
Generator ——
20dE
power Attenuator || Power
Splitter 30dB Splitter
po:'ver
Splitter
Spectrum [TT1
Analyzer
y Master
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Channel Loading

IEEE 802.11ax (HE160) Mode 5250MHz

- Keysight Spectrum
i AL

Anliﬂ.u-SNeptSh .
Marker 1 3.29840 ms

[ SENSE:INT [ ALIGN AU [03:31:37 AMJun 04, 2021

Avg Type: Log-Pwr 7 Peak Search
PMNO: Fast —»— 1rig: Free Run

IFGain:High #Atten: 0 dB

AMkr1 3.298 ms HSxEReak
Ref -20.00 dBm _ 8.38d B.

Mkr—RefLvl

il "_"”ﬂ'!'r"*- P

Center 5.250000000 GHz ' N Span 0 Hz
Res BW 3.0 MHz VBW 3.0 MHz Sweep 101.3ms (40001 pts)

STATUS

Frequency Marker Delta Number On Time Total Time Dutycycle Limit
(MHz) (ms) (ms) (ms) (%) (%)
5250 3.298 6 19.788 101.3 19.53 17.00

The hopping type 6 pulse parameters are fixed while the hopping sequence is based on the August 2005
NTIA Hopping Frequency List. The initial starting point randomized at run-time and each subsequent
starting point is incremented by 475. Each frequency in the 100-length segment is compared to the
boundaries of the EUT Detection Bandwidth and the software creates a hopping burst pattern in accordance
with Section 7.4.1.3 Method #2 Simulated Fregeuncy Hopping Radar Waveform Generating Subsystem of
FCC 06-96. The frequency of the signal generator is incremented in 1 MHz steps from FL to FH for each
successive trial. This incremental sequence is repeated as required to generate a minimum of 30 total trials
and to maintain a uniform frequency distribution over the entire Detection Bandwidth.

The signal monitoring equipment consists of a spectrum analyzer set to display 8001 bins on the horizontal
axis. The time-domain resolution is 2 msec / bin with a 16 second sweep time, meeting the 10 second short
pulse reporting criteria. The aggregate ON time is calculated by multiplying the number of bins above a
threshold during a particular observation period by the dwell time per bin, with the analyzer set to peak
detection and max hold.

Should multiple RF ports be utilized for the Master and/or Slave devices (for example, for diversity or MIMO
implementations), additional combiner/dividers are inserted between the Master Combiner/Divider and the
pad connected to the Master Device (and/or between the Slave Combiner/Divider and the pad connected to
the Slave Device). Additional pads are utilized such that there is one pad at each RF port on each EUT.
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5.2 CALIBRATION OF DFS DETECTION THRESHOLD LEVEL

A 50 ohm load is connected in place of the spectrum analyzer, and the spectrum analyzer is connected in
place of the master device and the signal generator is set to CW mode. The amplitude of the signal generator
is adjusted to yield a level of =62 dBm as measured on the spectrum analyzer.

Without changing any of the instrument settings, the spectrum analyer is reconnected to the Common port of
the Spectrum Analyzer Combiner/Divider. Measure the amplitude and calculate the difference from —62 dBm.
Adjust the Reference Level Offset of the spectrum analyzer to this difference.

The spectrum analyzer displays the level of the signal generator as received at the antenna ports of the
Master Device. The interference detection threshold may be varied from the calibrated value of -62 dBm and
the spectrum analyzer will still indicate the level as received by the Master Device.

Set the signal generator to produce a radar waveform, trigger a burst manually and measure the level on the
spectrum analyzer. Readjust the amplitude of the signal generator as required so that the peak level of the
waveform is at a displayed level equal to the required or desired interference detection threshold. Separate
signal generator amplitude settings are determined as required for each radar type.

Antenna Port RF Connections to Test Instrument Setup

£

Slave
Master Device Device

Controller and Server, Host Computer,

with MPEG file with MPEG Player and Codec

5.3 DEVIATION FROM TEST STANDARD

No deviation.
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6. TEST RESULTS

6.1 SUMMARY OF TEST RESULTS

Clause Test Parameter Test Mode and Channel Remarks Result

DFS Detection Threshold - No Applicable N/A

Channel A\fﬁ;lr?eblllty Check ) Not Applicable N/A
IEEE 802.11ax (HE160)
Mode 5250MHz
Channel Closing IEEE 802.11ax (HE160)

Transmission Time Mode 5250MHz
IEEE 802.11ax (HE160)
Mode 5250MHz

Uniform Spreading - Not Applicable N/A

Channel Move Time Applicable Pass

15.407
Applicable Pass

Non- Occupancy Period Applicable Pass

U-NII Detection Bandwidth - Not Applicable N/A

6.2 DEVICE OPERATING IN MASTER MODE

The EUT is slave equipment, it need a master device when testing.
Master with injection at the Master. (Radar Test Waveforms are injected into the Master)
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6.3 DFS DETECTION THRESHOLD
Calibration:
The EUT is slave equipment and it with the lowest gain is 4.65 dBi.

threshold is -61.10 dBm (= -64+2.90).

For a detection threshold level of -62dBm and the master antenna gain is 2.90 dBi, required detection

Note: Maximum Transmit Power is more than 200 milliwatt in this report, so detection threshold level is

Display Line 1 -64.00 dBm )
PNO: Fast —»— 1rig: Free Run
IFGain:High #Atten: 0 dB

Ref -20.00 dBm

Center 5.250000000 GHz
Res BW 3.0 MHz

MSG

-64dBm.
Setup
Vector Signal
Generator
Power
Splitter P
Attenuator S;:::ri:fe:r Master
G0 B
)
l_
[t

Spectrum = =
Analyzer Attenuator

10 dB

1

| -

PC
O
0 B
Radar Signal 0
— Keysight Spectrum Analyzer - Swept SA (=
i RL RF | 50 aC | | SENSE:INT ALIGN AUTO

Avj Type: Log-Pwr

Sweep 101.3 ms (40001 pts)

[03:54:18 AM
TRAC

-

Select Trace
Mkr1 56.97 ms
-64.31 dBm

=
v

Clear Write

-
2
b3
=
B o
T Li-]
s B¢
=%

Min Hold

|

View Blarit'
Trace On

More
10f3

1
Span 0 Hz

STATUS
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6.4 CHANNEL CLOSING TRANSMISSION AND CHANNEL MOVE TIME WLAN TRAFFIC

TX (IEEE 802.11ax (HE160) Mode ) _5250MHz

Radar signal 0

In Service Monitor

= —[12 P.2375

=30

40 EUT Radar Signal
-50 Transmisson

Noise Floor

Power Trace (dBm)

-110

-120

=130

=140

-150

-160 -

-10.00000 -8.00000 -800000 -400000 -2.00000 O.00000 200000 400000 600000 800000 10.00000 1200000 14.00000 1600000 1800000 20.00000

Time (8)
Time Index Info

T0:-0.0240 S :gim:"@ﬁ'imgiaﬂ Time Per Bin:0.4999875  Channel Move Time: 0.2374941 S
: 1 I - -

%:g'gggg E m;;;;‘?‘;‘l;“,‘;a,,m] T2~T3 Bins Over Threshold: Channel Close Time: 0.0 S

T3:02375 S [Channel Move Time] =0 Bins

Note: TO denotes the Radar Injection Start.
T1 denotes the start of Channel Move Time upon the end of the last Radar burst.
T2 denotes the data transmission time of 200ms from T1.

T3 denotes the end of Channel Move Time.

- KEysight Spectrum Analyzer - Swept SA
§ RL RF 500 aC |

[ SENSE:INT [ ALTGN AUTO [ 04:00:11 AMJun 04, 2021
. Avg Type: Log-Pwr TRAC Tracel/Detector
PNO: Fast —»— 1rig: Free Run T
IFGain:High #Atten: 0 dB e
»
1
Ref -20.00 dBm

ViewBlank |
Trace On
105

More

b : ; N S 10f3
Center 5.250000000 GHz Span 0 Hz
Res BW 3.0 MHz VBW 3.0 MHz Sweep 20.00 s (40001 pts)

MSG STATUS

Note: An expanded plot for the device vacates the channel in the required 500ms

sy
N
(o]
ull

1o 5 22

}\Eﬂ
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IEEE 802.11ax (HE160) Mode_5250MHz
ltem Measured Value(s) Limit(s)
Channel Move Time 0.2374941 10
200 milliseconds + an aggregate of 60
Channel Close Time 0.0 milliseconds ove;;ron;\ining 10 second

¥208 > 227
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6.5 NON-OCCUPANCY PERIOD

During the 30 minutes observation time, UUT did not make any transmissions on a channel after a radar

signal was detected on that channel by either the Channel Availability Check or the In-Service Monitoring.

IEEE 802.11ax (HE160) Mode_5250MHz

wm Keysight Spectrum Analyzer - Swept SA
i RL RF [50Q AC | SENSE:INT ALIGN AL
] Avqj Type: Log-Pwr
PNO: Fast —»— 1rig: Free Run
IFGain:High #Atten: 0 dB

_ Ref -20,00 dBm

'tflewﬁlari(b
Trace On

Ceﬁter 5.250000000 GHz Span 0 Hz
Res BW 3.0 MHz VBW 3.0 MHz Sweep 2.000 ks (40001 pts)

STATUS
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7. EUT TEST PHOTO




