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Equipment under Test : POS System
Model /Type . TZH-D1
Listed Models N/
Applicant . Hubei Saobei Technology Co., Ltd.

.. No. 2-104, Ezhou Street, Qingshan District, Wuhan City, Hubei
Address " Province
Manufacturer . Hubei Saobei Technology Co., Ltd.

. No. 2-104, Ezhou Street, Qingshan District, Wuhan City, Hubei
Address " Province

Test result Pass

*In the configuration tested, the EUT complied with the standards specified page 4.

The test report merely corresponds to the test sample.
It is not permitted to copy extracts of these test result without the written permission of the test laboratory.
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1. SUMMARY
1.1. Test Standards

The tests were performed according to following standards:

MIC Notice No.88 Appendix No.43

1.2. Test Description

Report No.: MAX25120100P01-R01
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Test Item Standard Test Requirement Result
Frequency Error ﬁgi.gg Ké:)’el:%ri; :\I%Téc wotiCe Article 2-1, Item 19 Pass
A it Poverana Ot | e e 1O MION® | o2 tom1s | s
Occiped et andSpress | ik 2.1l 19MIONOW [ pigo 01 tom 19 | pase
Unwanted Emission Strength ﬁ:)ti-célse i;)’el:%?; L%ch Notice Article 2-1, Item 19 Pass
gfrc;?lré?:ry Radiated Emission ﬁgi-cglg ipl)el:%r:( :\1 QO—XIéC Notice Article 2-1, Item 19 Pass
Dwell time No.98 Aspendm Noaa | 1e°. | Article 2-1, Item 19 Pass
Interference Prevention Function ﬁ;ti-(élse Az\;)l)’el:%r;( :\I%IXI:I,)C Notice Article 2-1, Item 19 Pass
Transmission Antenna Gain Article 2-2, Item 19-MIC Notice Article 2-2, Item 19 Pass

(EIRP Antenna Power)

No.88 Appendix No.43




MaxLab

—ACCERS TG GLOMAL MARLET —

MAXLAB Testing Co.,Ltd.

1.3. Test Facility
1.3.1 Address of the test laboratory

MAXLAB Testing Co.,Ltd.
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1/F, Building B, Xinshidai GR Park,Shiyan Street, Bao'an District, Shenzhen,Guangdong, 518052,

People’s Republic of China

1.4. Measurement Uncertainty

For the test methods, according to the present document, the measurement uncertainty figures shall
be calculated in accordance with TR100028-1 [2] and shall correspond to an expansion factor
(coverage factor) K=1.96 or K=2 (which provide confidence levels of respectively 95% and 95.5% in
the case where the distributions characterizing the actual measurement uncertainties are normal.

Parameter Uncertainty
Frequency error / 99%&90% bandwidth +1.62*10°
Total RF power, conducted +0.8dB
Spurious emissions, conducted +0.8dB

DC and low frequency voltages 10.05%
Humidity 15%
Temperature +1°C
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2. GENERAL INFORMATION

2.1. Environmental conditions

During the measurement the environmental conditions were within the listed ranges:

Power supply:

Temperature:
Humidity:
Atmospheric Pressure:

Test frequencies:

INPUT: DC12.0V

The EUT has the input voltage to the circuit of RF unit complies with
output voltage limitation (+1%) against input voltage fluctuation (x10%).

So, all measurements were conducted at only rated voltage 100V AC

RF
A B ] bbby g
AC100 V Conv. DC3W3
Test below:

1: The fluctuation of G point is under £1%, when input voltage from E point to the test equipment is
fluctuated by +10%.
2:The fluctuation of G point is under +1%, when input voltage from A point to the test equipment is
fluctuated by +10%.

The measurement result of the voltage fluctuation at RF circuit when
100V AC +/- 10%

Input DC 12.0V DC 3.3V
13.2V 3.3V
12.0V 3.3V
10.8V 3.3V

23.5°C
65 % RH

1000 -1010 mbar

If the EUT can be set to 3 of more different (carrier) frequencies in 1
allocated band, testing shall be performed using the Lowest, Middle
and the Highest frequency (L, M and H). If there are 2 or fewer

frequencies, testing shall be performed with the available frequencies.
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Product Name:

POS System

Model/Type reference:

TZH-D1

Listed Model(s):

/

Model difference:

/

Power supply:

DC 12.0V Adapter from AC 100V/60Hz

Hardware version:

BL-M8821CS1

Software version:

/

Bluetooth 5.0+EDR

Supported type:

Version 5.0+EDR

Modulation: GFSK, m/4DQPSK,8DPSK
Operation frequency: 2402MHz to 2480MHz
Channel number: 79

Channel separation: 1 MHz

Antenna type:

FPC antenna

Antenna gain:

2.37 dBi




MaxLab

—ACCERS TG GLOMAL MARLET —

MAXLAB Testing Co.,Ltd.

2.3. Description of Test Modes
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The EUT has been tested under typical operating condition. The Applicant provides communication

tools software to control the EUT for staying in continuous transmitting and receiving mode for testing.

RX and TX modes click the RX or TX buttons on the software. See the test software manual for

detailed settings.

Test software: BT_Tool.exe
Test mode Power level R?;IC\%&OHV;G" Transrlr\l/:izlsn i
GFSK 9 0.04 1
m/4DQPSK 9 0.04 2
8DPSK 9 0.04 3
Operation Frequency List BT 5.0+EDR:

Channel Frequency (MHz) Channel Frequency (MHz)
00 2402 40 2442
01 2403 41 2443
02 2404 42 2444
03 2405 43 2445
04 2406 44 2446
05 2407 45 2447
06 2408 46 2448
07 2409 47 2449
08 2410 48 2450
09 2411 49 2451
10 2412 50 2452
11 2413 51 2453
12 2414 52 2454
13 2415 53 2455
14 2416 54 2456
15 2417 55 2457
16 2418 56 2458
17 2419 57 2459
18 2420 58 2460
19 2421 59 2461
20 2422 60 2462
21 2423 61 2463
22 2424 62 2464
23 2425 63 2465
24 2426 64 2466
25 2427 65 2467
26 2428 66 2468
27 2429 67 2469
28 2430 68 2470




MaxLab

—ACCERS TG GLOMAL MARLET —

MAXLAB Testing Co.,Ltd.

Report No.: MAX25120100P01-R01

-Page 9 of 38 -

29 2431 69 2471
30 2432 70 2472
31 2433 71 2473
32 2434 72 2474
33 2435 73 2475
34 2436 74 2476
35 2437 75 2477
36 2438 76 2478
37 2439 77 2479
38 2440 78 2480
39 2441

Note: Test performed at the lowest/middle/highest frequencies selected in the list above for EUT supported while
working on specified mode.

2.4. Measurement Instruments List

No Test Manufacturer Model No Serial No Cal. Date Cal. Due .Callbra.lt
Equipment Date ion unit
1 ipec”um Agilent N9020A MY112299 | 2025.05.25 | 2026.05.24 | CCIC
nalyzer
2 RF Cable 1# FUJIKURA 5D-2W 01 2025.05.25 | 2026.05.24 | CCIC
3 D(s:uz%\;;er ANS JS122D 00415 2025.05.25 | 2026.05.24 | CCIC
4 Bower meter EVERFINE PFogo28 | ! %57%22[” 2025.05.25 | 2026.0524 | CCIC
Digital
5 . Fluke 15B+ 17091822 | 2025.05.25 | 2026.05.24 | CCIC
Multimeter
6 Digital Tektronix TDS1012B S007 2025.05.25 | 2026.0524 | 1 year
Oscilloscope o o y

Calibration by the calibration agencies listed in the table correspond to paragraph 4 (ii) (c) of Article
24-2 in the Radio Law".
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3. Test Conditions and Results

3.1. Frequency Error
LIMIT

=50ppm

TEST CONFIGURATION

EUT

Report No.: MAX25120100P01-R01

TEST PROCEDURE

SPECTRUM
ANALYZER
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The EUT was directly connected to the spectrum analyzer and antenna output port as show in the

block diagram as TEST CONFIGURATION shows.
EUT Condition: non-modulation
Spectrum Condition:

Frequency: test frequency

Span: 500 KHz

RBW: 10 KHz

VBW: 10 KHz

Sweep time: Auto

Detector mode: Positive peak

Indication mode: max hold
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Test voltage Frequency Deviation Tolerance Limit
Read (MHz Result
v) (MHz) (MA2) 1 (Mhz) (ppm) | (ppm)
2402.00 2401.980 -0.020 -8.326
DC 12.0V 2441.00 2440.979 -0.021 -8.603 +50.00 Pass

2480.00 2479.980

-0.020 -8.065

Test mode: Carrier

B Keysight Spectrum Anahyzer - Suvept 54

i Rl U
Center Freq 2.402000000 GHz Avg Type: Log-Pwr

Ref Offset 2.8 dB
Ref 11.45 dBm

Center 2.4020000 GHz
#Res BW 10 kHz

Span 500.0 kHz,
Sweep 6.067 ms (1001 pts)|

N Keysight Specirum Analyzer - Swept SA
AL

Center Freq 2.441000000 GHz
PHO: Wide G0
IFGain:Low

Avg Type: Log-Pwr
Trig: Free Run
#Aren: 20 dB

Ref Offset 2.8 dB
iiv. Ref 10.94 dBm

Span 500.0 kHz
Sweep 6.067 ms (1001 pts)

Center 2.4410000 GHz
#Res BW 10 kHz

#VBW 10 kHz

Test channel: 2402MHz

Test channel: 2441MHz

B Keysight Spectrum Analyzer - Swept S
RL 3

Avg Type: Log-Pwr
o o Trig: FreeRun
" sAmen: 20 4B
Mkr1 2.479 979 5 GHz

Ref Offset 28 dB
& 0.631 dBm|

0 dBldi Ref 10.63 dBm

Span 500.0 kHz

Center 2.4800000 GHz
f#Res BW 10 kHz

#VBW 10 kHz Sweep 6.067 ms (1001 pts)

Test channel: 2480MHz




MaxLab

—ACCERS TG GLOMAL MARLET —

MAXLAB Testing Co.,Ltd.

Report No.: MAX25120100P01-R01

3.2. Antenna Output Power and Output Power Tolerance

LIMIT

rPoODd -~

The Output Power Tolerance must be within +20%.

E.i.r.p:

® <6.91dBm/MHz(FHSS form 2400-2483.5MHz)
Note:E.l.R.P will not be applied to the transmission antenna which has a gain of 2.14dBi or less.

TEST CONFIGURATION

<3 mW /MHz(FH, FH+DS , FH+OFDM from 2400 - 2483.5 MHz)
<10mW/MHz(OFDM OBW<26MHz, DS, FH other than (1))

<5 mW/MHz (OFDM OBW 26 — 38MHz)
<10 mW (Other than (1) & (2) & (3) 10mW)

- Page 12 of 38 -

EUT Power meter
TEST RESULTS
DC 12.0V
. Cable Average Spread Rated
Mod Re;vs::rg loss burst Band Output Limit output | Tolerance - resu
ode p 5 (dB) power width (mp\)lsyvl\/?;z) (MW/MHz) power (%) imit esult
(dBm) (mW) (MHz) (MW/MHz)
BT 5.0 BR 2.641 0.5 2.06 71.573 0.0288 3 0.03 -4.01% +20% Pass
BT 5.0EDR
'IT/4E|:>)8PSK 2.756 0.5 2.12 71.669 0.0295 3 0.03 -1.57% +20% Pass
BT 5.0EDR
SSF?SK 2.862 0.5 217 | 71.859 | 0.0302 3 0.03 0.60% +20% | Pass

Result power= Average value / (Duty Cycle * Spreading bandwidth)
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3.3. OCCUPIED BANDWIDTH AND SPREADING BANDWIDTH

LIMIT

* Occupied bandwidth: FH<83.5 MHz; OFDM=<38 MHz, DS<26 MHz; Others<26 MHz
» Spread Bandwidth: = 500 kHz(FH, DS)
* Spread factor>5.

TEST CONFIGURATION

SPECTRUM
ANALYZER

EUT

TEST PROCEDURE

1. Setting of SA is following as fellow:

RBW: 1000 kHz

VB: 1000 kHz

Sweep time: Auto

Sweep Mode: Continuous sweep
Detect mode: Positive peak
Trace mode: Max hold

2. EUT have transmitted the maximum modulation signal and fixed channelize. SA set to 99% of
occupied bandwidth to measure occupied bandwidth.

TEST RESULTS

Occupy
Test Channel . o N -
Condition Type (MHz) Bandwidth99% Limit (MHz) Result
(MHz)
TNVN BT 5.0BR 78.719 Pass
BT 5.0EDR | 79 channels
TNVN T/ADQPSK | (2402~2480 78.771 83.5 MHz or less Pass
BT 5.0EDR MHz)
TNVN 8DPSK 78.812 Pass
Test Test Test B gcc':(ljjt?]}éoo/ Spread Limit Verdict
Condition Mode Channel angy ° factor [MHZ]
[MHZ]
TNVN DH5 71.573 71.573 >=0.5 Pass
79 channels
TNVN 2DH5 (2402~2480 71.669 71.669 >=0.5 Pass
TNVN 3DH5 e 71.859 71.859 >=0.5 Pass
Spread factor=90% Bandwidth/ transmission rate
For DH5/2DH5/3DHS5, transmission rate is 1Mbps/1Mbps/1Mbps
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Result plot as follows: Bandwidth 99%
For FHSS: BR mode (GFSK):
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ri'. Keysight Spectrum Analyzer -

==

RF AC

SENSE:PULSE

ALIGN AUTO |

05:59:32 PMMar 17, 2026

RL
Center Fre

#|FGain:Low

Ref Offset2.8 dB
Ref 26.00 dBm

Occupied Bandwidth

78.719 MHz
61.451 kHz
81.23 MHz

Transmit Freq Error
x dB Bandwidth

EDR mode (1r/4) DQPSK:

Center Freq: 2.441000000 GHz
Trig: Free Run
#Atten: 20 dB

#/BW 1 MHz

Total Power

OBW Power
x dB

Radio Std: None

Avg|Held:>10/10

Radio Device: BTS

16.9 dBm

99.00 %
-26.00 dB

BE Keysight Spectrum Analyzer - Occupied BW.

=R =

| SENSE:PULSE|

ALIGN AUTO |

06:02:06 PM Mar 17, 2026

#IFGain:Low

Center Freq: 2.441000000 GHz
Avg|Hold:>10/10

Trig: Free Run
#Atten: 20 dB

Radic Std: None

Radic Device: BTS

Ref Offset2.8 dB

10 dBldiv Ref 26.00 dBm

Occupied Bandwidth

78.771 MHz
89.032 kHz
81.52 MHz

Transmit Freq Error
x dB Bandwidth

#/BW 1 MHz

Total Power

OBW Power
x dB

18.0 dBm

99.00 %
-26.00 dB
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EDR mode 8DPSK:
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=R

RL . AC | SENSE:PULSE|

#IFGain:Low

Ref Offset 2.8 dB

10 v Ref 26.00 dBm

Occupied Bandwidth

78.812 MHz
55.619 kHz
81.51 MHz

Transmit Freq Error
x dB Bandwidth

ALIGN AUTO ]

12:51:20 AM Mar 18, 2026

Center Freq: 2.441000000 GHz

Trig: Free Run Avg|Hold:>10/10

#Atten: 20 dB

#/BW 1 MHz

Total Power 17.1 dBm

OBW Power 99.00 %
x dB -26.00 dB

Radio Std: None

Radio Device: BTS

Result plot as follows: Bandwidth 90%
For FHSS: BR mode (GFSK):

BE Keysight Spectrum Analyzer - Occupied BW

=R =

| SENSE:PULSE|

ALIGN AUTO |

06:00:06 PMMar 17, 2026

-
#FGain:Low

Ref Offset2.8 dB
Ref 26.00 dBm

Occupied Bandwidth
71.573 MHz
-199.99 kHz
81.25 MHz

Transmit Freq Error
x dB Bandwidth

Center Freq: 2.441000000 GHz
Trig: Free Run Avg|Hold:>10/110
#Atten: 20 dB

#/BW 1 MHz

Total Power 16.9 dBm

OBW Power 90.00 %
x dB -26.00 dB

Radio Std: None

Radio Device: BTS
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EDR mode (1r/4) DQPSK:

ﬁ Keyzight Spectrum Analyzer - Occupied BW ==
RL RF 50Q AC | | sEnsE:PULSE] | ALIGN AUTO | 06:02:39 PMMar 17, 2026
Center Freq: 2.441000000 GHz
o Trig: Free Run Avg|Hold:>10/10
#FGain:Low #Atten: 20 dB Radio Device: BTS

Radio Std: None

Ref Offset2.8 dB
10 dBidiv___ Ref 26.00 dBm

#/BW 1 MHz

Occupied Bandwidth Total Power 18.0 dBm
71.669 MHz

Transmit Freq Error -232.95 kHz OBW Power 90.00 %
x dB Bandwidth 81.62 MHz x dB -26.00 dB

EDR mode 8DPSK:

BE Keysight Spectrum Analyzer - Occupied BW =R =
[ [ SENSE:PULSE I ALIGN AUTO | 12:51:54 AM Mar 18, 2026

RL RF ][50 AC [
Center Freq 2.441000000 GHz Center Freq: 2.441000000 GHz Radio Std: None
) Trig: FreeRun Avg|Hold:>10/10

#FGain:Low ™ #Aten: 20dB Radio Device: BTS

Ref Offset 2.8 dB
Ref 26.00 dBm

#/BW 1 MHz

Occupied Bandwidth Total Power 17.1 dBm
71.859 MHz

Transmit Freq Error -174.97 kHz OBW Power 90.00 %
x dB Bandwidth 81.51 MHz x dB -26.00 dB
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3.4. DWELL TIME
LIMIT

Item Limits

Hopping Freq. Dwell Time = 0.4 sec (In 0.4 sec x spreading rate)

MEASURING INSTRUMENTS AND SETTING

Please refer to section 5 in this report. The following table is the setting of the
spectrum analyzer.

Spectrum Parameter Setting
Attenuation Auto

Span Frequency 0 MHz

RB 1 MHz

VB 1 MHz
Detector Peak
Trace Max Hold
Sweep Continuous

TEST PROCEDURES

. The transmitter output (antenna port) was connected to the spectrum analyzer

Set RBW of spectrum analyzer to 1MHz and VBW to 1MHz.

Use a video trigger with the trigger level set to enable triggering only on full pulses.

. Sweep Time is more than once pulse time.

Set the center frequency on any frequency would be measure and set the frequency span to
zero span.

. Measure the maximum time duration of one single pulse.

. Set the EUT for all packet transmitting.

. Measure the maximum time duration of one single pulse.

. Dwell time = [spreading rate/79] x duty-cycle x 0.4 seconds. (to be determined for each mode)

TEST SETUP LAYOUT

PooT D

- JQ

EUT SPECTRUM
ANALYZER
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TEST RESULT
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Condition Mode Frequency (MHz) Pulse Average Time of Limit(ms) Burst Number Results
Time(ms) Occupancy(ms)
NVNT 1DH5 2402 2.916 309.096 400 106 Pass
NVNT 2DH5 2402 2.920 318.280 400 109 Pass
NVNT 3DH5 2402 2.924 318.716 400 109 Pass
Plus Time,1DH5,Lowest Transmit Time,1DH5,Lowest -

B eysight Spectnum Anayzer - Dave Time = 1066623 5
AL [

Center Freq 2.402000000 GHz

PHO: Fast
IFGain:Low

Ref Offset 23 dB
Ref 5.58 dBm

Center 2.402000000 GHz
Res BW 1.0 MHz

Avg Type: Log-Pwr
Trig: Video

e
" Auen: 1448

Span 0 Hz,
Sweep 4.000 ms (1001 pts)

B Keysight Spectrum Anslyze - Transmet Time: 308,09 e
"B i N AT 01:0%:15 M pr 08,
Center Freq 2.402000000 GHz Avg Type: Log-Pwr "
PNO: Fast —s—  Trig: Free Run
IFGain:Low Atten: 22 dB

Ref Offset 2.3 dB
Ref 13.73 dBm

Center 2.402000000 GHz
Res BW 1.0 MHz

Span 0 Hz
Sweep 31.60 s (30001 pts]

#VBW 1.0 MHz

Plus Time,2DH5,Lowest

Transmit Time,2DH5,Lowest

B Keysight Spectrum Analyzer - Dwell Time = 1066423 5
AL

Center Freq 2.402000000 GHz

PNO: Fast o)
IFGain:Low

Ref Offset 2.3 dB
Ref 14.13 dBm

Center 2.402000000 GHz
Res BW 1.0 MHz

Avg Type: Log-Pwr
Trig: Video
Anen: 22 dB

Span 0 Hz|

#VBW 1.0 MHz Sweep 4.000 ms (1001 pts)

_HTHH
ﬂ = g-

BN Keysight Spactrum Analyzer - Teansmit Tiens: 316280 ms

Center Freq 2.402000000 GHz Avg Type: Log-Pwr
PNO: Fast =%

IFGainiLow

Trig: Free Run
Atten: 24 48

Ref Offset 2.3 dB
iv  Ref 14.36 dBm

Center 2.402000000 GHz
Res BW 1.0 MHz

an 0 Hz

Sp:
#VBW 1.0 MHz Sweep 31.60 s (30001 pts)

Plus Time,3DH5,Lowest

Transmit Time,3DH5,Lowest

BN Keyaigh Spectim Anabrzer - Dael Time & 1088623 5

Center Freq 2.402000000 GHz

~ Avg Type: Log-Pwr

PHO:Fast o) Trig: Video

IFGain:Low

Ref Offset 2.3 dB
Ref 14.05 dBm

Atten: 22 dB

#VBW 1.0 MHz

Sweep 4.000 ms (1001 pts)

B e T T i

Cenlel Freq 2. 402000000 GHz . Avg Type: Log-Pwr
Trig: Free Run

Atten: 24 dB

Ref Offset 2.3 dB
Ref 14.46 dBm

Center 2.402000000 GHz
Res BW 1.0 MHz

Span 0 Hz
Sweep 31.60 s (30001 pts|

#VBW 1.0 MHz
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3.5. Unwanted Emission Strength

LIMIT

Below 2387 MHz: 2.5uW/MHz or less
2387 to 2400 MHz: 25uW/MHz or less

Report No.: MAX25120100P01-R01

2483.5 Through 2496.5 MHz: 25uyW/MHz or less

Over 2496.5 MHz: 2.5uW/MHz or less

- Page 19 of 38 -

Test Freq. Range pVI\_/I/rI{]/IIItﬂz dBm/MHz
30MHz=f=1000MHz 2.5uW/MHz or less -36dBm/100kHz
1000MHz<f=2387MHz 2.5uW/MHz or less -26dBm/MHz
2387MHz<f=2400MHz 25uW/MHZz or less -16dBm/MHz
2483.5MHz = <2496.5MHz 25uW/MHz or less -16dBm/MHz
2496.5MHz =f<12500MHz 2.5uW/MHz or less -26dBm/MHz

TEST CONFIGURATION

EUT

SPECTRUM

TEST PROCEDURE

ANALYZER

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the
block diagram as TEST CONFIGURATION shows.

EUT Condition: modulation
Spectrum Condition:

Frequency: 30MHz-13GHz

RBW: 100 KHz (30MHz-1GHz), 1MHz (1GHz-13GHz)
VBW:100 KHz (30MHz-1GHz), 1MHz (1GHz-13GHz)

Sweep time: Auto
Detector mode: Positive peak

Indication mode: max hold
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TEST RESULTS

Left ear:

Report No.: MAX25120100P01-R01
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Test mode:

BR(GFSK)

Test channel:

2402MHz

Keytight Spectum Andlyzs - Sweat 54
i AL =

Center Freq 515.000000 MHz
Trig: Free Run

PNO: Fast G5
" #Atten: 2048

1FGain:Low

Avg Type: Log-Pwr

B Keysight Spectrum Ansiyzes - Swept 54
RL

Ref Offset 2.8 dB
Ref 2.80 dBm

#VBW 100 kHz

50 MHz erf_\";elz.ﬁ oB

0 dBm

9
-49.362 dBm 0deidiv  Ref

‘Stop 1.0000 GHz|
Sweep 117.3 ms (10001 pts]

-60.83 dBm |
4936 dBm

226.231 MHz
956.350 MHz

Start 1.0000 GHz
#Res BW 1.0 MHz

Center Freq 1.693500000 GHz

Avg Type: Log-Pwr
NOTFast oo  Trig: FreeRun
IFGain:Low #Anen: 20 dB

#VBW 1.0 MHz

Stop 2.3870 GHz|

Sweep 1.733 ms (2001 pts)

30MHz~1GHz

1GHz~2.387GHz

Avg Type: Log-Pwr

Trig: Free Run
#Anten: 20 dB

PNO: Fast
IFGain:Low

=]

Ref Offset 23 dB.
Ref -16.98 dBm

Start 2.387000 GHz

F#Res BW 1.0 MHz #VBW 1.0 MHz

B Keysight Spectrum Analyzer - Swept SA
RL

Mkr2 2.400 000 GHZ

-31.515 dBm| Ref Offset 28 dB

Stop 2.400000 GHz tart 2.483500 GHz
Sweep 1.000 ms (1001 pts) R

Aug Type: Log-Pwr
Trig: Free Run
#Anen: 20 dB

Ref 12.80 dBm

#VBW 1.0 MHz

Mkr2 2.490 819 GHZ
-35.903 dBm|

Stop 2.496500 GHz!
1.000 ms (1001 pts)|

2.387GHz~2.4 GHz

2.4835GHz~2.4965GHz

T Avg Type: Log-Pwr

Trig: Free Run
#Atten: 20 dB

[Start 2.497 GHz
f#Res BW 1.0 MHz

#VBW 1.0 MHz

Sweep 17.33 ms (20001 pts)

Stop 12.750 GHz

2.4965GHz~12.5GHz
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Report No.: MAX25120100P01-R01
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Test mode:

BR(GFSK)

Test channel:

2441MHz

B Keysight Spectrum Anahyzes - Swept 54
AL

Center Freq 515.000000 MHz
PASS ntow *#Arten: 2048

Ref Offset 28 d8
Ref 2.80 dBm

#VBW 100 kHz

oo Trig: Free Run

Avg Type: Log-Pwr

Stop 1.0000 GHz|

5112 dBm|
49,64 dBm|

339.333 MHz
861678 MHZ

Sweep 117.3 ms (10001 pts)

B Keysight Spectrum Analyzer - Swept 54
= .

[T Freq 1.693500000 GHz

PNO: Fa

IEGain:Low

Ref Offset
Ref 2.80

Start 1.0000 GHz
#Res BW 1.0 MHz

st O

#VBW 1.0 MHz

) Trig: FreeRun
#Atten: 20 dB

Avg Type: Log-Pwr

Stop 2.3870 GHz
Sweep 1.733 ms (2001 pts)

30MHz~1GHz

1GHz~2.387GHz

PNO: fsst o Trig: FreeRun
in:Low #Arten: 20 dB

Start 2.387000 GHz

#Res BW 1.0 MHz #VBW 1.0 MHz

Avg Type: Log-Pwr

"-36.592 dBm

" Stop 2.400000 GHz

1] 2.398 856 GHz
2.400 000 GHz

B gt Speciram Ay - Seept SA
RL

Center Freq 2.490000000 GHz

PHO: Fast )
IFGain:Low

#Atten: 20 4B

Trig: Free Run

Avg Type: Log-Pwr

Ref Offset 2.8 dB
Ref 12.80 dBm
Pass

'Start 2.483500 GHz
HRes BW 1.0 MHz

#VBW 1.0 MHz

Stop 2.496500 GHz
Sweep 1.000 ms (1001 pts)

2.483 500 GHz.
2.494 095 GHz.

-37.00 dBm
-35.58 dBm

2.387GHz~2.4 GHz

2.4835GHz~2.4965GHz

BN ersart Spectrum Anayzer - Smept S
RL ¥

PHO:Fast oo Trig: FreeRun
IF Gain:Low #Atten: 20 dB

Ref Offset 2.9 dB
dBm

#VBW 1.0 MHz

05:35:01 PW
Avg Type: Log-Pwr T

Sweep 17.33 ms (20001 pts)

2.4965GHz~12.5GHz
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Test mode: BR(GFSK)

Test channel: 2480MHz

B Keysight Spectrum Ansly
RL

Avg Type: Log-Pwr
PNC:fast oo Trig: FreeRun
n-Low #Anen: 20 dB o

Mkr2 922.982 MHz
-49.397 dBm

Center Freq 515.000000 MHz
PASS IFGai

Ref Offset 28 d8
Ref 2.80 dBm

Start 30.0 MHz
es BW 100 kHz

Stop 1.0000 GHz

#VBW 100 kHz Sweep 117.3 ms (10001 pts)

[BN  Keysoht Spectrum Amabrer- Sept A
"L

Center Freq 1.693500000 GHz Avg Type: Log-Puwr
PNO: Tost (G0 Trig: FreeRun
#Aen: 20 dB o
Mkr1 2.354 4 GHZ

Ref Offset 2.8 dB
¥ Bm)|

Ref 2.80 dBm -35

4
18 d

Start 1.0000 GHz
*Res BW 1.0 MHz

Stop 2.3870 GHz|

#VBW 1.0 MHz Sweep 1.733 ms (2001 pts)

30MHz~1GHz

1GHz~2.387GHz

Avg Type: Log-Pwr
PNO: fast (o0 Trig: FreeRun
FGainLow #Atten: 20 48

Ref Offset 2.8 dB
Ref 12.80 dBm

Mkr2 2.387 000 GHz|
36.915 dBm)

Stop 2.400000 GHz
Sweep 1.000 ms (1001 pts)

'Start 2.387000 GHz

#Res BW 1.0 MHz #VBW 1.0 MHz

P
N
]
N
- ]
N
- ]
N
- ]
- ]
[ B

B Kot Speciram Anayoes - Seept S5
RL

Center Freq 2.490000000 GHz

Avg Type: Log-Pwr
PNO: Fast (50 Trig: Free Run
IFGain:Low #Atten: 20 dB

Mkr2 2.484 267 GHz
-35.677 dBm

Stop 2.496500 GHz|
Sweep 1.000 ms (1001 pts)

Start 2.483500 GHz
E . #VBW 1.0 MHz

2.387GHz~2.4 GHz

2.4835GHz~2.4965GHz

Avg Type: Log-Pwr
PO Tose o Trig: Fres Run
IFGainLow #Atten: 20 dB

Ref Offset 2.8 dB
Ref 2.80 dBm

" Stop 12.750 GHz,
Sweep 17.33 ms (20001 pts|

[Start 2.497 GHz

fRes BW 1.0 MHz #VBW 1.0 MHz

2.4965GHz~12.5GHz
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2402MHz

Test mode:

RN Kersoht Spectnum Ansyae - Swpt SA
RL

EDR(1r/4DQPSK) Test channel:

(=== B ey Spactrum Anshzet: SweptSA:
g L .

Center Freq 1.693500000 GHz Avg Type: Log-Pwr
PNO: Fast (G Trig: Free

IFGainLow #Atten: 20

Center Freg 515.000000 MHz T
PNO:Fast o Trig: FreeRun

IFGain:Low #Atten: 20 dB

T Mkr1 2.371 0 GHZ]
Ref Offset 28 dB
Ref 2.80 dBm -35.865 dBm

Mkr2 796.688 MHz

Ref Offse dB
Ref 2.80 dBm -49.468 dBm

Stop 1.0000 GHz|
#VBW 100 kHz

Start 1.0000 GHz Stop 2.3870 GHz'
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.733 ms (2001 pts)|

30MHz~1GHz 1GHz~2.387GHz

B Keynight Spectrm Analyzer - Swept A
AL

Center Freq 2.490000000 GHz Avg Type: Log-Pwr
PNO: Fast G 17ig: Free Run
IFGain:Low #Anen: 20 dB

Keysight Spectrum Analyzer - Swept SA
RL

Center Freq 2.393500000 GHz Avg Type: Log-Pwr
PNO

Trig: Free Run
#Atten: 20 dB

28 Mkr2 2.489 896 GHz
Ref Offset 28 dB 35 603 dBm|

Ref Offset 2.8 dB
Ref 12.80 dBm

Ref -16.88 dBm

Start 2.483500 GHz ‘Stop 2.496500 GHz|

Start 2.387000 GHz " Stop 2.400000 GHz|
#Res BW 1.0 MHz #VBW 1.0 MHz

#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

2.4835GHz~2.4965GHz

Avg Type: Log-Pwr
PNO: Fast (o Trig: FreeRun
IFGainow sAtten: 20 4B

Ref Offset 2.8 dB
Ref 2.80 dBm

“Stop 12.750 GHz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 17.33 ms (20001 pts)

2.4965GHz~12.5GHz
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Test mode: EDR(1/4DQPSK)

2441MHz

Test channel:

B Keysoht Spectrum Azt - Swept SA
A C

Center Freq 515.000000 MHz “Auvg Type: Log-Pr
Trig: Free Run

PNO: Fast (o
#Atten: 20 4B

IFGain:Low

Ref Offset 2.8 dB
Ref 2.80 dBm

o P et A gt

‘Start 30.0 MHz Stop 1.0000 GHz|

#VBW 100 kHz

e = . TONCTION W : 3 E
EERN] 396,466 MHz -60.66 dBm

-49.80 dBm

Keysight Spectrum Anahyzer~ Sept SA
AL 5

Center Freq 1 Avg Type: Log-Pwr

PNO:fast GO Trig: FreeRun
" IFGain:Low

#Atten: 20 4B
5 Mkr1 2.272 6 GHZ

Ref Offset 28 dB. <

Ref 2.80 dBm -35.722 dBm

0G Stop 2.3870 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.733 ms (2001 pts)|

1GHz~2.387GHz

Avg Type: Log-Pwr
Trig: Free Run
#Atten: 20 dB

a
IF Gain-Low

" Stop 2.400000 GHz
Sweep 1.000 ms (1001 pts]

N VALUE -

Start 2.387000 GHz

#Res BW 1.0 MHz #VBW 1.0 MHz

BN Kepsight Spectrum Anshyzer - Swept 54
AL

enter Freq 2.490000000 GHz
PASS

Avg Type: Log-Pwr
Trig: Free Run
#Aren: 20 dB

IFGain:Low '
) Mkr2 2.494 017 GHZ]
Ref Off: 8dB

Ref 12.80 dBm -35.705 dBm

Stop 2.496500 GHz

Start 2.483500 GHz
Sweep 1.000 ms (1001 pts)

HRes BW 1.0 MHz

#VBW 1.0 MHz

3 500 GHz -36.18 dBm|
-36.71 dBm|

SomuonmeNs T

2.4835GHz~2.4965GHz

Avg Type: Log-Pwr
Trig: Free Run

PNO: Fast (50
#Atten: 20 dB

IFGain-Low

Ref Offset 2.8 dB
Ref 2.80 dBm

Stop 12.750 GHz

#VBW 1.0 MHz Sweep 17.33 ms (20001 pts)

l#Res BW 1.0 MHz

2.4965GHz~12.5GHz
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Test channel:

2480MHz

Test mode: EDR(m/4DQPSK)

B ¥eyviont Spectrum Amsiyzer - Swept SA
y -

-Cenler Freq 515.000000 MHz
PNO: st 0 Trig: FreeRun
IFGain:Low #Atten: 20 4B

MKr2 943.449 MHz

Ref Offset 28 dB n
Ref 2.80 dBm 9.377 dBm

Start 30.0 MHz Stop 1.0000 GHz/
#R #VBW 100 kHz Sweep 117.3 ms (10001 pts)

NVALUE

B Keyight Spectrum Analyzer - Swept 54
AL 0

.Center Freq 1.693500000 GHz

Ref Offset 28 d8
Ref 2.80 dBm

Start 1.0000 GHz
#Res BW 1.0 MHz

AT .
Avg Type: Log-Pwr

PNO: Fast (50 Trig: FreeRun

IFGain:Low #Atten: 20 dB

Mkr1 2.186 6 GHZ|
-35.549 dBm|

‘Stop 2.3870 GHz
#VBW 1.0 MHz Sweep 1.733 ms (2001 pts)|

1GHz~2.387GHz

Avg Type: Log-Pwr
PNO: Fast oo Trig: FreeRun
IF Gain:Low #Atten: 20 dB
- Mkr2 2.387 000 GHz
Ref Offset 2.8 dB n
Ref 12.80 dBm -36.412 dBm)

Start 2.387000 GHz ] " Stop 2.400000 GHz,
#Res BW 1.0 MHz ‘Sweep 1.000 ms (1001 pts)

JBR ¥eyvioht Spectrom Amsyzer - Seept &
gy -

-CEnler Freq 2.490000000 GHz

Ref Offset2.8 dB
Ref 12.80 dBm

Start 2.483500 GHz
#Res BW 1.0 MHz

Avg Type: Log-Pwr
PNO:fas oo Trig: FreeRun
IFGain-Low #Aten: 20 4B
Mkr2 2.488 375 GHZ
35.555 dBm|

Stop 2.496500 GHz,
#VBW 1.0 MHz Sweep 1.000 ms (1001 pts)|

2.4835GHz~2.4965GHz

Avg Type: Log-Pwr
PNO: fest (oD Trig: FreeRun
IFGainow #Aten: 20 dB

Ref Offset 28 dB
Ref 2.80 dBm

" Stop 12.750 GHz
#VBW 1.0 MHz Sweep 17.33 ms (20001 pts]

2.4965GHz~12.5GHz
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Test mode:

Test channel: 2402MHz

B eyeight Specirum Analyeer - Swept 54
g L
Center Freq 515.000000 MHz

O: Fast )
IFGain:Low

Ref Offset 2.8 dB
Ref 2.80 dBm

Stop 1.0000 GHz.

#VBW 100 kHz Sweep 117.3 ms (10001 pts]

385,408 MHz |
| 955080 MHz]

955,089 MHz.

Wermaht Spactrum Anayzer - Swdpt S4
RL

Center Freq 1.693500000 GHz Avg Type: Log-Pwr
r Trig: Free Run

SAtten: 20 dB

Ref Offset 2.8 dB
Ref 2.80 dBm

Stan 1.0000 GHz Stop 2.3870 GHz.

#VBW 1.0 MHz Sweep 1.733 ms (2001 pts)|

30MHz~1GH

1GHz~2.387GHz

Avg Type: Log-Pwr

PNO: Fast G
IFGaln:Low

Ref Offset 2.8 dB
Ref -16.74 dBm

Elal't 2.387000 GHz Stop 2.400000 GHz|

Sweep 1.000 ms (1001 pts)|
N VALUE

2398 401 Ghz -35.09 dBm ___
-uuu 000 GHz ___

#VBW 1.0 MHz

Slom~noanuma §

Feyight Spectrum Anslyzer - Swept SA
o kL

Avg Type: Log-Pwr

Center Freq 2.490000000 GHz Trig: Free Run

PNO: Fast (50
' gatten: 20 a8

IFGain:Low

Ref Offset 28 dB
Ref 12.80 dBm

'Start 2.483500 GHz Stop 2.496500 GHz|

#VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

2.483 500 GHz
2488 362 GHz

SComu o swh

2.387GHz~2.4 GHz

2.4835GHz~2.4965GHz

Center Freq 7.623250000 GHz Avg Type: Log-Pwr

PNO: Fast o Trig: FreeRun
IFGain:Low

#Atten: 20 dB

Ref Offset 2.8 dB
Ref 2.80 dBm

Stop 12.750 GHz
Sweep 17.33 ms (20001 pts

#Res BW 1.0 MHz #VBW 1.0 MHz

2.4965GHz~12.5GHz
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Test

mode: EDR(8DPSK)

Test channel: 2441MHz

Keysght Spectrum Anshizer - Swept 54
AL ®

Center Freq 515.00000

0 MHz Avg Type: Log-Pwr
Trig: Free Run
#Atten: 20 dB

Ref Offset 2.8 4B Mkr2 894.270 MHz

Ref 2.80 dBm

Start 30.0 MHz
#Res BW 100 kHz

-49.210 dBm)

Stop 1.0000 GHz
#VBW 100 kHz

L Y UNCTION DT
[ 374 641 MHz. -50.49 dBm

%

£94.270 MHz. -49.21 dBm_

erioht Spectmm Analyar - Swagt 54
® :

Center Freq 1.693500000 GHz Avg Type: Log-Pwr
r PNO: Fast o Trig: Free Run
5 IFGain:Low #Atten: 20 B
Ref Offset 2.6 dB Mkr1 2.131 1 GHZ]
Ref 2.80 dBm -35.6 dBm

I Start 1.0000 GHz Stop 2.3870 GHz
— #Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.733 ms (2001 pts)|
30MHz~1GHz 1GHz~2.387GHz
T Kaysiohs Spectram Amshyze - Swapt 54 I K Spectnars ety = Sempt S ro |
T : e : ;

Center Freq 2.3935000

00 GHz Avg Type: Log-Pwr
PNO:Fast o Trig: FreeRun
FGain:Low #Anen: 20 4B

i Mkr2 2.400 000 GHz]
Ref Offset 2.8 dB a
Ref 12.80 dBm -36.443 dBm

‘Start 2.387000 GHz
#Res BW 1.0 MHz

" Stop 2.400000 GHz|
Sweep 1.000 ms {1001 pts)|

VL

X FUN hVDTH VE -
2300026GHz|  -3623¢8m | | |

2

400 000 GHz -36.44 dBm

-Cenler Freq 2.490000000 GHz Avg Type: Log-Pwr
PNO:Fast G0 Trig: Free Run
IFGainLow #Aen: 20 4B
” Mkr2 2.485 515 GHz
Ref Offset 2.8 dB an
Ref 12.80 dBm . -35.305 dBm)|

3

Stop 2.496500 GHz|
#VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

2.387GHz~2.4 GHz

2.4835GHz~2.4965GHz

Ref Offset 2.8 dB
Ref 2.80 dBm

Avg Type: Log-Pwr
PNO: Fast o Trig: Free Run
IFGain:Low #Aren: 20 4B

" Stop 12.750 GHz,
#VBW 1.0 MHz Sweep 17.33 ms (20001 pts)

2.4965GHz~12.5GHz
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Test mode: EDR(8DPSK)

Test channel: 2480MHz

B Keysiht Spectrum Ansyees - Swept 54
AL a
Center Freq 515.000000 MHz Avg Type: Log-Pwr
e PNO:fast o Trig: FreeRun
P Soin-Low #Anen: 20 dB.

Mkr2 920.363 MHZ]

Ref Offset 28 d8 -49.281 dBm

Ref 2.80 dBm

Stop 1.0000 GHz|

#VBW 100 kHz Sweep 117.3 ms (10001 pts)

-50.70 dBm|
49.28 dBm|

281.133 MHz
920.363 MHz

Keysignt Spactm Amabytr - Swagt 54
R £

Center Freq 1.693500000 GHz Avg Type: Log-Pwr
- Trig: Free Run

PNO: Fast )
sAtten: 20 dB

IFGain:Low
Mkr1 2.322 5 GHZ|

Ref Offset 2.6 dB
5.624 dBm|

Ref 2.80 dBm

Start 1.0000 GHz
#Res BW 1.0 MHz

Stop 2.3870 GHz

#VBW 1.0 MHz Sweep 1.733 ms (2001 pts)|

1GHz~2.387GHz

Avg Type: Log-Pwr
PNDiFest G Trig: Free Run
IFGain:Low #Atten: 20 dB
Mkr2 2.387 000 GHz]

Ref Offset 2.8 dB. -36.372 dBm

Ref 12.80 dBm

Start 2.387000 GHz
#Res BW 1.0 MHz

Stop 2.400000 GHz

#VBW 1.0 MHz Sweep 1.000 ms (1001 pts)|

2.322 505 GHz.
2,387 000 GHz

Avg Type: Log-Pwr
PNO: Fast 0 Trig: FreeRun
IFGain:Low #Atten: 20 d

Ref Offset2.8 dB
Ref 12.80 dBm

Start 2.483500 GHz
HiRes BW 1.0 MHz

Stop 2.486500 GHz

#VBW 1.0 MHz Sweep 1.000 ms (1001 pts)|

2.387GHz~2.4 GHz

2.4835GHz~2.4965GHz

Avg Type: Log-Pwr
PNO: Fast oo Trig: FreeRun
IFGain:Low #Amen: 20 4B

Ref Offset 2.8 dB.
Ref 2.80 dBm

Stop 12,750 GHz

#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 17.33 ms (20001 pts)

2.4965GHz~12.5GHz
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3.6. Secondary Radiated Emission Strength
LIMIT

Below 1GHz: 4.0nW or less
Above 1GHz: 20nW or less

Limit Limit
Test Freq. Range nW dBm
30MHz=f=1000MHz 4.0 -54
1000MHz<f=13000MHz 20 -47
TEST CONFIGURATION
SPECTRUM
EUT ANALYZER

TEST PROCEDURE

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the
block diagram as TEST CONFIGURATION shows.

EUT Condition: modulation

Spectrum Condition:
Frequency: 30MHz-13GHz
RBW: 100 KHz (30MHz-1GHz), 1MHz (1GHz-13GHz)
VBW:100 KHz (30MHz-1GHz), 1MHz (1GHz-13GHz)
Sweep time: Auto
Detector mode: Positive peak

Indication mode: max hold

TEST RESULTS

GFSK, m/4DQPSK and 8DPSK are tested on low, middle, and high channels, and only the worst mode
is recorded, with the worst mode being the low channel data.
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BE Keysight Spectrum

Analyzer - Swept SA ==

SENSE:PULSE | ALIGN AUTO | 05:41:40 PM Mar 17, 20:

Avg Type: Log-Pwr
PNO: Fast o 1nig: FreeRun
IFGain:High #Atten: 0 dB

Ref Offset 2.8 dB
‘IU dB.rdlv Ref -17.20 dBm
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BE Keysight Spectrum Analyzer - Swept SA
F

SENSE:PULSE] ALIGN AUTO

RL Rl 50 Q wAC
Center Freq 515.000000 MHz . Avg Type: Log-Pwr
PNO: Fast 0 Trig: Free Run
IFGain:High #Atten: 0 dB
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R

1 GHz to 13 GHz:

Lol ]
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o Trig: Free Run
#Atten: 0 dB
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For FHSS: EDR mode (8DPSK):
30MHz to 1 GHz:

[BE Keysight Spectrum Analyzer - Swept SA
T : =

RL R 500 _AC [ SENSE:PULSE] I ALIGN AUTO |
Center Freq 515.000000 MHz . Avg Type: Log-Pwr
PNO: Fast 0  Trig: FreeRun

: =
IFGain:High #Atten: 0 dB

Ref Offset 2.8 dB
_Ref -17.20 dBm

MKR MODE TRC| SCL| FUNCTION FUNCTION WIDTH FUNCTION VALUE -
___
2 [ N | 897.083 MHz 79060dBm[ | [ ]
3 . 1
4
5 E
6
I
8
9
10
1 e S N R -
. y

1 GHz to 13 GHz:

SENSE:PULSE] ALTGN AUTO | 01:07:03 AM Mar18, 2026
Avg Type: Log-Pwr

(w] Trig: Free Run
#Atten: 0 dB

Ref Offset28 dB
iv__Ref -17.20 dBm
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3.7. Transmission Antenna Gain (EIRP Antenna Power Measurement)

3.7.1 Limit

Item

Limits

EIRP Power Density

=16.91dBm/MHz (FH form 2427 - 2470.75 MHz)
=22.14dBm/MHz (OFDM, DS from 2400~2483.5MHz)
=22.14dBm (Other from 2400~2483.5MHz)

gain of 2.14dBi or less

Note: This test item is not applied for radio equipment with equivalent isotropic radiation
power lower than 12.14dBm/MHz, but Antenna Power (Conducted) limit is 10 mW/MHz (10
dBm/MHz), So the test item will not be applied to the transmission antenna which has a

3.7.2 MEASURING INSTRUMENTS AND SETTING
Please refer to section 5 in this report. The following table is the setting of spectrum analyzer.

Spectrum Parameter Setting
Attenuation Auto
RB/VB 1 MHz
Detector Peak
Trace Max Hold
Sweep Time Auto

3.7.3 TEST PROCEDURES

Attenuation of the attenuator shall be set to provide an optimum input level to the spectrum analyzer.
1, Set the spectrum analyzer as follows for searching the frequency that outputs the maximum

antenna power:
Center frequency:
Frequency sweep width:
Resolution bandwidth:
Video bandwidth:
Y-axis scale:
Sweep time:

Trigger condition:
Data points:
Sweep mode:
Detection mode:
Display mode:

Test frequency

Approximately twice of the occupied bandwidth

1MHz

Approximately three times of the resolution bandwidth

10dB/Div

Minimum time to ensure the measuring accuracy

(In the case of burst wave, one burst shall be included per data
point.)

Free run

400 points or more

Continuous sweep

Positive peak

Maximum hold

2. When the trace is complete, find the peak value of the power envelope and record.

In the case of bandwith above RBW, connect to power meter directly.
3. Calculate antenna power density by the formula belowPT(mW/MHz) = 1(QConducted power density(dBm)/10
4. EIRP = Antenna Power + Antenna Gain
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3.7.4 TEST SETUP LAYOUT

For EUT radiation measurement

Spectrum Analayzer EUT

3.7.5 TEST DEVIATION
There is no deviation with the original standard.

3.7.6 EUT OPERATION DURING TEST
The EUT was programmed to be in continuously transmitting mode.

3.7.7 RESULTS OF TRANSMISSION ANTENNA GAIN

Conducted RF
Tvpe Channel output power Antenna EIRP Limit Result
yp (MHz) density gain (dBi) | (dBm/MHz) | (dBm/MHz)
(dBm/MHz)
GFSK -15.406 2.37 -13.036 6.91 Pass
T1/4DQPSK | Hopping -15.302 2.37 -12.932 6.91 Pass
8DPSK -15.200 2.37 -12.830 6.91 Pass




Report No.: MAX25120100P01-R01

MaxLab

—ACCERS TG GLOMAL MARLET —

MAXLAB Testing Co.,Ltd.
- Page 35 of 38 -

3.8. Construction Protection Method

Requirement

The high-frequency section and modulation section of the radio equipment except for the antenna
system shall not be capable of being opened easily

Confirmation method

The RF module uses was covered by metal shielded cover and there are no any adjustable parts on
PCB or adjustable parts are not exposed.
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3.9. Interference Prevention Function

Requirement

Clarify, the one automatically to transmit and to receive identification code with the wireless equipment
of the wireless station used in the same premises.

Interference Prevention Function Confirm

A communication link was made where the ID code is correct (Identical).

TEST PROCEDURE

1. Connect the EUT in network

2. Open the software

3. We can get the information as follows:
BT MAC: 00:29:f6:01:15:c1

TEST RESULTS

€) BluetoothView = | B S
iR WEE) EF(V) EWRO) #E

¥ Ve

BEER = itk TERERE  REEEEE
e Holographic screen fan F65 00:29:f6:01:15:¢c1

1 =T NirSoft Freeware. httpihwww.nirsoft.net
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4. Test Setup Photos of the EUT

Measurement Photos
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5. External and Internal Photos of the EUT

Reference to the report ANNEX A of external photos and ANNEX B of internal photos.

**********************T H E E N D**********************





