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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 159 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8735.0 33.5 13.9 47.4 68.2 -20.8 Peak Horizontal 

* 10154.5 33.8 16.0 49.8 68.2 -18.4 Peak Horizontal 

 11327.5 32.5 18.9 51.4 54.0 -2.6 Peak Horizontal 

 11922.5 32.1 18.6 50.7 54.0 -3.3 Peak Horizontal 

* 8888.0 34.7 14.0 48.7 68.2 -19.5 Peak Vertical 

* 10112.0 35.7 15.8 51.5 68.2 -16.7 Peak Vertical 

 11327.5 32.5 18.9 51.4 54.0 -2.6 Peak Vertical 

 11897.0 32.8 18.6 51.4 54.0 -2.6 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80 - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 42 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8786.0 34.2 13.9 48.1 68.2 -20.1 Peak Horizontal 

* 9950.5 34.0 15.3 49.3 68.2 -18.9 Peak Horizontal 

 11412.5 31.7 19.1 50.8 54.0 -3.2 Peak Horizontal 

 12594.0 31.2 18.7 49.9 54.0 -4.1 Peak Horizontal 

* 8845.5 34.8 14.0 48.8 68.2 -19.4 Peak Vertical 

* 9908.0 35.0 15.3 50.3 68.2 -17.9 Peak Vertical 

 11497.5 31.9 19.3 51.2 54.0 -2.8 Peak Vertical 

 12483.5 31.8 18.5 50.3 54.0 -3.7 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80 - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 58 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8735.0 34.4 13.9 48.3 68.2 -19.9 Peak Horizontal 

* 10095.0 34.0 15.7 49.7 68.2 -18.5 Peak Horizontal 

 11234.0 32.5 18.8 51.3 54.0 -2.7 Peak Horizontal 

 12126.5 33.3 18.9 52.2 54.0 -1.8 Peak Horizontal 

* 8854.0 33.5 14.0 47.5 68.2 -20.7 Peak Vertical 

* 10095.0 33.7 15.7 49.4 68.2 -18.8 Peak Vertical 

 11123.5 33.0 18.6 51.6 54.0 -2.4 Peak Vertical 

 12220.0 32.2 18.7 50.9 54.0 -3.1 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80 - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 106 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8794.5 35.7 13.9 49.6 68.2 -18.6 Peak Horizontal 

* 9993.0 34.3 15.4 49.7 68.2 -18.5 Peak Horizontal 

 11242.5 32.0 18.8 50.8 54.0 -3.2 Peak Horizontal 

 12330.5 32.2 18.5 50.7 54.0 -3.3 Peak Horizontal 

* 8837.0 33.2 14.0 47.2 68.2 -21.0 Peak Vertical 

* 9899.5 34.8 15.4 50.2 68.2 -18.0 Peak Vertical 

 11123.5 33.0 18.6 51.6 54.0 -2.4 Peak Vertical 

 12109.5 32.4 18.9 51.3 54.0 -2.7 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80 - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 122 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8811.5 33.8 14.0 47.8 68.2 -20.4 Peak Horizontal 

* 9950.5 34.8 15.3 50.1 68.2 -18.1 Peak Horizontal 

 11327.5 32.6 18.9 51.5 54.0 -2.5 Peak Horizontal 

 12220.0 32.7 18.7 51.4 54.0 -2.6 Peak Horizontal 

* 8811.5 35.0 14.0 49.0 68.2 -19.2 Peak Vertical 

* 9857.0 34.7 16.2 50.9 68.2 -17.3 Peak Vertical 

 11276.5 32.5 18.8 51.3 54.0 -2.7 Peak Vertical 

 12220.0 32.5 18.7 51.2 54.0 -2.8 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80 - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 138 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8769.0 34.6 13.9 48.5 68.2 -19.7 Peak Horizontal 

* 9857.0 34.1 16.2 50.3 68.2 -17.9 Peak Horizontal 

 10987.5 32.7 18.5 51.2 54.0 -2.8 Peak Horizontal 

 11939.5 32.0 18.6 50.6 54.0 -3.4 Peak Horizontal 

* 8854.0 35.6 14.0 49.6 68.2 -18.6 Peak Vertical 

* 10035.5 34.8 15.5 50.3 68.2 -17.9 Peak Vertical 

 11174.5 33.0 18.7 51.7 54.0 -2.3 Peak Vertical 

 12203.0 32.4 18.8 51.2 54.0 -2.8 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80 - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 155 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8667.0 35.9 13.6 49.5 68.2 -18.7 Peak Horizontal 

* 10052.5 33.8 15.5 49.3 68.2 -18.9 Peak Horizontal 

 11327.5 33.5 18.9 52.4 54.0 -1.6 Peak Horizontal 

 12109.5 33.2 18.9 52.1 54.0 -1.9 Peak Horizontal 

* 8769.0 32.8 13.9 46.7 68.2 -21.5 Peak Vertical 

* 9814.5 34.0 15.4 49.4 68.2 -18.8 Peak Vertical 

 11234.0 32.8 18.8 51.6 54.0 -2.4 Peak Vertical 

 12118.0 32.0 18.9 50.9 54.0 -3.1 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80+80 - Ant 0 + 1 / 

Ant 0 + 1 + 2 + 3 (CDD Mode) 
Test Channel: 42 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8769.0 33.8 13.9 47.7 68.2 -20.5 Peak Horizontal 

* 10035.5 34.9 15.5 50.4 68.2 -17.8 Peak Horizontal 

 11081.0 33.2 18.6 51.8 54.0 -2.2 Peak Horizontal 

 12075.5 32.7 18.9 51.6 54.0 -2.4 Peak Horizontal 

* 8820.0 34.6 14.0 48.6 68.2 -19.6 Peak Vertical 

* 9823.0 34.5 15.6 50.1 68.2 -18.1 Peak Vertical 

 10979.0 34.6 18.5 53.1 54.0 -0.9 Peak Vertical 

 11905.5 32.4 18.6 51.0 54.0 -3.0 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80+80 - Ant 0 + 1 / 

Ant 0 + 1 + 2 + 3 (CDD Mode) 
Test Channel: 58 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8794.5 34.4 13.9 48.3 68.2 -19.9 Peak Horizontal 

* 9874.0 34.6 15.8 50.4 68.2 -17.8 Peak Horizontal 

 10911.0 33.8 18.4 52.2 54.0 -1.8 Peak Horizontal 

 12271.0 33.5 18.6 52.1 54.0 -1.9 Peak Horizontal 

* 8811.5 33.2 14.0 47.2 68.2 -21.0 Peak Vertical 

* 10103.5 33.7 15.7 49.4 68.2 -18.8 Peak Vertical 

 10885.5 33.5 18.3 51.8 54.0 -2.2 Peak Vertical 

 12058.5 33.6 18.8 52.4 54.0 -1.6 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80+80 - Ant 0 + 1 / 

Ant 0 + 1 + 2 + 3 (CDD Mode) 
Test Channel: 106 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8811.5 34.4 14.0 48.4 68.2 -19.8 Peak Horizontal 

* 9814.5 34.7 15.4 50.1 68.2 -18.1 Peak Horizontal 

 10911.0 33.1 18.4 51.5 54.0 -2.5 Peak Horizontal 

 12339.0 31.9 18.5 50.4 54.0 -3.6 Peak Horizontal 

* 8845.5 34.6 14.0 48.6 68.2 -19.6 Peak Vertical 

* 9959.0 34.2 15.3 49.5 68.2 -18.7 Peak Vertical 

 11157.5 32.0 18.7 50.7 54.0 -3.3 Peak Vertical 

 12364.5 31.9 18.4 50.3 54.0 -3.7 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80+80 - Ant 0 + 1 / 

Ant 0 + 1 + 2 + 3 (CDD Mode) 
Test Channel: 122 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8862.5 34.9 14.0 48.9 68.2 -19.3 Peak Horizontal 

* 9678.5 34.0 14.6 48.6 68.2 -19.6 Peak Horizontal 

 10902.5 32.6 18.3 50.9 54.0 -3.1 Peak Horizontal 

 12245.5 32.3 18.7 51.0 54.0 -3.0 Peak Horizontal 

* 8862.5 34.9 14.0 48.9 68.2 -19.3 Peak Vertical 

* 10069.5 33.8 15.6 49.4 68.2 -18.8 Peak Vertical 

 11327.5 32.1 18.9 51.0 54.0 -3.0 Peak Vertical 

 12500.5 31.7 18.5 50.2 54.0 -3.8 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80+80 - Ant 0 + 1 / 

Ant 0 + 1 + 2 + 3 (CDD Mode) 
Test Channel: 138 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8905.0 35.4 14.0 49.4 68.2 -18.8 Peak Horizontal 

* 9857.0 34.1 16.2 50.3 68.2 -17.9 Peak Horizontal 

 11123.5 32.6 18.6 51.2 54.0 -2.8 Peak Horizontal 

 12254.0 32.0 18.6 50.6 54.0 -3.4 Peak Horizontal 

* 8692.5 34.3 13.7 48.0 68.2 -20.2 Peak Vertical 

* 9857.0 33.9 16.2 50.1 68.2 -18.1 Peak Vertical 

 11021.5 33.0 18.5 51.5 54.0 -2.5 Peak Vertical 

 12279.5 32.6 18.6 51.2 54.0 -2.8 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80+80 - Ant 0 + 1 / 

Ant 0 + 1 + 2 + 3 (CDD Mode) 
Test Channel: 155 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8913.5 32.7 14.0 46.7 68.2 -21.5 Peak Horizontal 

* 9814.5 34.0 15.4 49.4 68.2 -18.8 Peak Horizontal 

 10979.0 33.1 18.5 51.6 54.0 -2.4 Peak Horizontal 

 12007.5 32.5 18.7 51.2 54.0 -2.8 Peak Horizontal 

* 8854.0 34.1 14.0 48.1 68.2 -20.1 Peak Vertical 

* 10001.5 33.8 15.4 49.2 68.2 -19.0 Peak Vertical 

 11021.5 32.5 18.5 51.0 54.0 -3.0 Peak Vertical 

 12058.5 31.8 18.8 50.6 54.0 -3.4 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80+80 - Ant 2 + 3 / 

Ant 0 + 1 + 2 + 3 (CDD Mode) 
Test Channel: 42 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8854.0 34.1 14.0 48.1 68.2 -20.1 Peak Horizontal 

* 10001.5 33.8 15.4 49.2 68.2 -19.0 Peak Horizontal 

 11021.5 32.5 18.5 51.0 54.0 -3.0 Peak Horizontal 

 12058.5 31.8 18.8 50.6 54.0 -3.4 Peak Horizontal 

* 8769.0 33.7 13.9 47.6 68.2 -20.6 Peak Vertical 

* 10035.5 34.1 15.5 49.6 68.2 -18.6 Peak Vertical 

 11599.5 31.5 19.4 50.9 54.0 -3.1 Peak Vertical 

 12500.5 33.2 18.5 51.7 54.0 -2.3 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80+80 - Ant 2 + 3 / 

Ant 0 + 1 + 2 + 3 (CDD Mode) 
Test Channel: 58 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8811.5 34.4 14.0 48.4 68.2 -19.8 Peak Horizontal 

* 9772.0 34.2 14.9 49.1 68.2 -19.1 Peak Horizontal 

 11021.5 32.5 18.5 51.0 54.0 -3.0 Peak Horizontal 

 12007.5 32.0 18.7 50.7 54.0 -3.3 Peak Horizontal 

* 8692.5 33.9 13.7 47.6 68.2 -20.6 Peak Vertical 

* 9967.5 34.5 15.3 49.8 68.2 -18.4 Peak Vertical 

 11174.5 33.2 18.7 51.9 54.0 -2.1 Peak Vertical 

 12058.5 31.6 18.8 50.4 54.0 -3.6 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80+80 - Ant 2 + 3 / 

Ant 0 + 1 + 2 + 3 (CDD Mode) 
Test Channel: 106 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8794.5 32.8 13.9 46.7 68.2 -21.5 Peak Horizontal 

* 10205.5 33.8 16.2 50.0 68.2 -18.2 Peak Horizontal 

 10953.5 32.8 18.4 51.2 54.0 -2.8 Peak Horizontal 

 12177.5 32.2 18.8 51.0 54.0 -3.0 Peak Horizontal 

* 8658.5 34.3 13.6 47.9 68.2 -20.3 Peak Vertical 

* 10103.5 33.8 15.7 49.5 68.2 -18.7 Peak Vertical 

 11140.5 32.0 18.7 50.7 54.0 -3.3 Peak Vertical 

 11854.5 31.4 18.7 50.1 54.0 -3.9 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80+80 - Ant 2 + 3 / 

Ant 0 + 1 + 2 + 3 (CDD Mode) 
Test Channel: 122 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8811.5 35.2 14.0 49.2 68.2 -19.0 Peak Horizontal 

* 10129.0 34.4 15.9 50.3 68.2 -17.9 Peak Horizontal 

 11191.5 32.8 18.7 51.5 54.0 -2.5 Peak Horizontal 

 12007.5 32.7 18.7 51.4 54.0 -2.6 Peak Horizontal 

* 8769.0 34.1 13.9 48.0 68.2 -20.2 Peak Vertical 

* 9678.5 33.8 14.6 48.4 68.2 -19.8 Peak Vertical 

 11472.0 31.7 19.3 51.0 54.0 -3.0 Peak Vertical 

 12398.5 31.9 18.4 50.3 54.0 -3.7 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80+80 - Ant 2 + 3 / 

Ant 0 + 1 + 2 + 3 (CDD Mode) 
Test Channel: 138 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8735.0 33.5 13.9 47.4 68.2 -20.8 Peak Horizontal 

* 9729.5 34.0 14.7 48.7 68.2 -19.5 Peak Horizontal 

 10970.5 33.2 18.4 51.6 54.0 -2.4 Peak Horizontal 

 11812.0 32.2 18.7 50.9 54.0 -3.1 Peak Horizontal 

* 8828.5 33.5 14.0 47.5 68.2 -20.7 Peak Vertical 

* 10129.0 33.9 15.9 49.8 68.2 -18.4 Peak Vertical 

 11183.0 33.1 18.7 51.8 54.0 -2.2 Peak Vertical 

 12143.5 31.6 18.9 50.5 54.0 -3.5 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 

 

 



Report No.: 1710TW0107-T3 

 

Page Number: 830 of 1034 

 

Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80+80 - Ant 2 + 3 / 

Ant 0 + 1 + 2 + 3 (CDD Mode) 
Test Channel: 155 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8735.0 33.5 13.9 47.4 68.2 -20.8 Peak Horizontal 

* 10052.5 33.8 15.5 49.3 68.2 -18.9 Peak Horizontal 

 11225.5 31.7 18.8 50.5 54.0 -3.5 Peak Horizontal 

 12058.5 31.6 18.8 50.4 54.0 -3.6 Peak Horizontal 

* 8692.5 33.3 13.7 47.0 68.2 -21.2 Peak Vertical 

* 10129.0 33.9 15.9 49.8 68.2 -18.4 Peak Vertical 

* 11217.0 32.0 18.8 50.8 54.0 -3.2 Peak Vertical 

* 12296.5 31.8 18.6 50.4 54.0 -3.6 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80+80 Contiguous - 

Ant 0 + 1 + 2 + 3 (CDD Mode) 
Test Channel: 42 + 58 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8769.0 33.5 13.9 47.4 68.2 -20.8 Peak Horizontal 

* 9865.5 33.4 16.0 49.4 68.2 -18.8 Peak Horizontal 

 11217.0 32.2 18.8 51.0 54.0 -3.0 Peak Horizontal 

 12143.5 32.0 18.9 50.9 54.0 -3.1 Peak Horizontal 

* 8769.0 33.4 13.9 47.3 68.2 -20.9 Peak Vertical 

* 10010.0 34.0 15.4 49.4 68.2 -18.8 Peak Vertical 

 11319.0 32.6 18.9 51.5 54.0 -2.5 Peak Vertical 

 12169.0 31.9 18.8 50.7 54.0 -3.3 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80+80 Contiguous - 

Ant 0 + 1 + 2 + 3 (CDD Mode) 
Test Channel: 106 + 122 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8862.5 34.3 14.0 48.3 68.2 -19.9 Peak Horizontal 

* 9882.5 36.9 15.6 52.5 68.2 -15.7 Peak Horizontal 

 11004.5 34.6 18.5 53.1 54.0 -0.9 Peak Horizontal 

 12135.0 33.0 18.9 51.9 54.0 -2.1 Peak Horizontal 

* 8803.0 34.9 14.0 48.9 68.2 -19.3 Peak Vertical 

* 9984.5 34.5 15.4 49.9 68.2 -18.3 Peak Vertical 

 11072.5 33.4 18.6 52.0 54.0 -2.0 Peak Vertical 

 12279.5 33.4 18.6 52.0 54.0 -2.0 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 36 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8752.0 32.7 13.9 46.6 68.2 -21.6 Peak Horizontal 

* 10282.0 33.5 16.5 50.0 68.2 -18.2 Peak Horizontal 

 11455.0 31.9 19.2 51.1 54.0 -2.9 Peak Horizontal 

 12407.0 31.9 18.4 50.3 54.0 -3.7 Peak Horizontal 

* 8769.0 33.2 13.9 47.1 68.2 -21.1 Peak Vertical 

* 9661.5 34.0 14.5 48.5 68.2 -19.7 Peak Vertical 

 10928.0 33.8 18.4 52.2 54.0 -1.8 Peak Vertical 

 12177.5 32.1 18.8 50.9 54.0 -3.1 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 

 

 



Report No.: 1710TW0107-T3 

 

Page Number: 834 of 1034 

 

Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 44 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8888.0 34.2 14.0 48.2 68.2 -20.0 Peak Horizontal 

* 9551.0 33.4 14.4 47.8 68.2 -20.4 Peak Horizontal 

 11123.5 33.0 18.6 51.6 54.0 -2.4 Peak Horizontal 

 12177.5 32.2 18.8 51.0 54.0 -3.0 Peak Horizontal 

* 8777.5 32.9 13.9 46.8 68.2 -21.4 Peak Vertical 

* 10027.0 33.7 15.4 49.1 68.2 -19.1 Peak Vertical 

 11200.0 31.7 18.7 50.4 54.0 -3.6 Peak Vertical 

 12033.0 31.9 18.8 50.7 54.0 -3.3 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 48 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8811.5 32.9 14.0 46.9 68.2 -21.3 Peak Horizontal 

* 9772.0 35.4 14.9 50.3 68.2 -17.9 Peak Horizontal 

 11234.0 31.8 18.8 50.6 54.0 -3.4 Peak Horizontal 

 12339.0 32.0 18.5 50.5 54.0 -3.5 Peak Horizontal 

* 8769.0 33.6 13.9 47.5 68.2 -20.7 Peak Vertical 

* 9721.0 34.7 14.7 49.4 68.2 -18.8 Peak Vertical 

 10970.5 33.3 18.4 51.7 54.0 -2.3 Peak Vertical 

 12152.0 31.7 18.9 50.6 54.0 -3.4 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 52 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8862.5 35.3 14.0 49.3 68.2 -18.9 Peak Horizontal 

* 10095.0 33.9 15.7 49.6 68.2 -18.6 Peak Horizontal 

 10877.0 33.9 18.2 52.1 54.0 -1.9 Peak Horizontal 

 12109.5 31.6 18.9 50.5 54.0 -3.5 Peak Horizontal 

* 8616.0 35.2 13.5 48.7 68.2 -19.5 Peak Vertical 

* 10112.0 33.7 15.8 49.5 68.2 -18.7 Peak Vertical 

 11370.0 31.8 19.0 50.8 54.0 -3.2 Peak Vertical 

 12551.5 32.4 18.6 51.0 54.0 -3.0 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 60 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8777.5 34.9 13.9 48.8 68.2 -19.4 Peak Horizontal 

* 9806.0 33.8 15.2 49.0 68.2 -19.2 Peak Horizontal 

 10894.0 33.1 18.3 51.4 54.0 -2.6 Peak Horizontal 

 11693.0 32.5 19.2 51.7 54.0 -2.3 Peak Horizontal 

* 8701.0 34.8 13.8 48.6 68.2 -19.6 Peak Vertical 

* 10078.0 34.0 15.6 49.6 68.2 -18.6 Peak Vertical 

 11021.5 33.1 18.5 51.6 54.0 -2.4 Peak Vertical 

 12177.5 32.1 18.8 50.9 54.0 -3.1 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 64 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8888.0 33.8 14.0 47.8 68.2 -20.4 Peak Horizontal 

* 10001.5 34.7 15.4 50.1 68.2 -18.1 Peak Horizontal 

 11268.0 31.9 18.8 50.7 54.0 -3.3 Peak Horizontal 

 12322.0 31.9 18.5 50.4 54.0 -3.6 Peak Horizontal 

* 8820.0 33.3 14.0 47.3 68.2 -20.9 Peak Vertical 

* 10035.5 33.9 15.5 49.4 68.2 -18.8 Peak Vertical 

 11251.0 32.0 18.8 50.8 54.0 -3.2 Peak Vertical 

 12475.0 31.6 18.5 50.1 54.0 -3.9 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 100 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8845.5 34.9 14.0 48.9 68.2 -19.3 Peak Horizontal 

* 10018.5 33.8 15.4 49.2 68.2 -19.0 Peak Horizontal 

 11191.5 32.2 18.7 50.9 54.0 -3.1 Peak Horizontal 

 12407.0 32.0 18.4 50.4 54.0 -3.6 Peak Horizontal 

* 8794.5 33.0 13.9 46.9 68.2 -21.3 Peak Vertical 

* 10001.5 34.1 15.4 49.5 68.2 -18.7 Peak Vertical 

 11276.5 32.2 18.8 51.0 54.0 -3.0 Peak Vertical 

 12109.5 32.6 18.9 51.5 54.0 -2.5 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 120 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8981.5 32.9 14.1 47.0 68.2 -21.2 Peak Horizontal 

* 10044.0 34.2 15.5 49.7 68.2 -18.5 Peak Horizontal 

 11268.0 32.2 18.8 51.0 54.0 -3.0 Peak Horizontal 

 12339.0 32.1 18.5 50.6 54.0 -3.4 Peak Horizontal 

* 8786.0 33.0 13.9 46.9 68.2 -21.3 Peak Vertical 

* 9772.0 34.9 14.9 49.8 68.2 -18.4 Peak Vertical 

 11208.5 32.0 18.8 50.8 54.0 -3.2 Peak Vertical 

 11897.0 32.6 18.6 51.2 54.0 -2.8 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 140 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8820.0 33.5 14.0 47.5 68.2 -20.7 Peak Horizontal 

* 9729.5 34.1 14.7 48.8 68.2 -19.4 Peak Horizontal 

 11217.0 31.9 18.8 50.7 54.0 -3.3 Peak Horizontal 

 11846.0 32.1 18.7 50.8 54.0 -3.2 Peak Horizontal 

* 8735.0 33.0 13.9 46.9 68.2 -21.3 Peak Vertical 

* 10214.0 33.2 16.3 49.5 68.2 -18.7 Peak Vertical 

 11242.5 32.2 18.8 51.0 54.0 -3.0 Peak Vertical 

 12441.0 31.9 18.4 50.3 54.0 -3.7 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 144 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8811.5 34.3 14.0 48.3 68.2 -19.9 Peak Horizontal 

* 10061.0 33.8 15.6 49.4 68.2 -18.8 Peak Horizontal 

 11208.5 32.9 18.8 51.7 54.0 -2.3 Peak Horizontal 

 12432.5 32.0 18.4 50.4 54.0 -3.6 Peak Horizontal 

* 8616.0 36.3 13.5 49.8 68.2 -18.4 Peak Vertical 

* 10078.0 34.2 15.6 49.8 68.2 -18.4 Peak Vertical 

 11531.5 30.8 19.4 50.2 54.0 -3.8 Peak Vertical 

 12220.0 33.6 18.7 52.3 54.0 -1.7 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 149 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8854.0 35.2 14.0 49.2 68.2 -19.0 Peak Horizontal 

* 9891.0 34.3 15.5 49.8 68.2 -18.4 Peak Horizontal 

 11455.0 31.9 19.2 51.1 54.0 -2.9 Peak Horizontal 

 12381.5 32.5 18.4 50.9 54.0 -3.1 Peak Horizontal 

* 8769.0 33.4 13.9 47.3 68.2 -20.9 Peak Vertical 

* 9899.5 35.2 15.4 50.6 68.2 -17.6 Peak Vertical 

 11072.5 33.1 18.6 51.7 54.0 -2.3 Peak Vertical 

 11914.0 33.0 18.6 51.6 54.0 -2.4 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 157 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8811.5 32.7 14.0 46.7 68.2 -21.5 Peak Horizontal 

* 10239.5 33.3 16.4 49.7 68.2 -18.5 Peak Horizontal 

 11021.5 33.3 18.5 51.8 54.0 -2.2 Peak Horizontal 

 11999.0 31.7 18.7 50.4 54.0 -3.6 Peak Horizontal 

* 8888.0 34.2 14.0 48.2 68.2 -20.0 Peak Vertical 

* 10044.0 34.2 15.5 49.7 68.2 -18.5 Peak Vertical 

 11225.5 31.9 18.8 50.7 54.0 -3.3 Peak Vertical 

 12220.0 33.4 18.7 52.1 54.0 -1.9 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 165 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8888.0 33.5 14.0 47.5 68.2 -20.7 Peak Horizontal 

* 10103.5 33.9 15.7 49.6 68.2 -18.6 Peak Horizontal 

 11191.5 32.3 18.7 51.0 54.0 -3.0 Peak Horizontal 

 12373.0 32.0 18.4 50.4 54.0 -3.6 Peak Horizontal 

* 8888.0 33.5 14.0 47.5 68.2 -20.7 Peak Vertical 

* 10103.5 33.9 15.7 49.6 68.2 -18.6 Peak Vertical 

 11191.5 32.3 18.7 51.0 54.0 -3.0 Peak Vertical 

 12373.0 32.0 18.4 50.4 54.0 -3.6 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 38 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8752.0 32.9 13.9 46.8 68.2 -21.4 Peak Horizontal 

* 9721.0 34.4 14.7 49.1 68.2 -19.1 Peak Horizontal 

 11293.5 32.1 18.9 51.0 54.0 -3.0 Peak Horizontal 

 12169.0 31.9 18.8 50.7 54.0 -3.3 Peak Horizontal 

* 8888.0 34.5 14.0 48.5 68.2 -19.7 Peak Vertical 

* 10103.5 33.6 15.7 49.3 68.2 -18.9 Peak Vertical 

 10970.5 33.2 18.4 51.6 54.0 -2.4 Peak Vertical 

 11965.0 31.5 18.6 50.1 54.0 -3.9 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 46 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8811.5 34.0 14.0 48.0 68.2 -20.2 Peak Horizontal 

* 9721.0 34.2 14.7 48.9 68.2 -19.3 Peak Horizontal 

 11276.5 32.0 18.8 50.8 54.0 -3.2 Peak Horizontal 

 12407.0 31.9 18.4 50.3 54.0 -3.7 Peak Horizontal 

* 8735.0 34.8 13.9 48.7 68.2 -19.5 Peak Vertical 

* 10095.0 33.9 15.7 49.6 68.2 -18.6 Peak Vertical 

 11276.5 32.0 18.8 50.8 54.0 -3.2 Peak Vertical 

 12424.0 31.9 18.4 50.3 54.0 -3.7 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 54 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8811.5 34.0 14.0 48.0 68.2 -20.2 Peak Horizontal 

* 9763.5 33.9 14.9 48.8 68.2 -19.4 Peak Horizontal 

 11276.5 31.3 18.8 50.1 54.0 -3.9 Peak Horizontal 

 11990.5 31.5 18.7 50.2 54.0 -3.8 Peak Horizontal 

* 8811.5 33.3 14.0 47.3 68.2 -20.9 Peak Vertical 

* 10061.0 33.5 15.6 49.1 68.2 -19.1 Peak Vertical 

 11276.5 31.3 18.8 50.1 54.0 -3.9 Peak Vertical 

 12381.5 31.2 18.4 49.6 54.0 -4.4 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 62 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8854.0 33.7 14.0 47.7 68.2 -20.5 Peak Horizontal 

* 10061.0 33.9 15.6 49.5 68.2 -18.7 Peak Horizontal 

 11072.5 32.8 18.6 51.4 54.0 -2.6 Peak Horizontal 

 12381.5 31.9 18.4 50.3 54.0 -3.7 Peak Horizontal 

* 8879.5 33.2 14.0 47.2 68.2 -21.0 Peak Vertical 

* 10052.5 33.9 15.5 49.4 68.2 -18.8 Peak Vertical 

 11208.5 31.8 18.8 50.6 54.0 -3.4 Peak Vertical 

 12109.5 32.7 18.9 51.6 54.0 -2.4 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 102 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8786.0 34.3 13.9 48.2 68.2 -20.0 Peak Horizontal 

* 9806.0 33.9 15.2 49.1 68.2 -19.1 Peak Horizontal 

 11293.5 32.0 18.9 50.9 54.0 -3.1 Peak Horizontal 

 12186.0 31.5 18.8 50.3 54.0 -3.7 Peak Horizontal 

* 8760.5 32.6 13.9 46.5 68.2 -21.7 Peak Vertical 

* 10044.0 33.8 15.5 49.3 68.2 -18.9 Peak Vertical 

 11242.5 31.8 18.8 50.6 54.0 -3.4 Peak Vertical 

 12500.5 31.7 18.5 50.2 54.0 -3.8 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 118 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8743.5 34.3 13.9 48.2 68.2 -20.0 Peak Horizontal 

* 9644.5 33.6 14.4 48.0 68.2 -20.2 Peak Horizontal 

 10928.0 32.7 18.4 51.1 54.0 -2.9 Peak Horizontal 

 11939.5 31.7 18.6 50.3 54.0 -3.7 Peak Horizontal 

* 8854.0 34.6 14.0 48.6 68.2 -19.6 Peak Vertical 

* 9959.0 34.4 15.3 49.7 68.2 -18.5 Peak Vertical 

 10970.5 34.0 18.4 52.4 54.0 -1.6 Peak Vertical 

 11948.0 32.5 18.6 51.1 54.0 -2.9 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 134 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8862.5 33.4 14.0 47.4 68.2 -20.8 Peak Horizontal 

* 9721.0 34.1 14.7 48.8 68.2 -19.4 Peak Horizontal 

 11200.0 32.1 18.7 50.8 54.0 -3.2 Peak Horizontal 

 12330.5 31.9 18.5 50.4 54.0 -3.6 Peak Horizontal 

* 8854.0 33.3 14.0 47.3 68.2 -20.9 Peak Vertical 

* 9874.0 33.9 15.8 49.7 68.2 -18.5 Peak Vertical 

 11200.0 31.9 18.7 50.6 54.0 -3.4 Peak Vertical 

 12373.0 31.6 18.4 50.0 54.0 -4.0 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 142 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8811.5 33.9 14.0 47.9 68.2 -20.3 Peak Horizontal 

* 10248.0 33.0 16.4 49.4 68.2 -18.8 Peak Horizontal 

 11123.5 33.3 18.6 51.9 54.0 -2.1 Peak Horizontal 

 12347.5 31.9 18.4 50.3 54.0 -3.7 Peak Horizontal 

* 8888.0 34.9 14.0 48.9 68.2 -19.3 Peak Vertical 

* 10129.0 33.4 15.9 49.3 68.2 -18.9 Peak Vertical 

 11293.5 31.7 18.9 50.6 54.0 -3.4 Peak Vertical 

 11905.5 32.3 18.6 50.9 54.0 -3.1 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 151 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8658.5 33.5 13.6 47.1 68.2 -21.1 Peak Horizontal 

* 10239.5 33.3 16.4 49.7 68.2 -18.5 Peak Horizontal 

 10970.5 32.8 18.4 51.2 54.0 -2.8 Peak Horizontal 

 11846.0 31.8 18.7 50.5 54.0 -3.5 Peak Horizontal 

* 8811.5 33.7 14.0 47.7 68.2 -20.5 Peak Vertical 

* 10044.0 33.9 15.5 49.4 68.2 -18.8 Peak Vertical 

 11208.5 32.3 18.8 51.1 54.0 -2.9 Peak Vertical 

 12330.5 31.6 18.5 50.1 54.0 -3.9 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT40 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 159 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8837.0 34.9 14.0 48.9 68.2 -19.3 Peak Horizontal 

* 10061.0 34.0 15.6 49.6 68.2 -18.6 Peak Horizontal 

 11072.5 34.6 18.6 53.2 54.0 -0.8 Peak Horizontal 

 11948.0 34.6 18.6 53.2 54.0 -0.8 Peak Horizontal 

* 8735.0 33.1 13.9 47.0 68.2 -21.2 Peak Vertical 

* 9857.0 34.5 16.2 50.7 68.2 -17.5 Peak Vertical 

 11123.5 32.3 18.6 50.9 54.0 -3.1 Peak Vertical 

 12407.0 31.7 18.4 50.1 54.0 -3.9 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 42 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8777.5 32.5 13.9 46.4 68.2 -21.8 Peak Horizontal 

* 9950.5 34.0 15.3 49.3 68.2 -18.9 Peak Horizontal 

 10928.0 33.2 18.4 51.6 54.0 -2.4 Peak Horizontal 

 11846.0 31.6 18.7 50.3 54.0 -3.7 Peak Horizontal 

* 8743.5 32.7 13.9 46.6 68.2 -21.6 Peak Vertical 

* 10069.5 33.8 15.6 49.4 68.2 -18.8 Peak Vertical 

 11336.0 31.8 19.0 50.8 54.0 -3.2 Peak Vertical 

 12058.5 31.8 18.8 50.6 54.0 -3.4 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 58 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8769.0 33.3 13.9 47.2 68.2 -21.0 Peak Horizontal 

* 9959.0 34.1 15.3 49.4 68.2 -18.8 Peak Horizontal 

 11259.5 32.1 18.8 50.9 54.0 -3.1 Peak Horizontal 

 12135.0 31.8 18.9 50.7 54.0 -3.3 Peak Horizontal 

* 8735.0 33.9 13.9 47.8 68.2 -20.4 Peak Vertical 

* 10095.0 33.7 15.7 49.4 68.2 -18.8 Peak Vertical 

 11055.5 32.4 18.5 50.9 54.0 -3.1 Peak Vertical 

 12245.5 31.7 18.7 50.4 54.0 -3.6 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 106 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8658.5 34.4 13.6 48.0 68.2 -20.2 Peak Horizontal 

* 9925.0 34.4 15.3 49.7 68.2 -18.5 Peak Horizontal 

 11217.0 32.0 18.8 50.8 54.0 -3.2 Peak Horizontal 

 12058.5 31.5 18.8 50.3 54.0 -3.7 Peak Horizontal 

* 8888.0 34.0 14.0 48.0 68.2 -20.2 Peak Vertical 

* 9729.5 33.7 14.7 48.4 68.2 -19.8 Peak Vertical 

 10996.0 32.5 18.5 51.0 54.0 -3.0 Peak Vertical 

 11982.0 31.6 18.7 50.3 54.0 -3.7 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 122 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8803.0 35.0 14.0 49.0 68.2 -19.2 Peak Horizontal 

* 10061.0 33.7 15.6 49.3 68.2 -18.9 Peak Horizontal 

 11259.5 31.6 18.8 50.4 54.0 -3.6 Peak Horizontal 

 12381.5 32.8 18.4 51.2 54.0 -2.8 Peak Horizontal 

* 8769.0 33.9 13.9 47.8 68.2 -20.4 Peak Vertical 

* 10231.0 32.8 16.4 49.2 68.2 -19.0 Peak Vertical 

 11200.0 32.2 18.7 50.9 54.0 -3.1 Peak Vertical 

 12356.0 31.6 18.4 50.0 54.0 -4.0 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 138 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8769.0 34.6 13.9 48.5 68.2 -19.7 Peak Horizontal 

* 9925.0 34.4 15.3 49.7 68.2 -18.5 Peak Horizontal 

 11132.0 32.5 18.6 51.1 54.0 -2.9 Peak Horizontal 

 12237.0 31.8 18.7 50.5 54.0 -3.5 Peak Horizontal 

* 8820.0 34.5 14.0 48.5 68.2 -19.7 Peak Vertical 

* 10035.5 34.8 15.5 50.3 68.2 -17.9 Peak Vertical 

 11047.0 33.0 18.5 51.5 54.0 -2.5 Peak Vertical 

 12024.5 32.5 18.8 51.3 54.0 -2.7 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT80 - Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 
Test Channel: 155 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8658.5 34.1 13.6 47.7 68.2 -20.5 Peak Horizontal 

* 10052.5 33.8 15.5 49.3 68.2 -18.9 Peak Horizontal 

 11021.5 34.1 18.5 52.6 54.0 -1.4 Peak Horizontal 

 12381.5 32.3 18.4 50.7 54.0 -3.3 Peak Horizontal 

* 8913.5 32.9 14.0 46.9 68.2 -21.3 Peak Vertical 

* 10027.0 34.3 15.4 49.7 68.2 -18.5 Peak Vertical 

 11251.0 31.9 18.8 50.7 54.0 -3.3 Peak Vertical 

 12517.5 31.8 18.6 50.4 54.0 -3.6 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  

802.11ac-VHT80+80 - Ant 0 + 1 / 

Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 

Test Channel: 42 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8769.0 33.8 13.9 47.7 68.2 -20.5 Peak Horizontal 

* 9908.0 34.5 15.3 49.8 68.2 -18.4 Peak Horizontal 

 11242.5 31.9 18.8 50.7 54.0 -3.3 Peak Horizontal 

 12075.5 32.7 18.9 51.6 54.0 -2.4 Peak Horizontal 

* 8769.0 33.0 13.9 46.9 68.2 -21.3 Peak Vertical 

* 10069.5 34.1 15.6 49.7 68.2 -18.5 Peak Vertical 

 11013.0 32.4 18.5 50.9 54.0 -3.1 Peak Vertical 

 11897.0 31.8 18.6 50.4 54.0 -3.6 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  

802.11ac-VHT80+80 - Ant 0 + 1 / 

Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 

Test Channel: 58 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8854.0 35.3 14.0 49.3 68.2 -18.9 Peak Horizontal 

* 10265.0 34.5 16.5 51.0 68.2 -17.2 Peak Horizontal 

 11072.5 34.6 18.6 53.2 54.0 -0.8 Peak Horizontal 

 12050.0 32.9 18.8 51.7 54.0 -2.3 Peak Horizontal 

* 8692.5 34.8 13.7 48.5 68.2 -19.7 Peak Vertical 

* 9908.0 34.7 15.3 50.0 68.2 -18.2 Peak Vertical 

 11123.5 32.7 18.6 51.3 54.0 -2.7 Peak Vertical 

 12305.0 31.5 18.5 50.0 54.0 -4.0 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 

 



Report No.: 1710TW0107-T3 

 

Page Number: 864 of 1034 

 

Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  

802.11ac-VHT80+80 - Ant 0 + 1 / 

Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 

Test Channel: 106 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8769.0 33.3 13.9 47.2 68.2 -21.0 Peak Horizontal 

* 9857.0 34.8 16.2 51.0 68.2 -17.2 Peak Horizontal 

 11149.0 32.3 18.7 51.0 54.0 -3.0 Peak Horizontal 

 11931.0 32.2 18.6 50.8 54.0 -3.2 Peak Horizontal 

* 8803.0 33.8 14.0 47.8 68.2 -20.4 Peak Vertical 

* 10129.0 35.2 15.9 51.1 68.2 -17.1 Peak Vertical 

 11429.5 32.6 19.2 51.8 54.0 -2.2 Peak Vertical 

 12500.5 32.2 18.5 50.7 54.0 -3.3 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  

802.11ac-VHT80+80 - Ant 0 + 1 / 

Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 

Test Channel: 122 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8888.0 33.7 14.0 47.7 68.2 -20.5 Peak Horizontal 

* 10069.5 33.8 15.6 49.4 68.2 -18.8 Peak Horizontal 

 11574.0 30.9 19.5 50.4 54.0 -3.6 Peak Horizontal 

 12424.0 31.5 18.4 49.9 54.0 -4.1 Peak Horizontal 

* 8854.0 34.2 14.0 48.2 68.2 -20.0 Peak Vertical 

* 10069.5 33.8 15.6 49.4 68.2 -18.8 Peak Vertical 

 11846.0 31.3 18.7 50.0 54.0 -4.0 Peak Vertical 

 12500.5 31.7 18.5 50.2 54.0 -3.8 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  

802.11ac-VHT80+80 - Ant 0 + 1 / 

Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 

Test Channel: 138 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8616.0 34.3 13.5 47.8 68.2 -20.4 Peak Horizontal 

* 9712.5 33.8 14.7 48.5 68.2 -19.7 Peak Horizontal 

 11251.0 32.0 18.8 50.8 54.0 -3.2 Peak Horizontal 

 12305.0 32.1 18.5 50.6 54.0 -3.4 Peak Horizontal 

* 8854.0 34.0 14.0 48.0 68.2 -20.2 Peak Vertical 

* 10018.5 33.6 15.4 49.0 68.2 -19.2 Peak Vertical 

 11336.0 31.4 19.0 50.4 54.0 -3.6 Peak Vertical 

 12271.0 32.1 18.6 50.7 54.0 -3.3 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  

802.11ac-VHT80+80 - Ant 0 + 1 / 

Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 

Test Channel: 155 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8735.0 34.1 13.9 48.0 68.2 -20.2 Peak Horizontal 

* 9772.0 34.1 14.9 49.0 68.2 -19.2 Peak Horizontal 

 11276.5 32.8 18.8 51.6 54.0 -2.4 Peak Horizontal 

 12449.5 31.5 18.4 49.9 54.0 -4.1 Peak Horizontal 

* 8905.0 33.2 14.0 47.2 68.2 -21.0 Peak Vertical 

* 10001.5 33.8 15.4 49.2 68.2 -19.0 Peak Vertical 

 11021.5 32.5 18.5 51.0 54.0 -3.0 Peak Vertical 

 11948.0 33.2 18.6 51.8 54.0 -2.2 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  

802.11ac-VHT80+80 - Ant 2 + 3 / 

Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 

Test Channel: 42 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8718.0 34.6 13.8 48.4 68.2 -19.8 Peak Horizontal 

* 10095.0 33.3 15.7 49.0 68.2 -19.2 Peak Horizontal 

 11404.0 31.6 19.1 50.7 54.0 -3.3 Peak Horizontal 

 12517.5 31.2 18.6 49.8 54.0 -4.2 Peak Horizontal 

* 8837.0 34.9 14.0 48.9 68.2 -19.3 Peak Vertical 

* 10035.5 34.1 15.5 49.6 68.2 -18.6 Peak Vertical 

 11055.5 32.9 18.5 51.4 54.0 -2.6 Peak Vertical 

 12220.0 32.6 18.7 51.3 54.0 -2.7 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  

802.11ac-VHT80+80 - Ant 2 + 3 / 

Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 

Test Channel: 58 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8769.0 34.9 13.9 48.8 68.2 -19.4 Peak Horizontal 

* 9772.0 34.2 14.9 49.1 68.2 -19.1 Peak Horizontal 

 11242.5 32.2 18.8 51.0 54.0 -3.0 Peak Horizontal 

 12509.0 32.0 18.5 50.5 54.0 -3.5 Peak Horizontal 

* 8811.5 34.4 14.0 48.4 68.2 -19.8 Peak Vertical 

* 10103.5 33.9 15.7 49.6 68.2 -18.6 Peak Vertical 

 10970.5 33.9 18.4 52.3 54.0 -1.7 Peak Vertical 

 12109.5 32.1 18.9 51.0 54.0 -3.0 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  

802.11ac-VHT80+80 - Ant 2 + 3 / 

Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 

Test Channel: 106 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8582.0 34.8 13.4 48.2 68.2 -20.0 Peak Horizontal 

* 10205.5 33.8 16.2 50.0 68.2 -18.2 Peak Horizontal 

 11268.0 32.1 18.8 50.9 54.0 -3.1 Peak Horizontal 

 12670.5 31.7 18.7 50.4 54.0 -3.6 Peak Horizontal 

* 8845.5 34.8 14.0 48.8 68.2 -19.4 Peak Vertical 

* 10137.5 33.9 15.9 49.8 68.2 -18.4 Peak Vertical 

 11140.5 32.0 18.7 50.7 54.0 -3.3 Peak Vertical 

 11812.0 31.8 18.7 50.5 54.0 -3.5 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  

802.11ac-VHT80+80 - Ant 2 + 3 / 

Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 

Test Channel: 122 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8701.0 34.7 13.8 48.5 68.2 -19.7 Peak Horizontal 

* 10044.0 34.3 15.5 49.8 68.2 -18.4 Peak Horizontal 

 11285.0 31.9 18.8 50.7 54.0 -3.3 Peak Horizontal 

 12271.0 32.1 18.6 50.7 54.0 -3.3 Peak Horizontal 

* 8930.5 33.9 14.0 47.9 68.2 -20.3 Peak Vertical 

* 9678.5 33.8 14.6 48.4 68.2 -19.8 Peak Vertical 

 10877.0 35.1 18.2 53.3 54.0 -0.7 Peak Vertical 

 11956.5 32.0 18.6 50.6 54.0 -3.4 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  

802.11ac-VHT80+80 - Ant 2 + 3 / 

Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 

Test Channel: 138 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8692.5 33.9 13.7 47.6 68.2 -20.6 Peak Horizontal 

* 9729.5 34.0 14.7 48.7 68.2 -19.5 Peak Horizontal 

 11217.0 32.2 18.8 51.0 54.0 -3.0 Peak Horizontal 

 11897.0 32.1 18.6 50.7 54.0 -3.3 Peak Horizontal 

* 8888.0 33.3 14.0 47.3 68.2 -20.9 Peak Vertical 

* 9721.0 33.7 14.7 48.4 68.2 -19.8 Peak Vertical 

 11242.5 31.8 18.8 50.6 54.0 -3.4 Peak Vertical 

 12466.5 31.4 18.5 49.9 54.0 -4.1 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Omni Antenna 

(AP-ANT-20W) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  

802.11ac-VHT80+80 - Ant 2 + 3 / 

Ant 0 + 1 + 2 + 3 

(Beam-Forming Mode) 

Test Channel: 155 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8735.0 33.5 13.9 47.4 68.2 -20.8 Peak Horizontal 

* 10052.5 33.8 15.5 49.3 68.2 -18.9 Peak Horizontal 

 11225.5 31.7 18.8 50.5 54.0 -3.5 Peak Horizontal 

 12398.5 31.6 18.4 50.0 54.0 -4.0 Peak Horizontal 

* 8811.5 34.8 14.0 48.8 68.2 -19.4 Peak Vertical 

* 9755.0 34.2 14.8 49.0 68.2 -19.2 Peak Vertical 

 11285.0 31.8 18.8 50.6 54.0 -3.4 Peak Vertical 

 12432.5 31.8 18.4 50.2 54.0 -3.8 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Directional 

Antenna (ANT-4x4-5314) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11a - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 36 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 7043.5 34.8 11.0 45.8 68.2 -22.4 Peak Horizontal 

* 7842.5 35.0 12.4 47.4 68.2 -20.8 Peak Horizontal 

 10877.0 33.2 18.2 51.4 54.0 -2.6 Peak Horizontal 

 11999.0 32.7 18.7 51.4 54.0 -2.6 Peak Horizontal 

* 7851.0 34.9 12.4 47.3 68.2 -20.9 Peak Vertical 

* 8735.0 32.8 13.9 46.7 68.2 -21.5 Peak Vertical 

 10962.0 31.6 18.4 50.0 54.0 -4.0 Peak Vertical 

 11744.0 30.7 18.9 49.6 54.0 -4.4 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Directional 

Antenna (ANT-4x4-5314) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11a - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 44 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8837.0 34.8 14.0 48.8 68.2 -19.4 Peak Horizontal 

* 9797.5 33.6 15.1 48.7 68.2 -19.5 Peak Horizontal 

 10979.0 32.2 18.5 50.7 54.0 -3.3 Peak Horizontal 

 11795.0 31.9 18.8 50.7 54.0 -3.3 Peak Horizontal 

* 8811.5 32.3 14.0 46.3 68.2 -21.9 Peak Vertical 

* 9899.5 33.5 15.4 48.9 68.2 -19.3 Peak Vertical 

 10894.0 32.7 18.3 51.0 54.0 -3.0 Peak Vertical 

 11905.5 31.9 18.6 50.5 54.0 -3.5 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Directional 

Antenna (ANT-4x4-5314) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11a - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 48 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 7927.5 35.7 12.4 48.1 68.2 -20.1 Peak Horizontal 

* 8735.0 33.2 13.9 47.1 68.2 -21.1 Peak Horizontal 

 11047.0 31.9 18.5 50.4 54.0 -3.6 Peak Horizontal 

 11948.0 31.5 18.6 50.1 54.0 -3.9 Peak Horizontal 

* 8752.0 34.7 13.9 48.6 68.2 -19.6 Peak Vertical 

* 9721.0 33.2 14.7 47.9 68.2 -20.3 Peak Vertical 

 11072.5 32.4 18.6 51.0 54.0 -3.0 Peak Vertical 

 11948.0 32.7 18.6 51.3 54.0 -2.7 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Directional 

Antenna (ANT-4x4-5314) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11a - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 52 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 7987.0 35.8 12.5 48.3 68.2 -19.9 Peak Horizontal 

* 8735.0 32.6 13.9 46.5 68.2 -21.7 Peak Horizontal 

 11191.5 31.2 18.7 49.9 54.0 -4.1 Peak Horizontal 

 12007.5 30.9 18.7 49.6 54.0 -4.4 Peak Horizontal 

* 8837.0 33.4 14.0 47.4 68.2 -20.8 Peak Vertical 

* 10103.5 33.2 15.7 48.9 68.2 -19.3 Peak Vertical 

 11021.5 32.5 18.5 51.0 54.0 -3.0 Peak Vertical 

 12109.5 32.0 18.9 50.9 54.0 -3.1 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 

 



Report No.: 1710TW0107-T3 

 

Page Number: 878 of 1034 

 

Product 
ACCESS POINT - Directional 

Antenna (ANT-4x4-5314) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11a - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 60 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8879.5 34.7 13.3 48.0 68.2 -20.2 Peak Horizontal 

* 9772.0 33.8 14.3 48.1 68.2 -20.1 Peak Horizontal 

 11021.5 32.6 17.7 50.3 54.0 -3.7 Peak Horizontal 

 12169.0 32.2 18.1 50.3 54.0 -3.7 Peak Horizontal 

* 8811.5 34.3 14.0 48.3 68.2 -19.9 Peak Vertical 

* 9882.5 33.3 15.6 48.9 68.2 -19.3 Peak Vertical 

 11234.0 31.9 18.8 50.7 54.0 -3.3 Peak Vertical 

 12169.0 31.3 18.8 50.1 54.0 -3.9 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Directional 

Antenna (ANT-4x4-5314) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11a - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 64 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8828.5 33.6 15.1 48.7 68.2 -19.5 Peak Horizontal 

* 9814.5 32.1 16.5 48.6 68.2 -19.6 Peak Horizontal 

 10979.0 31.0 19.3 50.3 54.0 -3.7 Peak Horizontal 

 11871.5 31.4 19.3 50.7 54.0 -3.3 Peak Horizontal 

* 8854.0 32.9 14.0 46.9 68.2 -21.3 Peak Vertical 

* 10069.5 33.2 15.6 48.8 68.2 -19.4 Peak Vertical 

 11021.5 32.9 18.5 51.4 54.0 -2.6 Peak Vertical 

 11905.5 32.8 18.6 51.4 54.0 -2.6 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Directional 

Antenna (ANT-4x4-5314) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11a - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 100 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8888.0 34.8 14.0 48.8 68.2 -19.4 Peak Horizontal 

* 9814.5 33.7 15.4 49.1 68.2 -19.1 Peak Horizontal 

 11047.0 33.5 18.5 52.0 54.0 -2.0 Peak Horizontal 

 12007.5 31.0 18.7 49.7 54.0 -4.3 Peak Horizontal 

* 8769.0 33.3 13.9 47.2 68.2 -21.0 Peak Vertical 

* 10316.0 34.7 16.7 51.4 68.2 -16.8 Peak Vertical 

 11540.0 32.6 19.4 52.0 54.0 -2.0 Peak Vertical 

 12492.0 33.0 18.5 51.5 54.0 -2.5 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Directional 

Antenna (ANT-4x4-5314) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11a - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 120 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8701.0 34.6 13.8 48.4 68.2 -19.8 Peak Horizontal 

* 9814.5 33.4 15.4 48.8 68.2 -19.4 Peak Horizontal 

 10953.5 33.2 18.4 51.6 54.0 -2.4 Peak Horizontal 

 11999.0 33.5 18.7 52.2 54.0 -1.8 Peak Horizontal 

* 8769.0 33.3 13.9 47.2 68.2 -21.0 Peak Vertical 

* 9755.0 36.1 14.8 50.9 68.2 -17.3 Peak Vertical 

 10885.5 33.7 18.3 52.0 54.0 -2.0 Peak Vertical 

 11914.0 33.3 18.6 51.9 54.0 -2.1 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Directional 

Antenna (ANT-4x4-5314) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11a - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 140 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8777.5 34.6 13.9 48.5 68.2 -19.7 Peak Horizontal 

* 10112.0 33.2 15.8 49.0 68.2 -19.2 Peak Horizontal 

 10987.5 32.5 18.5 51.0 54.0 -3.0 Peak Horizontal 

 11905.5 32.5 18.6 51.1 54.0 -2.9 Peak Horizontal 

* 8888.0 34.6 14.0 48.6 68.2 -19.6 Peak Vertical 

* 9857.0 33.2 16.2 49.4 68.2 -18.8 Peak Vertical 

 11276.5 31.7 18.8 50.5 54.0 -3.5 Peak Vertical 

 12109.5 32.0 18.9 50.9 54.0 -3.1 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Directional 

Antenna (ANT-4x4-5314) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11a - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 144 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8803.0 34.4 14.0 48.4 68.2 -19.8 Peak Horizontal 

* 9721.0 35.1 14.7 49.8 68.2 -18.4 Peak Horizontal 

 11064.0 33.2 18.5 51.7 54.0 -2.3 Peak Horizontal 

 11965.0 32.8 18.6 51.4 54.0 -2.6 Peak Horizontal 

* 8658.5 33.6 13.6 47.2 68.2 -21.0 Peak Vertical 

* 9925.0 33.5 15.3 48.8 68.2 -19.4 Peak Vertical 

 11021.5 31.6 18.5 50.1 54.0 -3.9 Peak Vertical 

 11863.0 31.6 18.7 50.3 54.0 -3.7 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Directional 

Antenna (ANT-4x4-5314) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11a - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 149 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8803.0 34.3 14.0 48.3 68.2 -19.9 Peak Horizontal 

* 9721.0 33.2 14.7 47.9 68.2 -20.3 Peak Horizontal 

 11038.5 31.8 18.5 50.3 54.0 -3.7 Peak Horizontal 

 11710.0 31.2 19.1 50.3 54.0 -3.7 Peak Horizontal 

* 8862.5 34.2 14.0 48.2 68.2 -20.0 Peak Vertical 

* 9857.0 33.6 16.2 49.8 68.2 -18.4 Peak Vertical 

 10970.5 32.1 18.4 50.5 54.0 -3.5 Peak Vertical 

 12169.0 31.5 18.8 50.3 54.0 -3.7 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Directional 

Antenna (ANT-4x4-5314) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11a - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 157 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8888.0 33.4 14.0 47.4 68.2 -20.8 Peak Horizontal 

* 9984.5 33.9 15.4 49.3 68.2 -18.9 Peak Horizontal 

 11064.0 32.0 18.5 50.5 54.0 -3.5 Peak Horizontal 

 12194.5 31.5 18.8 50.3 54.0 -3.7 Peak Horizontal 

* 8811.5 33.0 14.0 47.0 68.2 -21.2 Peak Vertical 

* 9814.5 33.9 15.4 49.3 68.2 -18.9 Peak Vertical 

 11072.5 33.4 18.6 52.0 54.0 -2.0 Peak Vertical 

 12271.0 33.1 18.6 51.7 54.0 -2.3 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Directional 

Antenna (ANT-4x4-5314) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11a - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 165 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8845.5 34.6 14.0 48.6 68.2 -19.6 Peak Horizontal 

* 9959.0 35.7 15.3 51.0 68.2 -17.2 Peak Horizontal 

 11123.5 34.1 18.6 52.7 54.0 -1.3 Peak Horizontal 

 11931.0 33.7 18.6 52.3 54.0 -1.7 Peak Horizontal 

* 8726.5 35.0 13.8 48.8 68.2 -19.4 Peak Vertical 

* 9899.5 34.2 15.4 49.6 68.2 -18.6 Peak Vertical 

 10885.5 33.9 18.3 52.2 54.0 -1.8 Peak Vertical 

 12033.0 32.6 18.8 51.4 54.0 -2.6 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Product 
ACCESS POINT - Directional 

Antenna (ANT-4x4-5314) 
Temperature 26°C 

Test Engineer Kevin Ker Relative Humidity 57 % 

Test Site AC1 Test Date 2018/02/28 

Test Mode:  
802.11ac-VHT20 - Ant 0 + 1 + 2 + 3 

(CDD Mode) 
Test Channel: 36 

Remark: 1. Average measurement was not performed if peak level lower than average 

limit. 

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show 

in the report. 

 

Mark Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

* 8658.5 34.5 13.6 48.1 68.2 -20.1 Peak Horizontal 

* 9678.5 35.0 14.6 49.6 68.2 -18.6 Peak Horizontal 

 11115.0 33.1 18.6 51.7 54.0 -2.3 Peak Horizontal 

 11786.5 32.6 18.8 51.4 54.0 -2.6 Peak Horizontal 

* 8769.0 32.9 13.9 46.8 68.2 -21.4 Peak Vertical 

* 9865.5 33.6 16.0 49.6 68.2 -18.6 Peak Vertical 

 10834.5 34.1 18.1 52.2 54.0 -1.8 Peak Vertical 

 11659.0 32.9 19.3 52.2 54.0 -1.8 Peak Vertical 

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength 

limit in dBμV/m can be determined by adding a “conversion” factor of 95.2dB to the EIRP limit of 

-27dBm/MHz to obtain the limit for out of band spurious emissions. 

Note 2: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 

 

 


