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WEISHANG Certification Co., Ltd.  Report No.: WSJX2601001(R)

General Information
Equipment Under Test | Receiver
Model Number VXDO03

Series Model Number

The difference among of models VXDO03 P, VXDO03 B, VXDO03
W, VXDO03 G, VXDO03 LG, VXD03 DP, VXD03 LB, VXD03 FG,
VXD03 O, VXD03 R, VXDO03 LD, VXDO03 GR, VXDO03 SY,
VXDO03 AQ is different appearance colour.

All covered models have electrically identical on the circuitry to
each other, within the model designations for sales purposes
only.

Applicant

VAXEE Corporation

Manufacture

VAXEE Corporation

1.1 EUT Description

Serial Number

Receipt Date
Input Voltage

Power From

Operate Frequency
Modulation Technique
Data Rate

Number of Channels
Channel spacing

Antenna Type

Antenna gain

QR-78-A-01.10 REPORT

1005
Jan. 7, 2026

DC 5V --- From USB

Olinside MOutside
OAdaptor OBattery OAC Power Source
ODC Power Source MSupport Unit PC

Refer to the channel list as described below
GFSK

1M bps

40

ONA B 2 MHz

Mintegral antenna: _PCB Antenna

Oa dedicated antenna

-6.24 dBI
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WEISHANG Certification Co., Ltd.  Report No.: WSJX2601001(R)

CERTIFICATE OF COMPLIANCE

According to

TELEC-T401 (2022-10):
- Item 19 of Article 2

MIC notification No. 88 of 2004, Annex 43:
- Article 2 Paragraph 1 Item 19

Output Power :| GFSK: 0.922 mW
Carrier Sense :/ OYes M™MNo
ITU Designator :| 1M3F1D

Measurement procedure used:

TELEC-T401 V10.2 (2022-10)

The above equipment was tested by WEISHANG Certification Co., Ltd. for compliance with the
requirements set forth in the TELEC-T401 and the technical standards mentioned above. The
results of testing in this report apply only to the product/system, which was tested.

This test report shall not be allowed to reproducing in part without written approval of WEISHANG
Certification Co., Ltd.

Approved by: Reviewed by:

FEB. 23, 2026 Bﬁw |/v\ FEB. 23, 2026 j@ %f

Date Engineering Supervisor Date Test Engineer
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WEISHANG Certification Co., Ltd.  Report No.: WSJX2601001(R)

2. Test Configuration of Equipment under Test

2.1 Test Mode and Test Software

a. Test Software: PXI_LinK_EMI_Tool
b. The following test mode and test software was performed for RF test:
e CHOO0: 2402MHz, CH19: 2440MHz, CH39: 2480MHz

2.2 Carrier Frequency of Channels

Channel Fr?ﬁﬂllj_g;cy Channel Fr(?ﬁ/lllj_'ezr;cy
00 2402 21 2444
01 2404 22 2446
02 2406 23 2448
03 2408 24 2450
04 2410 25 2452
05 2412 26 2454
06 2414 27 2456
07 2416 28 2458
08 2418 29 2460
09 2420 30 2462
10 2422 31 2464
11 2424 32 2466
12 2426 33 2468
13 2428 34 2470
14 2430 35 2472
15 2432 36 2474
16 2434 37 2476
17 2436 38 2478
18 2438 39 2480
19 2440
20 2442

2.3 General Information of Test
Normal Voltage : 5V
Test Voltage: Extreme Voltage(+10%) : 5.5V
Extreme Voltage(-10%) : 4.5V

2.4 Measurement Uncertainty

Measurement Item Uncertainty
Frequency Error 10.13ppm

Occupied Bandwidth 10.03MHz

Spread Bandwidth 10.03MHz

Output Power Tolerance +0.015mwW

TX/RX Spurious Emissions 10.017mwW

Carrier Sensing Function 10.05mV

QR-78-A-01.10 REPORT Page No. : 50of 80
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WEISHANG Certification Co., Ltd.

Report No.: WSJX2601001(R)

% TABLELIST OF TEST AND MEASUREMENT EQUIPMENT

. : Cal.
Last Cal. | Next Cal. | Calibration
Iltem Instrument Manufacturer Model No. S/IN 4 Method
Date Date Autharity
(See the note)

1. Spectrum Analyzer HP 8691EM 72412A00110 2025/04/13 | 2026/04/13 ETC c)
2. Pre Amplifier MLT PREAMP6G-01 20110209 2025/03/18 | 2026/03/18 ETC c)
3. Pre Amplifier MLT PREAMP6G-02 20110301 2025/03/18 | 2026/03/18 ETC c)
4. Biconilog Antenna EMCO 3142C 00044568 2025/11/14 | 2026/11/14 ETC c)

2025/01/12 | 2026/01/12
5. Spectrum Analyzer Agilent E7403A US40240137 ETC c)

2026/01/12 | 2027/01/12
6. LISN EMCO 3825/2 2654 2025/12/09 | 2026/12/09 ETC c)
7. Spectrum Analyzer Agilent E4446A US44300422 2025/03/14 2026/03/14 ETC c)
8. Home Antenna SCHWARZBECK BBHA 9120D 304 2025/02/20 | 2026/02/20 ETC c)
9. Home Antenna SCHWARZBECK BBHA 9170 9170181 2025/12/04 | 2026/12/04 ETC c)

0.10~19.1GHz
10. Pre Amplifier MLT RFO1 2025/03/18 | 2026/03/18 ETC c)
60dBm

11. Pre Amplifier Herotek A402-417 30690 2025/11/27 | 2026/11/27 ETC c)
12. | Spectrum Analyzer Agilent N9010A MY50060164 2025/03/28 | 2026/03/28 ETC c)
13. Signal Generator Agilent 8648C 3629U00612 2025/07/31 2026/07/31 ETC c)
14. Power Meter Anritsu ML2495A 1224005 2025/07/31 2026/07/31 ETC c)
15. Power Sensor Anritsu MA2411B 1207295 2025/07/31 2026/07/31 ETC c)

v The calibrations are traceable to NML/R.O.C.

% Calibration interval of instruments listed above is one year

% Note: Calibration Method
a) : Calibration conducted by the National Institute of Information and

b) :

Communications Technology(NICT) or a designated calibration agency under

Article 102-18 paragraph (1) of the Radio Law.
Calibration conducted pursuant to the provisions of Article 135 or Article 144 of

the Measurement Law (Law No. 51 of 1992) Japan Calibration Service System.
c) : Calibration conducted in foreign countries, which shall be equivalent to the
calibration conducted by the NICT or a designated calibration agency under
Article 102-18 paragraph (1).
d) : Calibration conducted by using other equipment that listed above from a) to c).
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WEISHANG Certification Co., Ltd.  Report No.: WSJX2601001(R)

3. Transmitter Parameters
3.1 Frequency Error

3.1.1 Test Limit
Limits: + 50 X 106, 50ppm

3.1.2 Test Procedures

According to TELEC-T401, Test item frequency error measuring procedures.

3.1.3 Test Setup

Equipment Dummy load Frequency
under test (Attenuator) meter

3.1.4 Test Result and Data

Test date: Jan. 08, 2026 Ambient temperature: 20°C
Atmospheric pressure: 1019hPa Relative humidity: 60%

Test Operation Frequency (MHz) / Frequency Error (ppm)
Conditions CHO 2402MHz CH19 2440MHz CH39 2480MHz
Modulation type: GFSK

Vnom 2401.9696 -12.49 2439.9682 -13.04 2479.9688 -12.58

Vmax 2401.9813 -7.79 2439.9701 -12.25 2479.9568 -17.42

Vmin 2401.9799 -8.37 2439.9722 -11.39 2479.9801 -8.02

QR-78-A-01.10 REPORT Page No. : 7of 80
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WEISHANG Certification Co., Ltd.  Report No.: WSJX2601001(R)

3.2 Occupied Bandwidth
3.2.1 Test Limit

Modulation type Occupied Band Width
FH - FH+DS - FH+OFDM < 83.5 MHz
DS <26 MHz
Other < 26 MHz
802.11n HT40 < 38 MHZ

3.2.2 Test Procedures

According TELEC-T401, test item occupied bandwidth and spreading bandwidth, measuring

procedures.

3.2.3 Test Setup

Equipment Dummy load Spectrum

under test (Attenuator) analyzer

Modulation Computer
signal generator

3.2.4 Test Result and Data

Test date: Jan. 08, 2026 Ambient temperature: 20°C
Atmospheric pressure: 1019hPa Relative humidity: 60%
Test Operation Frequency (MHz) / Occupied Bandwidth (MHz)
Conditions CHO 2402MHz CH19 2440MHz CH39 2480MHz

Modulation type: GFSK

Vhom 1.30 1.30 1.30

Vmax 1.30 1.30 1.30

Vmin 1.30 1.30 1.30
QR-78-A-01.10 REPORT Page No. : 8 of 80
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WEISHANG Certification Co., Ltd.  Report No.: WSJX2601001(R)

Modulation Type: GFSK
Channel: 2402MHz

Agilent Spectrum Analyzer - Occupied BW

@ [ rF |so@ aC | CORReC | SEMSE:INT| ALIGNAUTO | 12:31:53 PM Jan08, 2026
Center Freq 2.402000000 GHz Center Freq: 2.402000000 GHz Radio Std: None Trace/Detector

) Trig:Free Run Avg|Hold:>10/10

#IFGain:Low ™ kAtten: 10 dB Radio Device: BTS

Ref 100.0 mW

Clear Write

Center 2.402 GHz
#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power
1.2990 MHz

Transmit Freq Error -45.948 kHz OBW Power 99.00 %
x dB Bandwidth 1.873 MHz x dB -26.00 dB

Eﬁﬁﬂ\ms
Channel: 2440MHz

Agilent Spectrum Analyzer - Occupied BW

o | RF S0 AC | CORREC | : ALIGN AUTO 12:34:44 PM 1an(8, 2026

Center Freq 2.440000000 GHz Center Freq: 2.140000000 GHz Radio Std: None Trace/Detector
[ Trig: Free Run Avg|Hold:>10/10

#IFGain:Low #Atten: 10 dB Radio Device: BTS

Rer 100.0 mW

Clear Write

Center 2.44 GHz
#Res BW 300 kHz #/BW 300 kHz

Occupied Bandwidth Total Power
1.3001 MHz

Transmit Freq Error -46.747 kHz OBW Power 99.00 %
x dB Bandwidth 1.883 MHz x dB -26.00 dB

wsc L Alignment Completed g smatus

QR-78-A-01.10 REPORT Page No.: 9of 80
Issue Date : 2026 / 02 / 23



WEISHANG Certification Co., Ltd.  Report No.: WSJX2601001(R)

Channel: 2480MHz

Agilent Spectrum Analyzer - Occupied BW

@ | R |sow ac | CORREC | SEMSE:INT| ALIGNAUTO 12:35:36 PM Jan 08, 2026
Center Freq 2.480000000 GHz Center Freq: 2.480000000 GHz Radio Std: None Trace/Detector
[ Trig: Free Run Avg|Hold:>10/10
#IFGain:Low #Atten: 10 <dB Radio Device: BTS

Ref 100.0 mW

Clear Write

Center 2.48 GHz
#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power
1.2961 MHz

Transmit Freq Error -46.050 kHz OBW Power
x dB Bandwidth 1.876 MHz x dB -26.00 dB

I
Average

[ a—
Max Hold
]
Min Hold
—
Detector

Peak»

Auto Man
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WEISHANG Certification Co., Ltd.  Report No.: WSJX2601001(R)

3.3 RF Output Power Tolerance
3.3.1 Test Limit

1. tolerance: +20 % ~ - 80%

2. output power:
(1) FH ~ FH+DS - FH+OFDM < 3mW/MHz
(2) OFDM ~ DS < 10mW/MHz
(3) Other <10mw

3.3.2 Test Procedure

According to TELEC-T401, test item antenna power error measuring procedure.

3.3.3 Test Setup

Equipment Dummy load Spectrum Power
under test (Attenuator) analyzer | ifoutput | meter
Modulation
signal generator
3.3.4 Test Result and Data
Test date: Jan. 08, 2026 Ambient temperature: 20°C
Atmospheric pressure: 1019hPa Relative humidity: 60%

Operation Frequency (MHz) / Output Power

Test
Conditions CHO 2402MHz CH19 2440MHz CH39 2480MHz

mw % mw | % mw %
Modulation type: GFSK

Vhom 0.922 0.00 0.885 -4.01 0.884 -4.12

Vmax 0.918 -0.43 0.881 -4.45 0.873 -5.31

Vmin 0.916 -0.65 0.880 -4.56 0.879 -4.67
QR-78-A-01.10 REPORT Page No. : 11 of 80
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WEISHANG Certification Co., Ltd.  Report No.: WSJX2601001(R)

3.4 Spurious Emissions

3.4.1 Test Limit

Frequency Band Limit
( For 2400 ~ 2483.5 MHz)
*1 <2387MHz 2.5 yW/MHz
*2 2387MHz ~ 2400MHz 25 yW/MHz
*3 2483.5MHz ~ 2496.5MHz 25 yW/MHz
*4 >2496.5MHz 2.5 yW/MHz

3.4.2 Test Procedure

According to TELEC-T401 Spurious and unwanted emission intensity measuring procedure.

3.4.3 Test Setup

Equipment Dummy load Spectrum

under test (Attenuator) analyzer

Modulation Computer
signal generator

QR-78-A-01.10 REPORT Page No. : 12 of 80
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WEISHANG Certification Co., Ltd.  Report No.: WSJX2601001(R)

3.4.4 Test Result and Data

Test date: Jan. 08, 2026
Atmospheric pressure: 1019hPa

Ambient temperature: 20°C
Relative humidity: 60%

2. The compensation factor 15.2dB is included in the test result.

3. “*” means the worst emission level for each frequency band

QR-78-A-01.10 REPORT

Modulation type: GFSK
Operation Frequency (MHz) / Spurious Emission
i CHO 2402MHz CH19 2440MHz CH39 2480MHz
Conditions < 2387MHz < 2387MHz < 2387MHz
MHz pW/MHz MHz pW/MHz MHz pW/IMHz
Vnom 1748.30 0.001 2295.10 0.001 2148.90 0.001
Vmax 1751.60 0.001 2298.20 0.001 2166.60 0.001
Vmin 1770.10 0.001 2300.00 0.001 2172.00 0.001
2387 ~ 2400MHz 2387 ~ 2400MHz 2387 ~ 2400MHz
Vnom 2400.00 0.022 2391.98 0.001 2394.15 0.001
Vmax 2400.00 0.022 2391.99 0.001 2393.76 0.001
Vmin 2400.00 0.022 2391.88 0.001 2390.77 0.001
2483.5 ~ 2496.5MHz 2483.5 ~ 2496.5MHz 2483.5 ~ 2496.5MHz
Vnom 2484.94 0.001 2487.97 0.001 2483.58 0.002
Vmax 2486.12 0.001 2488.01 0.001 2484.66 0.001
Vmin 2488.34 0.001 2486.52 0.001 2483.60 0.002
>2496.5MHz >2496.5MHz >2496.5MHz
Vnom 6257.00 0.001 6226.00 0.001 6152.00 0.001
Vmax 6288.00 0.001 6230.00 0.001 6166.00 0.001
Vmin 6407.00 0.001 6198.00 0.001 6237.00 0.001
Note: 1. “---“ means that no emissions were detected and there for it is a “PASS”

Page No. : 13 of 80
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WEISHANG Certification Co., Ltd.  Report No.: WSJX2601001(R)

Modulation type: GFSK
Channel: 2402MHz, Frequency Band: < 2387MHz

Agilent Spectrum Analyzer - Swept SA

g [ RF 1500 AC | CORREC ] B ALIGNAUTD | 12:45:36.PM Jan (8, 2026

Marker 1 1.748253000000 GHz Avg Type: Log-Pur Feak Search
] Trig: Free Run Avg|Hold:>100{100

IFGain:Low #Atten: 10 «B

Mkr1 1.748 3 GHz Next Peak
Ref 1.000 mW 483 cHlz |

Next Pk Right
I

Next Pk Left

MKr—RefLvl

Start 30 MHz Stop 2.387 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 2.87 ms (1001 pts)

s [gsmaus
Channel: 2402MHz, Frequency Band: 2387 ~ 2400MHz

Agilent Spectrum Anﬂlyz_er - Sw—ept SA- ky

0 | RF . [SDe oaC CORREC B ALIGN AUTOD 12:55:29 PM Jan 08, 2026
Peak Search

Marker 1 2.400000000000 GHz ) Avg Type: Log-Pwr
PNO: Fast ) Trig:Free Run Avg|Held:>100/100

IFGain:low — #Atten: 10 dB

NN
Mkr1 2.400 000 GH NextPeak
Ref 1.000 m/ 22.400 nW 5

Next Pk Right

Next Pk Left
R

Marker Delta

‘ Mkr—CF

Mkr—RefLvl

.

Start 2.387000 GHz Y, O Stop 2.400000 GHz

#Res BW 30 kHz #VBW 30 kHz Sweep 17.5 ms (1001 pts) _
E EESTATUS

QR-78-A-01.10 REPORT Page No. : 14 of 80
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WEISHANG Certification Co., Ltd.  Report No.: WSJX2601001(R)

Channel: 2402MHz, Frequency Band: 2483.5 ~ 2496.5MHz

Agilent Spectrum Analyzer - Swept SA

S0 AC CORREC B ALIGHAUTO

I
Marker 1 2.484943000000 GHz . Avg Type: Log-Pwr
PNO: Fast i, Trig:FreeRun Avg|Held:>100/100

IFGainslow — #Atten: 10 dB

Peak Search

Mkr1 2.484 943 GHz Next Peak
Ref 1.000 mW 393.64 pW I

Next Pk Right
R

Next Pk Left

Mkr—RefLvl

Start 2.483500 GHz Stop 2.496500 GHz
#Res BW 30 kHz #VBW 30 kHz Sweep 17.5 ms (1001 pts)

MSG%SW\TUS
Channel: 2402MHz, Frequency Band: >2496.5MHz

Agilent Spectrum Analyzer - Swept- SA

o | RF[Soa ac CORREC B ALIGNAUTO

Marker 1 6.257074000000 GHz ) Avg Type: Log-Pwr Pl I
PNO: Fast (5 1rig:FreeRun Avg|Hold:>100/100 v 4

IFGain:Low —_ #Atten: 10 dB

Mkr1 6.257 GHz eil-e L
Ref 1.000 mW 1.3251 nW _l

Next Pk Right

MKr—RefLvl

|

Start 2.497 GHz T i Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 17.5 ms (1001 pts)

IMSG ﬁ E STATUS

QR-78-A-01.10 REPORT Page No. : 150f 80
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WEISHANG Certification Co., Ltd.  Report No.: WSJX2601001(R)

Channel: 2440MHz, Frequency Band: < 2387MHz

Agilent Spectrum Analyzer - Swept SA

S0 AC CORREC B ALIGHAUTD

L
Marker 1 2.295077000000 GHz _ Avg Type: Log-Pwr
PHO: Fast L, ! Trig: Free Run Avg|Hald:>100/100

IFGain:Low #Atten: 10 dB

Peak Search

Mkr1 2.295 1 GHz NextPeak
Ref 1.000 mw . 708,44 pV |

Next Pk Right
PR

Next Pk Left

Mkr—RefLvl

Start 30 MHz Stop 2.387 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 2.87 ms (1001 pts)

IMSG E STATUS

Agilent Spectrum Analyzer - Swept SA

[ RF_|S0Q A CORREC

Marker 1 2.391979000000 GHz Avg Type: Log-Pur FLLIE
 Trig: Free Run Avg|Heold:>100/100 !

IFGain:Low —_ #Atten: 10 dB

Mkr1 2.391 979 GHz Next Peak
Ref 1.000 mW 772.73 pW I

Next Pk Right
| P —

Next Pk Left

Mkr—RefLvl

Start 2.387000 GHz B IR ‘ Stop 2.400000 GHz
#Res BW 30 kHz #VBW 30 kHz Sweep 17.5 ms (1001 pts)

IMSG ﬁ E STATUS
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WEISHANG Certification Co., Ltd.  Report No.: WSJX2601001(R)

Channel: 2440MHz, Frequency Band: 2483.5 ~ 2496.5MHz

Agilent Spectrum Analyzer - Swept SA

|  RF [S0G  AC CORREC B ALIGHAUTO {02!
Peak Search

I
Marker 1 2.487972000000 GHz . Avg Type: Log-Pwr
PNO: Fast i, Trig:FreeRun Avg|Held:>100/100

IFGainslow — #Atten: 10 dB

Mkr1 2.487 972 GHz Next Peak
Ref 1.000 mW 745.28 pW I

Next Pk Right
R

Next Pk Left

Mkr—RefLvl

Start 2.483500 GHz Stop 2.496500 GHz
#Res BW 30 kHz #VBW 30 kHz Sweep 17.5 ms (1001 pts)

Agilent Spectrum Analyzer - Swep{ SA

| RE - [SDQ ac CORREC B ALIGNAUTO

[/
Marker 1 6.225565000000 GHz . Avg Type: Log-Pwr
) Trig:Free Run Avg|Heold:>100/100

IFGaimlow * #Atten: 10 dB

Peak Search

Mkr1 6.226 GHz riil-Aze L
Ref 1.000 mW 1.3537 nW _l

Next Pk Right

Mkr—RefLvl

|

Start 2.497 GHz NS ' Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 17.5 ms (1001 pts)
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WEISHANG Certification Co., Ltd.  Report No.: WSJX2601001(R)

Channel: 2480MHz, Frequency Band: < 2387MHz

Agilent Spectrum Analyzer - Swept SA

|  RF [S0G  AC CORREC B ALIGHAUTO

(/I
Marker 1 2.148943000000 GHz . Avg Type: Log-Pwr
PNO: Fast i, Trig:FreeRun Avg|Held:>100/100

IFGainslow — #Atten: 10 dB

Peak Search

Mkr1 2.148 9 GHz Next Peak
Ref 1.000 mw 50422 pW |

Next Pk Right
R

Next Pk Left

Mkr—RefLvl

Center 1.209 GHz Span 2.357 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 2.87 ms (1001 pts)

Channel: 2480MHz, Frequency Band: 2387 ~ 2400MHz

Agilent Spectrum Analy;er ;eptASA >

| RF. SO0 CAC CORREC B ALIGN AUTO

T
Marker 1 2.394150000000 GHz Avg Type: Log-Pwr IFeCl e
PNO: Fast (5 T1rig:FreeRun Avg|Held:>100/100
= :

IFGain:Low #Atten: 10 <B

Mkr1 2.394 150 GHz Next Peak
Ref 1.000 mW 330.23 pW I

Next Pk Right
| P—

Next Pk Left

MKr—RefLvl

Start 2.387000 GHz R i Stop 2.400000 GHz
#Res BW 30 kHz #VBW 30 kHz Sweep 17.5 ms (1001 pts)

QR-78-A-01.10 REPORT Page No. : 18 of 80
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WEISHANG Certification Co., Ltd.  Report No.: WSJX2601001(R)

Channel: 2480MHz, Frequency Band: 2483.5 ~ 2496.5MHz

Agilent Spectrum Analyzer - Swept SA

|  RF [S0G  AC CORREC B ALIGHAUTO

I
Marker 1 2.483578000000 GHz . Avg Type: Log-Pwr
PNO: Fast i, Trig:FreeRun Avg|Held:>100/100

IFGainslow — #Atten: 10 dB

Mkr1 2.483 578 GHz
Ref 1.000 mW 1.8585 nW

Mkr—RefLvl

Start 2.483500 GHz Stop 2.496500 GHz
#Res BW 30 kHz #VBW 30 kHz Sweep 17.5 ms (1001 pts)

Channel: 2480MHz, Frequency Band: >2496.5MHz

Agilent Spectrum Analy;er ;eptASA >

| RF. SO0 CAC CORREC B ALIGN AUTO

T
Marker 1 6.152044000000 GHz Avg Type: Log-Pwr IFeCl e
PNO: Fast (5 T1rig:FreeRun Avg|Held:>100/100
= :

IFGain:Low #Atten: 10 <B

Mkr1 6.152 GHz eil-tze L
Ref 1.000 mW 12821 nW _I

\. Next Pk Right

|

Next Pk Left

MKr—RefLvl

Start 2.497 GHz R i Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 17.5 ms (1001 pts)
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3.5 Interference Prevention Function
3.5.1 Test Procedures

According TELEC-T401, test item Interference prevention function, measuring procedures.

3.5.2 Test Setup

Equipment Companion Computer
under test Equipment

3.5.3 Test Result and Data

Test date: Jan. 08, 2026 Ambient temperature: 20°C
Atmospheric pressure: 1019hPa Relative humidity: 60%

Radio Interference Prevention Function

ID Code Result
MAC Address: 91:DE:9D:F9:30:18 Pass
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4. Receiver Parameters

4.1 Spurious Emissions

4.1.1 Test Limit

Modulation type Limit
<1GHz 4nW
1GHz ~ 12.5GHz 20nwW

4.1.2 Test Procedures

According to TELEC-T401 Limit of secondary radiated emissions measuring procedure.

4.1.3 Test Setup

Equipment Dummy load Spectrum Computer
under test (Attenuator) analyzer h
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4.1.4 Test Result and Data

Test date: Jan. 08, 2026 Ambient temperature: 20°C
Atmospheric pressure: 1019hPa Relative humidity: 60%
Modulation type: GESK
Operation Frequency (MHz) / Spurious Emission
Test CHO 2402MHz CH19 2440MHz CH39 2480MHz
Conditions < 1GHz < 1GHz < 1GHz
MHz nW MHz nW MHz nW
Vnom 808.91 0.001 887.48 0.001 802.12 0.001
Vmax 808.91 0.001 888.00 0.001 801.90 0.001
Vmin 810.00 0.001 887.66 0.001 802.00 0.001
> 1GHz > 1GHz > 1GHz
Vhom 5812.00 1.115 5800.00 1.095 5956.00 1.284
Vmax 5834.00 1.110 5792.00 1.076 5896.00 1.186
Vmin 5800.00 1.122 5814.00 1.007 5920.00 1.269
Note: “---“ means that no emissions were detected and there for it is a “PASS”
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Modulation type: GFSK
Channel: 2402MHz, Frequency Band: < 1GHz

Agilent Spectrum Analyzer Swept SA
ALIGHAUTO

I ; {06 Beak Search
Marker1808 910000000 MHz Avg Type: Log-Pur SaK Searc
) Trig:Free Run Avg|Hold:>100/100

IFGainLow * #Atten: 10 dB ’
Mkr1 808.91 MHz NextPeak

36.413 pw|(Ie |

Next Pk Right
[

Next Pk Left

Ref 1.000 mW

MKr—RefLvl

Stop 1.0000 GHz
Sweep 117 ms (1001 pts)

Start 30.0 MHz
#Res BW 100 kHz #VBW 100 kHz

Agilent Spectrum Analyzer - Swept ST

B | e TSno ac | comeeC ] : ALIGNAUTO 1 —

Marker 1 5.812000000000 GHz Avg Type: Log-Pwr £a Seare
Trig: Free Run Avg|Hold:>100/100

PNO: Fast ()
IFGain:Low #Atten: 10 dB
Mkr1 5.812 GHz Next Peak

11481 niv ]I
Next Pk Right
il

Next Pk Left

Ref 1.000 mW

Mkr—RefLvl

NI Stop 13.000 GHz

Start 1.000 GHz e
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 20.0 ms (1001 pts)
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Channel: 2440MHz, Frequency Band: < 1GHz

Agilent Spectrum Analyzer - Swept SA

|  RF [S0G  AC CORREC B ALIGHAUTO

(/I
Marker 1 887.480000000 MHz . Avg Type: Log-Pwr
PNO: Fast i, Trig:FreeRun Avg|Held:>100/100

IFGainslow — #Atten: 10 dB

Peak Search

Mkr1 887.48 MHz NextPeak
Ref 1.000 mw 10.294 pW |

Next Pk Right
R

Next Pk Left

Mkr—RefLvl

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 100 kHz Sweep 117 ms (1001 pts)

Channel: 2440MHz, Frequency Band: > 1GHz

Agilent Spectrum Analy;er ;eptASA >

| RF. SO0 CAC CORREC B ALIGN AUTO

T
Marker 1 5.800000000000 GHz Avg Type: Log-Pwr IFeCl e
PNO: Fast (5 T1rig:FreeRun Avg|Held:>100/100
= :

IFGain:Low #Atten: 10 <B

Mkr1 5.800 GHz eil-tze L
Ref 1.000 mW 10953 nW _I

\. Next Pk Right

|

Next Pk Left

MKr—RefLvl

Start 1.000 GHz R i Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 20.0 ms (1001 pts)
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Channel: 2480MHz, Frequency Band: < 1GHz

Agilent Spectrum Analyzer - Swept SA

|  RF [S0G  AC CORREC B ALIGHAUTO

I
Marker 1 802.120000000 MHz . Avg Type: Log-Pwr
PNO: Fast i, Trig:FreeRun Avg|Held:>100/100

IFGainslow — #Atten: 10 dB

Peak Search

Mkr1 802.12 MHz NextPeak
Ref 1.000 mw 35747 pW |

Next Pk Right
R

Next Pk Left

Mkr—RefLvl

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 100 kHz Sweep 117 ms (1001 pts)

Channel: 2480MHz, Frequency Band: > 1GHz

Agilent Spectrum Analy;er ;eptASA >

| RF. SO0 CAC CORREC B ALIGN AUTO

T
Marker 1 5.956000000000 GHz Avg Type: Log-Pwr IFeCl e
PNO: Fast (5 T1rig:FreeRun Avg|Held:>100/100
= :

IFGain:Low #Atten: 10 <B

Mkr1 5.956 GHz eil-tze L
Ref 1.000 mW 12844 nW _I

\. Next Pk Right

|

Next Pk Left

MKr—RefLvl

Start 1.000 GHz R i Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 20.0 ms (1001 pts)
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5. Angular Width of Principal Radiation

5.1 Test Result

Antenna Model VXDO03
Antenna Type & Gain PCB Antenna, -6.24 dBI
Cable Loss (dB) 0
EIRP (dBm) -6.59
Half Power Beam Angles (deg) 360
Limit of E.I.LR.P (dBm) 12.14
Result Pass
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APPENDIX 1
PHOTOS OF TEST CONFIGURATION
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< RF Setup Photo >
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