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1. General Information

vice (EUT)
GRAPHT Omni

1.1. Description of D

EUT Name
Model No.

Model Difference

Power supply

Operation frequency

GRTO059
N/A

DC 5V for USB Port or DC 3.7V battery power supply
2.402-2.480GHz

Max. RF output power: 2mw/MHz
Modulation GFSK
Antenna Type PCB antenna, Maximum Gain is -0.58dBi
Intend use environment Residential, commercial and light industrial environment
Adapter Information N/A
Software version V1.0
Hardware version V1.0
1.2. Channel List
2.4G mode
Channel Frequency Channel Frequency | Channel | Frequency Channel Frequenc
No. (MHz) No. (MHz) No. (MHz) No. (IV)IIHz)
0 2402 1 2403 2 2404 3 2405
4 2406 5 2407 6 2408 7 2409
8 2410 9 2411 10 2412 11 2413
12 2414 13 2415 14 2416 15 2417
16 2418 17 2419 18 2420 19 2421
20 2422 21 2423 22 2424 23 2425
24 2426 25 2427 26 2428 27 2429
28 2430 29 2431 30 2432 31 2433
32 2434 33 2435 34 2436 35 2437
36 2438 37 2439 38 2440 39 2441
40 2442 41 2443 42 2444 43 2445
44 2446 45 2447 46 2448 47 2449
48 2450 49 2451 50 2452 51 2453
52 2454 53 2455 54 2456 55 2457
56 2458 57 2459 58 2460 59 2461
60 2462 61 2463 62 2464 63 2465
64 2466 65 2467 66 2468 67 2469
68 2470 69 2471 70 2472 71 2473
72 2474 73 2475 74 2476 75 2477
76 2478 77 2479 78 2480 - -
Test Report Tel:4000-875-382 0755-84829082 Web:Http://www.bkc-lab.com Page 4 of 35
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1.3. Summary of test result

RF PART

Test Items Test Requirement Result

Antenna Pow_?r and Antenna Power Article 2 Paragraph 1 of ltem 19 PASS

olerance

Frequency Tolerance Article 2 Paragraph 1 of ltem 19 PASS
Transmission Rate Article 2 Paragraph 1 of ltem 19 PASS
Occupied Frequency Bandwidth Article 2 Paragraph 1 of ltem 19 PASS
Spread Bandwidth Article 2 Paragraph 1 of ltem 19 PASS
Process Gain Article 2 Paragraph 1 of ltem 19 PASS

Number of Carriers Article 2 Paragraph 1 of ltem 19 N/A

Dwell Time Article 2 Paragraph 1 of ltem 19 PASS

Spurious emission intensity Article 2 Paragraph 1 of ltem 19 PASS
Half-power beam width Article 2 Paragraph 1 of ltem 19 Note1
Secondary Radiated Emissions Article 2 Paragraph 1 of ltem 19 PASS
Interference prevention function Article 2 Paragraph 1 of ltem 19 PASS

Remark:
N/A is an abbreviation for Not Applicable.
Note1 means the Max EIRP Power( 1.88dBm/MHZz) is less than 6.91dBm/MHz, , the test is not applicable.

1.4. Test mode

The special RF test software was used to control EUT work in Continuous Bluetooth TX mode, and select test
channel, wireless mode.

Test mode Low channel Middle channel High channel
GFSK TX 2402MHz 2441MHz 2480MHz
GFSK RX 2402MHz 2441MHz 2480MHz
Test mode channel / /
GFSK TX Hopping / /
/ / / /
/ / /

Note: Only the worst Data

Test Report Tel:4000-875-382 0755-84829082 Web:Http://www.bkc-lab.com Page 5 of 35
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1.5. Test Conditions

Supply Voltage
Input Voltage (Vac) m‘:t;?:eétrézﬁ Zr\‘/%"g)‘)f Tolerance (%)
Normal 3.7 3.3
+10% 4.0 3.3 0
-10% 3.4 3.3 0
Others
Temperature (° C) 235
Relative humidity 51%.
ATM Pressure: 1019 mbar

Note 1: When the input voltage is reduced or increased by 10%, the regulator voltage changes of less than
1%.So the following test items are conducted in the normal voltage.

1.6. Measurement Uncertainty (95% confidence levels, k=2)

ltem MU Remark
Uncertainty for radio frequency 1x10°
Uncertainty for conducted RF Power 0.65dB
Uncertainty for temperature 0.6C
Uncertainty for humidity 1%
Uncertainty for Spurious emission 0.73dB

1.7. Special Accessories and Auxiliary Equipment

Description Manufacturer Model No. Hardware Version | Software Version

/ / / / /

1.8. Test Facility

Site Description

The Laboratory has been assessed and proved to be in

EMC Lab 1 : | compliance with CNAS/CL01
The Certificate Registration Number is L10574.
Name of Firm : | Shenzhen BKC Testing Co., Ltd.

Room103, 1/F, Huaya Building, Huaya Industrial Park, Yousong
Site Location : | Community, Longhua Subdistrict, Longhua District, Shenzhen,
Guangdong, China

Test Report Tel:4000-875-382 0755-84829082 Web:Http://www.bkc-lab.com Page 6 of 35
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1.9. Test Equipment

Equipment Manufacturer Model No. Serial No. Last Cal. Cal. Interval

For radiated (Below 1G) emission test

EMI Test Receiver Rohde & Schwarz ESRP 101478 Mar. 14, 2024 1 Year
Bilog Antenna Schwarzbeck VULB 9168 01321 Apr. 01, 2022 3 Year
Signal Amplifier HP 8447D 2727A05345 | Mar. 14, 2024 1 Year

EMI Test Software EZ EZ-EMC EMEC-3A1+ / /

For radiated (Above 1G) emission test

Spectrum analyzer KEYSIGHT N9020A MY50510311 | Mar. 14, 2024 1 Year
Double Ridged SCHWARZBECK | BBHA 9120D 02621 | May 18,2022 | 3 Year
Broadband
Preamplifier Schwarzbeck BBV 9718D 00041 Mar. 14, 2024 1 Year
EMI Test Software EZ EZ-EMC EMEC-3A1+ / /
For RF test system
Spectrum Agilent N9020A MY50510311 | Mar. 14, 2024 1 Year
Vector source Agilent N5182A MY47420223 | Mar. 14, 2024 1 Year
All instrument Rohde & Schwarz CMW 500 101131 Mar. 14, 2024 1 Year
control unit MW mw100-RFCB |V2OR 1B Mar. 14, 2024 | 1 vear
Testing software MW MTS 8310 / / /
Remark:

(a) Calibration conducted by the National Institute of Information and Communications Technology (NICT)
in Japan (hereinafter referred to as "NICT") or a designated calibration agency under Article 102-18
paragraph (1) in JRL.
(b) Correction conducted pursuant to the provisions of Article 135 or Article 144 of the Measurement Act
(Act No. 51 of 1992) .

(c) Calibration conducted in countries except Japan, which shall be equivalent to the calibration
conducted by the NICT or a designated calibration agency under Article 102-18 paragraph (1).

(d) Calibration, etc. conducted by using measuring instruments and other equipment listed in the right
column of appended table No. 3, which shall have been given any type of calibration, etc. listed above
from (a) to (C) From JRL Article 24-2, paragraph 4, ltem 2

Test Report Tel:4000-875-382 0755-84829082 Web:Http://www.bkc-lab.com Page 7 of 35



)

N\

BLC'T

N/

(

Shenzhen BKC Testing Co., Ltd.

Report No.: BKC24125934LE

2. Frequency Tolerance
2.1. Limit

According to Radio Law of Japan item 19 of Article 2 Paragraph 1, Clause 3.2 (4), the Tolerance of

frequency: =50x10-6.

Limit

50ppm

2.2. Test Setup

Dummy load

EUT«

2.3. Test Procedure

(Attenuator)

Spectrum.’

1.In the case of unmodulated signal (continuous or continuous burst), measure the frequency directly by a

Spectrum.
2. Set RBW = 10 kHz.

3. Set the video bandwidth (VBW) = RBW.

4.SPAN=2MHz

5. Detector = Peak.

6. Trace mode = max hold.
7. Sweep = auto couple.

2.4. Test Result

Frequency Deviation Tolerance Limit
Test mode | Test voltage (MHz) Read (MHz) (Hz) (ppm) (ppm) Result
Un-modulat 2402 2402.016 16000 6.66
ion mode Normal 2441 2441.016 16000 6.55 +50.00 | Pass
24380 2480.016 16000 6.45
Note: Tolerance (ppm)=Deviation (Hz)/Frequency (MHz)
Test Report Tel:4000-875-382 0755-84829082 Web:Http://www.bkc-lab.com Page 8 of 35
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Agilent Spectrum Analyzer - Swept SA

RL RF S0Q  AC SENSEINT ALIGHAUTO 08:30:21 PM Jan03, 2025
[Center Freq 2.402000000 GHz ) #Avg Type: RMS TRACE[1[23456
PHO: Wide —»— Trig:Free Run Avg|Hold: 1001100 TPE I i
IFGain:Low Atten: 28 dB v LR L
Ref Offset 2.25 dB Mkr1.2.402 016 GHz
10 dBidiv  Ref 20.00 dBm 2.805 dBm
JILog
1.0 -
)’A
ooo L
100
200
A
-40.0 - T
T
500 b b
0.0
700
Center 2.402000 GHz Span 2.000 MHz
Res BW 10 kHz #VBW 10 kHz Sweep 24.13 ms (1001 pts)
IMSG STATUS |

Freq. Error NVNT GFSK 2402MHz Ant1

Agilent Spectrum Analyzer - Swept SA

RL RF S0Q  AC SENSEINT ALIGHAUTO 08:38:25 PM Jan03, 2025
[Center Freq 2.441000000 GHz ) #Avg Type: RMS TRACE[1[23456
PHO: Wide —»— Trig:Free Run Avg|Hold: 100/100 TYPE M bihiihinhin
p - pET|P NNHNN
IFGain:Low Atten: 28 dB
Ref Offset 2.25 dB Mkr1 2.441 016 GHz
10 dBidiv  Ref 20.00 dBm 2.916 dBm
JILog
10.0 "
ooo 1
100
200
-300 vl i
Bk
Pl >
400 £
e it
i ot Y
-60.0 fre
B0.0
700
Center 2.441000 GHz Span 2.000 MHz
Res BW 10 kHz #VBW 10 kHz Sweep 24.13 ms (1001 pts)
IMSG‘ |ST“TUSf

Freq. Error NVNT GFSK 2441MHz Ant1
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i RL RF S0Q  AC SENSEINT ALIGHAUTO 08:47:00 PM Jan03, 2025
[Center Freq 2.480000000 GHz ) #Avg Type: RMS TRACE[1[23456
PHO: Wide —»— Trig:Free Run Avg|Hold: 10110 TVPE MWW
IFGain:Low Atten: 28 dB CET|P NNNHN
— Mkr1.2.480 016 GHZ
10 dBidiv  Ref 20.00 dBm 2.899 dBm
JILog
10.0 -
01
ooo
100
200
-300
-400 ' Tl
PRI, o i X qp""‘*"r-w% &
B0.0 fgrmnes -
50.0
700
Center 2.480000 GHz Span 2.000 MHz
Res BW 10 kHz #VBW 10 kHz #Sweep 1.000 s (1001 pts)
IMSG STATUS |

Freq. Error NVNT GFSK 2480MHz Ant1

Test Report Tel:4000-875-382 0755-84829082 Web:Http://www.bkc-lab.com Page 10 of 35
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3. Antenna Power Error Measurement

3.1. Limit

ltem

Antenna Power

Density

s ﬁ\\ s

=3mW/MHz

EIRP Power Density

=6.91dBm/MHz

Antenna Power Error

+20% No lower limit

3.2. Test Setup

EUT

Attenuatar

High

3.3. Test Procedure
For FHSS UUT

Measure the total power by the Power Meter in a state of hopping mode.

Calculate the mean power per 1MHz by dividing the reading level by spread bandwidth.

Freguency
Power Meter

Output power Density (mW/MHz) = Total power (mW) / spread bandwidth(MHz)

3.4. Test Result
Total Total Outout Test Result Declared
Test Channel Output Powerp Spread Band for Antenna Antenna Tolerance
Mode Power (MW) Width (MHz) Power Power (%)
(dBm) (mw/MHZz) (mw/MHZz)
GFSK Hopping 20.97 125.025 71.121 1.76 2 -12%

Antenna Power (mw/MHz)= antenna burst power(mW)/ Spread Bandwidth(MHz)
Note: The max EIRP power is 1.88dBm/MHz (2.46dBm/MHz + -0.58dBi) that is less 6.91dBm/MHz.

Test Report

Tel:4000-875-382

0755-84829082

Web:Http://www.bkc-lab.com

Page 11 of 35




)

N\

BLC'T

N/

(

Shenzhen BKC Testing Co., Ltd. Report No.: BKC24125934LE

4. Occupied Frequency Bandwidth(99% and 90%)
4.1. Limit

Item Limits
Occupied Band Width(99%): =83.5MHz
Spreading Bandwidth(90%): =500 kHz

4.2. Test Setup

Dummy load Spectrums
(Attenuatory

EUT+

4.3. Test Procedure

1. Setting of SAis following as: RB: 1MHz / VB:1MHz / SPAN: 120MHz / AT: 10dB Ref:
0dBm / Sweep time: Auto / Sweep Mode: Continuous sweep / Detect mode: Positive
peak / Trace mode: Max hold

2 . EUT have transmitted the maximum modulation signal and fixed channelize ( For DSSS
or OFDM Device) or continuous maximum power of hopping mode(For FHSS Device).
SA set to 99% of occupied bandwidth to measure occupied bandwidth. The limit is less
than 26MHz(For DSSS or OFDM Device) or 83.5MHz(For FHSS Device).

3. SA set to 90% of occupied bandwidth to measure Spread Spectrum Bandwidth and
must greater than 500kHz.

4. Spread Spectrum Factor = Spread Spectrum Bandwidth / modulation rate of EUT.

5. Spread Spectrum Factor limit is greater than 5

6.Spread spectrum factor= Spread bandwidth/ Transmission rate

4 4. Test Result

99%Hopping 90%Hopping Spread
Test Mode(Occupied Mode(Occupied
Test Channel bandwidth) bandwidth) spectrum Result
Mode
MHz MHz factor
GFSK Hopping 78.736 71.121 71.121 PASS

Note: GFSK mode data rate is 1Mbits/s;

Test Report Tel:4000-875-382 0755-84829082 Web:Http://www.bkc-lab.com Page 12 of 35
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Agllent Spectrum Analvzer Occupied BW

[Center Freq 2.441000000 GHz

S0Q  AC

SEMSEIMT] ALIGHAUTO

06:31:43 PM Jan 03, 2025

‘ Center Freq: 2.441000000 GHz

0 Trig: Free Run Avg|Held:> 10110

#IFGain:Low #Atten: 20 dB

Radio Std: None

Radio Device: BTS

||L

Ref Offset 2.25
10 dBidiv

dB

Ref 22.25 dBm

Mkr1-2.41928 GHz
2.5776 dBm

0g

123
225

-7.75

178

-27 8

37 8

ad

LIS ST

478

57,5

-67.8

Center 2.441 GHz
Res BW 1 MHz

#VBW 1 MHz

Span 120 MHz
Sweep 1ms

Transmit Freq Error
x dB Bandwidth

Occupied Bandwidth
78.736 MHz

Total Power 21.0 dBm

99.00 %
-26.00 dB

OBW Power
x dB

140.19 kHz
81.31 MHz

STATUS |

Agllent Spectrum Analyzer Occupied BW

508

AC

99% OBW (Hopping)

ALIGNAUTO

06:33:28 PM Jan03, 2025

[Center Freq 3.4410000

00 GHz } Center Freq: 2.441000000 GHz

Trig:Free Run Avg|Hold:>10/10

Radio Std: Nene

I #IFGain:Low #Atten: 20 dB Radio Device: BTS
Mkr1 2.43116 GHz
Ref Offset 2.25 dB
|I1Lu dBidiv Ref 22.25 dBm 2.7700 dBm
og
123 0
225 Pl ) A0
-7.75
178
278
Fordt] !
-47.8
-57 .8
£78
Center 2.441 GHz Span 120 MHz
Res BW 300 kHz #VBW 300 kHz Sweep 1.667 ms
Occupied Bandwidth Total Power 25.3 dBm
71.121 MHz
Transmit Freq Error 260.72 kHz OBW Power 90.00 %
¥ dB Bandwidth 79.72 MHz x dB -26.00 dB

STATUS

Spreading Bandwidth 90%0BW (Hopping)

Test Report
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5. Unwanted Emission Intensity Measurement
5.1. Limit

ltem Limit

30MHz - 2387MHz; 2.5uW/MHz or less
2387MHz — 2400MHz; 25uW/MHz or less
2483.5MHz — 2496.5MHz; 25uW/MHz or less
2496.5MHz — 12.5GHz; 2.5uW/MHz or less

TX Spurious Emission

5.2. Test setup

Dummy load Spectrum«
(Attenuatory

EUT+

5.3. Test Procedure

1. EUT have transmitted the maximum modulation signal and fixed channelize.

2. Setting of SA is following as: Below 1GHz RB:1MHz / VB:1MHz

Above 1GHz RB:1MHz / VB:1MHz / AT: 10dB Ref: 0dBm / Sweep time: Auto

Sweep Mode: Continuous sweep / Detect mode: Positive peak

Trace mode: Max hold

3. Setting of SA is following as 30MHz and stop frequency 1000MHz Then to mark
peak reading value + cable loss shall be less than 0.25uW.

4. Setting of SA is following as 1000MHz and stop frequency 2387MHz Then to mark
peak reading value + cable loss shall be less than 2.5uW.

5. SA adjusted to start frequency 2387MHz and stop frequency 2400MHz. Then to
mark peak reading value + cable loss shall be less than 25uW.

6. SA adjusted to start frequency 2483.5MHz and stop frequency 2496.5MHz Then to
mark peak reading value + cable loss shall be less than 25uW

7. SA adjusted to start frequency 2496.5MHz and stop frequency 12500MHz Then to
mark peak reading value + cable loss shall be less than 2.5uW

8. Measure side band spurious as follows: For 2.4GHz band: 2374MHz~2400MHz
and 2483.5MHz~2509.5MHz RBW = VBW = 30kHz, Result Value = Meaured_
Value + 15.2 [dBm)]

9. If the Result_Value is over the requirement, take total sum of 1MHz band centered

at the spur frequency like ACLP measurement as Result_Value.

Test Report Tel:4000-875-382 0755-84829082 Web:Http://www.bkc-lab.com
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5.4. Test Result

channel Range (MHz) Emission Max Limit Limit Verdict
Frequency Value Start(dBm) Stop
(MHz) (dBm) (dBm)
2402 30-1000 834.13 -58.49 -26 -26 Pass
2402 1000-2387 2382.84 -45.7 -26 -26 Pass
2402 2387-2400 2399.94 -36.8 -16 -16 Pass
2402 2483.5-2496.5 2496.5 -49.62 -16 -16 Pass
2402 2496.5-13000 4807.27 -47.56 -26 -26 Pass
2441 30-1000 806 -57.68 -26 -26 Pass
2441 1000-2387 2242.75 -57.04 -26 -26 Pass
2441 2387-2400 2393.15 -50.28 -16 -16 Pass
2441 2483.5-2496.5 2488.31 -48.67 -16 -16 Pass
2441 2496.5-13000 5805.1 -45.81 -26 -26 Pass
2480 30-1000 817.64 -59.04 -26 -26 Pass
2480 1000-2387 2385.61 -53.8 -26 -26 Pass
2480 2387-2400 2397.7 -56.29 -16 -16 Pass
2480 2483.5-2496.5 2495.97 -43.47 -16 -16 Pass
2480 2496.5-13000 9922.47 -45.13 -26 -26 Pass

Test Report

Tel:4000-875-382

0755-84829082

Web:Http://www.bkc-lab.com
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Shenzhen BKC Testing Co., Ltd.

Report No.: BKC24125934LE

RL RF S0Q  AC SENSEINT ALIGHAUTO 08:34:51 PM Jan03, 2025
Center Freq 515.000000 MHz _ #Avg Type: RMS TRACE[[23456
- PNO: Fast —»— Trig:Free Run Avg|Hold: 1001100 TPE I i
PASS IFGain:Low #Atten: 20 dB DET|P MMNKHM
Ref Offset 2.25 dB Mkr1 834.13 MHz
10 dBidiv  Ref 12.25 dBm -58.489 dBm
JILog
Trace 1 Pass
225
775
A7.8
278
378
-47.8
578
! Trenfpd ot
E7.8
778
Start 30.0 MHz Stop 1.0000 GHz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.200 ms (1001 pts)
IMSG STATUS |

Tx. Spurious NVNT 2402MHz Ant1 @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA

S0Q  AC SENSEINT ALIGHAUTO 08:34:53 PM Jan03, 2025
Center Freq 1.693500000 GHz : #4vg Type: RMS TRACEN1]2 345 6
== PNO: Fast -—»— Trig:Free Run Avg|Hoeld: 100/100 TYPE MY M-
PASS IFGain:Low #Atten: 20 dB DET|P NMNKHM
Mkr1 2.382 8 GHz
Ref Offset 2.25 dB
10dB/div  Ref 12,25 dBm -45.699 dBm
JILog
Trace 1 Pass
225
775
7.8
278 A W S
378 "
-47.8 :
578
E7.8
778
Start 1.0000 GHz Stop 2.3870 GHz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.733 ms (1001 pts)
IMSG —|STATUSE

Tx. Spurious NVNT 2402MHz Ant1 @ 1000MHz-2387MHz

Test Report

Tel:4000-875-382 0755-84829082 Web:Http://www.bkc-lab.com
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Shenzhen BKC Testing Co., Ltd.

Report No.: BKC24125934LE

Agilent Spectrum Analyzer - Swept SA
Kl RL RF S0e  AC

SENSEINT ALIGHAUTO 08:34:54 PM Jan03, 2025
Center Freq 2.393500000 GHz ) #4vg Type: RMS TRACE]1]234 5 6
== PNO: Fast —»— Trig:Free Run Avg|Hoeld: 100/100 TYPE MY M-
PASS IFGain:Low #Atten: 20 dB DET|P NMNNKHM
Mkr1.2.399 935 GHz
Ref Offset 2.25 dB
10dB/div  Ref 12,25 dBm -36.801 dBm
JILog
Trace 1 Pass
225
775
i —_
278
378 ‘
7.8 Mo L
i O T T N : LA
i A ."»"p‘\"'.lf""; P ke "Jg'lflﬂnli'i ’z'i\ﬂln"‘l‘"'ﬁ
578 - :
E7.8
778
Start 2.387000 GHz Stop 2.400000 GHz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

IMSG

STATUS |

Tx. Spurious NVNT 2402MHz Ant1 @ 2387MHz-2400MHz

Agilent Spectrum Analyzer - Swept SA

RL RF S0e  AC

SENSEINT ALIGHAUTO 08:34:56 PM Jan03, 2025
Center Freq 2.490000000 GHz ) #Avg Type: RMS TRACEN1]2 345 6
== PNO: Fast —»— Trig:Free Run Avg|Hold: 100/100 TYPE MY M-
PASS IFGain:Low #Atten: 20 dB DET|P NMNKHM
Mkr1 2.496 500 GHz
Ref Offset 2.25 dB
10dB/div  Ref 12,25 dBm -49.620 dBm
JILog
Trace 1Pass
225
775
7.8 —
278
378
-47.8
R YR T R e o T e e
B0
778
Start 2.483500 GHz Stop 2.496500 GHz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 ms (1001 pts)
IMSG‘ ISTnTUSf

Tx. Spurious NVNT 2402MHz Ant1 @ 2483.5MHz-2496.5MHz

Test Report Tel:4000-875-382 0755-84829082

Web:Http://www.bkc-lab.com Page 17 of 35



Shenzhen BKC Testing Co., Ltd.

Report No.: BKC24125934LE

Agilent Spectrum Analyzer - Swept SA

RL RF S0Q  AC SENSEINT ALIGHAUTO 08:35:09 PM Jan03, 2025
Center Freq 7.748250000 GHz ) #Avg Type: RMS TRACE[[23456
- PNO: Fast —»— Trig:Free Run Avg|Hold: 1001100 TPE I i
PASS IFGain:Low #Atten: 20 dB DET|P NMNKHM
Ref Offset2.25 dB Mkr1 4.807 GHz
10 dBidiv  Ref 12.25 dBm -47.560 dBm
JILog
Trace 1 Pass
228
-7 75
178
Al -
oot
478 0 )
|
|
i e L T A e
L]
778
Start 2.497 GHz Stop 13.000 GHz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 17.53 ms (1001 pts)
IMSG

STATUS |

Tx. Spurious NVNT 2402MHz Ant1 @ 2496.5MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA

S0Q  AC SENSEINT ALIGHAUTO 08:38:46 PM Jan03, 2025
Center Freq 515.000000 MHz ) #Avg Type: RMS TRACE[[23456
== PNO: Fast —»— Trig:Free Run Avg|Holed: 1001100 TYPE MY M-
PASS IFGain:Low #Atten: 20 dB DET|P MMNNKHM
Ref Offset 2.25 dB Mkr1 806.00 MHz
10 dBidiv  Ref 12,25 dBm -57.675 dBm
JILog
Trace 1Pass
228
-7 75
178
278 e e
oot
478
578 0
e N ety
ErE
778
Start 30.0 MHz

Res BW 1.0 MHz #VBW 1.0 MHz

Stop 1.0000 GHz
Sweep 1.200 ms (1001 pts)

IMSG

ISTﬂTUS |

Tx. Spurious NVNT 2441MHz Ant1 @ 30MHz-1000MHz

Test Report Tel:4000-875-382 0755-84829082

Web:Http://www.bkc-lab.com Page 18 of 35



Shenzhen BKC Testing Co., Ltd.

Report No.: BKC24125934LE

Agilent Spectrum Analyzer - Swept SA
Kl RL RF

S0Q  AC SENSEINT ALIGHAUTO 08:38:49 PM Jan03, 2025
Center Freq 1.693500000 GHz ) #4vg Type: RMS TRACE]1]2 345 6
== PNO: Fast —»— Trig:Free Run Avg|Hoeld: 100/100 TYPE MY M-
PASS IFGain:Low #Atten: 20 dB DET|P NMNKHM
Mkr1 2.242 8 GHz
Ref Offset 2.25 dB
10dB/div  Ref 12,25 dBm -57.036 dBm
JILog
Trace 1 Pass
225
775
17.8
Al -
378
-47.8
0I
g e, | T P T L T
E7.8
778
Start 1.0000 GHz Stop 2.3870 GHz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.733 ms (1001 pts)

IMSG

STATUS |

Tx. Spurious NVNT 2441MHz Ant1 @ 1000MHz-2387MHz

Agilent Spectrum Analyzer - Swept SA

S0Q  AC SENSEINT ALIGHAUTO 08:38:50 PM Jan03, 2025
Center Freq 2.393500000 GHz ) #Avg Type: RMS TRACEN1]2 345 6
== PNO: Fast —»— Trig:Free Run Avg|Hold: 100/100 TYPE MY M-
PASS IFGain:Low #Atten: 20 dB DET|P NMNNKHM
Mkr1 2.393 149 GHz
Ref Offset 2.25 dB
10dB/div  Ref 12,25 dBm -50.276 dBm
JILog
Trace 1Pass
225
775
7.8 —
278
378
-47.8 0
i
A8 Iy ek A A‘L"El M il -
B0
778
Start 2.387000 GHz Stop 2.400000 GHz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 ms (1001 pts)
IMSG‘ ISTATUSf

Tx. Spurious NVNT 2441MHz Ant1 @ 2387MHz-2400MHz

Test Report

Tel:4000-875-382 0755-84829082

Web:Http://www.bkc-lab.com

Page 19 of 35



Shenzhen BKC Testing Co., Ltd.

Report No.: BKC24125934LE

Agilent Spectrum Analyzer - Swept SA

RL RF S0Q  AC SENSEINT ALIGHAUTO 08:38:52 PM Jan03, 2025
Center Freq 2.490000000 GHz ) #4vg Type: RMS TRACE]1]2 345 6
== PNO: Fast —»— Trig:Free Run Avg|Hoeld: 100/100 TYPE MY M-
PASS IFGain:Low #Atten: 20 dB DET|P MMNNKHM
Mkr1,.2.488 310 GHz
Ref Offset 2.25 dB
10dB/div  Ref 12,25 dBm -48.673 dBm
JILog
Trace 1 Pass
225
775
i —_
278
378
-47.8 — ‘
o T T w""":"m.v "Jm-‘-nﬁ.'\h"’.-'- R % T (VR | g | | FPY T e
E7.8
778
Start 2.483500 GHz Stop 2.496500 GHz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 ms (1001 pts)
IMSG STATUS |

Tx. Spurious NVNT 2441MHz Ant1 @ 2483.5MHz-2496.5MHz

Agilent Spectrum Analyzer - Swept SA

50 &

AC SENSEINT ALIGHAUTO 08:39:04 PM Jan03, 2025
Center Freq 7.748250000 GHz ) #Avg Type: RMS TRACE[[23456
== PNO: Fast —»— Trig:Free Run Avg|Holed: 1001100 TYPE MY M-
PASS IFGain:Low #Atten: 20 dB DET|P NMNKHM
Ref Offset2.25 dB Mkr1 5.805 GHz
10 dBidiv  Ref 12,25 dBm -45.812 dBm
JILog
Trace 1Pass
228
-7 75
178
278 e B 4. S
oot
478 i :
! |
1 & FL 1% i %
.57 B W _adnlular o Ilql,.’._ LN VP R A, L
g, Jobmaglt
ErE
778
Start 2.497 GHz Stop 13.000 GHz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 17.53 ms (1001 pts)
IMSG‘ ISTATUSf

Tx. Spurious NVNT 2441MHz Ant1 @ 2496.5MHz-13000MHz

Test Report Tel:4000-875-382

0755-84829082

Web:Http://www.bkc-lab.com Page 20 of 35



Shenzhen BKC Testing Co., Ltd.

Report No.: BKC24125934LE

Agilent Spectrum Analyzer - Swept SA
Kl RL RF

S0Q  AC SENSEINT ALIGHAUTO 08:42:46 PM Jan03, 2025
Center Freq 515.000000 MHz ) #Avg Type: RMS TRACE[[23456
- PNO: Fast —»— Trig:Free Run Avg|Hold: 1001100 TPE I i
PASS IFGain:Low #Atten: 20 dB DET|P NMHNKHM
Ref Offset 2.24 dB Mkr1 817.64 MHz
10 dBidiv  Ref 12.24 dBm -59.035 dBm
JILog
Trace 1 Pass
224
-7 7B
17.8
Al -
378
-47.8
2 )
ik, e Tl e
E7.8
778
Start 30.0 MHz Stop 1.0000 GHz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.200 ms (1001 pts)
IMSG STATUS |

Tx. Spurious NVNT 2480MHz Ant1 @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA

S0Q  AC SENSEINT ALIGHAUTO 08:42:49 PM Jan03, 2025
Center Freq 1.693500000 GHz ) #Avg Type: RMS TRACE]1]2 345 6
== PNO: Fast —»— Trig:Free Run Avg|Hold: 100/100 TYPE MY M-
PASS IFGain:Low #Atten: 20 dB DET|P NMNNKHM
Mkr1 2.385 6 GHz
Ref Offset 2.24 dB
10dB/div  Ref 12,24 dBm -53.800 dBm
JILog
Trace 1Pass
224
778
7.8
278 A o W 4. A
378
-47.8 ;!
578
sl A AR At
B0
778
Start 1.0000 GHz Stop 2.3870 GHz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.733 ms (1001 pts)

IMSG

ISTﬂTUS |

Tx. Spurious NVNT 2480MHz Ant1 @ 1000MHz-2387MHz

Test Report

Tel:4000-875-382 0755-84829082 Web:Http://www.bkc-lab.com
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Shenzhen BKC Testing Co., Ltd.

Report No.: BKC24125934LE

Agilent Spectrum Analyzer - Swept SA
Kl RL RF S0e  AC

SENSEINT ALIGHAUTO 08:42:50 PM Jan03, 2025
Center Freq 2.393500000 GHz ) #4vg Type: RMS TRACEN1]2 345 6
== PNO: Fast —»— Trig:Free Run Avg|Hoeld: 100/100 TYPE MY M-
PASS IFGain:Low #Atten: 20 dB DET|P MMNNKHM
Mkr1,.2.397 699 GHz
Ref Offset 2.24 dB
10dB/div  Ref 12,24 dBm -56.289 dBm
JILog
Trace 1 Pass
224
778
i —_
278
378
-47.8
1
> RS e % L STV AT e PR B R
E7.8
778
Start 2.387000 GHz Stop 2.400000 GHz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 ms (1001 pts)
IMSG STATUS |

Tx. Spurious NVNT 2480MHz Ant1 @ 2387MHz-2400MHz

Agilent Spectrum Analyzer - Swept SA

RL RF S0e  AC

SENSEINT ALIGHAUTO 08:42:52 PM Jan03, 2025
Center Freq 2.490000000 GHz ) #Avg Type: RMS TRACE]1]2 345 6
== PNO: Fast —»— Trig:Free Run Avg|Hold: 100/100 TYPE MY M-
PASS IFGain:Low #Atten: 20 dB DET|P NMNKHM
Mkr1 2.495 967 GHz
Ref Offset 2.24 dB
10dB/div  Ref 12,24 dBm -43.465 dBm
JILog
Trace 1Pass
224
778
7.8 —
278
378 ’ 1 —
AR T h L]
T T LY T
578
B0
778
Start 2.483500 GHz Stop 2.496500 GHz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 ms (1001 pts)
IMSG ISTnTUSE

Tx. Spurious NVNT 2480MHz Ant1 @ 2483.5MHz-2496.5MHz

Test Report Tel:4000-875-382 0755-84829082

Web:Http://www.bkc-lab.com Page 22 of 35



Shenzhen BKC Testing Co., Ltd. Report No.: BKC24125934LE
Agilent Spectrum Analyzer - Swept SA
Kl RL RF S0Q  AC SENSEINT ALIGHAUTO 08:43:04 PM Jan03, 2025
Center Freq 7.748250000 GHz ) #4vg Type: RMS TRACE]1]2 345 6
== PNO: Fast —»— Trig:Free Run Avg|Hoeld: 100/100 ki hsennad
PASS IFGain:Low #Atten: 20 dB DET|P NINMM N
Mkr1 9.922 GHz
Ref Offset 2.24 dB
10dB/div  Ref 12,24 dBm -45.134 dBm
JILog
Trace 1 Pass
224
778
17.8
Al -
378
478 I
]
578 [l oo bl WO o) Lo g u"wu\-“—i’m: nl-n!w.;.,-,f- g dibal
E7.8
778
Start 2.497 GHz Stop 13.000 GHz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 17.53 ms (1001 pts)
IMSG STATUS |

Tx. Spurious NVNT 2480MHz Ant1 @ 2496.5MHZz-13000MHz

Test Report Tel:4000-875-382 0755-84829082 Web:Http://www.bkc-lab.com Page 23 of 35
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Shenzhen BKC Testing Co., Ltd. Report No.: BKC24125934LE

6. Dwell Time

6.1. Limit

ltem Limits

Hopping Freq. Dwell Time = 0.4 sec(In 0.4 sec X spreading rate)

6.2. Test Setup

EUT SPECTRUM
ANALYZER

6.3. Test Procedure

The transmitter output (antenna port) was connected to the spectrum analyzer

Set RBW of spectrum analyzer to 1MHz and VBW to 1MHz.

Use a video trigger with the trigger level set to enable triggering only on full pulses.

Sweep Time is more than once pulse time.

Set the center frequency on any frequency would be measure and set the frequency span to zero span.
Measure the maximum time duration of one single pulse.

Set the EUT packet transmitting.

Measure the maximum time duration of one single pulse.

. Dwell time = Pulse width(msec)*Number of Pulses

6.4. Test Result

Dwell Time = (One Pulse Time * (Burst Count in the specified period time);
the specified period time = Spread factor* 0.4
Spread Spectrum Factor = Spread Spectrum Bandwidth / modulation rate of EUT

TS@mooo0T o

Modulation rate of EUT is below:
GFSK modulation: 1Mbps
Spread Spectrum Factor = Spread Spectrum Bandwidth / Modulation Rate

Test Report Tel:4000-875-382 0755-84829082 Web:Http://www.bkc-lab.com Page 24 of 35



(

}VI‘

W
| |
|
Aaa
.

)

Report No.: BKC24125934LE

Shenzhen BKC Testing Co., Ltd.

Pass
Pass

Pass

400
400
400

28170.4
31600
31600

06:35:31 PM Jan03, 2025
TRACE|]| 23456
TYPE | W\t
DET|P MM KM N

283
317

317

106.408
119.509

119.192

Tfig Delay-500.0 ps

0.376
0.377
0.376

2402
2441

2480

Ant1

AMKr1 376.0 ps

#Avy Type: RMS

-3.22dB

Ref Offset2.25 dB

e A P oot
[ R A T S e < R
—_l

Span 0 Hz

Sweep 10.00 ms (10001 pts

#VBW 1.0 MHz

ter 2.402000000 GHz

BW 1.0 MHz

(=]

Ce
Re

3.22dB
1.44 dBm

376.0 us (A)
498.0 us

=

Dwell NVNT 2402MHz Ant1 One Burst

AUTO
#Avy Type: RMS

06:36:01 PM Jan03, 2025
TRACE|]| 23456
TYPE | W\t
DET|P M MM M

RL RF S0Q  AC
[Center Freq 2.402000000 GHz |
PNO: Fa:

st +—»— Trig:Free Run

#Atten: 20 dB

IFGain:Low

Ref Offset 2.25 dB
Bidiv  Ref 12.25 dBm

T

=

1

Span 0 Hz

Sweep 28.17 s (10001 pts;

Center 2.402000000 GHz

Res BW 1.0 MHz

#VBW 1.0 MHz

IMSG

Dwell NVNT 2402MHz Ant1 Accumulated

Page 25 of 35

Web:Http://www.bkc-lab.com

0755-84829082

Tel:4000-875-382

Test Report



Shenzhen BKC Testing Co., Ltd. Report No.: BKC24125934LE

) RL RF S0Q  AC SENSEINT ALIGHAUTO 08:39:59 PM Jan03, 2025
[Center Freq 2.441000000 GHz Trig Delay-500.0 ps #Avg Type: RMS TRACE[[23456
PNO: Fast —»—  Trig: Video TVPE Wit

I IFGain:Low #Atten: 20 dB bET|P NNNHN
AMEKr1 377.0 ps

Ref Offset 2.25 dB

Imgsmiv Ref 12.25 dBm 2.45 dB

oo ‘\D_"’h&z

TRIG LvL

775 -
7.8

B

378

478

57 8

&7 .8
TP B

Center 2.441000000 GHz
Res BW 1.0 MHz

Span 0 Hz
#VBW 1.0 MHz Sweep 10.00 ms (10001 pts

A2 t A
F t

— 1 [ Fom | 0 B
377.0us (A) 2.45dB
498.0 us £.73dBm

2

i | &

|SW\TUS |

Dwell NVNT 2441MHz Antl One Burst

RL RF s

SEMNSEINT ALIGHAUTO 06:40:32 PM Jan 03, 2025

[Center Freq 2.441000000 GHz | #Avg Jype: RIS TRACEN1]2345 6

: Trig: Free Run TYPE W
PNO: Fast +#— g
IFGain:Low #Atten: 20 dB DET|P NNNMNN

Ref Offset 2.25 dB
10 dB/div. Ref 12.25 dBm
JILog

775

178

278

378

478

=

778

Center 2.441000000 GHz
Res BW 1.0 MHz

Span 0 Hz
#VBW 1.0 MHz Sweep 31.60 s (10001 pts’

IMSG ‘

|STATUS |

Dwell NVNT 2441 MHz Antl Accumulated

Test Report Tel:4000-875-382

0755-84829082 Web:Http://www.bkc-lab.com Page 26 of 35



Shenzhen BKC Testing Co., Ltd. Report No.: BKC24125934LE
) RL RF S0Q  AC SENSEINT ALIGHAUTO 08:43:20 PM Jan03, 2025
[Center Freq 2.480000000 GHz Trig Delay-500.0 ps #Avg Type: RMS TRACE|1 253456
PND: Fast ~—»— Trig: Video TYPE Wbt
I IFGain:Low #Atten: 20 dB DET|P NINMM N
AMKr1 376.0 ps
Ref Offset 2.24 dB
I1Ln «Bidiv__ Ref 12,24 dBm -0.68 dB
o4 1A2
224 (—.
776 2 TRIG LvL
178
278
378
& (i i
E7.5 - . Lt L 1kt e .
.o i ™" Rl A bt Ly TR T e i
- il il i oy Al
n | | | i | |
Center 2.480000000 GHz Span 0 Hz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 10.00 ms (10001 pts
[ x| FUNCT
AZ t (A) 376.0us (A) 0.68 dB
2 F t 498.0 us 0.56 dBm
3
4
5 E
6
7
8
9
10
11 ™
Eild X 7 . i | &
IMSG |STATUS|

Dwell NVNT 2480MHz Antl One Burst

RL RF S0R  ac SEMNSEINT ALIGHAUTO 06:43:53 PM Jan03, 2025

[Center Freq 2.480000000 GHz | #Avg Type: RMS TRACE[1]2345 5

: Trig: Free Run TYPE W
PNO: Fast +#— g
IFGain:Low #Atten: 20 dB DET|P NNNMNN

Ref Offset 2.24 dB
10 dB/div. Ref 12.24 dBm
JILog

| I il |
776 ‘ ‘ ‘ “\ I “ ‘ |‘ H\u.l i 10 “

178 ‘

378

478

£578

778

Center 2.480000000 GHz Span 0 Hz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 31.60 s (10001 pts’

IMSG ‘ |STATUS |

Dwell NVNT 2480MHz Antl Accumulated

Test Report Tel:4000-875-382 0755-84829082 Web:Http://www.bkc-lab.com Page 27 of 35
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Shenzhen BKC Testing Co., Ltd.

Report No.: BKC24125934LE

7. Secondary Radiated Emissions
7.1. Limit

ltem Limit

<4 nW (Below 1GHz)

RX Spurious Emission
<20 nW (Above 1GHz)

7.2. Test Setup

EUT SPECTRUM
ANALYZER

7.3. Test Procedure

1. EUT have the continuous reception mode and fixed only one channelize.

2. Setting of SAis following as RB / VB: 100 kHz (below 1GHz emissions) / 1 MHz
(above 1GHz emissions) /

AT: 10dB / Ref: 0dBm / Sweep time: Auto / Sweep Mode: Continuous sweep / Detect
mode: Positive peak / Trace mode: Max hold

3. SA set RB: 100kHz and VB: 100kHz. Then adjust to start frequency 30MHz and
stop frequency 1000MHz. Search to mark peak reading value + cable loss shall

be less than 4nW

4. SA set RB: 1MHz and VB: 1MHz. Then adjust to start frequency 1000MHz and
stop frequency 12500MHz. Search to mark peak reading value + cable loss shall

be less than 20nW

5. If power level of lower emissions are more than 1/10 of limit (.0.4nW for f < 1GHz,
2nW for f >= 1GHz), all those are to be indicated in the 2nd and 3rd lines. If others
are 1/10 or less more of the limit, no necessary to be indicated.

7.4. Test Result

Mode | Frequency Antenna | Range Emission Max Value | Limit Verdict
(MHz) (MHz) Frequency (MHz) | (dBm) (dBm)
2402 Ant1 30-1000 869.05 -88.29 -54 Pass
2402 Ant1 1000-13000 2428 -68.52 -47 Pass

GFSK | 2441 Ant1 30-1000 229.82 -88.73 -54 Pass
2441 Ant1 1000-13000 5812 -68.21 -47 Pass
2480 Ant1 30-1000 853.53 -89.05 -54 Pass
2480 Ant1 1000-13000 2428 -70.27 -47 Pass

Test Report Tel:4000-875-382 0755-84829082

Web:Http://www.bkc-lab.com
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Shenzhen BKC Testing Co., Ltd. Report No.: BKC24125934LE

Agilent Spectrum Analyzer - Swept SA

RL RF S0Q  AC SENSEINT ALIGHAUTO 08:36:53 PM Jan03, 2025
[Center Freq 515.000000 MHz ) #Avg Type: RMS TRACE[[23456
PNO: Fast —»— Trig:Free Run Avg|Hold: 80150 TPE I i
IFGain:High #Atten: 0 dB CET|P NNNHN
Ref Offset 2.25 dB Mkr1 869.05 MHz
10 dBidiv Ref -17.75 dBm -88.289 dBm
JILog
278
378
478
-54.00 dBmfl
&t
78
778
578 [ 0
a7
-108
Start 30.0 MHz Stop 1.0000 GHz
Res BW 100 kHz #VBW 100 kHz Sweep 117.0 ms (1001 pts)
IMSG STATUS |

Rx. Spurious NVNT 2402MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA
| RL RF S0Q  AC

ALIGHAUTO 06:37:03 PM Jan03, 2025

[Center Freq 7.000000000 GHz ] #Avg Type: RMS

PNO: Fast -+~ Trig:Free Run Avg|Hold: 80/80
IFGain:High #Atten: 0 dB

Ref Offset 2.25 dB
l1L%;iB!div Ref -17.75 dBm -68.515

Mkr1 2.428 GHz

dBm

378

-47.00 dBm|

478

578

778 ETRTY. "k L o e R

B78

-108

Start 1.000 GHz Stop 13.000 GHz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 20.00 ms (1001 pts)

IM SG lSTATUS

Rx. Spurious NVNT 2402MHz Antl @ 1000MHz-13000MHz

Test Report Tel:4000-875-382 0755-84829082 Web:Http://www.bkc-lab.com
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Shenzhen BKC Testing Co., Ltd. Report No.: BKC24125934LE

Agilent Spectrum Analyzer - Swept SA

RL RF S0Q  AC SENSEINT ALIGHAUTO 06:41:19 PM Jan 03, 2025
[Center Freq 515.000000 MHz _ #Avg Type: RMS TRACE[[23456
PNO: Fast —»— Trig:Free Run Avg|Hold: 100/100 TPE I i
IFGain:High #Atten: 0 dB CETP NNNHN
Ref Offset 2.25 dB Mkr1 229.82 MHz
10 dBidiv Ref -17.75 dBm -88.732 dBm
JILog
278
378
478
-54.00 dBmfl
&t
78
778
78 ’ !
Bias el 6 U L fonaut A A e P b e i oS T bt
a7
-108
Start 30.0 MHz Stop 1.0000 GHz
Res BW 100 kHz #VBW 100 kHz Sweep 117.0 ms (1001 pts)
IMSG STATUS |

Rx. Spurious NVNT 2441MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA
| RL RF S0Q  AC

ALIGHAUTO 06:41:32 PM Jan03, 2025

[Center Freq 7.000000000 GHz ] #Avg Type: RMS

PNO: Fast -+~ Trig:Free Run Avg|Hold: 1001100
IFGain:High #Atten: 0 dB

Mkr1 5.812 GHz
Ref Offset 2.25 dB
l1L%;iB!div R?ef -157%?5 dBm -68.213 dBm

378

-47.00 dBm|

478

578

B7.8

TP et e LS Lo, NP FOVNSINPY EN— Y

B78

-108

Start 1.000 GHz Stop 13.000 GHz

Res BW 1.0 MHz #VBW 1.0 MHz Sweep 20.00 ms (1001 pts)

IM SG lSTATUS

Rx. Spurious NVNT 2441MHz Antl @ 1000MHz-13000MHz
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Agilent Spectrum Analyzer - Swept SA
Kl RL RF S0Q  AC

ALIGHAUTO

06:44:50 PM Jan 03, 2025

[Center Freq 515.000000 MHz

SENSEINT
PNO:Fast —»— Trig:Free Run
IFGain:High #Atten: 0 <B

TRACE[[2 3456
TYPE M
CET|F HHHH N

#Avg Type: RMS
Avg|Hold: 100100

Ref Offset2.24 dB

10 dBidiv. ~ Ref -17.76 dBm
JILog

Mkr1 853.53 MHz
-89.047 dBEm

278

A7 B

-54 00 cBm|

578

B7 B

778

878

o7.8

W e N ey

oy

-108

Start 30.0 MHz
Res BW 100 kHz

#VBW 100 kHz

Stop 1.0000 GHz

Sweep 117.0 ms (1001 pts)

IMSG

STATUS |

Rx. Spurious NVNT 2480MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA
| RL RF S0Q  AC

ALIGHAUTO 06:45:03 PM Jan03, 2025

[Center Freq 7.000000000 GHz

|

PNO: Fast =+

IFGain:High #Atten: 0 dB

Trig:Free Run

#Avy Type: RMS
AvglHold: 100100

Ref Offset 2.24 dB

10 dB/div.~ Ref -17.76 dBm
JILog

Mkr1 2.428 GHz
-70.268 dBm

378

-47.00 dBm|

478

578

B7.8

778

LT B

B78

Aepirt g

i S
i

-108

Start 1.000 GHz
Res BW 1.0 MHz

#VBW 1.0 MHz

Stop 13.000 GHz

Sweep 20.00 ms (1001 pts)

IMSG

lSTATUS

Rx. Spurious NVNT 2480MHz Antl @ 1000MHz-13000MHz
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8. Interference prevention function

8.1. Limit
Iltem Limits
Identification code =48 bits

8.2. Test Setup

-
‘ a4
a G .-";Q: L l:}

PC with Net Tool Peripheral EUT
Software (et EUT's
MAC)

8.3. Test Procedure

1. In the case that the EUT has the function of automatically transmitting the
identification code: a. Transmit the predetermined identification codes form EUT. b.
Check the transmitted identification codes with the demodulator.

2. In the case of receiving the identification ocde: a. Transmit the

predetermined identification codes form the counterpart. b . Check if communication
is normal. c. Transmit the signals other than predetermined ID codes form

the counterpart. d. check if the EUT stops the transmission, or if it displays

that idnetification codes are different from the predetermined ones.

8.4. Test Result
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EUT BD Address plot:
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9. Test Photographs

Reference to the appendix Photos.
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10. Photos of the EUT

Reference to the appendix Photos.

Test Report Tel:4000-875-382 0755-84829082 Web:Http://www.bkc-lab.com Page 35 of 35



	1.General Information
	1.1.Description of Device (EUT)
	1.2.Channel List
	1.3.Summary of test result
	1.4.Test mode
	1.5.Test Conditions
	1.6.Measurement Uncertainty (95% confidence levels, k=
	1.7.Special Accessories and Auxiliary Equipment
	1.8.Test Facility
	1.9.Test Equipment

	2.Frequency Tolerance
	2.1.Limit
	2.2.Test Setup
	2.3.Test Procedure 

	2. Set RBW = 10 kHz.  
	2.4.Test Result

	3.Antenna Power Error Measurement
	3.1.Limit 
	3.2.Test Setup
	3.3.Test Procedure
	3.4.Test Result 

	4.Occupied Frequency Bandwidth(99% and 90%)
	4.1.Limit 
	4.2.Test Setup
	4.3.Test Procedure
	4.4.Test Result 

	5.Unwanted Emission Intensity Measurement
	5.1.Limit
	5.2.Test setup
	5.3.Test Procedure
	5.4.Test Result 

	6.Dwell Time
	6.1.Limit 
	6.2.Test Setup
	6.3.Test Procedure
	6.4.Test Result

	7.Secondary Radiated Emissions
	7.1.Limit 
	7.2.Test Setup
	7.3.Test Procedure
	7.4.Test Result 

	8.Interference prevention function
	8.1.Limit 
	8.2.Test Setup
	8.3.Test Procedure
	8.4.Test Result 

	9.Test Photographs
	10.Photos of the EUT 

