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TEST RESULT CERTIFICATION

Applicant : TEAC CORPORATION
Address : 1-47 Ochiai, Tama-shi, Tokyo, Japan
Manufacturer : TEAC CORPORATION
Address . 1-47 Ochiai, Tama-shi, Tokyo, Japan
Factory . Dongguan TEAC Electronics Co.,Ltd.

Building D 5-6 floors No.1 Shangxing Lu Shangjiao Chang-an Town,Dongguan

EE L City,Guangdong,Province,CHina
EUT :  Podcast Recording Console
Model Name : Mixcast 4

Trademark : TASCAM

Measurement Procedure Used:

APPLICABLE STANDARDS
STANDARD Test Procedure TEST RESULT
Iltem 19 of Article 2 Paragraph 1 MIC public notice 88:2004, annex 43 PASS

The device described above is tested by EMTEK (DONGGUAN) CO., LTD. to determine the maximum
emission levels emanating from the device and the severe levels of the device can endure and its
performance criterion. The measurement results are contained in this test report and EMTEK (DONGGUAN)
CO., LTD. is assumed full of responsibility for the accuracy and completeness of these measurements. Also,
this report shows that the EUT (Equipment Under Test) was measured according to the test methods of
Ordinance Concerning Technical Regulations Conformity Certification etc. of Specified Radio Equipment in
Annex 1, the Ministry of Internal Affairs and Communication notification in Annex “43” of Article 88,
Paragraph 1 or the test method more than equivalent and the result is technically compliant with the ARIB
STD T-66 requirements.

The test results of this report relate only to the tested sample identified in this report

Date of Test : Aug 04, 2025 to Sep 26, 2025

Warren Deng

Warren Deng /Editor

éa—/@l BG o

Galen Xiao /Supervisor

Approved & Authorized Signer : ol ) -
“Sam Lv /Manager -

Prepared by

Reviewer

FRHENREERAR

Zone, Dongguan, Guangdong, China Http://www.emtek.com.cn  E-mail: project@emtek.com.cn

Report No. EDG2508040302E00101R Page 2 of 92 Ver.1.0

ik T AREREPRUAESHRA VAR KIHAE 9 SHASEEYRIRMAREM AKX 2 SH2% fA—B EZR /8HF111E.112F Wik Http://www.emtek.com.cn  #F%5: project@emtek.com.cn
EMTEK (Dongguan) Co, Ltd. - Add: Room 1118112, Building 8, -1&2/F., Office Building 2, Zone A, Zhongda Marine Biotechnology Research and Development Base, No.9, Xincheng Avenue, Songshan Lake High-Tech Industrial Development



EMTEK(Y)

Access to the World

Modified Information

Version Report No. Revision Date Summary

V1.0 EDG2508040302E00101R / Original Report

HESEVRBRERAT i REREHRLSEIEAR WL KIHAE 9 SHAEFEVRRMEED AKX 28H A% A—E SR /8HR111E 112F  Mik:Http://www.emtek.com.cn  #5#8: project@emtek.com.cn
EMTEK (Dongguan) Co, Ltd. - Add: Room 1118112, Building 8, -1&2/F., Office Building 2, Zone A, Zhongda Marine Biotechnology Research and Development Base, No.9, Xincheng Avenue, Songshan Lake High-Tech Industrial Development
Zone, Dongguan, Guangdong, China Http://www.emtek.com.cn  E-mail: project@emtek.com.cn

Report No. EDG2508040302E00101R Page 3 of 92 Ver.1.0



EMTEK(Y)

Access to the World

TABLE OF CONTENTS
1 EUT TECHNICAL DESCRIPTION 5
2 SUMMARY OF TEST RESULT 6
3 TEST METHODOLOGY 7
3.1 GENERAL DESCRIPTION OF APPLIED STANDARDS ......ccoiitriireirietrieteteeeeeeteseet ettt st st 7
3.2 MEASUREMENT EQUIPMENT USED .....ccccoiitiiiniiiiiiineineneeenieeseee ettt sre s s 7
3.3 DESCRIPTION OF TEST MODES ......c..ccorttriiritritieneeneesteie ettt sttt sttt ettt nae e st saeaesnennas 8
3.4 SUPPORT EQUIPMENT ..ottt ettt ettt ettt sttt 8
4 FACILITIES AND ACCREDITATIONS 9
A1 FACILITIES ...ttt e s ek an ettt bt et et n st sn et en et e bt e bt ebenene 9
4.2 LABORATORY ACCREDITATIONS AND LISTINGS ..ottt 9
5 TEST SYSTEM UNCERTAINTY 10
6 WIRELESS MODULE VOLTAGE TEST IN EXTREME CONDITIONS 11
6.1 ApPLicable StANAAIA .......ccii i ettt ettt ettt et b et b ettt e s e ea et h e et ene e aeeneenaeenean 11
TN N A 00N T b1 2 i () o OSSR 11
0.3 TSt RESULILS ...ttt ettt et et e e ae et e sae e bees e e ae e st et e e s e et e e s e e et eme e st eneeeeeenaeeneeneesneenseenean 11
7 TEST REQUIREMENTS 12
7.1 FREQUENCY TOLERANCE .......ooueciitiiitiiititeinteitne ettt D sttt en st an e 1 e ek e sne e ne e nnene 12
7.2 OCCUPIED BANDWIDTH & SPREADING BANDWIDTH.......cc.coiiiiiiiiiiiiieies i 19
7.3 HOPPING FREQUENCY STAYING TIME (DWELL TIME) ...c..ccceiiiiiiiiininieieieieieteteeeiese st 28
7.4 POWER TO ANTENNA (CONDUCTED) .....cutcutttietinieiinieiinieinieieietetee ettt sttt 35
7.5 SPURIOUS EMISSIONS INTENSITY ..cueitiuiriiiiniiniiintiinieieieteieeetteeeteseet et snese e esee s s s e nesesaesesnens 38
7.6 COLLATERAL EMISSIONS OF RECEIVER ......ccocciviiiiiiiiiiiiiiieiceteretetet ettt 77
7.7 INTERFACE PREVENTION FUNCTION ..ottt ettt sttt ettt saes e saenesaeneas 91
8 APPENDIX PHOTOGRAPHS OF TEST SETUP 92

FRHENREERAR

ok T AREREDRUSBIRAT WA RRIIRAE 9 SHASFEMHIRMLEM AR 2 SH A A—R. B R /8HFIIIE112E

AL : Http://www.emtek.com.cn  #FFS: project@emtek.com.cn

EMTEK (Dongguan) Co,, Ltd. Add: Room 111&112, Building 8, -1&2/F., Office Building 2, Zone A, Zhongda Marine Biotechnology Research and Development Base, No.9, Xincheng Avenue, Songshan Lake High-Tech Industrial Development

Zone, Dongguan, Guangdong, China Http://www.emtek.com.cn  E-mail: project@emtek.com.cn

Report No. EDG2508040302E00101R Page 4 of 92

Ver.1.0



EMTEK(Y)

Access to the World

1 EUT TECHNICAL DESCRIPTION

®

Characteristics

Description

Product: Podcast Recording Console
Model Number: Mixcast 4
BT Version BT V5.1
1Mbps for GFSK modulation
Data Rate 2Mbps for n /4-DQPSK modulation
3Mbps for 8DPSK modulation
GFSK modulation for BR(1Mbps)
Modulation: 1 /4-DQPSK modulation for EDR(2Mbps)

8DPSK modulation for EDR (3Mbps)

Operating Frequency
Range(s):

2402-2480MHz

Number of Channels: 79 channels
Rated Antenna Power: 0.02 mW/MHz
Antenna Type : PCB Antenna
Antenna Gain: 2.72 dBi

Power Supply:

DC 12.0V from adapter
Adapter:Model:GPE024L-120200-Z
INPUT:100-240V~50/60Hz 0.75A

OUTPUT:12.0V= 2.0A, 24.0W Max

Hardware version: N/A
Software version: N/A
Temperature Range 0°C ~ +40°C

Note: for more details, please refer to the user’s manual of the EUT.
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2 SUMMARY OF TEST RESULT

MIC RULES DESCRIPTION OF TEST RESULT
Item 19 RF Output Power PASS
Item 19 Frequency Tolerance PASS
Item 19 Holding time of hopping frequency PASS
Item 19 Transmitter Spurious Emissions PASS
Item 19 Receiver Spurious Emissions PASS
Item 19 Interference Prevention Function PASS
Item 19 Carrier Sending Function N/A
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3 TEST METHODOLOGY

3.1 GENERAL DESCRIPTION OF APPLIED STANDARDS

According to its specifications, the EUT must comply with the requirements of the following standards:

Item 19 of Article 2 Paragraph 1 of the TELEC rules for 2.4GHz band wide-band low-power data
communication system. All measurements contained in this report were conducted with test method for radio
equipment specified in MIC public notice 88:2004, annex 43 for certification. And measuring method for
electric field intensity of radio station with remarkably weak radiowave transmitted.

3.2 MEASUREMENT EQUIPMENT USED
3.21 Radio Frequency Test Equipment

Equipment Manufacturer| Model No. Serial No. Last Cal. Cal. Interval C;\a/llftfct)gn
W"e'eSSTei‘t’;‘:‘eC“"”y R&S CMW270 102543 2025/4/28 1Year c
Automatic Control Unit| Tonscend JS0806-2 2118060480 2025/4/28 1Year c

Signal Analyzer KEYSIGHT N9010B MY60242456 2025/4/28 1Year c
Analog Signal | | EvqiGHT | N5173B | MY61252625 | 2025/4/28 1Year c
Generator
UP/DOWN-Converter R&S CMW-Z800A 100274 2025/4/28 1Year c
deier Slisli) KEYSIGHT | N5182B MY61252674 | 2025/4/28 1Year c
Generator
Frequency Extender | KEYSIGHT | N5182BX07 [ MY59362541 2025/4/28 1Year c
Temperature&Humidity| e EL-02KA 12107166 2025/4/28 1 Year c
test chamber
6 db attenuator SE_WORLDWI 6dB/5055_006_1 324011 2025/4/28 1 Year c

Calibration agency : Guangzhou LiSai Metrology & Test Co., Ltd.

Address : Address: No.8.South Street Shili Institute Guangzhou.Guangdong.China

Calibration Method:

a) Calibration conducted by the National Institute of Information and Communications Technology (NICT)
(hereinafterl referred to as "NICT") or a designated calibration agency under Article 102-18 paragraph (1).

b) Correction conducted pursuant to the provisions of Article 135 or Article 144 of the Measurement Law
(Law No. 51 of 1992).

c) Calibration conducted in foreign countries, which shall be equivalent to the calibration conducted by the
NICT or a designated calibration agency under Article 102-18 paragraph (1).

d) Calibration conducted by using measuring instruments and other equipment listed Table attached hereto,
which shall have been given any of calibration, etc. listed above from a) to c).

Remark: Each piece of equipment is scheduled for calibration once a year.

For measurement cables(lt is from the antenna end of EUT to the test port of test equipment.)

Equipment Manufacturer  |cable loss Application | Measurement data of line | Last Cal.
frequency band loss comes from Cal. | Interval
measurement Prowde;l by the 0.5 dBm |2402-2480MHz Manufacturers claim N/A N/A
cable applicant themselves.
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3.3 DESCRIPTION OF TEST MODES

The EUT has been tested under its typical operating condition.

The EUT configuration for testing is installed on RF field strength measurement to meet the Commissions
requirement and operating in a manner which intends to maximize its emission characteristics in a
continuous normal application.

The Transmitter was operated in the normal operating mode. The TX frequency was fixed which was for the
purpose of the measurements.

Test of channel included the lowest and middle and highest frequency to perform the test, and then record on
this report.

Those data rates (1Mbps for BR GFSK modulation; 2Mbps for EDR 7 /4-DQPSK modulation; 3Mbps for
EDR 8DPSK modulation) were used for all tests.

Pre-defined engineering program for regulatory testing used to control the EUT for staying in continuous
transmitting and receiving mode is programmed.

Frequency and Channel list for BT:

Frequency Frequency Frequency
Channel (MHz) Channel (MHz) Channel (MHz)
0 2402 39 2441
1 2403 40 2442 76 2478
2 2404 41 2443 77 2479
78 2480
Note: fc=2402MHz+kx1MHz k=0 to 78
3.4 SUPPORT EQUIPMENT
EUT Cable List and Details
Description Manufacturer Model Serial Number
/ / / /
Auxiliary Cable List and Details
Cable Description Length (m) Shielded/Unshielded With / Without Ferrite
Auxiliary Equipment List and Details
Description Manufacturer Model Serial Number
11S168003748Z0LR0O
Notebook Lenovo E46L 6EOHG
/ / / /

Notes:

1. All the equipment/cables were placed in the worst-case configuration to maximize the emission during the test.

2. Grounding was established in accordance with the manufacturer’s requirements and conditions for the intended
use.
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4 FACILITIES AND ACCREDITATIONS

4.1 FACILITIES

All measurement facilities used to collect the measurement data are located at:

EMTEK (DONGGUAN) CO., LTD.

Room 111&112,Building 8,-1&2/F., Office Building2,Zone A,Zhongda Marine Biotechnology Research and
Development Base, No.9,Xincheng Avenue, Songshan Lake High-Tech Industrial Development Zone,
Dongguan, Guangdong, China

4.2 LABORATORY ACCREDITATIONS AND LISTINGS

Site Description
EMC Lab. . Accredited by CNAS, 2024.07.06
The certificate is valid until 2030.07.05
The Laboratory has been assessed and proved to be in compliance with
CNAS/CL01:2018
The Certificate Registration Number is L3150

Accredited by FCC
Designation Number: CN1300
Test Firm Registration Number: 945551

Accredited by A2LA, April 05, 2021
The Certificate Registration Number is 4321.02

Accredited by Industry Canada
The Certificate Registration Number is CN0113

Name of Firm : EMTEK (DONGGUAN) Co., Ltd.

Site Location : Room 111&112, Building 8, -1&2/F., Office Building2, Zone A, Zhongda Marine
Biotechnology Research and Development Base, No.9, Xincheng Avenue,
Songshan Lake High-Tech Industrial Development Zone, Dongguan,
Guangdong, China
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5 TEST SYSTEM UNCERTAINTY

The following measurement uncertainty levels have been estimated for tests performed on the

apparatus:
Test Parameter Measurement Uncertainty
Radio Frequency +1x107-5
Maximum Peak Output Power Test +1.0dB
Conducted Emissions Test See below
Radiated Emission Test +2.0dB
Power Density +2.0dB
Occupied Bandwidth Test +1.0dB
Band Edge Test +3dB
All emission, radiated See below
Antenna Port Emission +3dB
Temperature 1+0.5°C
Humidity +3%

Measurement Uncertainty for a level of Confidence of 95%
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6 WIRELESS MODULE VOLTAGE TEST IN EXTREME CONDITIONS

6.1 Applicable Standard

When there is a fluctuation of +/-10% input voltage from external power to the test equipment. If the
fluctuation of input voltage to the circuit of the radio part (excl. power) in the test equipment is confirmed
below +/-1%, Measurement shall be tested with the rated voltage.

6.2 Test Configuration

Config B

Oscilloscope
EUT /
/

Maodule
DC source
6.3 Test Results
Test Voltage DC 10.8V DC 12V DC 13.2V
Module Test voltage 3.31 3.30 3.31
Module Ratedvoltage 3.30 3.30 3.30
The Range of Module Voltage (%) 0.3 0 0.3

Note: In extreme conditions, EUT module power is confirmed below +/-1%.
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7 TEST REQUIREMENTS
7.1 FREQUENCY TOLERANCE
7.1.1 Applicable Standard

According to Item 19 of Article 2 Paragraph 1.

7.1.2 Conformance Limit

For the 2.4 GHz bands it shall be better than 50 ppm under the operational conditions
7.1.3 Test Setup Block Diagram

EF Cable
EUT » Attenuator » Spectrum

Analyzer

7.1.4 Test Procedure

If the fluctuation of input voltage to the circuit of the radio part (excl. power) in the test equipment is
confirmed below +/-1%, Measurement shall be tested with the rated voltage.

When there is a fluctuation of +/-10% input voltage from external power to the test equipment. In case the
test equipment is designed to function only within the specified fluctuation range of +/-10% for the voltage
source tests shall be conducted applying the rated voltage and a respective specified maximum/minimum
value of fluctuation range.

Set the EUT on the test frequency and transmit.

Stop the modulation (stop the spreading), set on “continuous transmission of no-modulated radiation” in
principle. If impossible, on “continuous burst transmission of no-modulated radiation”, or a modulation mode
to generate a specific frequency spectrum so that the frequency can be measured using a spectrum analyzer
(example: a wave of the sub-carrier).

In case of no-modulation (consecutive or continuous burst), direct measurement is conducted with the
frequency meter.

In case of burst wave, the measurement is conducted for a time period to achieve a sufficient accuracy. The
mean value is employed as the measurement value.

In case of a test mode generating specific frequency spectrum, the spectrum frequency is measured with the
spectrum analyzer.

7.1.5 Environmental Conditions

Temperature: 25°C
Relative Humidity: 45%
ATM Pressure: 1011 mbar
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7.1.6 Test Results

All the modes were tested and recorded,the results of the test item are good.

Co-rl;?j?ttion I\;Ir(e)(SjL Antenna Frel\(jllr_lezr]\cy[ CeFI\tAeJE]r v o Result[ppm] Limit[ppm] | Verdict
NTNV DH5 Ant1 2402 2402.0015 +0.62448 +50 PASS
NTNV DH5 Ant1 2441 2441.0015 +0.61450 +50 PASS
NTNV DH5 Ant1 2480 2480.0015 +0.60484 +50 PASS
NTNV 2DH5 Ant1 2402 2402 0.00000 +50 PASS
NTNV 2DH5 Ant1 2441 2441.0015 +0.61450 +50 PASS
NTNV 2DH5 Ant1 2480 2480.0015 +0.60484 +50 PASS
NTNV 3DH5 Ant1 2402 2402 0.00000 +50 PASS
NTNV 3DH5 Ant1 2441 2441.0015 +0.61450 +50 PASS
NTNV 3DH5 Ant1 2480 2480.0015 +0.60484 +50 PASS
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k

KEYSIGHT Input RF
Coupling: DC
Align: Auto

1 Spectrum
Scale/Div 10 dB

|Center 2.480000 GHz
|#Res BW 10 kHz

$ Marker Table |

Mode Trace Scale

N 1 f
N 1 f
N 1 A

k

KEYSIGHT Input RF
Coupling: DC
Align: Auto

1 Spectrum
Scale/Div 10 dB

|Center 2.402000 GHz
|#Res BW 10 kHz

$ Marker Table |

Mode Trace Scale
N 1 f
I\ 1 f
N 1 f

a9 l?

480 012 CHz

#Atten: 30 dB PNO: Best Wide
LW Path: Standard Gate: Off
IF Gain: Low
Sig Track: Off

Input Z: 50 @
Corr CCorr

Freq Ref: Int (S) Trig: Free Run

Ref Lvl Offset 14.07 dB
Ref Level 20.00 dBm

#Video BW 10 kHz

Sweep 24.0ms (1001 pts||

X Y
2480 003 GHz 11.34 dBm
2479991 GHz 2.316 dBm
1756 dBm_

Function Function Width

#Atten: 30 dB PNO: Best Wide
LW Path: Standard Gate: Off
IF Gain: Low
Sig Track: Off

Input Z: 50 @
Corr CCorr

Freq Ref: Int (S) Trig: Free Run

Ref Lvl Offset 14.64 dB
Ref Level 20.00 dBm

#Video BW 10 kHz

Sweep 24.0 ms (1001 pts||

X Y
2402000GHz 11,97 dBm
2401991 GHz 3814 dBm

“T407009CHz__ 7457 dBm_

Function Function Width

Aug 07, 2025
4:05:21 PM

#Avg Type: Power (RM:
\Avg|Hold: 1000/1000

Mkr3 2.480 012

Function Value

NTNV-DH5-Ant1-2480-PASS

#Avg Type: Power (RM: -
\Avg|Hold: 1000/1000

M3 2.402 009 GHz}

Function Value

EMTEK(Y)

Access to the World

-~

P2
1

Frequency

M4 9 480000000 GHz

PP PP PP ——

== ISpa

GHZ)| 300000000 MHz

1.76 dBm|
|

Swept Span
Zero Span

} Full Span
[

‘ Start Freq
2.478500000

Stop Freq
2.481500000

AUTO TUNE
Span 3.000 MHz

CF Step
300,000 kHz

1= Auto

b7 Signal Track

1(Span Zoom)

Frequency v
Center Frequency
FHEEE12.402000000 GHZ
PRPPPP
Span
3.00000000 MHz
Swept Span
Zero Span

7.46 dBm|
|

AUTO TUNE
Span 3.000 MHz|
300,000 kHz
Auto

b7 Signal Track

1(Span Zoom)

NTNV-2DH5-Ant1-2402-PASS
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k

KEYSIGHT Input RF
Coupling: DC
Align: Auto

1 Spectrum
Scale/Div 10 dB

|Center 2.441000 GHz
|#Res BW 10 kHz

$ Marker Table |

Mode Trace Scale
N 1 f
I\ 1 f
N 1 T

k

KEYSIGHT Input RF
Coupling: DC
Align: Auto

1 Spectrum
Scale/Div 10 dB

|Center 2.480000 GHz
|#Res BW 10 kHz

$ Marker Table |
Mode Trace Scale
N 1 f

N 1 f
N 1 i

a9 l?

Input Z: 50 @
Corr CCorr
Freq Ref: Int (S)

#Atten: 30 dB PNO: Best Wide
LW Path: Standard Gate: Off
IF Gain: Low
Sig Track: Off

#Avg Type: Power (RM:
\Avg|Hold: 1000/1000 M
Trig: Free Run

PP pPRRP

Ref Lv| Offset 14.30 dB
Ref Level 20.00 dBm

} Full Span
[

#Video BW 10 kHz Span 3.000 MHz

Sweep 24.0ms (1001 pts||

X
2441000 GHz
2440 991 GHz

A 012 CHz

Y
11.35dBm
2.278 dBm
1598 dBm_

Function Function Width Function Value

[ s
b

NTNV-2DH5-Ant1-2441-PASS
Input Z: 50 @

Corr CCorr
Freq Ref: Int (S)

#Atten: 30 dB PNO: Best Wide
LW Path: Standard Gate: Off
IF Gain: Low
Sig Track: Off

#Avg Type: Power (RM:
\Avg|Hold: 1000/1000

Tiig: Free Run iy

PPP F‘ pp

MKr3 2.480 012 GHz}
1.59 dBm|

|

Ref Lv| Offset 14.07 dB
Ref Level 20.00 dBm

#Video BW 10 kHz Span 3.000 MHzl

Sweep 24.0 ms (1001 pts||

X
2480 000 GHz
2479991 GHz
480012 CHz

\d
11.32dBm
2.185 dBm

1597 dBm_

Function Function Width Function Value

Aug 07, 2025
4:07:46 PM

NTNV-2DH5-Ant1-2480-PASS

pppp— | =1

1012 GHz|{ 3 00000000 MHz

1.60 dBm|
|

11/2.480000000 GHz

1(Span Zoom)

EMTEK(Y)

Access to the World

-~

P2
1

Frequency

112.441000000 GHz
b =

Swept Span
Zero Span

‘ Start Freq

2.439500000

‘ Stop Freq
2.442500000

AUTO TUNE

CF Step
300,000 kHz
1= Ao

Signal Track
1(Span Zoom)

o)

Center Frequency

Frequency v

Span
3.00000000 MHz

Swept Span
Zero Span

AUTO TUNE

300.000 kHz
Auto
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7
§ Frequency v |- i

KES|GHT Input RF : Input Z: 50 @ #Atten: 30 dB PNO: Best Wide ~ #Avg Type: Power (RM:

Couplng DG CorCCorr LW Path Standard Gate: Off |Avg|Hold: 100071000 s Center Frequency
Align: Auto Freq Ref: Int (S) IF Gain: Low Tiig: Free Run 112.402000000 GHz
Sig Track: Off PP PP PP
L o e - [Span
e Ref LvI Offset 14.64 dB Mkr3 2.402 009 GHz} 3.00000000 Wiz
Scale/Div 10 dB _ Ref Level 20.00 dBm v 7.28 dBmI Swept Span
| 3 | Zero Span
] Full Span
I ‘ Start Freq
2.400500000
Stop Freq
2.403500000
AUTO TUNE
|Center 2.402000 GHz #Video BW 10 kHz Span 3.000 MHz| i
|#Res BW 10 kHz Sweep 24.0 ms (1@ ‘pt_::)' CF Step

300.000 kHz

5 Marker Table v
1= Auto
Mode Trace Scale X Y Function Function Width Function Value
N 1 f 2402000GHz ~ 11.96 dBm
N 1 f 2401991GHz ~ 3.916 dBm

N1 T 540009CHz _ 7280dBm_

N b7 Signal Track
L“ﬂ 1(Span Zoom)

NTNV-3DH5-Ant1-2402-PASS

b i n Frequency v

KEYSIGHT /nput RF Input Z: 50 #Atten: 30 dB PNO: Best Wide  #Avg Type: Power (RM: 4 sy
SIG Couplng DG CorCCorr LW Path Standard Gate: Off IAvglHold. 100011000 Center Frequency
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run TTR12.441000000 GHZ
Sig Track: Off PRPPPP
Span

1 Spectrum Ref Lvl Offset 14.30 dB Mkr3 2.441 012 GHZE 3.00000000 MHz

Scale/Div 10 dB _ RefLevel 20,00 dBm 1.57 dBmI Swept Span
| Zero Span

AUTO TUNE

|Center 2.441000 GHz #Video BW 10 kHz Span 3.000 MHzl
|#Res BW 10 kHz Sweep 24.0 ms (1001 pts)!

300.000 kHz
Auto

5 Marker Table v
Mode Trace Scale X \d Function Function Width Function Value
N 1 f 2441000GHz ~ 11.35dBm

N 1 1 2440991GHz 245408
N1 T Jf019CH;__ 1567dBm

= Aug 07, 2025 i
h“} f" - ? 4:10:40 PM 1(Span Zoom)
NTNV-3DH5-Ant1-2441-PASS
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KEYSIGHT !nput RF Input Z: 50 @ #Atten: 30 dB PNO: Best Wide  #Avg Type: Power (RM

Coupling: DC Corr CCorr LW Path: Standard Gate: Off Avg|Hold: 100011000 ;

Align: Auto Freq Ref: Int (S) IF Gain: Low Tiig: Free Run 1/2.480000000 GHz

Sig Track: Off P P P P P P | e —
- T g g = 1Span
ISR Ref Lvl Offset 14.07 dB Mkr3 2.480 012 GHz}{ 3 00000000 Wiz
| ScalerDiv 10 dB _ Ref Level 20.00 dBm 1.55 dBm| Swept Span
| Il zeroSpan

2.478500000

| Stop Freq
481500000

|
|
I
i Start Freq
l
I
|
|
|

| AUTO TUNE
|Center 2.480000 GHz #Video BW 10 kHz Span 3.000 MHz| |

‘#Res BW 10 kHz Sweep 24.0 ms (19_0] ‘pt_::)' CF Step
300.000 kHz

Auto

5 Marker Table v
Mode Trace Scale X Y Function Function Width Function Value
N 1 f 2480000GHz  11.32dBm

N 1 f 2479991 GHz_ 2.300dBm
N 1 T 2#00190H__ 1546dBm

A ? renas@ ® 7 Isignal Track
5

41152PM (0an Zoorn)
NTNV-3DH5-Ant1-2480-PASS
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7.2 OCCUPIED BANDWIDTH & SPREADING BANDWIDTH
7.21 Applicable Standard

According to Item 19 of Article 2 Paragraph 1.

7.2.2 Conformance Limit

Permissible value for occupied bandwidth using the FH system, a hybrid systems combining DS and FH
systems or hybrid system combining FH and OFDM systems shall be 83.5MHz or less,

In spread spectrum systems, spread bandwidth (which refers to a frequency bandwidth with an upper limit
and lower limit such that each of the mean powers radiated above the upper frequency limit and below the
lower frequency limit is equal to 5% of the total mean power radiated ,this also applies hereafter ) shall be
500kHz or more.

7.2.3 Test Setup Block Diagram

EUT S s Attenuator = Spectrum
Analyzer
7.2.4 Test Procedure
Spectrum analyzer is set as below
Central Frequency Test frequency
Sweeping Bandwidth 2 to 3.5 times the allowable value (SPAN=60MHz)
Resolution Bandwidth Lower than 3 % of allowable value (RBW=1MHz)
Video Bandwidth Same level as Resolution Bandwidth
Y-Axis Scale 10 dB/Div
Input Level Carrier level is sufficiently higher than spectrum
analyzer noise
Sweep Time Minimum time to assure the measurement accuracy
(In case of burst wave, 1 burst per 1 sample)
Sampling points More than 400 points
Sweep Mode Consecutive sweep
Phase-Detection Mode Positive peak
Trigger Condition Max-hold

The measured value of the spectrum analyzer is processed by the computer internally or externally
Conditions of EUT

Set the test frequency and the modulation is performed with the standard coded test signal. In case of OFDM
with burst wave, the modulation is conducted to minimize the rate of the time that the number of sub-carrier
is less (short preamble).

After a repetition of sweep so that no variation is found, values of all the data points are loaded into the array
variable on the computer.

For all the data, the dB values are converted to antilogarithm of power dimension.

Power summation of all the data is estimated and stored as “total power value”.

Starting with the data of the minimum frequency, the power is summed sequentially, and the limiting data
point where the value achieves 0.5% of the total power is sensed. The limiting point is converted to frequency,
stored as “lower limit”.

Starting with the data of the maximum frequency, the power is summed sequentially, and the limiting data
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point where the value achieves 0.5% of the total power is sensed. The limiting point is converted to frequency,
stored as “upper limit”

7.2.5 Environmental Conditions

Temperature: 25°C
Relative Humidity: 45%
ATM Pressure: 1011 mbar

7.2.6 Test Results

All the modes were tested and recorded,the results of the test item are good.

Occupied Bandwidth (99% Emission bandwidth)

ot I\EZL Antenna Fre,\‘jlf_lezqcyl Result [MHz] | Limit [MHz] | Verdict
NTNV DH5 Ant1 Hop 78.825 <835 PASS
NTNV 2DH5 Ant1 Hop 78.849 <835 PASS
NTNV 3DH5 Ant1 Hop 78.891 <835 PASS

Spread Bandwidth (90% Emission bandwidth) & Spread Factor

Test Test Frequenc | Result Limit Spread .. .
Condition Mode = XYCTR y[I\(jIHz] IMHz] | [MHZ] Facigr | Limit | Verdict
NTNV DH1 Ant1 Hop 71.770 20.5 71.770 >5 PASS
NTNV DH3 Ant1 Hop 71.612 20.5 71.612 >5 PASS
NTNV DH5 Ant1 Hop 71.633 20.5 71.633 >5 PASS
NTNV 2DHA1 Ant1 Hop 71.800 20.5 71.800 >5 PASS
NTNV 2DH3 Ant1 Hop 71.561 20.5 71.561 >5 PASS
NTNV 2DH5 Ant1 Hop 71.609 20.5 71.609 >5 PASS
NTNV 3DHA1 Ant1 Hop 71.741 20.5 71.741 >5 PASS
NTNV 3DH3 Ant1 Hop 71.652 20.5 71.652 >5 PASS
NTNV 3DH5 Ant1 Hop 71.776 20.5 71.776 >5 PASS
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KEYSIGHT Input RF
Coupling: DC
Align: Auto

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

R~ ?

KEYSIGHT Input RF
Coupling: DC
Align: Auto

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

€20 l?

78.825 MHz

78.849 MHz

Input Z: 50 @
Corr CCorr
Freq Ref: Int (S)

Atten: 30 dB Trig: Free Run
LW Path: Standard Gate: Off

#IF Gain: Low Radio Std: None

Ref Lv| Offset 14.30 dB
Ref Value 20.00 dBm

#Video BW 1.0000 MHz

Total Power 1

% of OBW Power
xdB

-T47.60 kHz
79.91 MHz

Aug 07, 2025
3:21:20 PM

NTNV-DH5-Ant1-Hop

Input Z: 50 @
Corr CCorr
Freq Ref: Int (S)

Atten: 30 dB Trig: Free Run
LW Path: Standard Gate: Off

#IF Gain: Low Radio Std: None

Ref Lvl Offset 14.30 dB Mkr1 2.462

Ref Value 20.00 dBm

#Video BW 1.0000 MHz

Total Power 2

% of OBW Power
xdB

-741.59 kHz
79.92 MHz

Aug 07, 2025
3:41:30 PM

Center Freq: 2.441750000 GHz
\Avg|Hold: 200012000

-6.00 dB

SHjLY
-PASS

Center Freq: 2.441750000 GHz
\Avg|Hold: 200012000

-6.00 dB

EL)

EMTEK(Y)

Access to the World

20.000000 MHz
Auto

ERIE
99.00 %

A
ey

Span
200.00 MHz

950000 GHzZ
20.000000 MHz

Auto
Man

0.4 dBm
99.00 %

A
ey

NTNV-2DH5-Ant1-Hop-PASS
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KEYS|GHT Input: RF ' Input Z: 50 Atten: 30 dB Tng: FreeRun  |Center Freq: 2.441750000 GHz
Coupling: DC Corr CCorr LW Path: Standard Gate: Off Avg|Hold: 200012000
Align: Auto Freq Ref: Int (S) #F Gain: Low Radio Std: None

Ref Lvl Offset 14.30 dB
Ref Value 20.00 dBm
Y i | 20.000000 MHz

Auto
Man

‘ Freq Offset
0Hz

#Video BW 1.0000 MHz Span 200 MHz
Sweep 1.00 ms (1@ pt_s)

Occupied Bandwidth
78.891 MHz Total Power 20.4dBm

Transmit Freq Error -752.97 kHz % of OBW Power 99.00 %
x dB Bandwidth 79.86 MHz xdB -6.00dB

a )| nug07,2025) ¥ A

350:14PM ¥
NTNV-3DH5-Ant1-Hop-PASS
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Spread Bandwidth

BW

KEYSIGHT Input RF
RL Coupling: DC
Align: Auto

Center 2.4418 GHz
f#Res BW 1.0000 MHz

Occupied Bandwidth

Transmit Freq Error
X dB Bandwidth

9ocl?

GHT |Input RF
Coupling: DC
Align: Auto

Center 2.4418 GHz
f#Res BW 1.0000 MHz

Occupied Bandwidth

Transmit Freq Eror
X dB Bandwidth

9oc°l?

71.770 MHz

71.612 MHz

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Atten: 30 dB Trig: Free Run
LW Path: Standard Gate: Off
#F Gain: Low

Ref Lvl Offset 14.30 dB
Ref Value 20.00 dBm

#Video BW 1.0000 MHz

Total Power

-804.34 kHz

79.89 MHz xdB

Aug 07, 2025
3:29:07 PM

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Atten: 30 dB Trig: Free Run
LW Path: Standard Gate: Off
#F Gain: Low

RefLvl Offset 14.30 dB
Ref Value 20.00 dBm

#Video BW 1.0000 MHz

Total Power

-808.20 kHz

79.88 MHz xdB

Aug 07, 2025
3:34:10 PM

% of OBW Power

NTNV-DH1-Ant1-Hop-PASS

% of OBW Power

EMTEK(Y)
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G

| Center Frequency
§ 2441750000 GHz

Frequency

Center Freq: 2 441750000 GHz
\Avg|Hold: 1000/1000
|Radio Std: None

20.000000 MHz
Auto

18.9dBm

90.00 %
-6.00 dB

% 1
)

BHjL

| [Eenter Frequency
2.441750000 GHz

Center Freq: 2 441750000 GHz
\Avg|Hold: 1000/1000
|Radio Std: None

20.000000 MHz
Auto

19.1dBm

90.00 %
-6.00 dB

% 1
)

BHjL

NTNV-DH3-Ant1-Hop-PASS
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KEYSIGHT Input RF
Coupling: DC
Align: Auto

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

R~ ?

KEYSIGHT Input RF
Coupling: DC
Align: Auto

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

€20 l?

71633 MHz

71.800 MHz

Input Z: 50 @
Corr CCorr
Freq Ref: Int (S)

Atten: 30 dB Trig: Free Run
LW Path: Standard Gate: Off

#IF Gain: Low Radio Std: None

Ref Lv| Offset 14.30 dB
Ref Value 20.00 dBm

01

#Video BW 1.0000 MHz

Total Power 1

% of OBW Power
xdB

-812.14 kHz
79.88 MHz

Aug 07, 2025
3:21:05 PM

NTNV-DH5-Ant1-Hop

Input Z: 50 @
Corr CCorr
Freq Ref: Int (S)

Atten: 30 dB Trig: Free Run
LW Path: Standard Gate: Off

#IF Gain: Low Radio Std: None

Ref Lvl Offset 14.30 dB Mkr1 2.462

Ref Value 20.00 dBm

#Video BW 1.0000 MHz

Total Power 1

% of OBW Power
xdB

-780.44 kHz
79.94 MHz

Aug 07, 2025
3:46:27 PM

Center Freq: 2.441750000 GHz
\Avg|Hold: 1000/1000

-6.00 dB

SHjLY
-PASS

Center Freq: 2.441750000 GHz
\Avg|Hold: 1000/1000

-6.00 dB

EL)

EMTEK(Y)

Access to the World

20.000000 MHz
Auto

ERIE
90.00 %

A
ey

Span
200.00 MHz

950000 GHzZ
20.000000 MHz

Auto
Man

9.5dBm
90.00 %

A
ey

NTNV-2DH1-Ant1-Hop-PASS
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KEYS|GHT Input: RF ' Input Z: 50 Atten: 30 dB Tng: FreeRun  |Center Freq: 2.441750000 GHz
Coupling: DC Corr CCorr LW Path: Standard Gate: Off \Avg|Hold: 1000/1000
Align: Auto Freq Ref: Int (S) #F Gain: Low Radio Std: None

Ref Lv| Offset 14.30 dB
Ref Value 20.00 dBm
20.000000 MHz
Auto

#Video BW 1.0000 MHz

Occupied Bandwidth
71.561 MHz Total Power 20.2dBm

Transmit Freq Error -789.57 kHz % of OBW Power 90.00 %
x dB Bandwidth 79.77 MHz xdB -6.00dB

il ey A Aug 07, 2025 ] w1
m U - ? 3:48:12PM 'L L‘ﬂ )

NTNV-2DH3-Ant1-Hop-PASS

KEYS|GHT Input: RF ' Input Z: 50 Atten: 30 dB Tng: FreeRun  |Center Freq: 2.441750000 GHz
Coupling: DC Corr CCorr LW Path: Standard Gate: Off \Avg|Hold: 1000/1000
Align: Auto Freq Ref: Int (S) #F Gain: Low Radio Std: None

g Span
Ref Lvl Offset 14.30 dB Mkr1 2.462150000 GHz|} 200,00 Mtz
Ref Value 20.00 dBm

20.000000 MHz

Auto
Man

#Video BW 1.0000 MHz

Occupied Bandwidth
71.609 MHz Total Power PARN

Transmit Freq Error -877.66 kHz % of OBW Power 90.00 %
x dB Bandwidth 79.78 MHz xdB -6.00dB

) - Aug 07, 2025 Tl A
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NTNV-2DH5-Ant1-Hop-PASS
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KEYSIGHT Input RF
Coupling: DC
Align: Auto

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

R~ ?

KEYSIGHT Input RF
Coupling: DC
Align: Auto

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

€20 l?

71.741 MHz

71.652 MHz

Input Z: 50 @
Corr CCorr
Freq Ref: Int (S)

Atten: 30 dB Trig: Free Run
LW Path: Standard Gate: Off
#IF Gain: Low

Center Freq: 2.441750000 GHz
\Avg|Hold: 1000/1000
Radio Std: None

Ref Lv| Offset 14.30 dB
Ref Value 20.00 dBm

#Video BW 1.0000 MHz

19.6 dBm

90.00 %
-6.00 dB

Total Power

% of OBW Power
xdB

-766.58 kHz
79.36 MHz

Aug 07, 2025
3:565:30 PM

ELs
NTNV-3DH1-Ant1-Hop-PASS

Input Z: 50 @
Corr CCorr
Freq Ref: Int (S)

Atten: 30 dB Trig: Free Run
LW Path: Standard Gate: Off
#IF Gain: Low

Center Freq: 2.441750000 GHz
\Avg|Hold: 1000/1000
Radio Std: None

Ref Lv| Offset 14.30 dB
Ref Value 20.00 dBm

1

#Video BW 1.0000 MHz

20.0dBm

90.00 %
-6.00 dB

Total Power

% of OBW Power
xdB

-799.46 kHz
79.77 MHz

Aug 07, 2025
3:58:14 PM

A
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NTNV-3DH3-Ant1-Hop-PASS
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20.000000 MHz
Auto

Span

Mkr1 2.414950000 GHz|f 200,00 Mz

20.000000 MHz

Auto
Man
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KEYS|GHT Input: RF ' Input Z: 50 Atten: 30 dB Tng: FreeRun  |Center Freq: 2.441750000 GHz
Coupling: DC Corr CCorr LW Path: Standard Gate: Off Avg|Hold: 100011000
Align: Auto Freq Ref: Int (S) #F Gain: Low Radio Std: None

Ref Lv| Offset 14.30 dB
Ref Value 20.00 dBm

20.000000 MHz

Auto
Man

‘ Freq Offset \‘
| 0Hz

#Video BW 1.0000 MHz Span 200 MHz
Sweep 1.00 ms (1@ pt_s)

Occupied Bandwidth
71.776 MHz Total Power 20.1 dBm

Transmit Freq Error -854.46 kHz % of OBW Power 90.00 %
x dB Bandwidth 79.91 MHz xdB -6.00dB

a )| nigo7, 2025 ¥ A

349:50PM ¥
NTNV-3DH5-Ant1-Hop-PASS
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7.3 HOPPING FREQUENCY STAYING TIME (DWELL TIME)
7.3.1 Applicable Standard

According to ltem 19 of Article 2 Paragraph 1.

7.3.2 Conformance Limit

Frequency dwell time (time during which radio waves continue to be emitted at a specified frequency) of
a transmitting equipment using the FH system shall be 0.4 seconds or less. When a simple system

(except hybrid system) is used ,total frequency dwell time at an arbitrary frequency within the time
period obtained by multiplying 0.4 seconds by the process gain shall be 0.4 seconds or less.

7.3.3 Test Setup Block Diagram

EF Cable
Attenuator > Spectrum

Analyzer

¥

EUT

7.3.4 Test Procedure

Set the EUT at the test frequency with test spreading code(Frequency Hopping), then modulation is
performed with standard PN test signal
Spectrum analyzer is set as below

Central Frequency Measurement hopping frequency
Sweep Frequency Bandwidth 0 MHz

Resolution Bandwidth Approx. 1 MHz

Video Bandwidth Same level as resolution bandwidth
Y-Axis Scale 10 dB/Div

Sweep Time Hopping period

Sweep Mode Single sweep

Trigger Condition Video trigger

Phase-Detection Mode Positive peak

Set the spectrum analyzer as in 2 above, wait for the hopping signal at the frequency to hop to.

Read the staying time from the trajectory on the screen at the frequency to hop in the hopping period by
using marker, confirm the summation of the staying time to be less than 0.4 seconds.

In the same manner as (2), read the integral of the staying time at the frequency to hop in the hopping period.
Calculate the total of the frequency staying time at the frequency to hop to as described in the equation
below.

Repeat the measurement for each frequency to hop.

7.3.5 Environmental Conditions

Temperature: 25°C
Relative Humidity: 45%
ATM Pressure: 1011 mbar
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7.3.6 Test Results

All the modes were tested and recorded,the results of the test item are good.

Test Test Frequen Dut Limit .
Condition Mode Antenna cy[l\c/]IHz] SBW[MHZ] Cycle%:% ] Result[s] Is] Verdict
NTNV DHA1 Ant1 Hop 71.770 31.20 0.113 <0.4 PASS
NTNV DH3 Ant1 Hop 71.612 65.60 0.238 <0.4 PASS
NTNV DH5 Ant1 Hop 71.633 77.07 0.280 <0.4 PASS
NTNV 2DH1 Ant1 Hop 71.800 32.00 0.116 <0.4 PASS
NTNV 2DH3 Ant1 Hop 71.561 66.00 0.239 <0.4 PASS
NTNV 2DH5 Ant1 Hop 71.609 77.33 0.280 <0.4 PASS
NTNV 3DH1 Ant1 Hop 71.741 32.00 0.116 <0.4 PASS
NTNV 3DH3 Ant1 Hop 71.652 66.00 0.239 <0.4 PASS
NTNV 3DH5 Ant1 Hop 71.776 77.33 0.281 <0.4 PASS

NOTE: Result[s]=0.4*SBW/79*DUTY Cycle
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ﬁ Frequency

Input: RF Input Z: 50 Q #Atten: 30 dB PNO: Fast #Avg Type: Power (RM! [ oy
KEYSICHT Coupling: DC Corr CCorr LW Path: Standard Gate: Off Trig: Video m Rl G
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig Delay: -2.000 ms : 1 2.441000000 GHz
Sig Track: Off PPPPPPIE
VNN T A Span
. Ref Lvl Offset 1430 dB AMkr3 1.250 ms|} 6,00000000 Hz
| Scale/Div 10 dB Ref Level 20.00 dBm

1 Spectrum

Swept Span
Zero Span

| Center 2.441000000 GHz 3
|Res BW 1.0 MHz Sweep 10.1 ms (8000 pts)| fGF Ste
5 Marker Table v | 1000000 MHz

p

Mode Trace Scale X Y Function Function Width Function Value
1 N 1 t 742.3ps  -21.09dBm
2 A 1 t (B 385.1ps (A) 20.92dB
3] AT [ 1 T (B 1250ms(A) 142548
4
5
6

RIS HERS SR
NTNV-DH1-Ant1-2441

u Frequency

KEYS|GHT Input: RF : Input Z: 50 Q #Atten: 30 dB PNO: Fast #Avg Type: Power (RM: | B
Coupling: DC Corr CCorr UW Path: Standard Gate: Off Trig: Video " IEenter i LEr)
Align Auto Freq Ref: Int (S) IF Gain: Low Trig Delay: -2.000 ms 2.441000000 GHz
Sig Track
R e R
Ref Lvl Offset 14.30 dB 99 ms 0.00000000 Hz

Ref Level 20.00 dBm Swept Span

Zero Span

| Center 2.441000000 GHz

5 Marker Table Y 1.000000 MHz

Auto

Mode Trace Scale X Y Function Function Width Function Value Man
N 1 t 1992ms  -16.05dBm
At 1 t Q) 1640 ms (&) 15.86 dB
Af 1 T (&) 24%9ms(A] -5.361dB

= Aug 07, 2025
q ra . ? 2:43:44 PM

NTNV-DH3-Ant1-2441
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