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HID Global Corporation
6533 Flying Cloud Drive
Eden Prairie, MN 55344

Dear Robert Cresswell,

Enclosed is the EMC test report for compliance testing of the HID Global Corporation, R10F, tested to the
requirements of LP0002 Low-power Radio-frequency Devices Technical Regulations for Certification as an
Intentional Radiator.

Thank you for using the services of MET Laboratories, Inc. If you have any questions regarding these results or
if MET can be of further service to you, please feel free to contact me.

Sincerely yours,
MET LABORATORIES, INC.
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Documentation Department
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Giuliano Messina, Project Engineer Joel Huna
Electromagnetic Compatibility Lab Documentation Department

Engineering Statement: The measurements shown in this report were made in accordance with the procedures indicated, and the
emissions from this equipment were found to be within the limits applicable. | assume full responsibility for the accuracy and
completeness of these measurements, and for the qualifications of all persons taking them. It is further stated that upon the basis of the
measurements made, the equipment tested is capable of operation in accordance with the requirements of the LP0O002 under normal use

and maintenance.
(}M w- Wlaso7|

John Mason,
Director, Electromagnetic Compatibility Lab
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AC Alternating Current

ACF Antenna Correction Factor

Cal Calibration

d Measurement Distance

dB Decibels

dBuA Decibels above one microamp

dBuv Decibels above one microvolt

dBuA/m Decibels above one microamp per meter

dBpVv/m Decibels above one microvolt per meter

DC Direct Current

E Electric Field

DSL Digital Subscriber Line

ESD Electrostatic Discharge

EUT Equipment Under Test

f Frequency

FCC Federal Communications Commission

GRP Ground Reference Plane

H Magnetic Field

HCP Horizontal Coupling Plane

Hz Hertz

IEC International Electrotechnical Commission

kHz kilohertz

kPa kilopascal

kV kilovolt

LISN Line Impedance Stabilization Network

MHz Megahertz

puH microhenry

U] microfarad

Us microseconds

NEBS Network Equipment-Building System

PRF Pulse Repetition Frequency

RF Radio Frequency

RMS Root-Mean-Square

TWT Traveling Wave Tube

Vim Volts per meter

VCP Vertical Coupling Plane
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A Purpose of Test

An EMC evaluation was performed to determine compliance of the HID Global Corporation R10F, with the
requirements of LP0002 Low-power Radio-frequency Devices Technical Regulations. In accordance with
LP0002, the following data is presented in support of the Certification of the R10F. HID Global Corporation
should retain a copy of this document which should be kept on file for at least two years after the manufacturing
of the R10F, has been permanently discontinued.

B. Executive Summary
The following tests were conducted on a sample of the equipment for the purpose of demonstrating compliance

with LP0002, in accordance with HID Global Corporation, purchase order number 1110960546. All tests were
conducted using the measurement procedures of ANSI C63.4-2014 and LP0002 Appendix.

LP0002 Reference Description Compliance

2.2 Antenna Requirement Compliant
2.3 Conducted Emission Limits Compliant
3211 Field Strength emissions within the band 13.553 — 13.567 MHz Compliant
Field Strength emissions within the band 13.410 — 13.553 MHz Compliant

and 13.567 — 13.710 MHz P
32192 Field Strength emissions within the band 13.110 — 13.410 MHz Compliant

o and 13.710 — 14.010 MHz P
Outside-Band Field Strength emissions per 15.209 - 13.110 - Compliant

14.010 MHz P
Appendix I, VIII Occupied Bandwidth Compliant
3213 Frequency Tolerance of the Carrier Compliant
5.20 RF Exposure Compliant

Table 1. Executive Summary of EMC LP0002 Compliance Testing
MET Report: EMCA99585-L.P0002 Rev. 1 © 2019, MET Laboratoires, Inc. Page 2 of 31
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A. Overview

MET Laboratories, Inc. was contracted by HID Global Corporation to perform testing on the R10F, under HID
Global Corporation’s purchase order number 1110960546.

This document describes the test setups, test methods, required test equipment, and the test limit criteria used to
perform compliance testing of the HID Global Corporation, R10F.

The results obtained relate only to the item(s) tested.

Model(s) Tested:

R10F

Model(s) Covered:

R10F

EUT
Specifications:

Equipment Type: RFID Reader

Brand: HID

Primary Power: 12 VDC

Type of Modulations: ASK
Equipment Code: DXX
Peak RF Output Power: | -37.64 dBm
EUT Frequency Ranges: | 13.56 MHz

Analysis:

The results obtained relate only to the item(s) tested.

Environmental
Test Conditions:

Temperature: 15-35° C

Relative Humidity: 30-60%

Barometric Pressure: 860-1060 mbar

Evaluated by:

Giuliano Messina

Report Date(s):

March 6, 2019

Table 2. EUT Summary Table

MET Report: EMCA99585-LP0002 Rev. 1
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B. References

LP0002: 2018 Low-power Radio-frequency Devices Technical Regulations.

Federal Communication Commission, Code of Federal Regulations, Title 47,
CFR 47, Part 15, Subpart C | Part 15: General Rules and Regulations, Allocation, Assignment, and Use of
Radio Frequencies

. Methods and Measurements of Radio-Noise Emissions from Low-Voltage
AURIRGIE AL, Electrical And Electronic Equipment in the Range of 9 kHz to 40 GHz

ISO/IEC 17025:2005 General Requirements for the Competgnce of Testing and Calibration
Laboratories

ANSI C63.10:2013 American National Standard for Testing Unlicensed Wireless Devices

Table 3. References

C. Test Site

All testing was performed at MET Laboratories, Inc., 13501 McCallen Pass, Austin, TX 78753. All equipment
used in making physical determinations is accurate and bears recent traceability to the National Institute of
Standards and Technology.

Radiated Emissions measurements were performed in a 10 meter semi-anechoic chamber (equivalent to an Open
Area Test Site). In accordance with LP0002, a complete site description is contained at MET Laboratories.

MET Laboratories’ NCC accreditation number is US0004.
MET Laboratories’ Taiwan Lab number is SL2-IN-E-1142R.
D. Description of Test Sample

The R10F, Equipment Under Test (EUT), is a wall-mountable HF card reader that can connect via Bluetooth.

Card Reader
12vVDC

supply

Figure 1. Block Diagram of Test Configuration

MET Report: EMCA99585-LP0002 Rev. 1 © 2019, MET Laboratoires, Inc. Page 5 of 31
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E. Equipment Configuration

The EUT was set up as outlined in Figure 1. All equipment incorporated as part of the EUT is included in the
following list.

Ref. ID | Slot# Name / Description Model Number Part Number | Serial Number | Rev. #
N/A N/A RFID Reader R10F N/A N/A N/A
Table 4. Equipment Configuration

F. Support Equipment

Support equipment necessary for the operation and testing of the EUT is included in the following list.

— -
Ref. ID Name / Description Manufacturer Model Number C”St.OmeF Supplied
Calibration Data
N/A 12VvDC Source Duracell DURA12-7F2 N/A
N/A Contact Card HID N/A N/A

The ‘Customer Supplied Calibration Data’ column will be marked as either not applicable, not available, or will contain the calibration date supplied by
the customer.

Table 5. Support Equipment

Mode of Operation
The EUT was turned on and configured to transmit consistently and interact with an RF card placed nearby.
Method of Monitoring EUT Operation
A spectrum analyzer was used throughout testing to ensure the EUT was transmitting consistently.
Modifications
a) Modifications to EUT
No modifications were made to the EUT.
b) Modifications to Test Standard

No modifications were made to the test standard.

Disposition of EUT

The test sample including all support equipment submitted to the Electro-Magnetic Compatibility Lab for testing
was returned to HID Global Corporation upon completion of testing.

MET Report: EMCA99585-LP0002 Rev. 1 © 2019, MET Laboratoires, Inc. Page 6 of 31
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[11. Electromagnetic Compatibility Criteria
for Intentional Radiators
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Electromagnetic Compatibility Criteria for Intentional Radiators
8§22 Antenna Requirement

Test Requirement: § 2.2: Antenna requirement: Low-power radio frequency transmitter or transceiver (receiver)
shall utilize a permanently, semi-permanently attached antenna or uses a unique coupling of the
antenna and at any cable connector between the transmitter and the antenna. The antenna shall
be an omni-directional type. The manufacturer may design the unit so that the user can replace a
broken antenna, but the use of a standard antenna jack or electrical connector or other than
authorized is prohibited. Such standard connectors are for example: BNC, F type, N type, M
type, UG type, RCA, SMA, SMB, and other standard type antenna connectors.

Results: The EUT as tested is compliant with 82.2. The EUT utilizes a permanently attached antenna.
Test Engineer(s): Giuliano Messina

Test Date(s): June 19, 2018

MET Report: EMCA99585-LP0002 Rev. 1 © 2019, MET Laboratoires, Inc. Page 8 of 31
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§23

Test Requirement(s):

Test Procedure:

Test Results:

Test Engineer(s):

Test Date(s):

Conducted Emissions Limits

§ 2.3: For an intentional radiator that is designed to be connected to the public utility (AC)
power line, the radio frequency voltage that is conducted back onto the AC power line on any
frequency or frequencies, within the band 150 kHz to 30MHz, shall not exceed the limits in the
following table, as measured using a 50 uH/50 Q line impedance stabilization network (LISN).
Compliance with the provisions of this paragraph shall be based on the measurement of the
radio frequency voltage between each power line and ground at the power terminal. The lower
limit applies at the boundary between the frequency ranges.

Frequency range § 2.3, Conducted Limit (dBuV)
(MHz) Quasi-Peak Average
*0.15-0.5 66 - 56 56 - 46

05-5 56 46

5-30 60 50

Table 6. Conducted Limits for Intentional Radiators from § 2.3

Note: *Decreases with the logarithm of the frequency.

The EUT was placed on a 0.8 m-high wooden table above a ground plane. The EUT was
situated such that the back of the EUT was 0.4 m from one wall of the vertical ground plane,
and the remaining sides of the EUT were no closer than 0.8 m from any other conductive
surface. The EUT was powered from a 50 Q/50 puH Line Impedance Stabilization Network
(LISN). The EMC receiver scanned the frequency range from 150 kHz to 30 MHz. Conducted
Emissions measurements were made in accordance with ANSI C63.4-2014 and LP0002
Appendix I. The measurements were performed over the frequency range of 0.15 MHz to 30
MHz using a 50 ©/50 uH LISN as the input transducer to an EMC/field intensity meter. For the
purpose of this testing, the transmitter was turned on. Scans were performed with the
transmitter on.

The EUT was compliant with this requirement. Measured emissions were within applicable
limits.

Giuliano Messina

June 21, 2018

Meas. Location Meas. m Limit Pass/Fail

Bonding measurement from LISN ground to ground plane 111 <2.5mQ Pass

Table 7. Conducted Emissions, Bonding Measurements

MET Report: EMCA99585-LP0002 Rev. 1 © 2019, MET Laboratoires, Inc. Page 9 of 31
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tne | ) | Ampliuge | cimie | PR | Pas | i, | Ve | Deta | Pas
DC+ 0.242 31 62.038 -31.038 Pass 194 52.038 -32.638 Pass
DC+ 1.442 29.3 56 -26.7 Pass 26.2 46 -19.8 Pass
DC+ 12.81 229 60 -37.1 Pass 54 50 -44.6 Pass
DC+ 13.214 38.9 60 211 Pass 8.6 50 414 Pass
DC+ 14.346 20.8 60 -39.2 Pass 5.6 50 -44.4 Pass
DC+ 27.122 324 60 -27.6 Pass 18.5 50 -31.5 Pass
DC- 0.178 40.5 64.582 -24.082 Pass 39.1 54.582 -15.482 Pass
DC- 0.242 58.9 62.038 -3.138 Pass 46.4 52.038 -5.638 Pass
DC- 1.438 44.1 56 -11.9 Pass 44.1 46 -1.9 Pass
DC- 2.878 34.6 56 -21.4 Pass 33.9 46 -12.1 Pass
DC- 13.23 494 60 -10.6 Pass 155 50 -345 Pass
DC- 14.33 34 60 -26 Pass 8.9 50 -41.1 Pass
Table 8. Conducted Emissions, Test Results
MET Report: EMCA99585-LP0002 Rev. 1 © 2019, MET Laboratoires, Inc. Page 10 of 31
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Photograph 2. Conducted Emissions, Test Setup
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Electromagnetic Compatibility Criteria for Intentional Radiators

8§3.2.1.1  Operation within the band 13.553 — 13.567 MHz

Test Requirement(s):  § 3.2.1.1: The field strength of any emissions within the band 13.553 — 13.567 MHz shall not
exceed 15,848 microvolts/meter at 30 meters.

Test Procedure: The EUT was set to transmit and placed on a 0.8m-high non-reflective (acrylic) table inside a
semi-anechoic chamber. The method of testing and test conditions of ANSI C63.10: 2013 and
LP0002 appendix | were used. The loop antenna was located 3 m from the EUT.
Measurements were conducted with the loop antenna at coaxial (parallel) and planar
(perpendicular) orientations. The spectrum analyzer RBW was set to 10 kHz and VBW was set
to 30 kHz. A peak detector was used.

The measurements were made at 3m and then extrapolated to 30m using the following
correction factor.

40l0g(3/30) = -40 dB

Test Results: The EUT was compliant with the requirements of §3.2.1.1.

Test Engineer(s): Giuliano Messina

Test Date(s): June 21, 2018
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R10F LP0002
Attenuation 0dB, Resolution Bandwidth 10 KHz, Video Bandwidth 30 KHz, Amplitude Scale LOG 10 dB.
Corrected Data Limit1: FCC RE, 15.225, 30m
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Plot 3. FCC Part 15.225 Mask, 13.110 — 14.010 MHz, 0 degree
Attenuation 0dB, Resolution Bandwidth 10 KHz, Video Bandwidth 30 KHz, Amplitude Scale LOG 10 dB.
Corrected Data Limit1: FCC RE, 15.225, 30m
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Plot 4. FCC Part 15.225 Mask, 13.110 — 14.010 MHz, 90 degree
MET Report: EMCA99585-LP0002 Rev. 1 © 2019, MET Laboratoires, Inc. Page 14 of 31

DOC-EMC702 6/18/2009



“MET.

HID Global Corporation

R10F

Electromagnetic Compatibility
Intentional Radiators
LP0002

Electromagnetic Compatibility Criteria for Intentional Radiators

§3.2.12

Test Requirement(s):

Test Procedures:

Test Results:
Test Engineer(s):

Test Date(s):

Unwanted Emissions Outside 13.553 — 13.567 MHz

§ 3.2.1.2: The field strength of unwanted emissions shall not exceed the general radiated
emissions limits in LP0002 § 2.8

Frequency (MHz) F'eléjuf/t/rrﬁ;]gth Measurement Distance (m)

0.009 — 0.490 (included) 2,400/Freq. (kHz) 300
0.490 (excluded) — 1.705 (included) 24,000/Freq. (kHz) 30
1.705 (excluded) — 30 (excluded) 30 30
30 (included) — 88 (included 100 3
88 (excluded) — 216 (included) 150 3
216 (excluded) — 960 (included) 200 3
Above 960 (excluded) 500 3

Table 9. General Radiated Emissions Limits of §2.8

The EUT was set to transmit and placed on a 0.8m-high non-reflective (acrylic) table inside a
semi-anechoic chamber. The method of testing and test conditions of ANSI C63.10: 2013 and
LP0002 Appendix | were used. For measurements below 30 MHz a loop antenna placed 3m
away from the unit was used. For measurements above 30 MHz a biconilog antenna placed 10m
away from the unit was used. Measurements were conducted with the loop antenna at coaxial
(parallel) and planar (perpendicular) orientations. The Spectrum analyzer RBW was set to 300
Hz for measurements below 150 kHz, 10 kHz for measurements between 150 kHz and 30 MHz,
and 100 kHz for measurements above 30 MHz. A peak detector was used below 30 MHz and a
quasi-peak detector was used for measurements for above 30 MHz.

The measurements made at 3m with the loop antenna were then extrapolated to 30m or 300 m
using the following correction factors.

40log(3/30) = -40 dB and 40log(3/300) = -80 dB

The measurements made at 10m with the biconilog antenna were then extrapolated to the 3m
using the following correction factor.

20log(10/3) = +10.46 dB
The EUT was compliant with the requirements of § 3.2.1.2
Giuliano Messina

June 21, 2018
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Attenuation 0dB, Resolution Bandwidth 300 Hz, Video Bandwidth 1000 Hz, Amplitude Scale LOG 10 dB.

Corrected Data

Limit1: 15209, 9 to 480kHz, 300m

60

Amplitude Units, dBuV/m

40|

0.009.01 0.1 0.15

Start Frequency: 0.009MHz  Stop Frequency: 0.15MHz

Plot 5. Spurious Emissions, Outside the Band 13.110 - 14.010 MHz, 9 — 150 kHz, 0 degrees

Attenuation 0dB, Resolution Bandwidth 300 Hz, Video Bandwidth 1000 Hz, Amplitude Scale LOG 10 dB.

Corrected Data

Limit1: 15209, 9 to 480kHz, 300m

60

Amplitude Units, dBu¥/m
o

Start Frequency: 0.009MHz ~ Stop Frequency: 0.15MHz

Plot 6. Spurious Emissions, Outside the Band 13.110 - 14.010 MHz, 9 — 150 kHz, 90 degrees

Attenuation 0dB, Resolution Bandwidth 10 KHz, Video Bandwidth 30 KHz, Amplitude Scale LOG 10 dB.

Corrected Data Limit1: 15.209, 9 to 430kHz, 300m
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Start Frequency: 0.15MHz  Stop Frequency: 0.49MHz

Plot 7. Spurious Emissions, Outside the Band 13.110 - 14.010 MHz, 150 — 490 kHz, 0 degrees
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Electromagnetic Compatibility
Intentional Radiators

R10F LP0002
Attenuation 0dB, Resolution Bandwidth 10 KHz, Video Bandwidth 30 KHz, Amplitude Scale LOG 10 dB.
Corrected Data Limit1: 15.209, 8 to 480kHz, 300m
o
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Start Frequency: 0.15MHz ~ Stop Frequency: 0.49MHz
Plot 8. Spurious Emissions, Outside the Band 13.110 - 14. 010 MHz, 150 — 490 kHz, 90 degrees
Attenuation 0dB, Resolution Bandwidth 10 KHz, Video Bandwidth 30 KHz, Amplitude Scale LOG 10 dB.
Corrected Data Limit1: 15209, 480kHz to 30MHz, 30m
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0.49 1 1705
StartF 49MHz  StopF 1.705MHz
Plot 9. Spurious Emissions, Outside the Band 13.110 - 14. 010 MHz, 490 kHz — 1.705 MHz, 0 degrees
Attenuvation 0dB, Resolution Bandwidth 10 KHz, Video Bandwidth 30 KHz, Amplitude Scale LOG 10 dB.
Corrected Data Limit1: 15.208, 480kHz to 30MHz, 30m
507
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Start Frequency: 0.49MHz  Stop Frequency: 1.705MHz
Plot 10. Spurious Emissions, Outside the Band 13.110 - 14. 010 MHz, 490 kHz — 1.705 MHz, 90 degrees
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Attenuvation 0dB, Resolution Bandwidth 10 KHz, Video Bandwidth 30 KHz, Amplitude Scale LOG 10 dB.

Corrected Data

Limit1: 15.208, 480kHz to 30MHz, 30m

Amplitude Units, dBu¥/m

5

1.705 2.8455 3.986 5.1265 6.267 7.4075 8.548 9.6885 10.829  11.9695 13.11

Start Frequency: 1.705MHz ~ Stop Freguency: 13.11MHz

Plot 11. Spurious Emissions, Outside the Band 13.110 - 14.010 MHz, 1.705 - 13.11 MHz, 0 degrees

Attenuvation 0dB, Resolution Bandwidth 10 KHz, Video Bandwidth 30 KHz, Amplitude Scale LOG 10 dB.

Corrected Data

Limit1: 15209, 480kHz to 30MHz, 30m

Amplitude Units, dBu¥/m

1.705 2.8455 3.986 5.1265 6.267 7.4075 8.548 9.6885 10.82¢  11.9695 13.11

Start Frequency: 1.705MHz ~ Stop Freguency: 13.11MHz

Plot 12. Spurious Emissions, Outside the Band 13.110 - 14.010 MHz, 1.705 — 13.110 MHz, 90 degrees

Attenuvation 0dB, Resolution Bandwidth 10 KHz, Video Bandwidth 30 KHz, Amplitude Scale LOG 10 dB.

Corrected Data

Limit1: 15.208, 480kHz to 30MHz, 30m

Amplitude Units, dBu¥/m

-20-| WWWMWWWMWWWWWMMWMHM

14.01 15.609 17.208 18.807 20.406 22.005 23.604 25.203 26.802 23.401 30

Start Frequency: 14.01MHz  Stop Frequency: 30MHz

Plot 13. Spurious Emissions, Outside the Band 13.110 - 14. 010 MHz, 14.010 — 30 MHz, 0 degrees
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Amplitude Units, dBu¥/m

Attenuvation 0dB, Resolution Bandwidth 10 KHz, Video Bandwidth 30 KHz, Amplitude Scale LOG 10 dB.

Corrected Data

Limit1: 15.208, 480kHz to 30MHZ, 30m

2 it et by it o st

14.01 15.609 17.208 18.807 20.406 22.005 23.604 25.203 26.802 28.401 30
Start Frequency: 14.01MHz  Stop Frequency: 30MHz

Plot 14. Spurious Emissions, Outside the Band 13.110 - 14. 010 MHz, 14.010 — 30 MHz, 90 degrees

Plot 15. Spurious Emissions,

Amplitude Units, dBu¥/m

Attenuvation 0dB, Resolution Bandwidth 100 KHz, Video Bandwidth 300 KHz, Amplitude Scale LOG 10 dB.

Corrected Data

Limit1: 15209 Average

60

40.6615E+06

30 40.56 5112 61.68 72.24 828 93.36 103.92 114.48 125.04 135.6

StartF 30MHz Stop 135.6MHz

Outside the Band 13.110 - 14.010 MHz, 30 - 135.6 M

Hz, Operating, Horizontal

Amplitude Units, dBu¥/m

Attenuation 0dB, Resolution Bandwidth 100 KHz, Video Bandwidth 300 KHz, Amplitude Scale LOG 10 dB.

Corrected Data

Limit1: 15.209 Average

60

201 EE06
Margin 1:
-6.31d8 67 7385E+06
Margin 1
4 -11.37 dB
o o
20
104
0
30 40.56 51.12 61.68 72.24 828 93.36 103.92 114.48 125.04 135.6

StartF 30MHz Stop 135.6MHz

Plot 16. Spurious Emissions, Outside the Band 13.110 - 14. 010 MHz, 30 — 135.6 MHz, Operating, Vertical
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Photograph 3. Spurious Emissions, 30 — 135.6 MHz, Antenna View

F
B

Photograph 4. Spurious Emissions, 30 — 135.6 MHz, Rear View
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Photograph 5. Spurious Emissions, 9 kHz — 135.6 MHz, Front View

Photograph 6. Spurious Emissions, 9 kHz — 30 MHz, Antenna View
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Photograph 7. Spurious Emissions, 9 kHz — 30 MHz, Rear View
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Electromagnetic Compatibility Criteria for Intentional Radiators
Appendix I, VIII 26 dB Occupied Bandwidth

Test Requirement(s):  3.10.1.6

Supply the EUT with nominal AC voltage, or install a new or fully charged battery in the EUT.
Turn the EUT on, and set it to any convenient frequency within its operating range. Set a
reference level on the measuring instrument at —26 dB below the unmodulated carrier. Take
modulated frequency into consideration, adjust resolution bandwidth, sweep speed, and sweep
range and display calibrated. Apply modulation signal(s) as specified in 5.16 and measure the
frequencies of the modulated signal from the EUT where it is the specified number of dB below
the reference level set in step 3. This is the occupied bandwidth. The measured result may be
undertaken with plotted graphs or photographs of the measuring instrument display.

Test Procedure: The transmitter was on and transmitting at the highest output power. The 26 dB Bandwidth was
measured and recorded with a spectrum analyzer.

Test Results: The EUT was compliant with this requirement.
Test Engineer(s): Giuliano Messina
Test Date(s): June 19, 2018
i Agilent  06:08:02 Jun 19, 2018 R T

Atten 30 dB

Span 200 kHz
VBW 10 kHz Sweep 200.7 ms (401 pts)

Occupied Bandwidth OccBW % Pwr 9.0 %
27.1159 kHz xdB  -26.00 dB

Transmit Freq Error
x dB Bandwidth

Plot 17. 26dB Occupied Bandwidth
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§3.2.13

Test Requirement(s):

Test Procedure:

Test Results:
Test Engineer(s):

Test Date(s):

Frequency Tolerance

§ 3.2.1.3: The frequency tolerance of the carrier signal shall be maintained within +0.01% of
the operating frequency over a temperature variation of -20 degrees to +50 degrees C at normal
supply voltage, and for a variation in the primary supply voltage from 85% to 115% of the rated
supply voltage at a temperature of 20 degrees C. For battery operated equipment, the equipment

tests shall be performed using a new battery.

Measurements are in accordance with 3.2.1.3. The EUT was placed in the Environmental
Chamber and allowed to reach desired temperature. A spectrum analyzer was used to measure
the frequency drift. The EUT was set to transmit in the operating frequency range. Frequency
drift was investigated for the extreme temperatures and nominal temperature, until the unit is
stabilized then recorded the reading in tabular format with the temperature range of -20° to

50°C.

The EUT was found compliant with §3.2.1.3 requirement(s) of this section.

Giuliano Messina

June 21, 2018

Voltage Variation o Nominal Freq o i
(%) Temperature (°C) (MH2) Result (MHz) Y% Difference
15 20 13.56 13.56 0
-20 13.56 13.56 0
0 20 13.56 13.56 0
50 13.56 13.56 0
-15 20 13.56 13.56 0
Table 10. Frequency Stability, Test Results
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Plot 18. Frequency Stability, Vnom, 20 degrees

5 Aglenf  07:28:40 Jun 19,2018 R T

Plot 19. Frequency Stability, Vnom, -20 degrees

S5 Agllent  08:03:14 Jun 19,2018 R T

#VBW 30 kHz Sweep 7.433 ms (601 pts)

Plot 20. Frequency Stability, Vnom, 50 degrees
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Plot 21. Frequency Stability, +15 pct, 20 degrees

5 Aglenf  07:11:33 Jun 19,2018 R T

#Res BW 10 kHz #VBW 30 kHz Sweep 7.433 ms (601 pts)

1
Plot 22. Frequency Stability, -15 pct, 20 degrees
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Photograph 8. Frequency Stability, Test Setup
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8520 Radiofrequency radiation exposure
RF Exposure Requirements: For purposes of RF exposure assessment requirements, Specific Absorption Rate
(SAR) shall be measured as transmitters whose radiating structures are designed to be
used within 20 centimeters of the body of the user.

RF Radiation Exposure Limit:

General
Position Population/Uncontrolled
Exposure (W/kg)
Whole-Body 0.08
Partial Body 1.6
Hands, Wrists, Feet and 40
Ankles '

13.56 MHz SAR Exclusion Calculation

Per KDB 447498, Section 4.3.1 (c)(2), applicable for frequencies below 100 MHz and test separation distances < 50 mm:

1. Using the information from 4.3.1 (b), the formula from 4.3.1 (a), and using the 10-g SAR limit of 4.0:
Power allowed at numeric threshold for 50 mmand 100 MHz in step 4.3.1 (a) =

4N(0.1) * 50mm = 632.45 mW
2. Using information from 4.3.1 (c)(1) and the formula from 4.3.1 (b), defined at 50 mm and 100 MHz:

(Pawer allowed at numeric threshold for 50mm instep4.3.1 (a}} +
f [MHz])

(test separation distance — 50 mm) * ( 150

(632.45 mW) + (50 mm — 50 mm) * (100 MHz/150) = 632.45 mW

3. Using the information from 4.3.1 (c)(2) and the formula from 4.3.1 (c)(1), defined at 13.56 MHz, the final max
power should be:

0.5*632.45 mW (1+log(100MHz/13.56MHz) = 590.63 mW

Frequency Corrected Meter Reading TX Power TX Power 1.0-g SAR Margin Result
(MHz) (dBuV/m), 30m (dbm) (mW) Limit (mW) (mW)
13.56 40.82 -37.64 1.72E-4 590.63 590.63 Pass
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V. Test Equipment
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Test Equipment

Calibrated test equipment utilized during testing was maintained in a current state of calibration per the requirements of
ISO/IEC 17025:2005.

MET Asset # Nomenclature Manufacturer Model Last Cal Date Cal Due Date
1A1184 Spectrum Agilent E4407B 4/20/2018 4/20/2019
Analyzer
1A1225 Temperature Espec EXP-2H 212712018 212712019
Chamber
1A1176 Active Loop ETS-Lindgren 6502 1/31/2018 7/31/2019
Antenna
1A1083 EMI Test Rohde & Schwarz ESU40 9/12/2017 10/12/2018
Receiver
10m Chamber Semi-
1A1106 (FCO) ETS Anechoic See Note
Bilog Antenna Sunol Sciences
1A1147 (30MHz to B3 3/9/2017 10/9/2018
Corp
1GH?z)
1A1088 Pre-Amp Rohde & Schwarz TS-PR1 See Note
1A1044 Generator COM-Power Corp CG-520 See Note
1A1073 Multi Device ETS EMCO 2090 See Note
Controller
1A1074 System Panasonic WV-CU101 See Note
Controller
1A1080 Multi Device ETS EMCO 2090 See Note
Controller

Table 11. Test Equipment List

Note:  Functionally tested equipment is verified using calibrated instrumentation at the time of testing.
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End of Report
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