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SPORTON LAB.
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Report No. : TR911104A

Summary of Test Result

Report Ref Std. Result
Test Items Remark
Clause Clause (PASS/FAIL)
3.1 3.10.1.6(1)(A) Number of Channels Pass -
3.2 3.10.1.6(1)(A) Hopping Channel Separation Pass -
3.3 3.10.1.6(1)(A) Dwell Time of Each Channel Pass -
3.4 3.10.1.6(1)(A) 20dB Bandwidth Pass .
34 - 99% Bandwidth Pass -
35 3.10.1.6(1)(A) Peak Output Power Pass -
LP0002
3.6 Conducted Band Edges Pass -
3.10.1.5
LPO002 . -
3.7 Conducted Spurious Emission Pass -
3.10.1.5
28 LP0002 Radiated Band Edges and b Under limit
. ass
3.10.1.5 Radiated Spurious Emission 3.81dB at 121.260 MHz
LP0002 ) . o Under limit
3.9 Receiver Radiated Emission Pass
211 3.94 dB at 81.300 MHz
LP0O002 o Under limit
3.10 AC Conducted Emission Pass
2.3 5.73 dB at 0.564 MHz
LP0002
2.2 .
311 Antenna Requirement Pass -
3.10.1.3
3.10.1.4
Declaration of Conformity:
The test results with all measurement uncertainty excluded are presented in accordance with the regulation
limits or requirements declared by manufacturers.
Comments and Explanations:
The declared of product specification for EUT presented in the report are provided by the manufacturer,
and the manufacturer takes all the responsibilities for the accuracy of product specification.

Reviewed by: Wii Chang

Report Producer: Polly Tsai
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Page Number : 4 of 67
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1 General Description

Product Feature of EqQuipment Under Test

Product Feature

EUT supports Radios application

Equipment HBh&% s Cho A fmtiThae
Brand Name ZEBRA
Model Name CC6000

NFC

WLAN 11a/b/g/n HT20/HT40
WLAN 11ac VHT20/VHT40/VHT80
Bluetooth BR/EDR/LE

HW Version DV

SW Version 01-15-05.00.0G-U00-PRD
FW Version 01-15-05.00.0G-U00-PRD
MFD 21DEC18

EUT Stage Engineering Sample

Remark: The above EUT's information was declared by manufacturer.

<Sample Information>

Sample 1 Sample 2 Sample 3
Component CC6000 Landscape CC6000 Landscape CC6000 Portrait Display
Category Display with Camera Display, No Camera with Camera
Data capture SE4710 SE4710 SE4710
options
Camera Front Facing 25 Mp None Front Facing 25 Mp
Specification of Accessories
AC Adaptor Brand Name |ZEBRA Part Number PWR-BUA5V16WOWW
DC cable Brand Name |ZEBRA Part Number CBL-DC-383A1-01
AC Cable Brand Name |ZEBRA Part Number 50-16000-182R
Supported Unit Used in Test Configuration and System
POE Brand Name |Microsemi Part Number PD-9501GR/AC

TEL : 886-3-327-3456
FAX : 886-3-328-4978

Report Template No.: BU5-TRLP0002BT Version 2.9
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Issued Date

: 50f 67
. Mar. 26, 2019

Report Version 101



samoncas. NCC RADIO TEST REPORT Report No. : TR911104A

1.2 Product Specification of EqQuipment Under Test

Standards-related Product Specification

TX/Rx Frequency Range 2402 MHz ~ 2480 MHz

Number of Channels 79

Carrier Frequency of Each Channel | 2402+n*1 MHz; n=0~78

Bluetooth BR(1Mbps) : 2.57 dBm (0.0018 W)
Maximum Output Power to Antenna | Bluetooth EDR (2Mbps) : 1.71 dBm (0.0015 W)
Bluetooth EDR (3Mbps) : 2.10 dBm (0.0016 W)

Bluetooth BR(1Mbps) : 0.840MHz

99% Occupied Bandwidth Bluetooth EDR (2Mbps) : 1.172MHz
Bluetooth EDR (3Mbps) : 1.152MHz

Antenna Type / Gain PIFA Antenna type with gain 3.86 dBi
Bluetooth BR (1Mbps) : GFSK

Type of Modulation Bluetooth EDR (2Mbps) : 7 /4-DQPSK

Bluetooth EDR (3Mbps) : 8-DPSK

1.3 Modification of EUT

No modifications are made to the EUT during all test items.

1.4 Testing Location

Test Site SPORTON INTERNATIONAL INC.

No.52, Huaya 1st Rd., Guishan Dist.,
Taoyuan City, Taiwan (R.O.C.)

TEL: +886-3-327-3456

FAX: +886-3-328-4978

Test Site Location

Sporton Site No.

Test Site No.
THO5-HY COO05-HY

Note: The test site complies with ANSI C63.4 2014 requirement.

Test Site SPORTON INTERNATIONAL INC.

No.58, Aly. 75, Ln. 564, Wenhua 3rd, Rd., Guishan Dist.,
Taoyuan City, Taiwan (R.O.C.)

TEL: +886-3-327-0868

FAX: +886-3-327-0855

Test Site Location

Sporton Site No.

Test Site No.
03CH15-HY

Note: The test site complies with ANSI C63.4 2014 requirement.
FCC Designation No. TW1190 and TW0007

TEL : 886-3-327-3456 Page Number 1 6 of 67
FAX : 886-3-328-4978 Issued Date : Mar. 26, 2019
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1.5 Applicable Standards

According to the specifications of the manufacturer, the EUT must comply with the requirements of the
following standards:

+ NCC LP0002 (2018-01-10)

¢+ FCC KDB Publication No. 558074 D01 DTS Meas. Guidance v05

+ FCC KDB 414788 D01 Radiated Test Site vO1r01.

+ ANSI C63.10-2013
Remark: All test items were verified and recorded according to the standards and without any deviation

during the test.

TEL : 886-3-327-3456 Page Number 1 70of 67
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2 Test Configuration of Equipment Under Test

2.1 Carrier Frequency Channel

Frequency Band Channel (II:\;eHZ) Channel (II:\;quZ) Channel (II:\;quz)
0 2402 27 2429 54 2456
1 2403 28 2430 55 2457
2 2404 29 2431 56 2458
3 2405 30 2432 57 2459
4 2406 31 2433 58 2460
5 2407 32 2434 59 2461
6 2408 33 2435 60 2462
7 2409 34 2436 61 2463
8 2410 35 2437 62 2464
9 2411 36 2438 63 2465
10 2412 37 2439 64 2466
11 2413 38 2440 65 2467
12 2414 39 2441 66 2468

2400-2483.5 MHz 13 2415 40 2442 67 2469
14 2416 41 2443 68 2470
15 2417 42 2444 69 2471
16 2418 43 2445 70 2472
17 2419 44 2446 71 2473
18 2420 45 2447 72 2474
19 2421 46 2448 73 2475
20 2422 47 2449 74 2476
21 2423 48 2450 75 2477
22 2424 49 2451 76 2478
23 2425 50 2452 77 2479
24 2426 51 2453 78 2480
25 2427 52 2454 - -
26 2428 53 2455 - -

TEL : 886-3-327-3456 Page Number : 8 of 67
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2.2 Test Mode

Bluetooth Average Output Power
Channel | Frequency GFSK / 1Mbps
DH1 DH3 DH5
Ch00 2402MHz 1.83 dBm 1.82 dBm 1.81 dBm
Ch39 2441MHz 2.10 dBm 2.09 dBm 2.08 dBm
Ch78 2480MHz 1.76 dBm 1.75 dBm 1.74 dBm
Bluetooth Average Output Power
Channel | Frequency mw/4-DQPSK / 2Mbps
2DH1 2DH3 2DH5
Cho0 2402MHz -1.14 dBm -1.29 dBm -1.24 dBm
Ch39 2441MHz -1.40 dBm -1.49 dBm -1.47 dBm
Ch78 2480MHz -0.80 dBm -0.92 dBm -0.87 dBm
Bluetooth Average Output Power
Channel | Frequency 8-DPSK / 3Mbps
3DH1 3DH3 3DH5
Cho0 2402MHz -1.17 dBm -1.25 dBm -1.23 dBm
Ch39 2441MHz -1.40 dBm -1.51 dBm -1.48 dBm
Ch78 2480MHz -0.80 dBm -0.89 dBm -0.90 dBm
TEL : 886-3-327-3456 Page Number 1 9of 67
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Bluetooth Peak Output Power
Channel | Frequency GFSK / 1Mbps
DH1 DH3 DH5
Choo 2402MHz 2.29 dBm 2.27 dBm 2.25dBm
Ch39 2441MHz 2.57 dBm 2.54 dBm 2.51 dBm
Ch78 2480MHz 2.24 dBm 2.21 dBm 2.20 dBm
Bluetooth Peak Output Power
Channel | Frequency /4-DQPSK / 2Mbps
2DH1 2DH3 2DH5
Choo 2402MHz 1.65 dBm 1.61 dBm 1.63 dBm
Ch39 2441MHz 1.67 dBm 1.64 dBm 1.65 dBm
Ch78 2480MHz 1.71dBm 1.67 dBm 1.69 dBm
Bluetooth Peak Output Power
Channel | Frequency 8-DPSK / 3Mbps
3DH1 3DH3 3DH5
Choo 2402MHz 1.92 dBm 1.90 dBm 1.86 dBm
Ch39 2441MHz 2.10dBm 2.05 dBm 2.01 dBm
Ch78 2480MHz 1.90 dBm 1.88 dBm 1.84 dBm

Remark:The data rate was set in 1Mbps for all the test items due to the highest RF output power.

a. The EUT has been associated with peripherals and configuration operated in a manner tended to
maximize its emission characteristics in a typical application. Frequency range investigated:
conduction emission (150 kHz to 30 MHz), radiation emission (9 kHz to the 10th harmonic of the
highest fundamental frequency or to 40 GHz, whichever is lower). For radiated measurement,
pre-scanned in three orthogonal panels, X, Y, Z. The worst cases (X plane) were recorded in this
report, and the worst mode of radiated spurious emissions is Bluetooth 1Mbps mode, and recorded

in this report.

b. AC power line Conducted Emission was tested under maximum output power.

TEL : 886-3-327-3456
FAX : 886-3-328-4978
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The following summary table is showing all test modes to demonstrate in compliance with the standard.

Summary table of Test Cases
Data Rate / Modulation
Test Item Bluetooth BR 1Mbps Bluetooth EDR 2Mbps Bluetooth EDR 3Mbps
GFSK 7 14-DQPSK 8-DPSK
Mode 1: CHOO_2402 MHz | Mode 4: CHOO 2402 MHz | Mode 7: CHOO_2402 MHz
Conducted Mode 2: CH39 2441 MHz | Mode 5: CH39 2441 MHz | Mode 8: CH39_2441 MHz
Test Cases Mode 3: CH78 2480 MHz | Mode 6: CH78_ 2480 MHz | Mode 9: CH78_2480 MHz
Bluetooth BR 1Mbps GFSK
Radiated Mode 1: CHO0_2402 MHz
Test Cases Mode 2: CH39_2441 MHz
Mode 3: CH78 2480 MHz
Mode 1 :Bluetooth Link + WLAN (2.4GHz) Link + Scanner + USB (3.1/Type C) Data
AC Link with Notebook (Notebook to eMMC) + USB (2.0/Type A) USB Flash
Confjuc-:ted Disk Load + USB (2.0/Type A) USB Flash Disk Load + POE + LAN Load
Emission with AP + Headset for Sample 3
Receiver
Radiated Mode 1 :Bluetooth Idle + DC Cable + Adapter + AC Cable
Emission

Remark:

1. For radiated test cases, the worst mode data rate 1Mbps was reported only, because this data
rate has the highest RF output power at preliminary tests, and the conducted spurious emissions
and conducted band edge measurement for each data rate are no worse than 1Mbps, and no
other significantly frequencies found in conducted spurious emission.

2. Data Linking with Notebook means data application transferred mode between EUT and
Notebook.

3. For Radiated Test Cases, the tests were performed with Sample 2.

TEL : 886-3-327-3456 Page Number 1 11 of 67
FAX : 886-3-328-4978 Issued Date : Mar. 26, 2019
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2.3 Connection Diagram of Test System

<Radiated Emission Mode>

AC Cable
120vacikEiHz
Adapter |
DC Cable
EUT
Earphone Bluetooth Base Station
<Receiver Radiated Emission Mode>
AL Cable
110vac/EiHz
Adapter |
DC Cable
EUT
Earphone T
Bluetooth Base Station
TEL : 886-3-327-3456 Page Number 1 12 of 67
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<AC Conducted Emission>

USE
Flazh
Disk
A4 120Vac/B0Hz
RI-45 usBcabe || |
RJ-45 g
|
. lal
D POE
Bluetooth ] ]
Eamphane WLAN AP Notebook EUT

Rl-45

[] L]
Earphone

iPod

2.4 Support Unit used in test configuration and system

Item|Equipment Trade Name [Model Name |FCC ID Data Cable Power Cord
1. |Bluetooth Base Station |R&S CBT32 N/A N/A Unshielded, 1.8 m
2. |WLAN AP ASUS RT-AC66U [MSQ-RTAC66U |N/A Unshielded, 1.8 m
3. |Bluetooth Earphone Sony Ericsson |[MW600 PY7DDA-2029 N/A N/A
4. |iPod Apple A1285 FCC DoC Shielded, 1.0m  [N/A
5. |iPod Earphone Apple N/A \erification Unshielded, 1.0 m |N/A
AC I/P:
Unshielded, 1.2 m
6. [Notebook ASUS P2430U FCC DoC N/A
DC O/P:
Shielded, 1.8 m
_ FCC DoC/ AC IIP:
Latitude Unshielded, 1.2 m
7. |Notebook DELL £6320 Contains FCC ID: |N/A DC O/
QDS-BRCM1054 Shielded, 1.8 m
AC I/P:
Unshielded, 1.2 m
8. [Notebook Lenovo L570 FCC DoC N/A
DC O/P:
Shielded, 1.8 m
9. |USB Flash Disk TOSHIBA ':I;SSHIBA FCC DoC N/A N/A
10.|USB Flash Disk SanDisk Cruzer Glide e o poc N/A N/A
3.0 16G
11.|SD Card SanDisk MicroSD HC |FCC DoC N/A N/A
TEL : 886-3-327-3456 Page Number 1 13 of 67
FAX : 886-3-328-4978 Issued Date . Mar. 26, 2019

Report Template No.: BU5-TRLP0002BT Version 2.9 Report Version 101



samoncas. NCC RADIO TEST REPORT Report No. : TR911104A

2.5 EUT Operation Test Setup

The RF test items, utility “QRCT” was installed in Notebook which was programmed in order to make
the EUT get into the engineering modes to contact with base station to provide channel selection,

power level, data rate and the application type and for continuous transmitting signals.

2.6 Measurement Results Explanation Example

For all conducted test items:

The offset level is set in the spectrum analyzer to compensate the RF cable loss and attenuator factor
between EUT conducted output port and spectrum analyzer. With the offset compensation, the

spectrum analyzer reading level is exactly the EUT RF output level.

Example:
The spectrum analyzer offset is derived from RF cable loss and attenuator factor.
Offset = RF cable loss + attenuator factor.

Following shows an offset computation example with cable loss 4.2 dB and 10dB attenuator.

Offset(dB) = RF cable loss(dB) + attenuator factor(dB).
=4.2+10=14.2 (dB)

TEL : 886-3-327-3456 Page Number 1 14 of 67
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3 Test Result
3.1 Number of Channel Measurement

3.1.1 Limits of Number of Hopping Frequency

Frequency hopping systems in the 2400-2483.5 MHz band shall use at least 15 channels.

3.1.2 Measuring Instruments

The measuring equipment is listed in the section 4 of this test report.

3.1.3 Test Procedure

1. The testing follows ANSI C63.10-2013 clause 7.8.3.

2. The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator. The
path loss was compensated to the results for each measurement.

3. Setto the maximum power setting and enable the EUT transmit continuously.

4. Enable the EUT hopping function.

5. Use the following spectrum analyzer settings: Span = the frequency band of operation;
RBW = 300kHz; VBW > RBW, Sweep = auto; Detector function = peak; Trace = max hold.

6. The number of hopping frequency used is defined as the number of total channel.

7. Record the measurement data derived from spectrum analyzer.

3.1.4 Test Setup

Spectrum Analyzer EUT
TEL : 886-3-327-3456 Page Number : 15 of 67
FAX : 886-3-328-4978 Issued Date : Mar. 26, 2019

Report Template No.: BU5-TRLP0002BT Version 2.9 Report Version 101



samoncas. NCC RADIO TEST REPORT Report No. : TR911104A

3.1.5 Test Result of Number of Hopping Frequency

Temperature : 21~25C

Test Engineer : |Luffy Lin and Allen Lin : =
Relative Humidity : |51~54%

Number of Hopping Adaptive Frequency Hopping Limits _
Pass/Fail
(Channel) (Channel) (Channel)
79 20 >15 Pass
Number of Hopping Channel Plot on Channel 00 - 78
® S
[ 2]
AnfARARARAr AR AR A A AR AR ]
T T vy
Date: 31.JAN.2019 16:10:34
® S
[ 2]
== paaoanananaasnaAfnasnANfANRAARARARRAA N A .
N T A \
Date: 31.JAN.2019 16:11:23
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3.2 Hopping Channel Separation Measurement

3.2.1 Limit of Hopping Channel Separation

Frequency hopping systems operating in the 2400-2483.5 MHz band may have hopping channel
carrier frequencies that are separated by 25 kHz or two-thirds of the 20 dB bandwidth of the hopping

channel, whichever is greater.

3.2.2 Measuring Instruments

The measuring equipment is listed in the section 4 of this test report.

3.2.3 Test Procedures

1. The testing follows ANSI C63.10-2013 clause 7.8.2.

2. The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator. The
path loss was compensated to the results for each measurement.

3. Set to the maximum power setting and enable the EUT transmit continuously.

4. Enable the EUT hopping function.

5. Use the following spectrum analyzer settings:
Span = wide enough to capture the peaks of two adjacent channels;
RBW = 300kHz; VBW > RBW, Sweep = auto; Detector function = peak; Trace = max hold.

6. Measure and record the results in the test report.

3.2.4 Test Setup

e ]

Spectrum Analyzer EUT
TEL : 886-3-327-3456 Page Number 1 17 of 67
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3.2.5 Test Result of Hopping Channel Separation

: _ _ Temperature : 21~25C
Test Engineer : |Luffy Lin and Allen Lin - —
Relative Humidity :  [51~54%
Hopping Channel | Hopping Channel
Data Freq. Separation Separation
Mod. NTX CH. Pass/Fail
Rate (MHz) Measurement Measurement
(MHz) Limit (MHz)
DH 1Mbps 1 0 2402 1.014 0.5813 Pass
DH 1Mbps 1 39 2441 1.008 0.5973 Pass
DH 1Mbps 1 78 2480 1.008 0.5973 Pass
2DH | 2Mbps 1 0 2402 1.002 0.8440 Pass
2DH | 2Mbps 1 39 2441 1.002 0.8440 Pass
2DH | 2Mbps 1 78 2480 1.008 0.8600 Pass
3DH | 3Mbps 1 0 2402 1.014 0.8240 Pass
3DH | 3Mbps 1 39 2441 1.002 0.8240 Pass
3DH | 3Mbps 1 78 2480 1.002 0.8360 Pass
<1Mbps>
Channel Separation Plot on Channel 00 - 01
@ “REW 300 kiiz !
e
y) ——
by o~ 1 £ \
/// ~N <
Date: 31.JAN.2019 15:57:26
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Channel Separation Plot on Channel 39 - 4

«RBW 300 kHz delta 2 [T1
*VBW 300 kHz 0.58 dB

Ref 20 dBm ~Att 20 dB SWT 2.5 ms .008000000 MH=z

20 Offfpet 2213 dB Marker T1 |

o 2l sa0sa6hoo oz |EN
= - = ~

/ \/ ~ VL

TS // \\\

L 20 AN

,/

}--60.

}-70

-80

Center 2.4415 GHz 300 kHz/ Span 3 MHz
Date: 31.JAN.2019 16:16:59

Channel Separation Plot on Channel 77 -7
«RBW 300 kHz delta 2 [ 1
*VBW 300 kHz 0.23 dB

Ref 20 dBm ~Att 20 dB SWT 2.5 ms .008000000 MH=z

20 Offfpet 2213 dB Marker T1 |

- 2l.a7ssacboo cuz|EM
== e -

A N AN -

Center 2.4795 GHz 300 kHz/ Span 3 MHz
Date: 31.JAN.2019 16:18:07
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3.3 Dwell Time Measurement

3.3.1 Limit of Dwell Time

The average time of occupancy on any channel shall not be greater than 0.4 seconds within a period

of 0.4 seconds multiplied by the number of hopping channels employed.

3.3.2 Measuring Instruments

The measuring equipment is listed in the section 4 of this test report.

3.3.3 Test Procedures

1. The testing follows ANSI C63.10-2013 clause 7.8.4.

2. The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator.
The path loss was compensated to the results for each measurement.

3.  Set to the maximum power setting and enable the EUT transmit continuously.

4.  Enable the EUT hopping function.

5. Use the following spectrum analyzer settings: Span = zero span, centered on a hopping
channel; RBW =1 MHz; VBW > RBW; Sweep = as necessary to capture the entire dwell time
per hopping channel; Detector function = peak; Trace = max hold.

6. Measure and record the results in the test report.

3.3.4 Test Setup

Spectrum Analyzer EUT
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3.3.5 Test Result of Dwell Time

Temperature : 21~25C
Relative Humidity :  [51~54%

Test Engineer : |Luffy Lin and Allen Lin

: Hops Over Package Transfer | Dwell o
Hopping Channel : : : Limits :
Mod. Occupancy Time Time (msec) Time Pass/Fail
Number Rate (sec)
(hops) (MHz) (sec)
Nomal 79 106.67 2.90 0.31 0.4 Pass
AFH 20 53.33 2.90 0.15 0.4 Pass

Package Transfer Time Plot

RBW 1 MHz e
«VBW 1 MHz 1B

Ref 20 dBm «Att 20 dB SWT 10 ms

20 Oftffet 23|6 dB

i

ter 2.441 GHz 1 ms/

Date: 22.JAN.2019 19:50:41
Remark:

1. In normal mode, hopping rate is 1600 hops/s with 6 slots in 79 hopping channels.
With channel hopping rate (1600 /6 / 79) in Occupancy Time Limit (0.4 x 79) (s),Hops
Over Occupancy Time comes to (1600 / 6/ 79) x (0.4 x 79) = 106.67 hops.

2. In AFH mode, hopping rate is 800 hops/s with 6 slots in 20 hopping channels.With
channel hopping rate (800 / 6 / 20) in Occupancy Time Limit (0.4 x 20) (s),Hops Over
Occupancy Time comes to (800 / 6/ 20) x (0.4 x 20) = 53.33 hops.

3. Dwell Time(s) = Hops Over Occupancy Time (hops) x Package Transfer Time
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3.4 20dB and 99% Bandwidth Measurement
3.4.1 Limit of 20dB and 99% Bandwidth

Reporting only

3.4.2 Measuring Instruments

The measuring equipment is listed in the section 4 of this test report.

3.4.3 Test Procedures

1. The testing follows ANSI C63.10-2013 clause 6.9.2 and 6.9.3.

2. The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator. The
path loss was compensated to the results for each measurement.

3. Set to the maximum power setting and enable the EUT transmit continuously.

4. Use the following spectrum analyzer settings for 20dB Bandwidth measurement.
Span = approximately 2 to 5 times the 20 dB bandwidth, centered on a hopping channel;
RBW > 1% of the 20 dB bandwidth; VBW > RBW; Sweep = auto; Detector function = peak;
Trace = max hold.

5. Use the following spectrum analyzer settings for 99 % Bandwidth measurement.
Span = approximately 1.5 to 5 times the 99% bandwidth, centered on a hopping channel;
RBW > 1% of the 99% bandwidth; VBW > RBW; Sweep = auto; Detector function = peak;
Trace = max hold.

6. Measure and record the results in the test report.

3.4.4 Test Setup

e ]

Spectrum Analyzer EUT
TEL : 886-3-327-3456 Page Number 1 25 of 67
FAX : 886-3-328-4978 Issued Date : Mar. 26, 2019

Report Template No.: BU5-TRLP0002BT Version 2.9 Report Version 101



samoncas. NCC RADIO TEST REPORT Report No. : TR911104A

3.4.5 Test Result of 20dB Bandwidth

Temperature : 21~25C
Test Engineer : |Luffy Lin and Allen Lin - —
Relative Humidity :  [51~54%

Mod. Data Rate Nrx CH. Freq. (MHz) 20db BW (MHz) Pass/Fail
DH 1Mbps 1 0 2402 0.872 Pass
DH 1Mbps 1 39 2441 0.896 Pass
DH 1Mbps 1 78 2480 0.896 Pass
2DH 2Mbps 1 0 2402 1.266 Pass
2DH 2Mbps 1 39 2441 1.266 Pass
2DH 2Mbps 1 78 2480 1.290 Pass

3DH 3Mbps 1 0 2402 1.236 Pass

3DH 3Mbps 1 39 2441 1.236 Pass
3DH 3Mbps 1 78 2480 1.254 Pass
<1Mbps>
20 dB Bandwidth Plot on Channel 00
® S
: e
L e

-80

Center 2.402 GHz 200 kHz/ Span 2 MHz

Date: 31.JAN.2019 15:53:15
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20 dB Bandwidth Plot on Channel 39
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3.4.6 Test Result of 99% Occupied Bandwidth

Temperature : 21~25C
Test Engineer : |Luffy Lin and Allen Lin - —
Relative Humidity :  [51~54%

Mod. Data Rate | Ntx | CH. | Freq. (MHz) 99% Bandwidth (MHz) Pass/Fail
DH 1Mbps 1 0 2402 0.816 Pass
DH 1Mbps 1 39 2441 0.840 Pass
DH 1Mbps 1 78 2480 0.840 Pass
2DH 2Mbps 1 0 2402 1.168 Pass
2DH 2Mbps 1 39 2441 1.168 Pass
2DH 2Mbps 1 78 2480 1.172 Pass

3DH 3Mbps 1 0 2402 1.148 Pass

3DH 3Mbps 1 39 2441 1.144 Pass
3DH 3Mbps 1 78 2480 1.152 Pass
<1Mbps>
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99% Occupied Bandwidth Plot on Channel 3
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99% Occupied Bandwidth Plot on Channel 7
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99% Occupied Bandwidth Plot on Channel 3
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Note: The occupied channel bandwidth is maintained within the band of operation for all of the modulations.
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3.5 Output Power Measurement

3.5.1 Limit of Output Power

The maximum peak conducted output power of the intentional radiator shall not exceed the following:
For frequency hopping systems operating in the 2400-2483.5 MHz band employing at least 75
non-overlapping hopping channels, and all frequency hopping systems in the 5725-5850 MHz band:
1 watt. For all other frequency hopping systems in the 2400-2483.5 MHz band 0.125 watts. The
power limit for 1IMbps, 2Mbps, 3Mbps and AFH modes are 0.125 watts.

3.5.2 Measuring Instruments

The measuring equipment is listed in the section 4 of this test report.

3.5.3 Test Procedures

1. The testing follows ANSI C63.10-2013 clause 7.8.5.

2. The RF output of EUT was connected to the power meter by RF cable and attenuator. The path
loss was compensated to the results for each measurement.
Set to the maximum power setting and enable the EUT transmit continuously.

4. Measure the conducted output power with cable loss and record the results in the test report.

Measure and record the results in the test report.

3.5.4 Test Setup

Power Meter EUT
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3.5.5 Test Result of Peak Output Power
Temperature : 21~25C
Test Engineer : |Luffy Lin and Allen Lin Relative Humidity : _|51~54%
DH CH. NTX Peak Power (dBm) Power Limit (dBm) Test Result
0 1 2.29 20.97 Pass
DH1 39 1 2.57 20.97 Pass
78 1 2.24 20.97 Pass
2DH CH. NTX Peak Power (dBm) Power Limit (dBm) Test Result
0 1 1.65 20.97 Pass
2DH1 39 1 1.67 20.97 Pass
78 1 1.71 20.97 Pass
3DH CH. NTX Peak Power (dBm) Power Limit (dBm) Test Result
0 1 1.92 20.97 Pass
3DH1 39 1 2.10 20.97 Pass
78 1 1.90 20.97 Pass
3.5.6 Test Result of Average Output Power (Reporting Only)
Temperature : 21~25C
Test Engineer : |Luffy Lin and Allen Lin Relative Humidity | |51-54%
DH CH. NTX Average Power (dBm) Duty Factor (dB)
0 1 1.83 5.18
DH1 39 1 2.10 5.18
78 1 1.76 5.18
2DH CH. NTX Average Power (dBm) Duty Factor (dB)
0 1 -1.14 5.12
2DH1 39 1 -1.40 5.12
78 1 -0.80 5.12
3DH CH. NTX Average Power (dBm) Duty Factor (dB)
0 1 -1.17 5.12
3DH1 39 1 -1.40 5.12
78 1 -0.80 5.12
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3.6 Conducted Band Edges Measurement

3.6.1 Limit of Band Edges

In any 100 kHz bandwidth outside the intentional radiation frequency band, the radio frequency power
shall be at least 20 dB below the highest level of the radiated power. In addition, radiated emissions

which fall in the restricted bands must also comply with the radiated emission limits.

3.6.2 Measuring Instruments

The measuring equipment is listed in the section 4 of this test report.

3.6.3 Test Procedures

1. The testing follows ANSI C63.10-2013 clause 7.8.6.

2.  Setto the maximum power setting and enable the EUT transmit continuously.

3. Set RBW = 100kHz, VBW = 300kHz. Band edge emissions must be at least 20 dB down from
the highest emission level within the authorized band as measured with a 100kHz RBW. The
attenuation shall be 30 dB instead of 20 dB when RMS conducted output power procedure is
used.

4.  Enable hopping function of the EUT and then repeat step 2. and 3.

5. Measure and record the results in the test report.

3.6.4 Test Setup

le )

Spectrum Analyzer EUT
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3.6.5 Test Result of Conducted Band Edges

Temperature : 21~25C
Relative Humidity :  [51~54%

Test Engineer : |Luffy Lin and Allen Lin

<1Mbps>
Low Band Edge Plot on Channel 00
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<3Mbps>
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3.6.6 Test Result of Conducted Hopping Mode Band Edges

Temperature : 21~25C
Relative Humidity :  [51~54%

Test Engineer : |Luffy Lin and Allen Lin

<1Mbps>
Hopping Mode Low Band Edge Plot
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Hopping Mode High Band Edge Plot
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3.7 Conducted Spurious Emission Measurement

3.7.1 Limit of Spurious Emission Measurement

In any 100 kHz bandwidth outside the intentional radiation frequency band, the radio frequency power
shall be at least 20 dB below the highest level of the radiated power. In addition, radiated emissions

which fall in the restricted bands must also comply with the radiated emission limits.

3.7.2 Measuring Instruments

The measuring equipment is listed in the section 4 of this test report.

3.7.3 Test Procedure

1. The testing follows ANSI C63.10-2013 clause 7.8.8.

2. The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator. The
path loss was compensated to the results for each measurement.

3. Set to the maximum power setting and enable the EUT transmit continuously.

4. Set RBW =100 kHz, VBW = 300kHz, scan up through 10th harmonic. All harmonics / spurs must
be at least 20 dB down from the highest emission level within the authorized band as measured
with a 100 kHz RBW.

5. Measure and record the results in the test report.

6. The RF fundamental frequency should be excluded against the limit line in the operating

frequency band.

3.7.4 Test Setup

le )

Spectrum Analyzer EUT
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3.7.5 Test Result of Conducted Spurious Emission

Temperature : 21~25C
Relative Humidity :  [51~54%

Test Engineer : |Luffy Lin and Allen Lin
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3.8 Radiated Band Edges and Spurious Emission Measurement

3.8.1 Limit of Radiated Band Edges and Spurious Emission

In any 100 kHz bandwidth outside the intentional radiator frequency band, all harmonics/spurious
must be at least 20 dB below the highest emission level within the authorized band. In addition,
radiated emissions which fall in the restricted bands must also comply with the NCC LP0002 section

2.8 limits as below.

Frequency Field Strength Measurement Distance
(MHz) (microvolts/meter) (meters)
0.009 — 0.490 2400/F(kHz) 300
0.490 — 1.705 24000/F(kHz) 30
1.705 - 30.0 30 30
30-88 100 3
88 — 216 150 3
216 - 960 200 3
Above 960 500 3
3.8.2 Measuring Instruments
The measuring equipment is listed in the section 4 of this test report.
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3.8.3 Test Procedures

1. The EUT was placed on a turntable with 0.8 meter for frequency below 1GHz and 1.5 meter for
frequency above 1GHz respectively above ground.

2. The EUT was set 3 meters from the interference receiving antenna, which was mounted on the
top of a variable height antenna tower.

3. For each suspected emission, the EUT was arranged to its worst case and then tune the
Antenna tower (from 1 m to 4 m) and turntable (from O degree to 360 degrees) to find the
maximum reading. A pre-amp and a high pass filter are used for the test in order to get better
signal level to comply with the guidelines.

4.  Set to the maximum power setting and enable the EUT transmit continuously.

Use the following spectrum analyzer settings:
(1) Span shall wide enough to fully capture the emission being measured;
(2) Set RBW=100 kHz for f <1 GHz, RBW=1MHz for f>1GHz ; VBW > RBW, Sweep = auto;
Detector function = peak; Trace = max hold for peak
(3) For average measurement: use duty cycle correction factor method per 15.35(c).
Duty cycle = On time/100 milliseconds
On time = Ny*L1+No*Lo+...+ N1 *LN 1 +NG*L
Where N; is number of type 1 pulses, L, is length of type 1 pulses, etc.
Average Emission Level = Peak Emission Level + 20*log(Duty cycle)

6. Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level.

7.  For testing below 1GHz, if the emission level of the EUT in peak mode was 3 dB lower than the
limit specified, then peak values of EUT will be reported, otherwise, the emissions will be
repeated one by one using the CISPR quasi-peak method and reported.

8. For testing above 1GHz, the emission level of the EUT in peak mode was 20dB lower than
average limit (that means the emission level in average mode also complies with the limit in
average mode), then peak values of EUT will be reported, otherwise, the emissions will be

measured in average mode again and reported.

Note: The average levels were calculated from the peak level corrected with duty cycle correction
factor (-24.79dB) derived from 20log (dwell time/100ms). This correction is only for signals that hop
with the fundamental signal, such as band-edge and harmonic. Other spurious signals that are

independent of the hopping signal would not use this correction.
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3.8.4 Test Setup

For radiated emissions below 30MHz

l | R Antenna

- im -

Metal Full Soldered Ground Plane

1

Spectrum Analyzer / Receiver

System Simulator

For radiated emissions from 30MHz to 1GHz

RX Antenna

Ant. feed
point

Metal Full Soldered Ground Plane

e

Spectrum Analyzer | Receiver
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For radiated emissions above 1GHz

RX Antenna
I';( Ch
Ant. feed
point =)
1~4m
= .
i I | EUT ;'d 3 —h:
T [ ] |
|
1.5m E
Metal Full Soldered Ground Plane
oo

Spectrum Analyzer / Receiver

System Simulator

3.8.5 Test Results of Radiated Spurious Emissions (9 kHz ~ 30 MHz)

The low frequency, which started from 9 kHz to 30MHz, was pre-scanned and the result which was
20dB lower than the limit line per NCC LP0002 section 5.13 was not reported.
There is a comparison data of both open-field test site and alternative test site - semi-Anechoic

chamber according to 414788 D01 Radiated Test Site v01r01, and the result came out very similar.

3.8.6 Test Result of Radiated Spurious at Band Edges

Please refer to Appendix B and C.

3.8.7 Duty Cycle

Please refer to Appendix D.

3.8.8 Test Result of Radiated Spurious Emission (30MHz ~ 10" Harmonic)

Please refer to Appendix B and C.
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3.9 Receiver Radiated Emission Measurement

3.9.1 Limit of Receiver Radiated Emission

Frequency Field Strength Measurement Distance
(MHz) (microvolts/meter) (meters)
0.009 — 0.490 2400/F(kHz) 300
0.490 - 1.705 24000/F(kHz) 30
1.705 - 30.0 30 30
30-88 100 3
88 — 216 150 3
216 - 960 200 3
Above 960 500 3

3.9.2 Measuring Instruments

The measuring equipment is listed in the section 4 of this test report.

3.9.3 Test Procedures

The EUT was placed on a turntable with 0.8 meter above ground.
The EUT was set 3 meters from the interference receiving antenna, which was mounted on the
top of a variable height antenna tower.

3. The table was rotated 360 degrees to determine the position of the highest radiation.

4. The antenna is a Bi-Log antenna and its height is adjusted between one to four meters above
ground to find the maximum value of the field strength for both horizontal polarization and
vertical polarization of the antenna.

5. For each suspected emission, the EUT was arranged to its worst case and then tune the
antenna tower (from 1 m to 4 m) and turntable (from O degree to 360 degrees) to find the
maximum reading.

6. Set the test-receiver system to Peak Detect Function and specified bandwidth with Maximum
Hold Mode (RBW=120kHz/VBW=300kHz for frequency below 1GHz; RBW=1MHz VBW=3MHz
(Peak), RBW=1MHz/VBW=10Hz (Average) for frequency above 1GHz).

7. If the emission level of the EUT in peak mode was 3 dB lower than the limit specified, peak
values of EUT will be reported. Otherwise, the emission will be repeated by using the
quasi-peak method and reported.

Emission level (dBuV/m) = 20 log Emission level (uV/m)
9. Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level
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3.9.4 Test Setup

For radiated emissions below 30MHz
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For radiated emissions from 30MHz to 1GHz
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For radiated emissions above 1GHz
RX Antenna

Ant. feed D{ =
point 1~4m
EUT

—_—>

Metal Full Soldered Ground Plane

== ..

Spectrum Analyzer / Receiver

3.9.5 Test Result of Receiver Radiated Spurious Emissions (9kHz ~ 30MHz)

The low frequency, which started from 9 kHz to 30MHz, was pre-scanned and the result which was
20dB lower than the limit line per NCC LP0002 clause 5.13 was not reported.
There is a comparison data of both open-field test site and alternative test site - semi-Anechoic

chamber according to 414788 D01 Radiated Test Site v01r01, and the result came out very similar.

3.9.6 Test Result of Receiver Radiated Spurious Emission (30MHz ~ 5" Harmonic)

Please refer to Appendix C.
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3.10AC Conducted Emission Measurement
3.10.1 Limit of AC Conducted Emission

For equipment that is designed to be connected to the public utility (AC) power line, the radio
frequency voltage that is conducted back onto the AC power line on any frequency or frequencies

within the band 150 kHz to 30 MHz shall not exceed the limits in the following table.

Conducted limit (dBuV)
Frequency of emission (MHz)
Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50

*Decreases with the logarithm of the frequency.

3.10.2 Measuring Instruments

The measuring equipment is listed in the section 4 of this test report.

3.10.3 Test Procedures

1. The EUT was placed 0.4 meter from the conducting wall of the shielding room was kept at least
80 centimeters from any other grounded conducting surface.

Connect EUT to the power mains through a line impedance stabilization network (LISN).

All the support units are connecting to the other LISN.

The LISN provides 50 ohm coupling impedance for the measuring instrument.

The FCC states that a 50 ohm, 50 microhenry LISN should be used.

Both sides of AC line were checked for maximum conducted interference.

The frequency range from 150 kHz to 30 MHz was searched.

© N o g bk WD

Set the test-receiver system to Peak Detect Function and specified bandwidth (IF Bandwidth =
9kHz) with Maximum Hold Mode.
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3.10.4 Test Setup

e e o A BT T Y e e T O S S £ e S R e I
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I 1
I |
I |
| e |
} ) EUT |
I [ I l 80 e to
I Receiver I ground
I 500 RF Cable 80cm : plane
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| |4 |
| 2 I
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|
| AC :
| AMH |
| ALISH) |
I |
| - & s | -
' -~ | -~
I - - Bonded to horizontal l - 4
4 ground plane -
e e PR e Mg i Ml e e b
AMH = Artificial mains network (LISH)
AE = Associated equipment
EUT = Equipment under test
ISH = Impedance stabilization network
3.10.5 Test Result of AC Conducted Emission
Please refer to Appendix A.
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3.11Antenna Requirements

3.11.1 Standard Applicable

If directional gain of transmitting antennas is greater than 6dBi, the power shall be reduced by the
same level in dB comparing to gain minus 6dBi. The use of a permanently attached antenna or of an
antenna that uses a unique coupling to the intentional radiator shall be considered sufficient to

comply with the LP0002 Section 2.2, Section 3.10.1.3, and Section 3.10.1.4.

3.11.2 Antenna Anti-Replacement Construction

An embedded-in antenna design is used.

3.11.3 Antenna Gain

The antenna peak gain of EUT is less than 6 dBi. Therefore, it is not necessary to reduce maximum

peak output power limit.
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4 List of Measuring Equipment

Instrument Manufacturer [ Model No. | Serial No.|Characteristics Cal:)b;fetion Test Date Due Date Remark
Power Meter Agilent Eaaen  |CB429% N/A Dec. 27, 2018 JJa;r;'Z:i’ZZOolf; Dec. 26, 2019 (CTO,ESS_C,:?S
Power Sensor Agilent E9327A US42;‘415 50MHz~18GHz | Dec. 27, 2018 JJa;r;.z?,zl”zfolfg Dec. 26, 2019 E:TOSS;_C}:%‘;
i&iﬁ;rzue'? ggm‘;é‘ FSP40 | 100057 | 9kHz-40GHz |Nov. 21,2018 JJa;ﬁ'Z:ilzzoolfg Nov. 20, 2019 E:T":gg_ﬁf(‘;
BT&?;SS::;M Zg:ﬁv‘;‘i‘ CBT 101136 BT 3.0 Sep. 27, 2018 JJa;r;.z?,zl"zzoolf; Sep. 26, 2019 (CTOFT(‘)’;_C}:?(‘;
SwicnBox& | Bugeon | ETRosg [FC13004 N/A Mar. 01, 2018 | oo 2% TV Feb. 28, 2019 (CTOSS;C:'?(‘;
AC Power Source|  ChainTek | APC-1000W |  N/A N/A N/A Feb. 20, 2019 N/A (Cc"ggg‘::?g
EMI Test Receiver zgm‘;é‘ ESR3 102388 | 9KHz~3.6GHz | Nov. 12, 2018 | Feb. 20, 2019 | Nov. 11, 2019 (céagggcmr;
LISN ggr?\?v:\ri ENV216 | 100080 | 9kHz~30MHz | Nov. 14, 2018 | Feb. 20, 2019 | Nov. 13, 2019 (Ccoggg‘_:lt_:?(';
LISN zgm‘;é‘ ENV216 | 100081 | 9kHz~30MHz | Nov. 09, 2018 | Feb. 20, 2019 | Nov. 08, 2019 (céagggcmr;
Software ggm‘;é‘ e N/A N/A N/A Feb. 20, 2019 N/A (Ccoggg‘_:lt_:?(';
LF Cable ot | RG214U | LFo1 N/A Dec. 31, 2018 | Feb. 20, 2019 | Dec. 30, 2019 (céagggcmr;
Pulse Limiter ggﬁ\fﬁé‘ ESH3-z2 | 100851 N/A Dec. 31, 2018 | Feb. 20, 2019 | Dec. 30, 2019 (ngggc,t_:?g
Loop Antenna TESEQ HLA6120 | 31244 | 9kHz~30 MHz | Mar. 29, 2018 J;ent}_zfé,zzoolf; Mar. 28, 2019 (o?ggifgﬂv)
Preamplifier EMEC | EM18G40G | 060715 |18GHz ~40GHz| Dec. 06, 2018 Jlf‘:l;.zl?’éyzzo(}f; Dec. 05, 2019 (ogéf.ifgf’ﬁy)
Bilog Antenna | TESEQ (%%;ﬁlitl)gfr\?- 47020806 | 30MHz to 1GHz | Oct. 13, 2018 J,f:l;.zféyzzoolf; Oct. 12, 2019 (ogéﬁ'.ifgf’.ﬂy)
Horn Antenna SCHV(V:QRZBE BBHA 9120D 91205'162 1G~18GHz | Oct. 17, 2018 J;:a_zféizggf; Oct. 16, 2019 (O?nggifgm{)
SH';ris:n';om SCHV&RZBE BBHA 9170 BB':.J’;glm 18GHz ~ 40GHz| May 08, 2018 Jlf‘:l;.zl?’éyzzo(}f; May 07, 2019 (ogéf.ifgf’ﬁy)
Amplifier SONOMA 310N 363440 | OkHz~1GHz | Dec. 28, 2018 J;ent}_zfé,zzoolf; Dec. 27, 2019 <o§§ﬂif§f’.ﬂn
Preamplifier Jet-Power ‘]PAO%??_SS_S 1670150500%16860 1GHz~18GHz | Jul. 10, 2018 Js:beQZZOSLf; Jul. 09, 2019 (ogggifg?:\()
Preamplifier Keysight 83017A MY59352701 1GHz~26.5GHz | Aug. 23, 2018 Jlf:l;_zl?’é,zgolf; Aug. 22, 2019 (o?ggifg?ljv)
EMI Test Receiver Keysight l\éiﬂO}?é)A MY5;51300 20Hz ~ 8.4GHz | Nov. 01, 2018 J;:sziigzzoolf; Oct. 31, 2019 (Ogg:iig?}—ri]Y)
i‘ﬁ;rz“er? Agilent E4446A MY5§31801 3Hz~44GHz | Apr. 25, 2018 Jlf‘:l;_zféizzoolf; Apr. 24, 2019 (o?ggifg?ljv)
AntennaMast | ChainTek | MBS-520-1 | NIA 1m~4m N/A 3;26_2135’220013; N/A (O;Qggii‘gf’;‘w
Turn Table ChainTek | T-200-5-1 | N/A | 0~360 Degree N/A J'f‘:t').zlséyzzoolfg N/A (ogéﬂifgiﬂy)
Software A | G oonogn | d NIA VA |Feb 15 o010  NA (o?ggiig?gv)
RF Cable oo ne | SV MY3§’980/ 30M-18G | Apr. 16, 2018 J'f‘:t')lzfélzzoolfg Apr. 15, 2019 (ogéﬂifgf’ﬁy)
RF Cable conen | o Coa T [mvos3wa|  som-18G | Apr. 16, 2018 (o 7% 2V apr. 15, 2019 (o§§ﬂiig?ﬁv)
TEL : 886-3-327-3456 Page Number 1 65 of 67
FAX : 886-3-328-4978 Issued Date : Mar. 26, 2019
Report Template No.: BU5-TRLP0002BT Version 2.9 Report Version 101



javascript:setEquipment(1775,0);
javascript:setEquipment(1775,0);

SPORTON LAB.

NCC RADIO TEST REPORT

Report No. : TR911104A

. . Calibration
Instrument Manufacturer | Model No. | Serial No. [Characteristics Date Test Date Due Date Remark
000000-M -
HUBER + Jan. 23, 2019~ Radiation
RF Cable SUHNER MTJ T1D8?g-11(())0 30M-18G Apr. 16, 2018 Feb. 19, 2019 Apr. 15, 2019 (03CH15-HY)
HUBER + SUCOFLEX Jan. 23, 2019~ Radiation
RF Cable SUHNER 102 MY2859/2 | 30MHz-40GHz | Mar. 14, 2018 Feb. 19, 2019 Mar. 13, 2019 (03CH15-HY)
HUBER + SUCOFLEX Jan. 23, 2019~ Radiation
RF Cable SUHNER 102 MY4274/2 | 30MHz-40GHz | Mar. 14, 2018 Feb. 19, 2019 Mar. 13, 2019 (03CH15-HY)
WHKX12-270 . L
. A 3.0 GHz High Jan. 23, 2019~ Radiation
Filter Wainwright 0-3928-812000 SN2 pass Jul. 16, 2018 Feb. 19, 2019 Jul. 15, 2019 (03CH15-HY)
WLK4-1000-1 -
. N Jan. 23, 2019~ Radiation
Filter Wainwright 530-80500-405 SN11 1G Low Pass | Sep. 16, 2018 Feb. 19, 2019 Sep. 15, 2019 (03CH15-HY)
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5 Uncertainty of Evaluation

Uncertainty of Conducted Emission Measurement (150 kHz ~ 30 MHz)

Measuring Uncertainty for a Level of Confidence 29
of 95% (U = 2Uc(y)) '
Uncertainty of Radiated Emission Measurement (30 MHz ~ 1000 MHz)
Measuring Uncertainty for a Level of Confidence 5
of 95% (U = 2Uc(y)) '

Uncertainty of Radiated Emission Measurement (1000 MHz ~ 18000 MHz)

Measuring Uncertainty for a Level of Confidence
of 95% (U = 2Uc(y))

5.5

Uncertainty of Radiated Emission Measurement (18000 MHz ~ 40000 MHz)

Measuring Uncertainty for a Level of Confidence 52
of 95% (U = 2Uc(y)) '
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Appendix A. AC Conducted Emission Test Results

Test Mode : Mode 1 Temperature : 23~24°C
Test Engineer : |Rick Lin Relative Humidity : |[51~53%
Test Voltage : [110Vac / 60Hz Phase : Line
1007
90+
a0t
70+
g ED-\ b
@ i
@
c
£ 5
=
; s
— 40
4
a0t
T -
20+
104
0 t T ! — —t 4 | |
150k 300400600 S8001M M 3M 4M5ME 10M 20M 30M
Frequency in Hz
Final Result :
Frequency | QuasiPeak | CAverage | Limit | Margin | Line | Filter | Corr.

(MHz) (dBuV) (dBuV) | (dBuV) | (dB) (dB)
0.152250 35.18 55.88 | 20.70 | L1 | OFF | 19.5
0.152250 48.64 65.88 | 17.24 | L1 | OFF | 195
0.546000 36.42 46.00 9.58 L1 | OFF | 195
0.546000 44.32 56.00 | 11.68 | L1 | OFF | 19.5
0.550500 38.28 46.00 7.72 L1 | OFF | 195
0.550500 45.60 56.00 | 10.40 | L1 | OFF | 195
0.564000 40.27 46.00 5.73 L1 | OFF | 195
0.564000 47.61 56.00 8.39 L1 | OFF | 195
0.570750 39.42 46.00 6.58 L1 | OFF | 195
0.570750 46.33 56.00 9.67 L1 | OFF | 195
0.575250 38.29 46.00 7.71 L1 | OFF | 195
0.575250 45.09 56.00 | 1091 | L1 | OFF | 195
2.080500 26.27 46.00 | 19.73 | L1 | OFF | 19.4
2.080500 33.37 56.00 | 22.63 | L1 | OFF | 19.4
6.492750 20.14 50.00 | 29.86 | L1 | OFF | 19.6
6.492750 22.67 60.00 | 37.33 | L1 | OFF | 19.6
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Test Mode : Mode 1 Temperature : 23~24C
Test Engineer : |Rick Lin Relative Humidity : |[51~53%
Test Voltage : [110Vac / 60Hz Phase : Neutral
1007
a0t
80T
70+
g 60-\ J
m +
o
£ 504
© > ‘
o 4
3
4071
| *
304
T &
20¢
104
0 ' —— t R ! 1 |
150k 30040®00 BOOIM 2M  3M 4AMSME B 10M 20M 30M
Frequency in Hz
Final Result :
Frequency | QuasiPeak | CAverage | Limit | Margin | Line | Filter | Corr.
(MHz) (dBuVv) (dBuV) | (dBuV) | (dB) (dB)
0.161250 34.91 55.40 20.49 N OFF | 19.5
0.161250 48.51 65.40 16.89 N OFF | 195
0.548250 37.70 46.00 8.30 N OFF | 195
0.548250 45.32 56.00 10.68 N OFF | 195
0.557250 39.78 46.00 6.22 N OFF | 195
0.557250 47.01 56.00 8.99 N OFF | 195
0.564000 39.74 46.00 6.26 N OFF | 19.5
0.564000 47.24 56.00 8.76 N OFF | 195
0.570750 39.32 46.00 6.68 N OFF | 195
0.570750 46.30 56.00 9.70 N OFF | 195
0.575250 38.09 46.00 7.91 N OFF | 195
0.575250 44.82 56.00 11.18 N OFF | 195
2.037750 26.25 46.00 19.75 N OFF | 195
2.037750 33.16 56.00 22.84 N OFF | 195
6.609750 21.02 50.00 28.98 N OFF | 19.6
6.609750 23.09 60.00 36.91 N OFF | 19.6
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SPORTON LAB.
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Report No. : TR911104A

Appendix B. Radiated Spurious Emission

) Temperature : 23~26°C
Test Engineer : Watt Tseng, Karl Hou, and Bigshow Wang
Relative Humidity : [50~57%
2.4GHz 2400~2483.5MHz
BT (Band Edge @ 3m)
BT Note | Frequency Level Over Limit Read | Antenna| Path |Preamp| Ant | Table Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos Pos |Avg.
(MHz) (dBpV/m)| (dB) [(dBpV/m)|(dBupV)| (dB/m) | (dB) | (dB) |(cm) | (deg)|(P/A)|(H/V)
2365.965 43.18 -30.82 74 40.55 27.67 5.82 30.86 | 313 | 310 P H
2365.965 18.39 -35.61 54 - - - - - - A H
* 2402 97.98 - - 95.36 27.6 5.87 30.85 | 313 | 310 P H
* 2402 73.19 - - - - - - - - A H
H
BT
H
CHOO0
2374.89 42.86 -31.14 74 40.26 27.63 5.83 30.86 | 380 114 P \Y
2402MHz
2374.89 18.07 -35.93 54 - - - - - - A |V
* 2402 96.03 - - 93.41 27.6 5.87 30.85 | 380 114 P \Y
* 2402 71.24 - - - - - - - - A |V
\Y
\Y
2338.84 43.06 -30.94 74 40.46 27.7 5.78 30.88 | 304 | 311 P H
2338.84 18.27 -35.73 54 - - - - - - A H
* 2441 96.66 - - 93.96 27.6 5.93 30.83 | 304 | 311 P H
* 2441 71.87 - - - - - - - - A H
2489.85 42.74 -31.26 74 40.16 27.4 6 30.82 | 304 | 311 P H
BT
2489.85 17.95 -36.05 54 - - - - - - A H
CH 39
2352.84 43.34 -30.66 74 40.75 27.67 5.8 30.88 | 359 145 P \Y
2441MHz
2352.84 18.55 -35.45 54 - - - - - - A |V
* 2441 95.49 - - 92.79 27.6 5.93 30.83 | 359 145 P \Y
* 2441 70.7 - - - - - - - - A |V
2493.84 43.37 -30.63 74 40.78 27.4 6 30.81 | 359 145 P Y
2493.84 18.58 -35.42 54 - - - - - - A |V
TEL : 886-3-327-3456 Page Number : B1 of B6

FAX : 886-3-328-4978




samonicas. NCC RADIO TEST REPORT Report No. : TR911104A

* 2480 97.4 - - 94.77 27.47 5.98 30.82 | 331 | 310 P H
* 2480 72.61 - - - - - - - - A H
2499.68 43.64 -30.36 74 41.04 27.4 6.01 30.81 | 331 | 310 P H
2499.68 18.85 -35.15 54 - - - - - - A H
H
BT
H
CH 78
* 2480 95.49 - - 92.86 27.47 5.98 30.82 | 400 128 P \%
2480MHz
* 2480 70.7 - - - - - - - - A \%
2497.16 43.32 -30.68 74 40.72 27.4 6.01 30.81 | 400 128 P \Y
2497.16 18.53 -35.47 54 - - - - - - A \%
\%
\%
1. No other spurious found.
Remark
2. Allresults are PASS against Peak and Average limit line.
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2.4GHz 2400~2483.5MHz

BT (Harmonic @ 3m)

BT Note | Frequency Level Over Limit Read | Antenna| Path |Preamp| Ant | Table Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos Pos |Avg.
(MHz) (dBpV/m)| (dB) [(dBpV/m)|(dBpV)| (dB/m) | (dB) | (dB) |(cm) | (deg)|(P/A)|(H/V)
4804 38.63 -35.37 74 56.93 313 8.44 58.04 100 0 P H
4804 13.84 -40.16 54 - - - - - - A H
H
BT
H
CH 00
4804 40.39 -33.61 74 58.69 313 8.44 58.04 100 0 P \%
2402MHz
4804 15.6 -38.4 54 - - - - - - A \%
\%
\%
4882 39.16 -34.84 74 57.3 313 8.67 58.11 100 0 P H
4882 14.37 -39.63 54 - - - - - - A H
7323 45.19 -28.81 74 56.03 36.23 11.27 58.34 100 0 P H
BT
7323 20.4 -33.6 54 - - - - - - A H
CH 39
4882 38.51 -35.49 74 56.65 313 8.67 58.11 100 0 P \Y
2441MHz
4882 13.72 -40.28 54 - - - - - - A \%
7323 43.48 -30.52 74 54.32 36.23 11.27 58.34 100 0 P \Y
7323 18.69 -35.31 54 - - - - - - A \Y
4960 38.84 -35.16 74 56.64 31.47 8.9 58.17 100 0 P H
4960 14.05 -39.95 54 - - - - - - A H
7440 44.92 -29.08 74 55.3 36.6 11.33 | 58.31 100 0 P H
BT
7440 20.13 -33.87 54 - - - - - - A H
CH 78
4960 38.68 -35.32 74 56.48 31.47 8.9 58.17 100 0 P \%
2480MHz
4960 13.89 -40.11 54 - - - - - - A \%
7440 44.31 -29.69 74 54.69 36.6 11.33 | 58.31 100 0 P \%
7440 19.52 -34.48 54 - - - - - - A \%
1. No other spurious found.
Remark
2. Allresults are PASS against Peak and Average limit line.
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Emission below 1GHz

2.4GHz BT (LF)

BT Note | Frequency Level Over Limit Read | Antenna | Path |Preamp| Ant | Table |Peak|Pol.
Limit Line Level Factor Loss | Factor | Pos | Pos |Avg.
(MHz) [(dBpV/m)| (dB) [(dBpV/m)| (dBpV) | (dB/m) | (dB) | (dB) |(cm) |(deg)|(P/A)|(HIV)
78.6 34.26 -5.74 40 52.44 13.2 1.07 32.54 - - P H
121.26 39.69 -3.81 43.5 53.3 17.52 1.32 32.51 100 0 P H
137.73 37.88 -5.62 43.5 51.46 17.42 141 325 - - P H
497.4 37.77 -8.23 46 43.7 23.9 2.63 32.57 - - P | H
568.8 36.57 -9.43 46 40.26 25.91 2.82 32.59 - - P | H
746.6 33.48 |-12.52 46 34.34 28.13 3.19 32.31 - - P | H
H
H
H
H
H
2.4GHz

H

BT
L 37.02 35.83 -4.17 40 46.82 20.86 0.75 32.61 100 0 P \%
120.18 33.37 -10.13 43.5 46.98 17.53 1.31 32,51 - - P Vv
138 34.24 -9.26 43.5 47.82 17.42 141 325 - - P \%
498.1 36.42 -9.58 46 42.33 23.92 2.63 32.57 - - P \%
568.8 37.85 -8.15 46 41.54 25.91 2.82 32.59 - - P Vv
640.2 30.16 -15.84 46 33.33 26.22 2.97 32.52 - - P \%
Vv
\%
\%
\%
\%
\%

1. No other spurious found.
Remark
2. All results are PASS against limit line.
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Note symbol

Fundamental Frequency which can be ignored. However, the level of any unwanted emissions

shall not exceed the level of the fundamental frequency.

! Test result is over limit line.

P/A Peak or Average

HIV Horizontal or Vertical
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A calculation example for radiated spurious emission is shown as below:

BT Note | Frequency Level Over Limit Read | Antenna | Path |Preamp| Ant | Table |[Peak| Pol.
Limit Line Level Factor Loss | Factor | Pos | Pos |Avg.
(MHz) |(dBpV/m)| (dB) |(dBuV/m)|(dBuV)| (dB/m) | (dB) | (dB) |(cm)|(deg) |(P/A)|(HV)
BT 2390 55.45 -18.55 74 54.51 32.22 4.58 35.86 103 308 P H
CH 00
2402MHz 2390 43.54 -10.46 54 42.6 32.22 4.58 35.86 103 308 A H
1. Path Loss(dB) = Cable loss(dB) + Filter loss(dB) + Attenuator loss(dB)
2. Level(dBuV/m) =
Antenna Factor(dB/m) + Path Loss(dB) + Read Level(dBuV) - Preamp Factor(dB)
3. Over Limit(dB) = Level(dBuV/m) — Limit Line(dBuV/m)
For Peak Limit @ 2390MHz:
1. Level(dBpV/m)
= Antenna Factor(dB/m) + Path Loss(dB) + Read Level(dBuV) - Preamp Factor(dB)
= 32.22(dB/m) + 4.58(dB) + 54.51(dBuV) — 35.86 (dB)
=55.45 (dBuV/m)
2. Over Limit(dB)
= Level(dBpuV/m) — Limit Line(dBuV/m)
= 55.45(dBuV/m) — 74(dBuV/m)
= -18.55(dB)
For Average Limit @ 2390MHz:
1. Level(dBuV/m)
= Antenna Factor(dB/m) + Path Loss(dB) + Read Level(dBuV) - Preamp Factor(dB)
= 32.22(dB/m) + 4.58(dB) + 42.6(dBuV) — 35.86 (dB)
= 43.54 (dBuV/m)
2. Over Limit(dB)
= Level(dBuV/m) — Limit Line(dBuV/m)
= 43.54(dBuV/m) — 54(dBuV/m)
= -10.46(dB)
Both peak and average measured complies with the limit line, so test result is “PASS”.
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Appendix C. Radiated Spurious Emission Plots

Temperature : 23~26°C

Test Engineer : Watt Tseng, Karl Hou, and Bigshow Wang
Relative Humidity : [50~57%

2.4GHz 2400~2483.5MHz
BT (Band Edge @ 3m)

BT 2.4GHz 2400~2483.5MHz Band Edge @ 3m

BT CHOO 2402MHz

Horizontal Fundamental

bat: 20190120 1 B vate 20100120
1304 1300
1204 "
109 g
100 1000
%04
w0 | w0 .
704 ‘ 70d
s0d sad -
500 sad
DTN IR ———
s po I SRS
304 s0d
204
109 10d
T =D T T w7 T N R ™ e
Treauency (e Frequency (i)
Site £ 03CHI5-HY Site 03CHI5-HY
Condition : PEAK_BE_74 3m 9120D_15_1620 HORIZONTAL Condition PEAK_74 3m 9120D_15_1620 HORIZONTAL
 RBW:1000.000KHz VBW:3000.000KHz SWT:Auto RBW:1000.000KHz VBW:3000.000KHz SWT:Auto
Detector Peak Detector Peak
Peak Project <o11104 Project o1i04
Mode i1 Mode 1
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BT

2.4GHz 2400~2483.5MHz Band Edge @ 3m

BT CHOO 2402MHz

Vertical Fundamental

Peak

1 ¢Buvim) Date: 2019-01.29 el @Buvim) Date: 2019.01.29

1300 1300)

1200 1200)

1109 0,

1009 1000)

90.0) 1 90.0)

209 ) PEAK 74
700 700

509 60 E

500 \ 50|

S 0.0 s DA

300 300

200 200

109 100

310 2320, 240, 2360, 280, 200, 215 000 300, 1500 1700 1900, 2100 2300, 000
Freauency (MHz) Freauency (MHz)
site $03CHISHY site $03CHI5-HY
Condition +PEAK_BE_74 3m 91200_15_1620 VERTICAL Condition +PEAK_74 3m 9120D_15_1620 VERTICAL
+RBW:1000.000KHz VBW:3000.000KHz SWT:Auto RBW:1000.000KHz VBW:3000.000KHz SWT:Auto

Detector +Peak Detector +Peak

Project 1911104 Project 11104

Mode B Mode B
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BT 2.4GHz 2400~2483.5MHz Band Edge @ 3m
BT CH39 2441MHz
Horizontal Fundamental

0

wd

800 200 PEAK 74]

[

| -

s : " :

- e s
s
Condition : PEAK_BE_74 3m 9120D_15_1620 HORIZONTAL Condition : PEAK_74 3m 9120D_15_1620 HORIZONTAL
RO T00D 000K VOWES0D0 000K WA Ao T000 000K VOV S000 000K WAL
Detector : Peak Detector : Peak
Peak Project :911104 Project 911104

s0q

i

200 PEAK_BE 74

wd

2

s
Condition : PEAK_BE_74 3m 9120D_15_1620 HORIZONTAL

RO T00D000K2 VOWES0D0 000K WAt
Detector Peak
Peak polect - iios Left blank
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BT

2.4GHz 2400~2483.5MHz Band Edge @ 3m

BT CH39 2441MHz

Vertical

Fundamental

) @Buvimy Date: 2019.01.20 el gBuvim) Date: 20190129
1300 1300)
1200 1200)
1109 1100
1000 1004)
909) 904
09 w09 PEAK 74]
700) 704
509) 604 ]
500 504
: o
LY, P MV SO O
300 304
200 204
100 104
02520, 0. 7500, 7500 za00. 20, 2440, 24 G0 00 10 700 a0 zi00  za00  Z00 2700, 000
Froquency (HH:) Frequency (WH)
site £ 03CHIS-HY site $03CHIS-HY
Condition + PEAK_BE_74 3m 9120D_15_1620 VERTICAL Condition +PEAK_74 3m 91200_15_1620 VERTICAL
+ RBW:1000.000KHz VBW:3000.000KHz SWT:Auto RBW:1000.000KHz VBW:3000000KHZ SWT:Auto
Defector +Peak Detector +Peak
Peak Project :911104 Project 911104
Mode 2 Mode 2
) @Buvim) Date: 2019.01.20
1300
1200
1100
1000
909)
0 PEAK_BE 74
700
500
50
400
300
200
100
TR T za50. zac0. 20, 240, 749 0
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site $03CHIS-HY
Condition + PEAK_BE_74 3m 9120D_15_1620 VERTICAL
+ RBW:1000.000KHzZ VBW:3000.000KHz SWT:Auto
Defector +Peak
Peak proeet <5108 Left blank
Mode 2
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2.4GHz 2400~2483.5MHz Band Edge @ 3m
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Mode

Frequency (i)

$03CHI5-HY
+PEAK_BE_74 3m 9120D_15_1620 HORIZONTAL
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+Peak

+911104
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el (9BuVim)
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1200
o)
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600]
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200)
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RBW:1000.000KHZ VBW:3000.000KHz SWT:Auto

2100, 2300,

3000
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BT

2.4GHz 2400~2483.5MHz Band Edge @ 3m

BT CH78 2480MHz

Peak

) Buvim) o aBuvim) Date: 20190120
1300 1300
1200 1200
1100 0]
1000 1000
s00) / 500
809 w09 PERK 74
709 — 704
500 L 60 N
500 \ 500
WU

400 Y, SIS
300 300
200 204
100 109

50 2463 2405.2467 2468 2471 7 a5, 0 Too0 w00 e00. 7100 7300, 000

Freauency (iiz) Freauency iz}

site
Condition

Detector
Project
Mode

$03CHI5-HY
+PEAK_BE_74 3m 9120D_15_1620 VERTICAL

+ RBW:1000.000KHZ VBW:3000.000KHz SWT:Auto
+Peak

+911104

i3

Site
Condition

Detector
Project
Mode

+PEAK_74 3m 9120D_15_1620 VERTICAL
RBW:1000.000KHZ VBW:3000.000KHz SWT:Auto
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2.4GHz 2400~2483.5MHz
BT (Harmonic @ 3m)
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2.4GHz 2400~2483.5MHz Harmonic @ 3m

BT CHOO 2402MHz
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200

100]

4000 6000, 8000, 10000, 12000 14000, 16000. 1000, 20000. 22000, 2501 000 4000 G000, 8000, 10000 12000. 14000. 16000 18000 20000, 22000. 25000
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)
Site £ 03CHI5-HY

+PEAK_74 3m 9120D_15_1620 HORTZONTAL Condition PEAK_74 3m 9120D_15_1620 VERTICAL
eak

Detector +Peal
Project 911104
Mode 1
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BT CH39 2441MHz

Horizontal

Vertical

Peak
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Emission below 1GHz

2.4GHz BT (LF)

BT

2.4GHz 2400~2483.5MHz

Horizontal

Vertica

QP/
Peak

) (@BuVim)

Date: 2019.02.12
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s0g—12 +

s
i
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1 \ A .
205 \/N\W\j \M el
B
|
a
51
om0 a0 w0 w0 mn mn e
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Project o104
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Bluetooth Idle

Horizontal

Vertical

Peak

Avg.

Date: 2019.02-19

g
byl
o
g
s
804/ PEAK_74
-
0.0 /AVG_54|
i [ = ] ]
= -
g
s
.
I
oSO TRo0 000 T RO 4000t 50 0
Frequency (MHz)
Site. :03CH15-HY
Condition :PEAK_74 3m 9120D_15_1620 HORIZONTAL
Detector : Peak
ol
Mode :5
over Lt Reatioterma  Cable presms AfPox T/pos
Freq Level Limit ine Level Factor Loss Factor Remark
MHz dBuV/m dB dBuV/m dBuV  dB/m dB dB m deg
1 81.30 36.06 -3.94 40.00 53.94 13.48 1.09 32.54
2 133.95 34.72 -8.78 43.50 48.33 17.43 1.39 32.50
3 150.42 30.98 -12.52 43.50 44.61 17.27 1.47 32.5@
4 568.80 37.81 -8.19 46.00 41.50 25.91 2.82 32.59
5 729.80 35.39 -10.61 46.00 36.87 27.57 3.17 32.34
6 947.50 33.00 -13.00 46.00 29.69 30.68 3.63 31.25
7 1814.00 44.20 -29.80 74.00 45.11 25.30 5.7 31.28
8 2912.00 48.50 -25.50 74.00 44.40 28.40 6.43 30.73
S L WI B TN G R sn Al
o aves W ie T WROWD aw wd
N semeen e ie Tk Tk wY n S =
Dobma LN IR anINer =

Date: 2019.02-19

Level (dBuvim)
1309
1209
1100)
1009
90
300 PEAK 74
700)
0. AVG_54|
5002 i 1T L
9
0]
300
200
100
3000, 5000, 7000, 9000 H1000. 13000 15000 17000. 19000, 21000, 23000, Z
Frequency (MHz)
Site :03CH15-HY
Condition :PEAK_74 3m 9120D_15_1620 VERTICAL
Detector Peak
Project :911104
Mode :5
Over Limit ReadAntenna Cable Preamp A/Pos T/Pos
Freq Level Limit Line Level Factor Loss Factor Remark
MHz dBuV/m dB dBuV/m  dBuV  dB/m dB dB cm deg
1 36.75 34.24 -5.76 40.00 45.24 20.86 ©0.74 32.61
2 142.05 37.26 -6.24 43.50 50.78 17.45 1.43 32.50
3 151.77 38.56 -4.94 43.50 52.33 17.12 1.47 32.5@
4 497.40 35.79 -10.21 46.00 41.72 23.9¢ 2.63 32.57 --- --- Peak
5 568.80 37.82 -8.18 46.00 41.51 25.91 2.82 32.59
6 710.90 33.35 -12.65 46.00 35.64 26.83 3.14 32.38
7 1958.00 43.63 -30.37 74.00 43.63 25.8¢ 5.27 31.07
8 2858.00 48.32 -25.68 74.00 44.41 28.30 6.35 30.74
9 586200 42.48 -31.52 74.00 58.61 32.23 9.59 58.40
10 7998.00 47.75 -26.25 74.00 56.61 37.20 11.30 57.90
11 10764.00 49.57 -24.43 74.00 58.01 39.98 12.94 61.81
12 17091.00 49.66 -24.33 74.00 50.96 40.50 17.22 59.69 100 O Peak
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Appendix D. Duty Cycle Plots

DH5 on time (One Pulse) Plot on Channel 39

[BM Keysight Spectrum Analyzer - Swept SA
0 RL RFPRESEL | 50 @ AC SENSE:INT] [ ALIGN AUTO | 09:58:24 AM Jar

20
GPIB Address 18 #Avg Type: RMS TRAC 2
PNO: Fast ~#— 1rig: Free Run Avg|Hold: 1/1

IFGain:Low Atten: 10 dB P NNNN N

Ref 106.99 dBuV

X

Center 2.441000000 GHz Span 0 Hz|
#VBW 1.0 MHz Sweep 10.00 ms (1001 pts)

MKR, MODE TRC| SCL] FUNCTION | FUNCTION WIDTH FUNCTION VALUE
2880 ms

1.790 ms

0.151dB
89.026 dBuv

B B
& =<
2

=3

(=%

o3

1790ms| 89,026 dBuV

B B
B
e
~
la
e
2
@

MsG €3 Suffix not allowed

GPIB
Controller»
Disabled

on time (Count Pulses) Plot on Channel 39

[BM Keysight Spectrum Analyzer - Swept SA
g RL 500 A

RE A SENSE:INT] ALIGN AUTO
Center Freq 2.44 ) #Avg Type: RMS
—— Trig: FreeRun Avg|Held: 1/1

IFGain:Low Atten: 20 dB

Mkr1 57.00 ms|
Ref 116.99 dBpV 88.693 dBuV|

Center 2.441000000 GHz Span 0 Hz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 100.0 ms (1001 pts)

J4se € Suffix not allowed

BN

2.441000000 GHz

StartFreq
2.441000000 GHz

Stop Freq
2.441000000 GHz

CF Step

Note:

1. Worst case Duty cycle = on time/100 milliseconds =2 * 2.88 / 100 = 5.76 %
2. Worst case Duty cycle correction factor = 20*log(Duty cycle) = -24.79 dB
3. DHS5 has the highest duty cycle worst case and is reported.
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Duty Cycle Correction Factor Consideration for AFH mode:

Bluetooth normal hopping rate is 1600Hz and reduced to 800Hz in AFH mode; due to the reduced number of
hopping frequencies, with the same packet configuration the dwell time in each channel frequency within

100msec period is longer in AFH mode than normal mode.

In AFH mode, the minimum hopping frequencies are 20, to get the longest dwell time DH5 packet is observed,;

the period to have DH5 packet completing one hopping sequence is

2.88 ms x 20 channels = 57.6 ms

There cannot be 2 complete hopping sequences within 100ms period, considering the random hopping

behavior, maximum 2 hops can be possibly observed within the period. [100ms / 57.6ms ] = 2 hops

Thus, the maximum possible ON time:

2.88msx2=576ms

Worst case Duty Cycle Correction factor, which is derived from the maximum possible ON time,

20 x log(5.76 ms/100ms) = -24.79 dB
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