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1 Summary of Test Results

The EUT has been tested according to the following specifications:

Report

Test Results

Article 2 Paragraph 1, item 19 reference Parameter (Note)
General provisions
C 3.2(4) 4.1 Frequency tolerance C
D 3.2(7) 4.2/4.3 Occupied bandwidth C
E 3.2(6) 4.4 Spurious emissions C
Transmitting equipment
F -- 4.5 Antenna power C
Transmitting antenna
_ _ 295 Type, gopflguratlon, etc. of c
transmitting antenna
_ - 295 Direction pattern of transmitting c
antenna
Receiving equipment
H 3.3(1) 4.6 Spurious emissions of receiver C
_ _ 25 Refer tg gll articles for c
transmitting antenna
Operating frequency 2400 to 2483.5MHz
High Frequency/modulation
-- 3.7 (1) 2.23 section cannot be opened C
easily
-- 3.1(1) 2.1 Communication method C
-- 3.2(1)a 2.1 Modulation method C
-- 3.2(1a 4.3 Spread spectrum method C
-- 3.2 (2) 4.5 Antenna power C
3.6 (2) Absolute gain of transmitting
-- 45 C
antenna
_ 3.6 (2) 45 Angular width of principal c
) radiation (AWPR)
-- 3.2 (8) 4.3 Diffusion bandwidth C
-- 3.2(9) 4.3 Spreading factor C
\ 3.2 (11) 47 Frequency retention time (FH c
employed)
_ 3.4.1(1) 48 Interfgrence Prevention c
Function
Note 1: C = Conform; NC = Not Conform; NT = Not Tested; NA = Not Applicable;
Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd. .
Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial xgb—()?mf)ﬁggigfcom Release
Park, HuangJiang Town, Dongguan City, People’s Republic S O Ver. 1.5

of China
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1.1 Test Instruments

Equipment Manufacturer Model No. Serial No. Next Cal.Date |Calibration Method
Spectrum Keysight N9020A MY51240612 2026-07-23 C
Spectrum Analyzer  |Rohde&Schwarz  |FSV-40N 101783 2026-07-23 C
Power Meter JS0806-2 N7.
10Hz~18GHz Tonscend 188060126 2026-07-23 C
Signal generator Keysight E4421B GB40051020 2026-05-18 C
Horn Antenna Schwarzbeck BBHA 9120 D 1959 2027-07-26* C
Attenuator Weinschael 54A-10 N/A 2026-07-23 C
Universal Switch = o 4 eschwarz — [CMW500 12010002k50  [2026-07-23  |C
Control Unit
Test Software Tonscend JS0806-2 NA NA C
Humidity tester Jingchuang GSP-8A CMA22B000592 [2026-07-28 C
Note:

1. The test was witness in 966 Chamber and RF Oven room.
2. The calibration interval of the above test instruments is 12/24* months and the calibrations are
traceable to LISAI/CHINA.
3: Calibration body’s name: GUANGZHOU LISAI CALIBRATION AND TESTING CO., LTD.
Address: No.8 South Street Shi Ji Institute Guangzhou. Guangdong. China.

Calibration Method:

a) Calibration conducted by the National Institute of Information and
Communications Technology (NICT) (hereinafter referred to as "NICT") or a
designated calibration agency under Article 102-18 paragraph (1)

b) Correction conducted pursuant to the provisions of Article 135 or Article 144
of the Measurement Law (Law No. 51 of 1992)

c) Calibration conducted in foreign countries, which shall be equivalent to the
calibration conducted by the NICT or a designated calibration agency under
Article 102-18 paragraph (1)

d) Calibration conducted by using measuring instruments and other
equipment listed in the right column of Table No. 3 attached hereto, which

shall have been given any of calibration, etc. listed above from a) to c)

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.
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1.2 Measurement Uncertainty

Where relevant, the following measurement uncertainty levels have been estimated for tests performed on

the EUT:
This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence level

using a coverage factor of k=2.

Parameter Uncertainty
Occupied Bandwidth 206.50 Hz
Spurious emissions + 3.84dB
Output power density 1.37dB

Out of band radiated power 2.52 dB
Frequency Tolerance 0.104 ppm
Temperature +0.23°C
Humidity 10.3%
DC and low frequency voltages 10.3%

This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence level
using a coverage factor of k=2.

1.3 Modification Record

There were no modifications required for compliance.

Lab: Hwa-Hsing (Dor.lqguan) Testing Co., Ltd. . Tel: 0769-85598986
Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial Web.: www._lvns-tci.com Release
i . 3 . . . 2 =-LCI.
Park, HuangJiang Town, Dongguan City. People’s Republic £ y1oitc o vice-hs@lyns-tei.com Ver. 1.5
of China i *
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2 General Information

2.1 General Description of EUT

Product Name

Mobile Label Printer

Test Model Name

RPP30

Series Models Name

RPP30A,RPP30B,RPP30C,RPP30D,RPP30E,RPP30F,RPP30G,RPP3
OH,RPP30I,RPP30J,RPP30K,RPP30L,RPP30M,RPP30N,RPP300,RP
P30P,RPP30Q,RPP30R,RPP30S,RPP30T,RPP30U,RPP30V,RPP30W
,RPP30X,RPP30Y,RPP30Z,RPP31,RPP31A,RPP31B,RPP31C,RPP31
D,RPP31E,RPP31F,RPP31G,RPP31H,RPP311,RPP31J,RPP31K,RPP
31L,RPP31M,RPP31N,RPP310,RPP31P,RPP31Q,RPP31R,RPP31S,
RPP31T,RPP31U,RPP31V,RPP31W,RPP31X,RPP31Y,RPP31Z,RPP3
22N,RPP322,RPP322A,RPP322B,RPP322C,RPP322H,RPP320,RPP
320A,RPP320B,RPP320C,RPP320N,RPP321,RPP321A,RPP32,RPP3
2A,RPP32B,RPP32C,RPP32N,RPP33,RPP33A,RPP33B,RPP33C,RP
P33N,PP320,TPP30,TPP31,TPP32, TPP33,MPP320,RPP04,RPP04A,
RPPO04B,TPP04,TPP04A,MPP04,MPP04A,MPP04B,ACE M1,ACE
M2,R1,R2,R5,R22,RONGTAR1,TM95,TD210,TH110,RPP02A,RPP02
B,RPP02C,RPP02D,RPP02F,RPP02E,RPP02H,RPP0O2L,RPP02K,RP
P0O2N,RPP02M,RPP02S,RPP02U,RPP02W,RPP200,RPP201,RPP202
,RPP203,RPP205,RPP200A,RPP200B,RPP200C,RPP200D,RPP200
N,RPP200S,RPP201A,RPP201B,RPP300,RPP301,RPP302,RPP303,
RPP305,RPP300A,RPP300B,RPP300C,RPP301A,RPP301B,PN81,P
N82,PN83,F81,F81A,F81B,F81C,F81D,F81S,F81L,F81N,F81U,F82,F
82A,F82B,F82C,F82D,F82S,F82L,F82N,F82U,F83,F83A,Z1,RPP****(*
=0-9 or A-Z or blank),MPP****(*=0-9 or A-Z or blank)

Power Supply Rating

DC 5V from adapter or DC 7.4V from rechargeable lithium-ion battery

Temperature Operating Range

0~45TC

Modulation Type

GFSK, 11/4 DQPSK, 8DPSK

Modulation Technology

FHSS

Transfer Rate

1 Mbps/2 Mbps/3 Mbps

Operating Frequency

2402MHz ~ 2480 MHz

Rated RF output power density

Please see Note 1

Conducted power density

Please see Note 1

EIRP power density

Please see Note 1

Antenna Type PCB Antenna

Antenna Gain -0.58dBi

Accessory Device Type-C cable*1: 93cm, Aapter*1
Radio FW V2.01

Radio HW V1.3

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China
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Note:
1. The power table as below table:
Test condition for Rated output power density | Conducted power density | EIRP power density
Modulation Technology (mW/MH2z) (mW/MH2z) (mW/MHz)
Normal mode
GFSK 0.02 0.013399 0.011724
m/4-DQPSK 0.02 0.012589 0.011015
8DPSK 0.02 0.012874 0.011265
Enable AFH function
GFSK 0.05 0.050858 0.044500
/4-DQPSK 0.05 0.047857 0.041874
8DPSK 0.05 0.046860 0.041002

2. The above EUT information was declared by manufacturer and for more detailed features description
please refers to the manufacturer's specifications or user's manual.

3. Hwa-Hsing (Dongguan) Testing Co., Ltd. is not responsible for the accuracy of the information provided
by the manufacturer.

4. Please refer to the EUT photo document (Reference No.: 25100905) for detailed product photo.

5. For the test results, the EUT had been tested with all conditions, and only the worst case was shown in
the test report.

6. Model difference: These models are identical except the model name and appearance color. And the
variations do not affect the safety and electromagnetic compatibility performance of the products.

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China
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2.2 Description of test modes

2.2.1 Channel list of this EUT:

These are 79 channels are provided to this EUT:

Channel Frzatigcy Channel Frzatigcy Channel Frzatzgcy Channel Frzatzgcy
0 2402 20 2422 40 2442 60 2462
1 2403 21 2423 41 2443 61 2463
2 2404 22 2424 42 2444 62 2464
3 2405 23 2425 43 2445 63 2465
4 2406 24 2426 44 2446 64 2466
5 2407 25 2427 45 2447 65 2467
6 2408 26 2428 46 2448 66 2468
7 2409 27 2429 47 2449 67 2469
8 2410 28 2430 48 2450 68 2470
9 2411 29 2431 49 2451 69 2471
10 2412 30 2432 50 2452 70 2472
11 2413 31 2433 51 2453 71 2473
12 2414 32 2434 52 2454 72 2474
13 2415 33 2435 53 2455 73 2475
14 2416 34 2436 54 2456 74 2476
15 2417 35 2437 55 2457 75 2477
16 2418 36 2438 56 2458 76 2478
17 2419 37 2439 57 2459 77 2479
18 2420 38 2440 58 2460 78 2480
19 2421 39 2441 59 2461

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
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2.2.2 Test mode applicability and tested channel detail

. Test Conditions | Environmental
Test items %
for voltage supply | Conditions
1 Frequency tolerance measurement
2 Occupied bandwidth measurement (99% power) bandwidth)
3 Spreading bandwidth measurement (90% power) bandwidth)
4 Spurious emissions for transmitter measurement 22.3deg. C
Vnormal 55(,/ RH ’
5 Antenna power measurement 0
6 Spurious emissions for receiver
7 Frequency hopping dwell time
8 Interference prevention function
EUT Configure mode No. Test conditions for modulation technology
Mode A GFSK
Mode B /4-DQPSK
Mode C 8DPSK
Mode D Enable AFH GFSK
Mode E Enable AFH 11/4-DQPSK
Mode F Enable AFH 8DPSK
RF Power Setting Value
GFSK m/4-DQPSK 8DPSK
Channel
Power setting Power setting Power setting
0
39
78
Note:
1. For the test results, the EUT had been tested with all conditions, and the worst-case mode of data will
Recording in the report.
2. For AFH function only tested occupied bandwidth, spreading bandwidth, Antenna power.
By means of test software which provided by manufacture, the power levels during the tests were set
according to the above table.
4. The normal mode 79 channel already includes the 20 channels of AFH, so TX transmission of AFH mode
is not required.

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.
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2.2.3 Assembly
The RF circuit was located inside of the EUT.The housing consists of two parts, and the enclosure was
assembled with glue and covered by rubbers, separating the two parts was only possible by means of brute
force.
2.2.4 Applicable Standard
When there is a fluctuation of +/-10% input voltage from external power to the test equipment. If the
fluctuation of input voltage to the circuit of the radio part (excl. power) in the test equipment is confirmed below

+/-1%, Measurement shall be tested with the rated voltage.

2.2.5 Antenna Specifications

Highest Peak Gain (dBi)
PAyoe 2.4GHz ~ 2.5GHz
PCB Antenna -0.58dBi

Note: The Antenna pattern please refer to the attached file (Antenna report).

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.
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23

Description of Support Units

The EUT has been tested as an independent unit together with other necessary accessories or support units.
The following support units or accessories were used to form a representative test configuration during the

tests.

No. Product Brand Model No. Serial No. FCC ID
1 Notebook |HUAWEI NbD-WFH9 EUEPM21725002655 N/A
2| Notebook | DELL Inspiron 14R 0\ \ 539.63PV4-RBPF2-T6RHW-WIGBP N/A

Aluminum Edition
No. Signal Cable Description of The Above Support Units

1

USB extension cord: Unshielded, Detachable 1.2m;

2.3.1 Configuration of System under Test
Bluetooth TX/RX:

Notebook

EUT

RF
Conducted testing
system

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.
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3  Wireless module voltage test in extreme conditions

3.1  Applicable Standard

When there is a fluctuation of +/-10% input voltage from external power to the test equipment. If the
fluctuation of input voltage to the circuit of the radio part (excl. power) in the test equipment is confirmed below
+/-1%, Measurement shall be tested with the rated voltage.

3.2 Test Configuration

Config A Digital multimeter

EUT d

Adapter /

Module

AC source

Config B

Digital multimeter

EUT d

Module

DC source

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
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LYNS-TC:

Test Report No.: 25100905-RF-JP-01

3.3 Test Results

Temperature : 25C
Humidity : 45 %
Test By: HUA
Config B
Test Voltage(DC, V) 6.66 7.4 8.14
Module Test voltage(DC, V) 3.3 3.3 3.3
Module Rated voltage(DC, V) 3.3 3.3 3.3
The Range of Module Voltage(%) 0 0 0
Test Voltage(DC, V) 4.5 5 5.5
Module Test voltage(DC, V) 3.3 3.3 3.3
Module Rated voltage(DC, V) 3.3 3.3 3.3
The Range of Module Voltage(%) 0 0 0
Note: In extreme conditions, EUT module power is confirmed below +/-1%.
Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd. .
Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial xgb%com Release
Park, HuangJiang Town, Dongguan City, People’s Republic S O Ver. 1.5
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Test Report No.: 25100905-RF-JP-01

4
41

Test types and results

Frequency tolerance measurement

4.1.1 Limits of frequency tolerance measurement

Condition

Tolerance of frequency Limit (e.i.r.p)

Under all test conditions

Within +/- 50ppm

4.1.2 Test Setup

EUT

4.1.3 Deviation from Test Standard

No deviation.

4.1.4 Test Procedure

Attenuator

— Spectrum
Analyzer

If the fluctuation of input voltage to the circuit of the radio part (excl. power) in the test equipment is confirmed

below +/-1%, Measurement shall be tested with the rated voltage.

When there is a fluctuation of +/-10% input voltage from external power to the test equipment. In case the test

equipment is designed to function only within the specified fluctuation range of +/-10% for the voltage source

tests shall be conducted applying the rated voltage and a respective specified maximum/minimum value of

fluctuation range.

Test method according to Clause 5 of Annex No.43 of MIC Notification No.88.
The EUT was placed inside the environmental test chamber and powered by nominal DC voltage.

a.
b.

Turn the EUT on and couple its output to a spectrum analyzer.

The EUT was transmitted non-modulated frequencies.

In case of a test mode generating specific frequency spectrum, the spectrum frequency is measured

with the spectrum analyzer.

4.1.5 Test Results

Test Condition | Test Mode Antenna Channel Result[ppm] Limit[jppm] | Verdict
2402 2.49792 150 PASS
NTNV Carrier Ant1 2441 2.86768 150 PASS
2480 2.82258 150 PASS
Note: The test plots listing in the below pages.
Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd. .
Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial xgb%com Release
Park, HuangJiang Town, Dongguan City, People’s Republic S O Ver. 1.5
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Ag?le;t ;ecaim Analyzer - Swept SA

X RL | RF [S0Q  AC | SEMSE:INT| SOURCE OFF | ALIGNAUTO |01:12:40 PMNav 24, 2025 F
. requenc
Center Freq 2.402000000 GHz ) #Avg Type: RMS sy
PNO: Wide —+— 1tig:Free Run Avg|Hold: 100/100
IFGain:Low #Atten: 40 dB

Ref Offset 8.69 dB
Ref 30.00 dBm

Span 1.000 MHz
Sweep 12.07 ms {1001 pts)

MSG STATUS

| SEMSE:INT| SOURCE OFF | ALIGNAUTO | 01:11:26 PMNav 24, 2025

#Avg Type: RMS Frequency

PNO: Wide —+— 1tig:Free Run Avg|Hold: 100/100
IFGain:Low #Atten: 40 dB

Ref Offset 8.56 dB
Ref 30.00 dBm

Center 24210000 GHz Span 1.000 MHz
#Res BW 10 kHz #VBW 10 kHz Sweep 12.07 ms {1001 pts)

MSG STATUS

NTNV_DHS5_Ant1_2441

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
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Agilent Spectrum Analyzer - Swept SA
| SENSE‘INTi SOURCE OFF ALIGN AUTO 01:11:49 PMMoy 24, 2025 F
: requenc
Center Freq 2.480000000 GHz ) #Avg Type: RMS sy
PNO: Wide —+— 1tig:Free Run Avg|Hold: 100/100 .
IFGain:Low HAtten: 40 dB

Ref Offset 8.56 dB Mkr1 2.480 007 GHz

Ref 30.00 dBm . ] ‘ ) . ] 0“5‘53 ciBn:

Center 2.4800000 GHz 11 Span 1.000 MHz
#Res BW 10 kHz #VBW 10 kHz Sweep 12.07 ms (1001 pts)|

MSG STATUS

NTNV_DHS5_Ant1_2480

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
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Test Report No.: 25100905-RF-JP-01
4.2 = Occupied bandwidth measurement (99% power bandwidth)

4.2.1 Limits of occupied bandwidth measurement

Condition Occupied bandwidth Limit
Under all test conditions <83.5MHz

4.2.2 Test Setup

Spectrum
Attenuator Analyzer

EUT

]

4.2.3 Deviation of Test Standard

No deviation.

4.2.4 Test Procedure

Test method according to Clause 5 of Annex No.43 of MIC Notification No.88.

The EUT was placed inside the environmental test chamber and powered by nominal DC voltage. The
bandwidth of the fundamental frequency was measured by spectrum analyzer. The width of a frequency band
such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to
a specified percentage 0.5 %of the total mean power of a given emission.

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.
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Test Report No.: 25100905-RF-JP-01
4.2.5 Test Results

Test Condition Test Mode Antenna Channel Result [MHZz] Limit [MHz] Verdict
Hop Num_ 20 19.601 <83.5 PASS
DH1 Antt Hop Num_ 79 77.912 <83.5 PASS
Hop _Num_20 19.593 <83.5 PASS
DH3 Antt Hop_Num 79 78.041 <83.5 PASS
Hop Num 20 19.600 <83.5 PASS
DH5 | Hop_Num_79 78.030 <835 PASS
Hop_Num_20 19.814 <83.5 PASS
2DH1 Ant1
nt Hop_Num_79 78.175 <835 PASS
Hop_Num_20 19.863 <83.5 PASS
NTNV 2DH Ant1
3 nt Hop_Num 79 78.243 <835 PASS
Hop Num_ 20 19.899 <83.5 PASS
2DH5 Antt Hop Num 79 78.174 <83.5 PASS
Hop Num 20 19.770 <83.5 PASS
3DH1 Antt Hop Num 79 78.177 <83.5 PASS
Hop _Num_ 20 19.862 <83.5 PASS
3DH3 Ant1
> Hop Num_ 79 78.201 <83.5 PASS
Hop Num_ 20 19.870 <83.5 PASS
DH Ant1
3PS nt Hop_Num_79 77.532 <83.5 PASS
e T T T -
Center Freq 2.411000000 GHz $:"‘-‘i'ffzzéiwﬁlm‘[’f’i‘;ﬁ::.dzz:;ﬁ CRTE T, Frequency
#IFGain:an-_F #At?én:zo dB ! ' Radio Device: BTS
Ref Offset 8.56 dB Mkr1
Ref 20.00 dBm :
Center Freq
2.411000000 GHz
Center 2411 GH Span 50 MH ;
» zgse;w 300 ksz #VBW 300 kHz Sr:vaeer 1m:' S;am%l;nsntn?-cg
Occupied Bandwidth Total Power 15.3 dBm deo
19.601 MHz e —
Transmit Freq Error 525.82 kHz OBW Power
x dB Bandwidth 19.81 MHz x dB
NTNV_DH1 Ant1 Hop Num 20
Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd. .
Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial xgb%com Release
Park, HuangJiang Town, Dongguan City, People’s Republic Ver. 1.5
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Agilent Spectrum Analyzer - Occupied BW
| SEMSE:NT| SOURCE OFF ALIGN AUTO 09:45:15 AMNow 24, 2025

Center Freq 2.441750000 GHz Center Freq: 2.441750000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 6000/6000

L o
#IFGain:Low #Atten: 40 dB Radio Device: BTS

Mkr1 2.47215 GHz

Ref Offset 8.56 ¢B

Ref 30.00 dBm -0.0085968 dBm)|

Center Freq
2.441750000 GHz

Center 2442 GHz ' ' ] } ~ Span 200 MHz

#Res BW 300 kHz #VBW 300 kHz Sweep 2.733ms CF Step

Occupied Bandwidth Total Power 22.1 dBm
77.912 MHz

Transmit Freq Error -490.53 kHz OBW Power 99.00 %
x dB Bandwidth 78.76 MHz x dB -6.00 dB

MSG STATUS

NTNV_DH1 Ant1 Hop Num 79

Agilent Spectrum Analyzer - Occupied BW
| RF [S0Q  AC | SENSE:INT| SOURCE OFF ALIGH AUTO 02:04:27 PMMov 24, 2025
Center Freq 2.411000000 GHz Center Freq: 2.411000000 GHz Radio Std: None Frequency
—— Trig:Free Run Avg|Hold: 2000/2000
#IFGain:Low #Atten: 20 dB Radio Device: BTS

Ref Offset 8.56 ¢B
Ref 20.00 dBm

2.411000000 GHz

Center 2.411 GHz
#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power 15.3 dBm
19.593 MHz —

Transmit Freq Error 522.74 kHz OBW Power 99.00 % ik
x dB Bandwidth 19.80 MHz x dB -6.00 dB

MSG STATUS

NTNV_DH3_Ant1_Hop_Num_20

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
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TR S ey —
Center Freq 2.441750000 GHz
#IFGain:Low

Ref Offset 8.56 ¢B
Ref 30.00 dBm

Center 2.442 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

| SENSEANT| SOURCE OFF

ALIGN AUTO 09:50:58 AWM Now 24, 2025

CenterFreq: 2441750000 GHz
Avg|Hold: 6000/6000

Trig: Free Run
#Atten: 40 dB

#VBW 300 kHz

Total Power

78.041 MHz

-573.30 kHz
78.90 MHz x dB

OBW Power

Radio Std: None Frequency

Radio Device: BTS

Mkr1 2.46515 GHz
-0.084541 dBm)j|

Center Freq
2.441750000 GHz

Span 200 MHz

Sweep 2.733 ms CF Step

22.4 dBm

99.00 %
-6.00 dB

STATUS

Agilent Spectrum Analyzer - Occupied BW
| RE [sng  ac

Center Freq 2.411000000 GHz

#IFGain:Low

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.411 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

NTNV_DH3 Ant1 Hop

| SENSEANT| SOURCE OFF

Num 79

ALIGN AUTO 02:05:54 PMMov 24, 2025

CenterFreq: 2.411000000 GHz
—— Trig:Free Run

#Atten: 20 dB

#VBW 300 kHz

Total Power

19.600 MHz

523.75 kHz
19.81 MHz x dB

OBW Power

Radio Std: None Frequency

Avg|Hold: 2000/2000

2.411000000 GHz

15.3 dBm

Freq Offset
99.00 % Utla
-6.00 dB

STATUS

NTNV_DH5_Ant1_Hop_Num_20

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
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TR S ey —
Center Freq 2.441750000 GHz
#IFGain:Low

Ref Offset 8.56 ¢B
Ref 30.00 dBm

Center 2.442 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

| SEMSE:NT| SOURCE OFF ALIGN AUTO 09:58:58 AM Ko 24, 2025

Center Freq: 2.441750000 GHz Radio Std: None Frequency

Trig: Free Run Avg|Hold: 6000/6000
#Atten: 40 dB Radio Device: BTS

Mkr1 2.46915 GHz
-0.082151 dBmj|

Center Freq
2.441750000 GHz

Span 200 MHz

Sweep 2.733 ms CF Step

#VBW 300 kHz

Total Power 22.4 dBm

78.030 MHz

-557.10 kHz
78.90 MHz x dB

OBW Power 99.00 %

-6.00 dB

STATUS

Agilent Spectrum Analyzer - Occupied BW
| RE [sng  ac

Center Freq 2.411000000 GHz

#IFGain:Low

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.411 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

NTNV_DHS5 Ant1 Hop

| SEMSE:NT| SOURCE OFF ALIGN AUTO 02:07:14 PMMov 24, 2025

—— Trig:Free Run

19.814 MHz

545.41 kHz
20.06 MHz x dB

Center Freq: 2.411000000 GHz Radio Std: None Frequency

Avg|Hold: 2000/2000
#Atten: 20 dB

2.411000000 GHz

#VBW 300 kHz

Total Power 15.3 dBm

Freq Offset
99.00 % Utla
-6.00 dB

OBW Power

STATUS

NTNV_2DH1_Ant1_Hop_Num_20

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
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Test Report No.: 25100905-RF-JP-01

TR S ey —
Center Freq 2.441750000 GHz
#IFGain:Low

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.442 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

| SEMSE:NT| SOURCE OFF ALIGN AUTO | 10:04:47 AN Now 24, 2025

Center Freq: 2.441750000 GHz Radio Std: None Frequency

Trig: Free Run Avg|Hold: 6000/6000
#Atten: 20 dB Radio Device: BTS

Mkr1 2.46515 GHz
-0.032375 dBm)j|

Center Freq
2.441750000 GHz

Span 200 MHz

Sweep 2.733 ms CF Step

#VBW 300 kHz

Total Power 21.6 dBm

78.175 MHz

-490.22 kHz
78.96 MHz x dB

OBW Power 99.00 %

-6.00 dB

STATUS

Agilent Spectrum Analyzer - Occupied BW
| RE [sng  ac

Center Freq 2.411000000 GHz

#IFGain:Low

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.411 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

NTNV _2DH1_Ant1_Hop

| SEMSE:NT| SOURCE OFF ALIGN AUTO 02:08:20 PMMov 24, 2025

—— Trig:Free Run

19.863 MHz

521.21 kHz
20.06 MHz x dB

Center Freq: 2.411000000 GHz Radio Std: None Frequency

Avg|Hold: 2000/2000

#Atten: 20 dB Radio Device: BTS

2.411000000 GHz

#VBW 300 kHz

Total Power 15.1 dBm

Freq Offset
99.00 % Utla
-6.00 dB

OBW Power

STATUS

NTNV_2DH3_Ant1_Hop_Num_20

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
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TR S ey —
Center Freq 2.441750000 GHz
#IFGain:Low

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.442 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

| SEMSE:NT| SOURCE OFF ALIGN AUTO 1 10:09:19 AW Now 24, 2025

Center Freq: 2.441750000 GHz Radio Std: None Frequency

Trig: Free Run Avg|Hold: 6000/6000
#Atten: 20 dB Radio Device: BTS

Mkr1 2.47115 GHz
013881 dBm

Center Freq
2.441750000 GHz

Span 200 MHz

Sweep 2.733 ms CF Step

#VBW 300 kHz

Total Power 21.4 dBm

78.243 MHz

-561.25 kHz
79.05 MHz x dB

OBW Power 99.00 %

-6.00 dB

STATUS

Agilent Spectrum Analyzer - Occupied BW
| RE [sng  ac

Center Freq 2.411000000 GHz

#IFGain:Low

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.411 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

NTNV 2DH3 Ant1_Hop

| SEMSE:NT| SOURCE OFF ALIGN AUTO 02:09:00 PMMov 24, 2025

—— Trig:Free Run

19.899 MHz

519.80 kHz
20.07 MHz x dB

Center Freq: 2.411000000 GHz Radio Std: None Frequency

Avg|Hold: 2000/2000

#Atten: 20 dB Radio Device: BTS

2.411000000 GHz

#VBW 300 kHz

Total Power 14.7 dBm

Freq Offset
99.00 % Utla
-6.00 dB

OBW Power

STATUS

NTNV_2DHS5_Ant1_Hop_Num_20

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.
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TR S ey —
Center Freq 2.441750000 GHz
#IFGain:Low

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.442 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

| SEMSE:NT| SOURCE OFF ALIGN AUTO 1 10:13:58 AMNow 24, 2025

Center Freq: 2.441750000 GHz Radio Std: None Frequency

Trig: Free Run Avg|Hold: 6000/6000
#Atten: 20 dB Radio Device: BTS

Mkr1 2.46715 GHz
-0.063127 dBm|

Center Freq
2.441750000 GHz

Span 200 MHz

Sweep 2.733 ms CF Step

#VBW 300 kHz

Total Power 21.1 dBm

78.174 MHz

-485.65 kHz
78.87 MHz x dB

OBW Power 99.00 %

-6.00 dB

STATUS

Agilent Spectrum Analyzer - Occupied BW
| RE [sng  ac

Center Freq 2.411000000 GHz

#IFGain:Low

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.411 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

NTNV 2DHS5 Ant1_Hop

| SEMSE:NT| SOURCE OFF ALIGN AUTO 02:10:12 PMMov 24, 2025

—— Trig:Free Run

19.770 MHz

547.91 kHz
19.92 MHz x dB

Center Freq: 2.411000000 GHz Radio Std: None Frequency

Avg|Hold: 2000/2000

#Atten: 20 dB Radio Device: BTS

2.411000000 GHz

#VBW 300 kHz

Total Power 15.3 dBm

Freq Offset
99.00 % Utla
-6.00 dB

OBW Power

STATUS

NTNV_3DH1_Ant1_Hop_Num_20
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TR S ey —
Center Freq 2.441750000 GHz
#IFGain:Low

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.442 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

| SEMSE:NT| SOURCE OFF ALIGN AUTO 110:19:13 AW Now 24, 2025

Center Freq: 2.441750000 GHz Radio Std: None Frequency

Trig: Free Run Avg|Hold: 6000/6000
#Atten: 20 dB Radio Device: BTS

Mkr1 2.47615 GHz
012036 dBm

Center Freq
2.441750000 GHz

Span 200 MHz

Sweep 2.733 ms CF Step

#VBW 300 kHz

Total Power 21.6 dBm

78.177 MHz

-577.39 kHz
79.05 MHz x dB

OBW Power 99.00 %

-6.00 dB

STATUS

Agilent Spectrum Analyzer - Occupied BW
| RE [sng  ac

Center Freq 2.411000000 GHz

#IFGain:Low

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.411 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

NTNV _3DH1_ Ant1_Hop

| SEMSE:NT| SOURCE OFF ALIGN AUTO 02:12:29 PMMoy 24, 2025

—— Trig:Free Run

19.862 MHz

540.25 kHz
20.05 MHz x dB

Center Freq: 2.411000000 GHz Radio Std: None Frequency

Avg|Hold: 2000/2000

#Atten: 20 dB Radio Device: BTS

2.411000000 GHz

#VBW 300 kHz

Total Power 15.1 dBm

Freq Offset
99.00 % Utla
-6.00 dB

OBW Power

STATUS

NTNV_3DH3_Ant1_Hop_Num_20
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TR S ey —
Center Freq 2.441750000 GHz
#IFGain:Low

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.442 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

| SEMSE:NT| SOURCE OFF ALIGN AUTO 1 10:23:37 AMNow 24, 2025

Center Freq: 2.441750000 GHz Radio Std: None Frequency

Trig: Free Run Avg|Hold: 6000/6000
#Atten: 20 dB Radio Device: BTS

Mkr1 2.47915 GHz
014207 dBm

Center Freq
2.441750000 GHz

Span 200 MHz

Sweep 2.733 ms CF Step

#VBW 300 kHz

Total Power 21.4 dBm

78.201 MHz

-553.00 kHz
79.03 MHz x dB

OBW Power 99.00 %

-6.00 dB

STATUS

Agilent Spectrum Analyzer - Occupied BW
| RE [sng  ac

Center Freq 2.411000000 GHz

#IFGain:Low

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.411 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

NTNV _3DH3 Ant1_Hop

| SEMSE:NT| SOURCE OFF ALIGN AUTO 02:13:47 PMMov 24, 2025

—— Trig:Free Run

19.870 MHz

527.78 kHz
20.07 MHz x dB

Center Freq: 2.411000000 GHz Radio Std: None Frequency

Avg|Hold: 2000/2000

#Atten: 20 dB Radio Device: BTS

2.411000000 GHz

#VBW 300 kHz

Total Power 14.9 dBm

Freq Offset
99.00 % Utla
-6.00 dB

OBW Power

STATUS

NTNV_3DHS5_Ant1_Hop_Num_20
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Agilent Spectrum Analyzer - Occupied BW
| SEMSE:NT| SOURCE OFF ALIGN AUTO | 10:27:50 AM Mo 24, 2025

Center Freq 2.441750000 GHz Center Freq: 2.441750000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 6000/6000

L o
#IFGain:Low #Atten: 20 dB Radio Device: BTS

Mkr1 2.45795 GHz

Ref Offset 8.56 ¢B

Ref 20.00 dBm___ ) _-0.28964 dBm|

Center Freq
2.441750000 GHz

Center 2.442 GHz ' ' ' Span 200 MHz

#Res BW 300 kHz #VBW 300 kHz Sweep 2.733ms CF Step

Occupied Bandwidth Total Power 21.2 dBm

77.532 MHz e
Transmit Freq Error -204.60 kHz OBW Power 0Hz
x dB Bandwidth 77.89 NMHz x dB

MSG STATUS

NTNV_3DHS5_Ant1_Hop_Num_79

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China

Tel: 0769-85598986
Release
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4.3 = Spreading bandwidth measurement (90% power bandwidth)

4.3.1 Limits of spreading bandwidth and spreading factor

Condition Limit

X Adaptive frequency hopping systems The minimum spreading bandwidth shall be 500 kHz.

4.3.2 Test Procedure

EUT —1 SpectrumAnalyzer

Attenuator

4.3.3 Deviation from Test Standard

No deviation.

4.3.4 Test Procedure

Test method according to Clause 5 of Annex No.43 of MIC Notification No.88.

The EUT was placed inside the environmental test chamber and powered by nominal DC voltage. The
bandwidth of the fundamental frequency was measured by spectrum analyzer. The width of a frequency band
such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to
a specified percentage 5 %of the total mean power of a given emission.

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China

Tel: 0769-85598986
Release
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4.3.5 Test Results

Test Condition Test Mode Antenna Channel Result [MHZz] Limit [MHz] Verdict
Hop Num_ 20 18.203 >0.5 PASS
DH1 Antt Hop Num_ 79 68.850 >0.5 PASS
Hop _Num_20 18.177 >0.5 PASS
DH3 Antt Hop_Num 79 68.863 >0.5 PASS
Hop Num 20 18.140 20.5 PASS
DH Ant1
° nt Hop_Num_79 68.856 20.5 PASS
Hop_Num_20 18.360 20.5 PASS
= Ant1 Hop_Num_79 68.611 >0.5 PASS
Hop_Num_20 18.426 20.5 PASS
NTNW 2DH3 Antt Hop_Num 79 68.742 20.5 PASS
Hop Num_ 20 18.195 >0.5 PASS
2DH5 Antt Hop Num 79 69.170 >0.5 PASS
Hop Num 20 18.337 >0.5 PASS
3DH1 Antt Hop Num 79 69.257 >0.5 PASS
Hop _Num_ 20 17.694 >0.5 PASS
3DH3 ! Hop Num_ 79 68.152 >0.5 PASS
Hop Num_ 20 18.378 20.5 PASS
3DH5 Ant1
" Hop_Num_79 66.894 20.5 PASS
e T T T -
Center Freq 2.411000000 GHz $:"‘-‘i'ffzzéiwﬁlm‘[’f’i‘;ﬁ::.dzz:;ﬁ CRTE T Frequency
#IFGain:an-_F #At?én:zo dB ! ' Radio Device: BTS
Mkr1 2.42115 GHz
Rer 20.00 dBm -0.87225 dBm
Center Freq
2.411000000 GHz
Center 2411 GHz Spah 50 MHz
#Res BW 300 kHz #VBW 300 kHz Sweep 1ms|
Occupied Bandwidth Total Power 15.3 dBm
18.203 MHz e —
Transmit Freq Error 574.30 kHz OBW Power 0 Hz
x dB Bandwidth 19.81 MHz x dB
NTNV_DH1 Ant1 Hop Num 20
Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd. .
Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial xgb%com Release
Park, HuangJiang Town, Dongguan City, People’s Republic Ver. 1.5
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Agilent Spectrum Analyzer - Occupied BW
| SEMSE:NT| SOURCE OFF ALIGN AUTO 09:48:22 AMMNaw 24, 2025

Center Freq 2.441750000 GHz Center Freq: 2.441750000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 6000/6000

L o
#IFGain:Low #Atten: 20 dB Radio Device: BTS

Mkr1 2.47715 GHz

Ref Offset 8.56 ¢B

Ref 20.00dBm ) 0.016448 dBmj

Center Freq
2.441750000 GHz

Center 2442 GHz - ' ] ) ~ Span 200 MHz

#Res BW 300 kHz #VBW 300 kHz Sweep 2.733ms CF Step

Occupied Bandwidth Total Power 22.1 dBm
68.850 MHz

Transmit Freq Error 894.24 kHz OBW Power 90.00 %
x dB Bandwidth 78.89 MHz x dB -6.00 dB

MSG STATUS

NTNV_DH1 Ant1 Hop Num 79

Agilent Spectrum Analyzer - Occupied BW
| RF [S0Q  AC | SENSE:INT| SOURCE OFF ALIGH AUTO 02:04:42 PMMov 24, 2025
Center Freq 2.411000000 GHz Center Freq: 2.411000000 GHz Radio Std: None Frequency
—— Trig:Free Run Avg|Hold: 2000/2000
#IFGain:Low #Atten: 20 dB Radio Device: BTS

Ref Offset 8.56 ¢B
Ref 20.00 dBm

2.411000000 GHz

Center 2.411 GHz
#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power 15.3 dBm
18.177 MHz —

Transmit Freq Error 556.66 kHz OBW Power 90.00 % ik
x dB Bandwidth 19.81 MHz x dB -6.00 dB

MSG STATUS

NTNV_DH3_Ant1_Hop_Num_20

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China

Tel: 0769-85598986
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Agilent Spectrum Analyzer - Occupied BW
| SEMSE:INT| SOURCE OFF

ALIGN AUTO 09:53:10 AM Now 24, 2025

Center Freq 2.441750000 GHz ,
—— Trig:Free Run
#IFGain:Low HAtten: 20 dB

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.442 GHz

#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power

68.863 MHz
935.90 kHz OBW Power
78.90 MHz x dB

Transmit Freq Error
x dB Bandwidth

CenterFreq: 2441750000 GHz
Avg|Hold: 6000/6000

Radio Std: None Frequency

Radio Device: BTS

Mkr1 2.47515 GHz
-0.025571 dBm)j|

Center Freq
2.441750000 GHz

Span 200 MHz

Sweep 2.733 ms CF Step

22.4 dBm

90.00 %
-6.00 dB

STATUS

Agilent Spectrum Analyzer - Occupied BW
| RE [sng  ac | SEMSE:INT| SOURCE OFF

NTNV_DH3 Ant1 Hop

Num 79

ALIGN AUTO 02:06:09 PMMov 24, 2025

Center Freq 2.411000000 GHz ,
—— Trig:Free Run
#IFGain:Low HAtten: 20 dB

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.411 GHz

#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power

603.92 kHz OBW Power
19.81 MHz x dB

Transmit Freq Error
x dB Bandwidth

CenterFreq: 2.411000000 GHz
Avg|Hold: 2000/2000

Radio Std: None Frequency

Radio Device: BTS

2.411000000 GHz

Span 50 MHz
Sweep 1ms|

15.3 dBm

Freq Offset
90.00 % Utla
-6.00 dB

STATUS

NTNV_DH5_Ant1_Hop_Num_20

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China
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TR S ey —
Center Freq 2.441750000 GHz
#IFGain:Low

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.442 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

| SEMSE:NT| SOURCE OFF ALIGN AUTO 1 10:02:14 AWM Now 24, 2025

Center Freq: 2.441750000 GHz Radio Std: None Frequency

Trig: Free Run Avg|Hold: 6000/6000
#Atten: 20 dB Radio Device: BTS

Mkr1 2.47715 GHz
-0.053812 dBm)|

Center Freq
2.441750000 GHz

Span 200 MHz

Sweep 2.733 ms CF Step

#VBW 300 kHz

Total Power 22.3 dBm

68.856 MHz

868.62 kHz
78.91 MHz x dB

OBW Power 90.00 %

-6.00 dB

STATUS

Agilent Spectrum Analyzer - Occupied BW
| RE [sng  ac

Center Freq 2.411000000 GHz

#IFGain:Low

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.411 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

NTNV_DHS5 Ant1 Hop

| SEMSE:NT| SOURCE OFF ALIGN AUTO 02:07:30 PMMov 24, 2025

—— Trig:Free Run

18.360 MHz

531.80 kHz
20.01 MHz x dB

Center Freq: 2.411000000 GHz Radio Std: Nohe Frequency

Avg|Hold: 2000/2000

#Atten: 20 dB Radio Device: BTS

2.411000000 GHz

#VBW 300 kHz

Total Power 15.3 dBm

Freq Offset
90.00 % Utla
-6.00 dB

OBW Power

STATUS

NTNV_2DH1_Ant1_Hop_Num_20

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial

Tel: 0769-85598986

Park, HuangJiang Town, Dongguan City, People’s Republic

Web.:_www.lyns-tci.com
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TR S ey —
Center Freq 2.441750000 GHz
#IFGain:Low

Ref Offset 8.56 ¢B
Ref 30.00 dBm

Center 2.442 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

| SEMSE:NT| SOURCE OFF ALIGN AUTO | 10:08:57 AM Mo 24, 2025

Center Freq: 2.441750000 GHz Radio Std: None Frequency

Trig: Free Run Avg|Hold: 6000/6000
#Atten: 40 dB Radio Device: BTS

Mkr1 2.46595 GHz
020813 dBm

Center Freq
2.441750000 GHz

Span 200 MHz

Sweep 2.733 ms CF Step

#VBW 300 kHz

Total Power 21.6 dBm

68.611 MHz

1.0053 MHz
79.05 MHz x dB

OBW Power 90.00 %

-6.00 dB

STATUS

Agilent Spectrum Analyzer - Occupied BW
| RE [sng  ac

Center Freq 2.411000000 GHz

#IFGain:Low

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.411 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

NTNV _2DH1_Ant1_Hop

| SEMSE:NT| SOURCE OFF ALIGN AUTO 02:08:36 PMMov 24, 2025

—— Trig:Free Run

18.426 MHz

540.37 kHz
20.00 MHz x dB

Center Freq: 2.411000000 GHz Radio Std: None Frequency

Avg|Hold: 2000/2000

#Atten: 20 dB Radio Device: BTS

2.411000000 GHz

#VBW 300 kHz

Total Power 15.1 dBm

Freq Offset
90.00 % Utla
-6.00 dB

OBW Power

STATUS

NTNV_2DH3_Ant1_Hop_Num_20

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial

Tel: 0769-85598986

Park, HuangJiang Town, Dongguan City, People’s Republic

Web.:_www.lyns-tci.com
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TR S ey —
Center Freq 2.441750000 GHz
#IFGain:Low

Ref Offset 8.56 ¢B
Ref 30.00 dBm

Center 2.442 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

| SEMSE:NT| SOURCE OFF ALIGN AUTO 110:11:32 AMNow 24, 2025

Center Freq: 2.441750000 GHz Radio Std: None Frequency

Trig: Free Run Avg|Hold: 6000/6000
#Atten: 40 dB Radio Device: BTS

Mkr1 2.47095 GHz
018275 dBm

Center Freq
2.441750000 GHz

Span 200 MHz

Sweep 2.733 ms CF Step

#VBW 300 kHz

Total Power 21.3 dBm

68.742 MHz

1.6868 MHz
78.91 MHz x dB

OBW Power 90.00 %

-6.00 dB

STATUS

Agilent Spectrum Analyzer - Occupied BW
| RE [sng  ac

Center Freq 2.411000000 GHz

#IFGain:Low

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.411 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

NTNV 2DH3 Ant1_Hop

| SEMSE:NT| SOURCE OFF ALIGN AUTO 02:09:16 PMMov 24, 2025

—— Trig:Free Run

18.195 MHz

338.18 kHz
20.03 MHz x dB

Center Freq: 2.411000000 GHz Radio Std: None Frequency

Avg|Hold: 2000/2000

#Atten: 20 dB Radio Device: BTS

2.411000000 GHz

#VBW 300 kHz

Total Power 14.7 dBm

Freq Offset
90.00 % Utla
-6.00 dB

OBW Power

STATUS

NTNV_2DHS5_Ant1_Hop_Num_20

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial

Tel: 0769-85598986

Park, HuangJiang Town, Dongguan City, People’s Republic
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TR S ey —
Center Freq 2.441750000 GHz
#IFGain:Low

Ref Offset 8.56 ¢B
Ref 30.00 dBm

Center 2.442 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

| SEMSE:NT| SOURCE OFF ALIGN AUTO | 10:15:08 AMMow 24, 2025

Center Freq: 2.441750000 GHz Radio Std: None Frequency

Trig: Free Run Avg|Hold: 6000/6000
#Atten: 40 dB Radio Device: BTS

Mkr1 2.47895 GHz
_-0.15153 dBm)j|

Center Freq
2.441750000 GHz

Span 200 MHz

Sweep 2.733 ms CF Step

#VBW 300 kHz

Total Power 21.2 dBm

69.170 MHz

1.5104 MHz
78.99 MHz x dB

OBW Power 90.00 %

-6.00 dB

STATUS

Agilent Spectrum Analyzer - Occupied BW
| RE [sng  ac

Center Freq 2.411000000 GHz

#IFGain:Low

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.411 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

NTNV 2DHS5 Ant1_Hop

| SEMSE:NT| SOURCE OFF ALIGN AUTO 02:10:28 PMMov 24, 2025

—— Trig:Free Run

18.337 MHz

533.73 kHz
20.02 MHz x dB

Center Freq: 2.411000000 GHz Radio Std: None Frequency

Avg|Hold: 2000/2000

#Atten: 20 dB Radio Device: BTS

2.411000000 GHz

#VBW 300 kHz

Total Power 15.3 dBm

Freq Offset
90.00 % Utla
-6.00 dB

OBW Power

STATUS

NTNV_3DH1_Ant1_Hop_Num_20

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial

Tel: 0769-85598986

Park, HuangJiang Town, Dongguan City, People’s Republic
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TR S ey —
Center Freq 2.441750000 GHz
#IFGain:Low

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.442 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

| SEMSE:NT| SOURCE OFF ALIGN AUTO 1 10:21:18 AMNow 24, 2025

Center Freq: 2.441750000 GHz Radio Std: None Frequency

Trig: Free Run Avg|Hold: 6000/6000
#Atten: 20 dB Radio Device: BTS

Mkr1 2.46815 GHz
-0.036740 dBmj|

Center Freq
2.441750000 GHz

Span 200 MHz

Sweep 2.733 ms CF Step

#VBW 300 kHz

Total Power 21.5 dBm

69.257 MHz

823.35 kHz
79.06 MHz x dB

OBW Power 90.00 %

-6.00 dB

STATUS

Agilent Spectrum Analyzer - Occupied BW
| RE [sng  ac

Center Freq 2.411000000 GHz

#IFGain:Low

Ref Offset 8.56 ¢B
Ref 20.00 dBm

Center 2.411 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

NTNV _3DH1_ Ant1_Hop

| SEMSE:NT| SOURCE OFF ALIGN AUTO 02:12:45 PMMov 24, 2025

—— Trig:Free Run

17.694 MHz

571.24 kHz
20.05 MHz x dB

Center Freq: 2.411000000 GHz Radio Std: None Frequency

Avg|Hold: 2000/2000

#Atten: 20 dB Radio Device: BTS

2.411000000 GHz

#VBW 300 kHz

Total Power 15.1 dBm

Freq Offset
90.00 % Utla
-6.00 dB

OBW Power

STATUS

NTNV_3DH3_Ant1_Hop_Num_20

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial

Tel: 0769-85598986

Park, HuangJiang Town, Dongguan City, People’s Republic
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Agilent Spectrum Analyzer - Occupied BW
| SEMSE:NT| SOURCE OFF ALIGN AUTO 1 10:25:50 AM Now 24, 2025

Center Freq 2.441750000 GHz Center Freq: 2.441750000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 6000/6000

L o
#IFGain:Low #Atten: 20 dB Radio Device: BTS

Mkr1 2.47615 GHz

Ref Offset 8.56 ¢B

Ref 20.00 dBm N -0.081755 dBmj

Center Freq
2.441750000 GHz

Center 2442 GHz I ' ] N ~ Span 200 MHz

#Res BW 300 kHz #VBW 300 kHz Sweep 2.733ms CF Step

Occupied Bandwidth Total Power 21.4 dBm
68.152 MHz

Transmit Freq Error 1.9815 MHz OBW Power 90.00 %
x dB Bandwidth 78.10 MHz x dB -6.00 dB

MSG STATUS

NTNV _3DH3 Ant1_Hop

Agilent Spectrum Analyzer - Occupied BW
| RE [sng  ac | SEMSE:INT| SOURCE OFF ALIGH AUTO 02:14:03 PMNov 24, 2025

Center Freq 2.411000000 GHz Center Freq: 2.411000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 2000/2000

L o
#IFGain:Low #Atten: 20 dB Radio Device: BTS

Mkr1 2.42

Ref Offset 8.56 ¢B
Ref 20.00 dBm

2.411000000 GHz

Center 2.411 GHz
#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power 14.8 dBm
18.378 MHz —

Transmit Freq Error 634.47 kHz OBW Power 90.00 % ik
x dB Bandwidth 20.11 MHz x dB -6.00 dB

MSG STATUS

NTNV_3DHS5_Ant1_Hop_Num_20

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China

Tel: 0769-85598986

Web.:_www.lyns-tci.com
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Agilent Spectrum Analyzer - Occupied BW
| SEMSE:NT| SOURCE OFF ALIGN AUTO 1 10:28:41 AMNow 24, 2025

Center Freq 2.441750000 GHz Center Freq: 2.441750000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 6000/6000

L o
#IFGain:Low #Atten: 20 dB Radio Device: BTS

Mkr1 2.45495 GHz

Ref Offset 8.56 ¢B

Ref 20.00dBm B _-0.21152 dBm|

Center Freq
2.441750000 GHz

Center 2.442 GHz ' o Span 200 MHz

#Res BW 300 kHz #VBW 300 kHz Sweep 2.733ms CF Step

Occupied Bandwidth Total Power 21.1 dBm

66.894 MHz e
Transmit Freq Error 2.7816 MHz OBW Power 0Hz
x dB Bandwidth 76.98 MHz x dB

MSG STATUS

NTNV_3DHS5_Ant1_Hop_Num_79

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China

Tel: 0769-85598986
Release
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4.4 Spurious emissions for transmitter measurement

4.4.1 Limit of Spurious emissions for transmitter measurement

Frequencies (MHZz) Limit
Operating frequency 2400 to 2483.5MHz
30.0MHz to 2387MHz =2.5uW(-26dBm)/MHz
2387.0MHz to 2400.0MHz = 25uW(-16dBm)/MHz
2483.5MHz to 2496.5MHz = 25uW(-16dBm)/MHz
2496.5MHz to 12500.0MHz =2.5uW(-26dBm)/MHz
4.4.2 Test Setup
EUT  — Spectrum
Attenuator — Analyzer

4.4.3 Deviation from Test Standard

No deviation.

4.4.4 Test Procedure

Test method according to Clause 5 of Annex No.43 of MIC Notification No.88.

The EUT was placed inside the environmental test chamber and powered by nominal DC voltage. The

spurious emissions for transmitter was measured by spectrum analyzer.

The settings of the spectrum analyzer during spurious searches are as follows:

- Sweep Bandwidth Starts spurious searches from the smallest possible frequencies to more than 5 times the
carrier frequencies (for example from 30 MHz up to 12.5 GHz for a 2.4 GHz system).

- Resolution Bandwidth 1 MHz

- Video Bandwidth 1 MHz

- Y-Axis Scale 10 dB/Div

- Input Level: Maximum dynamic range value

- Sweep Time: Minimum amount of time to ensure measurement accuracy.

- Sweep Points: Over 400 points
- Detection Mode: Positive peak

- Display mode: Maximum hold

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China

Tel: 0769-85598986
Release
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4.4.5 Test Results

Test Test Freg.Range Result Result Limit .
Condition Mode | Channel [?VIHZ] °° | Freq. MHz) [dBm] [WWMhz] | [uwMhz) | Verdiet
30~2387 2378.75 -59.85 0.001035142 <2.5 PASS
DH5 Hop 2387~2400 2399.98 -46.31 0.023388372 <25 PASS
2483.5~2497 2485.15 -60.34 0.000924698 <25 PASS
2497~13000 4804.10 -44.66 0.034197944 <2.5 PASS
30~2387 2163.38 -59.82 0.001042317 <2.5 PASS
2387~2400 2399.99 -35.26 0.297851643 <25 PASS
NTNV 40K HoP | 483.5-2497 | 2496.53 -60.68 | 0.000855067 | <25 | PASS
2497~13000 4804.10 -48.55 0.013963684 <2.5 PASS
30~2387 2129.50 -60.62 0.000866962 <2.5 PASS
3DH5 Hop 2387~2400 2399.98 -37.71 0.16943378 <25 PASS
2483.5~2497 2495.99 -60.97 0.000799834 <25 PASS
2497~13000 4804.10 -47.44 0.018030177 <2.5 PASS
Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.
Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial xgb%com Release
Park, HuangJiang Town, Dongguan City, People’s Republic e DL L0 Ver. 1.5
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Ref Offset 8.69 dB
Ref 0.00 dBm

Start 30 MHz Stop 2.387 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 3.200 ms (8001 pts)
STATUS

30~2387

MSG

Ag?le;t ;ecaim Analyzer - Swept SA
X RL | RF [S0Q  AC SENSE!INT| SOURCE OFF | ALIGNAUTO | 08:56:27 AMNow 24, 2025 F
. requenc
Center Freq 1.208500000 GHz ) #Avg Type: RMS sy
PNO: Fast —#— 1tig:FreeRun Avg|Hold: 30/30
IFGain:Low #Atten: 10 dB

2.387000000 GHz

NTNV_DHS5 Ant1 Hop

SENSE!INT| SOURCE OFF | ALIGNAUTO | 08:56:34 AMhow 24, 2025
#Avg Type: RMS
Avg|Hold: 30/30

Agilent Spectrum Analyzer - Swept SA

PNO: Fast —#— 1tig:FreeRun
IFGain:Low #Atten: 10 dB
Mkr1 2

Ref Offset 8.69 dB
Ref 0.00 dBm

‘ Stop 2.400000 GHz
Sweep 1.067 ms (8001 pts)

Start 2.387000 GHz
#VBW 1.0 MHz

Frequency

#Res BW 1.0 MHz
STATUS

MSG

NTNV_DHS5_Ant1_ Hop _2387~2400

Tel: 0769-85598986
Web.:_www.lyns-tci.com

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.
Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
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Agilent Spectrum Analyzer - Swept SA

| SEWSE:INT| SOURCE OFF | ALIGN AUTO

PNO: Fast —#— 1tig:FreeRun
IFGain:Low #Atten: 10 dB

#Avg Type: RMS Frequency

Avg|Hold: 30/30

Ref Offset 8.69 dB
Ref 0.00 dBm

Start 2.483500 GHz
#Res BW 1.0 MHz

#VBW 1.0 MHz

Stop 2.497000 GHz
Sweep 1.067 ms (8001 pts)

MSG

STATUS

Agl@{SpeZtmm Analyzer - Swept SA

NTNV_DH5 Ant1 Hop 2483.5~2497

| RF [s0Q  AC | SEWSE:INT| SOURCE OFF | ALIGNAUTO | 08:56:52 AMKow 24, 2025

Center Freq 7.748500000 GHz )
PNO: Fast —#— 1tig:FreeRun
IFGain:Low #Atten: 10 dB

#Avg Type: RMS Frequency

Avg|Hold: 30/30

Ref Offset 8.69 dB
Ref 0.00 dBm

Start 2.497 GHz -
#Res BW 1.0 MHz

#VBW 1.0 MHz

13.000000000 GHz

1.050300000 GHz,
Man

Stop 13.000 GHz
Sweep 18.67 ms (20000 pts

MSG

STATUS

NTNV_DH5_Ant1_ Hop 2497~13000

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China

Tel: 0769-85598986
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Agilent Spectrum Analyzer - Swept SA

| SEWSE:INT| SOURCE OFF | ALIGN AUTO

PNO: Fast —#— 1tig:FreeRun
IFGain:Low #Atten: 10 dB

#Avg Type: RMS Frequency
Avg|Hold: 30/30

Ref Offset 8.69 dB
Ref 0.00 dBm

Start 30 MHz
#Res BW 1.0 MHz

Mkr1 2.163 38 GHz
-59.824 dBm

Stop 2.387 GHz
Sweep 3.200 ms (8001 pts)

MSG

STATUS

30~2387

| SEMSE:INT| SOURCE OFF | ALIGN AUTO 109:10:09 AW Mow 24, 2025

PNO: Fast —#— 1tig:FreeRun
IFGain:Low #Atten: 10 dB

#Avg Type: RMS TRA Frequency
Avg|Hold: 30/30

Ref Offset 8.69 dB
Ref 0.00 dBm

Start 2.387000 GHz
#Res BW 1.0 MHz

#VBW 1.0 MHz

Stop 2.400000 GHz
Sweep 1.067 ms (8001 pts)

MSG

STATUS

NTNV_2DHS5_Ant1_ Hop _2387~2400

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China

Tel: 0769-85598986
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E-Mail: service-hs@lyns-tci.com

Page 45 of 65

Release
Ver. 1.5




LYNS-TCi

Test Report No.: 25100905-RF-JP-01

Agilent Spectrum Analyzer - Swept SA

| SEWSE:INT| SOURCE OFF | ALIGN AUTO

PNO: Fast —#— 1tig:FreeRun
IFGain:Low #Atten: 10 dB

#Avg Type: RMS Frequency

Avg|Hold: 30/30

Ref Offset 8.69 dB
Ref 0.00 dBm

Start 2.483500 GHz
#Res BW 1.0 MHz

#VBW 1.0 MHz

Stop 2.497000 GHz
Sweep 1.067 ms (8001 pts)

MSG

STATUS

Agl@{SpeZtmm Analyzer - Swept SA

NTNV_2DHS Ant1 Hop 2483.5~2497

| RF [s0Q  AC | SEWSE:INT| SOURCE OFF | ALIGNAUTO | 09:10:27 AMKow 24, 2025

Center Freq 7.748500000 GHz

PNO: Fast —#— 1tig:FreeRun
IFGain:Low #Atten: 10 dB

#Avg Type: RMS Frequency

Avg|Hold: 30/30

Ref Offset 8.69 dB
Ref 0.00 dBm

#VBW 1.0 MHz

#Res BW 1.0 MHz

13.000000000 GHz

1.050300000 GHz,
Man

Sweep 18.67 ms (20000 pts

MSG

STATUS

NTNV_2DH5_Ant1_ Hop _2497~13000

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China

Tel: 0769-85598986
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Agilent Spectrum Analyzer - Swept SA

| SEWSE:INT| SOURCE OFF | ALIGN AUTO

PNO: Fast —#— 1tig:FreeRun
IFGain:Low #Atten: 10 dB

#Avg Type: RMS Frequency
Avg|Hold: 30/30

Ref Offset 8.69 dB
Ref 0.00 dBm

Start 30 MHz
#Res BW 1.0 MHz

#VBW 1.0 MHz

Mkr1 2.129 50 GHz
618 dBm

Stop 2.387 GHz
Sweep 3.200 ms (8001 pts)

MSG

STATUS

Agl@{SpeZtmm Analyzer - Swept SA

NTNV _3DH5 Ant1 Hop 30~2387

| RF [s0Q  AC | SEWSE:INT| SOURCE OFF | ALIGNAUTO | 09:27:04 AMKow 24, 2025

Center Freq 2.393500000 GHz

PNO: Fast —#— 1tig:FreeRun
IFGain:Low #Atten: 10 dB

#Avg Type: RMS TRA Frequency
Avg|Hold: 30/30

Ref Offset 8.69 dB
Ref 0.00 dBm

Start 2.387000 GHz
#Res BW 1.0 MHz

#VBW 1.0 MHz

Stop 2.400000 GHz
Sweep 1.067 ms (8001 pts)

MSG

STATUS

NTNV_3DHS5_Ant1_ Hop _2387~2400

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China
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Agilent Spectrum Analyzer - Swept SA

| SEWSE:INT| SOURCE OFF | ALIGN AUTO

PNO: Fast —#— 1tig:FreeRun
IFGain:Low #Atten: 10 dB

#Avg Type: RMS Frequency

Avg|Hold: 30/30

Ref Offset 8.69 dB
Ref 0.00 dBm

Start 2.483500 GHz
#Res BW 1.0 MHz

#VBW 1.0 MHz

Stop 2.497000 GHz
Sweep 1.067 ms (8001 pts)

MSG

STATUS

Agl@{SpeZtmm Analyzer - Swept SA

NTNV_3DHS Ant1 Hop 2483.5~2497

| RF [s0Q  AC | SEWSE:INT| SOURCE OFF | ALIGNAUTO | 09:27:21 AMRow 24, 2025

Center Freq 7.748500000 GHz )
PNO: Fast —#— 1tig:FreeRun
IFGain:Low #Atten: 10 dB

#Avg Type: RMS Frequency

Avg|Hold: 30/30

Ref Offset 8.69 dB
Ref 0.00 dBm

Start 2.497 GHz -
#Res BW 1.0 MHz

#VBW 1.0 MHz

13.000000000 GHz

1.050300000 GHz,
Man

Stop 13.000 GHz
Sweep 18.67 ms (20000 pts

MSG

STATUS

NTNV_3DH5_Ant1_ Hop _2497~13000

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China
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4.5 Antenna power measurement

4.5.1 Limits of antenna power

Antenna power shall be 3mW/MHz or less.
Tolerance of antenna power shall be +20% (upper value).

4.5.2 Test Setup

EUT — Power meter
Attenuator

4.5.3 Deviation from Test Standard

No deviation.

4.5.4 Test Procedure

Test method according to Clause 6 of Annex No.43 of MIC Notification No.88.
The EUT was placed inside the environmental test chamber and powered by nominal DC voltage. The
Antenna power was measured by power meter.

a. Connect the high frequency power meter to the IF output of the spectrum analysers.

b. Recording the power level.

4.5.5 Test result of conducted output power

el Conducted output power (dBm)
Condition
GFSK m/4-DQPSK 8DPSK
Voltage normal -0.35 -0.601 -0.649

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China

Tel: 0769-85598986
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4.5.6 Test result Disable AFH Function

Conducted power density
(mW/MHZz)

Hopping mode
Mode A-GFSK Mode B-11/4 DQPSK Mode C-8DPSK

Power | Tolerance(%)| Power | Tolerance(%)| Power |Tolerance(%)

Test condition

Voltage normal 0.013399 -33.01 0.012589 -37.06 0.012874 -35.63

Rated power 0.02 0.02 0.02

Note: 1. Conducted power density=Conducted output power/Spread-Spectrum
2. Tolerance of antenna power shall be +20% (upper value).

EIRP power density
(mW/MHZz)

Hopping mode

Test condition

Mode A Mode B Mode C
GFSK /4 DQPSK 8DPSK
Voltage normal 0.011724 0.011015 0.011265

Note: The value of EIRP densities are "calculated" values.

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China

Tel: 0769-85598986
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4.5.7 Test result of for Enable AFH Function

S Conducted output power (dBm)
Condition
GFSK /4-DQPSK 8DPSK
Voltage normal -0.35 -0.601 -0.649

Conducted power density
(mW/MHZz)

Hopping mode
Mode D-GFSK Mode E-11/4 DQPSK Mode F-8DPSK

Power | Tolerance(%)| Power |Tolerance(%)| Power |Tolerance(%)

Test condition

Voltage normal 0.050858 1.72 0.047857 -4.29 0.046860 -6.28

Rated power 0.05 0.05 0.05

Note: 1. Conducted power density=Conducted output power/Spread-Spectrum
2. Tolerance of antenna power shall be +20% (upper value).

EIRP power density (mW/MHZz)

Hopping mode

Test condition

Mode D Mode E Mode F
GFSK /4 DQPSK 8 DPSK
Voltage normal 0.044500 0.041874 0.041002

Note: The value of EIRP densities are "calculated" values.

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China

Tel: 0769-85598986
Release

Web.:_www.lyns-tci.com Ver. 1.5
E-Mail: service-hs@lyns-tci.com —

Page 51 of 65




LYNS-TC:

Test Report No.: 25100905-RF-JP-01

4.6  Spurious emissions for receiver

4.6.1 Limits of spurious emissions for receiver

Frequencies (MHz)

Limit

Below 1GHz =4nW (-54dBm)
Above 1GHz =20nW (-47dBm)
4.6.2 Test Setup
EUT — Spectrum
Attenuator Analyzer

4.6.3 Deviation from Test Standard

No deviation.

4.6.4 Test Procedure

Test method according to Clause 7 of Annex No.43 of MIC Notification No.88.

The EUT was placed inside the environmental test chamber and powered by nominal DC voltage. The

spurious emissions for receiver was measured by spectrum analyzer.

The settings of the spectrum analyzer during spurious searches are as follows:

- Sweep Bandwidth Starts spurious searches from the smallest possible frequencies to more than 5 times the
carrier frequencies (for example from 30 MHz up to 12.5 GHz for a 2.4 GHz system).

- Resolution Bandwidth 1 MHz
- Video Bandwidth 1 MHz
- Y-Axis Scale 10 dB/Div

- Input Level: Maximum dynamic range value
- Sweep Time: Minimum amount of time to ensure measurement accuracy.

- Sweep Points: Over 400 points
- Detection Mode: Positive peak

- Display mode: Maximum hold

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial

Park, HuangJiang Town, Dongguan City, People’s Republic

Tel: 0769-85598986
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4.6.5 Test Results

Test Test Freq.Range Result Result Limit [
Condition Mode | Mamnel [MHZ] Freq. [MHz] [dBm] oW | g | Veraet
DH5 Ho 30~1000 984.72 -71.39 0.07261 <4 PASS
P 1000~13000 12640.00 -58.97 1.26765 <20 PASS
30~1000 393.75 -70.83 0.08260 <4 PASS
NTNV 2DH5 H
°P [ '1000~13000 5895.60 57.43 1.80717 | <20 | PASS
3DH5 Ho 30~1000 930.77 -72.31 0.05875 <4 PASS
P 1000~13000 12346.60 -58.76 1.33045 <20 PASS
.Agilenvt R B
L | SENSE:INT| SDUR[E:AF‘FIé Tvp;!;LIsN»ﬂASUTO iDl:DE:iﬁ;:(F;ﬂE
PNO: Fast —»— Trig:FreeRun Avg|Hold: 30/30
IFGain:Low #Atten: 10 dB
Ref Offset 8.69 dB
Ref 0.00 dBm
‘ | 1 | [
N
Start 30.0 MHz Stop 1.0000 GHz
es BW k Sweep 117.3 ms (8001 pts)
NTNV DH5 Ant1 2402 30~1000
| SEMSE:INT| SOURCE OFF | ALIGN AUTO |01:06:57 PM F
#Avg Type: RMS TEAUENCY;
PNO: Fast —#— 1tig:FreeRun Avg|Hold: 30/30
IFGain:Low HAtten: 10 dB
Ref Offset 8.69 dB
Ref 0.00 dBm
1.200000000 GHz|
Auto Man
Start 1.000 GHz Stop 13.000 GHz
# Rs BW 1.0 MHz #VBW 1.0 MHz Sweep 21.33 ms (20000 pts
NTNV_DH5 Ant1 2402 1000~13000
Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd. .
Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial J\%b%com Release
Park, HuangJiang Town, Dongguan City, People’s Republic Ver. 1.5
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Agilent Spectrum Analyzer - Swept SA

| SEWSE:INT| SOURCE OFF |

ALIGN AUTO |01:56:04 PMMov 24, 2025

Center Freq 515.000000 MHz )
PNO: Fast —#— 1tig:FreeRun
IFGain:Low #Atten: 10 dB

#Avg Type: RMS Frequency

Avg|Hold: 30/30

Ref Offset 8.69 dB
Ref 0.00 dBm

Start 30.0 MHz Y
kRes BW 100 kHz

#VBW 100 kHz

Mkr1 393.75 MHz
-70.830 dBm

Stop 1.0000 GHz
Sweep 117.3 ms (8001 pts)

MSG

STATUS

Agilent Spectrum Analyzer - Swept SA
| RE [sng  ac |

SENSE:INT| SOURCE OFF |

NTNV _2DH5 Ant1 2402 30~1000

ALIGN AUTO

Center Freq 7.000000000 GHz
PNO: Fast —+—
IFGain:Low

Trig: Free Run
#Atten: 10 dB

#Avg Type: RMS
Avg|Hold: 30/30

Ref Offset 8.69 dB
Ref 0.00 dBm

#Res BW 1.0 MHz

#VBW 1.0 MHz

13.000000000 GHz

1.200000000 GHz,
Man

Sweep 21.33 ms (20000 pts

MSG

STATUS

NTNV_2DH5_Ant1_2402_1000~13000

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China
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Agilent Spectrum Analyzer - Swept SA

| SEWSE:INT| SOURCE OFF | ALIGN AUTO

Center Freq 515.000000 MHz )
PNO: Fast —#— 1tig:FreeRun
IFGain:Low #Atten: 10 dB

#Avg Type: RMS Frequency

Avg|Hold: 30/30

Ref Offset 8.69 dB
Ref 0.00 dBm

Start 30.0 MHz
kRes BW 100 kHz

#VBW 100 kHz

Mkr1 930.77 MHz
-72.309 dBm

Stop 1.0000 GHz
Sweep 117.3 ms (8001 pts)

MSG

STATUS

Agl@{SpeZtmm Analyzer - Swept SA

NTNV_3DH5 Ant1 2402 30~1000

| RF [s0Q  AC | SEWSE:INT| SOURCE OFF | ALIGNAUTO | 01:08:15 PMNav 24, 2025

Center Freq 7.000000000 GHz

PNO: Fast —#— 1tig:FreeRun
IFGain:Low #Atten: 10 dB

#Avg Type: RMS Frequency

Avg|Hold: 30/30

Ref Offset 8.69 dB
Ref 0.00 dBm

#VBW 1.0 MHz

#Res BW 1.0 MHz

13.000000000 GHz

1.200000000 GHz,
Man

Sweep 21.33 ms (20000 pts

MSG

STATUS

NTNV_3DH5_Ant1_2402_1000~13000

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China
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4.7  Dwell time of frequency hopping

4.7.1 Limits of dwell time

4.7.2 Limit of Receiver Spurious Radiation

The frequency retention time in the frequency hopping method shall be 0.4 second or less. The total sum of
the frequency retention time in any frequency within the time obtained by multiplying the diffusion rate by 0.4

second shall be 0.4 second or shorter.

Formula: (Normal mode) dwell time = [Spreading rate/79] x duty ratio x 0.4 seconds

(AFH mode) dwell time = [Spreading rate/20] x duty ratio x 0.4 seconds

4.7.3 Test setup

EUT — Spectrum
Attenuator Analyzer

4.7.4 Deviation from test standard
No deviation.

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
of China

Tel: 0769-85598986
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4.7.5 Test results

Test Condition Test Mode Antenna Channel Burst Width Period Result Limit Verdict
[ms] [ms] [s] [s]
DH1 Ant1 2441 0.38 3.75 0.04 <04 PASS
DH3 Ant1 2441 1.64 6.25 0.09 <04 PASS
DH5 Ant1 2441 2.88 8.75 0.11 <0.4 PASS
2DH1 Ant1 2441 0.39 3.75 0.04 <0.4 PASS
NTNV 2DH3 Ant1 2441 1.64 6.25 0.09 <0.4 PASS
2DH5 Ant1 2441 2.89 8.75 0.11 <0.4 PASS
3DH1 Ant1 2441 0.39 3.75 0.04 <0.4 PASS
3DH3 Ant1 2441 1.64 6.25 0.09 <0.4 PASS
3DH5 Ant1 2441 2.89 8.75 0.11 <04 PASS
Agilent Spectrum Analyzer - Swept SA
Centar onon! Trig Delay 2000 s vy Typs: RS
PNO: Fast —»— Trig: Video
IFGain:Low #Atten: 20 dB
AMKr3 3.751 ms|
Ref 18.36 dBm 6.94 dB
2441000000 GHz
StartFreq
2441000000 GHz
Stop Freq
2.441000000 GHz
Center 2.441000000 GHz " Span 0 Hz| CFstep
#VBW 1.0 MHz Sweep 10.13 ms (8000 pts)
-102 T FUMCTION FUNCTION WIDTH FUNCTION VaLUE ~
]
]
1
]
I
1
]
]
1 1
1 ]
NTNV_DH1 Ant1 2441
Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd. .
Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial J\%b%com Release
Park, HuangJiang Town, Dongguan City, People’s Republic e el b Ver. 1.5
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Agilent Spectrum Analyzer - Swept SA

| SEMSE:INT| SOURCE OFF

ALIGN AUTO | 10:42:15 AW Now 24, 2025

Trig Delay-200.0 ps
PNO: Fast ~+- 1rg: Video
IFGain:Low #Atten: 20 dB

Center 2.441000000 GHz ]
Res BW 1.0 MHz

#Avg Type: RMS Frequency

MKR| MODE TRC SCL

8 N [1]¢]
2 [ A1 (1 [t [(A
ST A1 (1]t

FUNCTIONVALUE | |5,

STATUS

| SEMSE:INT| SOURCE OFF

NTNV_DH3 Ant1 2441

ALIGN AUTO | 10:42:54 AW Ko

Trig Delay-200.0 ps
Trig: Video
#Atten: 20 dB

PNO: Fast —*—
IFGain:Low

Ref Offset 8.56 dB
Ref 18.56 dBm

Center 2.441000000 GHz ]

#Avg Type: RMS Frequency

2884 ms
8749 ms

3

FUNCTION VALUE | |52

b

STATUS

NTNV_DHS5_Ant1_2441

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic
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Agilent Spectrum Analyzer - Swept SA

| SEMSE:INT| SOURCE OFF ALIGN AUTO | 12:56:01 PMMov 24, 2025

Center Freq 2.441000000 GHz Trig Delay-200.0 ps
PNO: Fast —+— THg: Video
IFGain:Low HAtten: 20 dB

Ref Offset 8.56 dB
Ref 18.56 dBm

Center 2.441000000 GHz ]
Res BW 1.0 MHz

#Avg Type: RMS Frequency

S“pan 0 Hz
Sweep 10.13 ms (8000 pts)

FUNCTION

FUNCTION ‘wIDTH FUNCTIONVALUE | |5,

STATUS

NTNV 2DH1_Ant1_2441

| SEMSE:INT| SOURCE OFF ALIGN AUTO | 12:57:25 PM Mot

Trig Delay-200.0 ps

PNO: Fast ~+- 1rg: Video
IFGain:Low #Atten: 20 dB

Ref Offset 8.56 dB
Ref 18.56 dBm

Center 2.441000000 GHz
Res BW 1.0 MHz

#Avg Type: RMS

S“pan 0 Hz
Sweep 10.13 ms (8000 pts)

MKF| MODE TRC SCL
[ N [ 1]
2

FUNCTION

FUNCTION VALUE | |52

FUNCTION ‘wIDTH

STATUS

NTNV_2DH3_Ant1_2441
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Agilent Spectrum Analyzer - Swept SA

| SEMSE:INT| SOURCE OFF

ALIGN AUTO | 12:58:12 PM Moy 24, 2025

Trig Delay-200.0 ps
PNO: Fast ~+- 1rg: Video
IFGain:Low #Atten: 20 dB

Center 2.441000000 GHz ]
Res BW 1.0 MHz

#Avg Type: RMS Frequency

MKR| MODE TRC SCL

=
N [1]¢t] -10.28 dBm
fd A1 (1 [t (A 2.891 ms|(A) 677 dB
<l A1 [1[¢] 8.750 ms

!X

FUNCTION

FUNCTIONVALUE | |5,

STATUS

NTNV 2DH5 Ant1 2441

| SEMSE:INT| SOURCE OFF

Trig Delay-200.0 ps
Trig: Video
#Atten: 20 dB

PNO: Fast —*—
IFGain:Low

Ref Offset 8.56 dB
Ref 18.56 dBm i

#Avg Type: RMS

S“pan 0 Hz
Sweep 10.13 ms (8000 pts)

3749 ms

FUNCTION FUNCTION ‘wIDTH

FUNCTION VALUE

STATUS
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Agilent Spectrum Analyzer - Swept SA

| SEMSE:INT| SOURCE OFF ALIGN AUTO

|01:04:14 PM Moy 24, 2025

Center Freq 2.441000000 GHz Trig Delay-200.0 ps  #Avg Type: RMS

PNO: Fast ~+- 1rg: Video
IFGain:Low #Atten: 20 dB

Ref Offset 8.56 dB
Ref 18.56 dBm

Center 2.441000000 GHz ]
Res BW 1.0 MHz

Frequency

MKR| MODE TRC SCL

8 N [1]¢]
2 [ A1 (1 [t [(A
ST A1 (1]t

FUNCTIONVALUE | |5,

MSG STATUS

NTNV_3DH3 Ant1 2441

| SEMSE:INT| SOURCE OFF

Trig Delay-200.0 ys ~ #Avg Type: RMS

PNO: Fast ~+- 1rg: Video
IFGain:Low #Atten: 20 dB

Ref Offset 8.56 dB
Ref 18.56 dBm

Center 2.441000000 GHz ]

1546 dBm
2892 ms
8.750 ms

3

FUNCTION VALUE | |52

STATUS

NTNV_3DHS5_Ant1_2441

Lab: Hwa-Hsing (Dongguan) Testing Co., Ltd.

Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial
Park, HuangJiang Town, Dongguan City, People’s Republic

Tel: 0769-85598986

Web.:_www.lyns-tci.com
E-Mail: service-hs@lyns-tci.com

of China
Page 61 of 65

Release
Ver. 1.5




LYNS-TC:

Test Report No.: 25100905-RF-JP-01

4.8 Interference prevention function

4.8.1 Limits of interference prevention function

No limit for use.

4.8.2 Test Procedure

he interference prevention requirement is a requirement that client devices should send an identification code to
the master device in order to identify itself as a valid/authorized client.

An acceptable result is to take a screenshot to demonstrate that the MAC address is 48 bits,

The intent of this requirement is that client devices which do not have a valid identification code cannot connect to
the master device (such unauthorized client devices therefore cannot “interfere” with authorized client devices
because unauthorized client devices will not be allowed to connect to the master).

This requirement applies to all 2.4 GHz devices (in fact, this requirement applies to most transmitters/transceivers
when they are intended to be used in Japan). For 2.4 GHz devices, the identification code must consist of 48 bits.
The majority of 2.4 GHz devices are still WLAN, Bluetooth or ZigBee devices. In such cases, one of the IEEE
802.xx protocols will be used. As it happens (and this is probably not a coincidence) the MAC address which is
assigned to such devices consists of 48 bits.

As a result of said changes in the Japanese Radio Law, the test laboratory (now) needs to verify the
operation/existence of the interference prevention function and needs to report the result(s) of this test in the test
report.

4.8.3 Test Setup

Receiver

Attenuation )
Equipment
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4.8.4 Test Results

Link mode Test result
BT Good
The MAC Adress 102381A932C6

RPP30 32C6 Bt

g RPP30_32C6

EEE
EFasis

BEw

=0 - TaEs EEEE =4

102381A932C6
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5  Photographs of the test configuration
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Appendix — Information on the Testing Laboratories

We, Hwa-Hsing (Dongguan) Testing Co., Ltd., A global provider of TESTING and CERTIFICATION services
for consumer products, electronic products and wireless information technology products. Adhering to the
core values “HONEST and TRUSTWORTHY, OBJECTIVE and IMPARTIALITY, RIGOROUS and AFFICIENT”,
commitment to provide professional, perfect and efficient comprehensive ONE-STOP solution of TESTING
and CERTIFICATION services for Manufacturers, Buyers, Traders, Brands, Retailers. Assist client to better
manage risk, protect their brands, reduce costs and cut time to over 150 markets in global. Our laboratories
are FCC recognized accredited test firms and accredited and approved according to ISO/IEC 17025.

If you have any comments, please feel free to contact us at the following:

Lab Address: No.101, Building N1, Yuyuan 2 Road, Yuyuan Industrial Park, HuangJiang Town, Dongguan
City, People’s Republic of China

Contact Tel: 0769-85598986

Email:service-hs@lyns-tci.com

Web Site: www.lyns-tci.com

The address and road map of all our labs can be found in our web site also.

---END ---
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