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1. General information

1.1. Testing laboratory

SGS Korea Co., Ltd. (Gunpo Laboratory)
- Wireless Div. 2FL, 10-2, LS-ro 182beon-gil, Gunpo-si, Gyeonggi-do, Korea, 15807
All SGS services are rendered in accordance with the applicable SGS conditions of service available on
request and accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx.
Phone No. . +82 31688 0901
Fax No. . +82 31688 0921

1.2. Details of applicant

Applicant : VARRAM SYSTEM Co., Ltd.

Address : 57, Techno 11-ro, Yuseong-gu, Daejeon, Korea
Contact Person : Jung, Ju-yong

Phone No. : +82 708797 8920

1.3. Details of manufacturer

Company . Same as above
Address . Same as above

1.4. Description of EUT

Kind of Product VARAM PET FITNESS

Model Name VRPF1000

Power Supply DC3.7V

Frequency Range 2402 Wiz ~2 480 Mt (Bluetooth Low Energy)

Modulation Technique | GFSK

Number of Channels 40 channels (Bluetooth Low Energy)
Antenna Type Chip Antenna

Antenna Gain 0.50 dBi

H/W Version 1.0

S/W Version 1.0

1.5. Declaration of manufacturer

- The EUT is not support Bluetooth Low Energy data packet length extension.
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1.6. Test Equipment List
Equipment |Manufacturer| Model Serial No. Cal. Date |Cal. Authority | Cal. Authority
Spectrum R&S FSV30 103100 Jun. 21, 2018 sicT 0)
Analyzer
Signal .
s Agilent E8257D | MY51501169 | Jul. 03, 2018 SICT c)
enerator
Attenuator MCLI FAS-12-10 2 Jun. 12, 2018 SICT )
Dgu';‘;‘l’;er Agilent US002A | MY48490027 | Dec. 04, 2018 SICT )
DIGITAL
MULTIMETER | HIOKI DT4211 | NO301231 |Sep. 09, 2018 SICT c)
Note;

a): Calibration conducted by the National Institute of Information and Communications Technology or a
designated calibration agency under Article 102-18 paragraph (1).

b): Correction conducted pursuant to the provisions of Article 135 or Article 144 of the Measurement Law.
(Law No. 51 of 1992)

c¢): Calibration conducted in foreign countries, which shall be equivalent to the calibration conducted by the
NICT or a designated calibration agency under Article 102-18 paragraph (1).

d): Calibration conducted by using other equipment that listed above from a) to c).

1.7. Test method

Measurement was conducted by the following test method:

The test method of Ordinance Concerning Technical Regulations Conformity Certification etc. of Specified
Radio Equipment in Annex 1, the Ministry of Internal Affairs and Communication notification in Annex 43 of
Article 88, Paragraph 1 or the test method more than equivalent.
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1.8. Summary of test results

The EUT has been tested according to the following specifications:

Applied standard: Radio equipment regulations and ARIB STD-T66

Article Reference Test item Result
STD-T66 3.2 Frequency Tolerance Complied
STD-T66 3.2 Occupied Bandwidth (99 %) Complied
STD-T66 3.2 Spurious Emission Intensity Complied
STD-T66 3.2 Antenna Power Complied
STD-T66 3.3 Secondary Radiated Emissions Complied
STD-T66 3.4 Interference Prevention Function Complied

1.9. Test report revision

Revision Report number Date of Issue Description

0 F690501/RF-RTL013445 2019.01.21 Initial
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2. Frequency Tolerance

2.1. Test Setup

Spectrum
Analyzer

EUT Attenuator

2.2. Limit

Tolerance of frequency: +50 x 10°or less.

2.3. Test procedure

1. Connect transmitter output to the spectrum analyzer input port.

2. The EUT should be transmitting at low, middle and high channels.
3. Set the spectrum analyzer as below;

Center frequency: 2 402 Mz, 2 440 Mk, 2 480 Mz (Bluetooth Low Energy)

Span: 1 M

RBW: 10 kiz

VBW: 10 kiz

Sweep time: Auto

Sweep data points: 1 001 or greater
Detector mode: Positive peak
Indication mode: Max hold

4. Find the peak carrier signal and measure its frequency.
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2.4. Test result

Ambient temperature (231 TC

Relative humidity © 47 % R.H.

Test voltage (Vq.) [Measured frequency (Mk) | Reading frequency (M) | Frequency tolerance [ppm]
Low Ch. (2 402) 2 401.987 -5.41

Viom = 3.7 Middle Ch. (2 440) 2 439.987 -5.33
High Ch. (2 480) 2 479.986 -5.65

Note;

1. FT (ppm) = [(RF-MF)/MF] x 10°

- FT: Frequency Tolerance, RF: Reading Frequency and MF: Measurement Frequency

Low channel
Spectrum 5 2 (x) (x)[8 (x)
Ref Level 0.00 d&m @ RBW 10 kHz
Att 20dB  SWT 1ms @ YBW 10kHz Mode Sweep
TDF
@ 1Pk Max
W1 M1[1] -6.96 dBm|
T 2.401987000 GHz|
-10 dBm {
-20 dBm {
-30 dBm M
_40 dBm Nf'"’“ W \/\’\A\
50t AL

-60 dBm

-70 dem

-B0 dBm

-90 dBm

CF 2.402 GHz

1001 pts

Span 1.0 MHz

1

] Measuring...  QUANACED e y
%
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Middle channel

Spectrum (x) (x) (x)
Ref Level 0.00 dém @ RBW 10 kHz

Att 20dE  SWT 1ms @ YBW 10kHz Mode Sweep
TOF

@ 1Pk Max

M1[1] -7.34 dBm|
X 2.439987000 GHz|

-10 dBm {

-20 dBm {

i40 dBrr: W/\:\/\‘N\IW M
¥l o |

\%m \-VJV\/\\A

-60 dBm

-70 dem

-B0 dBm

-90 dBm

CF 2.44 GHz 1001 pts Span 1.0 MHz
——
H | reasuring...  URNNNEEED W y

High channel
Spectrum (%] (x) (x)
Ref Level 0.00 dBm @ RBW 10 kHz
Att 20 dB SWT 1ms @ VBW 10 kHz Mode Sweep
TDF
@ 1Pk Max
W1 M1[1] -7.35 dBm|
K 2.4709986000 GHz|
-10 dBm f
-20 dBm f

-30 dBm J\mj
] T

-60 dBm

-70 dBm

-80 dem

-90 dem

CF 2.48 GHz 1001 pts Span 1.0 MHz

H J Measuring...  JRRERENED g6 %
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3. Occupied Bandwidth (99 %)

3.1. Test Setup

EUT Attenuator Spectrum
Analyzer
3.2. Limit
26 Mk or less

3.3. Test Procedure

1. Connect transmitter output to the spectrum analyzer input port.
2. Measure the signal bandwidth using a spectrum analyzer.

3. Set the spectrum analyzer as below;

Center frequency: 2402 Mz, 2 440 Mz, 2480 M

Span: 10 M

RBW: 300 Ktz

VBW: 300 ki

Sweep time: Auto

Sweep data points: 1 001 or greater
Detector mode: Positive peak
Indication mode: Max hold

BW setting: 99 %
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3.4. Test result

Ambient temperature
Relative humidity

23 £1) C
47  %R.H.

Test voltage (Vq.c)

Measured frequency (Mk)

Occupied bandwidth (M)

Low Ch. (2 402) 1.33
V nom = 3.7 Middle Ch. (2 440) 1.31
High Ch. (2 480) 1.33
Low channel
Spectrum el 3 (x) (x)

Ref Level 0.00 dBm

@ RBW 300 kHz

Att 15dB SWT 1ms @ VBW 300 kHz  Mode Sweep
TDF
@ 1Pk Max
"1 M1[1] -6.96 dBm
2.40225000 GHz
-10 dem Occ Bw 1.328671329 MHz
T Tz
-20 dBm / \
-30 dBm
-40 dBm
-50.=8m
-60 dBm
-70 dBm
-80 dBm
-90 dBm
CF 2.402 GHz 1001 pts Span 10.0 MHz
Marker
Type | Ref | Trc | X-value | ¥-value | Function | Function Result |
M1 1 2.40225 GHz -6.96 dBm
T1 1 2,4013307 GHz -21.25 dBm Qcc Bw 1.328671329 MHz
T2 1 2,4026592 GHz -20.64 dBm

{ 1

] Measuring...

URRRRNEED e y
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Middle channel

High channel

Spectrum

Ref Level 0.00 d&m
Att 15 db
TOF

@ RBW 300 kHz

SWT 1ms @ VBW 3200 kHz

Mode Sweep

o=
@

@ 1Pk Max

-10 dBm

M1 M1[1]

-20 dBm

Occ Bw
T 2

-7.16 dBm|
2.43975000 GHz
1.308691309 MHz|

-30 dBm

/ N

-40 dBm

-50 @8m

-60 dBm

-70 dem

-80 dBm

-90 dBm

CF 2.44 GHz

1001 pts

Span 10.0 MHz

Marker
Type | Ref | Trc |
M1 1

X-value

¥-value |__Function |

Function Result |

T1 1
TZ 1

2.43975 GHz
2.,4383407 GHz
2.4406494 GHz

-7.16 dBrm
-20.71 dBm
-21.33 dBm

Qcc Bw

1,308691309 MHz

it

J Measuring...
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Spectrum

Ref Level 0.00 dBm
Att 15 dB
TDF

@ RBW 300 kHz

SWT 1ms @ VBW 300 kHz

Mode Sweep

©

@ 1Pk Max

M1 M1[1]

-10 dBm

Occ Bw
T 2

-6.96 dBm|
2.47976000 GHz
1.328671329 MHz

-20 dBm

-30 dBm

/ \

-40 dBm

-50.#8m

-60 dBm

-70 dBm

-B0 dBm

-90 dBm

CF 2.48 GHz

1001 pts

Span 10.0 MHz

warker
Type | Ref | Tre |

X-value

v-value | Function |

Function Result |

2.47976 GHz
2.,4793307 GHz
2,4806593 GHz

-6.96 dBm
-20.94 dBm
-21.18 dBm

Qcc Bw

1.328671329 MHz

J Measuring...

llllllll-l A y
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4. Spurious Emission Intensity

4.1. Test Setup

EUT Attenuator Spectrum
Analyzer
4.2. Limit
Below 2 387 Mt 2.5 (N (-26 dB m)/Miz or less
2 387 to 2 400 Miz: 25.0 (N (-16 dB m)/ML or less
2 483.5t0 2 496.5 Mt 25.0 W (-16 dB m)Miz or less
Over 2 496.5 Mt 2.5 W (-26 dB m)Mz or less

4.3. Test Procedure

1. Connect transmitter output to the spectrum analyzer input port.

2. Configure the EUT
- Test channels: low, middle, high

Frequency range: 30 Mz to 12.5 (Hz, except for 2 400 M to 2 483.5 M

RBW: 1 M

VBW: 1 Mt

Sweep time: Minimum time required to make an accurate measurement
Sweep data points: 1 001 or greater

Detector mode: Positive peak

Indication mode: Max hold (see note)

Note: Sweep shall be repeated until the max hold waveform is stable.
Search for spurious emissions from 30 M to 12.5 (fz.
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4.4, Test result
Ambient temperature 23+t 1) T
Relative humidity % R.H.
Frequency Low Ch. Middle Ch. High Ch. .
Test voltage (V4c) range (M) Measured (2 402 M) (2 440 M) (2 480 M) Limit
Frequency ((liz) 2.338 2.376 1.813 -
233',3"7" Level (/M) 0.003 899 0.003 819 0.002 328 25
Level (dB m/i) -54.09 -54.18 -56.33 -26
Frequency ((liz) 2.400 2.398 2.396 -
2 387
o 400 Level (/i) 0.456 037 0.002 037 0.001 824 25
Level (dB m/i) -33.41 -56.91 -57.39 -16
Vv nom = 3.7
Frequency ((liz) 2.495 2.489 2.484 -
t02;23655 Level (/M) 0.001936 | 0.002661 | 0.108 893 25
Level (dB m/i) -57.13 -55.75 -39.63 -16
Frequency (Gitz) 4.804 4.880 4.959 -
2‘\2&’% Level (VM) 0.018 836 0.018 365 0.018 578 25
Level (dB m/i) -47.25 -47.36 -47.31 -26
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Low channel
(%) ()| spectrum4 (X
Ref Level 0.00 dBm Mode Auto Sweep
@1 Max
Lirmit ¢hack PASS
ine PURIOUS_| INE_ABS PABS
-10 dBm— — — —
-20 dBm H
| SPURICLIS_LIME_ABS,
-40 dBm
-50 dBm |
-70 dBm
-B0 dBm
-90 dBm
Start 30.0 MHz 36004 pts Stop 12.5 GHz
Spurious Emissions
Range Low | Range Up | RBW | Frequency | Power Abs | ALimit |
30.000 MHz 2.387 GHz 1.000 MHz 2.33812 GHz -54.09 dBm -28.09 dB
2.387 GHz 2.400 GHz 1.000 MHz 2.39997 GHz -33.41 dBm -17.41 dB
2.484 GHz 2,497 GHz 1.000 MHz 2,49483 GHz -57.13 dBm -41.13 dB
2.487 GHz 12.500 GHz 1.000 MHz 480354 GHz -47.25 dBm -21.25 dB
—
H | reasuring...  ERENNEEAD W y
Middle channel
(%) (x)| Spectrum 4 [©3)
Ref Level 0.00 dBm Mode Auto Sweep
@1 Max
Limit Gheck PABS
ine _$PURIOUS_LINE_ABS_| PABS
-10 dBm
-20 dBm H
| SPURIOUS_LINE_ABS
40 dBm
-50 dBm |
-70 dBm
-80 dBm
-80 dBm
Start 30.0 MHz 36004 pts Stop 12.5 GHz
Spurious Emissions
Range Low | Range Up | RBW | Frequency | Power Abs | ALimit |
30.000 MHz 2,387 GHz 1.000 MHz 2,37581 GHz -54.18 dBm -28.18 db
2.387 GHz 2.400 GHz 1.000 MHz 2,39824 GHz -56.91 dBm -40.81 dB
2.484 GHz 2.497 GHz 1.000 MHz 2.48936 GHz -55.75 dBm -39.75 dB
2.497 GHz 12.500 GHz 1.000 MHz 4.87992 GHz -47.36 dBm -21.36 dB
H J Measuring... 'IIIIIII' “ P
7

The results shown in this test report refer only to the sample(s) tested unless otherwise stated. This test
report cannot be reproduced, except in full, without prior written permission of the Company. This test
report does not assure KOLAS accreditation.

SGS Korea Co., Ltd. (Gunpo Laboratory) 4, LS-ro 182beon-gil, Gunpo-si, Gyeonggi-do, Korea, 15807 http://www.sgsgroup.kr
RTT5041-19(2017.07.10)(0) Tel. +82 31 428 5700 / Fax. +82 31 427 2370 A4(210 mm x 297 mm)




Report Number: F690501/RF-RTL013445 Page: 15 of 25

High channel
(%) ()| spectrum4 (X
Ref Level 0.00 dBm Mode Auto Sweep
@1 Max
Lirmit ¢hack PASS
ine _$PURIOUS_|LINE_ABS_| PABS
-10 dBm
-20 dBm H
| SPURICLIS_LIME_ABS,
-40 dBm
-50 dam |
-70 dBm
-B0 dBm
-90 dBm
Start 30.0 MHz 36004 pts Stop 12.5 GHz
Spurious Emissions
Range Low | Range Up | RBW | Frequency | Power Abs | ALimit |
30.000 MHz 2.387 GHz 1.000 MHz 1.81277 GHz -56.33 dBm -30.33 dB
2.387 GHz 2.400 GHz 1.000 MHz 2.39615 GHz -57.39 dBm -41.39 dB
2.484 GHz 2,497 GHz 1.000 MHz 2,48358 GHz -39.63 dBm -23.63 db
2.487 GHz 12.500 GHz 1.000 MHz 4,95932 GHz -47.31 dBm -21.31 dB
— —
H | reasuring...  EEANNEEAD e y
]
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5. Antenna Power

5.1. Test setup

Spectrum
Analyzer

EUT Attenuator

5.2. Limit

The difference between measured output power and the rated output power shall be within a tolerance of
+20 % to -80 %. In addition, the rated output power shall not be over the limits shown below.

Limit (rated output power, upper limit)
10 W orless

5.3. Test procedure
1. Connect transmitter output to the spectrum analyzer input port.
2. Configure the spectrum analyzer as below;

[Setting 1] Search for peak power frequency
Center frequency: 2 402 Mz, 2 440 Mk, 2 480 M

Span: 3 M

RBW: 1 M

VBW: 3 M

Sweep time: Auto

Sweep data points: 1 001 or greater
Detector mode: Positive peak
Indication mode: Max hold

Find the frequency of maximum transmitted power.

[Setting 2] Measurement of average antenna power for LE

Frequency: Frequency of peak power found using [setting1]

Span: 0 Hz

RBW: 3 Mk

VBW: 3 Mk

Detector mode: Sample

Sweep: Minimum time required to make an accurate measurement.
For burst type (intermittent) transmission, sweep time shall be greater than one burst
Interval.

Sweep data points: 1 001 or greater

Measure the Average Burst Power of the frequency.
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5.4, Test result
Ambient temperature 23+t 1) T
Relative humidity 47 % R.H.
Power
Bt wel e Channel Ar.1tenna.1 Rated Output Power ELR.P Average Burst Power Tolerance
(Mac) gain (dBi) (dB m) (%)
Low Ch.
(2 402 Wiy 0.50 0.30 W -5.23 dBm -4.73 0.201 W -6.96 dBm -33.00
B Middle Ch.
Veom = 3.7 (2 440 Wiy 0.50 0.30 W -5.23 dBm -4.73 0.183 W -7.38 dBm -39.00
High Ch.
(2 480 i) 0.50 0.30 W -5.23 dBm -4.73 0.185 W -7.33  dBm -38.33
Note;

Antenna Power (W) = Average Burst Power (mW)
Power Tolerance (%) = {{[Antenna Power (mWV) - Rated Output Power (mW)] + Rated Output Power (mW)} x 100
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6. Secondary Radiated Emissions

6.1. Test Setup

EUT Spectrum
Analyzer

6.2. Limit

Below 1 Hz: 4 W (-54 dB m) or less
Above 1 GHz: 20 W (-47 dB m) or less

6.3. Test Procedure

Configure the spectrum analyzer as below;
Frequency range: 30 Mk to 12.5 Gilz

RBW: Below 1 (lz: 100 kiz
Above 1 GHz: 1 Mz

VBW: Below 1 Glz: 100 kiz
Above 1 Glz: 1 M

Sweep time: Auto

Sweep data points: 1 001 or greater

Detector mode: Positive peak

Indication mode: Max hold

Search for spurious emissions in the range 30 M to 12.5 (lfz.
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6.4. Test result
Ambient temperature 23+t 1) T
Relative humidity 47 % R.H.
Frequency Low Ch. Middle Ch. High Ch. .
Test voltage (Va.c) Range (M) Measured (2 402 M) (2 440 M) (2 480 M) Limit
Frequency ((Hz) 0.380 0.363 0.371 -
30
to 1 000 Level (nW) 0.004 864 0.005 420 0.004 721 4
Level (dB m) -83.13 -82.66 -83.26 -54
V nom =
Frequency ((Hz) 4.802 4.877 4.958 -
000 Level (V) 1406048 | 1127197 | 0.394 457 20
to 12 500 ' ' '
Level (dB m) -58.52 -59.48 -64.04 -47
Low channel
(%) (x| Spectrum 4 ®

Ref Level -10.00 dém

Mode Auto Sweep

@1 Max

Limit Gheck PABS
Line _$PURIOUS_LINE_ABS_| PABS
-20 dBm
-30 dBm
-40 dBm
-50 dBm L
| SPURICUS_LIME_ABS
-60 dBm
-70 dBm
-80 dBm
-100 dBm
Start 30.0 MHz 34002 pts Stop 12.5 GHz
Spurious Emissions
Range Low | Range Up | RBW | Frequency | Power Abs | ALimit |
20.000 MHz 1.000 GHz 100.000 kHz 380,23738 MHz -83.13 dBm -29.13 dB
1.000 GHz 12.500 GHz 1.000 MHz 4.80153 GHz -58.52 dBm -11.52 dB
M ing...
} [ ] easuring 00D e y
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7. Interference Prevention Function

7.1. Test Procedure

(1) For EUTs capable of automatically transmitting identification data
a. Transmit identification data from EUT to Demodulator
b. Confirm identification data is correctly received by Demodulator

(2) For EUTs capable of automatically receiving identification data
c. Transmit identification data from Link Partner to EUT
d. Confirm communication link is established
e. Link Partner shall respond by transmitting different identification data back to the EUT
f. Confirm EUT stops transmitting, or confirm EUT recognizes that the two identification data are different

If the applicant has documentary evidence to show that their EUT complies with the requirements of the
Interference Prevent Function then the EUT can be exempt from this test.

7.2. Test result

EUT Details :

F&.CE&EB3:1EED:SD

The unit does meet the requirements. (Pass)
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8. Test Methodology & Conditions

8.1. Test Condition

Ambient temperature
Relative humidity

23 £1) C
% R.H.

Voltage Fluctuation Test

Normal Voltage

High voltage + 10 %
of normal voltage

Low voltage - 10 %
of normal voltage

EUT Input voltage
(Vd.c.)

3.70

4.07

3.33

RF Part Output voltage
(Vd.c.)

2.797

2.797

2.797

Voltage Variation (%) = (Output high or Low Voltage - Output normal voltage) / Output normal voltage * 100

During the input supply voltage to the EUT from the external power source is varied by +/- 10 % if output
voltage had been confirmed that the fluctuation of power supply to the RF circuit of EUT (excluding power
source) is equal to or less than +/- 1 %. Exempt extremely high and low supply voltage condition tests, EUT
only operated in normal voltage to test all regulations.

- End of the Test Report -
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