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1. SUMMARY OF TEST RESULTS

Test procedures according to the technical standards:

Article 2 paragraph 1 item (19)

Stand_ard Test Item Judgment| Remark
Section
General provisions
5 Frequency Error PASS
6 Occupied Bandwidth PASS
7 Spurious Emissions Intensity PASS
Transmitting equipment
14 Antenna Power PASS
14.2 SAR N/A
Transmitting antenna
20 Type, Configuration, etc., of Transmitting Antenna PASS
Direction Pattern of Transmitting Antenna (Provided at
22 - PASS
Individual Antenna Report)
Receiving antenna
24 Limitation of Collateral Emission of Receiver PASS
26 Refer to All Articles for Transmitting Antenna PASS
Operating frequency 2400~2483.5MHz
49.20(1);a |RF Shielding Method PASS
49.20(1);a |Communication Method PASS
49.20(1);b |Spread-spectrum Method PASS
49.20(1);c |Antenna Power PASS
49.20(1):d Absolute Antenna Gain (Provided at Individual PASS
Antenna Report)
. ) : just
49.20(1);e |Spread-Spectrum Bandwidth reported
49.20(1);9 (Hopping Frequency Dwell Time (FH employed) PASS

NOTE:
(1)” N/A” denotes test is not applicable in this Test Report
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1.1 TEST FACILITY
Shenzhen NTEK Testing Technology Co., Ltd

Add. : No. 24 Xinfa East Road, Xiangshan Community, Xingiao Street, Baoan District,

Shenzhen, Guangdong, People's Republic of China

FCC Registration N0.:463705; IC Registration No.:9270A-1

CNAS Registration No.:L5516
1.2 MEASUREMENT UNCERTAINTY

The reported uncertainty of measurement y + U, where expended uncertainty U is based on a
standard uncertainty multiplied by a coverage factor of k=2, providing a level of confidence of

approximately 95 %.

No. ltem Uncertainty
1 Conducted Emission Test +3.2dB

2 Radiated Emission Test +4.7dB

3 RF power,conducted +0.16dB

4 Spurious emissions,conducted +0.21dB

5 All emissions,radiated(<1G) +4.68dB

6 All emissions,radiated(>1G) +5.0dB

7 Radio Frequency +1x10°

8 Occupied bandwidth +3.7%

9 Time * 5%
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2. GENERAL INFORMATION

2.1 GENERAL DESCRIPTION OF EUT

Equipment Helmet Bluetooth Intercom Headset
Trade Mark FreedConn

Model Name FM10

Family Model FM10 Pro, FM10 Plus

All models have the same circuit and RF module, except
for model names and appearances.

The EUT is Helmet Bluetooth Intercom Headset
Operation Frequency: |2404~2474 MHz

o Modulation Type: GFSK

Product Description Number Of Channel |24 CH

Antenna Designation:  |patch Antenna

Antenna Gain(Peak) 2.05dBi

Model Difference

Channel List Please refer to the Note 2.

Adapter N/A

Battery DC 3.85V, 1950mAh, 7.05Wh

Rating(s) DC 3.85V from battery or DC 5V from adapter
Hardware Version N/A

Firmware Version N/A

Software Version N/A

Note:
1. For a more detailed features description, please refer to the manufacturer’s specifications
or the User's Manual.
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2

Channel List
Channel Fraaiﬁgcy
01 2404
02 2407
03 2410
04 2413
05 2416
06 2419
07 2422
08 2425
09 2428
10 2431
11 2434
12 2437
13 2440
14 2443
15 2447
16 2450
17 2453
18 2456
19 2459
20 2462
21 2465
22 2468
23 2471
24 2474
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2.2 DESCRIPTION OF TEST MODES

To investigate the maximum EMI emission characteristics generates from EUT, the test
system was pre-scanning tested base on the consideration of following EUT operation mode
or test configuration mode which possible have effect on EMI emission level. Each of these
EUT operation mode(s) or test configuration mode(s) mentioned above was evaluated

respectively.

Pretest Mode

Description

Mode 1

GFSK (CHO1 CH13 CH24)

For Radiated Emission

Final Test Mode

Description

Mode 1

GFSK (CHO1 CH13 CH24)

2.3 TEST CONDITIONS

Voltage
Fluctuation Test

Normal Voltage

High Voltage + 10% of
Normal Voltage

Low Voltage - 10% of
Normal Voltage

DC Power

DC 3.85V

DC 4.24V

DC 3.47V

RF Chip

DC 3.3V

DC 3.3V

DC 3.3V

NOTE:
Voltage Variation (%)

= (Output high or Low Voltage - Output Normal Voltage)/ Output Normal Voltage* 100

During the input supply voltage to the EUT from the external power source is varied by +/-
10%, + / - 10% of the external power change, will not affect the voltage of the RF,
so only operated in normal voltage to test all regulations.
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2.4 TABLE OF PARAMETERS OF TEXT SOFTWARE SETTING
During testing channel & power controlling software provided by the customer was used to
control the operating channel as well as the output power level. The RF output power
selection is for the setting of RF output power expected by the customer and is going to be
fixed on the firmware of the final end product power parameters of FHSS

Test software Version

Test program: SSCOM V5.13.1

Freguency

2404 MHz

2440MHz

2474MHz

Parameters

DEF

DEF

DEF

Mode :

Spectrum Analayzer

L

EUT

2.5 BLOCK DIGRAM SHOWING THE CONFIGURATION OF SYSTEM TESTED
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2.6 DESCRIPTION OF SUPPORT UNITS (CONDUCTED MODE)

The EUT has been tested as an independent unit together with other necessary accessories or

support units. The following support units or accessories were used to form a representative test
configuration during the tests.

Item Equipment Model/Type No. Series No. Note
E-1 Helmet Bluetooth Intercom EM10 N/A EUT
Headset
Item | Shielded Type Ferrite Core Length Note
Note:

(1) The support equipment was authorized by Declaration of Confirmation.
(2)  For detachable type I/O cable should be specified the length in cm in TLengtha column.
(3) “YES”is means “shielded” “with core”; “NO” is means “unshielded” “without core”.
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2.7 EQUIPMENTS LIST FOR ALL TEST ITEMS

Test equipment

Kind of . Last Calibrated |Calibration
Iltem Equipment Manufacturer| Type No. | Serial No. T until period
SPECTRUM 2025.04.24 | 2026.04.23
1 | ANALYZER | AGLIENT | E4440A |MY41000180|5052°0a "1z | 5097 04 14| 1YE&
SPECTRUM 2025.04.17 | 2026.04.16
2 | ANALYER | AGILENT | N9O20A |MY49100060| 5052 0aoa | 2097 0407 | L Yedr
TEST 2025.04.17 | 2026.04.16
3 | RECEIVER R&S ESPI7 101318 | 5026.04.08 | 2027.04.07| 1Ye&
500
4 | COAXIAL | ANRITSU | MP59B |6200983705 | 2024.04.26 | 2027.04.25| 3 year
SWITCH
HORN EM-AH-
5 | ANTENNA EM lo1go | 2011071402 | 2024.05.12 | 2027.05.11 | 3 year
SCHWARZB| BBHA
6 | HORN ANT EoK o170 803 2024.05.12 | 2027.05.11 | 3 year
PRE- EMCO0518 2025.04.17 | 2026.04.16
7| AMPLIFIER > 35SE 980246 | 5056.04.08 | 2027.04.07| 1Y€
POWER RPR3006 | 15100041SN | 2025.04.17 | 2026.04.16
8 METER DARE W 084 2026.04.08 | 2027.04.07| 1Ye&
TEMPORAR
Y ANTENNA
9 |CONNECTO NTS ROO1 N/A N/A N/A N/A
R
(NOTE)
10 DgUPF?F\,’XER ZHAOXIN | PS-6005D |20170402923| 2024.04.25 | 2027.04.24 | 3 year
ESG
VETCTOR
11 | SIGNAL | AGILENT | E4438C |MY45093347 5852'83'(1); gggg'gié? 1 year
GENERARO 0% >3
R
PSG
ANALOG
12 | SIGNAL | AGILENT | E8257D |MY51110112 |2025.05.06 | 2026.05.05 | 1 year
GENERATO

R
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L/Ieasurement Software

Iltem | Manufacturer Software Name Software Version Description
1 MWRFtest MTS 8310 2.4GHz/5GHz 2.0 RF Conducted Test
2 Farad EZ-EMC_RE AIT-03A RadiatedTest
3 raditeq RadiMation 2023.1.3 RadiatedTest
4 Farad EZ-EMC_CE AIT-03A AC Conducted Test
Remark:

(a) Calibration conducted by the National institute of information and Communications Technology
(NICT)in Japan (hereinafter referred to as "NICT") or a designated calbration agency under Article
102-18 paragraph (1) in JRL.

(b) Correction conducted pursuant to the provisions of Article 135 or Article 144 of the
Measurement Act (Act No. 51 of 1992).

(c) Calilbration conducted in countries except Japan, which shall be equivalent to the calibration
conducted by the NICT or a designated calibration agency under Article 102-18 paragraph (1).

(d) Calibration, etc, conducted by using measuring instruments and other equipment listed in the
right column of appended table No. 3, which shall have been given any type of calbration, etc.
listed above from (a) to (c) From JRL Article 24-2, paragraph 4, ltem 2
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3. FREQUENCY ERROR

3.1 LIMIT

ltem Limits

Frequency Error +50ppm

3.2 MEASURING INSTRUMENTS AND SETTING

The following table is the setting of Spectrum Analyzer.

Spectrum Parameter Setting
Attenuation Auto

RB/VB 10KHz/30KHz
Detector Peak

Trace Max Hold
Sweep Time Auto

3.3 TEST PROCEDURES

(DIn the case of unmodulated signal (continuous or continuous burst), measure the frequency
directly by a frequency meter.

(2)In the case of burst waves, the measurement shall be done for enough time in order to obtain
the enough measuring accuracy, and the average of the measured values becomes the final
value.

(3)In the case of a test mode with a specific frequency spectrum, measure the frequency of the
specific spectrum by a spectrum analyzer.

(4)In the cases above, if the frequency equivalent to the test frequency is not directly measured in
principle, it shall be obtained by necessary calculation.

In the case of modulated signal, if there is no specific spectrum measurable by a spectrum
analyzer but a specific dip is observed, it is allowed to measure the frequency with the signal
generator (synthesized). That is, observe a signal of the signal generator concurrently (or
alternately) with the tested signal using the spectrum analyzer while setting the frequency of the
signal generator to the position of the dip on the screen of the spectrum analyzer, and
determine the frequency of the signal generator at the time as a measured value.

3.4 TEST SETUP LAYOUT

Durmmy load Spectrums
EUT+ (Attenuatory
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3.4.1 TEST RESULT

EUT - :gggl(;:a?luetooth Intercom Model: EM10
Temperature: 250C Tested by: Mary Hu
Humidity: 55 % RH Test Voltage |DC 3.85V
Operation Mode: TX CH 01/CH 13/CH 25

Test data reference attachment
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4. ANTENNA POWER

4.1 LIMIT
Max EIRP Antenna
: Antenna power
Modulation Frequency band
quency power | Non-directional | . . 5eam Tolerance
directionalnote1
DS 2,400-2,483.5MHz | 10mW/MHz | 12.14dBm/MHz | 22.14dBm/MHz
OFDM1note2 | 2,400-2,483.5MHz | 10mW/MHz | 12.14dBm/MHz | 22.14dBm/MHz
OFDM2 2,400-2,483.5MHz | 5mW/MHz | 9.13dBm/MHz 19.13dBm/MHz
+20%
Eﬂgﬁ 2.400-2,483.5MHz | 3mW/MHz | 6.91dBm/MHz | 16.91dBm/MHz No lower
4 ¥/ limit
OFDM 2,427-2,470.75MHz | 10mW/MHz | 12.14dBm/MHz | 22.14dBm/MHz
Otherthan | , /44 5 483 5MHz | 10mw 12.14dBm 22.14dBm
those above

Note 1: The half-value angle of the beam directivity must be less than 360 + A degrees. A shall be the
rate at which the EIRP exceeds the upper limit of the omnidirectional EIRP.
Note 2: OFDM 1 in the modulation method column indicates that the occupied frequency band width is

26 MHz or less, and OFDM 2 indicates the occupied frequency bandwidth exceeding 26 MHz and 40
MHz or less.

4.2 TEST SETUP LAYOUT

OCs

el

EUT

Power meter

4.3 TEST DEVIATION
There is no deviation with the original standard.
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4.4 TEST RESULT

W Helmet Bluetooth Intercom Model: EM10
I Headset

Temperature: 250C Teste Mary Hu
Humidity: 55 % RH ge |DC 3.85V

Operation Mode: GFSK TX CH 01/CH 13/CH 25

Test data reference attachment




®
[ A\ o
N EK jbiwu Page 20 of 49 Report No.: N26020303115E

5. OCCUPIED BANDWITH (99%)

5.1 LIMIT

ltem Limits

FH<83.5MHz; OFDM1,DS <26MHz;
Occupied Band Width: 26MHz< OFDM 40MHz system=< 40MHz.;
Others <26MHz

5.2 TEST RESULT

Test data reference attachment
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6. UNWANTED EMISSION INTENSITY MEASUREMENT

6.1 LIMIT

Item Limits

=2.5 uW (30MHz == 1000MHz)

< 2.5 yW (1000MHz<fs 2387MHz)

TX Spurious Emission < 25 pW (2387MHz<f< 2400MHz)

< 25 puW (2483.5MHz< <2496.5MHz)

< 2.5 yW (2496.5MHz< f<12500MHz)

6.2. MEASURING INSTRUMENTS AND SETTING

Please refer to section 5 in this report. The following table is the setting of Spectrum Analyzer.

Spectrum Parameter Setting
Attenuation Auto
RB/VB 1 MHz
Detector Average
Trace Max Hold
Sweep Time Auto

6.3. TEST PROCEDURES

1. EUT have transmitted the maximum modulation signal and fixed channelize.

2. Setting of SA is following as: Below 1GHz RB: 1MHz / VB: 1MHz

Above 1GHz RB:1MHz / VB:1MHz / AT: 10dB Ref: 0dBm / Sweep time: Auto
Sweep Mode: Continuous sweep / Detect mode: Average

Trace mode: Max hold

3. Setting of SA is following as 30MHz and stop frequency 1000MHz Then to mark
peak reading value + cable loss shall be less than 2.5uW.

4. Setting of SA is following as 1000MHz and stop frequency 2387MHz Then to mark
peak reading value + cable loss shall be less than 2.5uW.

5. SA adjusted to start frequency 2387MHz and stop frequency 2400MHz. Then to
mark peak reading value + cable loss shall be less than 25uW.

6. SA adjusted to start frequency 2483.5MHz and stop frequency 2496.5MHz Then to
mark peak reading value + cable loss shall be less than 25uW

7. SA adjusted to start frequency 2496.5MHz and stop frequency 12500MHz Then to
mark peak reading value + cable loss shall be less than 2.5uW

8. If the Result_Value is over the requirement, take total sum of 1MHz band centered
at the spur frequency like ACLP measurement as Result_Value.
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6.4. TEST SETUP LAYOUT

0

[]

Spectrum Analayzer

6.5. TEST DEVIATION
There is no deviation with the original standard.

o

EUT
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6.6. TEST RESULT

; - Helmet Bluetooth Intercom '
W Headset Model: FM10

Temperature: 250C Teste Mary Hu
Humidity: 55 % RH ge |[DC 3.85v

Operation Mode: TX for GFSK; Normal Voltage

Test data reference attachment
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7. DWELL TIME

7.1 LIMIT

Iltem

Limits

Hopping Freq. Dwell Time <

0.4 sec (In 0.4 sec x spreading rate)

7.2 MEASURING INSTRUMENTS AND SETTING
Please refer to section 5 in this report. The following table is the setting of the
spectrum analyzer.

Report No.: N26020303115E

Spectrum Parameter Setting
Attenuation Auto

Span Frequency 0 MHz

RB 3 MHz

VB 3 MHz
Detector Peak
Trace Max Hold
Sweep Continuous

7.3 TEST PROCEDURES
a. The transmitter output (antenna port) was connected to the spectrum analyzer
. Set RBW of spectrum analyzer to 3MHz and VBW to 3MHz.
Use a video trigger with the trigger level set to enable triggering only on full pulses.
Sweep Time is more than once pulse time.
Set the center frequency on any frequency would be measure and set the frequency span to
zero span.
Measure the maximum time duration of one single pulse.
Set the EUT for DH5, DH3 and DH1 packet transmitting.
Measure the maximum time duration of one single pulse.

. Dwell time = Pulse Time x Burst Count. (to be determined for each mode, DH1, DH3, DH5)

cooT

- 7Q =

7.4 TEST SETUP LAYOUT

SPECTRUM
ANALYZER

EUT
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7.5 TEST RESULT

W - Egggitefluetooth Intercom — EM10
Temperature: 250C Teste Mary Hu
Humidity: 55 % RH Vgﬁe DC 3.85V
Test Mode: GFSK

Test data reference attachment
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8. CARRIER SENSE

Not applicable, Since the EUT belong to FHSS Device.

9. INTERFERENCE PREVENTION FUNCTION
9.1 IN CASE IDENTIFICATION CODE IS TRANSMITTED

EUT

Attenuator

Demodulator

9.2 IN CASE IDENTIFICATION CODE IS RECEIVED

Opposite

Sample

Attenuator

9.3 MEASURING EQUIPMENT CONDITIONS

EUT

a. The Demodulator shall demodulate the TX-signal transmitted by the EUT and be able to display the

contents of the identification code.

b. The opposite sample shall be able to transmit TX-signal equivalent to the TX-signal transmitted by

the EUT.

9.4 CONDITIONS OF EUT

The EUT is set on the usual operating mode.

9.5 MEASUREMENT PROCEDURE
(1) Incase the EUT possesses function to transmit identification code automatically
a Predetermined identification code is transmitted by the EUT.
b Verify the transmitted identification code.
(2) Incase the EUT possesses function to receive identification code automatically
a Predetermined identification code is transmitted by the opposite sample.
b  Verify the working of the normal communication.
¢ Other code than the predetermined identification code is transmitted by the opposite sample.
d Verify the EUT to stop transmitting or to display that the ID code is different.

Radio interface prevention function

Normal voltage

Low voltage

High voltage

Result

OK

N/A

N/A

Mac address: d0:d9:6D:4f:06:9a

Result;: OK




®
LA\ o
N EK jbiwu Page 27 of 49 Report No.: N26020303115E

10. IMITATION OF COLLATERAL EMISSION OF RECEIVER MEASUREMENT

10.1 LIMIT

Item Limits

A

RX Spurious < 4nW (inj5z)

Emission:

IIA

20nW (1GHz= f)

10.2 MEASURING INSTRUMENTS AND SETTING

Please refer to section 5 in this report. The following table is the setting of Spectrum Analyzer.

Spectrum Parameter Setting

Attenuation Auto

RB 100 kHz (below 1GHz emissions)
1 MHz (above 1GHz emissions)

VB 100 kHz (below 1GHz emissions)
1 MHz (above 1GHz emissions)

Detector Average

Trace Max Hold

Sweep Time Auto

10.3 TEST PROCEDURES
1. EUT have the continuous reception mode and fixed only one channelize.
2. Setting of SA is following as RB / VB: 100 kHz (below 1GHz emissions) / 1 MHz
(above 1GHz emissions) /
AT: 10dB / Ref: 0dBm / Sweep time: Auto / Sweep Mode: Continuous sweep / Detect
mode: Average / Trace mode: Max hold
3. SA set RB: 100kHz and VB: 100kHz. Then adjust to start frequency 30MHz and
stop frequency 1000MHz. Search to mark peak reading value + cable loss shall be less than
1n\W
4. SA set RB: 1MHz and VB: 1MHz. Then adjust to start frequency 1000MHz and
stop frequency 12500MHz. Search to mark peak reading value + cable loss shall
be less than 20nW
5. If power level of lower emissions are more than 1/10 of limit (.0.4nW for f < 1GHz,
2nW for f >= 1GHz), all those are to be indicated in the 2nd and 3rd lines. If others
are 1/10 or less more of the limit, no necessary to be indicated.
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10.4 TEST RESULT

~ Helmet Bluetooth Intercom Model: FM10
Headset
LI'emperature: 250C Tested by: Mary Hu
Humidity: 55 % RH e \ DC 3.85V
Operation Mode: GFSK

Test data reference attachment
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11. EIRP ANTENNA POWER MEASUREMENT

11.1 LIMIT
Max EIRP Antenna
: Antenna power
Modulation Frequency band power Non- : : B_eam Tolerance
directional directionalnote1
DS 2,400-2,483.5MHz | 10mW/MHz | 12.14dBm/MHz | 22.14dBm/MHz
OFDM1nNote2 2,400-2,483.5MHz | 10mW/MHz | 12.14dBm/MHz 22.14dBm/MHz
OFDM?2 2,400-2,483.5MHz | 5mW/MHz | 9.13dBm/MHz | 19.13dBm/MHz
+20%
EEEﬁ 2,400-2,483.5MHz | 3mW/MHz | 6.91dBm/MHz | 16.91dBm/MHz No lower
AW limit
OFDM 2,427-2,470.75MHz | 10mW/MHz | 12.14dBm/MHz | 22.14dBm/MHz
Otherthan | , 4 5 4835MHz | 10mw 12.14dBm 22.14dBm
those above

Note 1: The half-value angle of the beam directivity must be less than 360 + A degrees. A shall be the

rate at which the EIRP exceeds the upper limit of the omnidirectional EIRP.

Note 2: OFDM 1 in the modulation method column indicates that the occupied frequency band width is
26 MHz or less, and OFDM 2 indicates the occupied frequency bandwidth exceeding 26 MHz and 40

MHz or less.

Note 3: This test item will not be applied to the transmission antenna which has a gain of 2.14dBi or lesg|.

11.2 MEASURING INSTRUMENTS AND SETTING

O s

Lt

Power meter

11.3 TEST DEVIATION

-

EUT

There is no deviation with the original standard.

11.4 EUT OPERATION DURING TEST
The EUT was programmed to be in continuously transmitting mode.
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11.5 RESULTS OF TRANSMISSION ANTENNA GAIN
W Helmet Bluetooth Intercom — EM10
I Headset
Temperature: 25°C Teste Mary Hu
Humidity: 55 % RH Voltage * IN/A
Operation Mode: N/A

Note: This test item will not be applied to the transmission antenna which has a gain of 2.14dBi or less.
Note: EIRP= Peak Output Power+ ANT Gain
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12. TRANSMISSION RADIATION ANGLE WIDTH (3DB BEAMWIDTH) MEASUREMENT

12.1 LIMIT

Iltem

Limits

3dB antenna beam width

360/A (If A<1; then A=1)
A = {EIRP Power [mW] /
A = {EIRP Power [mW]/

16.36 for DS, OFDM} or
4.9 for FH}

gain of 2.14dBi or less

Note: This test item is not applied for radio equipment with equivalent isotropic radiation
power lower than 12.14dBm/MHz, but Antenna Power(Conducted) limit is 10 mW/MHz (10
dBm/MHZz), So the test item will not be applied to the transmission antenna which has a

12.2 MEASURING INSTRUMENTS AND SETTING

Spectrum Parameter Setting
Attenuation Auto
Span Frequency 0 MHz
RB 1 MHz
VB 1 kHz
Detector Peak
Trace Max Hold
Sweep Time Auto

12.3 TEST PROCEDURES

1. Set EUT and measuring antenna at the same height and roughly facing each other.
2. Set spectrum analyzer with condition in section 4.7.2 and tune reference level to

observe receving signal position.

3. Rotate directions of the EUT horizontally and ertically to find the maximum

receiving power.

4. Move the measuring antenna height up and down within £ 50cm of EUT height and
swing it to find the maximum output of measuing antenna. The output level at the
spectrum analyzer is read as “E”

5. Calculate permitted radiation angle in horizontal and vertical using EIRP
measured in another test method.

6. Calculate 3dB antenna beam width by the formula below 360/A (If A<1; then A=1).
A = {EIRP Power [mW] / 16.36 for DS, OFDM} or
A = {EIRP Power [mW] / 4.9 for FH}
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12.4 TEST SETUP LAYOUT

EUT

12.5 TEST DEVIATION
There is no deviation with the original standard.

12.6 EUT OPERATION DURING TEST
The EUT was programmed to be in continuously transmitting mode.

12.7 TEST RESULT OF TRANSMISSION RADIATION ANGLE WIDTH (3DB BEAMWIDTH)

Meosuring Antenna

Spectrum Analyzer

EUT - Eg:;i?luetooth Intercom Model: EM10
Temperature: 250C Tested by: N/A
Humidity: 55 % RH Test Voltage |N/A
Operation Mode: N/A

Note:This item is not applicable, when EIRP power is lower than the limit of 6.91dBm/MHz.
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13. TEST RESULTS

13.1 ANTENNA AND EIRP POWER

Total FHSS power Antenna Declared Tolerance | Upper

Condition Mode Fr?’\cjltliiezr;cy Antenna b:r?dr\?v?gth Power Power Limit Verdict
(dBm) (mW) (MW/MHZ) | (mW/MHz) (%) (%)

NVNT | GFSK | Hopping Antl 22.360 | 172.187 64.566 2.6668 3 -11.11 20 Pass

Note:Antenna Power=Total FHSS Power/Spread bandwidth.

13.2 EIRP POWER

[ Condition | Mode | Frequency (MHz) | Antenna | Antenna Power (mW/MHz) | Gain (dBi) | EIRP Power (dBm/MHz) [ Limit (dBm/MHz) [ Verdict |
\ NVNT_ | GFSK | Hopping T Ant1 | 2.668 | 205 | 6.31 | 6.91 | Pass |

Note: EIRP Power= Antenna Power+ Antenna gain

13.3 TX SPURIOUS EMISSION

3 Frequency Emission Max Max Limit Limit _
Condition Mode (MHz) Antenna Range (MHz) Frequency Value Value Start Stop Verdict
(MHz) (dBm) (uw) (uwW) (uw)
NVNT GFSK 2404 Antl 30-1000 910.76 -43.22 0.0476 2.5 2.5 Pass
NVNT GFSK 2404 Antl 1000-2387 1492.39 -43.79 0.0418 2.5 25 Pass
NVNT GFSK 2404 Antl 2387-2400 2399.97 -51.32 0.0074 25 25 Pass
NVNT GFSK 2404 Antl 2483.5-2496.5 2483.64 -58.84 0.0013 25 25 Pass
NVNT GFSK 2404 Antl 2496.5-13000 3315.77 -38.22 0.1507 2.5 2.5 Pass
NVNT GFSK 2440 Antl 30-1000 974.78 -59.24 0.0012 2.5 2.5 Pass
NVNT GFSK 2440 Antl 1000-2387 2263.56 -60.64 0.0009 25 25 Pass
NVNT GFSK 2440 Antl 2387-2400 2390.59 -58.19 0.0015 25 25 Pass
NVNT GFSK 2440 Antl 2483.5-2496.5 2488.06 -58.19 0.0015 25 25 Pass
NVNT GFSK 2440 Antl 2496.5-13000 4880.79 -51.58 0.007 2.5 25 Pass
NVNT GFSK 2474 Antl 30-1000 769.14 -60.05 0.001 2.5 2.5 Pass
NVNT GFSK 2474 Antl 1000-2387 2374.52 -60.39 0.0009 2.5 2.5 Pass
NVNT GFSK 2474 Antl 2387-2400 2392.27 -58.97 0.0013 25 25 Pass
NVNT GFSK 2474 Antl 2483.5-2496.5 2483.54 -55.06 0.0031 25 25 Pass
NVNT GFSK 2474 Antl 2496.5-13000 4954.32 -53.86 0.0041 2.5 2.5 Pass
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Tx. Spurious NVNT GFSK 2402MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA
ALIGN AUTO
Avg Type: Pwr(RMS)

Avg|Hold: 50/50

SEMSE:INT|

PNO: Fast +#»— Trig:FreeRun
#Atten: 20 dB

IFGain:Low
Mkr1 910.76 MHz

Ref Offset 2.5 dB -43.221 dBm

Ref 12.50 dBm

Stop 1.0000 GHz

Start 30.0 MHz
#Res BW 1.0 MHz #VBW 1.0 MHz* Sweep 1.53 ms (1001 pts)

STATUS

Tx. Spurious NVNT GFSK 2402MHz Antl @ 1000MHz-2387MHz

um Analyzer - Swept SA

SEMNSE:INT ALIGN AUTO!

Avg Type: Pwr(RMS)
Trig: Free Run Avg|Hold: 50/50
#Atten: 20 dB

PNO: Fast -+
IFGain:Low

Mkr1 1.492 4 GHz

Ref Offset 2.5 dB -43.796 dBm

1% dBidiv. Ref 12.50 dBm

Start 1.0000 GHz Stop 2.3870 GHz
Sweep 2.20 ms (1001 pts)

#Res BW 1.0 MHz

MSG

#VBW 1.0 MHz*

STATUS
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Tx. Spurious NVNT GFSK 2402MHz Antl @ 2387MHz-2400MHz

Agilent Spectrum Analyzer - Swept SA
SENSE:INT| ALIGN AUTO 10:08:23 AM Apr 24, 2026
Avg Type: Pwr(RMS)
PNO: Fast +#»— Trig:FreeRun Avg|Hold: 50/50
IFGain:Low #Atten: 20 dB

Ref Offset 2.5 dB
EO dBidiv.  Ref 12.50 dBm
o

Start 2.387000 GHz Stop 2.400000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz* Sweep 1.00 ms (1001 pts)

MSG STATUS

TX. Spurious NVNT GFSK 2402MHz Antl @ 2483.5MHz-2496.5MHz

Agilent Spectrum Analyzer - Swept SA
RF | SENSE:NT) ALIGN AUTO!
Avg Type: Pwr(RMS)
PNO: Fast +#»— Trig:FreeRun Avg|Hold: 50/50
#Atten: 20 dB

Mkr1 2.483 643 GHz

Ref Offset 2.5 dB
EggBidiv Ref 12.50 dBm -58.843 dBm

i

Start 2.483500 GHz Stop 2.496500 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz* Sweep 1.00 ms (1001 pts)

MSG STATUS




NTEK 5

Agilent Spectrum Analyzer - Swept SA

Ref Offset 2.6 dB

E% dBidiv.  Ref 12.50 dBm

Start 2.497 GHz
#Res BW 1.0 MHz
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SEMSE:INT| ALIGN AUTO

Tx. Spurious NVNT GFSK 2402MHz Antl @ 2496.5MHz-13000MHz

Trig: Free Run Avg|Hold: 50/50

PNO: Fast ~+—
#Atten: 20 dB

IFGain:Low

#VBW 1.0 MHz*

STATUS

Avg Type: Pwr(RMS)

Mkr1 3.316 GHz
-38.228 dBm

Stop 13.000 GHz
Sweep 17.5 ms (1001 pts)

um Analyzer - Swept SA

Ref Offset 251 dB
10 dBidiv. Ref 12.51 dBm
og

i

Start 30.0 MHz
#Res BW 1.0 MHz

MSG

SENSE:INT| ALTGN AUTOD

Tx. Spurious NVNT GFSK 2440MHz Antl @ 30MHz-1000MHz

Trig: Free Run Avg|Hold: 50/50

PNO: Fast -+
#Atten: 20 dB

IFGain:Low

#VBW 1.0 MHz*

STATUS

Avg Type: Pwr(RMS)

Mkr1 974.78 MHz
-59.246 dBm

Stop 1.0000 GHz
Sweep 1.53 ms (1001 pts)
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TX. Spurious NVNT GFSK 2440MHz Antl @ 1000MHz-2387MHz

Agilent Speclrum Analyzer - Swept SA
ALIGN AUTO
Avg Type: Pwr(RMS)

Avg|Hold: 50/50

SEMSE:INT|

PNO: Fast +#»— Trig:FreeRun
#Atten: 20 dB

IFGain:Low
Mkr1 2.263 6 GHz
-60.648 dBm

Ref Offset 261 dB
EO dBidiv.  Ref 12.51 dBm
o

™™

Start 1.0000 GHz Stop 2.3870 GHz
#Res BW 1.0 MHz . Sweep 2.20 ms (1001 pts)

STATUS

SEMNSE:INT ALIGN AUTO!
Avg Type: Pwr(RMS)

Trig: Free Run Avg|Hold: 50/50
#Atten: 20 dB

PNO: Fast -+
IFGain:Low

Mkr1 2.390 588 GHz

Ref Offset 2.51 dB -58.197 dBm

10 dBidiv.  Ref 12.51 dBm
Log

Stop 2.400000 GHz
Sweep 1.00 ms (1001 pts)

Start 2.387000 GHz
#Res BW 1.0 MHz

#VBW 1.0 MHz*

STATUS
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TX. Spurious NVNT GFSK 2440MHz Antl @ 2483.5MHz-2496.5MHz

Agilent Spectrum Analyzer - Swept SA
ALIGN AUTO
Avg Type: Pwr(RMS)

Avg|Hold: 50/50

SEMSE:INT|

PNO: Fast +#»— Trig:FreeRun
IFGain:Low #Atten: 20 dB

Mkr1 2.488 063 GHz
-58.196 dBm

Ref Offset 261 dB
EO dBidiv.  Ref 12.51 dBm
o

N i I

Start 2.483500 GHz Stop 2.496500 GHz
Sweep 1.00 ms (1001 pts)

#Res BW 1.0 MHz #VBW 1.0 MHz*

STATUS

Tx. Spurious NVNT GFSK 2440MHz Antl @ 2496.5MHz-13000MHz

um Analyzer - Swept SA

SEMNSE:INT ALIGN AUTO!

Avg Type: Pwr(RMS)
Trig: Free Run Avg|Hold: 50/50
#Atten: 20 dB

PNO: Fast -+
IFGain:Low

Mkr1 4.881 GHz

Ref Offset 2.51 dB -51.585 dBm

E%ddeiv Ref 12.51 dBm

Start 2.497 GHz Stop 13.000 GHz
Sweep 17.5 ms (1001 pts)

#Res BW 1.0 MHz

MSG

#VBW 1.0 MHz*

STATUS




®
| A\ | 14
N EK jbimu Page 39 of 49 Report No.: N26020303115E

TX. Spurious NVNT GFSK 2474MHz Antl @ 30MHz-1000MHz

Agilent Speclrum Analyzer - Swept SA
ALIGN AUTO
Avg Type: Pwr(RMS)

Avg|Hold: 50/50

SEMSE:INT|

PNO: Fast +#»— Trig:FreeRun
#Atten: 20 dB

IFGain:Low
Mkr1 769.14 MHz
-60.060 dBm

Ref Offset 262 dB
EO dBidiv.  Ref 12.52 dBm
o

™™

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz . Sweep 1.53 ms (1001 pts)

STATUS

SEMNSE:INT ALIGN AUTO!
Avg Type: Pwr(RMS)

Trig: Free Run Avg|Hold: 50/50
#Atten: 20 dB

PNO: Fast -+
IFGain:Low

Mkr1 2.374 5 GHz

Ref Offset 2.52 dB -60.398 dBm

10 dBidiv.  Ref 12.52 dBm
Log

Start 1.0000 GHz Stop 2.3870 GHz
Sweep 2.20 ms (1001 pts)

#Res BW 1.0 MHz

#VBW 1.0 MHz*

STATUS
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Tx. Spurious NVNT GFSK 2474MHz Antl @ 2387MHz-2400MHz

Agilent Spectrum Analyzer - Swept SA
ALIGN AUTO
Avg Type: Pwr(RMS)

Avg|Hold: 50/50

SEMSE:INT|

PNO: Fast +#»— Trig:FreeRun
#Atten: 20 dB

IFGain:Low
Mkr1 2.392 265 GHz
-58.975 dBm

Ref Offset 262 dB
EO dBidiv.  Ref 12.52 dBm
o

™ 1 [ T 1

Start 2.387000 GHz Stop 2.400000 GHz
Sweep 1.00 ms (1001 pts)

#Res BW 1.0 MHz #VBW 1.0 MHz*

STATUS

TX. Spurious NVNT GFSK 2474MHz Antl @ 2483.5MHz-2496.5MHz

um Analyzer - Swept SA

SEMNSE:INT ALIGN AUTO!

Avg Type: Pwr(RMS)
Trig: Free Run Avg|Hold: 50/50
#Atten: 20 dB

PNO: Fast -+
IFGain:Low

Mkr1 2.483 539 GHz

Ref Offset 2.52 dB -55.062 dBm

1% dBidiv. Ref 12.52 dBm

Stop 2.496500 GHz
Sweep 1.00 ms (1001 pts)

Start 2.483500 GHz
#Res BW 1.0 MHz

MSG

#VBW 1.0 MHz*

STATUS
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- Tx. Spurious NVNT GFSK 2474MHz Antl @ 2496.5MHz-13000MHz
Agilent Spectrum Analyzer - Swept SA

L L=t W | : ALIGN AUTO 10:13:42 AN
Row 1 Avg Type: Pwr(RMS)
g Trig: Free Run Avg|Hold: 50/50
PNO: Fast ~+—
PASS IFGain:Low #Atten: 20 dB

Mkr1 4.954 GHz
Ref Offset 252 dB
10 dBidiv RZf 1;.9552 dBm -53.862 dBm

Start 2.497 GHz Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz* Sweep 17.5 ms (1001 pts)

MSG STATUS
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13.4 RX SPURIOUS EMISSION

A Frequency Range Emission Max Max Limit -
Condition | Mode (MH2) Antenna (MH2) Frequency Value Value (W) Verdict
(MHz) (dBm) (nW)
NVNT GFSK 2404 Antl 30-1000 806.97 -96.59 0.0002 4 Pass
NVNT GFSK 2404 Antl 1000-13000 12676 -83.41 0.0046 20 Pass
NVNT GFSK 2440 Antl 30-1000 921.43 -96.12 0.0002 4 Pass
NVNT GFSK 2440 Antl 1000-13000 12604 -83.4 0.0046 20 Pass
NVNT GFSK 2474 Antl 30-1000 952.47 -96.22 0.0002 4 Pass
NVNT GFSK 2474 Antl 1000-13000 12664 -83.76 0.0042 20 Pass

Rx. Spurious NVNT GFSK 2404MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA

Qoo sl | B ALIGN AUTO

- I T
Center Freq 515.000000 MHz _ Avg Type: Pwr(RMS)
PNO: Fast +#»— Trig:FreeRun Avg|Hold: 50/50

IFGain:High #Atten: 0 dB
Mkr1 806.97 MHz
Ref Offset 2.5 dB afied
Ref -17.50 dBm -96.588 dBm

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 100 kHz* Sweep 151 ms (1001 pts)

MSG STATUS
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Rx. Spurious NVNT GFSK 2404MHz Antl @ 1000MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA

Ref Offset 2.6 dB
Ref -17.50 dBm

Start 1.000 GHz
#Res BW 1.0 MHz

SEMSE:INT| ALIGN AUTO

10:43:45 A4

Avg Type: Pwr(RMS)

st -+ Trig:FreeRun
#Atten: 0 dB

#VBW 1.0 MHz*

STATUS

Avg|Hold: 50/50

Mkr1 12.676 GHz
-83.412 dBm

Stop 13.000 GHz
Sweep 20.0 ms (1001 pts)

Rx. Spurious NVNT GFSK 2440MHz Antl @ 30MHz-1000MHz

Ref Offset 251 dB
Ref -17.49 dBm

Start 30.0 MHz
#Res BW 100 kHz

MSG

SENSE:INT| ALTGN AUTOD

10:44:02 &M

Avg Type: Pwr(RMS)

PNO: Fast +#»— Trig:FreeRun
IFGain:High #Atten: 0 dB

#VBW 100 kHz*

STATUS

Avg|Hold: 50/50

Mkr1 921.43 MHz
-96.124 dBm

Stop 1.0000 GHz
Sweep 151 ms (1001 pts)
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Rx. Spurious NVNT GFSK 2440MHz Antl @ 1000MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA

Ref Offset 2561 dB
Ref -17.49 dBm

Start 1.000 GHz
#Res BW 1.0 MHz

SEMSE:INT| ALIGN AUTO

1044011 A4

Avg Type: Pwr(RMS)

st -+ Trig:FreeRun
#Atten: 0 dB

#VBW 1.0 MHz*

STATUS

Avg|Hold: 50/50

Mkr1 12.604 GHz
-83.395 dBm

Stop 13.000 GHz
Sweep 20.0 ms (1001 pts)

Rx. Spurious NVNT GFSK 2474MHz Antl @ 30MHz-1000MHz

Ref Offset 2.52 dB
Ref -17.48 dBm

Start 30.0 MHz
#Res BW 100 kHz

MSG

SENSE:INT| ALTGN AUTOD

10:44:26 4M

Avg Type: Pwr(RMS)

PNO: Fast +#»— Trig:FreeRun
IFGain:High #Atten: 0 dB

#VBW 100 kHz*

STATUS

Avg|Hold: 50/50

Mkr1 952.47 MHz
-96.219 dBm

Stop 1.0000 GHz
Sweep 151 ms (1001 pts)




®
LA\ o
N EK jbiwu Page 45 of 49 Report No.: N26020303115E

Rx. Spurious NVNT GFSK 2474MHz Antl @ 1000MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA
ettt | : ALIGN AUTO

x| RL___|
Center Freq 7.000000000 GHz _ Avg Type: Pwr(RMS)
Trig: Free Run Avg|Hold: 50/50

#Atten: 0 dB

Ref Offset 252 dB Mkr1 12.664 GHz

E%ngdiv Ref -17.48 dBm -83.761 dBm

Start 1.000 GHz Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz* Sweep 20.0 ms (1001 pts)

MSG STATUS
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13.5 OCCUPIED CHANNEL BANDWIDTH

Condition | Mode | Frequency (MHz)

Antenna

99% OBW (MHz)

NVNT GFSK

2440

Antl

70.58

OBW NVNT GFSK 2440MHz Antl

Agilent Spectrum Analyzer - Occupied BW

| SENSE:NT)

ALTGN AUTD!

10:28:53 AM Apr 24, 2026

#IFGain:Low

Ref Offset2.51 dB
10 dBIdiv Ref 22.51 dBm
L

CenterFreq: 2.44=1000000_GH2
Avg|Hold: 400074000

—s— Trig:Free Run
#Atten: 30 dB

Radio Std: None

Radio Device: BTS

B L R

L™ |
I

Center 2.441 GHz
#Res BW 100 kHz

Occupied Bandwidth
70.580 MHz

Transmit Freq Error -1.9953 MHz
x dB Bandwidth 71.66 MHz

#VBW 100 kHz

Total Power

OBW Power
x dB

Span 160 MHz
Sweep 19.33 ms

39.7 dBm

99.00 %
-26.00 dB

STATUS

13.6 SPREADING BANDWIDTH

Condition | Mode | Frequency (MHz)

Antenna

90% OBW (MHz)

NVNT GFSK

2440

Antl

64.566

Spreading Bandwidth NVNT GFSK 2440MHz Ant1

Agilent Spectrum Analyzer - Occupied BW

SEMSE:INT|

ALIGN AUTO

10:26:52 AM Apr 24, 2026

#IFGain:Low

Ref Offset 2.51 dB
10 dBIdiv Ref 22.51 dBm
L

#Res BW 100 kHz
Occupied Bandwidth
64.566 MHz

Transmit Freq Error -1.8931 MHz
x dB Bandwidth 71.67 MHz

Center Freq: 2.441000000 GHz
Avg|Hold: 4000/4000

—»— Trig:Free Run
#Atten: 30 dB

#/BW 100 kHz

Total Power

OBW Power
x dB

Radie Std: None

Radio Device: BTS

Y épan 160 MHz
Sweep 19.33 ms

39.6 dBm

90.00 %
-26.00 dB

STATUS
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13.7 DWELL TIME

Verdict ‘

Pass

Limit
(ms)

400

Period
Time (ms)

9600

Burst
Count

143

Total Dwell
Time (ms)

90.09

Pulse
Time (ms)

0.63

Antenna

Antl

Frequency
(MHz)

2440

Mode

GFSK

Condition

NVNT

7]
S
>
|
]
jo
O
bu
c
<
N
T
=
o
<
<
N
N4
n
LL
O
—
P
>
z
©
=
a

rum Analyzer, - Swept SA

t

Agilent Speci

02:19:12 PM May 07, 2029

ALTGN AUTD

SENSE:INT|

Avg Type: Log-Pwr

Trig Delay: -1.000 ms

Trig: Video
#Atten: 30 dB

——

Center Freq 2.440000000 GHz

PNO: Fast
IFGain:Low

8.95 dB

AMKr1 630.0 ps

Ref Offset 0.46 dB
Ref 20.46 dBm

10 dBidiv

Center 2.440000000 GHz

Sweep 2.000 ms (10001 pts)

#VBW 1.0 MHz

FUNCTION “ALUE

FUNCTION %IDTH

FUNCTION

630.0 us| (A 895 dB
]
[
]
[
[
]

A
9996 us 6.28 dBm
]

STATUS

MSG

=]
2
<
>
£
>
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<
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c
<
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<
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=
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Agilent Spectrum Analyzer - Swept SA

ALIGN AUTO

SEMNSE:INT

Avg Type: Log-Pwr

Trig: Free Run
#Atten: 30 dB

PNO: Fast ++—
IFGain:Low

Center Freq 2.440000000 GHz
Ref Offset 0.46 dB
Ref 20.46 dBm

10 dBidiv

Span 0 Hz

Sweep 9.600 s (10001 pts)

Center 2.440000000 GHz

Res BW 1.0 MHz

#VBW 1.0 MHz

STATUS




[ A\ | b ®
N EK jbimu Page 48 of 49 Report No.: N26020303115E
13.8 FREQUENCY ERROR
. Frequency Measured Frequency Deviation Limit |
Condition Mode Antenna Verdict
! (MH2) (MH2) (PPm) (ppm) A
NVNT Unmodulate 2404 Antl 2403.99 -4.16 20 Pass i
NVNT Unmodulate 2440 Antl 2439.991 -3.69 20 Pass
NVNT Unmodulate 2474 Antl 2476.991 -3.63 20 Pass

Freg. Error NVNT Unmodulate 2404MHz Antl

Agilent Spectrum Analyzer - Swept SA
| ALIGN ALTO

1004139 AM Apr 24, 2026

Avg Type: Log-Pwr
Trig: Free Run Avg|Hold: 50/50

PNO: Far  +#—
Atten: 40 dB

IFGain:Low

Center 2.4040000 GHz
#Res BW 10 kHz

STATUS

Mkr1 2.403 990 GHz
14.931 dBm

Span 1.000 MHz
Sweep 9.60 ms (1001 pts)

Freq. Error NVNT Unmodulate 2440MHz Ant1

| SENSE:NT) ALTGN AUTOD

10:41:48 AM Apr 24, 2026

PNO: Far -w+— Trig:Free Run Avg|Hold: 10110

IFGain:Low Atten: 40 dB

Ref Offset 0.46 dB
Ref 30.00 dBm

Center 2.4400000 GHz
#Res BW 10 kHz

MSG

#VBW 30 kHz

STATUS

Avg Type: Log-Pwr

Mkr1 2.439 991 GHz
15.136 dBm

Span 1.000 MHz
Sweep 9.60 ms (1001 pts)




NTEK 5

Page 49 of 49

Report No.: N26020303115E

Freq. Error NVNT Unmodulate 2474MHz Antl

Agilent 5-|);clrum Analyz;— Swept SA
o7 st Wi |
Center Freq 2.474000000 GHz

IFGain:Low

Ref Offset 0.47 dB
Ref 30.00 dBm

Center 2.4740000 GHz
#Res BW 10 kHz

MSG

ALIGN AUTO

10:42:02 AM

Avy Type: Log-Pwr

PNO: Far -»— Trig:FreeRun
Atten: 40 dB

#VBW 30 kHz

STATUS

AvglHold: 200/200

Mkr1 2.473 991 GHz
15.138 dBm

Span 1.000 MHz
Sweep 9.60 ms (1001 pts)

REPORT IS FINISHED.




