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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5500MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5455.065 41.75 20.22 61.97 -12.03 74.00 Peak 

2  5460.015 42.40 20.23 62.63 -5.57 68.20 Peak 

3  5469.375 45.83 20.24 66.07 -2.13 68.20 Peak 

4  5470.000 44.60 20.24 64.84 -3.36 68.20 Peak 

5 * 5501.055 95.49 20.27 115.77 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5500MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 26.71 20.23 46.94 -7.06 54.00 Average 

2 * 5500.875 85.83 20.27 106.11 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5700MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5701.283 80.79 20.92 101.71 N/A N/A Peak 

2  5725.000 37.09 21.00 58.09 -10.11 68.20 Peak 

3  5725.430 37.91 21.00 58.91 -9.29 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5700MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5701.250 91.60 20.92 112.53 N/A N/A Peak 

2  5725.000 45.01 21.00 66.01 -2.19 68.20 Peak 

3  5725.462 44.96 21.00 65.96 -2.24 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 

 



 Report No.: 2008TW0005-T2 

 

Page Number: 78 of 225 

 

 

EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5745MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5648.675 39.21 20.75 59.97 -8.23 68.20 Peak 

2  5650.000 37.67 20.76 58.43 -9.77 68.20 Peak 

3  5700.000 40.94 20.92 61.86 -43.34 105.20 Peak 

4  5720.000 51.32 20.98 72.30 -38.50 110.80 Peak 

5  5725.000 60.62 21.00 81.62 -40.58 122.20 Peak 

6  5744.127 84.01 21.06 105.07 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5745MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5646.035 38.77 20.74 59.51 -8.69 68.20 Peak 

2  5650.000 36.97 20.76 57.73 -10.47 68.20 Peak 

3  5700.000 52.86 20.92 73.78 -31.42 105.20 Peak 

4  5720.000 63.73 20.98 84.71 -26.09 110.80 Peak 

5  5725.000 72.44 21.00 93.44 -28.76 122.20 Peak 

6 * 5743.550 96.71 21.06 117.77 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5825MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5823.720 85.62 21.32 106.94 N/A N/A Peak 

2  5850.000 53.37 21.40 74.77 -47.43 122.20 Peak 

3  5855.000 50.58 21.42 72.00 -38.80 110.80 Peak 

4  5875.000 40.04 21.49 61.53 -43.67 105.20 Peak 

5  5925.000 37.07 21.65 58.72 -9.48 68.20 Peak 

6 * 5948.325 38.64 21.72 60.36 -7.84 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5825MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5825.962 97.05 21.33 118.37 N/A N/A Peak 

2  5850.000 65.01 21.40 86.41 -35.79 122.20 Peak 

3  5855.000 61.15 21.42 82.57 -28.23 110.80 Peak 

4  5875.000 47.82 21.49 69.31 -35.89 105.20 Peak 

5  5925.000 36.92 21.65 58.57 -9.63 68.20 Peak 

6  5978.647 38.76 21.82 60.58 -7.62 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5180MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5144.425 41.30 19.90 61.20 -12.80 74.00 Peak 

2  5150.000 37.84 19.91 57.74 -16.26 74.00 Peak 

3 * 5178.175 80.06 19.94 100.00 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5180MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5150.000 25.71 19.91 45.62 -8.38 54.00 Average 

2 * 5178.400 70.29 19.94 90.23 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5180MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5148.295 53.32 19.90 73.23 -0.77 74.00 Peak 

2  5150.000 51.41 19.91 71.32 -2.68 74.00 Peak 

3 * 5178.490 94.80 19.94 114.74 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5180MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5148.610 33.40 19.90 53.31 -0.69 54.00 Average 

2  5150.000 33.31 19.91 53.22 -0.78 54.00 Average 

3 * 5181.370 85.01 19.94 104.95 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5240MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5131.980 38.36 19.89 58.24 -15.76 74.00 Peak 

2  5150.000 37.38 19.91 57.29 -16.71 74.00 Peak 

3 * 5240.900 83.98 20.00 103.98 N/A N/A Peak 

4  5350.000 36.25 20.11 56.37 -17.63 74.00 Peak 

5  5379.500 37.45 20.14 57.59 -16.41 74.00 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5240MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5150.000 24.65 19.91 44.56 -9.44 54.00 Average 

2 * 5238.520 72.95 20.00 92.94 N/A N/A Average 

3  5350.000 23.96 20.11 44.07 -9.93 54.00 Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5240MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5143.600 46.74 19.90 66.64 -7.36 74.00 Peak 

2  5150.000 42.57 19.91 62.47 -11.53 74.00 Peak 

3 * 5238.660 99.60 20.00 119.59 N/A N/A Peak 

4  5350.000 39.93 20.11 60.04 -13.96 74.00 Peak 

5  5352.900 41.83 20.12 61.94 -12.06 74.00 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5240MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5150.000 26.91 19.91 46.81 -7.19 54.00 Average 

2 * 5238.940 88.31 20.00 108.31 N/A N/A Average 

3  5350.000 24.80 20.11 44.92 -9.08 54.00 Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 

 



 Report No.: 2008TW0005-T2 

 

Page Number: 90 of 225 

 

 

EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5320MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5318.880 80.05 20.08 100.13 N/A N/A Peak 

2  5350.000 37.82 20.11 57.93 -16.07 74.00 Peak 

3  5351.880 39.61 20.12 59.73 -14.27 74.00 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5320MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5319.440 69.58 20.08 89.66 N/A N/A Average 

2  5350.000 25.01 20.11 45.13 -8.87 54.00 Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5320MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5318.440 94.01 20.08 114.09 N/A N/A Peak 

2  5350.000 49.74 20.11 69.86 -4.14 74.00 Peak 

3  5351.840 52.21 20.12 72.33 -1.67 74.00 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5320MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5322.520 84.32 20.09 104.40 N/A N/A Average 

2  5350.000 33.15 20.11 53.26 -0.74 54.00 Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5500MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5455.695 38.25 20.22 58.47 -15.53 74.00 Peak 

2  5460.015 36.25 20.23 56.48 -11.72 68.20 Peak 

3  5463.480 38.47 20.23 58.70 -9.50 68.20 Peak 

4  5470.000 36.49 20.24 56.73 -11.47 68.20 Peak 

5 * 5498.355 80.41 20.27 100.68 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5500MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 24.17 20.23 44.40 -9.60 54.00 Average 

2 * 5501.910 69.91 20.28 90.19 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5500MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5458.935 41.69 20.23 61.92 -12.08 74.00 Peak 

2  5460.015 40.03 20.23 60.26 -7.94 68.20 Peak 

3  5469.690 47.38 20.24 67.62 -0.58 68.20 Peak 

4  5470.000 45.95 20.24 66.19 -2.01 68.20 Peak 

5 * 5498.535 94.49 20.27 114.75 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5500MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 26.97 20.23 47.20 -6.80 54.00 Average 

2 * 5501.640 83.66 20.28 103.94 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5700MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5698.520 77.29 20.91 98.21 N/A N/A Peak 

2  5725.000 36.67 21.00 57.67 -10.53 68.20 Peak 

3  5739.470 37.83 21.05 58.88 -9.32 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5700MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5698.585 88.81 20.91 109.72 N/A N/A Peak 

2  5725.000 43.38 21.00 64.38 -3.82 68.20 Peak 

3  5726.893 44.50 21.01 65.50 -2.70 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5745MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5635.145 38.78 20.71 59.49 -8.71 68.20 Peak 

2  5650.000 36.69 20.76 57.45 -10.75 68.20 Peak 

3  5700.000 40.65 20.92 61.57 -43.63 105.20 Peak 

4  5720.000 55.16 20.98 76.15 -34.65 110.80 Peak 

5  5725.000 61.52 21.00 82.52 -39.68 122.20 Peak 

6  5743.220 82.87 21.06 103.93 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5745MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5642.735 39.03 20.73 59.76 -8.44 68.20 Peak 

2  5650.000 37.73 20.76 58.48 -9.72 68.20 Peak 

3  5700.000 54.38 20.92 75.30 -29.90 105.20 Peak 

4  5720.000 65.79 20.98 86.77 -24.03 110.80 Peak 

5  5725.000 71.40 21.00 92.40 -29.80 122.20 Peak 

6 * 5744.292 95.82 21.06 116.88 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5825MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5826.840 84.72 21.33 106.04 N/A N/A Peak 

2  5850.000 56.09 21.40 77.49 -44.71 122.20 Peak 

3  5855.000 50.86 21.42 72.28 -38.52 110.80 Peak 

4  5875.000 40.75 21.49 62.23 -42.97 105.20 Peak 

5  5925.000 36.99 21.65 58.64 -9.56 68.20 Peak 

6 * 5932.627 38.66 21.67 60.33 -7.87 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5825MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5826.547 95.22 21.33 116.55 N/A N/A Peak 

2  5850.000 67.34 21.40 88.74 -33.46 122.20 Peak 

3  5855.000 61.64 21.42 83.06 -27.74 110.80 Peak 

4  5875.000 50.00 21.49 71.49 -33.71 105.20 Peak 

5  5925.000 35.99 21.65 57.64 -10.56 68.20 Peak 

6  5995.808 39.08 21.88 60.95 -7.25 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5190MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5146.600 38.48 19.90 58.38 -15.62 74.00 Peak 

2  5150.000 38.26 19.91 58.17 -15.83 74.00 Peak 

3 * 5186.300 74.71 19.94 94.65 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5190MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5150.000 24.65 19.91 44.56 -9.44 54.00 Average 

2 * 5188.800 64.57 19.95 84.52 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5190MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5147.900 50.98 19.90 70.88 -3.12 74.00 Peak 

2  5150.000 50.21 19.91 70.12 -3.88 74.00 Peak 

3 * 5192.050 90.14 19.95 110.09 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5190MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5150.000 33.24 19.91 53.14 -0.86 54.00 Average 

2 * 5192.550 79.83 19.95 99.78 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5230MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5147.100 38.73 19.90 58.64 -15.36 74.00 Peak 

2  5150.000 36.91 19.91 56.82 -17.18 74.00 Peak 

3 * 5228.580 78.89 19.99 98.87 N/A N/A Peak 

4  5350.000 36.49 20.11 56.61 -17.39 74.00 Peak 

5  5379.640 37.80 20.14 57.94 -16.06 74.00 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5230MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5150.000 25.56 19.91 45.47 -8.53 54.00 Average 

2 * 5231.100 68.52 19.99 88.51 N/A N/A Average 

3  5350.000 23.92 20.11 44.04 -9.96 54.00 Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5230MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5148.920 50.29 19.90 70.19 -3.81 74.00 Peak 

2  5150.000 45.62 19.91 65.53 -8.47 74.00 Peak 

3 * 5231.520 94.66 19.99 114.65 N/A N/A Peak 

4  5350.000 38.23 20.11 58.35 -15.65 74.00 Peak 

5  5354.300 39.58 20.12 59.69 -14.31 74.00 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5230MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5148.640 32.75 19.90 52.65 -1.35 54.00 Average 

2  5150.000 31.82 19.91 51.73 -2.27 54.00 Average 

3 * 5231.240 84.51 19.99 104.50 N/A N/A Average 

4  5350.000 25.47 20.11 45.59 -8.41 54.00 Average 

5  5351.920 25.91 20.12 46.03 -7.97 54.00 Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5310MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5316.550 74.49 20.08 94.57 N/A N/A Peak 

2  5350.000 37.21 20.11 57.33 -16.67 74.00 Peak 

3  5352.050 38.25 20.12 58.37 -15.63 74.00 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5310MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5307.900 64.35 20.07 84.42 N/A N/A Average 

2  5350.000 24.14 20.11 44.25 -9.75 54.00 Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5310MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5311.900 89.56 20.07 109.63 N/A N/A Peak 

2  5350.000 50.04 20.11 70.15 -3.85 74.00 Peak 

3  5350.950 50.57 20.11 70.69 -3.31 74.00 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5310MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5307.600 79.86 20.07 99.93 N/A N/A Average 

2  5350.000 33.15 20.11 53.26 -0.74 54.00 Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5510MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5456.000 37.70 20.22 57.93 -16.07 74.00 Peak 

2  5460.000 35.82 20.23 56.05 -12.15 68.20 Peak 

3  5469.250 37.54 20.24 57.78 -10.42 68.20 Peak 

4  5470.000 36.22 20.24 56.45 -11.75 68.20 Peak 

5 * 5511.900 76.27 20.31 96.58 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5510MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 23.69 20.23 43.92 -10.08 54.00 Average 

2 * 5506.900 66.21 20.29 86.50 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5510MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5452.700 43.68 20.22 63.90 -10.10 74.00 Peak 

2  5460.000 41.21 20.23 61.44 -6.76 68.20 Peak 

3  5463.950 47.14 20.23 67.38 -0.82 68.20 Peak 

4  5470.000 47.25 20.24 67.49 -0.71 68.20 Peak 

5 * 5511.550 90.09 20.31 110.39 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5510MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 26.42 20.23 46.65 -7.35 54.00 Average 

2 * 5508.150 79.38 20.30 99.68 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5670MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5672.300 78.03 20.83 98.86 N/A N/A Peak 

2  5725.000 37.12 21.00 58.12 -10.08 68.20 Peak 

3  5727.950 38.78 21.01 59.79 -8.41 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5670MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5672.150 89.71 20.83 110.54 N/A N/A Peak 

2  5725.000 46.30 21.00 67.30 -0.90 68.20 Peak 

3  5726.200 46.07 21.00 67.07 -1.13 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5755MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5639.900 38.40 20.72 59.12 -9.08 68.20 Peak 

2  5650.000 36.86 20.76 57.62 -10.58 68.20 Peak 

3  5700.000 44.87 20.92 65.79 -39.41 105.20 Peak 

4  5720.000 56.86 20.98 77.84 -32.96 110.80 Peak 

5  5725.000 59.18 21.00 80.18 -42.02 122.20 Peak 

6  5753.125 80.18 21.09 101.27 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5755MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5642.875 45.71 20.73 66.44 -1.76 68.20 Peak 

2  5650.000 42.01 20.76 62.76 -5.44 68.20 Peak 

3  5700.000 57.87 20.92 78.79 -26.41 105.20 Peak 

4  5720.000 69.60 20.98 90.59 -20.21 110.80 Peak 

5  5725.000 71.16 21.00 92.16 -30.04 122.20 Peak 

6  5752.600 91.94 21.09 113.03 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5795MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5788.275 81.29 21.20 102.49 N/A N/A Peak 

2  5850.000 54.11 21.40 75.52 -46.68 122.20 Peak 

3  5855.000 52.43 21.42 73.85 -36.95 110.80 Peak 

4  5875.000 45.62 21.49 67.10 -38.10 105.20 Peak 

5 * 5925.000 39.41 21.65 61.06 -7.14 68.20 Peak 

6  5927.663 39.13 21.66 60.79 -7.41 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5795MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5796.150 94.41 21.23 115.64 N/A N/A Peak 

2  5850.000 63.69 21.40 85.10 -37.10 122.20 Peak 

3  5855.000 61.48 21.42 82.90 -27.90 110.80 Peak 

4  5875.000 56.15 21.49 77.63 -27.57 105.20 Peak 

5  5925.000 44.98 21.65 66.62 -1.58 68.20 Peak 

6 * 5926.987 44.98 21.65 66.63 -1.57 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5210MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5144.275 38.78 19.90 58.68 -15.32 74.00 Peak 

2  5150.000 36.69 19.91 56.60 -17.40 74.00 Peak 

3 * 5207.575 69.22 19.97 89.19 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5210MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5150.000 25.00 19.91 44.91 -9.09 54.00 Average 

2 * 5212.300 58.76 19.97 78.73 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5210MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5142.625 47.81 19.90 67.71 -6.29 74.00 Peak 

2  5150.000 44.88 19.91 64.79 -9.21 74.00 Peak 

3 * 5206.750 85.40 19.97 105.37 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5210MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5149.825 33.38 19.91 53.28 -0.72 54.00 Average 

2  5150.000 33.19 19.91 53.10 -0.90 54.00 Average 

3 * 5214.325 75.01 19.97 94.98 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5290MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5299.180 70.36 20.06 90.42 N/A N/A Peak 

2  5350.000 36.79 20.11 56.91 -17.09 74.00 Peak 

3  5420.290 38.82 20.19 59.01 -14.99 74.00 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5290MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5291.920 60.41 20.05 80.47 N/A N/A Average 

2  5350.000 25.04 20.11 45.15 -8.85 54.00 Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5290MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5292.580 85.86 20.05 105.91 N/A N/A Peak 

2  5350.000 46.67 20.11 66.79 -7.21 74.00 Peak 

3  5361.990 47.57 20.13 67.70 -6.30 74.00 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5290MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5288.950 75.57 20.05 95.62 N/A N/A Average 

2  5350.000 33.71 20.11 53.82 -0.18 54.00 Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5530MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5415.320 38.54 20.18 58.72 -15.28 74.00 Peak 

2  5460.000 36.49 20.23 56.71 -11.49 68.20 Peak 

3  5460.745 38.35 20.23 58.58 -9.62 68.20 Peak 

4  5470.000 37.23 20.24 57.47 -10.73 68.20 Peak 

5 * 5532.735 72.27 20.38 92.65 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5530MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5460.000 24.57 20.23 44.80 -9.20 54.00 Average 

2 * 5532.620 61.87 20.38 82.25 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5530MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5458.905 46.29 20.23 66.51 -7.49 74.00 Peak 

2  5460.000 44.31 20.23 64.54 -3.66 68.20 Peak 

3  5462.585 47.42 20.23 67.65 -0.55 68.20 Peak 

4  5470.000 44.88 20.24 65.12 -3.08 68.20 Peak 

5 * 5532.620 85.82 20.38 106.20 N/A N/A Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5530MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5457.870 31.59 20.23 51.82 -2.18 54.00 Average 

2  5460.055 30.74 20.23 50.97 -3.03 54.00 Average 

3 * 5527.445 74.80 20.36 95.16 N/A N/A Average 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5610MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5614.245 75.36 20.64 96.01 N/A N/A Peak 

2  5725.000 36.33 21.00 57.33 -10.87 68.20 Peak 

3  5734.515 37.63 21.03 58.66 -9.54 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5610MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 5601.325 89.10 20.60 109.70 N/A N/A Peak 

2  5725.000 44.97 21.00 65.97 -2.23 68.20 Peak 

3  5725.205 47.07 21.00 68.07 -0.13 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5775MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5648.200 38.58 20.75 59.33 -8.87 68.20 Peak 

2  5650.000 37.31 20.76 58.07 -10.13 68.20 Peak 

3  5700.000 45.25 20.92 66.17 -39.03 105.20 Peak 

4  5720.000 51.41 20.98 72.39 -38.41 110.80 Peak 

5  5725.000 52.76 21.00 73.76 -48.44 122.20 Peak 

6  5781.000 75.20 21.18 96.38 N/A N/A Peak 

7  5850.000 48.39 21.40 69.80 -52.40 122.20 Peak 

8  5855.000 47.22 21.42 68.64 -42.16 110.80 Peak 

9  5875.000 41.63 21.49 63.12 -42.08 105.20 Peak 

10  5925.000 36.21 21.65 57.86 -10.34 68.20 Peak 

11 * 5982.600 38.27 21.83 60.11 -8.09 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 
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2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 

 



 Report No.: 2008TW0005-T2 

 

Page Number: 142 of 225 

 

 

EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-05 

Factor BBHA 9120D Temp. / Humidity 21.5C/32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5775MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  5637.400 46.54 20.72 67.26 -0.94 68.20 Peak 

2 * 5649.200 46.57 20.75 67.32 -0.88 68.20 Peak 

3  5650.000 46.05 20.76 66.81 -1.39 68.20 Peak 

4  5700.000 58.22 20.92 79.14 -26.06 105.20 Peak 

5  5720.000 63.06 20.98 84.05 -26.75 110.80 Peak 

6  5725.000 64.59 21.00 85.59 -36.61 122.20 Peak 

7  5772.800 86.95 21.15 108.10 N/A N/A Peak 

8  5850.000 58.47 21.40 79.87 -42.33 122.20 Peak 

9  5855.000 57.40 21.42 78.82 -31.98 110.80 Peak 

10  5875.000 50.73 21.49 72.21 -32.99 105.20 Peak 

11  5925.000 38.51 21.65 60.16 -8.04 68.20 Peak 

12  5932.000 41.71 21.67 63.38 -4.82 68.20 Peak 

 

Note: 
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1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB)+16dB. 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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5.8. 不必要之發射 

5.8.1.適用標準  

依據國家通訊傳播委員會低功率射頻器材技術規範之第 5.7.3節： 

在 5.725 GHz～5.850 GHz 的頻段操作之發射器：所有頻帶邊緣向外 5 MHz 內頻率之發射，有效等

向輻射功率(EIRP)≦27 dBm/MHz～15.6 dBm/MHz (以線性法計算對應之限制值)；所有頻帶邊緣向外

5 MHz～25 MHz，有效等向輻射功率(EIRP)≦15.6 dBm/MHz～10 dBm/MHz (以線性法計算對應之限

制值)；所有頻帶邊緣外 25 MHz～75 MHz，有效等向輻射功率(EIRP)≦10 dBm/MHz～-27 dBm/MHz  

(以線性法計算對應之限制值)；所有頻帶邊緣外≧75 MHz 的頻率之發射，有效等向輻射功率(EIRP)

≦-27 dBm/MHz；  

測量不必要發射時，應使用之最低解析頻寬為 1 MHz。必要時，於頻帶邊緣附近可使用小於 1 MHz 之

解析頻寬，並以補償方式計算其總值。  

當測量不必要發射之限制值時，應將待測物的載波頻率調整到儘可能接近設備設計所允許的上、下頻

帶邊緣。  

在 1 GHz 以下不必要之發射，應符合 2.8 之規定，任何使用市電為供應電源之設備亦須符合 2.3 之

電源線傳導限制值。  

不必要發射頻率屬 2.7 規定頻段者，應符合 2.8 之規定。 

 

5.8.2. 量測方法 

低頻待測物置於高 80公分之非導體桌面（落地型產品置於地上），高頻待測物置於高 150公分之非導

體桌面，受測物與配件設備之電源線無須束綁，桌面上受測設備的所有電源線由桌子的後緣垂下沿旋

轉桌表面接至交流插座。落地型設備的交流電源線可以方便的型態走線。桌面可 360度旋轉，接收天

線置於距待測物 3m距離，高度可在 1至 4公尺間變動，以量測待測物之最大輻射電場強度。接收天

線並應於水準及垂直極化方向各量測一次。 
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5.8.3. 測試架構圖 

Below 1GHz Test Setup: 

 

Above 1GHz Test Setup: 
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5.8.4. 不必要之發射測試結果 

EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5180MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7604.500 32.70 11.89 44.59 -29.41 74.00 Peak 

2  8361.000 30.78 12.48 43.25 -30.75 74.00 Peak 

3  8752.000 30.54 13.07 43.61 -24.59 68.20 Peak 

4 * 10358.500 36.61 16.59 53.20 -15.00 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5180MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7604.500 31.81 11.89 43.69 -30.31 74.00 Peak 

2  8344.000 31.04 12.48 43.52 -30.48 74.00 Peak 

3  8701.000 30.97 12.95 43.92 -24.28 68.20 Peak 

4 * 10358.500 38.24 16.59 54.83 -13.37 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 

 



 Report No.: 2008TW0005-T2 

 

Page Number: 148 of 225 

 

 

EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5220MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7604.500 30.64 11.89 42.52 -31.48 74.00 Peak 

2  8284.500 30.07 12.49 42.56 -31.44 74.00 Peak 

3  10443.500 35.49 16.88 52.36 -15.84 68.20 Peak 

4 * 14362.000 33.79 21.40 55.19 -13.01 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 

 



 Report No.: 2008TW0005-T2 

 

Page Number: 149 of 225 

 

 

EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5220MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7630.000 31.40 11.93 43.33 -30.67 74.00 Peak 

2  8361.000 30.38 12.48 42.85 -31.15 74.00 Peak 

3  9831.500 29.10 15.04 44.14 -24.06 68.20 Peak 

4 * 10443.500 40.49 16.88 57.37 -10.83 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5240MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7613.000 31.42 11.90 43.31 -30.69 74.00 Peak 

2  8191.000 30.88 12.50 43.38 -30.62 74.00 Peak 

3  8786.000 30.81 13.16 43.97 -24.23 68.20 Peak 

4 * 10469.000 34.81 16.96 51.77 -16.43 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5240MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7562.000 31.55 11.82 43.36 -30.64 74.00 Peak 

2  8369.500 30.66 12.47 43.14 -30.86 74.00 Peak 

3  9908.000 29.50 15.19 44.69 -23.51 68.20 Peak 

4 * 10477.500 41.44 16.99 58.43 -9.77 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5260MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7638.500 31.21 11.94 43.15 -30.85 74.00 Peak 

2  8301.500 30.93 12.48 43.42 -30.58 74.00 Peak 

3  9789.000 29.70 14.96 44.66 -23.54 68.20 Peak 

4 * 10520.000 34.38 17.10 51.48 -16.72 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5260MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7528.000 31.30 11.76 43.06 -30.94 74.00 Peak 

2  8412.000 30.70 12.47 43.17 -30.83 74.00 Peak 

3  8675.500 30.95 12.88 43.84 -24.36 68.20 Peak 

4 * 10520.000 38.65 17.10 55.75 -12.45 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5300MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7630.000 31.02 11.93 42.95 -31.05 74.00 Peak 

2  8352.500 30.48 12.48 42.95 -31.05 74.00 Peak 

3  8599.000 30.97 12.70 43.67 -24.53 68.20 Peak 

4 * 10588.000 33.12 17.19 50.32 -17.88 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5300MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7689.500 30.92 12.02 42.95 -31.05 74.00 Peak 

2  8361.000 30.61 12.48 43.09 -30.91 74.00 Peak 

3  10035.500 28.81 15.48 44.29 -23.91 68.20 Peak 

4 * 10596.500 39.75 17.21 56.96 -11.24 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5320MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7613.000 31.04 11.90 42.94 -31.06 74.00 Peak 

2  8284.500 29.93 12.49 42.42 -31.58 74.00 Peak 

3  8760.500 30.74 13.09 43.83 -24.37 68.20 Peak 

4 * 9789.000 30.36 14.96 45.32 -22.88 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5320MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  10639.000 35.42 17.27 52.69 -21.31 74.00 Peak 

2  11778.000 30.61 18.10 48.71 -25.29 74.00 Peak 

3  12968.000 32.09 19.20 51.29 -16.91 68.20 Peak 

4 * 13690.500 30.53 20.92 51.46 -16.74 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5500MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7570.500 31.46 11.83 43.29 -30.71 74.00 Peak 

2  8310.000 30.16 12.48 42.64 -31.36 74.00 Peak 

3  8803.000 32.90 13.20 46.10 -22.10 68.20 Peak 

4 * 10265.000 29.94 16.27 46.20 -22.00 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5500MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  10996.000 32.44 17.77 50.21 -23.79 74.00 Peak 

2  12288.000 33.10 17.87 50.96 -23.04 74.00 Peak 

3  12976.500 33.35 19.22 52.58 -15.62 68.20 Peak 

4 * 13835.000 31.61 21.20 52.81 -15.39 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5580MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7613.000 30.59 11.90 42.49 -31.51 74.00 Peak 

2  8344.000 30.50 12.48 42.98 -31.02 74.00 Peak 

3 * 8930.500 32.15 13.51 45.66 -22.54 68.20 Peak 

4  10027.000 28.93 15.45 44.38 -23.82 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5580MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7570.500 31.48 11.83 43.31 -30.69 74.00 Peak 

2  8046.500 30.33 12.52 42.85 -31.15 74.00 Peak 

3  8930.500 30.56 13.51 44.07 -24.13 68.20 Peak 

4 * 10154.500 28.82 15.89 44.71 -23.49 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5700MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7638.500 32.22 11.94 44.16 -29.84 74.00 Peak 

2  9117.500 32.75 13.85 46.60 -27.40 74.00 Peak 

3  9746.500 30.01 14.88 44.89 -23.31 68.20 Peak 

4 * 10265.000 29.85 16.27 46.12 -22.08 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5700MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  8352.500 30.01 12.48 42.49 -31.51 74.00 Peak 

2  9117.500 31.84 13.85 45.70 -28.30 74.00 Peak 

3  9772.000 30.09 14.93 45.02 -23.18 68.20 Peak 

4 * 10265.000 29.78 16.27 46.05 -22.15 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5745MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  11480.500 32.68 18.42 51.10 -22.90 74.00 Peak 

2  12143.500 32.48 17.84 50.33 -23.67 74.00 Peak 

3  13095.500 31.91 19.53 51.44 -16.76 68.20 Peak 

4 * 13571.500 31.08 20.69 51.77 -16.43 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5745MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  11489.000 36.75 18.44 55.19 -18.81 74.00 Peak 

2 * 11489.000 29.22 18.44 47.66 -6.34 54.00 Average 

3  12288.000 32.93 17.87 50.80 -23.20 74.00 Peak 

4  12959.500 32.32 19.18 51.50 -16.70 68.20 Peak 

5  14064.500 29.25 21.50 50.75 -17.45 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5785MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  11574.000 35.58 18.36 53.94 -20.06 74.00 Peak 

2 * 11574.000 23.87 18.36 42.22 -11.78 54.00 Average 

3  12305.000 34.03 17.87 51.90 -22.10 74.00 Peak 

4  12959.500 32.32 19.18 51.49 -16.71 68.20 Peak 

5  13809.500 30.41 21.15 51.56 -16.64 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5785MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  11574.000 39.35 18.36 57.71 -16.29 74.00 Peak 

2 * 11574.000 29.98 18.36 48.33 -5.67 54.00 Average 

3  12288.000 32.69 17.87 50.56 -23.44 74.00 Peak 

4  13053.000 31.39 19.42 50.82 -17.38 68.20 Peak 

5  13988.000 30.46 21.50 51.96 -16.24 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5825MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  11650.500 34.56 18.26 52.82 -21.18 74.00 Peak 

2  12279.500 33.67 17.87 51.53 -22.47 74.00 Peak 

3  13146.500 31.93 19.66 51.59 -16.61 68.20 Peak 

4 * 13937.000 31.15 21.40 52.54 -15.66 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode Transmit by 802.11a at Channel 5825MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  11650.500 39.72 18.26 57.98 -16.02 74.00 Peak 

2 * 11650.500 33.31 18.26 51.57 -2.43 54.00 Average 

3  12152.000 32.51 17.85 50.35 -23.65 74.00 Peak 

4  13129.500 32.77 19.62 52.39 -15.81 68.20 Peak 

5  13809.500 30.69 21.15 51.84 -16.36 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5180MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7672.500 31.71 12.00 43.70 -30.30 74.00 Peak 

2  8284.500 30.56 12.49 43.05 -30.95 74.00 Peak 

3  8692.500 31.60 12.93 44.53 -23.67 68.20 Peak 

4 * 10358.500 30.56 16.59 47.15 -21.05 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5180MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7630.000 31.88 11.93 43.81 -30.19 74.00 Peak 

2  8344.000 30.32 12.48 42.80 -31.20 74.00 Peak 

3  8667.000 30.92 12.86 43.78 -24.42 68.20 Peak 

4 * 10358.500 39.03 16.59 55.61 -12.59 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5220MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7528.000 31.22 11.76 42.98 -31.02 74.00 Peak 

2  8412.000 30.80 12.47 43.27 -30.73 74.00 Peak 

3  8701.000 31.93 12.95 44.87 -23.33 68.20 Peak 

4 * 10435.000 36.78 16.85 53.62 -14.58 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5220MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7630.000 31.96 11.93 43.88 -30.12 74.00 Peak 

2  8233.500 29.95 12.49 42.45 -31.55 74.00 Peak 

3  9721.000 29.82 14.84 44.66 -23.54 68.20 Peak 

4 * 10443.500 41.04 16.88 57.92 -10.28 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5240MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7681.000 31.45 12.01 43.46 -30.54 74.00 Peak 

2  8327.000 30.27 12.48 42.75 -31.25 74.00 Peak 

3  9959.000 29.19 15.28 44.47 -23.73 68.20 Peak 

4 * 10477.500 33.85 16.99 50.84 -17.36 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5240MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7613.000 32.14 11.90 44.04 -29.96 74.00 Peak 

2  8378.000 30.71 12.47 43.18 -30.82 74.00 Peak 

3  9627.500 30.35 14.66 45.01 -23.19 68.20 Peak 

4 * 10477.500 40.83 16.99 57.83 -10.37 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5260MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7638.500 30.76 11.94 42.70 -31.30 74.00 Peak 

2  8267.500 30.00 12.49 42.49 -31.51 74.00 Peak 

3  9704.000 29.58 14.80 44.39 -23.81 68.20 Peak 

4 * 10520.000 31.76 17.10 48.85 -19.35 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5260MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7570.500 31.46 11.83 43.29 -30.71 74.00 Peak 

2  8327.000 29.72 12.48 42.20 -31.80 74.00 Peak 

3  9738.000 29.95 14.87 44.82 -23.38 68.20 Peak 

4 * 10511.500 36.58 17.09 53.67 -14.53 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5300MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7596.000 31.94 11.87 43.81 -30.19 74.00 Peak 

2  8335.500 30.75 12.48 43.23 -30.77 74.00 Peak 

3  9874.000 29.21 15.12 44.34 -23.86 68.20 Peak 

4 * 10596.500 32.35 17.21 49.56 -18.64 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5300MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7553.500 30.94 11.80 42.74 -31.26 74.00 Peak 

2  8352.500 30.37 12.48 42.85 -31.15 74.00 Peak 

3  9874.000 29.87 15.12 45.00 -23.20 68.20 Peak 

4 * 10596.500 34.55 17.21 51.76 -16.44 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5320MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7596.000 31.97 11.87 43.84 -30.16 74.00 Peak 

2  8352.500 30.77 12.48 43.25 -30.75 74.00 Peak 

3  8675.500 32.07 12.88 44.95 -23.25 68.20 Peak 

4 * 10324.500 30.06 16.47 46.53 -21.67 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5320MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  10630.500 35.45 17.26 52.71 -21.29 74.00 Peak 

2  11693.000 31.34 18.21 49.54 -24.46 74.00 Peak 

3  13053.000 31.96 19.42 51.38 -16.82 68.20 Peak 

4 * 15220.500 35.45 21.47 56.93 -11.27 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5500MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7621.500 31.97 11.91 43.89 -30.11 74.00 Peak 

2  8378.000 30.73 12.47 43.20 -30.80 74.00 Peak 

3  8684.000 31.62 12.91 44.52 -23.68 68.20 Peak 

4 * 10214.000 31.31 16.09 47.40 -20.80 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5500MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7630.000 32.78 11.93 44.70 -29.30 74.00 Peak 

2  8369.500 30.62 12.47 43.10 -30.90 74.00 Peak 

3  8803.000 31.93 13.20 45.12 -23.08 68.20 Peak 

4 * 10103.500 29.59 15.71 45.31 -22.89 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 

 



 Report No.: 2008TW0005-T2 

 

Page Number: 184 of 225 

 

 

EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5580MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7570.500 31.07 11.83 42.90 -31.10 74.00 Peak 

2  8352.500 29.74 12.48 42.22 -31.78 74.00 Peak 

3  8930.500 31.74 13.51 45.25 -22.95 68.20 Peak 

4 * 10103.500 30.05 15.71 45.76 -22.44 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 

 



 Report No.: 2008TW0005-T2 

 

Page Number: 185 of 225 

 

 

EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5580MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  11166.000 32.40 18.00 50.40 -23.60 74.00 Peak 

2  12347.500 33.50 17.88 51.38 -22.62 74.00 Peak 

3  13112.500 31.25 19.57 50.82 -17.38 68.20 Peak 

4 * 13911.500 31.41 21.35 52.76 -15.44 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5700MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7630.000 32.60 11.93 44.53 -29.47 74.00 Peak 

2  8352.500 32.05 12.48 44.53 -29.47 74.00 Peak 

3 * 8701.000 31.90 12.95 44.85 -23.35 68.20 Peak 

4  9721.000 29.74 14.84 44.57 -23.63 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5700MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7613.000 32.21 11.90 44.11 -29.89 74.00 Peak 

2  8412.000 30.19 12.47 42.65 -31.35 74.00 Peak 

3  8650.000 30.91 12.82 43.73 -24.47 68.20 Peak 

4 * 10256.500 30.24 16.24 46.48 -21.72 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5745MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  11489.000 31.60 18.44 50.04 -23.96 74.00 Peak 

2  12228.500 33.25 17.86 51.11 -22.89 74.00 Peak 

3  13087.000 32.04 19.51 51.55 -16.65 68.20 Peak 

4 * 14362.000 31.91 21.40 53.31 -14.89 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5745MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  11497.500 35.91 18.45 54.36 -19.64 74.00 Peak 

2 * 11497.500 28.34 18.45 46.78 -7.22 54.00 Average 

3  12364.500 33.66 17.88 51.54 -22.46 74.00 Peak 

4  12968.000 32.36 19.20 51.56 -16.64 68.20 Peak 

5  14217.500 31.10 21.45 52.55 -15.65 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5785MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  11565.500 32.08 18.37 50.45 -23.55 74.00 Peak 

2  12194.500 33.06 17.85 50.91 -23.09 74.00 Peak 

3  13121.000 31.36 19.60 50.96 -17.24 68.20 Peak 

4 * 13928.500 30.90 21.38 52.28 -15.92 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5785MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  11574.000 36.93 18.36 55.29 -18.71 74.00 Peak 

2 * 11574.000 28.36 18.36 46.72 -7.28 54.00 Average 

3  12356.000 33.60 17.88 51.48 -22.52 74.00 Peak 

4  12849.000 33.00 18.87 51.88 -16.32 68.20 Peak 

5  13911.500 32.64 21.35 53.99 -14.21 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5825MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  11642.000 34.01 18.27 52.28 -21.72 74.00 Peak 

2  12194.500 33.02 17.85 50.87 -23.13 74.00 Peak 

3  13104.000 32.44 19.55 52.00 -16.20 68.20 Peak 

4 * 13954.000 31.61 21.43 53.04 -15.16 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT20 at Channel 

5825MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  10970.500 31.00 17.74 48.74 -25.26 74.00 Peak 

2  11650.500 39.67 18.26 57.93 -16.07 74.00 Peak 

3 * 11650.500 32.70 18.26 50.96 -3.04 54.00 Average 

4  13002.000 32.10 19.30 51.40 -16.80 68.20 Peak 

5  13588.500 30.15 20.73 50.88 -17.32 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5190MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7698.000 31.80 12.04 43.84 -30.16 74.00 Peak 

2  8327.000 30.42 12.48 42.90 -31.10 74.00 Peak 

3  8743.500 30.86 13.05 43.91 -24.29 68.20 Peak 

4 * 10265.000 29.64 16.27 45.91 -22.29 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5190MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7613.000 31.65 11.90 43.55 -30.45 74.00 Peak 

2  8403.500 30.13 12.47 42.60 -31.40 74.00 Peak 

3  8709.500 30.69 12.97 43.66 -24.54 68.20 Peak 

4 * 10384.000 32.09 16.67 48.77 -19.43 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5230MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7570.500 31.68 11.83 43.51 -30.49 74.00 Peak 

2  8369.500 31.33 12.47 43.80 -30.20 74.00 Peak 

3  8743.500 30.69 13.05 43.74 -24.46 68.20 Peak 

4 * 10460.500 33.18 16.93 50.11 -18.09 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5230MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7621.500 31.85 11.91 43.76 -30.24 74.00 Peak 

2  8412.000 30.53 12.47 43.00 -31.00 74.00 Peak 

3  8718.000 30.34 12.99 43.33 -24.87 68.20 Peak 

4 * 10460.500 36.72 16.93 53.65 -14.55 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5270MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7596.000 31.26 11.87 43.13 -30.87 74.00 Peak 

2  8395.000 30.11 12.47 42.58 -31.42 74.00 Peak 

3  10001.500 29.36 15.37 44.72 -23.48 68.20 Peak 

4 * 10545.500 33.79 17.13 50.92 -17.28 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5270MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7570.500 31.51 11.83 43.34 -30.66 74.00 Peak 

2  8276.000 30.93 12.49 43.42 -30.58 74.00 Peak 

3  9687.000 29.44 14.77 44.21 -23.99 68.20 Peak 

4 * 10545.500 37.66 17.13 54.80 -13.40 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 



 Report No.: 2008TW0005-T2 

 

Page Number: 200 of 225 

 

 

EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5310MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7587.500 32.70 11.86 44.56 -29.44 74.00 Peak 

2  8361.000 30.37 12.48 42.85 -31.15 74.00 Peak 

3  8709.500 30.87 12.97 43.84 -24.36 68.20 Peak 

4 * 10001.500 28.87 15.37 44.23 -23.97 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5310MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7613.000 31.39 11.90 43.29 -30.71 74.00 Peak 

2  8310.000 30.58 12.48 43.07 -30.93 74.00 Peak 

3  8718.000 30.68 12.99 43.66 -24.54 68.20 Peak 

4 * 10103.500 28.86 15.71 44.57 -23.63 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5510MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7638.500 32.76 11.94 44.70 -29.30 74.00 Peak 

2  8327.000 30.30 12.48 42.78 -31.22 74.00 Peak 

3  8820.000 32.41 13.24 45.65 -22.55 68.20 Peak 

4 * 10256.500 29.76 16.24 45.99 -22.21 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5510MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7672.500 32.61 12.00 44.61 -29.39 74.00 Peak 

2  8369.500 30.47 12.47 42.95 -31.05 74.00 Peak 

3  8820.000 31.45 13.24 44.68 -23.52 68.20 Peak 

4 * 10265.000 30.40 16.27 46.66 -21.54 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5550MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7613.000 31.04 11.90 42.94 -31.06 74.00 Peak 

2  8284.500 30.45 12.49 42.94 -31.06 74.00 Peak 

3 * 8879.500 32.63 13.38 46.01 -22.19 68.20 Peak 

4  10010.000 29.39 15.39 44.79 -23.41 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5550MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  11089.500 34.50 17.90 52.40 -21.60 74.00 Peak 

2  12228.500 32.28 17.86 50.14 -23.86 74.00 Peak 

3  13104.000 32.12 19.55 51.67 -16.53 68.20 Peak 

4 * 13911.500 32.30 21.35 53.65 -14.55 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5670MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7621.500 32.98 11.91 44.89 -29.11 74.00 Peak 

2  8369.500 30.61 12.47 43.08 -30.92 74.00 Peak 

3  8701.000 32.34 12.95 45.29 -22.91 68.20 Peak 

4 * 10265.000 30.34 16.27 46.61 -21.59 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5670MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7621.500 32.81 11.91 44.72 -29.28 74.00 Peak 

2  8335.500 30.55 12.48 43.03 -30.97 74.00 Peak 

3 * 8667.000 32.89 12.86 45.76 -22.44 68.20 Peak 

4  10146.000 29.46 15.86 45.32 -22.88 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5755MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7596.000 32.27 11.87 44.14 -29.86 74.00 Peak 

2  8369.500 30.27 12.47 42.74 -31.26 74.00 Peak 

3  8692.500 31.93 12.93 44.86 -23.34 68.20 Peak 

4 * 9746.500 30.95 14.88 45.83 -22.37 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5755MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  11506.000 32.35 18.44 50.79 -23.21 74.00 Peak 

2  12305.000 33.02 17.87 50.89 -23.11 74.00 Peak 

3  13129.500 31.85 19.62 51.47 -16.73 68.20 Peak 

4 * 13869.000 32.53 21.27 53.79 -14.41 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5795MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  11599.500 33.16 18.32 51.48 -22.52 74.00 Peak 

2  12305.000 33.53 17.87 51.40 -22.60 74.00 Peak 

3  13087.000 31.76 19.51 51.27 -16.93 68.20 Peak 

4 * 13911.500 32.02 21.35 53.37 -14.83 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT40 at Channel 

5795MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  11599.500 37.58 18.32 55.90 -18.10 74.00 Peak 

2 * 11599.500 28.94 18.32 47.27 -6.73 54.00 Average 

3  12279.500 33.18 17.87 51.05 -22.95 74.00 Peak 

4  13163.500 31.63 19.70 51.33 -16.87 68.20 Peak 

5  13903.000 32.17 21.33 53.50 -14.70 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5210MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7579.000 31.97 11.84 43.82 -30.18 74.00 Peak 

2  8352.500 30.75 12.48 43.23 -30.77 74.00 Peak 

3 * 8684.000 32.02 12.91 44.92 -23.28 68.20 Peak 

4  10146.000 29.04 15.86 44.90 -23.30 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5210MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7587.500 32.53 11.86 44.39 -29.61 74.00 Peak 

2  8369.500 29.95 12.47 42.42 -31.58 74.00 Peak 

3  8684.000 31.69 12.91 44.60 -23.60 68.20 Peak 

4 * 10231.000 29.25 16.15 45.40 -22.80 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5290MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7630.000 31.78 11.93 43.71 -30.29 74.00 Peak 

2  8335.500 30.85 12.48 43.33 -30.67 74.00 Peak 

3  8726.500 31.76 13.01 44.77 -23.43 68.20 Peak 

4 * 10248.000 30.71 16.21 46.92 -21.28 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5290MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7621.500 32.23 11.91 44.14 -29.86 74.00 Peak 

2  8327.000 30.79 12.48 43.27 -30.73 74.00 Peak 

3  8743.500 30.66 13.05 43.71 -24.49 68.20 Peak 

4 * 10248.000 30.09 16.21 46.30 -21.90 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5530MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7579.000 32.22 11.84 44.07 -29.93 74.00 Peak 

2  8352.500 30.52 12.48 43.00 -31.00 74.00 Peak 

3  8667.000 32.00 12.86 44.86 -23.34 68.20 Peak 

4 * 9602.000 30.27 14.61 44.89 -23.31 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5530MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7596.000 31.72 11.87 43.59 -30.41 74.00 Peak 

2  8310.000 30.92 12.48 43.40 -30.60 74.00 Peak 

3  8667.000 31.11 12.86 43.97 -24.23 68.20 Peak 

4 * 10256.500 30.55 16.24 46.78 -21.42 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5610MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7570.500 32.18 11.83 44.01 -29.99 74.00 Peak 

2  8344.000 30.26 12.48 42.74 -31.26 74.00 Peak 

3  8726.500 32.05 13.01 45.06 -23.14 68.20 Peak 

4 * 10307.500 30.05 16.41 46.46 -21.74 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5610MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7613.000 32.51 11.90 44.41 -29.59 74.00 Peak 

2  8395.000 30.29 12.47 42.76 -31.24 74.00 Peak 

3  8684.000 31.04 12.91 43.95 -24.25 68.20 Peak 

4 * 10273.500 30.07 16.30 46.37 -21.83 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5775MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7587.500 32.03 11.86 43.89 -30.11 74.00 Peak 

2  8318.500 29.97 12.48 42.45 -31.55 74.00 Peak 

3  8684.000 31.64 12.91 44.54 -23.66 68.20 Peak 

4 * 9789.000 29.82 14.96 44.78 -23.42 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-07 

Factor BBHA 9120D Temp. / Humidity 20.4C/30% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode 
Transmit by 802.11ac-VHT80 at Channel 

5775MHz 
Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  7579.000 31.65 11.84 43.50 -30.50 74.00 Peak 

2  8395.000 31.07 12.47 43.54 -30.46 74.00 Peak 

3  8684.000 30.98 12.91 43.88 -24.32 68.20 Peak 

4 * 10239.500 30.18 16.18 46.36 -21.84 68.20 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB)– Preamplifier(dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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The Worst Case of Radiated Emission below 1GHz: 

EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-08 

Factor VULB 9162 Temp. / Humidity 20.8C /32% 

Polarity Horizontal Site / Test Engineer AC1 / Jay Chou 

Test Mode Worse mode- 802.11a at Channel 5745MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1  46.975 525.97 -499.38 26.59 -13.41 40.00 Peak 

2  114.390 525.33 -498.98 26.35 -17.15 43.50 Peak 

3  143.490 532.77 -498.85 33.92 -9.58 43.50 Peak 

4 * 151.260 534.13 -498.82 35.31 -8.19 43.50 QP 

5  579.990 533.37 -497.64 35.73 -10.27 46.00 Peak 

6  870.020 530.94 -497.08 33.86 -12.14 46.00 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 
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EUT AC750 Wi-Fi 訊號延伸器 Date of Test  2021-03-08 

Factor VULB 9162 Temp. / Humidity 20.8C /32% 

Polarity Vertical Site / Test Engineer AC1 / Jay Chou 

Test Mode Worse mode- 802.11a at Channel 5745MHz Test Voltage 110V/60Hz 

 

No  Frequency 

(MHz) 

Reading 

(dBuV) 

C.F 

(dB) 

Measurement 

(dBuV/m) 

Margin 

(dB) 

Limit 

(dBuV/m) 

Remark 

(QP/PK/AV) 

1 * 45.715 532.93 -499.39 33.54 -6.46 40.00 QP 

2  54.250 532.09 -499.32 32.77 -7.23 40.00 Peak 

3  141.065 534.64 -498.87 35.77 -7.73 43.50 Peak 

4  151.735 533.76 -498.82 34.94 -8.56 43.50 Peak 

5  579.990 533.06 -497.64 35.42 -10.58 46.00 Peak 

6  908.820 532.22 -497.01 35.21 -10.79 46.00 Peak 

 

Note: 

1. " *", means this data is the worst emission level. 

2. C.F (Correction Factor) = Antenna Factor (dB)+ Cable Loss (dB). 

3. Measurement(dBuV/m) = Reading(dBuV) + C.F (Correction Factor). 

4.The emission levels of other frequencies are very lower than the limit and not show in test report. 

 

The End 
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5.9. 發射功率控制 

5.9.1.適用標準  

操作於5.250~5.350 及5.470~5.725 秭赫頻帶的設備，應具備發射功率控制機能。設備必須至少具有

6dB 低於平均EIRP 值30dBm 的能力。 

5.9.2 量測方法 

待測物之天線埠經由適當之衰減直接連至頻譜分析儀 RF輸入端，峰值發射功率必須使用依據均方根

等效電壓校準之儀器量測於任何連續傳輸之時段，量測結果須依儀器限制(如偵測器反應時間、相較於

發射頻寬有限之解析頻寬能力，靈敏度等)調整得出正確之峰值量測或使用峰值功率表。 

5.9.3 測試架構圖 
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5.9.4發射功率控制測試結果 

 

A TPC mechanism is not required for systems with an e.i.r.p. of less than 500 mW. 

 

The End 

 


