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Summary of Test Result

Report Ref Std. Result
Test Items Remark

Clause Clause (PASS/FAIL)

1.1.2 2.2 Antenna Requirement PASS -
3.1 23 AC Power-line Conducted Emissions PASS -
3.2 N/A Emission Bandwidth PASS -
3.3 3.10.2.2 Fundamental Emissions PASS -
3.4 3.10.2.2/3.10.2.4 | Transmitter Radiated Unwanted Emissions PASS -
35 211 Receiver Radiated Unwanted Emissions PASS -

Declaration of Conformity:

The test results with all measurement uncertainty excluded are presented in accordance with the regulation limits
or requirements declared by manufacturers.

Comments and Explanations:

None.

Reviewed by: Jackson Tsai

Report Producer: Michelle Tsai
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1 General Description
1.1 Information

1.1.1 RF General Information

RF General Information

Frequency Range (MHz) Bluetooth Mode Ch. Frequency (MHz)

Channel Number

2400-2483.5 LE 2402-2480 0-39 [40]
Note 1: Field strength performed average level at 3m.
1.1.2 Antenna Information
Ant. Port Brand Model Name Antenna Type Connector
1 - - PIFA i-Pex
! 2 - - PIFA i-Pex
3 - - PIFA i-Pex
? 4 - - PIFA i-Pex
3 1 - - Chip Fixed on board
Ant. | Port 2.4G Galr:s#dBl) 5G
1 ; 1.6 - 4.0
2 2 - - 4.0
3 1 - 1.6 -
Note 1: The EUT has three antennas.
For 2.4GHz function:
For IEEE 802.11 b/g/n mode (2TX/2RX):
Ant. 1 could transmit/receive simultaneously.
For BT function:
For Bluetooth mode (1TX/1RX)
Only Ant. 3 can be used as transmitting/receiving antenna.
For 5GHz function:
For IEEE 802.11a/n/ac mode (4TX/4RX):
Ant. 1 and Ant. 2 could transmit/receive simultaneously.
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1.1.3 EUT Information

Operational Condition

EUT Power Type From PoE

Type of EUT

Stand-alone

X
[] |Combined (EUT where the radio part is fully integrated within another device)
Combined Equipment - Brand Name / Model No.:

[] | Plug-in radio (EUT intended for a variety of host systems)
Host System - Brand Name / Model No.:

] |other:

1.1.4 Test Signal Duty Cycle

Operated Mode for Worst Duty Cycle

[] Operated normally mode for worst duty cycle

X Operated test mode for worst duty cycle

Test Signhal Duty Cycle (x)

Xl 100%
TEL : 886-3-327-3456 Page Number © 60f25
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1.2 Testing Applied Standards

According to the specifications of the manufacturer, the EUT must comply with the requirements of the
following standards:

. LP0002 Section 3.10.2 (2018-01-10)

ANSI C63.10-2013

KDB 558074 D01 v05r02

ANSI C63.4-2014

KDB 414788 D01 v01r01

* ¢ o o

1.3 Testing Location Information

Testing Location
X |[HWAYA |ADD : No. 52, Huaya 1st Rd., Guishan Dist., Taoyuan City, Taiwan (R.O.C.)
TEL : 886-3-327-3456 ‘ FAX : 886-3-327-0973
] |JHUBEI ADD : No.8, Ln. 724, Bo'ai St., Zhubei City, Hsinchu County, Taiwan (R.O.C.)
TEL : 886-3-656-9065 FAX : 886-3-656-9085
Test Condition Test Site No. | Test Engineer Test Environment Test Date
RF Conducted THO6-HY Gary 23.1~26.6°C / 61~69% 10/May/2019
Radiated (TX) 23.6~24.2°C /51.2~52.1% 24/Apr/2019~20/May/2019
03CHO3-HY Jeff
Radiated (RX) 24.3~25.1°C / 51.6~52.4% 16/Sep/2019
AC Conduction(TX) 23.1~24.5°C / 64.8~69.3% 09/May/2019
CO04-HY Edward
AC Conduction(RX) 22.2~23.5°C / 65.8~68.2% 12/Sep/2019~13/Sep/2019

1.4 Measurement Uncertainty

ISO/IEC 17025 requires that an estimate of the measurement uncertainties associated with the emissions test
results be included in the report. The measurement uncertainties given below are based on a 95% confidence
level (based on a coverage factor (k=2)

Test Items Uncertainty Remark

Conducted Emission (150kHz ~ 30MHz) 3.54 dB Confidence levels of 95%
Radiated Emission (9kHz ~ 30MHz) 1.6 dB Confidence levels of 95%
Radiated Emission (30MHz ~ 1,000MHz) 4.3 dB Confidence levels of 95%
Radiated Emission (1GHz ~ 18GHz) 3.9dB Confidence levels of 95%
Radiated Emission (18GHz ~ 40GHz) 3.5dB Confidence levels of 95%
Conducted Emission 1.3dB Confidence levels of 95%
Temperature 0.7 C Confidence levels of 95%
Humidity 4% Confidence levels of 95%
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2 Test Configuration of EUT
2.1 Test Condition

RF Conducted Abbreviation Remark
TnomVnom Tnom 20°C
- Vhom 120V

2.2 Test Channel Mode

Test Software DoC
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2.3 The Worst Case Modulation Configuration

Modulation Used for Conformance Testing
Test Mode Field Strength (dBuV/m at 3 m)
Bluetooth 4.0 LE 91.37

2.4 Test Channel Frequencies Configuration

Test Channel Frequencies Configuration

Test Mode Test Channel Frequencies (MHz)
Bluetooth 4.0 LE 2402-2480

2.5 The Worst Case Measurement Configuration

The Worst Case Mode for Following Conformance Tests

Tests Item AC power-line conducted emissions
Condition AC power-line conducted measurement for line and neutral
Operating Mode CTX/CRX (TX See Note 1)
1 PoE Mode

The Worst Case Mode for Following Conformance Tests

Tests Iltem Emission Bandwidth, Fundamental Emissions (See Note 1)
Radiated Unwanted Emissions (TX See Note 1)

Test Condition Radiated measurement

[] EUT will be placed in fixed position.

User Position XI EUT will be placed in mobile position and operating multiple positions.

[] EUT will be a hand-held or body-worn battery-powered devices and
operating multiple positions.

Operating Mode XI 1. PoE Mode
Operating Mode > 1GHz | CTX/CRX

Y Plane

Orthogonal Planes of
EUT

Note 1: According to the manufacturer’s declaration of product application, the brand name are same as
Sporton Project No.: FR702609-06AL. After evaluation and verify, the test data meet our expectation.
Therefore the test data could be leveraged Sporton Project No.: FR702609-06AL.
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2.6 Support Equipment
Support Equipment — AC Conduction
No. Equipment Brand Name Model Name FCCID
1 PoE UBNT GP-H480-050G -
2 Power Cable Power sync PW-GPC180-3 -
3 LAN Cable Power sync CAT-6E-01 -
Note: Support equipment No.1 was provided by customer.
Support Equipment — Radiated Emission
No. Equipment Brand Name Model Name FCCID
1 PoE (Remote) UBIQUITI GP-H480-050G -
Note: Support equipment No.1 was provided by customer.
Support Equipment — RF Conducted
No. Equipment Brand Name Model Name FCCID
1 Notebook DELL E5410 DoC
2 Adapter for NB DELL HAG65NM130 DoC
TEL : 886-3-327-3456 Page Number © 10 0f 25
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2.7 Test Setup Diagram

Test Setup Diagram — AC Line Conducted Emission Test
AC Mains
2 1
—
PoE
EUT I
Item Connection Shielded | Length(m) | Remark
1 AC Power line No 1.0 -
2 LAN cable No 0.8 -
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Test Setup Diagram - Radiated Test (TX)

Turn Table

Item Connection Shielded | Length(m) | Remark
1 AC Power line No 1.5 -
2 LAN cable No 10.0 -

Test Setup Diagram - Radiated Test (RX)

EUT

AC Mains

Turn table

Item Connection Shielded | Length(m) [ Remark
1 AC Power line No 1.5 -
2 LAN cable No 10.0 -
TEL : 886-3-327-3456 Page Number D 120f25
FAX : 886-3-327-0973 Issued Date © Oct. 23, 2019

Report Template No.: HE1-C12 Ver2.2 Report Version © 01



e %NCC TEST REPORT Report No. : TR702609-12AL

SPORTON LAB.

3 Transmitter Test Result
3.1 AC Power-line Conducted Emissions

3.1.1 AC Power-line Conducted Emissions Limit

AC Power-line Conducted Emissions Limit

Frequency Emission (MHz) Quasi-Peak Average
0.15-0.5 66 - 56 * 56 -46*

0.5-5 56 46

5-30 60 50

Note 1: * Decreases with the logarithm of the frequency.

3.1.2 Measuring Instruments

Refer a test equipment and calibration data table in this test report.

3.1.3 Test Procedures

Test Method
X Refer as ANSI C63.10-2013, clause 6.2 for AC power-line conducted emissions.

3.1.4 Test Setup

AC Power-line Conducted Emissions

ht -
Bonced lo Grounplane

3.1.5 Test Result of AC Power-line Conducted Emissions

Refer as Appendix A
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3.2 Emission Bandwidth
3.2.1 Emission Bandwidth Limit

Emission Bandwidth Limit

X Emission bandwidth falls completely within authorized band.

3.2.2 Measuring Instruments

Refer a test equipment and calibration data table in this test report.

3.2.3 Test Procedures

Test Method
X Refer as ANSI C63.10, clause 6.9.3 for occupied bandwidth testing.

[] Refer as RSS-Gen, clause 6.7 for for occupied bandwidth testing.

3.2.4 Test Setup

Emission Bandwidth

[ e

Spectrum
Analyzrer

3.2.5 Test Result of Emission Bandwidth
Refer as Appendix B
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3.3 Fundamental Emissions

3.3.1 Fundamental Emissions Limit

Fundamental Emissions E-Field Strength Limit (3m)
[] 902-928 MHz Band: 94 dBuV/m (quasi peak)
X 2400-2483.5 MHz Band: 94 dBuV/m (average)
[l 5725-5875 MHz Band: 94 dBuV/m (average)

3.3.2 Measuring Instruments

Refer a test equipment and calibration data table in this test report.

3.3.3 Test Procedures

X] The average emission levels shall be measured in [duty cycle = 100 or by duty cycle correction factor].

X] For the transmitter emissions shall be measured using following options below:
XI Refer as ANSI C63.10, clause 4.1.4.2.3 (Reduced VBW) — Duty cycle = 100%.

[] Refer as ANSI C63.10, clause 4.1.4.2.4 average value of pulsed emissions. Adjusted by a “duty
cycle correction factor”, derived from 20log (dwell time/100 ms). Average emission = peak
emission + 20 log (duty cycle).

XI Refer as ANSI C63.10, clause 4.1.4.2.1 measurement procedure quasi-peak limit.

XI Refer as ANSI C63.10, clause 4.1.4.2.2 measurement procedure peak limit.
X Refer as ANSI C63.10, clause 6.5 for radiated emissions 30 MHz to 1 GHz and test distance is 3m.

X] Refer as ANSI C63.10, clause 6.6 for radiated emissions above 1 GHz and test distance is 3m.

3.3.4 Test Setup

Fundamental Emissions

RX Antenna
4 WP L
1
EUT AI'I'_t.fEEd : 1-4m

""" | | int 1
f i
0cm H
1

Metal Full Soldered Ground Plane

Spectrum &nahyzer —
I Receiver _ &
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Spectrum Analyzer | [ ].

3.3.5 Test Result of Fundamental Emissions

Refer as Appendix C
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3.4 Transmitter Radiated Unwanted Emissions

3.4.1 Transmitter Radiated Unwanted Emissions Limit

Transmitter Radiated Unwanted Emissions Limit

Harmonics:
X 54 dBuV/m (average)

Other Unwanted Emissions:

X 50 dB below the level of the fundamental or Part 15.209, whichever is the lesser attenuation.

3.4.2 Measuring Instruments

Refer a test equipment and calibration data table in this test report.

3.4.3 Test Procedures

Test Method — General Information

XI Measurements may be performed at a distance other than the limit distance provided they are not
performed in the near field and the emissions to be measured can be detected by the measurement
equipment. When performing measurements at a distance other than that specified, the results shall be
extrapolated to the specified distance using an extrapolation factor of 20 dB/decade (inverse of linear
distance for field-strength measurements, inverse of linear distance-squared for power-density
measurements).

The average emission levels shall be measured in [duty cycle = 98 or duty factor].

XX

Refer as ANSI C63.10, clause 6.10.3 bandedge testing shall be performed at the lowest frequency
channel and highest frequency channel within the allowed operating band.

X For the transmitter unwanted emissions shall be measured using following options below:
X Refer as ANSI C63.10, clause 4.1.4.2.3 (Reduced VBW) — Duty cycle = 100%.

[ ] Refer as ANSI C63.10, clause 4.1.4.2.4 average value of pulsed emissions. Adjusted by a “duty
cycle correction factor”, derived from 20log (dwell time/100 ms). Average emission = peak
emission + 20 log (duty cycle).

[] Referas ANSI C63.10, clause 4.1.4.2.1 measurement procedure quasi-peak limit.

X Refer as ANSI C63.10, clause 4.1.4.2.2 measurement procedure peak limit.

X For the transmitter bandedge emissions shall be measured using following options below:
XI Refer as ANSI C63.10, clause 6.10 for band-edge testing.
[l Referas ANSI C63.10, clause 6.10.6 for marker-delta method for band-edge measurements.

Xl For radiated measurement.
X Refer as ANSI C63.10, clause 6.4 for radiated emissions below 30 MHz and test distance is 3m.
XI Refer as ANSI C63.10, clause 6.5 for radiated emissions 30 MHz to 1 GHz and test distance is 3m.

XI Refer as ANSI C63.10, clause 6.6 for radiated emissions above 1 GHz and test distance is 3m.

The any unwanted emissions level shall not exceed the fundamental emission level.

XX

All amplitude of spurious emissions that are attenuated by more than 20 dB below the permissible value
has no need to be reported.
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3.4.4 Test Setup

Emissions in Restricted Frequency Bands
9kHz ~30MHz

| Im —— ]

Metal Full Soddered Grownd Plang
Spectrum Analyzer

I Receiver o0

30MHz~1GHz
RX Antenna
| e 111 —_——— E T
1
EUT An_t. feed : 1~4m
“““ | | . Sl
! |
1

Metal Full Soldered Ground Plane

Spectrum Analyzer

I Receiver ..Q &

TEL : 886-3-327-3456 Page Number - 18 of 25
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Above 1GHz

Spectrum Analyzer | [ ].

3.4.5 Transmitter Radiated Unwanted Emissions (Below 30MHz)

All amplitude of spurious emissions that are attenuated by more than 20 dB below the permissible value has no
need to be reported.

3.4.6 Transmitter Radiated Unwanted Emissions (Below 1GHz)

Refer as Appendix C
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3.5

Receiver Radiated Spurious Emissions

3.5.1 Receiver in Radiated Spurious Emissions Limit

Restricted Spurious Emissions Limit

Frequency Range (MHz)| Field Strength (uV/m) |Field Strength (dBuV/m)| Measure Distance (m)
0.009~0.490 2400/F(kHz) 48.5-13.8 300
0.490~1.705 24000/F(kHz) 33.8-23 30

1.705~30.0 30 29 30
30~88 100 40 3
88~216 150 43.5 3

216~960 200 46 3
Above 960 500 54 3

Note 1: Test distance for frequencies at or above 30 MHz, measurements may be performed at a distance
other than the limit distance provided they are not performed in the near field and the emissions to
be measured can be detected by the measurement equipment. When performing measurements at
a distance other than that specified, the results shall be extrapolated to the specified distance using
an extrapolation factor of 20 dB/decade (inverse of linear distance for field-strength measurements,
inverse of linear distance-squared for power-density measurements).

Note 2: Test distance for frequencies at below 30 MHz, measurements may be performed at a distance
closer than the EUT limit distance; however, an attempt should be made to avoid making
measurements in the near field. When performing measurements below 30 MHz at a closer distance
than the limit distance, the results shall be extrapolated to the specified distance by either making
measurements at a minimum of two or more distances on at least one radial to determine the proper
extrapolation factor or by using the square of an inverse linear distance extrapolation factor (40
dB/decade). The test report shall specify the extrapolation method used to determine compliance of
the EUT.

3.5.2

Refer a test equipment and calibration data table in this test report.

Measuring Instruments

TEL : 886-3-327-3456 Page Number © 20 of 25
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3.5.3 Test Procedures

Test Method

X The search for spurious emissions shall be from the lowest frequency internally generated or used in
the receiver (e.g. local oscillator, intermediate or carrier frequency), or 30 MHz, whichever is higher, to at
least 3 times the highest tuneable or local oscillator frequency, whichever is higher, without exceeding
40 GHz.

X] Measurements may be performed at a distance other than the limit distance provided they are not
performed in the near field and the emissions to be measured can be detected by the measurement
equipment. When performing measurements at a distance other than that specified, the results shall be
extrapolated to the specified distance using an extrapolation factor of 20 dB/decade (inverse of linear
distance for field-strength measurements, inverse of linear distance-squared for power-density
measurements).

X For radiated measurement, refer as ANSI C63.4, clause 8.3.
X Refer as ANSI C63.4, clause 8.3.1.1 and 8.3.2.1 for radiated emissions from below 30 MHz.

X Refer as ANSI C63.4, clause 8.3.1.1 and 8.3.2.1 for radiated emissions from 30 MHz-1 GHz. For
the peak measurement is fully sufficient, as the max field strength as measured with the
Peak-Detector meets the QP-Limit so that the QP level does not need to be reported in addition.

XI Refer as ANSI C63.4, clause 8.3.1.2 and 8.3.2.2 for radiated emissions from above 1 GHz. For the
peak measurement is fully sufficient, as the max field strength as measured with the Peak-Detector
meets the AV-Limit so that the AV level does not need to be reported in addition.

X All amplitude of spurious emissions that are attenuated by more than 30 dB below the permissible value
has no need to be reported.

3.5.4 Test Setup

Receiver Spurious and Out of Band Emissions (9 kHz - 30 MHz)

RX Antenna

Metal Full Soldered Ground Plane

Spectrum Analyzer
/Receiver oG
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Receiver Radiated Unwanted Emissions (below 1GHz)

RX Antenna
«—— 3Im ————p | T
1
EUT - fonikia 1-4m

""" [ point 1
¢ :
1

1

]

Metal Full Soldered Ground Plane
Spectrum Analyzer

/Receiver _ FeRs)

Receiver Radiated Unwanted Emissions (above 1GHz)

Spectrum Analyzer | l ].

3.5.5 Receiver Radiated Unwanted Emissions (Below 30MHz)

The amplitude of spurious emissions which are attenuated by more than 20dB below the permissible value has
no need to be reported.

3.5.6 Test Result of Receiver Radiated Unwanted Emissions
Refer as Appendix D
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e %NCC TEST REPORT

Report No. : TR702609-12AL
SPORTON LAB.
3.6 Test Equipment and Calibration Data
Instrument for AC Conduction (TX)
Instrument Manufacturer Model No. Serial No. Spec. Calibration Calibration Due
Date Date
EMC Receiver R&S ESR3 102052 9kHz ~ 3.6GHz 09/Apr/2019 08/Apr/2020
LISN R&S ENV 216 101274 9kHz ~ 30MHz 12/Jun/2018 11/Jun/2019
RF Cable-CON MTJ RG142 CB001-CO 9kHz ~ 30MHz 17/Sep/2018 16/Sep/2019
AC POWER APC AFC-11003G F308010045 47;23“0%3;/“2 NCR NCR
Impuls Begrenzer | - ¢~y ARzBECK | VTSD 9561F 9495 9kHz ~ 30MHz 11/0ct/2018 10/0ct/2019
Pulse Limiter
NCR : Non-Calibration Require
Instrument for AC Conduction (RX)
Instrument Manufacturer Model No. Serial No. Spec. Calibration Calibration Due
Date Date
EMC Receiver R&S ESR3 102052 9kHz ~ 3.6GHz 09/Apr/2019 08/Apr/2020
LISN R&S ENV216 101295 9kHz ~ 30MHz 08/Nov/2018 07/Nov/2019
RF Cable-CON MTJ RG142 CB002-CO 9kHz ~ 200MHz 17/Sep/2018 16/Sep/2019
AC POWER APC AFC-11005G | F310050055 47;%5%3{72 NCR NCR
Impuls Begrenzer | - o~ v ARZBECK | VTSD 9561-F | 9561-F041 9 kHz ~ 30 MHz 12/0ct/2018 11/0ct/2019
Pulse Limiter
NCR : Non-Calibration Require
Instrument for Conducted Test
. Calibration Calibration Due
Instrument Manufacturer Model No. Serial No. Spec. Date Date
ipe"““m R&S FSV 40 101500 10Hz~40GHz 18/Jul/2018 17/3ul/2019
nalyzer
TEL : 886-3-327-3456 Page Number . 23 0of 25
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SPORTON LAB.

NCC TEST REPORT

Report No. : TR702609-12AL

Instrument for Radiated Test (TX)

Instrument Manufacturer Model No. Serial No. Spec. Calibration Calibration Due
Date Date
3m Semi
Anechoic SIDT SAC-3M 03CHO3-HY 80MHz ~ 1GHz 30/0ct/2018 29/0ct/2019
FRANKONIA 3m
Chamber
3m Semi
Anechoic SIDT SAC-3M 03CHO3-HY 1GHz ~ 18GHz 30/0ct/2018 29/0ct/2019
FRANKONIA 3m
Chamber
Amplifier HP 8447D 2944A08033 10kHz ~ 1.3GHz 22/Apr/2019 21/Apr/2020
EM) Test R&S ESR3 102052 9KHz ~ 3.6GHz 09/Apr/2019 08/ApI/2020
ecelver
Bilog Antenna 3142B &
with &dB Pad ETS MTI6100.05 00022055 26 MHz - 3 GHz 19/Nov/2018 18/Nov/2019
Microwave
System KEYSIGHT 83017A MY53270196 1GHz ~ 26.5GHz 05/Sep/2018 04/Sep/2019
Preamplifier
Signal Analyzer R&S FSV40 101500 10Hz ~ 40GHz 18/Jul/2018 17/3ul/2019
RF Cable-R03m Jye Bao RG142 CB021 9kHz ~ 1GHz 22/Mar/2019 21/Mar/2020
RF Cable-high SUHNER SUCOFLEX 106 | MY34918/4 1GHz ~ 40GHz 21/Mar/2019 20/Mar/2020
RF Cable-high SUHNER SUCOFLEX104 | MY34918/4 1GHz ~ 40GHz 19/Jan/2019 18/Jan/2020
Brofrﬁiﬂﬂ:om SCHWARZBECK | BBHA 9170 BBHA9170339 18GHz ~ 40GHz 19/Apr/ 2019 18/Apr/2020
Double Ridged
Guide Horn | SCHWARZBECK | BBHA 9120 D BBHfsggllzo b 1GHz ~ 18GHz 09/Mar/ 2019 08/Mar/2020
Antenna
Preamplifier MITEQ TTA1840-35-HG 1864481 18GHz ~ 40GHz 24/Aug/2018 23/Aug/2019
Loop Antenna TESEQ HLA 6120 31244 9kHz ~ 30MHz 15/Mar/2019 14/Mar/2020
TEL : 886-3-327-3456 Page Number . 24 of 25
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SPORTON LAB.

NCC TEST REPORT

Report No. : TR702609-12AL

Instrument for Radiated Test (RX)

Instrument Manufacturer Model No. Serial No. Spec. Calibration Calibration Due
Date Date
3m Semi
Anechoic SIDT SAC-3M 03CHO03-HY 80MHz ~ 1GHz 30/0ct/2018 29/0ct/2019
FRANKONIA 3m
Chamber
3m Semi
Anechoic SIDT SAC-3M 03CHO03-HY 1GHz ~ 18GHz 30/0ct/2018 29/0ct/2019
FRANKONIA 3m
Chamber
Amplifier HP 8447D 2944A08033 10kHz ~ 1.3GHz 22/Apr/2019 21/Apr/2020
EM) Test R&S ESR3 102052 9KHz ~ 3.6GHz 09/Apr/2019 08/ApI/2020
eceiver
Bilog Antenna 3142B &
with 5dB Pad ETS MTJ6102-05 00022055 26 MHz - 3 GHz 19/Nov/2018 18/Nov/2019
Microwave
System KEYSIGHT 83017A MY53270196 1GHz ~ 26.5GHz 09/Sep/2019 08/Sep/2020
Preamplifier
Signal Analyzer R&S FSV40 101500 10Hz ~ 40GHz 15/Aug/2019 14/Aug/2020
RF Cable-R0O3m Jye Bao RG142 CB021 9kHz ~ 1GHz 22/Mar/2019 21/Mar/2020
RF Cable-high SUHNER SUCOFLEX 106 MY34918/4 1GHz ~ 40GHz 21/Mar/2019 20/Mar/2020
RF Cable-high SUHNER SUCOFLEX104 MY34918/4 1GHz ~ 40GHz 19/Jan/2019 18/Jan/2020
Brofrﬁiﬂﬂ:om SCHWARZBECK |  BBHA 9170 BBHA9170339 18GHz ~ 40GHz 19/Apr/ 2019 18/Apr/2020
Double Ridged
Guide Horn | SCHWARZBECK | BBHA9120D | PBHASIZ0D 1GHz ~ 18GHz 09/Mar/ 2019 08/Mar/2020
Antenna
Preamplifier MITEQ TTA1840-35-HG 1864481 18GHz ~ 40GHz 05/Aug/2019 04/Aug/2020
Loop Antenna TESEQ HLA 6120 31244 9kHz ~ 30MHz 15/Mar/2019 14/Mar/2020
TEL : 886-3-327-3456 Page Number . 25 0of 25
FAX : 886-3-327-0973 Issued Date © Oct. 23, 2019

Report Template No.: HE1-C12 Ver2.2 Report Version © 01



SPORTON LAB.

AC Power-line Conducted Emissions

Appendix A

AC Power-line Conducted Emissions Result

Operating Mode

1

Power Phase

Neutral

Operating Function

PoE Mode (TX)

09/05/2019
nr= LimPK [/
90- PK A
e LimAY [/
70- A A
e . J
50 TS
AL
40-
30
20
10
0 | |
150k M 10M 30M
Type Freg Level Limit Margin Factor Condition  Comment Raw LISM CcL AT
(Hz) (dBuV) (dBuV)  (dB) (dB) (dBu\) (dB) (dB) (dB)
|QP 156.001k 65.61 65.67 -0.06 19.52 MNeutral ~ "Werst”  46.09 9.65 0.01 9.86 |
AV 156.091k 48.73 55.67 -6.94 19.52 Neutral 29.21 9.65 0.01 9.86
Qp 194,288k 61.86 63.86 -2.00 19.51 Neutral 4235 9.64 0.01 9.86
AV 194,288k 40.46 53.86 -13.40 19.51 Neutral 2035 9.64 0.01 9.86
Qp 227 E1Bk 60.52 62.52 -2.00 19.51 Neutral 4101 9.64 001 9.86
AV 227 818k 39.39 52.52 -1313 19.51 Neutral 19.88 9.64 0.01 9.86
QP 480.498k 47.31 56.33 -9.02 19.51 Neutral 2780 9.64 0.01 9.86
AV 480.498k 27.65 46.33 -18.68 19.51 Meutral 814 9.64 0.01 9.86
Qp 2.634M 41.60 56.00 -14.40 19.56 Meutral 22,04 9.65 0.04 9.87
AV 2.634M 29.55 46.00 -16.45 19.56 Meutral 998 9.65 0.04 9.87
Qp 3.378M 37.82 56.00 -18.18 19.58 Meutral 18.24 9.66 0.04 9.88
AV 3.378M 26.85 46.00 -19.15 19.58 Neutral 727 9.66 0.04 9.88
SPORTON INTERNATIONAL INC. Page No. : Al of A4
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SPORTON LAB.

AC Power-line Conducted Emissions

Appendix A

AC Power-line Conducted Emissions Result

Operating Mode

1

Power Phase

Line

Operating Function

PoE Mode (TX)

09/05/2019
HA LimPK [/
90- PK [~
15 LimAV [~/
70 AV v
. L J
50| ‘H\ N M‘N
40 llil r
30
20-]
10
0- 1 1 1
150k 1M 1om 30Mm
Type Freq Level Limit Margin Factor Condition Comment Raw LISM CcL AT
(Hz) (dBuv) (dBuV) (dB) (dB) (dBuv) (dB) (dE) (dB)
QpP 150k 64.93 66.00 -1.07 1948 Line - 4545 9.61 0.01 9.86
AV 150k 44.84 56.00 -11.16 1948 Line - 25.36 961 0.01 9.86
QP 186.707k 61.35 64.18 -2.83 19.48 Line - 41.87 9.61 001 9.86
AV 186.707k 38.45 54.18 -15.73 19.48 Line - 18.97 9.61 0.01 9.86
QP 232,398k 61,61 62.37 -0.76 1848 Line “Worst” 4213 9,61 0.01 9.86
AV 232,398k 44.04 52.37 -8.33 1948 Line - 24.56 9.61 0.01 9.86
QP 272,505k 58.88 61.05 -217 1948 Line - 39.40 9.61 001 9.36
AV 272,505k 41.45 51.05 -9.60 1948 Line - 287 9.61 0.01 9.86
QP 563.422k 45.29 56.00 -10.71 1948 Line - 25.81 961 0.01 9.86
AV 563.422k 27.33 46.00 -18.67 19.48 Line - 7.85 9.61 001 9.86
QP 2.531M 38.54 56.00 -17.46 18.53 Line - 19.01 9.62 0.04 987
AV 2.531M 29.72 46.00 -16.28 1853 Line - 10.19 9.62 0.04 987
SPORTON INTERNATIONAL INC. Page No. : A2 of A4
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seanron Las.  AC Power-line Conducted Emissions Appendix A

AC Power-line Conducted Emissions Result
Operating Mode 1 Power Phase Neutral
Operating Function PoE Mode (RX)
13/09/2019
100+ LimPK [/
90- K [~
80 LimAV [
70- A A
- | L J
30- I
40_
30-
20-
10-
0~ | ! |
150k ™ 10M 30M
Type Freg Level Limit Margin Factor Condition  Comment Raw LISM CcL AT
(Hz) (dBuV) | (dBuV) | (dB) (dE) (dBuV) | (dE) (dE) (dE)
ap 154585k 40.25 6575 -2550 1942 Meutral | - 077 980 0.01 9.87
I\ 154585 2898 5575 <2677 1942 Meutral | - 9.50 9.50 0.01 9.87
ap 405722k 50.94 5774 -6.80 19.42 Meutral - 3146 9.59 0.01 9.2
v 405722k 4544 4774 -2.30 19.42 Meutral  "Worst' 2596 959 0.01 928 |
QP 622360k | 36.71 5600 | -19.20 | 19.42 Meutral | - 17.22 959 0.01 922
ay 622369k 3028 4600 1572 1048 Meutral | - 1080 9359 0.01 928
ap 1.330M 36.43 s6.00 <1957 1951 Meutral | - 1692 9.80 0.03 9.88
av 1.330M 078 4600 -1522  19.51 Meutral | - 127 980 0.03 9.88
ap £.915M 3772 60.00  -2228  19.60 Meutral | - 1812 965 0.06 9.89
I\ £.915M 32.06 5000 -17.94  19.60 Meutral | - 1246 965 0.06 9.89
ap 1207 3850 6000 | -2050 | 19.64 Meutral | - 1986 967 0.08 9.89
av 1207 3263 5000 <1737 19.64 Meutral | - 1209 967 0.08 9.89
SPORTON INTERNATIONAL INC. Page No. : A3 of A4
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SPORTON LAB.

AC Power-line Conducted Emissions

Appendix A

AC Power-line Conducted Emissions Result

Operating Mode 1 Power Phase Line
Operating Function PoE Mode (RX)
13/09/2019
100+ Lim.PK [~
9%0- PK A
Y LimAV [
70- A A
- L J
s0-
20-
30-
20-
10-
0~ | ! |
150k ™ 10M 30M
Type Freg Level Limit Margin Factor Condition  Comment Raw LISM CcL AT
(Hz) (dBuV) | (dBuV) | (dB) (dE) (dBuV) | (dE) (dE) (dE)
QP 164053k 4222 6525 -23.03 1942 Line 274 980 0.01 9.87
Ay 164053k 35.06 5525 -2019 19.48 Line 1558 9.80 0.01 9.87
QP 405722k 5059 si7a <715 10.42 Line - 3111 9.59 0.01 9.82
ay 405722k 4514 4774 260 19.42 Line “Worst” 2566 9.59 001 288
QP 604085k 37.62 s6.00  -1238 1042 Line - 1214 959 0.01 9.22
av 604065 3228 460D -1372 1048 Line 1280 939 0.01 9.88
ap 1.326M 35.53 600 -2047  19.52 Line 16.01 951 0.03 9.88
I\ 1.326M 2952 4600 -1648  19.52 Line 1000 951 0.03 9.38
ap 6.779M 39.12 60.00  -2088  19.60 Line 1952 965 0.06 9.89
av £.779M 3413 5000 -15.87  19.60 Line 14.53 9.65 0.06 9.89
QP 1.71EM 3754 6000  -2246 | 19.63 Line 17.91 9.56 0.08 9.89
av 1.71EM 2050 5000 <1950 19.63 Line 1087 966 0.08 9.9
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SPORTON LAB. EBW ReSUlt Appendix B
Summary
Emission Bandwidth Result
Frequency |20dB Bandwidth | 99% Bandwidth | F_ at 20dB BW | Fy at 20dB BW
Bluetooth Mode
(MHz) (MHz) (MHz) (MHz) (MHz)
LE 2402.00 1.0490 1.0160 2401.4700 -
LE 2440.00 1.0510 1.0040 - -
LE 2480.00 1.0510 1.0110 - 2480.5140
Limit N/A N/A 2402 2483.5
Result Complied
Emission Bandwidth Plots
BT-LE(1Mbps) EBW
2402MHz 10/05/2019
e \ i )
2.4026GHz 230 2.402GHz 30
Span Span
25MHz e 25MHz e
REW -40- REW -40-
20kHz el 20kHz 45
VEW VEW
100kHz = 100kHz =
Sweep Time -55- Sweep Time 55
100ms 60— 100ms 60—
Detector Type : Detector Type :
Peak -65 Sample -65-
: Portl [/ zgt;diss ' 240156 24026 240256 ' 2403256 ;g(;d?ss 240156 24025 z.mg_srs ' 2403256
0dB{Hz)  FI-20dB(Hz) Fh-20dB(Hz) OBW(Hz)  FI-OBW(Hz) Fh-OBW(Hz) Limit(Hz)  Port
1.049M 240147G 24025196 | 1.016M 24014886  2402503G 500k 1
BT-LE(1Mbps) EBW
2480MHz 10/05/2019
e ) &
248GHz 25 248GHz
Span Span
25MHz 0 25MHz
REW -35- REW
20kHz 404 20kHz
VEW VEW
100kHz <59 100kHz
Sweep Time -50-] Sweep Time
100ms 100ms
55|
Detector Type Detector Type
Peak 60 Sample
: Portl [/ ﬁi;éiss ' 247956 2486 248056 ' 2481256 -2?.57%75(3 ' 2.47‘|95G 2486 2.43I‘056 ' 2481256
20dB{Hz)  FI-20dB(Hz) Fh-20dB(Hz) OBW(Hz)  FI-OBW(Hz) Fh-OBW(Hz) Limit(Hz)  Port
1.051M 2479463G | 24B0514G | 1.011M 24794786 2480489G 500k 1
SPORTON INTERNATIONAL INC. Page No. : BlofB1
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seomron tas.  RSE TX below 1GHz Result Appendix C.1

Summary
Mode Result | Type Freq Level Limit Margin Factor Dist | Condition | Azimuth | Height | Comments
(Hz) (dBuV/m) | (dBuV/m) (dB) (dB) (m) (°) (m)
24-2.4835GHz
BT-LE(1Mbps) Pass aP 614.08M 4073 46.00 -5.27 -10.03 3 Vertical 121 1.00
SPORTON INTERNATIONAL INC. Page No. : ClofC4
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SPORTON LAB.

RSE TX below 1GHz Result

Appendix C.1

Result
Mode Result Type Freq Level Limit Margin Factor Dist Condition | Azimuth Height Comments
(Hz) (dBuV/m) | (dBuV/m) (dB) (dB) (m) ) (m)
BT-LE(1Mbps) - - - - - - - - - - -
2442MHz Pass PK 49.4M 33.83 40.00 6.17 -22.99 3 Vertical 360 1.00 -
2442MHz Pass PK 125.06M 21.04 43.50 -22.46 -19.00 3 Vertical 360 1.00 -
2442MHz Pass PK 278.32M 22.55 46.00 -23.45 -16.95 3 Vertical 360 1.00 -
2442MHz Pass PK 466.5M 36.29 46.00 9.7 -12.32 3 Vertical 360 1.00 -
2442MHz Pass QP 596.24M 37.85 46.00 -8.15 -10.46 3 Vertical 132 1.00 -
2442MHz Pass QP 614.08M 40.73 46.00 -5.27 -10.03 3 Vertical 121 1.00 -
2442MHz Pass PK 49.4M 23.15 40.00 -16.85 -22.99 3 Horizontal 0 1.00 -
2442MHz Pass PK 128.94M 2414 43.50 -19.36 -18.96 3 Horizontal 0 1.00 -
2442MHz Pass PK 305.48M 26.74 46.00 -19.26 -16.58 3 Horizontal 0 1.00 -
2442MHz Pass PK 412.18M 30.54 46.00 -15.46 -13.36 3 Horizontal 0 1.00 -
2442MHz Pass PK 485.9M 3212 46.00 -13.88 -12.02 3 Horizontal 0 1.00 -
2442MHz Pass PK 613.94M 39.01 46.00 -6.99 -10.03 3 Horizontal 0 1.00 -
SPORTON INTERNATIONAL INC. Page No. C2of C4
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seomron tas.  RSE TX below 1GHz Result Appendix C.1
BT-LE(1Mbps)
08/05/2019
2442MHz_PoE
=1 LimPK [/~
120-
PK a4
100- Lim AV |
AV vl
80— k -
60_
—
40—
20- [ [
0_I | | | | | | | | | I | | | | | | | | 1
30M 100M  150M  200M  250M  300M 350M  400M  450M 500M 550M 6OOM 650M 700M 750M 800M B50M 900M 950M  1G
Type Freq Level Lirnit Margin Factor Dist Condition Azimuth | Height Comment Raw AF CL PA
(Hz) (dBuV/m} (dBuV/m) (dB) (dB) () @] (m) (dBul) (dB) (dB) (dB)
PK 49.4M 33.83 40.00 -6.17 -22.99 3 Vertical 360 1.00 56.82 13.60 0.58 3717
PK 125.06M 21.04 42.50 -2246 -19.00 3 Vertical 380 1.00 40,04 16.76 001 36.67
PK 278.32M 22.55 46.00 -2345 -16.95 3 Vertical 360 1.00 39.50 18.14 137 36.46
PK 466.5M 36.29 46.00 -9.71 -12.32 3 Vertical 360 1.00 4861 22.65 1.85 36.82
Qp 596.24M 37.85 46.00 -8.15 -10.46 3 Vertical 132 1.00 48.31 24.66 2.09 7.2
Qp 614.08M 40.73 46.00 -5.27 -10.03 3 Vertical 121 1.00 50.76 25.09 212 37.24
SPORTON INTERNATIONAL INC. Page No. C3ofC4
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seomron tas.  RSE TX below 1GHz Result Appendix C.1
BT-LE(1Mbps)
08/05/2019
2442MHz_PoE
=1 LimPK [/~
120-
PK a4
100- Lim.AV |/
AV vl
80— k -
60_
—
4p-+——
20- [
0_I 1 | | | | | | | | I | | | | | | 1
30M 100M  150M  200M  250M  300M 350M  400M 450M 500M 550M 60OM 650M 700M 750M 800OM B50M 900M 950 1G
Type Freq Level Lirnit Margin Factor Dist Condition Azimuth | Height Comment Raw AF CL PA
(Hz) (dBuV/m} (dBuV/m) (dB) (dB) () @] (m) (dBul) (dB) (dB) (dB)
PK 49.4M 2315 40.00 -16.85 -22.99 3 Horizontal 0 1.00 46.14 13.60 0.58 3717
PK 128.94M 2414 42.50 -19.36 -18.96 3 Horizontal 0 1.00 4310 16.78 092 36.66
PK 305.48M 26.74 46.00 -19.26 -16.58 3 Horizontal 0 1.00 4332 18.45 146 36.49
PK 412.18M 30.54 46.00 -15.46 -13.36 3 Horizontal 0 1.00 43.80 21.60 17 36.67
PK 485.9M 3212 46.00 -13.88 -12.02 3 Horizontal 0 1.00 4414 22.99 157 36.88
PK 613.94M 39.01 46.00 -6.99 -10.03 3 Horizontal 0 1.00 49.04 25.09 212 37.24
SPORTON INTERNATIONAL INC. Page No. C4of C4
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seonron tas.  RSE TX above 1GHz Result Appendix C.2

Summary
Mode Result | Type Freq Level Limit Margin Factor Dist | Condition | Azimuth | Height | Comments
(Hz) (dBuV/m) | (dBuV/m) (dB) (dB) (m) (°) (m)
24-2.4835GHz
BT-LE(1Mbps) Pass AV 24426 9137 94.00 -263 31.15 3 Vertical 164 2.23
SPORTON INTERNATIONAL INC. Page No. : ClofC15
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seonron tas.  RSE TX above 1GHz Result Appendix C.2

Result
Mode Result Type Freq Level Limit Margin Factor Dist Condition | Azimuth Height Comments
(Hz) (dBuV/m) | (dBuV/m) (dB) (dB) (m) ) (m)
BT-LE(1Mbps) - - - - - - - - - - - -
2402MHz Pass AV 2.3984G 47.20 54.00 -6.80 30.99 3 Vertical 158 2.61 -
2402MHz Pass AV 2.402G 90.16 94.00 -3.84 31.00 3 Vertical 158 2.61 -
2402MHz Pass PK 2.3964G 58.35 74.00 -15.65 30.98 3 Vertical 158 2.61 -
2402MHz Pass PK 2.4022G 91.55 114.00 -22.45 31.00 3 Vertical 158 2.61 -
2402MHz Pass AV 2.3536G 47.15 54.00 -6.85 30.83 3 Horizontal 212 2.46 -
2402MHz Pass AV 2.402G 88.47 94.00 -5.53 31.00 3 Horizontal 212 2.46 -
2402MHz Pass PK 2.389G 57.75 74.00 -16.25 30.95 3 Horizontal 212 2.46 -
2402MHz Pass PK 24022G 89.89 114.00 -24.1 31.00 3 Horizontal 212 246 -
2402MHz Pass AV 4.80454G 33.79 54.00 -20.21 1.62 3 Vertical 360 2.04 -
2402MHz Pass PK 4.8028G 44.61 74.00 -29.39 162 3 Vertical 360 2.04 -
2402MHz Pass AV 4.80346G 34.39 54.00 -19.61 1.62 3 Horizontal 19 213 -
2402MHz Pass PK 4.80442G 4521 74.00 -28.79 1.62 3 Horizontal 19 213 -
2442MHz Pass AV 2.3912G 46.91 54.00 -7.09 30.96 3 Vertical 164 2.23 -
2442MHz Pass AV 2442G 91.37 94.00 -2.63 31.15 3 Vertical 164 223 -
2442MHz Pass AV 2.4852G 47.91 54.00 -6.09 31.31 3 Vertical 164 223 -
2442MHz Pass PK 2.3852G 57.88 74.00 -16.12 30.94 3 Vertical 164 2.23 -
2442MHz Pass PK 2.4416G 92.68 114.00 -21.32 31.15 3 Vertical 164 223 -
2442MHz Pass PK 2.4844G 58.43 74.00 -15.57 31.31 3 Vertical 164 2.23 -
2442MHz Pass AV 2.3984G 46.95 54.00 -7.05 30.99 3 Horizontal 21 2.35 -
2442MHz Pass AV 2.442G 90.78 94.00 -3.22 31.15 3 Horizontal 271 2.35 -
2442MHz Pass AV 2.4948G 47.95 54.00 -6.05 31.35 3 Horizontal 271 2.35 -
2442MHz Pass PK 2.3436G 57.67 74.00 -16.33 30.79 3 Horizontal 271 2.35 -
2442MHz Pass PK 2.4416G 92.37 114.00 -21.63 31.15 3 Horizontal 271 235 -
2442MHz Pass PK 2.4852G 59.00 74.00 -15.00 31.31 3 Horizontal 271 2.35 -
2442MHz Pass AV 4.88442G 35.44 54.00 -18.56 1.82 3 Vertical 184 1.84 -
2442MHz Pass AV 7.31544G 39.56 54.00 -14.44 749 3 Vertical 72 1.50 -
2442MHz Pass PK 4.88454G 45.82 74.00 -28.18 1.82 3 Vertical 184 1.84 -
2442MHz Pass PK 7.31664G 50.36 74.00 -23.64 749 3 Vertical 72 1.50 -
2442MHz Pass AV 4.88346G 35.62 54.00 -18.38 1.82 3 Horizontal 302 177 -
2442MHz Pass AV 7.32072G 39.44 54.00 -14.56 750 3 Horizontal 25 1.06 -
2442MHz Pass PK 4.8834G 45.76 74.00 -28.24 1.82 3 Horizontal 302 177 -
2442MHz Pass PK 7.33836G 50.07 74.00 -23.93 7.54 3 Horizontal 229 2.04 -
2480MHz Pass AV 248G 89.83 94.00 417 31.28 3 Vertical 161 278 -
2480MHz Pass AV 2.4994G 47.71 54.00 -6.29 31.36 3 Vertical 161 2.78 -
2480MHz Pass PK 2.4798G 91.24 114.00 -22.76 31.28 3 Vertical 161 278 -
2480MHz Pass PK 2.4918G 58.52 74.00 -15.48 31.33 3 Vertical 161 2.78 -
2480MHz Pass AV 248G 88.16 94.00 -5.84 31.28 3 Horizontal 268 278 -
2480MHz Pass AV 2.4962G 47.70 54.00 -6.30 31.35 3 Horizontal 268 2.78 -
2480MHz Pass PK 2.4796G 89.59 114.00 -24.41 31.28 3 Horizontal 268 2.78 -
2480MHz Pass PK 2.4998G 59.05 74.00 -14.95 31.36 3 Horizontal 268 2.78 -
2480MHz Pass AV 4.96024G 33.95 54.00 -20.05 2.02 3 Vertical 359 1.23 -
2480MHz Pass AV 7.43766G 39.27 54.00 -14.73 7.80 3 Vertical 209 223 -
2480MHz Pass PK 4.97296G 44.49 74.00 -29.51 2.05 3 Vertical 359 1.23 -
2480MHz Pass PK 7.44612G 50.53 74.00 -2347 7.82 3 Vertical 209 223 -
2480MHz Pass AV 4.95952G 35.99 54.00 -18.01 2.02 3 Horizontal 26 1.50 -
2480MHz Pass AV 7.4502G 39.32 54.00 -14.68 7.82 3 Horizontal 191 1.77 -
2480MHz Pass PK 4.9594G 46.06 74.00 -27.94 2.02 3 Horizontal 26 1.50 -
SPORTON INTERNATIONAL INC. Page No. : C2ofC15
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seonron tas.  RSE TX above 1GHz Result Appendix C.2

Mode Result Type Freq Level Limit Margin Factor Dist Condition | Azimuth Height Comments
(Hz) (dBuVim) | (dBuV/m) (dB) (dB) (m) ) (m)
2480MHz Pass PK 7.45422G 50.10 74.00 -23.90 7.83 3 Horizontal 191 1.77
SPORTON INTERNATIONAL INC. Page No. : C3of C15
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seonron tas.  RSE TX above 1GHz Result Appendix C.2
BT-LE(1Mbps)
10/05/2019
2402MHz_TX
=1 LimPK [/~
120-
PK a4
100- Lim.AV |/
AV vl
80— L J
60— - 4 -
40-
20-
0- | 1 1 1 1 ! ! 1 [
2.352G 236G 237G 238G 239G 246G 241G 242G 244G 2452G
Type Freq Level Lirnit Margin Factor Dist Condition Azimuth | Height Comment Raw AF CL PA
(Hz) (dBuV/m} (dBuV/m) (dB) (dB) () @] (m) (dBul) (dB) (dB) (dB)
AV 2.3984G 47.20 54.00 -6.80 3059 3 Vertical 158 261 16.21 27.32 367 -
AV 24026 90.16 94.00 -3.84 31.00 3 Vertical 158 261 59.16 27.33 L -
PK 2.3964G 58.35 74.00 -15.65 3098 3 Vertical 158 261 2737 2731 367 -
PK 2.4022G 91.55 114.00 -2245 31.00 3 Vertical 158 261 60.55 27.33 367 -
SPORTON INTERNATIONAL INC. Page No. C4 of C15
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seonron tas.  RSE TX above 1GHz Result

Appendix C.2

BT-LE(1Mbps)
10/05/2019
2402MHz_TX
=1 LimPK [/~
120-
PK a4
100- Lim.AV |/
AV vl
80— k -
L U S W OV SO PP S YA WSS
40-
20-
0- | 1 1 1 1 ! ! 1 [
2.352G 236G 237G 238G 239G 246G 241G 242G 244G 2452G
Type Freq Level Lirnit Margin Factor Dist Condition Azimuth | Height Comment Raw AF CL PA
(Hz) (dBuV/m} (dBuV/m) (dB) (dB) () @] (m) (dBul) (dB) (dB) (dB)
AV 2.3536G 47.15 54.00 -6.85 3083 3 Horizontal 212 246 16.32 2719 364 -
AV 24026 88.47 94.00 -5.53 31.00 3 Horizontal 212 248 57.47 27.33 L -
PK 2.389G 57.15 74.00 -16.25 3085 3 Horizontal 212 246 26.80 27.29 3.66 -
PK 2.4022G 89.89 114.00 -2411 31.00 3 Horizontal 212 246 58.89 27.33 367 -
SPORTON INTERNATIONAL INC. Page No. C5 of C15
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seonron tas.  RSE TX above 1GHz Result Appendix C.2

BT-LE(1Mbps)

2402MHz_TX :

[ 13- [ Limek [~ |
120- K[~
100- Lim. AV [

av A
80—_____ — I N I ) —T T 1 b =
60___.__ -—— —_— — R IS S - - PR —
40
20—

1 1 1 1 1 I 1 1 | | | 1 1 1 1 1 1 1 |
16 26 3G 4G 5G 66 7G 8G 9G 106G 116G 12G 13G 14G 15G 166G 17G 18G 189G 206G 21G 22G 253G 24G 25G

Type Freq Level Lirnit Margin Factor Dist Condition Azimuth | Height Comment Raw AF CL PA
(Hz) (dBuV/m} (dBuV/m) (dB) (dB) () @] (m) (dBul) (dB) (dB) (dB)
AV 4.80454G 33.19 54.00 -20.21 162 3 Vertical 360 204 - 3217 3115 532 34.85
PK 4.8028G 44.61 74.00 -29.29 162 3 Vertical 380 204 - 42.99 3115 5.32 34.85
SPORTON INTERNATIONAL INC. Page No. : C6of C15
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seonron tas.  RSE TX above 1GHz Result Appendix C.2

BT-LE(1Mbps)

2402MHz_TX :

[ 13- [ Limek [~ |
120- K[~
100- Lim. AV [

av A
80—_____ — I N I ) —T T 1 b =
60___.__ -—— —_— — R IS S - - PR —
40
20—

1 1 1 1 1 I 1 1 | | | 1 1 1 1 1 1 1 |
16 26 3G 4G 5G 66 7G 8G 9G 106G 116G 12G 13G 14G 15G 166G 17G 18G 189G 206G 21G 22G 253G 24G 25G

Type Freq Level Lirnit Margin Factor Dist Condition Azimuth | Height Comment Raw AF CL PA
(Hz) (dBuV/m} (dBuV/m) (dB) (dB) () @] (m) (dBul) (dB) (dB) (dB)
AV 4.80346G 34.39 54.00 -19.61 162 3 Horizontal 19 213 - 3277 3115 532 34.85
PK 4.80442G 451 74.00 -28.79 162 3 Horizontal 19 213 - 43.59 3115 5.32 34.85
SPORTON INTERNATIONAL INC. Page No. : C7o0fC15
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seanron L. RSE TX above 1GHz Result Appendix C.2
BT-LE(1Mbps)
10/05/2019
2442MHz_TX
=1 LimPK [/~
120-
PK a4
100- Lim.AV |/
AV vl
80— k -
L T SRV R
40-
20-
0- 1 1 1 ! ! ! 1
2.342G 2366 238G 246G 242G 244G 246G 248G 252G 2542G
Type Freq Level Lirnit Margin Factor Dist Condition Azimuth | Height Comment Raw AF CL PA
(Hz) (dBuV/m} (dBuV/m) (dB) (dB) () @] (m) (dBul) (dB) (dB) (dB)
AV 2.3912G 46.91 54.00 -7.08 3096 3 Vertical 164 223 1585 27.30 3.66 -
AV 24426 91.37 94.00 -263 3115 3 Vertical 164 223 60.22 27.44 an -
AV 24852G 47.91 54.00 -6.08 3131 3 Vertical 164 223 16.60 27.56 375 -
PK 2.3852G 57.88 74.00 -16.12 3094 3 Vertical 164 223 26.94 27.28 3.66 -
PK 24416G 92.68 114.00 -21.32 3115 3 Vertical 164 223 61.53 27.44 ENGY -
PK 24844G 58.43 74.00 -15.57 3131 3 Vertical 164 223 712 27.56 375 -
SPORTON INTERNATIONAL INC. Page No. C8 of C15
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seonron tas.  RSE TX above 1GHz Result Appendix C.2
BT-LE(1Mbps)
10/05/2019
2442MHz_TX
=1 LimPK [/~
120-
PK a4
100- Lim.AV |/
AV vl
80— -
60- e S S V7 VRS A
40-
20-
0- 1 1 1 ! 1 ! | ! 1
2.342G 2366 238G 246G 242G 244G 246G 248G 2.5G 252G 2542G
Type Freq Level Lirnit Margin Factor Dist Condition Azimuth | Height Comment Raw AF CL PA
(Hz) (dBuV/m} (dBuV/m) (dB) (dB) () @] (m) (dBul) (dB) (dB) (dB)
AV 2.3984G 46.95 54.00 -71.05 3059 3 Horizontal 271 235 1596 27.32 367 -
AV 24426 90.78 94.00 -3.22 3115 3 Horizontal 271 235 5963 27.44 an -
AV 248945G 47.85 54.00 -6.05 3135 3 Horizontal 271 235 16.60 27.59 3.76 -
PK 2.3436G 57.67 74.00 -16.33 30.79 3 Horizontal 271 235 26.88 27.16 363 -
PK 24416G 92.37 114.00 -2163 3115 3 Horizontal 271 235 61.22 27.44 ENGY -
PK 24852G 59.00 74.00 -15.00 3131 3 Horizontal 271 235 2769 27.56 375 -
SPORTON INTERNATIONAL INC. Page No. C9 of C15
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seonron tas.  RSE TX above 1GHz Result Appendix C.2
BT-LE(1Mbps)
10,/05/2018
2442MHz_TX
=1 LimPK [/~
120-
PK a4
100- Lim AV |
AV vl
80— k -
60_
40-
20-
0_I I 1 1 1 1 1 1 1 1 1 I 1 1 | | | 1 1 1 1 1 1 1 |
16 26 3G 4G 5G 66 7G 8G 9G 106G 116G 12G 13G 14G 15G 166G 17G 18G 189G 206G 21G 22G 253G 24G 25G
Type Freq Level Lirnit Margin Factor Dist Condition Azimuth | Height Comment Raw AF CL PA
(Hz) (dBuV/m} (dBuV/m) (dB) (dB) () @] (m) (dBul) (dB) (dB) (dB)
AV 4.88442G 35.44 54.00 -18.56 152 3 Vertical 184 134 3362 31.29 5.36 34.83
AV 7.31544G 39.56 54.00 -14.44 7.49 3 Vertical 72 150 3207 35.96 6.62 35.09
PK 4.88454G 45.82 74.00 -28.18 152 3 Vertical 184 134 44.00 31.29 5.36 34.83
PK 1.31664G 50.36 74.00 -23.64 748 3 Vertical 72 150 42.87 35.96 6.62 35.09
SPORTON INTERNATIONAL INC. Page No. C10 of C15
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seonron tas.  RSE TX above 1GHz Result Appendix C.2
BT-LE(1Mbps)
10,/05/2018
2442MHz_TX
=1 LimPK [/~
120-
PK a4
100- Lim AV |
AV vl
80— k -
60_
40-
20-
0_I I 1 1 1 1 1 1 1 1 1 I 1 1 | | | 1 1 1 1 1 1 1 |
16 26 3G 4G 5G 66 7G 8G 9G 106G 116G 12G 13G 14G 15G 166G 17G 18G 189G 206G 21G 22G 253G 24G 25G
Type Freq Level Lirnit Margin Factor Dist Condition Azimuth | Height Comment Raw AF CL PA
(Hz) (dBuV/m} (dBuV/m) (dB) (dB) () @] (m) (dBul) (dB) (dB) (dB)
AV 4.88346G 35.62 54.00 -18.38 152 3 Horizontal 302 177 - 33.80 31.29 5.36 34.83
AV 7.32072G 29.44 54.00 -14.56 7.50 3 Horizontal 25 1.06 - 3104 35.97 6.62 35.09
PK 4.8834G 45.76 74.00 -28.24 152 3 Horizontal 302 177 - 43894 31.29 5.36 34.83
PK 1.338360G 50.07 74.00 -23.93 7.54 3 Horizontal 229 204 - 42.53 36.01 6.63 3510
SPORTON INTERNATIONAL INC. Page No. : C11 of C15
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seonron tas.  RSE TX above 1GHz Result Appendix C.2
BT-LE(1Mbps)
10,/05/2018
2480MHz_TX
=1 LimPK [/~
120-
PK a4
100- Lim AV |
AV vl
80— k -
60_
40-
20-
0_I | 1 1 1 | 1 I 1 | | 1 I | | 1 1 1 I 1
243G 2435G 244G 2.445G 245G 2455G 246G 2465G 247G 2475G 248G 2485G 249G 2495G 2.5G 2505G 251G 2515G 252G 2525G 253G
Type Freq Level Lirnit Margin Factor Dist Condition Azimuth | Height Comment Raw AF CL PA
(Hz) (dBuV/m} (dBuV/m) (dB) (dB) () @] (m) (dBul) (dB) (dB) (dB)
AV 248G 89.83 94.00 -417 31.28 3 Vertical 161 278 58.55 27.54 374 -
AV 2.4994G 471 54.00 -6.29 3136 3 Vertical 161 278 16.35 27.60 3.76 -
PK 24798G 91.24 114.00 -22.76 31.28 3 Vertical 161 278 59.96 27.54 374 -
PK 24918G 58.52 74.00 -15.48 3133 3 Vertical 161 278 2719 27.58 3.75 -
SPORTON INTERNATIONAL INC. Page No. C12 of C15
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seonron tas.  RSE TX above 1GHz Result Appendix C.2

BT-LE(1Mbps)

2480MHz_TX :

[ 13- [ Limek [~ |
120- K[~
100- Lim. AV [

av A
80- . J
o
40
20—
7e

1 | 1 1 1 | 1 I 1 | | 1 I | | 1 1 1 I 1
243G 2435G 244G 2.445G 245G 2455G 246G 2465G 247G 2475G 248G 2485G 249G 2495G 2.5G 2505G 251G 2515G 252G 2525G 253G

Type Freq Level Lirnit Margin Factor Dist Condition Azimuth | Height Comment Raw AF CL PA
(Hz) (dBuV/m}  (dBuV/m} (dB} (dB} (m) *) (m) (dBuV) (dB) (dB) (dB)
AV 248G 88.16 94.00 -5.84 3128 3 Horizontal 268 278 56.88 27.54 3.74 -
AV 249626 47.70 54.00 -6.30 3135 3 Horizontal 268 278 16.35 27.59 3.76 -
PK 247966 89.59 11400 -24.41 3128 3 Horizontal 268 278 5831 27.54 3.74 -
PK 2.4998G 58.05 74.00 -14.95 3136 3 Horizontal 268 278 27.69 27580 3.76 -
SPORTON INTERNATIONAL INC. Page No. C13 of C15
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seonron tas.  RSE TX above 1GHz Result Appendix C.2
BT-LE(1Mbps)
10,/05/2018
2480MHz_TX
=1 LimPK [/~
120-
PK a4
100- Lim AV |
AV vl
80— k -
60_
40-
20-
0_I I 1 1 1 1 1 1 1 1 1 I 1 1 | | | 1 1 1 1 1 1 1 |
16 26 3G 4G 5G 66 7G 8G 9G 106G 116G 12G 13G 14G 15G 166G 17G 18G 189G 206G 21G 22G 253G 24G 25G
Type Freq Level Lirnit Margin Factor Dist Condition Azimuth | Height Comment Raw AF CL PA
(Hz) (dBuV/m} (dBuV/m) (dB) (dB) () @] (m) (dBul) (dB) (dB) (dB)
AV 4.96024G 33.85 54.00 -20.05 202 3 Vertical 359 123 3183 3143 5.40 34.81
AV 7.43766G 29.27 54.00 -1473 7.80 3 Vertical 200 223 3147 36.25 6.66 3511
PK 4.97296G 44.49 74.00 -29.51 205 3 Vertical 359 123 42.44 3145 541 34.81
PK 7.44612G 50.53 74.00 -23.47 182 3 Vertical 209 223 4271 36.27 6.66 3511
SPORTON INTERNATIONAL INC. Page No. C14 of C15
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seonron tas.  RSE TX above 1GHz Result Appendix C.2
BT-LE(1Mbps)
10,/05/2018
2480MHz_TX
=1 LimPK [/~
120-
PK a4
100- Lim AV |
AV vl
80— k -
60_
40-
20-
0_I I 1 1 1 1 1 1 1 1 1 I 1 1 | | | 1 1 1 1 1 1 1 |
16 26 3G 4G 5G 66 7G 8G 9G 106G 116G 12G 13G 14G 15G 166G 17G 18G 189G 206G 21G 22G 253G 24G 25G
Type Freq Level Lirnit Margin Factor Dist Condition Azimuth | Height Comment Raw AF CL PA
(Hz) (dBuV/m} (dBuV/m) (dB) (dB) () @] (m) (dBul) (dB) (dB) (dB)
AV 4.95952G 35.99 54.00 -18.01 202 3 Horizontal 26 150 - 3387 3143 5.40 34.81
AV 7.4502G 29.32 54.00 -14.68 7.82 3 Horizontal 191 177 - 31.50 36.28 6.66 3512
PK 4.9594G 46.06 74.00 -27.94 202 3 Horizontal 26 150 - 44.04 3143 5.40 34.81
PK 7.45422G 5010 74.00 -23.80 183 3 Horizontal 191 177 - 42.27 36.29 6.66 3512
SPORTON INTERNATIONAL INC. Page No. : C150fC15
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seonron 1as. ROE RX below 1GHz Appendix D.1
Summary
Mode Result Type Freq Level Limit Margin Factor Dist Condition | Azimuth Height Comments
(Hz) (dBuVim) | (dBuV/m) (dB) (dB) (m) ) (m)
2.4-2.4835GHz
BT-LE(1Mbps) Pass PK 912.7M 38.64 46.00 -7.36 3.32 3 Horizontal 360 1.00
Remark : Page No. : D1of D4

Level (dBuV/m) = Raw(Read Level) + AF(Antenna Factor) + CL(Cable Loss) - PA( Preamp Factor)
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seomron 1as. RSE RX below 1GHz Appendix D.1
Result
Mode Result Type Freq Level Limit Margin Factor Dist Condition Azimuth Height Comments
(Hz) (dBuVim) | (dBuV/m) (dB) (dB) (m) ) (m)

BT-LE(1Mbps) - - - - - - - - - - -
2442MHz Pass PK 47.46M 29.43 40.00 -10.57 -12.39 3 Vertical 0 1.00 -
2442MHz Pass PK 101.78M 27.00 4350 -16.50 -9.60 3 Vertical 0 1.00 -
2442MHz Pass PK 231.76M 31.83 46.00 1447 -8.91 3 Vertical 0 1.00 -
2442MHz Pass PK 449.04M 2852 46.00 -17.48 2.35 3 Vertical 0 1.00 -
2442MHz Pass PK 730.34M 38.25 46.00 775 1.01 3 Vertical 0 1.00 -
2442MHz Pass PK 916.58M 33.66 46.00 -12.34 3.38 3 Vertical 0 1.00 -
2442MHz Pass PK 39.7M 26.34 40.00 -13.66 -8.99 3 Horizontal 360 1.00 -
2442MHz Pass PK 113.42M 23.36 4350 -20.14 -8.68 3 Horizontal 360 1.00 -
2442MHz Pass PK 251.16M 3273 46.00 1327 -6.56 3 Horizontal 360 1.00 -
2442MHz Pass PK 423.82M 31.60 46.00 -14.40 2.31 3 Horizontal 360 1.00 -
2442MHz Pass PK 747.8M 35.82 46.00 -10.18 1.35 3 Horizontal 360 1.00 -
2442MHz Pass PK 9127M 38.64 46.00 -7.36 3.32 3 Horizontal 360 1.00 -

Remark : Page No. D2 of D4

Level (dBuV/m) = Raw(Read Level) + AF(Antenna Factor) + CL(Cable Loss) - PA( Preamp Factor)
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seonron 1as. ROE RX below 1GHz Appendix D.1
BT-LE(1Mbps)RX
16,/09/2015
2442MHz_PoE
=19 Lim.PK [~/
120-
PK v
100- Lim AV |
AV e
80- N !
60 -
—
4p-+——
20~
0 T 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1
30M 100M 150M  200M  250M 300M 350M 400M 450M 500M 550M 600OM 650M 700M T50M B00OM B50M 900M 950M  1G
Type Freq Level Limnit Margin Facter Dist Condition Azimuth | Height Comment Raw AF CL PA
(Hz) (dBu¥/m) (dBuV/m) (dB) (dB) (m) (@] (m) (dBul) (dE) (dE) (dE)
PK 47.46M 2943 40.00 -10.57 -12.39 3 Vertical 1] 1.00 41.82 1411 1.02 27.52
PK 101.73M 27.00 43.50 -16.50 -9.60 3 Vertical 0 1.00 36.60 16.24 1.53 2737
PK 231.76M 31.83 46.00 -1417 -891 3 Vertical 0 1.00 40.74 15.52 2.38 26.81
PK 449.04M 2852 46.00 -17.48 -235 3 Vertical 0 1.00 30.87 21495 339 27.69
PK 730.34M 38.25 46.00 -1.15 101 3 Vertical 0 1.00 3724 24.60 445 28.04
PK 916.58M 33.66 46.00 -12.34 3.38 3 Vertical 1] 1.00 30.28 2577 5.08 2747
Remark : Page No. D3 of D4

Level (dBuV/m) = Raw(Read Level) + AF(Antenna Factor) + CL(Cable Loss) - PA( Preamp Factor)
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seonron 1as. ROE RX below 1GHz Appendix D.1
BT-LE(1Mbps)RX
16,/09/2015
2442MHz_PoE
=19 Lim.PK [~/
120-
PK v
100- Lim AV |
AV e
80- L J
60_
—
4p-+——
20~
07| 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1
30M 100M 150M  200M  250M 300M 350M 400M 450M 500M 550M 600OM 650M 700M T50M B00OM B50M 900M 950M  1G
Type Freq Level Limnit Margin Facter Dist Condition Azimuth | Height Comment Raw AF CL PA
(Hz) (dBu¥/m) (dBuV/m) (dB) (dB) (m) (@] (m) (dBul) (dE) (dE) (dE)
PK 39.7M 26.34 40.00 -13.66 -599 3 Horizontal 360 1.00 35.33 17.62 0393 27.54
PK 113.42M 23.36 43.50 -20.14 -8.68 3 Horizontal 360 1.00 3204 17.02 163 27.33
PK 251.16M 3213 46.00 -13.27 -6.56 3 Horizontal 360 1.00 39.29 17.69 249 26.74
PK 423.82M 31.60 46.00 -14.40 -231 3 Horizontal 350 1.00 3301 21.89 3.28 2748
PK 747.8M 35.82 46.00 -10.18 1.35 3 Horizontal 360 1.00 3447 24.89 4.50 28.04
PK 912.7M 38.64 46.00 -7.36 332 3 Horizontal 360 1.00 35.32 2573 5.06 2747
Remark : Page No. D4 of D4

Level (dBuV/m) = Raw(Read Level) + AF(Antenna Factor) + CL(Cable Loss) - PA( Preamp Factor)
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seomon 1as.  ROE RX above 1GHz Appendix D.2
Summary
Mode Result Type Freq Level Limit Margin Factor Dist Condition | Azimuth Height Comments
(Hz) (dBuVim) | (dBuV/m) (dB) (dB) (m) ) (m)
2.4-2.4835GHz
BT-LE(1Mbps) Pass AV 354G 41.02 54.00 -12.98 3.95 3 Vertical 360 1.00
Remark : Page No. : D1of D4

Level (dBuV/m) = Raw(Read Level) + AF(Antenna Factor) + CL(Cable Loss) - PA( Preamp Factor)
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seomon 1as.  ROE RX above 1GHz Appendix D.2
Result
Mode Result Type Freq Level Limit Margin Factor Dist Condition Azimuth Height Comments
(Hz) (dBuVim) | (dBuV/m) (dB) (dB) (m) ) (m)

BT-LE(1Mbps) - - - - - - - - - - -
2442MHz Pass AV 1.2G 26.82 54.00 -27.18 -4.31 3 Vertical 0 1.00 -
2442MHz Pass AV 2.108G 25,62 54.00 -28.38 0.52 3 Vertical 0 1.00 -
2442MHz Pass AV 4.136G 29.78 54.00 2422 5.56 3 Vertical 0 1.00 -
2442MHz Pass PK 1.2G 37.84 74.00 -36.16 -4.31 3 Vertical 0 1.00 -
2442MHz Pass PK 2.108G 39.74 74.00 -34.26 0.52 3 Vertical 0 1.00 -
2442MHz Pass PK 4.136G 42.88 74.00 -31.12 5.56 3 Vertical 0 1.00 -
2442MHz Pass AV 1.3G 23.36 54.00 -30.64 -3.37 3 Vertical 360 1.00 -
2442MHz Pass I\% 2.336G 25.99 54.00 -28.01 145 3 Vertical 360 1.00 -
2442MHz Pass AV 354G 41.02 54,00 -12.98 395 3 Vertical 360 1.00 -
2442MHz Pass PK 1.3G 37.61 74.00 -36.39 -3.37 3 Vertical 360 1.00 -
2442MHz Pass PK 2.336G 4017 74.00 -33.83 145 3 Vertical 360 1.00 -
2442MHz Pass PK 354G 4535 74.00 -28.65 3.95 3 Vertical 360 1.00 -

Remark : Page No. D2 of D4

Level (dBuV/m) = Raw(Read Level) + AF(Antenna Factor) + CL(Cable Loss) - PA( Preamp Factor)
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seamron s, ROE RX above 1GHz Appendix D.2
BT-LE(1Mbps)RX
2442MHz_RX B
- " LimPK [ ]
120- o (~
100- Lim.AV [
A A
80- | J
60~
40-
20-

07I i 1 | 1 | 1 | 1 | 1 i 1 | 1 | 1 | 1 1 1 1 1 1 1
16 156G 2G 25G 3G 356G 4G 45G 56 556 66 65G 7G 75G 8G 85G 9G 956G 10G 105G 11G 115G 12G 125G 13G

Type Freq Level Limnit Margin Facter Dist Condition Azimuth | Height Comment Raw AF CL PA
(Hz) (dBu¥/m) (dBuV/m) (dB) (dB) (m) (@] (m) (dBul) (dE) (dE) (dE)
AY 1.2G 26.82 54.00 -2718 -431 3 Vertical 0 1.00 3113 25.40 275 3248
AV 21086 25.62 54.00 -28.38 0.52 3 Vertical 0 1.00 2510 2717 373 30.38
AV 41366G 29.78 54.00 -24.22 5.58 3 Vertical 0 1.00 24.22 29.77 5.36 29.57
PK 1.2G 37.84 74.00 -36.16 -431 3 Vertical 0 1.00 4215 2540 275 3246
PK 21086 39.714 74.00 -34.26 0.52 3 Vertical 0 1.00 39.22 2717 373 30.38
PK 41363 42.88 74.00 -3112 5.56 3 Vertical 0 1.00 3732 29.77 5.36 29.57
Remark : Page No. D3 of D4

Level (dBuV/m) = Raw(Read Level) + AF(Antenna Factor) + CL(Cable Loss) - PA( Preamp Factor)
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seonron 1as. ROE RX above 1GHz Appendix D.2
BT-LE(1Mbps)RX
16,/09/2015
2442MHz_RX
=19 Lim.PK [~/
120-
PK v
100- Lim AV |
AV e
80- N !
60 -
40-
20~
0 T I 1 1 1 1 1 1 1 1 1 I 1 1 1 1 1 1 1 1 1 1 1 1 1
16 156G 2G 25G 3G 356G 4G 45G 56 556G 6G 65G 7G 75G 8G 85G 9G 956G 10G 105G 11G 115G 126G 125G 13G
Type Freq Level Limnit Margin Facter Dist Condition Azimuth | Height Comment Raw AF CL PA
(Hz) (dBu¥/m) (dBuV/m) (dB) (dB) (m) (@] (m) (dBul) (dE) (dE) (dE)
AV 1.3G 23.36 54.00 -30.64 -3.37 3 Vertical 360 1.00 26.73 25.80 285 32.02
AV 2.3366G 25.99 54.00 -2801 145 3 Vertical 380 1.00 24.54 27.76 395 30.26
AV 354G 41.02 54.00 -12.98 3.5 3 Vertical 380 1.00 3707 28.80 493 29.78
PK 136G 3761 74.00 -36.39 -337 3 Vertical 360 1.00 40.98 2580 285 32.02
PK 2.3366G 4017 74.00 -33.83 145 3 Vertical 380 1.00 3872 27.76 395 30.26
PK 354G 4535 74.00 -28.65 395 3 Vertical 360 1.00 41.40 28.80 493 29.78
Remark : Page No. D4 of D4

Level (dBuV/m) = Raw(Read Level) + AF(Antenna Factor) + CL(Cable Loss) - PA( Preamp Factor)
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